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FOREWORD

1, This Military Standard is approved for use by all Departments and
Agencies of the Department of Defense.

2. Beneficial comments (recommendations, additions, deletions) and any
pertinent data which may be of use in improving this document should be
addressed to; Commanding Officer, Chesapeake Division, Naval Facilities
Engineering Command, Code 09MD, Building 212, 901 M St SE, Washington, DC
20374-5018 by using the self-addressed Standardization Document Improvement
Proposal (DD Form 1426) appearing at the end of this document or by letter.

3. The application information contained in this standard shall be
applied in military construction budgets and may be used to identify equipment
for construction and renovation planning not included in a military
construction budget.

4. All built-in casework shall be fabricated and designated in accordance
with Military Specification MIL-C-20709 (latest edition). All other casework
shall be designated, specified, and installed in accordance with MILSPEC
MIL-C-29240 Casework - Moveable and Modular for Hospital Laboratories and
Pharmacies, MILSPEC MIL-C-29241 Material Handling Units for Medical
Facilities, MILSPEC MIL-F-28687 Frame, Mobile, Hospital Laboratories and
Pharmacies, Military Guide Spec 11704, and other specifications as directed by
the design agency.

5. The Joint Schedule Numbers (JSN) or the National Stock Numbersj within
the MIL-STD-1691, shall not be used as substitutes for contract specifications .*
and detail drawings. Citing JSN numbers and nomenclatures will not relieve
the architect or design agency of the responsibility to verify and provide all
necessary detail drawings and specifications showing actual dimensions,
utility connections, accessories, quantity, quality, and performance required.
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1. SCOPE

I O.,?,,
1.1 Scope and mrDose. This standard establishes a definite demarcation

between the various elements involved in the planning, funding, construction,
and funding of the medical and dental facilities of the Armed Services, the
Department of Veterans Affairs, the United States Public Health Semite
(USPHS) and other using agencies. This standard provides a uniform basis upon
which the Medical Services can identify items of construction and material and
fix logistical and financial responsibility in an identical manner.

1.2 Awlieation. This standard shall be applied to the architectural,
financial and logistic planning, construction, and equipping of all medical
and dental facilities included in the military and other using agency budgets
for medical construction appropriation funds, other procurement (investment
equipment) organizational maintenance funds, and departmental operation funds
of the using service or agency.

O,:,,
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2. APPLICABLE DOCUMENTS

This section is not applicable to this standard.
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3. DEFINITIONS

3.1 General. As used in this standard for the schedule of items, the
following definitions pertain to:

a. Fixed - fastened to walls, floors or ceiling, or to stea,m, gas,
plumbing, electrical power, sensor lines in a permanent manner.

b. Portable - movable, including that equipment which is attached to
utility lines by attachment plug, screw-on fitting, or quick
disconnect fittings, and that which is of such size and use that
special consideration must be given to its location.

c. Mobile - equipment on wheels or casters.

3.2 Schedule terms. Terms used in the column headings and body of the
schedule are defined as follows:

JSN Joint Schedule Number. The number shall consist of an alpha
character followed by four additional characters. The first

alpha character shall denote the equipment groups as follows:

A.....
c. . . . .
D. . . . .
E. . . . .
F.....
K.....
L.....
M.....
P.....
R. . . . .
s.....
T.....
u.....
v.....
x.....
w...,.

Architectural
Fixed Casework
Dental Equipment/and Dental Casework
Modular Casework
Furniture and Furnishing
Food Service Equipment
Laboratory Equipment
Miscellaneous
Plumbing Fixtures
Refrigeration
Sterilizers and Associated Equipment
Shop Equipment/Tools
User Specific Items
Veterinary
X-Ray Equipment and Accessories
War Readiness Materials

NSN National Stock Number as used in the Federal Supply System

Nomenclature Name of item.

CAT Category of Logistical Responsibility.

A..... Contractor furnished and installed from construction
funds (Construction Appropriations/Medical Construction
Appropriations) .

B..,.. Government furnished from using service operating funds
other than construction and installed by contractor
from construction funds (Construction
Appropriations/Medical Construction Appropriations).

3
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c. ..,.

D. . . . .

.

E. . . . .

F. . . . .

G. . . . .

MIL-STD-1691F

Government furnished and installed from existing assets
or from funds other than construction.

Other. Leased or rented equipment, or that obtained
under special conditions as indicated. Fund source
will be other than Construction Appropriation/Medical
Construction Appropriations.

Government furnished and contractor installed from
Construction Appropriation/Medical Construction
Appropriations funds. (Procurement may be delayed
until the latest date feasible that will not
interfere with project completion. This will provide
the latest model of equipment at the time it is
needed.)

Government furnished and Government (vendor) installed
from Construction Appropriation/Medical Construction
Appropriations funds. (Procurement may be delayed
until the latest date feasible that will not interfere
with project completion. This will provide the latest
model of equipment at the time it is needed.)

Government furnished and installed equipment requiring
special funding (not MILCON or project specific OM or OP
dollars) and may require other justification and
approvals.

3.3 Abbreviations. Abbreviations as used in this standard are defined as m
follows:

2RCSIj Two Wall Recessed

A
ABDOM
AC
ADJ
AIDS
Al
AMPS
ANES
ANGIO
AR
ASSY
ASTM
ATT
AUDIO
AUTO

Angstrom
Abdominal/Abdomen
Alternating Current
Adjustable
Acquired Immune Deficiency Syndrome
Aluminum
Amperes
Anesthesia

Angiography/angiographic
As Required
Assembly
American Society for Testing and Materials
Attached/Attachment (s)
Audiometric/Audiometer
Automatic

BAG Bacteriological
BEV Beverage
B1O Biological

BKSPLSH Backsplash

4
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BNCH
BSE
BTU

c’
c/
CAB
CAL
CAP
CARB
CATH
cc
CCTV
Ccu
CEIL
CEPH
CF
cm
CH
CHMBR
CHOC
cl
CMPT
CMPTR
CMRA
cm
CNTR
co
C02
COLL
COMB
COMP
COMPAT
CONT
CRM
CRS
CRT
Cs
CSF
CSH
CSTRS
CT
CTR
CUFT

CYL

D
DBL
DC
DEPMEDS
DIA
DISINFECT

Bench
Base
British Thermal Units

Centigrade/Celsius
Central or Building Supplied
Cabinet
Calibration
Capacity
Carbonated
Catheterization
Cubic Centimeter
Closed Circuit Television
Cornary Care Unit
Ceiling
Cephalometric
Complement Fixation
Cubic Feet Per Minute
Channel
Chamber
Chocolate
Chlorine
Compartment
Computer
Camera
Corner
Center
Cobalt
Carbon Dioxide
Collector
Combination
Compressor
Compatible
Continuous
Corrosion Resistant Metal
Corrosion Resistant Steel
Cathode Ray Tube
Case
Cerebrospinal Fluid
Closed Shelf
Casters
Computerized/Computed Tomography
Counter
Cubic Foot
Cubic Yard
Cylinder

Depth/Deep
Double
Direct Current
Deployable Medical Systems
Diameter
Disinfectant

s
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DIV
DNA
DO
DPM
DR
DRNBD

E
EA
EEG
ECG
EIA
ELEC
ENT
ETO
EX
EP

F
F/S
FDR
FED SPEC NO
FG
FGC
FLUOR
FLR
FNT
FPM

,’ FR-DTGS
FREQ
FT

GAL
GD
GDO
gm
GPH
GPM
GV

H2S04
HC1
HCO
HCT
HD
HDO
HDR
HEPA
Hg
Hgb
HORIZ
HP
HR

MIL-STD-1691F

Division
Deoxyribonucleic Acid
Door
Drops Per Minute
Drawer
Drainboard

Electron
Each
Electroencephalogram
Electrocardiograph/Electrocardiogram
Enzyme Immunoassay
Electrical/Electric
Ears, Nose and Throat
Ethylene Oxide
Execu~ive
Explosion Proof

Fahrenheit

Free Standing
File Drawer
Federal Specification Number
Fiberglass
Fiberglass Cement
Fluorescent
Floor
Front
Feet Per Minute
Fast Recovery Deuterated Triglyceride Sulfate
Frequency
Foot/Feet

Gallon
Garbage Disposal
Glazed Door
Gram
Gallons Per Hour
Gallons Per Minute
Gravity

Sulfuric Acid
Hydrochloric Acid
Hydrogen Ion Activity or Hemoglobin Measurements
Hematocrit
Head
Half Door

Half Drawer
High Efficiency Particulate Air
Mercury
Hemoglobin
Horizontal
Horsepower
Hour

6
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HT
HTD
HTR
HVY DTY

HZ “

ICU
ID
IN
INDIVL
INJ
INSTRU
IPS
ISE
IV

K
KEYBD
KG
Kv
KVA
KW

L

IAT
LB
LC
LDG
LDo
LED
LFILE
LiTa
LP
LPM
LT
LVLS

mA
MACH

MBL
MCV
MECH
MED
mEq
mEq/L
MEv
mg
mg/dl
min
MKR BD

MIL-STD-1691F

Height/High
Heated
Heater
Heavy Duty
Hydraulic
Hertz

Intensive Care Unit
Inside Dimension
Inch
Individual
Injector, Injection, Injected
Instrument
International Pipe Standard
Ion Selective Electrode
Intravenous

Thousand/Potassium
Keyboard
Kilogram
Kilovolt
Kilovolt Ampere
Kilowatt

Length
Laboratory
Lateral
Pound

,Liquid Chromatography
Loading
Lower Door
Light Emitting Diode
Lateral File
Lithium - Tantalate
Lamp
Liters Per Minute
Light
Levels

Milliampere
Machine
Maximum
Mobile
Mean Corpuscular Volume
Mechanical
Medical
Milliequivalent
Milliequivalent Per Liter
Million Electron Volts
Milligram
Milligrams Per Deciliter
minute, minimum
Marker Board
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mL
mm
mmHg
mmol/1
MNFLDS
MNTD
MNTRNG
MOD
MORT
MRI
MSN
MTR
MULT
Mv

Na
Na/K/Li
NARC
ng
m
NOM
NP
NPT

OD
OH
ohm/cm
ommHg
ORTHO
OT

P
P/H
P/THRU
PANo
PAR
PBD
Pc
PC02
PED
PER
pH

Pm
PL
PNL
PNT
P02
PREFAB
PREPN
PREVAC
PRSI
PSI

milliliter
millimeter
Millimeters of Mercury
Millimol per Liter
Manifolds
Mounted
Monitoring
Modular
Mortuary
Magnetic Resonance Imaging ‘
Military Specification Number
Motor
Multiple
Megavolt

Sodium
Sodium Potassium Lithium
Narcotics
Nanograms
Nanometer
Nominal
Neuropsychiatric
National Pipe Thread

Outside Diameter/Optical Density
Overhead
Ohm per Centimeter
Oxygen Millimeters of Mercury
Orthopedic
Occupational Therapy

Phosphor, Phosphorus
Panel Hung
Pass Through
Panographic
Parallel
Pullboard
Personal Computer
Partial Pressure of Carbon Dioxide
Pedestal
Person
the negative logarithm of the effective hydrogen-ion
concentration or hydrogen-ion activity
Pharmacy
Place
Panel
Patient
Partial Pressure of Oxygen
Prefabricated
Preparation
Prevacuum
Privacy/Private
Pounds Per Square Inch
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PSIG
PT
PTBL
PTT
PWRD

R/F
RBc
RCD
RCSD
REF
REFR
REQ
RESP
RF
RIA
RM
ROT
RPM
RR
SCRN
SDO
sees
SECT
SECY
SENS
SER
SF
SGDO
SH
SL
SLOG
SMPLS
SNGL
SPD
SPEC
SQ
Ss
SSH
STA
STAT
STK
STL
STM
STND
STOR
Suc
SUR
SURG
SUSP
SWG

Pounds Per Square Inch Gauge
Physical Therapy
Portable
Prothrombin Time Test
Powered

Radiographic/Fluoroscopic
Red Blood Count
Record
Recessed
Refrigerated
Refrigerator
Require/d
Respiratory
Radio Frequency
Radioimmunoassay
Room
Rotating
Revolutions/Rotations Per Minute
Rear
Screen
Sliding Door
Seconds
Section
Secretary/Secretarial
Sensitivity
Service
Square Foot
Sliding Glass Door
Shelf(ves)
Slice
Sliding
Samples
Single
Speed
Special
Square
Stainless Steel
Sliding Shelf
Station
Immediate
Stack
stool
Steam
Stand
Storage
Suction
Surface
Surgical
Suspension
Swing, Swinging

O,, TBL Table
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TBLWR
TEMP
TLC
TOMO
TPL
TRANs
TREAT
TRK
TST
TV

u/c
UL
UNHTD
UPHD
UPRIGHT
UT
Uv
v
VAC
VAR
VDRL
VERT
VIS/UV
VOL

w
w/
WBC
WcP
W/’H

W/H CTR
w/o

W/P/H

WKI
WKSUR
WLL
WRST CNTRL
WSH

o

x

YD

MIL-STD-1691F

Tableware
Temperature
Thin Layer Chromatography
Tomography/Tomographic
Triple

Transportable
Treatment
Track
Test
Television

Undercounter
Underwriters Laboratories, Inc
Unheated
Upholstery@pholstered
Upright
Utility/Utilities
Ultraviolet
volts
Vacuum/Volts AC

Variable
Venereal Disease Research Laboratory
Vertical
Visible/Ultraviolet
Volume

Width/Watts/Wide
With
White Blood Count
Watercolor Pen
Wall Hung
Wall Hung or Counter Mounted
Without
Wall or Panel Hung
Work
Walk In

Work Surface
Wall

Wrist Control
Writing Shelf

Degrees

Powers of magnification

Yard
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4. GENERAL REQUIREMENTS

4.1 Joint Schedule Numbers. The Joint Schedule Numbers appearing in this
standard shall be used to identify equipment on all architectural drawings,
plans, and supporting documents for Military/Federal medical construction
projects. The JSNS may be used to identify equipment for construction and
renovation planning not included in a military construction budget, but, in
those instances, the “CAT” column indicating logistical responsibility may be
disregarded.

4.2 Items not included. Funds for items not included in this standard
shall be included in the appropriate operating or supply budget estimates.

4.3 Additions. deletions. or changes. Additions, deletions, changes, and
corrections to this standard shall be made as directed by the 1691 committee.
Items can be added to the database by any using setwice or agency. Deletions
or changes can be made only with the full committee’s concurrence. The DMFO
will maintain and promulgate these changes through revisions of this standard.

O.,

0:’
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d.

5.2
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5. DETAILED REQUIREMENTS

Special instructions.

Where reference to a specification is included in a JSN item
description,, items identified as “A” in the “CAT” col~n of Appendices
A t.%rough C shall be procured against the latest authorized
specification or purchase description. Design agents and contractors
(Architect and Engineers) shall assure that current specifications and
their latest amendments or purchase description shall be used in the

procurement of equipment supplied by the construction contractor.

The using, service/agency shall be required to furnish information and
participate in review of shop drawings and inspections prior to
acceptance of technical equipment. Inquiries shall be addressed to
the appropriate authority.

Quality and type of equipment and furniture, e.g., stainless steel,
steel, wood, gas fired, or electric, shall be determined by the using
service/agency in each instance, based onb”the intended life and
mission of the facility and the location and circumstance under which
construction is to be accomplished,

When design and space limitations necessitate substitution of
equipment in the preparation of drawings, these substitutions shall be
coordinated with and approved by the using service/agency.

Lo~istical responsibility. The items listed in Table I shall be
included in construction cost estimates as appropriate.

TABLE I. Item divisions and lo~istical responsibilities

ITEM

Building and Grounds

To include:
Hospital bui ldings (including administration) ------

Medical clinic build ings ---------------------------
Dental c[inic build ings ----------------------------
Clinical and medical research

laboratory buildings -----------------------------
Animal holding buildings ---------------------------
Maintenance shop buildings -------------------------
Garages and automotive shelters --------------------
Poiier plant bui ldings (steam and/or electrical )----
Sewage disposal plant structures -------------------
Medical helicopter landing pads --------------------
Cha*l ---------------------------------------------
Recreational bui lding ( including Red Cross,

gymnasiums and swimming plots) -------------------
Recreational fields ( inc~uding tennis courts,
~ baseba(i diamonds, etc., )------------------------
Guard and sentry boxes, gatehouses -----------------
‘Incinerator buildings ------------------------------

Logistical Resmnsibi 1 ity
—
k
—

i
K
K

K
K
K
K
K
K
K
x

x

x
x
x

—
B
—

—
c
—

—
D
.

—
E
—

—
F
—

—
G
—
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TABLE I. Item divisions and lo~istical responsibilities - Continued

1TEM

[Iectricat Service

rO include:
Jiring (including mater ial)------------------------
W3duits-------------------------------------------
Witches, panels, boxes, service outlets -----------
rransformers (stepdoun and distribution) -----------
.ighting, fixtures (inciuding initiel lsnping)-----
;enerating equipment (including emergency )---------
:xplosion-proof fixtures ---------------------------
>ouer Conditioning/Surge Protectors ----------------

{eatinq.Air Conditionintt. and Venti Iation

rO intlude:
\ir comlitioning (including packaged units) --------’
]oiler plants and water heaters --------------------
{eat and steam distribution systems----------------
:entral vacuun cleaning system ---------------------

~tmbinq

rO include:
Jiping valves, fittings, and outlets ---------------
roiiet, bath, and Lavatoryfixtures (including

shower stat is, mirrors, towels racks, toi (et
paper dispensers, paper towel dispensers,
soap dispensers, and bedpan washers --------------

;euer systems and p~ants ----------------- ----------
;as, air pressure and suction, and medical

gas systems --------------------------------------
Iutcmatic sprinkler systems ------------------------
:ire protection system (water )---------------------

?ef ri qerat ion

Fo include:
~efrigeration (watk- in)----------------------------
)eep freeze (walk- in)------------------------------
luitt-in morgue refrigerators ----------------------

Y3nnunicat ions

rO include:
relephme system, including--

Conduits, wtket boxes ---------------------------
Telephone exchange, Key equipment --
instrunents, and all necessary equipments --------

lntercom systems, conplete--
Conduits -----------------------------------------
Instrtsnents and equipment ------------------------

Wb[ic address system (fixed) --
Conduits -----------------------------------------
Instrumentsandequipw2nt------------------------

television system (excluding security )-------------
Entertainment ------------------------------------

Conduit s---------------------------------------
Antennas ---------------------------------------
TV Brackets, wal I @td/or cei I ing mounted -------
TV Lou vo~tage pouer supply --------------------

television Systems
Training--

Conduits ---------------------------------------
TV cameras, TV receivers -------------------------

13

Loqistica[ Resoons ibiiity

A

x
x
x
x
x
x
x
x

x
x
x
x

x

x
x

x
x
x

x
x
x

x

x

x
x

x
x
x
x
x
x

x

B
—

x
x

c
—

x

—
E

—

—
F

—
G
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TABLE I. Item divisions and lopi.stical responsibilities - Continued

Logistical Responsibility

ITEM A B c o E F G

omnuni cations - Cent i nued

PatientMonitor ing--
TV cameras, receivers, cables and conduits ------- x

Program distribution system, complete--
Conduits and equipment -------------------------- x

Paging systems for staff complet e ----------------- x
Radio equipnent other than paging and program

distribute on---------------------------------- x
Conduits and cables --------------------------- x
Instruments, equipnent, and accessories ------- x

Nursesf ca~ ~ systems--
Conduits ---------------------------------------- x
Instruments and equipment ----------------------- x

Central dictating system--

Conduits ---------------------------------------- x
Instruments and equipment ----------------------- x

Pneumatic tube systems ---------------------------- ‘x
Automat ic data processing systems--

Conduits ---------------------------------------- x
Cables and distribution ------------------------- x
Instruments and equipment ----------------------- x

Intrusion Detection System
Conduits ---------------------------------------- x
Cable and fittings ------------------------------ x
Sensors and equipment --------------------------- x

TV equipment ------------------------------------- x
Interior Intrusion Detection System-- (Local )------ x
Clocks--

Central System ----------------------------------- x
Etapsed Time Clocks ------------------------------ x
Battery clocks ----------------------------------- x

Audio-Visual equipnent other than systems
listed above ------------------------------------- x

Energy Monitoring and Controt systems ------------- x
Fire Protection A[arm System ---------------------- x

.“
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a.

b.

c.

d.

6.2
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6. NOTES

(This section contains information of a general or explanatory
nature that may be helpful, but is not mandatory.)

S~ecia”l considerations.

Not all items listed in this standard necessarily apply to all
construction projects. It is improbable that any project will include
all items. Items appearing on project equipment schedules that are
not listed in this standard shall be assigned a number with a suffix
code indicating a provisional or interim schedule number and shall be
coordinated with and approved by the using service. It is not
mandatory that every item which applies to a specific project be
listed in this standard.

Expendable supplies, hand tools, and accessories have not been
included in the standard.

Unless otherwise specifically noted, dimensions indicated mean:

Height - Outside dimensions bottom to top or floor to top, not
including sloping tops or counter tops.

Width - Outside dimensions end to end across front.
Depth - Outside dimensions from front to back.

All dimensions are approximate since they vary from ❑anufacturer to
manufacturer. Dimensions stated are the composite worst case reviewed
during the MIL-STD-1691 update process.

LeKend of utilities.

UTILITIES ~

WATER AND DRAIN A
Column (1) B

c
D
E
F
G
H
I
J

A
B
c
D
E
F
G

ELECTRICITY
column (2)

EXPLANATION

HOT AND COLD WATER
COLD WATER AND DEhiIN
HOT WATER AND DF%IN
COLD AND HOT WATER AND DRAIN
TREATED WATER AND DRAIN
COLD, HOT AND TREATED WATER AND DRAIN
COLD AND TREATED WATER AND DWIN
HOT AND TREATED WATER AND DRAIN
DRAIN ONLY
COLD WATER ONLY

120 VOLT, CONVENTIONAL OUTLET
120 VOLT, SPECIAL OUTLET
208/220 VOLT
120 AND 208/220 VOLT
440 3 PHASE
SPECIAL ELECTRICAL REQUIREMENTS
208/220 VOLT 3 PHASE

15
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MEDICAL GASES
Column (3)

MISCELLANEOUS
GASES

Column (4)

MISCELLANEOUS
Column (6)

A
B
c
D
E
F
G
H

A
B
c
D
E
F
G

NON-MEDICAL GASES A
Column (5) B

c
D
E
F
G
H

A
B
c
D
E
F
G
H

MIL-STD-1691F

OXYGEN
VACUUM
AIR, LOW PRESSURE (30 PSIG) MAX
AIR, HIGH PRESSURE (85 PSIG) MIN
OXYGEN AND VACUUM
OXYGEN AND MEDICAL AIR (50 PSIG)
OXYGEN, VACUUM AND MEDICAL AIR (50 PSIG)
VACUUM AND H.P. AIR (85 PSIG) MINIMUM

STEAM
NITROGEN GAS
NITROUS OXIDE GAS
NITROGEN AND NITROUS OXIDE GAS
CARBON DIOXIDE GAS
LIQUID CARBON DIOXIDE
LIQUID NITROGEN

NATURAL GAS
LIQUID PROPANE GAS
METHANE
BUTANE
PROPANE
HYDROGEN GAS
(Reserved)
ACETYLENE GAS

EARTH GROUND
LEAD LINED WALLS
REMOTE ALARM GROUND
EMPTY CONDUIT WITH PULL CORD
VENT TO ATMOSPHERE
SPECIAL GAS REQUIREMENTS
LIQUID GAS REQUIREMENTS
RF/MAGNETIC SHIELDING

6.3 Subiect term (key word) listing.

Hospitals
Joint Schedule Numbers

6.4 Charuzes from Previous issue. Marginal notations are not used in this
revision to identify changes with respect to the previous issue due to the
extensiveness of the changes.
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CATEGORY: ANAVI UTILITIES

JSN NSN NOMENCLATURE RVFAH 123456

A1OO5 6515 BfX)TH, tXAH, RF SHIELDED, VAR SIZES AA A.. .F . . . .

Radio frequency shielded exam booth. Variabie size. Surface momted prefabricated unit with
2“ panels for noise reductim, ad 2“ absorptive paneis. Equipped with forced air ventilation
system, incamk?scent Lighting, clinical jack fxmel, ard vibration isolation floor. Dmr
qi~ uith magnetic seals ad widou. Ceiling heights of 8, 10, or 12ft. Designed for
clinical and diagnostic use by orologists, audiologists arxl ENT’s.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 86 120 124 4,900 lb 1: --- HZ: SUITCH: OENT: HOUR :

EA an: 218 305 315 2,219kg 2: ”-” we n/a n/a nJa

A101O WORKSTATION, CENTRAL APPOINTMENTS AA A.. .A. ..O

Central appointments wrkstat ion. Workstations located around a revolving rack for
appointtmnt books, nminer of uorkstatians shall be specified by user.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT vOITS PHASE AMPS
ISSUE:

HERTZ DEPEN - BTUs/
in: t9 42 27 583 [b 1: --” HZ: SUITCH: DENT: H~ :

2A all: 48 107 69 26s kg 2: --- n/a n/a tia n/a

A1015 6S30 STATION, IV, U/PLLBt81NG, ~ AA A.. 08 . . . .

IV station uith plwbing. IV preparation and storage center constructed of type 304 stainless
steel . Unit includes a sink, suing-spout faucet with soap aid touel dispenser and recessed
f lourescent 1 ight. Closed storase coqxtrurent ard removable uaste container. IV storage
cabinet contains six staidess steel dispenser shelves for standard size IV bottles.

UNIT OF HEIGHT UtOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUS/
ISSIJE: in: 8on28 0 Lb 1: 120 - 20 HZ: SUITCH: OENT : HCUR :

EA an: 203 183 71 0 kg 2: --- 60 No w n/a
&

A102O 7125 LOCKER, 72X18X12 cc c.. . . . . . .

Locker. Unit consists of a wide storageareauit~keyedcylinderiock, coat hmks and shelf.
For outwear Lab coats or other garments that rqi re ful 1 length storage.

UNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE AMPS I(ERTZ OEPEN- BTus/
ISSUE: in: 72 $2 18 60 ib 1: --- HZ: SUITCH: DENT: HWR :

EA m: 183 30 46 27 kg 2: --- n/a n/a n/a n/a

IAE_ 7125 LOCKER, CLOTHING, SINGLE, 72)(18x21
I

c c c........
I

Single-tier stainless steel locker. Unit hos hat shelf, coat rod, and hooks. Designed fOr
clothes storage.

WIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 72 21 60 lb 1: --- HZ: SUITCH: DENT: HOUR :

2A all: 183 ;: 53 27 kg 2: --” nfa n/a tia n/a

A103O 7125 LOCKER, 2 PER, OVER/UNOER, 72X18X21 c c c........

Tuo person, locker. stainless steel, ti[e tier locker. Unit includes hooks, coat rod, and
hat shelf. Door aqtipped uith safety guard hand(es. Designed for coats, hats, and other
personal belongings storage.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- wtw
ISSUE: in: 72 1s 15 60 Lb 1: --- HZ: SUITCH: OENT: HOUR :

EA cm: 183 38 38 27 kg 2: --- Wa tia Ma n/a
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JSN USN NWENCLATURE RVFAH 123456 m

., .

A1032 7125 LOCKER, BOX, PERSONAL EFFECTS, 5f&OCKER ,C cc.. . . . . . .

Persona 1 effects box t ocker. Provides 6 one cubic foot spaces par locker uith individual (y
lockable doors. For use in staff lounges and patient areas uhere temporary storage of
valuables and personal effect is raqui red. Each box Hi thin the locker wi 11 be provided with a
key tock that retains the key when open.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 72 15 15 60 lb 1: --- HZ: SUITCH: DENT: ‘HOUR:

EA cm: 183 38 38 27 kg 2: --- nl a nl a nja rila

A1035 7125 LOCKER, 72x12x18 cc c.. . . . . . .

Locker. Stainless steel unitwith coat hooks, hanger rod, padlock and venti lating louvers.
For personal belongings storage.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
1SSUE : in: 72 12 18 62 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 183 30 46 28 kg 2: --- n/a nla n/a nl a

A1D40 7125 LOCKER, 2 PER, SIOE/SIDE, 72x15x18 cc c.. . . . . . .

Two person side by side (ocker. StainLess steel unit. It consists of side by side
compartments for hanging clothes ad over/umder carpartments for hats, etc. Used for personal
belongings storage.

UNIT OF HEIGHT UIDTH DEPTH UE IGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 72 15 18 0 lb 1: --- HZ: SUITCH: DENT:

EA
HOUR :

cm: 183 38 46 0 kg 2: --- nla n/a nla n/a

A1045 71.25 LOCKER, 2 PER, BUILT-IN, 72x15x18 AA A.. . . . . . .

Two person locker; side by side compartments for hanging clothes and over/under compartments
for hats, etc. Locker to be built-in to the facility. Made of stainless steel, and equipped
with coat hooks, hanger rod, ventilating Louvers, and padlock attachment. i)sed for storage in
the locker room.

L

UNIT OF : HEIGHT WIOTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 15 18 150 lb 1: --- HZ: WITCH: DENT: HOUR :

EA cm: 1~ 38 45 68 kg 2: - - - n/a nla n/a nla

A105O 7125 LOCKER, 72X21X12 cc c.. . . . . . .

I Locker. Steel, single tier unit. Equipped with hooks, rod and hat shelf.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 72 65 lb 1: ---’ HZ: SUITCH: DENT: HOUR :

EA cm: 183 ;; ;: 29 kg 2: --- n/a n/a n/a nla

~A1055 ~7110 \ MAIL80X, HORIZ, RR LOADING, 5X6X16 lAAA. Al......\ I
!

Horizontal, rear loading mai 1 box. Consists of aluninun compartment doors with singie dia(

1 reset-table combination lock, and zinc p(ated steel compartments. Used for mail distribution.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS [ HERTZ DEPEN- BTUs/
1SSLIE : in: 5 6 16 3 lb 1: --- HZ: SWITCH: DENT : HOUR :

EA cm: 12 15 41 1 kg 2: --- nla nla nl a n/a

18
Source: https://assist.dla.mil -- Downloaded: 2016-12-11T01:05Z

Check the source to verify that this is the current version before use.



MIL-STD 1691F

APPENDIX A 1 JULY 1993
,

JSN
CATEGORY:

NW
AMAVI UTILITIES
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A106O 7110 ‘ MAIL80X, HORIZ, RR LOADING, 10x6x16 AA A.. . . . . . .

Rear loading horizontal mai( box. Consists of aluninun c~rtment doors with single dia~
reset-table combination lock, and zinc plated steel c~rtmnts. Used for mail distribution.

UNIT OF HEIGHT UIOTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN - snJs/
ISSUE: in: 3 lb 1: --- HZ: WITCH: DENT:

EA ;: 1; ::
HOUR :

cm: 1 kg 2: --- nla n/a tia nla

IAl 065 710s
I

MIRROR, SS FRME, 20X14X1/& AA A.. . . . . . .

liirror, with stainless steel metal frame. Unit is constructed with l/4u float/ plate glass
uith a specia( water proof back. Equipped with heavy-duty mounting brackets. For use in the
washrocsn.

UNIT OF HEIGHT UIOTH OEPTH WE1GHT
ISSUE:

VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
in: 20 1 0 lb 1: ---

EA 51 z
HZ: WITCH: DENT: HWR :

cm: 1 0 kg 2: --- n/a n/a n/a n/a

A1066 710s MIRROR, SS FRAME, 18X36X1/4 A L A,.......

I Mirror, with stainless steel metal frame. Unit is constructed with 1/4” f(oat/ plate glass
with a special Mater proof back. Equipped with heavy-duty mounting brackets. For use in the
washroom.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE MPS HERTZ DEPEN - BTUs/
ISSUE: in: 36 18 1 0 lb t: --- HZ: WITCH: OENT:

2A
HCUR :

cm: o 0 1 0 kg 2: --- nfa n/a n/a n/a

“F 7105 ‘ MIRROR, WALL ltWNTEO I AA A.. . . . . . .

Wall umunted mirror. Unit consists of 1/4” float plate glass with special water proof back.
Equip with wall brackets. Height and length as required. For over vanity comtertap.
Price depedent on size.

UNIT OF HEIGHT WIDTH OEPTH NEIGHT VOLTS PHASE MPS HERTZ DEPEN- BTUs/
ISSUE: in: ~ 24 1 81 (b 1: ---

EA
HZ: SWITCH: OENT: HWR :

cm: 183 61 1 37 kg 2: --- nfa nfa n/a nla

I
A107S 6530 MIRROR, UALL, CRS FRME, 2GX18X0 AA A.. . . . . . .

Uat( mirror uith a CRS frame. Mirror made of 1/6° float glass with uater proof back, and
momted corrosion resistant frame. For watt amnting in the washroan or patient mans.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE MPS HERTZ OEPEN-
Issus: in: 24 18 1

BTus/
O tb 1: --- HZ: SW TCH : OENT :

2A
HWR :

an: 61 45 1 0 kg 2: --- nfa n/a n/a n/a
,

IA108O 6S30 MIRROR , WALL, CRS FRME, 24x48x0 AA A.. . . . . . . 1
I Wall mirror with a CRS frame. Fabricated with a 1/6° plate glass, with uater proof bsck, and

mountedin a corrosion resistant steel fraux+. For use in the washrom or patientrooms. I
UNIT OF HEIGHT UIOTH DEPTH WI GHT VOLTS PHASE ANPS
ISSUE:

HERTZ DEPEN - BTus/
in: 24 48 1 0 Lb 1: --- HZ: SWITCH: DENT:

EA
HWR :

cm: 61 122 1 0 kg 2: --- nfa n/a n/a n/a

0“, ,,
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Al 085 6530 MIRROR, CRS, U/H, 30X18XD AA A.. . . . . . .

Ual I hung, CRS, mirror. Fabricated of high 1y polished CRS tti th waterproof back and mounted on
a corrosion resistant steel frame. Designed for detent ion u uards.

~ UNIT OF HEIGHT UID’TH DEPTH NEIGHT VOLTS PHASE, AMPS HERTZ DEPEN- BTWJ
1SSUE : in: 20 1 0 lb 1: --- HZ: SUITCH: OENT: HWR :

EA cm: 51 : 1 0 kg 2: --- n/a nla n/a n/a

I A109O I 6530 I MIRROR, CRS, WI+, U/SH, 18X24XD IAAA. .I . . . . ..I

CRS, wal 1 hung mirror, with writing shelf. Consists of a 1/4” float plate gLass withwater
proof back, and mounted on a corrosion resistant steel fmme. Unit includes a type 304
stainless steel shelf. For use in public and staff toi lets.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT WLTS PHASE ANPS HERTZ OEPEN- BTUs/
1SWE : in: 18 24 1 0 lb 1: --- HZ: WITCH: DENT: HWR :

EA cm: 45 61 1 0 kg 2:--- n/a nla n/a nla

Al 095 9905 MESSAGE BOARD , 0 lGI TAL cc c.. .A., ..D I
Digital message display board. EW?ctronic 80 character display with data memory enclosed in
an a~uninm frame. For use in areas like the pharmacy waiting room.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE ANPS HERTZ DEPEN - BTUs/
1SSUE : in: 3 3! 3 3 lb 1: 120 1 - HZ: SWITCH: DENT: HWR :

2A cm: 878 8 13 kg 2: --- 60 YES NO nla

*
AIIOO COLUNN, SERVICE, PREFAB, ”lCU AA A.. .F G...

lCIJ prefabricated service colum. Floor to ceiling freestanding colum with medical gas
outlets, lightning, etectrica( outlets, nurse call, vacuun regulators and bottle storage,
monitor shelf, sphygmcinarwmeter, and lapsed time indicator. To be used in the ICU.

UNIT OF HEIGtlT U1OTH DEPTH UEIGHT VOLTS PHASE ANPS HERTZ DEPEN- BTUs/
1SSUE : in: 115 23 &DO lb 1: --- HZ: SHITCH: DENT: MWR :

EA cm: 292 58 ;: 271 kg 2: --- n/a n/a nja nja

A1105 6530 ‘HEADUALL, PREFAS, ICU, U/EWIP AA A.. .FG. .A

ICU prefabricated headwall with equipnent. Multi-wall surface mounted unit. Consists ‘v”?:
patient, medical gases, and electrical modde; and patient cabinet modula. Includes
examination lanp, elapsed time recorder, wall mmmted sphygcinomancmeter, ceiling mounted
intravenous arm asseably; electro/safe hazard cardiac monitor shelf; vacuun bottie storage
unit, medical gas/vacwn out~ets; externai grounding receptacles. Specify oval, U, L, or
straight configuration for intravenous arm assenbly. Features plastic Laminated inserts for
multi lights, and suctionloxygen equipaent for gaslvacuun console.

\
UNIT OF HEIGHT UIDTH OEPTH UEIGHT WLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : “: 107 107 600 lb 1: 120 “ - HZ: SUITCH: DENT:

EA :: 271 2!
HWR :

271 271 kg 2: --- 60 NO NO nla

AI107 RAIL SYSTEM, UTILITY, GAS AND ELEC AA A.. .FG. .A

A system equivalent to Horizon, Hili-Rcm, and Fairfield utility rail system.

UNIT OF’ HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE ANPS HERTZ DEPEN- BTUs/
1SSUE : in: O 0 0 0 lb 1: --- HZ: WITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- nla n/a n/a nla
*
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,
A111O 6S30

I
HEADUALLC PREFA9, GENERAL, 1-28S0

I
AA A.. .F G...

1-2 bed, general, prefabricated headualt. Unit consists of a patient service module for
general care, single or double bed type. It contains lighti~, medica~ gases, electrical
outlets, nurse call and N buper. Specify tmher and type of medical gas and electrical
outlets. Size of module uit( vary by type and configuration of outlets.

UNIT OF HEIGHT U1OTH OEPTH NE I GHT WLTS PHASE AMPS HERTZ OEPEN- BNs/
ISSUE: in: 38 190 lb ?: 240 3 30 HZ: SNITCH: OENT:

2: 97 1:
HCLIR:

EA cm: ~ kg 2: ..- 60 NO NO nla

A1115 6520 I CWSOLE, SERVICE, INFANT, PREFA8 AA A.. .FG. .A

Infant prefabricated service cortsoie. It consists of a cabinet service mdute. It contains
ali mdical gases and electrical services for i~ividual treatment. Specify *r Of
electrical outlets and type of consote (single or dode). Size to be determined by nursery

1
layout. For use in the neonatai IW.

UNIT OF HEIGHT U1OTN OEPTli NE IGliT VOLTS PHASE AJ4PS HERTZ DEPEM - BTus/
ISSUE: in: 0 0 0 0 lb 1: --- HZ: SWITCH: OENT : HWR :

EA cm: o 0 0 0 kg 2: --- n/a tia n/a n/a

A1120 6530 WLLBiN.SERVICE, PREFAE, SURGICAL, CLNG/ltNTD
I

AA A.. .F GO..

Prefabricated surgical service cola. Strong 18 gauge stainless steel shell ceiling momted
mit uith the foltouing services: omen, nitrous oxida nitrogen, medical air, medical vacuun,
gas evacuatia, electrical outtets, unnitoring connectors, and IV holders. specify type of
cottxm (fixed or retractable) and ~r of outlets required for each service. Size uili vary
with rxmber of service outlets requird. Designed to be usd in the operating room, recovery
ad ICU-CW rocms.

UNIT OF HEIGHT U1OTH OEPTH UEIGflT VULTS PHASE AXPS HERTZ OEPEN - BTUs/
ISSUE: in: 54 0 0 0 lb 1: 120 20 lfZ: SWTCN: DENT’: HWR :

EA an: 137 0 0 O@ 2:”-1- 60 No No nla

D,,

6530 MCOLILE , SERVICE , ltOR I ZONTAL , EHCLOSED
I

AA A.. .F G...
1

Enclosed horizontal service -le. Unit consists of a wail mounted cabinet and frame uith
the following outlets: Z-oxygen, 2-tiical vacusn, l-medicai air, and 6-electrical outtets
uhen installed at a patient Locat{oa. Provides l-oxygm, l-medical air and l-medical vacwn
outlet and tuo eiectrica[ outlets *en instaited in the infant resuscitation area of birthing
room. Couumications outlets, nurse cal( stations and local area network outlets should be
incorporated into the cabinet. Ooors or FWAS shwid be provided to conceal outlets uhen
services are not rqired.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PNASE AMPS HERTZ OEPEN - BTus/
ISSUE: in: O 0 719 lb 1: --- HZ: SNtTCH: OENT: HCUR :

EA cm: o : 0 352 kg 2: --” nfa Wa tia n/a

1Al 130 6530 CAElNET, CONTROL, HITROGEN, AA A. ..8....

Nitrogen control cabinet. Unit consists of suppiy cut-off valve, supply cut-off vatve, supply
pressure gage, pressure regulator (adjustable O to 200pS1),outletpressurewe, nftrogen
outiet and connection to surgical gas COIUM. Specify recessed or surface -t ing. Oesi gn$d
for pwering surgicat fmeumic tools.

UNIT OF HE lGNT WOTH OEPTH UEl GNT VOLTS PHASE AMPS HERTZ OEPEN - BTUs/
ISSUE: in: 0 0 0 0 (b 1: --- HZ: WITCH: OENT : HOUR :

EA cm: o 0 0 0 kg- 2: --- n/a Wa nla Wa
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A1132 RAIL, ACCESSORY MWNTING, LENGTH A.R. AA A.. . . . . . .
I

Horizontal. mounting rai ( with toggle nmunting blocks to permit ual 1 mounted accessories to be
mounted and di smountad ui thout the use of tools. Rai 1 ui 1 ( pwmi t accessories in exam rooms to
be mounted and dismounted without leaving or creating new ho~es in the finished surface of the
ual[. A typical installation uould include a 2* section of rai 1 at the head of the exam table
to permit the sphygmrnnanometer and oto/ophtha hnoscope to be mounted or removed.

UNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
ISSUE: in: 2 24 2 Ilb, 1: --- HZ: WITCH: DENT: HOUR :

LF Cnl: 0 0 0 0 kg 2: --- nla n/a nla nla
1-

AI 135 7240 RECEPTACLE, UASTE, CRS, SURFACE MCUNTED AA A.. . . . . . .

Surface mounted waste receptacle. Fabricated with type 304 corrosion resistant stainless
steel. It consists of a 7 gallon capacity waste container uith removable vinyl liner.
Designed to be installed in the washroom.

UNIT OF HEIGHT UIDTH OEPTH ~ WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 18 14 6 20 lb 1: --- HZ: WITCH: OENT:

EA
HOUR :

cm: 46 36 16 9 kg 2: --- nla nla n/a nla

A1140 7240 RECEPTACLE, WASTE, CRS, RECESSED, 4WLL AA A.. . . . . . .

Recessed, Haste receptacle. Unit consists of a 12 gallon capacity Haste container fabricated
with type 304 corrosion resistant stainless steel. 411 recessed into the “all. Designed to be

installed in the tiashrocm.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
ISSUE:

BTUs/
in: 30 16 30 lb 1: --- HZ: SWITCH: DENT:

EA 76 41 1:
HOUR :

cm: 14 kg 2: --- n/a nla n/a nla

Al~45 SHELVING, STORAGE, MOVABLE AISLE, MANUAL cc c.. . . . . . .

MovabLe aisie, storage shelving unit. Size as required, manually operated. Unit is a mobile
aisle, hi$h density, fiiing system. Total system includes tracks, installed on carpet or
floor; shelving carriage and deck. Load capacity 3000 pounds. Oesignad for storage of
records, and filing.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN-
‘iSSUE :

BTUs/
in: o 0 0 0 lb 1: ---

EA
HZ: SUITCH: DENT: HOUR:

cm: o 0 0 0 kg 2:--- nla nla n/a n/a

A1150 7100 SHELVING, FILE, OPEN, PT RCO cc c.. . . . . . .

Patient records open file shelving. Freestanding metal unit uith 6 adjustable shelves,
backstops, and dividers. Sheiving assenbly allo~sadditionof additionalshelfunits.For
c(inical and outpatient treatment records.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 36 99 lb 1: ---

2R 91 ;:
HZ: SWITCH: OENT: HOUR :

EA cm: 45 kg 2: --- nia nf a nj a n} a

A1T55 SHELVING, STORAGE, MOVAELE AI SLE, POUERED cc c.. .A . . . .

Movab(e aisie, ponered, storage shelving unit. Size as required. Unit consists of stainless
steel shelving moduler units with adjustable she~ves, carriage, tracks, elect rical~y powered.
Each motor equipped ~ith thermal overload protection. For storage applications with open
access and high activity.

UNIT OF HEIGHT UIOTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/

1SSUE : in: O 0 0 0 lb 1: --- HZ: WITCH: DENT: HCUR :

EA cm: o 0 0 0 kg 2: --- 60 NO NO n/a
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A1160 6530 . TRACK, IV, OVAL , CE1 L/MNTO, 4FTX?fT AA A.. . . . . . .

Ceiiing nwnted, oval IV track. Fabricated with thick anodized aluninasn. lt includes a
corrosion resistant troltey uith self (ocking hinge, and a stainless steel spiral hook for
attaching a bottle hanger. Oesignd for dispensing of IV solutions.

O,,

0.i

UNIT OF lfEf GHT UI0114 OEPTJI US 1GMT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: O f! 7 0 lb 1: --- HZ: WITCH: OENT: H(X.IR :

EA cm: o 10 18 0 kg 2: --- tia nla nl a nla

A1165 6530 TRACK, IV, CEIL/HNTO, 7FT AA A.. . . . . . .

7 ft, ceiling momted IV track. Unit consists of a straight thick anodizfd aluninun track.
It incldes a carrier with setf Lockfng hinge, hook for attaching bottle hanger, and an
adjustable pendant. Oesigned for dispensing of IV solutions.

UNIT OF HEIGHT U1OTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTLJs/
ISSUE: in: 0 084 3 Lb 1: --- HZ: SUITCH: OENT: HOUR :

EA cm: o 0 213 1 kg 2: --” nJa n/0 n/a n/a

1
A?170 6330 TRACK, IV, CEIL/NNTO, AFT A L A........ I

6ft, ceiling mounted IV track. Unit consists of a anodized aluninun track. Equipped with a
carrier, with self locking hinge, hook and bottle pendant. 0esign4 for patient IV feeding.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AXPS HERTZ OEPEN- BTUs/
Issuz: in: O 048 1 lb 1: --- HZ: SUITCH: OENT: HWR :

EA cm: o 0 122 0 kg 2: --- tia n/a n/a nla
J

A117S 7110 VAULT, U/OAY GATE, BUILT IN AA A.. . . . . . .

Wilt-in vautt with day gate. Size as required. Consists of a fire resistant vault with a
steel backplate door. Equi@ uith [Ocking mechanism and full height locking bars, emergency
ventilator, and a~arm system. Oesign&! for money, docuamts, and other iaportant docuaent
storage. Price dependmt on size.

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 83 0 1,062 lb 1:--- HZ: WITCH: OENT: HCUR :

2A OD: 2$ 211 0 681 kg 2: --- n/a nla n/a nl a

Al 180 6530 SCALE, ROLL ON, BUILT IN, 2000 LB CAP
I

AA A.. .A . . . .

Wilt-in roil on scale with a 2000 poud capacity. Unit consists of a flush scale recessed
into the f~oor, and ualt nuunted disp(ay. The p(atfonn can be Left exposed or cover~ with
carpet. For use in food service or the lamdry.

WIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AXPS HERTZ OEPEN- BTUs/
ISSUE: in: 32 32 5 60 Lb 7: 720 1 10 NZ: SUITCH: OENT:” HOUR :

EA cm: 81 81 13 27 kg 2: --- 60 NO No n/a

A1183 7110 DETECTOR, METAL, PERSONNEL, F/S cc c.. .A . . . .

Freestanding psrsonnel metat detector. Unit consists of a heavy duty a(uninun portat with
control panel, and built-in alarm system. Oesignd to be usd for security or metal detection
for patimt and pet-sonnet protection.

UNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE ANPS HERTZ OEPEN- BTUs/
ISSUE: in: 82 43 16 240 lb- 1: 120 - - HZ: SUI TCH: DENT : HOUR :

EA cm: 208 109 41 108 kg 2: --- 60 NO NO n/a
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Al ?90 7170 DETECTOR, THEFT, BOOK CC C.. .A . . . .

Book theft detector. Detection system consists of a stainless steal turnstile with automatic
check in/check out functions; with magnetic recording, alarm system, and audiovisual equipment.
Designed for use in medical libraries.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE : in: 27 25 0 lb 1: --- HZ: SWITCH: DENT:

EA 1;: 68 64
HOUR :

cm: O kg 2:--- 60 NO NO n/a

A1195 6530 CWNTER, CLEANUP, U/2/3SINK AA A.. D. . . . .

Two or three sink cleanup counter. Unit is constructed of type 304 corrosion resistant
stain~ess steel. Jt consists of three sinks 14”U X 16”H X 10l~D, hot and cold water faucet, and
pre-rinse spray hose. Equipped uith channel reinforced drainboards, and backsplash, and
supported by tuhlar stain~ess steel legs. Unit is designad for use in control sterile supply
decontamination areas.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE ~PS HERTZ DEPEN- BTUs/
1SSLIE : in: 36 30 96 0 lb 1: --- MZ: WITCH: DENT:

EA
HOUR :

cm: 91 76 244 0 kg 2:--- n/a n/a n/a n/a

F

) I I I I 1 I

6530 CWNTER, CLEANUP, U/5SINK AA A.. D. . . . .

Five sink cleanup counter. Unit is constructtxi of type 304 corrosion resistant stainless
stee(. It consists of 5 sink bowls Nith strainer drains and gooseneck faucets for distil ted,
hot and cold water. Equipped uith deck mounted air valve ~ith hose, vacwn breaker, and eight
valved outlets. Mounted on a bare asstily with drawers and storage space. Designed for use
in central steri!e supply decontamination araas.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
ISSUE :

BTUs/
in: ’126 30 0 lb 1: ---

EA 1: 320 76
HZ: SUITCH: DENT: HWR :

cm: O kg 2:--- nla rVa nla n/a

? 1 !
A1205 6530

I
UASHER, CART, AUTC@lATIC AAA.. DA.A..

I1
Automatic cart washer. IPu1( through cart operation. This is Milt to design system. There
are no stock models available. This is built as required.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: o 0 0 lb 1: --- HZ: SWITCH: DENT: HWR :

EA cm: o 0 ; O kg 2: --- nla nla n/a n/a

A&Q05 I 5830 PUBLIC ADDRESS SYSTEM, U/TAPE INPUT I AA A.. .F . . . . I 1

Public address system with tape input. System features built-in spaaker-micrqhne for
hands-free operation, volume controls, battery backup for power failures, master clock
programmer, group all call , and alert tone for emergency situations. Communications
distribution system designed for facilities. 1

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AJ4PS HERTZ OEPEN- BTUs/
lSSUE: in: 0 0 0’ 0 lb 1: 120 - - HZ: SWITCH: DENT: HWR :

EA cm: o 0 0 0 kg 2: --- 60 NO NO n/a

IA4010 I 5820 I RADIO COFMWNICATIONEQ UIPMENTWITHEttS I CCC. . I . F . . . D ] I

Redio communications system. It consists of a series of hi~h frequency radio transceivers,
base station, psgers, portables, mobiles, and remote contro[ stations designed to provide radio
communications for EMS systems, and medicai data transmission.

UNIT OF HEIGHT WIDTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: O 0 0 D lb 1: --- HZ: SWITCH: DENT: HWR :

EA cm: o 0 0 0 kg 2: --- n/a nla n/a n/a
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I A4015 6665
I

CLOCK, ELAPSED TINE, ELECTRIC AAA.. .A...D

Elapsed time digital electric clock. Single display time that can be used either as a clock
or elapsed time indicator. Clock consists of buttons to set minutes, and hours for the time.
For use in operating ad delive~ room, and medical service colurrts. AnaL09 or digital
displays may be US4 as specified by the user.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AHPS HERT2 OEPEN- BTUs/
ISSUE: in: 15 9 3 1 lb 1: 120-- HZ: WITCH: DENT: HWR :

2A ml: 12 22 8 1 kg 2: --- 60 MO No n/a

A4020 6645 CLOCK, CENTRAL SYSTEM
I

AAA. . . F. . . .
I

Central system ctock. It consists of a microprocessor-bas~ controller with manual controts,
and set switches behind a ~ocked door with tenpered glass ui~. Inctudes LED display, and
iu@se ecct.mulator for use *ring pouer failures. Equipped with a standard 10-20 hrs.
battery. Oesigned to provide accurate trouble-free clock synchronization for schools,
hospitals, and other applications.

uNIT OF HEIGHT UIOTH OEPTH WEIGHT VOLTS PHASE ANPS HERTZ DEPEN- BTus/
ISSUE: in: 20 15 s 28 lb 1: 120 - “ HZ: WITCH: OENT: HWR :

2A cm: 51 m 13 12 kg 2: --- 60 MO NO n/a

I A4W5 ?100
1

STATION, OIAPER CHANGING, UALL MWNWO
I

A L A........
I

Uall mounteddiaper changing table for use in public restrooms. Unit is a fold * system
that $olds qard when not in use for minima{ intrusion into the roan. Changing surface is
contourd ad has safety bett to irwre that an infant uitl not fall fran the table. Table is
design to hold no less than 2!i0 Ibs static iteight. Cbse dimertsicu= are 22 inches bY 32
inches by6 inches. ~ dimensions vary according to style. One system open dimensions are
18 inches high, 33 inches uide ard 19 inches deep. A second system open dimensions are 36
inches high, 16 inches wide end 36 inches deep.

UNIT OF HE lGHT UIOTH DEPTH WEIGHT VOLTS PHASE ANPS HERTZ DEPEN- BTUs/
1SSUE : in: 36 33 6 9 [b 1: --- NZ: WITCH: DENT: flCUR :

EA all: o 0 0 0 kg 2: --” n/a n/a n/a n/a

Asooo 7125 RACK, BAGGAGE , 3 CMPT, F/HNTD, 90%36X72 AA A.. . . . . . .

F tow matswed baggage rack. Unit consists of three carpartments per section, uire mesh
corqmrtment bcxtcos, 30 inches bet= c~rttuents. Unit is cutanized. See c~ @terials
specifications. Used for baggage storage.

UNIT OF NEIkHT U1OTH DEPTH WEIGHT VOLTS PHASE ANPS HERTZ DEPEN- Wlls/
ISSUE: in: 3672 0 lb 1: --- HZ: SWITCH: DENT: HWR :

2A an: 2E 91 182 0 kg 2: --- n/a tia n/a n/a

Asoos 7125 RACK, GAGGAGE , 3SH, F/NNTO AA A.. . . . . . .

Fioor moutted,3 she(ves, baggage rack. Three adjustable wire mesh shelves. Unit is
custrrni zeal. See ccapsny materials specifications. Used for ba99a9e stora9e.

UNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE ANPS HERTZ DEPEN- BTUs/
ISSUE: in: 60 0 lb 1: --- HZ: WITCH: DENT: HOUR :

EA cm: z lZ 152 0 kg 2: --- n/a n/a Wa n/a
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A501O 7125 RACK, BAGGAGE , FLCOR MOUNTED AA A.. . . . . . .

,,
Floor mounted baggage rack. Constructed uith 22-g steel. lncLudes a pipe frame uith hanging
rod 59 i riches f ram floor to center of rod and a sheet metal dust top. Unit is custxxni zeal. See
coinpany materiais specifications.

UNIT OF HEIGHT tJIDTH DEPTH ~ HEIGHT VOLTS PHASE AMPS
1SSUE :

HERTZ DEPEN- BTUs/
in: W 54 0 lb 1: --- HZ: WITCH: DENT: HOUR :

EA cm: 150 137 & ~ kg 2: ..- nla nla n/a n/a

A5015 6530 BENCH, SHOUERSTALL, BUILT-IN, TEAK AA A.. . . . . . .

Shotiersta( 1 bench; &ii lt-i,n. 18 gauge staintess steel tubing frame. Seat consists of
teakuood slats with rounded edges. Anchors or backing are built into the uall. Size as
required.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE ANPS HERTZ DEPEN- 8TUs/
ISWE: in: 33 22 20 lb 1:--- HZ: WITCH : DENT: HOUR :

EA cm: 04 56 : 9 kg 2: --- n/a n/a nla n/a

A?io16 6530 BENCH, SHOWERSTALL, BUILT- IN, TEAK, FOLD AA A.. . . . . . .

Shouerstal 1 bench; built- in. 18 gauge stainless steel tubing frame. Seat consists of
teakwood slats with rounded edges. Anchors or backing are bui Lt into the wa~ 1. Designed to
fold up to al low the shower to be used by ambulatory persons.

WIT OF HEIGHT WIDTH DEPTH , WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 20 [b 1: --- HZ: SUITCH : DENT :

EA ,, z
HOUR :

cm: ;: ; 9 kg 2: --- ,Wa Ma n/a nl a

A5017 6530 8ENCli, ORESSING ROW, FOLD DWN AA A.. . . . . . .
1 1

Fold down bench for use in dressing rooms to pmnit UFAS coapl i ante in least NSF possible.
Seat to be wood construction ad to remain in upright position with the use of detents. (NAVY
Am - RECW4END A50!7)

WIT OF HEIGHT UIDTH DEPTH ; WE1GHT VOLTS PHASE AMPS HERTZ DEPEN -
1SSUE :

BTUs/
in: 3 60 24 20 lb 1: --- HZ: W TCH : DENT: HWR :

EA cm: o 0 0 9 kg 2: --- n} a n/a ni a n/a
4 <

A50211 ?t 05 BENCH , LOCKER ROOM, F/MNTD AA A.. . . . . . .

Locker room bench. Floor mounting 1 1/41’ thick. Benches are sanded smooth ui th two coats of
moisture-resistant sealer to ensure a protective, satin 910ss surface, and mounted on strong
steel pedestal anchored to the f~oor. Size as requi red.

WIT OF HEIGHT MIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SWE : in: 108 109 0 lb ,1: --- HZ: WITCH: DENT:

EA 274 277 :
HIXJR :

cm: O kg 2:--- n/a n/a n/a n/a

A5025 7105 BENCH, LOCKER ROOM, PORTABLE cc c.. . . . . . .

PortabLe locker roan bench. 1 1/2’1 thick, benches are sanded smooth arid protected with
moisture-resistant sea~er. ‘Units are mounted on strong pedestals. Size and specif i cat ions as
required. I

UNIT OF HEIGHT UIL)TH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- STUs/
1SSUE : in: O 0 0 0 ib 1: --- HZ: WITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: - - - nl a nl a n/a nl a

26

Source: https://assist.dla.mil -- Downloaded: 2016-12-11T01:05Z
Check the source to verify that this is the current version before use.



MIL-STD 1691F

APPENDIX A 1 JULY 1993
7

CATEGORY: ANAV1 UTILITIES
JSN NSN NOMENCLATURE RVFAH 123 fs56

AS030 4510
I

BENCII, SHOUERSTALL, BUILT-IN AA A.. . . . . . .

I Shouerstalt bench; built-in. 18-gauge stainless steel frame with anchors built into the ua{l.
Size and shape as r~ired.

UNIT OF HEIGHT MIOTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- OTus/
I SSuE : in: 3322 20 lb 1: --- HZ: SWITCH: OENT: HWR :

EA cm: ~ 84 S6 9 kg 2: --- n/a n/a nja nfa
d

AS035 6!i30 I CA81NET, PASS THRU, PT SUPPLY, FULL H
I

AA A.. . . . . . .
1

Full height psss-thru patient supply cabinet. Unit is a two-ccapsrtment nurserver. It
consists of medication caprtmnts clean and soiled Linen storage, patient records, and other
specialized patient care requirements control~ed from the outer corridor. Unit also features
adjustable shelves and a vent connection atop of the soiled section. unit is designed for
servicing hospital patient roans.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT vOLTS PHASE AMPS HERTZ DEPEN- Brus/
ISSUE: in: 78 29 26 0 lb 1: --- HZ: SWITCH: OENT: HOUR :

EA cm: 198 w 66 0 kg 2: --- n/a n/a nfa nla

/6040 6530 CABINET, PASS THRU, PT SUPPLY, HALF H A L A........

Half height patient supp(y pass-through cabinet. CR stainless steel. Unit consists of a
medication conqwtment clean ad soited tinen storage, patient charting records, and other
specializ~ patient care requirements controlled from the outer corridor. It features ptastic
coated adjustable she[ves that may be steriliz~, locks on doors, and air ventilation louvers
in the soiled section. Oesigned for servicing hospital patient rooms.

UNIT OF
!

HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTus/
1SSUE : in: 78 20 26 0 [b 1: --- HZ: SWITCH: OENT: HWR :

2A cm: 198 51 66 0 kg 2: --- n/a n/a tia n! a

AS045 6530 CA81NET, CC+18, CRS, lSH AA A.. . . . . . .
I

1 shetf CRS combination cabinet. Cabinet fabricatd of type 304 heaw gauge staintess steel,
uith recessed shelf, mirror door, Liquid soap dispenser, and touet dispenser. Locks on soap
and door dispenser. To be used in the washroom.

UNIT OF HEIGHT U1OTH DEPTH UEIGHT VOLTS PHASE AWS HERTZ DEPEN- BT’tJs/
ISSUE: in: 30 33 Lb 1: --” HZ: WITCH: DENT: HWR :

2A an: 76 ~ 1; 15 kg 2: --- Wa n/a nfa n/a

A5050 I
6530007029240 CABINET, NED, CRS,WNARC LDCKER,60X36X16 cc c.. . . . . . .

Corrosion resistant stee( medicine cabinet with narcotic Locker. Stainless steelunitMith
qper and lower sections. Upper section conteins three adjustable glass shelves mounted on 18
gauge stain(ess steel shelf clips, ad is fitted with two glass doors secured by a lock handle.
A stainless steel narcotic corprtment is iw~ded to bottom and back and side of compartment.
Louer compartment furnished one door and 3 drawers. Compartment equippd with one removable
stainless steel shelf. Used as a drug and sqply cabinet.

UNIT OF HEIGHT WIDTH DEPTH NEIGHT VOLTS PHASE AWS HERTZ OEPEN - BTUs/
ISSUE: in: 83 36 0 lb 1: --- HZ: SUITCH: DENT: ltWR :

EA cm: 210 91 H O kg 2: --- nla nla n/a
\

nla

o
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I A5060 I 65300 I CAMNET, IIIEO,CONTROLI.EII ,,”,S IAAA. .].A . . ..I

Medication/controlLed drugs cabinet. 14edicine service unit includes a narcotic cabinet with
locks and uarning light switch, medicine cup dispenser, syringe storage, s[ide waste basket,
sink, and a counter prepared for hot and coid uater faucet, security glass doors for the upper
sect ion. Wed in nurses stations and operating rooms. May be used elseuhere as required.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
1SSUE : in: 48 22 0 lb 1: 120 - -

2!$
HZ: WITCH : DENT: HWR :

EA cm: 121 56 0 kg 2: --- 60 NO NO nla

A5065 6530 CABINET , NARC,U/C OR CTR,U/SAFE,24X24X12 cc c.. . . . . . .
I

Undercounter narcotic cabinet ui th safe. Unit is a class 5 security ccmtainer ~ith
combination dial lock. Used for the storage of fds, narcotics, weapons, plans, etc.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS JiERTZ DEPEN- BTUs/
1SSUE : in: 28 24 24 350 lb 1: ---- HZ: WITCH: DENT: HOUR :

2A cm: 71 61 61 159 kg 2: --- nja n/a n/a nla

A5070 4510 DISPENSER, LIQUID SOAP, HAND OPERATED AA A.. . . . . . .

Hand-operated liquid soapdispenser. Surface mounted. Fabricated with heavygaugestainless
steel. Consists of soap tank, cover and soap valve. Capecity44 ounces of iiquid soap.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 6 lb 1: --- HZ: SWITCH: DENT:

EA 2: 1: 1;
HWR :

cm: 3 kg ,2: --- tia n/a n/a nla

A5075 4510 DISPENSER, SOAP, DISPOSABLE cc c.. . . . . . .
4

Disposable soap dispenser. One-handed dispensing operation. Designed to accournodate
disposable soap cartridge and valve.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BWs/
ISSUE : in: O lb 1: --- HZ: SWITCH: DENT:

EA i!! 1: 1:
MWR :

cm: o kg 2:--- n/a n/a n/a nl a

A5080 4510 Dispenser PAPER TOWELI WALL MOUNTED ‘A AA.. . . . . . .

Ua[( mounted paper tenet dispenser. Fabricated of type 304 stainless steel. Unit holds
400-sing le-folc4ed towels. Door has ttmb(er lock and piano hinge. For paper towel holding.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT WLTS PHASE AMPS HERTZ DEPEN- 8TUs/
1SSUE : in: 11 0 lb 1: ---

EA
HZ: WITCH: DENT:

2: 28 t;
HOUR :

cm: O kg 2:--- n/a n/a nla nla

EA5085 45~o DISPENSER, PAPER CUP AA A.. . . . . . .

Papercup dispenser. Sanitary dispenser for 4 oz. round paper uater cups. Unit fabricated of
type 304 stainless steel, with ttiler lock on top, and piano hinge on bottom. Used for paper
cups dispensing.

UNIT OF HEIGHT UIDTH DEPTH NEIGHT VOLTS PHASE ANPS HERTZ DEPEN- BTUs/
1SSLJE: in: 3 3 0 Lb 1: --- HZ: WITCH: DENT:

;88
HWR :

EA cm: O kg 2: --- ni a n~a n}a rt/a
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A5(W0 7240 RECEPTACLE, FEUINIME NAPKIN, CRS, U/MNTO A A A . . . . . . . .

Ua(t mounted, CRS, feminine napkin disposal. Fabricated of type 304 stainless steel.
Consists of a uaste container uith push flap door. Capacity 1-6 gallon. Used in the uashrocan
for feminine napkin disposal.

UNIT OF HEIGHT UIOTH DEPTH WIGHT VOLTS PHASE AMPS HERTZ DEPEN- 8TUs/
ISSUE: in: 18 9 4 0 ib 1: --- HZ: WITCH: DENT: HWR :

EA an: 46 23 10 0 kg 2: --- n/a nfa n/a nja

01 SPENSER, SANITARY NAPKIN AA A.. . . . . . .

Sanitary napkin dispenser. Fabricated with type 30.$ stainless steet. Consists of a cabinet,
door uith piano hinge and lock, and coin box secured by a separate Lock. Capacity 30 napkins.
For feminine ntpkin disposal.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT WLTS PHASE AMPS HERTZ OEPEN- ETus/
ISSUE: in: 26 13 6 0 Lb 1: --- HZ: SWITCH: OENT: HCUR :

EA cm: 66 33 1s Okg z: --- nla nfa n/a n/a

A5100 6530002998116 OISPENSER, LiQUIO SOAP, FOOT OPERATEO AA A.. . . . . . .
1

Foot operated liquid soap dispenser. Uall motmted i!sxa( reservoir, with foot purp. Capacity:
50 ounces of iiquid soap. Oispenses adjustab~e masured amunts of Liqid soap. For use in
the surgical suite.

!
UNIT OF HEIGHT UIOTH OEPTH WEIGHT WLTS PHASE ANPS HERTZ DEPEN- BTUs/
ISWE: in: 5 0 lb 1: --- IIZ: WITCH: OENT :

13 2: 1:
HOUR :

2A an: Okg 2: --- n/a n/a n/a n/a

A5105 4510 OISPENSER/RECEPTACLE, TWEL, CRS AA A.. . . . . . . 1
I

Corrosion resistant towel dispenser/receptacle. Cabinet fabricated of type 304 staintess
steel with exposed surfaces in satin finish. Consists of piano hinge steel door with locks,
towel dispenser, ad uaste receptacle insert.

}
UNIT OF HEIGHT UIOTB OEPTH W 1GHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 54 13 6 0 lb 1: --- HZ: SWITCH: OENT: HOUR :

EA cm: 137 33 15 0 kg 2: --- n/a Wa nla nla
b 4

A5107 4510 OISPENSER, GLOVE, ENAMELEO STEEL AA A.. . . . . . .
i

Examination glove dispenser box for Mall amunting. Unit is 3-3/4 inches deep, 6-1/2 inches
uide ard 10 inches high, constructed of cold relied steel With has a tiite baked enamel
finish. Provide with watt bracket to facilitate -ting and &mounting.

UNIT OF HEIGHT UIOTH OEPTH I/E I GHT VOLTS PHASE AJ4PS HERTZ OEPEN - BTus/
ISSUE: in: 10 7 4 0 [b 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- n/a n/a n/a n/a

A5108 6530 WASTE OISPOSAL UNIT, SHARPS AA A.. . . . . . .
I

A container for CO( letting and transporting syringes and other sharps for decontaminate ion and
disposa[.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 14 17 6 0 tb. 1: --- HZ: SWITCH: DENT: HOUR :

EA an: 36 43 15 0 kg 2: --- nla n/a nla nla
t
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m

A5I1O 6530 ~ GRAB BAR, SS, 1-1/4 DIA AA A.. . . . . . .

,, Stain(ess st&l 1 l/40 diameter grab bar. Bade of heavy tubular corrosion resistant type 304
stainless steel. Size and configuration as requi red. lncldes non-grip slippng surface. To
be used in the uashmom to provide security for the handicap@ and for the physically able.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- 8Tus/
ISSUE: in: 0 0 0 0 lb 1: --- HZ: WITCH: OENT: HWR :

EA cm: o 0 D O kg 2:--- n/a n/a n/a nl a

A5115 7110 MIRROR, GLASS, U/FRAME AA A.. . . . . . .

Glass mirror in a frame. Frame style, materiat and mirror size to be as specified in the
facility design drawings. Mirror edges and back protected by shock absorbing material. Mirror
instal led on concealed ua[ 1 hanger. For use in the washroom or patient rooms. Price dependent
on size.

UNIT OF HEIGHT U1OTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTus/
1SSUE : in: 24 72 0 0 lb 1: --- HZ: WITCH: DENT: HWR :

EA cm: 61 183 0 0 kg 2:--- nla n/a nla n/a

A5120 OBSERVAT ION, ONE b/AY AA A.. . . . . . .
\

One way observation ui’iidow. Uindou frame nmnted inside Hal 1 opening on an aluninun frame.
Size as required. For use in pediatrics, occupationa~ therapy and psychiatry.

WIT OF HE1 GHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
1SSUE :

BTUs/
in: ‘o o D O lb 1: --- HZ: SUITCH : DENT: HWR :

EA cm: o 0 0 0 kg 2: --- nla n/a n/a nla

0
A5T25 6530 RACK, CRUTCH , WMNTO AA A.. . . . . . .

tial 1 mounted crutch rack. Constructed ui th natural finished wood ui th chrome plated
adjustable hangers. Desi gnad for crutch hanging.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTus/
ISSUE: in: 17 60 0 25 lb 1: --- HZ: WITCH: DENT:

EA
HUJR :

cm: 43 152 0 12 kg 2:--- nl a n/a nl a nl a
+

A5130 6530 RACK, BEOPAN/UR1 NAL, CRS, U/MNTD AA A.. . . . . . .

Bedpan/uri na ( rack. !8 ga. CRS uall mounted unit. Accmrnodates 6 urinals and 3 bedpans uith
removable drip pan.

UNIT OF HEIGHT bfIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 27 37 ‘o 40 Lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 69 94 0 18 kg 2:--- n/a n/a n/a nl a

A51,35 7125 RACK, MOP/BR(M4, U/SHELF AA A.. . . . . . .

Mop/broom rack w/she( f. Unit is fabricated of t~ 304 stainless steet. consists of 5 mop
holders, and 6 robe ar%i towel hooks with shelf. Designed for use in the janitorial storage
area.

UNIT OF ~ HEIGHT U1OTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- aTus/
1SSUE : ~ in: 16 54 8 20 lb 1: --- HZ: WITCH: DENT:

EA
HOUR:

cm: 41 137 20 9 kg 2:--- n/a nla n/a n/a
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ASILO i 6530 RACK, 8EOPAWLIR1NAL, RECESSED AAA. . . . . . . .
I

Bedpan/urina( recessed rack. Stainless steei unit with six urimls and three bedpans uith
reamvable drip pan. Designed for storage of urinals and bedpans.

UNIT OF HEIGHT UIDTH DEPTH NEIGHT VOLTS PHASE ANPS HERTZ OEPEN- 8TUs/
ISSUE: in: 27 37 0 0 lb 1: --- HZ: SUITtli: OENT: HOUR :

EA cm: 69 93 0 0 kg 2: --- nla n/a n/a n/a

5340UWS416A HOOK, R08E, 2 PRONG

Two prong robe hook. Unit consists of a finished metal hook, uuunted on finished wood
backboard. Designed for robe hanging.

UNIT OF HEIGHT WOTH DEPTH WEIGHT VOLTS PHASE ANPS HERTZ OEPEN-
issuE: in:

BTUs/
4 12 0 3 Lb 1: --- IIZ: SUITCH: DENT: HOUR:

EA all: 10 31 0 1 kg 2: --- n/a nla nl a nl a

A5150 5360 WOK, ROBE, 3 PRONG
I
A L A........

I 3 prong robe hook. Unit consists of a finishd metal hook tmunted on finished wood. Designed
for robe hanging in patient rooms, exsm rooms, and others. I

UNIT OF HEIGHT UIOTH DEPTH WEI GMT VOLTS PNASE AUPS HERTZ OEPEN- BTUs/
IsSE: in: 4 18 0 3 lb 1: --” HZ: WITCH: DENT: HOUR :

2A m: 10 46 0 1 kg 2z --- n/a n/a n/a n/a

O,, A5155 5%0
I

HC#X, RD9E, EXECUTIVE AA A.. . . . . . . I
Executive robe hook. Modem bronze or brass wal 1 nxxmted hook. For use in the executive
off ices.

UNIT OF HEIGHT UIOTH OEPTH NEIGHT VOLTS PHASE AMPS HERTZ OEPEN-
ISSUE: in:

BTUs/
2 2 3 S lb 1: --- HZ: SWITCH: DENT: HOUR :

2A an: 5 5 7 2 kg 2: --- n/a nla n/a nla

AS160 712s SHELF, 91N WIDE AA A.. . . . . . .

I Shelf. Stainless steel shelf with l~t tip front and back. For scrub roans or other areas in
the hospital where a stainless steet shelf is needed. I

UNIT OF HEIGHT WIDTH OEPTH WIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 36 14 lb 1: --- tlZ: SWITCH: OENT :

: 2: 91
ncuR :

EA cm: 6 kg 2: --- nfa nla n/a n/a

A5161 6530
I

SHELF, FOLD DOW, PATIENT ROW 2XL8X15
I

?. AA.. . . . . . .
I

Fold down plastic (aminate shelf used in patient bedroaus to permit patient personal items to
be disp(ayd or to be used for secoml patient’s grooming uhile the bathroan is occupied. (AOO
- NAVY - SUGGEST m)

UNIT OF HEIGHT UIOTH OEPTII bfEIGHT vOLTS PHASE ANPS HERTZ OEPEN- BTus/
lSSJE: in: 5 48 15 0 lb 1: --- HZ: WITCH: OENT: HU.IR :

EA an: o 0 0 0 kg 2: --- nfa n/a n/a rda
4

0,,.,;’
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1

AS 165 7125 SHELF, LAVATORY, CRS, 5 IN UIDE AA A.., . . . . . .

Lavatory she~ f. Corrosion resistant stainless steel. 5 inches wide. Length as required.
For scrub rooms or other areas in the hospita L where stainless steel shelfs are needed.

UMIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 8 lb 1:-:- HZ: WITCH: DENT: HOUR :

EA cm: D 2E 1; 7 kg 2: --- n/a n/a nla nla

A5 170 6530 ROO, CURTAIN, SHWER, SS, l“DIA AA A.. . . . . . .

Shower curtain rod. 1 inch diameter, type302, stainless stee[ tubing, length as requi red.
For holding shower curtain.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTus/
ISSUE: in: 072 0 0 lb 1: ---

EA
HZ: WITCH: DENT: HWR :

cm: o 103 0 0 kg ‘2: --- n/a nla nja rila

A5175 4510 SOAP DISH, U/GRAB BAR , RECESSED AA A.. . . . ...’

Soap dish and grab bar conbinat i on, recessed. Fabricated of type 304 stainless steel. For
use in the tub.

UNIT OF HE 1GHT WOTH DEPTH WEIGHT VOLTS PHASE AHPS HERTZ OEPEN- BTUs/
1SSUE : in: 7 2 0 lb 1: --- HZ: WITCH: DENT:

EA 18 Ii
HWR :

cm: 5 0 kg 2: --- n/a n/a nla nla

AS 180 6530 TRACK, CUBJ CAL, SURFACE MNTD, b//CURTAIN AA A.. . . . . . .

Wrface nmunted cubical track, with curtain. Track conat rutted of thick extrti aluni nun.
Equipped with self lubricating carriers, beaded drop chain hooks, and flame resistant curtain.
To include removable end caps. Designed to be suspended around psti ent areas nhere privacy is
needed .

UNIT OF HEIGHT WDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 1 lb 1: ---

FT
HZ: SWTCH: DENT: HWR :

cm: o 0 0 0 kg 2: --- n/a nla n/a n/a

; it5 185 TRACK, ORAPERY, CE 1L/U/MNTD, SNGL CH CORD AA A.. . . . . . .

Ceiling or wal 1 mounted single channel cord drapery track. Adjustable Hi th mounted brackets
and slides. O i mans i ons and shape as required. Unit consists of a thick extruded altsninun
track. Equipped with self -~ubricating carriers, beaded drop chain, hooks, removable end caps,
and curtain. Designed to be suspended around patient areas where privacy is needed. .. . .

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 2 lb 1: --- HZ: SUITCH: DENT: HWR :

FT cm: o 0 0 1 kg 2: --- n/a nla nla n/a

A!5190 4510 HOLOER, TOILETPAPER, RECESSEO AA A.. . . . . . .

Recessed toilet paper hotder. Fabricated of heavy gauge stainiess steel, uith polished
finish. Designed for holding one (1) standard toilet tissue ro(l.

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 5 5 2 2 lb 1: --- HZ: WITCH: DENT: HWR :

EA cm: 13 13 5 1 kg 2: --- nla n/a n/a n/a
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A5195 4510007026W
I

HOLDER, TO I LETPAPER , SURFACE, lROLL AAA. . . . . . , .

Surface mmted, one (1) rol t toi(et paper ho(der. Fabricated with heavy gauge stainless
steel with po(ished finish. Fumishd uith one chromeplated rol Ier, with heavy duty internal
spring. Each Sqrt arm locks to concerit stainiess steel mounted bracket. For standard
toiiet paper rotl holding.

II
UNIT OF HEIGHT UIOTH OEPTH IIUEIG!4T VOLTS PHASE AMPS I HERTZ DEPEN- 11BTUs/
ISSUE: in: 3[b l:---

EA
HZ: SWITCH: OENT: H~R :

cm: 1; 1: : lkg2:---Wa n/a n/a nfa

O,,,,,,‘,

O,,,,

A5200 4510007026934 HOLDER, TOILETPAPER, SURFACE, 2ROLL A L A........

2 ro(i, surface munted toilet paper holder. Fabricated uith heavy gauge stainless steel uith
polished finish. Furnished with tuo (2) chromeplatad roiier, uith heavy duty internal spring.
Each support arm Locks to conceat stainless steel mounted bracket. Designed for ho(ding tuo
(2) standard toilet paper ro(ls.

WIT OF HEIGHT UIDTH DEPTH U-EIGHT VOLTS PNME AWS HERTZ DEPEN- 8TUs/
ISSUE: in: 6 13 5 5 (b 1: ---

EA
HZ: SWITCH: DENT: HCUR :

cm: 15 33 13 2 kg 2: --- n/a n/a n/a nla

A5202 4510 HOLDER, TOILETPAPER, SURF, 2 RO, U/SHELF A L A........
I

2 roll, surface momted toilet paper holder. Fabricated with heavy gauge stain[ess steel with
polished finish. Furnished uith two (2) chrane plated rcdlers, with heavy duty intema~
spring. Each s~rt ann tacks to conceal stain[ess steel mtmted bracket. Designed for
holding two (2) standard toi(et paper roll. Design includes a 16 inch wide, 5 inch deep
stainless steel shelf. rol(s are suspmded below the shelf.

UNIT OF HEIGHT UIDTH OEPTH NEIGHT VOLTS Pw3E- HERYZ OEPEN-
ISsuE:

aTus/
in: 8 16 5 5 lb 1: --- HZ: SWITCH: DENT:

2A
HOUR:

can: o 0 0 0 kg 2: --- n/a Ma nla n/a
J

A5205 4510 BAR, TOWEL, ll’DIA
I

AAA.. . . . . . .

Towel bar, 1 inch diameter surface mounted. Fabricated with 18 gauge, type 302 stain[ess
steel uith satin finish. Specify length. Designed for towel ho(ding.

UNIT OF HEIGHT U1OTH OEPTH VEIGHT VOLTS PHASE AHPS HERTZ DEPEN- WIJs/
ISSUE: in: O 36 0 (b 1: --- HZ: WITCH: DENT:

2A o 91 1;
HOUR:

cm: O kg 2: --- n/a n/a n/a n/a
&

BAR, TCAIEL, l%lA, PSYCH UNIT AA A.. . . . . . .

Touel bar, 1 inch diameter surface breakauay mountd, fabricated of polypropylene. Specify
length.

I J
UNIT OF HEIGHT WIDTH DEPTH WI GHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
JSSUE: in: O 36 & O lb 1: --- HZ: WITCH: DENT:

2A
HOUR :

cm: o 91 10 0 kg 2: --- n/a n/a nla n/a
d

A5208 7193 ROD, CLOTHES HANGING, PSYC SAFE AA A.. . . . . . .
I

Breakaway clothes hanging rod for use in psychiatric treatment areas of a heatth care
facitity. Cut to fit the instaitation location. (NEU - MAW RECtXMEND A5212)

UNIT OF

1

HEIGHT UIOTH OEPTH WEIGHT “ VOLTS PHASE AMPS
ISSUE: in:

HERTZ DEPEN- 8TUs/
30 1 lb 1: --- HZ: WITCH: DENT:

2A
HWR :

cm: ; o : 0 kg 2: --- nfa n/a n/a nla
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A521O 7730 BRACKET, TELEVISION, U/MNTD , U/ADJ ARM EB B.. . . . . . .
I

I UaL 1 nnmnt~, with adjustable arm, television bracket. Consists of platform movable arm ui th
ful 1 120 degree swivel. Designed for ho~ding ual 1 mounting television units in patient rooms. I

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/ ;
1 SSL9E: in: o 0 0 20 (b 1: --- HZ: SWITCH : DENT: HOUR :

EA cm: o 0 0 9 kg 2: --- n/a nla n/a ri/a

~ A5215 7730 BRACKET, TELEvI sIOM, CEIL IMG, M~MTED BB B.. . . . . . .

Cei 1 ing mounted television bracket. Consists of yoke style mount uith unlimited tilt and
swivel. Width and height are adjustable to acccmsnodate varying size receivers. For cei 1 ing
mounted TV support.

UNIT OF HEIGHT WIDTH DEPTH ~ WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: O 0 0 0 (b 1: --- HZ: WITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- nla nla n/a n/a

~ A5220 6520 BRACKET, TELEWS1ON, UALL MCUNTED EB B.. . . . . . .

Ua[l mounted television bracket. Designed to be mounted high on a wall to provide television
support. I

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: O 0 0 0 lb t: --- HZ: WITCH: OENT: HWR :

EA cm: o 0 0 0 kg 2: --- n/a n/a n/a nla

A5225 6530 CABINET, C@lB, CRS, 1 SH AA A.. . . . . . .

1 shelf, CRS, combination cabinet. Cabinet fabricated of type 304 stain(ess steel. Unit is
recessed into the wall, and it contains a she~f, mirror door and towel dispenser. To be used
in the uashrotxn where soap dispenser is not required.

t
UNIT OF HEIGHT UIOTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 34 lb 1: --- HZ: WITCH: DENT: HWR :

EA cm: E : 1: 15 kg 2: --- nla n/a nla n/a

A5230 7125 CABINET, BLANKET, FIRE, WMNT0,18X18X6 AA A.. . . . . . .

Fire blanket cabinet, uall mounted. Finish is rust and acid resistant baked enamel. Designed
for storage of fire blanket.

UNIT OF HEIGHT UIOTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 4 14 21 322 lb 1: --- HZ: SUITCH: DENT: HCUR :

EA cm: %0 36 53 146 kg 2: --- nla n/a nla n/a

A5235 7110 CHAIR, AUDITORIUM, U/O TABLET ARM AA A.. . . . . . .

Auditorim chair. Unit is constructed of 16-gauge tubular steet and cast iron standards,
manufactured frcin ASTM iron, contour-molded polyurethane foam back protected by a polyester
fabric buffer, and upholster seating. Seat rises automatically to a 3/4 safety fo~d.

WIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTus/
1SSUE : in: 24 20 27 0 Lb 1: --- HZ: WITCH: DENT: HOUR :

EA cm: 61 51 69 0 kg 2: --- nla nla nla n/a
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A5240 7110
I

CHAIR, AUDITORIUM, U/TA8LET ARM AA A.. . . . . . .
I

Tablet-arm auditorium chair. Chair consists of wood or upholsrer~ arm rest uith dex[on
plastic rear panel and self-rise tmlded foam over upholstered spring seat. It includes a
folding writing surface that stores at side of cast grey iron starxiards. Unit is constructed
with 3/1611 steel. 10 be used in iitditoriuns during conferences or tectures.

UNIT OF HEIGHT U1OTH OEPTH U-EIGHT VOLTS PHASE AMPS HERTZ OEPEN- 8Tus/
ISSUE: in: 32 20 26 0 lb 1: ---

EA
HZ: SUITCH: OENT:

81 51 66
WUR :

cm: O kg 2: --- tia n/a n/a nfa

A5245 6S15 FAN, CEILING, LOU SPEEO
I

AA A.. .9 . . . .
I

LoM speed ceiling fan. Unit to be used in birthing roans or in (ocations here air
conditioning is not permitted by criteria. Size and switching arrangement to be determined by
the bui[ding designer.

UNIT OF HEIGHT UIOTH OEPTH UEI GHT VOLTS PHASE AMPS HERTZ OEPEN- BTW/
ISSUE: in: 0 0 0 (b 1: 120 1 5 HZ: WITCH: OENT:

2A
liCUR :

cm: ; o 0 0 kg 2: --- 60 NO NO n/a

A5245 6515 FAN, CEILING, LW SPEED
I

AA A.. .B . . . .

Lcu speed cei(ing fan. Unit to be used in birthing rootrs or in (ocations where air
conditioning is not permitted Lry criteria. Size and switching arrangawnt to be determined by
the bui[ding designer. (NAW ADO SUGGEST AS245 )

UNIT OF HEIGHT U1OTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 0 0 0 (b 1: 120 1 5 HZ: WITCH: OENT:

2A
HOUR :

cm: o 0 : 0 kg 2: --- a No )/o n/a
&

A6000 9925 RN L, ALTAR, U/REMOVA8LE SECTION
I

AA A.. . . . . . .

Rai 1, A(tar, U/Removable Section.

HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE ANPS HERTZ OEPEN - 8TUs/
O lb 1: --- HZ: SUITCH: DENT: HOUR :
0 kg 2: --- nfa n/a nla nla

A6005 7110 WOKOROP, RETURN AA A.. . . . . . .

Bookdrop, Return.

UNIT OF HEIGHT U1OTH DEPTH UEJGHT VOLTS PHASE AMPS HERTZ DEPEN-
ISSUE:

BTUs/
in: 0 0 0 0 lb 1: --- HZ: SUITCtt: DENT:

EA
HWR :

cm: o 0 0 0 kg 2: --- n/a nfa rt/a n/a

A6mo 6530 BUMPER, UALL, 8E0
I

A L A........
I

Burper, Mall, 8ed.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AMPS
ISSUE :

HERTZ OEPEN- BTUs/
in: 0 0 0 0 tb 1: --- KZ: SUITCH: OENT:

2A
UWR :

an: o 0 0 0 kg 2: --- n/a n/a nfa n/a

A6015 7100
I

OWR , REVOLVING, OARKR~
I

A L A........

Ooor, Revolving, Oarkroora.

UNIT OF HEIGliT U1OTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 0 0 0 0 lb 1: --- HZ: SUITCH: OENT: HWR :

2A cm: o 0 0 0 kg 2: --- n/a n/a n/a nla
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A6020 5800 OETECTOR, METAL, BUILT IN AA A.. . . . . . .

Detector, Metat, Built-In.

UNIT OF HEIGHT UIOTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ l) EPEti- BTUs/
1SSUE : in: o 0 0 0 lb 1: -,-- HZ: SUITCH: DENT: HOUR :

11 cm: o 0 0 0 kg 2:--- nla nla nla nl a

A6025 7100 MIRROR, SAFETY, CONVEX AA A.. . . . . . .

Mirror, Safety, Convex.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: O 0 0 0 lb 1: --- HZ: WITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2:--- n/a n/a nla n/a

A6030 STATION, VENOING HACHINE AA A.. BA . . . .

Station, vending Machinem

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 0 0 0 0 lb 1: --- HZ: SWITCH: DENT: HWR :

EA cm: o 0 0 0 kg 2: --- n/a n/a n/a n/a

A6035 ?’100 ~ REPOSITORY, NIGHT, U/SAFE AA A.. . . . . . .

Re~sitory, Might, U/Safe.

UNIT OF HEIGHT UIDTH DEPTH WE 1GHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: O 0 0 0 lb 1: --- HZ: WITCH: OEMT: HCXJR:

LT cm: o 0 0 0 kg 2: --- nla n/a nla n/a

A6040 KITCHEN EQUIPMENT CONSULTANT DEFINED AA A.. VARIES

Kitchen Equipment Consultant Defined.

UNIT OF ~ HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEM- BTUs/
1SSUE : in: o 0 0 0 Lb 1: --- HZ: WITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- tia n/a nla nla

A6D45 7100 ARTUCIRK, MURAL, HALL AA A.. . . . . . .

Artwork, Mural, Uall.
I

WIT OF HEIGHT WIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 0 lb 1: --- HZ: WITCH: DENT: liWR :

\
LT cm: o 0 0 0 kg 2:--” nfa n/a nla n/a

A6046 6230 ARTUORK, DECORATIVE, U/FRAME cc c.. . . . . . .

Graphic, decorative itith frame, 20 inches by 30 inches.

UNIT ‘OF HEIGHT UIDTH DEPTH bJEt GHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE: in: o 0 0 0 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2:--- nla n/a nla n[ a
I
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A60so 7100 ‘ ARTUORK, PORTRAIT GALLERY cc c.. . . . . . .
I

I
Artuork, Portrait Gallery.

UNIT OF HEIGHT UIOTH DEPTH UEI GHT VOLTS PHASE ANPS HERTZ OEPEN- BTUSI
lSSUE: in: 0 0 0 0 lb 1: --- HZ: WITCH: DENT: HOUR :

LT cm: o 0 0 0 kg 2: --” n/a n/a tia n/a

A6055 SYSTEM, VENTILATION, XENON AA A.. . . . . . .

System, Ventilation, Xenm.

UNIT OF HEIGHT WIDTH OEPTH MEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 0 0 0 lb 1: --- HZ: SWITCH: OENT : HOUR :

EA cm: o : 0 0 kg 2: --- n/a n/a nfa n/a

A6061 7310 HSOS STAT 10N , SAFETY INFORMATION A L A........ I

Wall momted safety information station uhich provides for placeasmt, protection and
availability of as!teriat safety data sheets. station is to include a three way visible sign
for uall momting over the station, a piastic or steel backboard, a steel binder rack and a
three inch tree ring bifrler which is attached to the backboard with a 3 foot chain or cable.
This device is required in any iocation +ere materiais may represent a hazard to employees so
that the information concerning these hazards may be made available to euployees. (NAW ADD)

UNIT OF HEIGHT U1OTH OEPTH WEIGHT VOLTS PHASE ANPS HERTZ DEPEN- BTUs/
Issus: in: 36 24 10 lb 1: --- HZ: WITCH: OENT: HWR :

EA cm: o 0 r! Okg 2: --- n/a n/a n/a nfa

7125 UARDR08E, BUILT-IN AA A.. . . . . . .

Statemnt, built-in wardrobe.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AI(PS HERTZ DEPEN- BTUs/
ISSUE: in: 0 0 0 0 (b 1: --- HZ: SWITCH: OENT: HWR :

EA cm: o 0 0 0 kg 2: --- n/a n/a n/a n/a

A6070 S520 RAIL, HAND, PATIENT
I

AA A.. . . . . . .

Rail, Harwl, Patient.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE ANPS HERTZ DEPEN- BTus/
1SSUE : in: o 0 0 0 lb 1: --- HZ: WITCH: DENT : liWR :

FT an: o 0 0 0 kg 2: --- n/a n/a Ma nfa

A6075 7130 PADDING, WALL, INSTALLED AA A.. . . . . . .
I

Permanently installed wall padding for use in psychiatric and physical therapy places. TO be
installed as spscified in the design directions.

UNIT OF HEIGHT UIOTH DEPTH NEIGHT VOLTS PHASE AMPS HERTZ DEPEN - 8TUs/
ISSUE: in: o 0 0 0 lb 1: --- HZ: WITCH: OENT: mm:

EA cm: o 0 0 0 kg 2: --- n/a n/a n/a n/a

[-’
4610 GENERATOR, STEAN, RENOTE AA A.. . . . . . .

Generator, Stesm, Remote.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
lSSUE: in: 0 0 0 lb 1: --- HZ: WITCH: DENT: HCUR :

EA cm: o 0 ; O kg 2: --- n/a nfa nla n/a
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; A6085 DICTATION SYSTEM, CENTRAL GG G.. . . . . . .

Dictation System, Central.

UNIT OF HEIGHT WDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- 8Tus/
[ SSUE : in: o 0 0 0 lb 1: --- HZ: WITCH: DENT:

EA
HOUR :

cm: o 0 0 0 kg 2: --- 0 NO NO n/a

A6090 EXHAUST SYSTEM, UELDING AA A.. .A. ..E

Melding fune exhaust system consisting of a 4 to 5 inch hose connection to a heavy duty
pressure biouer assembly. For use in industrial shops for the, evacuation of f unes caused by
gas and arc we~ding.

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
1SSUE :

BTUs/
in: o 0 0 0 lb 1: 120 1 - HZ: SUITCH: DENT:

EA
HWR :

cm: o 0 0 0 kg 2: --- 60 NO YES nla

A6100 7200 CWNTER , CONTROL, WTPATIENT , W] LT - I N AA A.. .A . . . .

Counter, Control, Outpatient, Bui lt-in.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 lb 1: --- HZ: SUITCH: DENT:

EA
HOUR :

cm: o 0 : 0 kg 2: --- n/a nla nla nla

IA6105 ~ COUNTER, CONTROL, INPATIENT, BUILT-IN AA A.. .A . . . .

Counter, Control, Inpatient, Built-In.

UNIT OF HEIGHT UIDTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
ISSUE:

BTUs/
in: 0 0 0 0 lb 1: --- HZ: WITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- n/a nla n/a nla

A611O COUNTER, CONSOLE, CWMUNICATIONS AA A.. .A . . . .

Counter, Console, Communications.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 0 0 0 0 lb 1: --- HZ: SUITCH: DENT: !IWR :

EA cm: o 0 0 0 kg 2: - - - nla n/a n/a nl a

A6115 CWNTER, CUSTOM, SINGLE WORK SIDE AA A.. . . . . . .
1

Counter, Custom, Single Uork Side.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: it-v o 0 0 0 lb 1: --- HZ: WITCH: DENT: HWR :

EA cm: o 0 0 0 kg 2: --- n/a n/a n/a n/a

A6120 CWNTER, CUSTOM, DWBLE WORK S1OES AA A.. . . . . . .

Counter, Custom, Double Uork Sides.

38
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I A6125 39$0
I

LEVELER, DOCK AA A.. . . . . . .
I

Leveier, Dock.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VDLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 0 0 0 lb 1: --- HZ: SWITCH: DENT: HOIJR:

EA cm: o 0 : 0 kg 2: --- nfa n/a n/a n/a

IA6130 16~0 I SCREEN, REAR PROJECX1ON lAAA. .l . . . . ..l I

Screen, Rear Projection.

UNIT OF HEIGHT UIOTH OEPTH MEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: o 0 0 0 lb 1: --- HZ: SWITCH: OENT: HOUR :

EA cm: o 0 0 0 kg 2: --- nfa nla n/a nla

I A6135 I 5670 I SHUTTER, ROLL, CRS, U/HDCO IA AA. .I . . . . .. I I

I Shutter, Rol(, CRS, U/Hood. I
UNIT OF HE 1GHT UIOTH OEPTH US I GHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: o 0 0 lb 1: --- HZ: SWITCH: OENT: HOUR :

2A cm: o : 0 0 kg 2: --- n/a n/a n/a n/a

A6140 6685 MANIFOLD, GAS, MEOICAL, U/ALARMS AA A.. . . . . . .

0,’; i

I A6145

Manifold, Gas, Medical, U/Alarms.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: O 0 0 0 lb 1: --- HZ: SWITCH: OENT: HWR :

EA cm: o 0 0 0 kg 2: --- n/a n/a n/a n/a

4610
I

UATER TREATMENT REQUIRED, NOTE:
I

A L A........ I
Uater Treatment Required, Note:

UNIT OF HEIGHT UIDTH OEPTH NEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 0 0 0 0 lb 1: --- HZ: WITCH: DENT: HWR :

LT cm: o 0 0 0 kg 2:--- nla n/a n/a n/a

p150 ] I PARTITION, FOLDING, OIVIOING, R- IA AA. .I . . . . .. I 1

Partition, Folding, Dividing, Rocxu.

UNIT OF HEIGHT UIDTH DEPTH WE1GHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISWE: in: 0 0 0 0 tb 1: --- HZ: SWITCH: OENT: HWR :

EA cm: o 0 0 0 kg 2:-n- /a nfa n/a n/a

O,,

A6155 CAGE , SECURITY, HEAVY OUTY AA A.. . . . . . .

Cage, Security, Heavy Duty.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- ETUs/
ISSUE : in: o 0 0 0 lb 1: --- HZ: WITCH: OENT: HOUR :

EA cm: o 0 0 0 kg 2: --- tie nfa n/a n/a
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A6%0 5680 BUMPER , DOCK AA A.. . . . . . .

Bunper, Dock.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
1SSUE :

BTUs/
in:, o 0 0 0 lb l: -!-- HZ: WITCH: DENT:

EA
HOUR :

cm: o 0 0 0 kg 2: --- n/a nla nla n/a

A6165 !5480 STATION , PNEUMATIC TUBE SYSTEM AA A.. . . . . . .

Pneumatic tube station location.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
,1SSUE : in: 30 26 19 130 lb 1: 120 1 4 HZ: SUITCH: OENT:

EA
HOUR :

cm: o 0 0 0 kg 2: --- n/a n/a nla n/a

A6200 5999 UNINTERRUPTIBLE POWER SUPPLY AA A.. . . . . . .

Uninterruptible Power Supply.

~ UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
1 SSUE :

BTUs/
in: o 0 0 0 lb 1: --- HZ: SUITCH: DENT: HWR :

EA cm: o 0 0 0 kg 2: --- n/a nla n/a n/a

A6210 5999 UN I NTERRUPT 1BLE POUER SUPPLY, STANDALONE cc c.. .A . . . .

Standalone Uninterruptible Power Supply for individual equipnent (ocations.

UNIT’OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
:[SSUE :

BTUs/
in: o 0 0 O [b 1: --- HZ: SUITCH: DENT:

EA
HOUR :

cm: o 0 0 0 kg 2: --- n/a n/a n/a nla

I
A6300 3910 CONVEYOR, TRAY, SOILED AA A.. . . . . . .

Conveyor, Tray, Soiled.

UNIT OF ~ HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
:[SSUE : in: o 0 0 0 lb 1: --- HZ: WITCH: DENT:

EA
HWR :

cm: o ‘o o 0 kg 2: --- nla nfa n/a nla

I A6305 I ?230 I DRAPES, PAIR Iccc. .l . . . . ..’l I

Drapas, Pair.

UNIT OF HEIGHT ‘WIDTH DEPTH ‘WEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
1SSUE :

BTUs/
in: o 0 0 lb 1: --- HZ: SUITCH: OENT:

PR
HOUR :

cm: : 0 0 0 kg z: --- nla n/a n/a nla

A631 O 7230 BLINOS, UINDOU cc c.. . . . . . .

Blinds, Uindou.

UNIT OF HEIGHT UIDTH DEPTH UE I GH’T VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: ~ in: Q o 0 lb 1: --- HZ: SUITCH: DENT:

EA cm:
HWR :

0 0 : 0 kg 2:--- n/a nla n/a rda
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A6311 7230 BLINOS, UINDW, MINI U/BRACKETS AA A.. . . . . . .

Mini blinds for interior windows.

UNIT OF HEIGHT UIOTH OEPTH NEIGHT VOLTS PHASE AMPS HERTZ OEPEN- 8TUs/
1SSUE : in: o 0 0 0 lb 1: ---

EA
HZ: SUITCH: OENT: HOUR :

cm: o 0 0 0 kg 2: --- n/a n/a nla n/a

A6312 7230 BLINOS, UINDOU, VERTICAL c c c........

Vertical blinds for interior uindous.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT WLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 0 0 0 0 lb 1: --- HZ: SUITCH: OENT:

2A
HOUR :

cm: 00 0 0 kg 2: --- n/a n/a n/a n/a
I

A6313 7230 SHADES, UINDOU, LASER SAFE AA A.. . . . . . .

Shades, uindow, laser safe. Includes all necessary hardware and mounting components. Size as
required. May be used in treatment rooms, procedure rocfns, and operating rooms *ere rnedicat
(asers are to be used. (NAVY ADOITIDN)

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: o 0 0 0 [b 1: ---

EA
HZ: WITCH: DENT: HOUR :

cm: o 0 0 0 kg 2: --- n/a n/a nfa n/a

A6315 6350
I

lNTRUSIOWOETECTION SYSTEN, 1-2-25 ZONES AA A.. .F . . . .

Intrusion detection system. Consists of a control unit; alarm set; transmitter; processor,
motion ultrasonic; transceiver, motion, ultrasonic; switch asstilies switch alarms; cabinet
monitor, 1-2-25 zone; monitor module; and receiver data transmission system.

UNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE ANPS HERTZ DEPEN - OTUs/
1SSUE : in: o 0 0 [b 1: 120 - 7 HZ: SUITCH: DENT:

EA
HOUR :

cm: o 0 : 0 kg 2: --- 60 NO NO n/a

A6320
I

RACK, O] SPLAY, SPECTACLE, U/MNTO AA A.. . . . . . .

Rack, display, spectacle, ua[[-mounted.

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: o : 0 0 kg 2: --- n/a n/a n/a nla

IA6325 7125 BED, UALL NDUNTED ON CLIPS - PSYCH AA A.. . . . . . .

Uat( munted psychiatric bed frame for use in seclusion rooms and psychiatric intensive care
units. Ualt clips r+ire backing plates within the walls to thich they are attached.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE ANPS HERTZ OEPEN- BTUs/
1SSUE : in: o 0 0 0 Lb 1: --- HZ: WITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- n/a n/a n/a n/a

A6330 INTERCOM - R~ TO R-
I

AA A.. .A . . . .
I

Two satation intercom for [oca( ccununications between two rocats. Nay be used for areas like
seclusion ante roan to the sec(usion room or areas like the accelerator caves and the
accelerator control area.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 0 0 0 0 Lb 1: 120 1 1 HZ: SUITCH: DENT: tlOUR :

EA cm: o 0 0 0 kg 2: --- nfa nfa n/a n/a
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A6340 MONITOR, ETHYLENE OXIDE AREA AA A.. .A . . . .

Area ethylene oxide monitoring and alarm system. System will provide for continous ethylene
oxide monitoring in accordance with the reccilsnendations of the Occupational Safety and Health
Administration. This includes sampling ports in the equipment room, at the ethylene oxide
cylinders, at the sterilizer drains, in the work room above the sterilizer and at the worker~s
breathing zone. System to be of adequate sensitivity to meet current OSHA guidelines. Alarm
will be both audible and visual in the area of ethylene oxide use and in the admin area of
central sterile. Remote a(arm signal Mill be provide to the centra( manitori ng iocation for
the facility. L

UNIT OF in: HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : 0 0 0 0 lb 1: 120 1 1 HZ: SiJITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- nla nla n/a n/a

COO09 6530 CABINET, INST, 2SECT, SGDO, 5sH,84x36x18 AA A.. . . . . . .

[nstrwnent cabinet. Unit has sliding glazed doors in the upper section and solid sliding
doors in the bottom section. It comes with adjustable and fixed shelves and a pu[( board in
the middle of the cabinet. The slope top must be specified as an additional item on the order.
Used throughout the health care facility to store supplies or general medications.

UNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 84 36 18 345 lb 1: --- HZ: WITCH: DENT:

EA 213 92 46
HOUR :

cm: 157 kg 2: --- n/a nla n/a n/a

cool o 6530 CABINET, lNST, 2SECT, GOO, 5SH, 84x36x24 AA A.. . . . . . .

Instrument cabinet. Unit has sliding glazed doors in the uppersection and solid sliding doors
in the bottom section. It comes with adjustable and fixed shelves and a pull board in the *
middle of the cabinet. The slope top must be specified as an additional item on the order.
Used throughout the health care facility to store supplies or general medications.

UNJT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
1SSUE :

BTUs/
in: 36 24 360 lb 1: ---

EA
HZ: WITCH: DENT:

cm: 2: 92 61
HOUR :

163 kg 2: --- nl a nla nla n/a

cO023 6530 UARDROBE, LDO, 84x15x22 AA A.. . . . . . .

Uardrobe. Unit has a single hinged louvered door with two clothes hooks, one fixed shelf, one
hanging rod and towel bar on door. Used for storage of clothing and personal items.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : ~ in: 84 15 22 144 lb 1: --- HZ: SWITCH: DENT:

EA 213 38 56
HOUR :

cm: 66 kg 2:--- n/a nla n/a n/a

UARDR08E, LDO, 84x18x22
1

Wardrobe. Unit has a single hinged louvered door with two clothes hooks, one fixed shelf, one
hanging rod and towel bar on door. Used for storage of clothing and persona[ items.

UNIT OF HEIGHT WDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
1SSUE :

BTUs/
in: 84 18 22 50 lb 1: --- HZ: WITCH: DENT: HOUR :

EA cm: 213 46 56 23 kg 2: --- nla n/a nla n/a

UARDROBE, LOO, 84x24x22 AA A.. . . . . . .

Wardrobe. Unit has a single hinged louvered door with two ctothes hooks, one fixed shelf, one
hanging rod and towel bar on door. LIsed for storage of clothing and personal items.

UNIT OF HEIGHT UIDTH DEPTH UE 1GHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
[ SSUE : in: 84 24 22 0 Lb 1: --- HZ:-SUITCH: DENT: HOUR :

EA cm: 213 61 56 0 kg 2: --- n/a n/a n/a nla
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L

CDD30 7125 . UAROROBE, INSERT, BERTHING 75’}X42’’X24nD cc c.. . . . . . .

Uardrobe insert for use in berthing spaces. Designed to be pi aced into recessed area in
barracks and quarters. Two door unit to inc(de interior three draner storage stand with
laminate top, one fixed shelf across width of wardrobe near top, one clothing rod, and hasp
lock with scuff plate to secure kth doors. (NAW ADO - NEEDEO TO OUTFIT BEQS AND BWS)

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN-

1
BTUs/

1SSUE : in: 75 42 24 250 lb 1: --- HZ: WITCH: DENT: HOUR :
EA cm: o 0 0 0 kg 2: --- tia n/a n/a n/a

ICO032 16530 I CABINET, BIN, TILTING, 36x18x22 IAAA. .] . . . . ..I I

Tilting bin cabinet. Unit has a bottom hinged ti[ting door.

UNIT OF HEIGHT WDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 36 125 (b 1: --- HZ: WITCH: DEHT: HOUR :

EA cm: 91 :: z 57 kg 2: --- n/a nfa nla tia

I CO033 6530 I CABINET, BIN, TILTING, 36x54x22 AA A.. . . . . . .

Tilting bin cabinet. It has a bottan hinged door. This unit is made by cabining the single
bin with two others or the single with a doubie cabinet.

UNIT OF HEIGHT WIDTH DEPTH NEiGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 36 54 22 375 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 91 137 56 170 kg 2: --- nfa n/a n/a n/a

4?%

‘?J,,‘
RAIL, APRON, 5-.5x24x22 Ah A.. . . . . . .

I CO036
I

PE__

Apron rail. Also ca[led apron frame, table frams or apron housing. Used as a dress cover
underneath countertops and between base cabinets. Dimensions can vary from 3.5 inches to
almost 6 inches in height from different manufacturers.

UNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE ARPS HERTZ DEPEN- 8TUs/
1SSUE : in: 24 22 20 [b 1: --- HZ: SWITCH: OENT: HOUR :

EA an: 1; 61 56 10 kg 2: --- tia n/a nfa n/a

6530
I

RAIL, APRON, 5.5X30X22
I

AA A.. . . . . . .

Apron rail. Also catted apron frame, table frame or apron housing. Used as a dress cover
underneath countertops and between base cabinets. Dimensions can vary frcm 3.5 inches to
almost 6 inches in height from different manufacturers.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 30 23 lb 1: --” HZ: SWITCH: OENT: HOUR :

EA cm: 1! 76 : 11 kg z:-”- Wa n/a tia n/a

6530 RAIL, APRON, 5.5x36x22 AA A.. . . . . . .

Apron rail. Also calted apron frium, table frame or apron housing. Used as a dress cover
underneath countertops and between base cabinets. Dimensions can vary from3.5 inches to
a[uxrst 6 inches in height frcm different manufacturers.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 63622 2a lb 1: --- HZ: WITCH: DENT: HOUR :

EA cm: 15 91 56 13 kg 2: --- n/a nla nla nla

0,,
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E 6530 I RAIL, APRON, 5.5x42x22 IAAA. .I . . . . ..I I

Apron rail. A(.so ca~led apron frame, table frame or apron housing. Used as a dress cover
underneath countertops and between base cabinets. Dimensions can vary from 3.5 inches to
almost 6 inches in height from different manufacturers.

UNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 6 42 22 0 lb 1: --- HZ: WITCH: DENT: HOUR :

EA cm: 15 107 56 0 kg 2 :--- n/a nla n/a nla

RAIL, APRON, 5.5x48x22

Apron rail. Also called apron frame, table frame or apron housing. Used as a dress cover
underneath countertops and between base cabinets. Dimensions can vary from 3.5 inches to
almost 6 inches in height frcin different manufacturers.

UNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE : in: 48 22 34 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 1$ 122 56 16 kg 2: --- n/a nla nla n/a

CO040 RAIL, APRON, 5.5x54X22

Apron rail. Also calledapron framer table frame or apron housing. Used as a dress cover
underneath countertops and between base cabinets. Dimensions can vary from 3.5 inches to
almost 6 inches in height from different manufacturers.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
; ISSUE: in: 54 22 8 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: f: 137 56 4 kg 2: --- n/a n/a n/a nla
a

CO041 6530 RAIL, APRON, 5.5x60x22 AA A.. . . . . . .

Apron rail. Also called apron frame, table frame or apron housing. Used as a dress cover
underneath countertops and between base cabinets. Dimensions can vary from 3.5 inches to
almost 6 inches in height from different manufacturers.

UNIT OF HEIGHT WIDTH DEPTH ~ UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 60 22 9 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 1$ 152 56 5 kg 2:--- nla n/a nla n/a

CO043 ~ 6530 FRAME, APRON, DR, 5.5x24x22 AA A.. . . . . . .

Apron frame, with a full width drawer. Also called drawer housing, drawer frame or table
f rama. Used underneath countertops and between base cabinets. Dimensions can vary from 3.5
inches to almost 6 inches in height from different manufacturers.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- 8TUs/
1SSUE : in: 6 24 22 30 Lb 1: --- HZ: SWITCH: OENT: HOUR :

EA cm: 15 61 56 14 kg 2: --- nla n/a nla nla

CO044 6530 FRAME, ARRON, OR, 5.5x30x22 AA A.. . . . . . .

Apron frame, with a full uidth drawer. ALSO called drawer housing, drawer frame or table
f rams. Used underneath countertops and between base cabinets. Dimensions cm vary frcin 3.5 ~
inches to almost 6 inches in height from different manufacturers.

UNIT OF ~ HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 30 22 32 lb 1: --- HZ: SUJTCH: DENT: HOUR :

EA cm: 1: 76 56 15 kg 2: --- n/a n/a n/a nla
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1 FRANE, APRON, OR, 5.5X36X22 AA A.. . . . . . .

APron frame, with a full width drawer. Also calted drawer housing, drawer frame or table
frarae. Used underneath countertops and between base cabinets. Dimensions can vary fr~ 3.5
inches to almost 6 inches in height from different manufacturers.

UNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 6 36 22 37 tb 1: --- HZ: WITCH: OENT: Hm :

EA cm: 15 91 S6 17 kg 2: --- n/a n/a n/a tia

FRAME, APRON, 2DR, 5.5x48x22 AA A.. . . . . . .

Apron frame, with tuo fu[l uicfth drawers. Also ca((ed drawer housing, drawer frame or table
frame. Used underneath countertops and between base cabinets. Dimensions can vary from 3.5
inches to ahnost 6 inches in height from different manufacturers.

I I
UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUS{
1SSUE : in: 22 49 Lb 1: --- HZ: WITCH: OENT: HWR :

EA cm: l; & 56 23 kg 2: --- n/a n/a n/a nfa
6 <

ICOD47 6530 FRANE, APR04i, 2DR, 5.5x6Dx22 AA A.. . . . . . .

Apron frame, with two ful( width drawers. Also called drauer housing, drawer frame, >r table
frame. Used underneath countertops ad betueen base cabinets. Dimensions can vary form 3.S
inches to atmost 6 inches in height fran different mmufacturers.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/’
1SSUE : in: 6 60 22 66 (b 1: --- HZ: WITCH: DENT: HOUR :

EA cm: 15 152 56 30 kg 2: --- n/a n/a n/a n/a

COD50 6530
I

PEGBOARO, GLASSWARE, 30x24x1
I

AA A.. . . . . . .
I

Glassware Pegboard. Used in the laboratory or centrai materiei departments for the purpose of
draining glassuare after uashing and to store glassware ready to use. Unit is available in
staintess stee~, wood or efmxy resin compound with varying nwbers of pegs. The pegs are
generaliy made of a p[astic material. Pegs are avaitable in different lengths 4.625 to 7.625
inches. Length determines the rnmber of pegs that uil~ fit the pegboard. The midrange for
comparison purposes is determined by using the 30x2f+Xl size with fourteen 6.125 inch pegs.

UNIT OF HEIGHT WOTH OEPTH UEIGHT VOLTS PHASE ANPS HERTZ OEPEN- BTUs/
1SSUE : in: 30 24 60 Lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 76 61 ; 28 kg 2: --- n/a n/a n/a nfa

CDD51 6530 PEGBOARO, GLASSUARE, 30)(30)(1 AA A.. . . . . . .

Glassuare Pegboard. Used in the laboratory or central materiel departments for the purpose of
draining glassware after Mashing and to store glassware ready to use. Unit is avaitable in
stainless stee(, wood or epoxy resin canpound with varying nurbers of pegs. The pegs are
generally made of a plastic material. Pegs are available indifferent Lengths 4.625 to 7.625
inches. Length determines the ntmber of pegs that wilt fit the pegboard. The price for
ctqxwison purposes is determined by using the 30x30x1 size with nineteen 6.125 inch pegs.

UNIT OF HEIGHT U1OTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTLs/
1SSUE : in: 30 30 76 lb 1: --- HZ: SWITCH: OENT: HOUR :

EA cm: 76 76 : 35 kg 2: --- nfa n/a n/a nfa

O,,,,:
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CCNM 6530 PEGBOARD, GIASSUARE , 30X36XI AA A.. . . . . . .
r

Glassware Pegboard. Usad in the 1aboratory or central materi ei departments for the purpose of
draining giassware after washing and to store glassware ready to use. Unit is avai lable in
stainless steel, wood or epoxy resin compound with varying numbers of pegs. The pegs are
general ly made of a p(astic materia(. Pegs are avai [able in different lengths 4.625 to 7.625
i riches. Length determines the number of pegs that Hi 11 fit the pegboard. The price for
ccinparison purposes is determined by using the 6.125 inch pegs at twenty three pegs per board.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
ISSUE:

BTUs/
in: 30 36 91 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 76 92 ; 42 kg 2: --- nla n/a n/a n/a

CO053 6530 CABINET, 2D0, U/PEGBOARD, 60X48X18 AA A.. . . . . . .

Table accessory cabinet with pegboard back. Operating room table accessory cabinet. Used to
hold the operating table attachments.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 60 48 18 0 lb 1: --- HZ: WITCH: DENT:

EA
HOUR :

cm: 152 122 46 0 kg 2: --- nla nla nla n/a

P?_ 6530 RACK, REAGENT, 1 TIER, 19xux12 AA A.. . . . . . .

Reagent rack, single tier. Used in a laboratory to hold bottles, supplies and equipnent.
Must specify width and type of mount (wal 1 or table). Utility lines are to be included in the
rack.

UNIT OF HEIGHT UID’IH DEPTH WEIGHT VOLTS PHASE AMPS
ISSUE : ‘-

HERTZ OEPEN- BTUs/
In: 19 0 12 0 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 48 0 30 0 kg 2: --- n/a nla nl a nl a

cO058 6530 SHELF, REAGENT, TIER, 19XUX8 AA A.. . . . . . .

Reagent shelf, single tier. Used in a (aboratory to hold bottles, supp( ies and equipnent.
Must specify the width desired. This is an open front style with no utility lines inc(uded
with she(f.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS
1SSUE :

HERTZ DEPEN- BTUs/
in: 19 0 8 0 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 48 0 20 0 kg 2 :--- nl a nl a nja nl a

CO059 6530 SHELF , REAGENT, 2 TIER ,29xwx8 ,A AA.. . . . . . .

Reagent she(f, double tier. Used in a laboratory to hold bottles, supplies and equipment.
Must spacif y the width dasi red. Second tier must be 10 inches from top of first tier.

UMIT OF liEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 29 0 0 (b 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 72 0 2: 0 kg 2:--- nla nla nla n/a

cO060 ~ 6530 SHELF, REAGENT, COUNTERTOP, 8XUX8 AA A.. . . . . . .

Reagent shelf, countertop mounted behind splashback. Used in a laboratory to hold bottles,
supplies and equi pnent. Unit to be incorporated at the back sp~ash. The width must be
specified at the time of order.

UNIT OF HEIGHT UIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 8 0 8 0 lb 1: --- HZ: SUITCH: DENT: tlWR :

EA cm: 20 0 20 O kg 2: --- n/a n/a n/a n/a
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‘,, :

COIAO 6530 CABINET, U/C/B, OPEN, 2SII, 36X1BX22 AA A.. . . . . . .

Unds} counter base cabinet unit with Wo adjustable shelves. ALSO cat led an open shelf
cabinet, open base unit, or a standing height base cabinet.
facility.

Generat purpose use throughout the

t
UNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE AUPS HERTZ OEPEN- BTUs/
ISSUE: in: 36 18 ?5 (b 1: --- HZ: SUITCH: OENT: UOUR :

EA cm: 91 46 % 34 kg 2: --- n/a n/a n/a n/a

COIBO 6530 CABINET , U/C/B, DO, 2SH, 36x1Bx22 AA A.. . . . . . .

I
under counter base cabinet base unituith tuo adjustable shelves ard a hinged solid door.
Also cat led a base cabinet hingd door, or a standing height base cabinet with ful [ height door
or under counter cabinet. General Wrpose use throughout the f ac i ( i ty.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 36 22 0 lb 1: --- HZ: WITCH: OENT: HWR :

2A cm: 91 E 55 0 kg 2: --- n/a nfa Ma nfa

Colco 6530 CABINET, U/C/B, 00, OR, SH, 36X18X22
I

AA A.. . . . . . .
1

Under counter base cabinet unit with an adjustable shelf, a ful 1 uidth drawer and a hinged
sotid door. Also cal led a base cabinet, under counter drawer cases or a drawer and cupboard
cabinet. Must specify the door suing desired.

UNIT OF HEIGHT U1OTH OEPTH UE I GHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE: in: 95 lb 1: --- HZ: SWITCH: OENT:

::
HWR :

m

EA cm: :: 44 kg 2: --- da n/a n/a tia

I COIDO 6530 CABINET, U/C/B, 40R, 36X1BX22
I

AA A.. . . . . . .
I

I Under counter base cabinet unit uith four ful I width drawers. Atso cal led a drawer unit, base
unit with drawers or an under counter drawer case. General purpose use throughout the
faci [ ity. I

UNIT OF HE 1GHT UIOTH OEPTH UEIGHT VQLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 36 18 100 (b 1:-- - - HZ: SWITCH: OENT: HOUR :

EA cm: 91 46 % 46 kg 2: --- Ma n/a n/a n/a
F

Coloo 6530 CABINET, U/C/B, SINK, DO, 36X16X22 AA A.. . . . . . .
I

Under canter base sink cabinet unit with a hinged solid door. Also called a sink base, sink
enclosure or a standing height base cabinet. General purpose use throughout the faci 1 i ty uhere
a sink cabinet can be used.

UNIT OF HEIGHT U1OTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 36 18 22 0 lb 1: --- HZ: SWTCH: DENT: HOUR :

2A cm: 91 46 55 Okg 2: --- n/a n/a n/a n/a

C02A0 6530 CAB] NET , UfCf B, OPEN , 2SH , 36X24X22
I

AA A.. . . . . . .
I 1

Under counter base cabinet unit with two adjustable sheives. A(SO called an open shelf
cabinet, open base unit or a standing height base cabinet.
faci t ity.

General purpose use throughout the

IIUNIT OF HEIGHT WIDTH OEPTH IIUEIGHT VOLTS PHASE ANPS

I

HERTZ OEPEN- BTUs/
ISSUE: in: 36 22 Otb l:--- HZ: WITCH: OENT:

; 55
HOUR :

2A cm: 91 okg 2:---a/a n/a n/a n/a

O,!
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e
C02B0 6530 CABINET, U/C/B, DO, 2SH, 36x24X22 AA A.. . . . . . .

Under counter base cabinet unit with two adjustable shelves and a hinged solid door. Also
cal led a bsae cabinet hinged door, standing height base cabinet with ful 1 height door or under
counter cabinet. General purpose use throughout the facitity.

I
UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN-
1SSUE :

BTUs/
in: 36 24 22 85 lb 1: ---

‘EA
HZ: WITCH: DENT: HOUR :

cm: 91 61 55 39 kg 2: --- n/a nla nla nla

C02C0 6530 CABINET, lJ/CJB, DO, DR, SH, 36X24X22 AA A.. . . . . . .
1 I

I C02D0

Under counter base cabinet unit with an adjustable shelf, a ful~ uidth drawer and a hinged
solid door. Also called a base cabinet, under counter drawer case or a drawer and cupboard
cabinet. Used in severa[ locations throughout the facility. Must specify the door swing
des i red.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 36 24 22 95 lb 1:--”- HZ: SUITCH: OENT: HOUR:

EA cm: 91 61 55 43 kg 2: --- n/a nla n/a n/a

6530 CABINET,, U/C/B, 4DR, 36x24x22 AA A.. . . . . . .

Under counter base cabinet unit with four full width drawers. Also talked a drawer unit, base
unit with drawers or an under counter drawer case. Genera( purpose use throughout the
faci 1 ity.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
1SSUE :

BTUs/
in: 24 22 116 lb 1: --- HZ: SUITCH: DENT:

EA
HOUR :

cm: 97 61 55 53 kg 2: --- n/a n/a n/a n/a

I I I I I I
C02Q0 6530 CABINET, U/C/B, SINK, DO, 36x24x22 AA A.. . . . . . .

,

F

Cabinet, under counter, base sink unit with a hinged solid door. Also called a sink base,
sink enclosure or a stamiing height base cabinat. General purpose use throughout the facility
where a sink cabinet can be used.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 36 24 22 0 lb 1: --- HZ: WITCH: DENT:

EA
HOUR :

cm: 91 61 55 0 kg 2: --- n/a n/a n/a n/a
I I I I 1 I I

6530 CABINET, U/C/B, OPEN, 2SH, 36X30X2Z AA A.. . . . . . .

Under counter base cabinet unit uith two adjustable shelves. Also called an open shelf
cabinet, open base unit or a standing height base cabinet. General purpose use throughout the
facility.

UNIT OF HEIGHT UIDTH DEPTH UE 1GHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 36 30 90 lb 1: --- HZ: WITCH: DENT:

EA
HWR :

cm: 91 76 :: 41 kg 2: --- n/a nja nla n/a

C03E0 6530 CABINET, U/C/B, 2D0, DR, SH, 36x30x22 AA A.. . . . . . .

Under counter base cabinet unit with an adjustable shelf, a full width drawer and two hinged
solid doors. Also ca(led a ctiination base unit or a standing height bse cabinet. General
Wrpe use throughout the facility.

WIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
] $SUE : in: 36 30 22 115 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 91 76 55 53 kg 2:--- nla n/a n/a n/a

48

Source: https://assist.dla.mil -- Downloaded: 2016-12-11T01:05Z
Check the source to verify that this is the current version before use.



MIL-STD-1691F

APPENDIX A 1 JULY 1993

0,:,!

CATEGORY : ANAVI
JSN

UTILITIES
MSN NOMENCLATURE RVFAH 123456

C03F0 6530 CA91NET , U/C/B, ?iJO, 2HDR, SH, 36X30X22
I

AA A.. . . . . . .

Under counter base cabinet unit with an adjustable shetf, two half width draiters and two
hinged solid doors. Also cal[ed a combination base unit, standing height base cabinet or a
drawer and cupboard cabinet. Genera 1 purpose use throughout the faci ( i ty.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 36 30 22 132 lb 1: ---

EA
HZ: WITCH: DENT: HWR :

cm: 91 76 55 60 kg 2: --- n/a n/a n/a n/a

C03G0 6530 CABINET, U/C/B, 200, 2SH, 36X30X22 AA A.. . . . . . .
I

Under counter base cabinet unit with tuo adjustable shelves ati two hinged solid doors. Also
cat [ed a standing height base cabinet or a fui t height door cu@asrd cabinet. General purpose
use throughout the f aci Li ty.

UNIT OF HEIGHT UIOTH OEPTH ME I GHT VOLTS PHASE AMPS HERTZ DEPEN- BTus/
1SSUE : in: 36 30 22 105 lb 1: --- HZ: SWITCH: DENT:

EA
HOUR :

cm: 91 76 55 68 kg 2: --- n/a n/a nfa n/a

C03H0 6530 CA91NET , U/C/E, 3DR, 2HDR, 36X30X22 AAA. . . . . . . .

Under counter base cabinet unit with two ha[f width and three full width drawers. Also cal ted
a standing height base cabinet or e drawer unit. General purpose use throughout the faci 1 i ty.

WIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE ANPS HERTZ OEPEN-
1SSUE : in:

BTUs/
30 22 137 lb 1: --- HZ: WITCH: OENT:

EA ~ 76 55
HOUR :

cm: 63kg 2: --- n/a n/a n/a n/a

C03J0 6530 CABl NET, U/C/B, 8HDR, 36x30x22
I

AA A.. . . . . . . I
Under counter base cabinet unit with eight half width drawers. Also called a standing height
base cabinet or a drauer cabinet. General purpose use throughout the faci 1 i ty.

UNIT OF HEIGHT UIOTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN-
ISSUE: in:

BTUs/
30 150 lb 1: ---

EA
HZ: SWITCH : OENT :

= 76
HOUR :

cm: E akg 2: --- n/a n/a n/a n/a

C03K0 6530 CABINET , U/C/B, NOO, 6HOR, 36X30X22 AA A.. . . . . . .

Under counter base cabinet unit uith a half width hinged sokid door, two shaltw half uidth
dra~rs above ad four half width drawers on left side of cabinet. Also cal led a standing base
cabinet or a cupboard amJ drauer combination cabinet. General purpose use throughout the
facility.

UNIT OF HEIGHT U1OTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- 6TUs/
1SSUE : in: 36 30 22 0 tb 1: --- HZ: SWITCH: DENT:

EA
HOUR :

cm: 91 76 55 0 kg 2: --- n/a n/a n/a Ma

C03L0 6530 CABINET, U/C/B, HDO, OR, 3HOR, 36X30X22
I

AA A.. . . . . . .

Under counter bsse cabinet unit with a hatf width hinged door, a full width and three half
width drawers. Also catled a standing height base cabinet or a drawer and cup&ard combinstica
cabinet. Genera( purpose use throughout the facility.

UNIT OF HEIGHT WOTH OEPTH WEIGHT VOLTS PHASE AHPS HERTZ OEPEN- BTUs/
ISSUE : in: 36 30 22 160 lb 1: ---

EA 91 76 5S
HZ: WITCH: OENT: HOUR :

cm: 73 kg 2: --- n/a n/a n/a n/a

O::
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a

C03P0 6530 CABINET , U/C/B, S1 MK, 200, 36x30x22 AA A.. . . . . . .
I 1

Under counter base sink cabinet unit uith two hinged SOL id doors. Also cal ted a sink
enc(osure, standing height base cabinet or a sink cabinet. General @urpose use throughout the
faci ( ity where a sink base cabinet is needed.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS
1SSUE :

HERTZ OEPEN- BTUs/
in: 36 30 22 87 lb 1: --- HZ: SWITCH: DENT:

EA cm:
HOUR :

91 76 55 35 kg 2: --- nla nla nla n/a

CAB] NET , U/C/B, OPEN, 2SH , 36X36X22

Under counter base cabinet unit with two adjustable shelves. Also cai led an open shelf
cabinet, open base unit or a standing height base cabinet. General purpose use throughout the
facility.

UNIT OF HEIGHT UIDTH DEPTH MEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 36 36 22 102 (b 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 91 91 55 46 kg 2: --- nla n/a n/a n/a

C04E0 CAB I NET, U/C/B, 200, DR , SH, 36x36x22
I

Under counter base cabinet unit with an adjustable shelf, a one f ul 1 width drawer and two
hinged solid doors. Also cal led a combination base unit or a standing height base cabinet.
Genera [ purpose use throughout the f aci 1 i ty.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
1SSUE :

BTUs/
in: 36 22 126 lb 1: --- HZ: SWITCH: DENT:

EA 91 z 55
HOUR :

cm: 57 kg 2: --- n/a n/a nla n/a

9

C04F0 6530 CAB] NET , U/C/B, 2D0, 2HDR, SH , 36x36x22 AA A.. . . . ...’

Under counter base cabinet unit with an adjustable shelf, two half width drawers and two
hinged solid doors. Also cal led a combination base unit, standing height base cabinet or a
drawer and cupboard cabinet. Genera( purpose use throughout the f aci 1 i ty.

-—-

UNIT OF HEIGHT UIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 36 36 22 135 lb 1: --- H2: SUITCH: DENT: HOUR :

EA cm: 91 91 55 61 kg 2: --- n/a n/a nla n/a

CAB I NET, U/C/B, 2D0, 2SH, 36x36x22 AA A.. . . . . . .

Under counter base cabinet unit with two adjustable shelves and two hinged SO’1id doors. Also
cal led a standing height base cabinet or a ful 1 height cupboard cabinet. Genera 1 purpose use
throughout the f aci 1 i ty.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 36 36 119 lb 1: --- HZ: SUITCH: DENT:

EA 91 91 :
HOUR :

cm: 54 kg 2: --- nla n/a n/a n/a

CAB] NET, U/C/B, 3DR , 2HDR , 36X36X22

Under counter base cabinet unit with two half width and three ful 1 width drawers. Also cal led
a standing height base cabinet or a drawer unit. General purpose use throughout the faci i ity.

LJMIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PiiASE AMPS HERTZ DEPEN-
1SWE :

BTUs/
in: 36 36 22 149 lb 1 :--- HZ: SUITCH: DENT:

EA
HOUR :

cm: 91 91 55 68 kg 2: --- n/a nla n/a n/a
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C04J0 6530 CABINET , U/C/8, 8HDR, 36x36x22 AA A.. . . . . . .

Under counter base cabinet unit with eight hatf width drauers. Atso ca(led a standing height
base cabinet or a drawer cabinet. General purpose use throughout the facility.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AXPS HERTZ OEPEN- BTUs/
lSSUE: in: 36 36 22 181 lb 1: --- HZ: WITCH: DENT: HWR :

EA cm: 91 91 55 82 kg 2: --- n/a n/a n/a n/a

IC04K0 6530 CABINET, U/C/E, HDO, 6HDR, 36x36x22 AA A.. . . . . . .
I 1

Under counter base cabinet unit with a half width hinged sotid door, two shaltti half uidth
drawers above and four half width drawers on left side of cabinet. Also catted a standing base
cabinet or a cupboard and drawer combination cabinet.
faciiity.

General purpose use throughout the

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE A#iPS HERTZ OEPEN- ETUs/
ISSUE: in: 36 36 22 160 lb 1: --- HZ: SUITCH: OENT:

2A
HOUR :

cm: 91 91 55 n kg 2: --- n/a n/a n/a nfa

C04L0 6530 CA81NET, U/C/B, HDO, OR, 3HOR, 36X36X22 AA A.. . . . . . .
I

I Under counter base cabinet unit uith a half wfdth hinged door, a full ~idth and three ha(f
width drawers. Also catted a standing height base cabinet or a drawer and cupboard ctiination
cabinet. General purpose use throughout the facility.

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE ANPS HERTZ OEPEN-

0

9TUs/
1SSUE : in: 36 36 155 lb 1: --- HZ: SWITCH: DENT:

‘,:
HOUR :

EA cm: 91 91 :; 71 kg 2: --- n/a @a tia n/a

C04P0 6530 CA81NET, U/C/B, SINK, 200, 36X36X22 AA A.. . . . . . .
I

1 I

I
Under counter base sink cabinet unit with two hinged solid doors. ALSO called a sink
enclosure, standing height base cabinet or a sink cabinet. General purpose use throughout the
facitity uhere a sink base cabinet is tied. I

UNIT OF HEIGHT WIDTH OEPTH UE1 GHT VOLTS PHASE ANPS HERTZ DEPEN- BTUs/
ISSUE: in: 36 22 97 lb 1: ---

EA 91
HZ: WITCH: OENT:

;: 55
HOUR :

cm: 44 kg 2: --- n/a nfa tia n/a

C05A0 6530 CA81NET, U/C/B, OPEN, 2SH, 36x48x22 A L A........
1

I Under counter base cabinet unit with tuo adjustable shelves. Also cal~ed an open shelf
cabinet, open base unit or a statiing height base cabinet. General purpose use throughout the
facility.

UNIT OF HEIGHT UIDTH DEPTN UEIGHT VOLTS PHASE ANPS HERTZ DEPEN- BTus/
ISWE: in: 36 48 22 128 Lb 1: --- HZ: WITCH: OENT: HOUR :

2A cm: 91 122 55 59 kg 2: --- n/a n/a nfa n/a

O,,

CA81NET, U/C18, 200, OR, SH, 36x48x22 AA A.. . . . . . .

Under counter base cabinet unit with on adjustable shelf, a ful{ width drawer aml two hinged
solid doors. Also cal[ed a cahination base unit or a standing height base cabinet. General
purpose use throughout the facility.

UNIT OF I HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUSJ
1SSUE : in: 36 158 ib 1: --- HZ: WITCH: DENT:

91 1:
HWR :

EA cm: :: 72 kg 2: --- n/a Wa da n/a
h

51

Source: https://assist.dla.mil -- Downloaded: 2016-12-11T01:05Z
Check the source to verify that this is the current version before use.



MIL-STD-I.691F

1 JULY 1993 APPENDIX A

CATEGORY : ANAV1 UTILITIES
JSN NSN

9
NOMENCLATURE RVFAH 123456

L

C05F0 6530 CABINET, U/C/B, 200, 2HOR, SH, 36x48x22 AA A.. . . . . . .

Under counter base cabinet unit with an adjustable shelf, two half width drawers and tuo
hinged solid doors. Also called a combination base unit, standing height base cabinet or a
drawer arxi cupboard cabinet. General purpose use throughout the facility.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/

1SSUE : ~ in: 36 48 22 160 lb 1: --- HZ: WITCH: DENT: HOUR :
EA cm: 91 122 55 73 kg 2: --- nla n/a n/a n/a

CABINET, U/C/B, 2D0, 2SH, 36x48x22
,

Under counter base cabinet unit with two adjustable shelves and two hinged solid doors. Also
called a standing height base cabinet or a full height cupboard cabinet. General purpose use
throughout the facility.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
ISSUE: in: 36 48 22 149 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 91 122 55 67 kg 2: --- nla nla n/a n/a

C05H0 6530 CABINET, U/C/B, 3DR, 2HDR, 36x48x22 AA A.. . . . . . .

I Under counter base cabinet unit with two half width and three fu(( width drawers. Also called
a standing height base cabinet or a drawer unit. General purpose use throughout the facility.

1
UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 36 48 22 ~ 190 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 91 122 55 ! 86 kg 2: --- nla nla n/a nla

0

C05J0 6530 CABINET, U/C/B, 8HDR, 36x48x22 AA A.. . . . . . .

Under counter base cabinet unit with eight half width drawers. Also ca(ted a standing height
base cabinet or a drawer cabinet. General purpose use throughout the facility.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTLls/
1SSUE : ~ in: 36 48 22 201 lb 1: --- HZ: WITCH: OENT: HOUR:

EA cm: 91 122 55 91 kg 2: --- nla nla n/a nl a

~ C05K0 6530 CABINET, L1/C/B, HDO, 6HDR, 36x48x22 AA A.. . . . . . .

Under counter base cabinet unit with a half width hinged solid door, two shallow half width
drawers above and four half width drawers on left side of cabinet. Also called a standing base
cabinet or a cupboard and drawer c~ination cabinet. General purpose use throughout the
facility.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 36 48 22 190 lb 1: --- HZ: SUITCH: OENT: HOUR :

EA cm: 91 122 55 ~ kg 2: -,-- ; n/a nla nla n/a

C05L0 ~ 6530 CABINET, U/C/B, HDO, DR, 3HDR, 36X48X22 AA A.. . . . . . .

Under counter base cabinet unit uith a half width hinged door, a full width and three half
width drawers. Also ca~led a starding height base cabinet or a drawer and cupboard crxsbination
cabinet. General purpose use throughout the facility.

~ UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 48 22 170 (b 1: --- HZ: SUITCH: DENT: IWJR :

EA cm: :: 122 55 77 kg 2: --- n/a nla n/a n[a

52Source: https://assist.dla.mil -- Downloaded: 2016-12-11T01:05Z
Check the source to verify that this is the current version before use.



‘o,,~:
! “1

MIL-STD-1691F.

APPENDIX A 1 JULY 1993

CATEGORY : ANAVI UTILITIES
JSN NSN NOMENCLATURE RVFAH 123.456

J

.C05P0 6530 CABINET , U/C/B, SINK, 200, 36x48x22 AA A.. . . . . . .
I

Lbuier counter base sink cabinet unit with two hinged solid doors. A(so called a sink
enclosure, standing height base cabinet or a sink cabinet. General purpose use throughwt the
faciiity where a sink base cabinet is needed.

UNIT OF HEIGHT WDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- 8TUs/
ISSUE: in: 36 40 22 111 lb 1: --- HZ: SWITCH: DENT: HWR :

EA cm: 91 122 55 50 kg 2: --- nfa n/a nfa n/a

I C06A0 6530 CABINET, U/C/B, OPEN, SH, 30x18X22 AA A.. . . . . . .

Ur@er counter base cabinet unit with an adjustable shelf. Also ca(kd an open shelf cabinet,
open base unit or a standing height base cabinet. General purpose use throughout the facility.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE ANPS HERTZ DEPEN- BTUs/
Issus: in: 30 70 ib 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 76 ;; :: 32 kg 2: --- n/a n/a tia n/a

C06B0 6530 CABINET, U/C/B, 00, SH, 30x18x22
I

AA A.. . . . . . .

Under counter base cabinet unit with an adjustable shelf and a hinged solid door. Also cal~ed
a base cabinet hinged door, standing height base cabinet with full height door or under cwntel
cabinet. General purpose use throughout the facility.

UNIT OF HEIGHT UiOTH OEPTH UEIGHT VOLTS PHASE AMPS
1SSUE :

HERTZ OEPEN- BTUs/
in: 30 22 0 lb 1: --- HZ: SWITCH: DENT: HOUR :

2A cm: 76 ;: S5 O kg 2: --- n/a nla n/a nla

C06C0 6530 CABINET, U/C/E, DO, OR, 30x18x22
I

A L A........
I

I Under cwnter base cabinet unit with a single hinged sotid door and one drawer. General
PWose use throughout the faci(ity.

UNIT OF HEIGHT WIDTH DEPTH VE I GHT
[SUE:

VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
in: 30 22 0 lb 1: --- HZ: SWITCH: DENT: HOUR :

2A cm: 76 ;; 55 0 kg 2: --- n/a n/a tia Wa

Co6Do 6530 CABINET, U/C/B, 40R, 30x18x22 AA A.. . . . . . .

Under counter base cabinet unit with fwr full uidth drawers. Also callc%l a drwer unit, base
unit with drawers or an under counter drawer case. General purpose use throughout the
facility. .

uNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 30 18 22 95 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 76 46 S5 43 kg 2: --- nla n/a nf a n/a

CABINET, U/C/B, DR, FDR, U/PBD, 30x18x22 AA A.. . . . . . .

U-r counter base cabinet unit with a full width shallow drauer, one full width file drawer
and W[(board. Genera{ purpose use as a cabinet under a desk or writing surface.

UNIT OF HEIGHT UIOTH OEPTH NEIGHT VOLTS PHASE AMPS HERTZ OEPEN-
1SSUE :

BTUs/
in: 30 18 0 lb 1: --- HZ: WITCH: OENT: HWR :

EA cm: ?’6 46 E O kg 2: --- n/a n]a n/a n/a

O,;,-,,,
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c06Q0 6530 ~ CABINET, U/C/B, SINK, DO, 30X18X22 AA A.. . . . . . .

LJndercounter base sink cabinet unit with a hinged sotid door. Also called a sink base, sink
enclosure or a standing height base cabinet. General purpose use throughout the facility where
a sink cabinet can be used.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 30 22 60 lb 1: ---

EA
HZ: SUITCH: DENT:

76 ;: 55
HOUR :

cm: 27 kg 2: --- nl a n/a nla nla

C07A0 6530 CABINET, U/C/B, OPEN, SH, 30X24X22 AA A.. . . . . . .

Under counter base cabinet unit with an adjustable shelf. Atso tailed an open she~f cabinet,
open base unit or a standing height base cabinet. General purpose use throughout the facility.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 30 24 22 75 lb 1: ---

EA
HZ: SUITCH: DENT: HOUR :

cm: 76 61 55 34 kg 2: --- n/a n/a nf a nf a
b

CABINET, U/C/B, 00, SH, 30X24X22 kA A.. . . . . . .
1 I

Under counter base cabinet unit with an adjustable shelf and a hinged solid door. Also called
a baae cabinet hinged door, standing height base cabinet with full height door or under counter
cabinet. General purpose use throughout the facility.

UNIT OF HEIGHT WIDTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
1SSUE :

BTUs/
in: 30 24 22 0 lb 1: ---

EA
HZ: SWITCH: DENT: HOUR :

cm: 76 60 55 0 kg 2: --- nl a n/a nf a nl a

6530 CABINET, U/C/B, DO, M, 30x24x22
o

Under counter base cabinet unit with a drawer and a single hinged solid door. General purpose
use throughout the facility.

UNIT OF HEIGHT WIOTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 30 24 22 0 lb 1: --- HZ: SWITCH: DENT: HOUR:

EA cm: 76 60 55 0 kg 2: --- nla nla n/a n/a

C07D0’ 6530 CABINET, U/C/B, 4DR, 30x24x22

Under counter base cabinet unit with four full width drawers. Also called a drawer unit, base
unit with drawers or an under counter drawer case. General purpose use throughout the
facility.

WIT OF HEIGHT WIOTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
ISSUE: in: 30 24 22 105 lb 1: ---

EA
HZ: SWITCH: DENT: HOUR :

cm 76 61 55 48 kg 2: --- n/a n/a n/a nla

CABINET, U/C/B, SINK, DO, 30x24x22

Under counter base sink cabinet unit with a hinged solid door. Also called a sink base, sink
enclosure or a standing height baae cabinet. General purpose use throughout the facility where
a sink cabinet can be used.

UtL!IT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 30 24 22 70 lb ,1: --- HZ: SWITCH: DENT:

EA
HOUR :

cm: 76 61 55 32 kg 2: --- n]a nla n/a n/a
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COGAO 6530 CABINET, U/C/B, OPEN, SH, 30)CJOX22 AA A.. . . . . . .

Under counter base cabinet unit with an adjustable shetf. Also ca~led an open shelf cabinet,
open base unit or a standing height base cabinet. General purpose use throughout the facility.

UNIT OF I HEIGHT UIOTH OEPTH UEIGHT I VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 30 30 22 9Dlb l:--- HZ: SUITCH: OENT: HOUR :

EA cm: 76 76 55 41kg 2:- - - n/a n/a n/a n/a

C08E0 6530 CABINET, U/C/B, 200, OR, 30x30x22 AA A.. . . . . . .

Under counter base cabinet unit nith a fu(~ width drawer and tno hinged sotid doors. Also
called a combination base unit or a standing height base cabinet. Generai purpose use
throughout the facility.

UNIT OF HEi GHT UIOTH OEPTH ME I GHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 30 30 22 0 [b 1: --- HZ: WITCH: OENT: HOUR :

EA cm: 76 76 55 0 kg 2: --- n/a n/a n/a tia
I

CD8F0 6530 CABINET, U/C/0, 200, 2HOR, 30x30x22 AA h.. . . . . . .
%

Under counter base cabinet unit with two half iiidth drawers and two hinged solid doors. Also
called a c~ination base unit, standing height base cabinet or a drawer and cupboard cabinet.
General purpme use throughout the facility.

UNIT OF HEIGHT UIOTH OEPTH UE[GHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 30 30 22 105 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 76 76 55 48 kg 2: --- n/a nfa tia n/a

IC08G0 6530 CABINET, U/C/B, 200, SH, 30x30x22 AA A.. . . . . . .
I

Under counter base cabinet unit with an adjustable shetf and two hinged solid doors. Also
called a standing height base cabinet or a ful[ height cupboard cabinet. General purpose use
throughout the facitity.

UNIT OF HEIGHT U1OTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 30 30 22 85 lb 1: --- HZ: SUITCH: OENT: HOUR :

EA cm: 76 76 55 39 kg 2:-”- n/a n/a n/a n/a

C08H0 6530 CABINET, U/C/B, 30R, 2HDR, 30x30x22 AA A.. . . . . . .

Under counter base cabinet unit with two ha(f width and three fu([ width drawers. ALSO called
a standing height base cabinet or a drainer unit. General purpose use throughout the facility.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 30 30 22 125 lb 1: --- HZ: SUITCH: OENT: HOUR :

EA cm: 76 76 55 57 kg 2: --- n/a n/a n/a n/a

C08J0 6530 CABINET, U/C/B, 8HOR, 30x30x22 AA A.. . . . . . .

U@Sr counter base cabinet unit with eight half width drauers. Also called a standing height
base cabinet or a drawer cabinet. General purpose use throughout the faci[ity.

UNIT OF HEIGHT UIOTH OEPTH NEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 30 30 22 150(b 1: --” HZ: SUITCH: OENT: HOUR :

2A cm: 76 76 55 6B kg 2: --- nfa n/a Ma nla
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0

[
coapo 6530 CABINET, U/C/B, SINK, 2D0, 30x30X22 AA A.. . . . . . .

Under counter base sink cabinet unit with two hinged solid doors. Also ca(led a sink
enclosure, standing height base cabinet or a sink cabinet. General purpose use throughout the
facility where a sink base cabinet is needed.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 30 30 22 82 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 76 76 55 38 kg 2:--- nla n/a nja nja

C09A0 6530 CABINET, U/C/B, OPEN, SH, 30x36X22 AA A.. . . . . . .

,,
Under counter base cabinet unit with an adjustable shelf. Also called an open shelf cabinet,
open base unit or a standing height base cabinet. General purpose use throughout the faciiity.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : ‘ in: 30 36 22 90 lb 1: ---

EA
HZ: WITCH: DENT: HOUR :

cm: 76 91 55 41 kg 2: --- ril a nla n/a n/a
J

C09E0 6530 CABINET, U/C/B, 2D0, DR, 30x36X22 AA A.. . . . . . .

Under copunter base cabinet unit with a fuit width drawer and two hinged solid doors. ALSO
ca[led a combination base unit or a standing height base cabinet. General purpose use
throughout the facility.

UNIT OF HEIGHT WIDTH DEPTH ME 1GHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
] sSUE : in: 30 ~~ ~~ 102 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 76 67 kg 2: --- n/a nla nla n/a

C09F0 6530 CABINET, U/C/B, 2D0, 2HOR, 30x36X22 AA A.. . . . . . . m

Under counter base cabinet unit with two half width drawers and two hinged soiid doors. Also
called a combination base unit, standing height base cabinet or a drawer and cupboard cabinet.
General purpose use throughout the facility.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS ‘PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 30 36 22 112 lb 1: ---

EA
HZ: SUITCH: DENT: HOUR :

cm: 76 91 55 51 kg 2: --- nla nla n/a n/a

C09G0 6530 CABINET, U/C/B, 2D0, SH, 30X36X22 AA A.. . . . . . .

Under counter base cabinet unit with an adjustable shelf and two hinged solid doors. Also
called a standing height base cabinet or a full height cupboard cabinet. General purpose use
throughout the faciiity.

UNIT OF HEIGHT UIOTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
1SSUE :

OTus/
in: 30 36 22 106 lb 1: ---

EA
HZ: WITCH: DENT: HOUR :

cm: 76 91 55 48 kg 2: --- n/a n/a n/a nl a

6530 CABINET, U/CjB, 3DR, 2H0R, 3ox36x22 AA A.. . . . . . .

Under counter base cabinet unit with two ha(f width and three fu(( width drawers. Also called
a standing height base cabinet or a drawer unit. General purpose use throughout the facility.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 30 36 22 140 lb 1: --- HZ: SWITCH: DENT:

EA
HOUR :

cm: 76 91 55 64 kg 2: --- n/a n/a nl a nla
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IC09J0 6530 CABINET, U/C/B, 8HDR, 30X36X22 AA A.. . . . . . .

Under counter base cabinet unit with eight hatf width drawers. Also called a standing height
base cabinet or a drawer cabinet. General purpose use throughout the faci 1 i ty.

UNIT OF HEIGHT UIDTH OEPTH UE I GIIT VOLTS PHASE AMPS HERTZ DEPEN- BTW/
ISSUE: in: 30 36 22 165 lb 1: --- HZ: SWITCH: DENT: HOUR :

2A cm: 76 91 55 75 kg 2: --- n/a nfa n/a nfa

IC09N0 6530 CASINET, U/C/B, 6HOR, 30X36X22 AA A.. . . . . . .
1

Umler counter bsse cabinet unit uith six ha(f width drawers. Also called a sitting height
base cabinet or a drawer cabinet. Genera( purpose use throughout the facility.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE ANPS HERTZ DEPEN- BTUs/
ISSUE: in: 30 36 22 0 lb 1: --- HZ: SWITCH: OENT:

2A
HOUR :

cm: 76 91 55 0 kg 2: --- n/a tia n/a nfa

C09P0 6530 CA81NET, U/C/S, SINK, 200, 30x36x22 A L A........

Under counter base sink cabinet unit with two hinged so(id doors. Also cal(ed a sink
enclosure, standing height base cabinet or a sink cabinet. Generat Wrpose use throughout the
facility uhere a sink base cabinet is needed.

UNIT OF HEIGHT WIDTH OEPTH MEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE : in: 30 36 22 92 [b 1: --- HZ: WITCH: OENT:

2A
HWR :

cm: 76 91 55 42 kg 2: --- n/a n/a n/a n/a

C1OAO 6530 CABINET, U/C/S, OPEN, SH, 30x48x22 AA A.. . . . . . .

Under counter base cabinet unit with an adjustable shelf. ALSO ca~led an open shelf cabinet,
open base unit or a standing height base cabinet. General purpose use throughout the faci(ity.

UNIT OF HEIGHT UIOTH OEPTH NEIGHT VOLTS PHASE ANPS HERTZ OEPEN- BTUs/
ISSUE: in: 30 4a 22 105 (b 1: --- HZ: SWITCH: OENT: HWR :

EA cm: 76 122 55 48 kg 2: --- n/a n/a n/a n/a

IC1OEO 6530 CABINET, U/C/B, 200, OR, 30x48x22 AA A.. . . . . . .

Under counter base cabinet unit uith a full width drawer ad two half width solid doors. Also
called a combination base unit or a standing height base cabinet. General purpose use
throughout the facility.

.

UNIT OF HEIGHT UIOTH OEPTH WE1GHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
JSSUE : in: 30 22 112 lb 1: --- HZ: SWITCH: OENT:

2A 76 1: 55
HOUR :

cm: 51 kg 2: --- n/a n/a nla n/a

I
C1OFO 6530 CABINET, U/C/B, 200, 2HDR, 30x48x22

I
AA A.. . . . . . .

Urder counter base cabinet unit uith two ha(f uidth drawers and two hinged solid doors. Also
called a ccabimtion base unit, standing height base cabinet or a drauer and cupboard cabinet.
General Wrpose use throughout the faci(ity.

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 30 48 137 lb 1: --- HZ: SWITCH: OENT: HOUR :

2A cm: 76 122 : 63 kg 2: --- nfa n/a n/a n/a

O,,
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m

E 6530 CABINET, U/C/B, 2D0, SH, 30x48x22 AAA. . . . . . . .
I I

Under counter base cabinet unit with an adjustable shelf and two hinged solid doors. Also
ca(led a standing height base cabinet or a full height cupboard cabinet. Generai purpose use
throughout the facility.

UNIT OF HEIGHT UIDTH DEPTlt UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 30 48 22 113 lb 1: --- HZ: WITCH: DENT:

EA
HOUR :

cm: 76 122 55 52 kg 2: --- n/a nla nla n/a

C1OHO 6530 CABINET, U/C/B, 3DR, 2HDR, 30X48X22 AA A.. . . . . . .

Under counter base cabinet unit uith two half width and three full width drawers. Also called
a standing height base cabinet or a drawer unit. General purpose use throughout the facility.

uNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 30 48 22 172 lb 1: --- HZ: SWITCH: DENT:

EA
HOUR :

cm: 76 122 55 78 kg 2: ---’ nla n/a nla n/a
,

CIOJCJ 6530 CABINET, U/C/B, 8HOR, 30x48X22 AA A.. . . . . . .
1

I Under counter base cabinet unit ~ith eight half width drawers. Also called a standing height
base cabinet or a drawer cabinet. General purpose use throughout the facility. I

J
uNIT OF HEIGHT UIDTH’ DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 30 48 22 235 lb 1: --- HZ: SUITCH: OENT:

EA
HOUR :

cm: 76 122 55 107 kg 2: --- n/a n/a nla n/a

CI’OPO 6530 CABINET, U/C/B, SINK, 2D0, 30x48x22 AA A.. . . . . . . a

Under counter base sink cabinet unit uith two hinged solid doors. Also ca( led a sink
enc(osure, standing height ‘base cabinet or a sink cabinet. General purpose use throughout the
facility where a sink base cabinet is needed.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 30 48 22 106 lb 1: --- HZ: SUITCH: DENT:

EA
HOUR :

cm: 76 122 55 48 kg 2: --- n/a n/a nla n/a

CAOICI 6530 CABINET, U/H, OPEN, 2SH, 30x18x13 AA A.. . . . . . .

Open front wall hung cabinet with two adjustable shelves. Also called an open shelf cabinet
or a wall case. Genera[ purpose use throughout the facility. The required s~ope top must be
requested separately.

uNIT OF HEIGHT bJIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
1SSUE :

BTUs/
~ in: 30 18 40 lb 1: --- HZ: SUITCH: DENT:

76 46 g
HOUR :

EA cm: 18 kg 2: --- n/a n/a n/a n/a

CABINET, U/H, OPEN, 2SH, 30x24x13 AA A.. . . . . . .

Open front wall hung cabinet with two adjustable shelves. Also called an open shelf cabinet
or a ua~l case. General purpose use throughout the facility. The required slope top must be
requested separately.

UNIT OF I HEIGHT WIDTH IDEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
ISSUE: in: 30 24 56 lb 1: --- HZ: WITCH: DENT: HOUR:

EA 1 cm: 76 61 : 26 kg 2: --- nla nla n/a n/a
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ICA030 6S30 I CABINET, U/H, OPEN, 2SH, 30X30X13 AA A.. . . . . . . I
openfront uat 1 hung cabinet with two adjustable shelves. Also catted an open shelf cabinet
or a wall case. General purpose use throughout the faci i i ty. The required slope top must be
requested separately.

UNIT OF HEIGHT WIDTH OEPTH WEIGHT VOLTS PHASE AJ4PS HERTZ DEPEN- 8TUs/
1SSUE : in: 30 30 57 lb 1: --- HZ: WITCH: DENT:

76 76 ;
HOUR :

2A cm: 26 kg 2: --- n/a n/a n/a nla

ICAD40 653D
I

CABINET, U/H, OPEN, 2SH, 30X36X13 AA A.. . . . . . .

Open front ual 1 hung cabinet with tuo adjustable shelves. Also catled an open shelf cabinet
or a ual[ case. General Wrpose use throughout the fac i [ i ty. The required slope top nust be
requested separately.

UNIT OF HEIGHT UIOTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- 8TUs/
1SSUE : in: 30 36 67 Lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 76 91 ;; 31 kg 2: --- n/a n/a n/a @a

I CA05D 6530 CABINET, U/H, OPEN, 2SH, 30X@X13 I AA A.. . . . . . .

Open f rent tia~ I hung cabinet uith tuo adjustable shelves. Also called an open shelf cabinet
or a wall case. General purpose use throughout the faci [ i ty. The required s~ope top must be
requested separately.

UNIT OF HEIGHT U1OTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
lSSUE: in: 30 48 13 03 Lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 76 122 33 38 kg 2: --- n/a n/a n/a n/a

CA060 6530 CABINET, U/H, OPEN, 2SH, 30x18x16 A L A........

Open front uall hung cabinet with tuo adjustable shelves. Also tailed an open she(f cabinet
or a ual[ case. General Wrpose use throughout the faci[ity. The required slope top must be
requested separately.

WIT OF HEIGHT UIDTH DEPTH UEIGHT WLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 30 18 16 0 (b 1: --- HZ: SWITCH: DENT:

EA
HWR :

cm: 76 45 40 0 kg 2: --- n/a n/a n/a Ma

I
CA070 6530

I
CABINET, U/H, OPEN, 2SH, 30x24x16

I
AAA.. . . . . . .

I

Open front wall hung cabinet uith tMo adjustable she[ves. Atso ca(led an open shelf cabinet
or a wall case. Genera{ purpose use throughout the faci(ity. The required slope top must be
requested separately.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISWE: in: 30 24 16 72 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 76 61 41 33 kg 2: --- nla n/a n/a n/a

cAo&o 6530 CABINET, U/H, OPEN, 2SH, 30x30X16 I AAA. . . . . . . .

Open front tfall hung cabinet with two adjustable shetves. Also ca(led an open shelf cabinet
or a wall case. Generat purpose use throughout the facility. The required s(ope top mat be
requested separately.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
i SSUE : in: 30 30 16 71 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 76 76 41 33 kg 2: --- n/a nfa nla nla
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1

e

I CA090 6530 CABINET , U/H, OPEN, 2SH , 30x36x16 AA A.. . . . . . .

Open f rent wal 1 hung cabinet with t~o adjustable shelves. Also called an open shelf cabinet
or a wall case. General purpose use throughout the f aci 1 i ty. The raqui red slope top must be
requested separately.

!
UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHA!3E AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 30 36 60 lb 1: --- HZ: WITCH: DENT:

EA
HOUR :

cm: 76 91 ;; 28 kg 2: --- n/a n/a nla n/a

I CAIOO ] 6530 I CABINET, W/H, OPEN, 2SH, 30x48x16 lAAA. Al......\ I
Open front wal ( hung cabinet with two adjustable shelves. Also ca[ led an open shelf cabinet
or a wa[[ case. General purpose use throughout the faci 1 i ty. The required slope top must be
requested separately.

UNIT OF HEIGHT UIDTH DEPTH UE I GHT VOLTS PHASE AMPS ‘HERTZ DEPEN-
1SSUE :

BTUs/
in: 30 98 lb 1: --- HZ: SUITCH: DENT:

EA 76 lx :
HCMJR:

cm: 45 kg ,2: --- n/a n/a n/a n/a

CBO1 O 653i3wr CABINET, U/H, DO, 2SH, 30X18X13 AA A.. . . . . . .

Uall hung single door cabinet with two adjustable shelves. Also called a shelf cabinet or a
wall case. General purpose use throughout the facility.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 30 18 13 56 (b 1: --- HZ: SWITCH: DENT:

EA
HOUR :

cm: 76 46 33 26 kg 2: --- n/a n/a n/a nia

CB020 6530 CABINET, U/H, 00, 2SH, 30x24x13 AA A.. . . . . . .

Ua’11hung single door cabinet with two adjustable shelves. Also ca~[ed a shelf cabinet or a
wall case. General purpose use throughout the facility.

UNIT OF HEIGHT UIDTH DEPTH ; UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 30 24 73 lb 1: --- HZ: SUITCH: DENT:

EA 76 61 ii
HOUR :

cm: 33 kg 2: --- n/a n/a n/a n/a

I CB060 16530 I CABINET, U/H, D0,2SH,30X18X16 IA AA. .I . . . . .. I I

I Ual 1 hung single door cabinet with two adjustable shelves. Also cal led a shelf cabinet or a
Mal 1 case. Genera 1 purpose use throughout the f aci 1 i ty. I

UNIT OF ‘HEIGHT WIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
1SSLJE:

BTUs/
in: 30 69 lb 1: --- HZ: WITCH: DENT :

EA 76 ;: ;!
HOUR :

cm: 31 kg 2: --- n/a nla n/a nla

I CB070 I 6530 I CABINET, U/H, 00, 2SH, 30x24x16 IAAA. .I . . . . ..I I

Hall hung single door cabinet with two adjustable shelves. Also cal led a shelf cabinet or a ‘
wa ( ( case.. General purpose use throughout the f aci 1 i t y.

UNIT OF ~ HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 30 24 16 82 lb ‘l: --- HZ: WITCH: DENT :

EA
HOUR :

cm: 76 61 41 37 kg ‘2: --- nla nla nla nla

m
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Ccolo 6S30 CABINET, U/H, GOO, 2SH, 30X18X13 AA A.. . . . . . .
1

Wall hung single glazed door cabinet with two adjustable shelves and a sing(e pane in the
door. General purpose use throughwt the faci 1 i ty. The required slope top nust be requested
separately.

UNIT OF I HE IGltT U1OTH OEPTH I NEIGHT I VOLTS PHASE AMPS I HERTZ OEPEN- BTUs/ I
ISSUE: in: 30 18 13 62 lb 1: --- HZ: WITCH: OENT: HOUR :

EA cm: 76 46 33 29 kg 2: --- n/a n/a n/a n/a

CC020 6530 I CABINET, U/H, GDO, 2SH, 30x26x13 AA A.. . . . . . .
I

Ual L hung sing(e gtazed door cabinet with ttio adjustable shetves and a singte pane in the
door. General purpose use throughwt the fac i 1 i ty. The required siope tap nust be requested
separately.

L

UNIT OF HEIGHT WIDTH DEPTH NEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 30 24 13 76 lb 1: --- HZ: SWITCH: DENT: HWR :

EA cm: 76 61 33 34 kg 2: --- nla n/a n/a n/a

CC060 6530 CABINET, U/H, 000, 2SH, 30x18x16 AA A.. . . . . . .
I

Uali hung singie glazed duor Cabinetuithtwoadjustableshe[vesanda singlepaneinthe
door. Generat purpose use thrwghwt the facility. The required slope top must be requested
separately.

UNIT OF HEIGHT WIDTH OEPTH WEIGHT VOLTS PHASE AXPS HERTZ DEPEN- aTus/
ISSUE: in: 30 69 lb 1: --- HZ: SUITCli: DENT: HWR :

EA cm: 76 ; ;; 31 kg 2: --- n/a n/a n/a n/a

CC070 6530 CABINET, U/H, GDO, 2SH, 30x24x16 AA A.. . . . . . .

Val[ hung single glazed door cabinet with two adjustable shetves and a single pane in the
door. General purpose use thrwghout the facility. The required slope topnust be requested
separately.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 30 24 82 lb 1: --- HZ: SWITCH: DENT: HWR :

2A cm: ?6 61 ;! 37 kg 2: --- n/a n/a nla n/a

CD030 6530 CABINET, U/H, 200, 2SH, 30X30X13 AA A.. . . . . . .

Wall hung two door cabinet uith tuo adjustable shelves. Also catled a double door case.
General purpose use throughwt the facility. The required s(upe top must be requested
separately.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 30 30 80 lb 1: --- HZ: WITCH: DENT: HWR :

EA cm: 76 76 i; 36 kg 2: --- nla nla n/a n/a

6530 CA81NET, U/H, 200, 2SH, 30x36x13 AA A.. . . . . . .
I

Wall hung two door cabinet with two adjustable she~ves. Also called a double door case.
General purpose use throughout the facitity. The required stope topmst be requested
separately.

UNIT OF HEIGHT UIOTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 30 36 13 98 lb 1: --- HZ: WITCH: DENT: HWR :

EA cm: 76 91 33 45 kg 2: --- n/a nla n/a n/a

61

Source: https://assist.dla.mil -- Downloaded: 2016-12-11T01:05Z
Check the source to verify that this is the current version before use.



MIL-STD-1691F

1 JULY 1993 APPENDIX A

CATEGORY :
JSN

ANAVI UTILITIES
NSN NOMENCLATURE RVFAH 123456

CD050 6530 CABINET, U/H, 200, 2SH, 30x48x13 AA A.. . . . . . .

Ual 1 hung two door cabinet with two adjustable shelves. Also cal led a doub[e door case.
General purpose use throughout the faci 1 ity. The requi red slope top must be requested
separately.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 30 48 13 121 Lb 1: ---

EA
HZ: SUITCH: OENT: HOUR :

cm: 76 122 33 59 kg 2:--- nla n/a n/a n/a

6530 CABINET, U/H, 2D0, 2SH, 30X30X16

Ual 1 hung two door cabinet with two adjustable shelves. Al SO ml led a doubie door case.
General purpose use throughout the faci 1 i ty. The requi red s 1ope top must be requested
separately.

UNIT OF ‘HEIGHT U1OTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN-
1SSUE :

BTUs/
in: 30 30 91 (b 1: --- HZ: SUITCH: OENT:

EA 76 76 ;
HOUR :

cm: 41 kg 2: --- n/a n/a n/a n/a

CO090 6530 CABINET, U/H, 200, 2SH, 30x36x16 AA A.. . . . . . .

UaL( hung two door cabinet with two adjustable shelves. Also cal lad a double door case.
Genera 1 purpose use throughout the faci 1 i ty. The top must be requested separately.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 30 36 105 lb 1: --- HZ: SWITCH: DENT:

EA cm: 76 91 ;:
HOUR :

48 kg 2: --- nla nia n/a n/a

6530 CABINET, W/H, 200, 2SH, 30X48X16 AA A.. . . . . . .
m

Ual ( hung two door cabinet with two adjustable shelves. Also cal led a double door case.
General purpose use throughout the faci 1 ity. The top must be requested separately.

UNIT OF HEIGHT UIDTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN-
1SSUE :

BTUs/
in: 30 128 [b 1: ---

EA
HZ: SWITCH: DENT:

76 1~ :
HOUR :

cm: 58 kg 2: --- nla nla nla n/a

6530 CABINET, U/H, 2GD0, 2SH, 30X30X13

Ual 1 hung cabinet with two hinged glazed doors, two adjustable shelves and a single pane in
each door. Also cal led a doubie door case. General purpose use throughout the faci 1 ity. The
requi red s[ope top must be requested separately.

UNIT OF HEIGHT U1OTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 30 30 88 lb 1: ---

EA
HZ: SWITCH: DENT:

cm: 76 76 g
HOUR :

40 kg 2: --- n/a n/a n/a n/a

CE040 6530 CABINET, U/H, 2GO0, 2SH, 30x36x13 AA A.. . . . . . .
1,

Wal 1 hung cabinet with two hinged glazed doors, two adjustable she(ves and a single pane in
each door. Also calted a double door case. General purpose use throughout the faci I ity. The
requi red slope top must be requested separately.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
: 1SSUE : in: 30

BTUs/
36 13 99 lb 1: --- HZ: SWITCH: OENT:

EA
HOUR :

cml: 76 91 33 40 kg 2: --- n/a n/a nla n/a
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CE050 6530 CABINET, U/H, 2GD0, 2SH, 30x48x13 AA A.. . . . . . .

Mall hung cabinet with two hinged glazed doors, tuo adjustable shelves and a single pane in
each door. A(.so called a double door case. Genera( purpose use throughout the facility. The
required slope top mrst Ix2 requested separately.

UNIT OF HEIGHT u1OTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 30 123 [b 1: --- HZ: SUITCH: OENT: HOUR :

EA cm: 76 1: i: 56 kg 2: --- n/a n/a n/a nla

I CE080

I CE090

6530 CABINET, U/H, 2GD0, 2SH, 30x30x16 AA A.. . . . . . .

wall hung cabinet with tuo hinged glazed doors, two adjustable shelves and a single pane in
each door. Alsocal[eda double door case. General purpose use throughout the facitity. The
required stope top nut be requested separately.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE : in: 30 30 16 96 ib 1: --- HZ: WITCH: DENT: HOUR :

5A cm: 76 76 61 44 kg 2: --- n/a n/a n/a n/a

6530 CABINET, U/H, 2GD0, 2SH, 30x36x16
I

AAA. . . . . . . .
I

Ua[l hung cabinet ~ith two hingd g(azed doors, two adjustable shelves and a single pane in
each door. A(so cal(ed a double door case. General purpose use throughout the faci(ity. The
required slope top nust be requested separately.

IUNIT OF HEIGHT UIDTH DEPTH IIUS1GHT VOLTS PHASE ANPS HERTZ OEPEN- 11BTUs/
ISSUE: in: 30 36

n

1071b 1:- - - HZ: WITCH: OENT: HWR :
EA cm: 76 91 ;! 49kg 2: - - - n/a nla n/a n/a

-

ICE1OO 6530 CABINET, U/H, 2GD0, 2SH, 30x48x16 AA A.. . . . . . . I 1

0,:},,!

Ua(( hung cabinet with two hinged glezed doors, tuo adjustable shelves and a singie pane in
each door. Also ca(led a tile door case. General purpose us throughout the faci(ity. The
required slope top must be requested separately.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 30 48 16 132 (b 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 76 122 41 6okg 2: --- n/a nfa n/a nl a

I
CABINET, WI, 2S00, 2SH, 30X30X13 AA A.. . . . . . .

,
Uall hung cabinet uith tuo sliding solid doors and two adjustable shelves. Also called a
double door case. General purpose use throughout the facility. The required slope top must be
requested separate~y. I

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 30 30 89 lb 1: --- HZ: SUITCH: OENT:

76 76 ;;
HOUR :

EA cm: 41 kg 2: --- nla n/a n/a n/a

CF040 6530 CABINET, U/H, 2S00, 2SH, 30X36X13 AA A.. . . . . . .
I

I/all hung cabinet uith tbfo sliding solid doors and tuo adjustable she[ves. A(so catted a
double door case. General purpose use throughout the fecility. The required slope top must be
requested separately.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 30 36 106 lb 1: --- HZ: WITCH: DENT: HOUR:

2A cm: 76 91 ; 48 kg 2: --- tia n/a nfa nla
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e

CF050 6530 CABINET, U/H, 2SD0, 2SH, 30X48X13 AA A.. . . . . . .

Mall hung cabinet with two sliding solid doors and two adjustable shelves. Also called a
double door case. General purpose use throughout the facility, The reiquired slope top must be
requested separately.

~ UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
ISSUE:

BTUs/
in: 30 133 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 76 1:; ;: 61 kg 2: --- nla n/a n/a n/a

I CF080 I 6530 I CABINET, W/H, 2sD0, 2SH,30X30X16 IAAA. .I . . . . ..I I

Wall hung cabinet with two sliding so(id doors and two adjustable shelves. Also called a
double door case. Genera[ purpose use throughout the facility. The required slope top must be
requested separately.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1$SUE : ~ in: 30 30 97 lb 1: --- HZ: SWITCH: OENT:

EA 76 76 ;
HOUR :

~ cm: 44 kg 2:--- nla nla n/a n/a

CF090 6530 CABINET, W/H, 2SD0, 2SH, 30x36x16

Wall hung cabinet with two sliding solid doors and two adjustable shelves. Also called a
double door case. General purpose use throughout the facility. The required slope top must be
requested separately.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
1SSUE :

BTUs/
in: 30 36 107 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 76 91 ;? 49 kg 2: --- n/a nla nla nla
4

CABINET, W/H, 2SD0, 2SH, 30x48x16 AA A.. . . . . . .

Wall hung cabinet with tHo s!iding solid doors and two adjustable shelves, Also ca’l(ed a
double door case. General purpose use throughout the facility. The required slope top must be
requested separately.

WIT OF HEIGHT WIDTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 30 48 130 lb 1: --- HZ: SWITCH: DENT:

EA 76 122 ;
HOUR :

cm: 59 kg 2: --- nla nla n/a n/a

ICG030 16530 I CABINET, W,H, 2SGD0, 2SH, 30X30X13 IAAA I. . . . . . . . I I
Wa(( hung cabinet uith two sliding glazed doors, two adjustable shelves and a single pane in
each door. Also called a double door case. General purpose use throughout the facility. The
required slope top must be requested separately.

U141T OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 30 30 88 lb 1: ---

EA
HZ: SWITCH: DENT:

76 76 ii
HOUR :

cm: 40 kg 2: --- n/a n/a nla nla

/CG040 16530 I CABINET, W/H, 2SGD0, 2SH, 30x36x13 IAAA. .I . . . . ..I I

Wait hung cabinet with two sliding glazed doors, two adjustable shelves and a single pane in
each door. A(so called a double door case. GeneraL purpose use throughout the facility. The
required slope top must be requested separately.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 30 36 107 lb ‘l: --- HZ: SWITCH: DENT:

76 91 }
HWR :

EA cm: 49 kg 2: --- n/a n/a n/a nja

9
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~cG050 16530 lmINET, ”,”,2smo,2s”,30x68x13 . .1......1IAAA I

walt hung cabinet with tuo st{ding g[azed doors, two adjustable shelves and e singie pane in
each door. Atso called a double door case. General purpose use throughout the facility. The
requird slope top mst be requested separately.

UNIT OF I HEIGHT WIDTH DEPTH IIUEIGHT VOLTS PHASE AXPS I HERTZ OEPEN- 1BTUs/
ISSUE: in: 30 48 13 1251b 1:- - - HZ: SWITCH: DENT: HOUR :

EA cm: 76 122 33 57kg 2: - - - nfa n/a n/a n/a

ICG080 16530 I CABINET, WH, 2S000, 2sH,30x30x16 lAAA. Al......] I

Wall hung cabinet with two s[iding glazed doors, two adjustable shetves and a single pane in
each door. Also called a double door case. General purpose use throughout the faci t i ty. The
requi red s[ope top must be requested separately. I

UMIT OF I
HEIGHT UIOTH OEPTH

IIUEIGHT VOLTS PHASE AMPS

I

HERTZ DEPEN- 1BTUs/
ISSUE: in: 30 30 961b 1:- - - HZ: SWITCH: DENT:

76 76 ;
HOUR :

2A cm: 44kg 2:--- n/a n/a n/a n/a

I CG090 6530 I CABINET, U/H, 2SGD0, 2SH, 30x36x16 1 AAA.. . . . . . . I I

Wall hung cabinet with two sliding Qlazed doors, two adjustable shelves and a single pane in
each door. Also called a double door case. General purpose use throughout the facility. The
required slope top mist be requested separately. I

UNIT OF I IIHEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 30 36 lD81b 1:- - -

ISA
HZ: WITCH: DENT:

76 91 ;!
HOUR :

cm: 49kg 2: - - - n/a n/a n/a n/a

ICG1OO 16530 I CA81NET, U/H, 2SGD0, 2SH, 30x48x16 IA AA. .I . . . . .. I I

UaLl hung cabinet with two sliding glazed doors, two adjustable shelves and a sing[e pane in
each door. Also catted a doub~e door cme. General purpose use throughout the facility. The
requi red slope top must be requestad separately.

UNIT OF HEIGHT WIDTH DEPTH

IIUEIGHT WLTS PHASE ANPS I HERTZ OEPEN-
1SSUE :

BTUs/
in: 30 48 16 1341b 1:- - - HZ: WITCH: OENT :

EA
HOUR :

cm: 76 122 41 61kg 2:- - - nJa n/a n/a nla

] CJ030 I 6530 I CABINET, WH-CTR, OPEN, 3SH, 48X30X13 I A A A . . I . . . . . . I I

Open front ual I hung or countermountedcabinet with three adjustable shelves. Also cat led a
ml 1 case or an open shelf cabinet. General purpose use throughwt the fac i 1 i ty. The required
slope top mst be requested separately.

UNIT OF HEIGHT UIOTH DEPTH WEIGHT WLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE : in: u 30 13 U lb 1: --- HZ: WITCH: DENT: HWR :

2A cm: 122 76 33 29 kg 2: --- n/a nfa Wa n/a

ICJ040 16530 112A91tiET, WH-CTR, 0pEN,3SH,48X36X13 IA AA. . I . . . . . . I I

Open front wall hung or counter munted cabinet with three adjustable shelves. Also called a
uail case or an open shelf cabinet. Genera( purpose use throughout the facility. The required
stops top nust be requested separately.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 48 36 13 73 lb 1: --- HZ: WITCH: DENT: ltOUR:

2A cm: 122 91 33 33 kg 2: --- Wa nfa n/a n/a
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a

CJ050 6530 CABINET, U/H-CTR, OPEN, 3SH, 48x48x13 AA A.. . . . . . .

Open front wal 1 hung or counter mounted cabinet with three adjustable shelves. Also cat ted a
wa( 1 case or an open shelf cabinet. General purpose use throughout the faci I ity. The requi red
slope top must be requested separately.

i
UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
1SSUE : in: 48 48 13 144 lb 1: --- HZ: SWITCH: DENT : HOUR :

EA cm: 122 122 33 66 kg 2: --- nla nla n/a n/a

CJ080 6530 CABINET, W/H-CTR, OPEN, 3SH, 48X30X16 AA A.. . . . . . .
1

Open f rent wa( 1 hung or counter mounted cabinet with three adjustable shelves. Also cal led a
wal 1 case or an open shelf cabinet. General purpose use throughout the facility. The requi red
slope top must be requested separately.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 30 74 lb 1: --- HZ: SWITCH: OENT: HOUR :

EA cm: 1;; 76 ;; 34 kg 2: --- nla nla nla nla

CA81NET, W/H-CTR, GOO, 3SH, 48x18X13
I

Wal 1 hung or counter mounted cabinet with a hinged glazed door and three adjustable she(ves
and single pane in the door. Also called a door case. General purpose use throughout the
facility. The required slope top must be requested separately.

UNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
:[SSUE : in: 48 18 13 62 (b 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 122 46 33 29 kg 2: --- n/a n/a n/a n/a

a

CABINET, W/H-CTR, GDO, 3SH, 48x24x12

Ua( [ hung or counter mounted cabinet with a hinged glazed door and three adjustable shelves
and single pane in the door. Also called a door case. Genera 1 purpose use throughout the
facitity. The requi red slope top must be requested separately.

UNIT OF HEIGHT WIOTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 24 76 lb 1: --- HZ: SWITCH : OENT:

1~ 60 ~;
HOUR :

EA cm: 35 kg 2: --- n/a n/a n/a n/a

CL060 6530 CABINET, W/H-CTR, GOO, 3SH, 48x48x16 AA A.. . . . . . . 1

Wal 1 hung or counter mounted cabinet with a hinged glazed door and three adjustable shelves
and singte pane in the door. Also called a door case. General purpose use throughout the
faci!ity. The requi red slope top must be requested separately.

UN[T OF HEIGHT WIOTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 62 lb 1: --- HZ: SWITCH: OENT:

1;: :: ::
HOUR :

EA cm: 28 kg 2: --- n/a nla n/a rd a

I CL070 j 6530 I CABINET, W,H-CTR, GOO, 3SH, 48x24x16 IAAA. .I . . . . ..I ‘1

Wal I hung or counter mounted cabinet with a hinged glazed door and three adjustable shelves
and singke pane in the door. Also ca(led a door case. General purpose use throughout the
facility. The requi red slope top must be requested separately.

UNIT OF tiEIGHT wtoTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 48 24 16 76 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 122 60 41 35 kg 2: --- n/a n/a nla nl a

o
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CM040 6530 CABINET, tJ/H-CTR, 200, 3SH, 48X36X13
I

AA A.. . . . . . . Ir

I
Ual I h~g or counter mounted cabinet uith tuo hinged solid doors and three adjustable shelves.
Also catted a door case. Genera( purpose use throughout the facility. The required slope top
must be requested separetety. I

UNIT OF HEIGHT WIOTH OEPTH UEIGHT VOLTS PHASE AHPS HERTZ OEPEN- BTUs/
1SSUE : in: 48 36 13 105 Lb 1: --- HZ: SWITCH: OENT: HOUR :

2A cm: 122 91 33 48 kg 2: --- nla nfa n/a n/a

Icno50 6530 CABINET, U/H-CTR, 200, 3SH, 48X48X13 AA A.. . . . . . . I
Ual( hung or counter munted cabinet with two hinged solid doors and three adjustable shelves.
A[so called a door case. Generat purpose use throughwt the facility. The required slope top
must be requested separately.

UNIT OF HEIGHT WIDTH DEPTH WE1GHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 48 48 13 132 lb 1: --- HZ: SUITCH: OENT: HOUR :

2A cm: 122 122 33 60 kg 2: --- nfa n/a n/a n/a

CABINET, U/H-CTR, 2SGO0, 3SH, 68X30X13

I
Wall hung or counter munted cabinet uith tuo sliding gtazed doors and three adjustable
she~ves uith a sing~e pane in each door. Also calietl door case. General use thrmghaut the
faci 1 i ty. The required slope top must be requested separately.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VDLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 48 30 13 92 Lb 1: --- HZ: SWITCH: DENT:

EA
HOUR :

cm: 122 76 33 62 kg 2: --- n/a n/a n/a n/a

CP040 6530 CABINET, U/H-CTR, 2SGO0, 3SH, 48x36x13
I

AA A.. .A . . . .

I Ua(Lh~or cmtermmtd cabinet with twsiidi~glaz4 dmrsadthrw adjmtable I
she[ves uith a single pane in each door. Also cal~ed door case. General use throughout the
faci 1 ity. The required slope top must be requested separately.

UNIT OF HEIGHT WIDTH OEPTH WEIGHT WLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE : in: 48 36 13 106 lb 1: --- HZ: SNITCH: DENT:

EA
HOUR :

cm: 122 91 33 48 kg 2: --- n/a n/a n{ a nfa

CABINET, U/H-CTR, 2SGO0, 3SH, 48X48X13 AA A.. .A . . . .

Wall hung or counter mounted cabinet with two s(iding g(azed doors and three adjustable
shelves ~ith a single pane in each door. Also ca(led door case. General use throughout the
facility. The required slope top nust be requested separately.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE ANPS HERTZ OEPEN- BTUs/
1SSUE : in: 48 48 13 134 lb 1: --- HZ: SUITCH: OENT: HOUR :

2A cm: 122 122 33 61 kg 2: --- n/a n/a n/a n/a

Coolo 6530 CABINET, F/S, OPEN, 5SH, 84x18x13 AA A.. . . . . . .

Open front floor standing storage cabinet with five adjustable shelves. Also cat(ed a tall
case or a tall cabinet. General purpose use throughout the facility. A stops top must be
specified as an additional item.

UNIT OF HEIGHT UIOTH OEPTH WEIGHT VOLTS PHASE AXPS HERTZ OEPEN- BTUs/
1SSUE : in: 18 0 lb 1: --- HZ: SWITCH: OENT:

22 45 :
HOUR :

2A cm: O kg 2: --- n/a n/a n/a n/a
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1

CQ020 6530 CABINET, F/S, OPEN, 5SH, 84x24x13 AA A.. . . . . . .

Open f rent floor standing storage cabinet with five adjustable shelves. Also cal led a tal (
case or a tal 1 cabinet. General purpose use throughout the f aci 1 i t y. A slope top must be
specified as an additiona( item.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
ISSUE:

BTUs/
in: 123 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 2: z; ; 56 kg 2:--- n/a nla nja n/a

CQ030 6530 CABINET, F/S, OPEN, 5SH, 84X30X13 AA A.. . . . . . .

Open front floor standing storage cabinet with five adjustable shelves. Also cal led a tal 1
case or a tal 1 cabinet. General purpose use throughout the facility. A slope top must be
specified as an additional item.

UNIT OF HEIGHT WIDTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 30 139 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 2% 76 ;; 63 kg 2:--- n/a nla n/a nla

CQ040 6530 CABINET, F/S, OPEN, 5SH, 84x36x13 AA A.. . . . . . .

Open front floor standing storage cabinet with five adjustable she(ves. Also cal led a tal 1
case or a tal 1 cabinet. General purpose use throughout the faci [ ity. A slope top must be
specified as an additional item.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN -
I SiSUE :

BTUs/
in: 84 36 154 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 213 91 ~ 70 kg 2: --- nla n/a nja n/a

CABINET, F/S, OPEN, 5SH, 84X48X13

Open f Font floor standing storage cabinet with five adjustable shelves. Also cal led a tal 1
case or a tat 1 cabinet. General purpose use throughout the faci t ity. A slope top must be
specified as an additional item.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 185 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 2E 1; ;: 84 kg 2: --- n/a n/a n/a nja

CQ060 / 6530 CABINET, F/S, OPEN, 5SH, 84X18X16 AA A.. . . . . . .

Open f rent floor standing storage cabinet with five adjustable shelves. Also cal led a tat 1
case or a tal 1 cabinet. General purpose use throughout the faci [ ity. A slope top must be
specified as an additional item.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT ! VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 18 138 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 2: 45 : 63 kg 2: --- n/a nla nf a n/a

CQ070 6530 CABINET, F/S, OPEN, 5SH, 84x24X16 AA A.. . . . . . .

Open f rent floor standing storage cabinet with five adjustable shelves. Also cal led a tal L
case or a tal [ cabinet. General Purwse use throughout the faci 1 ity. A slope top must be
specified as an additional item.

—

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 84 24 16 149 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 213 61 41 68 kg 2: --- nla nla n/a n! a
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CABINET, F/S, OPEN, 5SH, 84x30x16 AA A.. . . . . . .

Open front floor standing storage cabinet with five adjustable sheives. Also called a tall
case or a tal 1 cabinet. General purpose use throughout the facility. A slope top nust be
specified as an additional item.

UNIT OF HEIGHT U1OTH OEPTH UEIGHT VOLTS PHASE AXPS HERTZ DEPEN- BTUs/
ISSUE: in: 30 152 lb 1: --- HZ: SWITCH: OENT:

EA 2; 76 ;!
HWR :

cm: 69 kg 2: --- n/a n/i3 n/a nfa

CO090 6530 CABINET, F/S, OPEN, 5SH, 84X36Xl6
I

AA A.. . . . . . .

Open front floor standing storage cabinet with five adjustable shelves. Atso called a tall
case or a tall cabinet. General purpose use throughout the faci~ity. A s[ope top must be
specified as an additional item.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE ANPS HERTZ DEPEN-
ISSUE:

BTUs/
in: 36 170 (b 1: ---

EA 2% 91 ::
HZ: SWITCH: DENT: HWR :

an: 77 kg 2: --- n/a n/a n/a n/a

I
CQIDO 6530 I CABINET, F/S, OPEN, 5SH, 86X48X16 AA A.. . . . . . .

Open front f(oor standing storage cabinet with five adjustable shelves. Also called a tall
case or a tall cabinet. Generai purpose use throughwt the facility. A slope top must be
specified as an additional item.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE ANPS HERTZ DEPEN-
1SSUE :

BTUs/
in: 48 16 205 [b 1: --- HZ: SWITCH: DENT:

2A 2:
HWR :

cm: 122 41 93 kg 2: --- rI/a n/a n/a n/a
+

CABINET, F/S, OPEN, 5SH, 84X18X22 AA A.. . . . . . .

Open front fioor standing storage cabinet with five adjustable she[ves. Also called a tall
case or a tal 1 cabinet. General purpose use throughout the f ac i 1 i ty. A slope top must be
specified as an additiona( item.

UNIT OF HEIGHT WIOTH OEPTH MEIGHT VOLTS PHASE ANPS HERTZ DEPEN-
1SSUE :

BTUs/
in: 22 138 lb 1: --- HZ: SUITCH: OENT:

EA 2; i; 56
HWR :

cm: 63 kg 2: --- n/a n/a nla nla
h

I
C0120 6S30

I
CABtNET, F/S, OPEN, 5SH, 84X24X22 AA A.. . . . . . .

Open front f Ioor %tanding storage cabinet with five adjustable shelves. Also called a tal~
case or a tal t cabinet. General purpose use throughout the faci 1 ity. A slope top must be
specified as an aditiona( item.

UNIT OF HEIGHT WIDTH OEPTH NEIGHT VOLTS PHASE AMPS HERTZ OEPEN-
ISSUE:

BTUs/
in: 24 22 161 lb 1: --- HZ: SWITCH: DENT:

EA 2; 61 56
HWR :

cm: 73 kg 2: --- n/a n/a n/a n/a

IC0130 6530 CA9i NET, F/S, OPEN, SSH, 84X30X22 AA A.. . . . . . .

Open front floor standing storage cabinet with five adjustable sheives. Also called a tall
case or a ta[ ( cabinet. General purpose use throughout the fac i 1 i ty. A slope top must &
specified as an additional item.

UNIT OF HE lGHT WIOTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
1SSUE :

BTUs/
in: 30 22 181 lb 1: --- HZ: SUITCH: OENT:

EA 2? 76 56
HWR :

cm: 82 kg 2: --- n/a n/a n/a nla
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I CQ140
I

6530 CABINET, F/S, OPEN, 5SH, 84X36X22 AA A.. . . . . . .
I

Open f rent floor standing storage cabinet ~ith five adjustable she~ves. Also cal led a tal i
case or a tal 1 cabinet. General purpose use throughout the faci 1 ity. A slope top must be
specifiad as an additional item.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 84 36 22 200 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 213 91 56 91 kg 2:--- nja nja n/a n} a

CQ150 6530 CAB] NET , F/S, OPEN, 5SH , 84x48x22 AA A.. . . . . . .

Open front f Ioor standing storage cabinet with five adjustable shelves. Also ca( led a tal 1
case or a tal 1 cabinet. General purpose use throughout the f aci 1 i ty. A slope top must be
specified as an additional item.

UNIT OF HEIGH1 WIDTH DEPTH WEIGHT ~ VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE : in: 8.4 22 240 lb 1: --- HZ: SWITCH: DENT :

EA 213 1~ 56
HOUR :

cm: 109 kg 2: --- n/a n/a n/a nl a

CRO1O 6530 CABINET, F/S, 00, 5SH, 84x18x13 AA A.. . . . . . .

Floor standing storage cabinet with hinged sol id door and five adjustable shelves. Also
called a tatl case or a tall cabinet. General purpose storage use throughout the faci 1 i ty. A
slope top must be specified as an additional item.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 84 13 0 lb 1: ---

EA 213 ;: 33
HZ: SWITCH : DENT: HOUR :

cm: O kg 2: --- nla n/a n/a n/a

ICR020 6530 CABINET, F/S, DO, 5SH, 84X2.4X13 AA A.. . . . . . .

Floor standing storage cabinet with hinged sol id door and five adjustable shelves. Also
catled a tall case or a tail cabinet. Generai purpose storage use throughout the faci 1 ity. A
slope top must be specified as an additional item.

UNIT OF ; HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 84 24 13 145 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 213 61 33 66 kg 2: --- n/a n{a n/a nla

: CR060 6530 CABINET, F/S, DO, 5SH, 84X18X16 AA A.. . . . . . .

Floor standing storage cabinet with hinged sol id door and five adjustable shelves. Also
cal ied a tall case or a tall cabinet. General purpose storage use throughout the faci 1 i ty. A
slope top must be specified as an additional item.

IJNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
1SSUE :

BTUs/
in: 16 204 lb 1: --- HZ: SUITCH : DENT :

2: E 41
HOUR :

EA cm: 93 kg 2: --- n/a n/a n/a n/a

~ CR070 ] 6530 ] CABINET, ,,S, DO, 5SH, 84X24Xl6 IAAA. .I . . . . ..I I

Floor standing storage cabinet with hinged SO( id door and five adjustable shelves. Also
ca[ led a tall case or a tall cabinet. General purpose storage use throughout the faci 1 ity. A
slope top must be specified as an additional item.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
I$SUE: in: 24 180 lb 1: --- HZ: SUITCH : DENT:

2; 61 ~
HOUR :

EA cm: 82 kg 2: --- n[a nla nla nl a
d

“a
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ICR11O 6530 CABINET, F/S, 00, 5SH, 84X18X22 AA A.. . . . . . .

Floor standing storage cabinet with hinged sol id door and five adjustable shelves. Also
called a tal( case or a tal( cabinet. Genera 1 purpose storage use throughout the faci 1 i ty. A
stope top nust be specified as an additional item.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 1?0 lb 1:--- HZ: SWITCH: DENT:

2: :;
HOUR :

2A cm: :: “ 77 kg 2: --- n/a nf.s n/a n/a

CR120 6530 CABINET, F/S, DO, 5SH, 84X26X22 AAA. . . . . . . .

Floor standing storage cabinet uith hinged solid door and five adjustable shelves. Also
tailed a tall case or a tall cabinet. General purpase storage use throughout the faci 1 i ty. A
s[ope top must be specified as an additional item.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT WLTS PHASE AMPS HERTZ OEPEN- 8TUs/
ISSUE: in: 22 192 lb 1: --- HZ: SUITCH: OENT:

2: ; 56
HOUR :

EA cm. 87 kg 2: --- nfa n/a n/a nfa

i
Csolo 6530 SINK, CCUNTER, 7.5x12x12 AA A.. 0 . . . . .

Counter sink unit. ALSO cal~ed a ledge sink. These units are to be instal(ed in counter
tops. Scow sinks will have munting space for faucets and others require separate faucet
mounting. This mst be specified at order time. I

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE ANPS HERTZ OEPEN- BTUs/
IsSUE: in: 0 lb 1: ---

EA
HZ: SUITCH: DENT:

2: z ;
IWI.JR:

cm: O kg 2: --- n/a n/a n/a n/a

Counter sink unit. Also called a tedge sink. These units are to be instaiied in counter
tops. Some sinks willhave mounting space for faucets and others require separate faucet
mounting. This must be specified at order time.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AHPS HERTZ DEPEN- BTUs/
ISSUE : in: 12 11 lb 1: --- HZ: SWITCH: DENT:

2: 30 H
HOUR :

EA cm: 5 kg 2: --- n/a n/a n/a n/a

CS030 6530 SINK, COUNTER, 7.5x13.5x16 AA A.. D. . . . .
I

Counter sink unit. ALSO called a ledge sink. These units are to be installed in counter
tops . Seine sinks will have mounting space for faucets and others require separate faucet
mounting. This must be specified at order time.

UNIT OF HEIGHT WIDTH OEPTH UEI GHT WLTS PHASE MIPS MERTZ DEPEN- BTUs/
ISSUE: in: 8 16 16 0 lb 1: --- HZ: SUITCH: DENT: HOUR:

EA cm: 20 35 41 0 kg 2: --- n/a n/a n/a nla

CSO’40 6530 SINK, CCUNTER, 7.5X14X14 AA A.. D. . . . .

Counter sink unit. Atso called a ledge sink. These units are to be instalted in counter
tops. Some sinks ui(l have mounting s~ce for faucets end others require separate faucet
mounting. This must be specified at order time.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
lSSUE: in: 8 14 0 ib 1: --- HZ: SUITCH: OENT:

20 35 E
HOUR :

EA cm: O kg 2: --- n/a n/a n/a nfa

O,,,,.,,
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ICS050 6530 SINK, CWNTER, 7.5 X16X11.5 AA A.. r) . . . . .

Counter sink unit. Also called a ledge sink. These units are to be instal led in counter
tops . Some si rika wi ( i have mounting space for faucets and others require separate faucet
mounting. This must be specified at order time.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 14 0 lb 1: ---

EA
liZ: SWITCH: DENT:

2: 35 :
HOUR :

cm: O kg 2: --- n/a n/a n/a nl a

CS060 6530 SINK, COUNTER, 7.5 X16X13.5 AA A.. D. . . . .

Counter sink unit. Also called a ledge sink. These units are to be instal led in counter
tops . Some sinks wi 11 have mounting space for faucets and others require separate faucet
mount i ng. This must be specified at order time.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
1SSUE :

BTUs/
in: 8 16 0 lb 1: ---- ltZ: SUITCH: DENT:

EA 20 40’ :
HOUR :

cm: O kg 2: ---, nla nla n/a n/a
b

‘ CS070 6530 SINK, COUNTER, 7.5X16X16 AA A.. D. . . . .

Counter sink unit. Also cal(ed a ledge sink. These units are to be instal led in counter
t Ops . Some sinks w i 11 have mounting space for faucets and others require separate faucet
mount ing. This must ba specified at order time.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 16 12 lb 1: --- HZ: SUITCH: DENT:

2: :;EA
HOUR :

cm: 40 6 kg 2: --- ~ n/a nla n/a n/a

i CS080 6530 SINK, CWNTER, 7.5X14X18 AA A.. D. . . . .

Counter sink unit. Also called a ledge sink. These units are to be instal led in counter
tops . Some sinks Hi 11 have mounting space for faucets and others require separate faucet
mounting. This nwst be specified at order time.

L

UNIT OF HEIGHT WIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 18 O lb 1: ---

EA
HZ: SWITCH: OENT:

2: 46 2
HOUR :

cm: O kg 2: --- n/a n/a n/a n/a

CS090 6!S30 SINK, CCWNTER, 7.5X19X16 AA A.. D. . . . .

Counter sink unit. Also ca(, ~ed a ledge sink. These units are to be instal ted in counter
tops . Some sinks wi ( ( have mounting space for faucets and others require separate faucet
mount ing. This must be specified at order time.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
1SSUE :

BTUs/
in: 8 19 16 0 lb 1: --- HZ: SWITCH: DENT:

EA
HOUR :

cm: 20 48 40 0 kg ,2: - - - n/a nla nl a ril a

Csloo 6s30 SINK, CWNIER, 7.5X20X16 AAA. . ,D. . . . .

Counter sink unit. Also ca((ed a ledge sink. These units are to be instal led in counter
tom . Some sinks wi 11 have mounting space for faucets and others require separate faucet
mounting. This must be specified at order time.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 8 20 0 lb 1: --- HZ: SUITCH: DENT:

20 50 ::
HOUR :

EA cm: O kg 2: --- nla n{ a nla n} a
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Csllo 6530 SINK, CWNTER, 7.5x22x16 AA A.. D. . . . .

Counter sink unit. Atso calld D ledge sink. These units are to be insta(ld in counter
tops . Some sinks will have mting space for faucets and others require separate faucet
mounting. This must be specified at order time.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AXPS HERTZ DEPEN- BTUs/
1SSUE : in: O lb 1: ---

2:
HZ: SUITCH: DENT:

;; %
HWR :

EA cm: O kg 2: --- n/e nfa n/a nla
b

CS120 6530 SINK, CWNTER, 7.5x24x18 AAA. . 0. . . . .

Counter sink unit. Also catted a ledge sink. These units are to be installed in counter
tops . Some sinks Mill have mounting space for faucets and others require separate faucet
mounting. This trust be specified at order time.

UNIT OF HEIGHT MIOTH OEPTH NEIGHT WLTS PHASE AXPS HERTZ DEPEN- BTUs/
1SSUE : in: 8 24 18 0 lb 1: --- HZ: SUITCH: DENT: HWR :

EA cm: 20 60 45 0 kg 2: --- n/a n/a n/a nfa

SINK, CWNTER, 7.5x28x16 AA A.. o. . . . .

Counter sink unit. Also called a ledge sink. These units are to be installed in counter
tops . Some sinka will have mounting space for faucets and others require separate faucet
munting. This nutst be specified at order time.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 28 0 lb 1: --- HZ: SUITCH: OENT:

2: 70 :
HOUR :

EA cm: O kg 2: --- n/a n/a tia n/a

CS140 6530 SINK, COUNTER, 10x13.5x16 AA A.. D. . . . .

Counter sink unit. Also celled a ledge sink. These units are to be installed in counter
tops . Sane sinks witl have mounting space for faucets end others require separate faucet
munting. This mst be specified at order time.

UNIT OF HEIGHT IJ1OTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 0 lb 1: --- HZ: SWITCH: DENT:

;: ;; ::
HWR :

EA cm: O kg 2: --- n/a n/a n/a n/a
)

P

i CS150
I

6530 SINK, COUNTER, 10x19x16 AA A.. o. . . . .

Counter sink unit. Also calted a [edge sink. These units are to be insta(led in counter
tops . Some sinks will have munting spsce for faucets and others require separate faucet
mounting. This nust be specified at order time.

UNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE AXPS HERTZ OEPEN- 8TUs/
1SSUE : in: O tb 1: --- HZ: SWITCH: OENT: HWR :

EA cm: : :; :: 0 kg 2: --- n/a n/a nia n/a

I CS160 6530
1

SINK, CWNTER, 12X19X16 I AA A.. O.....
I

Counter sink unit. Also called a ledge sink. These units are to be installed in counter
tops . Smne sinks uili have mounting space for faucets and others require separate faucet
mmunting. This must be specified at order time.

UNIT OF HEIGHT UIDTH OEPTH INEIGHT VOLTS PHASE AMPS HERTZ OEPEN- 1BTUs/
ISSUE: in: 0 lb 1: --- HZ: SWITCH: DENT: HOUR :

2A cm: ;; : :: 0 kg 2: --- n/a nfa nla nfa

o .
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CS170 6530 SINK, CWNTER, 10x22x16

Counter sink unit. Also called a tedge sink. These units are to be instal led in counter
tops . Some sinks wi ( I have mounting space for faucets and others require separate faucet
mount i ng. This must be specified at order time.

UNIT OF HEIGHT UIOTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 22 0 lb 1: ---

EA
HZ: SIJITCH: DENT:

i! 56 ;;
HOUR :

cm: O kg 2: --- n/a n/a n/a n/a

6530 SINK, COUNTER, 12X22X16

Counter sink unit. Also called a ledge sink. These units are to be instal led in counter
tops . Some sinks wi 11 have mounting space for faucets and others require separate faucet
mount i ng. This must be specified at order time.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
1SSUE :

BTUs/
in: 12 22 0 lb 1: --- HZ: SWITCH: DENT:

EA 30 55 1:
HOUR :

cm :f O kg 2: --- nla n/a nla n/a

6530 SINK, CWNTER, 12X24X18

Counter sink unit. Also called a ledge sink. These units are to be installed in counter
t Ops . Some sinks wi i 1 have mounting space for faucets and othera require separate faucet
mount i ng. This must be specified at order time.

UNIT OF HEIGHT UIOTH DEPTH ~ WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 12 24 18 0 lb 1:--- HZ: SWITCH : OENT : HOUR:

I EA cm: 30 60 45 O kg 2: --- nla nla nla nja

*
CS220 6530 SINK, COUNTER, CUP AA A.. B. . . . .

Counter cup sink unit. Also cal~ed a round or oval cup sink. These units are installed in
counter tops. These sinks are used in laboratories for dumping or discharge of laboratory
fluids. Cup sinks come in a variety of sizes and materials such as chemical lead, epoxy resin,
glass and stainless stee’1. The sinks also come round, oval and hemispherical with varying
inside diameters. They also come with a ledge and without.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 0 0 0 0 lb 1: --- HZ: SWITCH: DENT:

EA
HOUR :

cm: o 0 0 0 kg 2: --- nla n/a nla nl a

CS230 6530 SINK, CWNTER, 2BOWL, 10.5x28x16 AA A.. D. . . . .

1
Counter sink unit with a double bowl. ALSO cal led a ledge sink. These units are to be
instal led in counter tops. Some sinks wi I I have mounting space for faucets and others require
separate faucet mount ing. This must be specified at order time.

~ UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
[ SSUE : in: 11 28 16 50 lb 1: --- HZ: SWITCH: DENT :

EA
HOUR :

cm: 28 71 41 23 kg 2: --- n/a n/a nla nl a

Counter sink unit. Also called a ledge sink. These units are to be insta[ led in counter
tops . Some sinks wi 11 have mounting space for faucets and others require separate faucet
mount i ng. This must be specified at order time.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: Olb 1: --- HZ: SWITCH: DENT: liOUR :

EA cm: 3:: 2 3; O kg 2: --- n/a nla nla n/a
m
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CS250 6530 SINK, C~NTER, 6X12X9 AA A.. D. . . . .

Counter sink unit. Also called a tedge sink. These units are to be installedin counter
tops. Some sinks ui(l have mounting space for faucets and others require separate faucet
mounting. This rfu.st be specified at order time.

UNIT OF HEIGHT UIDTH OEPTH WEIGHT VOLTS PHASE AHPS HERTZ OEPEN- BTus/
ISSUE: in: 6 12 9 0 lb 1: --- HZ: SWITCH: OENT: HOUR :

EA cm: 15 31 23 0 kg 2: --- n/a n/a n/a n/a

I CS260 6510 SINK, CHEMICAL RESIN, 19X26X19 (ID) AAA AA o. . . . .

Chemicat Resin Epoxy sink for use in areas where stong acids and bases are used. Inside
dimensions are 19 inches top to bottom, 26 inches uide, and 19 inches fro n to back.
Dimensions are approximate and actuall dimensions may vary by 2 inch es in any dimension.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE ANPS HERTZ OEPEN- BTUs/
1SSUE : in: 19 26 19 32 lb 1: --- HZ: SUITCH: OENT: HOUR :

EA cm: o 0 0 0 kg 2: --- nla n/a n/a n/a
P

1
CS270 4510 SINK, CHEMICAL RESIN, 19X18X19 (ID) AAA AA o. . . . .

Chemical Resin Epoxy sink for use in areas there stong acids and bases are used. Inside
dimensions are 19 inches top to bottan, 18 inches wide, and 19 inches fro nt to back.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 18 19 18 27 lb 1: --- HZ: SUITCH: OENT: HOUR :

EA an: o 0 0 0 kg 2: --- n/a n/a tia Wa

CtlJNTERTOP, LAMINATEO, PLASTIC, AA A.. . . . . . .

Countertop, laminated plastic composition. Specify the dimensions required uhen ordering.
Counter top is available in various thicknesses .75, 1, 1.25 and 1.5 inches. There is wide
range of colors avai table.

UNIT OF HEIGHT U1OTH OEPTH UEIGHT VOLTS PHASE ANPS HERTZ OEPEN- BTUs/
ISSUE: in: 0 0 0 0 lb 1: --- HZ: SWITCH: DENT: HOUR :

LF cm: o 0 0 0 kg 2: --- da n/a nla n/a
L

CT050 6530 COUNTERTOP, CRS, AA A.. . . . . . .

Countertop, corrosion resist ing steel. Must specify the dimensions when ordering.

UNIT OF liEiGHT UIOTH OEPTH WEIGHT VOLTS PHASE ANPS HERTZ OEPEN- BTUs/
ISSUE: in: 0 0 0 lb 1: --- HZ: SWITCH: OENT: HOUR :

LF cm: o 0 : 0 kg 2: --- n/a n/a nla n/a

CT060 6530 CWNTERTOP, UODI FIEO EPOXY RES1 N AA A.. . . . . . .

Countertop, modified epoxy resin. Must specify the dimensions uhen ordering.

UNIT OF HE 1GHT UIOTH OEPTH UEIGHT VOLTS PHASE ANPS HERTZ OEPEN- BTUs/
ISSUE: in: 0 0 0 0 lb 1: --- HZ: SU1 TCH : OENT : HOUR :

LF cm: o 0 0 0 kg 2: --- n/a n/a n/a n/a

CT080 6530 COUNTERTOP, RESIN COATEO AA A.. . . . . . .

Countertop, resin coated Laminatd wood fiber. Must specify the dimensions when ordering.

UNIT OF HEIGHT UIOTH OEPTH NE[GHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: o 0 0 0 (b 1: --- HZ: SWITCH: OENT: HWR :

LF an: o 0 0 0 kg 2: --- n/a n/a n/a nfa
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CV030 6’530 CABINET, F/S, 2D0, 5SH, 84X30X13 AA A.. . . . . . .

Floor standing storage cabinet with two hinged sol id doors and five adjustable she(ves. Also
called a ta~~ case or a tall cabinet. General purpose storage use throughout the facility. A
slope top rust be specified as an additional item.

L

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 30 180 Lb 1: ---

2! 76 i:
HZ: SUITCH: DENT: HOUR :

EA cm: 82 kg 2: --- nla nla n/a n/a

CV040 6530 CABINET, F/S, 200, 5SH, 84x36x13 AA A.. . . . . . .

Floor standing storage cabinet uith two hinged solid doors and five adjustable shelves. Also
called a tall case or a tall cabinet. General pur~se storage use throughout the faci 1 i ty. A
slope top must be specified as an additional item.

L

UNIT OF HEIGHT b/lDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: ~ in: 84 36 13 199 lb 1: --,- HZ: SUITCH: OENT: HOUR :

EA cm: 213 91 33 91 kg 2: --- n/a nla n/a nla

ICV050 6530 CABINET, F/S, 2D0, 5SH, 84X48X13 AA A.. . . . . . . .
,

Floor standing storage cabinet with two hinged solid doors and five adjustable shelves. Also
cal[ed a tal[ case or a tall cabinet. Genera( purpose storage use throughout the facility. A
s(ope top mwt be specified as an additional item.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN-I BTUs/
HZ: SUITCH: DENT:

EA

e
CABINET, F/S, 200, 5SH, 84x30x16

Floor standing storage cabinet with two hinged so(id doors and five adjustable shelves. Also
called a tall case or a tall cabinet. General purpose storage use throughout the facility. A
slope top must be specified as an additional item.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 30 219 lb 1: --- HZ: SUITCH: DENT:

2?$ 76 ;
HOUR :

EA cm: 99 kg 2: --- n/a nla nf a nla

CABINET, F/S, 2D0, 5SH, 84x36x16

Floor standing storage cabinet ~ith two hinged solid doors and five adjustable shelves. Also
called a tall case or a tall cabinet. GeneraL purpose storage use throughout the facility. A
slope top must be spacifiad as an additional item.

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE: in: 84 36 16 246 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 213 91 41 112 kg 2: --- n/a n/a n/a n/a

Cvloo 6530 CABINET, F/S, 200, 5SH, 84X48X16 AA A.. . . . . . . .

Floor standing storage cabinet with two hinged solid doors and five adjustable shetves. Also
cal[ed a tall case or a tall cabinet. General purpose storage use throughout the facility. A
slope top must be specified as an additional item.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 48 16 308lb 1: --- HZ:SWITCH:DENT: HOUR :

EA cm: 2: 122 41 140 kg 2: --- nla n/a nla nl a
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CABINET, F/S, 200, SSH, 84X30X22

Floor standing storage cabinet with tuo hinged solid doors and five adjustable she[ves. Also
cal(ed a tal( case or a tall cabinet. General purpose storage use throughout the faciiity. A
slow top must be specified as an additional item.

U)JIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE *PS HERTZ DEPEN- BTUs/
ISSUE : in: 30 232 lb t: --- HZ: SWITCH: DENT: HOUR :

2A cm: 2; 76 z 106 kg 2: --- n/a n/8 tia n/a

Cwto 6530 CABINET, F/S, 200, 5SH, &X36X22 AA A.. . . . . . .
I I

I CV150

Floor standing storage cabinet with two hinged solid doors and five adjustable shelves. Also
catted a tail case or a ta[i cabinet. General purpose storage use throughout the facility. A
s~ope top must be specified as an additions item.

)

UNIT OF HEIGHT UIOTH OEPTH NEIGHT WLTS PHASE AMPS HERTZ OEPEN-
ISSUE :

BTUs/
in: 86 36 22 261 tb 1: --- HZ: SUITCH: DENT: HOUR:

EA cm: 213 91 55 119 kg 2: --- n/e n/a n/a nla

6530 I CABINET, F/S, 200, 5SH, 84X48X22 IA AA. .I . . . . .. I I
F(oor standing storage cabinet with two hinged solid doors andfiveadjustableshelves, Also
ca([ed a tat{ case or a tall cabinet. General purpose storage use throughout the faci 1 i ty. A
slope top nust be specified as an tiitional item

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AF(PS HERTZ OEPEN- 8TUs/
JSSUE : in: 48 22 325 lb 1: --- JJZ: SWITCH: OENT : HOLIR:

EA cm: 2; 122 55 148 kg 2: --- tia n/a n/a n/a

CuD30 6530
I

CABINET, F/S, 2CO0, 5SH, 8&X30X13
I

AA A.. .A . . . .
I I

Floor standing storage cabinet with two hinged glazed doors, five adjustable shelves and a
single pane in each door. A(SO called a tall case or a tall cabinet. General purpose use
throughout the faci ( ity. A s(ope top mat be specified es an additional item.

uNJT OF HEIGHT UIOTH OEPTH NEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTLJs/
JSSUE : in: FM 30 13 185 lb 1: --- HZ: SUJTCH: OENT: HCUR :

EA cm: 213 76 33 84 kg 2: --- n/a n/a n/a n/a

Cbmo 6530 I CABJNET, F/S, 2GO0, 5SH, 84X36X13 AA A.. .A . . . . I
F[oor standing storage cabinet with two hinged glazed doors, five adjustable shelves and a
single pane in each door. Also called a tal( case or a tall cabinet. Genera[ purpose use
throughout the faci I ity. A s(ope top mst be specified as an additional item.

uNIT OF HEIGHT MIOTH DEPTH WEIGHT WLTS PHASE AMPS HERTZ DEPEN-
ISSUE:

BTUs/
in: 36 203 lb 1: --- HZ: SUITCH: OENT:

2: 91 :;
HOUR :

EA cm: 92 kg 2: --- n/a nfa tia n/a

Cuo50 6530 CABINET, F/S, 2GO0, *H, 8&X68X13
I

AA A.. .A . . . .
I

Floor standing storage cabinet with two hinged glazed doors, five adjustable shelves and a
sing~e pane in each door. Also cal(ed a tall case or a tall cabinet. General purpose use
throughout the faci lity. A s[ope top nustbe specified as an additional item.

uNJT OF HEJGHT U1OTH OEPTH NEIGHT WLTS PHASE AMPS HERTZ OEPEN-
lSSLJE:

BTUs/
in: 84 48 13 253 tb 1: --- HZ: SUITCH: OENT: HOUR :

EA cm: 213 122 33 115 kg 2: --- n/a n/a n/a n/a
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I ICU080 ] 6530 I CABINET, F/S, 2GD0, 5SH, 84X30X16 IAAA. .I. A....I

Floor standing storage cabinet with two hinged glazed doors, five adjustable shelves and a
sing Ie pane i n each door. Also called a tall case or a tall cabinet. General purpose use
throughout the f ac i 1 i ty. A slope top must be specified as an additional item.

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 30 228 lb 1: --- HZ: SUITCH: OENT : HOUR :

EA cm: 2: 76 ~ 104 kg 2: --- n/a n/a n/a nja

CU090 ; 6530 CABINET , F/S, 2GO0, 5SH, 84 X36Xl6 AA A.. .A . . . .

Floor standing storage cabinet with two hinged glazed doors, five adjustable shelves and a
sing’le pane in each door. Also called a tall case or a tall cabinet. Genera 1 purpose use
throughout the faci 1 ity. A slope top must be specified as an additional item.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 36 16 257 lb 1: -.. HZ: SWITCH: DENT : HOUR :

EA cm: 2: 91 41 117 kg 2: --- n/a nla n/a n/a

] Cwloo
I

6530 CABINET, F/S, 2GD0, 5SH, 84 X48Xl6 AA A.. .A . . . .

Floor standing storage cabinet with tuo hinged glazed doors, five adjustable shelves and a
single pane in each door. Also called a tall case or a tall cabin et. Genera 1 purpose use
throughout the faci 1 ity. A slope top must be specified as an additional item.

UNIT OF HEIGHT WIDTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1S$UE : in: 48 16 320 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 2: 122 41 145 kg 2: --- nla nla nla nla

9 —

CAB] NET , F/S, 2GO0, 5SH, 84x30x22

Floor standing storage cabinet with two hinged glazed doors, five adjustable shelves and a
single pane in each door. Also called a tall case or a tall cabin et. General purpose use
throughout the f aci 1 i ty. A slope top must be specified as an additional item.

UNIT OF HE] GHT WIDTH DEPTH ~ WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 84 30 22 287 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 213 76 56 130 kg ,2: --- nla nla nl a n/a

6530 CABINET , F/S, 2GD0, 5SH , 84x36x22

Fioor standing storage cabinet with two hinged glazed doors, five adjustable shelves and a
single pane in each door. Also called a tall case or a tall cabin et. Generat purpose use
throughout the faci [ ity. A slope top must be specified as an additional i tern.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
TSSUE: in: 36 22 246 lb 1: --- HZ: SWITCH: DENT:

2; 91 56
HOUR :

EA cm: 112 kg 2: --- n/a nla n/a n/a

CW150 6530 CAB] NET , F/S, 2GO0, 5SH , 84x48x22 AA A.. .A . . . .

F[oor standing storage cabinet $tith two hinged glazed doors, five adjustable shelves and a
single pane in each door. Also called a tall case or a tall cabin et. Genera 1 purpose use
throughout the faci [ ity. A slope top must be specified as an additional item.

~ UNIIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 84 48 22 338 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 213 122 56 153 kg 2: --- nl a n/a n/a nla
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I CX030 6530 CABINET, F/S, 2S00, 5SH, 66X30X13 AA A.. . . . . . .

Floor standing storage cabinet with two sliding solid doors and five adjustable shelves. Also
called a tall case or a talt cabinet. General purpose storage use throughout the f ac i 1 i ty. A
slo~ top must be specified as an additional item.

UNIT OF HEIGHT W1OTH DEPTH NEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTus/
1SSUE : in: 30 185 Lb 1: --- HZ: SUITCH: OENT:

2: 76 #
HOUR :

EA cm: 84 kg 2: --- n/a n/a nfa n/a

CX060 6530 CABINET, F/S, 2S00, 5SH, 84X36X13 AA A.. . . . . . .

Floor standing storage cabinet with tuo sliding solid doors and five adjustable she[ves. Also
called a tall case or a talt cabinet. General purpose storage use throughout the facility. A
slope top must be specified as an additional item.

UNIT OF HEIGHT UIOTH DEPTH NEIGHT WLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: w 36 13 203 lb 1: --- HZ: SWITCH: DENT: HOUR :

2A cm: ‘ 213 91 33 92 kg 2: --- nla tie n/a nla

CX050 6530 CABINET, F/S, 2S00, 5SH, 84X48X13 A L A........ I
Floor standing storage cabinet ~ith tuo sliding sotid doors and five adjustable shel’tes. Also
called a tal( case or a tail cabinet. General purpose storage use throughout the facility. A
stope top mat & specified as an edditionat item.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AJ4PS HERTZ DEPEN- BTUs/
ISSUE : in: m 13 249 lb 1: --- HZ: SUITCH: DENT: HOUR :

2A cm: 2: 122 33 113 kg 2: --- nfa n/a nfa n/a

Cxoao 6530 CABINET, F/S, 2S00, 5SH, 84x30x16 AAA. . . . . . . .

I Floor standin9stora&!e cabinet Mith tuos[idirw solid doors and five adjustable shelves. Also I

I called a tall-case or a tall cabinet. General-purpose storage use thr~ghwt the facility. A
slope top must be specified as an additional item. I

UNIT OF HEIGHT UIOTH DEPTH WEIGHT WLTS PHASE AMPS HERTZ DEPEN- BTus/
1SSUE : in: 30 199 lb 1: --- HZ: SWITCH: OENT:

2! 76 ;!
HOUR :

EA cm: 91 kg 2: --- nfa Ma n/a n/a

CX090 6530 CABINET, F/S, 2S00, 5SH, 84X36X16 AA A.. . . . . . .

Floor starding storage cabinet with two sliding solid doors and five adjustable shelves. Also
catted a tail case or a ta(( cabinet. Generat purpose storage use throughout the facility. A
slope top mustbe specified as an additione~ item.

)

UNIT OF HEIGHT WIDTH OEPT’H NEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 36 246 [b 1: --- HZ: SWITCH: OENT:

2: 91 ::
HOUR :

2A cm: 112 kg 2: --- n/a n/a n/a n/a

Cxloo 6530 CABINET, F/S, 2S00, 5SH, 84x48x16 Ah A.. . . . . . . 1
Floor standing storage cabinet with two sliding solid doors and five adjustable shelves. Also
called a talt case or a taLt cabinet. General purpose storage use thrwghwt the facility. A
slope top crustbe specified as an additiona~ item.

UNIT OF HEIGHT WIDTH OEPTH WEIGHT VOLTS PHASE AXPS HERTZ OEPEN- BTUs/
ISSUE: in: 84 48 16 308 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 213 122 41 140 kg 2: --- n/a nfa n/a n/a
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a

I CX130
I

6530 CABINET , F/S, 2S00, 5SH, 84X30X22 AA A.. . . . . . .

Floor standing storage cabinet with two S1 i ding sol id doors and five adjustable shelves. Also
called a tall case or a tall cabinet. General purpose storage use throughout the f aci 1 i ty. A
slope top mast be specified as an additional item.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 30 22 226 lb 1: ---

2~ 76 56
HZ: SWITCH: DENT: HOUR :

EA cm: 103 kg 2:--”- nla n/a nla n/a

CABINET, F/S, 2SD0, 5SH , 84x36x22

Floor standing storage cabinet Hi th two S1 iding sol id doors and five adjustable shelves. Also
ca( led a tall case or a tall cabinet. Genera I purpose storage use throughout the f ac i 1 i ty. A
slope top must be specified as an additional item.

UNIT OF HEIGHT WIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
ISSUE: in: 36 22 261 lb 1: --,- HZ: SWITCH: DENT:

2; 91 56
HWR :

EA cm: 119 kg 2:. - - - nla nla nla n/a

CX150 6530 CAB I NET, F/S, 2SD0, 5SH, 84X48X22 AA A.. . . . . . .

Floor standing storage cabinet with two sliding sol id doors and five adjustable shelves. Also
called a tall case or a tall cabinet. General ~rpose storage use throughout the f ac i 1 i ty. A
slope top must be specified as an additiona( item.

~ UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 84 325 lb 1: --- HZ: SUITCH: DENT: HWR :

EA cm: 213 1’:; :: 148 kg 2: --- nla n/a n/a n/a

CY030 ~ 6530 CABINET, F/S, 2SGO0, 5SH, 84X30X13 AA A..’ .A . . . .

F[oor standing stora~e cabinet uith two S( i ding glazed doors, five adjustable shelves and a
single pane in each door. Also calted a ta([ case or a tall cabinet. Genera 1 purpose use
throughout the faci 1 ity. A slope top must be specified as an additional item.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 30 185 lb ,1: --- HZ: SIJITCH: DENT:

EA 2; 76 ;;
UWR :

cm: 84 kg 2: --- nla n/a nla n/a

E 6530 CAB I NET, F/S, 2SGD0, 5SH, 84 X36Xl3 AA A.. .A . . . .

Floor standing storage cabinet with two S1 iding glazed doors, five adjustable shelves and a
single pane in each door. Also called a tatl case or a tall cabinet. General purpose use
throughout the f aci 1 i ty, A slope top must be specified as an additional item.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS
1SSUE : in: 36

HERTZ DEPEN- BTUs/
185 lb 1: ---

2: 91 ;:
HZ: SUITCH: DENT: HOUR :

EA cm: 84 kg 2: --- nla n/a n/a n/a

CY050 ~ 6530 CABINET , F/S, 2SGD0, 5SH, 84X48Xl3 AA A.. .A . . . .

Floor standing storage cabinet with tuo S( iding glazed doors, five adjustable shelves and a
single pane in each door. A(.so called a tall case or a tall cabinet. General purpose use
throughout the faci lity. A s(ope top nust be specified as an additional item.

UNIT OF HEIGHT UIDTH DEPTH UE 1GHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 48 13 253 lb 1: --- HZ: SUITCH: DENT: HWR :

EA ~ cm: 22 122 33 115 kg 2: -”-’ IV a nla nj a nla
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CYoao 6530 CABINET, F/S, 2S000, 5SH, 8LX30X16 AA A.. .A . . . .

FLoor standing storage cabinet with two St iding glazed doors, five adjustable shelves and a. .
single pane In each door. Also called a ta[t case or a ta~l cabinet. General purpose use
throughout the faci 1 ity. A slope top nust be specifid as an additional item.

UNIT OF HEIGHT WIDTH OEPTH WEIGHT
ISSUE: in:

VOLTS PHASE AXPS HERTZ DEPEN- BTUs/
30 203 lb 1: --- HZ: SWITCH: OENT:

2A 2: 76 ;!
HOUR :

cm: 92 kg 2: --- n/a n/a tia n/a

CY090 6530
I

CABINET, F/S, 2SGO0, 5SH, G4x36x16 I AA A.. .A . . . .
I

Floor standing storage cabinet with tuo sliding gtazed doors, five adjustable shelves and a
single pane in each door. ALSO ca(led Q talk case or a tal( cabinet. General purpose use
thrwghwt the facility. A s(ope top nust be specified as an ackiitiona~ item.

UNIT OF HEIGHT UIOTH OEPTH UE[GHT VOLTS PHASE M(PS
lSSUE: in:

HERTZ OEPEN- BTUs/
36 239 [b 1: --- HZ: SWITCH: DENT:

5A 2: 91 ::
HOUR :

cm: lW kg 2: --- n/a nfa n/a n/a
I

CABINET, F/S, 2SGO0, 5SH, 86x48x16 AA A.. .A . . . .

Floor standing storage cabinet with two sliding gtazed doers, five adjustable shelves and a
single pane in each door. Also ca(led a tall case or a talicabinet. General ~rpose use
throughout the facility. A stope top mst be specified as an additional item.

UNIT OF HEIGHT UIOTH DEPTH NEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
1SSUE :

BTUs/
in: 48 16 320 lb 1: --- HZ: SWITCH: DENT:

2A 2:
HOUR :

cm: 122 41 145 kg 2: --- ~a n/a nfa n/a

CY130 6530 CABINET , F/S, 2SGO0, 5SH, 84X30X22 AA A.. .A . . . .

Floor standing storage cabinet with two sliding 9Lazed doors, five adjustable shelves and a
single pane in each door. Al SO cal ted a tat 1 case or a tallcabinet. General ~rpose use
throughout the faci 1 ity, A slope top nust be specified as an additional item.

UNIT OF HEIGHT UIOTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUS/
[ SSUE : in: & 30 22 230 lb 1: --- HZ: SWITCH : DENT:

2A
HOUR :

cm: 213 76 56 105 kg 2: --- nla n/a Ma n/a

CY140 6530 CABINET, F/S, 2SGO0, 5SH, 64X36X22 AA A.. .A . . . .

Floor statiing Storage cabinet uith two St iding glazed doors, five adjustable shelves and a
single pane in each door. A(SO called a ta(( case or a tall cabinet. General purpose use
thrwghwt the faci 1 ity. A slope top must be specified as an additional item.

UNIT OF HEIGHT UIOTH OEPTH MEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUS/
ISSUE: in: 36 254 lb 1: --- HZ: SUITCH: DENT:

2A 2: 91
HWR :

cm: : 115 kg 2: --- n/a n/a n/a nla

CY 150 6530 CABINET, F/S, 2S000, 5SH, 84X4GX22 AA A.. .A . . . .

Fioor standing storage cabinet with two S1 iding g~azed doors, five adjustable shelves and a
single pane in each door. AlSO catled a tall case or a tall cabinet. General purpose use
thrwghout the faci ( i ty. A slope top mst be specifi~ as an additional item.

UNIT OF HEIGHT UIOTH OEPTH UE I GHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: a 22 338 lb 1: --- HZ: SUITCH: OENT:

2%2A
HOUR :

an: 122 56 153 kg 2: --- rtfa n/a n/a n/a
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00100 6520

Analgesia ~achine, for use in treatment areas equippad with central [y piped oxygen, nitrous
oxide and ora 1 evacuation (HVE ) systems. Used in dental op-eratories for conscious sedation
administration. Unit comes with f lowmeter heads, hoses for nitrous and oxygen connections to
D I SS house supply connectors and scavenger rubber goods. Stand is adjustable from 28 to 43
inches high.

UNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 43 6 10 5 lb 1: --- HZ: SWITCH : OENT: HOUR :

EA cm: 110 15 26 3 kg 2: --- nla n/a n/a n/a

I DOIO1 I 6520 I ANALGESIA UNIT, INHAL,MNFLOS, ONLY C/VAC I C C C . . \ . . B . . . I I

Analgesia machine, for use in treatment areas with central oral evacuation system (HVE), but
without piped oxygen and nitrous oxide. Used in dental operatories for conscious sedation
administration. Unit comes with f lowmeter heads, hoses for tank connection to regu~ators,
mobi le stand and scavenger rubber goods

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
1SSUE :

BTUs/
in: 43 10 5 lb 1: --- HZ: SWITCH: OENT:

110 1$ 26
HOUR :

EA cm: 3 kg 2: --- n/a nla n/a nla

D0210 6520 CABINET, BASE, 2 SECT, DO, OR AA A.. . . . . . .

P[aster bin cabinet. Unit is a two section cabinet Hi th the upper section containing a
p[aster bin drauer and the lower section has a door for storage. Used in dental laboratories
to ho’ld dry plaster materials for molds.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 36 30 24 0 lb 1: --- HZ: SWITCH: DENT : HOUR : e

EA cm: 92 76 61 O kg 2: --- n/a n/a nla n/a

D0240 6520 CAB] NET , BASE, END CNR, DO, 36X42X24 AA A.. . . . . . .

End corner base cabinet unit with an 18 inch wide door frame. Used for dental laboratory
storage and processing work.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 36 42 24 0 Lb 1: --- HZ: SWITCH: OENT: HOUR :

EA cm: 91 107 61 0 kg 2: --- n/a n/a n/a nla

6520 CAB I NET, BASE, END CORNER, DO, 36x48x24 AA A.. . . . . . .

End corner base cabinet unit. Used in dental (laboratories to store materiat and equipment and
maximizes the use of a corner space in laboratories.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 36 48 24 0 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 92 122 61 0 kg 2: --- n/a n/a n/a nla

D0260 6520 CAB I NET, BASE, END CNR, 2DR , 36x60x24 AA A.. . . . . . .

End corner base cabinet unit. Usad in dental laboratories to store material and equipnent and
maximizes the use of a corner space in laboratories.

1

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 36 60 24 0 lb 1: --- HZ: SWITCH : OENT: HOUR :

EA cm: 92 153 61 0 kg 2: --- nla n/a n/a nfa

‘9
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JSN NSN NUtENCLATURE RVFAH 123456

00270 6520 - CAB I NET, BASE, S1 NK, ANGLE CNR,36X38X26 I AA A.. 0 . . . . .
I

Angle corner base cabinet unit. Used in dental laboratories to ho(d a casting machine, sink
or for general storage.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- 8TUs/
1SSUE : in: 36 38 24 0 lb 1: --- HZ: SUITCH: DENT: HOUR :

2A cm: 91 96 61 0 kg 2: --- Ma nla n/a n/a

~ 00310

I D0350

6520 I BENCH, TECHNICJAN, 60R, 6.5x42x68 A L A........
I

Six drawer technician’s bench, doubie, table frame. Used in dental (laboratories to provide a
frame for a work bench that uill seat two technicians face to face. Must be supported by a
pedestal base unit such aOD460 or O0470.

UNIT OF HEIGHT UIOTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTus/
ISSUE: in: 7 42 48 0 lb 1: --- HZ: SWITCH: OENT: HOUR :

EA cm: 18 107 122 Ob 2: --- tia Ma wa n/a

6520 I BENCH, TECHNICIAN, 30R, 6.5x36x18 AA A.. . . . . . .
I

Three drawer technicians bench, table frame. Used in dental laboratories as a frame to
support a bench top.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AUPS HERTZ DEPEN- BTUs/
1SSUE : in: 7 36 18 0 lb 1: --- HZ: SWITCH: DENT:

EA
HOUR :

cm: 18 91 45 0 kg 2: --- n/a n/a n/a n/a

CABINET, BASE, BIN OR, 2DR, 36x24x24 AA A.. . . . . . .

Base unit, three drawer. Top drawer contains ptaster bin. Used in dental (aboretories.

UNIT OF HEIGHT UIOTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 36 24 2.$ 0 [b 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 91 61 61 0 kg 2: --- n/a n/a n/a n/a
<

00380 6520
I

FRANE, TA8LE, CORNER, 6.5x26.5x18 AA A.. . . . . . .
1

Corner table frame section base unit. Used in dental laboratories as a base corner for
cabinets. I

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 7 27 18 0 lb 1: --- HZ: SWITCH: OENT: HOUR :

EA cm: 18 68 45 0 kg 2: --- n/a nfa n/a tia

00390 6520 FRARE, TABLE, 6.5xuXD AA A.. . . . . . .
I

Base unit, table fram section. 6-1/2 in high, uidth and depth as required. Used in dental
laboratories as a frame to support the top.

UNIT OF HEIGHT WIOTH OEPTH NEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 7 0 0 0 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA m: 18 0 0 0 kg 2: --- n/a nla n/a n/a

D0400 6520 FRAME, TA8LE, 20R, 6.5X30X18 AA A.. . . . . . .

I Table frame nith tn drawers. Used in dental [laboratories under work surfaces to make space.
Drawers are l-1/fI inches deep and 2-1/2 inches deep. I

\
UNIT OF HEIGHT !J1OTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 7 30 18 0 lb 1: --- HZ: SUITCH: OENT: HOUR :

EA cm: 18 76 46 0 kg 2: --- n/a n/a n/a n/a
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00410 6520 CABINET, BASE, 60R, 31x12x18 AA A.. . . . . . .

Baae unit, six draner. Two drawers are half the height of the remaining four. Used in dental
laboratories.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 31 12 0 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 79 30 : 0 kg 2: --- n/a nla nl a n/a

00420 6520 CAB I NET, BASE, DO, 31x26. 5x24 AA A.. . . . . . .

Corner base cabinet unit with a hinged door. Unit is used in dental laboratories to store
materials and equipment.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 31 27 24 0 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 79 69 61 0 kg 2: --- nla n/a nla n/a

CABINET, BASE, DO, 31X18X18

I Base cabinet unit with one door. Unit is used in dental laboratories to store materials. I
UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/ ~
ISSUE: in: 31 0 lb 1: --- HZ: SWITCH: DENT:

E:
HOUR :

EA cm: 79 0 kg 2: --- n/a nla n/a n/a

‘D0440 6520 CABINET, BASE, 4DR, 31X18X18 AA A.. . . . . . .

Base cabinet unit with four drawers. Unit is used in dental laboratories to store materials.

UNIT OF HEIGHT WIDTH DEPTH I WEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
1SSUE : in: 31 18 18 0 lb 1: --- HZ: SWITCH: DENT : HOUR :

EA cm: 79 46 0 0 kg 2: --- n/a nla nla n/a

D0450 6520 CABINET, BASE, 2D0, 31 .25x24X18 AA A.. . . . . . .

I Base cabinet unit with two hinged doors. Used in dental laboratories to store materials and
equipment. I

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 32 24 0 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 81 61 E i O ‘kg 2: --- nla nla n/a n/a

~ 00460 6520 BASE , PEDESTAL, U/DUST COLL , 25x42x20 AA A.. .,B . . . .

Pedestal base with dust COI lector and two removable snap out panels. Dust CO1 lector has 1 HP
blower with 50 ft of filter cloth and can service up to four 3 in diameter dust openings. used
in dental [laboratories to remove particulate matter from grinding and PO( ishing operations.

ItJN 1T OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS ; HERTZ DEPEN- BTUs/
ISSUE: in: 25 42 0 lb ~ 1: 120 1 30 HZ: SUITCH : DENT : HOUR :

EA cm: 63 107 $! O kg 2: 220 1 20 50/60 YES NO n{a

00465 6520 OASE, PEDESTAL, 25X42X7 AA A.. . . . . . .

Single width pedestal base. Unit has a removable front panel. Used in dental laboratories to
support a technicians bench.

UNIT OF HEIGHT UIQTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ lUlPEN- BTkJs/
ISSUE: in: 25 42 7 o lb 1: --- HZ: SUITCH: DENT: HWR :

EA cm: 67 107 18 0 kg 2: --- nla nla nla nla
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D0470 6520 . 8ASE, PEOESTAL, 00UBLE, 25X42X15 AA A.. . . . . . .

Oouble base pedestal uith one removab[e snapout panel. Used in denta[ laboratories to support
tw Ino&tes.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 25 62 15 0 lb 1: --- HZ: SWITCH: DENT: I(WR :

EA Cnl: 64 107 38 0 kg 2: --- nfa n/a n/a n/a

.
D0480 6520 CABINET, BASE, 30R, 36x18x24 AA A.. . . . . . .

I

Base unit, three drawers with torch ccspartmt, top drawer space open. Used in dental
laboratories in conjunction with a casting machine.

UNIT OF HEIGHT WIDTH OEPTli UE1 GHT VOLTS PHASE AMPS HERTZ OEPEN - BTUs/
ISSUE : in: 36 18 24 0 [b 1: --- HZ: SUITCH: OENT: mm:

2A cm: 91 46 61 0 kg 2: --- n/a n/a Ma n/a

[ 00490 I 6520 I BENCH, TECHNICIAN, lOOR, 6.5X42X48 IA AA. .I . . . . .. I I

I Ten drawer, technician bench. Used ui th base pedestat 00460 and 00470. Used in dental
(laboratories. I

UNIT OF HEIGHT IJIOTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 7 42 48 0 lb 1: --- HZ: SUITCH : OENT :

EA
HOUR :

cm: 18 107 122 0 kg 2: --- nla Ma n/a nfa

I 00491 I 6520 I SHELF, WORK BOX, SINGLE IA AA. .I . . . . .. I I

Single work box shelf for the dental prosthetics workbench. Shelf is to be mounted above a
technicians workbench. Must specify the length at tires of order. The she(f is used to hold
model boxes hi le it is being worked on by technicians.

UNIT OF HEIGHT U1OTH OEPTH WEIGHT VOLTS PHASE AHPS HERTZ OEPEN- BTUs/
1SSUE : in: O lb 1: --- HZ: SWITCH: OENT:

2A :: :;
HOUR :

cm: O kg 2: --- n/a n/a n/a n/a

ID0492 16620 I SHELF, WORK BOX, 00U8LE IA AA. .I . . . . .. I I

Oouble work box shelf. Used on prosthetics work bench. Unit is mounted above and in between
two technicians benches that are back to back. Must specify the Length at time of order. The
shelf is used to. hotd modd boxes uhile amdels are being worked on by a technician.

UNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- 8TUs/
1SSUE : in: o 0 lb 1: --- HZ: SWITCH: OENT:

:; 02
HCdJR:

EA cm: O kg 2: --- n/a Ma nla n/a

I 00500 ~ 6520 I CABINET, BASE, 40R, 36x18x24 IA AA. .I . . . . .. I I

I Base unit cabimet with four drawers. Used in dentai laboratories. Each drawer’s inside
dimensions are approximately 6.25 x 13.75 x 20 inches. I

UNIT OF HEIGHT WIDTH OEPTH UEIGHT VULTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE : in: 36 18 0 (b 1: --- HZ: SUITCH : DENT : HOUR :

EA m: 91 46 : 0 kg 2: --- nla nla n/a n/a

O,,~:
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0
DO51O 6520 CAB I NET, BASE, 2 DO, 36x24x30 AA A.. . . . . . .

1

I Base unit storage cabinet. The cabinet has one drop door at top and a single hinged door
underneath. 1 t is used in denta[ laboratories for genera( storage of equipment and supplies. I

UNIT OF HEIGHT UIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 36 24 30 0 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 92 61 76 0 kg 2: --- nla n/a nla n/a

D0520 6520 CAB] NET , BASE, DO, 36x24x24 AA A.. . . . . . .

Base unit storage cabinet. Unit has one hinged door. Used in dental laboratories for storage
sinks or processing equipnent.

.—,

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: : in: O (b 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: : : : 0 kg 2: --- nja n/a n/a rda

CAB I NET, BASE, 2D0, 36x36x24

Base unit storage cabinet. Unit has two hinged doors. Used in dental laboratories for a
sink, storage or processing equipment.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 36 36 24 0 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 91 91 61 ~ O kg 2: --- nla nla n/a nla

D0540 6520 CAB I NET, BASE, 00, 29.5X24X24

Base unit storage cabinet. Unit has a single hinged door. Used in dental laboratories as a
drawer or torch compartment unit for storage. o

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 30 24 24 0 lb 1: --- HZ: SWITCH: DENT : HOUR :

EA cm: 76 61 61 0 kg 2: --- n/a n/a n/a n/a

I 00550 I 6520 I CABINET, BASE, CAST 1NG MACH , 36x24x24 \AAA. .l . . . . ..l I

I Base unit, casting machine cabinet. Unit has a single hinged door. Equipped with built-in
vi brat ion dampening. Used in dental laboratories. I

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN - 13TUs/
1SSUE : in: 36 24 24 0 lb 1: --- HZ: SWITCH: DENT : HOUR :

EA cm: 91 61 61 0 kg ,2: --- n/a nla nla n/a

,00590 6520 FRAME , TABLE, OPEN, 6. 5X24X24 AA A.. . . . . . .

Tab[e frame with open front compartment section. Used in dental laboratories to hold a torch
unit.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
ISSUE : in: 7 0 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 18 : E O kg 2: --- n/a n/a n/a nla

00600 6520 FRAME, TABLE, DR, 6.5X24X24 AA A.. . . . . . .

Table frame with single drauer. Used in dental taborator i es for drawer space under bench top.

UNIT OF HEIGHT W1OTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUSI
i SSUE : in: 7 24 24 0 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm 18 61 61 0 kg 2: --- n/a nla nla n/a *
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DO61O 6520 FRAME, TABLE, 6.5x48x24 AA A.. . . . . . .

I Table frame solid front section. Also called apron frame. Used in dental laboratories to
make a work bench. Information given is for the 42 inch wide size. I

UNIT OF HEIGHT UIDTH OEPTH NEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
ISSUE: in: 7 48 24 0 Lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 18 122 61 0 kg 2:,--- nla n/a n/a n/a

00615 6520 FRAHE, TABLE, 6.5xux24 AA A.. . . . . . . I
I Tab[e frame solid front section. ALSO called an apron frame. Used in dental laboratories to

make a work bench. Information given is for 42 inch uide size. I
I 1

UNIT OF HEIGHT UIDTH DEPTH KEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 7 0 24 0 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 18 0 61 0 kg 2: --- Wa n/a tia n/a

O,!‘,,’ ,

FRAME, TABLE, 3DR, 6.5X48X24 AA A.. . . . . . .

Tab[e frame. Also called an apron frame. Unit has three drawers. Used in dental
laboratories to make work benches with drawers under bench top.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AHPS HERTZ DEPEN- BTUs/
1SSUE : in: 7 .48 24 0 lb 1: --- HZ: SUITCH: OENT: HOUR :

EA cm: 18 122 61 0 kg 2: --- n/a n/a nla n/a

00630 6520 FRAME, TABLE, ZDR, 6.5x48X24 AA A.. . . . . . .
I

Table Frame. Also called an apron frame. Unit has two drawers and a center open compartment.
Used in dental Laboratories to make a work bench with drawer space and a torch compartment.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AHPS HERTZ DEPEN- BTUs/
f SSUE : in: 7 48 24 0 lb 1: --- HZ: SWITCH: DENT: HOUR :

2A cm: 18 122 61 0 kg 2:--- nfa n/a n/a nfa

00640 6520 FRAHE, TABLE, DR, 2C?tPT, 7X48X24 AA A.. . . . . . .

Tabte frame base unit. Unit has two open compartments on both sides of a center drawer. It
is used in dental laboratories to make a work bench for technicians.

UNIT OF HEIGHT W!DTH DEPTH MEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSIJE : in: 7 48 24 0 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 18 122 61 0 kg 2: --- n/a n/a n/a n/a
L

00650 6520 FRAME, TABLE, 3DR, 6.5x42X26 AA A.. . . . . . .

Tabte frame base unit. Unit has three drawers. Used in polishing, finishing ad grinding
department of a dental laboratory.

UNIT OF HEIGHT UIOTH DEPTH WE1GHT VULTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 7 42 24 0 lb 1: --- HZ: SWITCH: OENT: HOUR :

EA cm: 18 107 61 0 kg 2:--- @a n/a nfa tia

o,J
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*

FRAME , TABLE, OR, 4HDR, 6.5X42X24

Table frame.’ Unit has two center ha~f depth drawers, two end half depth drawers and one ful 1
depth drawer. Used in dental laboratories to make a work bench with storage drawers.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHA.$E AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 7 42 24 0 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 18 107 61 0 kg 2: --- n/a nla nla n/a

CABINET, W/H, 2SOR, 30x36x13
r

Walt hung cabinet. Unit has double g[azed or solid S1 i ding doors with two adjustable shelves.
Unit is used in dentat laboratories for overhead storage.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
ISSUE:

BTUs/
in: 30 36 13 109 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 76 92 33 50 kg 2: --- n/a nja nja n/a

D0670 SHELF, USE U/FRAME, TABLE, 1.5X48X24

Lower shelf. Used in conjunction with table frame units to develop Hork space in dental
taboratories.

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 2 48 24 0 (b 1: --- HZ: SUITCH: OENT: HOUR :

EA cm: 5 122 61 0 kg 2: --- nla n/a n/a nla

D0680 6520 LEG , TABLE FRAME, 30x2x2 AA A.. . . . . . .

Table frame leg. Used to support the table frame sections of dental laboratory technician
bench assembl i es.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1!sSUE : in: 30 0 lb 1: --- HZ: SUITCH: OENT:

EA
HOUR :

cm: 76 : : 0 kg 2: --- n/a n/a n/a n/a

D0700 6520 COUNTERTOP, EPOXY RESIN, U/RIM, 2XUX24 AA A.. . . . . . .

Modified epoxy resin countertop, with 2 inch stain[ess steel rim attached. Used in dental
laboratories to make work benches. Priced by the linear foot.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 2 0 24 0 lb 1: --- HZ: SUITCH: DENT: HOUR :

FT cm: 5 0 61 0 kg 2: --- nla n/a nla nla

D0705 COUNTERTOP, FGC, U/LEDGE
b

I Fiberglass-cement countertop, Hith ledge. Used in dental laboratories. Item is made to order
and is available frcin various suppliers. Priced by the linear foot. I

UNIT OF HEIGHT UIDTH OEPTH UE 1GHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: o 0 0 lb 1: --- HZ: SUITCH: OENT:

FT cm: o 0
HOUR :

;: O kg 2: --- nla n/a nla n/a
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00710 6520 COUNTERTOP, EPOXY RESIN AA A.. . . . . . .

htodif ied epoxy resin countertop. Unit has back rai 1 ami she(f. Service led9e (~ck rai ( and
shelf ) placed at back of uorking surface is 6 inches high and 6 inches f rent to back, except
where specified. Front (of service [edge or back rail) is covered with epoxy resin. Shelf
section is removable to provide access to gas, electrical, and water connections. Priced by
the linear foot.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: o 0 0 lb 1: --- HZ: SWITCH: OENT: HOUR :

FT cm: o : 0 0 kg 2: --- n/a n/a n/a n/a

I 00715 6520 COUNTERTOP, EPOXY RESIN, U/O LEDGE AA A.. . . . . . .

Mdified epoxy resin countertop. Unit has no service iedge or rim. Countertop is .75 inches
thick, length and width as required. Countertop is priced by the Linear foot.

UNIT OF HEIGHT W1OTH OEPTH UEIGHT VOLTS PHASE A!(PS HERTZ OEPEN- BTUs/
1SSUE : in: O 0 0 0 Lb 1: --- HZ: SWITCH: OENT: ii(l.JR :

EA cm: o 0 0 0 kg 2: --- n/a n/a n/a n/a

00720 6520 COUNTERTOP, EPOXY RESIN, U/LEOGE, CRS RIM AA A.. . . . . . .

Modified epoxy resin countertop. unit is 3/4 inch thick, has 6 inch high by 6 inch deep
service ledge with removabte top and 2 inch by 2 inch by 3/16 inch corrosion resisting steel
angle rim on front and sides, width (u) and depth (0) as required. Priced by linear foot.

UNIT OF HEIGHT UIOTH DEPTH WEIGHT VOLTS PHASE ANPS HERTZ OEPEN- BTUs/
ISSUE: in: O 0 0 lb 1: --- HZ: SUITCH: OENT: HWR :

FT cm: o 0 : 0 kg 2: --- nfa n/a n/a n/a

COUNTERTOP, FGC, U/LEDGE AA A.. . . . . . .

Fiberglass cement countertop. Ledge is 6 inches high by 12 inches deep. length and width is
as required. Priced by the linear foot.

4
UNIT OF HEIGHT U1OTH OEPTH UEIGHT VOLTS PHASE AXPS HERTZ OEPEN- BTUs/
ISSUE: in: 0 0 0 0 ib 1: --- HZ: SWITCH: OENT: HWR :

FT cm: o 0 0 0 kg 2: --- n/a n/a n/a nfa

00730 6520 COUNTERTOP, EPOXY RESIN, U/LEOGE AA A.. . . . . . .

I Modified epoxy resin countertop. Unit has 6 inch deep sewice ledge with a removable top.
Length and width of countertop is as rquired. Priced by the linear foot. I

UNIT OF HEIGHT UIOTH OEPTH WEIGHT WLTS PHASE AMPS
ISSUE:

HERTZ DEPEN- BTUs/
in: 0 0 0 0 (b 1: --- HZ: SUITCH: OENT: HWR :

EA cm: o 0 0 Okg 2: ”-- rt/a n/a n/a rua

TANK ASSEMBLY, 801 LtSJT, 1DX1OX14 AA A.. DB. .AA

Soi [outtank assenb[y. Unit consists of a stainless steel tank with cover, heat rectifier
asseab~y, gas burner and adjustab~e thermostat. Used in dental laboratories. The bench toP
cut wt size is 10.875 X 16.875 inches.

UNIT OF HEIGHT UIOTH DEPTH NEIGHT WLTS PHASE ANPS HERTZ OEPEN- BTUs/
ISSUE: in: 0 ib 1: 120 1 5 HZ: SWITCH: OENT: HOUR :

2A cm: :: ;: G o kg 2: --- 60 NO YES n/a

O,,
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a

1 D0755 6520 ASSEMBLY, BOI LOUT/UASHOUT AA A.. Be . . . .

Uashout and boi lout tank assembly, two section, stainless steei tank, self contained mobile,
electric heating elements. Reci rcuiating pump wax trap and drain valve.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 0 lb 1: 220 1 30 HZ: SUITCH: DENT: ‘HOUR:

‘EA cm: 94 61 61 0 kg 2: --- nla nla nla n/a

D0760 6520 ~ GIJARO, CASTING MACHINE, 13 Hx21D1A AA A.. . . . . . .

Casting machine guard and rim. 13 inches deep, 21 inches diameter. Staintess steel guard
with stainless steel rim to trim working surface. Used in dental lakratories as an insert in
cabinet for casting machine safety guard to prectude casting material from becoming a
projectile if equipment fails.

UNIT OF HEIGHT WIDTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/ :
1SSLJE: in: 13 21 0 0 lb 1: --- HZ: SWITCH: DENT : HOUR :

EA cm: 33 54 0 0 kg ‘2: --- nla n/a n/a n/a

D0790 6520 ; SINK, SS, 18 GAUGE, 11x18x14 AA A.. o. . . . .

Stairitess steel sink assemb(y. Includes 18 gauge steel fitted with D0830 plaster mixing
faucet and beehive strainer. Unit is used in dental laboratories.

UNIT OF HEIGHT WIDTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
ISSUE:

BTUs/
in: 11 18 14 0 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 28 46 36 0 kg ~2: - - - nla n/a n/a n!a

D0791 6520 SINK, SS, 18 GAUGE, 10X14X14 AA A.. o. . . . . I
e

I ! 1 1 I

Stainless steel sink assemb[y. Unit has 18 gauge steel fitted sink that includes mixing
faucet, beehive strainer and plaster trap. Used in dental laboratories.

UNIT OF HEIGHT WIDTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: O Lb 1: --- HZ: SWITCH: DENT : HOUR :

EA cm: E ;: 2 0 kg 2: --- nla nla n/a n/a

D0792 6520 SINK, SS, 6X14XI0 AA A.. D. . . . .

Stainless steel sink assembiy. Unit is used in dental operatories as a hand wash station by
the dentist. Unit includes a crumb cup strainer and a remote control faucet with a wal 1
mounted foot control. I

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 6 14 10 0 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 15 36 26 0 kg 2: --- n/a nl a nla n/a

00795 6520 SINK, CRS, 18 GAUGE, IOXI4X1O AA A.. D. . . . .

Corrosion resistant sink. Unit has a chrome cup strainer, a single swing remote control
faucet and a wal 1 mounted foot pedal mixing valve.

LINIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
! SSUE :

BTUs/
in: O Lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: ;: ;: ; ; O kg 2: --- nla n/a nla n/a
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SINK, SS, 12)(20)(16 AA A.. D. . . . .

Stainless steet sink assdly. Unit is fitted uith a 00830 plaster trap, mixing faucet and a
beehive strainer. Used in dentai laboratory es. I

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE A14PS HERTZ DEPEtJ- BTUs/
1SSUE : in: 12 20 0 lb 1: --- HZ: SWITCH: DENT:

31 51 ;?
HOUR :

EA cm: O kg 2:--- n/a nfa n/a tia

D0805 6520 SINK, CRS, IOX18X14 AA A.. o. . . . .

Corrosion resistant steel sink. Used in denta~ Laboratories.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN - BTUs/
lSSUE: in: 0 lb 1: --- HZ: SU1 TCH : DENT: HOUR :

2A cm: : :: : Okg 2: --- n/a n/a tia nla

SINK, SS, 10X14X1O AA A.. D. . . . .

Stainless steel sink. Used in dentat laboratories.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE : in: 10 14 0 (b 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 26 36 : 0 kg 2: --- n/a n/a n/a n/a

D0820 6520011732450 CLEANER , ULTRASONIC, OENTAL cc c.. .A . . . .
I,

0.,,”

E

Dental instrument ultrasonic cieanar, six quart capacity. Used to clean dental instruments
after use and before sterilizing. Includes energy se(action switch drain system, drip tray and
lower basket. Tank dimensions are 6 x 11.5 x 6 inches.

UNIT OF HEIGHT UIOTH DEPTH ME 1GHT VOLTS PHASE AMPS HERTZ DEPEN- BTUSI
ISSUE : in: O lb 1: 120 1 - HZ: SUITCH: DENT: HOUR :

2A cm: ;: 2 ;; O kg 2: --- 50/60 NO NO tia

6520 I TRAP, PLASTER AA A.. 1 . . . . .

Plaster trap with a cast bronze top and rim. One piece copper body 8.5 in diameter, 11.5
inches deep, with a 1.5 inch top inlet and drain connection. Used in dental lakwatories to
capture solids to precltxle the clogging of drain tines. #ust allow at (east 11 inches of
clearance at top of unit to remove basket for c(eaning.

UNIT OF HEIGHT UIOTH OEPTH til I GHT VULTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: o 20 lb 1: --- HZ: SWITCH: OENT: HWR :

EA cm: :; o 9 kg 2: --- n/a nla n/a Ma

00840 6520 TANK ASSEM8LY, UASHWT/801 L(XJT , 10X18XI4 AA A.. DB. .AA

Washout and boi lout tank asserrbty. Fitted with two section stain(ess steel tank. Used in
dental Laboratories to remove molding material from the casting. Bench top cutout nnst be
20x1B inches. Unit is gas fired, includes fwr swing spouts, ptmp, vatves, safety switch,
thermostat and solenoid. Oinumsions given below are inside dimensions.

LIMIT OF HEIGHT WIOTH OEPTN NEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 10 18 16 0 lb 1: 120 1 5 HZ: SWITCH: OENT:. NWR :

EA m: 26 46 36 0 kg 2: --- 60 NO YES 14,000

0,,,:
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D0850 6520 TANK ASSEMBLY, UASHOUT/BOILOUT, CURING AA A.. lB. .AA

Wax softening, washout, boilout and curing tank assembly. Contains tuo 18 gauge stainless
steel tanks, one 10 XI4X12 and one 18x14X1O. Unit is used in denta( (laboratories to remove
molding material from casting. Bench top cutout required is 31x18 inches. Unit is gas fired,
includes four swing spouts, ptsnp, valves, safety switch, ,thermostat and so(enoid. Dimensions
given below are inside dimensions.

1

LJNIT OF HEIGHT UIDTH OEPTH WE1GHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 12 31 18 0 lb 1: 120 1 15 HZ: SUITCH: DENT: HOUR :

EA cm: 31 79 46 0 kg 2: --- 60 NO YES 28,000

00855 6520 FAUCET, DOUBLE JOINTED, MALL MOUNTED AA A..’ J. . . . .
I

Single, double-jointed spout faucet with aerator. !dall mounted 13 inches long extended, 1/2
in femaie pipe thread, chrome plated red brass. Unit is used in conjunction with the washout
boilout tanks JSNS DOE40 and D0850. Used in dental laboratories to clean out the washout
boilout tanks.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 0 0 18 0 lb 1: --- HZ: SWITCH: DENT: HWR :

EA cm: o 0 46 0 kg 2:--- n/a n/a nla n/a

Q0860 6520 LIGHT, BENCH, DENTAL

I Iiench,ight. Used on dental prosthetic laboratory benches. I

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 0 0 0 0 lb 1: 120 1 1 HZ: SWITCH: DENT: HOUR :

EA cm: o 0 0, 0 kg 2: --- 50/60 YES NO n/a

HOOD, COLLECTING, DUST, 17x29x21

Dust collecting hood. Used as a dust collection hood for punice po(ishing in dental
laboratories. Unit is constructed of copper or heavy gauge sheet steel with silver enamel
finish. Hood is equipped with light switch, incandescent lamp(s) removable pumice pans and
b(ast gates or dampers. Unit is designed to provide between 200 and 365 cubic feet per minute
air voiume removal with a velocity of approximately 4000 feet per minute through a 3 inch duct,

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTIJs/
ISSUE: in: 17 29 21 : 32 lb 1: 120 1 15 HZ: SUITCH: DENT: HOUR :

EA cm: 43 74 54 15 kg 2: --- 60 NO YES nla

00880 6520 BLAST GATE, FISH MWTH, 6-1/2X6X13 AA A.. .. B...

Grinding hood. Also called a fishmouth. Used for denture finishing and gold polishing in
dentai laboratories. Requires a 3 in bench vacuun connection that is fitted with blast gate or
damper. Unit is finished baked enamel in beige or grey.

‘UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 7 6 13 5 lb 1: --- HZ: SWITCH: OENT: HOUR :

EA cm: 18 15 33 ~ 3 kg 2: --- nla nfa nfa nj a

D0900 6520 WORKSTATION, DENT LAB, REC, 74wx24DX34H AA A..

Workstation, receiving, ftoor standing, 34 Hx84wx240, inciudes: 1 base unit (single door with
adjustable shelf), 1 base unit (4 drawers), 1 undercounter single drawer unit, 1 counter top
(plastic laminate)

UNIT OF HEIGHT WIOTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 0 lb 1: --- ~ HZ: SWITCH: DENT: HWR :

EA cm: 86 188 86 0 kg 2: --- nla. n/a nle nia

92

Source: https://assist.dla.mil -- Downloaded: 2016-12-11T01:05Z
Check the source to verify that this is the current version before use.



I
MIL-STD-1691F

APPENDIX A 1 JULY 1993

CATEGORY : ANAVI
.fSN NSN

UTILITIES
WIENCLATURE RVFAH 123456

DD905 6520 WORKSTATION, DENT LAB, 4 TECHNICIAN AA A.. .A D.A.

Workstation, general, 4 technician, modu(ar, includes: Fu(l-length (Oad-bearing steel frame on
adjustable legs, with end paneis and supports. Overhead task tighting (3000 Ltot, natural
day[ight), bunsen burner, air gm, and bench mounted uork tray hoider for each station. Dust
extraction units (3 dust, 1 precious me tal recovery unit). Bench top includes 4 storage
cabinets with 4 drawers and instrument inserts, one S.S. debris drawer and a cast
cem!?nt/fiberglass countertop. 34 Hx87Mx480

UNIT OF HEIGHT WIDTH OEPTH WEIGHT . WLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: o 0 0 lb 1: --- HZ: SWITCH: OENT: HOUR :

EA an: 06 22: 122 0 kg 2: --- n/a n/a n/a nla

DO91O 6520 UORKSTATION, OENT LAB, METAL GRINOING AA A.. .AO. A.

Workstation, metal grinding, modular, includes: Futl-length load-bearing steel frsme on
adjustable legs with ed psnets ad supports, 3 drawer storage cabinet, 4 drawer storage
storage cabinet with instrument inserts, Cast cement/fiberglass countertop, Overhead task
lighting (3000 lUX, natura( day(ight), Air gun, Dust extraction unit for bench lathe
(Berytiun fitter)

UNIT OF HEIGHT WIDTH DEPTH WEIGHT WLTS PHASE ARPS HERTZ OEPEN- BTus/
1SSUE : in: o 0 0 0 lb 1: --- HZ: SWITCH: OENT: HOUR :

EA cm: 221 61 86 0 kg 2: --- n/a n/a n/a n/a

] 00915 ~ 6520 I WORKSTATION, DENT LAB, CERAMIC NCOULAR IA AA. .I. A*. A.] I

O,..

I 00920

Workstation, ceramic, modutar, includes: full-length load-bearing steei frame on adjustable
Legs, with end panels and supports, 4 drawer storage cabinet and instrument inserts, 4
drawer storage cabinet iii th inserts for ceramic pouders and 1 iquids, cast/cement fiberglass
countertop, overhead taks ( ighting (3000 lUX, natural daylight), air gun, micro-f i lter
(ceramic) extraction unit for S.S. debris drawer.

UNIT OF HEIGHT UIOTH DEPTH UEI GHT WLTS PHASE ANPS HERTZ OEPEN - BTUs/
1SSUE : in: O lb 1: --- HZ: SWITCH: DENT:

2 22; 6;
HOUR :

2A cm: O kg 2: --- n/a n/a n/a n/a

6520 UORKSTAT 10N, OENT LAB, FLOOR STANO1 NG AA A.. OA . . . .

Workstation, ceramic, floor standing, includes: 2 floor standing cabinets uith adjustable
shelf, 1 f (oor standing cabinet ui th 4 drawers ad inserts, 1 S.S. sink (16’’Lxl6’l4x8”O)
uith faucet, plastic laminate counter top.

UNIT OF HEIGHT UIOTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE: in: O (b 1: --- HZ: SWITCH: OENT: HWR :

EA cm: ~ 22: 6; O kg 2: --- n/a n/a n/a nfa

DD92S 6520 UORKSTAT 10N, ACRYL [C, FlD4EHDC0 , FLOOR ST AA A.. BA. ..E

Workstation, acry[ ic, ftszehood, f [oor standing: Construct of PVC, resistant to acids and
aggressive chemicais, Built in Lighting, extraction fan, and water channel for rinsing,
Equiped with see-through counter-balanced plexiglass door.

UNIT OF HEIGHT WIDTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: O 0 0 0 lb 1: 120 1 - HZ: SWITCH: DENT: HWR :

EA cm: 137 71 61 0 kg 2: --- n/a n/a n/a nla

93

Source: https://assist.dla.mil -- Downloaded: 2016-12-11T01:05Z
Check the source to verify that this is the current version before use.



MIL-STD-1691F

1 JULY 1993 APPENDIX A
I

CATEGORY : ANAVI UTILITIES
JSN NSN : NOMENCLATURE ,RVFAH 123456

*
D0930 6520 UORKSTAT ION, DEN LAB, CASTING, 73ux29Dx34H AA A.. .D. ..E

Workstation,. casting, modu(ar, includes: Full-length load-bearing aluminum frame on
adjustable legs, ~ith side panels and supports, Overhead S.S. canopy hood ~ith start delay
and 99 hr. timer, Furnace sheif (A8”Lx16”D), Pull-out casting ring cooling drawer with
steet grid, Cermanic title countertop.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: O lb 1: ---

EA
HZ: SUITCH: DENT:

2 7:
HOUR :

cm: 18; O kg 2 :--- nla n/a nla n/a

I D0935 I 6520 I WORKSTATION, DENT LAB, INVEST,97WX24DX37H I A A A . . I D A C . . . I I

Workstation, investing bench, modutar, includes: Ful t- length load-bearing a(uminum frame on
adjustable legs, with end panels and supports, 3 base cabinets with doors, 1 base cabinet
with 3 drauers, 1 air gun, 1 S.S. sink (7.5 Hx16ux16H) with plaster trap and mixing
faucet(cold and warm), 1 waste disposa( unit with scraper, 1 corrosion resident table top
100’’x24’o .

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- 8Tus/
1SSUE : in: o 0 O lb 1: 120 1 -

EA
HZ: SWITCH: DENT: HOUR :

cm: 9: 254 61 I O kg 2:--- nla nla n/a n/a

D0940 6520 WORKSTATION, DENT LAB, EQUIPMENT BENCH

Workstation, investment equipnent ‘bench, modular, includes: 1 Full-length load-bearing
aluminum f rama on adjustable legs with end panels and supports, 2 Floor-mounted storage
cabinets with doors, 1 Cast cement/fiberglass counter top.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS
1SSUE :

HERTZ DEPEN - BTUs/
in: 0 0 0 lb 1: ---

EA
HZ: SUITCH: DENT: HOUR :

cm: 8: 135 61 0 kg 2: --- n/a n/a n/a n/a

D0945 6520 UORKSTAT ION, DENT LAB, SURVEY I NG/M1 LL I NG AA A..

Workstation, survey ing/mi 1 [ ing, floor standing, includes: 3 single door floor cabinets with
adjustable shelf, 1 4 drawer floor cabinet with 4 drawers, 2 single drawer under counter
units, 1 plastic laminate countertop 14411X244’.

UNIT ‘OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: O lb 1: --- HZ: SWITCH: DENT:

EA : 36; 6:
HOUR :

cm: O kg 2: --- nla n/a n/a nla

WORKSTAT ION, DENT LAB, ACRYLIC PROCESS I N

Workstation, acrylic processing, floor standing: 2 single door base cabinets with adjustable
shelf, 1 base cabinet with 5 drawers, 1 base cabinet with 3 drawers, 1 plastic laminate
countertop.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
ISSUE: in: O 0 lb 1: --- HZ: SWITCH: DENT:

EA 86 24: 6?
HOUR :

cm: O kg 2: --- n/a n/a nla n/a

D0955 6520 WORKSTATION, DENT LAB, ACRYLIC CURING AA A.. .D . . . .

Workstation, acrylic curing, modular, includes: Load-bearing aluminum frame on adjustable
[egs with end panels and supports, Overhead extraction S.S. canopy hood with bui it-in fan and
start delay timer, Plastic laminate countertop.

~ UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 lb ‘l: --- HZ: SWITCH: DENT: HOUR :

EA cm: 7; 122 61 0 kg 2: --- n/a nla n/a nla a
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1

00960 6520 “ UORKSTAT ION,DENT LAB, PLASTER AA A.. DA

Workstation, plaster, fioor standing, includes: 2 sing~e door base cabinets with adjustable
she(f, 2 base cabinets ni th 4 drauers each, 1 double base cabinet uith 1 single door and 2
drawers, 1 S.S. sink 16t’Lx16Wx8tT) with mixing faucet and plaster trap, 1 S.S. sink
32’1LX16”UX8’lD with mcde( trimner support shelf, cold water valve for trimner, mixing faucet and
piaster trap, 1 S.S. countertop with rolled edge, 1 waste disposal unit.

f
UNIT OF HEIGHT bfIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
lSSUE: in: 0 0 Lb 1: ---

EA
HZ: SWITCH: DENT:

9: 62: 61
HOUR :

cm: O kg 2: --- Ii/a nla n/a n/a

01 SPEMSING SYSTEM, OENT LAB, WALL lIICIJNT
,

Dispensing system, uall mounted, includes: Electric stone/plaster dispensing unit,
bins,

3 S.s.
1 electric hoist.

UNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN - BTUs/
1SSUE : in: O lb 1: ---

EA 10; 17! 4!
HZ: SUITCH: OENT: HOUR :

cm: O kg 2: --- nfa n/a n/a n/a

UORKSTAT ION, DENT LAB, POLISHING, DOUBLE AA A.. .A

Workstation, polishing, modular, inc[udes: Full-length toad-bearing eluninun frame on
adjustable legs with end panels end supports, S.S. countertop with roi~ed edges, 2 built-in
po(ishing units with integrated 2 speed motors, 1 ighting, dust extraction unit for wet end
dry pot ishing with removeab[e waste tray.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT WLTS PHASE AMPS HERTZ OEPEN-
lSSUE:

BTUs/
in: 0 0 ib 1: --- HZ: WITCH: OENT:

EA 9: 201 67
HOUR :

cm: O kg 2: --- nJa n/a n/a n/a

00975 6520 WORKSTATION, OENT LAB, DIE TRI#041NG
I

AA A.. .A O...

Workstation, die triuming, modu(ar, inc[udes: Full -1ength toad bearing steel frame on
adjustable legs with end paneis and supports, Overhead task lighting (3000 lux, natural
day~ight), 2 storage cabinets with 4 drawers and inserts, Adjustable air presure and air
gun, Oust extraction unit with particle filter, collection hood and S.S. debris drawer,
Cast cement/fiberglass countertop.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT WLTS PHASE AMPS HERTZ DEPEN-
1SS!JE :

BTUs/
in: o 0 0 0 lb 1: 120 1 - HZ: SWITCH: DENT: HOUR :

EA cm: 86 61 86 0 kg 2: --- n/a n/a n/a n/a

IDo9ao 6520 WORKSTATION, OENT LAB, POLISHING, SINGLE
I

AA A.. .A

Workstation, dental Laboratory, polishing, single, includes:

UNIT OF HEIGHT UIOTH OEPTH WEIGHT VOLTS PHASE ANPS HERTZ DEPEN- BTUs/
ISSUE : in: o 0 0 0 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 94 W 61 0 kg 2: --- nla n/a n/a n/a

02520
~

CABINET, K091LE, STORAGE cc c..

UNIT OF HEIGHT UIDTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 0 ~o 0 0 lb 1: --- HZ: SWITCH: DENT: IIOUR :

EA cm: o 0 0 0 kg 2: --- n/a n/a n/a @a
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a

I D2530 I 6520005110010 I CABINET, TOOTH ASSORTMENT, 6X18X17 Iccc. .l . . . . ..l I

I Tooth assortment cabinet. Unit has five compartment drawers. Usad to store miscellaneous
sizes of tooth assortments by mold and shade. Liners are available for the drawers. I

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 6 18 17 40 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 15 45 43 18 kg 2: --- nla ,nla n/a nla

02535 6520 UELOER, TACK, ORTHODONTIC cc c.. .A . . . .

Orthodontic tack welder. Used in dental laboratories to repair and assemble orthodontic
appliances.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 0 0 0 0 lb 1: 120 1 15 HZ: SWITCH: DENT: HOUR :

EA cm: o 0 0 O kg 2: --- 60 NO YES n/a

D2540 6520005116350 CASTING MACHIME, MANUAL, BROKEN ARM cc c.. . . . . . .

Broken arm manual casting machine. Unit is manua’((y operated for Type 11/111 metals. Used in
dental laboratories to cast precious and non-precious metals. Must be operated in casting wel(
of at least 21 inches in diameter.

UNIT OF HEIGHT UIDTH DEPTH ~ WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 12 15 0 ~ 24 lb 1: --- HZ: SUITCH: OENT: HWR :

EA cm: 31 38 0 !1 kg 2: --- nla nla n/a n/a

D2550 6520 CASTING MACHINE, CHROME/COBALT cc c.. .A . . . .
a

Chrome/cobalt casting machine. The unit employs electrical melting methods. The unit can be
stand mounted or bench mounted.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 34 25 25 0 lb 1: 120 1 15 HZ: SUITCH: DENT: HOUR :

EA cm: 86 62 62 0 kg 2: 220 - - 50/60 YES NO n/a

02560 6520 CASTING MACHINE, CHROME-COBALT cc c.. .F . . . .

Chrome-cobalt casting machine. Unit is an automatic microprocessor controlled induction
casting machine. Unit is used in dental laboratories for casting all dental alloys. The unit
also has an argon gas option to protect the alloys from oxidation. The unit requires 208 volt
power to operate and is an air cooled unit that requires no plumbing.

UNIT OF HEIGHT UIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 68 30 29 700 lb 1: 208 1 30 HZ: SUITCH: DENT: HOUR :

EA cm: 173 77 74 318 kg 2: ---- 50/60 YES NO n/a

102580 I 6520012340255 \ CASTING MACHINE, CROUN/BRIDGE ICCC. .I. F....I I
Crown and bridge chrmne cobalt casting machine. Unit is designed for safe clean casting of
precious and non-precious dental alloys. It includes auto temp control through a range of
900-1800C (l652-3272F), built-in optical pyrometer, self-contained water cooling system and
variable casting arm acceleration rate.

t

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 43 26 425 lb 1: 208 1 30 HZ: SWITCH: DENT: HWR :

EA cm: 110 66 2 193 kg 2: ---- 50/60 YES NO n/a
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,

03250 6520001105545 INAIR, OPERATING, OENTAL I cc c.. .A . . . .
I I

I D3290

I D3295
1

Oental operating chair. Used in dental operatories to position patients during dental
procedures. This unit is as specified in the standard catalog.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTus/
ISSUE: in: 63 27 7S 380 (b 1: 120 1 15 HZ: SUITCH: DENT: HOUR :

EA cm: 160 69 190 172 kg 2: --- 50/60 YES NO n/a

6520 SOLOERING UNIT, PRECISION cc c.. .A . . . .

Precision soldering unit. Used in denta( laboratories for al 1 types of soldering
requirenmts.

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE ANPS HERTZ DEPEN- BTus/
ISSUE : in: t4 17 11 65 lb 1: 120 1 8 HZ: SUJTCH: OENT: HOUR :

EA cm: 36 43 28 30 kg 2: --- 60 NO YES 3,500

6S20 CHAIR, ROTARY, LABORATORY, OENTAL
I

cc c.. . . . . . .
I

Dental laboratory rotary chair. Used by technicians uhi[e working at a bench. Chairs wilt
have casters and an adjustable backrest.

J

UNIT OF HEIGHT UIDTH DEPTH WE 1GMT vOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 44 18 0 0 Lb 1: --- HZ: SUITCH: DENT:

EA
HOUR :

cm: 112 46 0 0 kg 2: --- n/a tia Wa tia

D3300 6520 CHAIR, RADIOGRAPHIC, DENTAL CC C.. .A . . . .
1

PI

Dentat x-ray chair. Dental chair used in intraoral dental radiography. Unit can be any
dental chair with adjustable height capability. Usual[y the same t~ chair used in
operatories is acceptable for ciinical uniformity. Multiple colors are available and nust be
specified at time of ordering.

UNIT OF HEIGHT WIDTH DEPTH tiEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 27 380 lb 1: 120 1 6 HZ: SUITCH: DENT:

EA 18 69 1:
HOUR :

cm: 172 kg 2: --- 50/60 YES NO n/a

6520 CHAIR, TABLE, DENTAL OPERATING
I

CC C.. .A . . . .
I

Dental operating chair/table. Used in oral surgery to p[ace the patient in any position
between upright and prone. Unit comes in nultiple colors and can be equipped with restraining
straps, rails lV’pole and a~rds.

UNIT OF HEIGHT WIDTH DEPTH UErGHT WLTS PliASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 42 27 70 570 lb 1: 120 1 12 HZ: SWITCH: DENT: HOUR :

EA cm: 107 69 178 259 kg 2: --- 60 NO YES nja

03320 6520 CHAIR, OPERATING, OENTAL, U/UNIT MOUNT 8 CC.. .A . . . .
I

Denta( operating chair. Unit is capable of accepting a chair mounted denta[ operating unit.
The chair is basically the same as 03300 with attachments for momting a dental operating unit.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT WLTS PHASE AHPS HERTZ DEPEN- BTUs/
ISSUE : in: 63 27 75 380 lb 1: 120 1 6 HZ: SWITCH: OENT: HOUR :

EA cm: 160 69 190 772 kg 2: --- 50i60 YES NO n/a

o,“
97

Source: https://assist.dla.mil -- Downloaded: 2016-12-11T01:05Z
Check the source to verify that this is the current version before use.



MIL-STD-1691F

1 JULY 1993 APPENDIX A

I ilsw I CATEGORY : A N A V 1 UTILITIES
NSN NOMENCLATURE RVFAH 123456 I I

I D3380 6520
I

STOOL, OPERATING, DENTAL, DOCTOR cc c.. . . . . . .

Oental operating stool. Used by the dentist in the care and treatment of patients. This
chair has a gas cy~inder to adjust the height of the chair. It a(so has backrest as an
integral part of the unit. The unit is to be equipped with casters and various color
combinations of vinyl or fabric.

A

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: ‘:28 19 0 34 lb 1: --- HZ: SUITCH: DENT:

EA ;;: 71 48
HOUR :

0 15 kg 2: --- nla nla n/a nla

]D3390 16520 1, STOOL, OPERATING, DENTAL, ASSISTANT Iccc. .t . . . . ..l I

!

I D3550

Dental operating stoot. Used in dental operatories by the dental assistant during procedures
in concert with the dentist. This chair has a body support arm or aMominal support that can
be left or right hand adaptable. It is also gas cylinder operated for height adjustments. The
chair is available in multiple vinyl or fabric color combinations.

lJNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 33 19 0 44 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 84 48 0 20 kg 2: --- n/a n/a n/a n/a

6520 EVACUATION SYSTEM, LABORATORY, DENTAL AA A.. .C . . . .

High vacuum laboratory evacuation (HUEL) station. Unit is used in denta~ laboratories to
operate up to twelve 3 inch suction inlets throughout the laboratory. The unit has the suction
capacity of 1800 cubic feet per minute.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE’: in: 801 46 36 980 lb 1: 220 3 - HZ: SUITCH: DENT: HOUR :

EA cm: 203 117 92 444 kg 2: --- 60 NO YES nla

Two stage denture curing unit. Used in dental laboratories to polymerize heat curing dental
resins for dentures. Tuo stage, two flask capacity unit with a temperature range of 90 degrees
farenheit to 212 degrees. Timer ranges from 15 minutes to 23 hours. Automatic shut off at
completion of cycle. The oven has a safety thermostat to preclude hazardous temperature
levels. The unit also has a removable, covered 6.375 inches in diameter by 7.5 inches deep
tank.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 11 10 13 0 lb 1: 120 - 5 HZ: SUITCH: DENT: HOUR :

EA cm: 28 26 33 0 kg 2: --- 60 NO YES n/a

D3565 7310 RESIN CURING UNIT, VISIBLE LIGHT cc c.. .A . . . .

I
Visable light resin curing unit which provides a high intensity, cold light source of visib~e
blue light for the polymerization of all visible-light-cured materials. Unit provides for time
selections between 10 and 60 seconds or continuous operation. Unit beeps at ten second
intervals. (NAVY ADD)

UNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 12 6 5 0 lb ‘1:12011 HZ: SUITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- 60 NO NO n/a
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D6001 6520 CC+iPRESSOR, Al R, OENTAL AA A.. .C . . . .
I

I Dental .a i r compressor. Used to provide c[ean day air for dental operations. Unit must be
capable of a [east 90 PSI uith cubic feet per minute flou rate determined by project size. I
Unit is equipped with a dryer system.

UNIT OF HEIGHT UIDTH DEPTH HEIGHT VOLTS PHASE ARPS HERTZ DEPEN- ETUs/
ISSUE: in: 65 108 44 2,596 {b 1: 208 368 HZ: SUITCH: OENT: HOUR :

EA cm: 165 275 112 1,126 kg 2: --- 60 NO NO nla

04005 6520 COMPRESSOR , AIR, DENTAL, SURGt CAL
I

AAA. .lC . . . .

Air cmpressor for dentai surgica 1 treatment rooms. Provides ctean, dry air between 80 and
120 pounds per square inch pressure (PSI ). Size as determined by design. Unit is equipped
with an air dryer system.

UNIT OF HEIGHT uIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- 8TUs/
lSSUE: in: 34 47 21 460 (b 1: 208 15 HZ: SUITCH: DENT:

208 kg 2:--’- 60 NO
HWR :

EA
f

Cm: 86 120 54 YES nja

D4D80 6520005198000 CURING UNIT , OENTURE , 3 STAGE I cc c.. .A . . . .

Three stage denture curing unit. USed in dental laboratories to polymerize heat -curing
dentat resins for dentures. Three stage, fifteen flask capacity unit with a temperature range
of 105-212 degrees Farenheit. Unit provides for twotimeand temperature settings. Timer can
be adjusted fran 15 minutes to 23 hours.

1

UNIT OF HEIGHT U1OTH OEPTH i/EIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 17 17 20 104 lb 1: 120 1 15 HZ: SWITCH: DENT: HOUR :

EA cm: 44 44 51 47 kg 2: --- 60 NO YES n/a

04100 6520
I

CLEANER, STEAM, DENTAL I cc c.. JO . . . .
, 1

I
Dentai steam cleaner. Unit has a variable temperature contro( and is capabte of generating up
to 80 PSI of pressure. Used in flushing out dirt, debris, Max and po[ishing conpounds from
models, dentures, impression trays and instruments. I

UNIT OF
\ HEIGHT uIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- 8TUs/

1SSUE : in: 19 19 21 139 lb 1: 220 20 HZ: SWITCH: OENT:
2A 63 kg 2:.-’-

HOUR :
cm: 49 69 S4 50/60 YES NO n/a

04220 652DO05625486 SUCTION APPARATUS, DENTAL
I

cc c.. .A . . . .
, 1

I
Hobi(e dental suction a~ratus. AISO called an aspirator. Used in dentai c(inics for
aspirating btood, saliva and other fluids during surgery. Unit produces 635 mi(imeters of
mercury of suction.

UNIT OF tlEIGHT U$DTH DEPTH UEIGHT VOLTS PHASE ANPS HERTZ DEPEN- BTUs/
ISSUE: in: 33 18 17 72 lb 1: 120 1 - HZ: SWITCH: DENT:

EA
HOUR :

cm: 84 46 43 33 kg 2: --- S0/60 NO NO n/a

04260 6520
I

HANDPIECE, LABORATORY, DENTAL, ELECTRIC CC C.. .A . . . . I
Dental laboratory handpiece. Unit is a straight typeand is electrically operated. It
ineitdes a controller, power cables and ia portab[e. Unit is used to grind, polish or finish
precious and non-precious metal altoys.

UNIT OF HEIGHT WIDTH OEPTH WEIGHT WLTS PHASE AUPS HERTZ OEPEN- BTUs/
1SSUE : in: 4 8 6 6 lb 1: 120 HZ: SUITCH: DENT:

EA 3 kg 2:--’-
HOUR :

cm: 10 21 16 50160 YES NO nfa
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@
D4261 6520 HANDP1 ECE , LABORATORY, DENTAL, PNEUMATIC cc c.. .. D...

Dental laboratory handpi ece. Unit is a straight type and is air powerad. It includes hoses,
filter, a regulator, a hanging bracket and foot contro[. Unit is used to grind, polish or
finish precious and non-precious metal al 10YS, chrome-cobalt al 10YS and porcelain surfaces.

UNIT OF ltEIGlfT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 0 lb 1:-”- HZ: SWITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- n/a nla nla n/a

D4262 6520 ORILL, ORAL SURGICAL, ELECTRIC DRIVE cc c.. .A . . . .

Electrically powerad surgical dri[[ system. Stain Less steel construction of dri 11 and reamer.
May include a variety of reciprocating or rotary saw and dri 11 heads.

UNIT OF HEIGHT UIOTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 4 12 9 30 lb 1: 120 1 2 HZ: SWITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- 60 NO NO nia

D4310 6520 PRESS, FLASK, PNEUMATIC, 22xIOX9 cc c.. .. D...

Pneumet i c flask press. Unit is a single flask model. Requires 100 PSI air supply. ‘Unit has
factory preset pressures for tria I pack and final closure. Used to pressure pack acrylic for
dentures and partials.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 22 10 9 65 lb 1: --- HZ: SWITCH : DENT: HOUR :

EA cm: 56 26 23 30 kg 2: --- n/a n/a n/a nia

D4320 6520012433283 PRESS, FLASK, HYDRAULIC, 1 FLASK,22XIOX9 cc c.. .D . . . .

Hydraulic f task press. Unit is a single flask model. Used in dental prosthodontic
laboratories to load acrylic pressure packs for dentures and partials. Se[f -contained
hydraulics al low up to 3500 tbs. of force with minimal physical effort by means of a hand
lever.

~ UNIT OF HEIGHT UIOTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUSI
1SSUE : in: 22 10 4 O lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 56 26 11 0 kg 2: --- nja n/a n/a nl a

04350 6520 OVEN, CURING, DENTAL, VACUUM, 26x13x16 cc c.. .B . . . .

,1~‘,

Vacuum denta 1 curing oven. Unit is used in dental laboratories for vacuum staining and
gtazing of porcelain molds. The unit is used in concert with D4360 vacuum pump. The system is
programmable by users for several f i ring programs. Unit can be configured for other power
sources.

UNIT OF HEIGHT WIDTH DEPTH WE1Gt4T VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 55 lb 1: 120 - 1’0 HZ: SWITCH: DENT : HOUR :

EA cm: 2;: 25 kg ,2: --- 50/60 YES NO nja

04360 6520 PUMP, VACUUM, 11x7) (IO C C C ...:....:

Vacuun pnp. Used in dental laboratories to provided vacuum source for the vacuun oven listed
at 04350. Unit can be configured for other power sources.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- Bm.Js/
i SSUE : in: 11 7 10 24 lb 1: 120 1 3 HZ: SWITCH: OENT: HOUR :

EA cm: 28 18 26 11 kg 2: --- 60 NO YES n/a

a
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DUPLICATOR, MODEL, PROSTHETIC cc c.. .A . . . .

Prosthetic modei duplicator. Used in dental laboratories to hold and dispense duplicating
cotioid for dental models.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PNASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 28 14 14 58 tb 1: 120 1 8 HZ: SNITCH: DENT: HWR :

EA cm: 70 36 36 27 kg 2: --- 50/60 YES NO n/a

D4370 6520 DUPLICATOR, MODEL, PROSTHETIC, AUTUTIC cc c.. .A . . . .

Automatic dental mode( ctuplicator. Used in dental laboratories to process, ho~d and dispense
hydrocotloid for denta[ model duplicating uork. Unit has dual adjustable temperature controis
and automatic timing controts. Unit has a three gallon capacity.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 29 18 19 97 lb 1: 120 1 15 HZ: SNITCH: DENT: HOUR :

EA an: 74 66 49 44 kg 2: --- 50/60 YES NO nfa

04f190 6520005502900 CLAMP/EJECTOR, FLASK, OENTURE
I

cc c.. . . . . . .

Denture flask clanp and ejector. Used in dental laboratories to remove investment models from
the flasks motds. Unit canes with the pry bars and it mounts on the bench top.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 0 [b 1: --- HZ: SNITCH: OENT: HOUR :

5A cm: o 0 0 0 kg 2: --” n/a n/a n/a nla

o

:,
,) ~

6520012558162 FURNACE, LABORATORY, DENTAL, BURNOUT cc c.. .8 . . . .

Dental burnout furnace. Used in dentat laboratories for burnout of dental alloy rings and
flasks. Unit is capable of automatic or manua( operation ~ith a digital readout. Unit can
hold up to 28 inlay rings, 6 mediunor 3 large flasks. Has an autcmatic self-adjusting
calibration system with a digital readout.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE : in: 17 15 15 30 lb 1: 120 1 - HZ: SWITCH: OENT: HUJR :

5A cm: 44 38 38 14 kg 2: --- 50/60 NO NO n/a

D451O 6520 FURNACE, LABORATORY, OENTAL cc c.. .A . . . .

Denta[ laboratory furnace. Used for porcelain giazing and staining and is equipped with an
automatic pyromezer and an atarm.

UNIT OF HEIGHT U1OTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 15 11 19 (b 1: 120 1 5 HZ: SUITCH: OENT: HOUR :

2A cm: 38 28 : 9 kg 2: --- 50/60 YES NO n/a

D4560 652012882189 ENGINE, OENTAL, BENCH, ELEC, U/TABLE 8SE cc c.. .A . . . .

High speed bench mounted denta( engine. Used in prosthodont i cs laboratories for part ial and
ccaplete denture repair and fabrication of surgicat SPL ints. Unit incides handpiece,
f oots~i tch and power contro(.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 0 0 0 0 lb 1: 120 1 - HZ: SWITCH: OENT: HOUR :

EA cm: o 0 0 0 kg 2: --- 50/60 YES NO n/a

O,;,
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ID4590 16520 I CHISEL, DENTAL, PNEUMATIC Iccc. .l. .rl...l I

I Pneumatic denta( chisel. Used in dental laboratory for prosthodontic appliance deflasking.
Unit inc(udes ftat blade, Lubricator, regulator, filter and hose. I

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 2 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: o 0 0 1 kg 2: --- nla n/a nl a n/a

ID5500 16520 ] MODULE, PRE V DENTISTRY, 2STA, 56x72x24 ]AAA. .IoAc. ..I I

Preventive dentistry module. Unit is a two station configuration. It includes a steel sink
with faucet, mirror with light, duplex out(et and air syringe capability. Itisused in the
teaching of proper orai hygiene.

UNIT OF HEIGHT WIOTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 72 24 595 Lb 1: 120

EA lx
HZ: SUITCH: DENT:

270 kg 2: - -’ -
HOUR :

cm: 183 61 50/60 NO NO nla

E
6520 MODULE, PREV DENTISTRY, ISTA, 56x36x24 AA A.. DA C...

Preventive dentistry moth.de. It is a single station unit. It includes a stainless steel
sink, 12 inc’hes diameter with single lever faucet, dup(ex outlet mounted in rear panel,
combination mirror-light and air syringe with holder.

UNIT OF HEIGHT UIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
:[SSUE : in: 36 310 lb 1: 120 1 -

EA
HZ: SUITCH: DENT: HOUR :

cm: 1~ 92 : 141 kg 2: --- 50/60 NO NO n} a

-20-57”4 I LIGHT, DENTAL, OPERATING, CHAIR BB B.. .A . . . .
/

Chair mounted dental operating light. Unit is a reflector type with three position switch.
The dental operatory iight is used to illuminate the field of work for the dentist. Must
specify left or right hand delivery at the time of order.

[

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 0 53 0 75 lb ‘l:l201- HZ: SUITCH: DENT: HOUR :

EA cm: o 135 0 34 kg 2: --- 60 NO NO n/a

lD6050 ~65200089021841 LIGHTr DENTAL, OPERATING, CEILING, TRACK I E E A . . I . F . . . . I I
Dental operating light. Unit is single light, ceiling, track mount suspension. Used in
installations Hith a ceiling height between 8 and 10.5 feet. Dental operatory light used to
illuminate the field of work for the dentist.

IUNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS
1SSUE : in: o 0

HERTZ OEPEN- BTUs/
0’ 88 lb 1: 120 1 - HZ: SUITCH: DENT: HOUR :

EA cm: o 0 0 40 kg 2: --- 50/60 NO NO n/a

LIGHT, DENTAL, OPERATING, CEILING, TRACK

Dental operating light. Unit is a twin lamp-head, ceiling, track type mount. Used in
installations with a ceiling height between 8 and 10.5 feet. Dental operating light is used to
illuminate the field of work for the dentist.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: o 0 88 lb 1: 120 1 - HZ: SUITCH: DENT: HOUR :

EA cm: o : 0 40 kg 2: --- 50/60 NO NO nl a
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06155 6520 LIGHT , DENTAL, OPERATING, CEILING, PEO AA A.. .F . . . .

Dent#l operating ( igt’tt. Unit is a sing[e head, singte cei~ing, pedestal mount uith a light
mounted variable intensity controller. Dental operatory light used to i 1 luninate the field of
uork for the dentist. Cei(ing height nust be betueen 8 and 10.5 feet.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 Lb 1: 120 1 - HZ: SWITCH: OENT: HOUR :

EA cm: : 0 0 0 kg 2: --- 50/60 NO NO n/a

D6160 6520 LIGHT, OENTAL, OPERATING, CEIL, 2HD, PEO cc c.. .F . . . .

Oental operating light. Unit is a tuin lanphead, singte ceiling pedestal tmunt. Dental
operatory light is used to illuminate the field of uork for the dentist. Ceiling height tmst
be betueen8 and 10.5 feet.

UNIT OF HEIGHT UIOTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTus/
ISSUE : in: o 0 88 lb 1: 120 1 - HZ: SWITCH: DENT: HOUR :

2A cm: : 0 0 40 kg 2: --- 50/60 NO NO n/a

D6250 6520005389150 GRINDER/POLISHER, BENCH UNTO cc c.. .A . . . . I
Grinding ati fmiishing machine. Also Ca[(ed lathes and motors. Used in dental laboratories
to grind and poiish dental appliances. The unit has two speeds uith 1725/3650 nominal spindie
speeds and is bench mounted.

UNIT OF HEIGHT WIOTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 40 lb 1: 120 1 3 HZ: SWITCH: DENT: HOUR:

2A cm: o 0 : 18 kg 2: --- 50/60 NO NO n/a

ID6500 6520005389250 GRINOER/POLISHER, FLR RNTD, 56x42x24 cc c.. .A . . . .

Grinding and polishing machine. Unit is equipped with a dust collector, hood, removable front
Panei, work shetf and one right and one left stardard tapered chuck. The unit is tbio speed
uith 1725/3450 nminal spind(e speeds. The unit is to be floor mounted.

UNIT OF HEIGHT M1OTH OEPTH UEIGHT VOLTS PHASE AHPS HERTZ DEPEN- BTus/
1SSUE : in: 42 2& 204 lb 1: 120 1 7 HZ: SWITCH: DENT: HOUR:

EA cm: 1:; 107 61 93 kg 2: --- S0/60 NO NO nla

I 06550 I 6520008897497 I GRINDER/POLISHER, BENCH MNTO, HIGH SPEEO I C C C . . I . A . . . . I I

High speed grinding ad polishing machine. Unit is bench mounted. Used in dental
laboratories to finish gold and chrome appliances. Unit has two speeds, 10000 and 24000
nominal spindle speed.

UNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 0 0 0 46 lb 1: 120 1 - HZ: SWITCH: DENT: HOUR :

2A cm: o 0 0 21 kg 2: --- 50160 NO NO nfa

D6560 6520 BATH, NATER, CASTING, 6X1OX5 cc c.. .A . . . .

I Hydroscopic cast i ng water bath. It is a constant temperature water bath. Unit is used in
dental (laboratories to maintain casting materials at a constant temperature.

UNIT OF HEIGHT WIDTH OEPTH NEIGHT VOLTS PHASE ARPS HERTZ DEPEN- BTUs/
IsSUE : in: 4 5 12 lb 1: 120 1 1 HZ: SUITCH: OENT: HOUR :

EA cm: 10 : 13 6 kg 2:-”- 50/60 YES NO Ma
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D6570 6520010042658 BATH, UATER , IMPRESS1OH , 5x8x7 cc c.. .A . . . .

Dental impression mater bath. Unit is used in dental laboratories to maintain precise
temperature of impression material ad warming of carpules. Temperature range is 90 to 160
degree Farenhei t, thermostatic control Led.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 5 8 7 12 lb 1: 120 1 2 HZ: SUITCH: DENT: HOUR :

EA cm: 13 21 18 6 kg 2: --- 50/60 NO NO n/a

D6600 6520008901463 MIXER/INVESTOR, VACUUM, 2SP, l/3HP BB B.. .A D...

Dental vacuun mixer- investor with two speeds and 1/3 HP motor. Unit is used in denta(
lakmatories to mix a~ginates and other materials, as wel 1 as investing materials for inlays
and crowns. Unit is wet 1 mounted and requires minimun 57 psi input air pressure.

~ UNIT OF ‘HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 8 8 8 .44 lb 1: 120 1 1 HZ: WITCH: DENT: HOUR :

EA cm: 19 20 20 20 kg 2: --- 50/60 NO NO n/a

D6650 6520 FORMER, VACUUM, U/MOTOR , U/VAC PUMP/HTR cc c.. .A . . . .

Vacuum former. Used in dental laboratories for adaptation of thermoplastic resins. Unit has
a self contained nmtor, vacuum pump and heater.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1 SSUE : in: o 0 0 0 lb 1: 120 1 - HZ: SUITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- 50/60 NO NO n[a

D7090 ; 6520 UT] LITY CENTER, DENTAL, UALL/FLR MNTD BC C.. BA H... *

Uti Lity center. Used for electrical, air, waste and water uti lity connections. Unit is floor
or wal 1 mounted for quick connect ai r/water, duplex electrical out let and accommodates one
umbilical. It includes air and water shut off valves and regulators.

I

UNIT OF ~ HEIGHT WDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: O lb 1: --- HZ: SUITCH: DENT:

1: :; 2:
HOUR :

EA cm: O kg 2: --- nla n/a nla nla

t
I D8010 6520 I OVEN, BURNOUT, FNT LDG, 40x24x25.25 ICC C.. I. B.. .. I I

Super burnout overt. Used in denta ( laboratory es for wax burnout of f laska. Unit is a f rent
loading large capacity machine; must insure the unit has a controller included. One
manufacturers control (er is 9x16x8 inches and can be mounted on a wal 1 or on the unit.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 40 24 26 469 1b 1: 120 1 20 HZ: SUITCH: DENT: HOUR :

EA cm: 1’02 61 66 213 kg 2: --- 50/60 YES NO nl a

D8020 6520012471300 OVEN , BURNOUT, 19HX1901A cc c.. .B . . . .

Burnout oven. Used in dental laboratories for wax burnout of flasks. Unit is a top loading
unit capable of holding 9 cases. Unit wst be used uith a suitable controller generally to be
specified separately. One manufacturers cent roller is 9X16X8 i riches acci can be mmnted on the
wal 1 or counter.

—

UNIT OF HEIGHT UIDTH DEPTH UE I GHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 102 lb 1: 120 1 14 HZ: SWITCH: DENT: HOUR :

EA cm: Zz : 47 kg 2: --- 50/60 YES NO nla
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D8030 6520 OVEN,BURNCllT, 17x16X11 cc c.. .B . . . . I
Burti oven. Used indenta( laboratories for uax burnout of flasks. Unit is a front 10Sdin9
counter top model.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 17 16 11 48 Lb 1: 120 1 14 HZ: SWITCH: OENT: HOUR :

EA cm: 44 41 28 22kg 2: --- 50/60 YES NO n/a

D8060 6520
I

FURNACE, PORCELAIN, VACUUM, 23X15.5X15 CC C.. .B . . . .
I

Vacuun porcelain furnace. Used in denta( laboratories to fire porcelain molds for dental
appliances. Unit shall include a vacuun pup capable of producing 27 inches of mercury in
thirty seconds.

UNIT OF HEIGHT UIOTH OEPTH NEIGHT VOLTS PHASE AMPS HERTZ OEPEN- fJTUs/
ISSUE: in: 23 16 15 0 [b 1: 120 1 12 HZ: SWITCH: OENT: HOUR :

EA cm: 59 41 38 0 kg 2: --- 50/60 YES MO n/a

08250 6520 UNIT, OENTAL, OPERATING I cc c.. 38 H... I I

Oental operating init. Used in the care and treatment of dentat patients by the dentist
and/or dental hygienist. The unit can be ualt, chair or cart mounted.

UNIT OF HEIGHT UIOTH OEPTH NEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 37 27 65 lb 1: 120 1 10 HZ: SWITCH: OENT: HOUR :

EA cm: 94 69 E 30 kg 2: --- 50160 NO NO n/a

f’-?:’ 08255 6520 SYSTEM, OENTAL CARE DELIVERY
I

cc c.. BBH. .D
,;

1u
Oental care delivery system. It includes a dental operating chair, chair mounted dental unit
with assistant instrunentation and cuspidor, utility service center, and a unit post mounted
dental operating light.

UNIT OF HEIGHT UIOTH DEPTH MEIGHT WLTS PHASE AHPS HERTZ DEPEN- BTUs/
1SSUE : in: o 43 246 (b 1: 120 1 15 HZ: SUITCH: OENT: HOUR :

2A cm: o lW 2: 111 kg 2:-”- 50/60 NO NO Ma

D8260 6520 I CART, ASSISTANT, DENTAL cc c.. OB H...

Oental assistant cart. Used in the care and treatment of denta( patients by the dental
assistant. The unit is a mobile stand mount. It requires an tmbi[ ical connection for
utilities. .

UNIT OF HEIGHT U1OTH OEPTH NEIGHT VOLTS PHASE AMPS HERTZ DEPEN- 8TUs/
ISSUE: in: 42 85 lb 1: 120 1 - HZ: SWITCH: OENT: HOUR :

EA cm: 107 z z 39 kg 2: --- 50/60 YES NO n/a
&

08500 I 6520 I ORYER, PORCELAIN, OENTAL, VAR TEMP I cc c.. .A . . . .

I Oental porceiain dryer. Used for drying porcelain slurry. Unit has a variable temperature
range 0-700 degrees F. 120 AC. European voitage configurations are available. I

IIUNIT OF HEIGHT U1OTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN-
1SSUE:

BTUs/
in: 22 12 14 40 lb 1: 120 1 - HZ: SUITCH: OENT: HOUR :

EA cm: 56 31 36 18 kg 2: --- 50/60 YES NO tia

O,,,
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D8510 6520012132652 OVEN, DRYING, DENTAL, 19.25x14x12 cc c.. .A . . . .
, I

Dental model drying oven. Used to dehydrate refactory models prior to bee’s uax dipping. The
unit provides efficient circulation of air to eliminate moisture as it evaporates. The unit
has an adjustable damper, two shelves, bui lt - in thermostat, secondary temperature controller
and gtass thermometer.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE : in: 20 14 12 42 lb 1: 120 1 - HZ: SUITCH: DENT: HOUR :

EA cm: 51 36 31 19 kg 2: --- 50/60 YES NO nla

D8520 6520 OVEN , ORY1 NG, SUPER, OENTAL , 30x24x24 cc c.. .A . . . .

Oenta 1 super drying oven. This is a front loading unit designed to burn-out and heat-soak up
to 20 cases at one time. The characteristics include a lower shelf and split-upper shelf that
parmi ts use of al ( types of f [asks at the same time. This unit requires a temperature control.

LIMIT OF HEIGHT WIDTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
t SSUE : in: 31 24 26 450 lb 1: 120 - - HZ: SUITCH: OENT: HOUR :

EA cm: 79 61 64 205 kg 2: --- 60 NO NO nla

08530 6520 POLISHER, ELECTROCHEMICAL, 5.5 X7X6.5 cc c.. .A . . . .

Electric dental polisher. Unit includes controller, tray, two porcelain polishing bowls,
rinse bowl and top, bottle of solution, anode base and lead assembly, spare fuses and cathode.
Unit is used to polish chrome framework prior to final polish.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 6 7 7 11 lb 1: 120 1 - HZ: SUITCH : DENT: HOUR :

EA cm: 14 18 18 5 kg 2: --- 50/60 YES NO nla

SANDBLASTER , COMPLETE

Sandblaster. 1 tern is used in dental laboratories for abrasive blasting of restorations. Unit
comes with abrasive tanks, abrasive penci 1s, pressure regulator and fi lter system. Unit can be
attached to a dust CO1 lection system.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: I in: 19 19 17 26 lb 1: 120 1 - HZ: SUITCH: OENT : HOUR :

EA ~ cm: 49 -49 44 12 kg 2: --- 50/60 YES NO n/a

r

k2-

ED8555

6520 I SOLDERING/BRAZING UNIT ICCC. .I. A....I I

Soldering and brazing unit. Electric soldering machine used in dental laboratories to solder
non-precious and precious alloys.

UNIT OF HEIGHT UIDTH OEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
i SSUE : in: 6 7 7 10 lb ‘1:12018 HZ: SUITCH: DENT: HOUR :

EA cm: 15 18 18 5 kg 2: --- 50/60 NO NO n/a

6520 TORCH, CAST 1NG/SOLDERI NG, DENTAL cc c.. .. C.A.

Dental casting and so(dering torch. Used in dentat laboratories for soldering and casting
crown and bridge al 10YS.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN - BTUs/
1SSUE : in: o 0 0 0 Lb 1: --- HZ: SUITCH: OENT: HOUR :

EA cm: o 0 0 0 kg 2: --- nla nla nla nla
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I 08560 6520 ORAL SURGERY SYSTEH, )iOEI LE
I

cc c.. BA D...

I Mobile oral surgicai unit. Unit incldes air-drive, mbiie stand, variable dust foot control
with removable instrument holder, one high s~ed surgfcai handpiece, one surgical straight air
turbine handpiece, one stainless” stee( solution bottle, stain(ess steel cup, ‘instrument-tray,
three function syringe ad 10 ft e[ectric conductive tubing and fitting. Used in dental
operatories by the dentist during patient procedures.

UNIT OF HEIGHT U1OTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 38 24 24 62 [b 1: 120 1 5 HZ: SWITCH: DENT: HOUR :

EA I an: 97 61 61
I

28kg 2: - - - 50/60 YES NO n/a

0+:,:,

0

I D8600 6520
I

BIN, PLASTER, 6 COMPARTMENT, 3OX36X1O
I

A L A........
I

Four compartment plaster bin. Used in dental laboratories to hold and gravity feed plaster
materials for dental casting and mo(ding processes. Unit has a capacity of 300 pounds of
materials. The plaster bin is designed for above the counter mounting.

uNIT OF HEIGHT wIDTH OEPTti WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUS1
1SSUE : in: 30 36 0 Lb 1: --- HZ: SWITCH: OENT: HOUR :

5A cm: 76 92 ~ O kg 2: --- n/a n/a n/a n/a

08620 6520 BIN, PLASTER, 3 CC#PARTMENT, 3OX36X1O A L A........

Three compartment plaster bin. Used in dental Laboratories to hold and gravity feed plaster
materials for casting and molding processing. Unit has a capacity of 75 pounds of materials.
The bin is designed for above the counter mounting.

UNIT OF HEIGHT WIOTH OEPTH NEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 30 36 10 0 (b 1: --- HZ: SWITCH: OENT:

5A
HOUR :

cm: 76 92 26 0 kg 2: --- nfa n/a n/a nla

08650 6520 CHUTE, WASTE, PLASTER, COUNTER WUNTEO AA A.. . . . . . .

Counter mted p[aster waste chute. Unit is available either in a round configuration or a
square unit. This is a chute that is mounted in the countertop. It is used to dispose of
waste materia[ through the countertop. The round unit is 6 inches round X 4 inches deep. The
square unit is 5 inches on a side and with a two inch lip.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: o 0 0 0 lb 1: --- HZ: SWITCH: OENT: HOUR :

5A cm: o 0 0 0 kg 2: --- n/a n/e n/a nla

08850 6520001490123AMALGAMATOR, OENTAL I cc c.. .A . . . .

I Oental amalgamator. Used in dental operatories to triturate alioys for restoration of teeth
after removal of caries.

1
UNIT OF HEIGHT UIOTH DEPTH WEIGHT VOLTS PHASE AMPS I HERTZ OEPEN- BTUs/
ISSUE: in: 6 9 9 10 lb 1: 120 1 - HZ: SWITCH: OENT:

5A
HOUR :

cm: 15 23 23 5 kg 2: 208 1 - 50/60 no No n/a

08860 6530001450287 STERILIZER, GLASS BEAO cc c.. .A . . . .

Gisss bead sterilizer. The sterilizer uses dry heat with a giass bead or sad filler in the
tank. This unit is in dental clinics for quick sterilization of endodontics instruments.

UNIT OF HEIGHT UIOTH OEPTH WEIGHT VOLTS PHASE NIPS HERTZ OEPEN-
lSSUE:

BTUs/
in: 5 4 6 5 lb 1: 120 - 5 HZ: SWITCH: DENT: HOUR :

EA cm: 13 10 15 3 kg 2: --- n/a n/a n/a n/a
k
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D8950 6520009622106 VIBRATOR, MOLDING, DENTAL cc c.. .A . . . .

Dental molding vibrator. Used in denta( laboratories to remove air frcm the mold material.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 0 25 Lb 1: 120’ ‘1 - HZ: SWITCH: OENT: HOUR :

EA cm: o 1: 2: 12 kg 2: 208 1 - 50/60 YES NO nla

D8960 6520 VIBRATOR, PORCELAIN, DENTAL cc c.. .A . . . .

Dental porcelain vibrator. used in the dental laboratory for the packing of unfired porcelain
slurry.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 6 8 6 0 lb 1: 120 1 - HZ: SWITCH: DENT: HOUR :

EA cm: 15 21 15 0 kg 2: 208 1 - 50/60 NO NO n/a

6520011806964 CLEANER, ULTRASONIC cc c.., .A . . . .

Ultrasonic cleaner. Used in dental laboratories and operatories to clean dental instruments
and tools either as a preliminary step to sterilization or to remove material.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 11 12 0 lb 1: 120 1 - HZ: SUITCH: DENT: HOUR :

EA cm: 28 31 ;: O kg 2: 208 1 - 50/60 YES NO n/a

6520 CABINET, BLAST CLEANING, F/S, 51x19x16 AA A.. .A D...

B[ast cleaning cabinet. Used in dental laboratories for removing investment and oxide film
from metal castings. Unit has internal light, foot switch and a viewing window. Unit requires
an air SUPPLY capable of 4 cubic feet per minute at 80 pounds per square inch.

UNIT OF ~ HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 51 19 16 137 lb 1: 120 1 - HZ: SWITCH: DENT: HOUR :

EA cm~: 130 48 41 62 kg ,2: --” 50/60 NO NO n/a

Ml CROFINISHER, DENTAL, CTR MNTD,21x14x24 AA A.. .A D...

Denta~ air abrasive microfinisher. Unit is dual system with individual micronozzles,
individual controls and gauges for use with oxide abrasives or glass beads. It has view-port
and sleeved arm holes. Used in dental laboratories for fine finish work on appliances.

UMIT OF HEIGHT ,WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 46 Lb 1: 120 1 - HZ: SWITCH: DENT: HOUR :

EA cm: E:: 21 kg 2: --” 60 NO No n/a

09020 6520 MACHINE, MILLING, MODEL/PROSTHESIS cc c.. .A . . . .

Modet mitling machine used to accurately survey, drill, mill and scrape wax. Operates at
speeds between !,000 ad 25,000 RPM with milling and nwdeling spindles (3. On’In diameter). Has
three jaw chuck and model positioning table.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 19 16 19 65 lb 1: 120 1 5 HZ: SUITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- 60 NO NO n/a
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09030 6520 I CABINET , ASSISTANT, DENTAL, NBL ,32x22x18 cc c.. . . . . . .
1

I Nobiie dental assistant,. cabinet. Used by the dentat assistantduring aperatory procedures. I
I I

I UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PNASE AHPS
I

HERTZ DEPEN- BTUs/
ISSUE: in: 32 22 18 150 lb 1: - - - HZ: SUITCH: DENT: HWR : I

O.,:.

1 EA
I

cm: 82 56 46 68k92:---nla n/a II/a
I nfa

09035 6520 DRIVER, ~EL INDEXING PINS cc c.. .A . . . .

Model indexing pin driver used to accurately place indexing pins in multiple piece dental
models and mdtiple piece die sets. Bench tq instrument provides means to accurate~y at ign,
dritl, and insert indexing pins.

UNIT OF HEIGHT WIDTH OEPTH UEiGHT VOLTS PHASE A)(PS HERTZ DEPEN- BTUs/
ISSUE: in: 15 12 0 19 [b 1: 120 1 5 HZ: SWITCH: DENT: HWR :

EA cm: o 0 0 0 kg 2: --- 60 NO NO we

09060 6520 TRIRFIER, lt!DEL, DENTAL, 1/2 HP cc c.. BA . . . . I
DentaL model trimner. Used in dental Laboratories to trim plaster and stone impression
models.

UNIT OF HEIGHT bfIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN-
1SSUE :

BTUs/
in: 10 ib 1: 120 1 - HZ: SWITCH: OENT:

EA : ;; :;
HOUR :

cm: 5 kg 2: --- 60 NO YES n/a

09065 6520 TRIMMER, XODEL, OENTAL, 2 WHEEL cc c.. 8 A....

Owl wheel dentat modet trimner. For use in orthodontic laboratories to accmplish both rough
cuts and smoothing of study models. Optional water tumomsoienoid is required.

UNIT OF HEIGHT U1OTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 15 15 10 [b 1: 120 1 - HZ: SWITCH: OENT:

EA 38 38 ;;
HWR :

ml: 5 kg 2: --- 60 NO YES n/a

09050 6520005644050 TRIKMER, MODEL, DENTAL, l/4 HP, 13x13x16 BB B.. BA . . . .
b

I Denta[ model trimmer with a 1/4 HP motor. Used in dental laboratories for trintning plaster
and stone dental impression tmxiels. This is a tight duty unit. I

UMIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- 8TUs/
ISSUE: in: 35 lb 1: 120 1 2 HZ: SWITCH: OENT:

2A ;: :: :
HOUR :

cm: 16 kg 2: --- 60 NO YES n/a

09055 6520 I VALVE, TRI#OtER, KCOEL, DENTAL AA A.. J. . . . .

Model trimner valve. The unit is a right angle compression stop uhee( handle for surface
mxnting. Used in dental (laboratories toprovide a uater connection va(ve for the model
triamws.

UNIT OF HEIGHT U1OTH OEPTH UE 1GtlT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: O 0 0 0 Lb 1: ---

EA
HZ: SUITCH: DENT: H(XIR :

an: o 0 0 0 kg 2: --- nfa n/a n/a n/a

O,’
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m

I 09056 6520 VALVE, AIR, NEEOLE CONTROL AA A.. .. C...

Needle control air valve. The unit is a right angle, handle indexed, air control valve for
the dental (aboratory. It is chrome plated with a hose barb nozzle. Used in dental laboratory
as a bench air supply valve. It shoutd come with shank nipp(e for plumbing connection. The
valve normai ly uses 3/8 inch female pipe thread.

!

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 O lb 1: --- HZ: SWITCH: DENT:

EA
HOUR :

cm: 0’ 0 0 0 kg 2: --- nla n/a n/a n/a

D9057 6520 VALVE , GAS, NEEOLE CONTROL AA A.. . . ..A.
/

Needle controt gas valve. The unit is a right angle, handle indexad, gas control valve for
the dental laboratory. It is chrome plated with a hose barb nozzle. Used in a dental
laboratory as a bench gas supply va[ve. It should cane with a shank nipple for plumbing
connection. The valve normal ly uses a 3/8 inch female pipe thread.

UNIT OF HEIGHT U5DTH DEPTH UEIGHT VOLTS PHASE AMPS
ISSUE: in:

HERTZ DEPEN- BTUs/
0 0 lb 1: --- HZ: SUITCH: DENT:

EA
HOUR :

cm: ‘: ;’ o 0 kg 2: --- n/a n/a n/a n/a

D9060 6520010456407 PROPHYLAXIS UNIT, ULTRASONIC cc c.. JA D...

I Dental ultrasonic prophylaxis unit. Used in dental clinics for the removal of calculus. Unit
requires water and air suppi i es.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
13SUE : 1 in: 4 9 10 12 lb 1: 120 1 1 HZ: SUITCH: DENT: HOUR :

EA cm: 10 23 26 6 kg 2: --- 50/60 YES NO nla

D9250 6520 RAIL, APRON, 5 .5XWX2 AA A.. . . . . . .
,

I Apron rai 1s. Used to f i 11 in spaces under counter tops between cabinets. The width is
determined by requ,i rements of project. I

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/ ;
1SSUE : in: 6 0 2 5 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 15 0 5 3 kg 2: --- nl a n/a nla nla

1’
09280 6520 LEGS, RAIL, APRON HX1 .5X1.5 AA A.. . . . . . .

Apron rai 1 legs. Used to support countertops ~hen there is no base cabinet to support D9940,
height as requi red. Used i n dentat operations.

UNIT OF HEIGHT UIOTH OEPTH HEIGHT
ISSUE:

VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
in: 0 2 2 11 lb 1: --- HZ: SUITCH: DENT:

EA
HOUR :

cm: o 5 5 5 kg 2: --- n/a n/a n/a n/a

09300 6520 EVACUATION SYSTEM, DENTAL, AA A.. EC . . . .

Denta ( evacuation system. Used in dental clinics for sing(e and multi-operator vacuum. Unit
is equipped with a fai ( safe pressure switch and automatic vacutm rel ief.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 25 28 190 lb 1: 208 1 7 HZ: SUITCH: DENT:

64 72 ~
HOUR :

EA cm: 84 kg 2: --- 60 NO YES nla
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09310 6520 EVACUATION SYSTE14, ORAL AA A.. BC . . . .

Orat”evacuation system. Unit is used in dente~ opsratories to remove f(uids from patients
during procedures. This is a large capacity systi.m. I

UNIT OF HEIGHT WIDTH DEPTH WEIGHT WLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 25 28 235 lb 1: 208 1 25 HZ: SWITCH: DENT:

64 72 ::
HOUR :

EA cm: 107 kg 2: --- 50/60 NO NO nfa

D9320 6520 EVACUATION SYSTEM, SURGICAL AA A.. 8 C....

Surgical evacuation system. This system is a turbine based Large volune system. It is used
in large dentat clinics with ora( surgery sections to handle the high voiune of f(uids ad
material during patient procedures. Unit shouid be hookd up in paratlel and to a separate
collection tank for maxirmm operating effectiveness. Price is for tuo turbines and tank.

UNIT OF HEIGHT WIDTH OEPTH NEIGHT VOLTS PHASE AMPS HERTZ DEPEN- 8Tus/
1SSUE : in: 26 24 24 250 (b 1: 208 3 27 HZ: SUITCH: DENT: HOUR :

2A cm: 66 61 61 113 kg 2: --- 50/60 NO NO n/a

09330 6520 COMPRESSOR, AIR, OENTAL AA A.. lC . . . . I
Oental air compressor. Unit is used indenta~ c(inics to provide an air supp(y to ooerate the
dental handpieces and other instruments used in the care and treatment of patients. Ccmpressof
can hande up to six ~ratories and is equipped with an air dryer system.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE : in: 36 26 47 40S Lb 1: 208 1 16 HZ: SWITCH: OENT: HOUR :

2A cm: 92 66 120 184 kg 2: --- S0/60 NO NO n/a

09400 6520001334769 CABINET, U/H, 2s00, 30)(38)(14 AA A.. . . . . . .
1

I Uatihung cabinet . Unit has double sliding doors and tuo adjustable shelves. I
UNIT OF HEIGHT UIOTH DEPTH NEIGHT WLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 30 38 140 lb 1: --- HZ: SWITCH: OENT:

EA 76 97 ~
HOUR :

cm: 66 kg 2: --- n/a n/a tia n/a

[ 09420 6520 CA81NET, U/H, 2S00, 30x36N12 AA A.. . . . . . .

Wall hung double sliding door cabinet. Unit has 2 @justabte shelves andang[eslidesfor
Rayo trays. Unit is used in denta( operations to hold instrment trays overhead.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT WLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 30 36 14 140 lb 1: --- HZ: SWITCH: DENT: H(X.JR:

EA cm: 76 92 36 66 kg 2: --- n/e n/a n/a n/a

D9L50 6520001334.857 CABINET, 8ASE, U/SINK, lDO, 37N19N18
I

AA A.. D. . . . .

Sink base cabinet. Unit has a single sMing door with touel drop access door to a uaste
receptacle. It also has a cutout for sink unit but requester uust specify if a sink and faucet
is desired. Used in dentat operatoriea for a sink cabinet.

UNIT OF HEIGHT uIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 37 19 18 65 lb 1: --- HZ: SWITCH: OENT: HOUR :

EA cm: 94 48 45 30 kg 2: --- n/a n/a n/a n/a

O,,,
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09480 6520 PANEL, FILLER, SIZE AS REQUIRED

Filler panel. Used in dental laboratory casework to finish between faces of cabinets. Sizes
must be specified on the request.

UNIT OF HEIGHT WIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ OEPEN-
1SSUE :

BTUs/
in: o 0 0 10 lb 1: --- HZ: SUITCH: DENT:

EA
HOUR :

cm: o 0 0 5 kg 2: --- n/a n/a nia nla

D9481 6520 PANEL, FILLER, 5.625xl9 AA A.. . . . . . .
I

Front filter panel. Unit is made of a high pressure plastic laminate. Itcanes~ithan
attachment bracket.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ .DEPEN- BTUs/
1SSUE : in: o 0 0 3 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: o 0’ 0 2 kg, 2: --- n/a n/a n/a n/a

D9482 6520 PANEL, FILLER, 17X17 AA A.. . . . . . .

Filler panet. Used in dental operation case work installations to fi(t cabinet gaps between
itall hung units.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 17 0 8 lb 1: --- HZ: SUITCH: DENT:

EA 43 :;
HOUR :

cm: o 4 kg 2: --- nla nla n/a nla

D9495 6520 ‘CABINET, BASE, 2D0, 2DR, 36x27x17.5 AA A.. . . . . . .

Base cabinet unit. The unit has two drawers and two hinged, half doors. It is used in dental
operations to store mater iats, supp(ies and small equipment items.

UNIT OF HEIGHT WIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE : in: 36 27 125 lb 1: --- HZ: SUITCH: DENT:

EA 92 69 ;:
HOUR :

~ cm: 57 kg 2: --- nla nla nla n/a

09510 6520 CABINET, BASE, 6DR, 37X19X18 AA A.. . . . . . .

Base cabinet unit. Unit has six drawers. Used in dental operation to store instruments and
supplies.

UNIT OF HEIGHT WIDTH DEPTH UE 1GHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 37 19 18 105 lb ‘l: --- HZ: SWITCH: DENT: HOUR :

EA cm: 94 48 46 48 kg 2: ---’ n/a nla nla nla

D9515 6520 ~ CABINET, BASE, U/SINK, 2D0, 37X27Xl8 AA A.. D. . . . .

Sink base cabinet. Unit has double hinged doors with a waste drop receptacle in one door. It
includes a (6x18x12) sink and faucet. Used in dental operatories for dentists and assistants
to uash hands and instruments.

UNIT OF HEIGHT UIDTH DEPTH ~ UEIGHT VOLTS PHASE AMPS
1SSUE :

HERTZ OEPEN- BTUs/
in: 37 27 104 lb 1: --- HZ: SWITCH: DENT:

EA 94 69 E
HOLJR:

cm: 47 kg 2:--- n/a n/a n/a n/a
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D9520 6520 CABINET, BASE, 5KJR, 37x19x18 AA A.. . . . . . .

Base cabinet unit. Unit includes five drawers, one smatl, one large and three mediun depth.
The cabinet is used in dental operations to hold instruments and s~lies.

UNIT OF HEIGHT UJDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- STUs/
ISSUE: in: 37 100 (b 1: --- HZ: SWITCH: DENT:

2A 94 : ::
HWR :

cm: 45 kg 2: --- n/a n/a n/a n/a

4

D9540 6520 CABINET, BASE, 100,3019)(18
I

AA A.. . . . . . .

Base cabinet unit. Unit has a single hinged door. It is used in dental operations to store
materials.

UNIT OF HEIGHT WIDTH OEPTH WEIGHT VOLTS PHASE AXPS HERTZ OEPEN- BTUs/
1SSUE : in: 36 19 18 70 lb 1: ---

EA 92
HZ: SWITCH: DENT: HWR:

cm: 68 46 32 kg 2: --- n/a n/a rt/a n/a

09580 6520 I CABINET, 50R, 37x20x18 AA A.. . . . . . .
I

Base cabinet unit. Unit has five deep drawers. Used in dental operations to store supplies,
instruments and small equi~t.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE ANPS HERTZ OEPEN- BTUs/
ISSUE : in: 37 20 105 (b 1: --- HZ: SWITCH: OENT:

2A 94 51 :
HOUR :

cm: 48 kg 2: --- n/a n/a n/a n/a

6520001334500 CABINET, BASE, 70R, 37x27x18 AA A.. . . . . . .

Base cabinet unit. Unit has seven drawers. Used in dental aerations to store instruments
and sqties.

!
WIT OF HEIGHT WIDTH DEPTH UEJGHT VDLTS PHASE AMPS HERTZ DEPEN - 8TUs/
ISSUE: in: 37 27 18 110 lb 1: --- HZ: SUITCH: DENT:

EA
HWR :

cm: 94 69 45 50 kg 2: --- nla n/a n/a n/a

09610 6520008901847 CABINET, BASE, U/SINK, 200,36X24X18 AA A., D. . . . .
&

Base sink cabinet unit. Unit has double suing doors. Unit is used in dental operations as a
sink cabinet for dentists and assistants to wash hands and instruments.

UNIT OF HEIGHT UIDTH OEPTH NEIGHT VOLTS PHASE ANPS HERTZ DEPEN- BTUs/
1SSUE : in: 3b 24 0 lb 1: ---

EA
HZ: SWITCH: OENT:

92 61 ;
HWR :

cm: O kg 2: --- nfa tia nfa n/a

t 1

D9622 6520
I

1NSERT, TRAY, TREATMENT, 15X14
I

A L A........

Treatment tray insert. Used in dental operations to store Mayo trays and instrument tray.

UNIT OF HEIGHT UIDTH DEPTH WIGHT VOLTS PHASE AMPS HERTZ DEPEN-
ISSUE:

BTUs/
in: 5 lb 1: --- HZ: SWITCH: DENT:

EA E ;; 2:
HWR :

cm: 3 kg 2: --- n/a n/a n/a n/a

09660 6520 CABINET, BASE, u/H, 20R, 6.5x19x17 AA A.. . . . . . .

Wail hung cabinet unit. Unit has tuo drawers. Unit is used indenta( operations to ho~d
instruments and supplies.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT WLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE : in: 7 19 17 45 lb 1: ---

EA
HZ: WITCH: DENT: HWR :

cm: 18 49 44 20 kg 2: --- nfa n/a n/a n/a
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a

D9662 6520 CABINET, BASE, U/H, 2DR, 6.5X27X17 AA A.. . . . . . .

Ual 1 hung base cabinet unit. Unit has two draMers. Cabinet is used in dental operatories to
store instruments and supplies.

UNIT OF ‘HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 7 27 17 85 lb 1: --- HZ: SUITCH : DENT: HOUR :

EA cm: 18 69 44 39 kg 2: --- n/a nla n/a nla

D9681 6520 CABINET, BASE, WH, 3DR, 17x19x18 AA A.. . . . . . .

Ual 1 hung base cabinet unit. Unit has 3 drawers. Used in dental operatories for storage of
supplies and instruments.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN - EITUs/
ISSUE: in: 17 19 18 66 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 43 43 46 30 kg 2: --- n/a n/a n/a n/a

CABINET, BASE, U/H, 3DR, 17x27X18 AA A.. . . . . . .

I Ual 1 hung base cabinet. Unit has three drawers. Used in dental operatories for storage of
SU*l ies and instruments. I

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 17 27 18 ! 73 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 43 69 46 ~ 33 kg 2: --- nla n/a n/a nla

D9691 6520 CAB I NET, BASE, U/H, 4DR , 22X20X18 AA A.. . . . . . .

Uat I hung base cabinet unit. Unit has four drawers. Used in dental operatories to store @

instruments and suppt ies.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTus/
[ SSUE : in: 22 20 69 (b 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 56 51 ; 32 kg 2: --- n/a nla nf a n/a

CABINET, BASE, U/H, 50R, 18x27x17 AA A.. . . . . . .

Ual 1 hung base cabinet unit. Unit has five drawers. Used in dental operations to store
instruments and supplies.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 18 27 18 85 lb 1: --- HZ: SUITCH: OENT : HOUR :

EA cm: 46 69 46 39 kg 2: --- n/a nla nla nla

CABINET, BASE, U/H, 3DR, 18x27x18

Ua{ 1 hung base cabinet unit. Unit has three drawers. Used in dental operations to store
supplies, instruments and smal L equipnent items.

UNIT OF HEIGHT WIDTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: ~ in: 18 27 18 73 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 46 69 46 33 kg 2: --- n/a nla n/a n/a
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i
D9780 6520 ‘ CABINET, BASE, U/H, 6DR, 22X20X18 I AA A.. . . . . . .

I

Uall hung base cabinet unit. Also called a ha(f height cabinet. Unit has six drawers. Used
in dental operations to hold instruments and sugpl ies.

UNIT OF HEIGHT WIDTH OEPTH UEIGIIT WLTS PHASE AMPS HERT2 OEPEN- BTUs/
1SSUE : in: 22 20 18 71 lb 1: --- HZ: SUITCH: OENT: HOUR :

2A cm: 56 51 46 32 kg 2: --- n/a n/a nfa n/a

09783 6520
I

CABINET, BASE, SINK U/H, 18x27x17
I

AAA. . . . . . . .

Wall hung sink base cabinet. Unit has two doors. Unit is used in dental operations to hold a
sink and store materials, (HAMILTON 340634)

UNIT OF HEIGHT UIDTH DEPTH I/El GHT VOLTS PHASE AJ!PS HERTZ OEPEN- BTUs/
1SSUE: in: 18 27 17 63 lb 1:-”- HZ: SWITCH: DENT: HOUR :

EA cm: 46 69 44 29 kg 2: --- n/a nla nia n/a

09785 6520 CABINET, CRNR SINK, W/H,18X27X17 AA A.. o. . . . .

Ual t hung sink base corner cabinet unit. Unit has a single hinged door. It is set up to
accept a sink. Us~ in dental operations as a corner sink cabinet.

UNIT OF HEIGHT WIDTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 18 28 17 78 lb 1: ---

EA
HZ: SWITCH: DENT: HOUR :

cm: 46 71 43 36 kg 2: --- n/a nfa nla Ma

D9786
I

6520001334552 CABINET, BASE, u/H, 200, 18X19X18 A L A........
I

I Ual( hung base cabinet. Unit has two hinged doors and an adjustable shelf. Used in denta(
operations for storage. A(so called half height cabinet. I

II
UNIT OF HEIGHT WIDTH OEPTH

I

UEIGHT VOLTS PHASE ANPS I HERTZ OEPEN- BTUs/
ISSUE: in: 18 19 18 51 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 46 48 46 23 kg 2:---a/a n/a n/a nfa

I 09800 I 652 0007826499 I CABINET, BASE, U/H, 00, 18X19X17 IA AA. .I . . . . .. I I

I Wall hung base cabinet unit. Unit has a hinged door. used in dental operations to store
supp[ies and equipment. I

UNIT OF HEIGHT U1OTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- 8TUs/
1SSUE : in: 18 19 17 51 lb 1: ---

EA
HZ: SWITCH: OENT: HOUR :

cm: 46 48 43 23kg 2: --- nfa n/a n/a tia

09835 6520 CABINET, BASE, SINK, U/H,2D0,17X27X18 I AA A.. D. . . . .

Wall hung sink base cabinet unit. Unit has double hinged $oors and is set up to accept a
sink. Used in dental operations by dentists and assistants to mash hands and instruments.

UNIT OF HEIGHT UIOTH DEPTH WEIGHT VOLTS PHASE AMPS
ISSUE:

HERTZ DEPEN- 8TUs/
in: 17 27 18 63 Lb 1: --- HZ: SWITCH: DENT:

EA
HOUR :

cm: 43 69 46 29 kg 2: --- nfa n/a n/a n/a
L

D9861 6520 CA81 NET, W/H, 2S00, Z5X38X/8 AA A.. . . . . . .

Uai\ hung sliding door cabinet. Unit has doubte stiding doors snd an adjustable shelf. Used
in dentaloperatories to store dental materials and supplies.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN - BTUs/
1SSUE : in: 38 61 (b 1: ---

EA
HZ: SWITCH : OENT :

E 97 2:
HWR :

an: 28 kg 2: --- Na nfa nfa n/a
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Ual 1 hung sliding door cabinet. Unit is used in dental operations to store materials or
supplies.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : I in: 30 38 140 lb 1: --- HZ: SW[ TCH: DENT : HOUR :

EA cm: 76 97 ~ 64 kg 2: --- n/a n/a n/a nla

D9872 6520 SINK, CRS, Complete, 6x14xI0
I

AA A.. D. . . . .

Corrosion resistant steel sink. Unit comes with crumb cup strainer, single suing remote
control faucet and wal ( mounted foot operating mixing valve. Used in dental operations for a
hand wash sink.

~ UNIT OF HEIGHT UIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1 SSUE : in: 6 14 9 lb 1: --- HZ: SUt TCH: DENT : HOUR :

EA cm: 16 36 ;: 4 kg 2: --- nla nla nla nla

SINK, CRS, 7.5X18X14

Corrosion resistant steel sink. Used in dental operations for dentists and assistants to wash
hands, instruments or accessories.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUS/
ISSUE: in: 31 lb 1: --- HZ: SUITCH: OENT: HOUR :

EA ~ cm: 2: :: : 14 kg 2: --- nla n/a n/a n/a

09890 6530009269170 1NSERT , TREATMENT, TRAY AA A.. . . . . . . 9

Treatment tray insert. used in dental operating cabinets to hold Mayo trays.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 0 ‘lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- nla nla nla nja

D9900 6520 BRACKET , SUPPORT AA A.. . . . . . .

I Support bracket. Used in dental operations to support a desk, table frame, work surface or
other wal 1 hung module. I

UNIT OF ,. HEIGHT UIDTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : I n: o 0 0 0 lb 1: --- HZ: SUITCH: OENT: HOUR :

EA cm: o 0 0 0 kg 2:--- n/a nia n/a n/a

D9940 6520 COUNTERTOP , LAM INATEO , 1.5XUXD AA A.. . . . . . .

Laminated piastic countertop. Unit has a molded splashhack. 1 t is used as a work surface on
dental operating cabinets. Must specify 1.5 inch thickness when ordering as wet 1 as width and
depth..

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 2 0 0 0 lb 1: --- HZ: SUITCH : DENT: HOUR :

EA cm: 5 0 0 0 kg 2: --- nla n/a n/a n/a
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I

COUNTERTOP, LANINATED, .75XUX17.5 AA A.. . . . . . .

Laminated countertop. Top is a high pressure laminated covered top with a spiashback. Used
as a uork surface on dental operatory cabinets.

UNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE AKPS HERTZ OEPEN- BTUs/
ISSUE : in: o 18 0 [b 1: --- HZ: SVITCH: OENT: H~R :

EA cm: ; 066 0 kg z: --- Wa n/a n/a n/a

09950 6520 I TABLE, CEPH. TRACING, 36ux240x34H
I

AA A.. A
I

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AI(PS HERTZ OEPEN - BTUs/
ISSUE: in: 0 lb 1: --- HZ: SUITCH: OENT: HWR :

EA cm: 9: 6; ~ o kg 2: --- n/a n/a n/a n/a

I 09960
1

6520 CASINET, U/H, i? SL1OING ODOR AA A..

Wall hung cabinet itith two sliding doors and two removable sheives for use in dental
operatories.

UNIT OF HEIGHT UIOTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTus/
1SSUE : in: O lb 1: --- HZ: SUITCH: OENT: HOUR :

2A cm: ; 9: : 0 kg 2: --- n/a n/a n/a tia

D997D 6520008901830 CABINET, BASE, U/H, lDR, 6.5x19x17 AA A.. . . . . . .

Walt hung base cabinet. Unit has one drawer. Also catted a km? space cabinet, or a knee
hole drawer. Used in denta~ operations to hold instruments and supplies.

UNIT OF HEIGHT WIDTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 7 19 17 43 lb 1: --- HZ: SWITCH: OENT: HOUR :

2A cm: 18 68 43 20 kg 2: --- nfa tie n/a n/a

I 09980 I 6S20001334500 ] CABINET, BASE, 7DR, 37X20X18 IA AA. .I . . . . .. I

I Base cabinet unit. AiSO celled a full height cabinet. Unit inciudes seven dabfers (four
shal low and three deep drawers). Used in a dentai operatory to hold instruments and supplies.

UNIT OF HEIGHT U1OTH OEPTH WEIGHT VOLTS PHASE AHPS HERTZ DEPEN- BTUs/
1SSUE : in: 37 20 18 105 tb 1: --- HZ: SUITCH: OENT: HOUR :

EA cm: 94 51 46 48 kg 2: --- nla n/a Wa n/a

D999D 6S20 CAElNET, U/H, 2S00, 23X38X8 I AA A.. . . . . . .

Uatt htmg sliding door cabinet. Unit shall inciude a peg board insert with hooks. USed in
dental operations to hang appliance molds and other equipt and sup@ies. Peg board and
hooks mist be specified at time of order.

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 38 8 61 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: : 97 21 28 kg 2: --- n/a n/a n/a n/a

E111O 7310 UORKSURFACE, NOD, U/P/H, 84X49X25 cc c.. . . . . . .
.

I Modular wall or panel hung workstation configuration, 8411 high X 49:’ Hide X 251’ deep with one
(1) 48” wide X 24’1 deep uorksurface. I

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AXPS HERTZ OEPEN- BTUs/
ISSUE: in: 84 49 25 0 lb 1: --- HZ: SUITCtl: OENT: HOUR :

EA cm: 213 12f4 64 0 kg 2: --- nla n/a n/a n/a
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Ellll ?310 WORKSTATION ,MOf) ,U/P/H ,2SH ,2DR 84x25x25 cc c.. . . . . . .

Modular wal 1 or pane( hung workstation, 84:1 high X 251’ uide X 25~’ deep uith one (1) 24I’ wide X
24’~deep worksurface, two (2) 24” Hide X 16’1 deep storage shelves mounted 1611 apart below the
worksurf ace.

UNIT OF
I

HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
1SSUE :

BTUs/
in: o 25 25 0 lb ‘l: --- HZ: SUITCH : DENT: HOUR :

EA cm: 213 64 64 0 kg 2: --- nla n/a n/a n/a

I E1112 I 7310 I UORKSTATION, MOD, u/P/H,2sH,20R,84X49X25 I C C C . . I . . . . . . I I

Modular wal 1 or panel hung workstation, 841’ high, 49” wide X 2511 deep with one (1) 48” wide X
241’ deep worksurf ace, one backsplash, two (2) 48” wide X 161’ deep storage shelves mounted 16”
apart below two worksurfaces, and two (2) 611 storage drawers.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
1SSUE :

BTUs/
in: 84 49 25 0 lb 1: --- HZ: WITCH: OENT:

EA
HOUR :

cm: 213 124 64 0 kg 2: --- n/a nl a n! a nl a

,E1113 7310 WORKSTATION, MOO, W/P/H, 2SH , RESIN cc c.. . . . . . .

Modular wal 1 or panel hung, acid resistant workstation, 84” high X 49’1 wide X 25” deep with
one (1 ) 481! wide X 2411 deep worksurface, one (1 ) backsplash, two (2) 4811 wide X 1611 deep
storage shelves mounted 16[! apart below the worksurface, and tuo (2) 611 drawers.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
JSUE: in: 49 25 0 lb 1: --- HZ: SUITCH: OENT:

EA 2:
HOUR :

cm: 124 64 0 kg 2: --- nla n/a nla n/a

E’1114 7310 WORKSTAT ION, MOD ,U/P/H, LAT . F 1LE ,84X25X25 cc c.. . . . . . .
9

Modular wai 1 or panel hung workstation, 84” high X 25” wide X 25” deep with one (1) 24” wide X
24” deep worksurface, one (1) backsplash and one (1) 2411 wide (ateral f i le mounted below the
worksurface.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
lSSUE: in: 25 25 Olb’ 1: --- HZ: SUITCH: DENT:

EA 22 64 64
HOUR :

cm: O kg 2: --- nf a nl a n/a nla

?310 UORKSTAT ION, MOO, U/P/H, 84x25x25

Modu’lar wal 1 or pane( hung workstation, 84” high X 25” wide X 25” deep, with one (1) 24I’ wide
X 2481 deep worksurf ece and a backsplash.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
ISSUE:

BTUs/
, in: 25 O tb 1: --- HZ: SUITCH: DENT:

EA 22 264
HOUR :

~ cm: O kg 2: --- n/a n/a n/a n/a

EI116 7310 WORKSTATION, MOD, U/P/H, DR, RESIN cc c.. . . . . . .

Modular wal 1 or panel hung workstation, 841’ high X 491’ wide X 25” deep with one (1) 48” wide X
2411 deep worksurface, one (1) backsp~ash and one (1) 3“ penci 1 drawer.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 84 49 25 0 lb :1: --- HZ: SWITCH : DENT:

EA
HOUR :

cm: 213 124 64 0 kg 2: --- n/a nla nla nla
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I
E1118 ZJlo

I
UORKSTAT ION, MOO, U/P/H, 20R, 84x@x25

I
cc c.. . . . . . .

Modular ua( 1 or panel hung iiorkstation, 8441 high X 491’ wide X 25t’ deep with one (1) 48’] wide X
24’} deep uorksurf ace, one (1) backsplash and two (2) 6’1 drawers.

UNIT OF HEIGHT WIDTH OEPTK UEIGltT VOLTS PHASE AMPS HERTZ OEPEN - 8Tus/
1SSUE : in: 84 49 25 0 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 213 124 64 0 kg 2: --- tia n/a n/a Na

E1119 7310 UORKSTAT ION, MCO, U/P/H, 30R, 84x73x25 cc c.. . . . . . .

I Modular wall or pmel hung tiorkstation, 84” high X 73’1 wide X 25” deep ~ith one (1) 72” wide X
2411 deep uorksurface, one (1) backsplash and three (3) 611 worksurface mounted drawers. I

UNIT OF HEIGHT W1OTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 73 25 0 lb 1: --- HZ: SUITCH: DENT: HOiJR:

EA Cln: 2% 18s 64 0 kg 2: --- n/a nla n/a nfa

E1120 7310 NORKSTATION, ItLX), U/P/H, 30R, 64X49X25 cc c.. . . . . . .

Floddar wall or panel hung workstation, 84” high X 49’: wide X 2511 deep with a 48” wide X 2411
deep uorksurface, one (1) pencil drawer, and (2) 6“ drawers. Uork surface includes a
backsp~ash.

}
UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AHPS HERTZ OEPEN- 8TUs/
JSSUE: in: 48 25 0 (b 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 22 122 64 0 kg 2: --- n/a n/a n/a n/a

o.,.,,:
E1121 ?310 WORKSTATION, KOO, U/P/H, 40R, WX49X25 cc c.. . . . . . .

I Modular wall or panel hung workstation, 8411 high X 49” wide X 25u deep uith a 481! uide X 2411
deep mrksurface, backsplash and fwr (4) 61’ drawers. I

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 49 25 0 tb 1: --- HZ: SWITCH: DENT: HWR :

EA cm: 2: 124 64 0 kg 2: --- n/a n/a nla n/a

WORKSTATION, MOO, W/P/H/, 80R, 84X49X25 cc c.. . . . . . .

Hoddar wail or panel hung workstation, 84U high X 491’ uide X 251] deep uith a 48’4 wide X 24tI
deep worksurface, backsplash, four (4) pencil drawers and fwr (4) 6“ drawers.

UNIT OF HEIGHT UIOTH DEPTH liEIGHT VOLTS PHASE AXPS NERTZ OEPEN- BTus/
1SSUE : in: 19 25 0 lb 1: --- NZ: WITCH: DENT: HWR :

EA cm: 2: 124 64 0 kg 2: --- n/a n/a n/a n/a

l.m?- 7310 UORKSTATION, MCKJ, U/P/H, 60R, 84X49X25 cc c.. . . . . . .
I

Wxitdar wall or panel hung workstation, 84” high X 49” uide X 25’1 deep with a 48t’ wide X 2411
deep uorksurface, backsplash, two (2) penci~ drawers and fwr (4) 911 drawers.

UNIT OF HEIGHT UIOTH OEPTH ME 1GHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 49 25 0 lb 1: --- HZ: SUITCH: DENT: HOUR :

2A cm: 2: 124 64 Okg 2: --- tia n/a n/a n/a

O,! ‘

119

Source: https://assist.dla.mil -- Downloaded: 2016-12-11T01:05Z
Check the source to verify that this is the current version before use.



MIL-STD-1691F

1 JULY 1993 APPENDIX A

CATEGORY : ANAVI UTILITIES
JSN NSN NOMENCLATURE RVFAH 123456

*

E1124 7310 WRKSTATION, MOD, U/P/H, 40R, 84X49X25 cc c.. . . . . . .

Modutar wall or panel hung ~orkstation, 84” high X 4911 wide X 2511 deep with a 48i’ wide X 241)
deep uorksurface, backsplash and four (4) 9“ drauers.

UNIT OF HEIGHT WIDTH ‘DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 49 25 O(b’ 1: ---

2:
HZ: SWITCH: DENT: HOUR :

EA cm: 124 64 O kg 2: --- nla n/a nla n/a

EI125 7310 UORKSTATION, MOD, U/P/H,4DR-F/U,84X49X25 cc c.. . . . . . .

Modular wall or panel hung workstation, 841’ high X 49$’ wide X 25I’ deep with a 48” wide X 24”
deep workstation, backsplash and four (4) ~orksurface mounted full width (44”) 3“ drawers.
Individua[ drawers are 3’” high X 4411 wide X 22” deep.

UNIT OF HEIGHT WIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 84 49 25 0 (b 1: --- HZ: SUITCH: OENT: HOUR :

EA cm: 213 124 64 0 kg 2: --- n/a n/a ri/a n/a

IEI126 7310 WORKSTATION, MOD, U/P/H, 6DR, 84x49x25 cc c.. . . . . . .

Modular wall or panel hung workstation, 8411 high X 4911 Hide X 2511 deep with a 4811 wide X 24’1
deep worksurface, backsplash and six (6) worksurface mounted 9“ drawers.

UNIT OF HEIGHT UIDTH DEPTH HEIGHT VDLTS PHASE AMPS
Hz s:;;; :;;:N”

BTUs/
ISSUE: in: 84 49 25 0 lb 1: --- : : :

EA 213
HOUR:

~ cm: 124 64 0 kg 2: --- nf a nla n)a n/a

a
Modular wall or panel hung workstation, 841Y high x 491’ wide X 25u deep uith a 48” wide X 24”
deep worksurface, backsplash, one (1) pencil drawer, three (3) 6’I drawers, one (1) 9“ drawer
and one (1) 2411 wide worksurface mounted f(ipper tray/shelf.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in,: 84 49 25 0 lb 1: --- HZ: SUITCH: DENT:

EA 213
HOUR :

cm: 124 64 0 kg 2: --- nla n/a n/a nla

EI130 ~ “731O WORKSTATION, MOO, UPH,3DR, CSH, SH,84X49X25 cc c.. . . . . . .

Modular wall or panel hung workstation, 841$ high X 49’S wide X 25” deep with e 48” wide X 30”
deep worksurface, one (1) pencil drawer, one (1) 611 drawer, one (1) 911 drawer, one (1) 4811
closed lockable shelf, one (1) 4811 wide open shelf, and task lighting. Unit should have direct
access to 120 VAC, 60HZ or 208 VAC, 5011Z convenience outlets for task lighting. Work surface
includes a backsplash.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 49 25 0 lb 1: 120 - 3 HZ: SUITCH: DENT:

EA
HOUR:

cm: 2: 124 64 0 kg 2: --- 60 NO NO nla
b

EI140 7310 WORKSTATION, MOO, U/P/H, 84X73X25 ‘c cc.. . . . . . .

I Mcclular wall or panel hung workstation, 8411 high X 7311 uide X 2511 deep with a 7211 wide X 2411
deep worksurface with a backsplash. I

UNIT OF HEIGHT UIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1 SSUE : in: 73 25 0 lb 1: --- HZ: SUITCH: DENT:

EA 2;
HOUR :

cm: 185 64 0 kg 2: --- nla nla n/a nj a
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I
WORKSTATION, MOD, U/P/H, 60R, 84X73X25 cc c.. . . . . . .

Modular, N81L or panel hung ttorkstatian, 84” high X 7318 uide X 25’] deep with a 72” wide X 30”
deeo uorksurface, two (2) penci 1 drawers, two (2) 6“ drawers, and two (2) 9U drawers. Work
sur;aceincludes”a backsplash.

UNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE AKPS HERTZ OEPEN- BTUs/
1SSUE : in: 84 73 25 0 lb 1:””- HZ: SWITCH: DENT: HOUR :

EA cm: 213 185 64 0 kg 2: --- nla n/e n/a tia

E1400 7310 NURSES STATION, MLK), ASSM,40R , 43x145x25 cc c.. .A.a . . .

Freestanding nurse station desk, 63” high X 14S’1 uide X 25” deep with 164 ( i near inches of
uorksurf ace, tuo (2) 611 iockabie drawers, two (2) 12’: lockable drawers, uriting shelf, 48’1 wide
tackboard, and task lighting. The worksurface may be carposed of three (3) 48” wide units or
two (2) 721’ uide units. Stat ion nusthave direct access to 120 VAC, 60HZ or 208 VAC, 50HZ
convenience outiets for task lighting.

UNIT OF HE] GHT UIOTH OEPTH UEIGHT VOLTS PHASE AI(PS HERTZ OEPEN- 8TUs/
1SSUE : in: 43 145 25 0 lb 1: 120 - 3 HZ: SUITCH: DENT: HOUR :

EA cm: 109 368 64 0 kg 2: --- 60 NO NO n/a

E1401 7310 NURSES STATIOM, ltOO, ASSM,40R, REM PANEL cc c.. .A . . . .

Freestanding nurse station desk, 43” high X 1451’ wide X 25” deep with 144 linear inches of
worksurface, tuo (2) 6(9 lockabie drawers, two (2) 12” Lockable drawers, writing shelf, 48” wide
tackboard, and task iighti~. The uorksurface may be cougmed of three (3) 48’1 wide units or
tuo (2) ~“ wide units. Station frust have direct access to 120 VAC, 60HZ or 208 VAC, 50HZ
convenience out[ets for task lighting. Unit wiit incorporate removable panels to permit
interior change s. (AOOED - NAW - CAT C VERSION OF E1402)

UNIT OF HEIGHT UIOTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 43 145 0 lb 1: 120 - 3 HZ: SWITCH: OENT: HOUR :

2A cm: 109 368 E O kg 2: --” 60 NO NO tia

E1402 7310 NURSES STATION, MOO, ASSM,40R, REM PANEL AA A.. .A . . . .

Freestanding nurse station desk, 43’] high X 145’4 wide X 25i1 deep with 144 linear inches of
uorksurface, two (2) 60 Lockable drawers, two (2) 12” lockable drawers, nritirm shelf, a“ *ide
tackboerd, and task lighting. The uorksurface may be couposed of three (3) 48’1 wide units or
tuo (2) 7211 wide units. Station nust have direct access to 120 VAC, 60HZ or 208 VAC, 50HZ
convenience wtlets for task lighting. Unit will incorporate removable panels to permit
interior change s.

.

UNIT OF HEIGHT U1OTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 43 145 0 lb 1: 120 - 3 HZ: SWITCH: OENT: HOUR :

2A cm: lW 368 z O kg 2: --- 60 NO NO n/a

RAIL, KOO, WKNTD, HX144X0 FF F.. . . . . . .

hta(t mwnted rait used for hanging (mounting) the JSN E4000 series it- (E4000, E41OO. etc. )
on a ital(.

UNIT OF HEIGHT U1OTH OEPTH UEIGHT VOLTS PHASE ANPS HERTZ OEPEN- 8TUs/
ISSUE: in: 0 144 0 0 lb 1: --- HZ: WITCH: OENT: HOUR :

EA cm: 0366 0 0 kg 2: --- tia n/a nfa n/a

o
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f E1510 I 7310 I STRIP, HANGER, VERTICAL, U/MNTD,84XlX5/8 ] F F F . . I . . . . . . [

Vertical wal 1 mounted hanging strips, 84” high X 11’ wide X 5/81’ deep, for Hal i mounting
nmdutar components (worksurf aces, shelving, tack boards) at 111 intervals. Also available in
60” and 72” heights.

; UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 84 1 0 lb 1: --- HZ: SWITCH: DENT:

EA
HOUR :

cm: 213 3 ; O kg 2: - - - n/a n/a n/a nla

SHELF, MONITOR, R/H (HORIZ) MOD, 16X24X17

Modular rail hung monitor shelf, 1611 high X 24” wide X 17’1 deep with a 24” X 16” shelf. Shelf
must have direct access to 120 VAC, 60H or 208 VAC, 50H convenience outlets for nmni tors and
may require direct access to remote monitor cable outlet. Also avai lab[e with a 48” X 16”
shelf.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- 8TUs/
1SSUE : in: 16 24 17 0 lb 1: 120 6 6 HZ: SWITCH: DENT: HOUR :

EA cm: 41 61 44 0 kg 2: --- 60 NO NO n/a

E1600 7310 TABLE , PROCESS, LAB, MOBILE, 38X48X26 cc c.. . . . . . .

Movable laboratory processing table 38” high X 48’! wide X 241’ deep with a single worksurface;
lockable non-marking 3-1/2 in - 4 in casters; and the capacity to accept the attachment of a
wide variety of functionally related modular components (drawers, shelves).

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 38 48 24 0 lb 1:--- HZ: SUITCH: DENT: HOUR :

EA cm: 97 122 61 0 kg 2: --- n/a n/a n/a n/a

E1650 7310 TABLE , PROCESS, LAB, MOBILE, 29x48x24 cc c.. . . . . . .

Movab~e laboratory processing table, 29’1 high X 48” wide X 24” deep with a ,single worksurface;
Lockable non-marking 3-1/2 in - 4 in casters; and the capacity to accept the attachment of a
wide variety of functional ly related modular components (drawers, shelves).

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 29 48 24 0 lb 1: --- HZ: SUITCH: DENT:

EA 74 122
HOUR :

cm: o 0 kg 2: --- nla n/a n/a n/a

TABLE, PROCESS, LA8, MOBILE, 38X72X24

Moveable laboratory processing tab(e, 38” high X 72” wide X 24” deep with a single
worksurface; lockable non-marking 3-1/2 in - 4 in casters; and the capacity to accept the
attachments of a wide variety of functiona( (y related modutar components (drawers, shelves).

)
UN[T OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS
ISSUE :

HERTZ DEPEN- BTUs/
in: 38 72 24 0 lb 1: --- lfZ: SUITCH : DENT :

EA
HOUR :

cm: 97 183 61 0 kg 2: --- n/a n/a n/a n/a

SHELV,MED REC,MOD, PANELS, U/P/H,84X145X13 cc c.. . . . . . .

Modular wal 1 or panel hung 48” wide X 12” deep medical record shelving arranged in three (3)
groups of three (4) she~ves with the shelves mounted 1611 apart.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 145 0 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 2! 368 ;: D kg 2: --- n/a n/a n/a III a

‘m
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E1801
[

7310
I

MOD, U/END PANELS, U/Pllt, 84X49X13 ccc.. . . . . . .
I I

Modular- ual 1 or panet hung shelf 48’I uide X 121’ deep.

UNIT OF I HEIGHT WIDTH DEPTH I UEIGHT I VOLTS PHASE AMPS I HERTZ DEPEN-I 8TUs/
i SSUE: in: 49 12 0 lb 1: --- HZ: SUi TCH: DENT: HWR:

2A cm: 2$ 124 30 0 kg 2: --- rua n/a n/a n/a

E1802 7310 SHELVING, bf/END PANELS, W/P/H, 84X49X13 cc c.. . . . . . .

I Modular wall or pane~ hung shetf unit arranged as a single group of two shelves 48” wide X 1211
deep mounted16” apart.

O
.,.

!,

,,: ‘:,

o

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 84 49 13 0 (b 1: --- HZ: SWITCH: OENT: HOUR:

EA cm: 213 124 33 Okg 2: --- n/a n/a tia n/a

E1900 ?310
I

PICKING STATION,UNIT DOSE,lUX), P/H,90X144
I

FF A.. . . . . . .
I

Free standing modular unit dose picking station with five (5) 681’ wide levets of transit
storage for unit dose packaged pharmaceutical su@ies. In-use configuration is a square ltC”
rJ8@ high X 1451} wide X 73]! deep.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE : in: 80 185 73 0 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 203 47o 185 0 kg 2: --- n/a n/a n/a n/a

TA8LE, LA8, NBL, AOJ UKSUR,ELEC,39X49X60

Moveabte moddar laboratory table, 391’ high X 499’ uide X 601’ deep with two (2) height
adjustable norksurfaces, 3-1/2 in - 4 in non-marking locking casters and electrical service
pigtail connection sized to support 3 four (4) 120 VAC duplex andrmttiple 220 VAC outlets.
The table may be configured with a wide variety of function sqqmrting modular components
(storage units, pencil drawer, fi(e drawers). SPECIAL ORDER ITEM 0NL%

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE ANPS HERTZ DEPEN- BTUs/
ISSUE: in: 39 49 60 0 Lb 1: 120 - 20 HZ: SUITCH: DENT: HOUR :

EA cm: 99 124 152 0 kg 2: --- 60 NO NO da

E2105 nlo TABLE, LAB,14BL,AOJ MKSUR, 39X49X60 FF F.. . . . . . .

Moveable modular [aboratory table, 39” high X 4911 wide X 6W deep with two (2) height
adjustable worksurfaces and 3-1/2 in - 4 in non-marking Locking casters. The table may be
configured with a wide variety of function s~rting modular coqaonents (storage units, pencil
drauer, file drawers).

UNIT OF HEIGHT WIDTH DEPTH US 1GHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
ISSUE: in: 39 49 60 0 [b 1: --- HZ: SUITCH: OENT: HOUR :

5A cm: w 124 152 0 kg 2: --- n/a nfa nla n/a

E211O 7310 I TABLE, LAB, MBL, ADJ UKSUR, 39X49X60 OF F........

Moveab{e modular (aboratory table, 39” high X 49” wide X 601’ deep with two (2) height
adjustable uorksurfaces and 3-1/2 in - 4 in non-marking iocking casters. The tabte may be
configured with a uide variety of function supporting modular carponents (storage units, pencil
drawr, file drapers). SPECIAL ORDER ITEM.

UNIT OF HEIGHT WIDTH DEPTH NEiGHT WLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 39 49 60 0 Lb 1: --- HZ: SWITCH: OENT: HOUR :

EA cm: w 124 152 0 kg 2: --- n/a n/a n/a n/a
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e
E2115 7310 TABLE, LAB, MBL,ADJ UKSUR, U/S1NK,29X49X60 FF F.. BF . . . .

I E2120

Moveable modular laboratory table, 29[1 high X 49” wide X 60°’ deep with tuo (2) height
adjustable worksurfaces, a JSN CS240 sink and 3-1/2 - 4 in non-marking locking casters. The
table may be configured uith a wide variety of function supporting modular components (storage
units, penci[ drawer, file drawers) Sink not included. SPECIAL ORDER ITEM

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 29 49 60 0 lb 1: ---’ HZ: SUITCH: DENT: HOUR :

EA cm: 7.4 124 152 0 kg 2: --- n/a n/a nla n/a

7310 I TABLE, LAB, MBL,ADJUKSUR,2SH, ELEC,80X49X60 f FFF. . I . F . . . . I I

Moveabte modu(ar laboratory table, 801’ high X 49” wide X 60” deep with two (2) height
adjustable worksurfaces, two (2) adjustable center shelves, 3-1/2 in - 4 in non-marking locking
casters and optional electrical service pigtail connection sized to support four (4) 120 VAC
duplex acd mdtipie 220 VAC outlets. The table may be configured with a wide variety of
function supporting modular components (storage units, pencil drawer, file drawers). SPECIAL
OROER ITEM.

UNIT OF HEIGHT WIDTH OEPTH HEIGHT VOLTS PHASE AMPS HERTZ OEPEN- flTtls/
1SSUE : in: 49 60 0 lb 1: 120 - 20 HZ: SUITCH: OENT: HOUR :

EA cm: 2:: 124 152 0 kg 2: --- 60 NO NO nja

IE2121 1,7310 ITABLE, LAB, MBL, ADJ WKSVR,2SH, ELEC. IF FF. .I. F.. .. I

Moveable modu’lar [aboratory table, 84” high X 49” wide X 60” deep with two (2) heigth
adjustable worksurfaces, two (2) adjustable center shelves 3-1/2 in - 4 in non-marking Locking
casters and electrical service pigtail connection sized to support 3 four (4) 120 VAC duplex
and multiple 220 VAC outlets. This table may be configured with a wide variety of function
supporting modular components (storage units, pencil drawer, file drawers). SPECIAL OROER
ITEM.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 84 49 0 [b 1: 120 - 20 HZ: SUITCH: OENT: HOUR :

EA cm: 213 124 1:: 0 kg 2: --- 60 NO NO n/a

7310 TABLE, LAB, MBL, AOJ UKSVR, SH,2CSH ‘F FF. . . . . . . .

Moveable modu[ar laboratory table, 841’ high X 491’ wide X 60” deep with two (2) height
adjustable worksurfaces, two (2) adjustable center shelves, two (2) closed shelves, 3-1/2 in -
4 in non-marking locking casters. The table may be configured with a wide variety of function
supporting modular components (storage units, pencil drawer, file drawers). SPECIAL ORDER ITEM

UNIT OF HEIGHT UIDTH DEPTH MEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
1SSUE :

BTUs/
in: 49 0 (b 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 2: 124 1:: 0 kg 2: --- nla nla nla nla

E2131 7310 TABLE, LAB, MBL, ADJ UKSVR, 2SH, ELEC. FF F.. .F . . . .

Moveable modular laboratory table, 84” high X 49*’ wide X 60” deep with two (2) heigth
adjustable workaurfaces, two (2) adjustable center shelves 3-1/2 in - 4 in non-marking locking
casters and electrica( service pigtail connection sized to support 3 four (4) 120 VAC duplex
and mdtiple 220 VAC outlets. This table may be configured with a wide variety of function
supporting modular components (storage units, pencil drawer, file drawers).

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 84 49 60 0 lb 1: 120 - 20 HZ: SWITCH: OENT: HOUR :

EA cm: 213 124 152 0 kg 2: --- n/a n/a n/a n/a
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j E2132

I E2135

mo I TABLE, LAB, MEL, ADJ N_KSVR, 2SH,84X@X60
I

OF F........
I

Moveabte modular laboratory table, 841’ high X 49” uide X 60” deep uith two (2) height
edjustab(e uorksurfaces, two (2) adjustable center shelves, and 3-1/2 in - 4 in non-marking
locking casters. This table my be configured with a wide variety of function supporting
modular m!ponents (storage units, pencil drawer, file drapers). SPECIAL OROER ITEN.

UNIT OF I HEIGHT UIOTtl DEPTH IIWIGHT VOLTS PHASE AMPS I HERTZ DEPEN- 1BTUs/
ISSUE: in: 49 60 O(b l:--- HZ: SWITCH: OENT: HOUR :

EA cm: 2: 124 152 Okg 2:---a/a rt/a n/a n{a

?310
I

TABLE, LAB, NBL,AOJ UKSUR,2SH,U/SINK,60X49 FFF. .B . . . . .

Koveable modular (aboratory table, 84” high X 49” wide X 60’] deep with two (2) height
adjustable tmrksurfaces, two (2) adjustable counter shelves, a JSN CS240 sink, and 3-1/2 in. - 4
in. non-marking locking casters. The table may be configured with a wide variety of function
supporting modular components (storage units, pencil drawers, file dra~ers). SPECIAL OROER
ITEH.

UNIT OF HEIGHT WIDTH OEPTH NEIGHT WLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISWE: in: 89 60 0 lb 1: --- HZ: SWITCH: DENT:

EA
HOUR :

cm: 2: 126 152 0 kg 2: --- tia n/a n/a n/a

E2140 7310 I TABLE, PHARN, I(8L, ADJ UKSUR, 84XIWX60
I

FF F.. .F . . . .
1

Mobile n’mdular pharmacy table, 841’ high X 491’ wide X 60” deep Mith tMo (2) adjustable height
worksurfaces, six (6) dispensing rai Is with eight (8) picking bins each, and 3-1/2 in. - 4 in.
non-marking locking casters. The table may be configured with a wide variety of function
supporting modular cqxinents (storage units, penci 1 drawer, fi le drawers), and 120 VAC or 208
VAC etectricai assenbl ies. SPECIAL OROER ITEM.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE ANPS HERTZ OEPEN- BTUs/
1SSUE : in: 49 60 0 lb 1: 120 -

EA
20 HZ: SWITCH: OENT: tlWR :

cm: 2? 124 152 (1 kg 2: --- 60 NO NO nla

E2145 7310 TABLE, PHARM,NBL, ADJ NKSUR,U/Sl NK80X49X60 FF F.. B. . . . .

Nobile modular pharmacy table, 84” high X 491~ wide X 60t’ deep with two (2) adjustable height
uorksurfaces, six (6) dispensing raits with eight (8) picking bins each, and 3-1/2 in. - 4 in.
non-marking locking casters. The table maybe configured with a wide variety of function
supporting tacdular components (storage units, petwi 1 drawer, f i te drawers). Unit contains a
JSN CS240 drop- in-sink f lexibie water supply and drain tubing, and quick disconnect
connect ions. SPECIAL OROER ITEM.

IIUNIT OF HEIGHT U1OTH OEPTH

I
UEIGHT WLTS PHASE ANPS HERTZ OEPEN- BTUs/

ISSUE: in: 49 60 0 lb 1: --- HZ: SWITCH: OENT:
EA

HOUR :
cm: 2: 124 152 0 kg 2: --- n/a n/a n/a nf a

TABLE , PNARM, AOJ UKSUR 80X24X60 FF F.. B. . . . .

Modular @armacy tabte, G4w high X 24” uide X 60” deep with ONE (1) adjustable height
worksurface and three (3) dispensing rails with four (4) picking bins each. The tabie may be
configured with a wide variety of function supporting supporting modutar cmponents (storage
units, penci 1 dra~ers, f i (e drawers, etc.

UNIT OF HEIGHT WIOTH OEPTH NEIGHT WLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 49 60 0 [b 1: --- HZ: SWITCH: OENT: HWR :

EA cm: 2: 124 152 0 kg 2: --- n/a n/a n/a nla
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e
E2151 7310 WORKSTATION, MCl), UPH, SH, CSH,2DR,84X49X25 cc c.. . . . . . .

Modular uali or panel hung workstation, 841* high X 491! wide X 25 deep with one ( 1 ) 48” wide X
24’1 deep worksurface, tackboard, two (2) penci 1 drawers, one (1) 481’ wide adjustable over
worksurface shelf and one (1) 4811 wide closed shelf. Unit should have direct access to a 120
VAC, 60HZ or 208 VAC, 50HZ convenience out let for 1 ighting.

UNIT OF ‘HEIGHT WIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 84 49 0 lb ~ 1: 120 - 3 HZ: SWITCH: DENT: HOUR :

EA cm: 213 124 E O kg ‘2: --- 60 NO NO nla

7
E2152 7310 UORKSTATION, MOD, UPH, SH, CSH,5DR,84X49X25 cc c.. . . . . . .

Moduiar wal 1 or panel hung workstation, 84” high X 49” wide X 25” deep with one (1) 48” wide X
24” deep uorksurf ace, one ( 1 ) tackboard, three (3) penci 1 drawers, tMo (2) 6“ drawers, one (1)
48” wide adjustable over worksurface she[f and one (1) 48!! wide closed shelf. Unit should have
direct access to a 120 VAC, 60H or 208 VAC, 50HZ convenience out let for task ( ighting.

UNIT OF HEIGHT WIDTH DEPTH UE I GHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 49 25 0 (b 1: 120 - 3 HZ: SWITCH: DENT : HOUR:

EA cm: 2: 124 64 0 kg 2: --- 60 NO NO nla

I E2153 7310 WORKSTAT ION, MOD,U/P/H ,3SH , 5DR,84x49x25 cc c.. . . . . . .

Modu(ar wal 1 or panel hung workstation, 841’ high X 4914 wide X 25” deep with a 48” wide X 241’
deep worksurface, one (1) tackboard, three (3) penci 1 drawers, two (2) 6’* drawers, and three
(3) 48u wide adjustable over worksurface shetves. Unit should have direct access to a 120 VAC,
60HZ or 208 VAC, 50HZ convenience outlet for task lighting.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
1SSUE : in: 49 25 0 lb 1: 120 - 3 HZ: WITCH: DENT: HOUR :

EA cm: 2: 124 64 0 kg 2: --- 60 NO NO nla @

E2154 7310 WORKSTAT 10N , MOD,U/P/H , 3SH , 2DR , 84x48x25
, 1

Modular wal i or panel hung workstation, 8411 high X 491’ wide X 25” deep with one (1) 48” wide X
2411 deep worksurface, one ( 1 ) tackboa,rd, two (2) penci 1 drawers, and three (3) 4811 wide
adjustable over worksurface shelves. Unit should have direct access to a 120 VAC, 60HZ or 208
VAC, 50HZ convenience outlet for task 1 ighting.

UNIT OF : HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 84 49 25 0 lb 1: --3 HZ: SUITCH: DENT: HOUR :

EA cm: 213 124 64 0 kg 2: --- n/a n/a n/a n/a

~ E2300 7310 TABLE , PROCESS, LAB, MBL , 6DR , 38x48x24 FF F.. . . . . . .

Moveable laboratory process tab(e, 38” high X 48” wide X 24” deep ~ith locking non-marking
casters, four (4) 611 drauers and two (2) 911 drawers.

UNIT OF ~ HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 38 48 24 0 lb 1: --- ~ HZ: SWITCH: DENT: HOUR :

EA cm: 97 122 61 0 kg 2: --- n/a n/a n/a n/a
<

: E2301 ~ 7310 TABLE , PROCESS, LAB, MBL , 60R, 38x48x24 FF F.. ‘. . . . . .

I $loveable laboratory process table, 38” high X 48” wide X 24” deep with locking non-marking
casters, two (2) penci 1 drawers; two (2) 6°1 drawers and two (2) 9’1 drawers. I

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- 8TUs/
1SSUE : in: 38 48 24 0 lb 1: --- HZ: SWITCH : DENT: HOUR :

EA cm: 97 122 61 0 kg 2: --- n/a n/a n/a n/a

‘e
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E2302 7310 . TABLE, PROCESS, LAB, MBL, 60R, 38)(48)(30 FF F.. . . . . . .

Moveab[e laboratory process tab[e, 38’$ high X 48” wide X 30M deep uith locking non-marking
casters, two (2) pencil drauers; two (2) 6“ drauers and two (2) 9“ drawers.

UNIT OF HEIGHT U1OTH DEPTH NEIGHT VOLTS PHASE AUPS HERTZ OEPEN- BTUs/
ISSUE : in: 38 24 0 [b 1: ---

EA
HZ: SWITCH: OENT:

97 1;; 61
HOUR :

cm: O kg 2: --- rifa n/a nfa nfa

E240Ci 7310
I

TA8LE, PROCESS, LAB, MBL,8DR, 38x72x26
I

FFF. . . . . . . .

!toveabie Laboratory process table, 38M high x 72” wide X 24’) deep with locking non-marking
casters, four (4) pencil drawers, two (2) 6~$ drawers, and two (2) 911 drawers.

UNIT OF HEIGHT WIDTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 38 72 24 0 lb 1: --- HZ: SWITCH: DENT:

EA
HOUR :

cm: 97 97 61 0 kg 2: --- nfa n/a n/a nla

E2401 7310 TA8LE,PROCESS, LAB,)4B1,8DR, 38X?2X30
I

FF F.. . . . . . .
I

Moveable Laboratory process tabte, 38” high X 72” Hide X 30’) deep Mith lacking non-marking
casters, four (4) pencil drawers, two (2) 6*I drawers, and two (2) 911 dra~ers. (NAVY ADD)

J

UNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- 8TUs/
ISSUE: in: 38 72 30 0 Lb 1: --- HZ: SWITCH: OENT:

2A 97 97 0
HOUR :

cm:. O kg 2: --- n/a n/a n/a nl a

E2500 7310 STATION, CONTROL, #tfX),2DR,2CS)l,43X128X81 I FF F.. .A . . . .

PWMar panel hung controt station enclosed - UCII Cmfiguration, 63u high X 12811 uide X 81”
deep with eight (8) tinear feet of standup height counter top, one (1) 72” uide X 24” deep
uorksurface, two (2) task tights, tuo (2) 481~ wide backboards, one (1) 4811 wide X 2411 deep
worksurface mounted perpendicular to the 721} wide unit,
6t~ drawer ati one (1) 12” drawer.

two (2) 48{’ wide lateral files, one (1)
Unit should have direct access to 120 VAC, 60HZ or 208 VAC,

50HZ convenience outtets for task lighting.
t

UNIT OF HEIGHT UIOTH OEPTH liEIGHT WLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 43 128 81 0 lb 1: 120 - 3 HZ: WITCH: DENT:

EA
HOUR :

cm: 109 323 206 0 kg 2: --- 60 MO NO n/a

E2600 7310 UORKSURFACE, U/P/H, 2 SINK, 38x49x25
I

FFF. .O . . . . .
,

I Modular wall or panel hung worksurface, 48” wide X 241’ deep designed to accornnodate a JSN
CS230 double or a JSN CS2&0 sing(e sink depending on clinical requirements (see JSN CS230 or
JSN cS240 for pltiing requirements); sink not included). I

UNIT OF HEIGHT WIDTH DEPTH UEIGHT WLTS PHASE AXPS HERTZ DEPEN- 8Tus/
ISSUE: in: 38 49 25 0 lb 1: --- HZ: SWITCH: OENT: HOUR :

EA cm: 97 124 64 0 kg 2: --- n/a n/a n/a n/a

E27D0 7310 WRKSURFACE, U/P/H, 2 SINK, 38x49x25 cc c.. . . . . . .
I I

I Modular wall or panel hung worksurface, 48” wide X 24 “ deep designed to accarmodate a JSN
CS230 singie sink (see MN CS230 or JSN CS240 for plmbing requirements; sink not included). I

L 1

UNIT OF HEIGHT U1OTH DEPTH UEIGHT VOLTS PNASE AMPS HERTZ OEPEN- BTus/
1SSUE : in: 38 49 25 0 (b 1: --- HZ: WITCH: DENT: HOUR :

2A cm: 97 124 64 0 kg 2: --- n/a n/a n/a fva
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m..

E2750 7310

Uail or panel hung modular worksurfaces, 24” uide X 24” deep designed to acconmmdate a JSN
CS240 single sink (see CS240 for plumbing requirements); sink not inc(uded.

UNIT OF HEIGHT USDTH DEPTH MEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 38 25 0 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 97 ;64 O kg 2: --- n/a nla nla n/a

E2850 7310 sHELvING, Mcm, 4SH,U/P/H, pANELS,84x49X13 ‘c cc.. . . . . . .

Modular wa[l or panet hung shelving configuration consisting of four (4) 48” wide X 12” deep
individual shelves mounted at (east 181! apart vertically.

UNIT OF HEIGHT UIDTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 49 13 0 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 2: 124 33 0 kg 2: --- n/a n/a nla n/a
*

E2851 73~D SHELVING, MOO, 4SH, U/P/H, PANELS,84X25X13 cc c.. . . . . . .

Modular wall, or panel hung shelving configuration consisting of four (4) 24” wide X 12” deep
individual shelves mounted at Least 12i’ apart vertically.

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 84 25 !3 o lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 213 64 33 0 kg 2: --- n/a n/a nla nja

E2852 : 7310 sHELvING,Moo,4sH, u/P/H, E/PANELs,84x37x13 cc c.. . . . . . .

Modular wal[ or panel hung shelving configuration consisting of four (4) 36” Mide, X IZ” deep m

individual shelves mounted at Least 12N apart vertically.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
IsSUE: in: 84 ~ O lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 213 : 0 kg 2: --- n/a nfa n/a n/a

E2S53 7310 SHELVING, MOO, 4SH,U/P/H, PANELS 84X49X13 cc c.. . . . . . .

Modular wall or pane! hung she~ving configuration consisting of four (4) 48” wide X 12” deap
individual shelves mounted at least 12” apart vertically.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 48 O lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 2: 124 : 0 kg 2: --- n/a n/a n/a n/a

E2854 7310 RAIL, DISPENSING, WSUBCONTAINERS 84x25x16 cc c.. . . . . . .
1

Modular wail or panel hung dispenser rail configuration with aubcontainers. Unit consists of
four (4) 241~ uide rails mounted at least 12’! apart vertically, ten (10) 2“ H X 4“ U X 13” D
dispensers and ten (10) 2“ H X 2:’ UX 13” D dispensers, and five (5) 511 H X 41! U X 1311 deep
dispensers. Dispensers mounted at a 15 degree angte for gravity feed.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ L)EPEN- BTUs/
1SSUE : in: 84 25 16 0 lb 1: --- HZ: SUITCH: OENT:

cm:
HOUR :

EA 213 64 41 0 kg 2: --- nla n/a nla n/a
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RAIL, DISPENSING, U/SUWONTAIMERS 84X49X16 cc c.. . . . . . .

Wddar watt or panel hung dispenser rail configuration with subcontainers. Unit consists of
four (4) 48’] wide rsils mounted at least 12~] apart verticetly, ten (10) 2“ H X 4“ U X 13”0
dispensers, twenty (20) 2U H X 2“ U X 13”0 dispensers and five (5) 5“ H X 4“ U X 13” deep
dispensers. Dispensers mounted at B 15 degree angle for gravity feed.

UNIT OF HEIGHT UIOTH OEPTH NEIGHT VOLTS PHASE AMPS HERTZ OEPEN- 8TUs/
1SSUE : in: 49 16 0 lb 1: --- HZ: WITCH: DENT: HOUR :

EA cm: 2: 124 41 0 kg 2: --- n/a nla n/a nla

E2856 nlo SHELVING, Mm, 5sH,u/P/H, PANELS,84X69X16 cc c.. . . . . . .
I

o‘,

Wdular wall or pane( hung shelving configuration consisting of five (5) W’ wide X 15-1/2u
deep individual she(ves mounted at least 14” apart verticel~y.

UNIT OF HEIGHT UIOTH OEPTH WI GHT WLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 49 16 0 lb 1: --- HZ: WITCH: DENT:

EA 22 124 41
HWR :

cm: O kg 2: --- n/a n/e n/a nla

E2857 7310 SHELVING, NW, U/P/H, U/END PANELS,84X31X13
I

cc c.. . . . . . .
I

Modular wall or panel hung shelving configuration consisting of six (6) 30” wide X 12” deep
individual shelves mounted at least 1213 apart vertically.

UNIT OF HEIGHT WIDTH DEPTII WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 84 31 13 0 lb 1: --- HZ: ‘WITCH: DENT:

EA
HWR :

an: 213 79 33 0 kg 2: --- n/a n/a nla tia

E2858 7310
I

SHELVING, MOD, 6SH U/P/H, PANELS,8W37X13 cc c.. . . . . . .

Modular wall or panel hung shelving configuration consisting of six (6) 36” wide X 12” deep
shelves mounted at Least 12u apart vertically.

UNIT OF HEIGHT WIDTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 84 37 0 (b 1: ---

EA
HZ: WITCH: OENT:

213 94 i:
UOUR :

cm: O kg 2: --- nla n/a n/a nla

E2859 7310 SHELVING, UCO, 6SH,U/P/H,PANELS 86X49X13 C C C . . . . . . . .

Modu(ar wall or penal hung shelving configuration consisting of six (6) 48” wide X 12” deep
shelves mounted at least 12° apert vertically.

UNIT OF HEIGHT WIDTH OEPTH MEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 49 13 0 lb 1: --- HZ: SWITCH: DENT: HWR :

FM an: 2: 124 33 0 kg 2: --- n/a nla nfa n/a

E2860 Z$10 SHELVING, MC0,4CSH, U/P/H, PANELS 84X69X13
I

cc c.. . . . . . .
i

I Modular wall or panel hung closed, lockable shelving configuration consisting of four (4) 48”
wide X 12” deep closed, lockable shetves mounted at least 24” apart vertically. I

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AHPS HERTZ DEPEN- BTUs/
ISSUE: in: 8.4 48 13 0 lb 1: --- HZ: SWITCH: DENT: HWR :

EA cm: 213 124 33 0 kg 2: --- n/a n/a Ma nla
b

O~,

,,,, I

129
Source: https://assist.dla.mil -- Downloaded: 2016-12-11T01:05Z

Check the source to verify that this is the current version before use.



MIL-STD-1691F

1 JULY 1993 APPENDIX A

CATEGORY: ANAVI
JSN NSN

UTILITIES
NOMENCLATURE RVFAH 123456 m

I E2861 I731O lSHELVING,M OD,4CSH,U/P/H,pANELS84x25X13 Ic cc. . I . . . . . . I I

I Modular wall or panel hung closed lockable shelving configuration consisting of four (4) 24”
wide X 12’1 deep shelves mounted at least 24’0 apart vertically. I

UNIT OF HEIGHT UIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
1SSUE : in: 25 0 lb 1:--’- HZ: SUITCH: DENT: HOUR :

EA cm: 2? 64 :: 0 kg 2: --- n/a nla n/a nla

E2862 7310 SHELV1NG,MCkD,3 CSH,3SH, EOP,U/P/H,84X48X16 cc c.. . . . . . .

Modular wall or panel hung closed lockable EOP shelving configuration consisting of three (3)
EDP closed lockable shelf units, 48” wide X 15-1/2” deep, -each containing an adjustable open
‘EDP shelf.

UNIT OF HEIGHT WIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 84 49 16 0 (b 1: --- ~ HZ: SUITCH: OENT: HOUR:

EA cm: 213 124 41 0 kg 2: --- nia n/a nla n/a

E2870 7310 SHELV,MOD, CSH, SH, UPH, TASK LIGHT 84X49X13 AA A.. .A . . . .

Modular wall or panel hung she(ving configuration consisting of one (1) closed lockable shelf
and one (1) open shelf, both 48” wide X 12” deep, and task lighting. Configuration should have
a 120 VAC, 60H or 208 VAC, 50H convenience outlet available for the task lighting.

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
I$SUE: in: 49 13 0 lb 1: 120 - - HZ: SUITCH: DENT: HOUR :

EA cm: 2: 124 33 0 kg 2: --- 60 NO NO n/a

E2871 7310 SHELVING, MOD, CSH, SH, U/P/H, 84X49X13 cc c.. . . . . . .

Modular wali or panel hung she(ving configuration consisting of one (1) closed,, and lockable
she~f, and one (1) open shetf both 48*1 wide X 12” deep.

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1$KSUE: in: 84 49 13 0 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 213 124 33 0 kg 2: --- n/a nla nl a nla

I E2872 I 7310 I sHELv.,csH,sH,u/P/H, TAsKLIGHTs84x25x13 IA AA. . I .A. . . . I I

Modular uall or panel hung shelving configuration consisting of one (1) closed lockable shelf,
one (1) open shelf, both 2411 wide X 1211 deep, and task lighting. Configuration should have a
120 VAC, 60H or 208 VAC, 50H convenience outlet availab(e for the task lighting.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1.SSUE : ~ in: O lb 1: 120 - - HZ: SUITCH: DENT:

2; 12 ;:
HOUR :

EA cm: O kg 2: --- ~ 60 NO NO nia I
IE2873 lmIo I CSH, SH, U,P/H, 84x25x13 [ccc .. I......] I

Modular wal’1 or panel hung shelving configuration consisting of one (1) ctosed and lockable
shelf and one (1) open shelf both 24” wide X 12” deep.

—

UNIT OF HEIGHT WIOTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 84 49 13 0 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 213 124 33 0 kg 2: --- nla nla n/a nla
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E2875 7310 SHELV1 NG, CSH, 2SH, U/P/H, 84X49X13 cc c.. . . . . . .

ModuUar Mall or panel hung shetving configuration consisting of one (1) closed and lockable
shetf 6811 wide X 12$1 deep and tuo (2) open shetves 48” uide X 12” deep.

UNIT OF HEIGHT UIOTH OEPTH WEIGHT WLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 49 13 0 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 2: 124 33 0 kg 2: --- n/a n/a n/a n/a

E287? 7310 SHELVING, 2CSH, U/P/H, 84X37X13 c c c........
I

Hoddar uati or panel hung shelving configuration consisting of two (2) closed and lockable
shelves 36’] wide X 12” deep.

UNIT OF HEIGHT UIOTH OEPTH % I GHT VOLTS PHASE ANPS HERTZ DEPEN- BTUs/
ISSUE: in: 37 0 lb 1: --- HZ: SWITCH: OENT:

EA 2! 94 ;:
HOUR :

cm: O kg 2: --- n/a n/a nfa nla

E2878 7310 SHELVING, 2CSH, W/P/H, 84X49X13
I

cc c.. . . . . . .
I

I Hodular wall or panel hung shelving configuration consisting of tuo (2) closed and (ockable
shelves 48” wide X 12u deep.

UNiT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE AI(PS HERTZ DEPEN- BTUs/
ISSUE: in: 84 49 13 0 tb 1: --- HZ: SWITCH: OENT: HOUR :

EA cm: 213 124 33 0 kg 2: --- n/a n/a n./a n/a

I
E2880 7310 SHELVING, 3SH, U/P/H, 84X25X13

I
cc c.. . . . . . .

,

I Mdular wall or panel hung shelving configuration consisting of three (3) shelves 241’ wide X
12” deep mounted at least 12” apart vertically.

UNIT OF HEIGHT U1OTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 84 25 13 0 lb 1: --- HZ: SWITCH: OENT: HOUR:

EA cm: 213 64 33 Okg 2: --- n/a n/a nfa n/a

E2881 nlo SHELVING, 3SH, U/P/H, 84X37X13 cc c.. . . . . . .

!Wular wall or pane( hung shelving configuration consisting of three (3) shelves 36” wide X
12” deep mounted at least 12” apart vertically.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AJ4PS HERTZ OEPEN- BTUs/
ISSUE : in: 84 37 0 (b 1: --- HZ: WITCH: DENT:

EA 213 94
HOUR :

cm: ;: O kg 2: --- n/a n/a n/a n/a
,

E2882 7310 SHELVING, 3SH, U/P/H, 84X49X13 c c c........

Mochlar watt or pane( hung shelving configuration consisting of three (3) shelves 481! wide X
12{J deep munted at Least 12” apart verticality.

uNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 49 13 0 [b 1: --- HZ: WITCH: OENT: HOUR :

2A cm: 2! 124 33 0 kg 2: --- n/a n/a n/a n/a

IE2SWJ 7310
I

TACX80AR0, MOD, UIPjH, 48X48X1.5 cc c.. . . . . . .
I

Modular wail or pane~ hung, tackboard 48” high X 48” wide X 1.5” deep.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VULTS PHASE AHPS HERTZ DEPEN- BTUs/
ISSUE: in: 4848 2 0 Lb 1: --- HZ: SWITCH: OENT: HOUR :

2A cm: 122 122 4 0 kg 2: --- Ma n/a n/a n/a
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@

E2910 7310 MARKER BOARD, MOO, U/P/H, 48x48X1.5 cc c.. . . . . . .

Modular uall or panel hung, marker board 48” high X 48” Hide X 1.5” deep.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PH~E AMPS HERTZ DEPEN-
in:

BTUs/
ISSUE : 48 48 2 0 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 122 122 4 0 kg 2: --- n/a nla n/a nla

~ FILE, LATERAL, MOD, U/P/H, 13X49X17

Modular wall or panel ‘hung, lateral file 12.5” high X 48[’ uide X 16” deep.
1

UNIT OF HEIGHT WIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
1SSUE : in: 13 49 17 0 tb 1: --- HZ: SUITCH: DENT: HOUR:

EA cm: 33 124 43 0 kg 2: --- n/a n/a n/a nl a

E301O 7310 FILE, LATERAL(2), MOO, U/P/H, 84X49X17 ,C cc.. . . . . . .

Modular wall or panel hung file configuration consisting of two (2) 12.5” high X 48” wide X
16J’ deep file units mounted at least 1“ apart vertically.

UNIT OF HEIGHT WIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 84 49 17 0 lb 1: --- HZ: WITCH: DENT: HOUR :

EA cm: 213 124 43 ! O kg 2: --- nia n/a n/a nla

IE3020 Imo I FILE, LATERAL(3), MOO, U/P/H, 84X49X17 I CCC. . I . . . . . . I I

7
I I I I

File, lateral, modular, wall or panel hung configuration consisting of three (3) 12.5” high X
48M wide X 161~ deep fite units mounted at least 1“ apart vertically. 9

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 84 49 17 0 lb 1: --- HZ: SUITCH: OENT: HOUR :

EA i cm: 213 124 43 0 kg 2:--- n/a n/a nia n/a

I E3030 7310 FILE, LATERAL(4), MOO, U/P/H, 84X49X17 cc c.. ‘. . . . . .

Modular wall or panel hung file configuration consisting of four (4) 12.5” high X 48” wide x
160 deep file units mounted at least 1“ apart vertically.

IJNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
1SWE : in: 84 49 17 0 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 213 124 43 0 kg 2: --- nla nla n/a nla

!3050 ‘?31O FILE, LATERAL, MOD, U/P/H, 13x25x17 cc c.. . . . . . .

File, lateral, modular, wai~ or pene( mounted, 12.5” high X 24’! wide X 16” deep.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 13 25 17 O lb 1: --- HZ: WITCH: DENT: HOUR :

EA cm: 33 64 43 0 kg 2: --- nla n/a n/a n/a

w-E3060 7310 FILE, LATERAL(2), MOD, U/P/H, 84x25x17 cc c.. . . . . . .

Modular wa’[1 or panel hung fi(e configuration consisting of two (2) 12.5” high X 24” uide X
16” deep fi[e units mounted at least 1“ apert vertically.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 84 25 17 0 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 213 64 43 0 kg 2: --- n/a nla n/a nla
e
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E3070 7310 FILE, LATERAL(3), $(00, U/P/H, 84x25x17 cc c.. . . . . . .

Modular uatl or panel hung file configuration consisting of three (3) 12.5” high X 24” Mide X
16” deep file units mounted at (east 1“ apart vertically.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE ANPS HERTZ DEPEN- BTUs/
ISSUE: in: 25 17 0 lb 1: --- HZ: WITCH: DENT: HOUR :

EA cm: 2: 64 63 0 kg 2: --- n/a nfa n/a nfa

I E3080 I 7310 I FILE, LATERAL(4), MCK), U/P/H, 84X25X17 I CCC . . I . . . . . . [ I

P!!L

I Ibdular, wal[ or panel hung file configuration consisting of four (6) 12.5:’ high X 26” wide X
161! deep file units munted at least 1“ apart vertically. I

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE ANPS HERTZ DEPEN- BTUs/
1SSUE : in: 25 0 (b 1: --- HZ: WITCH: OENT: HWR :

EA cm: 22 64 :; O kg 2: --- n/a n/a tia Wa

%!10 UORKSTA, MtO, CLIN.WI,BKSPLSH, 84x49x25 cc c.. . . . . . .
I

%!} high x 691! Hide X 25’! deep mdular, wall or psnei hung basic clinical workstation with a
.$8” wide X 21i” deep uorksurface, clip-on backsplash and capacity to accommodate additional
function supporting modular conpunents (drawers).

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE ANPS HERTZ DEPEN- BTUs/
1SSUE : in: 69 25 0 lb 1: --- HZ: SWITCH: DENT: HC4JR:

EA cm: 2: 124 64 0 kg 2: --- n/a n/a n/a n/a

0

,,. ,
,, E3150 7310 UORKSTATION, HOD, U/P/H, 84x49x25 cc c.. . . . . . .

84” high X 49” uide X 25” deep modular, wa(t or panel hung workstation with a 48” uide X 269’
deep worksurface and a capacity to accommodate additional function-supporting modular
components (drawers).

J

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AXPS HERTZ OEPEN- BTUs/
1SSUE : in: 49 25 0 Lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 2!$ 124 64 0 kg 2: --- n/a n/a n/a n/a

E3200 731D UORKSTATION,UtK), U/P/H, D0,SH,CSH,84X25X25 cc c.. .A . . . .

I E3300

Ua[[ or panel hung clerical workstation configuration 84” high X 25” wide X 25” deep with one
(1) 24” wide X 241’ deep worksurface, one (1) closed lockable shelf, one (1) open shelf; task
lighting, tackboard, and a 13’$ high X 24” wide X 16” deep laterai file. Configuration should
have a 120 VAC, 60H or 208 VAC, 50H convenience outlet available for the task iighting.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE MIPS HERTZ DEPEN- mJs/
1SSUE : in: 25 25 0 lb 1: 120 - 3 HZ: WITCH: DENT:

2: 64 64
HOUR :

EA cm: O kg 2: --- 60 NO NO n/a

7310 WORKSTATION, ~, UPlt,ORS, SH, CSH,8fJX49X25 cc c.. .A . . . .

)todular, wall or panel hung c(erical workstation configuration 84” high X 69” wide X 25” deep
with one (1) 4811 wide X 241} deep uorksurface, one (1) closed (ockab(e shelf, me (1) open
shelf, one task lighting; tackboard; one (1) pencil drawer, me (1) 6“ drawer and one (1) 12”
drawer. Configuration should have e 120 VAC, 60H or 208 VAC, 50H convenience outlet for task
lighting.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE ANPS HERTZ OEPEN- BTUs/
ISSUE: in: 49 25 0 Lb 1: 120 - 3 HZ: SWITCH: OENT: HOUR :

EA cm: 2!$ 124 66 0 kg 2: --- 60 NO NO n/a
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I E3400 7310 CONTROL STAT [W, MOD, P/H, DRS, 43x49x32 cc c.. .A . . . .

43” high X 49” wide X 32” deep modular panel ‘hung control station l’L’” configuration with a 48”
wide X 24” deep workstation, tackboard, task ( ighting, one (1) 48” wide X 15” deep counter top,
one ( 1 ) 651 drawer, one ( 1 ) 1211 drawer and one (1) end panel. Configuration should have a 120
VAC, 60H or 208 VAC, 50H convenience outlet avai [able for task I ighting.

LIMIT OF I HEIGHT WIDTH OEPTH HEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTlls/
ISSUE: in: 43 49 32 0 [b 1: 120 - 3 HZ: WITCH: DENT:

EA
HOUR :

cm: 109 124 81 0 kg 2: --- 60 NO NO n/a

E3405 7310 CONTRL STA,MOO, P/H, WKSUR,USH ,DR 43x49x32 cc c.. .A . . . .

43°’ high X 49” wide X 32” deep modular pane( hung control station “L” configuration with a 48”
wide X 2411 deep workstat i on, tackboard, task I i ght i ng, one (1) 4811 wide X 1511 deep counter top,
one (1) 610 drawer, and one ( 1 ) end panet. Configuration should have a 120 VAC, 60H or 208 VAC,
50H convenience out[et available for task 1 ighting.

UNIT OF IHEIGHT WIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 43 49 32 0 lb 1: 120 - 3 HZ: SUITCH: DENT:

EA 109 124 81
HOUR :

cm: O kg 2: --- 60 NO NO n/a

E341O 7310. CONTROL STAT ION, MOD, P/H, CNR UKSUR iJSH

43” high X 32’! wide X 32°1 deep modular panel ‘hung control station ‘tL1’ configuration with a 2411
X 24” worksurface, one (1) end panel , and one (1) “L” shaped 15” deep counter top.

UN[T OF HEIGHT UIDTH DEPTH UEIGiiT VOLTS PHASE AMPS HERTZ DEPEN-
ISSUE:

BTUs/
in: 43 32 32 0 lb ‘l: --- HZ: SUITCII: DENT:

EA
HOUR :

cm: 109 81 81 0 kg 2: --- n/a n/a nla n/a 9

CONTROL STATION, MOO, P/H, LFILE, USH

43S’ high X 49” wide X 25t’ deep modular panel hung control station “C” configuration, with one
(1) 48” wide ‘lockable lateral file, two (2) end panels and a 48” wide X 15” deep counter top.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 43 49 25 0 lb 1: --- HZ: SUITCH: DENT:

EA
HOUR :

cm: 109 124 64 0 kg 2: --- n/a nl a nl a n/a

CONTROL STATION, MOD, P/H, CSH, LFILE, USH cc c.. . . . . . .

43” high X 49” wide X 25” deep modular panel hung control station “C” configuration with one
(1) closed 48” wide lockable sheif, one (1) 48” wide (ateral file, one (1) 48” wide X 15” deep
counter top, and two (2) end panels.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- OTUs/
1SSUE : in: 43 49 25 0 (b 1: --- HZ: SUITCH: DENT:

EA
HOUR :

cm: 109 124 64 0 kg 2: --- nla nla nla nla

E3450 ~ 7310 CONTROL STATION, MOO, P/H, UKSUR, USH, DRS cc c.. .A . . . .

43” high X 73$’ wide X 32” deep modular panel hung control station “L” configuration with one
(1) 72” wide X 24” deep worksurface, one (1) 48” wide tackboard, one (1) 24” wide tackboard,
one (1) 611 drawer, one (1) 12°1 drawer, task lighting, one (1) end panet, and one (1) 72” wide X
1’5” deep counter top. The configuration should have access to a 120 VAC, 60H or 208 VAC, 50H
convenience outlet to accommodate task lighting.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSIJE : in: 43 73 32 0 lb 1: 120 - 3 HZ: SUITCH: DENT: HOUR:

EA cm: 109 185 81 0 kg 2: --- 60 NO NO nla
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JSN NSN NOMENCLATURE RVFAH 123456

~ E3500 ] 7310 I CONTROL STATION, MOD, P/H, UKSUR,USH,ORS I F F A . . I . A . . . . I I

I E3501
I

I Contro( station, modular, panel hung coqonents to include 6 t ineal feet writing surface, task
1 i ght, countertop, and various ccqonents such as pent i 1 drauers, and different sized drauers. I

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AHPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 lb 1: --- HZ: SWITCH: OENT: HOIJR:

2A cm: o : 0 0 kg 2: --- nla nfa n/a n/a

nlo I CONTROL STATION, ROD, P/H, UXSUR, WSH, DR
I

FF A.. . . . . . .

43” high X 25” uide X 32” deep modular panel hung controt station “L” configuration, 43” high
X 24” Hide X 32” deep with one (1) 24” wide X 24” deep uorksurface, one (1) 24” wide X 15” deep
counter top, one (1) end panel and one (1) pencil drawer.

UNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 43 25 32 0 lb 1: --- HZ: SWITCH: DENT: HWR :

EA cm: 109 64 81 0 kg 2: --- n/a nJa n/a n/a

E3505 7310 I CONTROL STATION, $(00, P/H, UXSUR, USH,OR FF A.. . . . . . .

43” high X 49” uide X 32” deep malukar pane( hung control station “L” configuration with one
(1) 48” wide X 24” deep uorksurface, task lighting, tackboard, one (1) pencil drawer, end
panel and one (1) 48” wide X 15” deep counter top. The configuration should have access to a
120 VAC, 60H, or 208 VAC, 50H convenience outlet to accommodate task i ighting.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 43 49 25 0 lb 1: 120 - 3 HZ: SUITCH: DENT: HOUR :

EA cm: 109 124 64 0 kg 2: --- 60 NO NO n/a

E35t0 7310 CONTROL STATION, MD, P/H, CNR UXSUR USH FF A.. . . . . . .

4311 high X 32u wide X 32” deep modular pane( hung controt station “L” configuration with one
(1) 24” wide X 24” deep uorksurface, one (1) “L” shaped 15” deep counter top, and one (1) end
panel .

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE : in: 43 32 32 0 lb 1: --- HZ: WITCH: DENT: HWR :

EA cm: 109 81 81 0 kg i?: --- nfe nla n/a n/a

E3515 7310 CONTROL STAT ION, ItCO, P/H, CNR UXSUR USH FF A........
I

43” high X 32” wide X 32” deep modular panel hung control station “L” configuration with one
(1) 24” Hide X 24” deep wrksurface, one (1) “L” shaped 15” deep counter top, one (1) end
panel, and one (1) panel connector cwer.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AHPS HERTZ OEPEN- 8TUs/
ISSUE : in: 43 32 32 0 [b 1: --- HZ: WITCH: DENT: HWR :

EA cm: 109 81 81 0 kg 2: --” n/a n/a n/a n/a

I E3520
L

7310 CONTROL STAT ION , ~, P/H, NXSUR,USH,30R
I

FFA. .. A....

43m high X 491’ uide X 32” deep modular pane[ hung controt station “L” configuration ~ith one
(1) 48” Wide X 24’S deep uorksurface, one (1) tackboard, one (1) task light, one (1) pencil
drawer, one (1) 6“ and one (1) 12” drauer, ona 48” uide X 15” deep counter top, and one (1) end
pallet . Configuration should have a 120 VAC, 60H or 208 VAC, 50H convenience outiet available
for task lighting.

UNIT OF HEIGHT UtDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 43 49 32 0 lb 1: 120 - 3 HZ: SWTCH: OENT: HOUR :

EA cm: lW 124 81 0 kg 2: --- 60 NO UO n/a
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i o

F 7310 I CONTROL STATION, MOD, P/H, UKSUR, WSH I F F A . . ] . . . . . . \ I
43” high X 69” wide X 32” deep modular panet hung controt station “L” configuration with one
(1) 48” uide X 24” deep work.surface, one (1 ) tackboard, one (1 ) task light, one 4811 wide X 1511
deep counter top, and one ( 1 ) end pane(. Configuration shoutd have a 120 VAC, 60H or 208 VAC,
50H convenience outlet available for task 1 ighting. ,

LIMIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
1SSUE : in: 43 49 32 0 lb 1: 120 - 3 HZ: SWITCH: OENT: HOUR :

EA cm: 109 124 81 0 kg 2: --- 60 NO NO nla

CONTROL STATION, MOD, P/H, LFILE, WSH FF A.. . . . . . . 1

I Control station, modular panel hung to inc(ude 4 lineal feet writing shelf, 4 lineal foot
[ateral file, panel assemb~y end cap. I

F

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0, 0 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: : 0 0 0 kg 2: --- nla nla n(a n/a
I 1 1 1 I I -J

7310 CONTROL STAT ION, MOD, P/H, SH, CSH, LFILE,WSH FF A.. . . . . . .

43” high X 491’ wide X 25” deep mcdular panel hung control station “C” configuration with one
(1) 48” Hide open shelf, one (1) 48” wide closed lockable shelving storage, one ( 1 ) 48” wide
lockable latera( file, one end panel or pane( support, and one (1) 48” wide X 15” deep counter
top.

.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 49 25 ~ O lb 1: --- HZ: SWITCH : OENT: HOUR :

EA cm: 1: 124 64 0 kg 2: --- n/a n/a n/a n/a

E3550 73T0 CONTROL STAT ION, MOD, P/H , WKSUR, WSH,3DRS FF A.. .A . ...’

431~ high x 7311 wide x 3211 deep modular panel hung control station “C” configuration with one
(1) 72” deep X 24” worksurface, one (1) 48” wide tackboard, task lighting, one (1) pencil
drawer, one (1) 6“ drawer, one (1) 12” drawer and one (1) end panel. Configuration should have
a 120 VAC, 60H or 208 VAC, 50H convenience out(et avai lable for task 1 ighting.

UNIT OF HEIGHT WIOTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 43 73 32 0 lb 1: --- HZ: SWITCH: OENT: HOUR :

EA cm 109 185 81 0, kg 2: . . . n~a n/a n/a nla

E
7310 CARREL, INTERVIEW, MOD, P/H, WKSUR, WSH FF A.. .A . . . .

65” high x 49” wide x 60” deep mcdular panel hung interview carrel”H” configuration with one
( 1 ) 48” wide X 24!’ countertop, task 1 ight ing, one ( 1 ) keyboard drawer, one (1) 6“ drawer, one
(1) 12”drawer, one (1) 24” wide paper handler, one (1) 24” open shelf and one (1) 24” wide
closed shelf. Adequate 120 VAC 60 HZ outlets should be available to support task i ighting and
CRT equipment. A local area network outlet should be avai labte for connection of the CRT to a
net work server.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 43 49 60 0 lb 1: 120 1 1 HZ: SWITCH: OENT: HOUR :

EA cm: 109 125 154 0 kg 2: --- n/a nla n/a n/a

I
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23565 7310 CARREL, lNTREVIEU, MCO, P/H, UKSUR 5FT UD FF A.. .A . . . .

65” high x 66’s wide x 90” deep modular panel hung intervieu carret”H” configuration with one
(1) 60” Nide X 3D” C-tertop, task lighting, one (1) keyboard drawer, one (1) 6“ drawer, one
26” wide paper bander. (CHANGE - NAW - W1OER UNIT FOR I(BA)

UNIT OF HEIGHT U1OTH DEPTH NEIGHT VOLTS PHASE AMPS HERTZ OEPEN- 8TUs/
ISSUE: in: 65 66 90 0 lb 1: 120 1 1 HZ: SUITCH: DENT: HOUR :

2A an: o 0 0 0 kg 2: --- nfa n/a n/a n/a

E 7310 I CART,UNIT OOSE, U/N~ COMPONENTS 44X33X20 c c c........ I
Unit dose cart, 44” high X 33’: Wide X 20” deep with modular interior components consisting of
one (1) 8 patient bin cassette ass~ly, tuo (2) 12 patient bin cassette assemblies, and one
(1) 6“ tockabte drawer. The hard rutbw cart casters are 5“ in diameter.

UNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE ANPS HERTZ DEPEN- BTUs/
ISSUE: in: 33 20 0 lb 1: --- HZ: SUITCH: DENT:

1: 04 51
HOUR :

EA cm: O kg 2: --- nfa n/a nfa nfa

23900 7110 CART, TRANSPORT, 1 LOCKER, 42x28x26 cc c.. . . . . . .
I

Transport cart for lifting (rnount/distmunt) and moving rail mounted mcdu~ar storage
lockers/cabinets from point of sqpty to point of use arrl return. The hard rubber cart tires
are 5$1 in diameter and fitted with Lubricating grease fittings. Cart wi(( carry a maxim load
of 300 polinds.

UNIT OF HEIGHT UIOTH DEPTH NEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 42 28 26 0 tb 1: --- HZ: SUITCH: OENT: HOUR :

2A cm: 107 71 66 0 kg 2: --- n/a tia n/a nla

E391 O 7110 CART, TRANSPORT, 6 LOCKER 42x28x26EA c c c........
1

Transport cart for 6 lockers.

UNIT OF HEIGHT UIOTH DEPTH US 1GHT WLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 38 27 246 lb 1: --- HZ: SUITCH: OENT: HWR :

2A cm: 97 69 : 112 kg 2:-- 9 n/a nla tia n/a

E4000 7110 LOCKER, #KX), R/H, IV SOLUTIONS, 66X23X20 cc c.. . . . . . .

Modular moveeble rail hung storage (ocker/cabinet configured for I.V. solutions. Interm[
cmponents consist of one (1) 3W drawer, one (1) 6t’ drawer, two (2) wire shelves and six (6)
tray shelves. Movement requires the use of a JSN E3900. Unit has tenbour door.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT WLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 6623 0 lb 1: --- HZ: SWITCH: DENT: HWR :

2A cm: 168 58 :: Okg 2: --- n/a n/a n/a n/a

E4050 7110
I

LOCKER, MOO, R/H, I.V. ltEDS, 66X23X20 cc c.. . . . . . .

140dular moveabie rail hung storage locker/csbinet configured for I.V. medications. Interml
ccqonents consist of five (5) 31$ drawers, three (3) 611 drauers, cm (1) 9[1 drawer and three
(3) tray sheives. Unit has tanbour door. Movement requires the use of a JSN E3900.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT WLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 66 23 20 0 [b 1: --- HZ: WITCH: DENT: HWR :

2A cm: 168 58 51 0 kg 2: --- n/a n/a n/a n/a

O,:,!’:
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0
E41OO 7310 UNIT DOSE, MCfl , R/H , 66x23x20 cc c.. . . . . . .

Modular moveable rai 1 hung storage locker/cabinet conf igurad for unit dose medications.
Internal components consist of five (5) 1.2-drawer cassette assemblies and two (2) 8-drawer
cassette assembl i es. Unit has tambour door. Movement requires the uae of a JSN E3900.

UNIT OF HEIGHT UIDTH DEPTH ~ UEIGHT VOLTS PHASE AMPS
ISSUE:

HERTZ DEPEN- BTUs/
in: 66 23 20 0 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 168 58 51 0 kg 2: - - - n/a n/a n/a n/a

LOCKER, MOD, R/H, 66x23x20

Modular moveab( e rai 1 hung storage (ocker/cabi net configured for storage of persona 1 i terns.
Internal components consist of one ( 1 ) 611 drawer and one ( 1 ) tray shelf. Unit has lockable
tambour door. Movement requires the use of a JSN E3900.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 23 20 O lb 1: --- HZ: SUITCH: DENT:

EA 1~ 58 51
HOUR :

cm: O kg 2: --- nla n/a n/a nla

7110 PROCTO, MOD, R/H, 66x23x20 cc c.. . . . . . .

Modular moveable ‘rai [ hung storage locker/cabinet configured for storage of procto
exam/treatment related items. Internal components consist of four (4) 3“ drawers, two (2) 611
drawers, one ( 1 ) 9“ drawer and four (4) tray she[ves. Unit has a tambour door, movement
requires the use of a JSN E3900.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 66 23 20 0 (b 1: --- HZ: SUITCH: OENT:

EA
HOUR :

cm: 168 58 51 0 kg 2: --- nla n/a n/a n/a

9

E4400 7110 LOCKER , TREATMENT, MOD, R/H, 66x23x20 cc c.. . . . . . .

Modular moveable rai 1 hung storage locker/cabinet configured for storage of medsurg
exam/t reatment supp( i es. Internal components consist of five (5) 3“ drawers, three (3) 6’1
drawers and four (4) tray shelves. Unit has a tambour door. Movement requires the use of a
JSN E3900 .

UNIT OF ~ HEIGHT UIDTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 66 23 20 0 lb 1: --- HZ: SUITCH: DENT:

EA
HOUR :

cm: 168 58 57 0 kg 2: --- n/a n/a nla nla

7TI0 LOCKER, STORAGE, MOO, R/H, 66x23x20

Modular moveable rai I hung storage locker/cabinet configured for genera 1 storage. Interns [
components consist of five (5) 31: drawers, three (3) 6$’ drawers and four (4) tray shelves.
Unit has a tambour door, movement requires the use of a JSN E3900.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
1SSUE :

BTUs/
in: 66 23 20 0 lb 1: --- HZ: SUITCH: DENT:

EA
HOUR :

~ cm 168 58 51 0 kg 2:--- nla nla nla nla

E4550 7110 GEN . STORAGE , MOD. R/H, 66x23x20 cc c.. . . . . . .

Moduiar moveable rai 1 hung storage locker/cabinet configured for general storage. Internal
components consist of seven (i’) tray shelves. Unit has a tambour door. Movement requires the
use of a JSN E3900.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 23 20 0 lb 1: --- HZ: SUITCH: DENT:

EA I& 58 51
HOUR :

cm: O kg 2: --- nia n/a n/a n/a

*
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EWJD 7110 CART , TREATMENT, HOO, NBL, 36x23x23 cc c.. . . . . . .

Nodular cart configured for storage/transport of general medsurg exsm/treatment i term.
Components consist of two (2) 6tt drawers and one (1) 9“ drawer. Cart has 3“ diamter hard
rubber swivel casters.

UNIT OF HEIGHT WIOTH OEPTH ME I GHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 3623 0 lb 1: --- HZ: SUITCH: OENT: HOUR :

2A cm: 91 S8 E O kg 2: --- nfa n/a n/a n/a

I E4650
i

7110 I CART, EXAM,TREATMENT, itCO, ttBL, 60x48x23 I C C C . . I . . . . . . I

Modu[ar cart configured for storage/transport of genera[ medsurg exam/treatment i tens.
Conqxments consist of two (2) 3’$ drauers, two (2) 6’) drawers, one ( 1 ) 9“ drawer. Cart has 3“
diameter hard rubber sMive( casters with wheel locks. Cart is equipped with a work surface
mounted at 36” above finished f Loorand two horizontal rai 1s mounted above the worksurf ace at
the back of the cart to permit a variety of accessories to be mounted. Accessory mts
include on CRT suspension arm with a keyboard tray. Cart to be equipped with a five outlet
plug strip which has a master cutoff suitch and surge arrestor bui it in.

UNIT OF HEIGHT tllOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- 8TUs/
lSSUE: in: 60 48 23 0 lb 1: 120 1 - HZ: SUITCH: DENT: HOUR :

EA cm: o 0 58 0 kg 2: --- 50/60 NO NO n/a

I E4700 I 7110 I CART, SPECIAL PROCEOURE,MOD,IUIL,36X23X23 I C C C . . I . . . . . . I I
Modular cart configured for storage of medsurg special procedure i tents. Components consi St Of
two (2) 3~~ drauers, two (2) 61’ drawers and one (1) 9“ drawer. The cart has 3“ diameter hard
rdber swivel casters.

UNIT OF HEIGHT UIDTH OEPTH KEIGHT VOLTS PHASE ANPS HERTZ DEPEN- BTUs/
ISSUE : in: 36 23 0 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 91 58 E O kg 2: --- n/a n/a n/a nla

E4800 7110 STORAGE UNIT, MOD, R/H, 38x25x18 cc c.. . . . . . .

38” high X 25” wide X 18” deep rail hung modular storage unit uith one (1) 24” wide X 181’ deep
worksurface/counter top, one (1) 31$ drawer, one (1) 61) drawer and one (1) 9“ drawer. Requires
use of a JSN E1500.

UNIT OF HEIGHT WIDTH OEPTH WEIGHT VOLTS PHASE ANPS HERTZ OEPEN - BTUs/
ISSUE: in: 38 25 18 0 [b 1: --- HZ: SUITCH: OENT: HOUR :

EA cm: 97 64 46 0 kg 2: --” tia nja n/a nfa

I E51OO

7110
I

CART, EMERGENCY, KOD, )!BL, 36X23X23
I

c c c........

ktodu(ar cart configured as an emergency ‘*crashit or stat cart. Components consist of one (1)
3t# drawer, two (2) 611 drawers ~ One (1) 911 drawer. The cart has 3“ diameter hard rubber
s~ivel casters.

UNIT OF HEIGHT UIOTH OEPTH WE1GHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1 SSUE : in: 23 0 lb 1: --- HZ: SVITCH: DENT: HOUR :

EA cm: ; 58 : 0 kg 2: --- n/a n/a n/a nla

7110 CART, PROCEOURE, NOD, ML, 36x23x23
I

cc c.. . . . . . .

Wdutar cart configures for storage/transport of mdsurg procedure suppties. Components
consist of two (2) 3“ drauers, two (2) 6’} drawers and one (1) 9“ drawer. The cart has 3“
dians?ter hard rubber swive( casters.

UNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE ANPS HERTZ OEPEN- BTUs/
1SSUE : in: 36 23 0 lb 1: --- HZ: SUITCH: DENT: HWR :

2A cm: 91 58 $ 0 kg 2: --- n/a n/a nla tia
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*

E5200 7110 LOCKER, L 1NEN, MOD, R/H, 66x23x20 cc c.. . . . . . .
1

Modular moveab[e rai 1 hung storage locker/cabinet configured for storage of 1 inen. Interior
components consist of two (2) tray she~ves, four (4) wi re shelves and one (1 ) 611 drawer. Unit
has a tambour door. Movement requires the use of a JSN E3900.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 23 20 0 lb 1: --- HZ: SUITCH: DENT:

EA 1: 58 51
HOUR :

cm: O kg 2:--- n/a nla nla nla

i E5300 7110 LOCKER, SUPPLY, MOO, R/H, 66x23x20 cc c.. . . . . . .

Modular moveable rsi 1 hung storage locker/cabinet configured for general storage. Interior
components consist of four (4) 311 drawers, four (4) 6“ drauers, one (1) 9“ drawer and four (4)
tray shelves. Unit has a tard)our door. Movement requires the use of a JSN E3900.

UNIT OF HEIGHT WIDTH OEPTH UEIGHT ~ VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 66 23 20 0 lb 1: --- HZ: SWITCH: DENT :

EA
HOUR :

cm: 168 58 51 0 kg 2; ---- nla n/a nla nla

I E5400 \ 7310 I WORKSTATION#l~, U/P/H, UKSUR,DRS,84X49X25 I C C C . . I . . . . . . I I

I Modular Hal 1 or panel hung workstation configuration consisting of one (1) 48N wide X 2411 deep
worksurf ace, one ( 1 ) pent i 1 drawer, one ( 1 ) 611 drauer ad one ( 1 ) 12u drawer. I

1, E5500

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 25 0 lb 1: ---

2: 1:: 64
HZ: SUITCH: DENT: HOUR :

EA cm: O kg 2: --- ri/a n/a n/a nla
<

0‘7310 \ UORKSTATION, MOD, W/P/H, WKSUR,SH,CSH,DRS I C C C . . I . A . . . . I

Modular wa~ 1 or pane( hung secretarial workstation “L” configuration, 84” high X 73” wide X
73” deep with one (1) 7211 wide X 24” deep workaurface, one 4811 wide tackboard, one (1) 24°1
tackboard, task 1 ighting, one (1) 48’) Hide open shelf adjacent to one ( 1 ) 24’! wide open shelf,
one 4811 wide closed lockable shelf adjacent to one (1) 24$’ closed lockable shekf, one (1)
pencil drawer, one (1) 6“ drawer and one (1) 12” drawer. Configuration should have a 120 VAC,
60H or 208 VAC, 50H convenience out let available for the task 1ight i ng. Configuration includes
a 25-1/218 deep X 48u wide X 2411 deep typing table placed perpendicular to the worksurface.

IUNIT OF WEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
:[SSUE : in: 847373 0 lb 1’: 120 - 3 HZ: SUITCH: DENT: HOUR :

EA cm: 213 185 185 0 kg 2: --- 60 NO NO n/a

7310 UORKSTAT ION, MOO, W/P/H, WKSUR, SH , CSH, ORS cc c.. .A . . . .

Modular wal 1 or panel hung secretarial workstation “LIJ configuration, 84~’ high X 731’ Hide X
73” deep with one ( 1 ) 72” wide X 24$’ deep worksurf ace, one 48’: wide tackboard, one (1) 2411
tackboard, task ( ighting, one ( 1 ) 48” wide open shelf adjacent to one ( 1 ) 24” wide open shelf,
one 48” wide closed lockable she~f adjacent to one (1) 24$’ closed lockable shelf, one (1)
penci 1 drawer, one (1) 6!’ drawer and one (1) 12” drawer. Configuration should have a 120 VAC,
60H or ,208 VAC, 50H convenience outlet avai lable for the task 1 ighting. Configuration includes
a 29!! high X 48N wide X 241~ deep office table placed perpendicular to the worksurface.

(JNIT OF HEIGHT UIDTH DEPTHI WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: nn O lb 1: 120 - 3 HZ: SUITCH: OENT: HOUR :

EA cm: 2: 185 185 0 kg 2: --- 60 NO NO n/a
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E5600 7310 UORKCENTER,l@,W/P/l!, UKSUR,CSH, LFILE,ORS cc c.. .A . . . .

Hoddar wat I or panel htntg secretarial workstation “L” configuration, 84” high X 9P wide X
73” deep with two (2) 48” wide X 24” worksurfaces hung adjacent; one (1) 48” wide tackboard,
task ( ighting, aml one (1) 4811 uida closed lockab[e shelf mountd over worksurface ‘A”; one (1)
48” wide lateral file mounted under worksurface “B”; and, one (1) penci ( drawer. Configuration
includes a 25-1/2’9 high X 68’3 wide X 24” deep typing table placed perpendicular to worksurface
11A1$.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- STUs/
ISSUE: in: 97 73 0 (b 1: 120 - 3 HZ: SWITCH: DENT: HOUR :

EA an: 2% 246 185 0 kg 2: --- 60 NO NO n/a

EE5620

t

I I I 1 i I I

nlo WRKCENTER, ~, U/H, UKSUR, CSH, SH,DRS cc c.. .A . . . .
I

Rodular wall hung cericat workstation configuration, 84” high X 49” wide X 25’] deep with one
(1) 48” wide X 24” deep worksurface, one (1) 48{1 wide teckboard, task Lighting, one (1) 48’1
wide open shelf, one (1) 4811 wide c(osed tockable shetf, one (1) penci( drawer, one (1) 6“
drawer, and one (1) 12u drawer. Configuration shou[d have direct access to a 120 VAC, 60H or
208 VAC, 50H convenience outlet for task tighting.

UNIT OF HEIGHT W1OTH OEPTH WEIGHT VOLTS PHASE ANPS HERTZ DEPEN- BTus/
1S!iUE : in: 84 49 25 0 lb 1: 120 - 3 HZ: SWITCH: OENT: HOUR :

EA cm: 213 124 64 Okg 2: --- 60 NO NO nj a

i i 1 I I 1

I
E5&40 7310 IJORKCENTER, NC(), W/H, CSH, LFILE, IO(R 80

I
cc c.. . . . . . .

NOdutar watl hung sugprt configuration for administrative workcentera, 84’1 high X 49” uide X
17u deep with one (1) 48’I high X 481’ wide marker bosrd, one (1) 48” uide lateral file, and one
(1) 48’1 wide ctosfxl, Lockable shetf.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 49 17 0 lb 1: --- HZ: SWITCH: DENT: HOUR :

A cm: 2; 124 43 0 kg 2: --- nfa n/a n/a n/a

E5650 7310
I

CREDENZA, Mm, U/H, SH, 2LF1LE, 84X49X17 cc c.. . . . . . .

)kidular watt hung credenza configuration for administrative workcenters, 84” high X 49” wide X
171’ deep with one (1) 48” high X 48” wide marker board, two (2) 48’] uide lateral file, and one
(1) 48” uide open shelf.

!-
UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- 8TUs/
1SSUE : in: 49 17 0 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA an: 2: 124 43 0 kg 2: --- n/a n/a n/a n/a
h

IES660 7310 VORKCENTER, MD, U/H, uKSUR, SH, CSH, DR cc c.. .A . . . .
1

Modular ua(l hung clerical workstation configuration, 841] high X 491’ wide X 2511 deep uith one
(1) 48” wide X 24” deep worksurface, one (1) 48” wide tackboard, task lighting, one (1) 48”
wide open shetf, one (1) 4811 uide closed lockable shelf, and one (1) pencil drawer.
Configuration should have direct access to a 120 VAC, 60H or 208 VAC, 50H convenience outlet
for task lighting.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 84 49 2s O lb 1: 120 “ 3 HZ: SUITCH: OENT: HOUR :

EA cm: 213 124 64 0 kg 2: --- 60 NO NO n/a

oI
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*

E5700 7310 WORKSTATION, Mm, U/H, UKSUR, SH, CSH,3DR cc c.. .A . . . .

Modular Hal 1 hung clericat workstation configuration, 84” high X 73” wide X 25” deep with one
(1) 48” wide X 24” deep worksurface hung adjacent to one (1) 24” wide X 24” deep uorksurface,
one (1) 48u wide tackboard, one (1 ) 241! wide tackboard, task lighting, one (1 ) 4811 wide open
shelf, one (1) 2411 wide open shelf, one (1) 48w wide closed, lockable shelf, one (1) 24” wide
closed, lockable shelf, one ( 1 ) penci 1 drawer, one (1 ) 611 drawer and one ( 1 ) 12°1 drawer.
Configuration should have access to a 120 VAC, 60H or 208 VAC, 50H convenience outlet for task
I ight,ing.

UNIT OF HEIGHT U1OTH DEPTH UEIGHT
ISSUE :

VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
in: 73 25 0 lb 1: 120 - 3 HZ: SUITCH: DENT:

EA
HOUR :

cm: 2: 185 64 0 kg 2: --- 60 NO NO n/a

I IE5710 7310 UORKSTATION, MOD, U/H, UKSUR, SH, CSH,3DR cc c.. .A . . . .

Moduiar wal 1 hung clerical workstation configuration, 8411 high X 7Y wide X 2511 deep wi th one
(1) 72” wide X 24” deep worksurface, one ( 1 ) 4811 wide tackboard, one (1) 2411 uide tackboard,
task lighting, one (1) 4811 wide open shelf, one (1) 24~1 wide open shelf, one (1) 68” wide
closed, lockable she(f, one (1) 24’I wide closed, lockable shelf, one (1) penci 1 drawer, one (1]
61~’ drawer and one ( 1 ) 91! drawer. Configuration should have access to a 120 VAC, 60H or 208
VAC, 50H convenience outlet for task 1 ighting.

UNITOF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
lSSUE:

BTUs/
in: 84 73 25 0 tb 1: 120 - 3 HZ: SUITCH: OENT: HOUR :

EA cm: 213 185 64 0 kg 2: --- 60 NO NO n/a

IE5800 7310 WORKSTATION, MOD, EXAM, U/H, UKSUR, SH, CSH,OR cc c.. .A . . . .

Modular wal i hung clerica( workstation configuration, 8411 high X 49’I wide X 25:1 deep wi th one
(1) 48” wide X 24” deep worksurface, one (1) 48” wide tackboard, task 1 ighting, one (1) 48”

a

wide open shelf, one (1) 48(1 wide closed, lockable shelf, one (1) penci 1 drawer, one (1) 6“
drawer, and one (1) 911 drawer. Configuration should have direct access to a 120 VAC, 60H or
208 VAC, 50H convenience outlet for task lighting.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 49 25 Olb 1: 120 - 3 HZ: SUITCH: OENT:

EA 2:
HOUR :

cm: 124 64 0 kg 2: --- 60 NO NO nla

~ E5850 7310 SHELF, MOO, U/P/H, SH, CSH, U/TASK LITE cc c.. .A . . . .

I Shelving, modular, wal[ or panel hung to inc(ude, 4ft. closed shelving, 4 linear feet open
shelving, tasklighting.

UNIIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/

I 1SSUE : in: 49 175 lb 1: 120 1 1
2:

HZ: SUITCH: OENT:
125 ;;

HOUR :
EA cm: 385 kg 2:--- 60 NO NO n/a

15!!-
7310 I UORKCENTER, MOD, U/H, UKSUR,CSH,LFILES, DRS I C C C . . I . A . . . . I

Moduiar wa! 1 hung clericat workstation configuration, 84” high X 169!’ wide X 25” deep with two
(2) 48” wide X 24” deep worksurf aces mounted adjacent, two (2) 48” backboards mounted adj scent,
task lighting, two (2) 48” wide closed, lockable she(ves mounted adjacent, one (1) 48” high X
4811 wide marker board, two (2) 24tl wide closed, lockabie shelves, two (2) 24” wide lateral
files, one (1) penci 1 drawer, one (1) 6“ drawer and one (1) 12” drawer. Configuration should
have access to a 120 VAC, 60H or 208 VAC, 50H convenience out let.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 169 25 0 lb 1: 120 - 3 HZ: SUITCH: OENT: HOUR :

EA cm: 2: 429 64 0 kg 2: --- 60 NO NO nja
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L
E7000 7310

I
CASEWORK, MOD, P/H, UKSUR, SH, CSH, LFILES, DR

I
cc c.. .A . . . .

I
kl~”lar pane{ hung clericai workstation/casework “H” configuration, 80” high X 73” wide X 49”
deep with two (2) 48” wide X 24” deep uorksurface munted back to back, two (2) 48” wide
backboards, task Lighting, two (2) penci L drawers, tuo (2) 481’ uide c~osed, Lockable shelves
mounted back to back, four (4) 24:} Iaterai files mounted in pairs back to back, two (2) 2411
wide open shelves mounted back to back, and two (2) 2411 wide closed, [Ockabte shelves mounted
back to back. Configuration should have access to e 120 VAC, 60H or 208 VAC, 50H convenience
outlet for the task lighting.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VDLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: n 49 0 (b 1: 120 - 3 HZ: SUITCH: DENT: HOUR :

EA cm: 2: 185 124 0 kg 2: --- 60 NO NO rua

casework, m,bf/H, uKsuR, sH, csH, LFILEs,3DR cc c.. .A . . . .

Modular wall hung c(ericat uorkstotion/caseuork configuration, 84” high X 73” wide X 25” deep
with one (1) 48” uide X 241’ deep uorksurface, one 48c’ wide tackboard, one (1) 24c’ wide
tackboard, task [ighting, one (1) 48” wide open shelf, one (1) 48’] wide c~osed, Lockable shelf,
one (1) 24” tiide open she(f, one (1) 24’$ wide ciosed, lockable shelf, two (2) 24” wide lateral
files, one (1) penci( drawer, one (1) 6“ drawer end one (1) 12” drawer. Configuration shouid
have access to a 120 VAC, 60H or 208 VAC, 50H convenience outlet for the task lighting.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN BTUs/
ISSUE: in: 7325 0 lb 1: 120 - 3 HZ: SWTCH: DENT: HWR :

EA cm: 2!$ 185 64 0 kg 2: --- 60 NO NO nla

E8000 7310 CASEWORK, SUPPORT, MOO,OH STOR, REAGENT SH FF F.. . . . . . .

80” high X 48” wide X 12” deep modular free stsrxling or wall attached, laboratory casework
structure for enc[osing and organizing mechanica~ systems and supporting tiorksurfaces and
storage components. Unit has interior 48” wide reagent shelving.

t
I E8001
I

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 48 12 0 lb 1: --- HZ: SWITCH: DENT: HWR :

EA cm: 2: 122 30 0 kg 2: --- n/a n/a n/a n/a

7310 CASEbfORK, SUPPORT, MCO, Oli STOR, REAGENT SH FF F.. . . . . . .

80J! high X 24!] wide X 1211 deep mdular free standing or wall attached, laboratory caseuork
structure for enclosing and organizing mechanical systems arxl supporting uorksurfaces and
storage couqmnents. Unit has interior 24’1 uide reagent shetving.

UNIT OF HEIGHT WIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTus/
ISSUE: in: 0 lb 1: --- HZ: SUITCH: DENT: HWR :

EA cm: 2$ 1: :: 0 kg 2: --- nfa n/a n/a n/a

E8002 7310 CASEWORK, SUPPORT, UOD,O/H STOR,80X12X12 FF F.. . . . . . .

80” high X 12” wide X 12” deep mcfu(ar freestanding or wall attached laboratory casework
structure for enctosing and organizing mechanica~ systems and supporting ttorksurfaces and
storage components.

UNIT OF HEIGHT UIOTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- 9TUs/
1SSUE : in: O lb 1: --- HZ: SUITCH: DENT:

2:: ;: ;:
HWR :

2A cm: Okg 2: --- n/a n/a n/a n/a

O
,,,,
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*

I E8003 731’0 I CASEilORK,SUPPORT, PASS THRU,M(Xl,O/H STOR I F F F . . I . . . . . . I

80” high X 48” wide X 12” deep modular freestanding or wa( L attached laboratory casework
structure for enclosing and organizing mechanical systems and supporting worksurfaces and
storage components. As corif igured, the unit permits items to be passed through the upper
structure from one side to the other.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: O lb 1: ---

2: 1;: :;
HZ: SUITCH: DENT: HOUR :

EA cm: O kg 2: --- n/a n/a nla n/a

E8004 7310 PANEL, TERMINAL, FULL, SUPPT. MOD FF F.. . . . . . .

80!’ high X 60u wide X 311 deep ful ( end panet used to provide support for the ends of modular
freestanding or ual 1 attached laboratory casework configurations.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 80 60 3 0 lb 1: --- HZ: WITCH: DENT: HOUR :

EA cm: 203 152 8 0 kg 2: --- nla nla nla nfa

7310 SUPPT. PANEL, TERMINAL, HALF, SUPPT. MKKI

80” high X 60” wide X 3“ deep mounted “T” end panel used to provide support for the ends of
modu!ar freestanding or ual 1 attached laboratory casework configurations.

UNIT OF HEIGHT WIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 60 3 0 Lb 1: --- HZ: SUITCH: OENT: HOUR :

EA cm: 2: 152 8 0 kg 2: --- n/a nla n/a nla

I E8006 7310 PANEL, TERMINAL, RIGHT, SUPPT. Mm. FF F.. . . . . . . e

I 8011 high X 36u wide X 3“ deep IILII shaped end panel used to provide support for the right-hand
end of modular freestanding or wal 1 at tachad laboratory casework configurations. I

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1!SSUE : in: O lb 1: --- HZ: SUITCH: DENT: HOUR :

EA ~ cm: 2: z : 0 kg 2: --- n/a nla nla n/a

E8007 73T0 PANEL , TERMINAL, LEFT, SUPPT . MOD FF F.. . . . . . .

80” high X 36” wide X 3“ deep “L” shaped end pane( used to provide support for the Left-hand
end of modular freestanding or ual 1 attached !aboratory casework configurations.

Uli 1T OF HEIGHT UIDTH DEPTH UE 1GHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 36 3 0 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 2; 91 8 0 kg 2: ”-- n/a nla n/a n/a

E8010 7310 CASEUORK, MOD FF F.. . . . . . .

801’ high X 211 wide X 211 deep connector usad to join nmdular freestanding or wat 1 attached
laboratory casework modules in straight, “L”, “H”, or “X” configurations.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSIJE : in: O lb 1: --- HZ: SUITCH : DENT: HOUR :

EA cm: 2% ;: ; O kg 2: --- n/a nla n/a nla
)
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E8D20 7310 CASEWORK, SUPPORT ,Nm, O/H STOR, REAGENT SH FF F.. . . . . . .
I I

I 80” high X 26” wide X 12” deep modular freestanding or wal 1 attached laboratory casework
structure for enctosing and organizing nmchanical systems and supporting worksurfaces and
storage components. Unit has interior 24’] wide reagent shelving. I

UNIT OF HE t GHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- 8TUs/
ISSUE: in: 24 0 (b 1: --- HZ: SUITCH: OENT: HOUR :

EA cm: 22 61 ~i O kg 2: --- nfa n/a n/a n/a
*

E8050 nlo
I

PANEL, LAS, SUPPORT, N(X), 80X66X3 FF F.. . . . . . .

Inverted “T” shaped hard surface nmdular panel used to construct freestanding or ualt attached
modular Laboratory casework configurations.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE ANPS HERTZ OEPEN- BTUs/
ISSUE: in: 3 0 (b 1: --- HZ: SWITCH: OENT: HOUR :

EA cm: 2Z 1$ 8 0 kg 2: --- n/a n/a n/a n/a

E81OO ?310 PANEL, SUPPORT, MWULAR, 80X48X2 FF F.. . . . . . .
I 1

80” high x 48” wide x 2“ deep structural panel used to construct moduiar configurations.

UNIT OF HEIGHT UIOTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 2 0 Lb 1: --- HZ: SWITCH: DENT:

2Z 1:
HOUR :

EA cm: 5 0 kg 2: --- n/a n/a n/a n/a

E8101 ?310 PANEL, LA8, SUPPORT, NOD, 80X24X2
I

FF F.. . . . . . .

8(YJ high X 2411 wide X 2“ deep hard surface mdu(ar panel used to construct freestanding or
USII attached modular laboratory caseuork configurations.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE ANPS HERTZ DEPEN- wus/
ISSUE: in: 24 2 0 lb 1: --- HZ: WITCH: DENT: HOUR :

EA cm: 2; 61 5 0 kg 2: --- nla nfa n/a n/a

I
E8102 7310 pANEL, LAB, SUPPORT, Mm, RAolus, 26 IN. FF F.. . . . . . .

8(PJ high X 26” wide X 26” deep curved hard surface modular panel used to construct
freestanding or wall attached modular [aboratory casework configurations. “L” shaped curve has
a continuous 26:1 radius.

UNIT OF HEIGHT- WIOTH DEPTH WEIGHT VOLTS PHASE ANPS HERTZ DEPEN- OTUs/
ISSUE: in: 80 26 26 0 lb 1: --- ltZ: SWITCH: DENT: HWR :

2A cm: 203 66 66 0 kg 2: ”-- n/a n/a n/a nfa

IE8103 7310 C@JNECTOR, PANEL FF F.. . . . . . .

Connector, Panel. 80” high unit ussd to join tuo (2) modular panels of the same height in
straight [ine connection.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT WLTS PHASE ANPS HERTZ OEPEN- BTUs/
ISSUE: in: 2 0 (b 1: --- HZ: SWITCH: DENT: HWR :

EA cm: 2$! : 5 0 kg 2: --- n,fa n/a n/a n/a

O.,,!’
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*
E8105 7310 PANEL, CORNER, 3-WAY FF F.. . . . . . .

80” high unit used to join three (3) modular panels of the same height together in a “T”
connect ion.

UNIT OF HEIGHT UIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
ISSUE: in: 80 4 3 0 lb 1: --- HZ: SWITCH: DENT : HOUR :

EA cm: 203 10 8 0 kg 2: --- n/a nla n! a n/a

E8106 7310 CONNECTOR, PANEL , 4- WAY FF F.. ‘. . . . . .

80” high unit used to join four (4) modular panels of the same height together in an “X”
connect ion.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 80 4 4 0 lb 1: --- HZ: SWITCH: OENT : HOUR :

EA cm: 203 10 10 0 kg 2: --- nla nla nla n/a

I E8107 I 7310 I CONNECTOR IF FF. .I . . . . ..I

Hanged 80” high unit used to join two (2) modular panels of the same height together in a
corner ui th a connecting angle of Less than 90 degrees through 180 degrees.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 2 0 l’b 1: --- HZ: SUITCH: DENT:

2: 1:
HOUR :

EA cm: 5 0 kg 2: --- nla n/a n/a n/a

80” high X 24” wide X 2’] deep structural panel used to construct modular configurations.
*

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 24 2 0 lb 1: --- HZ: SWITCH: OENT: HOUR :

EA cm: 2% 61 5 0 kg 2: --- nla n/a nla n/a

E8150 7310 CONNECTOR, PANEL , SUPPORT, 3-WAY, 80H FF F.. . . . . . .

80” high unit used to join two (2) or more modular panels of the same height in a straight,
IITOI, Iix!l, or corner connection. Corner may have a connecting angle of less than 90 degrees
through greater than 270 degrees.

UNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 80 2 2 0 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 203 5 5 0 kg 2: --- nla n/a n/a n/a

E8160 7310 CONNECTOR , ‘PANEL, SUPPORT, 2-WAY, 80H FF F.. . . . . . .

80” high unit used to join two (2) modular panels of the same height in a 90 degree corner
connect ion.

UNIT OF HEIGHT WIOTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 80 2 2 0 [b 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 203 5 5 0 kg 2: --- nla nla nla nla

80” high end cap for modu(ar panels used to finish a panel within a configuration.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- 6TUs/
ISSUE: in: 80 6 2 0 lb 1: --- HZ: SUITCH: OENT: HOUR :

EA cm: 203 1’5 5 0 kg 2: ”-- n/a n/a n/a nla
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E8180 7310 LEG, PANEL , SUPPORT FF F.. . . . . . .

~~LI* shaped ~it USed at the bgttcim of modular panel configurations to provide SUPPort.

UNIT OF HEIGHT UIDTH OEPTH NEIGHT VOLTS PHASE AJ4PS HERTZ OEPEN- BTus/
ISSUE: in: O 0 0 0 lb 1: --- HZ: SUITCH: DENT: HOUR :

I
2A Cta: o 0 0 0 kg 2: --- n/a n/a n/a Ma

,

I E8200 7310
I

PANEL, OPEN, HOD, 80X48X2 FF F.. . . . . . .

80° high X 48” wide X 2“ deep open structural modular panet used to construct freestanding or
uall attached laboratory casework configurations.

UNIT OF HEIGHT UIDTH DEPTH NEl GHT VOLTS PHASE AHPS HERTZ OEPEN- BTUs/
ISSUE: in: 48 0 lb 1: --- HZ: SUITCH: OENT: HWR :

EA cm: 2:: 122 : 0 kg 2: --- n/e n/a nfa n/a

E8201 ?310 PANEL, OPEN, MCO, 80x24x2 FF F.. . . . . . .
I

I 80” high X 24” wide X 2“ deep open structura( modular pane{ used to construct freestanding or
wall attached laboratory casework configurations. I

I
UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AHPS HERTZ OEPEN- BTUs/
ISSUE: in: 24 0 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 2$ 61 : 0 kg 2: --- It/a rda tia n/a

E8204 nlo PANEL, TERMINAL, OPEN, NOD, 48x60x2
I

OF F........
I

I 48” high X 60” wide X 2“ deep open structural modular panel used to provide support for the
ends of mcdular freestanding or uatl attached laboratory casework configurations. I

UNIT OF HEIGHT U1OTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUS/
ISSUE : in: 48 3 0 (b 1: ---

EA
HZ: SWITCH: DENT: HOUR :

CM: 122 1: 8 0 kg 2: --- n/a n/a n/a rVa

E820’5 7310 PANEL, FLOOR ENTRY, OPEN, MO, 80x48x2 FF F.. . . . . . .
1

8CPI high x @I wide x 211 deep open structural panet that inc(udes a vertical raceway for
routing and concea~ing floor entry etectricat uires, te(ecomrun ication cables and data cab(es.
Hay be used to stabi(ize a panel run within freestatiing or wall attached laboratory casework
configurations.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT WLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 48 2 0 lb 1: --- HZ: WITCH: DENT: HOUR :

EA cm: 2: 122 5 0 kg 2: --- nfa n/a nla n/a

E8206 7310 PANEL, CEiLf NG ENTRY, OPEN, MOD, 80x48x2 OF F........

80u high X 4811 wide X 2“ deep open structural pwtet that inc[udes a vertical raceway for
routiq and concealing ceiling entry electrical wires, telecommunication cables and data
cabt es. Hay be used to stabilize a panel run within freestanding or wall attached laboratory
casework configurations.

I
UNIT OF HEIGHT UIDTH DEPTH

IIUEIGHT VOLTS PHASE AMPS HERTZ OEPEN- 9TUs/
ISSUE: in: 80 40 2 Olb l:--- HZ: SWITCH: OENT: HOUR :

EA cm: 203 122 5 Okg 2:--- n/a n/a nla nfa
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E 7310 I CHASE, MIRE, MOD IF FF. .I . . . . ..I I

611 high X 96’1 uide X 211 deep modu~ar wire chase that may be attached to modular panels. ALSO I
I available in24,1 , 30”, 48”, 60” and 72” widths. ‘1

J

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 6 2 0 lb 1:-:- HZ: SUITCH: DENT: HOUR :

EA cm: 15 2:: 5 0 kg 2: --- nla n/a n/a nla

‘E8209 7310 CAsEwRK, 2-uAy, 80H FF F.. . . . . . .
I

80” high unit to join tno (2) casework panels of the same height in a corner connection.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 80 3 0 (b 1: --- HZ: SWITCH: DENT:

203 1;
HOUR :

EA cm: 8 0 kg 2; --- n/a nla n/a n/a

E8210 7310 CONNECTOR, CASEUORK, 3-UAY, 80H ‘F FF. . . . . . . .

8@ high unit used to j,oin three (3) caseuork panels of the same height in a “T” connection.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 80 3 0 lb ‘l: ---

203 1;
HZ: SUITCH: DENT: HOUR :

EA cm: 8 0 kg 2: --- nla nla n[a n/a

E8211 7310 CASEUQRK, 4-UAY, 80H FF F.. . . . . . .

.80” high unit used to join four (4) caaework Panets of the same height in an 11X11 connection.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
1SSUE :

BTUs/
in: 80 0 lb 1: --- HZ: SUITCH: DENT:

203 Ii 1$
HOUR :

‘EA cm: O kg ,2: - - - nla nla n/a n/a

E8500 7310 OFFICE, MODULAR PANEL, 11 FT BY 9 FT NOM FF F.. .C . . . .

80” high units form an office she(l approximately 11 foot deep and 9 foot Hide. Specific
configurations and dimensional changes to be accomncdated during purchase of these offices.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN-’ BnJs/
ISSUE : in: 80 108 132 O (b 1: --- HZ: SUITCH: DENT: HWR:

EA cm: 203 0 0’ 0 kg 2:--- n/a nla nla nla

~ FOD05 9925 ALTAR ccc.. . . . . . .

Altar. The unit is constructed of wood and used in churches and chapels for worship services.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 49 108 36 0 lb 1: --- HZ: SUITCH: DENT: HWR :

EA cm: 102 275 92 0 kg 2: --- n/a n/a nla nla

FOO1O 9925 ARK U/EXTERNAL LIGHT cc c.. . . . . . .
I

Ark U/External Light.

UNIT OF HEIGHT UIDTH DEPTH ME 1GHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
i SSUE : in: O 0 0 0 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: o 0 0 0 kg ,2:-n- /a nla II/a nla

.-.
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I FO015 9925
I

CHAIR, CHAPEL U/KNEELER cc c.. . . . . . .
I

Chapel chair with kneeler. The chair is constructed of uoal with cushioning on seat and back.
The unit is avaiiable uith a knee~er and with ganging bookrack or ganging devices that permit
all chairs in a rou to be connected. This unit is used in churches and chapels for seating.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- 8TUs/
! SSUE : in: 32 i?O 21 0 Lb 1: --- HZ: SWITCH: DENT: HOUR :

2A cm: 82 51 54 0 kg 2: --- n/a n/a n/a n/a

FO020 992s PEW, CHAPEL U/FOLD UP KNEELER AA A.. . . . . . . I
chapel pew with fold up kneeler. This unit is constructed of so[id hard wood and upholstered
fabric. This unit is used in churches and chapets for seating. Unit dimensions are
fabrication users specification.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT WLTS PHASE ANPS HERTZ DEPEN - BTUs/
ISSUE: in: O 0 0 0 Lb 1:””- HZ: SWITCH: OENT: HOUR:

EA cm: o 0 0 () kg 2: --- n/a n/a n/a nja

FO02!5 9925 PULPIT, CHAPEL cc c.. . . . . . .

I Chapel pu[pit. The unit is constructed of solid hard wood. This unit is used in churches and
chapels for worship services.

I FO040

UNIT OF HEIGHT WIDTH OEPTH I/E 1GHT WLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE : in: 48 42 21 0 (b 1: --- HZ: SWITCH: OENT: HOUR :

EA cm: 122 107 54 0 kg 2:-”- n/a Ma n/a tia

9925 CROSS, CHAPEL cc c.. . . . . . .

AWAIT I NG VENDOR 1NFORNAT ION

UNIT OF HEIGHT UIDTH OEPTH WEIGHT WLTS PHASE ANPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 lb 1: --- HZ: SUITCH: OENT: HOUR :

EA cm: o 0 : 0 kg 2: --- n/a n/a n/a n/a

9925 CRUCIFIX, CHAPEL cc c.. . . . . . .

AWAIT I NG VENDOR INFORMATION

UNIT OF HEIGHT WIDTH DEPTH WEIGHT WLTS PHASE AMPS HERTZ DEPEN-
ISSUE :

BTUS[
in: 9 0 0 0 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- n/a n/a n/a Ma

I FO045 9925
I

FONT, BAPTISMAL cc c.. . . . . . .
I I

Baptismal font. This unit is constructed of Mood with 9 inch stainless steei bowl. The
receptacle is for holy water arxl/or type of fountain.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- B7Us/
1SSUE : in: 38 18 0 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA m: 97 46 : 0 kg 2: --- nla da nla n/a

7

I
F0050 9925 ORGAN , CNAPEL cc c.. .A . . . .

I

AWAITING VENDOR IIJFORNATION.

UNIT OF HEIGHT WIOTH DEPTH UEl GHT VOLTS PNASE AHPS HERTZ DEPEN - BTUs/

ISSUE : in: o 0 0 lb 1: --- HZ: SWITCH: OENT : HOUR :

EA cm: o 0 ; O kg 2: --- n/a n/a Ma n/a
)
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e

FO055 9925 TABERNACLE, CHAPEL cc c.. . . . . . .

AUAI T I NG VENDOR I NFORMAT 10N

(JUST OF HEIGHT WIDTH DEPTH WE1GMT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SStJE : in: o 0 Q O lb 1: --- HZ: SUITCH: DENT:

EA
HOUR :

cm: o 0 0 0 kg 2: --- n/a nla n/a n!a
)

Sacrament table. This unit is of wood and marble construction. The unit is used in a chapel
or church of sacrament.

UNIT OF HEIGHT UIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTIA./
1SSUE : in: 33 66 24 0 lb 1: --- HZ: SUITCH: DENT:

EA
HOUR :

cm: 84 168 61 0 kg 2: --- nl a nla n/a nl a

SET , STATUE, CHAPEL

AUAI T I NG VENDOR I N,FORMATION

UNIT, OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: O 0 0 0 lb 1: --- HZ: SUITCH: DENT:

EA
HOUR :

cm: o 0 0 0 kg 2: --- n/a nla nla n/a

9925 SET , STATUE, CHAPEL

Chapel statue set. This set is avai lab[e in ceramic or wood. General[y used in Catholic
services. It includes the Holy Fami Ly, Mother and Chi Id and St. Joseph.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 60 0 0 0 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 152 0 0 0 kg 2: --- n/a n/a n/a nla

SET, STATIONS OF THE CROSS

Stations of the Cross set. This unit is a series of fourteen images or pictures in a church
that represent the stages of Christ 1s passion. The figures are 20 inch and overal 1 size is 2611
X 13” in lindenwood of lightiy oil colors.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS
ISSUE:

HERTZ DEPEN - BTUs/
in: 88 0 0 0 lb 1: --- HZ: SUITCH: DENT:

ST 224
HOUR :

cm: o 0 0 kg 2: --- n/a n/a n/a n/a

9925 HOLDER, CANDLE, TABERNACLE

Tabernacle candle ho(der. This unit’s simple po( i shed brass (amp features walnut wood tapered
shaft.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 lb 1: ---

EA
HZ: SUITCH: DENT: HOUR :

cm: :; : 0 0 kg 2: --- nla nla n/a nla

FO080 9925 cc c.. . . . . . .

AUAITING VENDOR INFORMATION

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUSI
I SWE : in: o 0 0 0 lb 1: --- HZ: SUITCH : DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- nla nla n/a nf a
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<

I FO085 9925 CHAIR, CHANCEL , CHAPEL
I

cc c.. . . . . . .

Chapel chancel chair. This unit is avai Lable in gothic, cotonia(, traditional, and modern
furniture styles. Uhen requesting, specify desired uood and finish.

UNIT OF HEIGHT UIDTH OEPTH = 1GHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 45 21 0 (b 1: --- HZ: SWITCH: OENT: HOUR :

EA cm: 116 54 E O kg 2: --” n/a nfa n/a nfa

I
FOWO 9925 PIANO, UPRIGHT M/BENCH cc c.. . . . . . .

Upright piano, 45” high X 58” wide X 25u deep with ful t eighty-eight (88) keyboard and bench.
Used in chapet and patient day room(s).

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 45 58 25 0 (b 1: --- HZ: SWITCH: DENT: HWR :

EA cm: 114 147 63 0 kg 2:--- n/a n/a nla n/a

I FOD9S 9925
I

FONT , HOLY WATER cc c.. . . . . . .

Holy water font. This unit is sturdy wood construction uith 9 inch stainless steel bowl.
This receptacle is for use in chapel or church.

UNIT OF HEIGHT WiOTH OEPTH UEIGHT VOLTS PHASE ANPS HERTZ OEPEN- 8TUs/
1SSUE : in: 38 18 18 0 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 97 46 46 0 kg 2: --- n/a n/a n/a nla

I FO096 9925 UAROROBE, VESTMENT, BUILT IN cc c.. . . . . . .
1

I Vestment Mardrobe. This unit nust be custan designed to conform to built-in requirement.
Surfaced inside and out uith indestructible, carefree, (aminated p~astic. I

UNIT OF HEIGHT UIDTH DEPTH UEIGNT VOLTS PHASE AUPS HERTZ OEPEN- BTUs/
1SSUE : in: o 0 0 0 lb 1: --- HZ: SWITCH: OENT: HWR :

EA cm: o 0 0 0 kg 2: --- nla n/a n/a n/a

[
Faw7 9925 SCREEN, CONFESSIONAL, PORTABLE cc c.. . . . . . .

I
AWAITING VENDOR INFORMATION

UNIT OF HEIGHT U1OTH DEPTH UEIGHT VOLTS PHASE AXPS HERTZ OEPEN- BTUs/
lSSUE: in: 0 0 0 0 lb 1: ”-- HZ: SUITCH: OENT: HOUR :

EA Cltl: o 0 0 0 kg 2: --- n/e n/a n/a nla

$0100
I

7110
I

61N, MAIL SORTING, TABLE WOUNTEO
I

cc c.. . . . . . .
I

Table nmmted nail sorting bin, 32” high X 63” wide X 16” + uith sufficient adjustable
dividers to accommodate all standerd size papers, and corquter reports. Individual
compartments shou[d bend (ess than 2“high X 9“ wide X 12” deep. Typical nudxr of
compartments for bin is forty eight (48).

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 32 71 lb 1: --- HZ: SWITCH: OENT:

81 1; ~
HOUR :

2A cm: 32 kg 2: --- n/a WEI tie nf a

oj’,,: ,,
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e

I) FO102 I I CABINET, DISTRIB, MAIL IAAA. .I . . . . ..I I
I I I 1 1

Mail distribution cabinet. Horizontal sty(e distribution boxes. Unit consists of adjustable
horizontal dividers with adjustable shelves. Unit can be customizecto fit the client needs.
Used for mai( distribution.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: O (b 1:--- HZ: SUITCH: DENT:

EA 2; 2; ;:
HOUR :

cm: O kg 2: --- nla n/a nia n/a

FOI1O 71’10 BOOKCASE, 3SH cc c.. . . . . . .

Freestanding open shelf book case, 57” high X 36” wide X 14” deep with three (3) adjustable
shelves and four (4) non-marking floor g[ides.

UNIT OF HEIGHT U1OTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 57 36 14 85 lb 1: --- HZ: SUITCH: DENT:

EA
HWR :

cm: 145 91 36 38 kg 2: --- nl a n/a nla n/a

F0112 7110 BOOKCASE, 3SH, 3 ORAUER, BARRACKS cc c.. . . . . . .

Freestanding open shelf book case, 75” high X 30” wide X 19’1 deep with one (1) adjustable
shelf, two fixed shelves, three drawers and four (4) non-marking floor glides. For use in
areas like barracks ard watchroc+ns. (NAVY ADD - NEEDED TO OUTFIT BEQ AND BOQ ROOMS)

1

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 75 30 19 175 (b 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- nla nla nla n/a

F0113 7195 BOOKCASE, UITH 3 DRAUERS AND DROP-LIO cc c.. ‘. . . . . . e

Freestanding closed base single open faced bookcase ttith three drawers and one drop-lid
witing surface. Unit to be of wood construction with durable natural wood finish and have a
lockable drop-lid. Unit is provided with two open shelve s at the top and three draHers in the
base. Case is 75 inches high, 30 inches wide and 19 inches deep. Can be used in BE9 rooms,
guest quarters and duty/ watch rooms. (NEW - NAVY RECOMMEND F0135)

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: ; in: 75 30 19 173 lb 1: --- HZ: SUITCH: DENT: HOUR:

EA cm: o 0 0 0 kg 2: --- nja n j a nja nla

FOI15 7170 BOOKCASE, OPEN, 6SH cc c.. . . . . . .

Freestanding open shelf bookcase, S4” high X 36” uide X 13” deep with six (6) adjustable
shelves and four (4) non-marking floor g(ides. The front glides are adjustable to level and
stabilize the unit.

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 04 36 160 lb 1: --- HZ: SUITCH: DENT:

EA
HOUR :

cm: 213 91 : 73 kg ‘2: --- n/a n/a nla nja

FO120 7110 BOOKCASE, EXECUTIVE, 3SH, U(JGO cc c.. . . . . . .
1

I Freestanding open shelf woodgrain bookcase, 53” high X 36” wide X 14” deep uith three (3)
adjustable shelves and four (4) non-marking f[oor glides. I

UNIT OF HEIGHT UIL)TH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
ISSUE:

BTUs/
in: 53 36 14 65 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 135 91 36 30 kg 2: --- n/a nla n/a nf a
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F0125 7195 BOOKSTACK, DOU8LE AA A.. . . . . . . 1
I Freestanding closed bsse double open faced bookstack, 90” high X 3?’ wide X 26” deep with I

O,.

I twelve (12)-36” wide X 12” deep ~juatabie shetves (six high) and two (2) 36” uide X 12” deep
base shelves. I

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AXPS HERTZ OEPEN- BTUs/
ISSUE: in: 37 26 0 tb 1: --- HZ: SUITCN: OENT: liWR :

EA cm: 2: 94 66 0 kg 2: --- n/a n/a n/a tia

F0130 719s BOOKSTACX, StNGLE AA A.. . . . . . .
1

Freestanding closed base sing[e open faced bookstack 90” high X 37” uide X 14B deep tiith six
(6) 36” wide X 12” deep adjustable shelves and one (1) 36” uide X 12” deep base shelf.

UNIT OF HEIGHT WIDTH OEPTH WEIGHT WLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 90 37 16 0 lb 1: --- HZ: SWITCH: DENT: HWR :

EA cm: 229 94 36 0 kg 2: --- nfa n/a tia n/a

F0200 7110 CHAIR, ARM NRITING cc c.. . . . . . .

Standard leg or sled-base chair with writing tabiet arm. 32” high X 28” wide X 28” deep with
right or left hand tablets. Mininxm distance of seat-to-floor is 171’.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT WLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 32 28 28 18 (b 1: --- HZ: SWITCH: OENT: HOUR :

2A cm: 81 71 71 8k9 2: --- n/a n/a nfa nfa

I F0205 7110
I

CHAIR, SIOE U/ARNS cc c.. . . . . . .

U@olstered side chair, 32” high X 23” wide X 21” deep uith arms, padded seats and padded
backs. Seat height is a minifrun of 17’. Uith or withwt sled base.

UNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE ANPS HERTZ OEPEN- BTUs/
ISSUE: in: 32 0 lb 1: --- HZ: SUITCH: OENT: HWR :

EA cm: 81 : ;; O kg 2: --- n/a n/a nla nf a

F0206 7110 CHAIR, SIOE W/ARMS, ALL METAL CONSTRUCT’ cc c.. . . . . . .

I Metat side chair, 32’1 high X 23” wide X 21” deep with arms. Chair to be all metal
construction like a Lawn chair for use within a hyperbaric cha.nber.

UNIT OF HE IG)(T WIOTH OEPTH UEIGHT WLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 32 23 21 D lb 1: --- HZ: SWITCH: DENT: HOUR :

2A cm: 81 58 53 0 kg 2: --- n/a nfa n/a n/a

FO21O 7110011885296 CHAIR, SIOE, U/O ARHS cc c.. . . . . . .

Upholstered side chair, 34[’ high X 21” wide X 23’’ deep uith ftoor g~ides. Seat is non-tilting
and without arms.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- 8TUs/
1SSUE : in: 34 21 23 0 Lb 1: --- HZ: WITCH: DENT: HOUR :

EA cm: 86 53 58 0 kg 2: --- n/a n/a n/a n/a

O,,
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*

uE?- 7100 ] CHAIR, CHIIS)S [ccc,./ . . . .../ I

Armless stacking chair scaled for use by children. 231’ high X 17” wide X 13” deep with either
9 l/21J, lot!, 121! or 1411 seat height.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 23 17 0 (b 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 58 43 !: O kg 2: --- nla n]a n/a nla

---!

CHAIR, CONFERENCE cc c.. . . . . . .
I

Conference chair designed to complement the executive furniture package selected. 39” high X
25” wide X 25” deep with foam rubber cushioned seats and backs covered with either woven fabric
or vinyl. Base may be either straight legs with glides or swivel/ti lt with casters.

~ UNIT OF : HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1 SSUE : in: 39 25 25 0 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 996464 () kg 2:.-- n/a n/a n/a nla

F0225 7110 CHAIR, DINING ROOM cc c.. ‘. . . . . .

Dining room chair, 32” high X 26” wide X 21” deep with glides.
lags or sled-base.

Chair may have either straight

UNIT OF HEIGHT U1OTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 26 0 (b 1: --- HZ: SUITCH: DENT:

EA cm: Z66
HOUR :

# O kg 2: --- n/a n!a n/a nla

F0230 m

Drafting chair, 4?” high X 171’ wide X 16” deep with rotary stool, five (5) casters or fixed
legs with g(ides. Adjustable foam rubber padded back rest and seat. Seat adjusts f ram 2611 to
35” high. Foot ring 14” in diameter.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1$SUE : in: 25 lb 1: --- HZ: SUITCH: DENT:

1% :; ::
HOUR :

EA cm: 11 kg 2: --- n/a nla n/a n/a

71’10 CHAIR, EXECUTIVE, S1OE

Executive side chair, 37” high X 26” wide X 27” deep with cushioned upholstery, arms, floor
gl ides and inside dimensions of 2011 wide X 20’~ deep.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT ~ VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 37 26 27 0 lb 1: --- HZ: SUITCH: DENT: HWR :

EA cm: 94 66 67 0 kg 2: --- nfa n/a nla n/a

F0240 7110 CHAIR, EXECUTIVE, SUIVEL cc c.. . . . . . .
I

Executive swivel chair, 341’ high X 26” wide X 26$’ deep with arms, a five (5) caster base and
t i lt mechanism. Seat and back have foam rubber cushions; upholstery may be either woven
textile fabric or vinyl.

.

UNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
ISSUE : in: 34 26 26 0 lb 1: --- HZ: SUITCH: DENT: HWR :

EA cm: 86 66 66 0 kg 2: --- nla n/a nla nla
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I
F0245 7110007535551 CHAIR, EXECUTIVE, ROTARY , HIGHBACK cc c.. . . . . . .

Executive high back swivel chair, 4311 high X 26i~ wide X 26” deep with u@olstered arms, a five
(5) caster suive( tilt base. Both seat and back are foam padded ard u@oLstered with either
woven texti (e fabric or vinyl.

UNIT OF HE 1GHT WIDTH DEPTH UEIGHT VOLTS PHASE AXPS HERTZ DEPEN- BTUs/
1SSUE : in: 43 26 26 0 tb 1: --- HZ: SWITCH : DENT: H@UR:

I EA cm: lW 66 6 0 kg 2: --- n/a n/a n/a n/a

!

[
F02S0 7100 CHAIR , ARM, LOUNGE TYPE cc c.. . . . . . .

Lounge chair, 32” high X 33” wide X 32” deep, with arms and floor glides. Chair completely
padded and upholstered in either wven text i [e fabric or vinyl.

UNIT OF HEIGHT UIOTH DEPTH LfE1GHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 32 33 32~ O (b 1: --- HZ: SUITCH: OENT: HOUR :

I
2A cm: 81 84 81 0 kg 2: --- tia rua n/a tia

s

I
F0255 7100 CHAIR, EASY ccc. . . . . . . .

I
Easy chair, 63” high X 32” wide X 32” deep with arms and floor glides. Arms, back and Seat
are foam padded and upholstered in woven textile fabric or viny~.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 43 32 32 0 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: lW 81 81 0 kg 2z --- nfa n/a nla n/a

I F0260

l.2x--

I F0270

6530
I

CHAIR, HIGH 6ACK, PATIENT
I

cc c.. . . . . . .

High back patient chair, 48$’ high X 29” uide X 301’ deep with padded and upholstered arms,
backs and seats. Straight legs have floor glides. upholstery materiat is vinyl.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 48 29 30 0 lb 1: --- HZ: SUITCH: DENT: HOUR :

2A cm: 122 74 76 0 kg 2: --” n/a tva nla n/a

6530 CHAIR, RECLINER
I

cc c.. . . . . . .

Reclining chair, 48” high X 27” uide X 32:’ deep with arm, straight leg base and flmr glides
or Iockab(e two (2) inch casters. Seat, back and foot rest are foam padded and upholstered
with woven textiie fabric or viny(.

UNIT OF HEIGHT WIDTH DEPTH “WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 48 27 32 0 Lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 122 69 81 0 kg 2: --- nla n/a tia nla

7110 CHAIR, ROCKING, HIGH BACK cc c.. . . . . . .

High back rocking chair.

UNIT OF HEIGHT WIDTH OEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 43 26 40 81 lb 1: --- HZ: SWITCH: OENT: HOUR :

EA cm: 109 66 102 37 kg 2: --- n/a n/a n/a nja

o
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*

F0275 7110 CHAIR, SWIVEL, HIGH BACK cc c.. . . . . . .

Highback contemporary swivel chair, 45” high X 30” wide X 30u deep with four (4) caster swivel
base and arms. Chair may be used at desks or in conference rooms. Back, arms and seat are
foam padded and upholstered with either woven textile fabric or vinyl.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
1SSUE :

BTUs/
in: 30 30 95 lb 1: ---

EA 1;: 76 76
HZ: SUITCH: DENT: HOUR :

cm: 43 kg 2: --- nla n/a n/a n/a

F0280 7110 CHAIR, SWIVEL, LOU BACK cc c.. . . . . . .

Low back contemporary swivel chair, 38” high X 26” wide X 26” deep with a five (5) caster
swivel base, arms and foam padded seat and back upholstered with either woven textile fabric or
vinyl.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS
ISSUE :

HERTZ DEPEN- BTUs/
in: 38 26 26 0 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 77 66 66 0 kg 2: --- n/a nl a nla n/a

I
F0285 7110 CHAIR, SECRETARIAL, TILT BACK, ADJ H cc c.. . . . . . .

Secretarial chair, 34” high X 36u wide X 24” deep with adjustable seat height, adjustable tilt
back, non-tilting seat and a five (5) caster swivel base. Seat and back are foam padded and
upholstered with woven textile fabric or vinyl.

UNIT OF HEIGHT UIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 34 36’ 24 0 [b 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 86 91 61 0 kg 2: --- n/a n/a n/a
I

nla

F

(

71’so ~ CHAIR, SECRETARIAL, EXECUTIVE cc c.. . . . . . .

Executive secretarial chair, 33” high X 39” wide X 34” deep uith adjustable seat height, five
(5) caster (ball or rol(er) swivel base, foam padded seat and back upholstered with either
woven textile fabric or vinyl and designed to blend with any of the four (4) executive
furniture schemes.

UNIT OF HEIGHT WIDTH DEPTH 1 HEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
1SSUE :

BTUs/
in: 33 39 34 0 lb 1: --- HZ: SUITCH: DENT:

ISA
HOUR :

cm: 849986 0 kg 2: --- n/a nla nla nia

FQ295 7100 CHAIR, STACKING, 32X21X22 cc c.. . . . . . .

Stacking, chair, 32” high X 21” wide X 22” deep ~fth stack-gang capacity. May be stacked up to
20 hil@ depending upon model selected. These chairs are intended primari(y as overflow
capacity for conference rooms.

LINIT OF ~ HEIGHT UIOTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 32 ,21 0 lb 1: --- HZ: SUITCH: DENT:

EA 81 53
HOUR :

; cm: ;: O kg 2: --- n/a n/a n/a nla

F0300 710004018042 CHAIR, TYPIST, SUIVEL cc c.. . . . . . .

I Typist chair, 34” high X 19” wide X 22” deep with five caster adjustable s~ivel base. Seat
and back are foam padded and u~otstered in woven fabric textite or vinyl. I

‘UNIT OF I HEIGHT WIDTH OEPTH ‘WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 34 19 22 0 lb 1: --- HZ: SUITCH: DENT:

EA
HOUR :

cm: 86 48 56 O kg 2: --- nla nf.5 nla n{a

a
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L

IF0305 7100 CHAIR, WAITING R~, SINGLE cc c.. . . . . . .

Single seat waiting roan chair, 36” high X 23” wide X 26” deep with foam padded seat and back
upholstered ~ith either woven fabric texti(e or vinyl, arms and f~mr glides.

UNIT OF HEIGHT UIOTH OEPTH UE I GHT VOLTS PHASE AHPS HERTZ OEPEN- BTUs/
ISSUE: in: 34 23 26 0 lb 1: --- HZ: SUITCH: DENT: H&lR :

EA cm: 86 58 66 0 kg 2: --- n/a n/a tia I-t/a

I
FO31O 7100 CHAIR, WAITING RCKX4, TANDEM

I
cc c.. . . . . . .

Three seat tandem waiting chair, 32” high X 76” wide X 23” deep with foam padded seats and
backs upholstered with either woven fabric textile or vinyl, aims and floor gtides.

UNIT OF HEIGHT U1OTH DEPTH W 1GHT VOLTS PHASE AMPS HERTZ DEPEN- STUs/
i SSUE : in: 32 76 23 0 lb 1: --- HZ: SU[TCH: OENT: HOUR :

EA cm: 81 193 58 0 kg 2: --- n/a n/a n/a n/a

I F0315 7110
I

CHAIR, SLEEPER cc c.. . . . . . .

Sleeper chair, 38” high X 30” wide X 871’ deep (as a bed). Chair designed to convert (either
fold-out or reclining) into a temporary bed used by either hospitat staff or a patient’s
imnediate family (parent/spouse).

UNIT OF HEIGHT U1OTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 38 30 160 tb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 96 76 2:; 72 kg 2: --- n/a n/a n/a n/a
4

I
6530 STOOL, SELF ADJUSTING, U/LOCXA8LE HEIGHT

I
c c c........

I
Self adjusting stool with lockable height adjustment. Consists of a foam padded upholstered
seat, and a pneunatic piston under the seat for height adjustment. Mounted on swivel casters.
Designed for doctor’s uae during examinations.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE ANPS HERTZ OEPEN- BTUs/
lSSIJE: in: 27 24 0 30 tb 1: --- HZ: SWITCH: OENT: HOUR :

2A cm: 69 61 0 14 kg 2: --- n/a n/a n/a n/a

F0350 7100 STtX)L, STEP, RETRACTABLE CASTER cc c.. . . . . . .

Step stool, 16” high X 16’1 in diameter with three retractable casters, skid proof rings and
ribbed treads.

UNIT OF HEIGHT WIDTH OEPTH NEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 14 16 16 0 tb 1: --- HZ: SWITCH: OENT: HOUR :

EA an: 36 61 41 0 kg 2: --- n/a n/a n/a n/a

1
F0355 653000708697S FOOTSTOOL, STRAIGHT cc c.. . . . . . .

Step stool used to assist patients getting on and off exam or surgical tables. 12” high X 30”
wide X 1211 deep with straight tegs fitted with electrically conductive rubber tips.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE MIPS HERTZ DEPEN-
1SSUE :

BTUs/
in: 12 30 12 0 lb 1: --- HZ: SUITCH: OENT: HOUR :

EA cm: 30 76 30 0 kg 2: --- n/a n/a n/a nl a

O.); $.
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F0375 7?10 SOFA, UPHOLSTERED cc c.. . . . . . . .
I

Executive sofa, 36” high X 72” wide X 32” deep with woven fabric textile or vinyl upholstery,
foam padded arms, steel spring and foam rubber backs and seats, and floor gl ides.

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
1SSUE :

BTUs/
in: 36 72 32 0 lb 1: --- HZ: SUITCH: OENT:

EA
HOUR :

cm: 91 183 81 0 kg 2: --- n/a n/a nla n/a
I 1 I I I I I

7110 SOFA, UPHOLSTERED , LOVE SEAT cc c.. . . . . . .

Executive sofa, 36” high X 60M wide X 3211 deep with woven fabric texti (e or vinyl upholstery,
foam padded arms, stee( spring and foam rubber backs and seats, and floor gl ides. Often
ref ered to as a love seat.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 36 60 32 0 lb 1: ---

EA
HZ: SUITCH: DENT: HOUR :

cm: 91 183 81 0 kg 2: --- nla n/a nla n/a

? I I I---- I I
I F0400 6550 CABINET , BEDSIDE, DO, OR, 30X24X24 cc c.. . . . . . .

Bedside cabinet for storage of both the patient’s personal i terns and smel 1 patient support
items. 30!1 high X 241! wide X 2411 deep with one (1) drawer and one (1) closed storage closet.
Drawer is removable so interior can be sanitized.

~ UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 30 24 24 0 lb 1: --- HZ: SUITCH: DENT:

EA
HOUR :

cm: 76 61 61 0 kg 2: --- n/a nla nla nla

7110005515485 CABINET, FILING, FULL HEIGHT 4-5 DRAUER

Four (4) or five (5) drawer letter size, vertical fi ~ing cabinet, 601’ high X 15s0 wide X 281!
deep with (ocking device. Each drawer has (abel holder, handle and roi \er cradle.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 60 15 28 0 lb 1: --- HZ: SUITCH: OENT:

EA
HOUR :

cm 152 38 71 0 kg 2: --- n/a n/a nla nla

F0410 7110 CABINET, FILING, HALF HEIGHT, 2 ORAUER cc c.. . . . . . .

Two (2) drawer Letter size vertical fi ling cabinet, 29]’ high X 15” wide X 2511 deep with
locking device. Each drawer has tabel holder, handle and roller cradle.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: O lb 1: --- HZ: SUITCH: DENT:

EA z ;;
HOUR :

cm: z O kg 2: --- n/a n/a nla n/a

1
F0412 7110 CABINET, FILING, 2 DRAUER, M081LE cc c.. . . . . . .

Two (2) drawer letter size vertical f i ling cabinet, 27” high X 15” wide X 24” deep with
locking device. Each drawer has label holder, handle and rol [er cradte. Cabinet is wheel
mounted. (add - NAVY - MEAN_PRICE)

UNIT OF HEIGHT UIDTH DEPTH UE[GHT VOLTS PHASE AMPS
ISSUE:

HERTZ DEPEN- BTUs/
in: 27 15 2.4 0 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- n/a n/a nla n/a
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I FD415 7110003863796 CABINET, FILING, LATERAL, FULL iiEIGHT ,S OR

I
cc c.. . . . . . .

Full hei~t five (5) drawer iateral filing cabinet, 651! high X 62’1 wide X 18’! deep uith floor
levelers (front) processed handles, locking device and drawer labetholders. Drauers are
adaptable to either letter or lega( size materiets.

UNIT OF NEIGHT UIDTH DEPTH NE I GHT VOLTS PHASE AXPS HERTZ DEPEN- 8TUs/
ISSUE: in: 65 42 18 0 lb 1: --- HZ: WITCH: DENT:

EA
HWR :

cm: 165 107 66 0 kg 2: --- nfa nla n/a nfa

k!3- 7110 CABINET, FILING, LATERAL, HALF HEIGHT cc c., . . . . . .
I

Half height two (2) or three (3) drawer lateroi filing cabinet, 39” high X 62” wide X 20” deep
with recessed handtes, locking device and drawer (abelholders. Drauers are adaptable to either
letter or legal size materials,

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 39 42 20 0 lb 1: --- HZ: SWITCH: OENT:

EA
HOUR :

cm: 99 10? 51 0 kg 2: --- nfa n/a n/a tia

CABINET, FILING, SECURITY, FULL HEIGHT

Ciass 6 ful[ height security filing cabinet, 60” high X 151: wide X 29’1 deep uith either
individually contro((ed drawer access or cabinet controlte access and five (5) drawers. GSA
approved.

UNIT OF HEIGHT b/IOTH OEPTH UEIGHT VOLTS PHASE AJ(PS HERTZ DEPEN- 8Tus/
1SSUE : in: 60 29 592 [b 1: ---
EA 152

HZ: SWITCH: DENT:
z 74

HOUR :
cm: 268 kg 2: --- n/a n/a n/a n/a

4

F0430 I 7110 CABINET, CATALOG, CARD, L18RARY I c c c........ I
1 1 !

Multi-drawer card catatog cabinet, 521’ high X 36’! uide X 201$ deep with holding device for
address plates.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AHPS HERTZ DEPEN - BTUs/
ISSUE: in: 52 36 20 0 lb 1: --- HZ: SWITCH: OENT: HOUR :

2A cm: 132 91 51 0 kg 2: --- Wa nla n/a nfa

I F0435 7110
I

CA6tNET, STORAGE, VIOEO TAPE
I

c c c........

Video tape storage cabinet, 70” high X f481’ wide X 11” deep with six (6) shelves, 225 half inch
video tape storage capacity and door Lock.

UNIT OF HEIGHT WIDTH DEPTH UEJGHT VOLTS PHASE AMPS
ISSUE: in: 70

HERTZ OEPEN- 8Tus/
0 lb f: ---

EA
HZ: SWITCH: OENT: HWR :

cm: 178 1: ;: O kg 2: --- n/a n/a rVa nla

I F0440 7100 CA81NET, FILJNG, CARDEX cc c.. . . . . . .

Cardex filing cabinet, 22” high X 11” wide X 18” deep with holding trays for patient record
pocket frames. Used in medical records, acknissions and pharmacy to hoid patient care arui
medication administration record cards.

UNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE: in: o 0 0 (b 1: --- HZ: WITCH: OENT:

EA
HWR :

cm: o : 0 0 kg 2: --- n/a n/a n/a n/a

o
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F04&5 7110 CAB] NET , STORAGE, DATA PROCESSING cc c.. . . . . . .

Data processing storage cabinet. This unit is a multi-media storage cabinet. Characteristic
and components include lock; roi lout posting shelf, and ‘bin dra~er. This unit is constructed
of sturdy steel.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHA5E AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 48 18 85 lb 1: ”-- HZ: SUITCH: DENT: HOUR :

EA cm: Ii; 122 46 22 kg 2: ---’ nla n/a nia n/a

F0450 7100 CAB I NET, BLUEPR [NT, HORIZONTAL TRAYS cc c.. . . . . . .

Horizontal blueprint files (flat files), 1711 high x 54!! wide X 42” deep with multiple
(typically 5-10) horizontal drauer trays. Each tray (drawer) has both a label holder and two
(2) drawer puils. used to store unfolded blueprints.

UNIT OF HEIGHT U1OTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
1SSUE : ~ in: 17 54 42 0 lb 1: --- HZ: SUITCH: DENT: HOUR:

EA cm 43 137 107 0 kg 2: --- nla nla n/a nla$

F0455 7110 CABINET , STORAGE, PARTS cc c.. . . . . . .

Parts storage cabinet. This unit is constructed of break-resistant high impact styrene
plastic; won’ t rust, has no sharp edges. The S1 i ding drawers have label area for quick
identification. The unit is used to store SMS11 parts.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1 SSUE : in: 72 36 18 290 lb 1: --- HZ: SUITCH: DENT: HOUR :

I ‘----”IEA cm: 183 92 46 132 kg 2: --- nia nia nla n/a

*

F0460 7110 CABINET, FILING, HALF HEIGHT, EXECUTIVE cc c.. . . . . . .

Half high two (2) drauer lateral fi ling cabinet designed for use with the furnishings in the
executive area. 30” high X 36” wide X 20” deep with recessed handles, locking device and
drawer tabel holders. Orawers are adaptable to either letter or legat size materials.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 3CI 36 20 0 lb 1: --- HZ: WITCH: DENT : HOUR :

EA cm: 76 91 51 0 kg 2: --- n/a nla nla n/a

F0465 ; 7100 CAB I NET, STORAGE, 2D0, 5 SH cc c.. . . . . . .

Storage cabinet, 84$’ high X 47” wide X 18” deep with two (2) doors, five (5) adjustable
shelves and optional sloping top.

UNIT OF HEIGHT UI’OTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: O lb 1: --- HZ: SUITCH: OENT: HOUR:

EA cm: 2: 1!; :: 0 kg 2: --- n/a nla n/a n/a

F0470 7100 CAB1 NET, TELEV1 SION/VIDEO RECORDER cc c.. .A . . . .

Television/video cabinet, 45” high X 28” wide X 18” deep with one (1) shelf for television
set, one (1) shelf (adjustable) for a video recorder, and space for video cassett storage.
Convenience out 1et required at point of use.

UNIT OF HEIGHT UIDTH DEPTH UE 1GHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 45 28 18 0 lb 1: 120 - 2 HZ: WITCH: OENT: HOUR :

EA cm: 114 71 46 0 kg 2: --- 60 No No n/a

e
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I
F0475 7110 CABINET , STORAGE, PHOTOGRAPHIC SLIDES

I
cc c.. . . . . . .

I

Photogra@ic St ide (35 nm) storage cabinet, 11” high X 18” uide X 111’ deep used to organize,
store and protect S( ides and St ide presentations. 28-drauer unit maY be stacked for archiving.

UNIT OF HEIGHT UIOTtl OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: O lb 1: --- HZ: WITCH: DENT:

:: :: ::
HOUR :

EA cm: Okg 2: --- n/a n/a n/a nfa

F0480 7110 CABINET, FILING, PRESCRIPTION cc c.. . . . . . .
I I

MuLti-drauer prescription fi(ing cabinet, 52” high X 36” wide X 20” deep with ho(ding device
for address plates I

L
UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 52 36 20 0 lb 1: --- HZ: WITCH: DENT: HOUR :

EA cm: 132 91 51 0 kg 2: --- n/a n/a nfa n/a
L

I FD485
1

6530 CABINET, FILING, PHARM, WI), UOOD, AUTO c c c........

Modular, wood pharmacy filing cabinet. Autanatic nmvable unit with dust access; retracting
safety cab(e and adjustable shelves. Frame is constructed with 16 gauge steel, mounted on four
61} diwter stem casters. Plastic laminated with @ edgemtding top. Oesigned as a mobile
workstation for the pharmacy.

UNIT OF HEIGHT U1OTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 40 25 38 0 Lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 101 M 96 0 kg 2: --- n/a n/a n/a n/a

IF0490 7125 CAB!NET, KEYS
J

AA A.. . . . . . .
I

I Key cabinet. Made of heavy gauge steel. Equipped with a sturdy lock, and screws for ~att
mounting. Used for key storage. I

UNIT OF HEIGHT UIOTH OEPTH UEIGHT WLTS PHASE AXPS HERTZ OEPEN- BTUs/
1SSUE : in: 30 13 8 18 lb 1: --- HZ: WITCH: OENT:

EA
HWR :

cm: 76 33 20 8 kg 2: --- n/a n/a n/a n/a

FOW5 6625 CABINET, CINE FILM STORAGE 84(36X12 cc c.. .A . . . .
I

Cine film storage she[ving 84 inches high, 36 inches wide and 12 inches deep con figured to
hold tine film cans standing on edge. I

UNIT OF HEIGHT U1OTH OEPTH UEIGHT WLTS PNASE AXPS t(ERTZ DEPEN- BTUs/
1SSUE : in: 84 36 12 0 tb 1: --- HZ: WITCH: OENT: HOUR :

EA cm: o 0 0 Okg 2: --- n/a n/a nla n/a

1F0500 7110
I

CART, JANITOR’S c c c........

Janitors cart, 38” high X 38” wide X 20” deep with 25 gal(on heavy duty collection bag, mop
bucket with wringer, and accommodations for pilfer-proof locking vault and sundry janitorial
support items (broom, mop, dust pan, chemicals).

1
UNIT OF HEIGHT UIOTH DEPTH WEIGHT WLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 38 38 20 0 tb 1: --- HZ: SUITCH: OENT: HOUR :

EA cm: 97 97 51 O* 2:-”- tia nla nla n/a
t
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m

F0505 7100 BUCKET, MOP, U/URINGER, 35 QUART cc c.. . . . . . .

1’Mobile mop bucket/wringer combination, 27” high X 17” wide X 16” deep uith four 2“ casters.
Total capacity is 35 quart. Unit used for general hard surface floor maintenance. I

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 27 17 16 0 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 69 43 41 0 kg 2: --- n/a n/a n/a n/a

F0510 7100 CART, LINEN, SOILED cc c.. . . . . . .

Soiled (inen collection cart, 47” high X 56!’ wide X 32’1 deep ~ith four (4) casters.

UNIT OF HEIGHT UIOTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 47 56 32 0 lb 1: --- HZ: SUITCH: OENT: HOUR :

EA cm: 1,185 1,420 820 O kg 2:--- n/a n/a nla n/a

CART, SUPPLY, LINEN

Closed linen supp(y cart, 60” high X 60” wide X 30” deep with four (4) 8“ nonmarking rubber
tire roller bearing casters and heavy duty vinyl cover. May be used for the delivery and user
storage of clean linen as well as the return of soiled linen.

UNIT-OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 60 30 0 lb 1: --- HZ: SUITCH: OENT: HOUR :

EA cm: 1:; 152 76 0 kg 2:--- n/a nla n/a nla

CART, SUPPLY, STERILE

Closed sterile SUPPLY transport cart (case cart), 36” high X 54” uide X 28” deep with e

adjustable wide shelf and four (4) 61’ non-marking rubber tire roller bearing casters. Note:
case carts are typically made to specification to accommodate the facility!s transport system.

UNIT OF HEIGHT WIDTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
I ISSUE: in: 36 54 28 175 lb ‘l: --- HZ: SWITCH: OENT: HOUR :

EA cm: 914 1,378 699 79 kg 2: - - - n/a nla nla nla

I F0520 I71OO \ CART, SUPPLY, STERILE Iccc. .l . . . . ..l

Ctosed sterile supply transport cart (case cart), 36” high X 54” wide X 28” deep with
adjustable uide shelf and four (4) 611 non-marking rubber tire rotter bearing casters. Note:
case carts are typically made to specification to accommodate the facilityts transport system.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
~ ISSUE: in: 28 175 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 9:: 1,3% 699 79 kg 2:--- n/a n/a n/a n/a

F0525 7100 ccc.. . . . . . .

C(osed or covered medical/surgical supply cart, 66” high X 66” wide X 24” deep with two (2)
swivel and two (2) ridgid 6°1 non-marking rubber tire casters, and from two (2) to five (5)
adjustable shelves. Unit designed to accept a variety of function related accessories
(drawers, shelves). Note: carts are typicaily made to specification to accormnodate the
facility’s transport system.

UNIT OF ~ HEIGHT WI’DTH DEPTH ~ WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 66 66 24 0 Lb 1: --- HZ: SWITCH: DENT: HWR :

EA cm: 168 168 61 0 kg 2: --- n/a nla nla n/a
f
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I F0530 71 }0 CART, TRASH
I

c c c........

Heavy duty trash cart, 37” high X 58’* wide X 261’ deep with two (2) 12!] solid non-marking
rubber rotter bearing *eeis, two (2) swivel casters, 2000 pound capacity and tiit-capacity.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 37 58 26 0 [b 1: --- HZ: SWITCH: DENT:

EA
HOUR :

cm: 94 l&7 66 0 kg 2: --- n/a n/a nJa n/a

7

IF0535 7110
I

CART, UTILITY ccc. . . . . . . .

Utility cart, 35” high X 36’1 wide X 24” deep.

UNIT OF HEIGHT WIDTH OEPTH UEIGHT WLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 35 36 0 (b 1: --- HZ: SWITCH: DENT:

EA
HOUR :

cm: 89 91 E Okg 2: --- n/a nla nla n/a

I F0540
I

CART, MOBILE STORAGE, MODULAR ccc. . . . . . . .
I 1

Uodular mobile cart with 2’ X 1.5’ counter top and 1 -31!, 1 -6’$ and 1 -9” drawer mounted on
frame. Cart shall be equipped with casters and lower shelf. Counter top shall be plastic
[aminated faced partic~e board. Cart frame sha(( be fiberglass compression molded Mith rubber
txrrpers on a{l corrters and have 31J hard rubber snivel casters. Drawers shall be one piece,
coior integral, injection molded thermoplastic. 12 drawer colors sha(t be available. Milcare
or equal.

UNIT OF HEIGHT WIDTH OEPTH UEIGHT vOLTS PHASE A14PS HERTZ DEPEN- BTUs/
1SSUE : in: 36 23 24 0 [b 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 92 59 61 0 kg 2: --- n/a n/a nla n/a

U
,, :!

I F0545 7310
I

CART, LIBRARY, MOBILE cc c.. . . . . . .

Cart, Library, Mobile.

Q{,’,

In!!_

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: o 0 0 0 lb 1: --- HZ: SWITCH: DENT:

EA
HOUR :

cm: o 0 0 0 kg 2: --- nla Ma tia nla
J

CART, INSTRUMENT TRAY MAXEUP TABLE
I

cc c.. . . . . . .

Instrument tray makeup table/cart for use in central sterile supply. Cart includes two drawer
Pedestals with mobile bases, one centered knee hole, and a CRS tab(e top. One pedestal
includes (1) tuo inch drauer, (1) 2-l\2 inch drauer, (1 ) three inch drawer, (1) five inch
drawer, and (1) six inch drawer. The secod Pedestai includes (1) five inch drawer and (3) six
inch drawers. Each pedesta( sits upon a mbite base and the assenbly ia topped uith a
stainless steel covere d maple top.

UNIT OF HEIGHT UIOTH OEPTH WEIGHT vOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 33 78 28 0 lb 1: --- HZ: SWITCH: OENT: HOUR :

EA cm: o 0 0 0 kg 2: --- n/a n/a Wa n/a

F0555 CART, INSTRUMENT TRAY STORAGE
I

cc c.. . . . . . .
I

Instrument tray storage cart for use in centra( sterite supply. Cart includes 44 inch tal(
base unit with mobile base and one 31 inch to unit. Units are configured to store surgica(
instrument trays on pull out she(ves. Linen wra~ or hard case trays may be stored.

UNIT OF HEIGHT U1OTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE : in: 77 30 28 0 [b 1: --- HZ: sWITCH: OENT: HOUR :

EA cm: o 0 0 0 kg 2: --- n/a n/a nla n/a
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e
F0560 CAB1 NET, 1NSTRUMENT ANO TRAY STORAGE

Instrument “tray storage cabinet for use in central steri le supp(y. unit includes 59 inch tal 1
base unit with recess base and one 28 inch top unit. Units are con figured to store surgical
instrument trays on put 1 out shelves. Linen wrapped or hard case trays may be stored. Drawers
may be configured for storage of unwrapped instruments a@ supplies.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 87 30 28 0 lb 1: --- HZ: SWITCH: DENT : HOUR :

EA cm: o 0 0 0 kg 2: --- nla nla nla nl a

F0600 : 7110 CREDENZA, EXECUTIVE , WOOD, 30X50XD cc c.. . . . . . .

Executive credenza, 30” high X 72t’ wide X 201’ deep with two (2) box drawers, two (2) f i [e
drawers, a center closeable storage area with adjustable shelf and floor gl i ales.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN-’ BTUs/
ISSUE : in: 30 20 0 lb 1: --- HZ: SWITCH: DENT : HOUR :

EA cm: 76 lE 51 0 kg ‘2: --- n/a n/a n/a n/a
A

F0605 7110 CREDENZA, OFFICE, STEEL, 30x62x18 cc c.. . . . . . .

Steel credenza, 30” high X 62” wide X 18” deep with two (2) box drawers, two (2) file drawers,
a center closable storage area with adjustable shelf and floor glides. Used in middle
management off ice areas.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 30 62 18 0 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 76 158 46 0 kg ,2: - - - n/a n/a n/a n/a

DESK, FOLDING, W/&l I AA A.. . . . . . . a
I I 1 I 1

Wall mwnted fo[d doim desk, 16” high X 21” wide X 16” deep (opened) with writing surface,
,penci l-pen rack and muttiple form holders. Unit is 16” high X 2“ deep when folded.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
1SSUE : in: 16 21 16 0 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 41 53 41 0 kg 2: --- n/a nla n/a n{ a

F0615 7100 ~ ‘MOVER, DESK cc c.. . . . . . .

I Mover, Desk. Cannot locate or identify as a commercial item. Request further clarification
or recmnd detetion. I

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: ‘o 0 0 0 (b 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- n/a nia n/a n/a

F0620 7110 DESK, SECY , W/L-UN IT, 29x62x30 cc c.. . . . . . .

Executive secretariat desk, 29” high X 62” wide X 30” deep with typing return ( right or (eft
hand) 26.5” high X 42” wide X 18” deep, one (1) box drawer, one (1) file drawer, one (1) pencil
drawer, and one ( 1 ) glasa insert reference slide. Return has three box drawers.

1
UNIT OF HEIGHT WIOTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN - BTUs/
1SSUE : in: 29 0 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 74 1% IE O kg 2: --” n/a n/a nla, n/a
b <
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I F0625
1

7110 . DESK, CHARGE, LIBRARY cc c.. . . . . . .

U-shapd library charge desk 44” high X 78” wide X 78” deep tiith 42” galley rails, a 10” deep
x 780 Hide tramactim ~mter, a ~tz high x 78,, wide x 3611 deep Wrk surface ard tNO (2) 27:’

high X 42[’ wide X 19’1 deep side retUFRS.

UNIT OF HEIGHT UIDTH DEPTR UEIGHT WLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE : in: 447878 0 lb 1: --- HZ: SWITCH: DENT: HOUR :

2A cm: 112 198 198 0 kg 2: --- tia n/a Wa n/a

F0630 7110 OESK, CONTROL, OATA PROCESS, 27x48x30 ccc . . . . . . . .

ControL cierk typing desk for data processing. 48 inches long x 30 inches wide x 27 inches
high, to include wood grain non-glare plastic laminated top.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 0 0 0 0 lb 1: --- HZ: SWITCH: DENT: I!OUR :

EA cm: o 0 0 0 kg 2: --- nla n/a nla n/a

F0635 7110 OESK, DOUBLE PEDESTAL, 30X60X30 c c c........

Oouble pedestal flat top desk, 30” high X 66” wide X 30” deep with center pencil drawer, two
(2) 3“ drabIers, tuo (2) 6“ drawers, tuo (2) file drawers, floor glides and inodesty panel.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT WLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 30 30 0 (b 1: --- HZ: SWITCH: DENT: HOUR :

2A cm: 75 1; 76 0 kg 2: --- n/a n/a n/a n/a

I
FD640 7110 DESK, SINGLE PEOESTAL c c c........

SingLe pedestal flat top desk, 30” high X 60” wide X 30” deep with right or Left hand
Dedestat. center uencil drawer, one (1) box drawer, one (1) fi(e drawer, modesty panel and

I floor gtides. ‘ I

UNIT OF HEIGHT WIDTH OEPTH UEIGHT WLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 30 60 30 0 (b 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 75 152 76 0 kg 2: --- nla nfa tia n/a

F0642 7110 DESK, SINGLE PEOESTAL, SMALL
I

cc c.. . . . . . .

Single pedestal flat top desk, 30” high X 50’1 wide X 24” deep uith right or le hand pedestal,
center pencil drawer, one (2) box drawers, one (1) fiie drauer, modesty Psnei and fi~r g~ides
Sma(ler size desk for use in watchrooms ard barracks romns.

UNIT OF HEIGHT WIDTH OEPTH WEIGHT VOLTS PHASE WPS HERTZ OEPEN- BTUs/
1SSUE : in: 30 50 24 123 lb 1: --- HZ: SIJITCH: OENT: HOUR :

EA cm: 7s o 0 0 kg 2: --- wa n/a Na n/a

F0645 7110001630840 OESK, FLAT TOP, CONFERENCE cc c.. . . . . . .

Conference tabie, 29” high X 96” uide X 62” deep with ftoor gtides. Note: the dimensions
provided are msxinun size. Tab(es are also available in uidths of 60”, 66” and 72”.

UNIT OF NEIGHT WIDTH DEPTH UEIGHT WLTS PHASE ANPS HERTZ OEPEN- BTUs/
1SSUE : in: 29 42 0 (b 1: --- HZ: WITCH: DENT: HOUR :

2A an: 74 Zz 107 0 kg 2: --- nfa n/a n/a nfa

O,>,.:,:
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F0650 711’0 DESK, EXECUTVE, UOOD, 30x72x38 cc c.. . . . . . .

Doubte pedestal executive desk, 30” high X 72” wide X 72” wide X 38” deep with center penci(
drawer, three (3) box drawers and reference slide (with glass insert) in right hand pedestal;
one (1) box drawer, one (1) file drawer, and reference slide with laminated plastic surface in
(eft hand pedestal, locks for each section (pedestal) of the desk, and metal suspension
hardware for the file drawer.

UNIT OF, HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 30 72 38 0 lb 1: --- HZ: SWITCH: DENT:

EA
HOUR :

cm: 76 183 97 0 kg 2: --- n/a nle nia nl a

I F0655 I 7110 lWORKSTATION,PROGRAM, U/SIDEBAR,60X84X80 Ic cc. . I . . . . . . I I
I I 1 I I

Programer workstation configuration, 60” high X 861’ wide X 77” deep with one (1) 30” high X
50” wide X 29” deep work desk, and 30” high X 50” wide X 13” deep hutch, one (1) 30” high X 30”
wide X 30” deep 90 degree corner connector, and one (1) 301~ high X 2511 wide X 301t deep side
bar. Desk contains one (1) box drawer and one (1) fiie drawer. Hutch may have adjustable
shelves and closed lockable storage capacity.

UNIT OF IHEIGHT WIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
I SSLIE : in: 60 80 0 lb 1: --- HZ: SWITCH: DENT:

EA 152 2:
HOUR:

cm: 203 0 kg ‘2: --- nia n/a n/a nla

~ F0660 7110 OESK, SECY, ‘EXECUTIVE’, U/L UNIT cc c.. . . . . . .

Executive secretarial desk. This unit is wood design with main section 30 X 60 return with
box drawers 18 X 45.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS
ISSUE :

HERTZ OEPEN- BTUs/
in: 30 60 36 0 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 76 152 92 0 kg 2:--- n/a n/a n/a n/a

cF0690 7110 I WORKSTATION, COMPUTER, ENCLOSED, W/LOCK I CCC . . I . . . . . . I I

Computer operator workstation, 60” high X 50” wide X 29” deep with one (1) 30” high X 50” wide
X 29” deep work desk and one (1) 30” high X 50u wide X 1311 deep hutch. Desk contains one (1)
pencil drawer, and one (1, ) pull-out keyboard shelf. Hutch has both adjustable shelving and
closed lockable storage.

UNIT OF HEIGHT UIDTH DEPTH HEIGHT VOLTS PHASE AMPS
ISSUE:

HERTZ DEPEN - BTUs/
in: 29 0 Lb 1: --- HZ: SWITCH: DENT:

‘EA 1; 1:! 74
HOUR :

cm: O kg 2: --- n/a nf a n/a nla

WORKSTATION, COMPUTER, OPEN

Computer operator workstation, 601’ high X 50!’ wide X 29” deep with one (1) 30” high X 50” wide
X 29~’ deep work desk and one (1) 301t high X 50” wide X 131~ deep hutch. Oesk has one (1) penci{
drawer and one (1) pull-out keyboard shelf. Hutch has adjustable open shelves.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
i ISSUE: in: 60 50 29 0 (b 1: --- HZ: SWITCH: DENT:

EA cm: 152
HOUR : :

127 74 O kg 2: --- nia nla nja nj a

F0700 7110 TABLE, COMPUTER, MEDIUM 27X48X30 cc c.. . . . . . .
i

Medium sized computer table, 2711 high X 48” wide X 30” deep with enough surface for a CPU,
I

monitor, ,keyboard and (optionat) printer.
1

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 27 48 76 0 lb 1: --- HZ: SWITCH: OENT: HWR :

lEA cm: 69 122 0 0 kg 2: --- nla nla nla n/a
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I F0705 I711O . I TABLE, CUItPUTER, SMALL, 27X36X30 Iccc. .] . . . . ..l I
Smal[ sized cooputer table, 27” high X 36” wide X 30” deep with enough surface for a CPU,
monitor end keyboard.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
i SSUE: in: 27 30 0 lb 1: --- HZ: SWITCH: OENT: HOUR :

EA cm: 69 ~ 76 0 kg 2: --- n/a n/a n/a n/a

I FO71O
I

7110
I

TABLE, CCtlPUTER, W/PRINT SHELF cc c.. . . . . . .

Conputer work table, 30” high X 49” wide X 24” deep with retraceable shelve(s) for keyboard
and/or extra work space, adjustable shetves for printer and printer paper, and (optional)dual
uheel casters (two locking).

UNIT OF HEIGHT bflOTH DEPTH UEIGHT VOLTS PHASE ANPS HERTZ DEPEN- BTUs/
i SSUE : in: 30 49 2.4 0 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 76 124 61 0 kg 2: --- we nJa n/a n/a

F0711 7310 STANO, PRINTER, DCSJBLE, 42’’H-24’’20”0”O cc c.. . . . . . .

#tobite printer stand for one or two printers. Item may be Wrchassd ~ith or uithout heels
ard a power strip. Stand provides for paper handiing to permit two bottom or back feed
printers to operate simltaneous[y. Stamis provide for a 15” separation between the printer
shelves. A conbinstion of dot matrix and noninpact printers can be acccmodated if the
nonimpact printers are located on the top shelf. (NAVY ADD)

UNJT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 42 24 20 0 (b 1: --- HZ: SWITCH: OENT: HOUR :

EA cm: o 0 0 0 kg 2:-”- Wa nla nla nla

7110
I

CARREL, STU3Y TABLE
I

ccc. . . . . . . .
I

Study carrel with tabte, 46’} high X 48” ~ide X 36” deep with one (1) 12@ mnitor and book
sheif, built-in electrical out(et (optionao and adjustable floor gtides. A convenience outlet
is required at point of use then the optional ?20 VAC 60 GHz built-in electrical outlet is
specified and used.

UNIT OF HEIGHT WIDTH DEPTH UEl GHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 66 48 36 0 Lb 1: --- HZ: SUITCH: OENT: HOUR :

EA cm: 117 122 91 0 kg 2: --- n/a n/a n/a nla

IF0716 7110 CARREL, STUDY TABLE, SMALL c c c........

Study carrel with table, 74” high X 37” wide X 33” deep with one (1) 12” monitor and book
shelf, bitt-in e[ectricat awtet (optional) and adjustable fbor glides. A convenience outlet
is required at point of use uhen the optional 120 VAC 60 GHZ built-in electrical outlet is
specified aml used. Unit to be tall w/ locked shelf space above the work surface.

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE : in: 74 37 33 0 Lb 1: 120 1 - HZ: WITCH: OEMT: HOUR :

EA cm: o 0 0 0 kg 2: --- n/a n/a nfa n/a

I F0720 7110 TABLE, URITING, 29’UH X 30”U X 18’JD
I

cc c.. . . . . . .

Table for use in day rooms, sleep rocats or as appropriate.

UNIT OF HEIGHT UIOTH OEPTH WE 1GHT WLTS PHASE AMPS HERTZ DEPEN- 8TUSI
[ SSUE : in: 29 30 18 0 lb 1: --- HZ: SNITCH: DENT: HOUR :

2A cm: o 0 0 0 kg 2: --- n/a n/a nfa n/a
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F0725 7110 TABLE, OCCAS1ONAL, EX, WOOD, 15X18X18 cc c.. . . . . . .

Executive cube table, 15” high X 22” wide X 224’ deep. Used as an occasional table in an
executive suite.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 15 22 22 0 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 38 56 56 0 kg ,2: --- nla n/a n/a nla

F0730 7110 TABLE, OCCAS1ONAL, ROUNO cc c.. . . . . . .
I
\ Roundoc casional table, 15}1 high X 4211 diameter. I

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 15 42 42 0 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 38 107 107 0 kg 2: - - - n/a n/a nla n[a
I

F0735 TABLE, COFFEE, 18x52x24
1

Coffee tab~e, 18” high X 52” wide X 24” deep with choice of finishes (oi(ed wood, lacquer or
p[astic).

UNIT OF HEIGHT WIDTH DEPTH UEfGHT VOLTS PHASE AMPS HERTZ DEPEN- BTIJs/
1SSUE : in: 18 52 24 0 lb 1: --- HZ: SUITCH: DENT: HOUR:

EA cm: 46 132 61 0 kg 2: --- rd a n} a nj a nja

F0740 7110 TABLE, OCCASIONAL, LAMP, 23x28X28 cc c.. . . . . . .

Occasional lamp table (end table) 23” high X 28’1 wide X 281’ deep with choice of finishes
(oiled wood, lacquer or plastic).

UNIT OF HEIGHT UIOTH DEPTH ; UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 0 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: o 0 .0 0 kg 2: --- nla n/a n/a n/a

F0745 71’10 TABLE, DRAFTING cc c.. . . . . . .

‘Drafting table, 38” high X 84” Hide X 42” deep with ti[t and height adjustment.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 38 0 (b 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 97 2: 1:$ 0 kg 2: --- nla nla nla nla

7110 TABLE, OFFICE, (SIZE AS REQUIREO)

Office table, sizedas required, may be used as either a four (4) to six (6) person conference
table or as an extra work surface/area. Finishes optional.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 0 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- nla n/a nl a n! a
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1 1 I
I F0755 7110 TABLE, CONFERENCE, UOtX), 30XVARXVAR

I
cc c.. . . . . . .

I

Executive conference table. 30” high, with variety of top dimensions: 30” X 62”, 34” x 60”,
38” x 72n, 34’* x 60”, 42” x %“, or 48n X 120”. Tables Less than 72 inches in length have four
legs; those 72 inches or over in length have tropode Leg sssenblies. Alt legs have adjustable
leveling glides. Alt exposed uod is genuine walnut,
finish.

with either a rubbed oil or lacquer
Oil finish tabies have textured plastic non-glare tops, while Lacquer finish tables

may have either a matching lsmineted p[astic top or a wood veneer top.

UNIT OF HEIGHT WIDTH OEPTH UIEt GHT VOLTS PHASE AXPS HERTZ DEPEN- BTUs/
1SSUE : in: 30 120 48 0 (b 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 76 305 122 0 kg 2: --- n/a nla n/a tia

TABLE, CHILDS cc c.. . . . . . .

Child’s table, 22” high X 30” uide X 30$’ deep uith ftoor glides. TabLe used for
testing/observation, meals, education and p(ay.

UNIT OF HEIGHT WIDTH DEPTH WE1GHT VOLTS PHASE AHPS HERTZ DEPEN- BTUs/
1SSUE : in: 30 30 0 lb 1: --- HZ: SWITCH: DENT: HOUR :

2A cm: ~; 76 76 Okg 2:-”- tia nla tia nfa

7110 TABLE, CARD, NON-FOLDING

Card table, 28” high X 62” wide X 42” deep (seats 4) with stedard (non-folding) four (4) leg
pedestal or four (4) teg configuration, Optionet configuration is 28” high X 48” diameter.

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 28 48 48 0 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA an: 71 122 122 0 kg 2: --- n/a nla n/a n! a
b

L-
F0770

I

I

I F077S

7110 TABLE, STANDUP, SNACK BAR, 48XUXD
I

ccc. . . . . . . .

Stand up snack bar table, 62” high X 62” diameter or 36” wide X 36” deep with pedestal base,
adjustable floor g(ides (set off) and foot rings (optional).

UNIT OF HEIGHT WIDTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 42 42 62 0 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 107 107 107 0 kg 2: --- n/a n/a n/a n/a

7310 TABLE, lHOR, 29x72x30
I

cc c.. . . . . . .

Uorksurface, modblar, freestanding, 6 linear feet, single drauer storage.

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AHPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 [b 1: --- HZ: SWITCH: DENT: HDUR :

2A cm: : 0 0 0 kg 2: --- n/a nla nla n/a

7110 TABLE, WORK, 20R, 3-O cc c.. . . . . . .

Work table, 32” high X 72’] wide X 30” deep uith two drawers and a hard wocd top. optional
finish (natural, lacquer).

UNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE AUPS HERTZ DEPEN- BTUs/
1SSUE : :n: 32 ~ 30 0 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 81 183 76 0 kg 2: --- n/a nla n/a nla
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F0780 7110 TABLE , WORK, 29K60x30 cc c.. . . . . . .

Uork table, 29” high X 60” wide X 30” deep with top and four (4) non-folding legs.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 29 30 0 lb 1:---

EA 74
HZ: SWITCH: DENT :

1% 76
HOUR :

cm: O kg 2: --- n/a nla nl a n/a

F0790 7110 TABLE , UORK , 29x60x48 cc c.. ‘:. . . . . .

Work table, 29” high X 60” uide X 48” deep with top and four (4) non-folding legs.

UNIT OF HEIGHT WIDTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 29 60 48 0 lb 1:--8 HZ: SWITCH: DENT:

EA
HOUR :

cm: 74 152 122 0 kg 2:--- nla nia nja nj a

F0795 7110 TABLE, DINING cc c.. ‘. . . . . .

Dining table, 29~~ high X 96” wide X 30u deep wit5h or without folding legs. Seats 10. Also
avai 1able i n HX30X72, ltx30x30, HX24X30 and HX36X96.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 29 96 30 0 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 14 244 76 0 kg 2: --- nla n/a n/a n/a

F0800 6530 TABLE, INSPECTION, LINEN

Linen inspection table, 3611 high X 961’ wide X 4411 deep with 84i’ uide X 32N wide underlit
plexiglass view panel, five (5) rows of fluorescent tubes, ten (10) ft tong 3 prong power cord *
and six (6) legs with adjustable glides. Used in central steri le to inspect 1 ines used to wrap
instrument packs for holes. Convenience out let requi red.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 36 96 44 0 (b 1: 120 - 15 HZ: SWITCH: DENT:

EA cm: 91 244 112
HOUR :

0 kg 2: --- 60 NO No nla

6530 TABLE, REPAIR, LINEN

Linen repair table (work tab(e) 36” high X 96” wide X 44” deep with stainless steel top, apron
and six (6) tegs. Used to spread out 1 inen prior to repair (manual or machine).

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 36 96 44 0 [’b 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 91 244 112 ‘ O kg 2:--- nla n/a nla n/a

[
F0810 7710 TABLE , POOL cc c.. . . . . . .

Poo[ table, 32” high X 100” wide X 56” deep with 3/4” full size slate bed.

UN1 T OF : HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 32 100 56 1,100 [b 1: --- HZ: SUITCH: DENT:

EA cm: 81 254 142
HOUR :

498 kg 2: --- nla nia n/a n/a

F0815 7’110 TABLE, PING PONG, FOLOING cc c.. . . . . . .
I

i

Folding ping pong table, 291’ high X 108~[ wide X 60! I deep.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUS/
ISSUE: in: 29 108 0 lb 1:--- HZ: SUITCH: OENT: HOUR :

EA cm: 74 274 1% O kg 2: --- nf a nla nla nia
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I F0820 [ 7110 I TABLE, OFFICE, ROUNO, 29X4201A. Iccc. .l . . . . ..l I

Round office table, 29” high X 62” diameter.

UNIT OF HEIGHT UIOTH OEPTH NEIGHT VOLTS PHASE AJtPS HERTZ OEPEN- BTUs/
ISSUE: in: 29 42 42 0 lb 1: --- HZ: SWITCH: OENT: HOUR :

2A cm: 74 107 107 Okg 2: --- n/a n/e n/a n/a

F0825 7110 TABLE, OFFICE, RWNO, HX60D1A ccc. . . . . . . .

Round office table, 29” high X 60’} diameter.

UNIT OF HEIGHT W1OTH OEPTH WEt GHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
i SSUE : in: O 0 0 0 lb 1: --- HZ: SUITCH: OENT: HOUR :

EA all: o 0 0 0 kg 2: --- n/a nfa nfa n/a

Foa27 7110 TABLE, NORK, STANDUP, 36x60x30 cc c.. . . . . . .
1

Standup work table, 36” high X 60’] wide X 30” deep.

UNIT OF HEIGHT WIDTH DEPTH NEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 36 30 0 lb 1: --- HZ: SWITCH: OENT: HWR :

EA cm: 91 1; 76 0 kg 2: --- n/a nfa n/a n/a

F0830 7105006898489 STANO, SMOKING cc c.. . . . . . .
I

Smoking stand. The unit is a double function container which comes in contemporary finishes
to match any decor. The unit is generaliy used at entrances and outside of buiiding.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS
ISSUE:

HERTZ DEPEN- BTUs/
in: 26 10 10 45 lb 1: --- HZ: SWITCH: DENT: HWR :

EA cm: 61 25 25 21 kg 2: --- n/a n/a n/a n/a

F0835 7195 STAND, PROJECTION cc c.. .A . . . .

Mobil projection stand, 42’] high X 19” wide X 26” deep with electrica[ outlet; four (4) suive~
casters with antishirmry sprins cups, non-marking wheels two (2) tack; and shelf storage.
Convenience outlet required at point of use.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 42 19 0 lb 1: 120 - - HZ: SUITCH: OENT: HOUR :

EA cm: 106 68 : 0 kg 2: --- 60 NO NO n/a

7105
I

STANO, TELEPHONE, EX
I

ccc. . . . . . . .

Executive telephone stand (phone cabinet), 29” high X 18/’ uide X 20’] deep uith storage
section and open shelf for phone book. Used in executive offices.

UNIT OF HEIGHT UIOTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 29 18 20 0 lb 1: --- HZ: SUITCH: DENT: HWR :

EA cm: 74 46 51 0 kg 2: --- nfa n/a nfa II/a

[
F0845 7110005747235 TA8LE, TYPEUTIITER, 27x20X18 cc c.. . . . . . .

Typewriter tab(e (machine stand) 2P high X 20’1 wide X 18” deep uith stationary tray, four (4)
Legs and four (4) casters (two front casters tock).

UNIT OF HEIGHT UIOTH OEPTH WEIGHT VOLTS PHASE AKPS HERTZ DEPEN- BTUs/
ISSUE : in: 27 20 18 0 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 68 51 46 0 kg 2: --- n/a n/a n/a tia
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a

I F0850 I 7110 I STAND, DICTIONARY Iccc. .l, . . . ..l I

I Dictionary stand, 30°1 high )( 2511 wide x 1311 deep with shelf space forreference book storage. I

UNIT OF HEIGHT WIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 30 25 O lb 1: -,-- HZ: SUITCH: DENT:

EA 7’6 64 $:
HOUR :

cm: O kg 2: --- n/a n/a n/a n/a

F0855 7310 TABLE, TYPING, MOBILE, 25-1/2X24X20 cc c.. . . . . . .

Table, Typing, Mobile, 25-1/2X24X20.

UNIT OF HEIGHT blIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: o 0 0 O[b’ 1: --- HZ: SUITCH: DENT:

EA
HOUR :

cm: o 0 0 ; O kg 2:--- nla n/a n/a nl a

F0860 7310 TABLE , MOBILE cc c.. . . . . . .

Mobile table. The unit provides mobi [e or isolated freestanding work surface.
Characteristics and ccinponents include 3 1/2 inch casters and attached drawer bearers. Unit
has laminated top and is used for general work applications primary in dry areas or for Loads
of up to 200 pounds.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 29 48 24 80 lb 1: --- HZ: SWITCH: DENT : HWR:

EA cm: 74 123 61 36 kg 2: --- nl a n/a nl a n/a

I F0865 7310 TABLE , TYPING, MOD, 25- l/2x48x30 cc c.. . . . . . .
1

Typing table, modular, clerical, 4 linear fact.

UNIT OF HEIGHT WIDTH OEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
1SSUE :

BTUs/
in: o 0 0 0 lb 1: ---

EA
HZ: SUITCH: DENT: HOUR :

cm: o 0 0 0 kg 2: --- n/a n/a n/a nla

F0900 ’7100 READER, MICROFICHE cc c.. .A . . . .

Microfiche reader, 19” high X 17” wide X 19” deep. Used to project/read mi crof i ched archived
fi lm records. Convenience out let requi red.

IJNI T OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
ISSUE:

BTUs/
in: 19 17 19 0 (b 1: 120 - - HZ: SWITCH: DENT: HOUR :

EA cm: 48 43 48 0 kg 2: --- 60 NO NO nla

E ‘7100 READER/PRINTER, MICROFICHE cc c.. . . . . . .

Microfiche reader/printer, 29” high X 18” wide X 31” deep with bi -modal printing to produce
btack on white from either positive or negative film(s). Printer is electrostatic and may use
either individual paper sheets or rol 1 stock. Convenience out let requi red at point of use.
Unit used in hospitals for %ard copyt’ reproductions of microfi lined medical records.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
[ SSUE : in: 29 18 31 0 lb 1: 120 - 1 HZ: SUITCH: DENT: HWR :

EA cm: 74 46 79 0 kg 2: --- 60 NO NO nia
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Fwlo 7100 .
I

READER, HICROFILM
I

cc c.. .A . . . .

Hicrof i lm reader/pro jecter, 2S” high X 18” wide X 16” deep. Must specif y rol 1 f i lm (35mn,
I&mn) or f (at f i (m (microfiche, superf iche, microjacket$, and aperture cards). Convenience
out(et required at point of use.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE ANPS HERTZ DEPEli- BTUs/
1SSUE : in: O lb 1: 120 - 1 HZ: SUITCH: DENT: HWR :

EA cm: z:: O kg 2: --- 60 NO NO n/a

I F0915 7100 REAOER/PRINTER, MICROFILM cc c.. .A . . . .
I

)licrofitm reader/printer, 291’ high X 18” uide X 31” deep with bi-moda( printing to produce
black on white froin either positive or negative film (s). Printer is electrostatic and may use
either individual ~per sheets or rol( stock. Some models may require a fiLm rolt attachment
(optionat) to accommodate 16mn and 35ntn fitm. Convenience outlet required at point of use.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AHPS HERTZ OEPEN- BTUs/
1SSUE : in: 29 18 31 0 Lb 1: 120 - 1 HZ: WITCH: DENT: HOUR :

EA cm: 74 46 79 0 kg 2: --- 60 NO NO n/a

F2000 7520002051857 BASKET, WASTEPAPER, ROUND, METAL,29X26DIA c c c........
I

Round wastepaper basket, 18” high X 16” diameter. This metal unit is used to collect and
temporarily store small quantities of paper refuse in patient rooms, administrative areas and
nursing stations.

WIT OF HEIGHT UIDTH DEPTH UEl GHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 18 16 0 lb 1: --- HZ: WITCH: DENT:

46 41 H
HWR :

2A cm: O kg 2: --- n/a n/a n/a tia

F2005 I 7s20 8ASKET, WASTEPAPER, EX, Ul%JD, 15X12X12 c c c........ I I

I Executive wastepaper basket, 15” high X 12” uide X 12” deep with uood grain finish. I

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 15 12 0 lb 1: --- HZ: SWITCH: DENT:

38 i; 30
HOUR :

2A cm: O kg 2: --- n/a n/a n/a n/a

F201O 7240007883953 8ASKET, WASTEPAPER, STEP-ON c c c........
I

tsstep-~11 wastepaper basket, 2611 high X 16$1 uide X 13T1 deep with inner liner and fOOt petal

activated fiip top.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUSI
ISSUE: in: 24 16 13 12 lb 1: --- HZ: SWITCH: OENT: HWR :

EA cm: 61 41 33 5 kg 2: --- n/a n/a nfa n/a

I F2015 72f40006340133 BASKET, WASTEPAPER, METAL, 2SWi DO cc c.. . . . . . .
I

Metat receptacle for soiled/used towels or uaste, 49’1 high X 22’1 wide X 22” deep with a
removal tapered top with tuo indepetiently operating self-closing, spring hinged dmrs. Used
in pubtic facilities for the collection and taporary storage of refuse.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 49 0 tb 1: --- HZ: SUITCH: OENT: HWR :

EA cm: 126 E :: 0 kg 2: --- n/a n/a n/a n/a

O,,
.’~
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*

I F2020 I 7100 I CAN, TRASH, 44 GAL. Iccc. .l . . . . ..l I

Forty four (44) gallon trash can, 32” high X 24” diameter with lid. Used to collect and
transport refuse from a point of origin to point of disposal (example: from soiled uti(ity or
a nursing unit to the trash compactor at housekeeping).

‘UNIT OF HEIGHT UIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 32 24 24 53 lb 1: --- HZ: SUITCH: OENT: HOUR :

EA cm: 81 61 61 2a kg 2:--- n/a nla n/a nla

F2045 6530 FURNITURE, PLAYROOM, ASSORTED cc c.. . . . . . .

Assorted playroom furniture. Part of interior design package. To be determined by using
activity. NO CUT SHEETS.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT ~ VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
1SSUE : in: o 0 0 0 lb 1 :--- HZ: SUITCH: DENT: HOUR :

LT cm: o 0 0 0 kg 2: --- n/a n/a n/a n]a

F2050 6515 RECORDER, CASSETTE TAPE, AUD1O cc c.. .A . . . .

Cassette tape recorder, 5“ high X 17” wide X 12” deep uith both record and play IKHZ,
superimposed cue tone, auto stop, psuse and tone control, ALC/ALC defeat, 2X counter and
battery/power indicator. Requires convenience out(et at point of use when not using batteries.

UNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 5 17 12 0 lb 1: 120 - 1 HZ: SUITCH: DENT: HOUR :

EA cm: 13 43 30 0 kg 2: --- 60 NO NO n/a

RECORDER, REEL TO REEL, 4 CHANNEL

Open reel to reel tape recorder, 18” high X 16” wide X 9“ deep with 4 channe[, microphone/line
mixing, pause control, autostop, VU meter(s), and reel locks. Convenience outlet required at
point of use.

UNIT OF HEIGHT UIOTH DEPTH
1SSUE : in: 18 16

UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
9 0 (b 1: 120 - 1 HZ: SUITCH: DENT: HOUR :

EA cm: 46 41 23 0 kg 2: --- 60 NO NO nla

I F2100 17105 I LECTERN, MOBILE kl,READING LIGHT Iccc. .l . . . . ..l I

Portabie floor lectern, 511’ high X 21” deep with reading light and self-contained audio.
Batteries not included.

UNIT OF HEIGHT UIDTH DEPTH ~ WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: ’51 21 16 O lb 1: --- HZ: SUITCH: DENT: HOUR :

IEA cm: 130 53 41 O kg 2: --- n/a n/a nia n/a

F2105 6600 LECTERN, MOBILE, W/SELF CONTAINED AUDIO cc c.. . . . . . .

Portab[e floor lectern, 51” high X 25” wide X 16” deep with bui[t-in public address system,.
!9atteries not included.

UNIT OF i HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUSI
1S!SUE: in: 51 25 16 0 lb 1: --- HZ: SUITCH: OENT: HOUR :

EA cm: 130 ’64 41 0 kg 2: --- n/a nla n/a n/a
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I F211O 7110
I

LECTERN, TABLETOP W/READING L lGHT cc c.. .A . . . .
I J
I Tabletop lectern, 15” high X 21” wide X 15” d- with reading light. Lectern may be used for I
I presentations in general-meetings, patient education, inserv~ce &fucationclasses, departmental I

meet ings or any other speci at presentation. Convenience outlet required for use with” lamp.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 21 0 lb 1: 120 -

EA
2 HZ: SU1 TCH: DENT :

E 53 ;:
HOUR :

cm: O kg 2: --- 60 NO NO n/a

7110 CASH REGISTER, 2DRS W/LOCKS, SPEC KEYED

Electronic cash register system. This unit includes multiple menu capabilities, i.e.,
breakfast, patron ID rrmber authorization processing, user maintained patron f i [e on an
industry standard IBM at cofrpatable in the Nutrition Care Division office. Patron file
reporting by major group, customer group and by patrons flexible. User definab~e mat period
reporting of ali patron$s food cost requires user defined time/date sensitive daily and
historical reporting. LoCat maintenance requird.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE ANPS HERTZ OEPEM- 8TUs/
ISSUE: in: 12 17 33 lb 1: 120 1 10 HZ: SUITCH: DENT:

2A 31 :: 45
HOUR :

cm: 15 kg 2: --- 60 NO NO n/a

I F2150 6930 HANIKIN, TRAINING c c c........

Training manikin uith cardiac rhythm (arrythmia) sinulator, carotid pulse and realistic
anatomical landnarks. Used to train for CPR/life threatening cardiac emergencies.

UNIT OF HEIGHT U1OTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- 8TUs/
1SSUE : in: O 0 0 0 (b 1: --- HZ: SWITCH: DENT:

LT
HOUR :

cm: o 0 0 0 kg 2: --- n/a n/a nla n/a

I F2200 6700 PROJECTOR, SLIDE, CARWSEL CC C.. .A . . . .

Carousel slide projector, 61* high X 14’1 wide X 131’ deep with auto focus zoom lens, remote
contro[ and 10 foot power cord. Convenience outtet required at point of use.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 6 13 0 lb 1: 120 - 3 HZ: SWITCH: OENT:

EA 15 : 33
HOUR :

cm: Okg 2: --- 60 NO NO n/a

I
F2205 6700 PROJECTOR, FILM, 16MM, U/SWNO CC C.. .A . . . .

I

16 inn film projector, 12” high X 9“ wide X 14” deep with channel (auto) loading, sound and one
(1) 800 ft reel. Requires a convenience outlet.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AXPS HERTZ OEPEN- BTUs/
1SSUE : in: 12 9 14 0 tb 1: 120 - 3 HZ: SUITCH: DENT: HWR :

EA cm: o 0 0 0 kg 2: --- 60 NO NO n/a

F221O 6515 PROJECTOR, FILM, 6KU, U/SOUNO cc c.. .A . . . .

&m film projector, 13” high X 9“ wide X 17” deep with manual threading, stitt picture device,
reverse and renmte controt. Convenience outlet required at point of use.

UNIT OF HEIGHT WIDTH OEPTH UE 1GHT VOLTS PHASE AMPS HERTZ DEPEN-
ISSUE:

BTUs/
in: 13 9 17 0 Lb 1: 120 - 2 HZ: SUITCH: DENT:

2A
HOUR :

cm: 33 23 43 0 kg 2: --- 60 NO NO n/a

O,,,,
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F2215 6?00 PROJECTOR , OPAQUE cc c.. .A . . . .

Opaque projector, ,16’1 high X 11” wide X 20” deep. Convenience out let required at point of
use.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 0 Lb 1: 120 -’ 8 HZ: SUITCH : DEMT: HOUR :

EA cm: o 0 0 0 kg 2: --- 60 NO NO nla

I F2220 I 6500 I PROJECTOR, LANTERN, SLIDE ICCC. .I. A....I I

2 x 2 slide projector, 5“ high X 141’ wide X 12” deep with carousel or ektagrephic trays (8O
and 140 S1 ide capacity), push button remote controt, se( f -f ecus, convenience outlet requi red at
point of use.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT ~ VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 5 0 lb 1: 120 - - HZ: SWITCH: DENT: HOUR :

EA cm: 13 ; ;: O kg 2:--- 60 NO NO n/a

~ F2225 I 6730 I PROJEC1OR, OVERMEAD ICCC. .I. A....I I

Overhead transparency projector, 31” high X 15” wide X 20” deep with HI-LO lamp switch,
thermal safety switch and 15 foot power cord. Convenience out let requi red at point of use. I

UNIT OF HEIGHT WfOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 31 20 0 lb 1: 120 - 4 HZ: SUITCH: DENT: HOUR :

EA cm: 79 ;; 51 0 kg 2: --- 60 NO NO n/a

I
F2230 6730 PROJECTOR , FI LMSTR1 P cc c.. .A . . . .

m
Fi ~,mstrip projector, 18” high X 12” wide X 1,5” deep with synchronize sound capacity. Front
projects single frame 35mn. Used for patient/staff education. Convenience outlet required at
point of use.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: O 0 0 0 Lb 1: 120 - 6 HZ: SUITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- 60 NO NO nla

F2235 7430 CLEANER, TAPE, MAGNETIC cc c.. .A . . . .

Magnetic tape cleaner, 4“ high X 13” wide X 17” deep with maximum 3700 gauss rate. Used to
eraae bulk tape. Unit wi 11 acccmnodate tape reels up to 16” in diameter and 2“ thick.
Convenience out let requi red at point of use.

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
I $SUE : in: 4 13 1’7 0 lb 1: 120 - - HZ: SUITCH: DENT: HOUR :

EA cm: 10 33 43 0 kg 2: --- 60 NO NO n/a

F2240 5820 CONSOLE , PRODUCTION, VIDEO cc c.. . . . . . .

I
Video production console, which functions as both the central point of control for
studio-based video production and housing for the various components (inWt/out-Wt, mixers,
sound controls, intercom, tape recorders, monitors, patch bays) used i n video product i on.
Size, configuration and cqsosition determined on a project by project basis.

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 0 0 ‘o 0 [b 1: --- HZ: SWITCH: DENT: HOUR :

LT cm: o 0 0 0 kg ‘2: --” n/a nla n/a nla
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I FZ2.$5 5020 SYSTEM, L 1GHTING, VIDEO, U/CONTROLS CCC.. .A . . . .
& I

c~t [ ightfng system for ViCkO production with remote COntrOl. System COnSi St of four
separate 1 ights (barndoor, focussing, f tood), stand, shipping case end f iberg(ass fixtures.
Dutiets required at point of use.

UNIT OF HEIGHT UIOTH OEPTH UE 1GHT VOLTS PHASE AMPS HERTZ OEPEN- 9TUs/
1SSUE : in: o 0 0 0 Lb 1: 120 - 34 HZ: SWITCH: DENT: HCLIR:

LT cm: o 0 0 0 kg 2: --- 60 NO NO nfa

F2247 COPY SYSTEB, POLAROID
I

cc c.. .A . . . .
I I

Poloroid copy system for use in Itedical Photography.

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: O 0 0 0 (b 1: 120 - 2 HZ: SUITCH: OENT:

EA
HOUR :

cm: o 0 0 0 kg 2: --- n/a n/a n/a n/a

I F2248 PHOTOGRAPHIC OPTICAL PRINTER SYSTEU CCC.. .A . . . .

Opticat printer system for use in!tedical Photogri@y.
\

UNIT OF HEIGHT UIOTH OEPTH NEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: O 0 0 0 ib 1: 120 - 2 HZ: SMITCH: OENT: HOUR :

EA cm: o 0 0 0 kg 2: --- n/a nla n/a n/a
*

F2250 5836 CAMERA, PORTABLE, CCTV, WRECORDER cc c.. . . . . . .

Portab[e CCTV camerelrecorder (camorder) with video-out capacity to accunnodate a remote
recorder.

UNIT OF HEIGHT WIOTH OEPTH WEIGHT WLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: O lb 1: ---

EA
HZ: SWITCH: DENT:

; 1; :;
HOUR :

an: Okg 2: --- n/a n/a nfa nfa

F2255 6515 CAMERA, STUOIO, CCTV, WRECOROER cc c.. .A . . . .
,

I
CCTV sttdio canwa uith remote recorder, tripod with variable height control and 5 inch
casters, portable recorder cabinet, cassette storage rack in portable cabinet, two microphones
with mixer control, necessary power cords, and portab(e lighting kit. I

UNIT OF HEIGHT UIOTH OEPTH WE1GHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1S-SUE: in: * o 0 0 lb 1: 120 - - HZ: SUITCH: DENT: HOUR :

LT cm: o 0 0 0 kg 2: --- 60 NO NO n/a

F2260 6515 MOMITDR, T. V., U/VIOEO PLAYER, U/CABINET cc c.. .A . . . .
I

Portable video console/mnitor configuration, 42’1 high X 36” wide X 24” deep with a portable
(6” casters) Iockabte cabinet containing a 19” color monitor, 1/2” VHS video cassette player,
video cassette storage rack ad a 15 foot grounded extention cord. Convenience outlet required
at point of use.

UNIT OF HEIGHT UIDTH DEPTH UEl GHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 42 36 24 0 tb 1: 120 - - HZ: SUITCH: OENT: HOUR :

LT cm: 107 91 60 0 kg 2: --- 60 NO NO tia

O,,
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m

F2265 7100 MONITOR, TELEVIS1ON cc c.. .A . . . .

Color video monitor, 20’0 high X 19” wide X 16” deep with a 20” diagonal picture tube and audio
capacity. Convenience out let or a 120 VAC 60 Hz source requi red at point of use.

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTue./
ISSUE: in: 20 19 16 0 lb 1: 120 - - HZ: SWITCH: OENT: HOUR :

EA cm: 51 48 41 0 kg 2:--- 60 NO NO n/a

[
F2270 7100 RECORDER/PLAYER , CASSETTE, VIDEO 1

Professional video cassette recorder/pLayer, 8“ high X 20” wide X 17” deep with 1/2” VHS, PAL,
SPELP, SECAM, MESECAM video cassette recorder/pi ayer capacity; 10 X picture search forward and
reverse; long pause mode; digital hour meter and channe( 1 dubbing. Convenience outlet
requi red at point of use.

UNIT OF HEIGHT UIDTH OEPTH HEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 5 17 15 0 lb 1: 120 - 1 HZ: SWITCH: DENT: HOUR :

EA cm: 13 43 38 0 kg 2: --- 60 NO NO n/a

[
F2275 ; 5820 MONITOR , CCTV, SMALL, 9“ cc c.. .A . . . .

Nine (9) inch CCTV monitor, 9“ high X 9“ wide X 13” deep with a 9“ diagonal picture tube.
Convenience outlet requi red.

t
UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
1SSUE : in: 9 9 13 0 lb 1: 120 - 3 HZ: SUITCH: DENT: HOUR :

[~
EA cm: 23 23 33 Okg2:---6ONO NO n/a

F~l TELEVIS1ON, CONSOLE, COLOR, 27” CCC. ..A . . . . 1
9

27” color television console, 34” high X 41” uide X 21” deep with wireiess remote contro~,
automatic color balance and stereo sound. Cabinet may be floor or shelf/stand style. Item may
be used for diagnostics (rehab), patient education, or entertainment. Convenience outlet
requi red.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 34 41 21 170 lb 1: 120 - 2 HZ: SWITCH: DENT: HOUR :

EA cm: 86 104 53 77 kg 2:--- 60 NO NO n/a

~ ~: ,~

F2285 5820 PLAYER, DISC, VIDEO ccc. . . . . . . .

Video disc player, 6“ high X 19” wide X 16” deep with both sti 1[ frame audio capability
(optional). Used in tandem with a television set for diagnostics, patient education, or
entertainment. Convenience out let requi red.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 6 19 16 27 lb 1: 120 1 2 HZ: SWITCH: DENT: HOUR :

EA cm: 15 48 41 12 kg 2: --- 60 NO NO nla

F2290 5820 PROJECTOR, VIDEO CCC. ..A . . . .

Video projector configuration consisting of a signal source projector (12” high X 23” wide X
261~ deep) and screen. Both the signal source and screen require electrical service. The
projector may be hard-wired to the signal source including its electrical service. 1 f the
configuration is a fixed installation, the screen is either wal I mounted or cei 1 ing hung; the
projector is typical (y cei 1 ing hung; and the signal source may be anywhere. Intergrated mobile
units are avai lable 77” high X 57(’ wide X 43” deep. Convenience out let required.

UNIT OF HEIGHT WIDTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/

1SSUE : in: 18 13 11 18 lb 1: 120 - - HZ: SUITCH: OENT: HOUR :
EA cm: 46 33 28 9 kg 2: --- 60 NO NO n/a
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I F2295 S820 EDITOR, PRDOUCT 10N, VIOEO
I

CCC. ..A . . . .
I

Video tape production editor. This unit’s cherocteristics include flexible camera to VTR as
uel [ as VTR to VTR backspace edit, aufio over dub and tuo video irqwt. Unit used to assemble
and edit tapes. Convenience outlet required.

\
UNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1sSUE : in: 53 lb 1: 120 1

E :!!
7 HZ: SUITCH: DENT: HOUR :

EA cm: :; 24 kg 2: --- 60 NO NO n/a

F2300 710500082s449 RACK, MAGAZINE, U/MNTO, 60)(48)(22
I

cc c.. . . . . . .
I

Uall mounted magazine rack. 52” high X 14” Mide X 5“ deep with seven (7) magazine holding
coaipartments.

UNIT OF HEIGHT WIDTH DEPTH WEt GHT VOLTS PHASE MIPS HERTZ OEPEN- ETUs/
ISSUE: in: 52 14 5 0 lb 1: --- HZ: SUiTCH: OENT: HOUR :

EA cm: 132 36 13

RACK, NAGAZINE, F/S

Free standing magazine rack, 6011 high X 42” wide X 18~1 deep with eight (8) shelves.

UNIT OF HEIGHT U1OTH OEPTH NEIGHT VOLTS PHASE AMPS HERTZ OEPEN- STUs/
1SSUE : in: 60 42 18 89 Lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 153 107 46 41 kg 2: --- n/a n/a nla n/a
4

I F231O 7100 RACK, PAMPHLET, U/RNTO AA A.. . . . . . .

wall mounted pan@let rack, 36” high X 29” Nide X 3“ deep with nine (9) paaphlet holding
pockets. Unit is used to store and display educational pamphlets.

UNIT OF HEIGHT UIDTH DEPTH UEIGNT VOLTS PHASE AJ4PS HERTZ DEPEN- BTUs/
ISSUE: in: 3629 3 20 [b 1: --- HZ: SUITCH: DENT:

EA
HOUR :

cm: 92 74 8 10 kg 2: --- n/a n/a nla n/a

I
F2315

I
7100

I
RACK, PAMPHLET, F/S cc c.. . . . . . .

Free standing pa@iet rack, 57” high X 49” wide X 17” deep. Units may be single sided or
doub(e sided Mith from nine (9) pockets/rack (single sided) to fifty (50) pockets/rack (double
sided). Unit is used to store and display educational pasphiets.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AXPS HERTZ DEPEN- 9TUs/
1SSUE : in: 49 17 0 lb 1: --- HZ: SMITCH: OENT:

EA
HOUR :

cm: 1: 124 43 0 kg 2: --- n/a n/a nia nfa
) ,

IF2320 7110 RACK, MAIL 8AG c c c........

Mail Sag Rack.

UNIT OF HEIGHT WIDTH OEPTH US I GHT WLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 0 0 0 0 lb 1: --- HZ: SUITCH: OENT: HCXJR:

EA cm: o 0 0 0 kg 2: --- n/a n/a n/a n/a
4 1

F2325 7830 RACK, POOL CUE c c c........
I

1 watt mounted pod cue rack, 26” high X 12’: wide X 3“ deep.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT WLTS PHASE AMPS - HERTZ OEPEN- BTUs/
ISSUE: in: 24 12 0 lb 1: --- HZ: SUITCH: OENT:

EA
HOUR :

cm: 61 31 : 0 kg 2: --- n/a n/a n/a n/a
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F2330 ~ 3900 RACK, BARREL cc c.. . . . . . .

Fifty-five (55) gallon barre( rack, 74” high X 62” wide X 36” deep with six (6) barrel
cradles. Unit used to hold barrels in a horizontal position for dispensing the barrels~
contents.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE : in: 74 62 36 0 (b 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 188 157 91 0 kg 2: --- n/a nla n/a nia

71?0 RACK, IBLUEPRINT, VERTICAL, ’20 EAR cc c.. . . . . . .

Vertical blueprint rack (hanging file) 62” high X 24” wide X 38” deep uith twelve (12) stora9e
clamps (each clamp holds one inch of sheets). This unit is a freestanding mobile unit. Wall
mounted units are also available.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEtd- BTUs/
ISSUE: in: 24 38 0 (b 1: --- HZ: SUITCH: OENT: HOUR :

EA cm: 1!: 61 97 0 kg 2: --- n/a n/a n/a n/a

SCREEN, PROJECTION, PORT SIZE AS REfJ

Portable projection screen, size as required. Screens are avai[able from 40” X 40” through
96” X 96” in approximately 109’[-12” interva(s. Unit is used for both education (patients and
staff) and entertainment. Screen available with glass beaded, mat white or lenticular
surfaces.

~ UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: o 0 0 0 lb 1: --- HZ: SUITCH: DENT: HOUR:

EA o 0 0 0 kg 2:---
a

cm: n/a n/a n/a n/a

F2345 6760 TRIPOD, PHOTOGRAPHIC cc c.. . . . . . .

Tripod camera stand with lockable suivel-tilt camera mounting head. Unit available in a
variety of sizes; typically adjustable from 17” to 67” (foot to mounting head). Used to hold
camera(s) steady during photographic sessions.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
~ ISSUE: in: o 0 0 2 lb 1: --- HZ: SUITCH: DENT: HOUR :
~ EA cm: o 0 0 0 kg 2: --- nla n/a nja nla

q-~”

F2395 6530 MATTRESS, EED, INNER-SPRING ccc. . . . . . . .

Inner-spring bed mattress, 6’1 high X 84” wide X 35” deep with plastic coated coil springs.

~ UNIT OF HEIGHT WIOTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- ETUs/
1SSUE : in: 35 0 lb 1: --- HZ: SUITCH: DENT:

If 2: 89
HOUR :

EA ~ cm: O kg 2: --- n/a n/a nla nla

F2400 6530 BED, BUNK, UATCHROOM cc c.. . . . . . .

Bunk bed, 36” high X 85” wide X 36” deep (each). When stacked, a double unit is 72” high X
85” wide X 36” deep.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUSI
1SSUE : in: 36 0 lb 1: --- HZ: SUITCH: DENT:

Ii: 2:: 91
HOUR :

EA cm: O kg 2: --- n/a nla nla n/a
*
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F2405
I

7100
I

BED, NONMEOICAL, S1 NGLE, CtMPLETE cc c.. . . . . . .
I

I F2415

Sing~e. bed, 15” high X 83” wide X 36” deep with mattress. Bed is Used for noninpatient stay
activities (testing, visitor/steff sleeping). Bed to be steel frame bed Mfth Perforated flat
pan. Head and side boards to be ordered es a~ropriate for location here installed.

UNIT OF HEIGHT U1OTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 15 83 36 0 lb 1: --- HZ: SWITCH: OENT: HCUR :

EA cm: 38 211 0 0 kg 2: --- #a n/a n/a n/a

6760 LIGHTS, FL~/PHOTO FLASH cc c.. .A . . . .

Flood light and refleetor set. Unit may be overhead or stand mounted. Unit(s) are available
in a variety of sizes and selection; depends on intended use. Reflector configurations include
parabolic dish and 4-leaf barn door. Units require multiple convenience outlets.

UNIT OF HEIGHT UIOTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: O 0 0 0 (b 1: 120 - 10 H2: SUITCH: OENT: HOUR :

LT cm: o 0 0 0 kg 2: --- 60 NO NO n/a

I F2420 6230 LAMP, TABLE, U/SHAOE, 41X6X6 cc c.. .A . . . .
I

I Table laap, 22” high X 6“ uide X 64’ deep uith 14’] diameter shade, 9“ high. Convenience outlet
required. I

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE ANPS HERTZ OEPEN- OTus/
ISSUE : in: O lb 1: 120 - 1 HZ: SUITCH: OENT: HWR :

EA cm: : ;: 1: 0 kg 2: --- 60 NO NO rva

F2425 6530 LAMP, WADING, FLOOR, 54H cc c.. .A . . . .
I I

I Ftoor (~, 70” high X 26” wide (extended) X 9“ deep (base diameter). Unit is adjustable in
height from 351’ to 56”. Use for general reading luminosity. Convenience outiet required. I

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE ANPS HERTZ OEPEN- BTUS/
1 SSUE : in: 70 26 9 0 tb 1: 120 - 1 HZ: SUITCH: DENT: HOUR :

EA cm: 178 66 23 0 kg 2: --- 60 NO NO tva

IF2430 7110 LAHP, FLOOR, U/STAND TABLE ccc.. .A. . . . 1

i F2435

I Floor (anp, 70” high X 18” wi& X 10” deep (base diameter) uith a 18t’ diameter shade 12” high.
Lanp used for general luminosity. Convenience outlet required.

UNIT OF HEIGHT U1OTH OEPTH UEIGHT VOLTS PHASE ANPS HERTZ OEPEN- BTUs/
ISSUE: in: 70 18 10 0 lb 1: 120 - 1 HZ: SUITCH: OENT: HWR :

EA cm: 178 46 25 0 kg 2: --- 60 NO NO n/a
)

6230006823423 I LAMP, OESK, FLUORESCENT ICC C.. I. A.. .. I

Flourescent desk lanp, 13” high X 9“ wide X 6“ deep ~ith a 14” Mide X 2“ deep shade and two
f tuorescent tubes. Used for general reading luminosity. Convenience outlet required.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 96 0 lb 1: 120 - 1 HZ: SUI TCH: DENT : HWR :

2A cm: : 23 15 0 kg 2: --- 60 NO NO nfa

I
d

O,,,,I ,,
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*
F2440 6230006823423 LAMP, DESK, FLUORESCENT, MAGNIFYING cc c.. .A . . . .

Magnifying flourescent desk lamp. Unit supplied with clanp for mounting to any available work
surface and “includes two spring counter batanced 18 inch arm segments and 9 inch diameter
lamp/magnifyer head with 4.5 inch magnifying lens. Unit uses circular fluorescent bulb and
requires a convenience outlet.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTLls/
ISSUE: in: 13 9 0 lb 1: 120 - 1 HZ: SWITCH: DENT:

EA 33 23 1:
HOUR :

cm: O kg 2: --- 60 NO NO- n/a

F2450 6600 SYSTEM, OICTATION, CENTRAL cc c.. .A . . . .
I

I Central dictation system, 141’ high X 14” wide X 16” deep with multiple micro cassette capacity
for extended unattended recording times. Used by the centralized transcript ionist services
found in hospital medical records and/or imaging departments. Convenience out(et required at
point of installation. The unit is hard wire connected to dictation stations located at
various points throughout the hospital.

UNIT OF HEIGHT WIOTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1fSSUE : in: 14 14 16 30 lb 1: 120 - 1 HZ: SUITCH: DENT: HOUR :

EA ~ cm: 36 36 41 (J kg 2: --- 60 NO NO nja

F2455 7200 TRANSCRIPTION UNIT, STANDALONE cc c.. .A . . . .

Desk top individual transcription unit, 3~1 high X 7~~ wide X 9“ deep with foot controller.
Convenience outlet required.

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1!ISUE : in: 3 7 9 0 lb 1: 120 - 1 HZ: SUITCH: OENT: HOUR :

EA cm: 8 18 23 0 kg ;2: --- 60 NO NO n! a

Desk top single station dictation machine, 3“ high X 10” wide X 9“ deep with microphone,
earphones and foot controls. Convenience outlet required at point of use.

INIT OF HEIGHT UIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ ‘DEPEN- BTUs/
] $SUE : in: 3 10 9 Olb 1: 120 - 1 HZ: SUITCH: DENT:

EA
HOUR :

cm: 8 25 23 0 kg 2: --- 60 NO NO nja

‘w--
F2465 72! 10 CALCULATOR, U/PRINTER cc c.. .A . . . .

Desktop ca~culator 3“ high X 91’ wide X 14’1 deep with tape printer, 12 digit display, three
totaling systems, independent memory and item count. Convenience outlet required at point of
use.

UNIT OF ~ HEIGHT UIDTH OEPTH WEIGHT VOLTS PHASE AMPS
ISSUE:

HERTZ DEPEN- BTUs/
in: 3 0 [b 1: 120 - 11 HZ: SUITCH: DENT:

EA 8 2; ;
HOUR :

cm: O kg 2: --- 60 NO NO n/a

F2470 6530 CALCULATOR, PROGRAMMABLE

t’
Battery powered programmable scientific ca~culator, 0.6” high X 3.1” wide X 5.8” deep.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 6 0 lb 1: --- HZ: SUITCH: DENT:

i 1; 8
HOUR :

IEA cm: O kg 2: --- n/a nla nla n/a
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F2475 7420 CALCULATOR, DESK cc c.. .A . . . .

Desk top calculator, 6:’ high X 91’ wide X 16” deep with eight (8) foot power cord, standard
nine (9) key keypad, speciel function keys (total, sub-total, M+, H-, HR, MC, etc. ) and print
tape. Conveni etue out Let requi red at point of use.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTus/
1SSUE : in: 4 9 16 0 lb 1: 120 - 1 HZ: SUITCH: OENT: HOUR :

EA cm: 10 23 41 0 kg 2: --- 60 NO NO n/a

I F2480 7910 CLEANER, CARPET, STEAM, HEAVY DUTY CCC. ..A . . . .

Heavy duty steam carpet cleaner, 35’1 high X 16” wide X 27” deep with 8 1/2 gallon so~ution
tank, steam generator, vacuun ptmp, recovery tank, 15 ft ftexib(e vacuun hose and
dispenser/col Iection wad(s). Convenience outlet requird at point-of-use. Used for steam
cleaning in-p[ace carpet.

UNIT OF HEIGHT WIDTH DEPTH NEIGHT VOLTS PHASE ANPS HERTZ DEPEN- BTUs/
ISSUE: in: 35 90 lb 1: 120 - 13 HZ: SWITCH : DENT: HOUR :

EA cm: 89 ;; z 41 kg 2: --- 60 NO NO n/a

I F2485 7910 CLEANER, CARPET, VACUUN, INDUSTRIAL cc c.. .A . . . .

Heavy duty vacuun cleaner, 46” high X 18!’ wide X 161’ deep uith vacuun motor, vacuun tank for
di sposab(e bags, power head and 50 f t of pwer cord. Convenience outlet required at
point-of-use. Used for heavy traffic areas or deep cleaning prior to steam cleaning.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 46 18 16 70 (b 1: 120 1 5 HZ: SUITCH: OENT: HOUR :

EA cm: 117 46 41 32 kg 2: --- 60 NO NO n/a

I F2@0 7910 CLEANER, CARPET/FL(Y3R, VAWUN, PORTABLE cc c.. .A . . . .
1

Portable vacuuu cleaner, 45” high X 16” wide X 18” deep with vawun unit (~ith or without
pwered pick-up head), heavy duty dust bag, 6 ft flexible hose, 50 ft power cord, wand and
assorted wand heads. Small unit used for routine c(eaning of light traffic areas and
non-liquid spills. Convenience outlet required at point of use.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE A14PS HERTZ OEPEN - 8TUs/
i SSUE : in: 45 28 (b 1: 120 1 5 HZ: SUITCH: DENT: HOUR :

EA cm: 114 : : 13 kg 2: --- 60 NO NO n/a

F24% 7910 CLEANER, VACUUN, lfET/ORY, [NOUSTRIAL cc c.. .A . . . .

Met/dry vacuun cieaner, 32” high X 16” iiide X 16’1 deep uith vacuun motor (power head) steei or
polymer, 15 gallon co[(ection tank, tMo (2) 4“ diameter fixed rear utmels, front swivet
caster(s), push handle, 8 ft hose, extension uand and uti~ity nozzle(s). Used for pick-up of
~et/dry combination spi(is. Convenience outlet required at point-of-use.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 32 16 63 lb 1: 120 - 12 HZ: SWITCH: OENT: HWR :

EA cut: 81 41 ;? 29 kg 2:-”- 60 NO NO n/a

I F2505 7910
I

SHARP(MER, CARPET, LIGHT OUTY CC C.. .A . . . .

Light duty carpet shanpooer, 461* high X 14” wide X 16” deep with 14” motorized 14” brush,
self-contained cteaning liquid reservior, recovery tank and 50 ft power cord. Used for
shanqmoing mediun sized areas or fast cleaning of congested areas. Convenience wt(et required
at point-of-use. Uses fast, dry-foam cleaners.

UNIT OF HEIGHT UIDTH DEPTH UE lGHT VOLTS PHASE AMPS HERTZ OEPEN- 8TUs/
ISSUE : in: 46 14 16 0 lb 1: 120 - 12 HZ: SUITCH: DENT: HWR :

EA cm: 117 36 41 0 kg 2: --- 60 NO NO nfa
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*

F251O 7910 SHAMPi30ER , CARPET, INDUSTRIAL cc c.. ,. A....

Heavy duty carpet shampooer, 40i’ high X 30” wide X 4811 deep. Battery powered, motorized,
self -contained unit with pressurized cleaning solution dispenser, cylindrical scrub brush, and
two (2) independent auction pickup heads. Contains six (6) 244 amp-hour, 6-volt batteries.
Electrical outlet required for battery charger.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS
1 SSUE :

HERTZ DEPEN- BTUs/
in: 40 30 48 0 lb 1: 120 - - HZ: SWITCH: DENT: HOUR :

EA cm: 100 76 123 0 kg 2:--- 60 NO N(I ni a

I F2515 I 3910 ] CONVEYOR, CLOTHING, ON HANGERS IAAA. .I . . . . ..I I
1 , t 1 1

Clothing conveyor, 77!’ high X 51” wide X *“ deep (depth depends upon installation
requirements) with accommodations for ten (10) garment hangers per each f t of hanging capacity, ~
motor drive, and hand or foot controi suitch at operational end. Used to store hanging
clothing in laundry. Cent rot unit uses 24vo[ t.

UNIT OF HEIGHT WIDTH DEPTH UE 1GHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 77 ‘51 o 0 lb 1: 120 1 10 HZ: SUITCH: DENT: HOUR :

EA cm: 196 123 0 0 kg 2: --- 60 NO NO n/a

F2520 7100 IMPRINTER, CLOCK, OAY/DATE/TIME cc c.. .A . . . .

Day/date c(ock imprinter, 101’ high X 911 uide X 7“ deep with 5 ft cord. Convenience outlet
requi red.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS
ISSUE :

HERTZ DEPEN- BTUs/
in: O lb 1: 120 -

;: 2; 1:
1 HZ: SUITCH: DENT: HOUR :

EA cm: O kg 2: --- 60 NO NO n/a
.9

F2525 7110 BURNISHER , FLOOR, W/SOLUT ION TANK cc c.. .A . . . .

F [oor burnisher, 39” high X 26” wide X 46” deep with solution tank. Unit avai table with
rechargeable batteries (three (3) 12 volts or six (6) volts). Nonbsttery unit has 50 ft power
cord. Convenience outlet required at point-of-use.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS
1SSUE :

HERTZ DEPEM- BTUs/
in: 39 26 46 550 lb 1: 120 - 15 HZ: SUITCH: DENT: HWR :

EA cm: 9966 117 249 kg 2: --- 60 NO NO n/a

F2530 7100 DRILL, PAPER cc c.. .A . . . .

Paper drill, 171’ high X 20” uide X 20u deep uith spring-loaded paper hold doun bar, dri 11
motor and 1/4 inch drill. Unit used to dri 11 binder punch holes in one inch stacks of paper.
Tab(e top unit. Requires convenience outlet at point-of-use.

—
UMIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : ~ in: 17 20 20 0 tb 1: 120 1 2 HZ: SUITCH: DENT: HOUR :

EA cm: 44 51 51 0 kg 2: --- 60 NO NO n/a

F2535 7100 COLLATOR/BURSTER cc c.. .A . . . .

Paper cot later/burster conf igurat ion consists of one ( 1) 12 station electric CO1 lator(281’ high
X 42” wide X 9U deep) and one (1) electric table top burster (9” high X 33” wide X 20” deep).
Used to burst and CO1 late computer and uord processing forms in finance, medical records and
acknissions.

UMIT OF HEIGHT WIDTH OEPTM UEIGHT VOLTS PHASE AMPS
ISSUE:

HERTZ DEPEN - BTUSI
in: 0 0 0 0 lb 1: 120 - 2 HZ: WITCH: OENT: HOUR :

EA cm: o 0 0 0 kg 2: --- 60 NO NO nl a
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I
F2540 7100 SHREDDER, PAPER, SECURITY cc c.. .A . . . .

Paper shredder, 20” high X 12” wide X 12” deep uith shredding unit and waste receptical.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUS/
ISSUE : in: 20 12 12 0 lb 7: ?20 - 7 HZ: SWITCH: OENT : HWR :

EA cm: 51 30 30 0 kg 2: --- 60 NO NO tia

I
F26D0 6740 DUPLICATOR , SL [OE, PHOTOGRAPHIC

I
CCC. ..A . . . .

Photographic St ide duplicator. Convenience out(et required.

UNIT OF HEIGHT WIDTH OEPTli UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUS/
1SSUE : in: 31 13 18 0 lb 1: 120 1 3 HZ: SNITCH: OENT: HOUR :

EA cm: 79 33 46 0 kg 2: --- 60 NO NO n/a

I F2605 7100 OUPL 1CATOR , DIAZO, BLUEPRINT CCC.. .A . . . .

Diazo blueprint duplicator, 12” high X 57’ uide X 11’] deep with a capacity to produce
archi tectural/engineering drawings up to 30” X 48”. Requires a 120 VAC 60 HZ source at the
point of use. Venti later or developer scavenger required.

UNiT OF HEIGHT UIDTH DEPTH WEIGHT
ISSUE :

VOLTS PHASE ANPS HERTZ OEPEN - aTus/
in: 57 11 0 [b 1: 120 1 14 HZ: SWITCH: DENT: HOUR :

EA cm: :; 145 28 0 kg 2: --- 60 NO NO n/a

I F2610 ~ 6740 ] CUTTER, FILM, SLIDE Iccc. Al......] I

I slide fi[m cutter. This unit is special gauge for easy cutting of 35 nm stides in ail formats
and non-slip rufiw feet. I

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- OTUs/
1SSUE : in: O 0 0 0 lb 1: --- HZ: SUITCH: OENT: HtYJR :

EA cm: o 0 0 0 kg 2: --- n/a n/a n/a nla
h

HOLOER , PAPER , BACKGRWND , PHOTO LAB AA A.. . . . . . .

Three piece bsckgoround paper hoider for photo studio/labs, 94” high X 157” wide X 12” deep
with expand drive and core unit.

UNIT OF HEIGHT UIOTH DEPTH WEIGHT VOLTS PHASE ANPS HERTZ DEPEN- BTUs/
ISSUE: in: 12 0 lb 1: --- HZ: SWITCH: OENT: HOUR :

EA cm: $8 ;Z 31 0 kg 2: --- nla n/a nfa n/a

I
F2620 6740

I
EDITOR/SPLICER, F 1LM cc c.. . . . . . .

I

Film splicer used to splice/edit 16 mn fi~m. Itovies also available for 35 RRI and Sper 8.

UNIT OF HEIGHT U1OTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: o 0 0 0 (b 1: --- HZ: SUITCH: OENT: HOUR :

EA cm: o 0 0 0 kg 2: --- n/a n/a tia nfa

F2700 7200 READER, 9AR CODE, HAND HELO bf/INTERFACE
I

GG G.. . . . . . .

Hand held Laser bar code reader with conputer interface. Usd for automated inventory using
bar code stickers/labels. Batteries not included. Conveniertce outlet required for battery
charger (120 VAC, 60 Hz) at point of use for the recharger.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
Jssus: in: 0 0 0 lb 1: --- HZ: SNITCH: DENT: HWR :

EA cm: o 0 : 0 kg 2: ---- n/a nJa n/a n/a
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a

] F2990 I 7195 II BOARD, BULLETIN, 18)(24 IAAA. .I . . . . ..I I

Open face bulletin board. 1/2” cork posting panel ui th moisture proof backing. Variety of
finish and frames to choose f rem. Used for post ing notes or messages.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 18 24 1 9 lb il: --- HZ: St/ITCH: DENT: HOUR :

!EA cm: o 0 0 0 kg >2: --- n{ a nla n}a nl a

F2995 7195 BOARD, BULLETIN, 12X18 AA A.. . . . . . .

Dpen face bu[ Ietin board. 1/2” cork posting panel with moisture proof backing. Variety of
finish and frames to choose from. Used for post i ng notes or messages.

UJN[T OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SS.IE : in: 12 18 1 5 lb ‘l: --- HZ: SUITCH : DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- n/a n/a nla n/a

~ F3000 7195 BOARD , BULLETIN, 36x48 AA A.. . . . . . .

Open face bulletin board. 1/2” cork posting pane[ with moisture proof backing. Variety of
finish and frames to choose from. Used for post i ng notes or messages. I

UNIT OF HEIGHT WIDTH ‘DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE:

:.
In: 36 0 36 lb 1 :--- HZ: SWITCH: DENT: HOUR :

EA cm: 91 0 lx 16 kg 2: --- nla n/a nla nla

I F300!i I 7’195 I BOARD, BULLETIN, 36X48 IAAA. .I . . . . ..I
I

I Open face bul letin board. 1/2” cork posting panel with moisture proof backing. Variety of
frames to choose from. Used for post ing notes, and messages. I

UN YT OF ! HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 36 48 0 36 lb 1: --- HZ: SWITCH: DENT : HOUR :

EA cm: 91 121 0 16 kg 2: --- nla n/a n/a nla

I F3010 I 7195 I BOARD, BULLETIN, 48x48 I,AAA. .I . . . . ..I I

Open face bulletin board. 1/2” cork posting panel with moisture proof backing. Variety of
frames to choose from. Used for post i ng notes and messages.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
lSHJE: in: 48 0 48 48 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 122 0 122 21 kg 2: --- nla n/a n/a n/a

I
F3015 7195 BOARD , BULLETIN, GDO, W/LOCK, 36x36 AA A.. . . . . . .

But (etin board with glass door and lock. Cabinet type bul [etin board. 3“ heavy-gauge
aluminum frame with 1/41$ cork back panel. Protected by glass doors with tumblar (ocks, and are
hung on piano hinges. Units are equipped with concealed hangers for surface mounting or can be
recessed i nstai led. Used for posting important messages or as a display cabinet.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
lSSUE:

BTUs/
in: 36 0 36 90 lb ‘l: --- HZ: SWITCH : DENT: HOUR :

EA cm: 91 0 91 41 kg 2: --- nla n/a n/a nla
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I

I F3020 71% I BOARD, BULLETIN, GDO, U/LOCK, 36x36 IAAA. .[ . . . . ..I

Bul tet’in board, with glass door ard lock. Extruded aluninm frame, with simulated bronze
finish with glass doors and changeable letter PstteL, sturdy cy( inder tack on door. Changeable
letters to be helvetica uhite molded plastic 1/2 inch high. Used for directory messages for
ha(luays and smail working oreas.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AHPS HERTZ DEPEN- 8TUS/
ISSUE: in: 36 36 0 66 (b 1: --- IIZ: SUITCH: DENT: HOUR :

EA cm: 91 91 0 29 kg 2: --’ nfa nfa Ma n/a

F3025 ?195 BOARO, BULLETIN, ~ FRAHEO, 30X24 AAA. . . . . . . .

Butletin board. Uood framed 1/2” cork posting panel with moisture proof backing. Units are
factory assenbled and have keyhole hangers for easy installation.

UNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 30 0 18 0 lb 1: --- HZ: SUITCH: DENT: HOUR:

EA cm: 76 0 45 0 kg 2: --- n./a n/a Ma n/a

BOARD, SCHEOULING, tlAGNETIC, 48x68 AA A.. . . . . . .

Itagnetic scheduling board. Porcelain enamel magnetic surface. Used for Letter transferring
while posting messages or scheduling.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT WLTS PHASE AUPS HERTZ DEPEN- BTUS/
1SSUE : in: 68 @ o 0 lb 1: --- HZ: SUITCH: DENT: HWR :

EA an: 122 122 0 0 kg 2: --- nJa n/a n/a nla

F3035 7110 CHALKBOARD, 68X48 AA A.. . . . . . .

Chalkboard. 1/2” thick. Satin finish with moisture-proof backing. Choice of installation
methods . Used in classrooms or conference rem.

UIJIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE ANPS HERTZ OEPEN- BTUs/
ISSUE: in: 48 48 0 64 tb 1: --- HZ: WITCH: OENT: HOUR :

2A cm: 122 122 0 29 kg 2: --- n/a n/a nla n/a

7110008437916 CHALKBOARD, U/HNTO, 48X~ cc c.. . . . . . .

Greenboard, Malt mounted chalkboard. Made of long- [astin~ duracite with composition green
uriting surface trough for cha(k and erasers. Heavy duty aluninun frame.

UNIT OF HEIGHT U1OTH OEPTH UEIGHT VOLTS PHASE AHPS HERTZ DEPEN- BTUs/
ISSUE: in: 48 48 0 0 lb 1: --- HZ: SUITCH: DENT: H~R :

EA cm: 121 121 0 0 kg 2: --- n/a n/a nla nfa

F3045 6A0 UHITEBOARO, U/TACKBOARD/SCREEN, CABINET AA A.. . . . . . .

Uhitebeard-Tackboard-Pro jection screen. Iihiteboard panels are porcelain over st eel
construction. Thickness varies depending on the size. Unit is surface moun ted cabinet with
uoodgrain finished doors.

UNIT OF HEIGHT WIDTH DEPTH UE I GHT VOLTS PHASE AJ4PS HERTZ OEPEN - BTUs/
ISSUE: in: 4848 6 17S lb 1: --- HZ: SUITCH: DENT: HOUR :

EA an: o 0 0 0 kg 2: --- nfa n/a Ma n/a

O,,,,
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*
UHI TEBOARD, UCP, 36x48

Uhiteboard Unit consists of white porcelain enamei writing surface. Unit equipped with map
rai 1 and chalk trough. Magnet i c surf ace available. Image can be easily removed w/a standard
chalkboard eraser. For use with water color pens. Ready to hang unit.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
1SSUE :

BTUs/
in:, 36 48 20 46 lb 1: ---

EA
HZ: SUITCH: DENT: HOUR :

cm: 91 122 0 21 kg 2: --- n/a n/a n/a n/a

UHITEBOARD, UCP, 4SLIDG PANELS, U/SCREEN

I Uhiteboard, consisting of four horizontal S1 i ding blackboards and one fixed blackboard, for
use with water co~or with white surface. I

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 48 48 0 64 lb 1: --- HZ: SUITCH: DENT:

EA
HOUR :

cm: 122 122 0 29 kg 2: --- nla nla n/a nla

I F3060 6730 UHI TEBOARD, UCP, U/SCREEN AA A.. .A . . . .

Uhiteboard and projection screen cc+nbination. Magnetic surface w/matte finish for projection.
Hard board stabi lizer with aluminun foil back. For use with water color pens.

‘UNI T OF HEIGHT WIDTH DEPTH ~ HEIGHT VOLTS PHASE AMPS HERTZ DEPEN - OTUs/
ISSUE: in: 48 46 lb 1: --- HZ: SUITCH: DENT:

EA 122 1%
HOUR:

cm: 24: 21 kg 2: --- n/a n/a n/a n/a

F3065 6730 CA81NET , CONFERENCE , UHITEBOARD/TACKBOAR AA A.. . . . . . .

Uhi teboard, tackboard, and projection screen combination wi thin a conference room cabinet for 0
wall mounting. Unit incl~es 48 inch by 48 inch steel backed dry marker board, pul 1 down
projection screen, tack boards on the inside of both doors and provisions to mount a f 1 ip
chart on one door. Cabinet has plastic laminate finish which may be coordinated uith the
interior design.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- 8Tus/
ISSUE: in: 48 48 6 125 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- n/a nla nla ,nl a

[
F3065 BOARO , COMB] NATION MARKER/BULLETIN OFF I C AA A.. . . . . . .

Combination dry marker whiteboard and bulletin board for uses in offices. Unit includes a
cork tacka’b[e surface and white melamine marker surface for use with ~dry wipe! markers. Unit
has a wood frame and ful 1 width marker rai 1. Typical size is 36 inches high, 48 inches wide
and approximately 1 inch deep.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
1SSUE :

BTUs/
in: 36 48 1 16 lb 1: --- HZ: SWITCH: DENT :

EA
HOUR :

cm: o 0 0 0 kg 2: --- n/a n/a nla nla

F3070 CASE , D I SPLAY . c . . .

CASE , D I SPLAY, GAYLORO EROS. NEED MORE IN FORMAT ION NEU ADD NAVY - PORTSMOUTH NAVAL HOSPITAL

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 (b 1: --- HZ: WITCH: DENT : HOUR :

. . cm: ; o 0 0 kg 2: --- nla n/a nla n/a
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~

1F3075
I

BOARO, COMBINATION MARKER/8ULLETlN OFFIC AA A.. . . . . . .
1

Combination dry marker whiteboard and but let in board for uses in offices. Unit includes a
cork tackab(e surface and bite metamine mrker surface for use with ‘dry uipei markers. Unit
has a Mood frame and ful ( uidth marker rai [. Typicai size is 36 inches high, U inches wide
and a~roximately 1 inch deep.

UNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE AI(PS I(ERTZ DEPEN- 8Tus/
1SSUE : in: 36 48 16 (b 1: --- HZ: SUITCH: OENT: HOUR :

EA cm: o 0 ; O kg 2: --- n/a n/a n/a n/a

I F31OO 7110 SAFE, COLLECTION AGENT cc c.. . . . . . .

Collection agent safe. Unit consists of thick door equipped with ccabination time lock for
delayed opening and alarm. All stainless steel wetded construction. Size as required. For
special docunent and record storage.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PMASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 30 25 24 395 lb 1: --- HZ: WITCH: OENT: HOUR :

EA cm: 76 64 61 179 kg 2: --- n/a n/a n/a nla

I F3105 SAFE , F/S, CLASS 5 cc c.. . . . . . .

I Safe. Class 5, flwr standing model uith combination lock. Used for storage of narcotics,
plans, fi~m, and other classified or controi materials. I

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 28 23 24 612 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 71 58 61 189 kg 2: --- nla n/a n/a tie

I F3110 7110 SAFE, U/C, U/CO#BI NATION LOCK AA A.. . . . . . .

I
Undercounter safe, with combination tock and handle. Dimensions as requi red. Fabricated with
stainless steei and fire resistant ua[~s. For control led narcotics, and special documents
storage. Price dependent on size. I

UNIT OF HEIGHT UIOTH OEPTH UE 1GHT VOLTS PHASE AHPS HERTZ DEPEN- BTUs/
ISSUE : in: 30 23 23 342 lb 1: --- HZ: SWTCH: DENT: HOUR :

EA cm: 76 58 58 155 kg 2: --- n/a n/a n/a tia

-
F3200 6645 CLOCK, BATTERY, 12 OIA ccc. . . . . . . .

12” diameter battery clock. Round surface. Semi -f lush mum Ctuartz battery operated. Easy
to read ntsnbers, sueep second hand. Uatl mounted unit for use uhen it is impractical to
install a fully synchronized clock system.

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE : in: O 0 0 0 Lb 1: --- HZ: SUI TCH: OENT : HOUR :

EA cm: o 0 0 0 kg 2: --- n/a nfa nfa n/a

F3201
I

CLOCK, UALL, EXTRA LARGE . c . . .

Clock, Wal L Flaunted, Battery Operatedt Extra Large, for use in Gym.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: o 0 0 0 (b 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- n/a nla nla nla

0,;,,
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F3205 6645 CLOCK, UALL MWNTED AA A.. .A . . . .

Ma! 1 mounted c~ock. Microccsqwter based electronics uith 2!’ field effect LCO display, and
internal battery back-up. Size and color by manufacture. For specialized industrial,
institutional or commercial operations.

UNIT OF HEIGHT UIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/ ~
ISSUE: in: 0 0 0 5 Lb 1: 120 - - HZ: SUITCH : DENT: HOUR :

EA cm: o 0 0 2 kg 2: --- 60 NO NO nja

F3225 7195002423503 CLOTHES TREE cc c.. . . . . . .

Clothes tree. Sturdy frame equipped with coat and hat hooks. Designed for clothes hanging,
and use in uaiting areas.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 69 21 21 20 lb 1: --- HZ: SUITCH: ‘DENT: HOUR :

EA cm: 175 53 53 9 kg 2: --- n/a n/a n/a n/a

~ F3230 5340 RACK, HAT/COAT , MALL MWNTED AA A.. . . . . . .

I ual 1 mounted hat/coat rack. Decoratively styled. Constructed of extruded aluminum. Equipped
with bars and hooks, hat shelf, and coat hangers. Enamel finished. For use in waiting rooms. I

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 20 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: ;; 2 ;; 9 kg 2: --- n/a nla n/a nla

I F3235 ] 5340 I RACK, HAT,COAT, UALL MWNTEO , COSTUMER IAAA. .I . . . . ..I. I

I
Ual 1 mounted hat/coat rack. Decoratively styled. Constructed of extruded aluminum uith wood
grai ned f rent panel for use in department heads and executive tevel management office.
Provides hat rack at top, coat bar with hotel type hangers and front panel the partial iy
conceals the objects hung on the rack.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 73 30 12 59 lb 1: --- HZ: SWITCH: DENT: HWR:

EA cm: 183 76 30 9 kg 2: --- n/a n/a nla n/a

SHELVING, FILE, OPEN, DWBLE ‘c cc..’ . . . . . .

File/open double shelving unit. Stainless steel unit with adjustable shelves. For patient
clinical records filing.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 76 24 18 99 [b 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 193 122 91 43 kg 2: --- n/a n/a nla n/a

F3305 7110’ SHELVING, FILE, OPEN, SINGLE, 76x12x36 cc c.. . . . . . .

I Open/file single shelving. Fi 1 ing unit includes 7 metal sheles, backstops, shelf supports and
dividers. Used for patient f i 1 ing charts. I

t

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 76 36 12 98 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 193 91 31 44 kg ‘2: --- nia nla n/a n/a
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HAT, FLWR, CUSH1ON

Floor mat. Rat is shock-absorbing material, flame-proof, and impervious to f(uids. Use in
areas areas uhere operators of equipment stand in one place for tong peri ads of t irne on hard
decks.

UNIT OF HEIGHT WIDTH OEPTH
I

WEIGHT VOLTS PHASE AMPS HERTZ DEPEU- Bnw
1SSUE : in: 40 lb 1: --- HZ: WITCH: DENT:

EA : lZ
HOUR :

cm: 2: 21 kg 2: --- n/a nla n/a nla

KD450 nlo
I

CURTAIN, AIR, 18X65X63 AA A.. .C . . . .

Air curtain. The unit is generally fabricated to size for operation. This unit is used at
entrances and docks to prevent cold and dry or hot and hunid air from entering through openings
*ich are exposed to ueather conditions.

UNIT OF HEIGHT UIOTH DEPTH NEIGHT WLTS PHASE ANPS HERTZ DEPEN- BTUs/
1SSUE : in: 18 65 43 66 lb 1: 120 1 25 HZ: SUITCH: DENT: HOUR :

EA cm: 46 166 110 29 kg 2: --- 60 NO NO nla

IK0500 7310 8AXER, WAFFLE, 9x20x17 cc c.. .F . . . .
I, 1

Waffle baker. This unit is 7 inches in diameter and has a stand for two; side by side
operation. The unit has removable non-sticking grids, ad cabinet is constructed of stain~ess
steel. It is used in large restaurants and food service operations for hot uaffles.

UNIT OF HEi GHT WIDTH DEPTH UEIGHT WLTS PHASE ANPS HERTZ OEPEN- BTUs/
1SSUE : in: 20 33 ib 1: 120 1 15 HZ: SUITCH: DENT:

EA z 51 ::
HOUR :

cm: 15 kg 2: --- 60 NO NO n/a
#

K0700 7310 BIN, MBL, CRS, 250 L8 cAP, 28X23Xf8 c c c........
I

Nobite ingredient bin. This unit has a 250 Lb. capacity with slide-off cover. The unit is
constructed of stainiess steel with 4 inch casters. A one piece rukber baper encircles the
bin. This bin is used to store ingredients in conrnercial and institutional food service
operation.

UNIT OF HEIGHT WIDTH OEPTH WEIGHT WLTS PHASE ANPS HERTZ DEPEN- BTUS/
1SSUE : in: 28 23 18 50 Lb 1: --- HZ: WITCH: OENT:

EA
HOUR:

cm: 72 59 46 23 kg 2: --- n/a nla n/a tVa

l(0710 7310
I

Portable, Bin, CRS, 250 LB CAP, 28x25X23 C C C . . . . . . . .

Mobile ingredient bin. This unit has a 250 (b capacity with slide-off cover. The unit is
constructed of stainless steei with 4 inch casters. A one piece rubber btsrper encirc[es the
bin. This unit is used to store ingredients in conxnercial and institutional food service
operations.

UNIT OF HEIGHT UIDTH OEPTH WE1GHT WLTS PHASE ANPS HERTZ OEPEN- BTUs/
ISSUE: in: 28 25 0 [b 1: --- HZ: SWITCH: OENT: HOUR :

EA cm: 7264 E O kg 2: --- tia n/a nfa n/a

K0800 7310 I BLENDER, HEAW DUTY, CRS BOUL, 23X9X9 cc c.. .A . . . .
I

Ifeavy duty btender. This is a one gallon b[ending device with a stainless stee( container.
It has a heavy duty motor with a 3 speed switch. The unit is used to blend foods in
restaurants and hospital kitchens.

UNIT OF HEIGHT WIDTH DEPTH biEIGHT VOLTS PHASE ANPS HERTZ DEPEN- 8TUS/
ISSUE: in: 23 9 9 f+O lb 1: 120 1 15 HZ: SUITCH: OENT:

2A
HOUR :

cm: 69 23 23 19 kg 2: --- 60 NO YES n/a
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a

BLENDER, HEAVY DUTY, CRS BOWL, 14X7X7 cc c.. .A . . . .

Heavy duty blender. This is a 64 ounce capacity blender ~ith a stainless steel container. It
has a four cutter, one piece stainless stee( blade. The unit is used to blend foods in
comnerci al restaurants, hotels and hospital kitchens.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 20 Lb 1:120 1 8 HZ: SWITCH: DENT : HOUR :

EA cm: ;: 1: 1: 10 kg 2: --- 60 NO YES n/a

K0820 7310 BREADER, MOBILE, 57x83x25 cc c.. .A . . . .

,Mobi le breading machine. Automatic feeder and sifter, CFS, heavy duty casters with two
locking brakes. 83 in wide, 25 in deep and 57 in high. AC, single phase.

UNIT OF HEIGHT WIDTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 0 0 0 0 lb 1:-”- HZ: SWITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- n/a n/a n/a n/a

I K0830 I 7310 I BREADER, TABLE MOUNTEI) ICCC. .I. A....I I

I Breading machine, tabte model. Semi -automat i c feed with removable breading drum. Occupies
approximately 2 sq. ft table space. 120 AC.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 0 0 0 0 lb 1: --- HZ: SWITCH : DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- nla n/a n/a nla

K0860 7310 BROILER , INFRARED, GAS, CRS, 78x36X39 AA A.. .B. .A.
*

Infrared broi ler. This is power combustion by/or air blower, instant heat and high production
broiier. The unit is used in comnerical kitchens and hospitals for large vo[ume food
preparation.

E

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
ISSUE: in: 78 36 39 1,100 [b 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 198 92 100 495 kg 2:--- rila n/a nla nla

7310 BROILER, INFRARED, ELEC, CRS, 78X36X39

Infrared broi Ier. This is a electrically operated, stand mounted, stain~ess steel broiler.
The unit is equipped with solid sheathed overhead broiler elements and two infinite head
controls. The unit is used in hospitals and comnercia( food preparation areas.

UNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 78 36 38 905 lb 1: 208 3 23 HZ: SWITCH : DENT: HOUR :

EA cm: 199 92 97 410 kg 2: --- 60 NO NO n/a

AA A.. .C . . . .

Char-broi Ier. This is a counter model uith one self-cleaning grid and 4 inch plastic legs.
The unit is used in large commercial kitchen and hospital cooking areas to prepare char-broi led
meals.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
ISSUE: in: 21 21 24 128 lb 1: 208 1 12 HZ: SUITCH: DENT: HOUR:

EA cm: 54 54 64 58 kg 2: --- 60 NO YES n/a

.
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K0950 7310 BROILER, CHAR -EROI LER , 2GR1O, 21X38X24 AA A.. .C . . . .

Char-broi Ier. This unit is stand munted with two self-cleaning grids. It is used in large
carnercial kitchens ad hospita[ cooki~ areas to prepare charbroi I items.

UNIT OF HEIGHT WIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 21 38 24 230 Lb 1: 208 3 13

2A
HZ: SWITCH: OENT:

54 97 61
HOUR :

cm: 105 kg 2: --- 60 NO YES nfa

I
K1OOO 7310 CABINET , PASTRY, CRS, 36 PAN, 71x23x33 AA A.. . . . . . .

Pastry cabinet. This is a stainless steel mobile unit with four 5 inch swivel casters and a
thirty-few pan capacity for pans of 18 x 26 inches. This unit is used for storage and
transport of pastry in hotels, restaurants, hospitals, and commercial food service operations.

UNIT OF HEIGHT U1OTH OEPTH UEIGHT VOLTS PHASE AUPS
ISSUE :

HERTZ OEPEN- BTUs/
in: 71 23 33 220 lb 1: --- HZ: SUITCH: OENT :

EA cm:
HOUR :

181 59 84 100 kg 2: --- n/a n/a n/a n/a

CABINET, PASTRY, CRS, 40 PAN, 71X23X33

Pastry cabinet. This is a heavy duty, mobile, stainless steel unit uith a forty pan capacity
for psns of 18 x 26 inches. This unit is used for storage, transport or bussing of pastry in
hote{s, restaurants, hospitals, and ccatnercial food service operation.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AJ4PS HERTZ OEPEN-
lSSUE: in: 71 23 33

BTUs/
220 lb 1: ---

EA
HZ: SUITCH: OENT:

cm:
HOUR:

181 59 84 100 kg 2: --- n/a n/a nla n/a

K1 020 7310 CABINET, UARMING, FOC4), MOBILE, 72X23X33 AA A.. .B . . . .

Food uarming cabinet. This is a insulated cabinet designed to accommodate 18 x 26 inch trays
or pans at any mltip[e of 1 1/2 inch slide spacing. The unit is used in commercial and
hospital kitchens for storage and service.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE ANPS
ISSUE:

HERTZ OEPEN- 8TUs/
in: 72 23 33 220 lb 1: 120 1 15

EA
HZ: SWITCH: OENT:

cm:
HOUR :

183 59 84 100 kg 2: --- 60 NO YES n/a

KI030 7310 CABINET, HOT/COLO, FOOO, NOBILE, 8 PAN AA A.. .B . . . .

Hot or cold food cabinet (adjunct to cafeteria counter). Character istics/capcwwnts include
CRS; fully insulBted; full length hinged door with lock, four lifting handles; channe( type
interior slides to hoid eight 12 in wide, 20 in [ong and 2 1/2 in deep pans (atso 4 in and 6 ir
deep pans); remvabte 450 uatt heating unit; removable cold ho(d piate with interior hold
St ides at top; and four in casters. This unit is to ho[d hot and coid focal in conrnercial
kitchens and hospita(s.

UNIT OF HEIGHT UIOTH OEPTH UEiGHT WLTS PHASE Af4PS HERTZ OEPEN-
ISSUE:

BTUs/
in: 72 29 36 682 lb 1: 120 8 HZ: SUITCH: OENT:

EA cm: 308 kg 2:--’- 60 NO
HOUR :

183 74 92 YES n/a

I KI040 I 7310 I CABINET, PROOFING, MBL, 72X23X33 I AA A.. I. B.... I 1 I
I I I I I I I I

Mobite proofing cabinet. Characteristics/components inc(ude stainiess steel construction;
temperature control; temperature gauge; on-off timer; and four 5 in swivel casters. The unit
is a uork-saving proofer that is designed to produce generous quantities of raised dough of
uniform quality. It is used in comsercia[ and hospital kitchens for high volume baking and
uarming foods.

UNIT OF HEIGHT UIDTH DEPTH UE I GHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 72 23 33 341 lb 1: 120 1 15 HZ: SUITCH: OENT:

EA
HOUR :

cm: 183 59 84 155 kg 2: --- 60 No YES n/a
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0

KI050 7310 CABINET, PROOFING, CTR MNTD, CRS, 2 DRS AA A.. .A . . . .
I

Counter mounted proofing cabinet. The unit’s characteristic and components include two doors
and all aluninum construction. The proofer supports pans size 1/16 inch thick by 1 3/4 wide
extruded aluminum It includes twin 500 watt air heaters combined with two blowers. The unit
may be wall or under counter mounted for space savings.

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 23 60 21 0 lb 1: 120 1 13 HZ: SUITCH: DENT: HOUR :

EA cm: 59 153 54 0 kg 2: --- 60 NO NO n/a
&

7310

Refrigerated cabinet. This unit is designed with pan slides, condensate evaporation and
stainless steel construction. When the door is opened, a curtain of cold air blows across the
cabinet opening and keeps hot air out and cold air in, thus assuring safe storage during peak
food service hours. This unit is used for cold storage in large commercial and hospital
kitchens.

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS
1SSUE :

HERTZ DEPEM- BTUs/
in: 70 28 34 280 lb 1: 120 1 9 HZ: SUITCH: DENT: HOUR :

EA cm: 178 72 87 120 kg 2: --- 60 NO YES nla

lKl160 ],7310 I CABINET, UARMING, PASS-THRU,CRS,84X27X391 AAA. . I .A. . . . I

Uarming cabinet. This is a pass-through model with doors that can be opened from either side
for easy use; strip type 750 watt heating elements; and manually controlled humidity vents in
the top of the cabinet. The unit is used in commercial and hospital kitchens for warming
prepared food items.

LJNIT OF HEIGHT WIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 84 27 39 370 lb 1: 208 1 15 HZ: SWITCH: DENT: HOUR :

EA cm: 214 69 99 169 kg 2: --- 60 NO YES n/a

IK1240 17310 I CART, TRAY, FOOD, MOBILE, 69x59X29 ICC C.. I. B.. .. I I

~

Food tray cart. This is a centralized tray service cart with 6 inch diameter casters and
durab[e stainless steel construction welded to withstand severe service. 1t is used in food
service operations; for mobile storage, bussing, and general food handling in hotels,
restaurants, schools and heat thcare faci t i ties.

UNIT OF HEIGHT UIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE : in: 59 29 373 lb 1: 120 1 20 HZ: SUITCH: OENT: HOUR :

EA cm: 1;: 150 74 169 kg 2: --- 60 NO YES n/a

K1250 7310 CART, TRAY, FOOD, MOBILE, NON-ELECTRIC ccc. . . . . . . .

Food tray cart. This is a non-electric, centra~izad tray service unit with 6“ diameter
wheels. The unit is designed to move food quick from centralized kitchens to distant service
areas such as banqueta or remote patient feeding whi le insuring the food arrives kitchen-fresh
and without loss of flavor. This unit is used in hospitals and other patient care facilities.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 67 47 30 330 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 171 120 77 150 kg 2: --- n/a nla nla n/a
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I K1 260 Z310 I CART, TRAY, FOW, MOBILE, 4 BEV,49XZO(31 CCC. ..F . . . . It I 1 1

Food tray cart. This is a centralized, thermstaticalty contro[ted tray service unit uith
four 6“ casters and two beverage we( 1s with faucets. The unit is designed to move food quick
from central ized kitchens to distant service areas such as banquets or remote patient feeding
uhile insuring the food arrives kitchen-fresh and without 10SS of flavor. This unit is used in
hospitals and other patient care faci Lities for food service.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 69 %3 3f 900 lb 1: 120 1 15 HZ: SUITCH: DENT:

ISA
HOUR :

cm: 125 186 79 408 kg 2: --- 60 NO YES n/a

I K1270 \ Z31O I CART, TRAY, FCU), MOSILE, 8EV, WWW?il [ C C C . . [ . F . . . . [ I

Food tray cart. This is a centra~ized tray service unit with stainless steet construction;
four bui Lt-in beverage we[ls; brake interlock on the pwer unit and a 30 cup capacity [iquid
dispenser. There is ackiitionat cost for the power drive and beverage dispenser. lt is used in
ccmnercial and hospital centralized kitchens for food service.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 49 n 31 900 lb 1: 120 1 15

2A
HZ: SWITCH: OENT: HOUR :

cm: 125 179 76 408 kg 2: --- 60 NO YES n/a

IKI 280 7310 CART, TRAY, FCXX), )K)81LE, 52x47X30 cc c.. .F . . . .
I

Food tray cart. This is a centralized tray service unit with stainless steel construction
bwper and four 6“ casters to withstand heavy duty cart washing. The unit is used in
hospitals, schools and hote~s for food service.

UNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 52 47 30 330 lb 1: --- HZ: SWITCH: OENT: HOUR :

EA cm: 133 120 77 150 kg 2: --- nla n/a nfa n/a

K1285 7310 CART, KETTLE, SOUP cc c.. .A . . . .

Soup kettle cart. This unit is all stainless steel construction with S“ casters, two fixed
and 2 swivel with brakes. The unit is used in restaurants ad food service areas for
self-service of soup.

UNIT OF HEIGHT WIDTH DEPTH WIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 28 31 24 75 ib 1: --- HZ: WITCH: DENT:

EA
HOUR :

cm: 72 79 61 34 kg 2: --- n/a n/a n/a n/a

K1350 7310 CLEANER/SANITIZER, MOBILE, CRS, 48X24X20 cc c.. .A . . . .

Cleaner-sanitizer. This is a mbi(e, motor operated unit with a spray gun. Unit operation
begins with spraying a detergent solution on each item to be cleaned, then is set for rinse and
a corsbimtion of uater ati high pressure that ‘Jbtastsll the loosened dirt and grease from the
itm being cleaned. The unit is used for cleaning in comnercia~ and institutions such as
hospitals.

UNIT OF HEIGHT IJIOTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 48 24 20 100 [b 1: 120 3 HZ: SWITCH: DENT:

EA 46 kg 2:--3- 60 NO
HOUR :

cm: 122 61 51 YES n/a

O,,
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K1550 -7310 URN, COFFEE, AUTOf+lATIC, ELECTRIC, 48 CUP All A.. .B C...

Automatic coffee urn. This unit inc[udes control led water f tow; 48 cup capacity; coffee
f i 1 led fitter backs; and decanter service with four burners. The unit is used for coffee
service in office bui [ding cafeterias and coanmrcial institutions.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
ISSUE: in: 19 23 8 29 lb 1: 120 60 15 Hz: SWITCH: DENT: HOUR :

EA cm: 49 59 21 9 kg 2: - - - 60 NO YES rd a

K1552’ “Glo’ URN, COFFEE, AUTOMATIC, ELECTRIC, 48 CUP cc c.. .B C...
,

Automatic coffee urn. This unit includes control led water f lou; 48 cup capacity; coffee
f i 1 led filter backs; and decanter service with four burners. The unit is used for coffee
service in office bui lding cafeterias and commercial institutions. .—.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 19 23 8 29 lb 1: 120 60 15 HZ: SUITCH: DENT: HOUR:

EA cm: 49 59 21 9 kg 2: --- 60 NO YES n/a

K1580 ?310 CONVEYOR, FOOO, CRS AA A.. .6 D...

Food Conveyor. This is an all stainless stee{ food portioning and packaging unit with 5“ inch
casters. This system should be configured to conform with the insti tut i ens’ requirement.

UNIT OF HEIGHT WIDTH OEPTH UEIGHT VDLTS PHASE AMPS HERTZ DEPEN - BTUs/
ISSUE: in: 36 72 19 500 lb 1: 120 1 25 HZ: SUITCH: DENT: HOUR :

EA cm: 92 182 49 226 kg 2: --- 60 NO No n/a
I I I I 1 1 I

—

IIIzc

?310 COUNTER, CAFETERIA, COLD FOOD, 54x72x30 AA A.. .A . . . . m

Cold food cafeteria counter. Characteristics/components inc(ude mobi le; CRS; accommodates two
food cabinets; ful 1 length; food display shelves with glass sneeze guards; drop-in type solid
or three rai I tray S1 ide; workshelf on worker is side; seif-contained refrigerated coi 1; and
plate type coid pan that is insulated on both sides and bottom. This unit is used for
self-service of cold food in commercial and hospital dining faci lities.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
ISSUE: in: 54 72 30 537 lb 1: 120 1 15 HZ: SUITCH: DENT: HOUR :

EA cm: 138 183 77 242 kg 2: --- 60 NO YES n/a

K1610 7310 COUNTER , CA FETER IA, COLD FOOD, 60x63x29 AA A.. .A . . . .

Cold food cafeteria counter. Characteristics/components include mobi le; accormnodates one
mobi le food cabinet; ful ( length; food display shelves uith glass sneeze guards; drop-in type
so!id or three rail tray slide, workshe[f on workerls side; self contained; refrigerated coi 1;
plate type cold pan that is insulated on sides and bottom; table top that accommodates four 12
in wide and 20 in long food service pans; and four 5“ swivei casters. The unit is used for
se[fservice of cold food in cafeterias and ccsmercia[ food service areas.

,:. ~ UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 60 63 29 545 lb 1: 120 1 15 HZ: SWITCH: DENT: HOUR :

EA cm: 153 160 74 247 kg 2: --- 60 NO YES nl a

‘7310 COUNTER, CAFETERIA, F1 LLER, 36x72x24 AA A.. . . . . . .

Cafeteria counter. This is a stainless steel f~at top counter with cutouts for 3 1/3 size
pans and four 5- inch casters. This unit is used for self-service of meals in cafeterias of
hospitals, schools and ccmnercial food service operat i ens.

UNIT OF HEIGHT UIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 36 72 24 242 lb 1: --- HZ: SUITCH : DENT: HOUR :

EA cm: 92 183 61 110 kg 2: --- n/a nla nla n/a
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K1630 7310 . COUNTER, CAFETERIA, FILLER, 36X72X24 AA A.. . . . . . .

I Cafeteria counter. This is a stainless steel; mobiie fitter counter that is generally
configured to specifications. The unit shou(d include a drop-type solid or three rai I tray
st ide; a removabte glass protective front; and four 5inch casters. The unit is used for
seif-service of ma[s in cafeterias, hote~s, restaruants and hospita( food service areas.
Dimensions are determined by configuration.

I

UNIT OF HEIGHT UIDTH OEPTH UE[GHT VOLTS PHASE ANPS HERTZ DEPEN- BTus/
ISSUE: in: 24 n 242 lb 1: ”-- Hi?: SWITCH: DENT: HOUR :

EA cm: ~ 61 183 110 kg 2: --- 0 NO NO n/a

I
K1640 7310 CCNJNTER, CAFETERIA, FILLER, 36x48x28 AA A.. . . . . . .

I

Cafeteria counter. This is a stain(ess steet; mobi(e: fil~er counter that is generally
configured to specifications. The unit shwld include a drop-type solid or three rai{ tray
St ide; removable gtass protective f rent; and four 5inch casters. The unit is used for
set f-service of meals in cafeterias, hotels, restaurants and hospital foul service areas.
Dimensions are determined by configuration.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE ANPS HERTZ OEPEN - BTUs/
ISSUE : in: 36 72 262 ib 1: --- HZ: SWITCH: DENT: WUR :

EA cm: 92 : 183 110 kg 2: --- 0 NO NO tia

O,,?

O:,

I K1650 ?310 COUNTER, CAFETERIA, HOT FOOD, 36x72x30
I

AA A.. .F . . . .

Cafeteria counter. This is a mbile hot food serving table. This is used to accon’rnodate two
(2) mobile food cabinets, full length, food disptay sheives with glass sneeze guard, drop-type
solid or three rai~ tray slide; work shelf on uorker!s side to acccasnodate three (3) 5 inch
deep food service pans. It is insulated, individually thermostatically control (edr individual
heating element and pi(ot light, four (4) 5 inch swivel casters. The unit is used in
hospitals, schools and ccmnercia[ food service estab~ishments.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
lSSUE: in: 36 46 29 264 lb 1: 208 1 15 HZ: SUITCH: DENT: HOUR :

EA cm: 92 107 74 120 kg 2: --- 60 NO YES n/a

K1660 ?310 CtXJNTER, CAFETERIA, HOT FOOD, 36x80x29
I

AA A.. .F . . . .

Hot food cafeteria counter. Characteristics/components include two mobile food cabinets; full
length; food display shelves uith g(ass sneeze guard; drop-type solid or three rail tray slide;
uork shelf on server~s side to accorrmodate three 12 in wide, 20 in long and 6 in deep food
service pans; each top well rated not less than 1,500 watts; watertight; insulated,
individual ly-thermostat ically controlled; individual heating element and pilot light; and four
5-inch swivel casters. This unit is used for hot food service in food service areas of
hospitals and restaurants.

UNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 36 80 29 596 lb 1: 208 30 HZ: SWITCH: DENT:

270 kg 2:--’- 60 NO
HOUR :

EA cm: 92 204 74 YES n/a

COUNTER, CAFETERIA, HOT FOCO, 36X80X29

Hot food cafeteria counter. Characteristics/components include two mbile food cabinets; futl
length; food display shelves with glass sneeze guard; drop-type solid or three rail tray slide;
work shelf on server’s side to acccamdate three 12 in uide, 20 in long and 6 in deep food
service pans; each top we~l rated not less than 1,500 watts; watertight; insulated,
individual ly-thermostat ically controlled; individua( heating element and pilot light, and four
5-inch suivel casters. This unit is used for hot food service in ccnnnercial and hospital food
service areas.

1

UNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTus/
1SSUE : in: 36 80 29 396 lb 1: 208 1 15 HZ: SWITCH: DENT: HOUR :

EA cm: 92 204 74 180 kg 2: --- 60 NO YES n/a
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K1690 7310’
I

CONVEYOR, TRAY, CRS, ELECTRIC AA A.. .F . . . .

Tray conveyor. This is a mobile, electric horizonts( belt type unit. This unit is used to
move food trays from one area to another with minimum effort in kitchens and food serving area
of restaurants, schools and hospitals.

WIT OF HEIGHT UIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
1SSUE :

BTUs/
in: 37 108 19 660 lb 1: 120 1 15

EA
HZ: SUITCH: DENT: HOUR :

cm: 94 275 23 299 kg 2: --- 60 NO YES n/a

K1700 7310 COUNTER, CAFETERIA, UTILITY, 36X46X28

Cafeteria counter. Characteristics/components include service as a mobile uti 1 ity table;
accommodates three mobi Le food cabinets; ful ( Length; double-sheif food display case with
sneeze guard; drop-type sol id or three rai 1 tray St ide; 120 AC outlets and control panel; below
work shelf; and four 5- inch swivel casters. User must specify out let requirements and
configuration. This unit is used in ccmnercial and hospital food service areas.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE At4PS HERTZ DEPEN-
1SSUE :

BTUs/
in:I 36 46 28 220 lb 1: 120 1 20 HZ: SU[TCH: DENT:

EA 92 117 72
HOUR :

cm: 100 kg 2; --- 60 NO NO n/a

K171fJ 7310 COUNTER, CAFETERIA, UT 1L 1TY, 36X80X28 AA A.. .F . . . .

Cafeteria counter. Characteristics/components include service as a mobile uti 1 ity table;
accommodates two mobi (e food cabinets; ful t length; double-shelf food display case with sneeze
guard; drop-type sol id or three rai 1 tray slide; 120 AC out lets and equally spaced control
panels at opposite ends; beiow work shelf; four 5- inch swivel casters. Usera must specify
outiet requirements and configuration. This unit is used in conrnercial and hospital service
areas.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1sSIJE : in: 36 80 28 275 lb 1: 120 1 2 HZ: SWITCH: DENT:

EA
HOUR :

cm: 92 204 72 125 kg 2: --- 60 NO YES n}a

K1720 7310 COUNTER, CAFETERIA, UTILITY, 36X46X28 AA A.. .F . . . .

Cafeteria counter. Character istics/ccsnponents include service as a mobi le uti 1 ity table;
electric; CRS; open working side with bottom and intermediate shelf; drop-type SO( id or three
rai 1 tray SI ide; four S- inch swivel castersand three 120 AC outlets in center, one 208 AC
outlet on right and two 208 AC out(ets on left in control panels below work shelf. User must
specify out let requirements and configuration. This unit is used in cormnercia( and hospita(
food service areas.

HEIGHT UIDTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
36 46 28 275 lb 1: 120 1 20 HZ: SUITCH: DENT: HOUR :

125 kg 2: - - - 60 NO NO n/a

r 1
K1730 7??0 COUNTER , CAFETERIA, UT 1L 1TY , 36X63X28 A,A A.. .F .,..

Cafeteria counter. This is a stainless steel unit with sneeze guard, drop-type solid or three
rai 1 type St ide; four 5-inch swivel casters; and two 120 AC outlets in the control panel belou
work shelf. USer must specify outtet requirements and configuration. This unit is used in
coranercial and hospital service areas.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 36 63 28 220 [b 1: 120 1 20 HZ: SUITCH: DENT: HOUR :

EA cm: 92 160 72 100 kg 2: --- 60 NO NO n/a
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CCUNTER, CAFETERIA, UTf LITY, 36x46x28

Cafeteria counter. Characterist ics/cmponents inciude two or more mobi le food cabinets; ful 1
length; double-shelf food display case with sneeze guard; droptype solid or three rai 1 traY
slide; four 5-inch s~ivel casters; tuo 120 AC outlets on Left and two 208 AC outlets on right
in controt Pane[ beloti work shelf. User tit specify outlet requirements and configuration.
This unit is used by ccmnercial and hospital service areas.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 36 46 28 182 lb 1: 208 1 20 HZ: SWITCH: DENT: HOUR :

EA cm: 92 117 72 82 kg 2: ”-- 60 NO NO nfa
<

IK1750 7310 COUNTER, CAFETERIA, UTILITY, 36x80x28 AA A.. . . . . . .
I

t K1?60

Cafeteria counter. Character istics/carponents include stain(ess steel construction; working
side open with full length bottom and intermediate shelf; droptype solid or three rail tray
slide; and 5-inch swivet casters. It is used for service of food items in hospitals and
restaurants.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE ANPS HERTZ OEPEN- BTUs/
ISSUE: in: 36 28 275 tb 1: --- HZ: SUITCH: DENT: HWR :

EA cm: 92 2; 72 125 kg 2: --- 0 NO NO n/a

7310
I

COUNTER, CAFETERIA, UTILITY, 36x39x28
I

AA A.. .F . . . .

Cafeteria counter. Character istics/coqonents include stainless steel construction;
accomnodetes three nmbi le food cabinets; fuli length; double-shelf food display case with
sneeze guard; drop-type SO( id or three rai [ tray S( ide; one 120 AC and tuo 208 AC outlets on
[eft, one 120 AC outlet on right, and one 208 AC outlet at center in control panels be~ow work
sheif; and four 5-inch swivel casters. This unit is used in coatnercie~ and hospita( service
areas.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 36 28 154 lb 1: 208 1 20 HZ: SUITCH: OENT: HOUR :

EA cm: 92 :72 70 kg 2: --- 60 ND NO n/a

I K1770 7310 COUNTER, CAFETERIA, UTILITY, 36x80ux28 I AAA. . . F . . . .
I

Cafeteria counter. Character istics/crx!ponents incltxie stain~ess steel construction; working
side open with bottom shelf; drop-type sot id or three rai 1 tray slide; one 208 AC outlet on
left, one 208 AC outlet on right and tuo 120 AC outlets centered in control psne(s below uork
shelf; and four 5-inch swive( casters. User nust specify electric outlet requirements and
conf igurat ion. This unit is used in carmarcia( and hospital service areas.

UNIT OF 1 HEIGHT WIDTH DEPTH I UEIGHT VOLTS PHASE A14PS I HERTZ DEPEN- BTUs/
[ ISSUE: in: 36 80 28 275 lb 1: 208 1 20 HZ: SWITCH: OENT: HWR :

EA cm: 92 204 72 125 kg 2: --- 60 NO NO n/a

i
K1780 7310 COUNTER, CAFETERIA, UTILITY, 36X8DX28 AAA. . . F . . . .

Cafeteria counter. Characteristics/components include stain~ess steei construction; uti 1 ity
table service; working side open with bottan shelf; drop-type sot id or three rai 1 tray si ide;
two 120 AC outlets on the teft and two 208 AC out(ets on right in control panels below work
sheif; and four 5-inch swivel casters. user nust specify electrical outlet requirements and
configuration. This unit is used in ccmnercial and hospital service areas.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PNASE ANPS HERTZ DEPEN- BTUs/
ISSUE: in: 36 80 28 27S lb 1: 208 1 20 HZ: SUITCH: DENT: HWR :

EA cm: 92 204 72 125 kg 2: --- 60 NO NO n/a

o
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e

Lw-
?310 I COUNTER, L)ISHUASHING, WWRAY IAAA. .IDF . . ..I I

D ishwash i ng counter. This unit is built to meet institutional requirements and inc~udes
built-in overhead and flexible water spray for preri,nsing; heavy duty garbage disposa(; and
pre-f lush to fit the receiving receptacle of a heavy duty garbage disposal. This unit is used
to wash dishes in institutions and comnerciai kitchens. The price and dimensions are
determined by actual requirements.

UNIT OF HEIGHT UI’DTH DEPTH iJEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
ISSUE: in: 45 74 25 260 1b 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 115 188 64 118 kg 2: --- 0 NO NO nla

7310 COUNTER, UASHING, POT, W/DOUBLE SINK AA A.. OF . . . .

Pot washing and scraping counter. This unit has two sink compartments, one for rinse and one
for wash, and is constructed of stainless steel. The dimensions should be specified as
requi red. This unit is used to wash pots in food service operations of hospitals, hotels and
restaurants.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- ‘BTUs/
1SSUE : in: 45 76 30 297 Lb ,1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 115 194 77 135 kg 2:--- 0 NO NO nla

731’0 COUNTER, WASHING, POT, W/TRIPLE SINK

Pot washing and scraping counter, with three sink compartments. Characteristics /components
include soak and rinse sinks that are 8 in deeper than wash sink; central over-flow
compartments and perforated strainer baskets between sinks; lever handle drain control;
scraping drain table fabricated to incorporate the cone of a heavy duty garbage disposal; clean
drain table; overhead flexible water spray; and al [ covered corners. This unit is used in

m
commercial and hospital service areas.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
ISSUE: in: 45 97 30 287 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 115 247 77 130 kg 2: --- 0 NO NO n/a

K1910 7310 CWNTER, WORK, STAND MOUNTED, 36xl 20x30 AA A.. . . . . . .

Stand mounted uork counter. The counter wi ( [ have a table top of 14 gauge stainless steel,
and al 1 edges wi 1 [ be rot led down at 90 degrees width with a 2U flange and rounded corners.
The unit is used as a work station in large kitchens, hotels, restaurants and hospitals.

Uhll T OF ) HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
1SSUE : in: 36 120 30 0 lb 1: --- HZ: SWITCH: DENT:

EA 92 305 77
HOUR :

cm: O kg 2: --- 0 NO NO nla
b

I

I K1920 7310 CUTTER, FOOD, ELECTRIC, CRS, BENCH MNTD AA A.. .F . . . .
.

Electric food cutter. Characteristics/components include CRS; bench mounted 14 inch diameter
stainless stee~ bowl and attachments; and stainless knives that rotate at high speed saving
costly preparation time. The unit is used to rapid(y process salad, dips, chopped steaks, and
other fine foods in hotels, schools, restaurants, and hospitals.

.
UNIT OF HEIGHT U1OTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 17 19 32 127 lb 1: 120 1 20 HZ: SWITCH: DENT: HOUR :

EA cm: 44 49 83 58 kg’ 2: --- 60 NO YES n/a
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KW30 7310 CUTTER/MIXER , ELEC, 1501, 59X39- 112X53
I

AAA. . .F . . . .
I

Electric cutter-mixer. 15 quart capacity, tubular steel frame base, CRS pivotal bowl, cast
aluninun cover mechanical Iy inter ~ocks with motor uhen ciosed; tuo speed motor, 10 HP, 220/440
AC, three phase. 59 in high, 53 in deep and 39-1/2 in Hide. NIL-F-43569.

I K1940
L

UNIT OF UEIGH7 UIDtH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN - 8TUs/
1SSUE : in: o 0 0 0 lb 1: --- HZ: WITCH: DENT : HOUR :

EA cm: o 0 0 0 kg 2: ”-” n/a nja n/a n/a
1 I I I I I I

7310 CUTTER/MIXER, ELEC, 40 OT , 59X39- l/2X53 AA A.. .F . . . .

E(ectric cutter-mixer. Characteristics/components include 40 quart capacity; tubular steel
frame base; CRS pivota[ bowl; cast a[uninm cover thatmechanical iy interlocks uhen c[osed; and
tuo speed 10 HP motor. The unit is used to cut, mix and blend in seconds uith co@ete control
frcm start to finish in large kitchens of conmarcial food service estabt ishments.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AXPS HERTZ OEPEN- BTUs/
ISSUE: in: 59 40 53 234 Lb 1: 208 3 15 HZ: SUITCli: OENT: HOUR :

EA cm: 150 102 135 107 kg 2: --” 60 NO YES nfa
.

I K1950 I 7310 I CUTTER/SLICER, VEGETABLE, HX12X12 IA AA. .I. A.. .. I I

Vegetable cut ter/s 1 icer. Character istics/cofqxxtents inchde e(eCtriC; amlefeed aut-tic
motor driven with two speeds; housing burnished aluninun; and stainless steet knife with guard.
The unit is used to S1 ice vegetables, mats and cheese in targe kitchen of hospitals and
rest urant

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AHPS HERTZ DEPEN- BTUS/
ISSUE: in: 0 12 131 (b 1: 120 1 20 HZ: SUITCH: OENT: HOUR :

EA cm: o : 31 60 kg 2: --- 60 NO YES nla

DISPENSER , DETERGENT, AUTOi4AT I C

Automat ic detergent dispenser, Characteristics/components inc(ude supporting chanicals;
detergent additive and rinse additive. This unit is used in conjunction with comrnercia~
dishwasher in hospi ta~s and restaurants. Wal 1 mounted unit. Sized f w the operation.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PiiASE AMPS HERTZ DEPEN- BTUS/
ISSUE: in: 0 0 0 0 lb 1: 120 1 5 HZ: WITCH: DENT: HOUR :

EA cm: o 00 0 kg 2: --- 60 NO NO n/a

K2030 7310 01 SPENSER, COFFEE , INSTANT, 29X9X21 cc c.. BB . . . .

Instant coffee beverage dispenser. Characteristics/components include stainless steel design;
and tower and upper cabinet removabie sides. This unit is used to dispense coffee or water in
food service operation in hospitat cafeterias and hospital nurses stations.

1

i K2040
1

0,,,

UNIT OF I HEIGHT WIDTH OEPTH IIHEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 29 9 21 24 lb 1: 120 1 11 HZ: SWITCH: OENT: HOUR :

EA cm: 74 23 54 llkg 2:- - - 60 NO YES nf a

7310 DISPENSER, TEA, INSTANT, 21X6X9 cc c.. BB . . . .

Instant tea beverage dispenser. Characteristics/cotrponertts include design to provide
consistent, uel 1 mixed drinks; and provides a continuous f Lou dispensing system. This
stainless steel unit is used to dispense instant tea in hotels, restaurants, hospitals, clubs
and other food service operations.

UNIT OF HEIGHT WIDTH OEPTH NEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUS/
1SSUE : in: 9 10 lb 1: 120 1 3 HZ: SWITCH: OENT: HOUR :

EA cm: :: 1: 23 5 kg 2: --- 60 NO YES nf a
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*

EK2050 7310 I DISPENSER, BREAD, CRS, 2 CMPT, 28X6X6 I C C C . . I . . . . . . I

Bread dispenser. This unit is a two compartment system. It is an in-counter self-leveling
dispenser designed for drop- in installation in work boards, sandwich counters, salad bars and
other service points. The unit wi 11 store 3 pul lman loaves in just a few square inches of
counter space. Bread is maintained at a constant, convenient dispensing height from first
slice to last. The unit has a slide-out crumb tray for easy c[eaning.

UNIT OF” HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 28 20 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 72 12 1: 10 kg 2:--- 0 NO NO nla

DISPENSER , BUTTER PATTY, REFRI GERATEO

Refrigerated butter patty dispenser. Characteristics/components include 225 pats of butter or
margarin; plexiglass disptay panel; and five butter trays that are easi [y removed for dai Iy
cleaning. The unit is used to dispense butter in large food service operations.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 17 13 11 37 lb 1: 120 1 3 HZ: SWITCH: DENT: HOUR :

EA cm: 44 34 28 17 kg 2: --- 60 NO YES nl a

I K2080

73?0 DISPENSER, MILK, 40x15X18 cc c.. .A . . . .

Mi lk dispenser cabinet. Characteristics/components include stainless steel, construction; one
va~ve; capacity of twelve gal [ens; magnetic door seals; and self-contained mechanical
refrigeration system. This unit is used for self service of milk in cafeteria of schools,
hospitais and commercial restaurants.

UNIT OF HEIGHT I41OTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
1SSUE :

BTUs/ *
in: 40 15 18 137 lb 1: 120 1 2 HZ: SUITCH: DENT:

EA
HOUR :

cm: 98 39 41 633 kg 2: --- 60 NO YES n/a

7310 OISPENSER, MILK, CTR MNTO, 50x32x46

Mitk dispenser cabinet. Characteristics/components include the f lexibi 1 ity of being used as
an individual server or as part of a continuous serving 1 ine; convenient reach-in cooler stores
mi (k or beverages by case or individua~ iy stacked container; and double wa[ 1 that is
constructed of 20 gauge, type 304, stainless steel welded, ground and polished to a uni form
finish. The unit is used in food service areas for self-service issue of mi lk in schoo(s,
restaurants and hospitals.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 50 32 46 468 lb 1: 120 1 15 HZ: SUITCH: OENT : HOUR:

EA cm: 127 83 117 212 kg 2: --- 60 NO YES nf a

7130 OISPENSER, MILK, DOUBLE AA A.. .A . . . .
I

Mi ik dispenser. Characteristics/components include containers; stainleas steel construction;
magnet ic door sea 1s; rugged hinges; and self-contained refrigeration system. This unit is used
to dispense mi lk in hotels, restaurants, hospitals and cafeterias.

UNIT OF HEIGHT UIDTH DEPTH UE I GHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
1SSUE : in: 36 29 425 lb 1:-602 HZ: SUITCH: DENT:

12 74
HOUR :

EA cm: 92 193 kg 2: 120 1 - 60 NO YES nfa
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K2100 7310 DISPENSER, CREMI, EUTECT 1C, i? OUART cc c.. .A . . . .

Automatic cream dispenser; eutectic, CRS AIS1 300 series. 1 quart, 2 quart, or 3 Wart.
MI L-D-82031.

UNIT OF HEIGHT U1OTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 8 9 12 (b 1: --- HZ: SUITCH: DENT: HOUR :

2A cm: :. 21 23 5 kg 2: --- 0 NO NO n/a

K2101 7310 DISPENSER, CREAM, EUTECTIC, CRS, 6 OUART cc c.. .A . . . .

Autanatic cream dispenser; eutectic, CRS, 6 quart.

UNIT OF HEIGHT W1OTH DEPTH UEIGHT WLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 25 22 lb 1: --- HZ: SWITCH: OENT: HOUR :

EA cm: 64 :: ;: 10 kg 2: --” 0 NO NO n/a

K2102 7310 DISPENSER, CREA%, ELECTRIC, 601 cc c.. .A . . . . 1
Cream dispenser. Characteristics/components inctude electric; stainless steel construction;
capacity of at (east six quarts; capabi 1 i ty to dispense refrigerated cream; and cant inuous
product flow when an ectivator Lever is pushed. This unit is used to dispense cream in
schools, hotel restaurants and hospi tat caf eteri as.

UNIT OF HEIGHT WIDTH OEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 20 52 lb 1: 120 1 1 HZ: SUITCH: OENT: HOUR :

EA cm: 51 :: : 24 kg 2: --” 60 NO YES nla

DISPENSER, ORINK, NON-CARE, 27X8Xl7 cc c.. .A . . . .

Non-carbonated drink dispenser. Character st ics/compnents inctude beverage bowl; cover; and
a capacity of 5 US gal ions non-carbonated or whipped drink. This unit serves covered
non-carbonated drinks to patients in hospitals.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 27 45 Lb 1: 120 1 6 HZ: SWITCH: DENT: HOUR :

EA cm: 68 2: :; 21 kg 2: --- 60 NO YES rda

X2115 7310 0 I SPENSER, OR INK, CAREONATEO 000. . EA . . . .

Carbcmted drink di spsnser. Characterist ics/coupunents inc lude automatic load; ice and
beverage dispenser for self -service operat i ens; stores 100 lbs; and remote i cefmker produces
approximately 400 lbs. of ice in a 24 hour period. This unit is used to dispense cold
carbonated drinks in food service activities.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
i SSUE : in: 32 25 343 (b 1: 120 1 13 HZ: SWITCH: DENT: HOUR :

EA cm: 82 tX : 156 kg 2: --- 60 NO YES n/a

K2120 7310 OISPENSER, CUP/SAUCER, M081LE, 36x61x28 cc c.. . . . . . .

Cup and saucer dispenser. Characteristics/cmponents incluie capability to dispense unheated;
and cabinet exterior that is fabricated of heavy gauge stainless steel uith black rubber
perimeter bupers on ali contact edges. The unit is used for self-service of tableware in food
service operations.

UNIT OF HEIGHT UIOTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1sSUE : in: 36 41 28 247 lb 1: --- HZ: SWITCH: OENT: HOUR :

EA cm: 92 105 72 112 kg 2: --- 0 NO NO n/a
L
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K2130 7310 DISPENSER, DISH, MOBILE, UNHTD, 37X27X27 cc c.. . . . . . .

Dish dispenser. Characteristics/components include capabi 1 ity to dispense enclosed
cabinet -sty(e; plates, saucers and bow(s; self-leveling adjustable tables with multiple springs
for total weight adjustment. The unit is used to dispense dishes in food service faci ~ities,
restaurants and hospitals.

UNIT OF ~ HEIGHT WIDTH DEPTH blEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
1SSUE :

BTUs/
in: 37 27 27 170 lb 1: ---

EA
HZ: SWITCH: DENT: HOUR :

cm: 94 69 69 72 kg 2: --- 60 NO NO n/a

K2140 7310 DISPENSER, DISH, MOB] LE, HTD, 37x27x27

Dish dispenser. Characteristics/components include mobile; plate self - level ing; heated;
electrical; four stack; cabinet-style; capabi 1 ity to dispense plates, saucers and bowls, and
self - ievel ing adjustable tubes with mut 1iple springs for total weight adjustment. The unit is
used to dispense dishes in food service faci li ties, restaurants and hospitals.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS
ISSUE :

HERTZ DEPEN - BTUs/
in: 37 27 27 170 lb 1: 120 1 1’0

EA
HZ: SWITCH: DENT: HOUR :

cm: 94 69 69 72 kg 2: --- 60 NO YES n/a

K2150 7310 DISPENSER, GLASS, MOBILE, 37X24X26 cc c.. . . . . . .

Glass dispenser. Characteristics/components include storage of racks of glasses at a constant
dispensing height for customer convenience; enclosed and heavy gauge stainless steel
construction with black rubber perimeter bumpers on ali contact edges. This unit is used to
dispense giasses in food service operations of hospitals and restuarants.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 37 24 26 185 lb 1: --- HZ: SWITCH: DENT: HOUR :

a

EA cm: 94 61 67 84 kg 2: --- 0 NO NO nla

K2160 7310 DISPENSER, DISH, MBL, HTD,2 STK,36X27X18 ‘c cc.. .A . . . .

Dish dispenser. Characteristics/components include capability to dispense heated; two stack;
cabinet-style; plates, saucers and bowls and set f-leveling, adjustable tubes with multiple
springs for total weight adjustment. The unit is used to dispense dishes in food service
facilities, hospitals and restaurants.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 36 27 91 lb 1: 120 1 5

EA 92 67 ;;
~ HZ: SWITCH: DENT: HOUR :

cm: 42 kg 2: --- 60 No YES n/a

DISPENSER, COFFEE, FREEZE DRIED, 29x9x21

Freeze dried coffee dispenser. Characteristics/components include water temperature that is
thermostatically controlled and adjustable to suit specific requirements; and hot water that
may b obtained at the push of a button for other needs. The unit is used to serve fresh
freeze dried coffe in food service operations.

IJNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
lSSUE:

BTUs/
in: 29 21 24 lb 1: 120

74 2; 54
11! HZ: SWITCH: OENT:

EA 111 kg 2:--’- 60 NO
HWR:

cm: YES n/a

1(2180 ?310 DISPENSER, FLATWARE, F/S,10 CYL,32X22X40 cc c.. . . . . . .

Flatware dispenser. Characteristics/components include stainless steel construction. It is
used to dispense silverware in cafeterias, hospitals, schools ard restaurants.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN - BTUs/ 0
[ SSUE : in: 32 22 40 70 lb 1: --- HZ: “SWITCH: DENT:

EA
HOUR :

cm: 82 56 102 32 kg 2: --- 0 NO NO n/a
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K2190 7310 DISPENSER, FLATWARE, CNTR NNT0,4 CYL,7X33 cc c.. . . . . . .

Flatware dispenser. Characteristics/components include counter mounted, fwr Cytinders;
MI L-D-23828; and polished stainless steei top. This unit is used to dispense si(veruare in
food service facilities, restaurants and hospita~s.

UNIT OF HEIGHT WIDTH DEPTH NE I GHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 7 33 0 lb 1: --- HZ: SWITCH: DENT: HOUR :

2A cm: 11 18 E O kg 2: --- 0 NO NO n/a

PI_
7310 DISPENSER, LUXJL,IUIL.UNHT082 STI(,40X17X27 cc c.. . . . . . .

I

Soup bout dispenser. Characteristics/components include stain(ess steel construction to
acccmtnodate easy cleaning; tuo stack; unheated; se(f-[eve(ing to keep bals at user level; and
casters for ease of relocation. The unit can be used to dispense bowts in food service
operations, hotets, restaurants and hospitals.

i
UNIT OF HEIGHT UIDTH DEPTH !iE I GHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 40 17 27 110 lb 1: --- HZ: WITCH: DENT: HOUR :

EA cm: 102 44 69 50 kg 2: --- 0 NO NO n/a

K221O
I

7310 DISPENSER, aWL, MBl, HT0,2 STK,39X17X27 CC C.. .A . . . .
I 1

Soup and cereal dispenser. Characteristics/culponents inc(ude capability to Store and Serve
soup and cereal bowls; stainless steel construction, se(f-leveling; and electrically heated.
The unit is used to dispense tableware in food service operations, hotels, restaurants and
hospitals.

UNIT OF HEIGHT WIDTH OEPTH US IGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 39 17 98 (b 1: 120 1 5 HZ: SWITCH: DENT: HOUR :

EA cm: w 44 z 45 kg 2: --- 60 NO YES n/a

K2220 7310 OISPENSER, MtbfL, MBL, HTD,2 STK,36X22X23 cc c.. .A . . . .

Bout dispenser. The unit is constructed of stainless stee(. Each dispenser is heated artd
thermostatic control for each tube. The unit has four in po(yurenthane with casters, (ocking
brakes on two casters. This unit provides 5 foot 3 wire, 14 gauge pwer cord. The unit
provides quick and prompt service within food service establishments.

UNIT OF HEIGHT WIDTH DEPTH NEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUsf
1SSUE : in: 37 33 17 102 lb 1: 120 1 8 HZ: SWITCH: OENT: HWR :

EA cm: 93 84 43 47 kg 2: --- 60 NO NO nja
4

K2230 73:0 OISPENSER, TRAY, HBL, 1 STK, 36x23X23
I

cc c.. . . . . . .

Tray dispenser. Characteristics/components inc[ude mobiie; set f-leveting; protective corner
bmper; four inch casters with rear brakes; and stainless steel construction. Dispensers are
used to dispense trays in serving lines, tray makeup Lines, and food service operations,
hotels, restaurants and hospita(s.

[ K2240

UNIT OF HEIGHT WIDTH DEPTH WE1GHT VOLTS PHASE ANPS HERTZ DEPEN-

1
BTUs/

ISSUE: in: 36 23 23 114 lb 1: --- HZ: SUITCH: OENT: HOUR :
EA cm: 92 59 59 52 kg 2: --- 0 NO NO n/a

7310 DISPENSER, HOT CHOC, CTR UNTD, 21X9X19
I

cc c.. BA . . . .

Hot chocolate dispenser. This is an electrical and counter mounted unit. This unit is used
to provide a portion-controlled singte cup size serving in comercial and institutional food
service operations.

UNIT OF HEIGHT WIDTH DEPTH UE 1GHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 21 9 19 27 lb 1: 120 1 15 HZ: SWITCH: DENT: HOLIR:

2A cm: 52 21 48 13 kg 2: --- 60 NO NO Ma

?nc
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*

l.E3- 7310 i DISPENSER, TRAY,FLATb/ARE, 2 STK,18 CYL I C C C . . I . . . . . . I

Tray and f [atware dispenser. Characteri stics/ccmpments include mobi le; CRS; self - level ing;
two tray carriers; removable napkin containers; and overhead si [verware shelf with eighteen
cylinders. Unit is used to dispense trays and si lverware in conwnercial and institutional food
service operations.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 36 34 30 160 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 92 87 77 73 kg 2: --- 0 NO NO nfa

K2260 7310 DISPENSER, SHAKEMAKER, 8 GAL, 33X17X28 cc c.. ‘. C....

Shakemaker dispenser. Characteristics/components include CRS; and capabi ( ity to serve eight
gal ions of soft-service ice cream per hour in ambient temperature of 75-100 degrees Fahrenheit.
Unit is usad to make and dispense milkshakes in comnerciat and institutional food service
operations.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 33 17 280 198 Lb 1: 208 1 8 HZ: SWITCH: DENT: HOUR :

EA cm: 84 43 71 90 kg 2: --- 60 NO NO nla

k 7310 DISPENSER, ICE CREAM, SOFT , 33X22X31 cc c.. ,. F....

Ice-cream di spense,r. Character i st ics/ccmpnents include soft-serve capability; stainless
steel construction counter model; twin twist gravity freezer; and the lastest in digital
micro-processor control circuitry. Unit is used to serve two f iavors of soft serve ice cream,
yogurt, custard, ices, or other frozen desserts in commercial and institutional food service
operations.

LWI T OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1!3SUE : in: 33 22 31 340 Lb 1: 208 1 30 HZ: SWITCH: DENT:

EA
HOUR :

cm: 84 56 78 154 kg 2: --- 60 NO NO n/a

[ IK2280 I 7310 I DISHWASHER, STEAM, 1 CMPT, 35LBS STM, I A A A . . I DE . A . . I

E

Steam dishwasher. Character st i es/components include one compartment; pass through
capabi 1 i ty; frame; bsse legs; standard power; louer panels of durable heavy gauge stainless
steel; and fu( (y automatic ofxwations. Unit is usad to automatically wash dishes in commercial
and institutional food service operations.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 52 44 25 580 lb 1: 120 1 20 HZ: SWITCH: DENT: HOUR:

EA cm: 132 112 64 263 kg 2: --- 60 NO NO nla

7310 D 1SHWASHER, STEAM, 2 CMPT , 75x96X48 AA A.. DB. A..
—

Steam dishwasher. Characteristics/components include fully automatic; rack type; two tank
capacity; integra( heavy-duty reci rcutating power pre-wash; flexible p[astic strip curtains at
ends of chambers and batueen power pre-wash, power wash, power r i nse and f i na 1 rinse
compartments and three Large inspect ion doors convenient (y located i n f rent of mschi ne. This
unit is used to wash dishes in conrnercial and institutional food service operations.

—
u~l[T OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1$Y3UE: in: 75 96 48 1,200 lb 1: 208 3 20 HZ: SWITCH: DENT : HOUR :

EA cm: 192 244 122 544 kg 2: --- 60 NO NO n/a
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K2410 7310 DISHWASHER, STEAN, 60LBS STM, 65x72x39 AA A.. OC. A..
I

I Ste~ dishwasher. Characteristics/components inc(ude stainless stee( construction; 1 HP I
[ pre-uash uhich minimizes manuat pre-~ashing and frees operator to load and unload faster; and I

O,,

O.:,

I
capabi 1 i ty to wash a@ chemica~ ty sanitize a rack of Mare at the louest constmpt ion uhich mearu
significant savings on chemical and heating energy. The unit is used to wash dishes in hotels,
hospi tats and restaurants.

1
UNIT OF HEIGHT uIDTH DEPTH WEIGHT VOLTS PHASE AMPS
ISSUE:

HERTZ OEPEN- BTUs/
in: 65 72 39 1,225 (b 1: 208 1 20 HZ: SUITCH: DENT: HOUR :

2A cm: 165 183 99 5S6 kg 2: --- 60 NO NO n/a

K2&50 7310 DISHWASHER, STEAM, 70LBS STM, 65x92x25 AA A.. OC. A..

Steam dishwasher. Characteristics/components include stain(ess steel construction; 1 HP
pre-wash which minimizes manual pre-washing and frees cperator to load and unload faster; and
capability to wash and chemically sanitize a rack of ware at the lowest water consumption means
significant saving on chemical and heating energy. The unit is used to wash dishes in hotels,
hospitals and restaurants.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 65 92 25 1,315 (b 1: 208 1

EA
20 HZ: SUITCH: DENT: HO1.JR:

cm: 166 234 64 596 kg 2: --- 60 NO NO n/a

K2@0 7310 DISHWASHER, CONVEYOR, 2 TANK, 70X98X35 AA A.. OC . . . .

Conveyor type dishwasher. Characteristics/c~nts inciude continuous racking systems; two
tanks; Mater scrapping; and automatic wash and power rinse. This unit is USCA to wash dishes
in food service establishments.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN-
1SSUE :

BTUs/
in: 70 35 1,350 lb 1: 208

21; 89
3 25 HZ: SUITCH: OENT:

EA
HWR :

cm: 178 612 kg 2: --- 60 NO NO tia

K2500 7310
I

DISHMSHER, CONVEYOR, 3 TANK, 77X134X78
I

AA A.. OC . . . .

Conveyor type dishwasher. Character istics/ccaponents include continuous racking system; three
tanks; water scrapping; automatic wash ad power rinse; and either a rack advance chain or an
upright conveyor be(t. The unit is used to wash dishes in a hotel, restaurant and/or hospital
kitchen.

UNIT OF HEIGHT WIOTH OEPTH UEIGHT VOLTS PHASE AHPS
ISSUE :

HERTZ OEPEN- BTUs/
in: 77 134 0 lb 1: 208 3 25 HZ: SUITCH: OENT: HOUR :

EA cm: 195 340 Iz O kg 2: --- 60 NO NO n/a

K251O
!

7310
I

OISHUASHER, CONVEYOR, 3 TANK, ~l10x25 AA A.. Oc . . . .
1

I
Conveyor type dishwasher. Character istics/c~ ts inctude three tank recirculation system;
water scrapping; and automatic uash and power rinse. It is used to wash dishes automatically
in hospital and hotei food service operations. I

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AWLS HERTZ OEPEN- BTUs/
ISSUE: in: 77 110 25 1,000 lb 1: 208 3 10 HZ: SUITCH: OENT:

EA
H~R :

cm: 196 280 64 550 kg 2: --- 60 NO NO n/a

I K2515 } 7310 I DISHWASHER, HCUSEHOLO lAAA. .lOA . . ..l I

I Household dishwasher. This unit is used for patient rehabilitation in daily living area of
occupational therapy. I

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AHPS HERTZ OEPEN-
ISSUE:

BTUs/
in: 35 24 24 165 lb 1: 120 1 13 HZ: SUITCH: DENT:

EA
HWR :

cm: 89 61 61 73 kg 2: --- 60 NO NO n/a
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e

E 7310 I DISPOSAL, WASTE, HEAVY DUTY, 28 HX24DIA IAAA. .IIF . . ..I

Food waste disposal. Characteristics/components inc(ude heavy duty; 10 HP; fu(t capacity
heavy cast alloy body; 3 inch outlet; and cast-in deflector in upper chamber that force feeds
waste down onto a rotor. This unit is used for disposing of high quantities of the heaviest
and toughest waste material encountered in central food waste areas of commercial and
institutional food service operations.

UNIT OF HEIGHT UIDTH DEPTH IJEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 28 34 24 310 lb 1: 208 3 29 HZ: SWITCH: DENT:

EA
HOUR :

cm: 72 87 61 142 kg 2: --- 60 NO NO rda

DIVIDER, DOUGH, ROLL, COUNTER MOUNTED cc c.. . . . . . .

Rol’t dough divider. The characteristics and components include heavy duty quality
construction of cast iron for years of dependable service; stainless stee( dividing pans and
knives. The unit comes with 18 and 36 part dividers available. The unit can handle up to 8
lbs of dough. The compact design and bench mounting uses minimal amount of floor space.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 24 19 15 160 lb 1: ---

EA
HZ: SWITCH: DENT: HOUR :

cm: 61 49 37 73 kg 2: --- 0 NO NO n/a

Fruit and vegetab~e dryer. CRS contro’1 console, piiot lights. 37-1/2 in high, 25 in wide and
35 in deep. 208 AC, three phase, 1-1/2 HP self-braking motor. Teflon, 120 AC, single phase,
13 in wide, 28 in long and 9 in high.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 0 0 0 0 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- n/a n/a n/a n[a

K2700 7310 DOOR, RUBBER, FLEXIBLE AA A.. . . . . . .

Flexible rubber door. Characteristics/components include shock absorbing construction; 1 3/4
inches thick; rubber extrusions that are uniformly spaced, or bonded together to exterior
casings of reinforced rubber and its spaces padded with shock absorbing material; shatterproof
glass vision panets; and fabricated to required specifications. This type door is used in food
service operations.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN-’ BTUs/
ISSUE : in: 96 60 3 0 lb 1: --- HZ: SWITCH: DENT:

EA 244 1’53
HOUR :

cm: 8 0 kg 2: --- 0 NO NO nla

~ 7310 FRYER, FAT, DEEP, 30LB CAP, GAS,47X16X29

Deep fat fryer. Characteristics/components include 30 Lb capacity; gas operated. This unit
is used for frying foods in coranercial and institutions{ service operations.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
ISSUE: I in: 47 16 29

BTUs/
170 lb 1: --- HZ: SWITCH: DENT:

EA cm:
HOUR :

120 41 74 77 kg 12: --- 0 NO NO n/a

208
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*

K2800 7310
I

FRYER, FAT, DEEP, 35LB CAP, ELEC,55X16X32 AA A.. .C . . . .
,

Oeep fat fryer. Characteristics/ccqonents include 35 [b capacity; electrically operated; 6
inch legs; continuous control setf diagnostics; and autcuatic overtenperature shutoff operated
electronically or by high unit thermostat. This unit is used for frying foods in food service
operations.

UNIT OF HEIGHT WIDTH OEPTH WEIGHT VOLTS PHASE AXPS HERTZ OEPEN - BTUs/
1SSUE : in: 55 16 209 lb 1: 208 348 HZ: SWITCH: DENT:

EA
HOUR :

cm: 140 41 : 95 kg 2: --- 60 NO NO n/a

I

K281O 7310 FRYER, FAT, DEEP, 15LB CAP, ELEC,14X23X18 AA A.. .C . . . .
I

Deep fat fryer. This unit is a 15 (b. capacity electrically operated. The unit is mobiie
with automatic recovery basket Lift and lowering, adjustable feet, swing up imnersion heater,
timer, thermostatic controt. This unit is used to fry foods in commercial and institutional
food service operations.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEll- 8Tus/
ISSUE: in: 23 45 lb 1: 208 1 6 HZ: SUITCH: OENT:

EA :: E 59
HOUR :

cm: 21 kg 2: --- 60 NO NO n/a

?
K2820 nlo FRYER, FAT,0EEP,35LB CAP, FLR HNTD,36x20x0

I
AA A.. .C . . . .

Deep fat fryer. Characteri stics/ccaponents include 35 (b. capacity; floor mounted;
thermostatically controlled with suing-up heating elements; and adjustable feet. This unit is
used to fry foods in contnercial and institutional food service operations.

UNIT OF HEIGHT uIOTH OEPTH UEIGHT WLTS PHASE AMPS HERTZ DEPEN- OTUs/
ISSUE: in: 36 20 38 145 [b 1: 208 3 12 HZ: SWITCH: OENT: HOUR :

EA cm: 77 51 97 66 kg 2: --- 60 NO NO n/a
*

I
K2850 7310

I
FRYER, FAT, DEEP, 60LE CAP, GAS,30X16X36 AA A.. . . ..A.

, I
I

Oeep fat fryer. Characteristics/components inctude gas; 60 Lb capacity; stainless steel pot
and door cabinet; automatic meit cyc(e; and eiectrica( ignition. This unit is used for frying
foods in conmercia[ and institutional food service operations.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AXPS HERTZ DEPEN- BTUs/
1SSUE : in: 30 16 36 297 lb 1: 120 1 7 HZ: SWITCH: DENT: HOUR :

EA cm: 77 41 92 135 kg 2: --- 60 NO NO n/a

K2!mo 7310 FRYER, FAT, OEEP, 90LB CAP, ELEC,34X15X30 AA A.. .C . . . .

Deep fat fryer. Characteristics/components inc[ude etectric; 90 lb capacity; stainless steei
construction; welded frame and cabinet; swing top; and immersion type tubular e[ements with S/S
exterior surfaces. This unit is used to prepare fried foods in commercial and institutional
food service operations.

UNIT OF HEIGHT uIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- OTUs/
ISSUE: in: 34 30 15 (b 1: 208 3 45 HZ: SWITCH: OENT:

EA 86 :; 77
HOUR :

cm: 70 kg 2: --- 60 NO NO nJa

FRYER, FAT, DEEP, 6DL8 CAP, ELEC,34X18X57 AA A.. .C . . . .

Deep fat fryer. Characteristics/consonants inc(ude e(ectrica[; 60 lb capacity; floor mounted;
stainless steet construction; welded frames and cabinet; suing top; and imnersion type tubular
e[ements with S/S exterior surfaces. This unit is used to prepare fried foods in commercial
and institutional food service operations.

UNIT OF HEIGHT UIOTH DEPTH NEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUS/
1SSUE : in: 34 18 57 154 lb 1: 208 3 45 HZ: SUITCH: OENT: HOUR :

EA cm: 56 39 144 70 kg 2: --- 60 NO NO n/a
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K2960 7310 FRYER, PRESSURE, 14LB CAP, ELEC,41X15X29 AA A.. .C . . . .

Pressure fryer. Character istics/ccinponents include stainless steel construction; electric;
cut into counter top; 14 lb capacity; and capabi lity to be mounted on a mobi [e cart. ‘Unit is
used for frying foods in commercial and institutional food service operations.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
1SSUE : in: 29 44 (b 1: 208 1 28 HZ: SUITCH: DENT:

# ;; 73
HOUR :

EA cm: 20 kg 2: --- 60 NO NO n/a

K2970 7310 PAN, FRY, T] LTING, ELEC, F/MNTD,38X42X25 AA A.. .F . . . .

Frying pan. Characteristics/components inctude ti lting type; stain(ess steel construction;
electric heated thermostat ical [y control led; open tubular leg; floor mounted; heavy 3/8 inch
thick stainless steel clad pan body uith integrated electric with heating elements. The unit
is used to braise meat, pan fry chicken, steam vegetables and fry short order items in
cormrercial and institutional food service operations.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
1SSUE : in: 38 42 342 lb 1: 208 3 25 HZ: SUITCH: DENT: HOUR :

EA cm: 97 107 : 155 kg 2: --- 60 NO NO n/a

K2980 7310 PAN, FRY, T] LTING; GAS, F/MNTD, 37x49x38 AA A.. . . ..A.

Frying pan. Characteristics/components include tilting type; gas heated; floor mounted;
stainless steel construction; and thermostatical [y control led. This unit is used to prepare
large meals, roasting turkeys, frying short order items in con’rnercial and institutional food
service operations.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 37 49 38 455 lb 1: 120 1 5 HZ: SWITCH: DENT:

EA
HOUR :

cm: 94 125 97 207 kg 2: --- 60 NO NO n/a

I K31’00 7310 GRIDDLE, ELECTRIC, STND/MNTD, 13x36x22 AA A.. .C . . . .

Electric griddle. Characteristics/components include stand mounted 1/2 inch thick steel
griddle; and each 1 i near foot of griddle has thermostat and circuit breakers. Unit is used for
food preparation in commercial and institutional food service operations.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 13 36 22 190 lb 1: 208 1 17 HZ: SUITCH: DENT:

EA
HOUR :

cm: 33 92 56 87 kg 2: --- 60 NO NO nla

GRIDDLE, ELECTRIC, TBL/MNTD, 14X36X25

Electric griddle. Character i st i es/components include table mounted for preparation of food or
gri 1 ted i terns in commercial and institutional food service operations.

~ UNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 36 400 lb 1: 208 1 25 HZ: SUITCH: OENT: HOUR :

EA cm: ~ 92 :: 181 kg 2: --- 60 NO NO nla

E 7310 GRIDDLE, GAS, 19X36X31

Gas griddle. Character st i es/components include 75 BTU per square inch of griddle cooking
surface; polished stainless steel front; hanmrertone gray sides; and adjustab[ e legs extending 4
inches below griddle cabinet. This unit is used for cooking in commercial and institutional
food service operations.

UNIT OF HEIGHT UIDTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
1SSUE : in: 19 36 31 450 lb 1: 120 1 20 HZ: SUITCH: DENT: HOUR : m

EA ~ cm: 49 92 79 195 kg 2: --- 60- NO NO nla
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K321O 7310 GRIDOLE , GAS, STNO/MNTO, 36X24X24 AA A.. . . ..A.

Gas griddle. Characteristics/components include stand mounted; high volune production for
natural, LP gas; one thermostat for each 12 inch wide section; body is stainless steel
construction; 4 inch stainless steel [egs; and mobile stand. This unit is used for cooking in
commercial and institutional food service operations.

UNIT OF HEIGHT UIOTH OEPTH MEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 36 24 24 252 lb 1: 208 3 25 HZ: SWITCH: DENT:

EA
HWR :

cm: 92 61 61 114 kg 2: --- 60 NO NO nla

IK3220 I ~10 I GRIOOLE, GAS, STND/MNTD, MBL, 14X36X30 I A A A . . I . . . . A . I I

Gas griddle. Characterist ics/components inc lude stand mounted; nmbi (e; 30,000 BTU per
burner; one thermostat for each 12 inch wide section; and automatic gas shut-off valve. The
unit is used for cooking in conrnercial and institutional food service operations.

UN[T OF HEIGHT UIOTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 36 30 190 (b 1: 208 1 35 HZ: SUITCH: OENT:

EA ;; 92 77
HOUR :

cm: 87 kg 2: --- 60 NO NO n/a

GRIODLEO GAS, STND/MNTD, MBL, 33x48x36

Gas griddle. Characteristics/components incltde stard mounted; mobile; heavy duty txtrners;
one thermostat for each 12 inch uide section; and autcsnatic gas shut-off valve. Unit is used
for cooking in commercial and institutional food service uperrjtions.

UNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 33 48 36 165 lb 1: 120 15 HZ: SUITCH: DENT:

EA 84 75 kg 2:--’- 60 NO NO
HWR :

cm: 122 92 Wa

GRINOER, MEAT, 20L8 CAP, ELEC, 24X13X24

Electric meat griruler. Characteristics/components include a 20 lb per minute capacity at 1
1/2 HP. This unit is a heavy duty mode[ for chopping food in commercial and institutional food
service operations.

UNIT OF HEIGHT UIOTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 24 13 24 118 lb 1: 208 1 25 HZ: SWITCH: DENT: HWR :

EA cm: 61 31 61 54 kg 2: --- 60 NO NO n/a

X3300 7310 GRINOER, MEAT, 50LB CAP, ElEC, 27X24X47
I

AA A.. .C . . . .

Heat grinder. Characterist ics/components inc [ude 50 lbs per minute grinding capaci ty;
electric; guarded tertned pan; tinned chopping end; tenned removable metal deflector on end
ring; plastic stomper; and cylinder urench. The unit is used for chopping food in commercial
and institutional food service operations.

UNIT OF HEIGHT WIOTII DEPTH UEIGHT VOLTS PHASE AWPS HERTZ DEPEN- BTUs/
ISSUE: in: 27 24 47 305 (b 1: 208 1 25 HZ: SWITCH: DENT: HWR :

2A cm: 69 61 120 139 kg 2: --- 60 NO NO nla

X3350 7310 @l NOER, MEAT, 8LB CAP, U/SLICER ATT AA A.. .C . . . .
b I

Heat grinder. Character istics/carponents inclde 8 pound per minute grinding capeci ty through
a 1/8 inch ptate on first cutting; protective type chrome ten chopping end; stainless steel
feed pan; and slicer attachment. The unit is used for chopping food in conxnercial and
institutional food service operations.

UNIT OF HEIGHT UIOTH OEPTH WEIGHT VOLTS PHASE AXPS HERTZ OEPEN- BTUs/
ISSUE: in: 24 13 118 lb 1: 720

EA 61 34 z
HZ: WITCH: OENT:

54 kg 2: - -1 ~5 60 NO NO
HLXJR:

cm: n/a
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K3370 7310 PULPER/GRINDER, UATER FED, CTR/MNTD AA A.. BA . . . .

\ (hunter mounted water fed Pulperigrinder. I
J

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 0 lb 1: --- HZ: SUITCH : DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- n/a n/a n/a n/a

HOOD, EXHAUST, KITCHEN, LARGE

Kitchen exhaust hood. Characteristics/components include large size; removable grease fi Iters
for use over any area, i.e., pot and pan rooms and dishwashing; dimensions as required;
prefabrication to institutional requirements to f it over equi pment bank which wi 11 provide for
forced upward air f low through a hood; and capacity to pul 1 doun exhaust through a vent and
dissipate it be(obI the kitchen to an outside area with completely automatic grease extraction.
This unit requires actual measurements to accommodate dimensions and cost. This unit is used
to faci I i tate exhaust dissipation in cotmnercial and institutional food service operations.

I K3410
I

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 240 180 28 250 lb 1: 120 1 20 HZ: SUITCH: OENT: HOUR :

EA cm: 610 457 71 I 113 kg 2: --- 60 NO NO nl a

7310 HOOD, EXHAUS1 , PREFABRICATE

Hood exhaust system. Characteristics/components include prefabrication to institutional
requirements to fit over equipment bank which wi 11 provide for air flow forced upward through a
hood; capabi L ity to Ipul 1 down exhaust through a vent and dissipate it below the kitchen to an
outside area with completely automatic grease extract ion; CRS; bui lt - in automatic f i re
protection; Mash-down system; and time clock/time relay. This unit is used to facilitate
exhaust dissipation in commercial and institutional food service operations.

UNIT OF HEIGHT U1OTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- 13TUs/
lSSUE: in: 39 69 250 (b 1: 120 1 20 HZ: SUITCH: DENT: HOUR :

EA cm: 99 IE 175 113 kg 2:--- 60 NO NO nl a

o

LEY!!.-
7310 I HOSE, RETRACTABLE, W/MNTD, 8X15X17 IAAA. .ID . . . ..I

Retractable hose. Characteristics/components include wall mounted; and stainless steel
casing. The unit is used for washng in commercial and institutional food service operat i ens.

UNIT OF HEIGHT UIDTH IDEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
1SSUE : in: 8 15 17 32 lb 1: --- HZ: SWITCH: DENT : HOUR :

EA cm: 27 39 44 15 kg 2: --- 0 No ‘NO n/a

7310 HEATER , SERV1 CE , TRAY, PORTABLE, 72x29x36 AA A.. .E . . . .

Portable service tray heater. Characteristics/components include capabi 1 ity to be used uith
centralized tray service for wal 1 mounting in pantry with K1250 food cart and R8450
refrigerator; thermostatically control led cabinet provides a wide range of temperatures; double
wall; all welded construction; .063 inch thick hi-tensi[e aluminum alloy; and four 5 inch
diamter, plate type, full swivel design wheels, two supplied with locks. Unit is used to heat
service trays in ccm=erciai and institutional food service operations.

UNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 72 29 36 245 lb 1: 1’20 1 20 HZ: SUITCH: DENT: HOUR :

EA cm: 183 74 92 111 kg 2: --- 60 NO NO nl~
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K3560 1 7310 CAEJNET, JCE CREAM, CM, R081LE AAA.. .A . . . .

Ice-cream cabinet. Characteristics/cc@onents include nmbi le; CRS; capacity for insulated
ref rigerat ion dispensing; and capabi t ity to be placed adjacent to a food service counter during
service of meals. This unit is used for se[fservice of ice cream in contnercia[ and
institutional food service operations.

UNJT OF HEJGHT UJOTH OEPTH W 1GJIT VOLTS PHASE AHPS HERTZ OEPEN- BTUs/
ISSUE : in: 38 20 18 312 [b 1: 120 1 15 HZ: WITCH: DENT: HOUR :

EA cm: 97 102 -46 142 kg 2: --- 60 NO NO tia

K3570 7310
I

CABINET, lCE CREAU, MEL, 38K30N38 AAA.. .A . . . .
I I

Ice-cream cabinet. Characteristics/components include mobi (e; stainless steel cabinet with
formed- in-ptace polyurethane insu~ation on atl sides and bottms; adjustable temperature
control; and external (y mounted dia( thermometer. This unit is used for storage of ice cream
in ccirmercial and institutional food service operations.

UMJT OF HEJ GHT WIDTH OEPTH UEIGHT WLTS PHASE AHPS HERTZ DEPEN- BTUs/
ISSUE: in: 38 30 38 300 (b 1: 120 1 15 HZ: WITCH: OENT: HOUR :

2A cm: 97 77 97 136 kg 2: --- 60 NO NO nl a

7310
I

CABINET, REFRIGERATOR, THAU$NG
I

AA4. ..F . . . .
I

Thawing refrigerator cabinet. Character istics/caponents include capabi 1 i ty to thaw frozen
foods and store food at 38 degrees F; cabinet design. The unit is used to thaw frozen foods
and store cold foods in cc$tnercia( and institutional fad service operations.

UNIT OF HEIGHT WIDTH DEPTH UEJGHT VOLTS PHASE A)(PS HERTZ DEPEN- BTUs/
JSSUE: in: 86 69 37 1,010 [b 1: 208 1 30 HZ: SUJTCH: DENT: HOUR :

EA cm: 214 176 94 458 kg 2: --- 60 NO NO nla

K3600 7310 STEAMER, STACK, 2 COMPARTMENTS
I

AA A.. BC. A..

Stack steamer. Characteristics/components include two compartments; stainless steel
construct ion; pressure less steamer; cabinet nwnted 200,000 BTU gas generator; and capabi Li ty
to shut off if water level is Iti or unitbui lds too much pressure.

I

UNJT OF HEIGHT WIOTH DEPTH UEJGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 60 24 33 660 lb 1: 208 “ 3 HZ: SWITCH: DENT: HOUR :

EA cm: 53 61 84 272 kg 2: --- 60 NO NO nla

STEAMER, STACK, 3 ~PARTMENTS

Stack steamer. Characterist its/components inc lude pressure less steamer mounted on 2G”wide
cabinet base; stainless stee( construction; and two independent steamr chambers, each with
43-port steam distribution nwtifo[d; and individual ON-OFF 60 minute timer mounted in removabte
control panel.

UNIT OF HEIGHT U1OTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 60 33 1,030 lb 1: 208 3 67 HZ: SWITCH: OENT: HOUR :

EA cm: 53 1: 84 467 kg 2: --- 60 NO NO nla

KETTLE, JACKETED, TRUNN1ON, 5GAL, STEM

Trunnion jacketed kettle. Character istics/coqmnents include steam power; 5 gallon capacity;
and tabte mounted. This unit is used for the preparation of gravies, stews and meat sauces in
commercial and institutional food service operations.

UNIT OF HEJGHT WJDTH DEPTH UEJGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 20 16 300 ib 1: 208 60 18 HZ: SWITCH: OENT:

51 41 H
HOUR :

2A cm: 136 kg 2: --- 60 No NO n/a

?12
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K3700 7310 KETTLE, JACKETEO, 20 GAL CAP, GAS, 26DIA lA AA.. D.. .A.

Jacketed kett le. Character istics/ccm!ponents include stainless steel construction; self
contained; gas heat; 20 ga( [on capacity. The system is used to prepare meat dishes,
vegetable, soups and poultry items in coawnercial and insti tut iona~ food service operations.

UNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
1SSUE :

BTUs/
in: 40 26 26 370 (b 1: 120 1 2 HZ: SUITCH: DENT: HOUR :

EA cm: 101 66 66 168 kg 2: --- 60 NO NO n/a

K3750 7310 KETTLE , JACKETED, 20GAL , STM, 39x28X24 AA A.. D.. A..

Jacketed kettle. Characteristics/components include self-contained; electrical heat; tiiting;
steam power; and stainless steel construction. This unit is usad for the preparation of meat
dishes, soups, sauces and poultry in conms=srcial and institutional food service operations.

UNIT OF HEIGHT U1OTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 39 28 24 475 lb 1: 208 1 17 HZ: SWITCH: OENT:

EA cm:
HOUR :

100 72 61 216 kg 2: --- 60 NO NO n{a

E 7310 ] KETTLE, JACKETED, TRUNNION, 20GAL, STM I A A A . . I D . . A . . I I

Jacketed kettle. Character st i es/components include steam pwer; 20 ga 1 (on capacity;
heavy-duty stainless steel construction; and polished enclosed base. This unit is used for the
preparation of meat dishes, vegetables and soups in ccmmnarcial and institutional food service
operations.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : ‘- In: 39 38 32 570 ib 1: 120 1 17 HZ: SUITCH: DENT: HOUR :

EA cm: 100 97 82 259 kg 2: --- 60 NO NO n/a
a

K3800 7310 KETTLE, JACKETED, 40GAL, GAS, 26DIA AA A.. o. . . . .

Jacketed kett(e. Characteristics/components include 40 gallon capaciaty; se(f contained; gas
heat (specify natural, propane, ‘butane or mixture); and tilting. The unit is used for
preparing meat dishes, soup, gravies and poultry in commercial and institutional food service
operations.

[

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN-
1SSUE :

BTUs/
in: 4’4 40 600 (b 1: 120 1 17 HZ: SUITCH: DENT: HOUR :

EA cm: 112 102 E 272 kg 2:--- 60 NO NO n/a

7310 KETTLE , JACKETED, 40GAL , STM, 36x33X36

Jacketed kettle. Characteristics/components include 40 gal (on capacity; steam power at 70
lbs. ,per hour; stainless steel construction; 2/3 jacketed; cabinet mounted; and kettle body of
sol id one piece welded construction with heavy duty bar rim. The unit is used for wet roasting
meats, soups, pie fi liing and stews in commercial and institutional food service operations.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 36 33 36 410 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 92 84 92 : 185 kg 2:--- 0 NO NO nfa
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I K3860 nlo KETTLE, JACKETED, TILT1NG,40GAL, STM,32DIA AA A.. D.. A..

Jacketed kett [e. Character istics/coqmmnts include 40 gal [on capacity; steam power; kettle
body s~rted in a structura( steel framework suitable for Hal 1 nxwnting; and operates
oeperdebly at any pressure between 5 and 25 PSI. The unit is used in the preparation of soups,
sauces, and vegetables in ccmercial and institutional food service operations.

UNIT OF HEIGHT WIDTH DEPTH NEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 18 55 33 134 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 46 139 w 61 kg 2: --- 0 NO NO nfa

P-
7310 KETTLE, JACKETEO, 60GAL, STM, 3201A I AA A.. D.. A.. I

Jacketed kettle. Character istics/coqonents include 60 gallon capacity; steam power; kett(e
body supported in a structural steel framework suitabie for wall mounting; and operates
dependably ot any steam pressure between 5 and 25 PSI. The unit is used in the preparations of
soups, sauces, and vegetables in commercial and institutional food service operations.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE : in: 39 65 36 160 tb 1: --- HZ: SUITCH: OENT: HOUR :

EA cm: w 166 92 73 kg 2:”’- 0 NO NO n/a

K3940 7310 I KETTLE, JACKETED, TILTING, 10GAL, STEM AA A.. D.. A.. I

Jacketed kettle. Character istics/ctxpnents include steam pouer; cooker-mixer; 10 galion
capacity; tiiting feature for easy operations; adjustable bullet feet; slide out dwp she(f
with anti -sp(ash screen; and flexibte drain hose. The unit is used to cook and mix food
preparations in cauaercial end institutional food service operations.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT
ISSUE :

VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
in: 30 22 130 [b 1: 208 1 17 HZ: SWITCH: DENT: HOUR :

EA cm: 77 56 : 59 kg 2:-”- 60 NO NO n/a

KETTLE, JACKETED, 60GAL, GAS, 45 HX42X42 AA A.. O.. A..

Jacketed kettle. Character istics/cqxxtents include 60 gallon capacity; gas pwer; self
contained; gas heat (specify natural, propane, butane or mixture); and tiltirw. The unit is
used for prepsring meat dishes, soup, gravies and poultry in ccxmnercia~ and institutional food
service operations.

UNIT w !
1

HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS
la~.z :

HERTZ DEPEN- BTUs/
in: 45 42 42 77S lb 1: 120 1 5 HZ: WITCH: DENT: HOUR :

E} m: 11s 107 107 352 kg 2: --- 60 NO NO nf a
—..-.a

K3960 7310
I

KETTLE, JACKETED, TILTING, 60GAL, STEM AA A.. D.. A..

Jacketed kettle. Characteristics/coqmnents inc[ule stainless steel construction;
cooker-mixer; 20 gallon capacity; titt mechanism of positive locking worm and gear enclosed in
drip proof, stainless steel housing; kettle body of solid one piece we(ded construction uith
heavy reinforced bar rim; and butterfly shaped pouring tip. The unit is used to prepare soups,
stem, poultry and vegetables in cannercial and institutional food service operations.

UNIT OF HEIGHT WIDTH DEPTH NEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: S9 4S 42 630 [b 1: 208 3 17 HZ: SWITCH: OENT: HOUR :

EA cm: 1s0 115 107 286 kg 2: --- 60 NO NO n/a

O,,,
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K3970 7310 KETTLE, JACKETED, TILTING, 30GAL, STEAM AA A.. D.. A..

Jacketed kettle. Characteristics/components include stainless steel construction; tilting;
steam power; cooker-mixer; ti lt out, twin shaft agitator; 30 gal ion capacity; and floor
mounted. The unit is used in preparation of soups, stews, poultry and sauces in commercial and
institutional food service operations.

1UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
ISSUE:

BTUs/
in: 54 42 41 615 lb 1: 208 3 17 HZ: SUITCH: DENT:

EA
HOUR:

cm: 138 107 105 279 kg 2: --- 60 NO NO nle

KETTLE, JACKETED, TILTING, 40GAL, STEAM

Jacketed kett le. Characteristics/components include stainless steel construction;
cooker-mixer; 40 gal ton capacity; ti ~t mechanism of positive locking worm and gear enclosed in
drip proof stainless steet housing; kett~e body of a solid one piece welded construction with
heavy reinforced bar rim; and buterf iy shaped pouring 1 ip. The unit is used to prepare soups,
stews, poul try and vegetables in commercial and institutional food service operations.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 54 42 41 615 lb 1: 208 3 17 HZ: SUl TCH: DENT:

EA 138
HOUR :

cm: 107 105 279 kg 2: --- 60 NO NO nla

KETTLE, JACKETED, T 1LT ING, 60GAL, STEAM

Jacketed kettle. Characteristics/components include stainless steel construction; ti lting;
steam power; cooker-mixer; mixing attachment; 60 gallon capacity; and floor mounted. [t is
used in preparation of soups, poultry and stews in commercial and insti tut ions’1 food service
operations.

rLINII OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 59 45 42 630 lb 1: 208 3 6 HZ: SWITCH: DENT:

EA 150 115
HOUR :

cm: 107 ,286 kg 2: --- 60 NO NO n/a

EK4000

I ! I I I I I

7310 KETTLE, JACKETED, T! LTING, 80GAL, STEAM

Jacketed kettle. Character st its/components include cooker-mixer; 80 gallon capacity;
stainless CRS; ti lting type; mixing attachment; mixer; kettle fill mechanism of positive
locking worm and gear enc[osed in drip proof stainless stee( housing. This unit is used in
preparing pie f i 1 [ ings, stews, ground meat (any product with delicate particles requi ring
unif’orm suspensions) in coasnercial and institutional food service operations.

UNIT OF ‘ HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 62 49 53 670 lb 1:--- HZ: SUITCH: DENT:

EA 158 125 135
HOUR :

cm: 304 kg 2:--- n/a n/a nla n} a

I

7’
K401O 7310 KETTLE, TRUNNION, 3 UNIT, 10/20/30QT, sTM AA A.. D.. A..

Trunnion kett le. Characteristics/components include steam power; three unit assembly; one 10
quart, one 20 quart and one 30 quart kettles and steam, water and waste connections. This unit
is used for preparing food items in commercial and institutional food service operations.

UN1 T OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
I $SUE : in: 17 13 15 42 (b 1: --- HZ: SUITCH: OENT:

EA
HOUR :

cm: 43 33 38 19 kg 2: --- 0 NO NO nla

216
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K4030 7310 KETTLE, TRUNNIDN, 100T, T8L/HNTO, ELEC
I

AA A.. Oc . . . .
1

Trunnion kettle. Characteristics/components incltde 10 quart capacity; self contained; tabie
mted system; and automatic timer. The unit is used for prepsration of food items in
commercial and institutional food service operations.

UNIT OF HEIGHT W1OTH DEPTH UEIGMT VOLTS PHASE AMPS HERTZ DEPEN- BTus/
ISSUE: in: 32 27 30 300 tb 1: 120 1 17 HZ: SWITCH: DENT: HOUR :

EA cm: 83 69 77 136 kg 2: --- 60 NO NO n/a

IKf+100 7310 SHAPER, UEAT/FISH, CBNT/MNTD, 62X35X3O cc c.. .A . . . .
I

Molding machine, meat-fish; electric, cabinet mountsd, nmbile. 62 in high, 30 in deep and 35
in wide. 3/4 HP motor, 110 AC, singie @ase. I

1

UNIT OF HEIGHT WIDTH OEPTH WEIGHT VOLTS PHASE A!fPS HERTZ DEPEN - BTUs/
1SSUE : in: O 0 0 0 lb 1: --- HZ: SWITCH: OENT: HOUR :

EA cm: o 0 0 0 kg 2: --- n/a rua n/a tia

K4120 7310 SHAPER, MEAT/FISH, TBL/NNTO, 27X27X18 cc c.. .A . . . .

#lo[ding machine, meat-fish; electric, tab(e mountd, 27 in high, 18 in deep and 27 in wide.
1/4 HP motor, 120 AC, single phase. Type 111, class 2, MIL. SPEC. NO. MI L-H-40163.

UNIT OF HEIGHT UIOTH OEPTH WEIGHT VOLTS PHASE ANPS HERTZ OEPEN- BTUs/
1SSUE : in: o 0 0 0 lb 1: --- HZ: SWITCH: OENT: HOUR :

EA cm: o 0 0 0 kg 2: --- n/a n/a nf a n/a

I K4140 I 7310 I SHAPER, PIE, ROTARY, 60HX72D1A Iccc. .]. c.. ..l

Mobi ie: 9 in p[ate, 500 pies with one set of 8, 9, 10 in ptate holders, holders, 1 set 3, 4,
4.5 in plate holders, 72 in diameter 60 in high mounted on 4 in casters, 208/220 volts 1 or 3
phase.

UUIT OF HEIGHT UIOTH OEPTH UEIGtlT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: o 0 0 0 [b 1: --- HZ: WITCH: OENT: HOUR :

EA cm: o 0 0 0 kg 2: --- nla tia n/a n/a

lw!-
7310

I
ROLLER, OWGH, PIE , STND/MNTO, 32x31x31

I
CC C.. .A . . . .

I

Pie dough ro~ler machine. The unit characteristics and components inc(ude: a steel frame,
staintess steel infeed chute and receiving tray and a plastic discharge chute. The unit ui~~
sheet dough to an 18 inch diameter and can produce up to 450 pieces per hour with a single
operator. it has operator adjustable thickness control and can be stand or counter mounted.

ltNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE : in: 32 31 31 280 Lb 1: 120 1 15 HZ: SUITCH: DENT: HOUR:

EA cm: 80 79 79 127 kg 2: --- 60 NO YES nfa

~ K4200 ~ 7310 I MIXER, TBL/#lNTO, 120T, 27X16X13 ICC C.. I. B.. .. I I

Table mount+xk food mixer, 27” high X 16” wide X 13” deep with a 12 quart capacity, burnished
aiuminum and nicke( -chrom plated steel stainless steel bowl. it is used in large food servic(
operations to mix food items. Convenience outlet required at its point of use.

UNIT OF HEIGHT U1OTH OEPTH UEIGHT WLTS PHASE ANPS HERTZ OEPEN - BTUs/
1SSUE : in: 27 16 13 0 lb 1: 120 1 5 HZ: SWITCH: OENT: HOUR :

EA cm: 69 41 33 0 kg 2: --- 60 NO NO n/a

O.:,.’
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m

E 7310 ] MIXER, TABLETOP, 5CtT ICCC. .I. A....I I

Tabletop 5 quart stain’tess steel food mixer, 5 quart stainless steel boul, f (at beater, dough
hook and wire whip. The unit is used to prepare food in hotels, restaurants and hospita[ food
service areas.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
1SSUE :

BTUs/
in: 27 16 13 19 lb 1: 120 1 5 HZ: SUITCH: DENT: HOUR :

EA cm: 69 41 33 42 kg 2: --- 60 NO NO n/a

7310 MIXER, TBL/MNTD , 20QT , 33x19x26

Table mounted 20 quart stain(ess steel food mixer, 33u high X 191! wide X 26~1 deep with a 20
quart stain(ess steel tmnl, flat beater, dough hook and wire whip. The unit is gear driven and
used to prepare food in hospital kitchen areas.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS
ISSUE:

HERTZ DEPEN- BTUs/
in: 33 19 175 lb ,1:120 1 5

EA
HZ: SWITCH: OENT : HOUR :

cm: 84 49 ; 80 kg 2: --- 60 NO NO nia

MIXER, VERTI CAL, 30QT , 45x20x27
1

Vertical 30 quart stain(ess steel food mixer, 45!! high x 20~! wide x 2711 deep with a 3 1/2 HP
motor, power lift bowl, ove,r(oad protection and bowl hold-down clamps. This unit is used in
hospital kitchens for mixing food.

UNIIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
ISSUE:

BTUs/
in: 45 20 27 360 lb 1: 120 1 5 HZ: SWITCH: DENT: HOUR :

EA ) cm: 11’5 51 69 136 kg 2: --- 60 NO NO nla

@

K4300 73!0 Ml XER, VERT I CAL , 60QT , 60x23x39 AA A.. .C . . . .
I

Vertica~ 60 quart stainless steel food mixer, 601[ high X 2311 wide X 3911 deep with a 2 HP
motor, power lift bow{, timer, meat grinder and vegetable slicer. This unit is used in
hospitai kitchens for mixing food.

I K4350

—
UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS
1SSUE :

HERTZ DEPEN- BTUs/
in: 57 965 lb 1:208 3 5 HZ: SWITCH: DENT:

IEA 145
HOUR :

cm: 2 ;; 438 kg 2: --- 60 NO No n/a

-,

7310 MIXER, VERTICAL , 80QT , 60x26x39
—

Vertical 80 quart stainless steel food mixer, 6011 high x 2611 wide X 3911 deep with optional
accessories avai Iable for mixing and cutting food for cooking. The unit is used in hospitals
in the preparat ion of food.

—

UN 1!T OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
ISSUE:

ETUs/
in: 60 26 1,035 lb 1: 208 3 5 HZ: SUITCH: DENT: HOUR :

EA cm: 153 67 lE 469 kg 2: --- 60 NO NO n/a

RACK, ATT, MIXER, CRS, ZSH, 70X30X26 AA A.. . . . . . .

Stainless steel mixer attachment rack, 70” hi~h X 30” wide X 26’” deep with two (2) shelves,
meat hook rows and four (4) heavy duty castera with rotation bumpers and lock brakes on the two
(2) front casters. Top ia constructed of 14 gauge stainless steel ~ith raised “V” edge on al (
sides. The cabinet bcdy is of 18 gauge stainless steei, with seamless construction.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/ ~
1SSUE : in: 70 30 26 85 lb ‘l: --- HZ: SUITCH: DENT: HOUR :

EA cm: 178 77 66 0 kg 2: --- nla n/a n[a nf a
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Kwm 7310 STOVE, 4 BURNER, U/OVEN AA A.. .C . . . .

Household range, 36” high X 62’$ wide X 32u deep with four (4) burner stove and oven. This is
a household range; specify gas or e(ectric. This unit is in rehabilitation to teach daily
living skills to patients.

UNIT OF HE [GHT UIOTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 36 42 32 660 Lb 1: 120 20 HZ: SUITCH: DENT:

2A 92 300 kg 2:--’- 60 NO NO
HOUR :

cm: 107 82 n/a

K4505 7310 STOVE , 4 BURNER, U/OVEN/MI CROUAVE AA A.. .F . . . .
1

Four (4) burner stove w/oven ard microuave, 67u high X 30u uide X 25” deep Hi th a convent iona[
oven under the cooktop and a microwave oven above the ccektop. , Unit should incorporate a range
hod uith a vent to atrms@tere. Unit to be used primarily by food inspection team members for
checking food qual ity.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 67 30 25 303 lb 1: 120 1

2A 171 77 67
20 HZ: SMITCH: DENT: HOUR :

cm: 138 kg 2: --- 60 NO NO nla

K4550 7310 OVEN, CONVECTION, F/S, CRS,ELEC,61X28X33 AA A.. .F . . . .
I I

Floor nmunted electric convection oven, 61’! high X 2811 wide X 33” deep These sections of the
oven have separate heating etements, dual speed fans and controls. Heating etements are sealed
incallory tubular type. The oven can be uad as a single or doubte cooking compartment. It is
used for roasting, baking and alt types of cooking. The unit is used in large restaruants and
hospitals.

UNIT OF HEIGHT WIOTH OEPTH NEIGHT VOLTS PHASE AKPS HERTZ OEPEN- BTUs/
1SSUE : in: 61 28 33 985 [b 1:208 3 25 HZ: SUITClt: OENT: HOUR :

EA cm: 154 70 83 447 kg 2: --- 60 NO NO n/a
4

K4560 nlo OVEN, CONVECTION, F/S, CRS, GAS,91X34X64 AA A.. .C. .A.
* I

Floor mounted 9as convection oven, 91’] high X 641’ wide X 3411 deep uith a electric driven
rotating platform within the oven uhich accepts entire bakery racks. The unit is stainless
steel, constructed throughout with 1 3/4 inch insulated walls. The oven has two-speed push
button controls for heater fanantors and a solid-state spark ignition systan. The unit can tx
used to accept items directly fran the freezer, eliminating the need for double handling. The
unit is used in hospitals for roasting and baking.

b

UNIT OF HEIGHT U1OTH OEPTH UEIGHT VOLTS PHASE A)(PS HERTZ OEPEN- BTUs/
1SSUE : in: 91 3464 1,400 lb 1: 208 3 20 HZ: SWITCH: DENT: HOUR :

2A cm: 231 87 162 635 kg 2: --- 60 NO NO 140,000

K461O
!

7310 OVEN, 6 OECK, REVOLVING RACK AA A.. .D . . . .

Large production four (4) deck oven, 72” high X 55” wide X 67” deep uith revolving racks.
Production capabilities vary frcm 1 to 618” X 26 rotl pans, 10 bread toaves and 6 to 369 O.D.
pie tins.

I UJJIT OF I HEIGHT UIDTH OEPTH UEIGHT I VOLTS PHASE AMPS I HERTZ DEPEN- BTUs/
1SSUE : in: 72 55 67 2,080 lb 1: 208 3 25 HZ: SWITCH: DENT:

o
HOUR :

172 943kg 2:- - - 60 NO NO n/a-,
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*
K4620 7310 OVEN ,1 BAKE/2 ROAST , EL EC, 71X54X39 AA A.. .F . . . .

Triple deck electric oven unit, 71” high X 54” wide X 39” deep with one ( 1 ) bake and two (2)
roast ovens and a set of four (4) 811 high legs. Each oven is a 2-pan electric unit equipped
with top and bottom tubular elements. Each element is cent rol led by independent 4-position
switch with ‘Ihighll, ~!mediumlt, t}iowll and OFF setting. The temperature in each oven is regulated
by hydraulic thermostats adjustable from 200 degrees to 550 degree F. and equipped with signal
tights. The unit is used in [arge hospital kitchens for baking and roasting food. pi tals and
restaurants for baking and roasting food.

UNIT OF ‘HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 71 54 39 1,276 lb 1: 208 3 20 HZ: SWITCH: OENT:

EA 181 138
HOUR :

cm: 100 579 kg 2:--- 60 NO NO n/a

K4630 7310 OVEN, 3 OECK, BAKE/ROAST, ELEC, 68x54x39

Triple deck electric roast and bake oven, 681) high X 54” wide X 39” deep. Each oven is a
2-pan electric bake unit.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEl?EN- BTUs/
ISSUE: in: 68 54 39 1,252 lb 1: 208 3 20 HZ: SWITCH: DENT :

EA
HOUR :

,.. cm: 173 138 100 568 kg 2: --- 60 NO NO n{a

“?310 OVEN, 3 DECK, BAKE/ROAST, GAS, 65x52x38 AA A.. .B. .A.

Trip~e deck gas f i red roast and bake oven, 65” high X 52” wide X 38” deep with one (1)
roasting deck and two (2) baking docks, an adjustable oven thermostat to maintain a temperature
as low as 150 degrees fahrenhei t and a hydraulic type automatic pi lot to resist ambient
temperature for greater dependabi 1 i ty. The unit is used in hospital kitchens for combined
roast i rig/baking.

lJNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
m

ISSUE: in: 65 52 38 2,050 lb 1: 120 1 10 HZ: SWITCH: DENT :
EA 165

HOUR :
cm: 133 97 929 kg 2: --- 60 NO NO n/a

—

OVEN , MICROWAVE, HIGH SPEED, 19x22x23 AA A.. .A . . . .

High speed counter mounted microwave oven, with 19” high X 22” wide X 23” deep with two (2)
heavy-duty magnetrons which deliver instant energy for rapid reheating, defrosting or prime
cook ing. The stainless steel finished” oven has touch pad selectors for repetitive cooking and
a variab(e timer. Convenience outlet must be provided at point of use..

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1 SSUE : in: 19 22 23 140 lb 1: 120 25 HZ: SWITCH : DENT:

EA 64 kg 2:--’- 60 NO NO
HOUR :

cm 49 56 59 n/a

K4665 7310 OVEN , MICROWAVE, CONSUMER, 19x22x23 cc c.. .A . . . .

High speed counter mounted microwave oven, with 19” high X 221’ wide X 23’1 deep with heavy-duty
magnetron which delivers instant energy for rapid heating, def resting or prime cooking. The
stainless stee~ finished oven has touch pad selectors for repetitive cooking and a vari able
timer. Convenience out let must be provided at point of use. Consumer type microwave for use
in staff lounges.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 19 22 23 140 (b 1: 120 1 25 HZ: SWITCH: DENT:

EA
HOUR :

cm: 49 56 59 64 kg 2: --- 60 NO NO n/a
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OVEN, HICRDUAVE, HIGH SPEED, 19x22x23 AA A.. .F . . . .

High speed comter mounted microwave oven, 19!] high X 22” wide X 23” deep uith a dia( timer,
stain(ess steel finish and heavy-duty magnetrons ~ich det iver instant energy for rapid
reheating, defrosting or prime cooking. The oven is used at satel ite food stations in
hospitals ad nursing banes and requirea a convenience wt(et at point of use.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 19 22 23 140 Lb 1: 20B 3 25 HZ: SUITCH: OENT:

2A
HOUR :

cm: 49 S6 59 64 kg 2: --- 60 NO NO n/a

K4700 7310 STOVE , U/8ROI LER/OVEN, GAS AA A.. .A. .A.
,

Stainless steel gas range with broiler/oven, 36” high X 42’$ wide X 32” deep with five position
rack guides, and three racks. The unit is a heavy-duty range designed for natural or propane
gas. The gas connectims may be at front msnifold or rear. The unit is used in hospital food
service operations.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE A)(PS HERTZ DEPEN- 8TUs/
lSSUE: in: 36 62 32 660 lb 1: 120 5 HZ: SUITCH: DENT:

i
2A 299 kg 2:--’- 60 NO NO

HOUR :
m: 91 106 84 nla

6100 7310
I

PEELER, VEGETABLE, 50LB CAP, 63x27x27 AA A.. DB . . . .
I

Counter mounted etectric stain(ess steel vegetabie peeler, 63” high X 271} wide X 27” deep with
a 50 Lb capacity, a targe durable reinforced plastic peeting disk with the abrasive permanently
bonded to surface, built-in peel hop, iock-on hopper cover, adjustable legs, and centralized
controt. This unit is used in Large food service operations for peeling vegetables.
Convenience outlet required at point of use.

UNIT OF HEIGHT UIDTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 63 27 162 [b 1: 120 1 17 HZ: SWITCH: OENT:

EA 161 ~~ 69
HOUR :

Cal: 65 kg 2: --- 60 NO NO n/a

K5150 7310
I

PEELER, VEGETABLE, 30LB CAP, 63x27x27 AA A.. OB . . . .

Counter mounted electric stain(ess steel vegetable peeler, 63” high X 27’ wide X 27” deep with
a 30 lb capacity and a large peeling disc made of durable reinforced plastic with the abrasive
permanently bonded to surface, bui[t-in peel trap, lock-on hopper cover, adjustable legs, and
centralized controt. This unit is used in Large food service operations for peeling
vegetab( es. Convenience outlet required at point of use.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AHPS HERTZ DEPEN-
1SSUE :

BTUs/
in: 63 27 27 142 [b t: 120 17 HZ: SWITCH: OENT:

2A 65 kg 2:--’- 60 NO NO
HOUR :

cm: 161 69 69 n/a

K5im 7310 PEELER, VEGETABLE, 15LB CAP, 50x27X27
I

AA A.. Oc . . . .

Portable electric stainless steel vegetable ~ler, 50t’ high X 27” uide X 2P’ deep iiith a 15
lb capacity, a peeling disc made of abrasive surfaced reinforced plastic, a removable alianirunn
hopper door and cam- typepressure lock. This unit is used in hospital kitchens for peeling
vegetables. Convenience outlet required at point of use.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN -
ISSUE:

ETUs/
in: 50 27 27 190 lb 1: 120 1 17 HZ: SWITCH: OENT:

EA
HWR :

cm: 127 69 69 $6 kg 2: --- 60 NO NO n/a
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P 3 a

Pl--
7310 RACK, STORAGE , FREEZER, GRAV1 TY FLOU AA A.. . . . . . .

Gravity fd” freezer storage rack. This unit has gravity fad skate roller sheives to provide
WF. I .F.o.!~ automatic dispensing of frOZtYi fOOd items. The unit is stainless steel construction
with tray slides, and with bottom and caster supports. The unit requires a check of the inside
dimensions and door opening of the freezer, and the rack needs to be compatible.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 67 23 27 0 (b 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 165 59 69 0 kg 2: --- 0 NO NO nla

I K5600 7310 SAW, BAND , MEAT CUTTING cc c.. . . . . . .

Band saw. This is an all aluminum head and door with stainless steel carriage and tab[e
working surface. The unit has a direct-reading blade tension indicator. This unit is used to
cut large pieces of meat for cooking. It can be used in hospital and hotel food service areas.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEM- BTUs/
1SSUE : in: 65 30 41 262 lb 1: 115 17 HZ: SWITCH: DENT:

EA 2: - -’ - 60 NO NO
HOUR :

cm: 165 76 104 118 kg n/a

K6245 7310 SERVER, FOOD, HTD, 2DR, MBL OR CTR/MNTD AA A.. .B . . . .

Two drawer hot food warmer and server, 37” high X 30” wide X 21” deep with temperature control
and futl insulation. The unit may be mobile or counter mounted and requires a convenience
out let at point of use. It is used in hospital kitchens to keep hot foods warm prior to
serving.

UNIT OF HEIGHT U1OTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 37 30 21 252 lb 1: 120 1 12 HZ: SUITCH: OENT: HOUR :

EA cm: 94 77 54 115 kg 2: --- 60 NO NO n/a

~ K6250 { 7310 I SERVER, FOCO, HTD, 4DR, M6L, 27X37X31 I A A A . . I . A . . . . I I

Mobi (e electric hot food warmer and server, 27I’ high X 37” wide X 31” deep with four (4)
drauers, temperature and precise moisture controls and ful 1 insulation. The unit is used in
food service operations for keeping hot food warm in the kitchen prior to serving. Convenience
outlet requi red at point, of use.

UNIT OF 1 HEIGHT WIDTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 27 37 31 229 lb 1: 120 1 9 HZ: SUITCH : DENT: HOUR :

EA cm: 59 91 76 104 kg 2: --- 60 NO NO n/a

7310 RACK, STORAGE , FOOD, CRS, 61x.45x15 AA A.. . . . . . .

Storage rack, 61” high X 45” wide X 15” deep. The unit is used for open food storage in
hospital kitchens.

‘UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 45 15 108 lb :1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 1;: 110 37 49 kg 2: --- 0 NO NO n/a

‘F 7310 SHEETER/MOULOER, DOUGH, 37x113X24 AA A.. .A . . . .
.

Oough sheeter and molder; automatic, electric. 1/2 HP, 120 AC, 37 in high, 24 in deep and 113
in wide.

—
IUNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 37 113 24 462 lb 1: 220 3 17 HZ: SUITCH: OENT: HOUR :

EA cm: 94 287 61 210 kg 2: --- 60 NO NO n/a

e
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K6300 7310 SINK, COOK’S, ICHPT, 34K30X14124 AA A.. .D . . . .
I

Cook’s sink; single compartment: 34 in high, 30 in wide, 24 in depth and 14 in deep.
UIL. -S-19114, Type 1, style C.

UNIT Of HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE ANPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 lb 1: --- HZ: SUITCH: OENT: HOUR :

EA cm: : 0 : 0 kg 2: --- n/i3 tia n/a nfa

K6305 7130 SINK, COOK ‘S, 2COMPART14ENTS AA A.. D. . . . .
I

lE8-

Cook’s sink. This is a two (2) c~rtment stain[ess steel sink. The unit bow(s are
one-piece, deep dram seamless 16 gauge uith al 1 horizontal and vertcal corners generously
coved. The unit’s bowls are 15 inches deep at front, and 14 inches over partition. The drain
hole is furnishtxl ~ith crunb cup strainer and rubber stopper. This unit is used in large
kitchens of hospitals and restaurants for processing food.

UNIT OF HEIGHT UIOTH OEPTH bfEIGHT VOLTS PHASE ANPS HERTZ OEPEN- BTUs/
1SSUE : in: 65 68 24 170 lb 1: ”-- HZ: SUI TCH : DENT: HOUR :

EA cm: 115 225 61 77 kg 2: --- 0 NO NO n/a

7310 SINK, SCULLERY, 3CMPT, U/HTR/UHIRLPOOL
I

AAA. .DF . . . .

Three compartment sink aml scul(ery with heater, whirlpool and disposal attachments. Sink
bouls are one piece, deep drawn, seamless 16 gauge stain(ess stee( ~ith coved corners. This
unit incorporates a hot water dispenser, a ?.SHP disposa[ unit and three sink compartments.
The unit also includes a uhir(pool for water circulation and cleaning. The system wst be
fabricated to meet the size required. This unit is used in large production kitchens to
process and prepare food.

UNIT OF HE 1GltT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
ISSUE: in: 45 124 656 Lb 1: 208 3 26 HZ: SWITCH: DENT: HOUR :

EA cm: 115 314 z 296 kg 2: --- 60 NO YES 1,500

S1 NK, SOAK, PTBL , lCNPT, 39K27K25 AAA. . . . . . . .
I

PortabLe soak sink. This is a single ccapartment staintess steal unit. The sink legs are
fitted with swivel 4 in rubber tire casters. Tno casters with foot locking brakes. The unit
is used in kitchens for soaking ftatware and other kitchen items. It is used in focal service
operations of hotels, hospitals and restaurants.

UNIT OF HEIGHT UIOTH OEPTH WE I GltT vOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSIJE : in: 39 27 25 100 lb 1: --- HZ: SWITCH: OENT: HOUR :

EA cm: w 69 64 46 kg 2: --- 0 NO NO n/a

IK6700 7310 I S1 NK, PREP, VEGETABLE, 2CNPT , W/0RN9D/GD
I

AAA. .OF . . . .

Vegetabte preparation sink. This is a two-ccapartment stain[ess steet unit. It has drain
boards, and heavy duty garbage disposal unit in drain-board. The unit is used for cleaning and
rinsing vegetables in a food service operation. The unit should be fabricated to
specifications. This unit is used in hospitats and restaurants for preparing foods.

II
UNIT OF HEIGHT U1OTH DEPTH

II
UEIGHT VOLTS PHASE AMPS HERTZ DEPEN-

11
BTUs/

ISSUE: in: 45 28 96 216 (b 1: - - - HZ: SWITCH: OENT: HOUR :
EA cm: 115 72 244 98kg 2: - - - 0 NO NO n/a

o
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K6720 ?310 SLICER, MEAT , TABLE, 29x26x24 cc c.. .D . . . . $

Table mounted stainless steel meat S1 icer, 2911 high X 26u wide X 2411 deep with gear drive, 1211
knife, two speeds and ratchet lock.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
1SSUE :

BTUs/
in: 29 26 24 35 lb 1: 120 1 17 HZ: SUITCH: DENT:

EA
HOUR :

cm: 74 66 61 15 kg 2: --- 60 NO NO n/a

K6750 7310 COOKER, SPEEO, PRESSURE, GAS OR ELECTRIC AA A.. DD. .A.

Gas operated pressure cooker, 55” high X 36’1 wide X 33” deep with a gas steam boi ler. The
steamer is constructed of al l-welded stainless steel. The door has a removable inner 1 iner
a(uminum plate with ful 1 perimeter gaaket seal. This unit is used for the speedy preparation

,. of food in hospital kitchens.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1 SSUE : in: 55 36 33 950 lb 1: 120 1 20 HZ: SUITCH: DENT: HOUR :

EA cm: 139 91 89 431 kg 2: --- 60 NO NO n/a

K6770 7310 COOKER , SPEED, VEGETABLE, U/FREEZER AA A.. DB. A..

Vegetable speed cooker, steam: uith freezer unit below. 1/2 HP, 120 AC. 69 in high, 34-1/2
in wide and 40 in deep.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
: 1SSUE : in: o 0’ O lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: : 0 0 O kg 2: --- nla n/a n/a nla

7

K680CI 7510
*

~ SCALE, INGREDIENT cc c.. . . . . . .

Stainless steel ingredient sca~e with a stainless steel p(atform, two (2) support posts for
extre strength and durabi 1 ity, and a 611 rotating dial!.

[ ~

UNIT OF HEIGHT UIDTH DEPTH ~ UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTtJs/
1SSUE : in: 26 lb 1 :--- HZ: SUITCH: DENT:

EA cm ;: 2: ;:
HOUR:

11 kg 2: --- 0 NO NO n[a

SCALE, DIAL, BENCHTOP, 250LB CAP
1

Bench top state. This is a 250 pound capacity dial type state. The unit handles light to
medium duty weights. The unit Is fast operating dial for knob is located conveniently on top.
The 161’ column height offers unobstructed view of indicator.

~ UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- 8TUs/
~ [ SSUE : in: 37 15 23 120 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 94 41 58 54 kg 2: --- 0 NO NO n/a

K7180 7310 TABLE , BAKERS, CRS, 2SECT , 36x84x36 AA A.. . . . . . .
,

I Baker’s tab(e, 36II high X 84$’ wide X 36” deep. Table is used to prepare bakery goods in a
hospital food service operation and restaurants. I

[

UNIT OF HE’IGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
1SSUE :

BTUs/
in: 36 84 36 O lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 92 214 92 0 kg 2: --- 0 :- NO NO nla
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7310
I

TABLE, PREP, FOOD, CRS, MOBILE, 34X= A A A . . . . . . . .
I

Food preparation table, 341i high X 721} wide X 3611 deep with a removab[e 6“ stainless steel
backsplash, 12” stainless steel deck and tapered end returns. This unithas options of
heavy-duty casters uith St! hard rubber Lockable wheels, and storage drawers.

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AHPS HERTZ DEPEN- 8TUs/
ISSUE: in: 347236 120 lb 1: --- HZ: SUITCH: OENT: HOUR :

EA cm: 87 183 92 5S kg 2: --- 0 NO NO nla

K7300 n20
I

TABLE, CUTTING, MEAT AA A.. . . . . . .
I I

I Ileat cutting table, 34” high X 72” wide X 36” deep. This unit is used for meat preparation in
hospitat kitchens. I

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 347236 123 [b 1: --- HZ: SUITCH: DENT:

2A
HOUR :

cm: 87 183 92 56 kg 2: --- 0 NO NO n/a

K7400 7310 TABLE, CUTTER/SLICER, CUSTfM, 30x66x22 A L A........
I

Custom fabricated vegetable-slicer table, 30” high X 66” wide X 22” deep. Table acts as a
heavy-duty support unit for mixers, grinders, cutters, etc. Constructed of 16 gauge stainless
steel.

UNIT OF HEIGHT UIOTII DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 30 22 30 [b 1: --- HZ: SUITCH: OENT:

76 1: 56
HWR :

EA cm: 14 kg 2: --- 0 NO NO n/a

o
i.P; ,,

I
K7405 ?310 TABLE, CUSTOFi, CRS, HIGH CAP 30X48X24 cc c.. . . . . . .

, 1
Custan fabricated CRS high load capacity tabie, 30” high X 48* I wide X 22” deep. Acts as a
heavy-duty s~rt unit for mixers, grinders, cutters, etc. May be used in any tocation where
a heavy equipnent mst be supported. Constructed of 16 gauge stain~ess steel for ease of
desontaminat ion.

UNIT OF HEIGHT UIDTH OEPTII UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE : in: 30 48 22 95 [b 1: --- HZ: SUITCH : OENT : HWR :

EA cm: 76 122 56 38 kg 2: --- 0 NO NO nla

K8150 7310 TABLE , COOK ‘ S , U/PAM RACK, 34X72X36 A L A........
I

Cook’s uork table, 34” high X 72” wide X 36” deep with a pan rack. This unit is used for
preparing meals in a food service operation.

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 34 72 36 122 lb 1: --- HZ: SWITCH: OENT: HOUR:

EA cm: 8? 183 92 56 kg 2: --- 0 NO NO n/a

K8190 7310
I

TABLE , COOK ‘ S , ii/PAN RACK, 34x96x36
I

AA A.. . . . . . .

Stainless steet cook’s work table, 3411 high X 961~ Mide X 361’ deep with one (1) pot rack, one
(1) pan rack and storage capacity for mixer bowls and attachments.

K J

UNIT OF HEIGHT UIDTH OEPTH IEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 136 [b 1: --- HZ: SUITCH: DENT:

z 2:
HOUR :

EA cm: ; 62 kg 2: --- 0 NO NO n/a

O,,,
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e

K8200 731’0 RACK, UASH , PAN/UTENS1 L AA A.. . . . . . .

Pan and utensi I wash rack. This unit can be a set of racks to accommodate a specific
di shwashi ng unit. The racks are al I stainless steel and can be used in large food service
operations for cleaning pots and pans.

UNIT OF HEIGHT U1OTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 28 0 lb ,1: --- HZ: SWITCH : DENT: HOUR :

EA cm: 1’: % 72 0 kg 2: --- 0 NO NO n/a

K8230 7310 TENDERIZER, MEAT, ELEC, 22X20X11 ‘c cc.. .A . . . .

Electric meat tenderizer, 22” high X 2011 wide X 11” deep with c(ear plastic cover. This unit
is” used to tenderize meats in [cw-ge food service operations. Convenience out let required at
point of use.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 22 20 66 lb 1: 120 1 17 HZ: SUITCH : DENT:

EA 56 51 i;
HOUR:

cm: 30 kg 2: --- 60 NO NO n/a
b

K8250 7310 TOASTER, POP-UP, 4SL, ELEC,9X12X12 cc c.. .B . . . .

Pop-up toaster, 9“ high X 12” uide X 12” deep. This is a stainiess steel four slice, electric
unit. This is used to toast S1 iced bread in food service kitchens and cafeteria operations of
hospitals. Convenience out (et requi red at point of use.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 9 12 0 lb 1: 120 1 17 HZ: SWITCH: DENT: HOUR:

EA cm: 10 ;: 20 0 kg 2: --- 60 NO NO n/a

*
K13300 7310 TOASTER, CONVEYOR, 360SL, ELEC, 20x15x24 cc c.. .B . . . .

Electric conveyor toaster, 201’ high X 15” wide X 24” deep. This unit can toast 480 S1 ices per
hour. This unit is used in large food service operations for fresh toast or warm buns..

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
lSSUE : in: 20 15 24 50 lb 1: 120 1 4 HZ: SUITCH: DENT: HOUR :

EA cm: 51 39 61 23 kg 2:--- 60 NO NO nla

K8350 ?310 TOASTER , CONVEYOR, 360SL , GAS, 28X18X16 cc c.. .B. .A.

Toaster, conveyor 360 slice, gas; 28 in high, 16 in deep, 18 in wide, .03 KU,120 volts, sin9te
phase, A type outlet; 12,000 BTU per hour; type 11 size 1, FED. SPEC. NO. S-T-540.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
~ 1SSUE : in: o 0 0 0 [b 1: --- HZ: SUITCH: DENT: HOUR:

EA cm: o 0 0 0 kg 2: - - - n/a n/a nla n/a

TOASTER , CONVEYOR, 540SL , ELEC , 28x21x18

Conveyor toaster; 540 sl ice, electric. This unit is a quartz heater type. Quartz tubes
provide fast warm up. Color of toast by adjusting conveyor belt speed. This unit is used in
large food service operations, for fresh toasted warm buns.

1 UNIT OF HEIGHT UIDTH DEPTH blEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 20 24 25 25 tb 1: 120 1 14 HZ: SUITCH: DENT: HOUR :

EA cm: 15 50 50 11 kg 2: --- 60 NO NO nla
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TOASTER, CONVEYOR , 540SL , GAS, 34x22x13

Gas fired conveyor toaster, 341! high X 221! wide X 13u deep with a 540 S1 ice per hour capacity.
This unit is made of stainless steel and uses naturei or propane gas. Unit requires venting.
This unit is used in large kitchens and food service operations for efficient preparation of
[arge quantities of toast and bread products.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AJtPS HERTZ DEPEN- BTUs/
ISSUE: in: 34 100 (b 1: 120 1

EA 87 :: ::
17 HZ: SWITCH: OENT: HOUR :

cm: 45 kg 2: --- 60 NO NO n/a

K8460 nlo ASSEMBLY LINE , TRAY, CUSTOX
I

cc c.. . . . . . .
I

Custom built tray assdly iine. This unit shall be custom planm# for individwt hospital
tray service rqui rements. The unit is stainiess steel and mbiie. The unit is used in
hospitals for patient tray makeup. Price ar@ demmsions depend on unit set-up requirements.

UNIT OF HEIGHT UIOTH OEPTH liEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 36 24 72 0 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 92 61 183 0 kg 2:--- 0 NO NO n/a

K8470 7310 ASSEMBLY L1 NE , TRAY, CRS, 59x27X32
I

AA A.. . . . . . .
I

Tray starter, patient tray service assenbly 1 inc. CRS, tray and dish-lifter unit, sitveruare
and doily unit, cordiment stand unit. Each unit caster mounted, overal 1 dimension: 59 in
high, 32 in deep and 27 in wi&.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AI(PS HERTZ OEPEN- BTUs/
1SSUE : in: 59 27 32 0 lb 1: --- HZ: SUITCH: DENT:

EA
HOUR :

cm: 150 69 81 0 kg 2: --- 0 NO NO n/a

I
K8480 n~o TRANSPORTER, TRAY, 53X50X35

I
c c c........

I
Patient food tray trartsporter, 53” high X 501’ wide X 35~’ deep with four (4) hard rubber
casters, push handles and tray guides. This unit is used in hospitals for transporting food to
patients.

UNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 53 50 35 310 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 135 127 89 141 kg 2: --- 0 NO NO n/a
&

K8500 7310
I

RACK, TRAY, CRS, NBL, 67X22X29 cc c.. . . . . . .

Mobile tray rack, 6P high X 22u wide X 29’I deep uith four (4) 5“ diameter casters. Rack used
to bus dirty trays from the point of collection to the point of tray cLeaning/washing.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE : in: 67 22 29 178 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 171 56 74 m kg 2: --- 0 NO NO n/a

K8W0 7310 URN, COFFEE, 2SECT,3GAL EA, ELEC,29X34X19
I

AA A.. DB . . . .

Electric twin coffee urn, 29” high X 34” wide X 19” deep with a total capacity of six (6)
gal[ons - three (3) in each urn, electronic power pack control panel and autc+natic breuing
action. The unit is stain[ess steet constructed and futly insulated on all sides. The unit is
used in hospital food service operations for the preparation and service of fresh coffee.

\
UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUS/
1SSUE : in: 29 34 120 (b 1: 120 1 8 HZ: SWITCH: OENT:

74 87 ;;
HOUR :

2A cm: 55 kg 2: --- 60 NO NO n[a

e& ,
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m
K8680 7310 URN, COFFEE, 2SECT, 6GAL EA, STM, U/STNO AA A.. D.. A..

Steam heated twin coffee urn, 29” high X 34” wide X 19” deep with a total capacity of twelve
(12) ga((ons - six (6) in each urn, urn stand, adjustable by-pass automatic agitator, and a one
and two pound selector for brewing one (1) or two (2) pounds of coffee at a time. The unit is
used in hospital food service operations for the preparation and service of fresh coffee.

UNIT OF HEIGHT UIDTH DEPTH ~ WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 29 34 19 : 92 lb 1: 120 1 15 HZ: SWITCH: DENT: HOUR :

EA cm: 74 87 49 41 kg 2: --- 60 NO NO n/a

K8720 7310 URN, COFFEE , 2SECT, 6GAL EA, GAS, U/STND AA A.. D.. .A.

Gas heated twin coffee urn, 29” high X 34” wide X 19i’ deep with a tota~ capacity of twe~ve
(12) gallons - six (6) in each urn, urn stand, an adjustable by-pass, automatic agitator, and a
one and two pound selector for brewing one (1 ) or two (2) pounds of coffee at a time. I t
includes a safety pi lot and burner. This unit is used in hospital food service operations for
the preparation of fresh coffee.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 29 34 19 160 [b 1: 120 1 17 HZ: SUITCH: DENT: HOUR :

EA cm: 74 87 49 73 kg 2: --- 60 NO NO nla

I K8760

~

7310 URN, COFFEE, 2SECT, 6GAL EA, ELEC,U/STNO

Electric twin coffee urn, 33” high x 38” Hide X 20” deep with a total capacity of twelve (12)
gallons - six (6) in each urn, a stainless steel stand, bui it-in agitation system, and a one
(1) and two (2) pound coffee selector for brewin9 one (1) or two (2)wmcs of coffee at a
time. The unit is usad in hospital food service operations for the preparation and service of
fresh coffee.

UNIT OF ~ HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 33 38 20 130 lb 1: 120 1 10 HZ: SUITCH: DENT: HOUR :

EA cm: 84 97 51 57 kg 2: --- 60 NO NO n/a

K8820 7310 URN , COFFEE, 2SECT , 6GAL EA, STM,U/OSTND AA A.. D.. A..

Steam heated twin coffee urn (without stacd), 29” high X 34” wide X 19” deep with a total
capacity of twe[ve (t2) gallons - aix (6) in each urn, an adjustable by-pass and automatic
agitator. It also has a one (1) and two (2) pound selector for brewing one (1) or two (2)
pounds of coffee at a time. This type of unit is usad in hospitat food service operations for
the preparation of fresh coffee.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 29 34 19 92 lb 1: 120 1 15 HZ: SWITCH: DENT: HOUR :

EA cm: 74 87 49 41 kg 2: --- 60 NO NO n/a

7310 URN, COFFEE, 2SECT, 6GAL EA, GAS,” U/STND

Electric twin coffee urn, 33” high X 38” wide X 20” deep with a total capacity of six (6)
ga ( ( ons - three (3) in each urn, a stainless steel stand, bui (t-in agitation system, and a one
(1) or two (2) pounds of coffee at a time. The unit is used in hospital food service
operations for the preparation and service of fresh coffee.

UNIT OF HEIGHT WIDTH DEPTH UE 1GHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 63 218 lb 1: 120 1 20 HZ: SUITCH: DENT: HOUR :

EA cm: 160 : :; 99 kg 2: --- 60 NO NO nl a
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I
K8920 7310 . URN, COFFEE , 2SECT , 6GAL 2A, ELEC, U/OSTNO AA A.. OF . . . .

I
I
1 Electric twin coffee urn (without stand), 33” high X 38” wide X 20” deep with a total capacity

of twelve (12) gatlons - six (6) in each urn, an adjustable bypass automatic agitator, and a
one (1) and wo (2) pound coffee selector for breuing one (1) or tuo (2) PW@S of coffe@ at a
time. The unit is used in hospital food service operations for preparing large volunes of
fresh coffee.

UNIT OF NEIGHT wIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- OTus/
1SSUE : in: 33 38 20 130 lb 1: 120 1 10 HZ: SUJTCH: DENT: HWR :

EA Cm: 86 97 51 59 kg 2: --- 6$J IJO No n/a

7310 URN, COFFEE, 2SECT, 9GAL EA, STM, U/STNO
I

AA A.. D.. A..

Steam heated twin coffee urn, 63” high X 62” wide X 22” deep with a totai capacity of eighteen
(18) gallons - nine (9) in each urn, a stand, an adjustable bypass, and autcmtic agitator for
uniform brewing. This type unit is used in hospital food service operationa for preparing
targe volunes of fresh coffee.

UNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PI(ASE ANPS HERTZ OEPEN- BTUs/
ISSUE : in: 63 62 22 200 lb 1: 120 1 15 HZ: SUITCH: Of NT: HOUR :

EA cm: 160 107 56 91 kg 2: --- 60 NO NO nfa

URN, COFFEE, 2SECT, 9GAL 2A, GAS, V/STND AA A.. DA. A..

cias heated twin coffee urn, 33” high X 38$’ wide X 20” deep with a tota~ capacity of eighteen
(18) 9ailons - nine (9) in each urn, a stainless stee( urn stard, a safety pilot and two (2)
burners. This unit is used in hospita( food service operations to serve large volunes of hot
coffee.

UNIT OF HEIGHT UIOTlt OEPTH !JEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 33 38 20 130 (b 1: 120 - 10 HZ: SWITCH: OENT: HOUR :

EA cm: 84 97 51 59 kg 2: - 1- 60 NO NO n/a

K9040 7310 URN, COFFEE, 2SECT, 9GAL EA, ELEC, U/STKO AA A.. OF . . . .

Electric twin coffee urn, 63’] high X 42” wide X 22” deep with a total capacity of eighteen
(18) gallons - nine (9) in each urn, a stand, an adjustable by-pass, automatic agitation, and a
one (1) and two (2) pound coffee selector for brewi~ either one (1) or two (2) pounds of
coffee at a time. The unit is used in hospital foad service areas for prepsration and service
of large volunes of hot coffee.

UNIT OF HEIGHT WIOTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- 8TUs/
1SSUE : in: 63 42 22 170 lb 1: 120 1 15 HZ: SNITCH: DENT: HOUR :

EA cm: 160 10? 56 77 kg 2: --- 60 NO NO n/a

K9080 7310 URN, COFFEE, 2SECT, 9GAL EA, STH,W/OSTND AA A.. O.. A..

Steam heated tuin coffee urn (uithwt stand), 35” high X 42” uide X 22” deep with a total
capacity of eighteen (18) gallons - nine {9) in each urn, an adjustable by-pass, automatic
agitation, and a one (1) and two (2) pound coffee selector for brewing either one (1) or tuo
(2) pounds of coffee at a time. The unit is used in hospita~ food service areas, for
preparation and service of large volunes of hot coffee.

UNIT OF HEIGHT WIDTH OEPTH NEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 35 42 22 170(b 1: 120 1 ts HZ: SWITCH: OENT: HOUR :

5A cm: 89 107 56 ~ kg 2: --- 60 NO NO n/a
b
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K9120 7310 URN , COFFEE, 2SECT, 9GAL EA, GAS, U/OSTNO ,A AA.. DA. .A.

I
Gas heated tuin coffee urn (without stand), 29” high X 3411 wide X 19u deep with a total
capacity of eighteen (18) gal ions - nine (9) in each urn, a safety pi lot and two (2) burners.
This type unit is used, in hospital focal service operations to serve large volumes of hot
coffee.

UNIT OF HEIGHT UIDTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
1 SSUE : in: 29 3.4 150 lb 1: 120 1 15 HZ: SWITCH: DENT:

EA 74 87 E
HOUR :

cm: 68 kg 2: --- 60 NO NO nla

K9140 7310 URN, COFFEE, 2SECT, 9GAL EA, ELEC, W/OSTNO AA A.. DF . . . .

Electric twin coffee urn (without stand), 35” high X 421! wide X 22” deep with a total capacity
of eighteen (18) gal ions - nine (9) in each urn, an adjustable by-pass, automatic agitation and
a one (1) and two (2) pound. cof fee se[ector for brewing either one (1) or two (2) pounds of
coffee at a time. The unit is used in hospital food service areas for preparing and serving
large vo[umes of hot coffee.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 35 42 170 lb 1: 120 1 15 HZ: SWITCH: DENT:

EA 89 107
HOUR :

cm: ;2 77 kg 2:--- 60 NO No n!a

K9300 7310 WASHER , SPRAY AA A.. B. . . . .

!Spray washer. This unit dispenses continuous detergent saturated COO( water spray mist,
cent ri f uga 1 grease extraction device. The unit is designed for wal t or cart mounting, and can
be used with any size chemical containers. I t has low voltage control from remote contro[
station boxes of master unit.

o
UN:[T OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 40 40 38 140 lb 1: 120 1 20 HZ: SWITCH: DENT:

EA
HOUR :

cm: 102 102 97 Okg, 2:--- 60 NO NO nla

7310 HOSE , SPRAY, PRERINSE

Preri nse spray hose. The unit is chrome plated flat deck mount design used to rinse dishes
before racking for the dishwasher. It has a dual lever energy efficient control which permits
quick water temperature selection, large non-s 1 ip grip spray va’lve and spring loaded goose neck
kfith storage hook. This unit is used to pre-rinse dishware. Prior to entrance of dishwasher
used in hospitats, kitchens and food service operations.

UNIT OF HEIGHT UIDTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ OE!’[;ti. BTUs/
ISSUE: in: 40 0 9 10 lb 1: --- HZ: SWITCH: OEliT:

EA 102
HOUR :

cm: o 23 5 kg 2: --- 0 NO NO nla

K9450 7310 WASHER, TRAY, CONT, AUTO STACKING, ELEC

Tray washer. This unit has eye thermometers, vacuum breaker, motor starter and standard
overload protection mounted in NEMA 12 stainless steel enclosure; remote stop button on unload
side of unit. This washer can be found in food service operations of hotels, restaurants and
hospitals.

UNIT OF HEIGHT ‘UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SS~JE: in: 60 96 24 0 lb 1: 208 3 20 HZ: SU[TCH: DENT:

Eli
HOUR :

cm: 153 244 61 0 kg 2: --- 60 NO NO n/a

230

Source: https://assist.dla.mil -- Downloaded: 2016-12-11T01:05Z
Check the source to verify that this is the current version before use.



MIL-STD-1691F

APPENDIX A 1 JULY 1993

0

CATEGORY : ANAV1 UTILITIES

,, JSN NSN NC+IENCLATURE RVFAH 123456

K9600 7310 WASHER , CART, AUTO, ELEC, 104X80X93 AA A.. DC . . . .
I I

O,.,,,.

1

I K9750
1

Autcmat ic cart washer. This unit is CRS, ro((-through, wash, rinse, dry cycle, to acco$nnodate
pastry cabinet utility carts, non-electric, rim-motorized food carriers. The uasher wiil be
cfmipartment type,pressure nasher constructed of stainless steel, uti 1 i zing a reciprocating
spray system. With the spray header suspended on rollers from a stationary back in the washer
this unit is designed specifically for processing custered racks and carts.

UNIT OF HEIGHT WIDTH DEPTH UE[GHT VOLTS PHASE ANPS HERTZ DEPEN- BTUs/
1SSUE : in: 104 5,500 lb 1: 208 3 20 HZ: SUITCH: OENT: HOUR :

EA cm: 265 2; =? 2,492 kg 2: --- 60 NO NO n/a

7310 WASHER, GARGAGE CAN, PEO, ST)I, 27Hx27DIA I AAA.. S..A..
I

Garbage can washer; pedestal type. 27 in high and 27 in overal( diameter. Requires cold
water, steam and drain connections. MIL. SPEC. NO NIL-R-19038.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE ANPS HERTZ DEPEN- BTUs/
ISSUE: in: 0 0 0 0 [b 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: o D o 0 kg 2: --- n/a n/a n/a Wa

IK9760 7310 UASHER, POT/PAN, ELEC, 69x55X55 AA A.. De . . . .
I

Pot and pan washer. This unit’s wash and rinse treatnmts under - pressure and cieaning
solution, drains after each cycle. This unit is used in hospitals and large food service
areas.

UNIT OF HEIGHT U1OTH OEPTH UEIGHT VOLTS PHASE ANPS HERTZ OEPEN- BTUs/
ISSUE: in: 69 S5 55 1,625 (b 1: 230 3 35 HZ: SWITCH: OENT: HOUR :

EA cm: 176 139 139 737 kg 2: --- 60 NO NO n/a
t

K9770 7310 UASHER, POT/PAN, S1)!, ELEC, 73X34X36
I

AA A.. OC. A..

Pot and pan washer. Turntab[e, CRS, hot water spray rinse and sanitizing hot fresh water
rinse, steam booster, exhaust fan, CRS basket screens. 208 AC. three 7-1/2 HP wash ptsrp and 3
HP rinse pum#. Steam; 40 PSI minim-n.

UNIT OF HEIGHT UIDTH DEPTH UE I GNT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 733436 800 (b 1: 208 348 HZ: SUITCN: OENT: HOUR :

EA cm: 186 87 92 363 kg 2: --- 60 NO NO n/a

I K99Do 7310 DISPENSER, UATER METERING, AUTO, ELEC
I

AA A.. AB . . . .

Water metering device. Automatic water dispenser and measurer up to 80 gallons. This unit is
designed to deliver measured amount of water to one or two kettles or braising pans. All
stainless steet construction, with 18tI suing spout.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: ID 23 6 55 lb t: 120 1 3 HZ: SWITCH: DENT: HOUR :

EA cm: 23 59 16 0 kg 2: --- 60 NO NO n/a
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6650 MICROSCOPE, STEREO, PHOTOGRAPHIC, U/DESK cc c.. .A . . . .

Photc+nicroscope system. It produces crisp, high resolution images over the entire photo
magnification range. The system includes focusing tube, coupier, shock mounted shutter,
distortion-free amplifier lens, cable release and 35nnI land camera. The unit has a 7.5X
magnification factor, a halogen light source for color, balanced photomicography, plan
fluorite objectives for clarity and flatness of field for full image viewing and accurate image
production and an automatic match of film to correct reciprocity. Other attachments are
available. Microscope to be a stereo microscope for vieuing of non-translucent samples

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 54 18 45 lb 1: 120 5 HZ: SWITCH: DENT:

EA 1: 20 kg 2: - -’ -
HOUR :

I cm: 137 46 0 0 NO NO n/a

6640 MICROSCOPE, INVERTED, TISSUE CULTURE cc c.. .A . . . .
—

Inverted phase contrast microscope. Can be easily changed to acconrnodate various brightfield,
darkfield or phase contrast transmitted light techniques. It has a selective iight source,
fluorescence system for maximum transmission and various filter and objective combinations to
meet specific requirements whil e using different techniques. Used for tissue culture researct
and routine medical laboratory examinations. Unit to be equipped with lighting and exposure
controls suitable for photomicroscopy. Provided with optional camera mount, and 35nrn camera
back. Unit includes inverted stage and light sources to acconmmdate tissue culture bott(es.
This is not a stereo microscope!

‘UNIT OF HEIGHT WIDTH DEPTH ~HEIGHT VOLTS PHASE AMPS
1SSUE :

HERTZ DEPEN- BTUs/
in: 16 12 10 20 lb 1: 120 1 - HZ: SWITCH: OENT: HWR :

EA cm: 41 31 25 9 kg 2:--- nla nla n/a nla

U“ MICROSCOPE, DIGITAL IMAGE cc c.. .A . . . .
I

Digita(ly enhanced microscope system. System includes an optical microscope, video image
capture system, microcomputer, and image enhancement software. It has an image spectral range
of 510 to 620 nm. This system is primarily intended to support cytogenetic applications for
chromosome identification.

UNIT OF HEIGHT WIDTH DEPTti WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 16 33 31 0 (b 1: 120 1 2 HZ: SU[TCH: DENT: UWR:

EA cm: 41 85 80 0 kg 2: --- nla n/a nla nla

LO090 65.30 TABLE, MICROSCOPE, 1-2 PERSON cc c.. .A . . . .

Microscope table for one to two vieuers. The table has no casters, secured adjustable uork
positions and adjustable pedestal legs. Work top is 1’1 thick and pressure resistant.
Different size options are available. Used as a single or duaL teaching microscope table.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SWE : in; 30 36 24 150 lb 1: 120 1 15 HZ: SUITCH: DENT: HOUR :

EA cm: 76 91 61 68 kg 2: --- 0 NO YES n/a

10095 6530 TABLE, MICROSCOPE, TEACHING, 3-5 PERSON cc c.. .A . . . .
I

Teething microscope table. Table can seat four or more people at once and is equippad with
non skid adjustable glides for precise leveling. Table top offers resistance to heat and
chemicals. There are different sizes and options availab[e. Used for microscope instruction
and generat bioiogy experiments.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SWE : in: 30 64 42 385 lb 1: 120 1 15 HZ: SWITCH: DENT: HOUR :

EA cm: 76 162 107 174 kg ,,2: - - - nla nla nla nj a
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I LO lOO ~ 6650 MICROSCOPE, BINOCULAR CCC.. .A . . . . I

Binocular microscope. Equipped with plan achromatic objectives to suit work in brightfield,
phase contrast, darkfield, photomicography, dual vieuing and projection screen. Nicroscpoe
has a high I ight intensity, 100 watt halogen lanp, for constant color temperature and
illumination, a three step variabie transformer, focusable aspheric abbe condenser system; heat
absorbing glass; centerable fieid dia@ragm; two. built-in filter turrets permitting a
combination of selective Light batancing and cotor capensating filters. Other
compoents/features include a swing-in condenser, 4X objective, quadruple nosepiece, 10X Hide
field eyepieces and a graduated stage. Other observation tubes can be added.

UNIT OF HEIGHT UIOTH OEPTH WEIGHT WLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 16 12 10 14 (b 1: 120 1 - HZ: SUITCH: DENT: HOUR :

EA cm: 61 31 25 6 kg 2: --- n/a tia n/a n/a

I LO1O5 6655005267785 Ml CROSCOPE, BINOCULAR, PHASE CONTRAST CCC.. .A . . . .

Binocular laboratory microscope. Characteristics include a 6v,20U tungsten halogen tamp,
quadruple revolving nosepiece, a binocular body, ungraduated mechanical stage, AX, 10X, J$OX end
100x ptan achrcmat ic object ives. 1.25 condenser with munt, an auxiliary swing-in condenser,
two (I OX) uidefield eyepieces, &at diopter adjustment and a carrying case. Used in the
laboratory to perform observations on [abratory cut tures and sa@es. Microscope to be
provided with appropriate 1 i ght source and fitters for phase contrast microscopy.

UNIT OF HEIGHT UIDTH DEPTH UE 1GIIT VOLTS PHASE AMPS HERTZ DEPEN - 8TUs/
ISSUE: in: 16 12 10 14 lb 1: 120 1 - HZ: SWITCH: DENT: HOUR :

EA cm: 41 31 25 6 kg 2:-”- n/a n/a nla nfa

LO110 66s0 HI CROSCOPE, TRINDCULAR
I

cc c.. .A . . . .
I

TrinocuLar microscope. The microscope is equipped ui th achrauat ic object ives for advanced
work in brightfield, phase contrast, darkfield, photomicography, dual viewing end projection
screen use and a high intensity 11 V,1OO watt hatogen tamp for constant color temperature and
iltunination. Characterist ics/components inctude a centerable f ield diaphragm, two bui lt - in
filter turrets permitting cou6inations of se(ective light batance and color compensating
filters. It atso has an auxi liary swing in condenser, basic stand, graduated mechanica( stage,
4X, 10X, 40X and 100X objective condenser uith mount, iumersion oit eyepiece ~ith a 10X wide
fietd eyepiece.

UNIT OF HEIGHT UiDTH DEPTH UEIGHT WLTS PNASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 7 8 16 ib 1: 120 1 - HZ: WITCH: DENT: HOUR :

EA cm: & IB 22 6 kg 2: --- n/a n/a tia nJa
L

10115 66s0 MICROSCOPE, PHOTOGRAPHIC, U/OESIC CC C.. .A . . . .
I

Photomicroscope system. It produces crisp, high resolution images over the entire photo
magnification range. The system ituludes focusing tube, coupler, shock munted shutter,
distortion-free anplifier lens, cable release and 35Inn land camera. The unit has a 7.5X
magnification factor, a halogen light source for color, batanced photomicography, plan
f(uorite objectives for clarity and ftatness of fietd for full image viening end accurate image
production and an automatic match of fi(m to correct reciprocity. Other attachments are
available.

UNIT OF HEIGHT UiDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- 6TUs/
1SSUE : in: 54 18 54 45 lb 1:208 1 - HZ: SWITCH: OENT: HOUR :

EA cm: 137 46 137 20 kg 2: ”-- 00 N0NO n/a

0
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LO120 6630005852378 READER, MICRO HEMATOCR I T , SPIRAL cc c..’ . . . . . .

Micro hematocri t tube reader. Accommodates tubes from lmm to 7rNn OD and from 131Nn to 75rIIn
1ong. Precise mechanical magnifications provide fast accurate readings. The serum-air
interface and the cell Layer are aligned with a single spiral line. The red cell vo(ume is
read direct ly f ram a 24- inch scale and hematocrits are read directly in percent of red cel 1s.

UNIT OF HEIGHT WIDTH ‘DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 3 9 3 lb 1: ---

EA 7
HZ: SUITCH: DENT:

23 1:
HOUR :

cm: 1 kg 2: --- n/a n/a nla nla

E

6650 MICROSCOPE, PROJECTION cc c.. .A . . . .

Projection microscope. The system enhances the image optical ly and electronically with amber
and green i 1 luminated arrow to point out interesting features. Four objectives 4X to lOOX are
avai lable and there are different condensers for bright field, darkfield and phase contrast. A
s,pecial 1.40 achromatic condenser is avai [able for use with fluorite objectives. Used for
1aboratory conferences and training.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
ISSUE:

BTUs/
in: 14 10 44 lb 1: 120 1 - HZ: SUITCH: DENT:

EA 36 g 25
HOUR :

cm: 20 kg 2: --- n{a nla n/a nla

6640 MICROSCOPE , ELECTRON, TRANSMI SS1ON cc c.. 9F 0...

Transmission electron microscope. It has automatic under focus for contrast and on-1 ine
measurement for rapid access to the information requi red, an electron gun with electromagnetic
bean alignment, LaB6 or tungsten emitter. Four position variab(e condenser diaphragm, five
imaging lenses, lens progtereo and zoom with a dry vacuum system. Other options and electrical
configurations are avai lable.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN -
lSSUE:

BTUs/
in: 226 209 500 2,097 lb 1: 120 1 - HZ: SUITCH: DENT:

EA 574
HOUR :

cm: 95 1,270 950 kg 2: --- n/a n/a n/a nla

7 ‘
LO135 6640 MICROSCOPE, ELECTRON, SCANNING cc c.. BF . . . .

Scanning elect ron microscope. This is a field emission electron source with 20A guaranteed
resolution, automatic focus and astigmatism correction. There is a detector system for
backscattered electrons, cathodoluminescence and transmitted e~ectrons. Magnification ranges
f ram 20X to 300,000X and there is excel lent brightness at al 1 KV levels. A scanning speed of
0.04 to 400 seconds per frame can be recorded by the high resolution .photomonitor screen.

IJNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
ISSUE:

BTUs/
in: 150 740 880 651 lb 1: 208 1 20 HZ: SUITCH: DENT:

EA
HOUR :

cm: 3,810 1,879 2,235 295 kg 2: --- nla n/a n/a nla

E
I I 1 I I I I

6640 MICROSCOPE , FLUORESCENT cc c.. .A . . . .

Fluorescent microscope. Provides different f i lter combinations that can be easily changed to
acconmiodate various brightfield, darkfield or phase contrast transmitted light techniques. It
has a seiective light source, fluorescence system for maximum transmission and various filter
and objective combinations to meet specific requirements whi le using different techniques.
Used for research and routine medi ca 1 exami hat i ens.

UNIT OF HEIGHT UIDTH OEPTH UE[GHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 16 12 10 20 (b 1: 120 1 - HZ: SUITCH: DENT:

EA
HOUR :

cm: 41 31 25 9 kg 2: --- nla nla nla n/a
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L0142 6640 MICROSCOPE, FLUORESCENT, PHOTOGRAPNIC cc c.. .A . . . .

Fluorescent microscope. Provides different fitter ctiinations that can be easily changed to
accaan!odate various brightfietd, darkfield or phase contrast transmitted light techniques. It
has a selective light source, fluorescence system for maxim transmission and various filter
and objective ccmbinatians to meet specific requirements while using different techniques.
Used for research and routine medical examinations. Unit to be equip#ed with lighting and
exposure controls suitable for photomicroscapy. Provided with optional camera mount, and 35tTIn
camera back.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE ANPS HERTZ OEPEN- BTUs/
1SSUE : in: 16 12 10 20 lb 1: 120 1 - HZ: SUITCH: OENT: HOUR :

EA cm: 41 31 25 9 kg 2: --- n/a n/a n/a n/a

I 10145 6640 MICROSCOPE, TEACHING, MULTIPLE HEAD
I

CC C.. .A . . . .
I

Multiple head teaching microscope. Designed to acconmadate fran two to six viewers
simultaneous~y, providing each observer an identical image of the specimen with exact
orientation and intensity of the image. Magnification ranges from 4X to 100x and there is a
five-place nosepiece with knurled-edge gripping surface for easy rotation. The microscope
accepts 45mn filters and has other accessories availab~e for various configurations.

UNIT OF HEIGHT U1OTH OEPTH UEIGET VOLTS PHASE ANPS HERTZ OEPEN- BTUs/
!SSUE: in: 19 72 0 0 lb 1: 120 1 - HZ: ‘WITCH: DENT: HOUR :

EA cm: 48 182 0 Okg 2: --- tia n/a nfa n/a

L0146 6640 MICROSCOPE, TEACHING, MULTIPLE HEAD (5) cc c.. .A . . . .

Five head teaching micrascape. Oesigned to eccomnadate five viewers sinu~taneou sly,
providing each observer an identicat image of the specimen uith exact orientation and intensit)
of the image. Hagnificatian ranges from 4X to lOOX and there is a five-place nasepiece with
knur(ed-edge gripping surface far easy rotation. The micrascape accepts 45 Inn filters and has
other accessories avai~able for various configurations. To be used for conferencing,
training, and qwlity assurance applications in the lab and other clinical settings.

UNIT OF HEIGHT NIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 19 72 0 0 Lb 1: 120 1 - HZ: SUITCH: OENT: HOUR :

2A Cm: 48 182 0 0 kg 2: --- n/a n/a n/a nfa

I
L0150 6640 EVAPORATOR, VACUUM, AUTWATIC cc c.. .A . . . .

Automatic vacuun evaporator. The unit provides heating, cooling, vortexing and evaporation
either separately or in ccabination and acccmnodates standard tubes and vials. The heater
range is fran ambient temperature to 80 degrees C and is equipped with an electronic thermistor
sensor. San@e blocks provide vesse~s regardless of the position of the block. The vacutsn
control system minimizes the toss of asnples. Used for LC anaysis, drug screening, RIA and
electran microscopy.

UNIT OF HEIGHT W1OTH OEPTH UEIGHT VOLTS PHASE ANPS HERTZ DEPEN- BTUs/
i SSUE : in: 15 12 45 lb 1: 120 1 - HZ: SWITCH: DENT: HOUR :

2A cm: 38 30 ;; 20 kg 2: --- nfa nja rI/a n/a

L0155 6630 HEAT EXCHANGER/F ILTER, ELECTRN MICROSCOPE cc c.. BA . . . .

Heat exchanger/filter for electron micrascofx!. This is a closed loopcmling system used ta
stabilize temperatures in heat sensitive equipment and maintain t~rature. It can be used
for x-ray nuclear magnetic resonance spectrcineters, lasers ultra centrifuges and many more
Mater COOIA equipment items in the hea(th care facility.

UNIT OF HEIGNT UIOTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- 8TUs/
1SSUE : in: 34 21 33 340 lb 1: 120 1 20 HZ: SUITCH: OENT: HOUR :

EA cm: 87 54 84 154 kg 2: --- 60 NO NO n/a
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I L0160 I 6600 ] INFILTRATOR, VACUUM ICCC. .I. A....I

Vacuum inf i 1t rator tissue processor. The unit is computer control led and has a self-contained
cleaning system. A pressure/vacuum cycle is provided for better infiltration and exchange of
fluids. Used for specimen preparation for electron microscopes.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 50 20 24 264 lb 1: 120 1 - HZ: SUITCH: DENT: HOUR :

EA cm: 127 51 61 120 kg 2: --- n/a nja n/a nla

PROTEIN ANALYSIS SYSTEM CCC AA CB . . . .
I

Protein analysis system for use in the clinical [aboratory. System includes the Analyzer, a
keyboard and CRT, and a printer for logging out the results of anal ysis.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS ‘HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 lb 1:---

EA
HZ: SWITCH: DENT : HOUR :

cm: o 0 ; O kg 2: --- n/a n/a n/a n/a

E. 1. A, Analysis system for use in the clinical laboratory. System includes sa mple
management center, dynamic incubator and para 1 lel processing system.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS
1SSUE :

HERTZ DEPEN- BTUs/
in: 0 0 0 0 lb 1: --- HZ: SUITCH: DENT: HOUR:

EA cm: o 0 0 0 kg ‘2: --- n/a n/a nja n/a

E. I.A. ANALYSIS SYSTEM, BASIC m

BASIC E. 1. A. Analysis system for use in the clinical laboratory. System inclu des sample
management center, analyzer module, and plate washing system.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: O 0 0 0 lb 1: --- HZ: SUITCH: OENT: HOUR:

EA cm: o 0 0 0 kg 2: --- nla nla nfa nl a

L0211 6640 I
E. 1.A. PLATE READER/UASHER SYSTEM CCC AA ‘c B....

E. 1. A. plate reader and washer system for use in the clinical laboratory.

UNIT OF ‘HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 0 lb 1: ---

EA
HZ: SUITCH: OENT: HOUR :

cm: o 0 0 0 kg 2 :--- n/a n/a n/a n/a

] L0215 6640 HEMAGLOBI N AIc ANALYSf S SYSTEM CCC AA .B. ..H

Hemoglobin AIC analysis system test for the Alc component of hemoglobin which is a specific
cl inicat indicator used in tracking diabetes progress. System useaa utomated ion exchange
chromatography for specific analysis with C.V. S of 2%. After sample preparation and loading,
system wi I I process up to I DO samples per batch in a ~alk away mode.

UNIT OF HEIGHT UIDTH DEPT; ~ HEIGHT VOLTS PHASE AMPS
ISSUE:

HERTZ DEPEN- BTUs/
in: o 0 0 lb 1: --- HZ: SUITCH: DENT:

EA
HOUR :

cm: o 0 of O kg 2:--- n/a n/a n/a nl a
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I
LDWO 6660

I
ANALYZER, URINE, 9ASIC cc c.. .A . . . .

Basic urine analysis system. Autcmsated system provides 8 chemistries and specific gravity
ui th dry reagent. Unit requires only power connection. Unit is a benchtop instrment.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE ANPS HERTZ OEPEN- BTUs/
1SSUE : in: 17 32 32 0 lb 1: 120 1 3 HZ: SUITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2:, --- n/a n/a n/a n/a

I
109% 6640 ANALYZER, URINE, ADVANCEO

I
cc c.. .A . . . .

Advanced urine ana(ysis sfitem. Automated system provides chemistry and image analysis of a
batch of urinal sasples. Unit requires oniy power and a drain ccutn ection. Unit is a
freestanding workstation.

UNIT OF HEIGHT UIDTH OEPTH WEIGHT VOLTS PHASE ANPS HERTZ OEPEN- BTUs/
1SSUE : in: 57 64 30 0 lb 1: 120 HZ: SWTCH: OENT:

EA o 0 0 kg 2:--’- n/a
HOUR :

Cal : 0 n/a n/e tia

L 1000 6640 ANALYZER, BLOCO CHEN, AUTO, 60 SNPLS/HR cc c.. E8. ..A
I

Autcsnatic blood/chemistry anatyzer. It is a four parameter eiectro[yte analyzer. The unit
measures Na, K,C( concentrations using an ion selective electrode ad C02 concentrations using
differential pH. The anstyzer also accepts hole blood, plasma, serun ard urine. It has an
autcmatic calibration capability.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT WLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 23 32 22 lGO lb 1: 120 1 - HZ: SWITCH: DENT: HWR :

EA cm: 58 81 56 82 kg 2: --- n/a n/a Wa n/a

I L1OO5 6630 CHROMATC)GRAPH, GAS, GENERAL
I

cc c.. .F . . . .

Generat gas chromatography. Unit can access all types of co(ums and has a dual module
capability for ccabination of injection systems. [t is equipped with automatic or manual
sampling valves, prograrnmble temperature vaporizer, six detectors to choose frcsn, four
itiependent heated zones, tuo signal outputs and memory protection for 26 hours. The gas
chromatography operates in the range of 10-40 degrees Centigrade with a O-95% relative hunidity.
Used for packed or capittary colum chranatography.

UNIT OF HEIGHT W1OTH DEPTH UEIGHT VOLTS PHASE ARPS HERTZ OEPEN- BTUs/
1SSUE : in: 16 30 26 160 lb 1: 120 HZ: SWITCH: OENT:

EA 72 kg 2:--’- n/a n/a n/a
HWR :

cm: 40 76 61 n/a

P!L
6630

I
CHRC#tATOGRAPH, GAS, MJSS SPECT~ETER CC C.. .O. ..O

I

Gas Chromatography with mass spectcsneter. The unit provides sing(e or siawltaneous dual
channel operation, a range of injector and detector ccabinations, a fut[ color display unit am
a visua( conparasion of sanp(es internally or externally. There are several injectors and
detectors to choose frcin.

UNIT OF HEIGHT UIOTH DEPTH WEIGHT VOLTS PHASE ANPS HERTZ OEPEN- BTUs/
1SSUE : in: 29 20 160 lb 1: 120 20 HZ: SUITCH: OENT:

EA 73 : 50 72 kg 2:--’- n/a n/a n/a
HOUR :

cm: n/a

O?,,
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L1015 6630 CHROMATOGRAPHY, LIQUID cc c.. .F . . . .

Liquid chromatography. The unit can accommodate up to 3 detectors. It provides low dispersion
characteristics for short and narrow co[unns, UV/VIS detection, sing(e or dual channel
integration micro sampl i rig from lm,l to 10ml , a single ,pump with high pressure gradients and
wavelength change detect ion f ram 190ran to 700mn.

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 30 lb 1: 120 1 - HZ: SUITCH: OENT : HOUR :

EA cm: : ;; E 13 kg 2: --- n/a n/a n/a n/a

~ L102O 6630 CHROMATOGRAPHY, ION cc c... ,. F....

Ion chromatopraph. Capabi t ities/components include automatic compensation for different
carrier samples, multi 1 i near temperature progransnabi 1 ity, 4 isothermal plateaus and injectors
and detectors. It operates in the temperature range of 100-450 degrees C. The injection ports
accept l/8’~ and 1/4]0 columns and glass on-column. I t has two auxi 1 i ary head zones and manua 1
or automatic pneumatic controls.

UNIT OF HEIGHT U1OTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- 6TUs/
1!Y3UE : in: 30 34 27 162 lb 1: 120 1 - HZ: SWITCH: OENT: HOUR :

EA cm: 77 85 69 75 kg 2:--- n/a nla nla nja

E 6420’ ANALYZER , CHEMISTRY, DRUG SCREENING ,C cc.. .C . . . .

Drug screening analyzer. 1 t is a random access chemistry analyzer system. The systems
capabi ( i ties/components include 23 test channels. Over 600 tests per hour, it accepts sample
volumes from 2ml to 20mL, fluorescence/I ight scatter. Used for measuring elect ro lytes, rout i ne
chemistries, special proteins, therapeutic drug nmitorin9, EIA and f lourescence iranunoassay
applications.

1
a

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 51 47 30 650 lb 1: 208 1 - HZ: SUITCH: DENT: HOUR:

EA cm: 130 119 76 295 kg 2: --- nla nla n/a n/a

~ L103O ; 6630 ANALYZER , CHEMISTRY, STAT cc c.. EB. ..A

Stat chemistry analyzer. The unit performs tests in 3 1/2 to 10 minutes. The test parameters
are serum, urine and CSF. The unit performs over 37 routine tests. The analyzer can process
100 samples at a time with a maximum analytical rate of 600 tests per hour. It is used for
electrolytes, blood hamatocri t and other routine chemistries.

UNIT OF HEIGHT UIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 45 43 29 650 [b 1: 120 1 - HZ: SUITCH: DENT: HOUR :

EA cm: 114 110 74 259 kg 2:--- nla nla n/a n/a

L104O 6630 SPECTRCJ4ETER , I NFRAREO, S1 NGLE BEAM cc c.. .F . . . .

infrared Sing’le Beam Spectormeter. Characteristics/components inc!ude hn beam size, LiTa03
and temperature stabi I ized FR-DTGS detectors, scan time from 4 sees at 4 cm-1, and scan range
from 7800 to 350 cm-1.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/

1SSUE : in: 17 31 24 94 lb 1: 120 1 15 HZ: SUITCH: DENT: HOUR :

EA cm: 42 80 62 43 kg 2:--- 60 NO YES n/a
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IL1050 Uo
I

CYTOFIETER, FLOW, CLINICAL LABORATORY cc c.. BF. .AF
I 1

F 10U cytometer. This is e dual Laser system(Argon and Krypton lasers) for conjugated
antibodies and cetl cycle analysis using DNA probes. The unit includes 3-4 color
innxrnof iuorescence ana(ysis, seven paramters, f ive detectors, 90 degree ( ight scatter, a
choice of sense- in-air or sense-in-quartz f tow cel is and advanced coiqwter control ted and rapid
cell sorting. Used for AIDS diagnosis, DNA and chromoscune analysis, cytogenetics, and other
innunological and research applications.

UNIT OF HEIGHT U1OTH OEPTH UEIGHT VOLTS PHASE AHPS HERTZ OEPEN- BTUs/
ISSUE: in: 20 71 30 250 [b 1: 120 HZ: SUITCH: OENT:

113 kg 2:--’- n/a n/a ~a
HOUR :

EA cm: 50 180 76 n/a

I L1055 6640 CYTCUETER , FLW, ADVANCED LABORATORY
I

cc c.. BF. .AF

FtobI cytometer. This is a dual laser system(Argon ad Krypton (asers) for conjugated
antibodies and cell cyc(e analysis using DNA probes. The unit includes 3-4 color
inmnofluorescence anatysis, seven parameters, five detectors, 90 degree light scatter, a
choice of sense-in-air or sense-in-quartz flow cells and advanced coaputer controlled and rapid
celt sorting. Used for AIDS diagnosis, ONA ard chromosmne analysis, cytogenetics, and other
innundogical and research applications.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE ANPS HERTZ OEPEN- BTUs/
1SSUE : in: o 0 0 0 (b 1: 120 1 - HZ: SUITCH: OENT:

EA
HOUR :

cm: o 0 0 0 kg z: --- nla n/a Ma n/a

ILI06D 64$0 SCREENING OEVICE, CYSTIC FIBROSIS cc c.. .A . . . .
I

Cystic fibrosis analyzer. The unit characteristics/corrponents include a readout in mEq/1 on a
2knL sample size, an ana[ysis in less than one minute, for analysis capacity of up to 10
complete patient cycles per hour, analyzer ra~e 0-200 tiq per liter and a pilocarp
stimulator. Hostly used in pediatrics clinics for iontopitoresis and analysis.

UNIT OF HEIGHT NIDTH DEPTH UEIGHT VOLTS PHASE AUPS HERTZ DEPEN- BTUs/
1SSUE : in: 5 9 8 9 tb 1: 120 1 -

2A
HZ: SUITCH: OENT: IIOUR :

cm: 13 23 20 & kg 2: --- n/a n/a n/a nla

L107O 6640 ANALYZER, BUN, OISCRETE cc c.. .A . . . .

Oiscrete bun analyzer. The unit characteristics incide btood, urea and nitrogen
measurements, sample volune 10ml with 67 sanples per hour capacity, autanatic fill and drain
cyc[es and readout sanpies in mg/dL or mnol/L. Used to analyze serun or plasma. I

UNIT OF HEIGHT UIOTH DEPTH NEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 40 (b 1: 120 HZ: WITCH: OENT:

:; 2 % 18 kg 2:--’- n/a n/a n/a
HOUR :

EA cm: nla

11075 BATH , CRYOPRECIPITATE THAWING (+4 DEG C)
I

cc c.. .0 . . . .

17 gallon cryoprecipitate thauing wMer bath. Unit designed to operate at plus 4 degrees
centigrade for thawing units of cryoprecipitate in the blocd bank. Un it inciudes both heatin~
(650 uatts) and coolingsystems (1/4 HP) to maintain a constant temperature plus or minus 0.02
degrees cent i grade around a plus 4 degre e centigrade operating temperature. Unit inc [udes
dual stage circulating ptmp to maintain a uniform temperature throughout the tank.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISWE: in: 34 24 22 0 lb ?: 120 10 HZ: SUITCH: DENT:

O kg 2:--’- n/a n/a
HOUR :

EA cm: o 0 0 n/a n/a

e..,:,~!
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a

L108O Wo ANALYZER, CHEMISTRY , MULTI CHANNEL cc c.. BA. ..E

Laboratory chemist ry analyzer. The unit is capable of up to 23 chemistries including
etecrolytes by ISE. The analyzer can perform any combination of tests, panels or stats on a
given sample. The unit has autoinetic fJC and maintenance functions. The instrument is
prograinnable for up to 400 patient samples.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 40 42 31 770 (b 1: 120 1 30 HZ: SUITCH: DENT: HOUR :

EA cm: 102 107 79 349 kg 2: --- n/a nla n/a n/a

LI085 6625 ANALYZER , COAGULATION, AUTOMATIC cc c.. .A . . . .

Automatic coagulation analyzer. The unit performs on-site blood coagulation tests,
prothrombin time(PT), and partial thrombop(astin time (PTT) tests on whole blood or plasma
samples. The analyzer employs both single and duplicating or stat testing capabi ( i ties.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 16 27 22 113 [b 1: 120 1 - HZ: SUITCH: DENT: HOUR :

EA cm: 42 70 57 51 kg 2:--- nla nla nla n/a

LI090 CELL WASHER, FROZEN BLOOD DEGLYCEROL 1ZER ‘c cc.. .B . . . .

I Automated cel 1 washer designed to deglycerol ize frozen packed red ce( (s. Used i n the blood
bank and at frozen blood depots to prepare frozen cel 1s for administ ration to patients. I

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 72 13 28 120 lb 1: 120 1 - HZ: SUITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2:--- n/a n/a n/a nla

*
CELL SAVER, AUTOLOG~S BLDOD RECOVERY

Auto logous bled recovery system, a [so known as a ‘tCel 1 Saver. 11 Usad in the Ope rating room
and laboratory to wash extravascular blood free of debris, clots, etc. , to make the blood safe
for reinfusion into the patient.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 41 18 24 265 lb 1: 120 1 - HZ: SUITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- n/a n/a n/a nla

LIIOO 6630 METER , PH cc c.. .A . . . .

PH meter. The units capabi 1 ities/characterist ics include ion analyzer capabi I ity, provides
measurements of pH, temperature, MV and others. The unit includes self-diagnostics and an
automatic buffer recognition and a gel-f i 1 lad electrode. Used for direct measurement of
act i vi ty concent rat i on.

[

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 5 10 5 lb 1: 120 1 - HZ: SWITCH : DENT: HOUR :

EA ~ cm: 12 25 ;: 2 kg 2: --- n/a n/a n/a n/a

IL1105 6640 CO- OX I METER cc c.. .A . . . . “

Co-ox i meter analyzer. The unit caculates hemoglobin/oxygenation concent rat i ons. The
ana 1yzer character st i es/components i nc lude a sample readout in at least 6 seconds, dual beam
optics and a hot low cathode Lap 1 t is used to ca Iculate oxygen content, capacity, measured
saturation and correlates c~osely with reference methods.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 14 20’ 52 lb 1: 120 1 - HZ: SWITCH: DENT: HOUR :

EA cm: 35 i; 52 23 kg 2: --- n/a nla nia n/a
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L111O 6630 PHORESIS UNIT cc c.. OF. ..O
, 1

CytO/pl asma phores is processor. Also ca~[ed a blood cell separator or a b~ood ce(( processor.
The unit washes cel (S to eliminate debris and f (uids frcm the blood components. It processes
the cel 1s through a centrifugal action that al (ON separation of the coqonents. Used for
various studies ad analysis throughout the faci ( ity.

UNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE : in: 38 18 30 430 lb 1: 120 - 15 HZ: SWITCH: OENT: HOUR :

EA cm: 96 46 ~ 195 kg 2: --- 60 NO NO n/a
J

I
L1112 UELDER, PVC BLOOD TUB I NC, STERILE PROCES cc c.. .B . . . .

PVC blood tubing welder used to provide custarr, steri le connections for blood cot lection units
and for regermination of apheresis collection units.

UNIT OF HEIGHT U1OTH OEPTH UE!GHT VOLTS PHASE AMPS HERTZ DEPEN- 8TUs/
lSSUE: in: 8 10 10 14 tb 1: 120 1 1 HZ: SWITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- n/a Wa n/a n/a
t

L1115 6630
I

ANALYZER, liEHATOLDGY, OIFFERENTIAL, AUTO
I

cc c.. DF. ..D
1 I

,
I L1120

Automtic hematology courtter/analyzer. The ana(yzers characteristics/cupnents include the
measurement of eight hematology parameters as uell as platelet counts, auto-rinse cycle betueer
analysis, minimun specimen requirement of 100 micro liters, readuut results in 40 sees,
auttmratic calibration and capable of computerized differential counting and manual verification
of results. Used for hematology analysis.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 21 37 100 [b 1: 120

EA
HZ: SUITCH: DENT:

53 9s :$’ 45 kg 2:--’- rt/a
HOUR :

cm: n/a n/a n/a

6630
I

ELECTRDPHORESIS, GENERAL
I

cc c.. .A . . . .

Generat purpose eiectro@oresis work center. AL( of the etectrophoresis chanbers,
elect rophoresis leads, incubator, drying oven, power supplies ad staining dishes shall be
conbined into a single c~ct work center. The unit will have carbon graphite electrodes for
better charge distribution, temperature controi to 45 degrees C. and variable vo(tage settings
from 50 to 300 Volts. It is used in research and diagnostic laboratories for various studies.

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 7 19 21 351 Lb 1: 120 1 -

EA
HZ: WITCH: DENT: HOUR :

cm: 19 69 53 15 kg 2: --- nfa n/a n/a n/a

I L1125 6630 ELECTROPHORESIS, THIN LAYER cc c.. .A . . . .

Thin iayer eiectrophoresis apparatus. The unit is complete with ail accessories to cast and
run agarose cells inctuding main chamber. Used in the laboratory for protein determinations.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: o 0 0 0 lb 1: - HZ: SUITCH: OENT: HOUR :

EA an: o 0 0 0 kg 2: 120 -’ - tia n/a n/a n/a

I L1130 6640 t DENSITOMETER, SCANNING I CC C.. .A . . . . I 1

Scanning densitometer. This is a high capacity, fuily autcasated unit. The unit can
acctmrmdate routine media, agarose film, cel(ulose acetate, TLC plates and fluorescence
uavetengths. The carrier can accept media up to 150mtn and run up to four tests and analyze 64
scans in 12 minutes. Us4 for etectrofhoresis scanning.

UNIT OF HEIGHT WIDTH DEPTH NEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
ISSUE: in: 12 23 21 57 lb 1: 120 . ;2: SWITCH: OENT:

23 kg 2:--’- nfa
HWR :

EA cm: 27 52 47 nfa n/a tia
1 I 1 I I
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LI160 6640 DENSITOMETER, BLOOD cc c.. .A . . . .

Blood densitometer. The characteristics include automatic computer capabilities automatic
calibration and scanning. The densitometer has a fluorescence lamp, two detectors, shatl scan
all standard media at a rate of 1 per 6 seconds and have a capacity of up to 30 fractions per
sampie. It can be used to handle both calorimetric and flourometric procedures.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 12 23 21 57 lb 1: 120 1 4 HZ: SUITCH: DENT: HOUR :

EA cm: 27 52 47 25 kg 2: --- nla nla n/a n/a

l.-E!!-
6640 DILUTOR, 1:25 DILUTION, 8-1/2x4-3/4X5 cc c.. .A . . . .

Pipetter/Di luter. It has a sample volume of 20 micro liters and a diluent volme of 5 ml and
is compatible with most caustic lab solutions such as HCL, H2S04 glacial acetic acid,
cholesterol reagent, total lipid reagent and a vast number of other corrosives. Each
instrument is precisely calibrated to assure dilution accuracy at?d reproducibility with in 1%.
The system also has a factory preset vo(ume ration, cyc[e light indicates when units are ready
to sample or dispense hand has a reagent draw-back feature that prevents sample reagent mixing
inside the pipet after the dispensing cycle. This is a precise automatic instrument for
sampling and dispensing. used for hemoglobin determinations, and other required dilutions,.

UNIT OF HEIGHT UIOTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 10 14 81 lb 1: 120 1 5 HZ: SWITCH: DENT: HOUR :

EA cm: 26 1; 5 36 kg 2: --- 00N0 YES n/a

~ L1181 6630 HEMAGLOBINOMETER, 10-1/2x22x5-3/4 cc c.. .A . . . .

Hemoglobinometer. This is a modular unit for determination of hemoglobin in grams /100/ml.
The unit provides automatic rinse and self-blanks between samples and has a cuvette capacity of
3m[ with a range of O to 30GM at 1:251 dilution and O-6GM at 1:501 dilution. Used for *

determination of hemoglobins.

UNIT OF HEIGHT UIOTH DEPTH ~ WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- 13TUs/
ISSUE: in: 10 5 22 0 tb 1: 120 1 - HZ: SWITCH: DENT: HOUR :

EA cm: 27 15 56 O kg 2: --- nla nla n/a n/a

ELI182 6640

Refractometer. Characteristics/ components include an accommodation of liquids, solids,
solids-in-liquids and powders, temperature measured at interface of samples, photosensors
measurement, automatic calibration, multichannel progran?ning, an accuracy of +/- .0001
refractive unit and automatic temperature compensation. Used for glucose and urine refractive
indexes.

UNIT OF HEIGHT WIDTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 7 16 lb 1: 120 1 - HZ: SWITCH: DENT: HOUR :

EA cm: 18 ;! :t 7 kg 2: --- nla n/a n/a nl a

6620

Discrete glucose analyzer. Characteristics include sample volume of 10 micro litersr
measurement principle of the oxygen rate method, throughput of 67 samples per hour and a
glucose va!ue disp[ayed in mg/dl. This is a self contained system with automatic fill and
drain cycles. Used for glucose analysis of serum plasma or saiiva samples.

UNIT OF HEIGHT U1OTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 15 14 11 23 lb 1: 120 1 1 HZ: SWITCH: DENT: HOUR :

EA cm:, 38 35 28 10kg 2:-”- n/a nl a n/a n/a
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Ll190 6630 OSMOMETER
I

cc c.. .A . . . .
1 1

Osmometer. Characteristics/components include semi -automatic operation, measurement of
osmolality of 0.2ml sanptes, accuracy to (+/-) 0.5%, teirperature controlled liquid freezing
bath, flow-through cel t assenWy and high sped testing capabi t i ty. Used to determine precise
concentration of solute particles for urines, urea, free water clearances, electrolyte studies,
serun and other a~i i cat ions.

UNIT OF HEIGHT UIOTH OEPTH NEIGHT VOLTS PHASE AMPS
ISSUE :

HERTZ DEPEN- BTUs/
in: 15 65 Lb 1: 120

EA 2 38 2:
HZ: SWITCH: DENT:

30 kg 2:--’- n/a n/a nfa
HOUR :

cm: nfa

I L1200 6&o
I

CABINET, SPECIMEN, PASS THRU, CRS AA A.. . . . . . .

Pass-through specimen cabinet. The unit has a sight-proof interlocking door that permits only
one door to open at a time. It also includes a removabte spilt tray, corrosion resistant
stainless steel uelded construction with seamless corners and burr-free edges and is ab[e to
adjust to wall thickness between 3-6 inches. UscKl for passage of specimens from patient area
to laboratory.

UNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 0 lb 1: --- HZ: WITCH: OEN7:

2A ;; :: 1;
HOUR :

cm: O kg 2: --- Ma Wa n/a n/a

IL1300 66400016S1180 CENTRIFUGE, SMALL, BLOOD TYPING, 2SPD
I

CC C.. .A . . . .

sma~( laboratory centrifuge. The unit’s speed is continuosiy adjustable from 1000 - 4750 RPM
al iowing both regular and delicate centrifugation. lt has a brake to allow a conplete stop in
10 sees, O to 30 minute timer, interchmgeab(e heads and can acctsmnodate up to 24 X 15 tubes.
Used for b~ood grouping and cross matching.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- 8TUs/
ISSUE: in: 53 lb 1: 120 HZ: SWITCH: DENT:

2A : :: :: 24 kg 2: - .’ -’
HOUR :

cm: n/a n/a n/a Wa

L1350 6640004129450 CENTRIFUGE, TABLE, SMALL, O-3K RP14,6PL CC C.. .A . . . .

Smatl tabte centrifuge. Characteristics/components include a speed range up to 3200 RPPI,
steel guard boul, eiectric motor, speed controlled by a dial rheostat, a six place trunnion
head to accommciate IS m{ tubes contained in metal shields with ruMer cushions, rtuzbered tube
slots and a safety cap. Used in 0 laboratory for general purpose centrifugation of samples.

UNIT OF HEIGHT WIDTH OEPTH NEIGHT vOLTS PHASE ARPS HERTZ OEPEN- BTUs/
ISSUE: in: 10 11 15 lb 1: 120 1 - HZ: SWITCH: OENT:

EA 25 28 ;;
HOIJR:

cm: 6 kg 2: --- rtfa n/a n/a nla

l.LE-
6640002999835

I
CENTRIFUGE, HICROHE144CRIT, 24 TUBE

I
cc c.. .A . . . .

I

)licrohematocrit centrifuge. Characteristics/ccqxxtents inclde speed up to 1300 RPM, a fiat
head to accommodate 24 capil[ary tubes, electronic automatic timer that times from 2-15
minutes, buiit-in precise hematocrit scale and a rermvable carrying tray. Used for
determination of hematocrits.

UNIT OF HEIGHT UIOTH OEPTH NEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE : in: 22 lb 1: 120 HZ: SWITCH: DENT:

EA 2: : ;: 10 kg 2: - -’ -’ n/a
HWR :

cm: n/a n/a n/a
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‘rL1500 6640004129008 I CENTRIFUGE, MEDIUM DUTY, 50x28x33 ICCC. .I. A....I I

Laboratory cent r i f uge. This is a medium to large capacity unit with an operating range of
-20 - 40 degrees C. It permits running samples at body temperature. It a[so ‘has a rotor
imbalance detector and an auto-shut down capabi li ty if the rotor load is out of balance. The
unit is constructed of stainless steet chamber ~ith a rear exhaust and is a 10M heat output
unit. Used in Laboratories to spin samples for further analysis.

UNIT OF HEIGHT WIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 50 28 33 558 lb 1: 120 1 5 HZ: SWITCH: DENT: HOUR:

EA cm: 127 71 84 253 kg 2: --- n/a nla n/a n/a

L1502 26640 CENTR 1 FUGE , TABLETOP cc c.. .A . . . .

Tabletop lalwratory centrifuge. This unit has a variable speed range of 1500 to 13000 RPM.
It includes a no brake option al lowing rotor to spin to a gradual stop as wel 1 as the
capabi 1 ity to enter combinations of time and RPM into the memory, a door lock safety system.
Heads accommodate a wide variety of tubes and can accommodate up to 108 tubas. Used in
laboratories to prepare samples for further analysis.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 13 22 14 25 lb 1: 120 1 2 HZ: SUITCH: DENT: HOUR :

EA cm: 33 56 37 11 kg 2: --- n/a n/a n/a nla

L 1660 6640 CELL UASHER/CENTR1 FUGE, 34-1/2X13X15-l/2 ,C cc.. 1 A....

Combination cel 1 washer and centrifuge. The unit has two fixed speeds of 3600 or 12000 RPM.
It is a microprocessor control led unit with a programmable memory that can hold up to four wash
cyc I es. It has a built-in peristaltic pump with a drain, dual angle rotor, low saline level
alarm and uses 10 X, 75tmn or 12 X 75mn tubes. Used for compatibility testing, cytologica~
studies and other Laboratory applications.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTus/
ISSUE: in: 23 14 15 45 lb 1: 120 1 6 HZ: SUITCH: OENT: HOUR :

EA cm: 59 36 40 20 kg 2: --- n/a nla nla n/a

E 6640 CENTRIFUGE , REFRIGERATED, F/S, 37x34X32 cc c.. .C ..,.

Refrigerated centrifuge. This is a floor standing unit with a solid state speed control
system that has speeds ranging from 150 to 6000 RPM. Other characteristics include a
temperature range of -40 to +60 degrees C., dual range digital timer, rotor imbalance
detection, a programmable memory and a dynamic brake with three deceleration rates. The unit
also has a refrigeration system that consists of a low maintenance ccsnpressor and a coi 1
wrapped insulated guard bail. Used in laboratories for processing heat sensitive sampies.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 48 35 37 727 lb 1: 208 1 30 HZ: SUITCH: OENT: HOUR :

EA cm: 121 89 94 330 kg 2: --- n/a n/a nla nla

k!E_ 6&0 CENTRIFUGE, REFRIGERATED, BENCHTOP cc c.. .A . . . .
I

Refrigerated benchtop centrifuge. Characteristics/components include a 30 minute timer, an
atuninum 1811 diameter chamber, an automatic door interlock, an itilance detector, a
setf -ba lanci ng drive, temperature range from -5 to 25 degrees C., 1/3 HP-com?pressor, chamber
wrapped uith direct-coil copper tubing providing precise temperature control and it has a
maxiti capacity of 4 X 250 ml. Used in laboratories to prepare sanples for further analysis.

UNIT OF HEIGHT UIOTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/

lSSUE: in: 36 30 22 66 lb 1: 120 1 2 HZ: SWITCH: OENT: HOUR :

EA cm: 92,7666 0 kg 2: --- nla nia ri/a n/a
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L1690 6640 CEMTRI FUGE , SEROLOGICAL, 2SP0, 11HX1501A cc c.. .A . . . . 1
Serological centrifuge. The unit is a two speed fast accelerating and braking centrifuge. It
uti (izes a swinging bucket rotor with inserts that have a capacity of 160- lRIL to 4- 150mt tubes.
The unit’s msximun speed is 10300 RPM. lt is designed for genera~-purpose serological
applications with blood and urine.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTus/
1 SSUE : in: 15 16 38 lb 1: 120 1 1 )lZ: SNITCH: DENT: HOUR :

EA cm: i; 38 41 17 kg 2: --- nfa n/a nfa n/a

IL1750 6640004129300 CENTRIFUGE, HEAW DUTY, 50x28x33 cc c.. .0 . . . .

Heavy duty laboratory centrifuge. Characteristics include a (arge sample capacity with
multipurpose capabilities, msxinun speed 6000 RPM, maxinun vo(une of 6000 ml and a choice of
three deceleration rates. Used in laboratories to prepare sanp(es for analysis.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE NIPS HERTZ OEPEN- BTUs/
ISSUE: in: 2923 205 Lb 1: 120 1 1 HZ: SUITCH: OENT: UOUR :

EA cm: :; 73 59 93 kg 2: --- nfa tia n/a nfa

L1770 6640 ULTRACENTR I FUGE cc c.. .8 . . . .
I

U1 tracentri f uge. The unit handles tubes from 0.2M1 to 3.5ml, has a progranntable memory for
repeat of select runs and has selectable acceleration and deceleration rates. It operates in
the range from 2-40 degrees C. The unit has a digital timer, and electronic door locking
mechanism. The maximuu speed is 100,000 RPM. Applications range frctn use as a sin@e
pelleting device to the quantitation of molecular species by sedimentation equi(ibriun
measurements.

UNIT OF HEIGHT UIOTH OEPTH NEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 21 29 23 205 [b 1: 120 HZ: SUITCH: OENT:

93 kg 2:--’-
UOUR :

EA cm: 53 73 59 nla n/a n/a nla

L1 780 6640
I

CENTRIFUGE, CYTOLOGY, 20K RPM cc c.. -A . . . .

Cytocentrifuge. The character istics/c~nents inctude a specimen chantw designed to avoid
s~ide damage, fluid path for premature absorption and a disinfectant tank for prevention of
pathogenic aerosol. The unit has a maximun speed of 20,000RPM. Used for ce(l sedimentation
and dispersion on a glass slide and other (aborotory applications.

UNIT OF HEIGHT WIDTH OEPTH US I GHT ~LTS PHASE AMPS HERTZ OEPEN- BTus/
1SSUE : in: 39 lb 1: 120 1 - HZ: SUITCH: OENT: HOUR :

2A cm: 2:. ;: :: 18 kg 2: --- n/a n.la nla nla

L1930 6630 ANALYZER, PH/ELU20 GAS CC C.. .A . . . .
I

PH/blood gas analyzer. The unit has a PM, PC02 ad P02 e[ectrode and performs calculations
for C02, HC03, and base excess. Characteristics of the unit include an automatic calibration
capability, measurement ranges of 6.4 to 8.0 for PN, O to 800 mn)fg for P02 and 8.0 to 200.nwnHg.
for PC02, an analysis time of kO seconds. Used in (laboratories for severak @i/blood gas
determinations.

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTus/
ISSUE: in: 15 18 21 72 Lb 1: 120 1 2 HZ: SWITCH: DENT: HWR :

2A cm: 37 47 54 32 kg 2: --- nja nJa nla nfa

o
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B(ood/gas analyzer. The unit measures for pH, P02, and PC02 using a standard sample of 90
micro liters or greater. A measurement range of 6.4 to 8.0 for pH, 8 to 200srnHg for PC02 and O
to 800 mnlig for P02 is accomncdated by the unit. Used in laboratories to measure blood gas
parameters of patient samples. System to provide for the measurement of pH, pC02, p02, BP,
tHb, NA+, K+, arid CL- or CA++. Calculate tC02, 02 Sat, CT, HC03 (act & std), BE (w, vt), Hct,

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 15 22 20 ~ 71 lb 1: 120 1 1 HZ: SUITCH: DENT: HOUR :

EA cm: 40 56 ‘51 32 kg 2: --- n/a n/a n/a n/a

L1950 6640 DEMINERALIZER, WATER, F/MNTD,l/2-3GPM AA A.. BA . . . .

Floor mounted uater damineralizer. The unit has a one half to three gpm capacity. It has two
beds, automatic calibration, purity meter, recirculation pump and disposable cartridges. The
system continuously recirculates to discourage growth. Used to produce high purity water for
laboratory use.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTLJs/
ISSUE: in: 35 24 25 56 tb 1: 120 1 - HZ: SUITCH: DENT: HOUR :

EA cm: 90 61 65 25 kg 2: --- nla nla n/a n{a

1
Water deminera[izer. The unit produces 24 liters per hour and has an automatic temperature
compensated purity monitor. A cartridge replacement signal is detectable when the cartride
resistance reaches 50,000 ohm/cm. The unit also has a drain valve. Used to provide reagent
grade water in applications where feadwater is reasonably pure.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : ; in: 25 10 7 26 lb 1: 120 1 - HZ: SUITCH: DENT: HOUR : 9

EA cm: 65 27 19 12 kg 2: --- n/a nla nla n[a

rL2050 6640 ORYER, GLASSUARE, ELEC, 2D0, 69x42x48 AA A.. It . . . .

Double door pass through electrically operated glassware dryer. The unit is made of stainless
steel, has an automatic timer, adjustable thermostatic controls, a temperature range to 191
degrees C., radiant heat ,panel and dual air intakes with replaceable filters. Used to dry
laboratory glassware after cleaning.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUSI
ISSUE: in: 69 42 48 625 lb 1: 208 3 50 HZ: SUITCH: DENT: HOUR :

EA cm: 175 106 121 283 kg 2: --- n/a n/a n/a n/a

ORYER, GLASSUARE, ELECTRIC
1

Electrically heated glassware dryer. The unit is constructed of stainless steel, has an
adjustable automatic or manual timer and operates to a temperature of 325 degrees Fahrenheit.
It has a hot air circulation and exhaust system with a drying compartment that is 25”U X 23”L.
Used to dry glassware and non heat sensitive parts in the hospital.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
; ISSUE: in: 42 36 625 lb 1: 208 3 35 HZ: SUITCH: DENT: HOUR :

EA cm: 1; 106 94 283 kg 2: --- nla n/a nl a n/a
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L2100 6640 ORYER, GLASSUARE, ELECTRIC, 92N39x31 AA A.. .C . . . .
I

Electrical ly heated glassware dryer. The unit is made of stainless steel with adjustable
thermostat ic controls and a temperature range f rcun hi ent to 180 degrees centigrade. It is a
25 cubic foot capacity. I t is usad to dry giassware and parts in a hospita~.

i
UNIT OF HEIGHT UIDTH OEPTti UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 92 39 31 720 lb 1: 208 - 15 HZ: SWITCH: OENT: HCUR :

EA cm: 183 76 51 330 kg 2: - 3- nla n/a n/a 2,800

L2101 6640 ORYER , GLASSUARE, STEAM, 77X39- 1/4t36.9 AA A.. .C. A..

Steam heated g (assware dryer. The unit is made of stainless steel, has automatic controls,
adjustable shelves atd can achieve a temperature of up to 200 degrees cent i grade. Must specify
left or right hand hinge on door. Used in laboratories for drying giassware and parts.

UNIT OF HEIGHT UIOTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 77 40 37 700 lb 1: 208 3 10 HZ: SUITCH: OENT: HOUR:

EA cm: 196 122 94 317 kg 2: --- nfa tia n/a n/a

L2130 6640 ORYER , GLASSUARE, STM, P/THRU, 77X39X36 AA A.. IC. A..
I

Oohle door steam powered pass through cabinet mountedglassware dryer. The unit is
freestanding, made of corrosion resistant stainless steel with a drying chantw that is
55HX33UX31O. It has four adjustable shelves, autmatic controls and can achieve a temperature
of 200 degrees centigrade. Used in laboratories and central processing departments for drying
giassware and other parts.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 77 39 37 700 lb 1: 208 3 10 HZ: SUITCH: OENT: HOUR :

EA cm: 196 100 94 317 kg 2: --- n/a n/a Wa n/a

L2160 6640 DRYER, GLASSUARE , ELEC, CRS,4SH,65X32X33 AA A.. IC. ..E

Cabinet mounted electric powered glassuare dryer. The unit has a drying chanber that is
55 HN33UX31O ui th four adjustable corrosion resistant she~ves. 1 t also has automatic Contro(s,
a motor driven blower, a 4’! diameter chanber vent and a temperature range of 10-190 degrees
cent i grade. Used to dry glassware and other parts fran laboratories and other areas of the
faci[ity.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN - BTUs/
ISSUE: in: 65 32 33 560 [b 1: 208 3 30 HZ: SUITCH: OENT: HOUR :

EA cm: 165 81 83 253 kg 2: --- nfa n/a n/a nfa

L2170 6640 ORYER,GLASSUARE, ELEC, P/T HRU,4SH, 77X36X3l AA A.. It . . . .

Two door cabinet mounted e{ectric powered pass though glassware dryer. It has autcmatic
controls, a motor driven blower and a 4 inch chanber vent. I t is used to dry glassware from
the laboratory or other utensi 1s from throughout the faci ( ity.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: ~ 36 31 625 lb 1: 208 3 30 HZ: WITCH: DENT: HOUR :

EA cm: 196 94 78 283 kg 2:””- n/a nfa n/a 5,000

0,,::
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I L2191 6525 I CALIBRATOR, RADIOISOTOPE, I7HX1OUX8D ICCC. .I. A....I I

Radioisotope dose cat ibrator. The characteristics/components include a self test feature that
verifies the operation of the entire unit, cent i nuous or on demand activity measurement,
0.1-199.9 micro Curie resolution range, response time less than 5 seconds, a hermetical ly
sealed pressurized argon ionization chamber and an accuracy of + or - 0.5%. Used to ensure the
dose rate of the radioisotope prescribed.

UNIT OF ! HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 60 lb 1: 120 1 1 HZ: SUITCH: DENT:

:; ;! 2:
HOUR:

EA cm: 27 kg 2: --- nla n/a nla n/a

L2192 4460 PURIFIER, AIR, CLNG OR U/MNTD, 21x23x12 AA A.. .A . . . .

I L2200

F

Air purifier. This is a commercial type wall mounted unit. It has the capability to clean
10,000 cubic feet of area. It also has a variable speed control and a charcoal filter. Used
in the faci 1 ity anywhere that odors need to be removed from the air.

UNIT OF HEIGHT UIOTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 21 23 45 lb 1: 120 1 2 HZ: SUITCH: DENT:

53 58 i;
HWR :

EA cm: 20 kg 2:--- nla nla nja nla

6640 HOOD, FUME, F/S AA A.. lF. ..E

Floor standing fume hood. The unit is constructed to fit the area size as required. It wi 11
include a fluorescent I ight fixture, blower switch with pi lot tight, at least one duplex
receptac~e, a cup sink and shal 1 be acid resistant. The minimum average face velocity shal i be
100 fpm. It Includes a steel framed safety glass sash resistant to heat of up to 71 degrees
centigrade. Static pressure loss is not to exceed 0.22 inches. The fune hood also has
adjustable baffles. Other custom options are available. Used in laboratories to prepare
samples requiring the use of toxic and or flamnable materials.

lJN I T OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
lSSUE: in: 84 48 41 0 tb 1: 120 1 - HZ: SUITCH: DENT: HOUR :

EA cm: 213 122 104 0 kg 2: ..- nla n/a n/a n/a

6640 HOOD, FUME, F/S, E/P

Floor standing fume hood. The unit is constructed to fit the area size as required. It wi 11
include a fluorescent 1 ight fixture, blouer switch with pi [ot 1 ight, at least one duplex
receptacle, a cup sink and shal 1 be acid resistant. The minimum average face velocity shal 1 be
100 fpll. It Includes a steel framed safety glass sash resistant to heat of up to 71 degrees
centigrade. Static pressure loss is not to exceed 0.22 inches. The fume hood also has
adjustable baffles. Other custom options are available. Used in laboratories to prepare
samples requiring the use of toxic and or flamnable materials. Unit shall be explosin proof an
suitable for use uith organic vol iti le substances .Duplex receptacle ui 11 be external to the
hood Mork area. All fittings wilt be expl. proof

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 48 41 0 lb 1’: 120 1 - HZ: SUITCH: DENT: HOUR :

EA cm: 2: 122 104 0 kg 2:--- n/a n/a n/a n/a
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L221O 6640 HOOO, FUNE , F/S, PERCHLORIC AA A.. lF. ..E
I I

~ L2250

I

I L2255

Floor standing f- hood. The unit is constructed to fit the area size as required. It will
include a fluorescent light fixture, blouer switch with pilot tight, at (east one duplex
receptacle, a cup sink and shalt be acid resistant. The minim average face velocity shall &
100 fpm. lt Includes a steel framed safety g[ass sash resistant to heat of up to 71 degrees
centigrade. Static pressure loss is not to exceed 0.22 inches. The fune hood also has
edjustab[e baffies. Other custcm options are availabte. Used in laboratories to prepare
sanples requiring the use of toxic and or ftanxnabte materials. Unit shall be suitable for use
with strong acids and witl include the needed wash doitn facf(it ies. Ouplex receptacle will lx
nmumted exterior to the hood.

UNIT OF HEIGHT WIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 0 lb 1: 120 1 - HZ: StlITCli: OENT: UNR :

EA cm: 2; 1;: 12 0 kg 2: --- n/a n/a n/a n/a

6660 I HOCO, FUME, BENCH AA A.. IF. ..E
I

Benchtop funehood. This is an auxiliary air type to be sized as required. The unit will have
a remote switch with a pilot light, a fluorescent tight, an acid resistant fan and bloner
housing. The mininun average face velocity shall be 100 fpn. It shal~ include a steel frame
sash that is heat resistant to 71 degrees centigrade. The static pressure loss shall not
exceed 0.22 inches of uater at 100fpn face velocity. Other accessories and gases are as
defined during the design of the facility.

UNIT OF HEIGHT UIOTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTus/
ISSUE: in: 60 48 39 0 lb 1: 120 HZ: SUITCH: DENT: HOUR :

EA cm: 152 122 99 Okg 2:--’- nfa n/a n/a rtla

6640
I

CANOPY, H~, EXHAUST STACK, 91’ X 9“ AA A.. .E. ..E
I

Canopy funehood. The unit includes a sNitched fan unit with pilot light, corrosion resistant
steel or aluninun construction, dimensions as indicated on design drawings, fire suppression
systems and any other speciai requirements to be defined during the facility design. This 9
inch by 9 inch canopy hod provides for remvat of the exhaust from the exhaust stack of an
atomic absorption spectrophot~ter or flame @totcmeter used in c~inical or research laborator)
settings. Canopy attaches to a dedicated exhaust stack uhich is part of the bui~ding HVAC
system. Oevice does not have any local mtor/blouer arxl flw rate is to be determined by the
AAE’s mechanical engineers. (NAW AOOITION - NEEDED FOR LABS)

UNIT OF HEIGHT U1OTH DEPTH UEIGHT VOLTS PHASE AXPS HERTZ DEPEN- BTUs/
1SSUE : in: 16 9 9 3 ib 1: --- HZ: SUIT~: OENT: HOUR :

EA cm: o 0 0 0 kg 2: --- nfa tia n/a nia

IL2270 6640 KU), FUME, RAO1O1 SOTOPE AA A.. IF. ..E

Radioisotope funehood. The unit requires a charcoal trap filter, lead-1 ined or HEPA filter as
required by codes ad use criteria. Other characteristics are that it be strong enough to
support lead shielding bricks, have at least tuo duplex receptacles and a cup sink. The
miniman average face vetocity shal 1 be 100fpn ad the static pressure {0ss through the hood
shat [ not exceed 0.2 inches of water at 100f~ face velocity (700 CFN).

UNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE AMPS
lSSUE: in: 32 48

HERTZ DEPEN- BTUs/
0 [b 1: 120 1 - HZ: SWITCH: OENT: HOUR :

EA cm: 81 122 2:: 0 kg 2: --- n/a n/a n/a n/a

o
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I L2275 6640 I HOOD, FUME, RADIOISOTOPE, BENCH, W/GLOVEBOX I A A A . . 1, . F . . . C I

Bench type radioisotope fumehocd. Characteristics/components include a glovebox, a 75cfm
blower ui th indicating switch and variable speed power stat and monometer mounted on box f rent
to indicate air f low, l/41~ safety glasa viewing panel, three polarized and grounded electrical
out lets with indicating switches, a 24 inch fluorescent 1 ight with fixtures and suitch, two 8
inch double grooved glove ports and neoprene gloves, an inlet fi lter, two absolute f i lters
with connecting hoses and 40 inches of 2 inch spiral exhaust hose with clamps and a variabte
height mobi le bench, 30-37”H. Unit is customized to fit the specified use requi raments.

UNIT IOF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 50 37 30 I 199 lb 1: 1201-i HZ: SUITCH: DENT: HOUR :

EA cm: 127 94 76 ; 90 kg 2: --- nla n/a nla n/aI

6640 HOOD, LAMINAR FLOW, HORIZONTAL, F/S

Horizontal Lamina,r f l,ou fwnehood. This is a freestanding unit that meets or exceeds Class 100
requirements set for Federa 1 Standard 209B. The unit wi 11 have HEPA f i lters, a washable and
reusable prefitter, a work surface and side walls of type 304 stainless steel construction,
duplex electrical receptacles, high velocity return air slots that provide an air curtain at
the work area, work surface and side wal IS and blowers with an average vetocity of 100fpm.
Used for work with non-hazardous materials ~here ctean particle free air is requi red.

UNIT t)F ~ HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
ISSUE: in: 73 58 33 850 lb 1: 120 1 15 ! HZ: SUITCH : DENT:

EA
HOUR :

cm: 185 147 85 386 kg 2: --- n/a n/a n/a nla

HOOO, LAM1!IAR FLOW, HORIZONTAL, BENCH

Bench top hori zonta’1 laminar flow fumehood. The unit meets or exceeds Class 100 requirements
set for Federa( Standard 209B. The unit cha,racteristics/components are: HEPA f i lters, a
washable and reusab(e pref i lter, work surface and side wal 1s of type 304 stainless steel,
duptex electrical receptacles, high velocity return air slots to provide an air curtain at the
work area, work surface and side wa[ (s and a blower to provide an average ve(oci ty of 100fpn.
Used for work with non-hazardous materials where clean particle-free air is requi red.

UNIT OF HEIGHT UIDTH OEPTH UEIGtlT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 55 50 33 0 lb 1: 120 1 16 HZ: SUITCH: DENT:

EA
HOUR :

cm: 140 127 85 0 kg 2: --- nla n/a nla nla

L2310 6640 CABINET, BIO SAFETY, CL 11A, F/S, VERT cc c.. .0 . . . .

‘Bio safety cabinet, Class 11, Type A. This is a vertical freestanding unit with a face
velocity of 100 fpm, constructed of type 304 stainless steel. The inside wa(ls have a high
ve~ocity air return. The unit uti [ izes 70 % air recirculation 30% exhaust either into room or
through to the outside. It requires HEPA and includes a removable work tray, built-in drain
valve, two vaive penetrations with blanking plugs, duplex outlet and a f lourescent [amp. Used
for iou to moderate risk biological agents with the absence of volati (e toxic chemicals and
radi onuc leot ides.

-

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
] $SuE : in: 82 51 30 763 1b 1: 120 1 19 HZ: SUITCH: OENT: HOUR :

EA cm: 208 129 77 345 kg 2:--- n/a n/a nla n/a
——
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~ L2315 I 6640 I CABINET, BIO SAFETY, CL 11A, SENCH,VERT I C C C . . I . B . . . . ]

Class 1 I, type A, bio safety cabinet. This is a bench type vertica[ unit uith a face veiocity
of 100 fpn of type 304 corrosion resistant stainless steel uith one piece construction of side
ualls and rear. The safety cabinet’s side walls are slotted for high veiocity air return.
This uti(izes a 70% air r~ircu(ation and 30X exha~ted either into the r- or ~tside. It is
equi~ uith zero probed HEPA filters, remwable work trays, a built in drain va(ve, two
grounded key petcocks, a gr~ed duplex receptacle and a f tourescent lamp. Used in the
laboratory for 10N to moderate risk biological agents Mith an absence of vol itle toxic
chemicals and radionucleotides.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT WLTS PHASE AMPS HERTZ DEPEN - 8Tus/
1SSUE : in: 59 45 29 640 lb 1: 120 19 HZ: SUITCH: DENT:

290 kg 2:--’- n/a
HOUR:

EA cm: 150 114 74 n/a n/a n/a

I L2320 6640 I CA91NET, EIO SAFETY, CL II/Bl, F/S, VERT AA A.. .FB. .E
I

C[ass II, type 81, bio safety cabinet. This is a vertical, freestanding unit. The interior
work surfaces shatl be constructed of type 304 staintess steel and the exterior shail be of 16
gauge or heavier steel. The unit utilizes a 30% re circulated air and 70% direct exhaust
through an in-house duct system, the face velocity is 100 fpn and includes an audible alarm
*en the windcw is at an unsafe operating level. It includes grounded duplex receptacles and
tkio HEPA fitters zero-probed. Used for Lou to moderate risk biological agents treated with
minute quantities of toxic chemicals and trace amounts of radionucieotides.

UNIT OF HEIGHT UtOTH DEPTH UEIGHT VOLTS PHASE ANPS HERTZ DEPEN- BTUs/
ISSUE: in: 33 645 Lb 1: 120 1

EA
20 HZ: SWITCH: DENT:

ZB4
HOUR :

cm: z 293 kg 2: --- nfa n/a n/a n/a

L2325 6&o
I

CABINET, BIO SAFETY, CLII/Bl, 8ENCH,VERT AA A.. .BB. .E

Class 11, type s1, biosafety cabinet. This is a vertical, bench type unit. The interior uork
surfaces are constructed of type 304 stainless steel and the exterior is 16 gauge or heavier
steel. The unit utiiizes 30% recirculat~ air and 70% direct exhaust through an in-house duct
system with a face velocity ef 100 fpin and has an audibie alarm uhen uindw is at an unsafe
Level. It inctudes a duplex receptacle for grounded plugs and two HEPA fiiters zero-probed.
Used for 10U to moderate risk biological agents treated Hith minute quantities of toxic
chemica(s and trace amunts of raclionucieotides.

uttiT OF 14E1GHT MIDTR DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUSI
1SSUE : in: 91 54 34 0 lb 1: 120 1 - HZ: SUITCH: DENT: HOUR :

EA cm: 231 137 86 0 kg 2: --- n/a n/a tia n/a

I
L2330 6640

I
CABINET, B1O SAFETY, C1111,BENCH,36X36X29 AA A.. .F. ..E

I

Ciass III, bench type, bio safety cabinet. The unit inc(ufes an 85 CFM blower with a variable
speed power stat, a manometer mounted on kx front to indicate floit, 1/4 inch safety glass
viewing panei, polarized and grounded electrical outlets ~ith indicating switches, one pair of
2fI inch long neoprene gloves, one in(et fi(ter, one absolute filter uith connecting hoses, and
40’s of 2M diameter exhaust hose with c[anps, one fluorescent [ight with fixture and suitch, one
ultraviolet light, ttm grooved glove ports, one variable height variabie height mobile bench,
with 5“ ball bearing, toe operated, locking casters, and a 1/25 HP rotor. Used for
cultivation of microorganisms, serological dissections, and aerosol exfxxiures.

uNIT OF HEIGHT UIOTH DEPTH UEIGHT WLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 36 36 29 0 lb 1: 120 1 - HZ: SWITCH: DENT: HOUR :

2A cm: 91 91 74 0 kg 2: --- n/a n/a n/a n/a

0,!,

,“
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L2335 6640 CABINET, BIO SAFETY, CL I1/B2, F/S AA A.. .F. ..E

Class II, Type B2, bio safety cabinet. This is a freestanding vertical (aminar flow unit. It
includes two HEPA filters, one supply and one exhaust zeroprobed. The intake velocity averages
105 fpn. It inc(udes an audible alarm to notify the operator of an unsafe windo~ position, an
audio-visual alarm to monitor exhaust pressure, type 304, stainless steel construction with side
walls slotted for high velocity air return, an exterior of 16 gauge or heavier steel, two
grounded key petcocks and a duplex receptacle for grounded plugs. Used for low to moderate
risk biological agents treated with toxic chemicals and radionucleotides.

UNIT OF HEIGHT UIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 95 48 30 733 lb 1: 120 1 14 HZ: SUITCH: DENT: HOUR :

EA cm: 242 122 76 332 kg 2: --- n/a n/a nla n/a

I L2336 I 6640 I CABINET, B1OSAFETY, CLII/B2, BENCH IAAA. .I. B...EI

class 11, Type B2, benchtop biological safety cabinet. The unit includes two HEPA filters,
one supp[y and one exhaust, zero probed, high intake velocity that averages 105 fpn, an audiblt
alarm to notify operator of unsafe window pesitions an audio-visual alarm to monitor exhaust
pressure, interior of type 304 stainless steel with side walls slotted for high velocity air
return, an exterior of 16 gauge or heavier steel, two ground key petcocks, a grounded duplex
receptacle. used for low to moderate risk biological agents treated with toxic chemicals and
radi onucleot ides. This unit requires 100% exhaust to the atmosphere.

UNIT OF HEIGHT UIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 94 52 35 810 lb 1: 120 1 14 HZ: SWITCH: DENT: HOUR :

EA cm: 238 132 90 367 kg 2: --- n/a nla nla n/a

L2337 I 6640 I CANOPY, HOOD, FUME AA A.. .F. ..E 1

Canopy fumehood. The unit includes a switched fan unit with pilot light, corrosion resistant
steel or aluminum construction, dimensions as indicated on design drawings, fire suppression
systems and any other special requirements to be defined during the facility design. It also
inctudes a 3/4 horsepower nwtor blower. The static pressure loss shatl not exceed 0.91 at 129(
cfin and 1.65 at 1935 cfm. It is equippad with baffles to maximize slot velocities and control
fumes. Used in laboratories for low to moderate risk biological agents.

[~

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSLIE : in: 18 72 30 100 lb 1: 120 1 12 HZ: SUITCH: DENT: HOUR :

EA cm: 45 182 76 45 kg 2: --- n/a n/a n/a nla

CABINET, S10 SAFETY CLII/B2, U/GLOVEBOX

Bio safety cabinet, Class II, type B2 with glovebox. The unit includes construction of type
3W stainless steel and is equipped with a storage area ba[ow the work area. It has visual and
aud Wle alarms that warn of unsafe operating conditions. Used to work with volatile and
ptwt!cuiate chemicals, carcinogens and radioisotopes.

UNIT OF ~ HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUa/
ISSUE : ~ in: 67 71 36 0 lb 1: 120 1 - HZ: SWITCH: DENT: HOUR :

EA I cm: 170 180 92 0 kg 2: --- n/a n/a n/a nla
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L2339 6640 HOOO, FUXE , HISTOPATHOLOGY STAI N1 NG AA A.. .F. ..E

Histopatho(ogy staining fune hood to be used to contain manual and autoinatic staining
stat ions. Doubie St i ding doors permit access to entire height and half the width of the hood
at one time. fntegral f Iourescent 1 i~hting provided for interior visabi 1 ity. Unit is not
provided with integra~ biower and depends upon bui (ding systems for exhaust to the atmos~ere.
Unit provides for frost to bac k f tow to protect technicians from vol iti le staining solution
vapors. Base mcdel is 48 inches wide but my be procured in widths up to 72 inches wide. Unit
is designed to sit on existing bench tops. (NAVY ADD - NEEDED FOR STAINING BENCHES IN
HISTDPATHOLOGY AND CYTOLOGY)

UNIT OF HEIGHT UIDTH OEPTH WI GHT VOLTS PHASE ANPS HERTZ DEPEN- BTUs/
ISSUE: in: 30 48 29 100 lb 1: 120 1 3 HZ: SWITCH: DENT: HOUR :

2A cm: o 0 0 4S kg 2: --- n/a n/a tia n/a

I L2340 6660 WASHER, LABWARE, AUTO, STM, 38x66x20
I

AA A.. FC. A..

Automatic steam pouered labuare washer. The unit incitsfes a hydrospray system, a 25-1/2
inches high mounting base with undershelves and a genera{ purpose rack. Used to process
glassware or metalware.

UNIT OF HEIGHT UIOTH OEPTH WEIGHT VOLTS PHASE ANPS HERTZ DEPEN- BTUs/
1SSUE : in: 38 44 20 437 (b 1: 208 1 20 HZ: SUITCH: DENT: HOUR:

EA cm: 96 111 52 198 kg 2: --- n/a nla n/a 30,000

L2360 6660 UASHER, LABUARE, ELEC, STH INJ, U/CTR
I

AA A.. FC. A..
I I

Under counter electric powered steam injected Iabuare washer. It aiso can come with an
optional countertop. It has a water temperature booster system, a hydro scrub action and type
304 corrosion resistant stain~ess steel construction. The cycles and operating requirements
can be customized to meet the facilities needs. Used to uash a variety of [a&are and
glassware.

UNIT OF HEIGHT UIOTH DEPTH WEIGHT VOLTS PHASE A!(PS HERTZ DEPEN - BTUs/
i SSUE : in: 34 30 24 0 lb 1:208 3 - HZ: SWITCH: DENT: HOUR :

EA cm: 86 76 61 0 kg 2: --- n/a n/a n/a n/a

I L2&O0 6640 INCINERATOR, PATHOLOGY
I

AAA. ..A..A.

I L2495

Pathological Haste incinerator. Unit includes a secondary burner, gas uasher, breeching,
induced draft, and conhstion chauber with burning rate indicator. Accessories package to
include automatic ram loaders, autcmatic ash removal, heat recovery boilers and Contro( panels.
50 ib/hr to 6,250 lb/hr capacity. Designed to burn waste materials, plastic and both hazardous
and non-hazardous uastes.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE ANPS HERTZ DEPEN - BTUs/
lSSUE: in: 111 60 90 9,800 (b 1: --- HZ: SUITCH: OENT: HOUR :

2A cm: 282 153 228 4,440 kg 2: --- 00 N0NO n/a

6660 OISPENSER, AGAR
I

cc c.. .A . . . .

Agar dispenser. It fxmps Liquids tiith a viscosity range frixn an aqueous sotution to medium
syrups, dispenses from .4mt to lL, S1ON, fast or sequential flou rate. The unit has foot
sMitch and 1 each of 3,5, and 81HII silicone tube assemblies. It is desigrd for media
dispensing into a bottle, ~ie, petri dish or other applications.

UNIT OF HEIGHT U1D7H DEPTH uEIGHT VOLTS PHASE ANPS HERTZ DEPE)l- BTUs/
ISSUE: in: 29 lb 1: 120 1 2 HZ: SWITCH: OENT: HOUR :

2A cm: ;: 1 :; 13 kg 2: --- n/a n/a n/a n/a

---
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L2500 WOO04288120 INCUBATOR, BACTERIOLOGICAL, 36x42x27 cc c.. .A . . . .

Bacteriological incubator. The unit has stainless steel interior uith nickel plated steel
shelves, adjustable ieveling legs, warm jacket design, 10.8 cubic foot capacity and operates in
the range of ambient to 70 degrees centigrade. It includes a thermometer. Used for general
purpose laboratory processes.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN - BTUs/
ISSUE: ~ in: 36 42 265 (b 1: 120 1 6 HZ: SUITCH: DENT: HOUR :

EA cm: 94 107 z 120 kg 2: --- n/a n/a ri/a n/a
I I I ! 1 1 I

6640 ROOM, CONTROLLED ENVIRONMENT, 94X55X79 AA A.. .F . . . .

Ualk-in contro~led environment room. This is a 168 cubic foot capacity room with a
temperature operating range of ambient to 60 degrees centigrade. The unit is constructed of
enameled steel exterior and aluminum interior. It includes a therm-pane observation window in
door, a forced air circulation system with split capacitor blower, flourescent lighting, dual
thermostats and aluminum shelves. It provides a controlled envirorurmt in which to grow
cultures ad ce~ls.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 55 0 lb ‘l:l201- HZ: SUITCH: OENT:

EA
HOUR:

cm: 2: 140 2E O kg 2: --- n/a n/a nla n/a

INCUBATOR, C02, 2 CHAMBER
I 1

, 1~
Dual chamber carbon dioxide incubator. The unit includes a temperature range of from 5 to 60
degrees centigrade, stainless steel construction, adjustable she(ves, inner glass doors, 12
cubic foot capacity and a temperature safety controller. This is a fully automatic unit. It
is used in laboratories to grow anerobic bacterial cuitures.

o
UNIT OF HEIGHT WIDTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 70 32 23 395 lb 1: 120 1 9 HZ: SUITCH: DENT: HOUR :

EA cm: 179 83 60 179 kg 2: --- n/a n/a n/a n/a

~ i.2550 6640004288620 INCUBATOR, BACTERIOLOGICAL, 34X37X25 CCC. ..A . . . .

Bacteriological incubator. The unit comes with a thermostat and LED display, corrosion
resistant interior with chrome plated shelves, fiberglass insulation in the shell, tempered
glass inner door, a capacity of 10.5 cubic feet, a temperature range of 35-65 degrees
centigrade and a forced air circulation system. Used in laboratories to grou cultures.

UNIT OF HEIGHT UIOTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 34 37 25 170 lb 1: 120 1 - HZ: SUITCH: DENT: HOUR :

EA cm: 86 93 64 ; 77 kg 2:--- nla nla n/a n/a

6640004289120
I

INCUBATOR, BACTERIOLOGICAL, 34X22X22 ‘c cc.. .A . . . .

Small bacteriological incubator. It has a corrosion resistant chamber with adjustable shelves
and a temperature range of 30-70 degrees centigrade. Used in laboratories to grow cultures.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 34 22 22 58 (b 1: 120 1 6 HZ: SUITCH: DENT: HOUR :

EA cm:, 86 57 57 26 kg 2: --- nla n/a nla n/a

L2571 6640 INCUBATOR, BACTERIOLOGICAL, 26Xl~17 ,C cc.. .A . . . .

Small bacteriological incubator. It has a corrosion resistant chamber with adjustable shelves
and a temperature range of 30-70 degrees centigrade. Used in laboratories to grow cultures.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 26 17 17 61 lb 1: 120 1 2 HZ: SUITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- n/a nla nla n/a
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L2575 \ 6530 IWU8A1OR, PLATELET, F/S, U/ROTA70R
I

CCC.. .A . . . .

Freestanding p(atelet incubator. Unit is equi~ with a rotator. The unit can be a Sin91e
or dual capacity unit end can hold platelet rotators and agitators for continual mixing at 22
degrees cent igrede. It has forced air circulation to maintain a uniform t~rature throughout
the incubator, a taqxrature range of 15-60 degrees centigrade, an a[arm system for temperature
deviations or power fai Lure ard a rotation speed of 6 rpn to maintain the viabi tity of plate(et
concentrate ions.

UNIT OF HEIGHT UIOTH DEPTH WEIGHT VOLTS PHASE AHPS HERTZ OEPEN- BTUs/
JSSUE : in: 52 40 26 550 lb 1: 120 1 7 HZ: SWITCH: OENT: HOUR :

EA cm: 132 102 66 249 kg 2: --- nfa Wa nfa n/a

L2600 6630
I

COUNTER, CELL, AUTO
I

CCC. ..A . . . .

Automtic blood cel 1 counter. The counter has a bui it-in nmitoring system. It can perform a
test in 13 seconds using a 20 microli ter sanple and give the results of 3 to5 parameters of
UBC,RBC, Hgb, Hct, and MCV. It has programs that include control data, ca~ibration settings and
tests and i t has a temperature compensation circuit. Used for hanato(ogy analysis.

UNIT OF HE] GHT WIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUsf
ISSUE: in: 20 25 19 33 lb 1: 120 1 - HZ: SUITCH: DENT: HOUR :

EA cm: 51 64 49 15 kg 2: --- n/a nla n/a n/a

IL261O 6640 F18R~TER , AUTO cc c.. .A . . . .
i

Autcanat i c f ibrometer. Character istics/carponents include four basic circuits, motor and
timer, detection, temperature contro[ and preheat circuit. It has six warming wells ad
controts. Used for prothronbin time determinations and diagnostic use in therapy control.

UNIT OF llEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 7 4 7 10 [b 1: 120 1 - HZ: SWITCH: DENT: HDUR :

EA cm: 18 10 18 4 kg 2: --- n/a n/a n/a n/a

L2630 6625 COUNTER/T IUER, DIGITAL, 4x8-1 /4xll
I

cc c.. .A . . . .
1

Oigital counter/timer. The unit has a 6 digit read out.
functions.

Used for a variety of measurement

UNIT OF HEIGHT WIDTH OEPTH UEIGHT WLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE: in: 4 8 11 0 [b 1: 120 1 - HZ: SWITCH: DENT: HOUR :

EA cm: 10 20 28 0 kg 2: --- n/a nfa n/a nla

L2645 6630 STREAXER, BACTERIAL PLATE, AUTO cc c.. .A . . . .

Autcmtic bacterial plate streaker.

UNIT OF HEIGHT U1OTH OEPTH UEIGHT VOLTS PHASE AHPS HERTZ DEPEN- BTUs/
ISSUE: in: o 0 0 0 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- n/a n/a n/a n/a
&

L2650 6660004188200 COUNTER, BACTERIA
I

cc c.. .A . . . .

Bacteria co(ony counter. This unit is msnuatly adjusted. it is used in bacteriology,
virology and mycology labcmatories to count or measure bacteria colonies.

UNIT OF HEIGHT UIDTH DEPTH UEl GHT VOLTS PHASE AMPS HERTZ DEPEN- ETUs/
ISSUE: in: 12 8 18 ?1 lb 1: 120 1 - HZ: SWITCH: OENT: HOUR :

2A cm: 31 22 43 32 kg 2: --” nla nja nla n/a
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L2655 6640 APPARATUS, CULTURE , ANAEROBIC cc c.. ‘. ABE..

Anaerobic culture apparatus. The unit is made of stainless steel with two adjustable shelves.
The unit has multiple e(ectric outlets, fluorescent lights, a charcoal wafer arid has a
temperature range f ran ambient to 70 degrees cent i grade. Used for processing anaerobic bi ood
CU1 tures and any other CU1 ture growth that requires anae~obi c conditions.

UNIT OF HEIGHT MIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 30 60 31 379 lb 1: 120 1 - HZ: SUITCH: OENT:

EA
HOUR :

cm: 76 153 80 172 kg 2: --- OONO YES n/a

I L2665

6640 MI CROBIOLOGI CAL IOENT 1F I CAT 10N SYSTEM cc c.. .A . . . .

Microbiological identification system. The systems basic principles of operation consists of:
photometry, f [uorescencet radiometry, infrared spectrophotomet ry, and video image ana 1ysis,
together with a MPLS (nniltipte-parameter 1 ight scattering technique) and a continuous
flow-through detection system. It consists of an autoprep station, auto filter, incubator,
detector/reader, waste reservoir, and ccunputer sample throughput of over 200/day. Designed to
detect prescence of micro organisms in body f [uids, test susceptibi 1 ity of micro organisms to
anti microbia{ agents, and/or determine the minimum inhibitory concentrations of antibiotics in
order to identify pathogens.

UNIT OF HEIGHT UIDTH DEPTH UE I GHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 22 22 26 60 lb 1: 120 - 10 HZ: SUITCH: DENT:

EA
HOUR :

cm: 56 56 66 27 kg 2: --- 60 NO NO nla

6640

Automated microbiological susceptibi lity and identification system. This instrument
incubates inoculated samples, adds reagent and reads the panel automat ica i Ly. Used for
organism identification and susceptib( i ties , statistical probabi li ties and commentaries
suggesting addi tiona~ tests for identifying unusual organisms.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 32 36 30 488 lb 1: 120 1 - HZ: SUITCH: DENT: HOUR :

EA cm: 83 91 76 221 kg 2: --- n/a nla rif a n ja

L2690 6630 COMPUTER , MEAN CELL VOLUME cc c.. .A . . . .

Mean cel 1 volume computer. Character st i es/components inctude an i nterna( regulat i on, a
direct readout, reproducibi 1 ity +/- 1% for use with the counter, automatic cal i brat ion and
quality control functions. System is used to perform complete hematology parameters, cel 1
morphology and a histogram differentialfrom cytochemistry on every sample.

UNIT OF HEIGHT UIDTli DEPTH UEIGH’T VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 28 23 80 lb 1: 120 HZ: SUITCH: DENT:

EA 71 59 :: 36 kg 2:--’-
HOUR :

cm: n/a nla nl a n/a

UASHER, LABUARE , STEAM, lDO , 80X40X30

., One door steam powered cabinet mounted laboratory labware washer. This is a manifold/spindle
typa unit with a washing chamber that is 23 HX27UX260. [t has a thermostatical (y control Led
heater to provide 180 degrees farenheit wash and rinse water and automatic controls. 1 t has
several electrical configurations avai labte. Used to hold and wash (aboratory glass~are with
the capability to spray up into large bottles and f (asks.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE’: in: 40 30 450 lb 1: 208 3 - HZ: SUITCH: OENT: HOUR:
EA cm: 2: 101 76 204 kg 2: --- n/a n/a nla 100,000
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1
6640 I UASHER. LABUARE, STM,200,P/THRU,88X60X43 j A A A . . I F F . A . . I I

Doub~e gui 1 lot i ne door pass through steam operated (abwre/glasstmre uasher. I t is a
menifold/spindle type washer uith a 10 get [on fmif ied water tank end thermostatically
control ted heater to provide 180 degree farenheit Mash and rinse water. It has autcmatic
controls. It can be a freestanding unit or if requested can be a thro@! the Ma(t
installation. Used to hold and wash laboratory gtassuare by providing wash and rime uater up
into the inside of the item.

UNIT OF HEIGHT U1OTH OEPTH UEIGHT WLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE: in: 40 0 ib 1:208 3 - HZ: WITCH: DENT: HOUR :

EA cm: 2: 85 1: 0 kg 2: --- n/a nfa n/a nfa

L3050 6640 WASHER, LAEtiARE, ELECTRIC. DO, 80X40X30 AA A.. FF . . . .
I

single guillotine door etectric pattered laboratory labuarelglassuare washer. This is a
manifold/spindte type unit uith a 10 gat(om water tank and thermostatically controlled heater
to provide 180 dewee farenheit Mash and rinse water. The unit has automatic controls, a
hydroscrub action and is a high capacity type. Used in hospitals and (laboratories to wash
g Lassuare.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AWS HERTZ OEPEN- BTUSI
1SSUE : in: 80 40 30 700 (b 1: 208 3 - HZ: SWITCH: OENT: HOUR :

EA cm: 203 101 76 317 kg 2: --- n/a nfa n/a 100,000

I L3070 6640 WASHER, LA8UARE, STEAM, 200, 73x42x48 AA A.. FF. AA.

Doubie door pass through steam operoted cabinet mountedtatiratory labtare washer. It is a
msnifoLd/spind{e type unit with a 10 gatlon Mater tank and a thermostatically contro~led heater
to provide 180 degree farerdwit wash and rinse water. The unit has automatic controls and can
be e freestanding unit or set up for thrwgh the uat[ installation. Used to trash gtassuare.

UNIT OF HEIGHT WIDTH DEPTH WI GMT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 42 48 850 lb 1: 208 3 20 HZ: SWITCH: OENT: IWR :

EA cm: 1: 307 122 385 kg 2: --” ri/a rtla nla 2,000

L3100 : 6640 UASIIER, LABUARE, STEAM, DO, 62x44X20 AA A.. FF. A..

Single guillotine daor steam operated cabinet mounted (aboratory latware uasher. This is a
msnifold/spindle type unit uith a 10 gatton Mater tank and thermastaticalty controlled heater
to prwide ?80 degree wash md rinse uater. It has automatic comrols. Used in hospitals and
laboratories to uash glass~are items.

UNIT OF HEIGHT UIDTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEIJ- BTUs/
1SSUE : in: 62 44 20 5S0 lb 1:208 3 - HZ: SWITCH: DENT: ltOUR :

EA cm: 157 112 52 250 ks 2: --” n/a n/a nla nfa

L3120 6640 WASHER, LA8UARE, STlt,2D0,P/THRU,69X42x48 AA A.. FF. A..

Double door pass through steam operatd cabinet mounted laboratory glassware washer. This is
a nwt-msnifo(d typewith a 10 gallon Mater tank and a thernmstaticatly controt ted heater to
provide 180dewee farenheit wash and rinse uater. It has automatic contro~s. It is used to
wash glassware.

UNIT OF HEIGHT WIDTH OEPTH tiZIGHT VOLTS PHASE ANPS HERTZ DEPEN- BTLls/
1SSUE : in: 69 42 48 850 lb 1:208 3 “ HZ: SWITCH: DENT: HOUR :

2A cm: 17s 107 122 385 kg 2: --- n/a n/a nla nla
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6640 UASHER , LABUARE , ELECTRIC AA A.. FF . . . .

Single gui 1 lotine door- electric operated cabinet nwunted labware washer. This is a non
manifold type unit with a water tank and thermostatically control led heater to provide 180
degree farenhei t wash and rinse water. It has automatic controls. Used in laboratories and
hospitals to wash glassuare.

UNIT OF HEIGHT UIDTH DEPTH I HEIGHT VOLTS PHASE AMPS I HERTZ DEPEN- BTUs/
ISSUE: in: 62 30 20 450 [b 1: 208 3 - HZ: WITCH: DENT: HOUR : I

EA cm: 157 76 52 204 kg 2: --- n/a nla n/a nla
I

WASHER, LABUARE, STEAM, 80x39X31

Single door steam operated cabinet mounted metal ware and glassware washer. Used in hospitals
to wash glassware and metal utensi 1s.

UNIT OF HEIGHT WIDTH DEPTH UE I GHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 80 39 31 0 lb 1: 208 3 - HZ: SUITCH: DENT: HOUR :

EA cm: 203 100 79 0 kg 2: --- n/a nla n/a n/a

L3170 6640 UASHER , LABUARE , ELECTRIC, DO, 65x39X33

Singie gui 1 lotine door electric operated cabinet mounted Laboratory glassware washer. This is
a non manifold type unit with a thermostat i cat iy control led heater to provide 180 degree
farenheit wash and rinse water. 1 t has automatic controls. Used to wash glassware and metal
utensils in hospitals.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 65 39 33 700 lb 1: 208 3 75 HZ: WITCH: DENT :

EA
HOUR :

cm: 165 99 83 317 kg 2: --- nla nia n/a n/a

L3190 6640007562595 WASHER, PIPET, AUTO, 22-1/4 Hx10-3/801A cc c.. DA . . . .
I

Automatic pipet washer. This is a single wall, CRS, cylindrical unit with a pipet basket.
It cleans pipets in a continuous fill and flushing cycle in one minute. The unit requires
water input from 1- 1/2 to 12 [ iters per minute. It can accommodate pipets up to 375INn long.
Used in [laboratories to ctean pipets. .

UNIT OF HEIGHT WIDTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN-
1SSUE :

BTUs/
in: 23 11 0 7 lb 1: 120 1 - HZ: SWITCH: DENT: HOUR :

EA cm: 59 28 0 3 kg 2: --- nla nl a nla n/a

WASHER, LABWARE, ELECTRIC, 70X42X48

P2--

Glassware/ labware washer. It is an electric operated high production capacity unit with
automatic selection of wash cycles and water temperatures. This can be configured with :
optional door styles and as a pass -thru modet. Used in health care facilities to wash labware
and glassware:

UNIT OF HEIGHT bfIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 70 42 48 850 (b 1: 208 3 115 HZ: SWITCH: DENT:

EA
HOUR:

cm: 178 107 122 385 kg 2: --- nia nla n/a 20,000

6640 UASHER, LABUARE, ELECTRIC, U/C

Under counter labware washer. It has an electric steam generator to achieve a high
temperature wash and steam cycle. It also has a high capacity pump and blower dryer. Used to
wash laboratory glassware.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 34 24 24 150 lb 1: 120’ 1 - HZ: SUITCH: DENT: HOUR :

EA cm: 89 61 61 68 kg z: --- n[a nla nla nla
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13400 6640004336000 HI CROTOME, ROTARY, TILT, BENCH/MNTD cc c.. . . . . . .
I

Bench mounted t i I t i ng rotary microtane. The unf t‘s features inctude horizonta( advancement, a
feed indicator and seiection diat that provide settings from 1 to 50 microns, a quick change
hotder system that al lows the use of different holders, an mgle adjustment from O to 15
degrees and a hand uheel that el tow speed controt uithout backf lash. Used for histological
techniques and slide preparation.

,
~ L343CI

O:,,

UNIT OF HEIGHT WIDTH DEPTH WIGHT VOLTS PHASE AMPS HERTZ DEPEN- 8TUs/
1SSUE : in: 17 13 10 90 14 1: --- HZ: SWITCH: OENT: HOUR :

EA cm: 43 35 27 40 kg 2: --- n/a nfi3 nla nfa

6640009228223 I UICROT@!E, ROTARY, TILT, REFRIGERATED ~CCC. .l. A.. ..~ I

Refrigerated rotary mi crotomslcryostat. The uni t‘s features include horizontal advancement,
sectioning from 2-20 microns, combination unit consisting of an autcmatic defrost of chsmber
and microtome, a temperature range f ran -30 degrees centigrade to roan temperature, a def rest
cycke of 10 minutes every 24 Hours. Used to prepare samples for slide studies.

UNIT OF HEIGHT UIDTH DEPTH WE1GH7 VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SWE : in: 48 2a 31 220 lb 1: 120 1 - HZ: WITCH: DENT: HOUR :

EA an: 121 71 78 100 kg 2: --- 0 No YES nfa

6640 I i NCUBATOR, BACTERIOLOGICAL , DRY BLOCK cc c.. .A . . . . I
Ory b[ock bacteriological incubator. The unit characteristics/components irtciude a
temperature range from 30 to 130 degrees centigrade, a btack anodized alunirwn heating block,
standard ca 1 i brat i on at 37 degrees centigrade and holds seven interchangeable heating blocks.
Used for cross matching, combs test, antibodies testi~, intwnohematology incubation and RIA.

UNIT OF HEIGHT UIDTH OEPTII UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE : in: 9 2 (b 1: 120 1 - HZ: WITCH: OENT: HOUR :

EA cm: 1: 2: 23 t kQ 2: --- n/a n/a nja n/a

L40S0 6650001226W% PHOTOMETER, FLAJfE, ELECTRIC CCC. ..AO...
I

Electric ftame photometer. This is a ful~y autcnmatic conputer controlled unit. it requires a
20 micro liter sanple size and a 40 PS1 compressed air supp(y. It can provide through put of
up to 100 samples per hour. It also has stat capabilities. Used for NA/K/Li levei
determinations in serm and urine samples.

UNIT OF HEIGHT IJIOTH DEPTH UEIGHT VOLTS PHASE AKPS HERTZ DEPEN- BTUs/
1SSUE: in: 26 26 68 lb 1: 120 HZ: WITCH: DENT: HCA.IR:

2A cm: 66 ;; 66 31 kg 2:--1- nla n/a n/a n/a

ANALYZER, 10N SPECIFIC ELECTRODE cc c.. .A . . . .

lon specific electrode ana(yzer is fulty automatic conputer controlled unit. It requires a 20
micro titer sample size arxl a reagent supp(y. It can provide a through put of up to 100
samp[es per hour. lt also has stat capabi~ities. Used for NAIK/Li level and PH determinations
in sertm and urine samples.

‘ UNIT OF HEIGHT U1OTH OEPTH UEIGHT VOLTS PNASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 2b 15 26 68 (4 1: 120 1 - HZ: WITCH: OENT: HOUR :

EA cm: 66 39 66 31 kg 2:””- n/a nfa n/a Ma

o
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0

P-
6640007650621 BATH, WATER, SEROLOGY, ELEC, 8x15x17 cc c.. .A . . . .

,..
Serological water bath. I t operates in the temperature range of 60 to 100 degrees centigrade.
It has a corrosion-proof stainless steel water tank with a 3 gallon capacity. Models have
drain spwts for easy etnptyi ng of media. Used to provide a contro[ led temperature environment
for the preparation of samples for study.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 8 15 17 22 lb 1: 120 1 5 HZ: SWITCH: DENT: HOUR :

EA cm: 22 38 43 100 kg 2:--- n/a n/a n/a n/a

6640 BATH, UATER, TISSUE PROCESSING cc c.. .A . . . .

Tissue processing water bath.’ It has’ a sensitive thermostat providing regulation to +/- 0.1
degree C., a temperature range frcm 37 to 72 degrees centigrade, black coating in chamber to
provide visual contrast, fiberglass insulated sides and bottom and a dependable gravity
convect ion.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 12 lb 1: 120 1 - HZ: SWITCH: DENT: HOUR :

EA cm: J ;; : 5 kg 2: --- n/a nla n/a nia

6640 BATH , UATER , REFR1 GERATED , CIRCULATING

Refrigerated circulating water bath. The unit’s characteristics include: maximum temperature
of 140 degrees centigrade, low level bath fluid safety alarm, large digi ta[ temperature
display, chamber with a 13 liter vo[ume capacity, a maximum flow rate of 20 liters per minute,
a duplex pump that provides pressure and suction permitting use in both open and closed loop
system applications motor protected against thermal overload and a temperature capabi I ity to
-25 degrees cent i grade. Used in blood banks.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 9 8 8 0 lb 1: 120 1 - HZ: SWITCH: DENT: HOUR :

EA cm: 23 20 20 0 kg 2: ---- nla n/a n/a n/a

7 [ I I I I
L4300 6630002999834 VIEW BOX, RH TYPING cc c.. .A . . . .

RH typing view box. The unit is a heat and light source utilizing a fluorescent light and
providing a temperature range of 37- 39 degrees cent i grade, an adjustable thermostat and a
built in Hg thermometer. Used for blood typing and cross matching, tissue typing and enzyme
ant i body reading.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
1SSUE :

BTUs/
in: 4 4 14 ‘3 lb 1: 120 1 - HZ: SUITCH: DENT: HOUR :

EA cm: 12 12 11 1 kg 2: --- n/a n/a nla n/a

6650 I BILIRUBINOMETER ICCC. .I. A....I ‘ I

Bilirubinometer. It has a readout directly in MG/100 ml. The instrument measures color of
bi 1 i rubin concentration against color of highly stable reference standard. The unit provides
direct spectophotometry technique, measures with a 30 micro 1 iter sample size, a readout in two
minutes, measurement range f rcm O to 30 mg/dland has stat capabi 1 i ties. Used for
determinant ions of total a direct bi 1 i rubin in newborns.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
lSSUE:

BTUs/
in: 15 17 lb 1: 120 1 - HZ: SWITCH: DENT: HOUR :

EA cm: ;; 2$ 38 7 kg 2: --- n/a nla nla n/a
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cc c.. . . . . . .

Autopsy sCale. It has an 81’diameter dial d a 400 pound capacity. Used in pathology
departments to weigh body parts ard bodies.

UNIT OF HEIGHT UJDTH OEPTkl UE 1GliT VOLTS PHASE ANPS HERTZ DEPEN- BTUs/
1SSUE: in: 35 0 lb 1: --- HZ: WITCH: DENT: WUR:

2A cm: 2: 88 1: 0 kg 2: --- n/a n/a Wa n/a

15220 4100
I

SINK, CUP, RACEUAY AA A.. I.....
I

Raceway cup sink. It is made of stainless steel with a 1/2 inch outlet confection. Used aS a
laboratory cup sink in a casework raceuay.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PNASE AUPS HERTZ OEPEM- BTUs/
1SSUE : in: 6 7 8 0 ib 1: --- HZ: SUITCH: OENT: HOUR :

EA cm: 15 17 20 0 kg 2: --- n/a nla Wa n/a

I
L5450 6660 DRYER, PIPET, EI.ECTRIC

I
cc c.. .A . . . .

I

Electric pipet dryer. The unit evaporates moisture fran pipets by circulating hot air over
alk surfaces and releases moist air through vented top. tt accepts pipet lengths up to 37Smn.
The thorough drying of a Load takes 1 hour.

UNIT OF HEIGHT UIOTM fIEPTH UEIGHT VOL7S PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 23 5 lb 1: 120 3 HZ: SUITCH: DENT: HOUR :

2A cm: 60 ; ; z kg 2:--’- Ma da n/a n/a

I
L561O 6650 PIPETTOR, MiCR0,3 RANGE

I
CC C.. .A . . . .

I
Hicro-pipettiw system. lt is a sanpier unit for precision pipetting of 1, 2, or 3 reagent
Vo[unes. it can accommodate different volune ranges from 25 microliter to 25 miiiliters with
dilution ratios up to 1:100. lt ccmes with en interchangeable nosepiece.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- 8TUs/
I sSUE : in: 5 8 11 [b 1: 120 - HZ: SUITCH: OENT:

: 12 20 5 kg 2:--’- nfa n/a n/a
HOUR :

EA cm: rda

1
15630 6650 PIPETTOR CC C.. .A . . . .

Pipettor. Unit operates with a plus or minus 0.5% reproducibility and precision. Used for
repetitive deliveries of pre-set reasant volunes from chemicals to sterile solutions.

>
UNIT OF HEIGHT UI07H DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- mJs/
1SUE: in: 17 8 40 tb t: 120 1 - HZ: SWITCH: DENT: HOUR :

EA cm: 43 20 ;: 18 kg 2: ”-” nla nla nla n/a

I
L5690 6650 TITRATOR, COLOR CCC.. .A . . . .

I

Color titrator. Used for both fluorescent and visib(e color titrations and Permits
conparasion techniques that are used in spectrophotometry.

WIT OF HEIGHT UIDTH OEPTII UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- 8Tus/
1SSUE : in: 10 27 0 0 lb 1: 120 1 - HZ: SUITCH: OENT: HOUR :

EA cm: 25 69 0 0 kg 2: --” n/a n/a Wa n/a

O‘:’
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L6000 6625 DETECTOR , MERCURY cc c.. .A . . . .

Mercury detector. The unit can be AC or battery operated up to 8 hours operating time on a
charge. The unit’s sensitivity is less than 0.2 Hg. It has an analysis time of 10 seconds and
a f low rate of 0.75 L/rein. Used for identifying locations of spi L led mercury.

UNIT OF HEIGHT UIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 4 6 13 5 lb 1: 120 HZ: SUITCH: DENT:

EA 2 kg 2:--’-
HOLJR:

cm: 11 15 33 n/a n/a nla n[a

L7050 , 6640 SPECTROPHOTOMETER, 1NFRARED, TUO BEAM

Double beam infrared spect rophotoineter. Double Beam opt i ca 1 nul 1 with microprocessor
control i ed abscissa functions spectrophotometer. I t has a LED display that indicates wave
number positions, a f Lou chart recorder, auto-check gain adjustments, an f/5 f i lter grating
monochromator, scan times of 3 and 12 minutes with an accuracy of +/- 2% Used for ana~ysis in
the organic chemical laboratory,

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
ISSUE: in:

BTUs/
40 25 120 lb 1: 120 1 - HZ: SWITCH: DENT:

EA ;:
HOUR :

cm: 102 64 54 kg 2: --- nl a nl a nla n/a

SPECTROPHOTOMETER, ATOMIC ABSORPT ION

Atomic absorption spect rophotometer. This is a high energy optical system with computer
cent rol led f 1ame gases for enhanced automation with a dua i opt ion burner system for aqueous and
organic so~utions. It has a bui it-in CRT graphite furnace and an automatic calibration and
wavelength setec’t ion. Used for atomization applications in laboratories.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
1SSUE : in: 22 42 28 308 lb 1: 120 1 - HZ: WITCH : DENT:

EA 56
HOUR :

cm: 105 70 140 kg 2: --- nla nl a nla nf a

L7070 6640 SPECTROPHOTOMETER , ATOMIC ABSORPTION

Atomic absorption spectrophotometer. This is a double beam unit with a graphite furnace for
background absorpt i on. It has an automatic lamp selection , corrosion resistant materials
construction, high resolution graphics, wavelength ranges from 190 to 900nm, a flame atomizer
with pneumatic nebul ization, the abi i ity to accotnnodate an impact bead or a flow spoi ier and an
automatic calibration capabi 1 ity. Use in laboratories to procees samples for analysis.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 17 43 24 200 1b 1: 120 1 - HZ: SUITCH: DENT:

EA 42 108
HOUR :

cm: 612 110 kg 2: --- n j a nj a n/a nla

L7080 6640 SPECTROPHOTOMETER , ATOMIC ABSORPT ION cc c.. .FDCH.

Double beam atomic absorption spect rophotometer. It is fully automatic, using cold vapor Hg
and hydride generation sampling techniques. It’s software is designed for use with a PC. It
has a stable opticai system with high energy wavelengths and high performance dual option
system with stainless steel nebulizer.

UNIT OF HEIGHT WIDTH DEPTH UE I GHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 22 42 28 308 lb 1: 120 1 - HZ: SUITCH: DENT:

EA 56 105 70
HOUR :

cm: 140 kg 2: --- n/a nla nja nla
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im85 6630
I

SPECTROPHOTOHETER, FLUORESCENCE
I

cc c.. .A . . . .
I

Fluorescence spectrophotcmeter. It is FI high energy double monochmnator system uith a
waveltmgth range from 200-800 m, precision is O.lren, xenon high pressure Limp, a fluorescence
display of 0-200%, a scan speed of Srrn/minute, wtomatic calibration, 50ntnx50nTn fitter and
interchangeable flow cel Is. Used for analytical chemistry, pathology, organic chemistry and
enviromtental testing.

UNIT OF HEIGHT MIOTH OEPTH VEIGHT VOLTS PHASE AMPS HERTZ OEPEN - 8TUs/
ISSUE: in: 10 20 20 81 (b 1: 120 1 - HZ: WITCH: DENT : HOUR :

EA cm: 27 53 51 37 kg 2: --- nla nfa Wa nfa

I.?ow 6650
I

SPECTROPNOTOMETER , VI S/W, 8ASI C CCC. ..A . . . .

UV/VIS basic spectrophotometer. It is a photoelectric unit with a range of lmo
mi[timicrons. It has a double scale O to IOOX transmittance and O to 2 absorbance units, an
jnstrment cover and plastic light shietd, scans speeds from 60 -2400 rsnhin, 40 full range
scans, multi-wavelength readings and an accuracy of +/- 0.5txn.

UNi T OF HEIGHT U1OTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- Bwsl
1SSUE : in: 19 150 lb 1: 120 1 - HZ: SAJITCH: OENT: HOUR :

EA cm: 48 z :: 7? k~ 2:--- n/a n/a n/a n/a

I L7095 6630 NEPHELOMETER, FLUORESCENCE cc c.. .A . . . .
1

0$
!,

I 17100

Fluorescence nephelcaxter. Unit includes a calibration standard and a sample requirement of
25aIl . used to measure haze in fluids such as fuel, beverages, chemicats, pharmaceutica~s and
other waste water applications.

UNIT OF HEIGHT U1OTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTus/
ISSUE : in: 5 6 10 ? lb 1: 120 1 - HZ: WITCH: OENT: tfWR :

EA cm: 13 15 25 3 kg 2: --- da nla nla n[a

4110 ] ROOM, CONTROLLEO ENVIROWENI, II4)C2X105 I A A A . . I S F . . . A I I

Walk-in controtted envirorsmntal ran. It has a temperature range of 5 to 60 degrees
centigrade, textured e(uninus interior and exterior, 4inch thick polyurethane insulation,
set f-closing insulated door, false cefiing construction that allows maxinusn air ad light
distribution, air or water-cooled condensing unit circulates through a conditioning plenum for
heating/coo(ing humidification and a blouer system for quiet operation. Unit is customized to
meet the facility requirements.

UNIT OF HEIGHT UIDTH OEPTH HEIGHT W1.TS PHASE AMPS HERTZ OEPEN- 3TUs/
1SSUE : in: 114 52 105 1,000 Lb 1: 208 3 - HZ: SWITCH: DENT: HOUR :

EA cm: 290 131 2$4 453 kg 2: --- n/a n/a nfa nla
.

L7200 4500 DISPENSER, REAGENT, PHENOLIC AAA. ..A . . . .

Phenolic reagent dispenser. It dispenses from 5 to 50 cyctes/min with a delivery range of
t-400ml and is constructed of corrosion resistant plastic. Used for dispensing and diluting
so(vents acids, atka[ies, and radioactive ftuids.

UNIT OF HEIGHT U1OTH DEPTH UEIGHT WLTS PHASE AMPS HERTZ DEPEN-
ISSUE:

BTUs/
in: 7 12 7 0 lb 1: 120 1 - HZ: SWITCH: OENT: HOUR:

EA cm: 18 31 18 0 kg 2: --- 0 NO YES nla
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Q

6640008651729 S11 RRER , HOT PLATE, MAGENT 1C cc c.. .A . . . .

Magnetic stirrer-hot plate. It has variable stirring speeds of near 1500 RPM, temperatures of
up to 400 degrees centigrade, back up safety thermostat, plate surface of 49 sq. inches and
pyroceram glass ceramic top that is corrosion resistant. Used for reagent mixing and heating,
preparing culture media, evaporation and disti t lation procedures.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
1SSUE :

BTUs/
in: 5 8 10 2 lb 1: 120 1 - HZ: SWITCH: DENT:

EA
HOUR :

cm: 13 20 26 1 kg 2: --- nla nla nla n!a

L7305 6600 MIXER, VORTEX, TEST TUBE cc c.. .A . . . .

Vortex test tube mixer. This is a sing(e Nell type with a stirring action that starts with a
touch of the test tube. It is a variable speed unit from 100-3000 r~. Used in a laboratory
for mixing small samples in a test tube, calorimetric tubes or erletnneyer flasks.

UNIT OF HEIGHT UIOTH DEPTH UE 1GHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1 SSUE : in: 6 4 7 7 lb 1: 120 1 1 HZ: WITCH: DENT: HOUR :

EA cm: 15 11 18 3 kg 2:--- n[a nla n[a nia

L7330 6630 ROTATOR, MIXER cc c.. .A, . . .

Rotator mixer. It operates between 1-20 RPM osci 1 Iationand has reversible cushioning that
craddles specimen tubes. It can acconnlodate up to fifteen 12 X 75ml tubes or ten 17X100ml
tubes and has a precision control Led ptatform with mixing adjusting zones of 1-48 degrees
angle. Used for uniform specimen suspension mixing.

UNIT OF HEIGHT WIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
1SSUE : in: 4 13 5 4 lb 1: 120 1 3 HZ: SUITCH: DENT:

EA
HOUR :

cm: 11 32 14 2 kg 2: --- n/a n/a n/a n/a

[
L7500 6630 . VI SCOMETER cc c.. .A . . . .

Viscometer. It is fu,((y automatic and constructed of 300 Series stainless steel It has a
digital display, computer capabilities and can ca{culate a choice of viscosity (cent ipoise)by
shear stress or % scaie. It also has multiple speeds and interchangeable spindles. Used for
different viscosity applications such as textile fibers
items.

, chemicals, gums, gels and many more

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 26 73 lb 1: 120 1 - HZ: SWITCH: DENT:

EA 66 $; :
HOUR :

cm: 33 kg 2: --- n/a n/a n/a nja

L8000 6640 1NCUBATOR, ANAEROB1 C, VACUUM cc c.. .A BE..

Anaerobic incubator with vacuun. It has fluorescent ( ights, two adjustable shelves, reusable
wafers and a 3.6 cubic foot capacity. Used for CU1 ture growth of anaerobic bacteria.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
1SSUE :

BTUs/
in: 30 60 29 356 lb 1: 120 1 4 HZ: SWITCH: DENT: HOUR :

EA cm: 76 152 73 161 kg 2:--- nla nla n/a n/a

L8130 6640 INCUBATOR , BACT , 2CMPT , 40x50x27 cc c.. .A. E..

Tuo compartment bacteriological incubator. The unit requires carbon dioxide and has a 10
cubic foot capacity. It is a radiant heat system made of stainless steel with an automatic
carbon dioxide controller and an optional interior electrical outlet. Used for tissue
culturing and for work with C02-obligate organisms at atmospheric pressure.

UNIT OF HEIGHT WIDTH DEPTH UE I GHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE : in: 40 50 27 325 lb 1: 120 1 - HZ: SUITCH: DENT: HOUR :

EA cm: 101 127 69 147 kg 2: - - - nl a nla nla n/a
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IL8150 6640 INW8ATOlt, PARAFFIN, 39X42X28
I

cc c.. .A . . . .

Paraffin inculmtor. The chan&ers can be used in conjunction nith drying and staining of
slides. [t has fiberglass insulation, Q swmory ring, taqxrature calibrating dial with a
temperature range of (+/-) 5 to 6S degrees centigrade, an inner glass door, easy loading
she~ves and has a 10 cubic foot capacity. Use for paraffin dtetkfing at 30 -65 degrees
cent igrede.

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AHPS HERTZ DEPEN- BTUs/
1SUE: in: 39 42 28 320 tb 1: 120 1 3 HZ: SWITCH: OENT: HWR :

EA Ctn: 99 107 71 145 kg 2: --- n/a n/a nja n/a

IL8273 6640 OVEN, DRYING, SMALL, U/TI)IER CC C.. .A . . . .

Walt laboratory drying oven. It has a ttsrperature range of anbientto 240 degrees
centigrade, a staintess steei interior, a p(atirum temperature probe, a 99 hour 59 minute timer
and a 0.35 cubic foot capacity. For tightty contro{{ed heating processes in the laboratory.
Temperature is stable to PIUSS or minus 1.5% at 240 degrees.

UNIT OF IIEIGHT WOTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- 6Tus/
1SSUE : in: 24 16 16 106 (b 1: 120 1 7 HZ: SWITCH: OENT: HOUR :

EA cm: o 0 0 42 kg 2: --- 60 NO YES n/a

L8280 6640 OVEN, DRYING, MEDIUM, 2CUFT CC C.. .A . . . .
1

Mediun laboratory drying oven. It has a temperature range of a!rbient to 210 degrees
centigrade, a stainless steel interior. a hydraulic temperature control no timer and a 1.7 to i
cubic foot capacity. For drying and heating a~licotions in the laboratory.

WIT OF HEIGHT UIDTH OEPTH NEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1 SSUE : $n: 16 17 11 50 lb 1: 120 1 7 HZ: SWITCH: OENT: HOUR :

EA cm: o 0 0 20 kg 2: --- 60 NO YES n/a

[
L8285 6640 OVEN, ORYING, MEDIW, 3CUFT cc c.. .A . . . .

I

Nedius laboratory drying oven. It has a temperature range of ambient to 260 degrees
centigrade, a stainless stee( interior, a hydraulic temperature control no timer and a 2.7 to 3
cubic foot capacity. For drying and he8ting applications in the laboratory.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 19 18 14 90 tb 1: 120 T HZ: WITCH: OENT:

36 kg 2:--’- 60 NO
HOUR:

EA cm: o 0 0 YES rva

.

I
L8290 6640004357220 OVEM, ORYING, LARGE, 200, 25X37X19 cc c.. .C . . . .

Double door laboratory drying oven. Atso cal~ed a dry air sterilizer. lt has a temperature
range of 15-325 degrees centigrade, a stainless stee{ interior, a platinus teqerature probe, a
horizontal air flow, 12 hour timer and a 10.2 cubic foot capacity.

UNIT OF HEIGHT WIDTH DEPTH WE I GMT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE : in: 37 19 500 [b 1: 208 1 7 MZ: SWTCH: OEN1: HOUR :

EA cm: 2 94 48 227 kg 2: --- n/a n/a n/a nla

L8500 6660002998693 WAXER, RECl PROCATiNG,5X6X8
I

cc c.. .A . . . .
I

Reciprocating type shaker. It ha% interchangeable holders for different laboratory shaking
needs. The unit operates in a range of 100 to 200 RPM and has an aluninun base.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE ANPS HERTZ DEPEN- BTUs/
1SSUE : in: 5 & 8 15 (b 1: 120 1 1 HZ: SWITCH: DENT: IIWR :

EA cm: 13 17 22 7 kg 2: --- n/a Ii/a nla n/a
$
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L851O SHAKER, PLATFORM, FROZEN BLOOD PROCESS ‘G cc c.. .0 . . . .

Platform shaking reaching for use in the laboratory. Unit’s platform is approxim ately 18
inches by 18 i riches. Unit provides variable agitation rates for assorted tasks and may be used
in the frozen b(ood processing section of the lab.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 12 19 19 30 lb 1: 120 1 5 HZ: SWITCH: DENT:

EA
HOUR :

cm: o 0 0 0 kg 2: --- n/a nla nla n/a

L8520 6640009824243 SHAKER , ROTATING, 12STD TUBES cc c.. .A . . . .

Rotator/shaker. The unit has a speed range 6 to 60 RPM, an adjustable place head, and the
capabi~ity to hold all tubes 10 to 19 INII in diameter. Used for hematology procedures,
microdiffusion techniques, precipitate washing, blood gas saturation and more.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 4 10 2 0 lb 1: 120 1 - HZ: WITCH: OENT:

EA 10 25
HOUR :

cm: 5 0 kg 2: --- nla nla nla n/a

] L8540 6640004389600 SHAKER, ROTATING, 15 SLIOES

Piatform rotator/shaker. It accepts at least 15 slides and has an operational speed range of
100-210 RPM. The timer can be set to operate up to 25 minutes. Jt has a rubbar covered
platform with rubber suction feet. Used for VDRL’S, Kline mazzini serological flocculation,
and agglutination tests.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN-
1SSUE : ‘1: 120 1 1

BTUs/
in: 7 12 13 0 lb

EA
HZ: SUITCH: OENT:

18 31
HOUR :

cm: 33 0 kg 2: --- 0 NO YES n/a

I t 1—. 1 I (
L8570 7100 CABINET, MICROSCOPE SLIDE cc c.. . . . . . .

Microscope siide storage cabinet. It is stackab(e and is made of stee~ with metat partions
that divide drawers vertically. It has pull-bar drawers with optiional feature ball suspension
design to prevent accident pull-out. Base is mounted on rubber feet to protect bench surfaces.
Unit accotnnodates up to 5,000 slides.

UNITOF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 5 16 19 0 lb 1: ---

EA
HZ: SUITCH: DENT: HOUR :

cm: 13 41 48 0 kg 2: --- 00 N0NO nla

L8575 7110 CABINET, PARAFIN BLOCK cc c.. . . . . . .

‘Paraffin block storage cabinet. The cabinet acconn?odates number 1215 paraffin b(ocks. Used
for archiving paraffin embedded pathology specimens.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 13 0 0 lb 1: --- HZ: SWITCH: DENT:

EA 33 ;:
HOUR :

cm: o 0 kg 2: --- 00 NONO n/a

STAINER, SLIDE, AUTO, HEMATOLOGY
t

Automatic slide stainer. This is a microprocessor controlled stainer designed for minimum of
20 slides at one time. It includes a staining station, rinsing station and drying station.
For use in microbiology, histology, and hematology laboratories.

UNIT OF HEIGHT UIOTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 16 29 21 100 lb 1: 120 1 -

EA
HZ: WITCH: DENT: HOUR :

cm: 41 74 53 45 kg 2: --- nla nla n{a n/a

266

9

Source: https://assist.dla.mil -- Downloaded: 2016-12-11T01:05Z
Check the source to verify that this is the current version before use.



MIL-STD-1691F

O‘,

O,!, ,;
,, ,,,

APPENDIX A 1 JULY 1993

CATEGORY: ANAV1
mu USN

UTILITIES
UOUENCLATURE RVFAH 123456

IL8385 6640 STAINER, SLIDE, BATCH, HISTOLOGICAL
I
cc c.. .A . . . .

I
Batch St ide stainer. This is a microprocessor control led stainer designed for minisum of 20
sLides at one time. It inc[udes a staining station, rinsing station and drying station. For
use in microbiology, histology, and hematology laboratories.

/
UNIT OF HEIGHT UIOTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE: in: 16 29 21 ?00 lb 1: 120 1 - HZ: WITCH: DENT: M(ILIR:

EA cm: 41 74 53 45 kg 2: --- nla n/a nfa n/a
1 1 1 1 1 1 I

6630
I

EMBEDDER, T 1SSUE
I

cc c.. .A . . . .
I

Tissue esbeclding center. This is a table top unit with e paraffin reservoir and cotd plate
grouped together. The unit consists of a paraffin bath and a reservoir draining ledge, a
heated work surface, large cold plate, foot pedal or touch plate for dispensing paraffin, a
forceps uarmr, a heated cassette hot der, a temperature range on the psref f in bath of 40-75
degrees centigrade uith a parafffn capacity of 2 I iters, a ptate that coots to -5 degrees
centigrade, a digitat LED temperature display end can accofmaodate 50 cassettes.

UNIT OF HEIGHT U1OTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 32 24 103 lb 1: 120 1 - HZ: SWITCH: DENT: HOUR :

2A cm: ;; 82 61 47 kg 2: --- n/a n/a n/a n/a

~L9010 16630 I HOROGENIZER, TISSUE ICC C.. I. A.. .. I I

Tissue homogenizer; also catted a sonicator. It has o feedback system with a titttniun probe.
Used in cytology to create a tissue ce(l suspension, degradation of nucteic acid chains, etc.

UNIT OF HEIGHT U1OTH DEPTH UEIGHT VOLTS PHASE AKPS HERTZ DEPEN- BTUSI
1SSUE : in: 4 13 13 20 Lb 1: 120 t 5 HZ: WITCH: DENT: HOUR :

EA cm: 12 34 34 9 kg z: --- n/a tia n/a ti8

~ L9015 ~ 6640 I SHARPEMER, BLADE, I!ICROTWE lCCC. .j. A.. ..l 1

F

Microtome blade sharpener. Sharpens knives in one minute Mite the knife is locked in place
and held at proper angle to the honing plate. There is an electrical timer to set the desired
time. The hone tabte osci t tates 3/4” side to side and after 3 strokes on one side the cam
fo( touer autwnatica~ly f (ips the knife for 3 strokes on other side. Built-in heavy duty
Oelrin plastic retainer are used in redressing the hone plates.

WIT OF HE i GMT M1OTH DEPTH UEIGHT WLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 17 13 20 0 tb 1: 120 1 - HZ: SWITCH: DENT: HOUR :

EA cm: 43 34 51 0 kg 2: --- II/a n/a Wa nfa

6640008696074
I

T 1SSUE PROCESSOR, AUTO, 2LEVEL CC C.. .A B...

Automat i c tissue processor. This is a rotating basket imnersian type unit that uses a minimm
of 10 soivents and two paraffin processing stat fens. It is controt ied by a circular timing
disc that is driven by a constant speed motor. The paraffin bath temperature ranges f ram 50-6S
degrees centigrade and is agitated. The furies are rmoved by en exhaust hood or an integral
fme collecting system. collecting system. The process time/step is 15 minutes to 24 hours.
The drain time/step is O to 1 minute. used to fix, dehydrate, c1 ear and infiltrate tissue
specimens to preserve the integrity of their cellular coqments for 1 i ght !ni croscopy.

LIMIT OF HE IGffT UIDTH DEPTH WE IGNT VOLTS PHASE AMPS HERTZ OEPEN - BTus/
ISSUE: in: 31 26 29 144 lb 1: 120 1 - HZ: SWTCH: OENT: HWR :

EA cm: 80 67 73 65 kg 2: ”-- nla n/a nfa n/a

O,~,
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a

cL9022 I TISSUE PROCESSOR, ELECTRON MICROSCOPY ICCC. .I. B....I I

Automated E (ectron Microscopy tissue processor for use in preparing tissue sampl es for
vieuing in either electron or high resolution light microscopes. Unit provides automated
processing of up to 20 specimen vials simultaneously. proces sing programs may be timned in
increments from 1 minute to 99 hours and 59 minut es. Unit includes battery backup to rais
samples from reagents and maintain pro grem sequence in the event of power fai lure. Differs
from a standard laboratory tissue processor only in terms of the volume and numbers of samples
that may be processed.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SStJE : in: o 0 0 lb 1: 120 1 1 HZ: SWITCH: OENT:

EA
HOUR :

cm: 280 38: 480 19 kg 2: --- n/a n/a n/a nla

L9025 6640 FREEZE -ORYER, T] SSUE cc c.. .A . . . .
,

Freeze. dryer. The maximum low temperature of the unit is -55 degrees centigrade. The unit
has a bui [t in electronic vacuum gauge and is built of epoxycoated steel for chemical
resistance. Used for laboratory specimens preparat i on.

UNIT OF HEIGHT WIDTH DEPTH UE I GHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 37 30 28 400 lb 1: 120 1 20 HZ: SWITCH: DENT : HOUR :

EA cm: 94 : 76 71 181 kg .2: --- nfa nja n/a nf a

L9030 PUMP , VACUUM, LABORATORY OVEN
I

cc c.. .B . . . .

Vacuum pump for laboratory use with vacuum drying ovens.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: o 0 0 0 lb 1: 120 1 1 HZ: SWITCH: DENT: HOUR : a

EA cm: o 0 0 0 kg 2: --- nla nla nla nla

L9700 6530 LIFT, HYORAULIC, MORTUARY, 300LB CAP cc c.. . . . . . .

Hydraulic cadaver 1 i ft. This is a manually operated 300 pound capacity lift. It has a
stainless steel cadaver tray and/or launderable canvas straps for holding and lifting cadavers.
It uses a heavy duty hydraui ic cylinder for raising and lowering the cadaver and has heavy duty
swivel casters with locks to aid in positioning the unit.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 116 62 50 220 lb 1: --- HZ: WITCH: DENT:

EA
HOUR :

cm: 295 157 127 97 kg 2: --- n/a n/a nla n/a

L971O 6530007088510 TABLE , AUTOPSY, TANK, CRS , AA A,. DA B...
I

Tank type autopsy table. The unit is made of corrosion resistant stain(ess steel; has a ,
vacuum capabi i ity, water proof electrical outlets and a 60 ga~ (on capacity reservoir tank.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 36 25 846 0 lb 1: 120 1 - HZ: SUITCH : DENT :

EA
HOUR :

cm: 91 64 213 0 kg 2: --- n/a nla nla nla
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#

~ L9715

6530 TABLE, AUTOPSY, L-SHAPE
I

AA A.. DA . . . .
I

L-shaped autopsy table. Conbines autapsy Qnd dissecting in a si~~e rigid unit. It has
enclosed storage areas and instrument draner, stainless stee~ construction, includes rubber
headrest, a hyxfroespirator, a vaeuun breaker and table rinse hose. It a(so has a pqt Mith
resxtvebte perforat~ st~inless ateet strainer and basket with a 1/2 inch drain, hot and cotd
water mixing faucet uith swinging gooseneck spout and wrist operated handles, hot and cold
uater intet valves for an aspirator, a stainless steet specimen instrument tray, 1/2 horsepo~er
uaste disposer tiith a s~itch, a so(enoid valve and standpipe, hard rubber cutting board, a
perforated viscera basket, a doub(e ccqartment sink and graduated table edge scaled in
cent i meters.

UNIT OF HEIGHT UIOTII OEPTH NE I GHT VOLTS PHASE AXPS HERTZ OEPEN- OTus/
ISsuE: in: 3B 101 91 205 lb 1: 120 1 - HZ: SWITCH: OENT: HOUR :

2A cm: 97 256 231 365 kg 2: --” nfa n/a n/a nfa

6530 I TABLE, AUTOPSY,UBL,WSTATIONARY SER CNTR I A A A . . I O A . . . . I

Nobi [e autopsy tab(e. The table is used in conjunction uith a stationary service istmd
equipped uith operator work facilities. The stationary service isiand shall inct@e a cabinet
unit that contains all pltmbing and bui It in operati~ services such as an irrigation hose
connection controlled by a thenmzstatic water mixing valve, duplex electrical outlet, s sink
equipped with a swing faucet spout and wrist-blades, a specimen basket to hang in the sink and
a removable suing drain to receive the mobile table drainage.

!

WIT OF HEIGHT UIOTH DEPTH b’EIGHT VOLTS PHASE AXPS HERTZ f) EPEN - BTUs/
1SSUE : in: 46 % 81 450 tb 1: 120 1 15 HZ: WITCH: OENT: HOW :

EA cm: 117 244 205 205 kg 2: --- n/a nla n/a nfa

L-L9720

P-

6640
I

STAT ION, PATHOLOGY , GROSS
I

AA A.. OF . . . .

Gross pathology station. The unit contains four, tuo-speed electronic fans to reduce the
danger of formaldehyde toxicity, an exhaust system with filters that last 2 to 8 months to
convert the forma ldehyrie to c02 and uater, bui [t in f tourescent lanps for shedoii-free
i I hdnation, a %oice capturing optiongg to al~ow the pathologist to dictate uithout having to
fble nfth a hand or foot control and a built-in faucet with catch pan in rear. Used for
gross preparation of pathol~ specimens.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN - 8TUs/
1SSUE : in: 33 u 24 250 lb 1: 120 1 2 HZ: WITCH: DENT: H(lJR :

EA cm: 84 122 61 113 kg 2: --- n/a n/a n/a n/a

6640 TABLE, DRESSING, UORTUARY cc c.. . . . . . .
I

Folding mortuary dressing table. Tubdar steel frem with plastic leminet tab~e top with four
swive( casters. ~it is used to assist mortician in dressi~ remeins.

UNIT OF HEIGHT UIOTH OEPTH UEIGIIT VOLTS PHASE AMPS HERTZ DEPEN - QTus/
1SSLIE : in: 35 77 25 77 lb 1: --- HZ: SWTCN: OEMT: HOUR :

EA an: 0664 193 0 kg 2: --- n/a nla n/a n/a

I L97&0 7110 PUMP, EMBALHI NG
I

.C. ..A
I

Embatming punp for use in the mortuary. Unit provides delivery of emba~ming fluids at
presures between165 and 160 pounds per square inch. Unit has three and one quarter gation
capacity Mith staintess steel reservoir. P% is a direc t drive ~ with pulsation
capability and automatic shutoff.

UNIT OF ltEIGitT UIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 25 15 15 0 lb 1: 120 1 4 HZ: SWITCH: DENT: HOUR :

2A cm: o 0 0 0 kg 2: --” nla n/a n/a n/a
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9

,
I L9840
I

6625 [ CWNTER, GAMMA, RIA, MANUAL ICC C.. I. A.. .. I I

Gmmna counter. It can be either a single well or a multi-well system that requires manual
sample changing. It includes a NA1 crystal detector. Uses RIA techniques to measure trace
quantities of gannm radi at ion in substances such as hormones, drugs, enzymes, vi ruses,
antibodies, tummr markers and receptors that are found in serum, urine and other body fluids.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 12 25 31 218 [b 1: 120 1 -

EA
HZ: SWITCH: DENT: HOUR :

cm: 31 63 80 99 kg 2: --- n/a n/a nla n/a

MOO05 6515 AUDIOMETER, SCREENING, GRWP cc c.. .A . . . .

Audi ometer. Automat i c, 4 person capacity. Unit is table mounted with expansion racks for
appropriate number autocups, and one repair kit. Used for screening audi oiogi c examinations.

UNIT OF HEIGHT UIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 5 15 23 lb 1: 120 - 6 HZ: WITCH: DENT:

EA 13 38 ;;
HOUR :

cm: 10 kg 2: 60-- nla nf a nl a nla

E

1 1 1 I I I I

6515 RECORDER , TAPE, U/DELAYED AUDIO FEEDBACK cc c.. .A . . . .

Delayed audio feedback tape recorder. Unit consists of a recorder, and video display Hi th
digita~ storage of information. I t includes mode selector, cursor controls, sweep selector,
and microphone. Used for speech modi f icai ton training and therapy.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 12 6 lb 1: 120 - - HZ: SWITCH: DENT:

EA 30 :: 1;
HOUR :

cm: 8 kg 2: --- n/a nl a nl a nl a

MOO15 6515 TYMPANOGRAPH , U/X-Y RECOROER cc c.. .A . . . .

Tympanograph, with X-Y recorder. Unit provides 3 sensitivity ranges to give optinum
sensitivity for static compliance. Tympanograph and acoustic reflex tests. It also features
self adjusting circuits, a motorized air system and a stimulus section. Used to diagnose and
determine middle ear problems and eustachian tube dysfunction.

UNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 5 16 13 14 lb 1: 120 - - HZ: SUITCH: DENT: HOUR :

EA cm: 12 41 34 6 kg 2: --- n/a n/a n/a nl a

ANALYZER , HEARING AID

Hearing aid analyzer. It includes a complete acoustic test system, compfiising a control unit
with 4 color piotter, color monitor, and hearing aid test box. For use in automatically
testing, calculating and printing al 1 electrical and acoustical performance data of any hearing
aid in accordance with ANSI S3.22.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
ISSUE :

BTUs/
in: 14 14 32 lb 1: 120 1 - HZ: SWITCH: OENT:

EA 35 35 ;
HOUR :

cm: 14 kg 2: 220 - - nla nla n/a n/a

MO025 6515 AUDIOMETER, D lAGNOST IC, IMPEDANCE cc c.. .A . . . .

Diagnostic audiometer. Unit includes a high-frequency audiometer clinical impedance rear ear
anal yzer~ control led by a complete database computer system that stores patients result. Used
for diagnostic audio [ogical testing for middle ear impedance/compliance and to verify
malingering.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS
ISSUE :

HERTZ OEPEN- BTUs/
in: 15 15 13 15 lb 1: 110 - - HZ: SUITCH: DENT: HOUR :

EA cm: 38 38 33 7 kg 2: --- nla Ii/a n/a nla
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Bmo30 6515 AUO1OMETER, DIAGNOSTIC cc c.. .A . . . .
I 1

Om person audiometer. Unit inc (udes a speech microphone, cassette player, talk over
automat ic cat ibration and frequency and hearing leve~ controls. Used for rout i ne audiol ogicat
testing. I

UNIT OF HEIGHT W1OTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 5 15 17 23 lb 1: 120 1 - HZ: SUITCII: OENT: HOUR :

EA cm: 12 38 44 10 kg 2: --- ‘n!a n/a n/a n/a

NU035 6515 ANALYZER, AUDITORY, EVOKEO RESPONSE cc c.. .A . . . .

I

O;,i‘,,

[

Evoked response auditory anaiy’zer. Unit features a Large color monitor, eight channel
anaiyzers uith an option of 4 additional channets, built-in electrcxJe inpedance testing, dual
channel physiological anptifier, digital aditory sticstlator, and a register recorder. Used
for analysis of the CNS to a variety of external stinuli.

UNi T OF HEIGHT UIOTH DEPTH UEtGHT VOLTS PHASE ANPS HERTZ DEPEN- BTUs/
1SSUE : in: 48 28 32 220 lb 1: 120 1 “ HZ: SWITCH: DENT: liWR:

EA cm: 122 71 81 100 kg 2: --- n/a n/a nfa n/a

6515 BOOTH, ALID1O, OBL WALL, 10 AA A.. .F. ..E

Double wall audiological booth. Prefabricated. Unit ia constructed with 4 inch total
absortive panels uith vibration iso{ators. It includes a dcwb~e-glazed window with moisture
control dessicant batuaen uindou sheets, and she(f and a magnetic seat door. Used for
audiometric testing,

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PMASE AMPS HERTZ DEPEN- BTus/
1SSUE : in: G9 92 7,800 lb 1: 120 - - HZ: SWITCH: DENT: HOUR :

EA cm: 226 233 22 3,533 kg 2: ”-- nfa n/a n/a nfa

6515 3LX)TH, AUO1O, OBL UALL, SUITE AA A.. .E. ..E
I

lkwbte tia(( audiokometric testing suite with double walled examination and cmtrol rooms.
unit includes recessed incandescent tights, carpet, keyed Locks on both outer doors, a t~elve
outlet surface mted phgmold strip in both rooms. A 24’]X30” vieuing windou and self
contained ventilation system permit extended examinations. Unit also includes jack pane(
betMeen the exam and control rocms.

UNIT OF HEIGHT IJ1OTII OEPTH UEIGHT VOLTS PHASE AKPS HERTZ OEPEN- 8TUs/
1SSUE: in: w 135 235 20,900 lb 1: 120 1 20 HZ: SWITCH: OENT: HWR :

EA cm: o 0 0 fJ kg ~: --- 60 NO NO n/a

Btoo41 6515
I

SOOTH, AUDIO, DEL MALL, SUITE AAA. ..E...E
I

Oouble ~atl atxliolometric testing suite uith double walled examination and controt rooms.
Unit inctudes recessed incandescent lights, carpet, keyed locks on both outer doors, a twelve
outlet surface mounted ptugmold strip in both rooms. A 24W30” vieuing uiti and se(f
contained ventilation system permit extended examinations. Unit also includes jack panel
betueen the exam and contro~ rouns. (NAVY ADO - STANDARD EOUIPMENT IN TEACHING FACILITIES)

UNIT OF HEIGHT UIDTII OEPTH US lGHT VOLTS PI!ASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: W 135 235 20,900 Lb 1: 120 1 20 HZ: SWITCH: OENT’: HOUR :

EA cm: o 0 0 0 kg 2: --- 60 NO NO n/a

o
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E 6515 I BOOTH, AUDIO, DEL UALL, 6 PER lAAA. .l. F...E\ I
1 I 1 ! I

Double uall audiological booth. 16 g-steel walls w/CRS floor. Unit may include divider
curtains, stools, individuals fluorescent lighting. All rooms include flush magnetic seat
doors up to 36 inches wide; and double glazed acoustical window. Double wa( 1 both is designed
to be used for audiological examinations, c1 inical research, and sound field measurements in
areas having high background noise envi rorment and where maximum noise reduction is requi red.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 112 100 7,800 Lb 1: 120 - - HZ: SWITCH: DENT: HOUR :

EA cm: 284 254 2:: 3,533 kg 2: --- n/a nia n/a n/a

I “0050 \ 6515000659600 I BOOTH, AUDIO, DBL WALL, 1 PER lAAA. .l. F...E\

Double wal 1 audiometric examination booth. This unit maybe prefabricated with interior
dimensions of approximately 78 inches high by 36 inches wide by 40 inches long. The composite
sheet metal and sound absorbing assenbly have a minimum overal 1 noise-reduction coefficient of
0.95. Option of right or left hand door. This unit is used for conducting hearing test by
doctors, nurses, and audiogist within clinics and hospital.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 97 72 60 4,000 lb 1: 120 - - HZ: SWITCH: DENT: HOUR :

EA cm: 247 183 153 1,812 kg 2: --- n/a n/a n/a n/a

PROCESSOR, FILM, BLACK/UH I TE , 3-1/2 GAL

3 1/2 gallon. Black and white f i lm processor. 3 1/2 gal ~on tank capacity. 100% stainless
stee( construction including heavy duty sink, control panel, tanks, and covers. Al 1 stainless
steel compartments are hel i arc welded, ground, and polished. Includes an automatic gas burst
agitation system, tempered water supply faucet, water inlet control valves, and a temperature
regulator. Designed for cut sheet or roll film; black and white processing.

UNIT, OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
ISSUE: in: 46 60 25 325 lb 1: 120 1 1 HZ: SWITCH: DENT: HOUR :

EA cm: 117 152 63 147 kg 2: --- n/a n/a n/a nla

MO31O 6740 PROCESSOR , FILM, COLOR cc c.. DF. ..E

Co(or f i lm processor. Stainless steel construction - including the heavy duty sink, contro~
panels and tanks. Equipped with water temperature regulator, dial thermometer and gas/air
agitation timer, with air outlet for direct connection to air supply. 3 1/2 gallon capacity.
Designed for color film processing.

UNIT OF HEIGHT UIDTH DEPTH UE I GliT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 46 101 25 475 lb 1: 120 - HZ: SWITCH: DENT :

215 kg 2: ---’
HOUR :

EA cm: 116 256 63 nla n/a nla nl a
h

M0315 6740 PROCESSOR , FILM, SLIDE cc c.. DBC. .E

Si ide f i im processor. Modu(ar fi lm processor with automatic chemical replenishment system.
Output of 550 f i (ms/hr. For mass production of color and black and uhite S1 ides from 35Imn
slide fiim.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
IsSUE: in: 33 40 26 365 lb 1: 220 1 20 HZ: SHITCH: DENT: HOUR :

EA cm: 83 101 66 165 kg 2: --- nla nia nla n/a
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PROCESSOR, PHOTO PRINTS, AUTO cc c.. DA . . . .

Autcmsted photographic print process for lou vokune app~ ications such as lab, electron
microscopy, or smol t photo labs. Produces dry, finished color prints from negatives. #706
0551 N1155 2314 #553237 u/562725

\
UNIT OF HEIGHT bflDTH DEPTH UEIGHT VOLTS PHASE AKPS HERTZ DEPEN- BTUs/
ISSUE: in: 0 0 0 0 lb 1: 120 1 10 HZ: SUITCH: OENT: UOUR :

EA cm: o 0 0 0 kg 2: --- n/a n/a n/a n/a

DRYER, Pltl NT, GLOSSV , 69x57x36 cc c.. .A . . . .

G1O$SY print dryer. Cabinet type dryer uith il(uninated interior, end tuo doors with te$qwred
glass windows. 80-351mn rolls capscity. Oesigned for fi(m/print drying.

J

LINIT OF HEIGHT U1OTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEM- BTUs/
1SSUE : in: 70 a 19 1% lb 1: 120 - - HZ: SUITCH: OENT: H~R :

EA cm: 178 58 48 88 kg 2: --- n/a n/a nf a nfa

M0335 6740 DRYER, FILM, CUT/ROLl.
I

cc c.. .A . . . .

Film dryer. Cut or ro~l. Extra Large cabinet with tw iarge ctear plastic inspection
windows, and four removabte print racks. Designed for large vo(une of drying of film and
prints.

UNIT OF HEIGHT WIDTH DEPTH US I GHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISWE : in: 66 34 22 350 lb 1: 120 “ - HZ: SUITCli: OENT: HOUR :

EA cm: 167 86 56 ?58 kg 2: --- wa nja nfa nfa

M0350 6?40
I

SINK, PRINT, PHOTOGRAPHIC, HXMXO AA A.. l) . . . . .

Photographic print sink. Unit consists of a stainkess stee( sink with 1 1/2[’ IPS drain.
incldes separate Hashing cocpsrtments, f(cw contro[ valves, spray inlets in tray compartments,
built-in vacuun breakers, and 3/4” of insulating material. 20” X 26” tray capacity. For use
in the darkroom for fitm developing.

UNIT OF HEIGHT WIOTH OEPTII UEI GHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 41 37 325 Lb 1: --- HZ: SUITCH: DENT:

2:: 94
IIOUR :

EA cm: 104 147 kg 2: --- n/a n/a tia n/a

e 6740 UASHER, PRINT, AUTO, ORUM I AA A.. OA . . . .
I

Automatic drun t~ print washer. Corrosion resistant stainiess steel unit with titt-rocking
action. It includes a timer, and a continuous fresh water flti.
frame.

1 1/2” I.P. S. staintess steel
Used in the darkroom for print washing.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AKPS HERTZ OEPEN- BTUs/
ISSUE : in: 37 34 28 75 lb 1: 120 “ - HZ: SUITClt: DENT: HOUR :

EA cm: 93 86 71 34 kg 2: --- nfa n/a n/a n/a

M0360 6740
I

CHILLER, MATER, PRINT SINK AAA. .QB . . . .

Uater chi~ler for print sink. Heavy rkty, all stainless .steet umit. It includes an inrermt
adjustable thermostat, G hermeticatty sealed crx!pressor, and a 1 HP nuxor. 3/8’1 IPS drain.
Oesigned for uater tengterature control in processing sinks.

UNIT OF HEIGHT U1OTH DEPTH UEIGHT VOLTS PHASE AMPS IIERTZ DEPEN- STUs/
1SSUE : in: 1!$ 33 16 144 (b 1: 120 - 11 HZ: SUITCH: DENT: H@JR :

2A cm: 38 83 44 65 kg 2: --- n/a nla n/a n/a
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0

I M0375 I 6740 I ENLARGER, 4X5, TRIPLE TURRET, U/3LENSES I C C C . . I . A . . . . ] I

I 4 x 5 enlarger, with triple turnet and 3 lenses. Unit consist of an oversized baseboard with
motorized etevation control. For enlarging 4 X 5 prints. I

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
1SSUE : in: 69 29 31 250 lb 1: 120 - - HZ: SWITCH: DENT: HOUR :

EA cm: 175 74 78 113 kg 2: --- n/a nla nla n/a

I !40380 I 6740 I PRINTER, CONTACT ICCC. .I. A....I I

] “0400

Contact printer. Unit includes an autcinatic timer for time exposure from .1 to 9.9 seconds.
Features two red safelamps with dinnier control. Designed for positive contact pressure for
high resolution prints.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 18 23 18 60 lb 1: 120 1 2 HZ: SWITCH: DENT: HOUR :

EA cm: 46 58 46 27 kg 2: --- 60 NO NO n/a
I 1 I I I I I

6730 SCREEN , PROJECT ION, 144X144, REMOTE CNTRL

Remote cent rol projection screen. Wall-ceiling mounted, roll-up type screen. Includes
ma[t iple controls to operate the screen from two or more locations, wireless remote control,
preset, adjustable 1 imit switches, and masking borders on al 1 sides. Screen is housed in a
sol id plywood case with removable motor module. For the classroom, conference room, or large
auditorium.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 144 144 48, 250 lb 1: 120 1 5 HZ: SWITCH: DENT: HOUR :

EA cm: 365 365 122 113 kg 2: --- 60 NO NO nla

k 6730 SCREEN , PROJECT I ON, 32x48, REMOTE CNTRL AA A.. .A . . . .

Pul 1 down projection screen. Wall-ceiling mounted, ro[l-up type screen. Vertic al Radius
Magnaboard cabinet, combination plastic laminate, natural oak. For th e c(assroom or
conference room.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 32 48 0 250 lb 1: 120 $ 5 HZ: SUITCH: OENT: HOUR :

EA cm: 365 365 122 113 kg 2: --- 60 NO NO n/a

I M0405 7100 SCREEN , PROJECT ION, 84X84 AA A.. . . . . . .

Projection screen. 84 X 84 inches. Heavy duty wal 1 or cei 1 ing mounted manual pul l-down
screen. Equipped with grooved roller and a bal 1 bearing mechanical system, and steel mounting
brackets. Opens with one cent inuous mot i on. Convenient for classrooms, conference rooms, or
auditorium.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
1SSUE : in: 84 48 62 lb 1: --- HZ: SWITCH: OENT: HOUR :

EA cm: 213 2: 122 28 kg 2: --- n/a n/a nla n/a

I MO41O I 6730 I SCREEN, PROJECTION, 70X70 IAAA. .I . . . . ..I I

Projection screen. Cei 1 ing mounted unit, manual pul l-down screen. Equipped with grooved
roller, a ball bearing mechanical system, and a non-gloss mat white flame resistant and mi ldew
surface. Unit opens with one cent i nuous mot ion. Designed for classrooms, conference rooms,
and auditoriums.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
1SSUE : in: 70 70 15 lb 1: --- HZ: SWITCH: DENT : HOUR :

EA cm: 178 178 1$ 7 kg 2: --- nla n/a nla n/a
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H0500 7730 TELEVISION, COLOR, 18X19X24, 55-70L6 CCC.. .A . . . .
I

Color television. Unit consists of a co(or receiver/monitor, with renmte control, fu((
off -air channel capabi 1 ity, automatic light sensor, broadcast stereo sound and automatic color
balance.

UNIT OF IIEIGHT WIDTH OEPTH UEIG14T VOLTS PHASE AMPS HERTZ OEPEN- BTUS[
ISSUE : in: 21 25 106 tti 1: 120 - -

2A
HZ: SWITCH: OENT:

53 64 :;
HOUR :

cm: 48 kg 2: --- nla n/a nla n/a

M0505 mo TELEV1 SION, COLOR, BEOSIDE CCC. ..F . . . .

@lside television color. The smat 1 size al[ow the set to be mounted on a “gravity-f reel’
support 8MI which permits the patient to position the TV for comfortable viening. The
character st ics and components include earphone jack; three inch round speaker; support ann and
AM/FM radio. The unit is approximately 7’ wide X 6.511 high X 10-5/88S deep.

UNIT OF HEIGHT W1OTR OEPTH HEIGHT I
WLTS PHASE AMPS HERTZ OEPEN- BTUs/

ISSUE : in: ? 7 11 6 (b 1: 35-- HZ: SWITCH: OENT:
EA

HOUR :
cm: 18 18 28 3 kg 2: --- 0 NO NO n/a

Ullslo 5030 PONER SUPPLY, TV, BEOS1OE,1-16 TV,17X14X7 BBB. .. F....
I

Bedside TV power suppiy. This unit provides filtered per for up to 50 B/U or 20 color
television receivers for patient entertairsr@nt, and patient monitoring. The unit has
solid-state circuitry and aperates we(( beloti norma[ rating (80%). This [OM voltage OC power

o

supply has an over-voltage indicator on the system model that lights uhen the wtput from the
20 vott section exceeds 19 voits. The unit requires a central RF panel to prwide an interface
for power, the antenna system and a(l television receivers in a given system.

UNIT OF HEIGHT UIOTII OEPTH MEIGHT VT)LTS PHASE AMPS HERTZ DEPEN- STUs/
1SSLJE: in: 17 0 lb 1: 120 - 20 HZ: WITCH: OENT:

EA 43 E 1:
HOUR :

cm: O kg 2: --- 60 NO NO nfa

I
M05 ?5 5830 POUER SUPPLY, TV, BEOS1OE, ? TV EB B.. .A . . . .

Power s~ly unit, DC (OW voltage (One Television units HG81O). 23 inches high, 5 inches deep
ad 7 inches nide. 120 AC, 3/10 AMP. &edside TV power supply. This unit pouers one
television unit (NM1O). The characteristics and components provide 20 volt direct current for
al[ Series 152 television sets; circuitry contained uithin o cast uall mount, and a separate
television coax connection on trin@ate provides pwer and RF to the Patientls television set.

UNIT OF HEIGHT NIOTli DEPTH MEIGHT WLTS PNASE AMPS HERTZ OEPEN- BTUs/
i SSUE : in: 3 lb 1: t20 2 HZ: SMITCH: OENT:

EA 3 1: 1: 2 kg 2:--’- 60 NO NO
U(IUR :

cm: n/a

M0605 6515 ANALYZER, NITROGEN cc c.. .A . . . .

Nitrogen gas analyzer. LIYtit inctudes an electronic display of highly stable operation. It
provides instantaneous disptay of nitrogen gas concentrations for closing volum? and other
Pulmonary measurements in less than 50 milliseconds. No zero adjustments required. USed for
masuring closing volme, amtanical dead space, functiona~ residua( capacity, and inhated and
exha~ed nitrogen concentrations.

J

UNIT OF HEIGHT UIDTH OEPTH WI GHT VOLTS PHASE AI(PS HERTZ OEPEN- BTUs/
lSSUS: in: 6 14 12 0 lb 1: 120 - - HZ: SWITCH: OENT:

EA
HOUR :

UR: 15 36 30 0 kg 2: --- tia nfa n/a n/a

o
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M0610 6630 ANALYZER, OXYGEN, O-10fXA

Oxygen ana ( yzer. Consists of a 9“ screen with audible and visual alarms. 02, C02, N2
analyzer. Meter range from 1% to 100%. For oxygen monitoring during surgery or post surgery.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 8 15 12 20 lb 1: 120 - 1 HZ: SUITCH: DENT: HOUR :

EA cm: 20 38 30 9 kg 2: --- n/a nla nia nla

ANALYZER , OXYGEN, RECHARGEABLE
,

EM0630

Rechargeable oxygen anal yzer. Unit consists of an LCD elect ro[minescent display ui th
galvanic fuel celi as its sensing element. It includes low/high Oz alarms, and a
self-diagnostic circuit test. I t includes rechargeable nicad batteries. Designed for use in
the OR, ICU, and neonatal ICU for routine monitoring of Oz concentrations delivered to the
patient.

J

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 7 3 1 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 18 Ii 8 0 kg 2: --- n/a n/a n/a n/a

6515 ANESTHESIA APPARATUS, 3GAS cc c.. .A G...

3 gas anesthesia apparatus. Basic unit consists of: staintess steei cabinet with casters
ui th one sha \ low, one medium drawer, and one deep drawer, seven long scale eleven- inch
f lowmeters, five cy[ inder yokes, and telescoping absorber past. It inciudes two-canister model
carbon dioxide absorber with inhalation and exhalation check valves, switch valve; switch valve
elbow; sidearm vernitrol; flow calculator; mounting kit for 1 inch post; venti later calculator;
venti later power outlet, oxygen pipeling inlet. Also features nitrous oxide fai 1 safe va(ve
kit; aspi rater kit; gas evacuator with vacuum; a flow meter safety cover, and two sealed a

lead-acid batteries. Used to dispense a mixture of gases during surgi ca 1 procedures.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 75 34 29 250 lb 1: 120 - - HZ: SUITCH: DENT: HOUR :

EA cm: 190 86 73 113 kg 2: --- n/a nla n/a n/a

M0700 6515 SPI ROMETER, O IAGNOST lC, MANUAL cc c.. .A . . . .

Manual diagnostic spi rometer. Unit consists of a water-sealed spi roineter with a direct-acting
pen to record the patients breathing pattern. [t measures IC, MVV, FVC, FEV, and others. Used
for diagnosis of pulmonary/respiratory problems which are effected by changes in lung capacity
and time versus volume anomal i es.

L

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS
ISSUE :

HERTZ DEPEN- BTUs/
in: 29 30 19 45 Lb 1: 120 1 5 HZ: SWITCH: DENT: HOUR :

EA cm: 73 76 48 20 kg 2: --- n/a n}a n/a PI a

6515 SPIROMETER, MONITORING, HAND HELD

Monitoring, hand held spirometer. Light weight unit with automatic correction to BTPS and
permanent print -out of results. Used for collective volume studies, tidal volume, and minute
volume estimates.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
IsSUE: in: 16 19 12 15 (b 1: 120 - - HZ: SUITCH: DENT: HOUR :

EA cm: 40 48 31 7 kg 2: --- n/a n/a n/a nla
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I U0710 6515 SPl ROMETER, THERAPWTI C cc c.. .A . . . .

Therapeutic spi rometer. Unit features: euwsatic cat ibration, printer, recorder, and
instantaneous digftal display of the actual and % prdicted test results. Oesigned for patient
examination in hospitals and C( inics to determfne respiratory vo(~ capacity.

UNIT OF HEIGNT bfIOIH DEPTH UE 1GHT VOLTS PHASE AMPS HERTZ OEPEN- 8Tus/
~ ISSUE: in: 30 12 19 20 tb 1: 120 1 18 HZ: SWITCH: DENT: MOUR:

EA cm: 76 30 48 9 kg 2:--- L%(I NO HO nla

6515 ANALYZER , WLNDNARY FuNCTION, PORTABLE
I

cc c.. .A . . . .

PortabLe ptIlmonary function ana(yzer. It irtctudes a spirometer coaputer and gas anatyzers.
The system provides automatic calculations of inspiratory or expiatory vo~unes and flows, end
gas distribution measurements. Portable unit that can be uheeled anyhere in the hospital.
Used as a screening system to determine baseline ventilator function along uith types and
degrees of i~irments of a patient’s respiratory system.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE ABPS HERTZ OEPE#t- BTus/
1SSUE: in: 41 26 28 273 lb 1: 110 - - HZ: SIJiTCll: OENT: UOUR :

EA cm: 106 65 71 124 kg 2:-”- n/a nla nfa n/a
*

6516
I

ANALYZER , PULJ(ONARY FUNCT ION, W/CMPTR CCC.. .AF...
I

PuUaonary function analyzer system. Unit includes uho(e body plythysmography, Spri rometer,
c~er, and gas analyzers. C~ter based system for use in card io-pulmonary areas. The
system measures the ventilation, diffusion and distribution of gases in the lungs. Ft has
automatic calibration and va(ves are pmianat ica~ Iy operated and controt led by the ccaputer.
Used to measure the performance of a pat ient’s respiratory system; for out-patient or
presurgical screening.

UNIT OF HEIGHT U1OTH DEPTH UE I GHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
lSSUE: in: 21 24 273 lb 1: 110 1 12 HZ: SW TCfl: DENT: HOUR :

EA cm: ~ 53 61 124 kg 2: --- nfa n/a nla tia

7
6515 ANALYZER , BASAL META80L 1S$! RATE, CART cc c.. .A . . . .

I

Sasal Metabolism Rate (W(R) analysis cart.
J

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
1 SSUE : in: o 0 0 0 [b 1: 120 - - HZ: SUITCH: DENT: HDLJR:

EA cm: o 0 0 0 kg 2: --- n/a nla nf a n/a

U0750
I

FLOWETER, AIR, C/U/50PSl G SUPPLY CC C.. .. F... 1
Air f~obuneter. StainLess steel necxike va[ve uith crystal clear f~outube for connection to50
PSIG air outiet frm central pipeline system. For use in hospital setting for air regulation.

UNIT OF HEIGHT WIOTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 0 2 0 3 [b 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: o s o 1 kg 2: --- n/a n/a Na n/a
;

?
M07S5 66&o

I
FLOUWETER, OXYGEN, O-8LPM CC C.. .. A...

Oxygen f(otuneter. Consists of a clear crystal f[owtube with dual scale calibrated from O to 5
LPM on a lower scale and 5 to 1S LPN for general use. Standard OISS outlet. For oxygen
refutation in hospital settings.

LIMIT OF liEIGllT WIDTH OEPTli UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- OTus/
1SSUE : in: o 2 0 0 [b 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: o 5 0 0 kg 2: --- nfa n/a n/a nla
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EM0760 6515 I PROPORTIONER, OXYGEN/AIR ]CCC. .I. .I...I

Oxygen/air blender. Unit contains audible alarms to warn of supply fai lure, an auxi liary
out let and a oxygen concentration control adjustment range from 21% to 10CM. A water trap is
also included to fi(ter the air inlet. The ai r/oxygen mixer is designed to accurately control
a pressurized gas mixing with a oxygen concentrate ion. The unit can also be used to supply
accurate pre-mixed gas source to respi ration units.

UNIT OF HEIGHT UIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
1SSUE : in: 9 8 (b 1: --- HZ: WITCH: DENT :

: 2:
HWR :

EA cm: 23 4 kg 2: --- n/a nla n/a n/a

t , , 7
M0765 REGULATOR , VACUUM, C/SYSTEM cc c.. .. E...

Vacuum pressure regulator with connect ion system. To be connected to centra 1 piped vacuum
system. Regulator type as required. To be usad in delivery, neonata(, pediatrics or any area
uhere they need suet i on requirements.

UNIT OF HEIGHT UIDTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 6 3 4

EA
1 lb 1: --- HZ: SWITCH: DENT: HOUR :

cm: 15 8 10 ,1 kg 2: --- n/a n/a nla n/a

M080’O 6530 CENTER , INFANT CARE cc c.. .A E...

Infant care center. Consists of a radiant warmer with proportional control [er; and a bassinet
procedure table. Stainless steel bassinet ends and tempered safety glass sides storage area;
mounted on conductive casters, two with locking brakes. Also features monitor i ng shelf; and
resusc i tat ion package. Designed for use in the nursery or delivery room and specia~ birthing
units.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 73 24 39 210 lb 1: 120 - -

EA
HZ: WITCH: DENT: HOUR :

cm: 185 62 100 92 kg 2: --- nj a nla n} a nla

M0805 6530 INCUBATOR , INFANT, 1CU, MBL/TRANS cc c.. .A . . . .

Mobile/transportable ICU infant incubator. Unit consists of a closed control led environment
enclosed by a clear plastic hood. Equipped with access parts with doors, heating and
humidification systems, temperature and oxygen control lers, and a mattress. Used in the ICU to
provide heated air to neonates.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 38 28 220 lb 1: 120 - - HZ: SUITCH: DENT:

EA I: 96 71
HWR :

cm: 100 kg 2: --- n/a n/a n/a nla

6530
I

INCUBATOR, INFANT , ICU, MOBILE cc c.. .A A...

ICU mobile infant incubator. Mobi le unit consisting of a closed control led environment
enclos@ on a clear plastic hood. Includes port access, on doors thermometer, oxygen port
inlets, heat ing and humidification systems to create forced air ci rculation. To be used in the
1CU to provide warm cmnf ortable environments to neonates.

UNIT OF HEIGHT WIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 53 35 25 185 lb 1: 120 - - HZ: SUITCH: OENT:

EA
HOUR :

cm: 134 90 63 83 kg 2: --- nla n/a n/a n/a
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PtD815 6530009351089 INCUBATOR, INFANT, PORT, ISOLATION cc c.. .4 A...
I

Portab[e infant isolation incubator. Unit consists of i3 closed controlled envirmnent,
enc(osed by a c[ear plastic hood. Equipped with heating and humidification systems to create a
forced f[ow of air, thermometer, controls, ati two oxygen inlet parts. Unit used to provide a
uartn env$ ronment to premature neonates.

UNIT OF IIEIGHT UIDTH DEPTH WEI GUT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 53 46 227 tb 1: 120 - - HZ: SUITCH: DENT: H@R :

EA cm: 134 116 ;: 102 kg 2: --- n/a n/a nla nfa

u0820 6530 WARMER, INFANT, MBL, U/HEAT SOURCE
I

CC C.. .A . . . .
I*

140bi(e infant warmer ~ith heat source. Unit includes a c(ear plastic bassinet, overhead heat
source uith a 4-position suitch, integral heater, and a temperature monitor/t irmw.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 71 31 3? 225 lb 1: --- HZ: SUITCH: DENT:

EA cm:
HOUR :

180 80 95 102 kg 2: --- nla n/a n/a n4a

~oa75 6515 NEBULIZER, ULTRASONIC CCC.. .CF...
I

Ultrasonic nebulizer. The nebulizer consists of two units - an oscillator and a nebulizer.
The oscillator converts electric pwer to the proper voltage at a frequency of 1.35 megacycles.
This electrodircat energy is conducted to the nebu[izer through a flexible cable and connected
to focusing piezo e[ectric transducer with electrodes on opposite faces approximately 0.5 cc,
2.0 cc, 6.0 cc ir 6.0 cc of aqueous solvent transfer of viable micro-organisms. Metal case.
Acccmmdates a patient flow of up to 60 LPt$. It detivers aerosol partictes through the
app~ication of high-frequency energy to liquid medications.

tJNIT OF HEIGHT UIOTH OEPTII UEIGHT VULTS PHASE ANPS HERTZ OEPEN- BTUs/
ISSUE: in: 6 10 9 lb 1: 220 - - HZ: SWITCH: DENT: HUUR :

EA cm: 16 24 :: 4 kg 2: --- n/a tia nfa n/a

Homo 6515010607037 VENTILATOR, ANESTHESIA cc c.. .A G...
I I

Anesthesia ventilator. Maintains independent regulation of inspiratory time, inspiratory
flow, and respiratory pause. Monitors tidal volune, syststn leaks, and automatic overflow of
high gas inflows during spontaneous manual bag or mechanical ventilation, uith mounting adapter
extension pipe and clq for attachment to horizontal or vertical surface.

UNIT OF HEIGHT UIDTH OEPTII UEIGHT VOLTS PHASE AXPS HERTZ OEPEN- BTUs/
1SSUE : in: 20 9 65 (b 1: 120 - - HZ: SUITCH: DENT:

51 ;: 23
HOUR :

EA cm: 30 kg 2: --- n/a n/a nfa nfa

MD910 6515 VENTILATOR, H[GH FREUUENCY, INFANT CCC.. .AG..r
I,

High frequency infant ventilator. Automotic unit consists of a breathing circuit, controls,
monitors, and aiarms. The system has several operating males: manual, assist/control, and
control led. They assist ad re@ate the patients breathing. The alarm system features mentor)
retention. An LED bar graph permits easy reading during ventilation treatment. For use in the
intensive care nursery to initiate respiration when changes in the breathing condition of an
infant occurred.

UNIT OF HEIGHT WIDTH DEPTH UEIGtiT VOLTS PHASE ANPS HERTZ DEPEN- 8TUs/
1SSUE : in: 53 19 22 150 Lb 1: 120 - - HZ: SWITCH: DENT: HOUR :

EA cm: 135 48 56 68 kg 2: --- nla n/a n/a tia

O,!.
,,
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r
\ M0915
I

6530 I VENTILATOR, PRESSURECYCLED, PORT ICCC. .I. .I...I

Portable pressure cycle ventilator. In plastic housing with inspiratory and expiatory
adjustment controis mounted on exterior housing. For use on patients, conscious or
unconscious, requiring controlled ventilation and assistance, or control in breathing.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
ISSUE: in: 37 21 13 40 lb 1: --- HZ: SUITCH: OENT: HOUR :

EA cm: 94 53 33 18 kg 2: --- nla n/a n/a nla

VENTILATOR, PRESSURE LIMITED, INFANT cc c.. .A G...

f M0925

Pressure limited ventilator. Unit terminates inspiration upon reaching a specified pressure.
Unit consists of breathing flow meter circuit, controls and alarms, designed for use in the
intensive care nursery or other critical care settings.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 9 9 13 35 lb 1:120 - ‘- HZ: SWITCH: OENT: HOUR :

EA cm: 23 23 33 16 kg 2: --- nla n/a n/a nla

6515 I VENTILATOR, VOLUME, BASIC Iccc. .I. AA,..I

Basic volume ventilator. Unit allows variable flow according to the balance between contro~
pressure and the patient resistance. The respiration unit features adjustab~e control
pressure, cycling rate, sensitivity, oxygen concentration, and continuous and inspiratory
nebulizer flow. The respiration unit functions as an assistor and controller of the patient
pressure breaths.

UNIT OF HEIGHT UIOTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 37 21 13 40 lb 1: 120 - - HZ: SWITCH: OENT: HOUR :

EA cm: 94 53 33 18 kg 2: --- n/a n/a nla n/a

M0930 6515 VENTILATOR, VOLUME, GENERAL PURPOSE Ccc. . .A A...

I M0935

General purpose volume ventilator. Unit consists of: two modes (control and assist),
breathing circuit, controls, monitors, and alarms. The control mode reguiates patient
breathing, not allowing the patient to breathe spontaneously. The assist mode is designed for
patients who have difficulty breathing, but who can initiate inspiration. Both modes combine
assisted and controlled ventilation.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 37 21 40 lb 1: 120 - - HZ: SUITCH: DENT:

93 53 ;
HOUR :

EA cm: 101 kg 2:--- n/a nla nla nla

6515 I VENTILATOR, VOLUME, INFANT ICCC. .I.AG I. . . I

Infant volume ventilator. Unit features up to 14 parameters with its corresponding alarm
level for complete patient monitoring. The system consists of a ventilator, monitor, air
compressor, air blender, and humidifier. Unit provides a control level of gas delivery and
patient monitoring facilitating diagnosis, and recording of the patient’s breathing-activity.

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 29 27 33 112 lb 1: 120 1 7 HZ: SWITCH: OENT: HOUR :

EA cm: 74 68 84 51 kg 2: --- n/a n/a n/a n/a
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i

I
6530 VENTILATOR, WLUNE, M081LE

I
ccc..

I
.AF...

I

Mobile volune ventilator. Unit consists of a steel cabinet, with controls and indicators with
hinged cover to expose iruficators rind conceol controls: humidifier; nebulizer, spit-meter;
tubing support arm, tubing system and accessories, for use in conplete respiration of adult and
pediatric patients for tracheotofsy cannu(f3 adapters.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT WLTS PNASE AMPS HERTZ OEPEN- BTLJs/
ISSUE: in: 43 20 220 tb 1: 120 - - HZ: SWITCH: DENT: I(DUR :

EA can: 108 51 ;! 110 kg 2:-”- nla nfa nfa nja

M1OOO 6530 TENT, MIST cc c.. .A F...

14ist therapy tent. Unit consists of a canopy type clear plastic (disposable or
reuseable)suspended by a frameuork above the bed, and nebdizer. It is desisned to be
suspended over a patient bed to provida aerosol therapy to those patients suffering upper
respiratory infections.

UNIT OF HEIGHT WIDTH OEPTH WEIGHT WLTS PHASE AMPS HERTZ DEPEN- ETUs/
ISSUE: in: 72 30 50 70 lb 1: 120 - - HZ: SUi TCM: fJENT: HGLJR:

EA , cm: 183 76 127 31 kg 2: --- n/a tie nla nfa

TENT, OXYGEN cc c.. .A F...

OXygen therapy tent. lt consists of a clear plastic (disposable or reuseab~e) suspended bya
frwsework above the bed, and nebu[izer with heated hunidity controt. Oesigned for oxygen
therapy in those patients suffering respiratory infections. I

UNIT OF HEIGHT WIOTH OEPTH WEIGHT VOLTS PHASE AJ(PS HERTZ OEPEN- BTUs/
ISSUE : in: 72 30 50 70 lb 1: 120 - - IIZ: SUITCH: DENT: HOUR:

EA an: 182 76 127 31 kg 2: --- n/a nla n/a nfa

$nloo 6515 RESUSCITATOR, BAG-MASK, HAND OPERATED cc c.. . . . . . .
I

lm-

Hand operated bag-mask resuscitator. Bag-type manual silicone bag resuscitator. Intermittent
positive pressure consists of size 5 fete mask, nonrebreathing va(ve, sterile. Cctnpressible
bag Mith intet checkvalve, and plastic storage bag uith suspending gromnets. inlet check
vatve equipped with nipple de~ivers 1200 CC of air at cyc~es per minute. Used for
resuscitation in tife saving situations.

UNIT OF HEIGHT WIDTH OEPTM WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- 8TUs/
ISSUE : in: O 0 0 3 (b 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: o 0 0 1 kg 2: --- n/a tia n/a n/a

6!515
I

RESUSCITATOR, INFANT cc c.. .A . . . .

Infant resuscitator. tight uaight unit with annotating recorder, paddle contact indicator,
built-in pediatric paddles and monitor. Emergency battery for continuous Z hours operation.
Designed for hospitals application.

UNIT OF HEIGHT WIOTM DEPTH WEtGHT VOLTS PHASE AMPS HERTZ DEPEN - STUs/
1SSUE : in: 8 24 lb 1: 120 - - W: SWiTCH: DENT: HOUR :

EA cm: 21 ;: :: 11 kg 2: --- nla nla n/a n/a

4530 8ALANCE, ANALYTICAL, IJWPHARN cc c.. . . . . . .
I

Analytica( ba(ance. Consists of a large ueigbtfng chantwr accessible from three sides.
Equipped uith large digital displ~y zero tracking, audible tare, and mesbrane switches; with
built-in calibration weight. For use in the laboratory and the pharmacy.

UNIT OF HEIGHT WIDTH DEPTH WE1GHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 18 lb 1: 120 - - W!: SWITCH: OENT:

;: z ::
HOUR :

EA cm: 8 kg 2: --- n/a n/a nfa n/a
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( M121O 6530 I BALANCE, ELECTRONIC, LAB/PHARM ICCC. .I. A....(

Electronic balance. Top loading unit with high fluorescent display, built-in auto tracking
and tape. Programmable selection of Height conversions, and automatic calibration. For use in
the laboratory or pharmacy.

UNIT OF HEIGHT UIOTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 4 10 18 lb 1: 120 - - HZ: SWITCH: DENT:

; 25
HOUR :

EA cm: 10 a kg 2: --- n/a n/a n/a nla

M1215 6670004018400 BALANCE, PRESCRIPTION, 10MG SENSITIVITY cc c.. . . . . . .

Prescription balance. 10 MG sensitivity. Unit consists of sealed metai case ~ith overlapping
glass top. Stainless steei pans. Double graduated dial. Used for weighting prescription
drugs before dispensing.

UNIT OF HEIGHT UIOTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 8 11 lb 1: --- HZ: SUITCH: OENT:

EA 20 J 1:
HOUR :

cm: 5 kg 2: --- nia n/a n/a nla

BALANCE, TORSION, 120GM CAP, 9X12X7

Torsion balance. 120 gram capacity. Includes equal pans, magnetic damper, and hinged cover.
Integral weight loader, 9 gram in 1 gram increments, operated by a graduated knob.

UNIT OF HEIGHT IJIOTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
1SSUE :

BTUs/
in: 12 11 lb 1: --- HZ: SUITCH: DENT:

EA 2; Ii 30
HOUR :

cm: 5 kg 2: --- nia n/a n/a n/a

I M1225 I 6670004017195 ] BALANCE, TRIP, 26EAM,2KG CAP,.lGMSENS IC CC. . I . . . . . . I I
a

EMl 230

Harvard trip balance double beam, 2 kg capacity. 0.1 gram sensitivity, with 6 inches diameter
corrosion-resisting steel plates without weights. Box end beam is high-strength die cast
alluminum alley. Equipped for specific gravity weighing. Suitable for laboratory use where
~eighing containers are employed.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS
1SSUE :

HERTZ DEPEN- BTUs/
in: 3 12 6 lb ‘l: --- HZ: WITCH: DENT:

EA 7 31 f:
HOUR :

cm: 3 kg 2: --- nia nf a n/a nf a

6670004018830 UEIGHT SET, BALANCE, 100GM-1KGM

Ueight set, balance harvard trip in fitted case 100 to 1000 grams. Unit consists of two 61:
diameter stainless steel weighing pans. Rugged construction; self a[igning bearings with dust
proof covers. Used for genera( purpose weighing.

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
1SSUE :

BTUs/
in: .8 16 8 11 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 18 41 18 5 kg 2: --- n/a n/a n/a nla

M1235 6630 UEIGHT SET, BALANCE, IOMG-1OOMG cc c.. . . . . . .

Weight set balance. 10 mg to 100 mg capacity. Consista of a stainless stee[ housing and
platform, with side-mounted pushbutton tare. For industrial application, food operations
environment, and chemical laboratories.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 3 7 4 lb 1: 120 - - HZ: SUITCH: DENT:

EA 8 2: 18
HOUR :

cm: 2 kg 2: --- n/a n/a nla nla
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M1240 TABLE , BALANCE, MARBLE, 24X35X31 ccc. . . . . . . .
I

ttarble batance table. Legs are reinforced with a cast iron support pipe and rtied ed9eS.
Marble top is at Least 3“ thick. Used for stabi I ity ati vibration reduction when reading
scales.

UNIT OF HEIGHT WIDTH DEPTH US 1GHT VOLTS PHASE AMPS HERTZ OEPEN- ETUs/
ISWE: in: 31 35 24 700 lb 1: --- HZ: SUITCH: DENT: HOJJR:

EA cm: 78 89 61 317 kg 2:--- n/a n/a n/a nla

M13a0 8120 DEWAR, L1QU1O NITROGEN OR HELIUM ODD. . . . . . . .
I 1

I Liquid nitrogen/heliun dewar. Unit consists of a 40 titer capacity storage CY1 inder, with
stainless stee( inside. For [ fquid nitr~en or 1 iquid hel iun storage in balk. I

!.

UNIT OF HEIGHT UIOTH DEPTH UEIGl!T VOLTS PHASE AI!PS HERTZ OEPEN- BTUs/
ISWE: in: 27 0 0 143 lb 1: --- HZ: SUITCH: DENT: HOUR :

2A cm: 69 D o 64 kg 2: --- n/a n[a We n/a

M140Q
I I

CHA1 R, BLOOD DONOR, RECLI HER cc c.. . . . . . .
I

Biood donor recliner chair. Chaf r consists of extra-wide arm rests, contoured back for [unbar
and lateral support, and wear and chemical resistant tfphotstery. L&d for btood $onor
procedures.

UNIT OF HEIGHT UJDTH DEPTH l/.ElGHT VOLTS PHASE AMPS HERTZ DEPEN - BNs/
ISSUE: in: 47 40 112 lb 1: 120 - - HZ: SWITCH : OENT : HWR :

EA as: 119 $ 102 S1 kg 2: --- Ma n/a n/a nla

n1405 6530 CHAIR, DONOR, W/ltTR , u/ARMREST , 48X59X23 cc c.. .A . . . .
I

I Oonor chair, ui th motor and armrest. Contour chair uith extra uide armrests, remote control,
and power S[ ide control.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN - 8Tus/
ISSUE: in: 4J3 23 59 0 lb 1: 120 - - HZ: SWITCH: OENT : HOUR :

2A an: 122 58 149 0 kg 2: --- n/a n/a nfa n/a

M161O 6640 CHAIR, LAS, EL~ ORAU, W/STORAGE
I
cc c.. . . . . . .

I Laboratory blood drawing chair, withstorage. Built-in storage cabinet uith stainless steel
top. Locking arm assenbly may be positioned on either side of the fiberglass chair. For
Laboratory use.

} UNIT OF HEIGHT UIOTH OEPTII UEIGHT VOLTS PHASE #MPS HERTZ DEPEN- BTUs/
ISSUE : in: 32 41 24 230 lb 1: --- )lZ: SUITCH: DENT: HOUR :

EA cm: 81 104 61 104 kg 2: --- n/a n/a n/a n/a

M1450 354011D45~699 SEALER, ELECTRONIC, BLOOD BAG I
CC C.. .A . . . .

I

I Electronic blood bag sea[er. Used for sealing bled-filled plastic tubing of blood
collecting-dispensing bag.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VULTS PHASE MPS HERTZ OEPEN- BTUs/
0 lb 1: 120 - - HZ: SUITCH: DENT: HOUR :
0 kg 2: --- n/is n/a n/a n/a

O,,,
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M1500 MONITOR, BLCX30 GAS cc c,. .. A...

Blood gas monitor. Unit contro( se(ection includes autcmatic calibration alarm and memory.
p02 range from O to800mn Hg mdp C02 range frcm5 to 200mn Hg. It also includes a
Nickel -Cadniixn battery. Used to monitor oxygen concentration as well as carbon dioxide.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 9 16 23 4 lb 1: 120 - - HZ: SUITCH: DENT: HOUR :

EA cm: 23 41 58 2 kg 2: --- n/a n/a n/a n/a

M1605 ● 6530 HOLDER, CHART, 20EA cc c.. . . . . . .
1

Clinical chart holder cart. 20 chart capacity. 2 side-by-side tiers. May be ordered in
various chart capacities. Constructed of heavy steel or aluminum and finished baked-on enamel.
31o casters with locks. Used to hold patient charts.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 42 23 16 20 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 106 58 40 9 kg 2: --- nla n/a n/a nl a

M161D 6530 HOLDER, CHART, CRS, MOBILE, 45EA cc c.. . . . . . .

Mobile, CRS, chart holder chart 45 capacity. CRS mounted on casters; with rows of racks to
accommodate chart holders, a drop-type writing shelf, a drauer centered belou racks, and a
special lock mechanism.

UNIT OF HEIGHT UIDTH DEPTH UE[GHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 40 13 42 lb 1: --- HZ: SWITCH: DENT:

EA
HOUR :

cm: 101 33 1;; 19 kg 2: --- n/a n/a nla n/a

I
M1615 6530007741310 HOLDER, CHART, MOBILE, 30EA cc c.. . . . . . .

1
Mobile clinical chart holder cart. Thirty chart holder capacity. Accoimnodates standard 911 X
12” charts, 3“ castera constructed of heavy steel and finished on a baked-on enamel. Unit used
as a chart carriage.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 40 34 16 27 lb 1: --- HZ: SWITCH: DENT:

EA
HOUR :

cm: 101 86 4D 12 kg 2: --- n/a nla n/a nla

M1620 HOLDER, CHART, PAT!ENT, WALL OR DO/MNTED AA A.. . . . . . .
1 1

Uall mounted patient chart holder. Constructed of heavy steel. Used for holding patient
records. Size as required.

UNIT OF HEIGHT UIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 25 22 9 9 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 64 56 23 0 kg 2: --- n/a n/a n/a n/a

RACK, CHART, DESK/TABLE MOUNTED cc c.. . . . . . .

Desk/table mounted chart rack holder. size as required to hold number of charts required.
Used for holding patient charts.

UNIT OF HEIGHT UIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 26 54 12 2D lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 66 137 30 10 kg 2: --- nla n/a nla n/a
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H1715 6515 DIALYZER, HOLLOU F13ER/PLATE
I

cc c.. 1 A....

Hemodialysis unit, ccaplete, capab~e of using either hol(ou fiber or plate type diaiyzers.
Unit is freestanding in a wheeted cabinet and inc(udes, water connection, concentrate pickup
w, pro~rtio~r, Conductivity monitor, diotysate heater, blood W, heparin -, arteriai
pressure monitor, venous pressure rnon i tor, THP monitor, oir/foam detector, optical detector,
blood leak detector, power fai lure alarm, ati remote alarm contacts. Accaumdates single
needle, two pmp procedures.

UNIT OF HE I GIIT WIDTH DEPTH UEIGHT WLTS PHASE NIPS HERTZ OEPEN- OTus{
ISSUE: in: D 0 0 lb 1: --- HZ: SUITCH : DENT : HOUR :

2A cm: o 0 : 0 kg 2: --- n/a tia n/a tia

M800 7025
I

CLYWLJTER, MI CROPROtESSI NG cc c.. .A. ..D
I

)licroprocessing conputer. The unit may inc[ude a monitor, keyboard, central processor, (oca[
data storage devices, and a modern or Local area netuork interface to include surge suppressor.
L&d throughout the faci 1 i ty to irqwt data and retrieve stored information.

\
UNIT OF HEIGHT UIDTH OEPTM UEIGHT WLTS PHASE AMPS HERTZ DEPEN- %TUs/
1SUE: tn: 5 !9 lb 1: 120 1 - HZ: SUITCH: DENT:

EA
HOUR :

cm: 11 : : 9 kg 2: --- nla n/a n/a tia

Ptl&C15 3610
I

COPIER, BENCH MNTD cc c.. .0 . . . .

Bench mounted copier. Copier consists of two-tray paper supp~y u/c(ip tray, sort indicator,
two-page copy indicator, automatic paper selection, frame eraser uith zoom capabilities. For
use nhere low volune reproduction is required.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTIJs/
1SSUE : in: 17 26 27 161 (b 1: 115 1 -

EA
HZ: SUITCil: OEttT: HOUR :

cm: 43 66 67 73 kg 2: --- n/a n/a n/a n/a

I
Mwo COPIER, F/S, U/COLLATOR

I
cc c.. .A . . . .

J

I
Floor standing copier, with coltetor. Unit features automatic paper size selection, uith
autcnnatic docunent feeder and sorter. Zoom capabilities and automatic trio-sided copying. For
use where mediun volune reproduction is required.

IIUNIT OF HE IGtlT UIDTH DEPTH IIUEIGHT VOLTS PHASE A14PS I HERTZ OEPEN-

11

m.tsl
1SSUE : in: 61 30 46 1,026 lb 1: 120 - -

EA
HZ: SUITCH: DENT: KOUR :

cm: 154 76 116 464kg2:---ana a/a n/a n/a

.

M1815
I

7400
I

EMBOSSER, CU4PACT, PLASTIC CARD
I

cc c.. .A . . . .
1

I Plastic card corpact carduriter. Unit consists of a buffered typewriter keyboard, dual
editing males, format control, and automatic card handling. Duplicate card feature uhen
needed . Designed for processing plastic cards.

t
UNIT OF HEIGHT M1OTH OEPTli UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- 8Tus/
1SSUE: in: 12 12 15 40 (b 1: 120 - - HZ: SUITCH: OENT: HOUR :

EA cm: 30 30 38 18 kg 2: --- n/a n/a n/a n/a

O
.,

285

Source: https://assist.dla.mil -- Downloaded: 2016-12-11T01:05Z
Check the source to verify that this is the current version before use.



MIL-STD-1691F

1 JULY 1993 APPENDIX A

CATEGORY : ANAVI UTILITIES
JSN NSN NOMENCLATURE RVFAH 123456

E IMPRINTER, DATA RECORD,, ELECTRIC cc c.. .A . . . .

ELectric data record imprinter. Device accepts embossed plastic patient cards in either the
CR-80 or CR-50 formats, adjusts automatically for card size and form thickness. Device wi 11
proviced clear readable impressions with a cycle that is less than 1 second in length.
E[ectro-mechanical design provides for a consistent impression that is independent of operator
knowledge or technique.

UNIT OF, HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 30 18 28 135 lb 1: 120 - 15 HZ: SUITCH: DENT: HOUR:

EA cm: 76 46 71 61 kg 2: --- n/a n/a nla 2,300

M1822 IMPRINTER, DATA RECORD , MANUAL cc c.. . . . . . . .

Manua 1 data record embosser. This manual device is used to imprint persona~ ized information
from the ptastic patient identification card. The unit uill accept a 51 column form set and a
80 column form set.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in:. 4 12 7 3 lb 1:--- HZ: SUITCH: DENT: HOUR :

EA cm: 10 31 18 2 kg 2: --- nla nla n/a nla

M1825 7025 PRINTER, COMPUTER cc c.. .A . . . .

Computer printer, as requi red. Low noise. Up to three different printing modes. Variety of
type styles to choose f rem. Bui lt - in sheet feeder. Opt i onal automat i c or manua 1 envelope
feeder. High resolution printer.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 20 44 37 ,24 [b 1: 12D ‘1 2 HZ: SUITCH: DENT: HOUR :

EA cm: 51 111 94 11 kg 2: 60-- nla n/a n/a nl a

a

TERMINAL , DATA PROCESSING, U/KEYBOARD

Data processing terminat. Computer terminal and a 122-key typewriter keyboard station on(y.
Unit goes in workstation attached to a central mini or mainframe computer. 12 inch diagonal
screen. Used throughout the institution to store and input data, verify and release
information.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 15 20 lb 1: 120 1- HZ: SUITCH : DENT:

35 ;: ;?
HOUR :

EA cm: 9 kg 2: --- nla nl a nla nl a
i

M1850 TYPEWRITER, ELECTRIC cc c.. .A . . . .

Electric typewriter. Unit is a typewriter, word processor and computer in one. I t features
automatic paper ejection, four 1 ine spacing selection, margin adjustment, and memory 100
characters printwheel with a 45 keys keyboard. Used for typing letter type or legal type
documents.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN - BTUs/
ISSUE: in: 7 22 19 39 lb “1:120 - - HZ: SUITCH: DENT: HOUR :

EA cm: 18 56 48 17 kg 2: --- nla n/a n/a n/a

M1855 7100 FACSIMILE UNIT cc c.. .A . . . .

Facsim(e unit used to transmit printed matter or images over standard telephone 1 ines. Unit
to operate at 9600 baud and automatica( [y recognize and communicate with a variety of standard
facsimi le machines. commonly refered to as ‘i FAXtt un it.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 8 15 15 20 lb 1: 120 1 1 HZ: SUITCH: DENT: HOUR:

EA cm: o 0 0 0 kg 2: --- nl a n/a n/a nla
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Bm60 7100 ~PUTER SYSTEMS, DOO/SERVICE SPONSORED
I

GG G.. .F. ..A
1

This room contains ‘Major’ mini or mainframe coaputer systems that are sponsored by either
the Department of Defense or the Service. Specific requirements for support of these systems
shwld be obtained from the local Management lnformatio n personnel.

UNIT OF HEIGHT UiDTH OEPTH UEIGHT VOLTS PNASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 (b 1: --- HZ: SWITCH: OENT: HOUR :

LT cm: : 0 0 0 kg 2: --- 50 NO NO n/a
d

IWas 7100 COMPUTER SYSTEM, INTERACTIVE VIDEO TRAIN GCG. .. A....
I

Coaputer controlled interactive video training system. Unit includes microprocessor
controller uith a video disk pleyer and softuare requird for intreactive training. system
shwld provide output suitab[e for interface with video projection system to facilitate group
training. Printers required to support this system ui(( be Listed separately.

UNIT OF HEIGHT UIOTlf OEPTH UEIGNT VOLTS PHASE AMPS HERTZ OEPEN- BTLJsI
1SSUE : in: 25 25 19 80 lb ?: ?20 t 5 HZ: SWITCH: OENT:

LT
HOUR :

cm: o 0 0 0 kg 2: --- 60 YES NO nla

M1870 CAMERA, PHOTO IOEUTIFICAT!ON CARO CC C.. .A . . . .
I

Photo Identification card camera, poloroid type for producing identification car d
photographs.

UNIT OF HEIGHT U1OTB DEPTH UEIGtiT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
isSUE: in: O 0 Lb 1: $20 . MZ: SWITCH: DENT:

EA 64 S; ; 375 kg 2:--’- tia
itOUR:

cm: n/a nla nfa

t

L
7210 WIARD, COPY, ELECTRONIC FASCI141LE cc c.. .A . . . .

I

Ehctronic facsimi~e copy board for use in conference rooms and classroms. IS available in a
variety of sizes. Exampte is a double sided unit with two 66.S inch wide 33.5 inch high
writing surfaces. Unit scans writing surface and makes a thermal paper copy of the board’s
contents. 1 to 99 copies of the scan may be selected by the user. Single sided version,
single copy version, and office size boards are options. (NEW - NAW - REFLECT CURRENT
TECHNOLOGY TRENDS)

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PNASE ANPS HERTZ DEPEN-
ISSUE:

BTUs/
in: 78 80 155 Lb 1: 120 7 HZ: SUITCH: OENT:

EA o 0 : 0 kg 2:--’- 60 No
HOUR :

cm: YES nfa

I
t42a05

I
CABINET, STORAGE, AC1O, F/S, SH

I
c c c........

I

Ftoor standing acid storage cabinet. TNO solid doors, n?dtfple adjustable shelves. Doors are
provided with louvers for a$r circulation. interior, sides, bottom, back, and doors are Lined
uith a mineral board material. Size as required for storage of acids, flamnab{es and other
ccurbustible liquids.

UNIT OF HEIGHT UIDTH DEPTH UEIGliT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 65 48 22 390 lb }: --- !iZ: SWITCH: OENT: HWR :

2A cm: 165 122 56 176 kg 2: --- n/a nfa nla Wa
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M201O 7125 CAB1 NET, STORAGE, ACID, U/C AA A.. . . . ..E

undercounter acid/corrosives storage cabinet. Unit is of 18 gauge weided double wall with
vented grounding attachments, raised leak proof door si 11, and adjustable shelves. Equipped
with built-in swinging doors and built-in key lock. Designed for storage of flamnable type
liquids.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 35 35 22 204 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 89 89 56 92 kg 2: --- n/a n/a nl a n/a

CAB I NET, STORAGE, FLAMMABLE, F/S cc c.. . . . . . .

Freestanding flanwnabte safety storage cabinet. Size as required. unit is of double s~ee~
wal 1 construction with vented grounding attachments, raised leakproof doorsi 11, and adjustable
shelving. Equipped with swinging doors and built- in key lock. Designed for stora9e of
flananable type fluids.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 66 43 18 322 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 168 109 46 146 kg 2: --- n/a n/a nla nla

CAB1 NET, STORAGE, SAFETY, VENTED

Safety storage cabinet, f(amnable storage cabinet. This unit is of double steel wall
construction, with ventad grounding attachment, raised leakproof door si 1 t, and adjustable
shelving. Equipped with swinging doors and built- in key lock. The construct on meets
standards set by Occupational Safety/Health Admini at ration, and National Fi re Protection
Association. Designed for storage of f lanrnable type 1 iquids.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 65 18 43 350 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 166 46 110 159 kg 2: --- nla nla nja nf a

RACK, STORAGE, CYLINOER , MEDICAL GAS

Medical gas cylinder storage rack. It consists of modutar storage unit for various cylinders.
size as required. Used for medical gas cylinder storage.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- ETUs/
ISSUE: in: 0 0 0 0 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- nla n/a n/a n/a

CABINET, STORAGE, ACID, F/S, Hx43X18

Freestanding acid/corrosives stora9e cabinet. Height may vary with the volume required. Unit
is of 18 gauge double wal 1 stainless steel construction. Equipped with adjustable shelves,
sliding door, and built-in lock. Oesigned for storage of acid/corrosive type fluids.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE : in: 65 43 18 322 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 165 109 45 145 kg 2: --- 0 NO NO nla

H2035 6530 RACK, STORAGE, MOBILE, SS WIRE cc c.. . . . . . .

Mobile, stainless steel wire, storage rack. Unit is futiy adjustab~e ~ith open wire surfaces
and mounted on stem casters. For ut i lity, 1 inens, accessories, and several use transPort.

UNIT OF HEIGHT UIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 72 16 48 0 lb 1: --- HZ: WITCH: DENT: HOUR :

EA cm: 183 41 122 0 kg 2:--- 0 NO NO nla 9
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4

M2040 6525 SHELV1 NG, STORAGE , 77X36X18, ELEC . CONE
I

ccc. . . . . . . .
I

Storage shelving unit. Stainless steei unit uith adjustable shetves. For use in radiation
therapy for the storage of eiectron cones, and wedge trays.

UNIT OF HEIGHT MIDTH DEPTH US I GKT VOLTS PHASE ANPS HERTZ OEPEN- BTUs/
tSSUE : in: 77 36 36 300 lb 1: --- HZ: SUITCH : DENT :

EA
HOUR:

cm: 196 0 91 0 kg 2: --- n/a n/a Ma n/a

M2045 6525 I
SHELVING, STORAGE , BEAM BLOCK TRAY ccc. . . . . . . .

I

Storage shetving unit. Wood core uith plastic laminate finish designed for use in radiation
therapy for the storage of and wdge trays and beam block trays. Accontnodates up to 48 custom
beam block trays.

UNIT OF UEIGltT U1OTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- 6TUs/
1SSUE: in: 52 68 18 300 lb 1: --- HZ: SUITCH: DENT: UOUR:

t
EA cm: o 0 0 0 kg 2:--- n/a n/e n/a nfa

M2G50 7100 SIIELVI NGO STORAGE ~’H X 36’1!/ X 12“D
I

ccc.. . . . . . .
I

Storage shelving unit. Sta!nIess steel corrosion resistant unit. Five adjustable shelves
with 400 pound toad capacity. Avsi 1able open or ctosed designs. Designed for storage and
light industria( applications.

UNIT OF HEIGHT M1OTH DEPTH UE I GMT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 75 36 12 0 (b 1: --- HZ: SUITCH: OENT:

EA
IKJUR :

cm: 191 91 30 0 kg 2: --- n/a n/a nla nfa
L-

c-.)
.,,,,

,1,:

I
P12055 7100

I
Sf(ELV1 NG, STORAGE ccc . . . . . . . .

I

Storage shetving unit. Stainless stee~ unit with adjustable she(ves. For use in storage
areas.

UNIT OF HEIGHT WIDTli OEPTII I/El GHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE : in: 48 40 lb 1: --- HZ: SWITCH: DENT:

EA 2$ :;
HOUR :

Cal: 122 18 kg 2: --- nla nfa n/a n/a

N2060 7100 SHELVING, STORAGE ccc. . . . . . . .
I

Storage shelving unit. Type 304, 18 gwge stainless stee[ solid shelves. For the utility
roan or other storage needs in the hospital.

UNIT OF KEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN-
1SSUE:

BTUs/
in: 75 14 24 10 lb 1: --- HZ: SUITCH: DENT:

EA
HOQR:

cm: 191 36 61 4 kg 2: --- n/e n}a n/a nle

M2065 7100 SHELVING, STORAGE, ~24X18 ccc . . . . . . . .
I

I Storage shelving unft. Corrosion resistant stainless sceet, with adjustable shelves. For use
in storage areas. I

II

UNIT OF HEIGHT UIOTH DEPTH WEI GMT

I

VOLTS PHASE AMPS

I

HERTZ OEPEN- 11BTUSI
ISSUE : in: 77 18 24 32(b 1:- - - HZ: SUITCH: DENT: HOUR :

EA cm: 196 46 61 15kg 2:- - - n/a nf a n{a nla

o,!
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M2070 7100 SHELVING, STORAGE, 77x36x18 cc c.. . . . . . .

Storage shelving unit. Stainless steel unit with adjustable shelves. For use in the stora9e
room.

UNIT OF HEIGHT WIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUS/
ISSUE : in: 77 18 36 30 [b 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 196 46 91 14 kg 2: --- nla nla, nla nla

M2075 7100 SHELVING, STORAGE, 77x48x12 cc c.. . . . . . .

Storage shelving unit. Corrosion resistant stainless steel, adjustable with shelves. For use
in storage areas.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 77 12 48 30 (b 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 196 30 122 14 kg ‘2: --- nl a nla nl a n/a

M2080 7100 SHELVING, STORAGE, HXWX18 AA A.. . . . . . .

Storage shelving unit. Corrosion resistant stainless steel unit with adjustable shelves,
height and length as requi red. For use in the storage room.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 72 24 100 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 2: 183 61 45 kg 2: --- n/a nla n/a nla

SHELVING, STORAGE, PALLET
1

Pal let storage shelving. Heavy duty construction. Channel type bracing in between columns,
heavy duty foot plate with 3-point security. Size to be determined by weight load. Designed
for storage areas and warehouse and for easy forklift access.

1

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 96 36 36 86 [b 1:--- HZ: SUITCH: DENT: HOUR :

EA cm: 244 88 88 38 kg 2: --- 0 NO NO n/a

M2090 7110 SHELVING, STORAGE , UAREHOUSE 77H 36w 240

Warehouse storage shelving 77 inches high by 36 inches wide by 24 inches deep.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 77 36 24 0 lb 1: --- HZ: SUITCH: OENT: HOUR :

EA cm: 0 0 0 0 kg 2:--- nla n/a nla n/a

SHELVING, STORAGE , WAREHOUSE 77H 36u 36D Cc ccc . . . . . .

Warehouse storage shelving, 77 i riches high by 36 i riches wide by 36 i riches deep.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- 8Tus/
1SSUE : in: 77 36 36 0 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- n/a n/a nla nla

CART , SHELVING, STORAGE, MBL , 72X48X24

Mobile, cart shelving storage. Constructed with corosion resistant stainless steel. Equipped
with side gate shelf rod, dividers , and mounted on swivel casters. Designed for Large carving
capacity and distribution of items from a central source.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 74 48 24 190 [b 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 188 122 61 86 kg 2: --- nla nla nla n/a
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H2105 3920 PALLET JACK, HYORAUL [ C, NANUAL, 46’’PALLET cc c.. . . . . . .
I

\ HydrauLic manua[ paL(et. Equipped uheeis for easy transport, and floor i ock. For 48” I
pat(ets. Designed to handle a(l types of lifting tasks.

LIMIT OF HE lGltT WIDTH DEPTH NE I GHT VOLTS PHASE AUPS HERTZ DEPEN - 8Tus/
i SSUE : in: 52 26 38 230 [b 1: --- HZ: SUITCH: OENT: HOUR :

2A cm: 132 66 96 104 kg 2: --- n(a n/a n/a n/a

H2I1O 5600 LADDER, PLATFORM , K081 LE ccc. . . . . . . .
I

Itobi \e, ptatform ladder. Unit consists of a non- ftatened steel platform ad steps. Steps are
7“ X 16”, top platform 20’] X 16’1. For reaching high storage areas.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 90 [b 1: --- HZ: SWITCH: OENT: HOUR :

EA cm: 2% : 1: 41 kg 2: --- n/a n/a n/a n/a
F

M2115 3920
I

TRUCK, NANO, 2 UNEEL
I

ccc. . . . . . . .
I

2 Uheet hand truck. Unit is equipped itith heavy duty uelded toe plates and heavy duty
stainless steet frame. 1000 pound capacity with 2 1/2’! X 10” rub&r tires. For use in the
Marehouse.

WIT OF HEIGHT UIDTtl OEPTH UEIGHT VOLTS PHASE AUPS HERTZ DEPEN- aTus/
ISSUE: in: 51 24 0 105 (b 1: ---

EA
HZ: SNITCH: DENT: HOUR :

cm: 130 61 0 46 kg 2: --- n/a n/a nfa n/a

IFt2120 3920 TRUCK, HAND, 4 WHEEL cc c.. . . . . . .
I

I
4 Uheel hand truck (push cart). Heavy duty platform truck momted on four - 8“ diameter
casters. 2000 pound load capacity. For use in the recefving area of schools, hospitals,
clinics, and industry.

11

UNIT OF HEIGHT UIDTH DEPTH UE i GHT

I

VOLTS PHASE ANPS

I

HERTZ DEPEN-

1

8TUs/
ISSUE: in: 30 0

2A
1301b 1:- - -

~ 76
HZ: SUITCH: DENT: HOUR :

cm: o 59kg 2: - - - nfa nfe nla n/a

M2125 6530
I

STACKER, STRADDLE, 127’YLIFT H,2000L13 CAP
I

CC C.. .A . . . .
I

Straddle stacker. Battery pouered with 2000 pound liftin~ capacity. Lift heights of up to
12P’ . Equip ~ith a extra heavy hydraulic system. Unit has a built-in automatic battery
charger. Oesigned for handting pa~let lifting.

L

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS ilERTZ DEPEN- 9TUs/
1SSUE : in: ~2? 56 70 1,165 lb 1: 120 1 -

EA
HZ: WITCH: OENT: WUR :

cm: 322 142 178 527 kg 2: --- n/a Wa nfa Ma

t421’30 3930
I

FORKLIFT, ELECTRIC GGG.. . . . . . .
I

I

Electric fork lift truck. Equipped uith extra heavy duty hydrauiic system, and 12 V battery.
For use within enctosed warehouse spaces.

h
UNIT OF HEIGHT UIDTli DEPTM WI GHT VOLTS PHASE AHPS HERTZ DEPEN- BTUs/
1SSUE : in: 80 27 33 650 lb 1: ”-- HZ: SWITCH: DENT: HOUR:

EA cm: 203 69 84 294 kg 2: --- nla nla nla nfa

D
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M2t35 6530 TRANSPORT SYSTEM, AUTOMAT I C AA A.. .F . . . .

Automatic transportation system (ATS). It consists of battery operated vehic(es capab[e of
payload de[ i very, of cart type modules, with remote signals, and preprogramming. Capabi 1 i t i es:
ATS’S wi’11 automatically load and unload the payload, and are capable of traveling foruards and
backwards. Designed to automatically fol low pre-determi,ned routes as identified via guide
paths. Price to be determined by model quantity, and configuration, as wel 1 as accessories.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE, AMPS HERTZ OEPEN- BTUs/
1SSUE : in: o 0 0 0 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- nla n/a n/a - nia

M2155 6530 TRANSPORT SYSTEM , AUTOt4AT I C AA A.. .F . . . .

Automatic transportation system (ATS). It consists of battery operated vehicles capable of
payload delivery, of cart type modu~es, with remote signals, and preprogramming capabi 1 i ties.
ATS’S wi 11 automatically load and unload the payload, and are capable of traveling forwards and
backwards. Designed to automatical Iy fol low pre-determined routes as identified via guide
paths. Price to be determined by model, quantity, and configuration, as wel 1 as accessories.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 0 (b 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- n/a n/a n/a nla

] M2160 7110 SHELVING, STORAGE , GRAVITY FEEO , UAREHOU Cc ccc . . . . . .

Gravity feed warehouse storage shelving, 89 inches high by 120 inches wide by 96 inches deep.
Shelving provides four to six picking levels and is designed primari ly for retai 1 issue areas
where products are binned in rubber trays and fed onto the shelving from the back. Rot ler
racks which make up the picking shelf levels are mounted orI an incline to insure that bins
continue to feed to the front of the unit. This system make first in first out a practice
without intensive shelf stock management. Units may be custom configured to meet a variety of
requirements.

UNIT OF HEIGHT UIDTH DEPTH UE 1GHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 89 120 96 0 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- nla nja nla n/a

COMPACTOR , 6 CUYD , RECElVERJ40YD MAX

6 cu yd capacity, 40 yd receiver compactor. Hydraulic ram waste compactor with a minimum ram
face pressure of at least 2000 psi. Receiving box with at least 6 cubic yards capacity. AbLe
to accofrrnodate waste receiving box up to 40 cubic yard capacity. Feed station wi(l be ro{l
on/roi 1 off type with sealed connection between compactor and container to contro( leakage. 5
HP motor. Genera L purpose compaction system for institutions I use.

UNIT OF HEIGHT WIOTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUSI
1SSUE : in: 69 117 9,900 lb 1: 220 - - HZ: SWITCH: DENT: HQUR :

EA cm: 175 2: 297 4,484 kg 2: --- nla n/a n/a nja

M2205 3930 COMPACTOR, VERT , F/S, FRONT DOOR LOADING AA A.. .A . . . .

Front door loading. Freestanding vertical waste compactor. Total 1y enclosed heavy duty steel
frame, two hydraulic cylinders mounted on RAM plate, RAM thrust adjustable 500 to 3,000 PSI
front door open loading, packages in plastic or paper bags, cartons or specially designed
containers. For al 1 routine maintenance requirements in hospitats and nursing homes.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 79 27 18 1,100 lb 1: 120 1 15 HZ: SUITCH : DENT : HOUR :

EA cm: 201 69 46 498 kg 2: --- n/a n/a nla n/a
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1

15!-
6530 OISPOSAL WIT, UASTE, INFECTIWS AA A.. BF. ..E

I
Infectious waste disposa[ unit. This unit processes infectious waste by a total destruction
of the material and a decontamination of the debris through a satine and sodiun hypoch(orite
agent. The system ut i ( i zes Q conveyor system to load waste containers, bags, boxes, etc.; then
to the processing unit Were it is shredded and then enters the pulverizing chmber uith the
disinfectant. The resulting debris is passed to a separation conveyor there the effuent is
renxwed frcm solids. The sotida are collectd in s ttaste container for disposat with the
non- infectious uaste. It can be used in various sized hospitat facilities to remve infectious
waste. The system requires a roan M least 20D X 30D.

UNIT OF HEIGHT WDTH OEPTH UEIGMT VOLTS PHASE AMPS
lSSUE:

HERTZ OEPEN- 8TUs/
in: 0 0 10,000 lb 1: 480 3 20 HZ: SWITCH: OENT:

EA
HOUR :

cm: o 0 ; 480 kg 2: --- 60 NO NO tia

O,,

H2215 6530
I

CC#tPACTOR , 35 YARO , LEASEO Do O.. . . . . . .
I

Self contained SOL id ~aste catpactor/conta iner, 10S” high X 96” wide X 27589 deep with a
maxinxsn 35 cubic ysrd ca~city. The unit is designed to accommodate current CDC ‘infect iotrs’)
uaste guidelines, may be fully sealed ad color free. Unit requires 208/220 VAC at point of use
but my at so use 440/464 VAC, 60 Hz, 14 Anps. Recamnend move to I*AU.

UNIT OF HEIGHT UIOTH DEPTH WElGHT VOLTS PHASE ANPS HERTZ OEPEN- BTUs/
ISSUE: in: 105 27s 0 (b 1: 220 3 28 HZ: SWITCH : OE)JT :

EA 267 2: 698
HOUR :

cm: O kg 2: --- n/a tia n/a n/a

H2300 WASHER , CLOTHES, AUTO
I

ccc.. OB . . . .

Autmat ic clothes washer. Heavy duty unit uith special ba[ance dome suspension. Llnit
inc(udes a control system to programing toads and cyctes as we(( as spin speeds. It also
features varisbte water level se[ection, temperature settings, 1 iquid dispenser, and
Se[f-cleaning fitter ring. lised for washing clothes.

UNIT OF HE 1GHT WIDTH OEPTH UEIGHT WLTS PHASE AMPS HERTZ OEPEN - BTUs/
I SSLJE: in: 43 27 230 (b 1: 120 1 8 HZ: SWITCH: OENT: HOUR :

EA cm: 108 69 ; 104 kg 2: --- n/a n/a n/a nJa

)42600 DRYER, CLOTHES , AUTO, ElEC, HOUSEHOLD cc c.. .BC. .E

Automatic ciothes dryer. Electric unit features autmratic sensi-dry control with setting for
different kinds of fabrics, timed cyc(e, removable lint filter, drun interior light and enamel
finish. Used for drying clothes.

UNIT OF HEIGW UIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN-
1SSUE :

BTUs/
in: 42 27 128 (b 1: 120

~ 69
24

EA
HZ: SUITCH: OENT:

106 58 kg 2:--’- nfa n/a n/a
HOUR :

cm: nfa

H2500 3510 MARKER , LI NEM cc c.. .A . . . .
I

Linen marking. Unit consists of a ball bearing carriage uith vocwn, f[aodbar and timer.
Designed for printing in Linens, textiles, etc.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN - BTUs/
ISSUE : in: 57 44 0 (b 1: 120 - - HZ: SUITCH: OENT: HOUR :

EA cm: 144 111 2 0 kg 2: --- n/a nfa nfa nfa

O,,,:
293

Source: https://assist.dla.mil -- Downloaded: 2016-12-11T01:05Z
Check the source to verify that this is the current version before use.



MIL-STD-1691F

1 JULY 1993 APPENDIX A

CATEGORY : ANAVI
JSN

UTILITIES
NSN NOMENCLATURE RVFAH 123456 0

M2505 3510 PATCHING MACHINE, LINEN, THERMO cc c.. .B . . . .

I

Thermal 1 inen patching machine. Consists of up to 6 manual different printers. Designed for
textile and linens printing.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 0 lb 1: --- HZ: SUITCH : DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- nla nla nla n/a

I M2600 I 79Io I VACUUM, W,T,DRY, HOSPITAL lCCC. .j. A....l I

E

Uet/dry vacuum cleaner with hospital filtration. Unit consists of a 12 gal(on capacity
corrosion resitant waste tank and a 2 HP tuo stage vac motor. Equipped with dual filtering
system, and mounted on casters, with locks. For use in patient care areas, and operating rooom
suites.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
1SSUE : in: o 0 0 60 lb 1: 120 1 8 HZ: SUITCH: DENT: HOUR :

EA cm: o 0 0 27 kg 2: --- 60 NO NO n/a
I [ 1 i I ! I

7910 SCRUBBER , FLOOR, AUT~AT I C, RECHARGEABLE cc c.. .A . . . .

Automat i c rechargeable floor scrubber. Rust-proof heavy gauge unit with a 1 HP drive motor.
Frame enclosed with a solution and recovery tank, manua 1 controls, and two brushes driven by
two” motors at 300 RPM. Equipped ~ith six 244 amp/hour batteries. Designed for floor
maintenance.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 35 560 lb 1: 120 1 - HZ: SUITCH: DENT:

EA 1:; 89
HOUR :

cm: 1: 254 kg 2: --- nla nla n/a nla

3540 SEALER , HEAT, PLASTIC BAG, U/MTR, PORT

Portab(e plastic bag heat seating machine. Heavy duty portable sealer, motor driven with foot
switch, 24 inches long clamping jaw, 1/8 inch wide heat seal, grounding p~ug and 3-wire
electrical cable. Equipped with tow voltage impulse generator with electronic timer. For
making air and water-tight seals on plastic bags.

UNIT “OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 8 21 14 44 lb 1: 120 1 5 HZ: SUITCH: DENT: HOUR :

EA cm: 2D 53 35 20 kg 2: --- 60 NO NO nl a

‘1 M3005 I 6530 I BASSINET, U,CART Iccc. .l . . . . ..l I

I

Bassinet with cart. Cart may include shelves and drawers. Stainless stee[ rugged~y welded ,
unit with drawer, mounted on 311 bal [ bearing rubber casters. Designed for infant’s use. I

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 38 28 20 92 lb 1: --- HZ: SUITCH : DENT: HOUR :

EA cm: 96 71 51 41 kg 2: --- nla n/a n/a n/a
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—

M3010 j 6530 8ED, AIR FLUIDIZEO cc c.. .A . . . . I

Air fluidized bed. The main ccqonent of this type of therapy bed is a rectangular tank that
contains millions of tiny sods lime g(fiss beads (micro$#ters). A uoven filter sheet and an air
compressor are also necessary to create the fiuid tike mediun in hich the patient is lying.
The system also features a rukiw bmper guard around the tank, hand and foot operated
fluidization switches, a fluidization contro[ valve to regulate the pressure entering the tank
and the nmin control pane[ with shut-off alarm heating and cooling circuits, and a digital
tenqaerature display. used uith patients ho have spinal cord injuries, burns, skin grafts or
open fractures.

WNIT OF HEIGHT WIDTH OEPTH NE 1GIIT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 34 35 90 1,630 tb 1: 120 - 9 HZ: SUITCH: OENT: HOUR :

EA cm: 06 89 2~ ?38 kg 2: --- n/a n/a nfa n/a

M3015 6530 BED, FRAME, TURNING
I
cc c.. . . . . . .

Turning bed frame. Tubu(ar CRS frame with adjustable arm boards and height. Telescopic
feature al 10N up to 12” of height adjustment. Used for orthopedic and neurological patients
when turning of the patient is indicated to avoid side effects.

UNIT OF HEIGHT MIDTH OEPTII NEl GIIT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 33 36 89 0 tb 1: --- HZ: SMITCH: OENT: HOUR :

EA cm: 03 91 226 0 kg 2: --- n/a nla n/a n/a

#
] M3020 6S30 FRAME, BEO, OVERHEAD, BALXAN cc c.. . . . . . .

Ba(kan overhead bed frame. Consists of basic steel aluninun tubing. Designed for retractable
beds for traction applications with orthopedic patients. Unit is adjustable and may include
pulleys.

UNIT OF HEIGHT UIOTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTus/
1SSUE : in: o 0 0 0 lb 1: --- HZ: SUITCH: OENT: IKIUR :

EA cm: o 0 0 0 kg 2: --- n/e n/e nla n/a

u3025 6530 MATTRESS, ALTERNATING PRESSURE cc c.. .A . . . .

Alternating pressure mattress. Consists of 3~$ polyurethane foam with adjustable flotation
cylinders. lnc(udes a - on it, bed pan, seat pad and repair kit. Used to prevent bed sores
deveiaping, healing of ulcers. it reduces the amount of patient turning.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT WLTS PHASE AKPS HERTZ DEPEN- 8Tus/
1SSUE : in: 7 35 80 24 lb 1:120 - - HZ: SUITCH: DENT: HWR :

EA cm: 17 89 203 10 kg 2: --- n/a n/a n/a n/a

M30!io 6530 CART, DRESSING, SURGICAL, CRS, 37X54X2O cc c.. . . . . . .

Surgica! dressing cart. Corrosion resistant stain[ess stee(. Equipped with twin
sound-deadened sturdy shelves, stainless steel 12 1/414 basin, and 12 quart pai~. )hunted on
L-ball bearing casters. Used for storage ad transporting dressing supplies.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 36 49 120 lb 1: --- NZ: SUITCH: DENT: HOUR :

EA cm: 91 :; 124 54 kg 2: --- nfa nla n/a n/a

O,?
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I

E 6530 CART , PLASTER cc c.. . . . . . .

Plaster cart. Built of wear-resisting stainless steel. Includes a large storage capacity
area with: disposable buckets, waxed paper, waste-basket and bucket 1 iners, three sizes of
drawers. Unit is designed to ho(d al 1 equipnent and supplies needed to apply and remove casts.

UN IT’OF HEIGHT UIDTH OEPTH UEIGI!T VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 33 24 350 lb 1: --- HZ: SUITCH: DENT:

l;; 83 61
HOUR :

EA cm: 158 kg 2: --- nla nla n/a nla

M3060 6515 CART, RESUSCITATE ION, U/EQUl PMENT cc c.. .A . . . .

Cardiac arrest resuscitation with cart. Vehic(e designed to be moved rapidly through hal 1s
and doorways; organized to accommodate a 11 equipment, drugs, and supplies i n compartments.
Electronic equigxnent contains 5 inches osci 1 loscope, synchronized def ibri I later, pace,
recorder, and heart rate meter w/alarms in single instrument. Portable heart- lung resuscitator
capab~e of maintaining minimun of 120 MM HG peripheral arterial pressure. Performs
cardio-pulmonary resuscitation simultaneously, and can be used as an inhalator or pulmonary
resuscitator. Instrument panel has vacuum gauge, suction regulator i 1 luninated pump switch,
and elapsed time indicator. Designad for emergency si tuat ions.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 36 27 23 325 lb 1: 120 1 - HZ: SUITCH: OENT: HOUR :

EA cm: 92 69 60 147 kg 2: --- nla nla n/a nla

M3065 6530 CART , TRACT ION APPLIANCES, MOBIL cc c.. . . . . . .
1

Mobi le, traction appliances cart. Unit consists of two pegboards, five storage shelves and
trays be[ow each pegboard, and two fixed and two swivel casters. Designed to transport a
variety of types and lengths of balkan frame parts to the patient IS bedside.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 48 65 29 180 lb 1: --- HZ: SWITCH: DENT:

EA
HOUR :

cm: 122 165 74 82 kg 2:--- nla n/a n/a nla

M3070 7240 HAMPER, LINEN, MOBILE cc c.. . . . . . .

Mobile linen hamper. Made of heavy tubular stainless steel, with heavy gauge welded steel
platform. Adjust to hold 18” or 25” hamper bags. Mounted on ba[ [ baaring casters. For 1 inens
transport in hospitals and clinics.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
‘ ISSUE: in: 34 25 20 20 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 86 63 51 9 kg 2: --- n/a n/a n/a n/a

I.EE 7240 FRAME, INFECTIOUS UASTE BAG U/LID cc c.. . . . . . .

Frame, infectious waste CO1 lection bag. Made of heavy tubular stainless steel, with heavy
guage welded steel platform. Adjust to hold 18” or 25” trash bags. Mounted on bal 1 bearing
casters atvd includes permanent y mounted hinged 1 id. Provides means of bagging infectious
waste at point of waste generation.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN -
lSSUE:

BTUs/
in: 34 25 20 20 lb 1: --- HZ: SUITCH: OENT: HOUR :

EA cm: 86 63 51 9 kg 2: --- nla nla nla nl a
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M307S 6530 CA81NET, EXAM R-, 100, lLIR
I

cc c.. . . . . . .
I I

o

One door, 1 drawer exam room cabinet. Stafniess steel ftoor type cabinet. Unit consists of
one door, 1 drawer, and one adjustable shelf. For instruments and SW( ies storage in exam
mom.

r
UNIT OF HE 1GMT UIOTH DEPTH NEIGHT WLTS PHASE AftPS lfERTZ OEPEN- BTUs/
1SSUE: in: 35 18 110 Lb 1:--- HZ: SWITCH: DENT: HOUR :

EA m: 88 45 : 49 kg 2: --- nfa n/a n/a n/a
4

H3080 6530007027000 CAB] NET , 1IJSTRU, CRS, 2GO0, 6SH ccc . . . . . . . .
I 1

Two glass doors, six shelves, CRS, instrtmmnt cabinet. Staintess steel, type 304 non-msgnetic
cabinet. It consists of a single stora$e coaqx+rtment with seamless wetded face, two glass
doors ad five gtass she(ves. Mounted ongiides.

UNIT OF NEIGHT UIOTH OEPTH WE1GHT WLTS PHASE AMPS HERTZ DEPEN- %Tus/
1SSUE : in: 78 16 36 450 lb 1: --- HZ: SWITCH: OENT: HOUR :

EA cm: 198 41 91 204 kg 2: --- n{a Wa n/a n/a

!43085 6530007029000 CABINET, INSTRUMENT, CJtS c c c........
I 1

CRS instrument cabinet. StainLess steel type 304 cabinet. Consists of separated uppper and
iower storage compartments itith seamless welded face, doubled front edges. Upper c~rtment
furnishsduith glass she(ves snd glass paneled door uith lock. Lower conpartinent contains tuo
stain~ess steel removable shelves ad a doubte walled door. used for instrument storage.

UNIT OF HEIGHT UIOTtl DEPTH NE I GHT WLTS PHASE AMPS HERTZ OEPEN- BYUs/
rssw: in: 60 30 16 375 lb 1: --- HZ: SMITCH: OENT:

EA
HOUR :

cm: 1S2 76 41 170 kg 2:--- nla n/a n/a nla

M3cm 6520 CA81NET, TREAT, 00, 2DR, SSH ccc. . . . . . . .
I

Single shelf, two drawer, treatment cabinet. Heavy steel rounded corner construction with
drauer ad storage area with removable shetf in the ccqxmmt. Laminated moisture-proof
tmrking surface. Unit is munted on caster6 or adjustable keveling glides. Used in tabs, exm
rooms, and procedures rocfns.

UMIT OF HEIGHT W1OTH DEPTH WEIGHT WLTS PIIASE AMPS HERTZ OEPEM- BTUs/
1SSUE : in: 33 32 18 94 lb 1: --- HZ: SWITCH: OENT: U~R:

EA cm: 83 81 45 63 kg 2: --- n/a nla n/a n/a

i
6530

I
CABINET, WARMING, F/S, 2HTU C$fPT, STEM AA A.. .F. A..

I

Freestanding, 1 steam electric car$wtment, warming cabinet. Unit consists of alt staintess
stee[ construction heating compartment, with thick doub(e trait fiberglass insulation, and
adjustable aluninun shelves. Equipped with sealed doub[e wall door. It inc[udes automatic
controis, thermostatic terpsrature control, heat indicating tight, over temperature protection
with alarms, air circulating fart, steam trap, cheek and gate valve, ad pressure reducing
Vatve. Oesigned for the heating and storage of solutions and blankets used in patient care
areas.

UNIT OF HEIGHT U1OTH OEPTH NEiGHT VOLTS PHASE AMPS HERTZ DEPEN- BWsl
1SSUE : in: 60 30 18 340 lb 1: 120 - 5 HZ: SUITCH: OENT: ltWR :

EA cm: 152 76 45 154 kg 2: --- n/a n/a n/a n/a
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\ M3100

I M3105

L!E!!-

F
I

6530 I CABINET, UARMING, F/S, 2HTDCMPT, STEAM IA AA. . I . F .A. . I

Freestanding, 2 steam-heated ccnrpartments, warming cabinet. All stainless steel heating and
storage ccmpartmanta, with insulated double-wall doors, sealed with a magnetic heat resistant
gasket. Heating chamber consists of thick fiberglass insulation and adjustable shelf, with
bypass to direct steam to the building return line in event of supply valve failure. Storage
chamber consists of adjustable shelves with removable bottcm shelf. Unit is equipped with
automatic controls, thermostatic temperature control, heat indicating light, oven temperature
protection with alarms, and air circulating fan. Designed for solutions and blankets warming.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 75 24 18 320 lb 1: 120 - 8 HZ: WITCH: OENT: HOUR :

EA cm: 191 61 46 145 kg 2: --- nla n/a nla n/a

6530 I CABINET, UARMINGrF/S,lHTD CMPT,ELECTRIC IA AA. . I . F. . . . I I

Freestanding, 1 electric heated compartment, warming cabinet. Unit consists of a doub~e-wall
aii stainless steel heating compartment. Interior consists of thick fiberglass insulation with
adjustable aluninun trap. Equipped. with sealed double wall door, automatic controls,
thermostatic temperature control, heat indicating light, over temperature protection with
alarms and air circulating fan. Designed for the heating and storage of solutions and blankets
used in patient care areas.

UN IT. OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 60 24 18 322 lb 1: 120 - 15 HZ: SWITCH: DENT: HOUR :

EA cm: 152 61 45 145 kg 2: --- n/a n/a nla n/a

6515 ELECTROSURGICAL UNIT, MBL, UNBLENOED cc c.. .A . . . .

Mobile e[ectrosurgical apparatus, unblended current, console unit with hand control plugs,
audible tones, four pilot lights, coagulating fulgurating current and four other specialized
cutting currents: tube cutting, spark-gap cutting with moderate hemostasis, marked hemostasis,
and maximum hemostasis. Usad to destroy tissue through a high-frequency electrical current and
to contro[ bleeding by causing coagulation at the surgica[ site and to provide a combination of
cutting and hemostasis.

UNIT OF HEIGHT UIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 40 25 202 lb 1: 120 - 12 HZ: SUITCH: OENT: HOUR :

EA cm: 102 64 1: 95 kg 2: --- n/a nla n/a n/a

6530 I cA51NET,uARM1NG, F/s,2HT0cMPT,ELEc7 RIc IA AA. . I . F. . . . I

Freestanding, 2 electric heated compartments warming cabinet. Unit consists of all stainless
steet heating and storage compartments, with insulated double wall doors, sealed with a
magnetic heat resistant gasket. Compartments consists of thick fiberglass insulation with
adjustable aluminum trap. Unit is equipped with automatic controls, thermostatic temperature
control, heat indicating light, over temperature protection, uith alarms, and air circulating
fan. Designed for the heating and storage of solutions and blankets used in patient care
areas.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 75 24 18 320 Lb 1: 120 - 8 HZ: SUITCH: DENT:

EA
HOUR :

cm: 191 61 46 145 kg 2: --- nla nla nla n/a
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!

6530 MEDICINE CENTER , SS, U/REFR, 80%48%20 I AAA. .08 . . . .
I

Medicine service center. Type 304 staintess steel. 10 contain 2 1//2 - 4 1/2 tuft.
Self -clef rest ing refrigerator syringe drawer; noste opening erd container storage cabinet;
cwnter top and sink, coved corner sink boui; medicine storage shelves; narcotic locker doub[e
lock; il lunination concealed fluorescent tight; medicine cup dispenser; medicine card rack;
security door to cover exposed qqxr portionof cabinet. Doors with ful 1-1 ength cent inuws
hinges are equipped Mith tack keyed the same as the syringe drawer. Glass is heavy
shatterproof, safety plate glass, uhen unit is freestatiing, order s(oping dust cap, made of
stainless stee(. Used for storing, preparing and dispensing medicines at the nurses” station.

UNIT OF HEIGHT WIDTH OEPTH US 1G14T VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 80 68 20 0 [b 1: 120 1 3 ltZ: WITCH: DENT: HWR :

EA cm: 20 121 50 0 kg 2: --- n/a nla nla n{a

6530 I HEDICINE CENTER, SS, “,REFR, 80%60%20 I A A A . . I D 8 . . . . I

Medicine service center. Type 304 stainless stee[. To contain 2 1/2 - 4 7/2 tuft.
Se(f -clef resting refrigerator syringe drauer; waste opening and conta itter storage cabinet;
counter top and sink, stanped, coved corner sink bonl; medicine storage shelves; narcotic
locker doutde lock; i[lusination concealed fluorescent tight; rrudicine cup dispenser; medicine
card rack; security door to cover exposed i$per portion of cabinet. Doors Mi th ful i - iength
continuws hinges are equipped with (ock keyed the same as the syringe drawer. G(ass is heavy
shatterproof, safety plate glass, stoping dtst cap, made of stainless steel. Used for storing,
preparing, and dispensing medications.

UNIT OF HEIGHT WIDTH OEPTH UEIG!IT WLTS PHASE AMPS HERTZ DEPEt4- 8TUs/
ISSUE: in: 80 60 20 0 lb 1: 120 15 HZ: SWITCH: OENT:

E& 20 0 kg 2:--’- n/a n/a n/a
HOUR :

cm: 152 51 n/a

6530 MEDICINE CENTER, SS, U/REFR, 80X72X20
I

AA A.. OB . . . .
I

Medicine center. Self-contained, type 304 SS workstation. To contain 2 1/2 6 1/2 CIJ ft
set f-defrosting refri~erator syringe draner; waste opening ad coved corner sink boul; medicim
storage she(ves; narcotic [ocker double Lock; i((tmination conceaied fluorescent light;
medicine cup dispenser; medicine card rack; security doors uith futl-length continuous hinges
are equipped uith tack keyed the same es the syringe drwar. Glass is heavy shatterproof,
safety plate glass, sloping dust cap, made of stainless steel. For storing. preparing, and
dispensing medicines at the nurses! station.

UNIT OF HEIGMT WIDTH DEPTH WEIGHT WLTS PHASE AUPS HERTZ OEPEN- BTUs/
1sSUE : in: 80 20 0 lb 1: 120 1 15 HZ: SUITCH: OENT:

EA 20 1: 51
HOUR :

cm: O kg 2: --- 60 NO NO n/a

H3130 6s30
I

NOURISHMENT STATION, 80%48%31 AA A.. OF....
I

Nourishment station. Constructed of type 304 stainless steei. Jncltdes cospect kitchen with
etectric cooking surface, deep bad sink, convenient uorktop area, 6 cu feet refrigerator, and
above counter storage. Coapartmems with setfcteming ice maker/freezer, and paper towel
dispenser. Flourescent tighting, wfth con@ete facilities for storage, preparation and
dispensing of smatt snacks .

UNIT OF HEIGHT UIOTH DEPTH NE 1GMT WLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 80 48 31 230 lb 1: ---

EA
HZ: SWITCH: OENT: II(XJR :

cm: 203 121 n 60 k~ 2: --- nfa nta n/a nYa

O,,
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E 6520 NCAJRISHMENT STAT ION, F/S, 80x48x31 AA A.. OF . . . .

Freestanding nourishment station. Unit includes sink, soap dispenser, buitt-in electric hot
plate, ice maker, ice storage bin, ice dispenser, refrigerator, base cabinets and drawers. Al 1
exposed surfaces inc[uding countertop, sink and backsplash are constructed of pal i shed
stainless stee(. 1/2” I.P. S. hot and co[d water and 1 l~2° waste. Equipped with electrical
receptacles and f lourescent 1 i ght ing. 1/3/ HP compressor. Designed for sanitary ice service,
serving of 1 iquids, prescribed nourishment, and food service.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 80 48 31 900 lb 1: 120 1 - HZ: SUITCH: OENT: HOUR:

EA cm: 203 122 78 407 kg 2:--- n/a nla n/a n/a

6530 NOURISHMENT STAT ION , 80X84X28

Nourishment station. #18 ga. type 304 stainless steel unit. It includes ice maker and
dispenser, removable microwave oven opt i onal, CRS countertop, built-in instant hot water, hot
plates, automatic coffee maker, upper and lower storage area, drawers, bui it-in self-defrosting
freezer and refrigerator. For the storage and preparation of food for supplementary patient
feeding.

UNIT OF HEIGHT UIDTH DEPTH I HEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/

I
ISSUE: in: 80 84 30 1,500 lb 1: 230 1 -

I

HZ: SUITCH: DENT:

I

HOUR :
EA cm: 203 213 76 680kg 2: - - - n/a n/a n/a n/a I

M3145 6530 NOURISHMENT STAT 10N , 80X84X30 AA A.. OF . . . . .

Nourishment station. Constructed of type 304 stainless steel, 1/2 inch IPS hot and cotd water
and 1 1/2 inch IPS waste. Unit includes, liquid soap dispenser, overhead fluorescent [ ights,
two 3-prong electrical outlets, paper cup dispenser and ti ltout removable waste receptacle.
Basic unit provides flexibility for future use of either one or two microwave ovens by using
the storage space in the upper part of unit. The basic unit is pre-wired for addition of
mi c ronave oven. The fundamental components: bui it-in automatic coffee maker, stainless steel
sink, 6.0 cu ft storage cabinet, large drawer, 6.3 cu ft refrigerator, 2.2 cu ft freezer, two
built-in hot plates. Designed as a workstation for supplementary patients f ceding.

UNIT OF ‘, HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 80 84 30 1,500 lb 1: 230 3 - HZ: SUITCH: OENT: HOUR :

EA cm: 203 213 76 680 kg 2: --- nf a n/a nla nla

,“ M3150 6530 NCYJRISHMEWT STAT 10N , 81X39X26 AA A.. OF . . . .

Nourishment station. Al 1” stain(ess steel construction. Unit includes compact kitchen deep
bow( sink, convenient worktop area, 6 cu ft refrigerator, and above counter storage. Also
features adjustable stainless steel shelves, fluorescent lighting, narcotics cabinet, medicine
trays and dispensers. Oesigned ,for the preparation, storage and distribution of wdicine and
narcotics.

UNIT OF HEIGHT UIDTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 26 900 lb 1: 120 1 - HZ: SUITCH: DENT:

2:: 1% 66
HOUR :

EA cm: 407 kg 2: --- n/a n/a nla nf a
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1

I
6520 lNllJRISHMENT/MEOJC1 $lE STATION lCU AA A.. OF . . . .

lCU nourishment/medicfne station. Constructed of type 304 corrosion resistant stainless
steel . Unit includes a futl iength countertop, bi(t-iri sink, instant hot water dispenser,
storage ccapertmnt with adjustable sheivas, medicine card rack, ice maker Mith storage bin and
dispenser, double tacked nsrcotic cabinet, syringe drawer, utility drauer, medicine cup
dispenser, tmel dispenser, and tuo setf defrosting refrigerators (1 for medicine and 1 for
nourishments) specify ovsize of unit, refrigerators, ard ice maker). For use in the nursing
floor to provide stqplementary nwrishmnt when necessary.

J

UNIT OF HEIGHT U1OTH OEPTll UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1 SSUE : in: 31 1,500 lb 1: 208 3 - HZ: SVITCH: OENT:

2Z 2; 78
HCAJR:

EA cm: 680 kg 2: --- n/a nfa n/a nfa

M3175 651S E1.ECTROSURGICAL UNIT, DUAL WTPLIT
I

cc c.. CA . . . .

Oual output eiectrosurgical unit. Solid state power source with foot snitch jacks, monopolar
and bipolar outputs, and four independent modes of operation. Maxim power rating of 130
natts. Used in the operating roan or surgicenter as an alternative to the scalpel for cutting
tissue.

UNIT OF HEIGHT U[DTH OEPTH tiEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE : in: 19 17 12 45 lb 1: 120 - - HZ: SWITCH: OENT: lfWR :

EA can: 48 63 30 20 kg 2: --- n/a nfa n/a nfa

M3185 6515 ELECTROSURGICAL UNIT, MONOPOLAR, U/HNTO
I

cc c.. .A . . . .
I,

0“,

I H4000

Wall mounted monopolar. Consists of a wall mounted hyfrecator. Etectrosurgical unit. Unit
features solid-state transistorized circuitry, dual pwer output, output dia( with timer
control, bipolar forceps, and isolated bipolar output. Unit has a monopolar mode uhere the
current passes through an active cable and active electrode to the ~tient and beck to the
generator through a return electrode. Oesigned for table mounting or uall mting. For
routine applicatims in dermatology, gynecology, proctology, dentistry, podietry and other
ctinicat areas.

UNIT OF HEIGHT UIOTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEIJ- Brus/
ISSUE : in: o 0 0 0 tb 1: 120 1 5 HZ: SWITCH: OENT: I!WR :

EA cm: o 0 0 0 kg 2: --- 60 NO NO n/a

6530 I LIFT, CAOAVER Iccc. .l . . . . ..l

Cadaver 1 ift. Unit consists of a hydraulic lift uith pallet, all stainless steel, equipped
with 10 electrogalvanized case hardened roller bearings to receive body tray. Unit is battery
operated and has. a bui [t-in 120 V recharger. Lifting capacity is 1500 pounds. Heights from
57’ to 130” with variable Lifting and lowering speeds. Oes i gnsd to move cadavers f mm the
transport cart to the refrigerator.

UNIT OF HEIGHT IUOTH DEPTH UE I GIIT VOLTS PHASE AMPS HERTZ OEPEN- 8Tus/
1SSUE : in: 69 700 lb 1: 120 1 20 HZ: SUITCH: DENT: HOUR :

EA an: 175 E 1: 317 kg 2: --- 60 NO NO n/a

M4005 6670
I

SCALE, 1$1-BEO, 400LB CAP cc c.. .A . . . .

[n-bed state. 400 pound capOci ty. Unit consists of fwr individual load cett pods that can
be placed under bed MIIeels, chair or crib, and o ccaputorized control ~ith digital t.Eo display.
1103 * total capacity. Oesigned for wei~hing critically il( patients in bed.

UNIT OF HEIGHT U1OTH DEPTH I/E I GMT VOLTS PHASE AHPS HERTZ OEPEN - 8TUs/
ISSUE : in: O 0 0 0 lb 1: 120 1 5 ltZ: SUITCH: DENT: HWR :

EA cm: o 0 0 0 kg 2: --- 60 NO NO n/a
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I M401O I 6670 I SCALE, INFANT, O-35LB ICCC. .I. A....I

Infant scale. 35 pound capacity. Unit consists of a removab(e acrylic cradle with bui~t-in
tape measure. IJeighs in Punds and ounces or ki lograms and grams, and it has an automatic
weight lock, autcinatic averaging, zeroing and reweight feature with tare function. used to
weigh newborns and i nf ants.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 7 16 26 Lb 1: 120 - - HZ: SUITCH: DENT: HOUR :

EA cm: 18 41 ~: 12 kg 2:--- n/a nia n/a nla

] M4015 I 6530 I SCALE, INFANT, FOR INCUBATOR ICCC. .I. A....I I

Infant scale. Battery operated. Equipped with low battery indicator, stainless steel
platform. Self-contained digita[ LED display with automatic shutoff. Accuracy to 1 gram.
Designed for daily/serial ueighing of infants in incubators and cradle warmers.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
ISSUE : in: 3 21 12 0 (b 1: 120 - - HZ: SUITCH: DENT: HOUR :

EA cm: 8 53 30 0 kg 2: --- nla n/a n/a nja

M4020 7100 SCALE, PERSON UEIGHING, HIGH CAPACITY cc c.. .A . . . .

High capacity, person weighing scale. Large digital readout displays weight in \bs, or kgs.
Hand rails. Sha[ L be supported by fixed heavy-duty legs in stationary position. Capacity up
to 800 lbs . Opt i onal equi p4nent: battery pack with rechargeable batteries and built- in
recharger. Oesigned to weigh large ambulatory patients.

UNIT OF HEIGHT WIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 36 28 166 lb 1: 120 1 -

EA
HZ: SUITCH: DENT:

91 g 71
HOUR :

cm: 75 kg 2: --- nla nf a n]a n/a

M4025 6530 SCALE, ROLL ON, F/S, 2000 LB CAP cc c.. .A . . . .

Freestanding rol 1 on scale with a 2000 pound capacity. Unit cons i sts of a heavy duty anodized
aluminum platform with powered digital readout. For use in food service or the laundry.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 34 0 0 lb 1: 110 1 3 HZ: SWITCH: DENT : HOUR :

EA cm: 086 0 0 kg 2: --- 60 NO NO n{a

6670

Sit/stand scale. Uei ghi ng capacity to 800 pound. Consists of a removable ramp, electronic
load cel 1s, oversized platform (28x28x2) mounted on heavy duty wheels, handrai 1 and weighing
mechanisms with a LED display. Designed for wheelchair weighing.

UNIT OF HEIGHT UIDTH DEPTH’ UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 2 26 30 140 lb 1: 120 1 - HZ: SUITCH: OENT: HOUR :

EA cm: ‘5 66 76 63 kg 2: --- n/a nla n/a n/a

E
I I I I I I /

6670 SCALE, SLING TYPE, OIGITAL READ-OUT cc c.. .A . . . .

Sling type scale with digital read-out. Sca(e is used to weigh patients by lift ing the from
the ‘bed on the scale’s sling using a hydraulic lift that is buitt i nto the scale~s u shaped
base. Base is on 3“ casters and may be rol led beneath the bed when weighing the patinet.
Read-out device is battery powered and may b e 1 ine power opxatad. Unit is plugged into a
convneni ence out (et to charge the battery.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 65 26 60 140 lb 1: 120 1 - HZ: WITCH: DENT : HOUR :

EA cm: 5 66 76 63 kg 2: --- nla nla nla nl a
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WY40 6670007889000 SCALE, UEIGHIUG, 300L8 CAP
I

ccc . . . . . . . .
I

Person ueighin~ scale. 300 pound capacity. Unit cons i sts of a rugged base frame of 3/32”
thick steel uith a non-slip surface, and e speedometer dial with ultra sensitive registering
mechanisms. Oesigned for the medical profession’s different needs.

UNIT OF HEIGHT ltIOTH OEPTH UEIGHT VOLTS PNASE AKPS MERTZ OEPEN- BTus/
1SSUE : in: 36 15 lb 1: --- HZ: SUITCH: OENT: HOUR :

EA cm 91 :: ;? 8 kg 2: --- nfa n/a n/FI n/a

!4’4100 6520 SPHYGM@4AH~ETER , ANEROID , WALL MWNTEO
I

cc c.. . . . . . .

Aneroid sphygnxxnanmster, uat 1 mounted. Large gra~ic diai display for easy reading from all
an~l es. 90 degree (angle) swivel and 10 degree (angle) foruard tilt to reduce glare. Accuracy
to within 1% of reading. Sturdy inpact-resistant construction.

UNIT OF HE] Gill U1OTH OEPTH UEtGHT VOLTS PHASE AMPS IIERTZ OEPEN- BT&/
ISSUE : in: o 0 0 0 (b 1: --- HZ: SUITCII: OENT: HOUR :

EA cm: o 0 0 0 kg 2: --- n/a nla da n/a

1

1
6515 SPHYGMONANWETER, ELECTRONIC, ADULT cc c.. .A . . . .

Adult electronic sphygmansnometer. LCD displays b~ood pressure and pu~se. Automstic shut-off
uhen not in use. For adutt blood pressure and rate inonitoring.

U!$IT OF HEIGHT WIOTH OEPTH MEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 236 0 lb 1: 120 - - MZ: SUITCH: OENT: I!WR:

2A cm: 5 7 15 0 kg 2: --- Ma n!a nibs n/a

6515 SPIIYGMCMANWETER, ELECTRONIC, INFANT
I

cc c.. .A . . . .
I

Electronic sphygnxxnsnometer. %tn LCO dispiay nunerals with automatic shut off uhen not in
use. For use with neonates in the intensive care nursery.

UNIT OF

I

HEIGHT UIOTH OEPTH

IIUEIGHT VOLTS PHASE AKPS

I

HERTZ OEPEti-

1

BTIJs/
ISSUE: in: 236 Olb l:--- HZ: SUITCH: OENT: HWR :

EA ccl: 5 7 1s Ok,g 2: - - - nfa nla n/a nfa

Wall mounted mercury sphygmomanomater. Co\or contrast colum in a durab[e castalunirtun
casing. 300 m Hg calibration. Inc Ludes mncmter gauge cuff, inflation bladder, and standard
vaive. Used to measure blood pressure.

UNIT OF HEIGHT WIOTH OEPTH IIUEIGHT VOLTS PHASE AMPS HERTZ OEPEti- 1BTUs/
1SSUE : in: O 0 0 Olb ?:--- HZ: SWITCH: OENT: HWR :

EA cm: o 0 0 Okg 2:--- n/a n/a n/a N@

t$4t25 S820 RADIO C@WNICAllON EWIIW4ENT CANO C
I

cc c.. .F . . . .
I

Radio equipent to support athinstrative and security fUnCtio!tS. Includes bSSe Station,
handheld portables, vehicle units, pagers, as required. To be integrat to the station
communication system for hospital netuorks, paging, police and f e protection, and diaster
controt. If both a lt6120 and N4125 are used, both sys terns shail have a caumon interface.

UNIT OF HEIGHT WIDTH OEPTH WE1GHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
Issus: in: 0 0 0 0 lb 1: - 1 15 HZ: SUITCH: DENT: HWR :

SY an: o 0 0 0 kg 2: --- n/a n/a n/a nla

O.,“ .
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M4200 6515 OTOSCOPE/OPHTHLMOSCOPE , WALL MOUNTED cc c.. .A . . . .
I

Hat 1 mounted otoscope and ophtha lnKJscope, Includes 6 foot I ine cord and plug. It accepts and
includes two handles. Head turn/on turn/off, built-in speculun tray, 8 foot coiled cords.
Designed for patient exam romna.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS
ISSUE :

HERTZ DEPEN - BTUs/
in: 0 0 0 0 lb 1: 110 1 3 HZ: SWITCH: DENT: HDLIR:

EA cm: o 0 0 0 kg 2: --- 60 NO No nl a

PUMP, SYRINGE/INFUSION, CONT, 2MTR

1 1

r
I M4255

2 motors, continuous, syringe infusion punp. Unit consists of a continuous flow double punp
system, with dual motor and flow controller. It accepts syringes frcm 5 to 50 cc. Equipped
with alarms. For ackninistering two IV fluids simultaneously.

UNIT OF HEIGHT UIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 13 14 ib 1: 120 - - HZ: SUITCH: DENT:

EA 33 2: 1;
HOUR :

cm: 6 ka 2: --- nla nla nfa n[a
1 I I I I I I

6530 STAND, IV, ADJUSTABLE

Adjustable IV stand. Stainless steel construction with heavy weight base. Adjust from 72
inches to 104 inches, mounted on conductive rubber, ball bearing, swivel casters. Stand for
administering intravenous so(utions.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS
ISSUE :

HERTZ DEPEN- BTUs/
in: 108 18 18 30 lb 1: ---

EA
HZ: SUITCH: DENT:

274
HOUR :

cm: 183 0 14 kg 2: --- n/a n/a n/a n/a

1 I I (---- 1 II 6
M4260 6515 CONTROLLER, FLOW, INFUSION,5-60DPM cc c.. .A . . . .

i
Flow infusion controller. Controller is self-regulating, with automatic sensor, and
adjustable rate from 5 to 60 drops per minute. Equipped ~ith visual and audible alarms, and a
10-hr capacity battery. For the administration of routine grauity infusions such as IV
antibiotics, vitamina, and electrolytes solutions.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 19 10 19 7 lb 1: 120 - -

EA
HZ: SUITCH: OENT: HOUR :

cm: 48 25 48 3 kg 2: --- nla n/a n/a n/a

12!5?-6515 PUMP, VOLUMETRIC, INFUSION SINGLE LINE cc c.. .A . . . .

Volumetric infusion ptmp. Pm is self-regulating, with autainetic sensor, and adjustable
rate. Equipped with audible and visual alarms, a 10 hour capacity ha ttery. For the
administration of a wide variety of therapeutic ‘agents where prec ise control is required.
Sometime refered to as IMED Pup... a proprietary term that has been adopted for this type of
w.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
1SSUE :

BTUs/
in: 19 10 19 7 lb 1: 120 - - HZ: SUITCH: DENT: HOUR :

EA cm: 48 25 48 3 kg 2: --- nla n/a nia nla
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N4266 6515 PtJltP, VOLLJMETRIC, INFUSION, NULTI LIWE cc c.. .A . . . .
k

Volunetr$c infusion pap. P- is self-regulating, with automatic sensor, and adjustable
rate. Equipped with audible and visuat elarms, a 10 hour capacity ba ttery. For the
administration of a wide variety of theraptic agents tiere prec ise controt is required.
Sometime refered to as II(EO Ptmp... s proprietary term that has been adopted for this type of
w. Unit provides individual control t o nn IV tines siwltaneous(y.

Ixl

UMIT OF HEIGHT w1OTH DEPTH NEIGHT VOLTS PHASE ANPS HERTZ OEPEN- BTus/
1SSUE : fn: 19 10 7 tb 1: 120 - - IIZ: SNITCH: OENT:

5A
H~R :

can: 48 25 2 3 kg 2: --- n/a nfa n/a n/a

6515 I PUNP, ENTERAL FEEDING ICC C.. I. A.. .. I

Enteral feeding. Punp is self-regulating, with autaruitic sensor, and adjustable rate.
Equipped with audible and visual atanns. For feeding patients via a nas ogastric tube.

UNIT OF HEIGHT UIOTll OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN - BTUs/
1 SSUE : in: 19 ?0 19 7 Lb 1: 120 - - HZ: SUITCH: OENT: HCKJR:

2A cm: 48 25 48 3 kg 2: --- n/a n/a n/a nfa

M4275 6515 I PUNP, CONTINUOUS, ANALGESIA (PCA) I CCC.. .A . . . . I

r

1

Contimus snatgesia - taka:PCA P-) provides controlled continuous dose of a nalgesia
medications for postoperative patients. Hay be usd in the continuous or PRN modes. Patient
may be al lowed to control ackninistration of the prescribe d drvg up to a preset rate. Use of
this device speeds pstient ambulation and ultimately reduces haspital stay.

UNIT OF HEIGHT WIDTH DEPTH WE1GUT VOLTS PHASE ANPS HERTZ DEPEN- BTUs/
i SSUE : in: 19 10 19 7 [b 1: 120 - - HZ: SUITCH: OENT: HWR :

EA cm: 48 25 48 3 kg 2: --- n/a n/a n/a nfa

6515
I

PUMP, PNEUNAT I C STOCK I NG/WFF
I

CCC.. .A . . . .

Pneamtic Stocking/Cuff pup. Pup provides at ternat ing pressure to ~etznat i c stockings for
reduction of the threat of deep vein thronboph~ebitis in post oper ative patients. May also be
used in the CCU for rot@ing cuff therapy uhich is u sed to reduce peri~eral circulation in
congestive heart failure patients.

UNIT OF HE 1GHT UIOTH OEPTH U%lGHT VOLTS PHASE AMPS HERTZ OEPEN - BTUs/
ISSUE : in: 19 10 19 7 (b 1: 120 - - HZ: SWITCH: DENT: HOUR :

2A cm: 48 25 48 3 kg 2: --- rt/a n/a n/a n/a

M4285 6515 PUUP, PNEUMAT 1C TUJRMI WET CCC.. .A . . . .
I

Tourniquet, prmuastic. P- provides pressure to pneunatic tourniquet for use i n the
operating room or the ER.

UNIT OF HE 1GMT UIOTH OEPTH MEIGHT VOLTS PHASE ANPS
‘ in:

HERTZ OEPEN- BTUs/
ISSUE: 39 7 lb 1: 120 - - HZ: SWITCH: DENT:

: ::
HWR :

5A cm: .48 3 kg 2:--- n/a n/a nfa n/a

N4650 6530
I

STRETCHER , TRANSPORT, CADAVER ccc . . . . . . . .
I

Cadaver transport strecher. All stainless steet tukular frame with durab(e ue(ded
construction. Equipped uith [if itng mechanism and tray. Nounted on four 8“ rubber casters
with locks. To include biftite nylon cover. Oesigned for the concealed transportation of
cadavers.

{
UNIT OF HEIGHT UiDTH DEPTH NTilGHT VOLTS PHASE AMPS HERTZ OEPEM- 8TUs/
ISSUE: in: 36 29 100 tb 1: --- HZ: SWITCH: DENT: HUJR :

EA cm: 91 74 2: 4S kg 2: --- n/a n/a n/a nfa

~nc
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I M4655 I 4530 I STRETCHER, MOBILE, CRS, 9 POSITION Iccc. .l . . . . ..l

I !44656

9 positions, mobile stretcher. All corrosion resistant stainless steel construction. It
consists of a tubular frame with side rails, a 9-position hydraulic base with pneumatic fouler
adjustment, and a 211 pad. Unit is mounted on 10’1 conductive casters. Designed for patient
transport as well as for minor surgical procedures.

UNIT.OF HEIGHT UIDTH DEPTH ME 1GHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 32 30 228 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 81 76 lx 103 kg 2: --- nla n/a nla nl a

6530 STRETCHER, MOBILE, CRS, TAPERED HEAD SEC cc c.. . . . . . . .

9 positions, mobile stretcher. All corrosion resistant stainless steel construction. It
consists of a tubular frame with side rails. a 9-msition hydraulic base uith rmeumatic fouler
adjustment, and a 2“ pad. Unit is mounted on 10~’” conductive casters. Oesigned for patient
transport as well as for minor surgical procedures of the head and neck. Head section is
narrowed to permit better access to the head and neck. Used frequently in oral surgery, ENT
and ophthalmology. (NAVY ADD - REFLECTS LONG STANDING REQUIREMENT IN DENTAL AND ENT... )

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE: in: 32 30 77 228 lb 1: --- HZ: SWITCH: OENT: HOUR :

EA cm: 81 76 196 103 kg 2: --- nla n/a n/a nla

M4660 STRETCHER, RECOVERY, LABOR cc c.. . . . . . .
1

Labor recovery stretcher. Height adjustable with manual backrest and crank operated knee
gatch. 10’0 non-conductive carpet wheets, Iv stand and folding chrome siderails. Oesigned for
recovery applications after any type of surgical procedure.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 33 30 202 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 83 76 IE 513 kg 2: --- n/a nla n/a nla

M4665 STRETCHER, RECOVERY, SURGICAL cc c.. . . . . . .

Recovery/surgical stretcher. Strong I-beam construction type unit. “The height is adjustable
with manual backrest and crank operated knee gatch. Stainless steel top and chasis. It also
features 10” conductive caaters, with (ock and brake, folding chrome siderails and IV stand and
a flame retardant antibacterial mattress. Designed for operating room transport or recovery
applications.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 34 30 250 (b 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: M 76 2:; 113 kg 2: --- n/a n/a n/a n/a

M4670 6530 STRETCHER, WHEELCHAIR cc c.. . . . . . .

Wheelchair stretcher. Unit consists of a wheelchair with reclining back, and swing away
elevating legrests. Mounted on 8’! casters with locks. Seat and back liners are made of
durable texti line resistant to mold and mildew. Oesigned for easy feeding, therapy, and
transportation of seriously ill patients.

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 36 60 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 91 E “:: 27 kg 2: --- nla nla nla nla
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M4700 6530 UHEELCMA1 R, ORTHO/PHYS THER, FOLO ING
I

cc c.. . . . . . .
I

Orthopedic and physicai therapy fo(ding Meelchair. Unit has 4-8” casters, two swivel and two
fixed, uith patient operated tever brakes. 1nc1@2s a elevating (eg section and removable
armrest. For orthopedic or phys icel therapy patient transport.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN - BTus/
1SSUE : in: 34 22 16 30 lb 1: --- lfZ: SWITCH: OENT: HOUR :

EA cm: 88 56 &l 16 kg 2: --- n/a nla n!a n/a

M4705 6S30 U)IEELCHAIR, PT TRANSPORT, FOLO 1NC
I

cc c.. . . . ...’

Folding patient transport wheelchair. Constructed of chrome plated steel uith detachable
armrest and footrests. Heavy duty front casters with sealed radial high-precision bell bearing
assembly. Used for pat i ent transport.

UNIT OF HE 1GMT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- 8Tw/
1SSUE : in: 36 42 S4 lb 1: --- t!Z: SUITCH: OENT: HOUR :

EA cm: 91 2 106 24 kg 2: --- n/a n/a n/a n/a

W4710 6530 WHEELCHAIR, RECL iN IMG
I

ccc.. . . . . . .
I

Reclining wheelchair. Chrane-ptated steel frame. Unit is a support system with full lenght
detachable armresta, ftem resistant upho~stered side cushion, heavy duty casters, and an
edjustabte position backrest. For fu( [ bdY reel ining potient transport.

UNIT OF HE] GMT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS NERTZ OEPEN- STUs/
1SSUE : in: 24 24 65 lb 1: ---

EA 61 61 ~g
HZ: SUITCN: DENT: HOUR :

cm: 29 kg 2: --- nJa tia n/a nla

mmo [ 6230 LIGHT, EXAM, PATIENT, CEILING RECESSEO AA A.. .6 . . . .
I

patient exam light {patient bedroom). Features: (1) sturdy 20 gauge die formed stee~
construction; (2) ccmp[ete(y recessed in ceiling; (3) asymmetrical high fo ot candle
examination itiunination; (4) one piece diffuser frame; (5) full lengt h piano hinge on frame
uith captive screw ciosure. The tight description is 250 uatt quartz. Examination tight
demension: 12 inches long, 12 inches widu ati 9 -1/2 inch deep.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PNASE AMPS HERTZ OEPEN - BTUSI
1SSUE : in: 27 tb 1: 120 $ 3 HZ: SUITCH: DENT:

EA 2?;:
HOUR :

cm: 12 kg 2: --- 60 UO NO nfa

IPt4&oo
t

6640
I

UR~YNAHIC MEASUREMENT SYSTEM CC C.. .A . . . .
I

Uro@namic measurement system. Unit consists of uroflownater to measure urinary f(ow,
urethral pressure profitarueter to measure urethral pressure, gas or liquid cystometer to
measure bladder capacity and response, and electronyographic recording to measure sphincter an
other nuscle activity. Et includes a 19” video mmnitor and r~order, a microprocessor, foot
switch, themnal printer, and automatic calibration. System is designed to evakuate the storag
and transportation of urine in the urinary tract and the cause of abnorml voiding {urimtion)

UNIT OF HEIGHT IJIDTH DEPTH UEIGHT VOLTS PHASE A!(PS HERTZ DEPEN- BTUs/
1S!WJE: in: 74 21 27 370 lb 1: 120 - - HZ: SWITCH: DENT: HOUR :

EA cm: 102 53 69 167 kg 2: --- n/a nfa n/a n/a

O,,
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,
6515 LI THOTRIPTER , PERCUTANECW cc c.. BA . . . .

Percutaneous 1 ithotripter. Unit is a rigid tubular instr~nt that consists of an operating
sheath, nephroscope or ureterorenoscope, and ultrasonic 1 ithotripter probe. A suction w is
connected to the nephroscope and serves as an outf lo~ channel for fluids in the surgical field.
Ultrasonic 1 ithotripler are used in a percutaneous or transurethral approach to urinary or
renal calcuti.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: D D o 0 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- nla nla nla nla

I M4810 I 6530110002700 I HEART/LUNG MACHINE, BYPASS, MODULAR IccC. .IDAG ...]

Modular bypass heart lung machine. Unit consists of an arterial ~, a backup arterial pump,
one or two suction p+anps, a water mixer, and a backup battery pack. To include disposable
components: oxygenator/heater exchanger, cardiotmny reservoir, blood f i lters, and tubing.
Unit is designed to temporarily replace the function of the patients heart and lungs during
open-heart surgery, or any operation that requires isolation of the heart.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 25 45 24 450 [b 1: 120 - - HZ: SUITCH: DENT: HOUR :

EA cm: 64 114 61 204 kg 2: --- n/a n/a n/a nla

Ft481 ~ 6515 PUMP, CARDIAC ASSIST, BALLOON cc c.. .A . . . .

Cardiac assist bal loon pump.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 84 36 12 0 lb 1: 121- HZ: SUITCH: DENT: HOUR :. a

EA cm: o 0 0 0 kg 2: --- nla nla nl a n/a

E 6530 I HYPO,HYPERTHER”IA UNIT, AUTO,MANUAL,MBL I C C C . . I . A . . . . I
I

Automat i c/manua 1 hypo/hyperthermi a uni t. Sealed 1/3 HP condensing unit refrigeration system.
Microprocessor control led with multiple alarm system constant ly monitoring temperature and
water levels. Cabinet type unit equipped uith dual reservoir, bottom air discharge. Designed
to regulate body temperature by application of water-f i 1 led hypothermia blankets.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 36 20 28 140 lb 1: 120 - 11 HZ: SUITCH: DENT: HOUR :

EA cm: 91 51 71 63 kg 2: --- nla nla nla n/a

M4816 6530 HYPERTHERMIA UNIT, AUTO/MANUAL AIR SYST cc c.. .A . . . .

Automat i c/manua 1 hyperthermia unit. Unit delivers a flow of warmed air through a perforated
plastic b(anket. USA primari [y for postoperative patients to s~e d recovery of normal body
temperature.

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 36 20 28 140 [b 1: 120 - 11 HZ: SWITCH: DENT: HOUR :

EA cm: 91 51 71 63 kg 2: --- n/a n/a nla n/a

ti4816 6530 HYPERTHERMIA UNIT, AUTO/MANUAL AIR SYST cc c.. .A . . . .

Automat i c/manua 1 hyperthermi a unit. Unit delivers a f (ow of warmed air through a perforated
plastic blanket. Used primeri ly for postoperative patients to spee d recovery of normal body
temperature.

UNIT OF HEIGHT UIDTH DEPTH IJE I GHT VOLTS PHASE AMPS HERTZ DEPEN- BTUSJ
1SSUE : in: 36 20 28 140 lb 1:120 - 11 HZ: SUITCH: DENT: HCIJR : a

EA cm: 91 51 71 63 kg 2: --- nla n/a n/a n/a
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o

I M48Z0
L

6515 OIALYZER, PORTABLE, U/TANK
I

cc c.. .A . . . .
I

Portable renat diolysis system uith tnternal dialyaate tank. The system consists of three
major mnpcmnts: the dialysatc &( ivery system, the extracorporeal blood deiivery circuit
(blood gxsrp), and the dyalizer. The system also has its an monitoring end control circuits,
with teqerature controls. A reverse osmosis uater trestment system is bui it-in into the unit.
An alarm system is autcmat ical ly activated hen there is changes in pressure or in the
existence of leaks. The hemdia[ysis rmchine, also known as the artificial kidney, is used to
remove metabo[ ic wastes and water; restore renal funst ion, and promote heating of the kidneys
in those patients with kidney malfunctions.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 54 26 24 12S lb 1: 120 - “ HZ: SWITCH: OENT: t$m :

EA cm: 137 66 61 ii? kg 2: --- n/a n/a n/a n/a

M4825 6530 CRYOSURGICAL UNIT, Ht181LE cc c.. .A . . . .
I

)hbite cryosur~ica[ unit. Cabinet mounted control unit, equipped ~ith gas cylinder storage,
foot switch, t~rature gauge and timer. Incldes an integra( pressure regulator, and choice
of three gases. Cy[inder size: For 20 pound capscity.

UNIT OF HEIGHT blIOTH OEPTH WEIGHT WLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 0 0 0 0 [b 1: --- HZ: SWITCH: OENT: HOUR :

2A cm: o 0 0 0 kg 2: --- n/a n/a n/a n/a

Mao 6515 DRILL, SURGICAL, AIR ORIVE
I

cc c.. .. 0...
I

Air drive dritl. Stainless steel construction of driil and reamer. lnctbs sets of bone
screws. Used for large bone surgery. I

LIMIT OF HEIGHT U1OTH OEPTH UEIGHT WLTS PHASE AMPS HERTZ OEPEN- OTus/
ISSUE : in: o 0 lb 1: --- HZ: WITCH: OENT: HWR :

EA cm: ; o : 0 kg 2: --- 0 NO NO n/a

N4831 6515 ORILL, SURGICAL, ELECTRIC DRIVE
I
cc c.. .A . . . .

I 1

Electrically powered surgical drill system Stainless steel construction of drill aM
reamers. flay include a variety of reciprocating and rotary sau and drill heads. I

UNIT OF HEIGHT UIOTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTus/
ISSUE : “: 6 12 9 30 lb 1: 120 1 2 HZ: SWITCH: OENT:

EA : ::
flWR :

0 0 0 0 kg 2: --- 60 MO NO nla

6515 [CUTTER, CAST, U/VACUUM ICC C.. I. A.. .. I

Vacuun cast cutter. Powerful 2 HP motor. Unit enclosed in tdtee[ed canister. Equipped with
bui (t-in standpipe and handle, Large bg, extractor hose, and 25 f t power cord. For orthopedic
procedures.

UNIT OF HEIGHT iJIOTH OEPTH UEIGHT VOLTS PHASE N(PS HERTZ OEPEN- BTUs/
ISSUE : in: 16 0 14 (b 1: 115 1 3 I$Z: SUITCH: OENT: HWR :

EA cm: 41 0 E 6 kg 2: --- 60 NO NO n/a

M4840 , 6530 ENT UNIT, U/AIR, ELEC, W/St) C/PRESSURE
I

CCC.. .AO...
I 1

Mobile ENT unit. With air and e[ectrica[ pane(s, and integral suction and pressure system.
Unit houses a controt panel with functions selector, pressure regulator, pressure gauge and
electrical out(ets. Equi@ Mith foot-controlled vacuun and pressure P(US storage.

UNIT OF HEIGHT UIOTH OEPTH UE 1GUT WLTS PMASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 31 18 225 lb 1: 120 - - HZ: SWITCH: OENT: HWR :

EA cm: 1: 79 45 101 kg 2: --- n/a n/a n/a nfa
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6530 I DIALYZER, CONSOLE, NEGATIVE PRESSURE I12CC..IIA....I

Negative pressure di a 1yzer console. This unit is a single patient hemodialysis delivery
system providing dialysate at prescribed temperature and ionic concentration to be used in
hamodialysis. In addition, it continuously monitors machine, dialysate and blood count
functions during dialysis. The unit’s characteristics acd features include venous pressure
monitoring; alarm light, and dialysate flow rate is 500 mL/min. This system is used in
hospita(s and dialysis unit.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
1SSUE :

BTUs/
in: 47 19 120 lb 1: 120 1 14 HZ: SWITCH: DENT:

120 48 ;
HWR :

EA cm: 70 kg 2: --- 60 NO NO n/a

6515 I SYSTEM, DIALYSATE, PRODUCTION/SUPPLY Iccc. .IDF . . ..I

Dialysate production and distribution system. This unit provides dialysate at the proper
ionic ,concentration and at the prescribed temperature to be used in hem-dialysis. Together
with the conductive ty, t.aparature monitor and bedside stations, this unit monitors dialysate
and blood circuit functions. The unit provides sufficient dialysate for 340 10 bedside
stations. The characteristics and cqnents include a dialysate flow range of 1500 to 5000
ti/minute at an operating temperature range of 95 to 105 degree Fahrenheit.

UNIT OF HEIGHT UIDTH DEPTH blEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 40 44 18 295 lb 1: 280 3 14 HZ: SUITCH: OENT:

EA 102
HOUR :

cm: 112 46 134 kg 2: --- 60 NO NO n/a

6515 OIALYZER, HOLLOU FIBER/PLATE, PERITONEAL cc c.. 1 A....

Peritonea~ dialysis system. Unit contains components simi lar to the hemodialysis unit,
complete, capable of using either hollow fiber or plate type dialyzers Unit is freestanding in
a wheeled cabinet and inc[udes, water connection, concentrate pickup punp, proportioner,
conductivity monitor, dialysate heater, blood pwmp, heparin punp, arterial pressure monitor,
VenOUS pressure monitor, TMP monitor, ai r/foam detector, optical detector, blood leak detector,
power fai lure alarm, and remote alarm contacts. Accotnnodates single needle, two pump
procedures. Unit may be used for routin hemodialysis but is intended primarily for peritoneal
procedures.

UNIT OF HEIGHT UIDTH OEPTH bJEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: o 0 0 0 lb 1: --- HZ: SUITCH: DENT:

EA
HOUR :

cm: o 0 0 0 kg 2: --- n/a ti/a nl a n/a

H4865 4100 DISINFECTOR, RENAL DIALYZER cc c.. AA . . . .

Renal dialyzer disinfector system. Unit is used to disinfect dia(yzer cartridge for reuse by
the same patient. System inciudes 4 position system and cartridge rinse station. (ADO - NAVY
- SUGGEST !!4865 )

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN-
ISSUE: in: 0 0 0

BTUs/
0 lb 1: 120 15 HZ: SUITCH : OENT:

EA o 0 0 kg 2:--’- 60 NO NO
HOUR :

cm: o n/a

SYSTEM, REVERSE OSMOSIS, UATER, MOBILE cc c.. AA . . . .

Mobile reverse osmosis water treatment system for use with portable dialysis stations which
may be used in the intensive care or coronary care units. Unit to be connected to hose bib at
point of use. Fi ltration system includes input pres ure boost pump in addition to membrane
pressur pump. Backwash of membrane may be manua 11 y initiated. (ADO - NAVY - SUGGEST M4870)

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN - BTUs/
1SSUE : in: o 0 0 0 lb 1: 120 1 15 HZ: SUITCH: OENT:

EA
HOUR :

cm: o 0 0 0 kg 2: --- 60 NO NO n/a
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TELEMETRY SYSTEM, MOSILE, KULT-CHAWEL cc c.. .8 . . . .

Robile telemetry system, sulti-charutet receiver. Consists of; one 99 channel re ciever; one
five inch cardioscopy; ona heart rnto moduto; one singlu channel gra @ic recorder; one control
cabinet, one instrumentation chart, one telemetry tra nsmitter, ard assorted software for
completion of the system. Requires 120 AC, 1 @ase power.

UNIT OF HEIGHT U1OTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- OTUs/
1SSUE: in: o 0 0 0 lb 1: --- HZ: SUITCH: OENT: HOUR :

EA cm: o 0 0 0 kg 2; --- n/a n/a n/a n/a

144900 653000S901465
I

CHAIR, BATH, SITZ, MOBILE CC C.. .F . . . .

Sitz bath mobile chair. Constructed of tubular alusitaus frame with stainless stee[ water pan
with drain va(ve, removable stainless steel seat and back support. Electric heater contro[[ed
by timer. 10 ft 3-wire electrical cord. Oesigned for bedside use. It provides ~arm water to
treat pain pressure. For post operative and gynecology use.

t
UNll OF IIEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE ANPS HERTZ OEPEN- BTUSI
1SStJE : in: 34 29 28 45 lb 1: 120 - - KZ: SUITCH: OENT: HOUR :

EA Cls: M 73 7% 20 kg 2: --- n/a n/a n/a Wa

U4905
I

CHAIR, OIALYSIS cc c.. . . . . . .
1

0,,.,,.,
Dia Lysis chair. Unit consists of a we(ded stee[ frame with durable frame, stain resistant
vinyl upholstery mounted on 4 casters. IV attachment and drainage bsg hook. Built-in
trendelenburg positioning. Chair is designed for tong term seating comfort during dialysis
treatment or any other extended chair treatmnt.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE ANPS HERTZ OEPEN- BTUs/
1SSUE : in: 47 30 70 135 lb 1: --- HZ: SWITCH: OENT: HOUR :

2A cm: 119 76 In 61 k~ 2: --- n/a n/a n/a n/a

6530
I

CHAIR, EXAM, VESTf9ULAR
I

cc c.. .A . . . .
I

Vestitmiar examination chefr. Base provides adjustable seat height. It features fully
adjustable headrest with armrests. Fuliy adjustable to horizontal position. Removable
upholstery sections.

UNIT OF HEIGHT WIDTH OEPTli UEIGHT WLTS PHASE AUPS HERTZ OEPEN- BTUs/
1SSUE : in: 41 27 70 325 lb 1: 120 - - HZ: SUITCH: OENT: tlWR :

5A cm: 104 69 178 147 kg 2: --- n/a nla n/a nla

M-4915 6540 CHAIR, EXAN/TREAT, ENT, U/ADJ LIGHT cc c.. .A . . . .

ENT exam/treatment chair with adjustable tight. Chair can be rotated 330 degree locking at
desired position. Electrically powered for precise positioning. Adjustable headrest and
amrest. Hay include adjustable $ooseneck tight. Used during examination, treatments, and
minor procedures.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PMASE AMPS
in:

HERTZ DEPEN- BTUs/
1SSUE : 31 20 76 350 lb 1: 120 - - HZ: WITCH: DENT: HWR :

2A cm: 78 51 193 159 kg 2: --- Ma n/a n/a n/a
I

H4920 6530
I

CHAIR, ENAH/TREAT, PODIATRY, W/MTR cc c.. .A . . . .
I

Podiatry examltreatment chair, uith motor. Motor driven, foot control with g(iding foot rest
and debris tray. Hay include shoe tray. Fully adjustable to desired prxition. For pediatrics
examinations and procedures.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT WLTS PHASE AMPS HERTZ OEPEN - 8TUs/
ISSUE: in: 41 2370 350 lb 1: 120 - - HZ: SWITCH: OENT: HWR :

EA cm: 104 58 177 159 kg 2: --- nfa tia n/a n/a
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I M4925 6530 CHAIR, EXAM/TREAT, UITH MOTOR cc c.. .A . . . .

Exam/treatment chair ~ith motor. Chair is electrically powered and positioned to for a wide
range of procedures. Mounted on a 24” iron casting base with foot controls on both sides of
the chair. Chair is equipped with footrests and ful (y adjustable headrest and armrests. Used
in hospitals, clinics, or office settings for examinations, treatments, and sms( 1 procedures.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 42 24 18 345 lb 1: 120 - 8 HZ: SWITCH: DENT: HOUR :

EA cm: 106 61 45 156 kg 2: --- n/a nia n/a nla

I M5005 I 6540 I CABINET, INSTRUMENT, LENS MEASURING ICcc. Al......{ I

b!N-

l.EE-

Measuring lens and instruments cabinet. Unit features adjustable dividers to accmdate
finished lenses, drawers with fu[ L width handles for instruments. Used for storage of
measuring lenses and other type of ophtalmic instruments.

UNIT OF HEIGHT UIOTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 61 36 27 415 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 154 92 68 188 kg 2: --- n/a n/a nla n/a

6515 I DESK, FITTING,DISPENSING, OPTICAL Iccc. .l . . . . ..l 1

Fitting/dispensing optical desk. Cabinet section consists of one large drawer at top and
seven small tray drawers below. Top surf ace of durable high pressure plastic. Specify cabinet
section on technicians right or left, and color finish. Unit can be customized.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- RTUs/
ISSUE: in: 34 72 310 lb 1: 120 1 5 HZ: SUITCH: DENT: HOUR :

EA cm:- 86 182 ;: 140 kg 2: --- 60 NO NO nla

4

I DESK, REFRACTION , U/SINK, 33x72x25 IEEE .. IBF . . ..I

Refraction desk. This unit has a plastic laminated finish, 1 trail drawer with full
suspension, and 3 storage electrical drawers with sing(e door; 5 switch control panel for
interior room i i lustration muscle light, OPH project, lens- ometer, and option for additional
accessories, cameo with single bowl sink, gooseneck faucet and wrist blade controls. The unit
is used during eye examinations in opthtalmic clinics arxi hospitals. This unit requires
special electrical hookup.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT I VOLTS PHASE AMPS HERTZ OEPEN- [ 8TUSI
1SSUE : in: 33 92 25 0 lb 1: 120 - - HZ: WITCH : DENT: HOUR :

EA cm: 84 234 64 0 kg 2: --- nia n/a n/a n/a

M5020 6540 TABLE, LABORATORY, OPTHALMIC cc c.. .A . . . .
r

Ophtalmic laboratory table. Unit consists of a steel frame with a wood treated top resistant
to burns and stains. It includes a lower shelf, and electrical out(ets. Used in laboratories,
hospitals and scientific facilities.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE Af4PS HERTZ DEPEN- BTUs/
1SSUE : in: 34 24 167 lb 1: 120 - - HZ: WITCH: DENT:

1; 61
HOUR :

EA cm: 86 76 kg 2: --- n/a n/a n/a nla

I M5025 6540009629964 TABLE, INSTRUMENT ,OPHTHALMI C,ADJ ,35x22x18 cc c.. . . . . . .

Ophthalmic instmrent adjustable table. Four toed pedestal type base with foot pedal brake or
hand operated clam for securing table adjustment. Designed for use w/slit {anp, ophalmometer,
perimeter ad screening instruments.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 35 22 18 65 lb 1: 120 - - HZ: SWITCH: DENT : HOUR :

EA cm: 89 56 45 29 kg 2: --- nla n/a nl a n/a
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STOOL , OPHTHALMOLOGY, REVOLVIMG

Revolving ophthalmologys tool. Consists of e padded upholstered seat, with height adjustment
and rotation, and mounted on ball bearing suivei casters. For examination, treatment, and
surgical procedures.

UNIT OF HEIGHT UIDTH OEPTH NE lGHT VOLTS PHASE AMPS HERTZ OEPEN- 8TUs/
ISSUE : in: 25 16 0 2S lb 1: --- HZ: WITCH: OENT:

I
EA

JwJuR:
cm: 64 61 0 13 kg 2: --- n/a nfa Ma n/a

)!5500 6540 AUTOREFRACTOR, OPHTHALMIC CC C.. .A . . . .
I

ophthalmic autorefractor. Tabletop. Unit consists of a instantly disptay TV monitor,
forehead rest, measuring head, height adjustment ring, and joystick lever. Features an
automatic fogging and o high speed printer. Designed for visual acuity screening.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ O.EPEN- BTUs/
ISSUE: in: 18 12 20 51 lb 1: 120 - - HZ: SWITCH: OENT:

2A
HOUR :

cm: 45 30 50 23 kg 2: --- n/a nfa Wa n/a

I
ns505 6540 CAMERA, FUNOUS, FLASH, AUTO cc c.. .A . . . .

I

Autanatic f{ash funds camera. Fluorescent unit with objectives ad a device for continuous
cwpsnsation of astigmatism v to plus 20 diopter. [t features continuous sdjustabte gear
controlled tilt mechanism with fixation target, fitter dwal to incttxie instrument table with
head and chin rest with manua( height adjustment, chin pads, and fixation device: connecting
cable with ctips; extension cables 12 volt bulb: cover plate iiith pin hole; soft plastic
cover; double fi(ament bulb 120 volt, 50 uatt; eyepiece head; release lever; and poiaroid
adspter 11 for fundus camera for black and white po(aroid film only. Used for diagnosing ati
recording ocutar disorders.

UNIT OF HEIGHT UIOTII OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN-
ISSUE:

BTUs/
in: 5 lb 1: 120 - - HZ: SWITCH: OENT:

EA G Ii i
HOUR :

cm: 3 kg 2: --- n/a n/a n/a n/a

I M551O 6540 EXOPHTHALHfXtETER, U/CASE Ccc. .l . . . . . . I

Exophthalmomater, with case. Includes two pair of first surface mirrors inc(ined at 45
degrees andpemr!ment(ym ounted in plastic yokes to eliminate paratlax and reflected legible
millimeter scales and images. Metal etched alusinun scales.

UNIT OF HEIGHT UIOTH OEPTH UE I GHT VOLTS PHASE ANPS HERTZ OEPEN-
1SSUE :

BTUs/
in: o 0 0 lb 1: --- HZ: Stll TCll: OENT:

EA
Jim :

cm: o 0 : 0 kg 2: --- n/a tia tia n!a

t45512 6515 LASER SMOKE EVACUATOR
I

cc c.. .A . . . .

USEO WITH LASER OPERATION TO EVACUATE THE PLUME.

UNIT OF HEIGHT U1OTH OEPTH MEIGHT VOLTS PHASE AMPS HERTZ OEPEM-
ISSUE:

BTUs/
in: 0 0 0 0 lb 1: --- HZ: SUITCH: OEMT: liWR :

EA cm: o 0 0 0 kg 2: --- 60 NO NO nla

o,“
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9

6515 LASER, OPTHALMIC, ND :YAG, lPHASE cc c.. EF . . . .

Nd: YAG ophtalmic laser. Unit consists of a laser tube, containing the SO( id Nd:Yag rod
(lasing mediun) and mirrors; laser puQJ, cooling system, and airing system. Standard features
to include: console and power supply, mi coprocessor cent rol led system, energy selector,
footswitch activator, electric power table, and data printer. Oes i gned for therapeutic use in
opthalmo[ogy, or specific surgical applications to photo coagulate, cut or vaporize tissue.

UNIT OF ! HEIGHT UIOTH DEPTH I WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 37 23 195 lb 1: 220 1 50 HZ: SWITCH: DENT: HOUR :

EA cm: 1% 94 58 88 kg 2: --- n/a n/a nla nla

M5517 6515 LASER , ARGON cc c.. EF . . . .

Argon (aser. Characteristic and conponent i nc (ude console. Zeiss 30 SL/M S1 it lamp; power
table control module, and micrcsnanipulator. This unit is used to coagulate the abnormal
tissue, thereby improving the prognosis of patients with atmormal vascular tissue in the
retina.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 30 23 59 330 lb 1: 208 3 35 HZ: SWITCH: DENT: HWR :

EA cm: 75 57 150 150 kg 2:--- 60 NO NO n/a

M5520 6540002998134 LENSOMETER cc c.. .A . . . .

Lensometer. Unit includes lamps, prism measuring lens marking device, cylinder axis wheel
calibrated in two 180 degree segments and a green f i lter for tinted glass. The instrument maY
be i nc 1 i ned between 25 to 90 degrees. Used for measuring lens.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
1SSUE : in: 12 6 18 10 lb 1: 120 - - HZ: SWITCH: DENT: HOUR :

EA cm: 31 16 40 5 kg 2: --- nla n/a n/a nl a

M5525 6540 LENSOMETER , SOFT CONTACT cc c.. .A . . . .

Soft contact Ienscmeter. Unit features lens holder, external scale, prism holder, prism axis
f rein O to 180 degree, external power and axis readings with an American style cross-1 ine
target. Used for measuring soft and hard contact lenses as wel 1 as conventional spectacle
lenses.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE : in: 19 6 17 14 lb 1: 120 - - HZ: SWITCH: DENT: HOUR :

EA cm: 48 17 43 6 kg 2: --- nla n/a nla n/a

I h15530 I 6515010324518\ LIGHT, SLIT,W,APPLANATION TONCMETER [CCC .. I. A....[ I

S1 it 1 ight with a~lanation tonometer. Unit consists of a base mounted ophthalmological slit
lan@, uith head and chin rest and manual height and focusing adjustments. The instrument aiso
features a microscope head with parallel optics that wi 11 accept an app(anation tonometer. For
use in ophthalmology during diagnostic examinations.

UNIT oF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 22 13 46 lb 1: 120 - - HZ: SWITCH: DENT:

56 35 ~
HOUR :

EA cm: 21 kg 2: --- nla nja n/a nla
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n5531 ‘ 6515 LAHP, SLIT, PHOTOGRAPHIC U/TONOMETER cc c.. .A . . . .

S1 it 1 ight with applanation tonometer. Unit consists of a base mounted cpthalmologicai slit
limp, with head and chin rest and menual height and focusing adjustments. The instrument also
features a microscope head uith paral let optics that uil~ accept an applanstion tonnmeter. For
use in o@talmology during diagnostic examinations. Unit to be supplied with appropriate beam
splitter, 35 m! camera back, camere interface, enhanced i t lunination and i I lamination controls
to permit photographs of the visua( field to be obtained.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
ISSUE: in: 22 46 lb 1: 120 - -

EA
HZ: SWITCH: OENT:

S6 ;; ;:
HOUR :

cm: 21 kg 2: --- n/a n/a nfa n/a

LAW, SLIT , PHOTOGRAPHIC U/TONOMETER cc c.. .A . . . .

S1 it light uith applanation tonometer. Unit consists of a base mounted opthalmologica[ slit
leap, with head and chin rest end manuat height and focusing adjustments. The instrument also
features a microscope head ui th parel lel opt i cs that Hi 11 accept an appianat ion toncsneter. For
use in ophthalmology during diagnostic examinations. Unit to be supp( ied with appropriate beam
splitter, 35 MU camera back, camera interface, enhanced i tiuninet ion and i 1 tunination controls
to permit photographs of the visual field to & obtained. (NAW ADD - REFLECT CURRENT
TREATF4ENT/DIAGNOSTIC TRENOS)

UNIT OF HEIGHT UIOTH DEPTH UE I GHT VULTS PHASE AJ4PS HERTZ OEPEN- BTUs/
1SSUE : in: 22 46 lb 1: 120 - - HZ: SWITCH: DENT:

56 x t!:
HWR:

EA cm: 21 kg 2: --- n/a n/a nla n/a

M5535 6540000428380 OPHTHALMOSCOPE , BINOCULAR, INOl RECT cc c.. .A . . . .

5inocu(ar idirect ophthalmoscope. Unit consists of headband and crown, halogen quartz lsnp,
nmflti-coated asphericat tenses, scleral depressor and mirror. It also inctudes a control
switch thet reguletes the illumination from 2 to 6 volts. Used to examine presence of blood
vessels in patient~s pupi(s.

LN41T OF HEIGHT U1OTII OEPTH UEIGHT WLTS PHASE AMPS HERTZ OEPEN- BTus/
1SSUE: I in: 7 18 28 4 lb 1: 120 - - HZ: SUITCH: OENT: UWR:

EA cm: 20 47 1 2 kg 2: --- n/a n/a Ma n/a

M55.40 6515003186840 PWER SUPPLY, OPTHALKOSCOPE cc c.. .A . . . .
,

O@tha[moscope power supply. Suitab(e for charging one or tuo instruments at once. LED
itluninates uhen instrument is being charged. Control ied cherging prevents overcharge. Used
to charge diagnostic instruments.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT WLTS PHASE AHPS HERTZ OEPEN- 8Tus/
ISSUE: in: 4 7 3 10 tb 1: 120 - - HZ: WITCH: OENT: liWR :

EA cm: 10 17 8 45 kg 2: --- n/a nla tia n/a

M5545 6515003533200 OPTNALMOUETER/KERATC#(ETER CC C.. .A . . . .

I Keratctaeter opthalnnmeter. Llnit features a focusing system, engraved focusing sca(e, positive
fixation for rapid measurements, center and Periphera[ corneal measurements scale with a range
from 300 to 600. Used for measuring corneal astigmatism.

UNIT OF HEIGHT UIDTH OEPTH UEIGHT WLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: %8 11 50 48 tb 1: 120 - - HZ: SUITCII: OENT: lWUR :

EA cm: 48 30 20 22 kg 2: --- nYa n/a nfa n/a
L

o
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6515010727983 PERIMETER cc c.. .A . . . .

Perimeter. Ophthalmological, spherical projection type unit. It has 50 visual field charts
printed on both sides, 50 static perimetry charts, and chart holding plates; three sets of gray
fi lters for measuring degrees of brightness, holder for ametropia corrective lenses at 30 CM,
separate centra( scotoma plotting device, and chin rest pads. Requires one 6 volt, 0.5 AMP,
incandescent [amp for chart i 1 lunination, and one 6 volt, 4.35 AMP, incandescent lamp for base
illumination. Measures both kinetic and static perimetry, can be adjusted for size and i ight
intensity. Provided uith spring-balanced table, record charts, dust cover, trial lens holder,
and chin rest tissues.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 0 lb 1: 120 - - HZ: WITCH: DENT: HWR:

EA cm: o 0 0 0 kg 2: --- n/a n/a nla n/a

JSN NSN NOMENCLATURE RVFAH 123456

E

f o

I M5555 I 6540 I PERIMETER, AUTOMATED ICCC. .I. A....I I

Automated ophthalmic perimeter. On screen display for rapid and accurate al i grmnent of
patients automatic pupi 1 size measurement, seven different fixation aids, ergonomic chin rest,
several threshold strategies, and high target intensity.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS
ISSUE :

HERTZ DEPEN- BTUs/
in: 32 28 15 65 lb 1: 120 15 HZ: SWITCH : DENT:

EA 30 kg 2:--’- 60 NO NO
HOUR :

cm: 81 71 38 n/a

M5560 6515003883600 PROJECTOR, ACUITY ,U/STND ULL/MNTO SCRN cc c.. .A . . . .

Acuity test projector. Chart-project ion type, on floor stand with S1 ides and Hal 1 mounted
screen for projecting test object and characters. Used for eye refract ion test i ng procedures.
For reverse pro ject ing order speci a 1 objective K2008.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
1SSUE : in: 15 lb 1: 120 - - HZ: SUITCH: DENT:

EA ;! 2: :
HOUR :

cm: 7 kg 2: --- nla n/a nla nl a

M5565 .6540 RADIUSCOPE cc c.. .A . . . .

Ophthalmic radiuscope. Unit consists of a fine compound microscope with concentric coarse and
fine focusing adjustments. It inc(udes a 6.5 V lamp, monochromatic filter, two lens mount, and
a &i [t-in variable voltage selector. For contact lenses measuring and inspect ion

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
1SSUE :

BTUs/
in: 19 8 13 [b 1: 120 - - HZ: SUITCH: DENT:

EA
HOUR :

cm: 48 20 ;! 6 kg 2: --- n/a n/a n/a n/a

M5570 6515002998048 STEREOSCOPE cc c.. .A . . . . I
I 1 I I I 1

Stereoscope. Unit is spring balanced for easy height adjustment and has a tension lock.
Rotating druns for S1 ide alignment and 5 point tests. Designed to provide accurate vision
screening for near point and far point vision.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 12 50 lb 1: 120 - - HZ: SUITCH: DENT:

EA 30 ;: :
HOUR :

cm: 22 kg 2: --- n/a nla n/a n/a

316

Source: https://assist.dla.mil -- Downloaded: 2016-12-11T01:05Z
Check the source to verify that this is the current version before use.



MIL-STD-2691F

APPENDIX A 1 JULY 1993

0 JSN I
CATEGORY:

I
ANAVI

I
UTILITIES

NSN N~ENCLATURE RVFA II 123456

M5575 1 I TONOUETER, NONCONTACT CCC. ..A . . . . I

Noncontact tontnneter. Unit includes e bui It-in RX selector ufth four diopter corrections, air
pulse button, head rest, and a digital disptay. Used for patient’s eye observation, giaucoma
screening, and other routfne screening through a puff of air. I

1

UNIT OF HEIGHT UIOTH OEPTH UE IG!tT WLTS PHASE AMPS HERTZ OEPEN- STUs/
1 SSUE : in: 18 1$ 19 44 lb 1: 120 - - KZ: SWTCH: OENT: HOUR :

2A cm: 46 30 49 20 kg 2: --- n/a tia n/a n/a

M5580 6515 TONOMETER, APPLANAIION ccc. . . . . . . .
, I

o

Ap@anation tonstseter. Unit is designed to be used in conjunction with a siit lanp. it
prwides direct pressure reading in nsn of mercury. No adjustment is required on guide plate of
slit lap. Used for mass screening, checking of tensions of glaucana patients diagnosis of
glaucoma, and diurinsl pressure curves.

UNIT OF HEIGMT UIDTH OEPTH NEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 0 0 0 (b 1: 240 1 3 HZ: SUITCH: DENT: ltWR :

EA cm: ; o 0 0 kg 2: --- 60 NO NO n/a
/

tf5585 6515 GONIOSCOPE, LENS, CONTACT
I

ccc. . . . . . . .

0:,:
/ M5S90

Contact lens gonioscope. Consists of e herd held instrument to be used in conjunction with a
stit imp. Made of stafntess stael s~lied ~ith a locking ring, piastic protection ring, and
diagnostic mirror glass. Oesignad for ccmtact lenses diagnostic purposes.

UNIT OF HEIGHT WIDTH OEPTH UE I GHT VOLTS PNASE AJ(PS HERTZ DEPEH- 8TUs/
ISSUE: in: 0 0 0 0 (b 1: --- HZ: SUITCH: OENT: HOUR :

2A cm: o 0 0 0 kg 2: --- n/a nla n/a n/a

6515
I

MAGNET, EYE, ELECTRIC
I

cc c.. .A . . . .

Electric eye magnet. Includes foot suitch and three detachable pints.

UNIT OF HEIGHT MJDTH DEPTH UEIGIIT WLTS PHASE AJ4PS HERTZ DEPEN- BTUs/
ISSUE : in: o 0 0 0 lb 1: 120 - 3 HZ: SWITCH: DENT: HOUR :

2A cm: o 0 0 0 kg 2: --- 60 NO NO n/a

M5595 6540006E55 197 TEST SET, VIS1ON, BINOCULAR
I
cc c.. . . . . . .

I
Binocular vision test set. Consist of spectacles and a flashlight. Spectacles have one red
and one green lens and are rwersible. flashlight tens mask has one white, and one red and two
green round openings. Used for testing visua( fusion, suppression, and diptopia.

WIT OF HEIGHT UIDTII DEPTH IJEIGHT VOLTS PHASE AMPS HERTZ DEPEN- 8TUs/
JSSUE: in: O 0 0 0 lb 1: --- HZ: SWITCH: OENT: IIOUR :

EA cm: o 0 0 0 kg 2: --- n/a n/a n/a n/a

M5600 6515
I

UNIT, EXAM, EYE, U/MTR CNAIR, PltOROPTER
I
cc c.. .A . . . .

I

Eye exam phoropter unit, with motor operated chair. Unit consists of an adjustable chair, and
@oropter unit for eye examination mounted ona stand. Stand includes an additive tray with
keratmeter arm end tray, and a integral irtstrunent tray. To be used during ophta~mic
examinations.

UNIT OF HEIGHT WIDTH DEPTII UEIGHT WLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 74 48 271 Lb 1: 120 1 6 HZ: SUITCli: OENT: HMIR :

EA cm: 18a E 121 122 kg 2:--- n/a n/a n/a tia
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M5605 6515 RET I NOSCOPE , STREAK cc c.. .A . . . .

Streak ret i noscope. Lightweight instrument with interchangeable heads, rechargeable battery
handle, mirror, forehead rest, and one halogen (amp. Cent inuous 360-degree streak rotat i on.

UNIT OF HEIGHT WIDTH DEPTH LJEIGHT VOLTS PHASE’ AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 0 lb 1: 120 - - HZ: SWITCH: DENT:

EA
HOUR :

cm: o 0 0 0 kg 2: --- nla n/a n/a nl a

I M561O

/ M5700

6540 ‘ LANTERN, PERCEPT ION, COLOR cc c.. .A . . . .

Lantern color precept ion testing, in carrying cast with one spare lamp. The unit is used with
al 1 co(or plates for detection of defective color vision. The unit uses 100 watt, 110 volt
A/211F source and Corning Daylight Hemispherical filter.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 0 lb 1: 110 1 3 HZ: SWITCH: DENT:

EA
HOUR :

cm: o 0 0 O kg 2: --- 60 NO NO n/a

6540 FRAME SET, LENS, TRIAL, CHILD cc c.. . . . . . .

Child trial lens frame set. Set consists of 1 ight ueight and color-coded marked lenses,
hoiding tray, and a comptete assortment of other accessories. Used to determine visual acuity.
It also features horizontal and vertical bridge adjustments with individual adjustments for
temple length and angle.

UNIT OF HEIGHT UIDTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
1SSUE : in: o 0 0

BTUs/
O [b 1: --- HZ: SWITCH: OENT:

EA
HOUR :

cm: o 0 0 0 kg 2:--- n/a n/a n/a n/a

M5705 6540 GAUGE , DI STANCE, PUP I LARY cc c.. . . . . . .

Pupi lary distance gauge. Electronic; to be used to measure the distance between pupi 1s,
corneal and pupi I diameter. For eyeglass prescription.

UNIT OF HEIGHT W1OTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN-
1SSUE :

BTUs/
in: o 0 0 O lb 1: --- HZ: WITCH: OENT :

EA 0“0
HOUR :

cm: o 0 kg 2: --- nla nla nl a n/a

MIRROR, FRONT SURFACE REFLECTOR, EYE EXAM

Front surface reflector eye exam mirror. Designed to when room length is less than
requirements for direct projection and viewing.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
1SSUE : in: 12 12 0 0 lb 1: --- HZ: SWITCH: DENT:

EA cm: 30 30
HOUR :

0 0 kg 2: --- n/a nla n/a ‘n/a

M5715 6540 PRISM SET, U/CASE, 10 SQ PRISMS cc c.. . . . . . .

10 sq prism set. Unit consists of 10-square plastic prism in a carrying case. Includes
prisms of 1/2, 1, 2, 4, 6, 8, 10, 15, 20 and 25 dioplers. For ophthalmological examinations.

UNIT OF HEIGHT UIOTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN-
1SSUE :

BTUs/
in: o 0 0 0 lb 1: --- HZ: SWITCH: DENT : HOUR :

EA cm: o 0 0 0 kg 2: --- n/a n/a n/a nl a
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!6720 6540 SCREEN , PROJECT ION, EYE EXAM AAA. . . . . . . .
I

Eye exam project ion screen. Unit has a ttashabie non-g(are finish and design~ for wai 1
mounting. To be used in conjunction with the ophthalmic eye chart projector (and mirror uhere
required).

UNIT OF HEtGHT WIDTH DEPTH UEICiHT VOLTS PHASE A)4PS HERTZ OEPEN- BTUs/
ISSUE : in: O lb 1: --- HZ: SWITCH: DENT:

2A ::
HOUR :

cm: ; o kg 2z--- n/a tia Ma nfa

M5725 65150042S6338 SCREEN, TANGENT, 40X40
I

cc c.. .A . . . .
I 1

Tangent screen. Screens are made from high qua{ ity non-reflective black felt. Used for eye
examination, charting the central end para centra[ fietds of vision.

UNIT OF
\

HEIGHT U1OTH DEPTH UEIGHT VOLTS PHASE ANPS
1SSUE :

HERTZ DEPEN- BTUs/
in: 40 0 40 0 Lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 101 0 101 0 kg 2: --- n/a n/a n/a n/a

STANO, 1NSTRUNEIJT, OPHTHALMIC

(lphthahnic instrument stand. Unit provides power supp~y for handheld instruments, mounting
post for @oropter, ad mounting post and arm for slit 1- table adjacent to the ctphthalmic
exam chair. Used in the eye exam room.

UN~T OF HEIGHT WIDTH DEPTH UEIGMT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
ISSUE : in: ?4 51 0 kb 1: 120 - 3 HZ: SWITCH: DENT: HOUR :

EA cm: 188 129 : 0 kg 2: --- 60 NO NO n/a

4

*735 6540002999590 WARMER, SPECTACLE , PLAST i C CCC.. .A . . . .

Plastic s~tacle warmer. Bath type. The~tati@tly controlled. For use with g(ass beads
or salt.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AJIPS
1SSUE:

HERTZ DEPEN- BTUs/
in: 0 0 0 0 lb 1: 120 1 3 HZ: SWITCH: DENT: HWR :

EA cm: o 0 0 0 kg 2: --- 60 NO NO n/a

$t5740 65&OOC12999590 SYSTEIIt, PNACOFRAGNENTAT ION ( CUSA) CCC.. .A . . . .
I

Phacof ragmentat i on unit uses U[ trasonic energy to break down tissue and allow th e tissue
fragments to be suctioned out of th operative site. Used in ophthatmi c and other micro-surgery
application uhere precise excision of tissue is requird .

UNIT OF HEIGHT UIOTli OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN - OTUs/
ISSUE : in: O 0 0 0 lb 1: 120 1

EA
3 HZ: SUITCH: OENT: HOUR :

cm: o 0 0 0 kg 2: --- 60 NO NO n/a
*

U6000 6540 CUTTER , LAP, LENS
I

Ccc. ..c . . . .
I

Lens lap cutter. Unit is available Mith diopter or mi [ Limeter radius scale, convex or concave
curve range from 2 to 20.000, and autcmatic shut-off usd for cutting {ens.

UNIT OF HEIGHT UIDTH OEPTM UE I GHT VOLTS PHASE AMPS HERTZ OEPEN - 8TUsf
ISSUE: in: 60 41 34 1,300 (b 1: 220 1 8 HZ: SWITCH: OENT:

2A
HOUR :

cm: 152 104 M 589 kg 2: --- n/a nfa nfa tia
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Q

M6005 6540001165780 EDGER, LENS, AUTO/6EVEt. I NG cc c.. .A . . . .
1

Lens edger with automatic beveling. Unit includes two diammd wheels, coolant pump, tank, and
other accessor i es. Used to edge lenses.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEIJ- BTUs/
ISSUE: in: 17 19 23 100 lb 1: 110 1 10 HZ: SWITCH : DENT: HOUR :

EA cm: 43 48 53 45 kg 2: --- nla nla n/a n/a

M6010 6540 EDGER , LENS, AUTO/BEVELING, CAB/MNTO cc c.. EA . . . . I
Automatic/bevel ing, edging machine. Cabinet mounted. Includes a fixed head with an
air-pressure chucking devise and air compressor for edging and glass lenses. Automatic
beveling. For use with glass or plastic optha[mic lenses.

UNIT. OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 17 19 23 100 lb 1: 120 - - HZ: SUITCH: DENT: HOUR :

EA cm: 43 48 54 45 kg 2: --- nia nia nla n/a

M6015 6540 GENERATOR, LENS cc c.. .F . . . .

Lens generator. Floor mounted unit. Equipped with pivoting control panel, variable sweep
speed selector, back-cut generating capabi 1 i ties, and hydraulic chucking. Includes a portable
35 gallon collant tank. For large production of glass or plastic lenses.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 53 25 26 2,100 lb 1: 220 3 20 HZ: SUITCH: DENT: HOUR :

EA cm: 135 64 66 945 kg 2: ~-- nla n/a n/a nla

M6020 -6540 POLISHER, LENS cc c.. .A D... a

Opthalmic tens polishing unit. Heavy duty construction dual spindle unit with dual phase air
control, separate slurry bowls, head posi t.ioning adjustments, and automatic timer. Designed to “
polish lenses and to produce concave speri ca 1 surfaces.

I M6025

I M6030

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 22 18 27 250 lb 1: 120 1 10 HZ: SUITCH: DENT: HOUR :

EA cm: 56 46 68 113 kg 2: --- n/a n/a n/a n/a
I I I I I [ I

6540 SURFACER, LENS, CYLINDER, 2SP1NDLE, AUTO cc c.. .A . . . .

Surface, ophthalmic lens, cy[ inder, two spindle, automatic. 120 AC, 500 watts. Automatic, 2
spindle, (ens surfacer cylinder. Ouai spindle with dual phase control which starts at a lower
pressure; then converts to high pressure. Features pneunat i c pressure spi nd[e heads, separate
slurry bowls, head positioning adjustments and single motor and stroke contro[. Designed to
produce concave spherical surfaces on glass or plastic lenses.

UNIT OF’ HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 22 18 27 250 lb 1: 120 1 10 HZ: SUITCH: DENT: HOUR:

EA cm: 56 46 68 113 kg 2: --- n/a n/a nla n/a

6540 SURFACER , LENS, SPHERI CAL, MANUAL cc c.. .A . . . .

Manual spheri ca 1 lens surfacer. Heavy duty construct i on. Hand operated with 25.00 to (+)
11.50 diopter curve range. Features instantaneous micro-switched stroke reversal, vibration
damper, autcmatic timer. Designed for lens surfacing.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
1SSUE : in: 28 27 300 lb 1: 120 1 8 HZ: SUITCH : DENT : HOUR :

EA cm: ; 72 68 136 kg 2: --- 60 NO NO nla

320

Source: https://assist.dla.mil -- Downloaded: 2016-12-11T01:05Z
Check the source to verify that this is the current version before use.



O:!

MIL-STD-1691F

APPENDIX A 1 JULY 1993

CATEGORY : ANAVI
JSN MSN

UTILITIES
N@tENCLATURE RVFAH 123456

N6D3S 6540
I

TREATMENT UNIT, HEAT, LENS cc c.. .F .,..
1

I

Lens heat treatment unit. Conpact unit tiith automatic t~rature control, built-in
polar iscope, and air cmqwessor. For heat eir drying of glass lenses. I

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VULTS PHASE AMPS HERTZ OEPEN- BTus/
1SSUE : in: 30 0 0 lb 1: 220 3 10 UZ: SUITCH: OENT:

~ 76 0
HWR :

EA cm: o kg 2: --- tia tia nfa rtla

H7000 6530 BEO, BIRTHING, ELECTRIC CC C.. .A . . . .

Electric birthing bed. Unit is designed as a maternity care system to enable tsanagemnt of
both high and abnormal childbirth withwt transfer. It includes adjustable footrests, fluid
basin, IV Pete, braking steering, handgrips, leg supports, push pu(( bar, siderails, and
remwable headlward. To be used as a birth chair, childbearing bed, labor bed, and recovery
bed.

UNIT OF HEIGHT U1OTH OEPTII iEIGHT VOLTS PHASE AMPS HERTZ OEPEN- %TUs/
Issus: in: 45 39 as 370 lb 1: 120 - 5 HZ: SWITCH: OENT:

EA
HOUR :

cm: 114 98 216 168 kg 2: --- nfa n/a n/a n/a

M7005 BEO, HI-LW, NANUAL
I

cc c.. . . . . . .
I

Manual Hi-Low bed. Heavily constructed steel frame with crank handles to lower the bed or
obtain a futl range of positions. Handle grip folds doun @ten not in use. It atso features
six IV sockets and retnovab[e headboard mountedon four Y ball bearing swivel casters. To be
used in hospitals, clinics, nursing hams, and others.

UNIT OF HEIGHT WIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- OTW/
1SSUE : in: 36 250 lb 1: --- HZ: WITCH: OENT:

EA ~ 92
HOUR :

cm: Z!z 113 kg 2: --- nf a n/a n/a n/a

r 1

lJ17405 8E0, PATIENT, ELECTRIC, SPECIAL CARE CC C.. .A . . . .

Electric patient bed for speciat care areas. Unit features a control panel for patients’
operetion, IV rod locations and a futk range of positions. Incltdes safety sides, thenns~
overload protection in the motors, and provisions for ches t x-rays and fluoroscope. Bed &ck
is x-ray translucent.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE ANPS HERTZ OEPEN- aTus/
ISSUE: in: 34 38 90 280 lb 1: 120 - - HZ: SVITCH: OENT: HOUR :

EA cm: 86 96 228 126 kg 2: --- n/a n/a n/a n/=1

M701O BEO, PATIENT, ELECTRIC cc c.. .A . . . .

Electric patient bed. Unit features a control panel for patients’ operation IV rod locations
and a full range of positions. lt etso includes safety sides, with thermal overload protection
in the motors. For patient use.

UNIT OF HEIGHT MIOTH OEPTH UEIGHT VOLTS PHASE ANPS HERTZ OEPEN- BTUs/
1SSUE : in: 34 38 90 280 lb 1: 120 - - HZ: SUITCH: OENT: HOUR :

EA cm: 86 96 228 126 kg 2: --- n/a nla nfa n/a

M7011 M7005A
I

BED, PLATFORM, U/O VISIBLE LEGS - PSYC ccc . . . . . . . .
I I

Platform bed with enclosed under carriage, no visible legs. Provided uith 5/8” p[yuood deck,
eight restraint holders - two at head and foot, three at each side , conceated stee[ frame, and
means to bdt to the f[oor. Sides and ends are fin ished & psneLs.

t
UNIT OF HEIGHT UIOTH OEPTII NEIGHT VOLTS PHASE AHPS HERTZ OEPEN- BTUs/
ISSUE: in: 22 38 2S0 lb 1: --- HZ: SUITCH: OENT: HOUR :

. 2A cm: 84 92 2:: 113 kg 2: --- n/a n/a nla n/a

---

Source: https://assist.dla.mil -- Downloaded: 2016-12-11T01:05Z
Check the source to verify that this is the current version before use.



MIL-STD-1691F

1 JULY 1993 APPENDIX A

CATEGORY : ANAVI
JSN NSN

UTILITIES
N~ENCLATURE RVFAH 123456

@

M7015 6530 CRIB cc c.. . . . . . .

Pediatric crib. Constructed of heavy square steel. Side rails have 2“ bar spacing with a
squeeze release. Spring height adjusts from 32 1/2” to 41 1/2’! high. It includes a water and
stain resistant mattress. The unit is mounted on ball bearing casters. To be used in
pediatric departments.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
[ SSUE : in: 59 30 60 254 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 119 76 152 115 kg 2: --- n/a n/a nl a n/a

Crib top cover frame.. Chrome-plated anodized aluminwn frame. Used to secure infant inside
the crib.

UN IT’OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 19 36 54 0 lb 1: --- HZ: SWITCH: OENT: HOUR :

EA cm: 48 91 137 0 kg 2: --- n/a n/a n/a n/a

M7025 6530 MATTRESS, BED, HOSPITAL cc c.. . . . . . .

Hospital bed mattress. Free end offset coil innerspring support unit. Moisture and stain
resistant ticking, ful:[ size fabric inter liner with insulator pad. It also features a plain
border with ventilators. For hospital use.

UNIT OF HEIGHT WIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
1SSUE :

BTUs/
in: 0 35 84 0 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: o 89 213 0 kg 2: --- nla n/a nla n/a a

M7030 6530

Pediatric crib mattress. Consists of 3!! thick polyurethane foam with a stain resistant,
bacteriostatic non-allergenic cover. To be used in pediatric cribs.

UNIT OF HEIGHT UIOTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 3 26 42 0 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 8M’ 106 O kg 2: --- nla n/a n/a n/a

M7040 6515 cc c.. . . . . . .

Over bed tab[e. Adjustable height. Table is constructed of heavy gauge CR steel. Mounted on
4 bal[ bearing casters with bumper caps. Table top is constructed with a high pressure plastic
laminated surface that resists chipping, scratching, and staining. It includes a vanity tray
with a 1/811 thick mirror. For use over bed, wheelchair or large chair.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 44 14 31 47 lb 1: --- HZ: SWITCH: DENT:

EA
HOUR :

cm: 112 36 78 21 kg 2: --- n/a nla nla n/a

CART, MEDICATION, UNIT DOSE cc c.. . . . . . .

Unit dose medication cart. Cart consists of a thermoformed top with built-in rim to contain
stored materials, and drawers with locking capabilities. Unit is mounted on hard rubber
casters. Size and configurations as required. Used to, support the unit dose system.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
1SSUE : in: 44 32 19 0 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 111 81 48 0 kg 2: --- n/a nl a nla nl a
9
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CART, MEDICINE, CRS

Corrosion resistant steel medicine cart. It consists of a removable 4-tiered medication reck
that supports 1 ounce medication cups, a removable drauer for sterile syringes, a removable
tray recessed into cart top for water pitch and instruments. Spacious lower shelf. Unit
amunted on bal 1 bearing casters. Used for delivering multiple routine medications.

UNi T OF HEIGHT WIDTH DEPTH WEI GUT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE : in: 21 20 90 ib 1: --- HZ: SUITCH: DENT:

$: 53 51
WIJR :

EA cm: 41 kg 2: --- n/a nfa n/a n/a

I
M7260 6670 CCUNTER, PILL/TAELET, 27X35Xl6

I
CCC. ..A . . . .

I I

Pi L [/tablets counter. Unit has a straight 1 ine f Low pattern, count range from 1 to 10,000;
products rate up to 2500 tablets per minute. Built-in meter indicates dust built up or
misatigment of photo electric cei[. Rsmovabl e hopper and head mechanism. Features LED
disp[ay and cassette holders for different drugs.

UNIT OF HEIGHT UIOTH OEPTII UEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
ISSUE: in: 68 (b 1: 120 - - HZ: SUITCH: DENT:

EA :; ;; ::
HOUR :

cm: 22 kg 2: --- n/a n/a n/a n/a

W265 ?490 MARKER, LABEL, PRESCRIPTION
I

cc c.. .A . . . .
I

Prescription label marker. ELectric uith reverse atign feature; maxiam web 15 inches, feed 4
3/8 inches; constant speed 165 itqwessions per minute. Unit consists of keyboard, terminal,
monitor and printer.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 36 24 65 lb 1: 120 - 3 HZ: WITCH: DENT: HOUR :

EA cm: 91 61 ;: 30 kg 2: --- nfa rVa n/a n/a

!47270 6530 PACKAGER, WIT DOSE, LIOUIO cc c.. .A . . . .

Unit dose packager. Three sizes capacity. Equi$ped with heat seater, labetling and (idding.
For packi~ liquid medications.

UNIT OF HEIGHT UIDTH OEPTII NEIGHT VOLTS PHASE AMPS HERTZ OEPEN - ETUs/
JSSUE : in: o 0 lb 1: 120 1 - HZ: SUITCII: OENT: HOUR :

EA cm: : 0 : 0 kg 2: --- nfa n/a n/a n/a

P--
6515 PACKAGER, UN] T 00SE, SOLIDS

I
ccc . . . . . . . .

I

PILL PACKAGER FOR UNl T DOSE SYSTEMS

UNIT OF HEIGHT UIOTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTIJs/
1SSUE : in: o 0 0 3 lb 1: 120 1 1 HZ: SWITCH: OENT: HWR :

2A cm: o 0 0 1 kg 2: --- nfa n/a n/a n/a

N7280 6530
I

STAT 10N , SOLUT ION PREP, 36x84x25 AAA.. FB . . . .

Sotution preparation station. Unit consists of a stain{ess steel countertop with tuo sinks
each with a fiask rinser, one flask. fitting head and a base unit. The unit atso needs access
to a disti 1 led water source. The unit is used to prepare patient sotutions for injection or
intravenous use. It is gerteralty used in the phartmcy.

UNIT OF HEIGHT UIDTH OEPTH UE I GHT VOLTS PHASE AKPS
ISSUE :

HERTZ OEPEN- 8Tus/
in: 36 84 25 250 lb 1: --- flZ: SNITCH: OENT: HCIJR :

EA cm: 91 213 64 113 kg 2: --- nfa n/a n/a n/a

323

Source: https://assist.dla.mil -- Downloaded: 2016-12-11T01:05Z
Check the source to verify that this is the current version before use.



MIL-STD-1691F

1 JULY 1993 APPENDIX A

CATEGORY : ANAVI
JSN NSN

UTILITIES
NOMENCLATURE RVFAH 123456

0

E 6530” I LIGHT, EXAM, CEILING OR iJA1.1. MOUNTED I A A A . . I . F . . . . I

Ceiling exam light. Consists of a 1 ighthead reflector supported by a cei 1 ing mounted radial
arm assembly that provides a wide range of positioning capabi 1 i ties. Cool, color corrected
light, halogen bulbs, and intensity contro(. Minimum ceiling height: 8’-0[’. For minor
procedures or examination room appl i cat ions.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 27 27 45 lb 1: 120 1 2 HZ: WITCH: DENT: HOUR :

EA cm: o 69 69 20 kg 2:--- n/a nla n/a n/a

M7410 6530 LIGHT, EXAM, CE1 LING OR UALL MOUNTED AA A.. .F . . . .

Examination 1 ight, cei 1 ing or wal 1 mounted. This unit may be of low voltage, high intensity
color-corrected Lighting, tungsten halogen lamp, spring balance arm with minim.nn reach of 45
i riches. The cei 1 ing mounted radial arm assembly provides a wide degree of positioning
capabilities. The unit is used in chinicai and hospital examination rooms.

UNIT OF HEIGHT UIOTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 0 lb 1: 120 1 6 HZ: SUITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- nl a nla nl a nla

M7415 6530 LIGHT, EXAM, UALL MOUNTEO

Wal 1’ mounted examination tight. Ual 1 mounted unit with low voltage, high intensity
color-corrected 1 ighting, tungsten halogen [amp, baiance arm with minimum reach of 45 inches.
The unit is used in c1 inica( treatment rooms and hospitai rooms.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 0 [b 1: 120 1 6 HZ: SWITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- n/a nla n/a n/a

I M7420
I

6530 LIGHT, EXAM, SURGICAL, PORT cc c.. .A . . . .

Portable exam/surgical light. Portable model mounted on a floor stand ui th casters. Unit
features heat filtered light with air-cooled shade and floating arm which rotates at an angte
of 360 degree, steri le center focus handle equipped w/dual clamp f i tt ing for attaching to wal 1
or flat surface. Designed for examinations, treatments, and emergency areas where cool,
color-corrected ( ight is needed.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN -
ISSUE:

BTUs/
in: 75 34 27 145 lb 1: 120 1 2 HZ: SUITCH: DENT: HOUR :

EA cm: 190 86 69 66 kg 2: --- nla nla nla n/a

M7425 LIGHT, EXAM, SURGICAL, PORT, CLAMP MNTD cc c.. .A . . . .

Clamp mounted, portable, exam surgical 1 ight. 22” diameter 1 ighthead mounted on a portable ‘
floor-stand with casters. Unit features deep cavity i [ lwination maximtnn shadow reduction,
cool -color corrected light, steri le center focus handle, convenient on-off switch and a
rotation angle of 180 degree around the extension arm. For use in appl i cat ions such as
de( i very, minor surgery, exam and emergency rooms ~here high intensities and color correction
i 1 lunination are needed.

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 75 34 27 145 lb 1: 120 1 2 HZ: SWITCH: OENT: HOUR :

EA cm: 190 86 69 66 kg 2: --- nla n/a nla 680
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I

1
6230 LIGHT, NIGHT, FLUORESCENT

I
AAA. ..B . . . .

I

Fluorescent night tight. Cube f ouver. Constructed of 20 gauge cold, rot led steel, finished
in hi-gloss baked uhite enamel ~ith one pierce gaskcted stainless steel frame. Fult length
stainless steel piano hinge; 1/2 inch cube atuminun directional tower, with flat g[ass
diffuser backup. Custom fabricated to specifications. Used for controlled uniform light
brighteners.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT WLTS PNASE AXPS HERTZ OEPEN- BTUs/
lSSUE: in: 0 0 0 0 ib 1: --- HZ: SWTCH: DENT: HWR :

SF cm: o 0 0 0 kg 2: --- n/a tia n/a tia

H7fb35 I 6230 LIGHT, Ii@X, PATIENT, 0VRBED,4LMP,49X8X7 A A A . . . B . . . . I

Overbed patient room light. Four butb system. Fully enciosed, for over patient bed mounting.
Avaitable in3 feet an$4 fact Lengths, .4-position suitch. The unit features a controlled
pouer shut off to a eiectric bed and a puti chain sMitch. 491* tong, 8*I wide, ard 7“ depth.
Used to illuminate the patient area for reading, uriting, or examinations.

UNIT OF HEIGHT UIOTH DEPTH MEIGHT VOLTS PHASE AMPS HERTZ OEPEN- 9TUs/
ISSUE: in: 10 8 7 29 lb 1: 220 ‘i 12 HZ: ‘WITCH: DENT: HOUR :

i?A cm: 25 20 17 13 kg 2: --- 60 NO NO n/a

I
tt7440 65300W82437S LIGHT, SURG, CEIL/MNTD, lLIGHT, 2 TRACXS

I
EAA. .. F....

I

Ceiling mounted, 2 tracks, surgical light. Consists of two tracks with one 25” diameter
lighthesd per track. Lighthead is suspended from a carriage uhich rides in the track.
Designed for both minor and major surgical procedures.

k
UNIT OF HEIGHT UIDTH DEPTH UEIGHT WITS PMASE AUPS HERTZ OEPEN- 8TUs/
ISSUE : in: o 0 0 8S (b 1: $20 - - HZ: WITCH: OENT: NWR :

EA cm: o 0 0 39 kg 2: --- n/a n/a n/a nla

] M744S 6530009824374
I

LIGHT, SURG, CEIL/HNTD, lLIGHT, TRACK EAA. .. F....
I

Ceiling mounted, track surgical light. Consists of a singte track-type suspension with a 25
inch diameter, [ighthead. Ceiling height; mininun 8 feet 8 inches msximau 12 feet. Inciudes
carriage and track, and e wall mounted utensity control. Designed for ccaplex surgical
procethmes.

UMIT OF HE IGMT UIDTH OEPTH UE 1GHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 2SS Lb 1: --- HZ: WITCH: OENT: HOUR :

EA cm: o 0 0 11S kg 2: --- nfa n/a n/a nfa

M74S0 6s30
I

LIGHT, SURG, CEIL/M)JTD, lLIGHT, TRACK AA A.. .F . . . .
I

Ceiling mountedsurgica~ light. Single lighthead an S4 inch tong surface mmnted fixed track
uith variable intensity contro(. Track consists of lighthead and carriage. Oesigned for any
surgicat application.

UNIT OF HEIGHT WIDTH DEPTH US I GHT VDLTS PHASE ANPS HERTZ DEPEN- BTUs/
1SSUE: in: o 0 0 150 lb 1: 120 - - HZ: SWITCH: DENT: UWR :

EA cm: o 0 0 68 kg 2: --- n/a n/a n/a n/a

O,,
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I M7460

6530 I LIGHT, SURG, CEIL/MNTD, lLT, ROT TRK IAAA. .I. F....I

Single rotating track cei~ing mounted surgical light. Lighthead mounted frcin rotating track
on a single point ceiling suspension. Rotating-track fixture al lows unrestricted 360 degree
rotat i on; i t meaaures 5411 long. Lighthead provides a 281! depth of field, coot color-corrected
light and can be moved uithin the sterile field by a sterilized handle. To include a variable
intensity cent rol. Designed for those surgeons who require a large diameter surgical 1 ight.

UNIT O,F HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 140 lb 1: 120 1 7 HZ: WITCH: DENT:

EA
HOUR :

cm: o 0 ‘o 64 kg 2:--- n/a n/a nla n/a

6530 LIGHT, SURG, CEIL/MNTD, ILT, SUR TRK AA A.. .F . . . .

Single surface track, ceiling mounted surgical light. Consists of a single lighthead on 9
feet surface mounted track ui th a variable intensity control. Lighthead provides a cool,
color-corrected 1 ight, and have shadow reduction capabi 1 i ties. Lighthead rotates within a
clearance of 71-31$. Designed for both minor and major surgi ca 1 procedures.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS
ISSUE :

HERTZ OEPEN- BTUs/
in: 0 0 0 175 lb 1: 120 - - HZ: SUITCH: OENT: HOUR :

EA cm: o 0 0 79 kg 2: --- n/a n/a n/a n/a

I M7465 I 6530 I LIGHT, SURG, CEIL/MNTO, 2LT, PAR TRK IAAA. .I. F....I I

1

1 M7470
1

Ceiling mounted surgical light. Two 1 ightheads mounted on two paral [el 9 foot surface mounted
tracks, each track with one 1 ighthead and carriage. Includes one variable intensity control
per { ighthead.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
ISSUE: in: 0 0

BTUs/
0 350 ib 1: 120 - - HZ: WITCH: DENT:

EA
HOUR :

cm: 0.0 0 158 kg 2: --- n/a nla n/a n/a

6530 LIGHT, SURG, CEIL/SUR MNTD, ILT, 23D1A EAA.. .F . . . .

Cei 1 ing surface mounted surgical light. Consists of a single 23 in diameter reflector, heat
f.i ltered, color corrected [ ight. It requires a minimum cei Iing height of 8 feet 2 inches.
Lighthead is in a movable yoke attached to a bracket into the wal 1. For minor surgery and
obstetrical procedures.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN-
1SSUE :

BTUs/
in: o 0 0 45 lb 1: 120 - - HZ: SWITCH: OENT:

EA
HOUR :

cm: o 0 0 20 kg 2:--- n/a n/a n/a n/a

M7475 6530 LIGHT, SURG, CEILING MOUNTED, 34 OIA AA A.. .F . . . .

Ceiling mounted surgical light. Lighthead is suspended from the cei 1 ing by a mounting plate,
which is attached to the cei Ling by threaded studs which permit leveling of the suspension and
is concealed by a canopy that fits f lush against the cei ling. Suitable for dual site surgery.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: O 0 0 200 lb 1: 120 - - HZ: SUITCH: DENT:

EA
HOUR :

cm: o 0 0 90 kg 2: --- nla W a n/a nl a
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M7480 6530 LIGHT, SURG, CEILING MOUNTED, ILIGHT AA A.. .F . . . .
I

l-light, ceiling mounted surgical light. Con9ists of o singte-point ceiting suspension
tighthead. Unit is mounted on a pivotal arm assembly, cei 1 ing mounted, that rotates 360
degrees. It inciudes a variable intensity control, and sterile focus handle. For both minor
and major surg ica 1 procedures.

J

UNIT OF HE 1GMT UIOTII DEPTH NIIIGHT VOLTS PHASE AJ4PS liERTZ DEPEN - WUs/
1SSUE : in: O 0 100 lb 1: 120 - - HZ: WITCH: DENT: HOUR :

EA cm: o 0 : 45 kg 2: --- n/a nfa n./a nfa

M7-485 6530 LIGHT, SURG, CEILING )tfXJNTEO, 25 OIA AAA. . . F. . . .
I

259$ diameter, ceiling nwnted surgicat tight. 25’1 diameter 1 ighthead suspended on one 24”
long support arm rotating 290 degrees. Unit consists of a lanp ettctosed by a color correcting,
heat-absorbing glass filter, quartz halogen bulbs, and control panel for intensity settings.
It features maximm shadow reduction, and sterile positioning handle. For minor surgical
procedures, obstetri CS, orthopedics, and specialized examinations.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: Q 0 0 70 [b 1: 120 - - HZ: WITCH: DEUT: HOUR :

EA cm: o 0 0 32 kg 2: --- n/a n/a nfa nla

!47690 6530
I

LIGHT, SURG, CEILING WIJNTED, 2L1GHT
I

AAA. . . F . . . .

2 t ightheads, ceiling mounted surgical light. It features: deep cavity i 1 lunination,
multip[e bulbs systdn, color-corrected tight, and sterile handles. lfat~ mounted intensity
control with shadou reduction. To be used in genera[ purpose surgical suites.

UNIT OF HEIGHT WIDTH OEPTII UEIGHT VOLTS PHASE AKPS HERTZ OEPEN - BTLls/
ISSUE: in: O 0 0 212 lb 1: 120 1 3 HZ: SUiTCH: OENT: HOUR :

EA cm: o 0 0 96 kg 2: --- n/a n/a n/a 1,360

M7@’5 6530
I

LIGHT, SURG, CEILING/MNTO, lLIGHT, TRK
I

AAA. . . F. . . .
I

Cei 1 ing mounted,track surgical light. L i ghthead is suspended f ram a rotating carriage which
rides in a track, mounted at the cei t ing surface. Track measures 5 ‘9” in length by 6 1/4”
width, and includes locking devices. Lighthead achieve co(or-correction by its g[ass filter
transmitting coot visib(e light. For use, in a~lications uhere high-intensities and COOL,
color-corrected I i ght are needed; such as aniwlatory surgery centers, emergency rooms,
patho~ogy, and trauna rooms.

UNIT OF HE 1GHT WIDTH OEPTH WEIGHT VOLTS PHASE ANPS HERTZ OEPEN - BTUs/
1SSUE : in: o 0 0 270 lb 1: --- HZ: WITCH: DENT: HOUR :

EA cm: o 0 0 122 kg 2: --- n/a nla n/a n/a

J#17500 6530 LIGHT, SURG, CEIL ING/MNTO, ILT, CMRA AAA. . .F. . . .

Cei[ing mtcd, surgica[ light, with camera. Singte-pofnt ceiling suspension with one
i i ghthead mounted from a pivotat arm asstily and one horizontal suspension arm to support pan
and tilt camera unit. One variab(e intensity control. It includes mdiovisud system with TV
camera, zocm, lens, pans and titt unit, interconnecting ttat i box, and cart nmmted controls.
Lighting system provides high intensity deep cavity i ttunination. Oesigned for generat purpose
surgery video taping.

UNIT OF HEIGHT WOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTIJsI
1SWE : in: o 0 (b 1: 120 - - IIZ: WITCH: DENT: HOUR :

EA cm: : 0 ; O kg 2: --- n/a n/a n/a n/a
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0

M7505 6530 LIGHT, SURG, MOBILE, E/P, 22 DIA cc c.. .A . . . .

Mobile surgical light. Explosion proof. Unit is mounted on casters with rubber wheels.
Consists of a open-dome reflector with enclosed lamp, swive(-tilt base, pantograph
arm-supporting lamp head attached to telescopic upright: 22 inches in diameter reflector.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0“0 O lb 1: 120 - - HZ: WITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- nla nla nla n/a

M7510 6530009824374 LIGHT, TREAT, MINOR rCEIL/MNT0,1LT,12D1A EA A.. .F . . . .

Ceiling mounted minor treatment light. Consists of a 12” diameter reflector with
heat- filtered, color-corrected light. Lighthead supported by a ceiling mounted radial arm
assembly attached to a cast iron mounting plate. For use in a Physic ianis office and in any
other patient exam areas.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 38 lb 1: 120 - - HZ: SWITCH: DENT:

EA
HOUR :

cm: o 0 0 17 kg 2: --- nla nla n/a nla

]M7515 16530 lLIGHT, SURG, CEILING/MNTDj RETRACTABLE \AAA. .l. F.. ..l

Ceiling mounted retractable surgical light. Single-point ceiling suspension with one
lighthead mounted from a pivotal arm assembly and one horizontal suspension arm which may be
concealed in a cabinet. One variable intensity control. Lighting system provides high
intensity deep cavity illumination. designed for use in birthing rooms.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in:’ O 0 0 0 lb 1: 120 - - HZ: WITCH: DENT:

EA
HOUR :

cm: o 0 0 0 kg 2: --- n/a n/a nla n/a

M7625 6515 CULPOSCOPE, U/ACCESSORIES cc c.. .A . . . .

Culposcope with accessories.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 0 lb 1: --- HZ: SUITCH: DENT: HOUR:

EA cm: o 0 0 0 kg 2: --- nla n/a n/a n/a

M7655 ~ 6515011350840 DEFIBRILLATOR/CARD IOSCOPE, 5LEAD, U/CART cc c.. .A . . . .

Unit consists of a 5 lead defribillator module, and ECG monitor module, defibrillator consists
of 2 paddles, charge control and indicators synchronizer and meter. Equipped with 2 interval
rechargeable nickel -cadium batteries. ECG monitor includes 5 lead patient cable, display,
recorder, and battery meter. For use in the ICU or during emergency life threatening
situations.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 5 12 19 20 lb 1: 120 1 2 HZ: WITCH: DENT:

EA
HOUR :

cm: 13 30 48 9kg. 2:--- nla nla n/a nl a

M7660 6515011762406 DEFIBRILLATOR/MON ITOR/RECORDER PORTABLE cc c.. .A . . . .

Portable fibrillator-moni tor-recorder. Integral unit system operable from self contained
rechargeable Nickel Caciniun batteries. Tele/radio/cel lular outputs. ECG with three lead
capabi I ity. Used in emergency situations.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 6 19 lb 1: 120 1 8 HZ: SUITCH: DENT:

;; 1
HOUR :

EA cm: 15 9 kg 2: - -’ - nla nla nla nfa
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M7665 6515 DEFIBRIt.LATOR/MONITOR/RECi3RDER AUTO
I

cc c.. .A . . . .
I

Portable defibri later-monitor-recorder with built in advisory protocol. Unit is designed for
use by aatxAance crews and cardiac arreat teams uhere s physician will not be available to
determine if defibrillation is appropriate. System provides lead 11 ECG monitoring only,
recording, and togging of a resuscitation event for later review. This system provides up to
300 jwtes output and has an external battery charger avaiiabie. Unit is sometimes refered to
as ‘Auromatic Advisory Oefibri Latorl of ‘APDB or ‘AED1. Unit may be line pauerd with en
optional battery substitute pack.

UNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1 SSUE : in: 6 10 14 19 lb 1: 120 1 8 HZ: SWITCH: DENT: HCUR :

EA cm: 15 25 36 9 kg 2: --- n/a n/a n/a n/a
*

IN7700
I

6515 ECHOCAROIOGRAPH SYSTEM, K09i LE cc c.. .0 . . . .

Mobile echocardfography system. Phonocardiograph capability; consisting of power SUP@y and
cfisplaymodute; controi module; transmitter I module; motioti EKG mode module; variabte
persistence storage monitor with continuous hard copy recorder. Enclowd housing pdaroid
camera. For heart scanning and flou analysis.

UMIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PNASE AHPS HERTZ DEPEN-
1SUE:

BTUs/
in: 57 36 500 Lb 1: 120 - - HZ: WITCH: DENT: UOUR :

EA cm: 144 E 91 1,270 kg 2: --- Wa n/a n/a n/a

W705 6515 ELECTROCARDIOGRAPH, 3 CHANNEL
I

cc c.. -A . . . .
1

Three charntei electrocardiograph.

UNIT OF HEIGHT UIDTH DEPTH US I GHT VOLTS PHASE NIPS HERTZ DEPEN- STUs/
1SSUE : in: o 0 0 0 lb 1: --- HZ: WITCH: DENT: HCXIR:

2A cm: o 0 0 0 kg 2: --- Wa n/a n/a n/a

M7710 6515 ELECTROCARDIOGRAPH, 8 Cll cc c.. .A . . . .
I

Eight channe( electrocardiograph. Consists of a .stainLess steel consoke uith regulated pewter
supplies, 6-speed chart drive, EEG osci(tographs, ink reservoir system, EEG amplifiers, photic
stimiator marker input and high and Lou frequency filters. Koddarity allotts expansion to the
maxiuun n-r of channeis in the field. Used for patient’s evoked responses recording.

7

UNIT OF HEIGHT UIDTH OEPTH UEiGllT VOLTS PHASE AKPS IIERTZ DEPEN- BTus/
ISSUE: in: 32 26 49 0 lb 1: 120 - - HZ: SWITCH: DENT: HOUR :

EA cm: 97 66 124 0 kg 2: --- n/fJ n/a tia nla

ml 5 6515 ELECTROCARDIOGRAPH, PORT, DIRECT NRITING
I
cc c.. .A . . . .

Portable direct writing electrocardiograph. Automatic recording of 12 leads,
suitch-selectable sensitivity position, and isolated input for patient safety. For patient
axmitoring.

UNIT OF HEIGHT UIOTH OEPTH WEIGHT VOLTS PHASE AHPS HERTZ DEPEN- BTUs/
lSSUS: in: 5 13 22 30 (b 1: 120 - 2 HZ: SWITCH: OENT: HC4JR:

EA cm: 12 32 55 14 kg 2: --- n/a nla nja n/a

0,!
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M77Z0 6515 ELECTROENCEPHALOGRAPH, 8 CH cc c.. .A . . . .

8 channel electroencephalograph. Consists of regulated power supply, 3-speed chart drive and
14 ft. input cable, master electrode se(ector and plastic stimulator.. Fully automatic or
manua~ operation, photic stimulation, and built-in impedance meter. Unit is mobile mounted on
4 casters. Designed for maximum efficiency in recording and performing encephalographic
studies.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 30 43 42 195 lb 1: 120 - - HZ: SUITCH: DENT: HOUR :

EA cm: 76 109 107 88 kg 2: --- nf a nla nja nl a

M7722 6515 MONITOR, ELECTROENCEPHALOGRAPH cc c.. .A . . . .
I

Electroencephalograph monitor designed for long term (hours) ~nitoring of brain waveforms.
Typically used in the operating room or intensive care unit to evaluate brain perfusion.
System to provide cerebral spectral array (CSA) and density spectral array (DSA) spectral
analysis and displays. Built in plotter/ printer allows printouts when alarms are triggered or
at the request of the operator.

\
UNIT OF HEIGHT UIDTH DEPTH ME I GHT VOLTS PHASE AMPS HERTZ DEPEN- fiTUs/
ISSUE: in: 54 30 35 350 lb 1: 120 1 9 HZ: SUITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2:--- n/a nla nla n/a

M7723 ELECTROENCEPHALOGRAPH, 22 CHANNEL
I

22 channel electroencephalograph. Consists of regulated power supply, 3-speed chart drive and
14 ft. input cable, master electrode selector ard plastic stimulator. Fully automatic or
manual operation, photic stimulation, and built-in impedance meter. Unit is mobile mounted on
4 casters. Designed for maximum efficiency in recording and performing encephalographic
studies. System to provide full range of e(ectrode selection and programed protocols. This
is an advanced diagnostic unit for use in neuro(ogy clinics.

UNIT OF HEIGHT, WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 45 45 31 280 lb 1: 120 - - HZ: SUITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- nla nla n/a n/a

M7725
1

E i ectromyograph. Unit consists of fully optically isolated amplifiers, stimulators adjustable
in three ranges 10, 40, and 80 MA., and display and storage capabilities. Used for
measurements and responses of nerve conduction studies.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 44 25 30 300 lb 1: 120 - - HZ: SWITCH: DENT:

EA
HOUR :

cm: 111 63 76 135 kg 2: --- n} a n/a nl a n/a

M7730 6515 ELECTRONYSTAGMOGRAPH

E lectronystagmograph. Consists of a large color display, recorder, 2 direct channels,
auxiliary channel outputs, an electrode terminal box. For analysis of inner ear disease and
irregularities.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
1SSUE : in: 48 28 32 98 lb 1: 120 - - HZ: SWITCH: DENT:

EA
HOUR :

cm: 122 71 81 44 kg 2: --- nl a nla n/a nl a

330

Source: https://assist.dla.mil -- Downloaded: 2016-12-11T01:05Z
Check the source to verify that this is the current version before use.



0,:;,,i

,

MIL-STD-1691F

APPENDIX A 1 JULY 1993
r

CATEGORY: ANAVI
JSN NSN

UTILITIES
t0314ENCLATURE RVFAH 123456

I
nm5 6515

I
RECORDER, LONG TERM, ECG, PORT, U/CASE

I
cc c.. .A . . . .

Long term, portable ECG recorder. Solid state, battery operated. 24 hour continuous
recording capacity. Power source of 13.4 vo(t nfckel-cdnimxsn battery pack. tnc(udes leather
carrying case, two p(ug-in rechargeable batteries , recording tape and take-up reel, one each,
uhite and green cardioguard e(ectrcctes, eiectrode extension cable and test cable. Used to
record and detect a patient’s ECG over an extended period of time.

lm!-

UNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE ANPS HERTZ OEPEN- BTUs/
1SSUE : in: 2 7 1 lb 1: 120 - - IIZ: SWITCH: DENT:

EA
HOUR :

cm: 4 17 1: 0 kg 2: --- n/a nla n/a nla

o
i !477s5

o

6515 RECORDER, LONG TERM, ECG, FORTABLE CCC.. .A . . . .
I

Long term, portable, ECG recorder. High-speed ECG scanning with visula disptay and paperchart
printout push-btton aperatien, up to 12 hours recording, 2 speed control label and reversible
at any portion of tape, playback speed of 7-1/2 inch-per-minute. Unit includes plastic cover,
recorder test cabte, rubber retainers, errpty reel, and 3 wire ptwer cord with plug.

UNIT OF HEIGHT UIOTH DEPTH tiEIGHT VOLTS PHASE ANPS HERTZ DEPEN- BTUs/
ISSUE: in: 4 6 13 6 lb 1: 120 - - HZ: SUITCII: OENT:

EA
HOUR :

cm: 10 15 33 3 kg 2: --- n/a n/a n/a nfa

IW750

L

651S
I

UNIT, OUTPUT, CAROIAC
I

cc c.. .A . . . .
I

Cardiac output unit. it has a non-face display, and it measures flow velocities, heart rate,
cardiac output, stroke vol~, and systemic vascuiar resistance. It also has an audio signal
tien positioning transducers. Unit is used to c~te cardiac output index and systemic
vascu[ar resistance.

UNIT OF HEIGHT UIOTlf OEPTH UEIGHT VOLTS PHASE ANPS HERTZ OEPEN- 8TUs/
1SSUE : in: 7 8 14 20 lb 1: 120 - - HZ: SUITCH: OENT: HOUR :

EA cm: 16 20 34 9 kg 2: --- n/a n/a nfa n/a

6S1S
I

VECTORCARDIOGRAPN
I

cc c.. .A . . . .
I

Vectorcardiograph. This unit is used in cardiology and the cardiac catheterization
laboratory. This system is used for stdy ard diagnosis of inferior and posterior myocardiat
infarctions as ueit as right ventricular hypertrophy. The vector loops display inita~ forces
artd phase relationships sometimes not readily discernible in the scalar 12-leve[ ECG. The
characteristics and coqmnents include ccuputerized electrocardiogram@ mode; vectorcardiograph;
tate potentiai and pacemaker analyzer functions.

UNIT OF iiEIGHT WIDTH DEPTU UEIGHT VOLTS PHASE ANPS HERTZ OEPEN- STUS/
1SSUE : in: 38 30 80 lb 1: 120 - - HZ: SUITCH: DENT:

95 ;; 76
HOUR :

EA cm: 36 kg 2: --- 60 NO NO nla

M7760 6S15
I

ELECTROCARDIOGRAPH, 3 CM, ‘CAPOC’ COMPAT CC C.. .A . . . .
I

Three channeL electrocardiogra~ uith buitt in te(ecoimnunications system. The unit is
conpatibte uith the TRIMIS CAPOC, c~terized reading system. This unit detects the
electrical activity of the heart and produces m electrocardiogram KU), a graphic record of
the voltage versus time. This nuttichanne{ system is used to diagnose response to drug
therapy, and detect trends or changes in heart functions. This unit records signats frcm thret
or amre leads simultaneously and can often format the ECG tracings automatically so that na
cutting or mounting is necessary.

UNIT OF HEIGHT UIOTH 0EP7H WEIGHT VOLTS PHASE ANPS HERTZ OEPEN- Bn.Ls/
ISSUE: in: 24 64 lb 1: 120 1 - HZ: SUITCH: OENT:

~ ~ 61
UWR :

EA cm: 29 kg 2: --- 60 NO NO n/a
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M7765 6515 COMPUTER, COMPUTER ASS1 STED PRAC OF CARD cc c.. .A . . . .

Central processor for Computer Assisted Practice of Cardiology. Unit provides a nalysis of
cardiograms from a variety of sources that are transmi ttad via the ph one 1 ines. Received
cardiograms are analyzed, a report is formatted, and the re port is transmitted back to the
originating electrocardiograph unit.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 0 lb 1: 120 1 - HZ: SWITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- nla n/a n/a n/a

I M7770 6515 COMPUTER, HOLTER MONITOR ANALYSIS SYSTEM cc c.. .A . . . .

Central processor for the analysis of helter monitor recordings. System permits the high
speed dubbing of helter type recordings into a central database, analy sis or the recording,
formatting of the output, generation of reports of c1 inica 1 findings and permit the logging of
final reports. System includes CRT, Keyboa rd, Scanner, Printer, Input port, and hard disk
drive storage device.

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 0 lb 1: 120 1 - HZ: SUITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- n/a n/a n/a nla

M7775 6515 COMPUTER, TELEPHONIC CARO IAC MONITORING cc c.. .A . . . .

Central processor for the analysis of cardiac signals via the phone. System per mits the
recording of cardiac signals into a central database, analysis of the recording, formatting of
the output, generation of reports of clinical findings and permits the logging of final
reports. System inc[udes CRT, Keyboard, scanne r, printer, telephone inpt port, and hard disk
drive storage device.

o

UNIT OF HEIGHT UIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: O 0 0 0 lb 1: 120 1 - HZ: SUITCH: OENT: HOUR :

EA cm: o 0 0 0 kg 2: --- nja n/a n/a n/a

M7800 MONITOR, 1 CHANNEL cc c.. .A . . . .

One channel monitor. Unit has a non-fade trace display, tone varying alarm with automatic
reset, ECG lead setection and a Nickel -Cadmiun battery in case of pouer. fai lure. Used for
monitoring patient’s pressure, heart rate, @lse, ECG, etc.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 7 12 11 29 lb 1: 120 - - HZ: SUITCH: OENT: HOUR :

EA cm: 19 30 28 13 kg 2: --- nja n/a nla n/a

M7805 MONITOR, 2 CHANNELS cc c.. .A . . . .

Two-channel monitor. Unit consists of a compact monitor with bright non-fade display. Two
traces, and 3 leads. It measures ECG, heart rate, temperature and non- invasive blood pressure.
An audible and visual alarm is also included. Used to monitor and record pat ient’s vital
signs.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 10 11 33 lb 1: 120 - - HZ: SWITCH: OENT:

24 27 ;
HOUR :

EA cm: 15 kg 2: --- n/a n/a n/a nla

--
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f
M7805A KONITOR, 2 CHANNELS, TELEMETRY

I
CC C.. .A . . . .

Two-channel monitor. Unit consists of a c~ct monitor with bright non-fade display. Tuo
traces, and 3 leads. It rm?asures ECfi, heart rate, temperature and non-invasive blood pressure.
/tn awdibte and visual alarm is a~so inc[uded. used to monitor and record pstient’s vital
signs. Unit incitzks telemetry trens mitter for ECG end heart rate which ui~l be displayed on
the monitor. Tefrparatu re and noninvasive blood pressure are availabte as hard connection to
the monito r but may not be telemetered.

UNJT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEll- BTUs/
ISSUE: in: 10 11 16 33 lb 1: 120 - - HZ: SUITCH: OENT: IKJIJR:

EA cm: 24 27 37 15 kg 2: --” n/a tia n/a n/a

I
W807 6615 MONITOR, 4 CNANNELS, TELELNETRY, 3EOSIOE cc c.. .A . . . .

G-channel monitor. Unit consists of a coqect monitor with bright non-fade display. 4
traces, and 3 leads. It measures ECG, heart rate, ttarperature and non-invasive blood pressure.
An audible and visual a(arm is also included. Used to monitor and record patient’s vital
signs. Unit includes telemetry trans mitter for ECG end heart rate Aich wilt be displayed on
the monitor. Te!rperatu re and noninvasive blood pressure are available as hard comtection to
the monito r but say not be telemetered.

UNIT OF HEIGHT WOTII OEPTH ME IGliT WLTS PHASE AMPS HERTZ OEPEN- 8TUs/
1SSUE : in: 10 11 14 33 lb 1: 120 - - HZ: SWITCH: OENT: UOUR :

EA
1

cm: 24 27 37 15 kg 2: --- n/a n/a tia n/a

M781O 6515 KONi TOR, CENTRAL, 4 Cll OISPLAY, 8CH cc c.. .A. ..D

4-8 channel display centrat monitor. CentraL station consists of a four channel digital
dispkay (vital signs); four monitor scopes, and large screen. Eisht cha~ek -itorifw
capabilities. Features tbio display controts for tuo bd system core. includes autcmatic
switching of 1 to 14 sisnals, patient se[ectorl alarm, central station junction box, tuo wall
plates with cabting on central station side of face p~ates, and two single channet ECG
recorders uith automatic ECG uave. The system also provides an audible and visual atarm for
each patient being monitord. For CCU/IW patient monitoring.

UNIT OF HEIGHT UIOTH OEPTH WI GHT VOLTS PHASE ANPS HERTZ OEPEN- 8TUs/
J SSUE : in: 15 13 40 lb 1: 120 - - HZ: SWITCH: OENT: IIWR :

EA cm: :; 37 34 18 kg 2:-”- n/a n/a n/a Wa

I IW815 I 6515110002960 I MONITOR, ECG/RESPIRATION, INFANT cc c.. .A . . . . 1 1

Infant ECG/respi ration monitor. lt includes a microprocessor control unit, atarms, and
display. Oesi gned to monitor infants heart rate.

UNIT OF HEIGHT UIDTII DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEM- BTILs/
ISSUE: in: 10 8 6 3 Lb 1: 120 - - HZ: SWITCH: OENT: IIWR :

EA cm: 25 21 16 2 kg 2z --- n/a tia n/a n/a

M7820 6515 I$ONl TOR, FETAL, BEOSIOE/STNO ALONE
I

cc c.. .A. ..O
I

Sedside fetal monitor. Nay be stand alone or connected to a centra( monitoring station. It
inriuies dual heart rate, direct fetal ECG and ultrasoud methods for monitoring fetal heart
rate, it also monitors uterine activity. It has a 2 channel recording mechanisms with
automatic annotation and a high(y sensitive doppler. Tetephone transmission capebi lities.
USA to monitor ard evaluate contractions before pertun.

UNIT OF HEIGHT WIOTH OEPTH UEIGHT VOLTS PHASE AKPS IIERTZ OEPEN- STUs/
1SSUE : in: 7 17 15 28 lb 1: 120 - - HZ: SUITCH: OENT: HWR :

EA cm: 18 43 38 12 kg 2: --- @a nJa n/a n/a

I
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@

M7825 6515 MONITOR, FETAL , CENTRAL cc c.. .F . . . .

Central fetal monitor. Central” display system provides im-nediate access and scanning of up to
20 bedside monitors. Central unit is equipped ui th an autcmatic power back-up and remote
display capabi 1 i ties.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 24 25 lb 1: 120 - - HZ: SWITCH: DENT:

EA 61 1:: ;;
HOUR :

cm: 11 kg 2: --- n/a n/a n/a n/a

M7830 6515 MONITOR, INDIVL, U/MNTD, 2 CH DISPLAY cc c.. .A. ..D

2 channel display, wal 1 mounted, individual monitor. Ual 1 mounted; with feedback to cent ra 1
station. Unit consists of monitor scope with two channe( display, heart-rate module,
blood-pressure module, respi ration module, temperature module, two plug-in module mainframes
with swivel wall mount, with thermal zero shift. 0.15 MM HG/C degrees. An apnea alarm is also
included. For “CCU bedside patient monitoring.

UNIT OF HEIGHT UIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 8 11 17 (b 1: 120 - -

EA 21 27 ;:
HZ: SUITCH: DENT: HOUR :

cm: 8 kg 2: --- n/a n/a n/a n/a

M7835 6515 MONITOR, INFANT , BEDSIDE, U/INCUBATOR cc c.. .A. ..D

Bedside infant monitor. It consists of APNEA monitor, heart rate monitor, waveform display,
and alarm system. Ccqlete with sides, power cable and ECG electrode kit. For individual use
with ICU incubators.

E

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 7 14 15 26 lb 1: 120 - -

EA 18 37
HZ: SUITCH: DENT: HOUR :

cm: 38 12 kg 2: --- nla nla nla n/a 0

6515 MONITOR, PATIENT, OR, UALL MOUNTED cc c.. .A. ..D

Uall mounted patient monitoring system. System consists of cardioscope; 8-channel; ECG
mmdule; EEG module; two cable accessories for ECG and EEG; EEG electrodes; temperature module;
bridge adapter for temperature module; temperature probe; blood pressure
module-systol ic/diastolic/mean; pressure processor for blood pressure module; blood pressure
iritra-vascu(ar transducer; recorder, direct writing, 8-channel, including power supply and

drive amplifier for each channel; switch panel; power supply, 8-channe( amplifier for
cardioscope, analog tape system, FM 7-channel 1/2 inch tape including cabinet; heart-rate
alarm, flow meter, oximeter, junction box with electro-surgical protection, cabling/ cabinery.
Unit is computer compatible. For use in the surgical operating room.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 0 lb 1:.120 - - HZ: SUITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- n/a nl a nla n/ar

M7845 6515 MONITOR, PHYS1O, BEDSIDE, 4 CHANNELS cc c.. .A. ..D

4 channels bedside physiological nmnitor. Unit consist of a four-channel nonfade display
monitor (1. ECG, 2 pressures, 1-EEG), an alarm system, and printerrecording capabilities. Unit
shows color coded controls, with automatic calibration and sealed lead acid batteries. Unit
may be connected to a centra[ monitoring station. Bedside unit used to monitor patients
condition and vital signs.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN -
ISWE:

BTUs/
in: 44 lb 1: 120 - -

EA
HZ: SUITCH: DENT:

;: :; ;:
HOUR :

cm: 20 kg 2: --- n/a nla nla n/a
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W850 6515
I

HONITOR, PIIYSIO, CENTRAL, 4 CHANNELS
I

CCC.. .A...O
I

I
4 charutds central Physio[ogfc monitoring station. System consists of a central monitor that
gathers patient information fran bedside mnitors, ties together data, and displays it
centrally for imnediate status on a[l the patients being mxnitored. Et also centralizes aiarm
and recording functions from ECG tracings to vita[ signs display. Four to eight patients
monitoring capsbi( ities. For use in the IW, CCU, emergency room or recovery room.

UNIT OF HEIGHT WIDTH DEPTH ME I GHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 40 ib 1: 120 - - HZ: SWITCH: OENT: HOUR :

EA cm: ;: :: : ?8 kg 2: --- nja n/a n/a we

u7855
!

MONITOR, PHYSIO, lNFANT, TC02/TCC02 CC C... .A . . . .
I 1

Infant physiological monitor. unit consists of biood pressure, ECG, respiration anplifier,
and taperature ~ispkay. Used to monitor infants vital signs such as heart rate, temperature,
respiration rate, and transcutanees tissue/blood $QS values.

UNIT OF HEIGHT IJIOTH OEPTH WEIGHT VOLTS PHASE AXPS HERTZ DEPEN- BTUs/
1SSUE : in: 8 32 lb 1: 120 - - HZ: SUITCH: DENT: WLIR :

EA cm: 19 ; :; 16 kg 2: --- n/a n/a n/a n/a

W860 6515 MONITOR, CAROIAC CATH - ~PUTER SYSTEM CC CCC .A . . . .
I, 1

I

Computerized smitoring system for use in the cardiac catheterization tab and cardio thoracic
operating rooms. I

UNIT OF HEIGHT UIOTH OEPTH I/E 1GHT VOLTS PHASE AJ4PS HERTZ OEPEN- BTUs/
ISSUE: in: 0 0 0 0 (b 1: ?20 .

EA o
HZ: SWITCH: DENT:

o 0 kg 2:--’- 60 NO MO
HOUR :

cm: o n/a

M7865 6515 MONITOR, PNYS1O, ENO EXPIATORY C02 cc c.. .A. ..O
1

Physiologic monitor for end expiatory c02 monitoring. Unit may be battery/tine powered and
provides nuneric disptay of C02 leve( in end expiatory gases. Unit to be provided uith ana[og
output to permit values to be slaved into a centrat monitor or bdside monitor. Monitor also
provides for nitrous oxide and oxygen mortitoring. Atdfble and visual alarms provided for high
expired C02, high inspired C02/02, high/low inspired N20, respiration rate, apnea, and circui t
occkusion. Sane modets avai~able uil( display waveforms. Printeroutput is optiona[.

UMIT OF HEIGHT MIOTII OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 8 14 19 25 Lb 1: 120 1 2 HZ:” WITCH: OENT: UOUR :

EA cm: o 0 0 0 kg 2: --- nfa n/a n/a We

W900 6630 SPECTRUtETER , MASS, ANES/RESP GAS, MNTRNG CC C.. .A. ..D
I I

Anesthesia/respiration gas monitoring, mass spectrophotaneter. Unit consists of a central
analyzer connected to remote s~ting stations in the operating room. It inc~udes an air
cooled baffled oil diffusion P backed by a direct drive mechanical pap, tno vacuus sensors,
system diagnostic meter, adjustable swlecular leak, exhaust for san@ed gases, and atarm
system, inc(uding apnea, and a sutti gas monitor system. For use in the operating room or with
appt i cat i ons uhere cent inuous measurements of respiratory and anesthetic gases is required.

\
uNIT OF HEIGHT UIOTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 41 23 25 450 (b 1: 120 - - HZ: SWITCH: l)ENT: IZOUR:

EA cm: 104 58 64 204 kg 2: --- n/a nfa n/a rva

O,,,,
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m

E
—

6515 OX IMETER I CCC. . I .A. . . . 1

Oximeter. Instrment features LED 1 ight source, audiovisual alarms and it’s also
battery-operated in use of power fai lure. Oxygen saturation range from O to 100, and 3 to 10
seconds response time. Automatic calibration. Other applications include sleep studies,
exercise testing, and monitoring certain patients in the, hmne (e.g. infants or patients
requiring respiratory therapy).

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 5 10 10 10 lb 1: 120 - - HZ: SWITCH: DENT: HOUR :

EA cm: 13 25 25 5 kg 2: --- n/a nla nla nla

M7910 6515 THERMOMETER, ELECTRONIC cc c.. . . . . . .

I M8005

Electronic thermometer. Pocket size unit with easy to read zero f ahrenhei t or zero centigrade
LCD display in approximately 40 seconds. Battery operated, a@ enclosed in a heavy duty
plastic case. Unit is hand-held portable, stand or ual 1 mounted. For patient body temperature
readings.

UNIT OF HEIGHT UIDTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 5 3 6 1 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 13 8 15 0 kg 2: --- n/a n/a nla nla

6530 I BATH, HYDROTHERAPY, BODY, 34XI06X78 IAAA. .]o F...AI

Full body hydrotherapy bath. 1181* shaped heavy 14-gauge stainless steel CR tank. 425 9a[ Lon
capacity seamlessly ~etded tank. Consists of t~o electric turbine ejector elevators, 3 1/2 in
dial thermometer for tank, tank fittings, head rest, body harmnock, body plinth, and steel base
supported by chromitnn plated legs, to include thermostatic water mixing valve assembly, hoist
and trolley; water stretcher ui th tuo canvas cross bars and suspensi ens; and two canvas body
slings. Unit used for ful 1 body hydrotherapy treatments.

‘UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 34 76 106 785 1b 1: 120 1 10 HZ: SUITCH: DENT: HOUR :

EA cm: 86 193 269 355 kg 2: --- n/a n/a n/a n/a

M801O 6530 BATH , HYDROTHERAPY, GAIT TANK, 156x60x96 ‘A AA.. DF D...

Gait tank hydrotherapy bath. Unit frame consists of acid resistant acrylic glass sides and
fiberglass bottom with reinforced polyester tank. Unit includes: water or hydraulic patient
1 ift, patient entry and exit stairs, water circulation system, heaters, temperature controls,
water f i ltration system, and tank maintenance tools. System serves as a substitute for a pool
al lowing patient ful 1 range of motion during hydrotherapy treatment.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 60 156 96 1,500 lb ‘1: 220 3 20 HZ: SWITCH: DENT: HOUR :

EA cm: 152 396 243 679 kg 2: --- n/a nla n/a n/a

E 6520 BATH, HYDROTHERAPY, S1 TT1 NG, AA A.. DF. ..A

Hydrotherapy sit t i ng bath. Freestanding unit on adjustable Legs. Gel coated f iberg Lass tank
with seat and foot rest. Unit includes: electric turbine ejector and variable aerator with
motor, temperature monitor w/alarm, shut-off system dial thermometer, and built- in thermostatic
mixing valve. 75 gal tons per minute ~ capacity with thermal overload projection. Used for
sitting body treatment and other nursing care operations.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 29 62 258 lb 1: 120 1 - HZ: SUITCH: DENT: HOUR :

EA cm: :73 157 116 kg 2: --- nla n/a nla nla
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I

I M3020

i

I

6530 BATH, HYDROTHERAPY, U/LIFT AA A.. 08 . . . .
I

Hydrotherapy bath uith tift. Freestanding gc(-tooted fiberglass tub on adjustable Legs.
Control panel with water hydrou(ic tfft cy[inder, thermostat mixer for filling. Disinfection
unit uith flow meter for variable concentration of disinfectant. Flexible connection hoses
with shut-off valves for inmsing HIJ ad cu up to 66 sotton cspecity. Hydraulic lift uill
aitoM the tub to be positioned vertically. Unit includes B patient transport trol~y with hand
operated hydraulic system, heels with brakes, steering, safety be(t, pillow, mattress,
adjustable foot rest, ad hand grip. Used for hydromossage ad therapeutic bathing of
patients.

UNIT OF

I

HEIGHT UIOTH OEPTH IIMEJGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 31 250 lb 1: 115 1 9 HZ: SWITCH: OENT:

EA z 78 1:
HCUR :

cm: l13k$ 2:- - - n/a n/a nla n/a

6530 ~BATH, HYDROTHERAPY, EURNOW/LIFT \AAA. .lo F.. .A\ I

Hydrotherapy burn treatment bath with 1 ift. Acid proof CRS rectangular treatment tank Hi th
targe drsin. Controt panel with separate thermostat mixers for fi 1 [ ing and shower. Eui it-in
disinfection unit with ftotaneter for variable concentration of disinfectant. Flexibte
connection hoses with shut-off valves for incasing HN and CU. Bath is with a hydrotherapy
unit. Ptmp capacity is 50 GPM. 1 1/2 HP motor with thermal over(oad protection. Used for the
bathing of bum patients in uater careful Ly controlled to appropriate tqrature.

UNIT OF HEIGHT U1OTM OEPTH UEIGHT VOLTS PHASE AKPS HERTZ OEPEN- ETiJsf
1SSUE : in: 22 35 745 {b 1: 120 - 16 HZ: SUfTCH: OENT:

56 89 ~
il~R :

EA an: 337 kg 2: --- n/a n/a n/a n/a

W030 4+530 UMIRLPOO1, ARM, H091LE, 32X16X2$4 CC C.. OF. ..A
s I

Arm mobile hirlpol. Heavy-gauge stainless steel CR tank uith satin finish, fully welded and
teak-proof, mounted on casters. It has a turbine ejector and aerator, thermostatic mixing
valve, thermneter, auxi[iary fioor drafn valve. Used for am hydrotherapy treatments.

J

UNIT OF HEIGHT UIOTH OEPTH US I GHT VOLTS PHASE AMPS HERTZ OEPEN- OTUs/
lSSUE: in: 34 16 28 233 lb 1: f20 - - HZ: SWITCH: OENT: NQLIR:

EA cm: 86 40 71 106 kg 2: --- n/a n/a n/a n/a
4

Mao35 6530007103005 UHIRLPOOL, ARM, PED/RNTD AA A.. OF. ..A
I 1

Pedestal mounted arm whirlpool. Freestanding fixed height unit with stain[ess steel tank.
Incldes flow control valve and thermostatic water mixer, built-in equipmt disinfection
system with flow meter. Tank capacity: 25 gallons.

UNIT OF HEIGHT UIOTM DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 170 lb 1: 120 - - HZ: SWITCH: OENT:

EA E :: :!
HOUR :

cm: 77 kg 2: --- n/a n/a tia n/a

H2040 6530
I

UHIRLPOOL, EXTREMITY, FLR/NNTD
I

AA A.. OF. ..A
I

Fbor swnted extremity uhir[pool. Corrosion-resistant stainless steel tank uith thermostatic
mixing vatve and controt water tenperoture. it inc[des an overflow drain. Unit can be easily
recessed in the f(oor, or mwmted on a @estaL. used for water hydrcmessage of arms, hips,
legs, and other extremities.

UNIT OF HEIGHT UIOTII OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- 8Tus/
ISSUE: in: 21 166 lb 1: 120 - - HZ: ‘WITCH: OENT:53 lb 16 tml.m :

EA as: 35 40 7S kg 2:--- n/a nfe tia n/a
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a

E 6530 I UHIRLPOOL, EXTREMITY, PTBL Iccc. .IDF. ..AI

Portable extremity uhirlpool. 27-gallon capacity. Unit includes a 1/3 HP motor and aerator
for strong uhi rlpool action, a second motor + 3 power drainage punp, a inside thermometer,
thermostatically contro~led electric heater, and an auxiliary floor drain valve. Unit mounted
on 4 casters. Used for hydromassage of arm, foot, knee and other extremities.

LIMIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 21 15 28 166 (b 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 53 38 71 75 kg 2: --- n/a nla nla nla

I M8050 6530007104005 UIIIRLPOOL , LEG, CRS, FLR/MNTD , 33X20X28 AA A.. DF. ..A
I

Floor mounted leg uhiripool. Unit includes a heavy-gauge stain(ess steet corrosion resistant
tank, leak-proof, electric turbine ejector and aerator, dial thermometer, disinfect ion system,
treatinent timer, and built-in overflow. Used for hydromassage podi at ive treatment.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 33 20 28 184 lb 1: 120 - - HZ: SUITCH: DENT: HOUR :

EA cm: 83 51 71 83 kg 2: --- nla nla nla n/a

M8055 6530 WHIRLPOOL, LEG, FLR/MNTD,60X24X18 AA A.. DF. ..A

Floor mounted leg whirlpool. Unit includes a heavy-gauge stainless steel tank ( leak-proof),
an electric turbine ejector and aerator turbine ejector raising and lowering device, dia[
inside thermometer, hand grips and drain vaive. Stat ionary unit used for Leg whirlpool
treatments.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 23 24 18 229 lb 1: 120 - - HZ: SUITCH : DENT: HOUR :

EA cm: 5a 61 45 104 kg 2: --- n/a nla n/a nla

M8060 6530 WHIRLPOOL, LEG/HIP, PORTABLE, 67x24x27 cc c.. DF. ..A

Leg/hip portable whir[pool. Heavy gauge stainless stee[ tank, corrosion resistant, artd we(ded
I eak-proof. It includes a 1/3 HP motor to power the turbine and aerator, a solid stem
thermometer inside the tank, and a thermostatically control led heater. The drainage system
includes an electric pump and an auxiliary drain valve. Unit moves on 4 casters. Used for
hydromassage of legs, hips, and other extremities.

UNIT OF HEIGHT WIOTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 27 25 297 lb 1: --- HZ: SWITCH: DENT:

EA
HOUR :

cm: 68 63 E 135 kg 2:--- nla nla n/a n/a

M8065 7100 CHAIR, UHIRLPOOL , ADJUSTABLE cc c.. . . . . . .

Patient whirlpoo( treatment chair. Constructed of chrome plated steel, with non-slip rubber
tipped legs. Adjustable height. For use with a leg or combination arm/leg treatment tank.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 37 25 0 0 lb 1: --- HZ: SUITCH: OENT: HOUR :

EA cm: 94 63 0 0 kg 2:--- nla nla n/a n/a

E 7100 CHAIR, WHIRLPOOL, USE U/ARM TANKS cc c.. . . . . . .
J

Patient whirlpool treatment chair. Constructed of chrome plated steel. It includes a safety
bett, and a non-slip rubber foot platform. Padded black naugahyde upholstered seat and back.
Adjustable-fixed height. For use with arm and lower extremities treatment tanks.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 46 19 0 0 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 116 48 0 0 kg 2: --- n/a n/a nla n/a
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U8075 6630
I

LIFT, PATIENT, PHYSICAL THERAPY AA A.. B. . . . .

Physical therapy patient lift. Constructed of durable stainless steel and bolted to the
fioor. Unit consists of a lift cylinder, with [ift orm and swivel chair uith armrests.
Equipped with control panel. For use in physical therapy areas.

UMIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 110 0 0 (b 1: ---

EA 280
HZ: SWITCH: OEMT: WJR :

cm: : 0 0 kg 2: --- n/a n/a n/a n/a

m80ao 6530 LIFT, PAT IENT, HYD,450LB CAP, ADJ U-BASE
I
cc c.. . . . . . .

Hydraulic patient lift, with adjustable U-base. 450 pound capacity. Unit consists of
self-contained battery uith automatic recharger, nykon stretcher, digital display, ~eighing
mechanisms mounted on ba[l bearing casters, with locks. Designed for patient lifting.

UNIT OF HEIGHT UIOTII OEPTM UEIGHT VOLTS PHASE AttPS HERTZ OEPEN - BTUs/
1SSUE : in: O 0 0 95 lb 1: --- HZ: SWITCH: OENT:

EA
HOUR :

cm: o 0 0 43 kg 2: --- n/a n/a n/a n/a

H$1OO 653OOCI71O28SO BATH, PARAFFIN, cc c.. .A . . . .

Praffin bath. Corrosion resistin~ steel tank; with rnobi le stwd end floating thermometer.
Morel metat inner tank is efficiently insu{ated to prevent [0ss of heat. Equipped with a drain
ve(ve for easy cleaning. Bath capscity of 53 lb of paraffin and one $atlon of mineral oi(.
Used in hospitals, clinics, nursing banes, and physicians office to provide consistent
paraffin treatnmt for elbow, wrist, hands, ankle, and foot.

UNIT OF HEIGHT U1OTH DEPTH UEIGH1 VOLTS PHASE ANPS HERTZ OEPEN- BTUs/
JSSUE: in: 27 12 10 130 lb 1: 120 8 HZ: SUITCH: DENT:

EA 59 kg 2:--’-
HOUR :

cm: 68 31 16 n/a n/a n/a nfa

M8105 6530 BATH, PARAFFIN , HAND/FrnT cc c.. .A . . . .

Paraffin bath. Corrosion resistant steel tank with Monel metat interior to prevent loss of
heat. Equipped with drain, timer, ad therntaneter with stand on casters. Used for hand and
foot paraffin treatnmts.

UNIT OF HEIGHT UIDTH OEPTM UEIGHT VOLTS PHASE AMPS HERTZ OEPEN - BTUs/
1SSUE: in: 63 lb 1: 120 - -

EA E 1; z
HZ: SWITCH: DENT: HOUR :

cm: 29 kg 2:--- n/a nla n/a nl a

Mallo 6530
I
CONDIT 10NER , HEAT TREATNENT , PAD ,MBL ,AUTO cc c.. .A . . . .

Heat treattmmt pad autcmtic corwjitioner. Mobi le. Staintess stee[ console unit
thermostatically controtlad uith double watt fiberglass insulation. Ca@ete with drain valve
ad hose and coned insi$e bottcm to prevent messy build. Capacity is 12 standard pa$s.
Mounted on 3“ rubber casters. Oesigned to maintain steam packs at a proper temperature before
appt ying treatmnt to the pet ients.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 33 0 lb 1: 120 - - HZ: SWITCH: OENT:

EA a3 z ::
H~R :

cm: O kg 2: --- n/a n/a n/a Na

O,?,,.:
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9
I

I M8115
I

6530 CONOITIONER, MOIST PACK, THERAPY

Unit consists of a cold therapy mobi le apparatus, al[ stain~ess steel. Equipped with drain
va(ve for periodic cleaning, and insulated with special closed cell plastic refrigeration
,insutation. The unit maintains six (6) hydrocol later colpacs. CompLete with timer and
adjustable cycle defrost. Mounted on rubber casters. Used to apply localized cold therapy.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 46 16 21 0 lb 1: 120 - - HZ: SUITCH: OENT: HOUR :

EA cm: 116 41 53 0 kg 2: --- nla n/a n/a n/a

M8120 6530 THERAPY, UNIT, MOIST HEAT cc c.. .A . . . .
I

Moisture heat therapy unit. Consists of a stainless steei treatment movable hood with
recirculator and control panel, treatment table with stain[ess steel top, table pad enciosed in
a removable rubber sheeting, two nylon moisture-proof curtains, set timer for control led
treatment, and water f i 11 ing can. Used for moist heat treatment of back and chest muscles, and
to increase the volme of local blood flow.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 52 26 102 183 lb 1: 120 - - HZ: SUITCH: OENT: HOUR :

EA cm: 132 66 259 82 kg “2: --- n/a nla nla nl a

M8125 6530 ERGOMETER, BICYCLE cc c.. . . . . . .

Ergometer bicycle. Unit includes adjustable seats, pedals with toe clips, disc brakes, and
tachometer/odometer. Rugged torsion free steel construction enhanced by electronic readouts of
time, speed and distance. Used for progressive rehabi 1 itation programs.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 44 23 39 65 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 111 58 99 29 kg 2: --- 0 NO NO nla

@!-
1 I 1 I I I I

6515 ERG@4ETER , MOBILE cc c.. .A . . . .

Mobile ergometer. Unit consists of adjustable seats and handle bars, peda[s with toe c1 ips,
and variable pedal ing resistance connected to a speed and timer controller. Used in
conjunction with many types of diagnostic equipment to monitor stress testing, and pulmonary
function analysis. Unit can be relocated to point of use.

UNIT OF HEIGHT ,UIOTII DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 49 17 43 121 lb 1: 120 - - HZ: SWITCH: DENT: HOUR :

EA cm: 124 43 109 307 kg 2: --- n/a n/a n/a nla

I M8135 I 6515 I ERGOMETER, STATIONARY lCCC. .\. A....l I

Stationary ergometer. Unit features adjustable seats and handle bars, pedals with toe clips
and variable pedaling resistance. Used to measure the rate at which work ia performed by a
group of muscles under control lad cotxiitions. In many cases, it is also used to subject
patients with pulmonary problems to stress testing on which their work load is independent to
the patients body ueight.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 45 24 34 135 lb 1: 120 - - HZ: SUITCH: DENT: HOUR :

EA cm: 114 61 86 61 kg 2:--- nla n/a n/a n/a
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X8140 6530 EXERCISER , LADDER AL A........
I,

Shou[der abduction ladder. Exercise kadder consists of a hardwood unit uith 40 steps each 2
l/2%1 x 1 l/2’’ll. It inc(udes self-sticking labals for mmbering steps.

UMIT OF HEIGHT UIDTH OEPTH MEIGHT VOLTS PNASE AMPS HERTZ DEPEN- BTUs/
1SSUE: in: 58 3 2 0 lb 1: ---

EA
HZ: SWITCH: OENT: HOUR :

cm: 147 6 4 0 kg 2: --- n/a nla nia @a

*145 6530 EXERCISER, STAIRS
I

cc c.. . . . . . .
I I

Exercise stairs. Staircase is sturdily buikt in two sections perinitirtg a corner type or
straight type arrangement. It consists of steps 30’1 wide X 4“ high end 30” square platform.
It includes handraiks to accommodate both children and adults. Both steps and platform are
covered with non-slip tread.

UNIT Of HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AKPS HERTZ OEPEN- BTUs/
ISSUE: in: 30 0 lb 1: --- IIZ: SWITCH: OEtU:

2A ~ 76
UWR:

cm 1:: 0 kg 2: --- n/a n/a n/a n/a

U8150 6530 EXERCISER, RAMP/CURBS c c c........
I

Ramp and curbs exerciser. Unit includes three curbs 2“, 4“ and 6“ heights, beginning
eievlation at l/4UH. Curbs have a sure-grip long wearing non-slip surface. Heavily
constructed. Used for training in ualking techniques as wetl as balance.

UNIT OF HEIGHT UiOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- 8TtJs/
1SSUE : in: 44 0 lb 1: --- HZ: SUITCH: OEIJT:

EA
HOUR :

cm: 2: 111 1;: o kg 2: --- n/a Wa n/a n/a

M8155 6515 lSOKINETIC UNIT, TESTING ANO TREATKEMT cc c.. .A . . . .
I

Testing and treatment isolcinetic unit. Unit includes set of ueights, viny~ seat over a strong
steel ram. Used as an exercise and measurement stotion for physical therapy.

1UNIT OF HEIGHT U1OTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE : in: O 0 0 tb 1: --- lfZ: SUITCH: OiMT: UOUR :

EA cm: o : 0 0 kg 2: --- Ma n/a n/a n/a

$!8160 6515 lSOKINETIC UNIT, TREATMENT cc c.. .A . . . .

I sokinetic exercise/treatment unit. It consists of vinyl chair over a strong stee( frame. It
also includes set of ueights and measurement station. For physical therapy use.

f
UNIT OF HEIGHT U1OTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPElt- BTUs/
ISSUE: in: O 0 0 0 lb 1: --- HZ: SVITCH: OENT: HOUR :

EA cm: o 0 0 0 k~ 2: --- n/a n/a nla n~a

kE-- 6515 STIMIJLATOR, NEURWSCULAR cc c.. .A . . . .

Neuromuscular stimulator. Rugged outer casfng with all solid-state comqxments, automatic time
controi. It delivers pulses frcm O to 500 votts.

UNIT OF HEi GHT UIOTH OEPTH UE I GMT VOLTS PHASE AMPS HERTZ OEPEN- 3TUs/
1SSUE : in: 20 23 lb 1: 120 - - HZ: SUITCH: OENT: HOUR :

EA cm: 2: 50 :: 10 kg 2: --- nfa nfa n/a n/a
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m

IxE_ 6515009379697 STIMULATOR, NEUROMUSCULAR, PTBL,9X13X1O cc c.. .A . . . .

Portable neuromuscular stimulator. Unit has the alternating. interrupted modulated current of
high or low frequency superi~sed on a rectified current. “it has th~ee settings, pulse,
surge, and tetanizing, with automatic cycle timer, Unit is used to deliver modulated current
on denervated muscles.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 13 10 25 lb 1: 120 - - HZ: SUITCH: DENT:

33 25 2;’
HOUR :

EA cm: 11 kg 2: --- n/a n/a nla n/a

IM8172 6515 STIMULATOR, TRANSCUTANELX.IS ELECTRIC NERV cc c.. . . . . . .
I

Trancutaneous electric nerve stimulator, commonly ca( led TENS unit. “Device delivers current
of high or low frequency to external elect rties to provide nerve stimulation for pain relief.
Unit is battery powered and is worn bypatients in an outpatient setting.

UNIT OF HEIGHT UIDTM DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 4 3 2 1 lb 1: --- HZ: SUITCH: DENT:

EA
HOUR :

cm: o 0 0 0 kg 2: --- n/a n/a n/a nja

M8175 6515 SYSTEM, B1OFEEDBACK cc c.. .A . . . .

I
Physical Therapy biofeedback trainer. System consists of headboard, electrodes, gel, and all
the accessories necessary to amasure four psychophysiological parameters: GRR, temperature,
heart rate and muscle tension. Unit can be battery operated. Designed to be USed during

stress tests.

UNIT. OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 0 lb 1: --- HZ: SUITCH: DENT:

EA
HOUR :

cm: o 0 0 0 kg 2: --- n/a n/a nla nla 0

6515 ANALYZER, BIOFEEDBACK

Biofeedback analyzer. Unit consists of a continuous absolute temperature digital display in 3
modes with audio signal. Automatic calibration. Designed to analyze muscle training
conditions.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 2 lb 1: 120 - - HZ: SWITCH: DENT:

EA .1: 2: 1:
HOUR :

cm: 10 kg 2: --- nla nla nla nla

] P18185 6515 SYSTEM, STRESS EXERCISE, U/TREADMILL

Stress exercise system with treadmill. Unit includes: ECG amplifier, chart recorder and CRT
screen. It aiso includes programmable controllers with storage of different stress tests
parameters. Used to determine patient’s functional capacity, predict and diagnose
cardiopulmonary and vascular diseases and for rehabilitation of patients recovering from leg
injuries or other type of illness.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 65 25 28 700 lb 1: 208 1 16 HZ: SUITCH: DENT:

EA
HOUR :

cm: 163 63 71 317 kg 2: --- n/a nla n/a n~a
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1

M8190 6530 800TH, TREATNENT, ULTRAVIOLET cc c.. .C . . . .
I I

Ultraviolet treatment booth. Unit consists of a fu[l body cabinet constructed with seven
atuninun panels, magnetic door and a viewing window. The interior consists of 2 (ongwave UVA
lanp types uith a maxiszmi of 400 ms delivery radiation, a blower systeat, and air vents. lt
at so features a W@ i meter’* cent rol system for control exposure times. Used i n dermatology fol
W body treatment.

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- 8TUs/
ISSUE : in: 82 52 0 500 (b 1: 220 3 40 HZ: SWITCH: DENT:

EA
HOUR :

cm: 208 132 0 226 kg 2: --- n/a Ma n!a 17.000

N8192 6530
I

BOOTH, TREATMENT, ULTRAVIOLET , HAND-FOOT
I

cc c.. .C . . . .
I

Hand/foot ultraviolet cabinet. Unit consists of two cabinets with 12 36” ultraviolet ~anps in
each cabinet and tuo s Lotted treatment covers. Patients hands and/or feet are placed into the
qper and/or totter level cabinet throught the tr eatmmt cover siots and a cat ibrated, coq.wter
controlled dose of ultra violet light is atksinistered. Ctmtro( system provides an RS232 output
port to permit interface of the treatment cabinet to patient record keeping systems. Uhi (e the
treatment cabinet may be plugged into a convenience outlet, a dedicated circuit Hi 11 be
requird as the device draws 16 asps. Oevi ce is used in Dermatology in the treatment of
certain skin conditions with ultraviolet light.

UNIT OF HEIGHT U1OTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- ETUs/
ISSUE : in: 48 38 18 140 lb 1: 120 1 16 HZ: SUITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- n/i3 n/a n/a n/a

M81% 6530 DIATHERMY, 1 FREQ, 2,000 WATTS
I
cc c.. .A . . . .

I,
ShortKave diathermy a~ratus. Sing(e knob potter control ad s~hronous etectcic timers.
PuLsed output to 500 watts. Adjustable pulse dwation. Used in treatment rocms for heating of
a(l body areas.

UNIT OF HEIGHT WIDTE DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- STL@/
1SSUE : in: 39 20 15 325 (b 1: 120 - - HZ: WITCH: DENT: HOUR :

EA cm: 18 50 39 147 kg 2: --- nfa n/a n/a n/a

M8200 6530 ULTRASONIC UNIT, TREATMENT, MEL,15X18X1O
I

CC C.. .A . . . .
I I

k

Mobiie ultrasonic treatment unit. Continuous ultrasound, pulsed ultrasound, quartz crystal,
c-ined with electrical musc[e stisu[ation. Continuous, pulse, surse, and reciprocal
stimulation currents. Used for physiologic stimulation.

UNIT OF HEIGHT U1OTII OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTus/
ISSUE: in: 15 10 18 28 lb 1: 1201- HZ: WITCH: OENT: HOUR :

EA cm: 38 25 45 13 kg 2: --- nfa tia n/a n/a

6515 UAR)tER, RADIANT HEAT, W/PHOTOTHERAPY
I

CC C.. .A . . . .
I

Radiant heat, with phototherapy, mrmr. Constructed of double uall aluninm, insulated
between the ma(ls and finish on baked on enamei. The interior is a highly polished metal
reflector. Unit is supported on a(uninm stands. Oesigned for localized treatment ui th
radiant heat md i i ght.

UNIT OF HEIGHT WDTH OEPTH UEIGHT VOLTS PHASE ANPS HERTZ OEPEN- BTUs/
lSSUE: in: O 24 34 0 (b 1: --- HZ: WITCH: DENT: HOUR :

EA cm: o 61 61 0 kg 2: --- n/a n/a tia n/a

O,’ :
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0

E 6630 CART, UEIGHT, PHYS THER, W/UEIGHTS cc c.. . . . . . .

Physical therapy weight cart. Equipped with weights, two storage shelves, and racks to store
dumbbells. Unit is constructed of quality hardwood and mounted on 4 heavy-duty casters. Used
for weights storage.

UNIT OF HEIGHT WIDTH DEPTH 1 WEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
HZ: SUITCH : DENT:

EA

I M8215 I 6515 I LIGHT, PHOTOTHERAPY, MOBILE ICCC. .I. A....I I

Mobile phototherapy 1 ight. Unit has an adjustable stand and head with a halogen -quartz bulb.
Mounted on a whee[ed base. Used to produce a therapeutic b(end of 1 ight with the purpose of
lowering the serum bi 1 i rubin level of newborn chi ldren.

UNIT OF HEIGHT UIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 66 19 18 55 (b 1: 120 - - HZ: SUITCH: DENT: HOUR :

EA cm: 16? 48 45 25 kg 2: --- nla n/a n/a n/a

M8220 6515 LIGHT, TREATMENT, INFRARED cc c.. .A . . . .

Infrared treatment ( ight. Unit consists of a 14t’ reflector head; adjustable in any direction,
and a telescopic arm with adjustable height. Unit is mounted on a 4 ball bearing caster stand.
To be used in physica( therapy.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 82 14 0 0 lb 1: 120 - - HZ: SUITCH: DENT: HOUR :

EA cm: 208 36 0 0 kg 2: --- n/a nla n/a nl a

o

Ultraviolet light. Mercury-vapor type unit with mobile base, and adjustable arm. Counter
balance and telescoping colwnn. Removable local izer for focusing radiation to sms~ 1 areas.
Inside mounted shutters, with two pair protective spectacles, bui [t-in optical measuring
system, f i lter system, and timer. To be used in physica[ therapy during radiation treatments.

UNIT OF HEIGHT WIDTH DEPTH UE 1GHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 36 0 80 0 lb 1: 120 - 6 HZ: SUITCH : DENT:

EA
HOUR :

cm: 91 0 36 0 kg 2:--’- nla nla n/a n/a

lE2!-
6530 MIRROR, POSTURE, 3 SIDED AA A.. . . . . . .

Three sided posture mirror. Mirror frame is mounted on non-tip ball bearing casters. Mirror
is made of 1/4” plate glass, uith water proof back. For use in educational and therapy
programs.

UNIT OF HEIGHT WIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 74 30 0 0 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 188 76 0 0 kg 2:”- - - nja nla nla n/a

I M8235 6530 MIRROR, POSTURE, CRS FRAME, U/MNTD AA A.. . . . . . .

Ual 1 mounted, CRS f rame, posture mirror. Consists of a 1/4” plate glass in a sturdy corrosion
resistant frame, and water proof back. For educational and therapy programs.

\
UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 72 20 0 0 lb 1: ---

EA
HZ: SIJITCH: DENT: HOUR :

cm: 183 51 0 0 kg 2: --- nl a n/a nja nl a
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I M82fbo 6530 PARALLEL BARS, PHYS THER, HX21X4
I

cc c.. .S . . . .
I

Physic~k therapy parat(el bars. Electrical IY operated Lwrs with push button contro(. Height
is adjustable fran 25~$ to 40it, uidth adjust from 1611 to 25’1. Hand rails are chrome plated 1
1/2’; stee( tubing. Steel platform is 47’ ~ide and covered with vinyl mat on uatking area. For
physical therapy treatments.

UNIT OF HEIGHT WIDTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SUE: in: 288 780 lb 1: 120 1 15 HZ: SWTCH: OENT:

1: 1!; nf
lious :

EA cm: 353 kg 2: --- n/a rih Wa n/a

X8245 6530
I

PLATFORM, EXERCISE, U/ltAT cc c.. . . . . . .
1

Exercise piatform with mat. Platform is ruggedly constructed to resist $ents and scratches
from wheelchairs and braces. Thickly u@olstered 2U polyfoammst with nyton-reinforced tear
proof cover. $tostly used by patients in dee(chairs or with braces.

UNil OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE A)(PS HERTZ OEPEtJ- BTIJs/
1SSUE : in: 18 60 0 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 46 ?52 2: 0 kg 2: --- fua n/a nfa nfa

M&50 6530 HAT, EXERCISE c c c........
I

O!,

,,!

Exercise mat. Mat is fitted with 2“ resilient antibacterial foam. Handles are provided for
hanging or transporti~. Used in phyaicat therapy.

UNIT OF I IIEIGHT UIOTH DEPTH ] WEIGHT I VOLTS PNASE AMPS I HERTZ DEPEN- BTUs/
1SSUE : in: 24872 0 tb 1: --- HZ: SWITCH: DENT: H~R :

GA cm: 5 122 183 0 kg 2: --- n/a tia n/a n/a

6530
I

MAT, FLOOR, GYM
I

c c c........

Gym floor mat. Nat is fitled with shock-absorbing material, f~ame-proof. Nyton covered,
non-stip, acid and mildeu resistant. For use in gymnastics.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 72% 48 (b 1: --- HZ: WITCH: DEttT: HOUR :

2A cm: ; 182 243 21 kg 2: --- nfa n/a n/a n[a

N8260 6530 HOOXS, MAT, GYM cc c.. . . . . . .
I

I C@ mat hooks. Iron hook and bracket mounted on a hardwood base. Two hangers hold four 2“
mats 8 ft, I

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AXPS HERTZ DEPEN- BTUs/
ISSUE: in: 0 0 0 0 lb 1: --” HZ: SUITCH: DENT: HWR :

EA cm: o 0 0 0 kg 2: --- fVa nfa n/a n/a

M8265 3630 tfHEEL, POTTERS cc c.. it. . . .

Potter’s uheel. Stand-up mobile modet adjustable in height to accmnmdate uheetchair
patients; control (ed by either had or foot. The frame and tab[e are all welded stainless
steel. Unit features G squash pan, and a cast altaninun head. Powerful 1/3 HP motor with
variable speeds. TO be used in hospitats, c[inics, schools, and other institutions for therapy
rehabilitation, exercise, and recreation.

UNIT OF 14ElGliT WIDTH DEPTH WE1GHT VOLTS PHASE AMPS HERTZ DEPEN- BTus/
ISSUE: in: 34 4? 32 310 lb 1: ?20 - - HZ: SWITCH: OENT: HWR :

EA cm: 86 119 81 140 kg 2: --- n./a n/a n/a nla
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M8270 6530 RACK, PACK, HOT/COLD , UALL MOUNTED cc c.. . . . . . .

blat 1 mounted hot/cold pack rack, Stainless stee( rack. Used to store and dry co(d packs.

UNIT OF HEIGHT wIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 2 33 15 0 lb ?: --- HZ: SUITCH: DENT: HOUR :

EA cm: 5 83 38 0 kg 2: --- n/a n/a n{a n/a

M8275 6530 PULLEY, TRIPLEX AA A.. . . . . . .

Triplex pulley. Unit consists of tuo handles at chest level, two handles at the floor, and
tuo handles suspended from the cei iing. 24 to 105 pounds of adjustable weights. For use in
the physi ca 1 therapy department.

UNIT OF HE] GHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 120 0 0 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 305 0- : -Okg 2: --- nla n/a nla nf a

e

e

6530 EVALUATOR , HAND IMPALEMENT, COMPUTER ASS cc c.. .A . . . .

Computer assi steal hand imperement eva lust i on system. System includes electronically
i nterf aced hand dynansxnater, pinch meter, at-d goni ometer. System allous evaluation of: Grip
strength, rapid exchange, pinch strength, range of motion of minor digits - thti - and wrist,
sensation - static two point discrimination - roving two point discrimination -

“ Senwnes-Ueinstein monafi lament - and Tinei IS sign, Coverage/Cosmesis, amputat i on, pai n, edema,
and volume. System provides for assisted input of manually CO1 lected data and produces a hand
impalement rating in accordance with AMA 1989 specifications. System includes computer,
computer stand, and printer in addition to evaluation instruments.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUSI
1SSUE : in: 60 30. 25 130 lb 1: 120 1 7 HZ: SUITCH: DENT: HOUR : @

EA cm: o 0 0 0 kg 2: --- 60 NO NO n/a

6530 I SIMULATOR, DRIVING, UORK THERAPY ICC C.. I. A....]

Driving simulator used in work hardening programs in occupational and physicai therapy.
Device includes driver’s seat which may be adjusted to simulate a variety of seat
configurations and an adjustable stearing wheel/control 1 console to permit a varitey of
vehicles to be simlated. Entire system is mounted on retractable castors for mobi 1 ity wi thin
the clinic. Simulator includes vi brat i on generator in the seat section to accurately reproduce
driving stresses.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- . BTUs/
ISSUE : in: 84 30 60 250 (b 1: 120 1 7 HZ: SUITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- 60 NO NO n/a

6530 SIMULATOR, UORK THERAPY, COMPUTER ASSIST

Computer assisted work sinwlator used in work hardening programs in occupational therapy.
Device includes an exercise head, and microprocessor contro~ panel. The gimbailed exercise
head may be positioned at a variety of angles and heights to permit a varitey of patients and
work situations .to be creadted. A nutxnber of accessories permit a great variety of daily work
situations to be simulated. The work head and control panel provide outputs to a computer
assisted recorder to record patient activity, device configuration, and duration of exercise.

Device permits isotonic exercise or iscsnetric evaluation modeds. System permits objective
evaluation of patient performance and recovery.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 84 30 60 250 lb 1: 120 1 7 HZ: SUITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2:--- 60 NO NO nla
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[“-
6530 STATION, WRK THERAPY, ASSEK8LY

I
ccc.. . . . . . .

Assenbly work station used in work hardening programs in occupational therapy. Unit is 80
inch high uork statian with three uork zones uhere preconfigured modules must be fastened to a
post in a predetermined order. Nodules are bo~ted to the sttud. Stand and modules are. .
conf i$ured to regui re pat ient to reach and work i n a variety of postures as wule be
experience a rea[ uork envirorunent. Unit assists with range of motion, msnu~l dexterity,
eye-had coordination, ad general uorking tolerances in standing, reaching, bending, squatting
and kneeling positions.

UNIT OF HEIGHT U1OTH OEPTH US I GHT VOLTS PHASE AHPS HERTZ DEPEN-
1 SSUE :

8TUs/
in: 84 24 24 200 lb 1: 20-- HZ: WITCH: DENT:

EA
HOUR :

cm: o 0 0 Okg 2: --- n/a n/a nfa nfa

W300 6530
I

TABLE, EXAM/TREAT. ~ c c c........
I

Exam/treatment wood tabte. The unit is capable of supporting at least 285 ibs (120 KGP), is
of a “H’] brace design with a storage unit. inc(udes a leatherette covered 2 inch foam pad.
Pad is removable ard designed to fit the table top in a slip resistant manner. Paper dispenser
and cutter is included.

WIT OF HEIGHT UIDTH OEPTH UEIGHT WLTS PHASE ANPS HERTZ OEPEN- BTUSI
ISSUE: in: 31 30 79 180 (b 1: --- HZ: WITCH: DENT:

EA 78
HOUR :

cm: 76 200 81 kg 2: --- n/a n/a nfa n/a

NK$05 6530009269068 TABLE, EXERCISER, 30- I12x36X30 cc c.. . . . . . .

Tabte, exerciser. Heavy duty steel frame with p[astic and upholstered top. Adjustable seat
and back rest pxstion. Mounted on steel runners with two pertnanent(y munted torque units and
two each removable and interchangeable weight holders of 6, 8, end 12 inche lengths. Designed
for physica( therapy progressive resistance exercise through the use of Heights.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN-
1SSUE : in: 30 36 30

BTUs/
O lb 1: --- HZ: SUITCH: OENT:

EA
HOUR :

cm: 76 91 76 0 kg 2: --- n/a nla n/a n/a

M831O 6530 TA8LE, EXERCISER, TILT, AUTO cc c.. .A . . . .

Automatic t;lt exercising table. Tebie consists of a durable steet frame with e pedded boerd
adjuatabte to various degrees of inclination frtxn O to 90 degrees. Extra wide safety straps,
casters ~ith locking brakes. For treatment of patients in physical and rehabilitation
programs.

: UNIT OF HEIGHT UIOTlt OEPTH UE 1GHT WLTS PHASE AMPS HERTZ OEPEN-
1SSUE :

BTUs/
in: 32 74 0 lb 1: 120 - -

EA
HZ: SUITClt: DENT: HOUR :

cm: 81 : 187 Okg 2: --- ~a tia n/a n/a

)48315 6530 TA8LE, TRACTION, PHYSICAL THERAPY
I

c c c........
I

Phyaicel therapy traction table. Upholstered table top with o renovable nonfiction rolling
lmtw section for smooth efficient traction. Mounting board is height adjustable. Used in
@wiCa[ therawarins traction treatments. ..

UNIT OF HEIGHT UIDTH DEPTH UEIGHT WLfS PHASE AMPS HERTZ OEPEN-
1SSUE :

BTUs/
in: . 40 28 n O Lb 1: --- HZ: WITCH: OENT:

EA
HOUR :

cm: 101 71 183 0 kg 2: --- n/a n/a n./a n/a

O
,,
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6530 I TABLE, TREAT, HI,LO, METAL ICCC. .I. A....I

Hi/lo metal treatment table. Unit consists of a hydraulic electromechanical power system
operated with a hand-held control. Includes a bacteria-static vacuum, foam padding,
upholstered top with back section adjustable to a full chair position, irrigation pan, bui [t-in
paper rol 1, foot controt and storage space for instruments and equipment. Adjustable height
from 24” to 39”. Provides easy access for patients in wheelchair or stretcher. Designed for
general examinations as wel 1 as orthopedic and Ob-Gyn.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 39 24 72 500 lb 1: 120 1 12 HZ: WITCH: DENT : HOUR :

EA cm: 97 61 182 226 kg 2: --- nia n/a n/a n/a

6530 TRACT ION UNIT , HYDRAULIC, PORT, STND/MNTD cc c.. .A . . . .

Stand mounted, hydraulic, portable tract ion unit. Traction unit package includes: traction
machine, chair, stand and timer. The traction machine incorporates four treatment modes, and
features a pul 1 ing force from O to 200 lbs. Complete for cervical traction setup for the
hospital, clinic, or office settings.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 32 36 0 [b 1: 120 - - HZ: WITCH: DENT:

2% 81 91
HOUR :

EA cm: O kg 2: --- n/a nla n/a n/a

6515 I TREADMILL, ELECTRIC ICCC. .I. F....I

Electric treadmill. Unit consists of a strong steel frame with f rent and side handrai 1
covered with foam rubber, remote control unit, ,and walking belt with speed range from O to 10
mph . Patient-control led start/stop switch; resetable distance counter, reading in hundredths.
Patient weight capacity, 400 pounds. 1/2 HP motor is used to control the elevation of one end
of the treadmi i [. The elevation range is adjustable frcm O to 25% grade. Used along or in
conjunction ~ith electrocardiography equipment to predict and diagnose cardiopulmonary and
vascular disease, also used for rehabi litation and aids in the practice of preventive medicine.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 50 28 80 425 lb 1:120 - 30 HZ: SUITCH: DENT: HOUR :

EA cm: 127 71 203 193 kg 2: --- n/a nla n/a n/a

EXERCISER, CONTINUOUS PASSIVE MOTION

Continuous passive motion exerciser provides mobilization of a Patientls limbs with [itt~e or
no effort requi red by the patient. Used postoperative~y to mobi I ize knees or shoulders to
reduce recovery time and speed ambulation of the pat ient. Unit is motor driven, may be
adjusted to fit a variety of patients, and i ncludes adjustments for 1 inrniting the range of
motion.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 0 0 75 lb 1: 120 - 5 HZ: SUITCH: DENT: HOUR :

EA cm: 127 71 20! 193 kg 2: --- nla n/a n/a nia

M8340 DI SPLAY, EXERCISE SYSTEM, COt4PET ION RACE cc c’.. .A . . . .
I

Conptition Race Exercise system display for use in Gym. Item is used to integrate the
electronic output of several I ike exercise units into a single display and permit the people on
the exercise stands to ccsrpete and view their uork out as a race on the system display.

uMIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS
ISSUE :

HERTZ DEPEN- BTUs/
in: 69 30 23 325 lb 1: 120 1 5 HZ: SUITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- n[a nla nf a nla
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NASOPHARYNGO SCtiPE, FIBEROPTIC cc c.. .A . . . .

Flexible nasopharyngoscopa for examination of the upper nose and pharyngeel %rea .

WIT OF HEIGHT WIDTH DEPTH NEIGHT VOLTS PNASE ANPS HERTZ DEPEl$- BTUs/
JSSUE : in: o 0 0 0 lb 1: --- HZ: SUITCH: DENT: ttouR :

EA cm: o 0 0 0 kS 2: --- rife n/a nfa n{a

M8505 6515 8RONCHOSCOPE, FIBEROPTIC, U/LIGHTSWRCS cc c.. .A . . . .
1

s

F[exible fiberoptic bronchoscope, uith light source. Unit consists of a thin submersible
operating section with suction adaptor and disposable valve, large forceps channel and
autanatic camera shutter on the scope. Equipped with a fiberoptic light source. Designed for
bronchial uashin~s, large biopsy or suctioning.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PIIASE ANPS HERTZ OEPEN- sTus/
1SSUE : in: o 0 0 0 lb 1: $20 - - HZ: WITCH: DENT: HOUR :

EA Cal: o 0 0 0 kg 2: --- Ma n/a n/a w%

6515
I

WLONOSCOPE, FIBEROPTIC LIGHT/ lltAGE
I

CC C.. .A . . . .

Cotonoscope, with accessories. Unit consists of a ultra large biopsy channel, and a separate
water jet chamet. Choice of distal hood or a hoodiess tip, and eyepiece optics. Standard
accessories to inctude: biopsy forceps, channel cieaning brush, suction tube, syringe, C02
adaptor, washing and ventilator adaptor, iubricant, gas tube, and all channet irrigetor.
Designed for observation and examinations of the colon in chiidren, adults and the elderly.

UNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE ANPS HERTZ OEPEN- 9Tus/
ISSUE : in: o 0 0 0 lb 1: 120 1 1 HZ: WITCH: DENT: HDUR :

EA cm: o 0 0 0 kg 2: --- n/a nfa n/a n/a

@ill 6515 COLONOSCOPE, VIDEO, U/ACCESSORIES cc c.. .A . . . .

Colonoscope, with accessories. Unit consists of a u(tra large biopsy channei, and a separate
water jet channet. Choice of dista( hood or a hoodless tfp, and video optics. Standard
accessories to in6tude: biopsy forceps, channel cleaning brush, suction tube, syringe, C02
adaptor, washing and ventilator adaptor, tubricant, gas tube, and all channel irrigator.
Designed for observation and examinations of the colon in children, adults and the elder(y.

UNIT OF HEIGHT UIDTII DEPTH UEIGHT VOLTS PHASE ANPS HERTZ DEPEN- BTus/
ISSUE : in: o 0 0 0 (b 1: 120 - - HZ: SWITCH: OENT: U(IIJR :

2A cm: o 0 0 0 kg 2: --- n/a n/a n/a n/a

I M8512 6515 OUCOENOSCOPE, V1OEO, U/ACCESSORIES
I

cc c.. .A . . . .
I

Duodenoscope, with accessories. Unit consists of a uttra large biopsy channel, and a separate
water jet channel. Choice of distai hood or a hoodless tip, rind vi$eo optics. Standard
accessories to include: biopsy forceps, channel cleaning brush, suction tube,syringe, C02
adaptor, uashing and ventilator adaptor, Lubricant, gas tube, and all channel irrigator.
Designed for’observation and examinations of the colon in children, adu(ts and the elderly.

UNIT OF HEIGHT UIOTH DEPTH WEIGHT VOLTS PHASE AHPS HERTZ DEPEN- OTUs/
1SSUE : in: o 0 0 0 Lb 1: 120 - - W: WITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- n/a n/a n/a n/a
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a

E

E

6515 DUOOENOSCOPE, FIBEROPTIC, U/ACCESSORIES cc c.. .A . . . .

Duodenoscope, ni th accessories. Unit consists of a ultra large biopsy channe[, and a separate
Mater jet ‘channel. Choice of distal hood or a ho@less tip, and fiberoptic. Standard
accessories to include: biopsy forceps, channel cleaning brush, suet ion tube, syringe, C02
adaptor, washing and vent i later adaptor, lubricant, gas tube, and al [ channel irrigator.
Designed for observation and examinations of the colon in children, adults and the elderly.

UNITOF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
ISSUE: in:

BTUs/
0 0 0 0 (b 1: 120 - - HZ: SUITCH: DENT: HWR :

EA cm: o 0 0 0 kg 2: --- nl a nla n/a nla

6515 ENDOSCOPE - MOTHER/DAUGHTER DUO-CHOLEO cc c.. .A . . . .

Mother/daughter duodenoscope/choledochoscope. Mother scope with 14.8 mn outside diameter,
5.5 m channel, 122 cm working length and 80 degree fiel of view to the side with 5 degree
retrograde view. Angul ates 120 degrees up, 90 degrees dom, 110 degrees right, and 90 degrees
left. Daughter Scope has 4.5 mn outside diameter, 1.7 tmn channel diameter and 188 cm working
length with 100 degree fie (d of view. Angulates 160 degrees up and 100 degrees down. 1s
SUppl ied with a variety of standard accessories for treatment, diagnosis, and maintenance.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 0 lb 1: 120 - - HZ: WITCH: DENT : HOUR :

EA” cm: o 0 0 0 kg 2: --- n} a nla nf a nj a

GASTROSCOPE, FI BEROPT 1C cc c.. .A . . . .

Fiberoptic gast roscope. Completely submersible unit with wide channel smooth distal end and
laser coated optics. I nc (udes remote cent rol. Standard accessories to i nc 1ude: biopsy
forceps, c1 eani ng brush, washing adaptors, and others. Designed to detect gastropathological
changes in the stomach.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT “VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 lb 1: 120 - - HZ: SWITCH: DENT:

EA
HOUR :

cm: o 0 : 0 kg 2: --- n/a nja n/a nia

M8516

Video gastroscope. Completely sutxnersible unit with wide channel smooth distal end cccl, and
(aser coated optics. 1nc ludes remote control. Standard accessories to include: biopsy
forceps, c 1eani ng brush, Mashing adaptors, and others. Designed to detect gastropsthological
changes in the stqnach. Image receptor is a CCD minature camera ui th remote control uni t.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: O 0 0 0 lb 1: 120 - - HZ: SUITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- n/a n/a nia n/a

M8516 6515 GASTROSCOPE , VIDEO cc c.. .A . . . .

Video gastroscope. Completely sutnnersible unit with wide channel smooth distal end cccl, and
Laser coated optics. Includes remote control. Standard accessories to include: biopsy
forceps, cleaning brush, washing adaptors, and others. Designed to detect gastropathologicat
changes in the stomach. Image receptor is a CCD minature camera with remote control unit.

UNIT OF HEIGHT b/lDTH DEPTH WEIGHT VOLTS PHASE AMPS
ISSUE : in:

HERTZ DEPEN- BTUs/
0 0 0 0 lb 1: 120 - - HZ: SUITCH: OENT:

EA
HOUR :

cm: o 0 0 0 kg 2: --- nla n/a n/a nla
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I H8520 6515 ~ LAPAROSCOPE, FIBEROPTIC SYSTEM IcCC. .I.A. ..FI I

Fiberoptic laparoscope system. System consists of an insufflator with adjustable flow rate, a
built-in turret nith fiber optic light, and e backup high intensity tam. Includes a generator
with monopolar and bipolar outputs. For use during diagnostic and operative emloscopic
procedures.

UNIT OF HEfGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN - BTUs/
ISSUE: in: 0 0 0 (b ?: 120 - - W: WITCH: DENT: HOUR :

EA cm: : 0 0 0 kg 2:--- n/a n/a n/a tia

MO% 6S15
I

LASER, SURGICAL, C02, ME.81LE CCC.. .D . . . .

C02, mobite, surgical laser. Unit consists of a laser tube containing the laser medium laser
P, coo(ing system, and aiming system, enclosed in a uhei?~ed steei frame. Unit delivers up
to 120 watts-on tissue. It inc[udes a microprocessor based control, variable operation and
delivery modes, regulated gas system, and a spring -balanced articulated arm. Oesigned for a
variety of therapeutic procedures, to creete a surgica~ incision, to excise or necrose deeper
tissues.

UNIT OF HEIGHT UIOTH DEPTH UEIGI$T VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 84 28 24 408 lb 1: 208 1 7 HZ: WITCH : DENT: lmlJR:

EA cm: 213 71 61 185 kg 2:--- rile nla n/a nla
i

M8527 6515 LASER, SURGICAL , KTP ccc.. .0 . . . .
I I

KTP, mobile, surgical taser. Unit consists of a taser tube containing the laser meditsn (aser
fxxnp, cooling system, and aiming system, enc(osed in a uheeted stee[ frame. Unit delivers up
to 14NN watts-am tissue. 1t includes a microprocessor based controi, vari abke operation and
delivery modes, regulated gas system, and a spring-balanced articulated arm. Designed for a
variety of therapeutic procedures, to create a surgical incision, to excise or necrose deeper
tissues.

UNIT OF liEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTus/
1SSUE : in: 28 24 408 (b 1: 208 1

2!$ 71 61
? Hi!: SWITCH: DENT: UWR:

EA cm: 185 kg 2: --- n/a n/a n/a n/a

M8530 1 6515 MICROSCOPE , OPERA1’1 NG, CEILING KOWTEO CCC. ..O...O
I

Cei 1 ins mounted operating microscope. Unit consists of a binocular microscope body equipped
with a range of accessories for co-observation, documentation, and i llunination, motorized zoon
and precision focusing system. Foot-pedal controlled. Unit is held by an adjustable arm
attached to a support mechanism cei Ling mounted. For use in ENT, ophtalmic, and neuro surgery.

Ulill OF HEIGHT UIOTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN - BTi.k/
ISSUE: in: o 364 lb 1: 220 - - HZ: SWITCH: DENT: HOUR :

EA cm: : ; o 165 kg 2:--- n/a Wa n/a n/a

M8534 6515110002691
I

MI CROSCfJPE, OPERATING, PORT, GENERAL USE cc c.. .A . . . .

Portabte operatfng microscope comptete tf/objectives end stand. Unit consists of a binocular
microscope body equipped with o range of accessories for co-observation, doctsnentation ad
iktunination. Control kiwbs equippped uith sterilizable hmdles. JWunted on a targe
swinging-arm stand. For examinations and diagnosis in medical consu~tmcies and as a training
and laboratory i nstrment. Configure d for use in ENT, Hand surgery, etc.

WNiT OF HEIGHT UIOTH DEPTH UEI G)tT VOLTS PHASE AMPS HERTZ OEPEN - Bnw
ISSUE : in: 54 24 130 (b 1: 120 - - HZ: SUITCH: DENT: HWR :

2A cm: 137 61 E 60 kg 2: --- Wa n/a nla nfa

o‘1
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M8535 65151 [0002491 MICROSCOPE , OPERATING, PORT Cc c.. .A . . . .

f
Portable operating microsco~ conplete w/objectives and stand. Unit consists of a binocular
microscope body equipped with. a range of accessories for co-observation, documentation and
illumination. Control knobs equippped with steri 1 izable handles. Mounted on a large
swinging-arm stand. For examinations and diagnosis in ~dical consul tancies and as a training
and laboratory instrument. Configure d for use primarily for eye and neuro surgery.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
1SSUE :’

BTUs/
in: 54 24 22 130 lb 1: 120 - -

EA 137 61 56
HZ: SWITCH: DENT: HOUR :

cm: 60 kg 2: --- nla n/a n/a nl a

M8540 6530 MICROSCOPE , OPERAT1 NG, WALL MCYJNTED cc c.. .A . . . .

Wal 1 mounted operating microscope. Unit consists of a binocular microscope body and a
structural support-cei [ ing nmunt. The microscope body is usually held by an adjustable arm
attached to the support mechanism. Enclosed in the body tube of the microscope there’s a
magnification changer to determine the magnification ratio. The lens system consists of 8X
IOX, 12.5X, ’16x and 20X objectives. It also includes a special fiberoptic (amp with
beamspiitter, manua~ of pedal focusing controls, and zoom capsbi 1 i ties. Usad in clinics,
hospitals, a nd doctor’s during surgery to clarify the surgeon’s view of microscopic structures.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
1SSUE :

BTUs/
in: o’ 0 0 0 tb 1: 120 - - HZ: SWITCH: DENT:

EA cm: “o
HOUR :

0 0 0 kg 2: --- nla nla n/a nl a

E
6515 SIGMOIDOSCOPE, FIBEROPTIC, ADULT OR PED. cc c.. .A . . . .

Adult/pediatric fiberoptic sigmoidoacope. Unit consists of an ultra wide biopsy channel and
separate water jet channel, submersible operating section, and r.enwvable air water and suction
valves. Standard accessories to include: biopsy forceps (2), cleaning brush, suction tube,
syringe, C02 adaptor, washing and venti lation adaptor, and distal end hood. For use in the
operating room.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
1SSUE : in: o 0 0 lb 1: 120 1 6

EA
HZ: SWITCH: DENT: HOUR :

cm: o : 0 0 kg 2: --- 60 NO NO nla

M8546 6515 SIGMOIDOSCOPE, VIDEO, ADULT OR PED. cc c.. .A . . . .

Adult/pediatric -video sigmoidoscope. Unit consists of an ultra wide biopsy channel and
separate water jet channel, submersible operating section, and removable air water and suction
va Ives. Standard accessories to include: biopsy forceps (2), cleaning brush, suet ion tube,
syringe, C02 adaptor, washing and venti lation adaptor, and distal end hood. For use in the
operating room, Image receptor is a CCD camera with remote camera control system.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUS/
1SSUE : in: o 0 0 0 lb 1: 120 1 6 HZ: SWITCH: OENT: H@R :

EA cm: o 0 0 0 kg 2: --- 60 NO NO nla

I M8546 I 6515 I SIGMOIDOSCOPE, VIDEO, AOULT OR PED. I“ccc. .I. A.. .. I I

Adult/pdiatric video sigmoidoscope. Unit consists of an u[tra wide biopsy channel and
separate water jet channel, submersible operating sect ion, and removable air water and suction
va 1ves. Standard accessories to include: biopsy forceps (2), cleaning brush, suction tube,
syringe, C02 adaptor, washing and venti lation adaptor, and distal ecd hood. For use in the
operating room. Image receptor is a CCD camera with remote camera control system.

UNIT OF HEIGHT WIDTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 0 lb 1: 120 1 6 HZ: SWITCH: DENT:

EA
HOUR :

cm: o 0 0 0 kg 2: --- 60 NO NO n/a

9
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N8S50 6515 SWRCE, LIGHT, FIBEROPTIC
I

CCC.. .A . . . .

Fiberoptic light source. Unit inciudes variable air control system, buiit-in emergency lsnp,
bui[t-in autmatic exposure system with suction controt mit, and set point memory and lock
button. Buitt-in LED indicator. Used during surgery to provide light transmission.

UNIT OF HEIGHT WIDTH OEPTII UEIGIIT VOLTS PHASE AXPS HERTZ OEPEN- BTus/
1SSUE : in: O 0 0 33 lb 1:120 - - HZ: WITCH: OENT: HOUR :

EA cm: o a o ?5 kg 2: --- nla nla n.la n/a

nassl 6515
I
SiMWE, LIGHT, FIBEROPTIC HEADLAMP, REG

I
cc c.. .A . . . .

Fiberoptic light source for surgical head[anps. This unit prwides color correc tad light for
surgical procedures uhere @tomography is not required.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AUPS HERTZ DEPEN- 8TUs/
1SSUE : in: O 0 0 33 lb 1: 120 - - HZ: SWITCH: OENT: UOUR :

EA cm: 0 0 0 15 kg 2: --- nfa nfa n/a nla

u8552 6515 SWRCE, LIGHT, FIBEROPTIC HEAOLAKP, PUOTO cc c.. .A . . . .
I

Fiberoptic light source for surgical headlamps. This unit provides cotor correc ted light for
surgicai procedures where photography is performed. Uses high int ensitry zenort lamp for photo
fiash.

UNIT OF HEIGHT UIOTH DEPTH WE1GIIT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE: in: o 0 0 33 lb 1: $20 - - HZ: WITCH: OENT: HOUR :

EA cm: o 0 0 15 kg 2: --- nJa n/a n/a n/a
,

M8555 6515 INSUFFLATOR, AUTOMATIC CONTROLS cc c.. .A . . . .
I

, I

l.E!.!-

Automatic contro(ted insufflator is used to infuse C02 during endoscopic and Las er surgery.
Unit provides contro(ied pressure of C02 within the cavity of inter est and etiminetes air frcm
the site.

UNIT OF HEIGHT WIDTH OEPTH UEIGNT VOLTS PHASE AMPS HERTZ OEPEN- 3TUs/
rssuE: in: o 0 0 33 Lb 1: 120 - - HZ: SUITCM: DENT: HOUR :

EA cm: o 0 0 15 kg 2: --- n/B rtia nla n/a

65!5
I

VIOEO ENHANCEMENT SYSTEM, ENDOSCOPY
I

CCC. ..A . . . .
I

Endoscopy video e.tiancemem system allow the images from up to 8 endoscopy proc edures to be
captures and saves for iater review. System permits freeze frme n ith ?/4 size live images
during a procedure. Patient data and images are integr atad on the system an my be printed
out through a potoroid fi(m printer. Endos capy reports may be generated on the system and be
printed out uith a stsndard t ext printer. System consists of Image processing system at each
endascopy [oCat ion, a scheduling console, a central image owtagement consoie and one or more
re mote reporting consoles.

uNIT OF HEIGHT U1OTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: a o 0 0 lb 1: 120 - - HZ: SU[TCH: OENT:

EA
14WR :

cm: 106 66 178 226 kg 2: --- n/a n/a n/a n/a

o,’,
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E

F

6515 i VIDEO SYSTEM, ENDOSCOPY U/CART Iccc. .I. A...FI I

Endoscopic video system uith cart ui 11 include a high resolution color camera, a high
resolution 20 inch high resolution video monitor, a VHS video cassette tap e recordig system,
an electronic control led insufflator system, a dual output electrosurgery unit, and a high
intensity 1 i ght source appropriate to video endo scopy. Adapters and beam splitters must be
purchased and specified with the endoscopy instruments.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0’0 0 lb 1: 120 - - HZ: SUITCH : DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- nla nl a nl a nl a

6515 VIDEO SYSTEM, ENDOSCOPY , CCD SCOPES cc c.. .A. ..F

Endoscopic video system with cart wi 11 include a high resolution control system high
resolution 20 inch high resolution video monitor, a VHS video cassette tap e recordig system,
an electronic control led insuff later system, a dual output elect rosurgery unit, and a high
intensity ( ight source appropriate to video endo scopy. Adapters and beam splitters must be
purchased and specified with the endoscopy i nst rumants.

UNIT OF HEIGHT UIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 0 lb 1: 120 - -

EA
HZ: SWITCH: DENT: HOUR :

cm: o 0 0 0 kg 2:--- n/a n/a n/a n/a

9

M8650 6515 SYSTEM , ESOPHAGEAL MOT I L 1TY RECORDING/A cc c,.. .A . . . .
1

Automated esophogea 1 mot i 1 i ty recording and ana 1ysis system. Provides automated standard
protocols for moti 1 i ty monitoring and records the results of tests. S ystem permits analysis
of the results, generation of c1 inical reports and printi ng of the results. System i nc 1udes;
infusion pump, mechanical moti 1 ity transduc er system, computer supported monitoring, printer o
and appropriate software.

UNIT OF HEIGHT WIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 0 lb 1: 120 - - HZ: SWITCH: DENT : HOUR :

EA cm: o 0 0 0 kg 2; --- nla n/a n/a n/a

M8655 6515 RECORDER, ESOPHAGEAL MOT IL I TY, AMBULATOR cc c.. .A . . . .
1 1

Automated ambulatory esophogea 1 mot i 1 i ty recorder. Unit provides for 24 hour mo nitoring of a
patient’s esophageal moti 1 ity, enteral PH, and ECG activity. Resu ~ting recording is ‘dumped’
into an automated esophogea[ analysis station for re adout and interpretation.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
1SSUE : in: o 0 0 0 lb 1: 120 - - HZ: SWITCH : DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- nla n/a n/a n/a

ANALYZER, GASTRIC FLUIDS

Gastric fluids analysis system.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN - BTUs/
1SSUE : in: o 0 0 0 lb 1: 120 - - HZ: SUITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- nla nla nla nla

M8665 6515 ANALYZER , HYDROGEN, BREATH cc c.. .A . . . .

Hydrogen breath ana [ yzer.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 0 lb 1: 120 - - HZ: SUITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- n/a n/a n/a n/a a
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U8755 6515
I

ASPIRATOR, LOU PRES/LOU WL, StlRGl CAL
I

cc c.. .A . . . .
I 1

Low pressure, 10U volune surgical aspirator. Stand mounted stainless steel unit. 1/8 HP
motor uith variable suction intensity. lt includes 600 ml graduated co~lection bottle,
hydrophobic bacteria fitter, a precisfon suction regulating valve, timer, and a foot regulator.
For post operative surgical Mound drainage, and general suction use.

UNIT OF HEIGHT UIOTH OEPTH WE1GHT VOLTS PHASE AMPS HERTZ OEPEN- 8TUs/
ISSUE: in: 38 18 17 69 lb 1: 120 1 20 HZ: SUITCH: OEMT: HOUR :

EA cm: 96 45 43 31 kg 2: --- 60 NO NO n/a

~ M8760 6515 ASPIRATOR, UTERINE, M031 LE
I

cc c.. .A . . . .

Btobi[e, uterine aspirator. A( ( stainless steel top with a protective rubber Ixs!per mounted on
a mobile cabinet with casters. Includes an explosion proof motor, two 1400 cc collection
bottles, vacuasn gauge, vacuun control, and storage drawer. Flow range to 4.00 cu f t per
minute. Used in hospi ta 1s operating room or other areas Mere curettage is necessary.

UNIT OF lfEIGHT WIDTH OEPTH WE1GH7 VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 42 26 18 125 lb 1: 120 - - HZ: SWITCH: DENT: HOUR :

EA cm: 107 65 47 57 kg 2: --- n/a n/a nla n/a

1M876S 6515 ASPIRATOR, LON PRESS/HIGH VOL, CHEST/ABDC#
I

cc c.. .A . . . .
I I

O,!,,,’

Chest/abdomen. Low pressure, hi~h vduae suction apparatus. Durable stainless stee[ console
unit. Stand mounted. Stand inctdes 2 1/2’] casters, with chemicat resistant top. Unit
includes collection bottte, bacteria filter, suction regu~atirtg valve and drainage tubes. Used
for chest or abdominal drainage fran O to 50 cm of water for rapid renovat of fluids and gas
from the pteural cavity.

UNIT OF HEIGHT WIDTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE: in: 38 63 lb 1: 120 1 - )tZ: SWITCH: DENT:

EA 96 ;: ;:
HOUR :

cm: 28 kg 2: --- n/a n/a n/a n/a

6515 ASPIRATOR/PRESSURE UNIT, GEN PURPOSE
I

cc c.. .A . . . .
I

Generak purpose suction/pressure apparatus. Double stainless steel console unit with a 1/8 HP
motor, starxhuunted. Stands irulude 2 1/2” castera ~ith chemical resistant top. P-
suction capacity: 22 (fan. Unit inc(tdes collection bottte, bacteria filter, suction
regulating valve. Used for oral/nasat, trachaet suctioning and other emergency ~rposes.

UNIT OF HEIGHT WIDTH OEPTH UE I GHT VOLTS PHASE M(PS HERTZ DEPEN- BTUs/
ISSUE : in: 38 76 lb -i: 120 1 - HZ: SWITCH: OENT:

96 ;; i;
liOUR :

EA cm: 34 kg 2: --- n/a Wa nla n/a

I
M88D0 6530

I
TABLE, ANESTHESIA, MEL, 32x27X18 c c c........

I

Mobile anesthesia table. Strongiy-built stainless steel cart body equipped ~ith 4-bottles,
cospietely adjustable IV stand, 3-storsge drawers, top bar, ad removable receptacle. Unit is

mountedon 4*Y casters, and is equipped with 110 volt retractile cord with four ground outlets.
Supply storage unit for anesthesiologists and anesthetists.

UNIT OF HEIGHT WIOTH DEPTH UE 1GHT VOLTS PHASE AKPS HERTZ DEPEN- BTUs/
1SSUE : in: 32 27 18 145 lb 1: --- HZ: .SUITCH: OENT: HOUR :

EA cm: 81 68 45 65 kg 2: --- nla n/a nfa n/a

o
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0

6530 TABLE, INSTRUMENT, CRAN1OTOMY, OVERHEAD cc c.. . . . . . .

Overhead craniotomy i nst runent table. Al 1 stainless steel welded construction, mounted on 3“
bal l-bearing casters; two equipped with foot brakes. Adjustable height. For instruments and
diagnostic equipment during surgery.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 60 40 0 100 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 152 101 0 45 kg 2: --- n/a nl a nl a nl a

M881 o 6530 STAND, MAYO cc c.. . . . . . .

Adjustable 2 casters/2 skids, instrument table. Corrosion resistant stainless steel. Unit
mounted on two casters and two skid rai 1s. Telescopic upright adjusts from 39 inches to 62
inches with automatic locking device, and removable instrument tray. Designed for use in the
oparat i ng room.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 39 lb 1: --- HZ: SWITCH : DENT: HOUR :

EA cm: 1;; o 0 18 kg 2: --- n/a nla n/a n/a

TABLE , I NSTRUMENT/DRESS1 NG, AMG,35x72x15

Angu[ar instrument/dressing table. Heavy duty design and stainless steel construction. Tops
and shelves are hemned and bent together to form a sturdy sound -deadened surface. Mounted on
electrical ly conductive bal l-bearing casters. For the operating room.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 35 64 16 150 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 89 162 41 68 kg 2: --- nia n/a n/a n/a

M8820 6530 TABLE, INSTRUt4ENT/DRESSI NG, CRS,22X18X32 cc c.. . . . . . .

Instrument/dressing table. Table is supported by four uprights with sound-deadened tops
welded c~osed, a~ t corrosion resistant stainiess steel construction. Unit includes cent i nuous
guard rai 1s, and is mounted on 3“ bal 1 bearing swivel casters. Designed for instruments and
dressing supplies in the OR, as we( 1 as a general purpose table.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN - 8TUs/
1SSUE : in: 30 32 18 55 Lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 76 81 45 25 kg 2: --- nla n/a nl a n/a

M8825 6530 TABLE, instrument/DRESSING, CRS,48X41X24 cc c.. . . . . . .

Instrument and dress i ng table. Made of corrosion resistant stainless steel with a sound
-deadened top. Includes guard rai 1, shelf and two drawers; mounted on swivel bal l-bearing,
casters.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 34 36 20 100 lb 1: --- HZ: SUITCH: DENT: HWR :

EA cm: 86 91 51 45 kg 2: --- n/a n/a n/a n/a

M8830 6530 TABLE , INSTRUMENT/DRESSING, MBL ,35x20x16

Mobile,’ instrument/dressing table. Corrosion resistant staintess stee( mobi le table with
sound-deadening shelf and drawer mmunted on 2°1 base bearing casters. Designed for al 1 purpose
use in the hospital or clinic.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 35 20 16 45 [b 1: --- HZ: SUITCH: OENT: HOUR :

EA cm: 89 51 41 20 kg 2: --- n/a n/a rt/a nf a
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6530
I

CARRIAGE, PAIL, CRS, W/O PAIL
I

cc c.. . . . . . .
I

Carriage, pail (kick bucket) CRS. Consists of a stainless steel ring type carriage mountd on
bak[ bearing casters. Includes circular non-marring txmper. For use in the surgical operating
room.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AI(PS HERTZ DEPEN- BTus/
ISSUE: in: O 0 0 5 (b 1: --- HZ: SUITCH: DENT: HOUR :

2A cm: o 0 0 2 kg 2:””- n/a tia nfa n/a

MG905 ~ 6s30 PAIL, UTILITY, CRS, U/O CARRIAGE ccc.. . . . . . .

I Utility pail (kick bucket). Consists of stainless steei 12 quart bucket. For use in surgicai
operating rooms. I

UNIT OF

I

HEIGHT IJIOTH OEPTH MEIGHT

I

VOLTS PHASE ANPS HERTZ L)EPEN- BTUs/
1SSUE : in: o 0 0 12ib 1:- - - HZ: SWITCH: DENT: HOUR :

EA cm: o 0 0 5kg 2:--- tia n/a n/a n/a I

MG91O CART, SURGICAL CASE
I

cc c.. . . . . . .
I

Surgicat case cart. Unit consists of tuo hinged cabinet sections, each section equipped uith
tuo putt-out shetves with stops. The entire unit is mounted on six heavy duty conductive
swivel casters. Used to transport surgical packs and supplies to surgery, amd soiled items
back to central supply.

UNIT OF HEIGHT MIDTH OEPTH WEIGHT VOLTS PHASE ANPS HERTZ DEPEN- BTus/
ISSUE: in: 38 60 220 tb 1: --” HZ: SUITCH: OENT: HOUR :

EA cm: % E ?02 100 kg 2: --- n/a n/a nfa nfa

w

CART, SURGICAL ORESSIUG, CRS, MBL,37X54X23 cc c.. . . . . . .

Mobite, surgicat dressing cart. A[l corrosion resistant stainless steel. Unit is mminted on
casters, with CRS basin and pait, with supports, and two sounddeadenfxi shetves; Imth with a
solid round guard rait. Oesigned for transporting and storing dressing suppties.

UNIT OF HEIGHT UIOTH DEPTH WE i GHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 39 20 S3 100 lb 1: --- HZ: SMITCH: DENT: HOUR :

EA cm: 99 51 13s 45 kg 2: --- n/a nla nfa n/a

6S30007091000 STAND, BASIN, C!?S, MOBILE, 00UBLE cc c.. . . . . . .

CRS, mobile, doubte basin stand. Staintess steel corrosion resistant frame, formed by two
contirtuous inverted W] shaped tubes, forming four legs and mounted on casters. Circular rings
uelded to top receive tuo removable 7 quart staintess steel basins. For open heart ad other
procedures.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PltASE AMPS HERTZ OEPEN - 8TUs/
1SSUE : in: 33 28 40 lb 1: --- HZ: SUITCH: OENT: HOUR :

EA cm: B4 ; 71 18 kg 2: --- n/a n/a nla nla

M892S 653000?001025 STAND, BASIM, CRS, M021LE, SINGLE cc c.. . . . . . .
I

Single, CRS, mobile basin stand. All heavy gauge corrosion resistant stainless steel
construction, with 7 quart stain{ess basin. Uprights formed of two continuous inverted W’
shaped tubes, forming four (egs and mounted on casters. For use during surgery or treatment.

UNIT OF HEIGHT WIOTH OEPTH NEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 33 15 28 20 lb 1:-”- HZ: SWITCH: DENT: fl~R :

2A cm: 83 38 71 9 kg 2:-n- /a n/a n/a n/a
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E
6530 I STAND, CEILING, MICROSURGERY IAAA. .I. F...EI

Micro-surgery ceiling stand. Consists of a ceiling mounted COIW housing a power supply unit
and hydraulic pumping system. Features free movement along the surgery site, hand or foot
switch, Minimum ceiiing clearance: 3.25 meters.

UNIT OF HEIGHT UIOTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: O 0 0 551 lb 1: 220 - - HZ: SWITCH: OENT: HOUR :

EA cm: o 0 0 220 kg 2:--- n/a nla n/a nla

M8935 STANO, INSTRUMENT/TREAT, CRS, 64X36X20 cc c.. .A . . . .

Instrument/treatment stand. Unit consists of tuo upper shelves, 12 inches deep, tuo lower
shelves, 12 inches deep, two lower shelves, 15 inches deep. All stainless steel construction.
Equipped with guard rails. Designed for instruments and treatment supplies storage.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
[ SSUE : in: 64 36 20 225 tb 1: --- HZ: SWITCH: OENT:

EA
HOUR :

cm: 163 91 51 102 kg 2: --- nia nla nla n/a

M8940 6530 STOOL, ANESTHESIA, U/BACK cc c.. . . . . . .
I

Anesthesia stool with beck. All stainless steel with wel~-curved back panel, and wide
conductive seat. Oesigned for the anesthesiologist during surgical procedures.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- OTUs/
ISSUE: in: 30 14 0 22 lb 1: ---

EA
HZ: SUITCH: OENT: HOUR :

cm: 76 36 0 10 kg 2: --- n/a nla n/a n/a

a

6530 STOOL, SURGEON, REVOLVING

Revolving surgeon’s stool. Equipped with upholstered seat w/conductive cover. Adjustable
height. For use in the operating room and in patient treatment areas.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 29 14 0 13 lb 1: --- HZ: SUITCH: OENT: HOUR :

EA cm: 74 36 0 6 kg 2: --- nl a n/a nla n/a

Unit contains a proportional controller to regulate temperature in the water bath, and an
audible high temperature alarm. Designed to provide a stable temperature for the controlled
warming of blood or other fluids being transfused to a patient.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
lSSUE:

BTUS(
in: 10 8 15 lb 1: 120 - - HZ: SUITCH: DENT:

EA 25 1$ 20
HOUR :

cm: 38 kg 2: --- n/a nl a n/a n/a

CHAIR, SURGEON’S, POWERED cc c.. .A . . . .

Powered surgeon’s chair provides ENT, Ophthalmic, and Neurosurgeons a powered pl atform from
which to operate. Chair is controlled by foot switch and provides c ontrol of eievation, left
and right shift. Chair provides adjustable arm rests.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 0 lb 1: 120 1 8 HZ: SWITCH: DENT:

EA
HOUR :

cm: o 0 0 0 kg 2: --- nla n/a n/a n/a
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H8960 I
CART, SURGICAL CASE, BIRTHING ROOM

I
ccc. . . . . . . .

I
?

Surgicet case cart for use in birthing rooms. two cabinet sections, each sectio n equipped
with two pu[l-up shelves uith stops. The entire unit is mounted on four heavy duty swivei
casters. Used to transport surgica( pecks end supplies to the birthing room, and soi led items
back to central supply.

UNIT OF HEIGHT WIDTH OEPTH UEIGMT WITS PHASE AMPS HERTZ DEPEN- 3TUs/
1SSUE : in: 38 24 40 220 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 96 61 102 100 kg 2: --- n/a n/a n/a nfa

U8965
I

CART, PHYSIO UONITORING, BIRTHING ROW cc c.. . . . . . .

Physiological Honitori~ Cart for use in birthing rooms. Mu(tiple section mobil e cabinet for
storing monitoring equipoent and bedside supplies. Includes one deep drawer and an enclosed
cabinet area in addition to the monitor storage area which is equipped with a stowble door.
Monitor shelf location is uaist high and includes a puik out uriting surface.

UNIT OF HE 1GHT Ul OTM OEPTH UEIGHT VOLTS PHASE AKPS HERTZ OEPEN- OTLJs/
1SSUE : in: 54 36 22 % (b 1:--- IIZ: SUITCH: OEtJT: HOUR :

EA cm: o 0 D O kg 2: --- nfa n/a n/a nla

P(tt970 6515 WARMER , BLU)D, HIGH WLUME
I

CCC.. .A . . . .
I\

Unit contains a proportional controt ter to regulate temperature in the heat exchanger and an
audible high tenpersture ‘atarm. Oesigned to provi$e a stable temperature for the control ted
warming of blood or other fluids being transfused to a patient. Unit designed to deliver
btood at flow rates up to 200 ml per minute. Unit may be a cuff type or circulating Mater heat
exchanger.

\
UNIT OF HEIGHT btIOTH OEPTH WEI GUT WLTS PHASE AMPS HERTZ DEPEN- sTus/
ISSUE: in: 60 18 18 55 lb 1: 120 1 9 HZ: .SMITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- n/a nfa nfa rda

moos 6530009356590 TABLE. BASSINET/ORESSING ccc.. . . . . . .

Bass inetfdressi ng table. Consists of heavy tubuhr frames braced and electrical (y wetded at
att joints. it includes a 16-gauge stainless steel stiding she(f that can be extended 22”
beyond stand.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEIJ- BTLls/
ISSUE: in: 36 14 28 66 [b 1: --- 14Z: SWITCH: OENT: HOUR :

EA cm: 91 35 71 29 kg 2:--- n./a n/a n/a n/a
L

M9010 6530
I

TA8LE, CASTING ccc.. . . . . . .
I

Unit is equipped to accostnodate hip pinning and hip spica procedures. It includes a
trwtsverse A-P cassette tunne(, a foot operated brake pedai and (eg spar and traction controls.
The unit is height adjustable and is mounted on four conductive s~ivel casters. To be used
during casting procedures.

UMIT OF HEIGHT WIDTH OEPTH NEIGHT WLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 4S O lb 1: --- HZ: SUITCH: OENT: HOUR :

2A cm: o 114 22 0 kg 2: --- n/a tia n/a n/a

o‘,
,,
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k?u-
6530 lTABLE, TREAT/CASTING, HEAVy0UTY,32)(78)(301 CCC. . I . . . . . . I

Heavy duty treatment feasting table. t@unted on 3 inch square nooden iegs. Pad of 2 inches of
foam rubber covered with reinforced maroon hospital sheeting which unzips. Entire pad unit is
removable. Treatment table equipped uith shelf space and storage drawer. Comes in natural or
walnut finish.

UNIT OF HEIGHT UIOTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 32 78 30 224 lb 1: --- HZ: SUITCH: OENT: HOUR :

EA cm: 82 198 76 101 kg 2: --- 0 NO NO nla

I M9015 6530 TABLE, DRESSING, INFANT cc c.. . . . . . .

Infant dressing table. Stainless steel with mattress pad. With guard rai[s. Used in
conjunction tiith a bassinet for infant dressing.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- ETUs/
1SSUE : in: 34 58 17 28 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 86 147 43 13 kg 2: --- n/a n/a nla n/a

EM9020 6530 I TABLE, EXAM, PEDIATRIC, W/SCALE,52X42X271 CC”C. . I .A. . . . I 1

Pediatric exam table, with scale. Cabinet type, free standing unit. It consists of two
drawers and doubie cupboard, adjustable chrome legs, built-in electronic scale (1 to 30 lb.
capacity); measuring paddles, vinyl covered work surface,
dispenser.

and bui [t-in hide-a-roll, paper
Equipped with protective high rim; surrounds three sides of table top. Oesigned

for use in pediatric exam rooms.

UNIT ,OF HEIGHT WIOTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 48 23 45 275 lb 1: 120 - - HZ: SWITCH: DENT: HOUR :

EA cm: 122 58 114 125 kg 2: --- nla n/a nla nla

IM9025 16530 I TABLE, EXAM,TREAT, CABINET Iccc. .l . . . . ..l

Cabinet exam/treatment table. Cabinet type exam table with three section upholstered top
adjustable to a full chair position. Includes a stainless steel armboard that pulls out on
either side of the tube, concealed hee( stirrups, dua[ outlets, drawers, and storage space.
Unit is designed for genera( use exam/treatment rooms.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 33 27 70 330 lb 1: 120 1 6 HZ: SWITCH: DENT: HOUR :

EA cm:’ 83 69 177 150 kg 2: --- n/a n/a nla nla

IM9030 16530 ] CHAIR, EXAM/TREAT, SURGICAL, ENT ICCC. .I. A....I I

EMT exam/treatment chair. Unit is equipped with a etectrohydrau[ic lift system and mountedon
a swivel base, lockable at any point of rotation; with power controls for e(evation, reclining,
and adjusting headrest. Footrest retracts when chair is in low position. Arms of chair swing
out of way for easier patient entry and exit. For use with ear, nose, and throat operating
apparatus.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE : in: 43 25 84 340 lb 1: 12D 1 8 HZ: SWITCH: OENT: HOUR :

EA cm: 109 64 218 154 kg 2: --- nla nla n/a n/a
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H9035 7110110006217 CHAIR/TABLE, ~BINATION UNIT
I CCC. ..A . . . .

Cheir/table c@ fnatfon unit. Unit consists of an upholstered chair with foot and head
sections. Unit can be operated ad positioned to a table position by a hydraulic mechanism.
Features %emoryo power positioning, controlled by pedal switches or finger switches. For use
in ctinics, doctor$s office or treatment roam.

UNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEtt-
1SSUE :

BTUs/
in: 42 23 60 290 lb 1: 120 - - HZ: SWITCH: OENT:

EA
HCSJR:

Cm: 107 64 153 131 kg 2: --- n/a nfa n/a rva

M904(l 6530
I

CHAIR/TABLE, EXAM, ENT, COME, VARHX69X22
I

cc c.. .A . . . .
I

ENT exsmining and treatment chair/table combination. Electro-hydraulic base for raising,
towering and tilting; five action top with vinyl tr@olstered renmvable foam cushings.
Adjustable and remvab~e chair type armrests; max tretvJelenburg 4 degrees; max reverse
trendelenburg 15 degrees; buitt-in paper ho[der.

UNIT OF HEIGIIT WIDTH OEPTH WEIGHT VOLTS PHASE ANPS HERTZ OEPEN- BTUs/
1SSAJE: in: 20 76 350 lb 1: 120 - - NZ: SWITCH: OENT:

EA z 50
HOUR :

cm: 193 1S9 kg 2: --- n/a n/a n/a nfa
b

M904S 6535 OPERATING TABLE, ORTHOPEDIC, PED, LAT TILT c c c........

149050 6530 TABLE, EXAM, CRS, 2 SECT, 30x74x21 cc c.. . . . . . .
I

o

Pediatric orthopedic operating table, uith Laterat titt. It consists of a pedestai type unit.
Mounted on casters with manua[ controls for adjustmrmts and patient transfer board. Table top
includes a radioiucent section, and it indexes 180 degree. I

UNIT OF HEIGMT UTOTH DEPTH UEIGHT VOLTS PHASE ANPS HERTZ DEPEN- BTUs/
1SSUE : in: 44 20 119 450 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 111 51 302 203 kg 2: --- n/a nfa n/a nfa

2 sections, CFtS, exam table. Unit COnSi StS of a stainless Steet tuo SeCti On tab(etcp.
Adjustable head section, and les hoider streps. Mounted on crutch tips reinforced and
stabilized by l!Ht$ shaped bracing. Exam table is designed for use in general exam room.

UNIT OF HEiGHT UIDTH OEPTH UEIGHT VOLTS PHASE ANPS HERTZ DEPEN-
1SSUE:

BTIJs/
in: 33 20 150 lb 1: --- liZ: SUITCH: DENT:

EA 84 51 ?2
HOUR :

cm: 68 kg 2: --- nla nla nfa n/a

H9055 TABLE, EXAM, ORTHOPEDIC cc c.. . . . . . .
I

Orthopedic exam table. Consists of a stain[ess steel frame with pul( out drauers and storage
area. U@olstered top section adjustable to my angle. Used for orthopedic examinations.

UNIT OF HEIGHT U1OTM OEPTH NEIGHT VOLTS PHASE ANPS HERTZ OEPEN- BTUs/
1SSUE : in: 36 25 72 160 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 91 63 182 72 kg 2: --- nfa n/a n/e nla

N9060 6530
I

TABLE, E)(AN, PEOESTAL, 4 SECT, MOBILE c c c........

4 sections, mobike, pedestal type exam table. Pedestal moanted on e solid ~eeled base with
locks. All staintess steel construction Mith chraniun-p(ated surfaces. Equipped Mith foot
control pedal and e hand held crank for trendelenburg. Removab[e thick back and head section.
Table top consists of four hinged sections and side rails. Oesigned for the minor operating
rocm or out-patient surgery centers.

UNIT OF HEIGHT WIDTH DEPTli UIEIGHT VOLTS PHASE AMPS HERTZ DEPEN- $TUs/
1SSUE : in: 39 21 73 660 tb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: w 53 185 313 kg 2:--- n/a nfa n/a I-1/a
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I M9065 6530 TABLE, EXAM, PROCTO, ELEC/HYD cc c.. .A . . . .

Elect rohydraul ic protology exam tab(e. unit consists of a stainleaa steel base with an
elect rohydraul ic system with foot controls. I t includes vacuum formed vi ny( contoured top,
padded arm rest, adjustable knee rest, stainless steel drainage pan and bui [t-in paper rol 1
retainer-cutter. Designed for the gastroenterologi st.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE : in: 42 25 70 500 lb 1: 120 - - HZ: SUITCH: DENT: HOUR :

EA cm: 106 64 178 226 kg 2: --- n/a n/a nla n/a

] M9066 [ 6530 1 TABLE, EXAM, TREATMENT , ELEC/HYD ICCC. .”I. A....I I

Elect rohydraul ic treatment table. Unit consists of a stainless steel base with an
elect rohydraul ic system with foot controls. I t includes vacuum formed vinyi contoured top,
padded arm rest, adjustable knee rest, stainless steel drainage pan and hilt- in paper roll
retainer-cutter. Designed for general use in treatment rooms for minor surgi ca 1 procedures.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 42 25 70 500 lb 1: 120 - - HZ: SUITCH: DENT: HOUR :

EA cm: 106 64 178 226 kg 2: --- nl a n/a nla n/a

\ M9070 I 6530 I TABLE, OBSTETRICAL \CCC. .l. A....l I

Obstetrical table. Constructed of cast aluminum and corrosion resisting steel. Mobi le base
with adjustable height from 3210 to 461$. Consists of a two section tabletop with retractable
leg section , and hydrau( ica( ly operated mechanisms for positioning and control. Equipped with
traction handles, anesthesia screen, de[ i very knee crutches with pads, headrest, and conductive
table top and leg section. Designed for obstetrical and gynecological procedures. For use
with normal caesarean, and natural chi ~dbirth procedures.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
ISSUE: in: 46 29 34 375 lb 1: 120 1 10 HZ: SUITCH: DENT: HOUR :

EA cm: 116 74 86 170 kg 2: --- 60 NO NO nla

I M9075 \ 6530 I TABLE, OPERATING, FRACTURE , ORTHOPEDIC ICCC. .I. A....I I
L

Orthopedic, fracture, operating table. Pedestal type table with 400 pound 1 if ting capacity.
Equipped with e[ectrohydraul ic contols, rotating perineal ~st and pelvic supports and
radiographic accessories. Mounted on swivel casters, with locks. Designed for casting
procedures as wel 1 as orthopedic surgi ca 1 procedures.

UNIT OF HEIGHT W1OTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 39 20 75 800 lb 1: 120 - - HZ: SWITCH: DENT: HOUR :

EA cm: 99 51 190 362 kg 2: --- n/a n/a nla n/a
I 1 I I I I I

6530 TABLE, OPERATING, PED, 6 SECT

Pedestal type, 6 sections, operating table. Pedestal type table, mounted on a solid base with
casters and locks. Table top surf ace fabricated from radi ot rans lucent and conductive panels,
and equipped with cassette tunnels in each of the tab[e top sections. It includes:
elect rohydraul ic controls, side rai 1 locking system, grounding receptacle and dual arm support
section. Oesigned for use in the operating room in a variety of surgical procedures.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
1SSUE : in: 44 21 72 800 lb 1: 120 - - HZ: SUITCH: DENT: HOUR :

EA cm: 111 53 183 362 kg 2: --- n/a nla nla nla
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F

6530 1 TABLE, OPERATING, PED, E/P, 28X72X20 I CC C.. .B . . . . [ I

PedestBt type, expiosion proof, operating table. Tabte consists of a stainless steel W“
shape solid bese. Equipped uith an etectrohydraulic pedestal and control, a three section
explosion proof, x-ray penetrable top, and foot controls for a variety of positioning and
ad j us ttnents. Mounted on swivel casters with locks. Oesigne$ for general purpose surgery in
the operating room.

UNIT OF HEIGHT UIDTH DEPTH NE IGII1 VOLTS PNASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 42 20 75 820 lb 1: 120 - HZ: SWITCH: DENT:

EA 372 kg 2:”-’- n/a
HOUR :

cm: 107 51 191 fva n/a n/a

6530 I TABLE, OPERATING, PEDIATRIC ICC C.. I. B.. ..J

Pediatric operating table. Table consists of stainless steel pedesta[ type mounted on a solid
base. It inctudes a e(ectrohydraut ic control, exptosion proof with x-ray penetratable top,
divided into 4 hinged sections: head, back, seat and foot. Head adjusts 0-90 degrees up or
down, back 0-90 degrees up or down, seat 0-20 up or 0-105 degrees dorm. Siauttaneous
positioning operated controls at head end. Position indicators shou degrees of taterat ti [t
and trendelenburg positioning. Suive[ casters and f(oor locks, with foot operated control.
)ianuat positioning possib(e by wing foot operated pedal.

LIMIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE ANPS HERTZ OEPEN- 5Tus/
ISSUE: in: 20 800 lb 1: 120 - - HZ: SUITCH: DEIJT:

EA 1:2 51 lE
HOUR :

cm: 362 kg 2: --- n/a tt/a n/a rva
,

I , 4
I449095 653(J

I
TABLE, SURGICAL, REXDTE CONTROL CC C.. .8 . . . .

I

Remote control surgical table. Stainless steei pedestat type mounted on conductive casters,
with locks. It consists of a etectrohydraulic system with remote control and foot peda~s.
Positioning capabilities include: Lateral tilt of 30 degrees, trendetenburg and reverse
t rede I enburg. Equipped uith side reils, kidney bridge, and radio translucent top. Designed
for a variety of procedures in the operating room.

UNIT OF lfEIGHT U[DTH DEPTH UEIGHT WLTS PHASE AMPS HERTZ OEPEN- 8Tus/
1SSUE : in: 21 800 Lb 1: 120 . HZ: SWITCH: DENT:

EA 1: 53 1: 362 k$ 2: - -’ -
liWR :

cm: n/a n/a n/a n/a

TA8LE, UROLOGICAL, MANUAL TILT

Manual tilt, urol~ica~ table. Unit consists of a heavy duty cast iron footed base and
upholstered top corner. It includes a screened staintess steel basin into a storage reservoir,
adjustable Bierhoff crutches, stee( storege drauer, pul(out tag rest, and edjustabte foot
sect ion. Equipped with foot controls and fmter system for height and positioning adjustments.
Designed for use during uro~ogicat procedures, treatment, examinations and surgery.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
~SSUE :

aTus/
in: 37 27 76 850 (b 1: 120 - 6 HZ: SWITCH: DENT:

2A
HCUIR:

cm: 94 69 193 386 kg 2: --- nfa nla nfa n/a
L

L

O,,

6530 ~7A8LE, 0pEfLAllNG,6sEcT, TRAUMA ICC C.. I. A.. .. I

Pedestal type, 6 sections, operating tab(e. Pedestal type table, mounted on a solid base with
casters and locks. Table top surf ace fabricated f ran radiotrans Iucent and conductive pane is,
and equipped with cassette tunnels in each of the table top sectiorts. It includes:
e[ectroh@raul ic controls, side rai i locking system, grounding receptacle and dual arm support
section. Oesigned for use in the operating room in a variety of surgica( procedures. Table
configured to atiress the needs of traurs surgery.

UNIT OF HEIGHT UIDTH OEPTM UEIGHT VOLTS PHASE ANPS HERTZ DEPEN- BTI.W
1SSUE : in: 44 21 72 800 tb 1: ---

EA
ltZ: WITCH: .OENT : HOUR :

Cal: ?11 53 183 362 kg 2: --- n/a n/a n/a n/a
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M9115 6530 TABLE , OPERAT I )JG, ANOREUS SP 1NAL cc c.. .A . . . .

ANOREUS SPINAL FRAME SURGICAL TABLE

UNIT OF HEIGHT UIOTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 44 21 72 800 lb 1: - HZ: SUITCH: DENT: HOUR :

EA cm: 111 53 183 362 kg 2:-:’- n/a n/a nla n/a

E 6530 I BATH, SITZ, CHINA, BUILT IN, HX24X24 I A A A . . \ D . . . . . I

Vitreous china sitz bath. Shall be designed to be wa[l mounted with a height of the rim 14-16
inches above the floor. It shall be fitted with” hot and cold water supply assembly, exposed
thermostatic mixing valve with thermometer. A vacuum breaker assembly sha[ 1 be mounted 5 feet
above the floor. Bath shal 1 have a 1 -1/2 inch pop-up waste and overflow mechanism. Inlets and
outlets are 1/2 inch IPS. Unit is used in post surgical or’ del i very suites for bathing or
soaking of perineal area after surgery or delivery.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
1SSUE : in: 15 28 24 92 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 38 72 61 42 kg 2: --- nla n/a n/a n/a

4510 BATHTUB, RECESSED , 16X60X32

Enameled cast iron bath tub. It shal 1 be conplete with thermostatic or pressure balancing
mixing valve, shower fixture, bath and shower valve and diverter spout. It shall have a right
out let configuration and conform to Federal Specification WW-P-541/3A, part A Type 1, style A,
part B Type 11. Used in patient care areas for bathing and showering of ambulatory patients.

UNIT OF HEIGHT WIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 16 60 32 381 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 41 153 82 173 kg 2: --- nla nla nla nla 0

P0750 4510 BATHTUB, RECESSED 16x66x32 AA A.. D. . . . .

Enameled cast iron bath tub. It shal 1 be complete with thermostatic or pressure mixing valve.
The unit sahl 1 have a shower fixture, bath and shower valve and diverter spout. The unit shall
have a right outtet configuration. Used in patient areas for bathing and showering of
ambulatory patients.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 16 66 32 446 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 41 168 82 202 kg 2:- - - nl a nla nl a nla

PI050 4510 BATHTUB, PIER, 18x67x31 AA A.. D. . . . .

Enameled cast iron bath tub. This is a pier type tub mounted on a base unit. The drain shall
be instat led at the built-in end of the unit. Used in patient care areas for bathing and
showering of ambulatory patients.

UNIT OF HEIGHT UIOTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 18 67 31 533 lb 1: --- HZ: SUITCH: DENT: HOUR:

EA cm: 46 170 79 241 kg 2: --- nla nla n/a n/a

PI060 4530 BATHTUB, CHILD t S, EARTHENWARE AA A.. o. . . . .

Earthenware, vitreous glazed Chi id’s bathtub. Recess receptor bath with integral corner seat.
Overrim supply fitting with 1/2 inch female union inlets. Concealed shampoo fitting with
e~evated backf low preventor, spray hook, hose and spray. Thermostatic heat control for water
supply.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS. HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 0 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2:--- nla nfa nla n/a
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4510
I

VALVE, RINSE, BEOPAN, U/ OISINFECT lWJ
I

AA A.. J. . . . .

Bedpan rinsing valve with deodorant/disinfectant spray. lt shsli be wall momted abwe a
water closet having an exoposed f~ush vatve. Flush uater shall be wailable to rinse the pan
with the balance used to flush the waste. It is provided in dirty utitity rooms located in
patient care areas throughout the hospital. It shell be used to ftush and disinfect a dirty
bedpan.

UNIT OF

I

HEIGHT UIOTH OEPTH

II

UEIGHT VOLTS PHASE ARPS HERTZ OEPEN-

1

8TUs/
1SSUE: in: 35 0 8(b l:--- HZ: SUITCH: OENT: HOUR :

EA cm: 89 1: Q 4k92: --- n/a nfa nfa nfa

4510 I STATION, UASH, EYE, FLOOR RWNTEO IA AA. .IB. . . .. I

Pedestal standing eye wash station. ft shall be hand operated to provide streams of water to
clean foreign particles or liquids fran the eyes in an emsrgency situations. Used in
laboratories and areas of the hospital where arpt oyees are succeptable to exposure to foreign,
caustic or irritating matter to tha eyes.

UNIT OF HEIGHT WIOTH OEPTH NE 1GHT VOLTS PHASE AMPS HERTZ DEPEN- BTus/
ISSUE : in: 36 0 21 tb 1: --- ltZ: SUITCH: DENT: U~R:

EA cm: 92 1: 0 10 kg 2: --- nf% n/a nfa Ma

P1960 4510 STATION, WASH, EYE/FACE, COklNTER TOP AA A.. B. . . . .
I

Counter top mounted emergency eye Mash station. It shall be hand operated to provide streams
of water to ctear or dilute forei~n particies or liquids from the eyes in an emergency
situation. Unit is equiped with a stainless steel bout face spray ring and dual autonmtic
pressure compensation devices. The valve remains open until manually closed. Used in
laboratories and areas of the hospital uhere en@oyees are subject to exposure to foreign
bodies or caustic liquid titter to the eyes.

uMIT OF HEIGHT UIOT14 OEPTII EIGHT VOLTS PHASE AHPS HERTZ OEPEN- BTUs/
1SSUE: in: o 9 lb 1: --- HZ: SWITCH: OENT: HWR :

EA cm: 2: 0 4 kg 2: --- 00 NO NO nla

P20033 4510
I

STATION, UASH, EYE, WALL KOUNTEO AA A.. B.....

Uatt mounted emergency eye wash station. It shall be hand operated to prwide streams of
water to ctear foreign particles or iiquids frcm the eyese in emergency situations. Used in
(laboratories and areas of the hospital here en@oyees are succeptable to foreign, caustic or
irritating matter to the eyes.

1

UNIT OF HEIGHT MIOTH OEPTM UE I GHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 11 10 0 21 Lb 1: --- MZ: SUITCH: DENT: HWR :

EA cm: 91 $3 0 0 kg 2: --- tia n/a n/a n/a

P2050 4510
I

STATION, UASH, EYE, U/SHWER AA A.. B.....

Eswgency eye wash and shower station. It is hand held and operated eye uash and body
drenching unit. Suitab{e for flushing foreign matter from the eyes or for tota( body ftushing.
Usefut in areas where contaminants maY impregnate the eyes or other body areas. It shall be
qipped uith a hose guide bracket, a deck flange and a six foot hose.

UMIT OF HEIGHT MIOTH OEPTH UEIGIIT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: O 0 0 0 tb 1: --- HZ: SUITCH: DENT: UWR :

EA cm: o 0 0 0 kg 2: --- n/a n/a n/a nla

o
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P2100 4540 DISPOSAL, GARBAGE, 2HP, 100 LB AA A.. BC . . . .

Garbage disposal. It shall be a two horsepower versatile waste disposer suitable for
facilities where 500 to 1000 meals are prepared and served daiiy. Requires eight gallons per
minute water flo~ rate, out[et flange tapped for two inch pipa. Unit uill also have a manual
reversing switch. Unit shall c~ly with MIL SPEC No. MI L-G-15840. Muttiple electrical
configurations are available.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 30 0 115 lb 1: 208 1 6 HZ: SUITCH: DENT:

EA
HOUR :

cm: 76 i: o 52 kg 2:--- 60 NO YES n/a

P2350 4540 DISPOSAL, GARBAGE, 5HP, 400 LB AA A.. BC . . . .
1 1

Garbage disposal. It shall be a five horsepower versatile waste disposer suitable for
facilities where 2000 to 6000 meals are prepared and served daily. It requires ten gallons per
minute watwer flow rate, an outlet flange tapped for a three inch pipe. It is equipped with
adjustable legs and a manual reversing switch. Multiple electrical configurations are
avai LabLe.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 32 15 ‘o 220 lb 1: 208 3 13 HZ: SUITCH: DENT: HOUR :

EA cm: 81 38 0 100 kg 2: --- 60 NO YES nla

6530 IRRIGATOR, PERINEAL, HALL MCAJNTED

Uall mounted Persona[ hygiene irrigator. Unit has a locking fire retardent poly carbonate
cover containing a stainless steel back panel with adjustable internal water heater source
utilizing a measured cartridge of soluble cleansing materia~ with dispensing hose, handle,
shelf and vacuwn breaker. Unit requires standard cold water piwnbing connections. Suitable
for peri and cleansing for proper hygiene to promote healing of tissue through the use of heat
therapy. Unit must be wal[ mounted near a water c{oset.

UNIT OF HEIGHT UIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
1SSUE :

BTUs/
in: 19 14 0 0 lb 1: 120 1 6 HZ: SUITCH: DENT:

EA 48 36
HOUR :

cm: o 0 kg 2: --- 50/60 YES NO nl a

P2450 6530 VALVE, MIXING, THERMOSTATIC AA A.. A. . . . .

Thermostatic mixing valve with waahout hose. Used with portable uhirlpool equipment.
Thermostatic valve is used to maintain temperature between 70 and 110 degree farenheit, with a
flou rate of 20 gallons a minute. The washout hose assembly used to wash out tanks after
treatment. Used in physical therapy department to provide comfortable water temperature for
patient treatments.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 24 24 0 lb 1: --- HZ: SUITCH: DENT:

EA 61 61 2:
HOUR :

cm: O kg 2: --- nla nla n/a nla

P2455 4540 OECONTAMINATOR, SPRAY AA A.. J.. A..
1

Decontamination spray unit. Used in areas such as the morgue and food service for cleaning
and decontaminating food carts and equipment and morgue tables. It sha(( have the option of
using steam only or a steam and water mixture.

UNIT OF HEIGHT WIDTH DEPTH. WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 4% 22 9 20 lb 1: --- HZ: SWITCH: DENT: HOUR :

IEA cm: 122 56 23 9 kg 2: --- nla n/a nja nl a
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P3000 4510 LAVATORY, CHINA, 6X20X18 AA A.. o. . . . .
I

Lavatory. Sha(l conform to FEO. SPEC. lAfP-541/4A part A:Type 1 part C, Type Ii part O, Type
IV, part E, Type 1 or 11 as applicable, part F, Type 1, class 1, 2 or 3 as applicable.
Lavatory shal 1 be vitreous china. It shall be suitable for use in c(inics, offices, Hash rooms
or patient care areas.

UNIT OF HEIGHT WIDTH OEPTII WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
lSSUE: in: 6 41 lb 1: --- HZ: SUITCH: DENT:

:: :
HOUR :

2A cm: 16 19 kg 2: --- II/e n/a nla nla

LAVATORY, PATIENT, CHINA, RCS0,5.5X17X14

Recessed pat i ent lavatory. For use in patient bathrooms. Shat[ be vitreous chim suitable
for instattation in counter top. Fixture shalt be a self-rimed or shalt be provided uith a
CtiS rim trim and type 180 fitting modified with wrist action hand[es and gooseneck supply.
FED. SPEC. NO. lAf-P-541.

L

UNIT OF liEIGHT UIOTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- 8Tus/
1SSUE : in: 6 17 14 25 Lb 1: --- HZ: SUITClf: OENT: HOUR :

2A cm: 15 43 36 11 kg 2: --- n/a tia n/a n/a

~ P31OII 4510 LAVATORY, CLINIC, CHINA, 6x20x18
I

AA A.. 0 . . . . .

Ctinic lavatory. Sha[[ conform to FED. SPEC. UW-PS41/4A part A: Type V, part C: Type III with
gooseneck spout & urist action handtes, part O: Type 1, part E: Type I or II as appticab[e,
part F: Type 1, class 1, 2, or 3 as applicable. Lavatory shal~ be made of vitreous china.
Used in ctinics, offices, washroaas and patient care areas.

UNIT OF liEIGHT WIDTH DEPTH WEI GMT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 6 20 18 52 Lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 16 51 46 24 kg 2: --- nfa nfa n/a nla

P3150 4510
I

LAVATORY, CHINA, 9x24x21 AA A.. o. . . . .
I

Lavatory. Sha(l conform to FED. SPEC. Wd-P561/4A part A Type 1, part C: Type III, Part D:
Type III, psrt E, Type I or 11 as applicable, part F: Type I, ctass 1, Z, or 3 as applicable.
Lavatory shall be made of vitreous china. Used in patient care areas, washrooms, and clinics.

t
UNIT OF HEIGHT WIDTH OEPTlt UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- 8TUs/
ISSUE : in: 24 50 lb 1: --- HZ: SUITCH: DENT:

EA ~ 61
140UR:

cm: ;: 23 kg 2: --- n/a n/a n/a n/a

P320LI 4510
I

LAVATORY, CHINA, bf/SHELFEACK, 8X20X18 AA A.. D. . . . .

Lavatory uith a she[fback. Lavatory shall conform to FED. SPEC. UU-P-541/4A, Part A: Type
111, part C: Type Ill part D: Type I: part E; Type 1 or 11 as applicable, psrt F: Type 1, c[ass
1, 2, or 3 as a@icabte. Lavatory shall be made of vitreous china. Used in patient care
areas, uashroans and clinics.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 20 39 lb 1: --- HZ: SUITCH: OENT:

2: 51 u
HOUR :

EA Ctn: 18 kg 2: --- n/a nfa n/a n/a

o
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P3250 4510 ‘ LAVATORY , CHINA, W/WRIST CONTROL ,8x24x20 AA A.. D. . . . .

Lavatory. Shall conform to FED. SPEC. WW-P-541/4A, part A: Type I, part C: Type 11 I
u/gooseneck spout and urist action handles, part D: Type II u/ chain stay part E: Type 1 or 11
as applicable, part F: Type I, class 1, 2, or 3 as applicable. Lavatory sha[t be made of
vitreous china. Used for restrooms and ~ashrooms in patient care areas, c1 inics and support
areas.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE : in: 8. 24 21 62 lb 1: ---

EA 20 61 53
HZ: SWITCH: DENT: HOUR :

cm: 28 kg 2: --- nla n/a rd a n/a

P3450 4510 LAVATORY, CH 1NA, W/WRIST CONTROL ,6x20x18 AA A.. D. . . . .

Lavatory. Unit has a gooseneck spout, wrist action hand[es and open drain ~ith perforated
grid. Conforms to FED SPEC WW-P-541/4A, part A: Type V, part C: Type 111, part D: Type 3, part
E: Type 1 or 2as applicable, part F. Unit is made of vitreous china. It is suitable for use
in toilets and washrooms in patient care areas, clinics and support areas.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS
! SSUE : in:

HERTZ DEPEN- BTUs/
6 20 18 5’1 lb 1: ---

EA
HZ: SWITCH: DENT: HOUR :

cm: 15 51 46 23 kg 2: --- 0 NO NO nl a

P3500 4510 LAVATORY, SURGEON, CHINA, 11x28x20 AA A.. D. . . . .

Surgeon’s 1avatory. Shal 1 be equipped with faucet holes on 8 inch center, front overf low,
gooseneck faucet with spray, 4 inch wrist handles and a cast grid drain with 1- 1/4 inch cast
brass “P” trap. Unit is to be made of vitreous china Suitable for use as an i~ividua{
handwashing station in obstetrics, minor surgical suites, dental operatories and laboratories.

UNIT OF HEIGHT WIOTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : “:112822 55 lb 1: ---

EA ;;: 28 71 56
HZ: SWITCH: OENT: HOUR :

25 kg 2: --- n/a nla nla n/a

S1 NK, SCRUB , CHINA, 12x28x22

Surgeon’s scrub-up sink. Shal 1 be equipped with a goose neck spout with a 2 inch spray
outlet, knee action mixing va(ve with screwdriver stops. Suitable for individual surgica[
scrubbing in obstetrical and minor surgery suites, dental operatories, laboratories and
specialty clinics.

I

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS
ISSUE:

HERTZ DEPEN- BTUs/
in: 18 28 22 199 (b 1: --- HZ: SUITCH: DENT:

EA
HOUR :

cm: 46 .71 56 90 kg 2: --- n/a n/a n/a nla

4510 SINK; PLASTER, CHINA, 9.5X30X22 AA A.. D. . . . .

Plaster sink. Unit is made of vitreous china. Faucet is to be equipped with 2 inch spray, 6
inch handles with screwdriver stops, grid drain with 1-1/2 inch tai lpiece, a 2 inch outside
diameter drain connection to trap acd wal ( and a plaster interceptor trap. Space must be left
above for removal of screen for cleaning. Used in orthopedic c1 inic cast rooms, emergency
rooms and other areas where plaster is soaked or rinsed in a sink.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE : in: 10 30 22 145 lb 1: --- HZ: SWITCH: DENT:

EA
HOUR :

cm: 25 76 56 66 kg 2: --- nla nla nl a nla

9
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P3560 4s10
I

LAVATORY , CHINA, HX20X18
I

AA A.. 0 . . . . .

Lavatory. Unit shal i be equi~ uith a gooseneck faucet with aerator and 4 inch wrist
handles, f rent overflow, soap depressions and ual ( hanger. Supply pipes with loose key stops,
flexible risers, cast escutcheon, cast grid drain, 1-1/4 inch taitpiece, 1-1/4 inch cast brass
~Ip~J traP ~ e 1-1/4 fnch threaded trap flipple. This is a generai purpose use lavatory used in
pat+ent care areas nashroans, clinics and minor surgery areas.

UNIT OF HEIGHT UIDTH DEPTH NE 1GHT VOLTS PHASE AHPS HERTZ DEPEN- BTIJs/
1SSUE : in: o 20 38 lb 1: --- HZ: SU[TCM: DENT:

51 i:
ltous :

EA an: o 17 kg 2: --- nfa n/a n/a n/a

SINK, PACK, CHINA, 13-1/2x22xZ0

Pack sink. Unit is made of vitreous china. This is a wall hung unit and incides a gooseneck
faucet w/aerator, 6 fnch urist handles and a 1-1/2 inch cast brass “P” trap. Used in health
care facilities for gmeral washing requirements. I

UNIT OF

I

HEIGHT MIDTH OEPTU UEIGHT VOLTS PHASE AMPS HERTZ OEPEN-

11

BTUs/
ISSUE: in: 20 7S lb 1: --- MZ: SWTCH: DENT:

EA ;: ;: 51
HOUR :

cm: 34 kg 2: --- n/a n/a nla n/a

IP3600 4510 LAVATORY, CHINA, U/XNEE VALVE, 9X24X2O AA A.. D.....

Lavatory. The unit shall conform to FEO. SPEC. bM-541/4A, part A: Type V, part C: part D:
Type III, ~rt E: Type 1 or II as applicable. Unit is supplied with a gooseneck spout ~ith a
knee action valve. Lavatory shall be vitreous china with an open ttaste strainer, 1-1/2 inch
cast brass trap with clean out and be designed for mounting on enamel painted brackets. Used
uhere hands become contaminated and mst be washed prior to handling equifxnent or suppt ies or
uhere faucets cannot be shut off by hand after scrubbing as in minor surgery areas.

UNIT OF HEIGHT WIDTH OEPTH WEIGHT WLTS PHASE AMPS HERTZ DEPEN- 8TUs/
1SUE: in: 24 21 74 tb 1: --- HZ: SUi TCH: DENT:

~ 61 S3
HOUR :

EA cm: 34 kg 2: --- n/a n/a n/a tia

P3650 4s10
I

LAVATORY, JUVENILE, CHINA, 6X20X18 AA A.. D. . . . .

.lweni [e Lavatory. Unit shall conform to FEO. SPEC. Ud-D-S41/4A, part A: Type III, part C:
Type Ill part D: Type 1, part E: Type I or 11 as applicable, part F Type 1, class 1, 2, or 3 as
applicable. Lavatory shail be !ssde of vitreous china rind shalt be mounted with the front rim
of the ( evatory 26 inches above the floor. Used in locations throughout the faci 1 ity where
pediatric patients ui[l likely wash their hands.

UNIT OF HE 1Gifp UIDTli DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: & 20 18 41 Lb t: --- HZ: SUITCH: OENT: HOUR :

EA cm: 16 51 46 19 kg 2: --- n/a n/a n/a n/a

P3850 4510 LAVATORY, SURGEON, 2TRAY, 7. 5x28x21 AA A.. D.....

Surgeon’s lavatory. Unit shall be ma$e of vitreous china. The sink shall be equipped with
two integral instrument trays designed to permit draining into the boul. It shall include a
gooseneck supply with knee- contro( mixi~ vatve. Lavatory shal [ conform to FED. SPEC.
NU-P-S41/9B, Type 111 class 1. Used in a ctinic area to clean instruments after an exam or
procedure prior to sterilizing.

UNIT OF HE IGIFT WIOTH OEPTH UE I GHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 28 20 43 [b 1: --- HZ: SUITCH: OENT: HOUR :

EA cm: 2: 71 51 20 kg 2: --- n/a n/a n/a II/a

O,,1’,
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k

E 4510 I LAVATORY, CONSOLE, CRS, W/MIRROR CABINET I AA A . . I D B . . . . I I

Console lavatory unit. Unit is constructed of corrosion resistant steel. It is available
with optional/integral accessories including mirror cabinet, liquid soap dispenser, paper towel
dispenser, cup dispenser, waste receptacle, light fixture and electric receptacle. Requestor
must specify the oDtions and tvoe of faucet and controls desired. The unit is semi recessed in
the wall. lt is used in the facility where an integral unit is preferred.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 67 17 22 67 [b 1: 120 1 15 HZ: SWITCH: DENT: HOUR :

EA cm: 169 44 56 31 kg 2: --- 50/60 YES NO n/a

P401O 4510 LAVATORY, CONSOLE, U/O MIRROR AA A.. DB . . . .

Console lavatory unit. Unit is constructed of corrosion resistant steel and is semi-recessed
ina wall. It is available with optional/ integra~ accessories incluing liquid soap, paper
towel and cup dispensers, waste receptacle, [ight fixture and electrical receptacle.
Purchaser must specify the appropriate options and type of faucet and controls. Used in a
facility where an integral unit is preferred.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 67 17 22 67 lb 1: 120 1 - HZ: SWITCH: DENT: HOUR :

EA cm: 169 44 56 31 kg 2: --- 50/60 YES NO nl a

P4040 4510 SINK, SS, 11X25X22 AA A.. D. . . . .
1

Stainless steel sink. It includes wrist control handles, gooseneck supply, sound dampener and
a cmnb cup stopper drain with 1-1/2 inch brass body tailpiece. This is a general purpose use
sink.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- ETUs/ 0

1SSUE : in: 11 25 22 0 lb 1: --- HZ: SUITCH: DENT: HOUR :
EA cm: 28 64 56 0 kg 2: --- n/a nla nia nla

SINK, COOK’S, lCMPT, 34x28x24 AA A.. .D . . . .
t

Cook’s sink. This is a one (1) compartment stainless steel sink. The unit bowl is one-piece;
deep drawn seamless 16 gauge with all horizontal and vertical corners, generously coved. The
unitts bowl is 15 inches deep at front and 14 inches over partition. The drain hole is
furnished with crumb cup strainer and rubber stopper. This unit is used in large kitchens of
hospitals and restaurants for food processing.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE-AMPS HERTZ DEPEN - BTUs/
ISSUE: in: 34 28 24 150 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 87 72 61 67 kg 2: --- 0 NO NO n/a

SINK, UTILITY, CRS, DEEP, DBL, U/DRNBD AA A.. D. . . . .

Double deep utility sink with drainboards. Unit is constructed of corrosion resistant steel.
The drainbcmrds are an integral part of the unit. Used generally in kitchens, central material
processing, laboratories or other areas in a health care facility where deep sinks and
drainboards are required.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 108 28 350 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: “o 275 71 159 kg 2: --- n/a nla n/a n/a
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Double bowl stainless steel sink. Unit includes a ~rist control faucet, sound dampener and
crda cup stopper drain with brass body and 1-1/2 inch tailpiece. Unit is used in all areas
requiring a general service doubte bwl sink.

UNIT OF HEIGHT WIDTH DEPTH WE1GMT VOLTS PHASE AMPS HERTZ DEPEN- BTus/
ISSUE : in: 33

EA
O (b 1: ---

2: a4
HZ: WITCH: DENT: HOUR :

cm: % Okg 2: --- 0 NO NO n/8

P4700 4510
I

SINK, KOP, MOLDED STONE, 10X36XM AA A.. D. . . . .
I

Mop service sink. Also called a JMp service basin ad a mop receptor. Unit is made of moldsd
stone and is a one piece itan. lt shal~ include a service faucet hose, hose bracket mad mop
hanger. Used in utility rooms for cteaning nnps and floor cleaning equipment.

UNIT OF HEIGHT WIDTH DEPTH !iEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTus/
1SSUE : in: 36 24 70 (b 1: ---

EA ~ 92 61
HZ: SWITCH: OENT: HOUR :

cm: 32 kg 2: --- 0 NO NO n/a

P5040 4510 SHOUER, SINGLE AA A.. D. . . . .

Single shower. Personal shoMer iiith shower head, chrane plated 24 inch slide bar, adjusting
knob, suive~ hanger, and 59 inch chrome plated metal hose uith rubber Liner. Requires the use
of a mixing valve.

UNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- 8Tus/
1SSUE : in: O 0 3 lb 1: --- HZ: SUITCH: DENT:

EA
HOUR :

cm: o ; o 1 kg 2: --- da n/a nfa n/a

P51OD 4510 SHOUER, CONCEALED AA A.. O.....

Shower. Unit is the concea(ed type with thermostatic or pressure ba~ancing valve. Unit shalt
conform to FED. SPEC. NWP-!$41/7A, part A: Type III, part G: Type IA, class 1. Used in patient
roars, change and dressin~ rooms and anywhere a shouer unit is required.

U)lIT OF HEIGHT WIDTH DEPTli NEIGIIT VOLTS PHASE ANPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 7 lb 1: --- HZ: SWITCH: OENT: HOUR :

2A cm: o 0 : 3 kg 2: --- nfa n/a nfa n/a

,
I P51S0
I

4510 I SHOWER, CABINET, 88X36X36 IAAA. .ID . . . ..I I

shower cabinet. Unit shall conform to FED. SPEC. UU-P-541/7A, part A: Type 1 class 2, part
C: Type 1, class 1, part E: Type T or P. Used anywhere in the facility uhere a shower cabinet
is needed.

IIUNIT OF HEIGHT WIDTH DEPTH UE 1GltT VOLTS PHASE AMPS HERTZ DEPEN- STUs/
ISSUE: in: 36 36 86 lb 1: --- HZ: SWTCH: DENT:

EA =? 92 92
HOUR :

cm: 39 kg 2: --- 0 NO NO n/a

Ps2rlo 4510 SHOUER, EKERGEMCY, CEILING
I

AA A.. B.....

1
Emergency shower. It is a ceiling shower, chromiun plated with flange, a 10 inch
set f-clesning head and ~ith a 1 inch S1ON c(osing but self closing valve operated by a heavy
chain extending to and attoched to the floor. The shouer head shall provide a flow rate of not
less than 25 SaL[ons per minute at 30 tbs. of pressure. The sh~er shall conform to FED. SPEC.
UU-P=541/7A, part A Type 11, part C: Type 11. Used anywhere exposure to hazardous substances
may occur.

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AI(PS HERTZ DEPEN- OTUs/
ISSUE: in: O 0 0 6 lb 1: --- MZ: WITCH: OENT: HOUR :

EA an: o 0 0 3 kg 2: --- nla n/a n/a n/a
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@

SHOUER , SAFETY , F/S, U/EYE/FACE UASH

Deluge safety shower. This is a complete, maximum protection safety station consisting of a
free-standing emergency shower and an eye face wash fixture. Used anywhere exposure to
hazardous substances may occur.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT
1SSUE :

tiOLTS pHAsE AMPS HERTZ DEPEN- BTUs/
in: 0 25 45 lb 1: ---

2:
HZ: SWITCH: DENT: HOUR :

EA cm: 064 21 kg 2:--- n/a nla n/a n/a

P5230 4510 SHOWER, UALK THROUGH AA A.. D. . . . .

Ua 1k through shower. This is a complete assembly to include the top, waits and the base which
is a terrazzo type material with the drain cast as part of the floor. The unit includes a
pressure equal i zing valve with a shower head.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS
ISSUE : in:

HERTZ DEPEN- BTUs/
36 36 560 lb 1: --- HZ: SUITCH: DENT:

EA 2: 92 92
HOUR :

cm: 254 kg 2: --- n/a nla n/a n/a

P5300 6530 SHOUER, LITTER AA A.. D. . . . .

Litter shower. Used to bath bed ridden patients.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 53 33 6 0 lb 1: --- HZ: SUITCH: DENT:

EA
HOUR :

cm: 134 84 15 0 kg 2: --- 0 NO NO n/a

P531 o 4510 SHOUER, UALK THROUGH, DECONTAMINATION

Wa 1kthrough decontaminate i on shower. Used throughout the faci 1 ity where exposure to hazardous
substances require the avai 1abi 1 i ty for a wa 1k-through decontamination shower.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 84 36 36 196 lb 1: --- HZ: SUITCH: DENT: HOUR:

EA cm: 214 92 92 89 kg 2: --- nla n/a nla nl a

E

,.

5410 SHOUER, PATIENT, PSYCHIATRIC AA A.. D. . . . .

Psychiatric patient shower. Shal 1 be vandal-proof with thermostatic valve in cabinet: shower
head shal 1 be designed for prison use, shal 1 have smooth surfaces with no projection that can
be used as a catch or hook; sha(( have flat back arranged for bolting directly to the wall and
shal 1 be tapped for 1/2 inch pipe connecting to tempered water 1 ine; the head shal 1 have a
tamperproof removable face not less than 3 1/2 inch diameter; the shower head sha ( ( be
instal led not less than 6 feet above the floor and shal 1 deliver the spray within a 3 foot
circle.

UNIT OF HEIGHT UIDTH DEPTH UE I GHT VOLTS PHASE AMPS HERTZ DEPEN-
ISSUE: in: 0 0

BTUs/
0 0 [b 1: --- HZ: SUITCH: DENT:

EA
HOUR :

cm: o 0 0 0 kg 2: --- 0 NO NO n/a

I
P6150 5410 SINK, UASHING, CAGE, CRS, 16X26X24 AA A.. D. . . . .

Cage washing sink. The unit is constructed of stainless steel. [t is a floor standing unit
that can be obtained with or without drainboard. The normal height is 361’ from floor. It is
used in healthcare facilities to clean small animal cages.

UNIT OF HEIGHT WIDTH DEPTH WE1GHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 36 39 0 lb 1: --- HZ: SUITCH: DENT:

EA 92 99
HWR :

cm: z O kg 2: --- 0 NO NO nja 9
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P6340 5410 SIMK, FLUSHING RIH, 17X24X22
I

AAA. . 0. . . . .

flushing rim sink. Also celted e clinic service sink. Sink is used in utility ctosets on
wards and c1 inics for general uashout and cteaning. Pedestal bases and faucets wst be
specified separately.

UNIT OF HEIGHT bfIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- 8Tusf
1SSUE : in: 17 22 25 80 (b 1: --- MZ: SWITCH: OENT: UOUR :

5A cm: 43 S6 64 36 kg 2: --- n/a nfa n/a n.la

P6350 5410 SINK, FLUSHING RIM, CHINA, 18x26x22
I

AA A.. o. . . . .
I

Flushing rim sink. Also called a clinic service sink. It is constructed of vitreous chins
with an intergral flushing rim. It is to include e feucet with a fork brace, 6 inch wrist
control handtes, plain end spout with bucket hook ad stain~ess steei spring type front rim
guard and grid drain with a 2 inch cai(piece. If it is to be f(oor mountd then a base must be
provided. Unit is used in utility rooms to c[ean equipnent andmsteriats.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEM - BTUs/
ISSUE: in: 18 123 lb 1: --- IIZ: SWITCH: DENT: HOIJR:

2A cm: .%6 ;: ;: 56 kg 2: ”-- nfa n/a n/a n/a

P63B0 5’410 SINK, SERVICE, FLOOR, CJiR/PlAW),8X28X28 AA A.. D.....
I

Corner f(oor service sink. It can be either cast iron or pre-cast materiats. Unit is
cc+ete with Pokished chrcme plated combination hot end cold water faucet with intergral
stops, back flotd preventer, and 5 ft. of 3/8 inch cloth reinforced rubber hose. Used in
janitor closets for rinsing and hanging f(oor mops and fil~ing mop tikets.

UNIT OF HEIGHT UIOTH OEPTH WEIGHT VOLTS PHASE ANPS HERTZ DEPEN - BTUs/
1SSUE : in: 8 28 28 171 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 21 71 71 ?8 kg 2: --- n/a n/fJ nla nla
●

P6400 5410
I

SINK, UTILITY, 00UBLE, 7-3/8&12X33X22 AA A.. D. . . . .
I

I P6500

Double bout utility sink. one kmi( is 7-3/8 inch deep the other is 12 inches deep. Unit has
wrist controt faucet, nickel stainless steet polished to a satin finish, polished rim, sound
danper and includes a gooseneck faucet with an aerator, crticupst~r drain. Used as a
general purpose doubte bowl sink.

UNIT OF HEIGHT UIOTH OEPTH WE1GHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 33 0 Lb 1: --- HZ: SUITCH: OENT: HOUR :

2A cm: ;: 84 :: 0 kg 2: --- nla n/a n/e n/a

4510
I

SINK, SERVICE, CAST IRON, 11$X24X20 AA A.. o. . . . .
I

Service sink. It sha(l conform to FEO. SPEC. l&J-P-561/51, part A: Type 11, class 1, partB:
Type II, part C: Type II, with rim guard, modified without faucets or drill ir@s. Sink includes
is pdishd chraniun-plated ctiination hot and cotd water faucet uith integral stops and
extended spout. Spout ui 1( have a pai[ hook, 3/4 inch hose coupling thread and shall include a
backf 10U preventer. The faucet ui t{ be provided with a top brace and ua(l fittings for
mounting akmve service sink. Service sink wi 1 ( be made of enameled cast iron. Used throughout
the facitity in utility rooms for washing and cleaning equipwnt.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEff - aTus/
1SSUE : in: 24 20 118 (b 1: --- HZ: SWITCH: OENT:

~ 61 51
WllR :

EA cm: S4 kg 2: --- n/a nfa nfa nla

o
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E

E

4510 SINK, SCRUB, CH1 NA, IOX30X22 AA A.. D. . . . .

Surgeon’s scrub-up sink. It shall be made of vitreous china with an integral back. Unit is
to ~ ual 1 mounted on brackets or a flat bar anchored to the brackets. It will include a
gooseneck supply ni th knee-act ion mixing valve. The sink shatl also have a strainer type waste
and cast brass trap Hi th threaded c leanout plug. Sink shal 1 conform to FEO. SPEC. UU-541-9B,
Type IV, class 1 as applicable. Used as a scrub sink in surgical and clinical areas of the
facilities.

UNIT OF” HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
1SSUE :

BTUs/
in: 31 98 lb 1:--”- HZ: SWITCH: OENT:

EA :79
HOUR :

cm: E 45 kg 2: ---- nja n/a n/a nla

4510 SINK, SCRUB, CH1~A, U/FT PEDAL, 10x3Ix23

Surgeon’s scrub-up sink. Sink shal [ be made of vitreous china uith an integral back designed
for wa( I mounting on brackets or a flat bar anchored to the brackets. It includes a gooseneck
SUPPLY with foot action mixing valve, a strainer type drain and a cast brass trap uith threaded
c leanout plug. Sink shal[ conform to FED. SPEC. UM-541-9B, Type IV, class 1 as applicable.
Used as a scrub sink in surgical and clinical areas of the facilities.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS
1SSUE :

HERTZ DEPEN - BTUs/
in: 31 23 98 (b 1: --- HZ: SWITCH: DENT:

EA.
HOUR :

cm: ;: 79 59 45 kg 2: --- nf a nfa nla nla

P6920 4510 SINK, SCRUB, CHINA, U/URST CNTRL, 10X31X23 AA A.. D. . . . .

i
Surgeon’s scrub-up sink. It shal 1 be made of vitreous china with an integral beck designed
for ~al L mounting on brackets or a flat bar anchored to the brackets. It includes a gooseneck
supply with wrist control valve, a strainer type drain and cast brass trap with threaded
c leanout plug. The sink shalt conform to FED. SPEC. WU-541-9B, Type IV, classl as applicable. 9
Used as a scrub sink in surgical and clinical areas of the facilities.

UNIT OF HEIGHT UIDTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
ISSUE:

BTUs/
in: 10 31 23 98 lb 1: --- HZ: SUITCH: OENT:

EA 26 79 59
HOUR :

cm: 45 kg 2: --- nla n/a n/a n/a

SINK, SCRUB, W/KNEE VALVE, 13.5X22X19

Surgeon’s scrub-up sink. Unit is operated by a knee-action valve and gooseneck supply, Sink
shai 1 conform to FED. SPEC. UU-P-541/9B Type IV, class 1. Unit is used as a scrub sink in
surgical and clinical areas of the facilities.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN-
1SSUE :

BTUs/
in: 22 20 100 lb 1: --- HZ: SWITCH: DENT:

EA $; 56 51
HOUR :

cm: 46 kg 2: --- n/a n/a n/a nla

SINK, SCRUB, U/FT PEDAL, 13-1/2X22X19 AA A.. D. . . . .
I

Surgeon’s scrub-up sink. Unit is operated by a foot peda( valve and gooseneck supp[y. Sink
shall conform to FEO. SPEC. UU-P-541/9B Type IV, c(ass 1. Unit is used as a scrub sink in
surgical and clinical areas’of the facilities.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
1SSUE :

BTUs/
in: 14 22 20 88.lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 36 56 51 40 kg 2: --- n/a n/a nla nla
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I
-4510

I
SINK, SCRUB, U/NRST CONTROL, 13.5X22X19 AA A.. D. . . . .

Surgeon’s scrub-up sink. Unit is operated by a wrist control valve and gooseneck supply.
Sink sha[( conform to FEO. SPEC. WU-P-541/9B type IV, class 1. Unit is used as a scrub sink i!
surgical and clinical areas of the faci kities.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 22 20 80 (b 1: --- HZ: SWITCH: DENT:

~ 56 51
liOLJR:

EA cm: 36 k$) 2: --- n/a n/a n/a n/a

P6980 4510 SINK, SCRUB, SS, 1-3 BAY, U/KNEE VALVE AA A.. DB . . . .
I

Surgeon’s scrub-up sink. Unit is constructed of stainless steel polished to a nunber 4
finish. This sink unit has a hydro-mechanica[ knee operating water control valve and a knee
operated surgica( soap dispenser. It can be a one, two or three baymodet as required. used
in Surgicat suites for scrub up units for surgical teams. optional etectricat configurations
are avail abte. Oimensionat data is based on a three bay unit.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 52 28 400 (b 1: 120 1

EA
2 HZ: SWITCH: DENT:

132 2: 71
HOUR :

cm: 182 kg 2: --- 50/60 YES NO tia

I P6W0 4510
I

SINK, SCRUB, OOUBLE, AUTCNATIC
I

AA A.. DB . . . .

Surgical scrub station. Unit is a two station unit ~ith automatic controls. it inc(udes
thermostatic controt(ed water temperature setector, so(id state timer, automatically timed
scrub period, autanatic water shut-off, fuki arm itash/rinse spray, hilt-in detergent
dispenser(foot contro((ed). Unit is used in surgical suites for scrub-up units for surgicat
teams. Optiona[ electrical configurations are avaiteble.

J

UNIT OF HEIGHT MIOTII DEPTH UEIGHT VOLTS PHASE ANPS HERTZ OEPEN- BTUs/
ISSUE: in: 52 64 28 280 lb 1: 120 1 2 HZ: SUITCH: OENT: HOUR :

EA cm: 132 163 71 127 kg 2: --- 50/60 YES NO n/a

IP7500 I651O I TRAP, PLASTER, CAST fRON IAAA I. . . . . . . . I

P[aster trap. This is a cast iron sediment interceptor with side inlet, sealed side outlet.
It has a bolted removable gasketed Watertight cover, removable heavy gatavanized basket having
Lift bars, cast iron removable inlet baff[e, removable screens and clesnout at bottom for
installation on the f(oor, either recessed in a pit or flush with ftoor. Used in dental
laboratories, clinics, cast shop and snyuhere there is a need to trap solid material and
prevent it from clogging the drains. Unit is installed bstween sink and the drain.

UNIT OF HEIGHT UIOTli DEPTH NEIGHT VOLTS PHASE ANPS HERTZ DEPEN- BTUs/
ISSUE: in: 15 65 ib 1: --- HZ: SWITCH: OENT:

:: :;
HOUR :

5A cm: 38 30 kg 2: --- tia n/a n/a nfa

IP7600 I451O I TRAP, PLASTER, CAST IRON, LARGE,17X14X14 I A A A . . I . . . . . . I

Large plaster trap. It shai( have a cast-iron body, ensme[ led inside and out, clenps, cage of
heavy galvanized material and brass screens. Used anywhere in the heatthcare facility where it
is desirable to prec[ude solids from entering the drain lines. Unit is installed between the
sink and the drain.

UNIT OF HEIGHT U1OTH DEPTH UEiGHT VOLTS PHASE ANPS HERTZ OEPEN- BTUs/
ISSUE: in: 17 14 14 65 (b 1: --- H2: SUITCH: DENT: HOUR :

EA cm: 43 36 36 30 kg 2: --- n/a n/a n/a n/a
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P7650 4510 TRAP, PLASTER, CAST AL, SMALL, 10X6X6 AA A.. . . . . . .

r
Small plaster trap. It shall be made of cast a(umini.nn, rectangular ahapa with a solid top,
hinged bottom with integral baffles and 1/4 inch drain plug. The bolted bottom shall provide
easy access for removal of screens for cleaning and recovery of items in sediment bucket. Used
anywhere in the health care facility where it is desirable to preclude solids from entering the
drain lines. Unit is connected betneen the sink and the’drain.

L J

UNIT,OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 11 7 9 (b 1: --- HZ: SWITCH: DENT:

28 18 Ii
HOUR :

EA cm: 5 kg 2: --- n/a n/a nla n/a

4510 URINAL, U/H, 20X14X14.5

Urinal, wall hung. Outfit No. VU13W, FED SPEC NO. uU-P-541/2A. Used in mens restrooms.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 20 30 lb 1: ---

EA
HZ: SUITCH: DENT:

51 ; ;:
HOUR :

cm: 14 kg 2: - ,- - n/a nja nla n/a

4510 AAA.. B.. . . .

Urinal, shall be wal~ hung conforming to FED. SPEC. UU-P-541/2A, part A Type 1, style A, class
1, 2, or 3 as required. Part B: Type I or 11 style A, class 1, with chair carrier. Used in
mens restrooms.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 29 19 13 59 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 74 48 33 27 kg 2: --- n/a nla nl a nla

a

E 4510 UASHER, TUBING, HOSE BIB AA A.. D. . . . .

“Uasher with individually controlled connectors for tubing 1/8 to 1/2 inches inside diameter
(indicate number’of out(ets required). Tubing washers shall consist of 4 serrated nozzles,
each equipped with backflow preventers and individua( VOLUIW control va(ves with 1/2 (hot and
cold uatar) valved controls to the assembly. Uasher sha(i be constructed of chromiun.plated
brass. Hose nipple shall be suitable for hoses ranging in size from 1/8 inch and shall have 10
serration hose end. Backflow preventers sha[l be of the moving part and air vent type.
Control valve for nozzles shall be not less than 6 inches on center. Used to wash out

I reuseable tubing throughout the facility. I

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 0 (b 1: --- HZ: SWITCH: DENT:

EA
HOUR :

cm: : : ; O kg 2: --- 0 NO NO n/a

P8705 BIB, HOSE, DIALYSIS

I

Cold water hose bib and drain standpipe for use with portable dialyzers. Usad in the ICU and
other acute areas when a patient cannot be moved to the diatysis suite. I

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- RTUs/
1SSUE : in: o 0 0 0 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- nla nla n/a nla
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P9050 4510
I

TOILET, W/H, SIPHON JET AA A.. 8 . . . . .
I

Si@on jet Mater closet. Also called a toitet. Unit is Mall hung with m elongated bowl and
a ftush valve. It shall conform to FEO. SPEC. lAJ-P-S41/lA, pert A: Type 11, style O, ctass 9,
part C: Type IV, class 4, part O: Type 1, style F5 or F9, c(ass 2 or 30 pert E: Type i or 11,
style 1, modei A, part F: Type Il. Seat shett be Nhfte in color uith an open front without a
cover and with a check hinge. used throughout the health care facility in the restrocats.

UNIT OF HEIGHT UIOTH OEPTH UE I Gtil WLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE : in: 16 60 lb 1: --- HZ: SU!TCH: DENT:

;: 41
HOUR :

EA cm: z 27 kg 2: --- n/a n/a Ma nfa

4510
I

TOILET, U/H, SIPHON JET, AA A.. B.....
I

Siphon jet water ctoset. Also called a toilet. Unit is wall hung. Seat shall be type CEM.
FED. SPEC. W-P-541. Used throughout the facitity in restrooms.

UNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE ANPS HERTZ OEPEM- BTus/
1SSUE : in: 61 lb 1: --- IIZ: SUITCH: OENT: HOUR :

2A cm: : :; E 28 kg 2: ”-- n/a nla n/a n/a

P9120 4510 BATHTUB, INFANT AAAO. . . . . . .

I

Infant’s bathtub uith spray hose and appropriate fixtures for installation. Used in nursery
and pediatric areas for bathing of infants. I/

UNIT OF HEIGHT WIDTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: O 56 0 lb 1: --- I!Z: SWITCH: DENT:

EA
HOUR :

cm: o 142 ;: O* 2: --- 0 HO NO n/a

P9130 4510
I

SINK, BATH, INFANT AA A.. o. . . . .
1

~ Infantls bthsiti with hotadcotd "aterfauet, spray ass~lyati mixi~vatve. Usedin ]
f nurseries ardpediatric areas forinfant bathing.” 1

UNIT OF HEIGHT UiDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEU- BTUs/
1SSUE : in: o 32 0 lb 1: --- HZ: SUiTCH: OENT:

2: 81
HOUR :

EA cm: o 0 kg 2: --- 0 NO NO nla

W145 6510 BATli, INFANT, F/S, FG, U/lUJRSING TABLE AA A.. o. . . . .
I 1

Nursing table for bath infants and smat( children. Cosp(ete Mith fiberglass bath, nursing
work-top and mattress. Avai [able in various sizes. Bath includes drain valves, drain trap,
thermostatic nixi~ valve, and hand held shower. Freestanding unit. I

UNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE ANPS HERTZ OEPEN- BTUs/
1SSUE : in: 32 0 lb 1: --- liZ: SIJITCH: DENT:

: 2? 81
!tWR:

EA cm: O kg 2:”-- 0 NO NO nfa

UATER CLOSET, W/LAVATORY, CABINET

Uater closet and lavatory cabinet. This unit has a Mater closet and a lavatory enclosed in a
cabinet. The Mater closet closes up into the cabinet. It is used in intensive care areas
uhere there is limited use of a restroom.

{
UNIT OF HEIGHT WIOTH DEPTH ME I GHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 39 38 145 Lb 1: --- IIZ: SWITCH: OENT: HOUR :

EA cm: 99 97 : 66 kg 2: --- tia nla n/a n/a

o
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a

P9160 5410 LAVATORY, CHINA, FOR DISTURBED PATIENT AA A.. D. . . . .
1

I

Disturbed patient lavatory. shall consist of vitreous china or lavatory uith integral faucet
and soap dish and self-closing pushbutton valves. Used in psychiatric wards of the hospital. I

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 16 14 12 36 [b 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 41 36 31 17 kg 2: --- nla nla n/a n/a

P9180 5410 LAVATORY, UHEELCHAIR, 7X20X27 AA A.. D. . . . .

Wheelchair lavatory. Lavatory that is accessible to wheelchair bound patients and visitors.
Unit is equpped with wrist control handles. Used throughout the facility in handicapped access
rest rooms.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 7 20 27 60 lb 1: ---- HZ: SWITCH: DENT: HOUR :

EA cm: 18 51 69 27 kg 2: --- n/a n/a n/a n/a

DRAIN, FLOOR, FOR HYDROTHERAPY RCOM

Floor drain valve. Usad in hydro-therapy rooms. Shall have automatic trap primer. Comnonly
used with a remote actuator switch to drain the large bcdy tank. Unit is mounted in the floor
in the drain line.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
.1SSUE : in: 29 0“0 55 lb 1: 120 1 1 HZ: SWITCH: DENT: HOUR :

EA cm: 74 0 0 25 kg 2: --- 50/60 NO NO nl a

P9400 TOILET, PATIENT, PSYCHIATRIC

Neuro-psychiatric patient!s uater closet. Unit is a siphon jet type with an e(ongated bowl.
It shall conform to FED. SPEC. tA1-P-541/lA, part A: Type 11, style D: class 6, part C: Type IV,,.
Class 4, part D: Type I, style 1, Fl, F2, or F3 A/R, style F5, class 2,part E: Type I or II,
style 2, Model D. The water closet Hill have a back inlet support, flush valve designed for
concealed installation with pushbutton operation for wall thickness shown on drawings. The
seat shall be an integral part of the water closet.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 26 58 lb 1: ---

EA
HZ: SUITCH: DENT:

;; ; 66
HOUR :

cm: 26 kg 2: --- n/a nla nla nla

P9520 -5410 TOILET, SPECIMEN, F/S, FOR BEDPAN AA A.. B. . . . .

Specimen water closet. Outfit NO. VU16 except that the bowl shall be capable of receiving a
full size standard bedpan conforming to FED. SPEC. NO. RR-B-191. The seat shall be type CEW
FED SPEC. NO. UU-P-541. Unit is used in areas where a bedpan must be emptied.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
1SSUE :

BTUs/
in: 18 14 29 56 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 46 36 74 25 kg 2: --- nla n/a n/a n/a

P9550 5410 TOILET, ,SPECIMEN, U/H, FOR BEDPAN AA A.. B. . . . .

Specimen, water closet. Shall conform to FEO. SPEC. UW-P-541/9B, Type I mounting F, with bowl
capable of receiving a full size standard bedpan conforming to current FED. SPEC. RR-B-191.
The seat shall be white in color, open front with check hinge. The bedpan cleaning unit sha~i
not be provided. Used anywhere in the facility where a bedpan must be emptied.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 13 14 26 54 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 33 36 66 25 kg 2: --- n/a nla n/a nl a
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I

Ice cream freezer. This unit is a chest design. The unit has $tainLess steel exterior uith
(id lock device. It is used to serve end store ice cream in individual cups or in stices in
hospital or ccarsercial cafeteria serving tines.

UNIT OF HEIGHT WIDTH OEPTII WE I GMT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE : in: 36 29 39 413 [b 1: 120 1 - HZ: SWITCH: OENT: HOUR :

EA cm: 91 71 96 188 k~ 2: 12-- rile nfa n/a n/a

R1OOO 4110
I

FREEZER, ICE CREAH, 15GAL, 33X43X39 A& A.. .B . . . .
L I

I

lce cream freezer. The unit is usad for storage and dispensing of packaged ice cream. The
stain[ess stee( exterior can be easiiy c~esned and maintained. The unit is used at patient
care facilities and commercial cafeteria serving times. I

UNIT OF HEIGHT W1OTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- 8TUs/
ISSUE: in: 33 43 39 307 lb 1: 120 1 - HZ: SUJTCH: OENT: HOUR :

EA cm: 81 110 100 ?40 kg 2: --- nfa n/a nfa Wa

$/1200 4110
I

FREEZER, ICE CREAM, 25GAL, 36x29x64 AA A.. .B . . . .
1

Ice cream freezer. This unithotds 400 five ounce cups. This unit is used for storage and
dispensing individual packages of ice cream. Freezer is used in hospital and cafeteria serving
lines.

UNIT OF HEIGHT W1OTII OEPTH NEIGHT VOLTS PHASE AKPS HERTZ OEPEN- 8TUs/
ISSUE: in: 33 55 31 355 lb 1: 120 - 8 HZ: SUITCH: OENT: HOUR :

EA cm: 84 139 79 161 kg 2: --- nfa n/a n/a Ma

R1400 4110
I

FREEZER, ICE CREAM, 35GAL, 33x67X31 AA A.. .6 . . . .
h 1
! Ice cream freezer. The chest has a staintess steel cop with molded rubber frame and is metal

construction with foamed, in-ptace polyurethane fnsutation for maxiaun insulating efficiency
am! added cabinet rigidity. Condensing unit slides out for easy maintenance. The unit is used
to store and serve packaged ice cream.

UNIT OF HEIGHT U1OTB OEPTH UE IGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUS/
1SSUE : in: 33 67 31 419 lb 1: 120 1 - HZ: SWITCH: OENT: HOUR :

EA CIn: 83 171 79 165 kg 2: --- nfa n/a n/a n/a

R1600 4110 FREEZER, ICE CREAM, 45GAL, 40x84x32
I

AA A.. .B . . . .

Ice cream freezer. This unit has a 45 ga((on capacity. The chest has easy to clean surfaces
and bright ftourescent interior lighting. The freezer is used to store ice cream ad frozen
food.

UNIT OF HEIGHT W1OTH OEPTH MEIGHT VOLTS PHASE AKPS HERTZ OEPEN- BTtJs/
1SSUE : in: 40 32 74S ib 1: 120 1 12 HZ: SWITCH: OENT: lKllR :

2A cm: 102 2: 82 338 kg 2: --- n/a nfa n/a n/a
h

R170f) 4110 FREEZER, 2 SECT, CRS, 84X53X36 CC A.. .A . . . .
I

Freezer cabinet. The unit is a tuo section, self contained freezer with adjustable shelves.
The cabinet front and doors are constructed of heavy gauge polished stainless steel to maintain
an attractive appearance. The unit is used in hospitats and ccxnnercial kitchen operations.

/
UNIT OF HEIGHT WIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUsf
1SSUE: in: 53 36 770 (b 1: 120

2:
8 HZ: WITCH: OENT:

349 kg 2:--’- n/a
HOUR :

EA csl: 135 92 nfa n/a n/a
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@

E 4110 I FREEZER, DRAUER, U/C IccA. .I. A....I

Drauer type freezer. The exterior is made of stain(ess steel and space-saving, under the
counter design. There are three stainless steel drawers, and a so~id bottom. This unit is
used for cold storage of whole blood or plasma in a hospital or research laboratories uhere it
fits under counter or workstation.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 35 24 23 260 lb 1: 120 1 7 HZ: ‘SUITCH: OENT: HOUR :

EA cm: 87 85 58 118 kg 2: --- nf a nla nla nla

] R1800 I 4110 I FREEZER, CRS, PREFAB IAAA. .IIF . . ..I I

Ualk- in freezer. This unit is prefabricated, CRS, 1 ightweight, and has finger tip action
door, adjustable steei shelves, prefabricated sagproof floor, sectional construction, paneled
electrical connections, thermometer and alarm system. It is used in hospitals, or commercial
institutions for cold storage.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 78 124 147 3,155 lb 1: 208 3 25 HZ: SUITCH: DENT: HOUR :

EA cm: 199 315 374 1,430 kg 2: --- n/a n/a n/a n/a

R2200 4110 FOUNTAIN, WATER, 40X18X14 AA A.. BB . . . .

Water dispenser. This unit is a seif-contained device uhich is flush-mounted to the ~a~l. It
has a removable front panel. The unit provides cool drinking Hater for chi ldren and adults.
The dispenser is used in public and private institutions which include hospitals and office
buildings.

UNIT OF HEIGHT UIOTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 40 18 14 90 lb 1: 120 ~ 8 HZ: SUITCH: DENT: HOUR :

EA cm: 102 46 36 41 kg 2: --- n/a nla n/a nla

R2201 4110
I

FCUNTAI N , WATER, CRS , U/MNTD, 2LVL AA A.. BB . . . .

Drinking water fountain. This unit is a wall mounted, combination handicap and general public
(2 level) dispenser. The unit contains an air cooled compressor with CRS wal 1 protector and
specify ~ith or without glass filler. This unit provides cool fresh drinking water, for
hospitals and commercial office buildings.

‘UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 39 35 19 170 lb 1: 120 1 5 HZ: SUITCH: DENT: HOUR :

EA cm: 99 89 49 78 kg 2: --- n/a nla nla n/a

I R2202 4110 FOUNTAIN, UATER , CRS, U/k4NTD, HAND I CAP AA A.. BB . . . .

Drinking water fountain. This unit is semi-recessed and wa( 1 mounted at handicap level with
an air cooled compressor. The unit provides easy access with push-bar/button. The unit
provides cool drinking Hater in hospitals and commercial office buildings to include access by
handicapped persons.

UNIT OF HEIGHT WIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 42 19 19 20 lb 1: 120 1 5 HZ: SWITCH: DENT: HOUR :

EA cm: 107 49 49 10 kg 2:--- n/a n/a n/a n/a
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R22Q3 4110 FWNTAIN, WATER, CRS, U/MNTO, RECESSEO AAA.. BB . . . .
I

Drinking water fountain. Unit is fulty-recessed and wall mounted, with an aircooled
compressor. Unit nust be specified uith or without gtass filler. The unit provides easy
access with push bars or button. The unit fs used in hospitals and commercial office
twi[din~s.

UNIT OF llEIGlfT UIOTH DEPTH UEIGHT VOLTS PNASE AJ(PS HERTZ OEPEN- BTUs/
ISSUE: in: 29 [b 1: 120 1 6 HZ: SUITCH: DENT:

2A E :; :
HWR :

cm: 14 kg 2: --- n/a n/a n/a n/a

R2205 4110
I

FWNTAIN, WATER, U/NNTO, 2LVL, RECESSED AAA. .BB . . . .

Drinking uater fountain. Unit is fully recessed and wait mounted with a ccsd)ination style for
adult and child access (tuo level). This unit provides easy access to fresh cool drinking
water at different ievels in hospitals and camaercial office buildings.

UNIT OF HEIGHT U1OTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE: in: 28 19 19 120 (b 1: 120 1 40 HZ: SUITCM: OENT: ltWR:

EA cm: 72 49 49 55 kg 2: --- nftl n/a n/a n/a

IR221O 6110
I

FOUNTAIN, WATER, 40X18X17
I

AA A..8 B....
I

Orinking water fountain. This is o floor modei flush- to-ua~( unitwith removab(e panel.
Fountain provides coot drinking Hater in hospitats and consnercial office buildings.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN-
1SSUE :

STUs/
in: 40 18 17 90 lb 1: 120 1 8 HZ: SUITCH: DENT: HWR :

EA cm: 102 46 44 61 kg 2z --- n/a n/a n/a n/a

R40t10 4110 JCE MAXER, CU8ES, 22LB, 70x26x22 AA A.. 33 . . . .
I

Ice cube maker. The unit is a self-contained, freestanding, automatic load ice dispenser for
food service and heatthcare use. The unit can store 65 to 100 pounda arui produces
approximately 400 pounds of ice in a 24 hour period. Manual load capability allows addition of
backup ice to met peak demands. This unit is used in hospitals and ccmsnercial food service
operations.

\
UNIT OF HEIGHT UIOTH OEPTM IilE I GHT VOLTS PHASE AUPS HERTZ DEPEN- sTus/
1SSUE : in: 70 26 22 342 lb 1: 120 1 18 HZ: SUITCH: DENT: HOUR :

EA an: 178 67 56 155 kg 2: --- n/a n/a nla n/a

R4200 4110 ICE HAKER, CUBES, 32LII, 78x26x22 AA A.. BB . . . .
I

Ice cube maker. This unit is a self-contained and freestanding ice cube dispenser. Unit is
easy to clean and has a scuff-resistant ~[yester finish. The unit stores 20-35 pounds of ice
and recycles 500 pounds every 24 hours. It is generatty used for ice dispensing in hospitals,
hotels and restaurants.

UNIT OF HEIGHT bfIDTH DEPTH UE 1GHT WLTS PHASE AHPS HERTZ DEPEN- BTus/
ISSUE: in: 78 26 362 tb 1: 120 1 18 ktZ: SUITCH: DENT: HOUR :

EA cm: 199 64 :: 164 kg 2: --- n/a nla n/a n/a

R4400 6110
I

ICE WU(ER, CUBES, 34x25x17 AA A.. 88 . . . .
I

lce cube maker. This unit is self-corttained and makes and stores ice cubes. The unit uitl
produce 85 pounds of half-cubes daily and stores 40 pounds. It will fit neatly uruier a bar or
counter and is perfect for use in restaurants, (luncheonettes, hotels and nwsing stations for
access to ice cubes.

UMIT OF HEIGHT UID7H OEPTH UEIGHT VOLTS PNASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 34 25 163 lb 1: 120

87 64 ::
15- HZ: SWITCH: DENT:

74 kg 2:--’- n/a n/a
HOUR :

EA cm: n/a nfa
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9
\ R4650
,

4110 ICE MAKER, FLAKED, U/DISPENSER, 71x19x24 AA A.. BB . . . .

Ice maker dispenser. This unit provides flaked ice and cooled uater automatically. The unit
has a daily capacity up to 650 lb and a 100 lb capacity stainless steel storage compartment
with water station. It is a freestanding, automatic load ice dispenser for food service and
healthcare use. The unit stores 50 lbs of ice and produces approximately 400 lbs of ice in a
24 hour period. The unit is used in healthcare institutions and various coimnercial food
service operations for dispensing ice.

UNIT OF” HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 71 24 400 lb 1: 120 1 13 HZ: SUITCH: DENT:

EA 180 ~~ 61
HWR :

cm: 183 kg 2: --- n/a n/a n/a n/a

R4700 4110 ICE MAKER, CUBES, 250 LB, 39X29X26 AA A.. BB . . . .
[

Ice cube maker. This unit is self-contained and provides 250 (bs of ice every 24 hours. This
exterior is made of sturdy stainless stee(. It is used in hospitals, hotels, and restaurants
for dispensing ice.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 39 29 26 280 lb 1: 120 1 17 HZ: SUITCH: DENT:

EA
HOUR :

cm: 100 74 66 127 kg 2: --- nla nla n/a n/a

R4780 4110 ICE MAKER, MIXED, 500LB CAP. AA A.. BB . . . .

Ice maker. Unit provides solid, flake and shaved ice. Unit is a self-contained and electric
model.

UNIT OF HEIGHT U1OTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 66 43 27 625 lb 1: 120 1 23

EA
HZ: SUITCH: OENT:

168
HOUR :

cm: 109 69 284 kg 2: --- n/a nla n/a n/a
o

R5100 4110 FREEZER, BIOLOGICAL, -85, 19-25CUFT UPRT CC A.. BF. ..C

Biological freezer, -85 degrees centigrade, 19-25 cu ft with (option: auxiliary water
cooling), temperature recorder, remote alarm, and storage basketa. Upright type freezer.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 75 36 36 1,200 lb 1: 208 1 10 HZ: SUITCH: DENT:

EA
HOUR :

cm: 191 91 91 544 kg 2: -”-- 60 NO NO nla

FREEZER, RAPID, BLOOO/PLASMA

Rapid freezer for blood products and plasma. Unit uses liquid cooling meduim fo r rapid heat
reduction and consistent frezing rate. Unit has two 1.1 cubic foot freezing chambers and is
insulated with 4!’ of poured in place urethane insulation. Refrigeration system is 2 horse
power air cooled system. Unit requires 15 square feet of f(oor space.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 39 65 37 0 lb ‘1: 208 1 7 HZ: SWITCH: DENT:

EA
HOUR :

cm: o 0 0 0 kg 2: --- nla n/a nla 12,000

R5115 4110 ‘ FREEZER, BLOOD, CHEST, DBL COMP, -80C,34CU cc c.. .C. ..c

Double dual cascade compressor chest freezer for frozen blood storage. Unit has 34 cubic feet
of storage capacity without storage racks which provides approximate capacity for 750 unit of
frozen packed red cells. Unit is used for frozen biood storage in laboratories and blood
banks.

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
1SSUE :

BTUs/
i n“: 41 32 970 lb 1: 208 1 10 HZ: SWITCH: DENT:

EA 103 2$2 82
HOUR :

cm: 440 kg 2: --- n/a nl a nla nl a a
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R5120 6520 FREEZER, RL~/PLATELETS,UR , -85c, 30CU
I

cc c.. .F. ..C
I

Ulto(e blood freezer. This unithas 7 $ay recording thermometer, high/low alarms, battery
pouered power fei Lure alarm end remote alarm. The upright unit is used to store
bloo$/plateiets and incorporates an inventory control inventory control sYstem. 0Peratin?3
temperature sets points ard is adjustable in IC increments from -40c to -8SC. This unit is
used in laboratories and hospital facilities for btood, ptatelets storage.

UNIT OF HE IGltT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 39 36 830 Lb 1: 120 1 15

2;; 98 91
HZ: SWITCH: OENT: HOUR :

EA cm: 376 kg 2: --- n/a tia nla n/a

R5130 6520 FREEZER, PLASNAO UPRIGHT, -35C, 20CWT CCC. .,F...C

Upright plasms freezer. This unit is used to provide uniform cold storage of ptasma and
related blood components that are produced in accordance with AAEB, ANRC, and FDA ~uidelines
for tefnperature uniformity, alarm andnxmitoring. This unit is used in laboratories and
hospita[s for storage of plasma and retated blood events.

UNIT OF HEIGHT UIOTII DEPTH UEI GltT VOLTS PHASE AHPS HERTZ OEPEN- BTUs/
ISSUE: in: 82 36 846 (b 1: 120 1 10 HZ: SMITCH: OEMT:

2A 207 90
HOUR :

cm: z 383 kg 2: --- nla n/a n/a nfa
.

t 4
R5135 4110

I
FREEZER, U/C, 5CUFT

I
CCC.. .A . . . .

I

Under counter freezer. This unit features space-saving thin-wait construction end has the
ftexibi[ity of being bui[t with existing cabinets, installed under-counter without top or
custom-finished to specifications. This unit is general purpose laboratory freezer.

UNIT OF HEIGHT UIDTH OEPTH NEIGHT VOLTS PHASE ANPS HERTZ OEPEN- BTUs/
ISSUE : in: 35 24 230 lb 1: 120 1 7 HZ: SWITCH: OENT:

EA 8E 61 ;
HOUR:

cm: 104 kg 2: --- n/a nfa tia n/a

R5200
I

4110 FREEZER, CCUN7ER HIGH, -70C cc c.. .F. ..C
I

Freezer chest. The chest has easy open counter-balanced Lid and includes a silicone
compression gasket to minimize frost buiid-up. The unithm tamper proof controls with key
operated snitches for power and alarm. This u(tra-lou temperature unit operates with
temperature set points adjustable in lC incremmts from -20c to -90c. This unit is used for
co[d storage of critical or non-replaceable laboratory san@es.

UNIT OF HEIGHT UIDTII DEPTH UEIGHT VOLTS PHASE ANPS HERTZ DEPEN- BTUs/
! SSUE : {n: 44 29 27 425 lb 1: 208 1 13

2A
HZ: WITCH: OENT: HOUR :

cm: 112 74 69 193 kg 2: --- n/a n/e nfa n[a

I R6D1O 6520
I

REFRIGERATOR, BL~ 9ANK, GOO, OR, 25CU
I

cc c.. .A. ..C

Blood bank refrigerator. This unit has a singte glass door, putt-out drawer, 7 day recording
thermometer, high/tou @{arm system, battery-powered power fai(ure atann and remote alarm. The
unit is used for storage of blood as required by AA9B, ANRC and FDA for uhote blood.

UNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE ANPS HERTZ OEPEN- BTUs/
1S’SUE: in: 74 30 28 S64 Lb 1: 120 11 HZ: SWITCH: OENT:

254 kg 2: - -1 -
HOUR :

EA cm: 187 76 72 nla n/a nfa n/a

I

o
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0

R6020 4110 REFR1 GERATOR, BLOCKI BANK, 74x30x28 cc c.. lF. ..C

Blood bank refrigerator. The unit is with alarm “system used for storage of b[ood as requi red
by AABB, ANRC and FDA for whole b(ood in hospital and blood CO( lection points.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHA$iE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 74 30 28 555 lb 1: 120 1 11 HZ: SWITCH: DENT: HOUR :

EA cm: 187 76 72 251 kg 2: --- Ii/ a n/a n/a n/a

I
R6030 4110 REFRIGERATOR, BLOOD BANK, U/C, OR cc c.. .F. ..C

Blood bank refrigerator. Unit can be designed with counter surface or for under the counter
installation, and has a thermometer and alarm system. The unit is used to store small
quantities of biood samples in laboratories and hospitals.

UNIT OF HEIGHT W1OTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
ISSUE: in: 36 24 24 250 lb 1: 120 1 10 HZ: SWITCH: DENT: HOUR :

EA cm: 92 61 .61 113 kg 2: --- n/a n/a n/a n/a

R6040 6520 REFRIGERATOR, BLOOD BANK, 2GD0,0R, 60CU cc c.. .A. ..C

Btood bank refrigerator. Unit has double glass doors, pul ( -out drawers and a 7 day recording
thermometer. It also includes high/low alarm, battery power fai lure alarm, and remote a(arm.
This unit is used in hospitals and blood COL lection points for storage of blood products.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 85 55 36 1,100 lb 1: 120 1 13 HZ: SWITCH: DENT: HOUR :
EA cm: 222 14 92 499 kg 2: --- n/a nla n/a n/a

4110 FREEZER, B1O, CHEST, -70C, 12CU, 46X65X34 o

Bio Logica[ freezer. This is a chest type, 12 cu ft. ultra-low unit. Characteristics incl Ude
two compressors “hermetical (y sealed; insulation. 5 inches rigid non-setting urethane foam.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 46 65 34 1,000 lb 1: 208 1 15 HZ: SWITCH: DENT: HOUR :

EA cm: 117 165 87 453 kg 2: --- 60 NCI NO nl a

R6060 4110 REFRIGERATOR, BIO, SS, 2D0,40CU,77X57X36 cc c.. .A. ..C

Biological refrigerator. This unit has double doors, stainless steel cooler storage with
thirteen stainless steel drawers, three adjustable shelves and one stationary stainless steel
shelve. This refrigerator is used in a research laboratory and hospital pharmacy, for storage
and di spenii ng of drugs.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 77 57 36 880 lb 1: 120 1 13 HZ: SWITCH: DENT: HOUR :

EA cm: 195 144 90 481 kg 2:--- n/a n/a n/a nla

R6070 4110 REFRIGERATOR/FREEZER, BIO, UPRIGHT 18CUF ,C cc.. .A. ..c

Biological refrigerator with freezer. This unit includes a freezer compartment for general
laboratory use. 1 ts independent direct-set temperature controllers al low temperature selection
for +2 to 14c for the refrigerator, and from -20 to -30c for the freezer used in laboratories.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 61 28 27 163 lb 1: 120 1 10 HZ: SUITCH: DENT: HOUR :

EA cm: 155 72 67 74 kg 2: --- nla nla n/a nla
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R6D80 6110
I

REFRIGERATOR/FREEZER, BI0,SS,200,72X48X30
I

CCC.. .A...C
I

Bfo(@ical refrigerator/freezer. This unit has double doors, stainless steel exterior and
shelves. The unit fs used in laboratories end hospital phmnecies for cold storase snd general
use.

WIT OF HEIGHT WDTH DEPTH tlEi GMT VOLTS PHASE AMPS HERTZ OEPEN- BTus/
Issuz: in: 7? 59 31 930 (b ?: 120 1 15 HZ: SUETCH: DENT: ltWR:

2A Cul: 196 150 79 422 kg 2:--- nla n/a n/a nla

R6090 4110 REFRIGERATOR/FREEZER, BIO, ss,00,61x28x27 CCC.. .A...C

Biological refrigerator/freezer. Unit has a sing(e door and stainless steel exterior. This
unit includes foamed-in place urthane fnsutation for Lou energy consumption, quiet hermetically
sealed compressor, non-sparking mgnetic gasket for positive seal, built-in door locks and
def rust.

UNIT OF HE lGHT U1OTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 61 28 179 lb 1: 120 1 10 HZ: SWITCH: OENT: HOUR :

EA cm: 155 71 z 82 kg 2: --- nja n/a nla n/a

R61OO 4$10
I

FREEZER, FOCX), uPRIGHT,cRs,22cu,84X27X37 A A A . . . A . . . .
1

Food freezer. This unit has e stainkess steel case front and doors. The cabinet front and
doors are constructed of hea~ gauge pot ished stainless steel to maintain an attractive
appearance. The heavy-duty wf re she[ves are adjustable in one inch increments, used for frozen
food storage in f ood service departments.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AKPS HERTZ DEPEN- OTusf
1SSUE: in: 37 500 lb 1: 120
2A

8 HZ: SWITCH: DENT:
2: z 94 227 kg 2:--’- n#a

HOUR :
cm: n/a n/a nfa

FREEZER , (JPR I GHT , CRS, 22CU, 84x27X37 cc c.. .A . . . .

Upright 20 CUFT freezer. This unit has a stainless steel case front and doors. The cabinet
front and doors are constructed of heavy gauge potished stainless steel to maintain an
attractive appearance. The hea~-duty ui re shetves are acfjuatabte in one inch increments, used
for frozen storage throughout a fac i I i ty .

UNIT OF HEIGHT UIDTH OEPTR US I GHT VOLTS PHASE AMPS HERTZ DEPEN- 8TUs/
ISSUE: in: 84 27 37 500 lb 1: 120 8 HZ: SUITCH: DENT:

2A 227 k$ 2:--’- n/a n/a n/a
HOUR :

cm: 214 69 94 nla

REFRIGERATOR, 2S00, 8SII, 43CUFT

Refrigerator. This unit has a large storage capacity uith no loss of floor space due to door
suing. The refrigerator is generally used for cold storage in cannerica( institutes and
hospitat facilities.

UNIT OF HEIGHT UIDTH OEPTH US 1GUT VOLTS PHASE AHPS HERTZ OEPEN- BTUs/
1SSUE : in: 78 35 653 lb 1: %20 7 HZ: SUITCH: OENT:

EA 2: 296 kg 2:--’- n/a
HOUR :

cm: $98 89 n/a n/a nla

O,,

385

Source: https://assist.dla.mil -- Downloaded: 2016-12-11T01:05Z
Check the source to verify that this is the current version before use.



MIL-STD-1691F

1 JULY 1993 APPENDIX A

CATEGORY : ANAVI UTILITIES
JSN NSN NOMENCLATURE RVFAH 123456

a

E

P.Y!-

4110 FREEZER, CRYOGEN I C, CHEST, -85c,41X84X29 cc c.. .F . . . .

Cryogenic freezer. This is a chest type unit that ui 11 provide operation between -50 and -85
deg. cent i grade. The unit wi 11 be provided ~ith a heated breaker strip around the top of the
chadxx and a 1 id that is counterbalanced and provided with a key lock. Refrigeration sYSteM
wi 11 be f reon-besed air cool with a permanently lubricated, semi -hermatic motor/compressor and
hospi tats air coold condenser. This unit is used in laboratories and for ultra-low
temperature storage.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 41 84 29 830 Lb 1: 208 1 16 HZ: SUITCH: DENT: HOUR :

EA cm: 105 214 74 376 kg 2: --- nla nja nia n/a

4110 REFR1 GERATOR/FREEZER , E/P, 13CUFT cc c.. .A . . . .

Explosion-proof refrigerator. This unit offers protection from explosions caused by fume
seepage from containers with i n working chambers. Unit shelves rest on brackets to permit easy
remova 1. Unit has an adjustable temperature range of -20c to Oc. This unit is general lY used
in laboratories and hospitals for cold storage.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 63 28 30 265 lb 1: 120 1 7 HZ: SUITCH: DENT: HOUR :

EA cm: 160 72 76 121 kg 2: --- n/a n/a nla n/a
I I I I 1 I J

R6200 4110 REFRIGERATOR, U/C OR F/S, 35X24x26, 4CU cc c.. .A . . . .

Uti [ ity refrigerator. The unit has a two tray ice cuber cooling system. The refrigerator
fits standard architectural dimensions for undercounter installation. The unit is perfect for
use in nursest station, wards, and laboratories, pharmacies or wherever space is I imited.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AUPS HERTZ DEPEN- BTUs/
1SSUE : in: 35 24 26 220 lb 1: 120 1 5 HZ: SWITCH: DENT: HOUR :

EA cm: 88 61 66 100 kg 2: --- n/a n/a n/a n/a

l&!-

4110 REFRIGERATOR , LAB, SS, 200, 6SH ,83x56x33 cc c.. .A . . . .

Laboratory refrigerator. This unit will have a double-door stainless steel interior; six
stainless steel shelves that are fully adjustable to one-half centers; blouer coi 1 cooler with
automatic off cycle defrost and a seven day precision temperature recording clock. This unit
is used in hospitals research laboratories for general co[d storage.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUS/
ISSUE : in: 83 56 33 640 lb 1: 120 1 9 HZ: SUITCH: OENT: HOUR :
EA cm: 210 141 84 291 kg 2:--- n/a n/a n/a n/a

4110 I REFRIGERATOR, 35x24X24, 4CUFT ICCC. .I. A....I

Household refrigerator. This unit saves space, is stackable and has a positive mechanical
latch with keyed cylinder lock. The unit has an automatic defrost system with bui it-in
condensate evaporator. The unit is generally used in (laboratories and households for co(d
storage.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 35 24 24 200 lb 1: 120 1 5 HZ: SUITCH: DENT: HOUR :

EA cm: 89 61 61 91 kg 2: --- nla n/a n/a nla
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R6800 4110 REFRIGERATOR, 58x24)(3O, 10CUFT CC C... .A . . . .

I Household refrigerator. 1 t has a large storage capacity and key (ock. This is a general
purpose unit that is used in households and comercial activities. I

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- ETUs/
1SSUE : in: 58 24 30 180 lb 1: 120 1 8 I(Z: SNITCH: DENT: HWR :

EA cm: 148 61 76 82 kg 2: --- OONO YES nfa

R6900 4110 REFRIGERATOR, BIO, RADIO/PHARM, 5CUFT cc c.. .A. ..C

Radiopharmaceut ical and biological refrigerator with key-lock door. This unit is lead-lined
with 1/8 inch Lead on all sides for radiopharmaceut icais, biological and other radioactive
materials. Freezer coqaartment and refrigerator et itninates therma( lag placement of cooling
units inside the shietding. This unit is used as a storage unit in hospitals and laboratories
that handle radioactive materials.

UNIT OF HE 1GHT UIOTH DEPTH UEIGHT VOLTS PHASE ANPS HERTZ DEPEN- BTUs/
1SSUE : in: 34 20 23 230 Lb 1: 120 1 5 HZ: SWITCH: DENT: HOUR :

EA cm: 84 49 57 105 kg 2: --- n/a nJa n/a n/a

R7000 4110 REFRIGERATOR, 64x28x27, lKUFT Ct c.. .A . . . .

Houaeho(d refrigerator. This unit has enamel finish, door locks and interior lights. It can
be used for general prpose storage of perishable items in Laboratories and household use.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE NIPS HERTZ OEPEN- BTUs/
ISSUE : in: 64 28 27 215 lb 1: 120 7 HZ: SWITCH: OENT:

2A 98 kg 2:--’- n/a
HCtIR :

cm: 163 72 69 n/a tia n/a

R7050 4110 REFRIGERATOR, 84x27x37, 25WFT CCC.. .A . . . .

Genera( purpose refrigerator. This unit has one door corrosion resistant, stainless steel.
It has self ctosing doors with safety stops. This refrigerator is genera(~y used in commercial
kitchens, hospitals and schoois.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLT: PHASE ANPS HERTZ DEPEN- BTUs/
ISSUE: in: 84 27 37 400 lb 1: 120 1 7 HZ: WITCH: OENT: HOUR :

EA cm: 214 67 94 182 kg 2: --- n/a nla n/a nla

R71OO 4110 REFRIGERATOR, 84X53X37, 47CUFT cc c.. .A . . . .

Tuo sectional refrigerator. This unit has tuo door stainless steel sections. The doors are
self -ciosing with safety stops. This refrigerator is used for general storage in commercial
kitchens, hospita[s and schools.

IIUNIT OF HEIGHT WIOTH DEPTH IWE1GHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 53 37 7S0 lb 1: 120 10

2:
HZ: WITCH: OENT:

340 kg 2:--’- n/a n/a
HOUR :

2A cm: 135 94 n/a n/a I
IR7200 I411O I REFRIGERATOR, 70X32X27, 20CUFT ICC C.. I. A.. .. I I

Comnercia[ refrigerator. This unit is generally wed to store perishable goods for
safekeeping in commercial kitchens, hospitais and schools.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 70 32 27 269 lb 1: 120 1 8 HZ: WITCH: OENT: HOUR :

EA cm: 178 82 67 122 kg 2: --- nla n/a n/a n/a

387
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~ R7250 4110 REFR1 GERATOR/FREEZER, 20CUFT cc c.. .A . . . .

Refrigerator/f reezer unit. This type unit includes food saver system that helps keep food
fresher. It also includes roll out wheels and is equipped for an optional automatic icemaker
to store perishable items. This unit is of commercial or residential design and use.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHAiE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 67 33 32 385 Lb 1: 120 ! 10 HZ: SUITCH: DENT: HOUR :

EA cm: 171 84 82 175 kg 2: --- nla nia nla n/a

R7300 41110 REFRIGERATOR/FREEZER , 32CUFT cc c.. .A . . . .

Refrigerator/f reezer. This unit has a stainless steel exterior with separated controls. This
unit is normally used with restaurants and hospitals, for storage of perishable items. I

L

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 53 37 845 lb 1: 120 1 15 HZ: SUITCH: DENT: HOUR :

EA cm: 2: 135 94 383 kg 2:--- n/a nla n/a nla

R7400 4110 REFRIGERATOR, 77x36x57, 45CUFT cc c.. .A . . . .

Commercial refrigerator. This unit is a ccmnercial design. This is a general purpose unit
used to store perishable items in laboratories.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 77 57 36 475 [b 1: 120 1 10 HZ: SUITCH: DENT: HOUR :

EA cm: 195 145 91 215 kg 2: --- 60 NO YES n/a

R7600 4110 REFRIGERATOR , 84x78x35, 65CUFT cc c.. .A . . . .

C&nercial refrigerator. This is a general purpose unit used to store perishable gocds in
comnerciai kitchens and institutional establ ishments.

UNIT OF HEIGHT WIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 84 78 35 1,080 lb 1: 120 1 10 HZ: SWITCH: DENT: HOUR :

EA cm: 218 186 68 490, kg 2: --- n/a n/a n/a nla

1
R7900 4110 REFRIGERATOR, MORGUE 2 CAD AA A”.. IB. ..C

Mortuary refrigerator. This unit’s entire front including doors is finished in polished
stainless steel. 1 t includes a removable body tray and supports two cadaver. The refrigerator
is used in hospital morgues and funeral homes for refrigerated cadaver storage.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 76 96 39 1,860 lb 1: 120 1 13 HZ: SWITCH: DENT : HOUR :

EA cm: 194 244 100 843 kg ‘2: --- n/a nla n/a n/a

I R7905 4110 REFRIGERATOR , MORGUE ,2 CADAVER, 80x96x40 AA A.. IB. ..C

Mortuary refrigerator. This unit is designed for two cadaver and side loading functions. The
unit is used in hospital morgues and funeral homes for refrigerated cadaver storage.

UNIT OF ; HEIGHT UIDTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : ~ in: 80 40 1,655 lb 1: 120 1 12 HZ: WITCH: DENT : HOUR :

EA cm: 204 2:: 102 750 kg 2: 12-- nla n/a nla n/a

.,
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R7950
I

4110 REFRIGERATOR, R0RGUE,3 CAD,102X96X1OO AA A.. 18. ..C
I

)tortuary refrigerator. This unit is designed for three cadaver capacity. The unit is used in
hospital morgues and funeral homes for refrigerated cadaver storage.

UNIT OF HEIGHT WIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- 8TUs/
rssuE: in: 102 100 2,600 lb 1: 120 1 13 HZ: WITCH: DENT: HWR :

2A cm: 258 : 245 1,179 kg 2: --- n/a n/a n/a n/a

R8000 6110 REFRIGERATOR, UORGUE, 4 CADAVER,76X73X96 AA A.. iB. ..C

Mortuary refrigerator. This unit accmnodates four cadavers. The unit is used in hospita[
morgue% and funera( homes to store cadavers under refrigeration.

UNIT OF HE[GHT UIOTH DEPTH ME I GHT VOLTS PHASE AHPS HERTZ DEPEN- BTUs/
ISSUE: in: 76 73 2,840 lb 1: 208 1 10 HZ: SWITCH: DENT: HWR :

EA cm: 192 186 2:: 1,288 kg 2: --- n/a Ma n/a n/a

I R81OO
I

lE!!-

4110 REFRIGERATOR, UORGUE,6 CADAVER,102X73X96 AA A.. 18. ..C

uortuary refrigerator. This unit acccmnodates 6 cadavers. The unit is used in hospital
morgues and funeral hmes to store cadavers under refrigeration.

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- ETUs/
ISSUE: in: 102 3,655 lb 1: 208 1 10 HZ: SWITCH: DENT:

258 1~
HWR :

EA cm: 2: 1,655 kg 2: --- nla n/a n/a n/a

4110
I

REFRIGERATED R~, MORTUARY, 3 CART AA A.. IF . . . .
I

Refrigerated axrtuary roan capable of holding three carts.

UNIT OF HEIGHT UIDTH OEPTH NEIGHT WLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: O 0 0 0 lb 1: 240 1 - HZ: SWITCH: DENT: HOUR :

EA cm: 229 264 236 0 kg 2: --- nla n/a nla 13,350

R8205 4110 REFRIGERATED ROOM, MORTUARY, 4 CART
I

AA A.. IF....
I

Refrigerated mortuary roan capsb(e of hoiding four carts.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- Blus/
1SWE : in: O 0 0 0 lb 1: 208 HZ: WITCH: OENT: HOUR :

EA cm: 229 353 236 Okg 2:--3- n/a tia n/a 13,350

R821O 4110 REFRIGERATED ROIM, MORTUARY, 5 CART AA A.. IF . . . .

Refrigerated mortuary room capable of holding five carts.

UNIT OF HEIGHT WIDTH OEPTH NEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 lb 1: 240 1 - HZ: SWITCH: DENT: HWR :

EA cm: 22$ 411 236 0 kg 2: --” n/a n/a n/a 18,150

R8215 4110 REFRIGERATE RWM, HORTUARY, 6 CART AA A.. IF . . . .
I

Refrigerated mortuary roan capable of holding four to six carts.

UNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE ANPS HERTZ DEPEN- BTUs/
1SSUE : in: O 0 0 0 Lb 1:208 3 - HZ: WITCH: OENT: HWR :

2A cm: 229 264 470 0 kg 2: --- Wa n/a n/a 18,150
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I R8405

4110 REFRIGERATOR, PASSTHRU, 84X53X40, 45CU il AA.. .. A....

Pass through refrigerator. This unit has 3 sections and a pass through feature. All
ctsrponents of the self-contained refrigeration system are mounted on top of the cabinet and
conceated behind a louvered grill. This unit is used in large kitchens of hotels, restaurants
and hospitals for food storage..

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 53 40 7S0 lb 1: 120 1 12 HZ: WITCH: DENT: HOUR :

EA cm: 2: 135 102 340 kg 2: --- nla n/a n/a n/a

4110 REFR i GERATOR , PASSTHRU, 84X53XA0, 45CU cc c.. .A . . . .

Pass through refrigerator. This unit has 3 sections and a pass through feature. Al [
components of the self-contained ref ri $erat ion system are mounted on top of the cabinet and
concealed behind a Louvered grill. This unit is used in hospita 1s for general refrigerated
storage.

UNIT OF HEIGHT WIDTH DEPTH blEIGUT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSLJE: in: 53 40 750 lb 1: 120 1 12 HZ: SUITCH: DENT: HOUR :

EA cm 2: 135 1’02 340 kg 2: --- nja nla n/a n/a

R8420 4110 REFRIGERATOR, PASSTHRU, 84x78x40, 65CU AA A.. .A . . . .
I

Pass through refrigerator. This unit is used in cotmtercia{ kitchens and opens on both sides
for easy access to cold storage items. Unit is also used in hospitals and laboratories to
store perishables.

~ UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 84 78 995 lb 1: 120 1 12 HZ: SWITCH: DENT: HOUR : e

EA ~ cm: 214 199 1:: 450 kg 2: ---, n/a n/a n/a n/a

R8425 4110 REFRIGERATOR, PASSTHRU, 84X78X40, 65CU cc c.. .A . . . .

Pass through refrigerator. This unit is used in commercial kitchens and opens on both sides
for easy access to cold storage i terns. Unit is also used in hospitals and Laboratories to ~
store perishables.

UNIT OF HEIGHT UIDTH OEPTH UE I GHT VOLTS PHASE AMPS
ISSUE:

HERTZ OEPEN- ‘ BTUs/
in: 84 78 40 995 lb 1: 120 1 12 HZ: SWITCH: DENT:

EA 214 199
HOUR :

cm: 102 450 kg 2:--- n/a n/a n/a n/a

REFRIGERATOR, ROLLTHRU ,84 X78X40,45CU

Rol 1 through refrigerator. This unit acccinnodates the cart loading feature through the
refrigerator from kitchen to service area. The unit is normally used in commercial
establ ishmants, schools and hospitals.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS
ISSUE :

HERTZ OEPEN- BTUs/
in: 40 995 lb 1: 120 1 14 HZ: SWITCH: DENT:

EA 2: 1:
HOUR :

cm: 102 450 kg 2:--- nla nl a n/a nla

E 4110 REFRIGERATOR , ROLLTHRU, 84X78X40, 65CU

Rol 1 thru refrigerator. Unit is designed to ro[ ( a service cart through both ends of the
refrigerator. Al 1 refrigeration c+nents are self-contained, mounted on top of the cabinet
and concealed behind a louvered gri 11. This unit is used in commercial restaurants, hospitals
and hote~s to support cart service.

UNIT OF HEIGHT WIOTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 40 995 lb 1: 120 1 74

22 12
HZ: SWITCH: DENT: HOUR :

EA cm: 102 451 kg 2: --- nla nla n/a n/a
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IR8600 4110 REFRIGERATOR, PREFAB, 108x108x1 O8,32OCUFT AA A.. .C . . . .

Prefabricated ref rigeretor. Unit is a custcavsized, walk-in cooler. Unit has a side mounted
unitized saddle and seif-contained easily serviced refrigeration system assenbled on the steel
channei (saddle). Unit is used for bulk cold storage in commercial institutions and hospital
kitchens.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 108 108 108 2,460 lb 1:208 1 - HZ: SWITCH: DENT: HOUR :

EA cm: 275 275 275 1,115 kg 2: --- n/a n/a n/a n/a

R%OO 4110 RACK, REFRIGERATOR, 70x26x27 ccc . . . . . . . .

Refrigerator rack. This rack is designed to acccamodate different sizes of pans or trays in
the same unit. It is used for increasing storage ati has the capacity to efficiently handle a
uide variety of material required in the preparation ah serving of food.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 70 26 27 110 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 178 66 69 49 kg 2: --- 00 N0NO n/a

I R9600
L

o,,,1
~,’!

4110
I

SHELVING, WIRE, CHROME, XOBILE, 71x26X27 C C C . . . . . . . .

Mobile wire shelving. This shetving can speed service by enabling preparation of food in
advance and providing easy materia{ handing. The unit a[so provides a system of sorting and
separating a variety of items to assist in bussing and dishuashing, backup serving iines ad
providing extra storage. She[ving is used in hospital kitchens for food preparation and
storage.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE A14PS HERTZ OEPEN- BTUs/
1SSUE : in: 71 26 27 110 lb 1: --- ltZ: SUITCH: OENT: HOUR :

EA cm: 181 64 67 49 kg 2: --- 00 N0NO n/a

I sol 05 6530 I STERILIZER, STEAM, GR, DO, CAB,16X16X26 I AA A.. I 8F. A..

Cabinet mounted, house steam pouered, single door, gravity sterilizer. The unit is a
microcoquter controtted system. The microcaputer monitors and sequences all operations
throughout the the processing cycle and provides for adible and visual indications of
deviations. A recorder docunents all cycle operations. There are several electrical
configurations avaitable. It is a general pqose sterilizer that operates in the temperature
range of 100-135 degrees centigrade. The unit requires steam of at ieast 50 psi with a f(ou
rate 96 pounds per hour. It needs cold water at 30-50 psi with a nwximun flow rate of 6 gpn, a
drain that can accept water at 200 degrees or more farenheit. Oepth includes door swing. This
sterilizer is a general purpose unit for Liquids, hard gods and Linens.

UNIT OF HEIGliT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 75 32 51 1,410 lb 1: 120 1 5 HZ: SUITCH: DENT: HOUR :

2A cm: 191 82 130 639 kg 2: ”-- 50/60 YES YES 6.300
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SO1O7 6530 STERILIZER, ELEC, GR, DO, CAB, 16X16X26 AA A.. DF . . . .
I

Cabinet mounted, electrical ly generated steam powered, single door, gravity sterilizer. The
unit is microcomputer control led. The mi croccmputer monitors and sequences a 11 operations
throughout the process cyc[e and provides an audible and visual indication of deviations. A
recorder doctrs+snts al 1 cycle operations. There are sever,al electrical configurations
avai lable. It operates in the temperature range of 100-135 degrees centigrade. The unit
requires cold water at 20-80 psig with a maximum flow rate of 6 gpn, hot water at 20-50 psig
with a maximun flow rate of 15 gph and a drain (ine capable of accepting 200+ degrees F water.
The unit uti 1 izes an integral steam generator see JSN S1818 for information. This is a general
purpose unit for 1 iquids, hardwoods and packs.

UNIT OF HEIGHT UIDTH ‘DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 75 32 51 1,610 lb 1: 120 1 15 HZ: SWITCH: DENT:

EA
HOUR :

cm: 191 82 130 730 kg 2: 208 1 91 50/60 NO YES 4,300

k!K
6530 I STERILIZER, STEAM, GR, DO, RCSD,16X16X26 \ AA A . . \ B F . A . . I

One wall recessed, house steam operated, single door, gravity sterilizer. The unit is a
microccsnputer controlled system. The microcomputer mnitors and sequences all operations
throughout the process cycle and provides for an audible and visual indication of deviations.
A recorder docwnents all cycle operations. There are several electrica[ configurations
avai lab(e. [t operates in the temperature range of 100-135 degrees centigrade. The unit
requires at least 50 psi steam pressure with a peak flow of 96 pounds par hour, cold water at
30-50 psi with a peak flow of 6 gpm and a drain that can accept water at 200+ degrees
farenhei t. Depth measurements include door swing. This sterilizer is a general purpose unit
for liquids, hard goods and linen packs.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSLIE : in: 50 62 1,410 lb 1: 120 1 5 HZ: SUITCH: DENT: HOUR :

EA cm: 1: 127 158 639 kg 2: --- ni a nla n/a 4,300

SO112 6530 STERILIZER, ELEC, GR, DO, RCSD, 16X16X26 AA A.. DF . . . .

One wall recessed, electrically operated, single door, gravity sterilizer. The unit is
microcomputer controlled. The microcomputer monitors and sequences all operations throughout
the process cycle and provides an audible and visuat indication of deviations. A recorder
documents a’11 cycle operations. There are several electrical configurations availab[e. It
operates in the temperature range of 100-135 degrees centigrade. The unit requires cold water
at 20-80 psig with a peak flow of 6 gpn, hot water at 20-50 psig with a peak flow of 15 gph and
a drain capable of accepting 200+ degree farenheit water. The unit uti{izes an integral steam
generator; see JSN s1815 for information. The toads are calculated uith the generator
requi rementa. This is a general purpose unit.

UNIT OF HEIGHT UIDTH OEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
1SSUE :

BTUs/
in: 75 50 62 1,610 lb 1: 120 1 15 HZ: SUITCH: OENT: HOUR :

EA cm: 191 127 158 730 kg 2: 208 1 91 n/a n/a n/a 4,300

SOI15 6530 STERILIZER, STEAM, GR, 2D0, RCSD,16X16X26 AA A.. BF. A..

One uall recessed, house steam operated, two door, gravity sterilizer. The unit ia a
microcomputer controlled system. The microccsnputer monitors and sequences all operations
throughout the process cycle and provides for audible and visual indications of deviations. A
recorder docunents all cycle opwations. There are several electrical configurations
avai lable. It operates in the t~rature range of 100-135 degrees centigrade. The unit
requires at least 50 psi of steam pressure with a peak flow of 96 pounds per hour, cold water
at 30-50 psi with a peak flow rate of 6 gpm acd a drain that can accept water at 200+ degrees
farenheit. Depth measurement includes door swings for both ends. This sterilizer is a genera~
purpase unit for Liquids, hard goods and linen packs.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 75 32 70 1,410 lb 1: 120 1 5 HZ: SUITCH: DENT: HOUR :

EA cm: 191 82 178 639 kg 2: --- nla nla nla 4,300

392

Source: https://assist.dla.mil -- Downloaded: 2016-12-11T01:05Z
Check the source to verify that this is the current version before use.



I

I

O,,.~!

O:!’,,,

MIL-STD-1691F

APPENDIX A 1 JULY 1993
1

CATEGORY: ANAVI UTILITIES
JSN NSN NOUEMCLATURE RVFAH 123456

I S0117

,
I S0125

6530 I STERILIZER, ELEC, OR, 2D0, RCSO, 16x16x26 AA A.. OF. A..
I

One USLI recessed, electrically operated, double door, gravity sterilizer. The unit is a
microamputer control ted. The microc~ter monitors and sequences al 1 operations throughout
the process cycle and provides an atdib(e ad visual indication of deviations. A recorder
docunents all cycte operations. There are several electrical conf igurat ions avai iab(e. It
operates in the t~rature range of 100-135 degree centigrade. The unit requires cold uater
at 20-80 psig with a peak flou of 6 gpm, hot water at 20-50 psig with a peak flon of 15 g~ art
a drain capable of accepting 200+ degree water. The unit requf res a remote steam generator;
see JSN s1815 for information. Depth measurements inc[tde door swing. This is a general
purpose tinit for liquids, hard goods and linen packs.

$
UNIT OF HEIGUT W1OTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN - BTUs/
ISSUE : in: 75 50 70 1,630 lb 1: 120 1 15 HZ: SWITCH: OENT:

2A cm: 191 127 178 739 kg 2: 2D8 1 91 n/a n/a n/a !%
,

6530 I STERILIZER, STEAM, VAC, 00, CAS,16X16X26 A A A . . B F . A . .
I

Cabinet -ted house steam operated single door vactp.tn steri 1 izer. The unit is a
microcomputer control 14 system. The microaxrputer mni tors and sequences al 1 operations
throughwt the processing cycle operations. There are several electrical configurations
avai table. It operates in the temperature range of IOOIS5 degrees cent i grade. The unit
requires at least 50 psi of steam pressure uith a peak flou of 96 pounds per hwr, cold water
at 30-50 psi with a peak f [ou rate of 15 gpm and a drain that can accept water at 200+ degrees
farenheit. Oepth measurement inc tudes door swing. This sterilizer is a general purpose unit
for liquids, hard goods and iinens.

UNIT OF HEIGHT U1OTH OEPTH MTIIGHT VOLTS PHASE ANPS HERTZ OEPEN- BTus/
1SSUE : in: 75 32 51 1,410 lb 1: 120 1 5 HZ: WITCH : OENT : HOUR :

EA cm: 191 82 130 639 kg 2: --- 50/60 NO YES 4,300

Cabinet mounted, electrica( (y generated steam powered, single door, vacuun sterilizer. The
unit is microcomputer controlled. The microcaqwter monitors and sequences al t operations
throughout the process cyc(e ml provides an audible and visual indication of deviations. A
recorder docunents al 1 cycle operations. There are severa( electrical configurations
avai labie. I t operates in the temperature range of 100-135 degrees centigrade. The unit
requires cold water at 20 -80 psig uith a peak flow of 6 gpm, hot water at 20-50 psig with a
peak flow of 15 gpin and a drain capable of accepting 20D+ degree farenheit water. The unit
requires an integrai steam generator; see JSN S1818 for information. This is a genera[ purpose
unit for liquids, hard goods and [inen packs.

UNIT OF HEIGHT UIOTH DEPTH WE1GHT VOLTS PHASE AI(PS HERTZ OEPEN- BTUs/
ISSUE: in: 75 32 51 1,610 lb 1: 120 1 15 HZ: SWITCH: OENT:

2A
HOUR :

cm: 191 82 12a 730 k$ 2: 208 1 91 nJa n/a nl a 4,30Cl

S0130 6530
I

STERILIZER, STEAN, VAC, 00, RCSD, 16X16X26 AA A.. BFO A..

One ual I recessed house steam pouered single door vacwxn steri 1 izer. The unit is control led
by a micromputer that monitors al I operations throughout the process cyc[e and provides an
audible and visual indication of deviations. A recorder docunents al 1 cycle operations. There
are several e(ectricat configurations available. 1t operates in a temperature range of 100-135
degrees C. The unit needs cold water at 30-50 psi with a peak flow rate of 15 gpn, an air
su# y of 2cfm at 80psi and a droin capable of accepting water at 200+ degrees F. The unit
requires a minim of 50 psi of steam pressure uith a peak flou of 96 pounds per hwr. The
unit is a vacuun unit for liquids, hardgoods, ( inen packs artd other heat and moisture resistant
materials.

UNIT OF HE 1GHT W1OTH OEPTH bfEIGHt VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
ISSUE : in: 75 50 62 1,410 (b 1: 120 5 HZ: SWITCH: OENT: HOUR :

EA cm: 191 127 158 639 kg 2:--’- @a n/a n/a 4,300
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1 0

E
6530 STERILIZER, ELEC, VAC, DO, RCSD, 16X16X26 AA A.. DF . . . .

One ual 1 recessed, electrical (y generated steam operated, single door, vacuun steri 1 izer. The
unit is microc~ter control led. The microcomputer monitors and sequences al 1 operations
throughout the process cycle and provides an audible and visual indication of deviations. A
recorder documents a 11 cycle operations. There are severa( electrical configurations
available. 1 t owrates in the temperature range of 100-135 degrees cent i grade. The unit
requires cold water at 20-80 psig with a peak flow of 6 gpm, hot water at 20-50 psig with a
peak flow of 15 gpn and a drain capable of accepting 200+ degree water. The unit requires an
integral steam generator; see JSN S1815 for information. The load is calculated with the steam
generator requirements.

UNIT OF HEIGHT UIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 75 50 1,610 lb 1: 120 1 15 HZ: SWITCH : DENT: HOUR :

EA cm: 191 128 1% 730 kg 2: 208 1 91 50/60 NO YES 4,300

E

ES0137

E

6530 STERILIZER, STEAM, VAC,2D0, RCS0, 16x16x26 AA A.. BF. A..

One wal 1 recessed, house steam operated, two door, vacuum steri Lizer. The unit is a
microcomputer control led system. The microcomputer monitors and sequences a 1 I operations
throughout the process cycle and provides for audible and visual indications of deviations. A
recorder docunents a 11 cycle operations. There are several electrical configurations
avai lable. It operates in the temperature range of 100-135 degrees centigrade. The unit
requires at least 50 psi of steam pressure with a peak flow of 96 pounds per hour, cold water
at 30-50 psi with a peak flow rate of 15b gpn and a drain that can accept water at 200+ degrees
farenheit. Depth inctudes door suing for both ends. This steri li zer is a general purpose unit
for Liquids, hard goods and ( inen packs.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 32 70 1,410 lb 1: 120 1 5 HZ: SWITCH: DENT : HOUR :

EA cm: 1; 82 178 639 kg 2: --- n/a n/a n/a 4,300

6530 STERILIZER, ELEC, VAC, 200, RCS0, 16x16X26 AA A.. OF . . . .

One wal 1 recessed, electrical lY operated, double door, vacuum steri I izer. The unit is
microcomputer control led. The microcomputer monitors and sequences al 1 operations throughout
the process cycie and provides an audible and visual indication of deviations. A recorder
documents al 1 cycle operations. There are severa[ electrical configurations available. It
operates in the temperature range of 100-135 degrees centigrade. The unit requires cold water
at 20-80 psig with a peak f low of 6 gpm, hot water at 20-50 psig with a peak flow of 15 gph anc
a drain capabte of accepting 200+degree farenhei t water. The unit requires a remote steam
generator; see JSN S1815 for information. The load is calculated with the generator
requirements. This is a general purpose sterilizer.

UNIT 0[ HEIGHT WIDTH DEPTH WEIGHT i VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 75 70 1,630 lb 1: 1’20 1 15 HZ: SWITCH: DENT: HOUR :

EA cm: 191 1: 178 739 kg 2: 208 1 91 nja nla n/a 5,100

6530 STERILIZER, STEAM, LAB, DO, CAB,16X16X26 AA A.. BF. A..

Cabinet mounted, house steam operated, single door, laboratory steri 1 i zer. The unit is a
microcomputer control led system. The microcomputer irmnitors and sequences al 1 operations
throughout the process cycie and provides an audible and visual indication of deviations. A
recorder documents a 1 I cyc(e operations. There are several electrical configurations
available. In addition to normal operating temperatures the laboratory steri ( izer operates in
a low temperature range of 76-100 degrees centigrade for pasteurization, inspissation and
fractional sterilization. The steri 1 izer requires a steam suppiy of 50-80 psi with a peak flow
of 96 pounds per hour, cold water at 20-80 psig with a peak flow of 6 gpn and a drain line
capable of accepting 200+ degree f arenhei t water.

—-

UNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN - BTUs/

1SSUE : in: 75 32 51 1,410 lb 1: 120 1 5 HZ: SUITCH: DENT: HOUR :

EA cm: 191 02 130 639 kg 2: ”-- nla nf a n/a 4,300
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I
SO147 6S30

I
STERILIZER, ELEC, LA9, DO, CA9, 16x16)(26 AA A.. 8F 0...

Cabinet mounted, electrical [y generated steam powered, single door, laboratory steri 1 izer.
The unit is control ted by a microc~ter that mnitors all operations ad provides an audible
and visual indication of &viations. A recorder docunents al 1 cycle operations. There are
several electrical configurations avai table. It operates in the temperature range of 100-135
degrees C. ad also 76-100 degrees C. for pasteurization, inspissation and fractional
steri 1 izarion. The unitrwedsco~d water at 30-70 Psig uith a peak f(ow of 6 gpin, an air
supply of 2cfm at 80 psi and a drain that can accept water at 200+ degrees Farenhei t. The unit
requires an integral steam generator capable of producing 96 lbs of steam pressure peak per
hwr. See JSN s1815 for infornmion and size.

Ix2

I s0152

O
,,

UNIT OF HE1 GHT UIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 73 32 51 1,610 lb 1: 120 1 15 HZ: SWITCH: OENT:

EA
HOUR :

cm: 191 82 130 no kg 2: 208 1 91 n/a nfa n/a 4,310

6530
I

STERILIZER, STEAN, LM, 00, RCS0,16X16X26 A A A . . BF. A..

One uat 1 recessed, house provided steam powered, sing(e door, laboratory sterilizer. The unit
is contro[ led by e microcomputer that rrmnitors al 1 operations thrwghout the cycle and provides
an audible and visual indication of deviations. A recorder docunents a( 1 cycle events. There
are several electrica( configurations avai IabLe. 1 t operates in the temperature range of
1OO-135 degrees C. and 76-100 degrees C. for pasteurization, inspissation ad fractional
sterilization. The unit needs cold uater at 30-70 psig with a peak flw of 6 gfxn and a drain
that can accept water at 200+ degrees Farenheit. The steri t izer requires a steam suppty at
50-80 psi Mith a msximn flow of 96 pounds of steam per hour.

UNIT OF HEIGHT UIOTli OEPTH kfEIGHT VOLTS PHASE AUPS HERTZ OEPEN-
1SSUE :

BTUs/
in: 75 50 62 1,410 lb 1: 120 HZ: SUITCH: OENT:

EA 191 127 158 639 kg 2: - -’ -5 nfa nfa n/a
HOUR :

cm: 4,300

, 1
6530

I
STERILIZER, ELEC, LA9, 00, RcSD,16X16X26 A A A . . I DF D... I

Oneua(l recessed, electrically generotad steam powered, single door laboratory steri~izer.
The unit is controlled by a microconpter that monitors ali operationa throughout the cycte an
provides an audib[e end visual indication of deviations. A recorder docunents all cycle
events. There are several electrical configurations avaitabte. It operates in the tenperatur
range of 100-135 degrees C. ad 76-100 degrees C. for pasteurization, inspissation ard
fractional sterilization. The unit needs cold water at 30-70 psig with a peak flou of 6 gpn,
hot water at 20-50 psig with 16 gph and a drain that can accept water at 200+ degrees F. The
unit has an integral electric steam generator capable of producing 96 pounds of steam peak per
hour. See JSN S1815 for infomtation.

UNIT OF HEIGHT U1OTH OEPTH WE1GHT VOLTS PHASE AHPS HERTZ OEPEN-
lSSUE:

8TUs/
in: 75 50 62 1,610 (b 1: 120 1 15 HZ: SiJITCH: OENT:

EA

.

cm: 191 127 158 730 kg 2: 208 1 91 nfa n/a n/a :%

IS0155 6530 STERILIZER, STEAN, LA6,200, RCS0,16X16X26
I

AA A.. BF. A..

One watt recessed, house provided steam powered, double door [ahxatory sterilizer. The unit
is controlled by a ❑icroc~ter that monitors all operations throughout the cycle and provides
an audible and visual indication of deviations. A recorder docunents alt cycle events. There
are several electrical configurations available. [t operates in the temperature range of
100-135 degrees C. end 76-100 degrees C. for pasteurization, inspissation and fractional
sterilization. The unit needs cold water at 30-70 psig with a peak flow of 6 gpn and a drain
that can accept uater at 200+ degrees Farenheit. The sterilizer requires a steam supply at
50-80 psi Mith a maxiaun flm of 96 pouds of stesm per hour.

UNIT OF HEIGHT WIDTH OEPTH WEIGHT VOLTS PHASE A)(PS HERTZ OEPEN- BTUs/
ISSUE: in: 75 50 81 1,410 lb 1: 120 5 HZ: SUITCH: DENT:

2A 191 639 kg 2:--’- n/a nJa n/a
HOUR :

cm: 127 206 4,300
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a

kz-
6530 STERILIZER, ELEC, LAB, 200, RCS0, 16x16x26 AA A.. DF D...

One ual 1 recessed, electrically generated steam powered, double door laboratory steri 1 i zer.
The unit is control led by a microcomputer that monitors al 1 operations throughout the cycle and
provides an audible and visual indication of deviations. A recorder docunents al 1 cyc 1e
events. There are several electrical configurations available. It operates in the temperature
range of 100-135 degrees C. and 76-100 degrees C. for pasteurization, inspissation and
fractional sterilization. The unit needs cold water at 30-70 psig with a peak f low of 6 gpm,
hot water at 20-50 psig with 16 gph and a drain that can accept water at 200+ degrees F. The
steri 1 izer requires an electric steam generator capable of producing 96 pounds of steam peak
per hour. See JSN s1815 for information.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 75 50 81 1,610 lb 1: 120 1 15 HZ: SWITCH: OENT: HOUR :

EA cm: 191 127 206 730 kg 2: 208 1 91 nla n/a nia 4,310

6530 1, WASHER,STERILIZER, STEAM,D0,CAB,16X16X26 I A A A . . I B F . A . . I

Cabinet mounted, house steam powered, single door, instrtsnent washer and steri li zer. The unit
is cent rol led by a microcomputer that monitors a 1 I operations throughout the process cycle and
provides an audib(e and visual indication of deviations. A recorder doctxnents a 11 cycle
events. There are several electrical configurations avai lable. It operates in the temperature
range of 121-135 degrees Cent i grade. The unit requires cold water at 20-80 psig with a peak
flow of 6gpn, steam at 40-80 psig with a peak flow of 130 pounds per hour and a drain capable
of accepting 200+ degree Farenhei t water. Unit is used to wash, decontaminate and steri ( ize
surgical instruments and can also be used as a Itf lashll steri 1 izer.

UNIT OF HEIGHT UIOTH OEPTH WE1GHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 32 51 1,410 lb 1: 120 1 5 HZ: SWITCH: OENT: HOUR:

EA cm: l; 82 130 639 kg 2: --- nla n/a n/a 4,300

bn-

ES0175

6530 UASHER/STERl L I ZER , STEAM,00, RCSO, 16x16X26 AA A.. BF. A..

One wa[ 1 recessed, house steam powered, single door, instrument washer/steri 1 i zer. The unit
is cent rol ted by a mi croccmputer that moni tora a 11 operations throughout the process cyc te and
provides an audible and visual indication of deviations. A recorder doctrnants al 1 cyc [e
events. There are several electric configurations avai [able. It operates in the temperature
range of 121-135 degrees Centigrade. The unit requires cold water at 20-80 psig with a peak
flow of 6 gpm, steam at 40-80 psig with a ~ak flow of 130 pounds per hour and a drain capable
of accepting 200+ degree Farenhei t water. Unit is used to wash, decontaminate and steri 1 i ze
surgical instrtxnents and can also be used as a ‘If lashil steri li zer.

UNIT OF HEIGHT UIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 75 50 62 1,410 lb 1: 120 ? 5 HZ: SUITCH: DENT: HOUR :

EA cm: 1’91 127 158 639 kg 2: --- n/a n/a n/a 4,300

6530 UASHER/STER1 LIZER, STM,200, RCSD , 16x16x26 AA A.. BF. A..

One we 11 recessed, steam operated, double door, instrument washer/steri 1 izer. This is a
microcomputer control led unit. The mi croconputer monitors and sequences al 1 operations
throughout the process cycle and provides an audi b[e and visual i ndi cat ion of devi at i ens. A
recorder docunents al 1 cyc [e operations. There are several electrical configurations
avai labte. It operates in the temperature range of 121 to 135 degrees centigrade. The unit
requires cold water at 20-80 psig with a msximun flow rate of 6 gpn, steam at 40-80 psig with a
maxinnxn flow rate of 130 lbs per hour, a drain line capable of accepting 200+ degree farenhei t
water. Used to wash, decontaminate and sterilize surgica~ instruments and can also be used as
a “f LashJt steri 1 izer.

UNIT OF HEIGHT UID7H DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 75 50 70 1,410 lb 1: 120 1 5 HZ: SUITCH: OENT: HWR :

EA cm: 191 127 178 639 kg 2: --- 50/60 NO YES 4,300

m
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S0190 6530 STERILIZER, ACCESSORY PACK 16X16X26 AA A.. . . . . . .
I

STERILIZER ACCESSORY PACK CONSISTING OF: INTERNAL RACK UITH 2 EXTENOA8LE SHELVES

UNIT OF HEIGHT IJIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 16 16 26 20 lb 1: --- HZ: SUITCH: OENT: HWR :

2A cm: o 0 0 0 kg 2: --- nfa n/a II/a n/a

S0205 6530
I

STERILIZER, STEM, CR, DO, CAB, 20X20X38 AA A.. BF. A..

Cabinet mounted house steam powered singie door gravity sterilizer. The unit is
microcomputer controlled. The microcomputer modtors and sequences all operations throughout
the process cycle ad provides an audible and visual indication of deviations. A recorder aiSO
docunents all cycle operations. There are severai electrical configurations available. It
operates in the temperature range of 100-135 degrees centigrade. The unit r@lUireS at least 50
psi of steam pressure with a peak flow of 116 pounds per hwr, cold water at 30-50 psi uith a
peak flow of 6 gpn and a drain that can accept water at 200+ degrees farenheit. Oepth
measurements inctude door swing. This sterilizer is a general purpuse unit for liquids, hard
goods and 1 inen packs.

UNIT OF HEIGHT UIDTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 75 35 68 2,128 lb 1: 120 1 5 HZ: SUITCH: OENT: HOUR :

2A cm: 191 89 173 96t kg 2: --- 50/60 NO YES 7,000
1

S020? 6530 STERILIZER, ELEC, GA, 00, CA8, 20X20X38 AA A.. OF O...

Cabinet munted, etectrica[ ly generated steam pwered, single door, gravity steri Lizer. The
unit is control led by a microcomputer that monitors al 1 operations thrwghout the cycle and
provides an audible and visual indication of deviations. A recorder docunents at I cycle
events. There are several electrical configurations available. It operates in the temperature
range of 100-135 degrees C. The unit needs cold water at 20-80 psig with a peak flou of 6 gpm,
an air s~ly of 2 cfm at 80 psi and a drain that can accept water at 200+ degrees F. The unit
has an integral steam generator capabte of producing 116 pwnds of steam pressure peak per
hwr. See JSN s1820 for information and size of generator. This is a generat purpose unit for
all heat and moisture stabile mterials.

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN - BTUs/
1SSUE : in: 75 35 68 2,328 Lb 1: 120 1 20 HZ: SWITCH: OENT: HOUR :

2A cm: 191 89 173 1,055 kg 2: 208 1 91 n/a n/a nla 7,000

SO21O 6530 STER1 L1 ZER, STEM, GR, 00, RCSO ,20X20X38 AA A.. BF. A..

One wa( 1 recessed, house steam pouered, sing~e door, gravity steri 1 izer. The unit is
microcaputer control led. The microc~ter monitors and sequences al 1 operations thrwghout
the processing cyc(e and provides for audibie and visual indications of deviations. A recorder
docunents al t cycle operations. There are severa( electrical configurations availab~e. It
operates in the temperature range of 100-135 degrees centigrade. The unit requires at least 50
psi of steam pressure with a peak f lou of 116 pounds per hwr, cold water at 30-50 psi with a
peak flow of 6 gpm and a drain that can accept 200+ degree farerhei t uater. Oepth measurements
include door suing. This sterilizer is a general purpose unit for liquids, hard goods and
linen packs.

UNIT OF HEIGHT UIOTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
lSSUE: in: 75 54 79 2,128 lb 1: 120 5 HZ: SWITCH: OENT: HWR:

EA cm: 191 137 201 964 kg 2:--’- 50/60 NO YES 7,000
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I S0212 6530 STER1 t. IZER, ELEC, GR , 2D0, RCSD,20X20X38 AAA. .DF . . . .
I

One wal 1 recessed, electrically generated steam powered, single door, gravity sterilizer. The
unit is control led by a microcomputer that rrnnitors al [ operations throughout the cycle and
provides an audible and visual indication of deviations. A recorder docunents a L 1 cycle
events. There are several electrical corif i gurat i ons ava i lab[e. It operates in the temperature
range of 100-1135 degrees C. The unit needs co(d water at 20-80 psig with a peak flow of 6 gpn,
hot water at 20-50 psig with a peak flow of 16 gph and a drain that can accept uater at 200+ F.
The unit has an integral steam generator capable of producing 100 pounds of steam pressure peak
per hour. Depth measurement includes door swing. This is a general purpose unit for al 1 heat
and moisture stabile materials.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : -: 54 2,238 lb 1: 120 1

EA ::: 1; 137
20 HZ: SUITCH: DENT: HOUR :

2; 1,055 kg 2: 208 1 91 nla n/a n/a 7,850

I s0215 6530 STERILIZER, STEAM, GR, 2D0, RCSD,20X20X38 ;A AA.. BF. A..

One Hall reces.sed, house steam powered, two door gravity sterilizer. The unit is
microcomputer controlled. The microcomputer monitors and sequences all cycle operations.
There are several electrical configurations available. It operetes in the temperature range of
100-135 degreea centigrade. The unit requires at least 50 psi of steam pressure with a peak
flow of 116 pounds per hour, cold uater at 30-50 psi with a peak flow rate of 6 gpn and a drain
that can accept water at 200+ degrees farenheit. Depth measurements include door swing for
both ends. This sterilizer is a general purpose unit for liquids, hard goods and linen packs.

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 75 54 91 2,128 lb 1: 120 1 5 HZ: SUITCH: DENT: HOUR :

EA cm: 191 137 231 “964 kg 2: --- nla n/a n/a 7,000

s0217 6530 STERILIZER, ELEC, GR, 2D0, RCSD,20X20X38 AA A.. BF D...

One wa(l recessed, electrically generated steam powered, double door, gravity sterilizer. The
unit is controlled by a microcomputer that monitors a([ operations throughout the cycle and
provides an audible and visual indication of deviations. A recorder docunents all cycle
events. There are several electrical configurations available. It operates in the temperature
range of 100-135 degrees C. The unit needs cold water at 20-80psig with a peak flow of 6 gpn,
an air supply of 2 cfm at 80 psi and a drain that can accept uater at 200+ degrees F. The unit
requires a steam generator capable of producing 116 pourds of steam pressure peak per hour.
See JSN s1820 for information and size of generator. This is a general purpose unit for al(
heat and moisture stabile materials.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS
1S5UE :

HERTZ OEPEN- 8TUs/
in: 75 54 2,328 lb 1: 120 1 15 HZ: SUITCH: DENT:

EA
HWR :

cm: 191 137 2;; 1,055 kg 2:--- n/a n/a nla 7,850

rS0220 6530 STERILIZER, STEAM, GR,2D0,2RCSD,20X20X38 AA A.. BF. A..

Two wall recessed, house steam powered two door gravity sterilizer. The unit is
microcomputer controlled. The microcomputer monitors and sequences all operations throughout
the process cycle and provides an audible and visual indication of deviations. A recorder
documents all cycle operations. There are several electrical configurations avail ab(e. It
operates in the temperature range 100-135 degrees centigrade. The unit requires at least 50
psi of steam pressure with a peak flow of 116 pounds per hour, co(d water at 30-50 psi with a
peak flou rate of 6 gpm and a drain that can accept water at 200+ degrees farenheit. Depth
measurements inc(ude door swing for both ends. This is a general purpose unit used to
sterilize liquids, hard goods and linen packs.

UNIT OF HEIGHT UIOTH DEPTH iJEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 75 54 2,128 lb 1: 120 1 5 HZ: SWITCH: DENT: HWR :

EA cm: 191 137 2:: 964 kg 2:--- 50/60 NO YES 7,800

a
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I S0222
L

6530 STERILIZER, ELEC, GR, 2D0,2RCSD, 20X20X38 AA A.. OF . . . .

Two Hal 1 recessed, electrically generated steam powered, double door, gravity steri ( izer. The
unit is control ltxl by a microccqmter that monitors al 1 aerations throughout the cyc(e and
provides an audibte and visual indication of deviations. A recorder docunents all cYc~e
events. There are several electrica( configurations avai (able. 1t operates in the temperature
range of 100-135 degrees C. The unit needs cold water at 20-80 psig with a peak flow of 6 gpm,
hot water at 20-50 psig with a peak flou of 16 gph and a drain that can accept water at 200+ F.
The unit requires a steam generator capabte of producing 116 pounds of steam pressure peak per
hour. Depth measurement i nc(udes door suing. This is a general ~rpose unit for all heat and
moisture stabi (e materials.

UNIT OF HEIGHT WIDTH DEPTH NEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 75 54 91 2,328 lb 1: 120 1 20 HZ: SUITCU: DENT: HOUR :

2A cm: 191 137 231 1,055 kg 2: --- n/a n/a n/a 7,850

s0225 6530 STERILIZER, STEAM, VAC, 00, CAB,20X20X38 AA A.. 8F. A..

Cabinet mounted house steam powered single door vacuun sterilizer. The unit is microcmnputer
control led. The microcomputer monitors and sequences a(( operations throughout the processing
cyc Le and provides for an audible and visual indication of deviations. A recorder docunents
all cycle operations. There are several electrical configurations available. It operates in
the tenparature range of 100-135 degrees centigrade. The unit requires at least 50 psi of
pressure with a peak ftow of 116 pounds per hour, cold water at 30-50 psi with a peak flow rate
of 15 gpm and a drain that can accept water at 200+ degree farenheit. Depth inc(udes door
swing. This sterilizer is a vactnsn unit for liquids, hard goods and linen packs and other heat
and moisture stabite materials.

UNIT OF HEIGHT WIOTH OEPTH UEiGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 75 36 67 2,128 lb 1: 120 1 5 HZ: SWITCH: OENT: HWR :

2A cm: 191 92 170 964 kg 2: --- n/a n/a n/a 7,000

sD227 6530 STERILIZER, ELEC, VAC, DO, CAB, 20X20X38 AA A.. DF D...
I

Cabinet mounted, electrically generated steam powered, singie door, vacuun sterilizer. The
unit is controlled by o microcomputer that monitors all operations throughout the cycle and
provides en audible and visua[ indication of deviations. A recorder doc-ts all CYCle
events. There are several electrical configurations availab(e. it operates in the temperature
range of 100-135 degrees C. The unit needs cold water at 20-80 psig with a peak flow of 15
9P% an air SUPPLY of 2 cfm at 80 psi and a drain that can accept water at 200+ degrees F. The
unit has an integral steam generator capable of producing 116 pounds of steam pressure peak per
hour. See JSN S1820 for information and size of generator. This is a general purpose unit for
al[ heat and moisture stabi(e mater iats.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 75 36 68 2,328 (b 1: 120 1 20 HZ: SWiTCH: DENT: HWR :

2A cm: 191 92 173 1,055 kg 2: 208 1 91 n/a n/a n/a 7,000

S0230 6530 STERILIZER, STEAM, VAC, 00, RCS0,20X20X38 AA A.. BF. A.. I 1
One wall recessed house steam pouered sing(e door vacuun sterilizer. The unit is
microcomputer controtied. The microcurputer monitors and sequences at[ operations throughout
the processing cycle and provides an audible and visuat indication of deviations. A recorder
docunents at( cycle operations. There are severai e(ectrica~ configurations available. It
operates in the temperature range of 100-135 degrees centigrade. The unit requires at least 50
psi of steam pressure with a peak flou of 116 pounds per hour, cold water at 320-50 psi with a
peak flow rate of 15 gpin and a drain that can accept water at 200+ degrees farenheit. Depth
includes door swing. This sterilizer is a vacuun unit for tiquids, hard goods, linen packs and
other heat ad moisture stabile materials.

UNIT OF HEIGHT WIDTH DEPTH NEiGHT VOLTS PHASE AUPS HERTZ DEPEN- BTUs/
ISSUE: in: 75 54 79 2,128 [b 1: 120 1 5 HZ: SWITCH: DENT: HWR :

2A cm: 191 137 201 964 kg 2:-”” n/a n/a n/a 7,000
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6530 STER I L 1ZER, ELEC, VAC, DO, RCSD , 20X20X38 AA A.. DF D...

One wal 1 recessed, electrically generated steam pouered, single door, vacuus steri 1 i zer. The
unit is control led by a microc~ter that monitors al 1 operations throughout the cycle and
provides an audible and visual indication of deviations. A recorder documents a i t CYC le
events. There are several electrical configurations avai lab(e. 1 t operates in the temperature
range of 100-135 degrees C. The unit needs cold water at 20-80 psig with a peak flow of 15

9~, an air suPPIY of 2 cfm at 80 Psi and a drain that can accept water at 200+ degrees F. The
unit has an integral steam generator capab(e of prcducing 116 pounds of steam pressure peak per
hour. See JSN s1820 for information and size of generator. This is a vacuun unit for all heat
and moisture stabi le materials

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 75 54 79 2,328 lb 1: 120 1 20 HZ: SUITCH: OENT : HOUR :

EA cm: 191 137 201 1,055 kg 2: 208 1 91 n/a n/a n/a 7,800

6530 I STERILIZER, STEAM, vAC,2D0,RCSD,20X20X38 I A A A . . I B F . A . . \

One wal t recessed house steam powered two door vacuun steri 1 i zer. The unit is microcomputer
controlled. The mi crocosputer monitors and sequences al 1 operations throughout the process
cyc(e and provides an audible and visual indication of deviations. A recorder docunents al 1
cyc \ e operations. There are several electrical configurations available. It operates in the
tanperature range of 100-135 degrees centigrade. The unit requires at least 50 psi of pressure
with a peak flow of 116 pounds per hour, cold water at 30-50 psi with a peak flow rate of 15
gpin and a drain that can accept water at 200+ degrees farenheit. Depth includes both door
sui ngs. This steri 1 izer is a general purpose unit for i iquids, hard goods, 1 inen packs and
other heat and moisture stabi le materials.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 75 54 91 2,128 lb 1: 120 1 5 HZ: SUITCH: OENT: HOilR :

EA cm: 191 137 231 964 kg 2: --- nla n/a n/a 7,800

6530 I STERILIZER, ELEC, VAC, 2D0, RcsD,20X20X38 I A A A . . I D F O . . . I I

One wa 11 recessed, electrical ( y generated steam powered, double door, vacuun steri 1 i zer. The
unit is control led by a microcomputer that monitors al 1 operations throughout the cycle and
provides an audible and visual indication of deviations. A recorder docunents a 11 cyc ~e
events. There are several elect rica( configurations avai [able. It operates in the temperature
range of 100-135 degrees C. The unit needs cold water at 20-80 psig with a peak flow of 15
9W, an air SUPPLY of 2 cfm at 80 psi and a drain that can accept uater at 200+ degrees F. The
unit requires a steam generator capable of producing 116 pounds of steam pressure peak per
hour. See JSN s1820 for information and size of generator. This is a vacuun unit for all heat
and moisture stabi(e materials.

UNIT OF HEIGHT U1OTII DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 75 5.4 91 2,328 lb 1: 120 1 15 HZ: SUITCH: DENT: HOUR :

EA cm: 191 137 231 1,055 kg 2: 208 1 91 nla n/a n/a 7,800

6530 STERILIZER, STEAM, VAC,2D0,2RCS0 ,20X20X38 AA A.. BF. A..

Two Wai ( recessed house steam pwered two door vacuun sterilizer. The unit is microccinputer
controlled. The microcomputer monitors and sequences al 1 operst i ons throughout the process
cycle and provides an audible and visual indication of deviations. A recorder docunents a 11
cycle operations. There are several electrical configurations available. It operates in the
temperature range of 100-135 degrees cent i grade. The unit requires at least 50 psi of steam
pressure with a peak flow of 116 pounds per hour, cold water at 30-50 psi with a peak flow of
15 gpn ard a drain that can accept water at 200+ degrees farenhei t. Depth includes both door
swings. This is a vacuun unit used to steri 1 ize 1 iquids, hard goods, linen packs and other
heat and ‘moisture stabile materials.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 75 54 91 2,128 lb 1: 120 1 5 HZ: SU[TCH: OENT: HOUR :

EA cm: 191 137 231 964 kg 2: --- nf a nf a nla 7,800
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4

s0242 6530
I

STERILIZER, ELEC, VAC,2D0,2RCSD,20X20~ AA A.. OF D...

Two Hall reces$ed, electrically generat~ steam powered, double door, vactnsn sterilizer. The
unit is controlled by a microcomputer that monitors atl operations throughout the cyc[e and
provides an atdible and visuat indication of deviations. A recorder d ucunents atl cycle
events. There are several e(ectricat configurations available. It operates in the temperature
range of 100-135 degrees C. The unit needs cotd water at 20-80 psig with a peak f[ou of 15
9P% an air SUPP(Y of 2 Cfm at 80 psi and a drain that can accept water at 200+ degrees F. The
unit requires a steam generator capable of producing 116 pounds of steam pressure peak per
hour. See JSN s1820 for information and size of generator. This is a vacuun unit for all heat
ad moisture stabile mater iats.

UNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE ANPS HERTZ OEPEN- BTUs/
ISSUE: in: 75 54 91 2,328 lb 1: 120 1 15 HZ: SUITCH: OENT:

EA cm: 191
HWR :

137 231 1,055 kg 2: 208 1 91 n/El n/a n/a 7,800

I
S0245 6530 STERILIZER, STEAN, LAB, DO, CAB,20X20X38 AA A.. BF. A..

Cabinet mounted, house provided steam powered, single door, laboratory sterilizer. The ~it
is controlled by a microcmpter that mnitors at{ operations throughout the cycle and provides
an audible and visuat indication of deviations. A recorder docunents all cycle events. There
are several e(ectricat configurations available. [t operates in the temperature range of
100-135 degrees C. and 76-100 degrees C. for pasteurization, inspissatia and fractional
sterilization. The unit needs cotd water at 30-70 psig with a peak flow of 6 gpn and a drain
that can accept Mater at 200+ degree Farenheit. The sterilizer requires a steam supply at
50-80 psi with a maxinun flou of 116 pounds of steam per hour.

UNIT OF HEIGHT UIOTH OEPTH KEIGHT VOLTS PHASE ANPS HERTZ OEPEN- BTUs/
1SSUE : in: 75 36 67 2,240 Lb 1: 120 1

EA
5 HZ: SWITCH: DENT: HOUR :

cm: 191 92 170 1,015 kg 2: --- ~a Ma Ma 7,000

S0247 6530 STERILIZER, ELEC, LAB, 00, CAB, 20X20X38 AA A..
I

BF D...
I

Cabinet ununted, e~ectricalty generated steam powered, single door, laboratory sterilizer.
The unit is controlled by a microcomputer that monitors a(( operations throughout the cycle and
provides an audib(e and visual indication of deviations. A recorder ducunents all cycle
events. There are several electrical configurations availabte. It operates in the teqwrature
range of 100-13S degrees C. and 76-100 degrees C. for pasteurization, inspissation and
fractional sterilization. The unit needs cotd water at 30-70 psig with a peak ftott of 6 gpn,
an air su@y of 2 cfm at 80 psi ati a drain that can accept uater at 200+ degrees F. The unit
requires an integral steam generator capabte of producing 96 lbs. of steam pressure peak per
hour. See JSN s1815 for information and size.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- aTus;
ISSUE: in: 75 36 67 2,520 Lb 1: 120 15 HZ: SUITCH: DENT:

EA
HOUR :

cm: 191 91 170 1,142 kg 2: 208 ; 91 nfa n/a n/a 7,850
J

S0250 6530 STERILIZER, STEM, LAB, 00, RCSD,20X20X38 AA A.. BF. A.. ‘

One tfa~i recessd, house provided steam powered, single door, laboratory sterilizer. The unit
is controlled by a microcomputer that monitors all operations throughout the cycle and provides
an audibie and visual itiication of deviations. A recorder docunents al( cycle events. There
are severa( electrical configurations available. It operates in the temperature range of
100-135 degrees C. and 76-100 degrees C. for pasteurization, inspissation and fractional
steri iization. The unit needs cold water at 30-70 psig with a peak flow of 6 gpn and a drain
that can accept water at 200+ degrees Farenheit. The sterilizer requires a steam supply at
50-80 fsi with a maxim flow of 116 pounds of steam per hour.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 75 54 2,240 lb 1: 120 1 5 HZ: SWITCH: OENT:

EA 191
HOUR :

m: 137 2: 1,014 kg 2: --- n/a n/a n/a 7,800
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f
I s0252
I

I s0257

I s0260

6530 STERILIZER , ELEC, LAB, DO, ‘RCSD , 20x20x38 AA A.. DF . . . .

One ual 1 recessed, electrically generated steam powered, sing(e door, laboratory steri 1 izer.
The unit is control led by a microcrxrputer that mcnitors al 1 operations throughout the cycle and
provides an audib~e and visual indication of deviations. A recorder docunents al 1 cycle
events. There are several electrical configurations avai labie. 1 t operates in the temperature
range of 100-135 degrees C. and 76-100 degrees C. for pasteurization, inspissation and
fractional steri 1 ization. The unit needs cold water at 30-70 psig with a peak flow of 6 gpm,
hot water at 20-50 psig with 16 gph and a drain that can accept water at 200+ degrees F. The
unit has an integral e(ectric steam generator capable of producing 116 pounds of steam pak per
hour. See JSN s1820 for information.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 54 2,520 lb 1: 120 HZ: SWITCH: OENT:

EA
HWR :

cm: 13 137 2: 1,142 kg 2: 208 ;: n/a n/a nla 7,850

6530 I STERILIZER, STEAM, LAB,2D0,RcsD,20X20X38 I A A A . . I B F . A . . I

One wal 1 recessed, house provided steam po~erad, doubie door, laboratory steri 1 izer. The unit
is control led by a microc~ter that monitors al 1 operations throughout the cycle and provides
an audible and visual indication of deviations. A recorder docunents a 11 cycle events. There
are several electrical configurations avai lable. It operates in the temperature range of
100-135 degrees C. and 76-100 degrees C. for pasteurization, inspissation and fractional
sterilization. The unit needs cold, water at 30-70 psig with a peak flow of 6 gpn and a drain
that can accept water at 200+ degrees Farenhei t. The steri 1 izer requires a steam supply at
50-80 psi with a maximun flow of 116 pounds of steam per hour.

UNIT OF HEIGHT UIOTH OEPTH HEIGHT VOLTS PHASE AMPS HERTZ OEPEN-
1SSUE :

BTUs/
in: 75 54 91 2,240 lb 1: 120 1 5 HZ: SUITCH: DENT:

EA
HOUR :

cm: 191 137 231 1,014 kg 2: - - - n/a nla nla 7,800

6530 I STERILIZER, ELEC, LAB, 200, RCSD,20X20X38 I A A A . . I D F . . . . I \
*

, 1 1 I

One wal [ recessed, electrically generated steam powered, double door, laboratory steri I izer.
The unit is control led by a microcmnputer that monitors al 1 operations throughout the cycle and
provides an audible and visual indication of deviations. A recorder documents al 1 cyc [e
events. There are several electrical configurations avai lable. It operates in the temperature
range of 100-135 degrees C. and 76-100 degrees C. for pasteurization, inspissation and
fractional steri lization. The unit needs cold water at 30-70 psig with a peak flow of 6 gpm,
hot water at 20-50 psig with 16 gph and a drain that can accept water at 220+ degrees F. The
unit has an integral electric steam generator capable of producing 116 pounds of steam peak per
hour. See JSN s1820 for information.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
[ SSUE : in: 75 54 91 2,520 lb 1: 120 1 15 HZ: SUITCH: OENT: HOUR :

EA cm: 191 137 231 1,142 kg 2: 208 1 91 nla n/a n/a 7,850

6530 STERILIZER, STEAM, LAB, 200,2RcsD , 20X20X38 AA A.. 8F. A..

Two wal ( recessed, house provided steam powered, double door, Laboratory sterilizer. The unit
is control led by a microccwputer that monitors al 1 operations throughout the cycle and provides
an audible and visual indication of deviations. A recorder documents al 1 cycle events. There
are several electrica[ configurations avai table. It operates in the temperature range of
100-1,35 degrees C. and 76-100 degrees C. for pasteurization, inspissation and fractional
sterilization. The unit needs cold uater at 30-70 psig with a peak flow of 6 gpm and a drain
that can accept water at 200+ degrees Farenhei t. The steri 1 izer requires a steam supply at
50-80 psi with a maximun flow of 116 pounds of steam per hour.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
1SSUE :

BTUs/
in: 75 54 91 2,240 lb 1: 120 1 5 HZ: SUITCH: DENT:

EA
HWR :

cm: 191 137 231 1,0’14 kg 2: --- nla nla n/a 7,800
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s0262 6S30 STER1 L 1ZER , ELEC, LAB, 200, 2RCSD,20X20X38 AA A.. DF . . . .

Two u8L I recessed, electrically generated steam powered, double door, laboratory steri I izer.
The unit is control led by a microc~ter that monitors at I operations throughwt the cycle and
provides an audible and visual indication of deviations. A recorder docunents al 1 cycle
events. There are several e(ectricat configurations available. I t operates in the temperature
range of 100-135 degrees C. and 76-100 degrees C. for pasteurization, inspissation and
fractional sterilization. The unit needs co(d uater at 30-70 psig with a peak flow of 6 gpin,
hot uater at 20-50 psig with 16 gph and a drain that can accept uater at 200+ degrees F. The
unit has an integral eiectric steam generator capable of producing 116 pounds of steam peak per
hwr. See JSN S1820 for information.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN - BTUs/
ISSUE: in: 75 2,520 lb 1: 120 1 15 HZ: WITCH: OENT:

EA cm: 191 1% ;;
HOUR :

1,142 kg 2: 208 1 91 n/a tia n/a 7.850

S0290 6530 STER I L 1ZER , ACESSORY PACK 20x20x38 AA A.. . . . . . .
I

STERILIZER ACCESSORY PACK CONSISTING OF: INTERNAL RACK WITH 2 EXTENDAELE SHELVES

UNIT OF HEIGHT UIOTH OEPTH WIGHT VOLTS PHASE AHPS HERTZ OEPEN- BTUs/
1SSUE : in: 20 20 38 75 lb 1: --- HZ: SWITCH: OENT:

EA cm: o 0
HOUR :

0 0 kg 2: --- n/a n/a n/a n/a

I
S0295 6530 STERILIZER, TRANSFER CAR/C 20X20X38 AA A.. . . . . . .

STERILIZER LOADING CAR AND CARRIAGE FOR 20X20X38 SIZE CHAMBER TO INCLUDE INTER1O R CHAMBER

o

,, TRACKS. CAR INCLUDES 2 SHELVES.
,( *:

UNIT OF HEIGHT UIOTR OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
lSSUE: in: O 0 0 0 lb 1: --- HZ: SWITCH: DENT:

EA cm: o 0
HCUR :

0 0 kg 2: --- n/a n/a ~a nfa

S0305 6530
I

STERILIZER, STEAM, 00, CAB, 24X36X36
I

AA A.. BF DA..

Cabinet umunted, hwae steam powered, sing~e door, gravity sterilizer. The unit is contro{ied
by a microc~ter that monitors a[( -rations throughout the process cycle ad provides an
audible and visuat indication of deviations. A recorder docments all cycle operations. There
are several e[ectrica[ configurations available. It operates in a taqxrature range of 100-135
degrees C. The unit needs cold water at 30-50 psi with a peak flou rate of 15 ggsn, an air
supply of 2 cfm at 80 psi and a drain capable of accepting water at 200+ degrees F. The unit
requires a mininm of 50 psi of steam pressure with a peak flow of 145 pounds per hour. The
unit is a general purpose unit for (iq-uids, hard goods, linen packs and other heat and moisture
resistant miter ia(s.

UNIT OF HEIGHT UIOTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- . BTUs/
ISSUE: in: 75 7& 84 3,800 lb 1: 120 20 HZ: SWITCH: DENT:

EA 191 193 1,722 kg 2:--’-
HWR :

cm: 214 nla tia nla 12,550

S0307 6530 STERILIZER, ELEC, GR, DO, CAB, 24x36x36 AA A..
I

BF O...

Cabinet uuunted, electrically generated steam powered, single door, gravity sterilizer. The
unit is controlled by a microcomputer that monitors all operations throughout the cycle and
provides an audibte and visust indication of deviations. A recorder docunents all cycle
events. There are severa~ e[ectricat configurations available. It operates in the temperature
range of 100-135 degrees C. The unit needa cold water at 20-80 psig with a peak f[ou of 15

9P% an air SW@Y of 2 cfm at 80 psi and a drain that can accept water at 200+ degrees F. The
unit requires a steam generator capable of producing 145 pwnds of steam pressure peak per
hour. See JSN s1825 for information and size of generator. This is a general purpose unit for
all heat ad moisture stabi(e materials.

UNIT OF HEIGHT WIDTH DEPTH WIGHT VOLTS PHASE ANPS HERTZ DEPEN- BTUs/
ISSUE: in: 7S 76 3,800 lb 1: 120 1

EA
20 HZ: SWITCH: DENT: HOUR :

cm: 191 193 2: 1,722 kg 2: --- n/a n/a n/a 12,550
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ls 0310 16530 I STERILIZER, STEAM, GR, DO, RCSD,24X36X36 I AAA . . I B F D A . . I

I s0312

bE-

One uall recessed, house steam powered, single door, gravity sterilizer. The unit is
controlled by a microccsnputer that monitors all operations throughout the process cycle and
provides an audible and visual indication of deviations. A recorder docments all cycle
operations. There are several electrical configurations, available. It operates in a
temperature range of 100-135 degrees C. The unit needs cold water at 30-50 psi with a peak
flow rate of 15 gpm, an air supgply of 2 cfm at 80 psi anda drain capable of accepting water
at 200+ degrees F. The unit requires a mininum of 50 psi of steam pressure with a peak flow of
145 pounds per hour. The unit is a gravity unit for liquids, hard goods, linen packs and other
heat and moisture resistant materials.

UNIT OF HEIGHT WIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in,: 3,800 lb 1: 120 1 20 HZ: SUITCH: DENT: HOUR :

EA cm: 1;; 1;: 2:: 1,722 kg 2: --- nla nla nla 12,550

6530 I STERILIZER, ELEC, GR, 2D0, RCSD,24X36X36 I A AA . . I E F D . . . I I

One wall recessed, electrically generated steam powered, single door, gravity sterilizer. The
unit is controlled by a microcomputer that mmitors all operations throughout the cycle and
provides an audible and visual indication of deviations. A recorder docwnents all cyc~e
events. There are several electrical configurations available. It oprates in the temperature
range of 100-135 degrees C. The unit needs cold water at 20-80 psig with a peak flow of 15
gw, an air SUPPLY of 2 cfmat 80 psi and a drain that can accept water at 200+ degrees F. The
unit requires a steam generator capable of producing 145 pounds of steam pressure peak per
hour. See JSN s1825 for information and size of generator. This is a genera( purpose unit for
all heat and moisture stabile materials.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTLJs/
1SSUE : in: 76 3,800 lb 1: 120 !20 HZ: SUITCH: DENT: HOUR:

EA cm: 1; 193 2:; 1,722 kg 2:--’- n/a n/a n/a 12,550 *

6530 STERILIZER, STEAM, VAC, DO, CAB,24X36X36 AA A.. BF DIA..’

Cabinet mounted, house steam powered, single door, vacuun sterilizer. The unit is controlled
by a microcomputer that monitors all operations throughout the process cycle and provides an
audible and visual indication of deviations. A recorder docments all cycle operations. There
are several electrical configurations available. It operates in a t~rature range of 100-135
degrees C. The unit needs co(d water at 30-50 psi with a peak flow rate of 15 gpm, an air
suppiy of 2 cfm at 80 psi and a drain capable of accepting water at 200+ degrees F. The unit
requires a minimun of 50 psi of steam pressure with a peak flow of 190 pounds per hour. The
unit is a vacuun unit for liquids, hard goods, linen packs and other heat and moisture
resistant materials.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 75 76 3,800 lb 1: 120 1 20 HZ: WITCH: DENT: HOUR :

EA cm: 191 193 2: 1,722 kg 2:-”- n/a nla n/a 12,550
I

s0327 6530 STERILIZER, ELEC, VAC, DO, CAB, 24x36x36 AA A.. DF D...

Cabinet mounted, electrically generated steam powered, single door, vacuun sterilizer. The
unit is controlled by a microconpter that monitors all operations throughout the cycle and
provides an audib(e and visual indication of deviations. A recorder docunents all cycle
events. There are several electrical configurations avai(able. It operates in the temperature
range of lDO-135 degrees C. The unit needs cold water at 20-80 psig with a peak flow of 15
gpm, an air supply of 2 cfm at 80 psi and a drain that can accept water at 200+ degrees F. The
unit requires a steam generator capable of producing 190 pounds of steam pressure peak per
hour. See JSN s1830 for information and size of generator. This is a general purpose unit for
all heat and moisture stabile materials.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 75 76 84 3,800 lb 1: 120 1 20 HZ: WITCH: DENT: HOUR :

EA cm: 191 193 214 1,722 kg 2: --- n/a nla n/a 12,550
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S0330 6530
I

STERILIZER, STEAM, VAC, 00, RCSD,24X36X36 AA A.. 8F0 A..
I

One wal 1 recessed, house steam pwered, single door, vacwn steri L izer. The unit is
control led by a microcomputer that monitors al [ operations throughout the process cycle and
provides an audibte ad visus~ indication of deviations. A recorder docunents al 1 cycle
operations. There are several electrical conf igurat ions avai I able. It operates in a
temperature range of 100-135 degrees C. The unit needs cold water at 30-50 psi uith a peak
flow rate of 15 gpm, an air suppty of 2 cfm at 80 psi and a drain capable of accepting uater at
200+ degrees F. The unit requires a mininzsn of 50 psi of steam pressure with a peak flou of
190 pounds per hour. The unit is a vacwn unit for tiquids, hard goods, linen packs and other
heat and moisture resistsnt materia(s.

UNIT OF HEIGHT UIOTH DEPTH UEIGUT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
Issus: in: 75 76 3,800 tb 1: 120 1 20 HZ: WITCH: OENT: HOUR :

EA cm: 191 193 2$ 1,Z?2 kg 2: --- nfa n/a n/a 12,500

I s0332 6530 I STER1 L I ZER, ELEC, VAC, DO, RCSO, 26X36X36
I

AA A..
I

BF D... I
Oneua(( recessed, electrically generated steam powered, single door, vacuun sterilizer. The
unit is control led by a microc~ter that monitors a( ( operations thrwghwt the cycle and
provides an audible and visual indication of deviations. A recorder documents al ( cycte
events. There are several electrical cmf igurations avai table. It operates in the t~rature
range of 100-135 degrees C. The unit needs cotd Mater at 20-80 psig with a peak flow of 15
9?, an ajr sWPIY of 2 Cfm at 80 PSi and a drain that can accept uater at 200+ degrees F. The
un~t requires a steam generator capable of producing 190 pounds of steam pressure peak per
hour. See JSN S1830 for information and size of generator. This is a vactnsn unit for all heat
and moisture stsbi [e materials.

UNIT OF I HEIGHT U1OTH OEPTH IHEIGHT VOLTS PHASE AMPS I HERTZ OEPEN- 11BTUs/
ISSUE: in: 75 76 98 3,800 lb 1: 120 1 20 HZ: WITCH: DENT: HWR :

EA cm: 191 193 249 1,722 kg 2: --- n/a n/a n/a 12,500

~s0345 16530 I STERILIZER, STEM, LAB, 00, CAB,24X36X36 I A A A . . I S FDA.. I

I

I

O,,

Cabinet mwnted, house provided steam powered, single door, laboratory sterilizer. The unit
is controtted by a microc~ter that monitors alt operations throughout the cycle and provides
an audible and visual indication of deviations. A recorder docunents all cycie events. There
are several electrical configurations avsitable. It cperates in the t~rature range of
100-135 degrees C. and 76-100 degrees C. for pssteurizatioa, inspissation and fractional
sterit ization. The unit needs cold water at 30-70 psig with a peak ftou of 11 gpn, an air
supply of 2 cfm at 80 psi and a drain that can accept water at 200+ degrees F. The sterilizer
requires a steam supply at 50-80 psi with a maxim flow of 145 pounds of steam per hwr.

UNIT OF HEIGHT WOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN-
ISSUE :

BTUs/
in: 757579 2,100 tb 1: 120 1 8 HZ: WITCH: DENT: HC4JR:

EA cm: 191 191 201 952 kg 2: --” tia n/a tia 12,170

6530
I

STERILIZER, ELEC, LAB, 00, CA8, 24X36X36 AA A.. I BF O...
I

Cabinet mwnted, electrically generated steam pwered, sing(e door, laboratory sterilizer.
The unit is contro(l~ by a microamputer that monitors al[ operations thrwghwt the cycle ati
provides an audible and visual indication of deviations. A recorder docments all cycle
events. There are several electrical configurations available. It operates in the temperature
range of 100-135 degrees C. and 76-100 degrees C. for pasteurization, inspissation end
fractional sterilization. The unit needs cold water at 30-?0 psig with a peak flow of 11 gpm,
m air suppiy of 2 cfm at 80 psi and a drain that can accept uater at 200+ degrees F. The unit
requires an electric steam generator capable of producing 145 Lbs of steam pressure peak per
hr. See JSN s1825 for information and size.

UNIT OF HEIGHT U1OTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: ?5Em 2,100 Lb 1: 120 8 HZ: SWITCH: DENT: HOUR :

2A cm: 191 191 201 952 kg 2:--’- n/a n/a tia 12,170
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6530 I STERILIZER, STEAM, LAB, D0,RcSD,24X36X36 ] A A A . . ] B F . A , . I l–

One WSIL recessed, house provided steam powered, single door, laboratory steri 1 izer. The unit
is controlled by a microcwter that monitors al ( operations throughout the cycle and provides
an a~ible and visual indication of deviations. A recorder docunents al 1 CYC [e events. There
are severa( elect rica~ configurations avai lable. It operates in the temperature range of
100-135 degrees C. and 76-100 degrees C, for pasteurization, inspissation ad fractional
steri lization. The unit needs cold water at 30-70 psig with a peak flow of 11 gpn and a drain
that can accept water at 200+ degrees Farenhei t. The steri 1 izer requires a steam supply at
50-80 psi ~ith a msximun flow of 145 pounds of steam per hour.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 75 2,100 lb 1: 120 HZ: SUITCH: DENT:

EA 13 191 2: 952 kg 2: - -’ -8
HOUR :

cm: n/a nla n/a 12,170

6530 STERILIZER, ELEC, LAB, DO, RCSD,24X36X36 AA A,. BF O...

One wai 1 recessed, electrically generated steam powered, single door, laboratory steri 1 izer.
The unit is controlled by a microcomputer that monitors al 1 operations throughout the cycle and
provides an audible and visual indication of deviations. A recorder doct.anents a [ 1 cycle
events. There are several electrical configurations available. It operates in the temperature
range of 100-135 degrees C. and 76-100 degrees C. for pasteurization, inspissation and
fractional sterilization. The unit needs cold water at 30-70 psig with a peak f lou of 11 gpn,
an air supply of 2 cfm at 80 psi and a drain that can accept water at 200+ degrees F. The
sterilizer requires an electric steam generator capable of producing 145 pwnds of steam peak
per hour. See JSN s1825 for information.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 75 76 79 2,100 lb 1: 120 1 8 HZ: SUITCH: DENT: HOUR :

EA cm: 191 193 201 95 kg 2: --- n/a nl a nla 12,170
I I I I I I

S0395 6530 STERILIZER, TRASNFER CAR/C 24X36X36 AA A.. . . . . . . *

STERILIZER TRANSFER CAR AND CARRIAGE FOR USE UITH 24X36X36 CHAMBERS. LOADING CAR I NCLUOES 2
FULL SHELVES.

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : , in: o 0 0 230 lb 1: --- HZ: SWTCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- nla nla n/a nla

E
1 1 1 1 ! 1 1

6530 STERILIZER, STEAM, 00, CAB , 24X36X48 AA A.. BF DA..

Cabinet mounted, house steam pwered, single door, gravity steri 1 izer. The unit is control led
by a microcomputer that monitors al I operations throughout the process cycle ad provides an
audible and visual indication of deviations. A recorder documents al 1 cycle operations. There
are several electrical configurations avai lable. It operates in a temperature range of 100-135
degrees C. The unit needs cold Mater at 30-50 psi uith a peak flow rate of 6 gpm, an air
supply of 2 cfm at 80 psi and a drain capabte of accepting water at 200+ degrees F. The unit
requires a minimun of 50 psi of steam pressure with a peak flow of 116 pounds per hour. The
unit is a genera( purpose unit for liquids, hard goods, 1 inen packs and other heat and moisture
resistant materials.

UNIT OF HEIGHT WIDTH OEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 4,290 lb 1: 120 1 15 HZ: WITCH: OENT:

EA
HOUR :

cm: 2% 2: 2:; 1,944 kg 2: --- nla n/a n/a 14,650
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IS0407 6530 STERILIZER, ELEC, GR, 00, CAB, 24X36X48 AA A.. BF O...

Cabinet mounted, electrical [y generated steam pouered, single door, gravity steri i izer. The
unit is control led by a microc~ter that monitors all operations throughout the cycle and
provides an audible and visual indication of deviations. A recorder docunents all cycle
events. There are several electrical configurations avai [able. It operates in the temperature
range of 100-135 degrees C. The unitneeds cold water at 20-80 psig uith a peak fltw of 15
gp, an air SWIY of 2 cfm at m psi and a drain that Cm accept uater at 20@ dmrees F. The
unit requires a steam generator capab(e of pro&cing 22S pounds of steam pressure peak per
hour. See JSN S1835 for information and size of generator. This is a general purpose unit for
all heat and moisture stabile mater iats.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 4,290 (b 1: 120 1 15 HZ: WITCH: DENT: HWR :

2A cm: 2:: 2: 2:; 1,9.43 kg 2: --” n/a n/a n/a 14,650

SD41O 6530 STERILIZER, STEAM, GR, DO, RCSD,24X36X48 AA A..
I

BF DA..

One Hal 1 recessed, house steam powered, single door, gravity sterilizer. The unit is
control [ad by a microcomputer that monitors al I operations thrwghout the process cycle and
provides an audible and visual indication of deviations. A recorder docunents at 1 cycle
operat i ens. There are several electrical conf igurationa avai Lab(e. It operates in a
temperature range of 100-135 degrees C. The unit needs cold uater at 30-50 psi with a peak
flow rate of 15 gpn, an air supply of 2 cfm at 80 psi and a drain capab(e of accepting water at
200+ degrees F. The unit requires a miniaun of 50 psi of steam pressure with a peak ftow of
225 pounds per hour. The unit is a gravity unit for Liquids, hard goods, tinen packs and other
heat and moisture resistant materials.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 82 76 108 4,290 lb 1: 120 1 15 HZ: SWITCH: DENT: HOUR :

EA cm: 208 193 274 1,944 kg 2: --- nfa nla nfa 14,650

t
6530 I STERILIZER, ELEC, GR, 200, RCSD,24X36X48

I
AA A.. I BF D...

I

One uall recessed, electrically generated steam powered, singte door, gravity sterilizer. The
unit is controlled by a microcomputer that monitors all operations throughout the cycle and
provides an audible and visual indication of deviations. A recorder docunents all cycle
went s . There are several electrica~ configurations available. It operates in the temperature
range of 100-135 degrees C. The unit needs coid water at 20-80 psig with a peak flw of 15

~, an ajr SU@Y of 2 Cfmat 80 psi and a drain that can accept water at 200+ degrees F. The
urnt requires a steam generator capable of prducing 225 _ of steam pressure peak per
hour. See JSN S1835 for information and size of generator. This is a generai purpose unit for
ait heat and moisture stabile materials.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 82 76 108 4,290 lb 1: 120 1 15 HZ: WITCH: DENT: HOUR :

2A cm: 208 193 274 1,943 kg 2: --- n/a n/a nla 14,650

S0415 6530 STERILIZER, STEAM, GR, 200, RCS0,24X36X48 AA A.. BFO A..
I

One uatt recessed, house steam powered, double door, gravity sterilizer. The unit is
contro(ied by a microcomputer that monitors all operations throughout the process cyc[e and
provides an audible and visual indication of deviations. A recorder docunents a{{ cycle
operations. There are several electrical configurations avaitab(e. It operates in a
temperature range of 100-135 degrees C. The unit needs cold water at 30-50 psi with a peak
flow rate of 15 gpn, an air supply of 2 cfm at 80 psi and a drain capable of accepting water at
20D+ degrees F. The unit requires a minim of 50 psi of steam pressure with a peak f[on of
223 pounds per hour. The unit is a gravity unit for liquids, hard goods, (inen packs and other
heat and moisture resistant materia(a.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- STUs/
ISSUE: in: 76 131 4,290 Lb 1: 120 1 15 HZ: WITCH: DENT: HOUR :

EA an: 2E 193 333 1,944 kg 2: --- n/a n/a n/a 14,650
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I s0422

6530 STERILIZER, ELEC, GR, 2D0, RCS0,24X36X48 AA A.. BF D...

One wal 1 recessed, electrically generated steam powered, double door, gravity steri 1 i zer. The
unit is control led by a microcomputer that monitors a~ 1 operations throughout the cycle and
provides an audible and visual indication of deviations. A recorder docunents a 11 cycle
events. There are several electrical configurations available. It operates in the temperature
range of 100-135 degrees C. The unit needs cold water at 20-80 psig with a peak flow of 15
gm, an air SUPP~Y of 2 cfm at 80 psi and a drain that can accept water at 200+ degrees F.
The unit requires a steam generator capable of producing 225 pounds of steam pressure peak per
hour. See JSN S1835 for information and size of genertor. This is a general purpose unit for
all heat and moisture stabi le materials.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 131 4,290 [b 1: 120 1 15 HZ: WITCH: OENT:

2: 1; 333
HOUR :

EA cm: 1,944 kg 2: --- n/a n/a n/a 14,650

6530 I STERILIZER, STEAM, GR,2D0,2RCSD,24X36X48 I A A A . . I B F D A . . I

Two wal [ recessed, house steam powered, double door, gravity sterilizer. The unit is
control led by a microcomputer that monitors al 1 operations throughout the process cycle and
provides an audibie and visual indication of deviations. A recorder docunents al 1 cycle
operations. There are several electrical conf igurat ions avai (able. I t operates in a
temperature range of 100-135 degrees C. The unit needs cold water at 30-50 psi ui th a peak
flow rate of 15 gpin, an air supply of 2 cfm at 80 psi arid a drain capable of accepting water at
200+ degrees F. The unit requires a minimum of 50 psi of steam pressure ~ith a peak f low of
225 pounds per hour. The unit is a gravity unit for 1 iquids, hard goods, 1 inen packs and other
heat and moisture resistant materials.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 131 4,290 lb 1: 120 1 15 HZ: WITCH: DENT : HOUR :

EA cm: 2% 1;: 333 1,944 kg 2: --- nla nla n/a 14,650

6530

Two wal 1 recessed, elect rica( [y generated steam powered, double door, gravity steri 1 izer. The
unit is control led by a microcomputer that monitors a( 1 operations throughout the cycle and
provides an audible arid visual indication of deviations. A recorder documents a 11 CYC 1e
events. There are several electrical configurations available. It operates in the temperature
range of 100-135 degrees C. The unit needs cold water at 20-80 psig with a peak f lou of 15
9pn, an air supply of 2 cfm at 80 psig and a drain that can accept water at 200+ degrees
Farenheit. The unit requires a steam generator capab( e of producing 225 pounds of peak steam
pressure per hour. Depth measurement includes door swing. This is a general purpose unit for
al 1 heat and moisture stabi le materials.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 82 76 131 4,290 lb 1: 120 1 15 HZ: WITCH: DENT: HOUR :

EA cm: 208 193 333 1,944 kg 2: --- n/a nla n/a 14,650

S0425 6530 STERILIZER , STEAM ,VAC, DO, CAB, 24X36X48 AA A.. BF DA..

Cabinet mounted house steam poHered single door vacuun steri ( izer. The unit is control led by
a mi croconputer that nmni tors al 1 operations throughout the process cycle and provides an
audible and visual indication of deviations. A recorder doct.anents al 1 cycle operations. There
are several electrical configurations avai lable. It operates in a temperature range of 100-135
degrees C. The unit needs cold water at 30-50 psi with a peak fiow rate of 15 gpn, an air
supply of 2 cfm at 80 psi and a drain capable of accepting water at 200+ degrees F. The unit
requires a mininnsn of 50 psi of steam pressure with a peak flow of 255 pounds per hour. The
unit is a vacuun unit for 1 iquidsr hard goods, 1 i nen packs and other heat and mmisture
resistant materials.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE : in: 82 4,290 lb 1: 120 1 15 HZ: WITCH: DENT: HOUR :

EA cm: 208 2% 2: 1,944 kg 2: --- n/a n/a n/a 14,650
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t
6530

I
STERILIZER, ELEC, VAC, 00, CA8, 24(36X48 AAA . . 6F 0...

Cabinet mountd, electrically generated steam powered, single door, vacuun sterilizer. The
unit is controlled by a microc~ter thot monitors o(( operations throughout the cycte and
provides an atdib(e and visual indication of dwiations. A recorder docunents all cycle
events. There are several etectricat configurations available. i t operates in the tmperaturt
range of 100-135 degrees C. The unit needs cold water at 20-80 psig with a peak flow of 15
9P% an air SUPPLY of 2 cfm at 80 psi and a drain that can accept water at 200+ dew= F. lh~
unit requires a steam generator cepsb(e of producing a peak of 255 lbs. of steam pressure per
hour. See JSN S1835 for information ad size of generator. This is e general purpose unit for
all heat and moisture stsbi le materials.

UNIT OF HE1 GHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- 8TUs/
1SSUE : in: 4,290 lb 1: 120 1 15 HZ: SWITCH: OENT:

EA 2% 2:
HWR :

cm: 22 1,944 kg 2: --- n/a n/a n/a 14,650

S0430 6530 STER1 L lZER, STEAH, VAC, 00, RCSO, 24X36X48 AA A.. BF DA..
I

One ual 1 recessed, house steam powered, single door, vacuun steri 1 izer. The unit ia
control ted by a microc~ter that monitors al 1 operations throughout the process cycle and
provides an audible ad visual indication of deviations. A recorder docunents at 1 cyc(e
operations. There are several e(ectricat configurations avai LabLe. It operates in a
temperature range of 100-135 degrees C. The unit needs cold water at 30-50 psi with a peak
flow rate of 15 gpm, an air supply of 2 cfm at 80 psi and a drain capable of accepting water al
200+ degrees F. The unit requires a minim of 50 psi of steam pressure with a peak flow of
255 pounds per hwr. The unit is 8 vacuun unit for liquids, hard goods, linen packs arxi other
heat and moisture resistant materials.

UNIT OF HEIGHT U1OTH OEPTH IINEIGHT VOLTS PHASE AMPS I HERTZ OEPEN- BTUS/
ISSUE : in: 82 76 108 4,490 lb 1: 120 1 15 HZ: SUITCH: DENT:

EA 208
iiOUR :

cm: f93 274 1,944 kg 2: - - - n/a n/a nla 14,650

IS043Z 6530
I

STERILIZER, ELEC, VAC, 00, RCS0,24X36X48 AA A.. BF O...

One wal 1 recessed, e(ectrica( ly generated steam powered, single door, vacuun steri 1 izer. The
unit is control led by a microcomputer that monitors al I operations throughout the cycle and
provides an audible and visual indication of deviations. A racorder docunents al 1 cycle
events. There are several electrical configurations avai table. It operates in the temperature
range of 100-135 degrees C. The unit needs cold Mater at 20-80 psig with a peak flew of 15
9F% EUI air SUPPLY of 2 cfm at 80 psi and a drain that can accept water at 200+ degrees F. The
unit requires a steam generator capable of producing 255 pounds of steam pressure peak per
hour. See JSN S1835 for information and size of generator. This is a vacuun unit for al{ heat
and moisture stabile materials.

UNIT OF HEIGHT UiOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN-
1SSUE :

BTUs/
in: 82 76 108 4,290 [b 1: 120 1 15 HZ: WITCH: OENT: HWR :

5A cm: 208 193 274 1,944 kg 2: --- n/e n/a n/a 14,650

S0435 6530 STERILIZER, STEAM, VAC,2D0, RCSD,2QC36X48 A A A . .
I

BF DA..

One ua( ( recessed house steam powered doub[e door vacuun steri 1 izer. The unit is control led
by a microctazputer that mnitors al [ operations throughout the process cycle and provides an
aulible and visual indication of deviations. A recorder doctsnents all cycle operations. There
are several electrical configurations avai [able.
degrees C.

[t operates in a temperature range of 100-135
The unit needs cold water at 30-50 psi uith a peak ftow rate of 15 gpm, an air

supply of 2 cfm at 80 psi and a drain capable of accepting water at 200+ degrees F. The unit
requires a minim of 50 psi of steam pressure with a peak flow of 255 pounds per hour. The
unit is a vacuun unit for liquids, hard goods, linen packs and other heat and misture
resistant materials.

UNIT OF HEIGHT U1OTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- 8Tus/
ISSUE: in: 76 131 4,290 lb 1: 120 1 15 HZ: WITCH: DENT:

EA 2s
HWR :

cm: 193 333 1,944 kg 2: --- n/a n/a n/a 14,650
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6530 STERILIZER, ELEC, VAC, 2D0, RCSO, 24x36X48 AA A.. BF D...

One wat 1 recessed, electrically generated steam powered, double door, vacuun sterilizer. The
unit is control [ad by a microcomputer thst monitors al ( operations throughout the cycle and
provides an audible and visual indication of deviations. A recorder docunents a 11 cycle
events, There are several electrical configurations available. It operates in the temperature
range of 100-135 degrees C. The unit needs cold water at 20-80 psig with a peak flow of 15
9Pm, an air auPplY of 2 cfm at 80 pai and a drain that can accept water at 200+ degrees
Farenheit. The unit requires a steam generator capable of producing 225 pounds of steam
pressure peak per hour. Depth measurement includes door swing. This is a genera I purpose unit
for al 1 heat and moisture stabile materials.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS t4ERTZ OEPEN- BTUs/
1SSUE : in: 82 76 131 ‘ 4,290 lb 1: 120 1 15 HZ: SWITCH : DENT: HOUR :

EA cm: 208 193 333 1,944 kg 2: --- n/a nia nla 14,650

6530 I STERILIZER, STEAM, VAC,2D0,2RCSD,24X36X48 I A A A . . I B F O A . . I I

Two wal 1 recessed, house steam powered, double door, vacuum steri 1 i zer. The unit is
control led by a microcomputer that monitors al 1 o~rations throughout the process cycle and
provides an audible and visual indication of deviations. A recorder docunents a ( 1 cycle
operations. There are several electrical configurations available. It operates in a
temperature range of 100-135 degrees C. The unit needs cold uater at 30-50 psi with a peak
flow rate of 15 gpm, an air supply of 2 cfm at 80 psi and a drain capable of accepting water at
200+ degrees F. The unit ,requi res a mininum of 50 psi of steam pressure with a peak flow of
255 pounds per hour. The unit is a vacuun unit for 1 iquids, hard goods, linen packs and other
heat and moisture resistant materials.

UNIT OF ‘HEIGHT WIDTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 82 76 131 4,290 lb 1: 120 1 15 HZ: SUITCH: DENT: HOUR :

EA cm: 208 193 333 1,944 kg 2: --- nla nla n/a 14,650

6530 I STERILIZER, ELEC, VAC,2D0,2RCSD,24X36X48 I A A A . . I B F D . . . I

Two wal 1 recessed, electrical [y generated steam powered, double door, vacuum sterilizer. The
unit is control led by a microcomputer that monitors al 1 operations throughout the cycle and
provides an audible and visuat indication of deviations. A recorder docunents a 11 cycle
events. There are severai electrical configurations available. It operates in the temperature
range of 100-135 degrees C. The unit needs cold water at 20-80 psig with a peak flow of 15
9w, an air SUPPLY of 2 cfm at 80 psi and a drain that can accept water at 200+ degrees F. The
unit requires a steam generator capable of producing 255 pounds of steam pressure peak per
hour. See JSN s1835 for information and size of generator. This is a vacuun unit for ail heat
and moisture stabi le materials.

UNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 131 4,290 lb 1: 120 1 15 HZ: SWITCH: OENT: HOUR :

EA cm: 2:: 1;: 333 1,944 kg 2: --- n/a nla n/a 15,650

I s0445 ] 6530 I STERILIZER, STEAM, LAB, DO, CAB,24X36X48 I AAA . . I B F D A . . I

Cabinet mounted, house provided steam powered, sing(e door, laboratory sterilizer. The unit
is controlled by a microcomputer that monitors all operations throughout the cycle and provides
an audible and visual indication of deviations. A recorder documents al( cycle events. There
are several electrical configurations available. It operates in the temperature range of
100-135 degrees C. and 76-100 degrees C. for pasteurization, inspissation and fractional
sterilization. The unit needs co(d water at 30-70 psig with a peak flow of 15 gpn, an air
supply of 2 cfrn at 80 psi and a drain that can accept water at 200+ degrees F. The sterilizer
requires a steam supply at 50-80 psi with a maximm flow of 225 pounds of steam per hour.

UNIT OF ~ HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 82 97 4,575 lb 1: 120 1 15 HZ: SWITCH: DENT: HOUR :

EA cm: 208 2% 246 2,073 kg 2: --- n/a n/a nla 14,650
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S0447 ~ 6530 STERILIZER, ELEC, LAB, 00, CAB, 24X36X48 AA A.. BF O...

Cabinet munted, electrical {y generated steam powered, single door, laboratory steri 1 izer.
The ait is control (e-d by a microc~ter that monitors 0[ 1 operations thrwghwt the cycle and
provides an audible and visual indication of deviations. A recorder docunents at 1 cycle
events. There are several etectricai conf iguracions avai tabte. 1 t operates in the temperature
range of 100-135 degrees C. and 76-100 degrees C. for pasteurization, inspissation and
fractional sterilization. The unit needs cold water at 30-70psig with a peak flow of 15 gpin,
an air supply of 2 cfm at 80 psi and a drain that can accept water at ZOO+ degrees F. The unit
requires an electric steam generator capable of producing 225 tbs of steam pressure peak per
hour. See JSN S1835 for information ard size.

UNIT OF HEIGHT U1OTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTus/
ISSUE: in: 4,515 lb 1: 120 15 HZ: WITCH: DENT:

2Z 12 % 2,073 kg 2:--’- n/a nfa
HOUR :

EA cm: n/a 14,650

I

I S0450
I

6530 I STERILIZER, STEAM, LM, DO, RCSQ,24X36X48 AA A . . BF DA.. I
One watl recessed, house provided steam powered, single door, tahratory sterilizer. The unit
is controlled by a microcct-rputer that monitors al( operations thrwghwt the cyc[e and provide:
an audible and visual indication of deviations. A recorder docunents all cycle events. There
are several electrical configurations available. It operates in the temperature range of
100-135 degrees C. ati 76-100 degrees C. for pasteurization, inspissation and fractional
steri~ization. The unit needs cold water at 30-70 Psig tiith a peak ftow of 15 gpn, an air
supply of 2 cfm at 80 psi and a drain that can accept water at 200+ degrees F. The sterilizer
requires a steam s~ty at 50-80 psi with a maxiuun flw of 225 pounds of steam per hwr.

UMIT OF HEIGHT WIDTH OEPTH UEIGHT VUI.TS PHASE ARPS HERTZ DEPEN- BTUs/
1SSUE : in: 76 108 4,575 lb 1: 120 15 HZ: WITCH: DENT:

2: 2,0n kg 2:--’-
HOUR :

EA cm: 193 274 nla n/a n/a l&,650

s0452 6530
I

STERILIZER, ELEC, LAB, DO, RCSD,2W36X&8 A A A . .
I

BF D...

One wall recessed, electrically generated steam powered, single door, laboratory sterilizer.
The unit is control~ed by a microcomputer that nxmitors atl operations thrwghwt the cycle anc
provides an audible and visual indication of deviations. A recorder docunents al( cycle
events. There are severat electrical configurations avai~able. [t operates in the taperature
range of 100-135 degrees C. and 76-100 degrees C. for pasteurization, inspissation and
fractional sterilization. The unit needs co(d water at 30-70 psig with a peak flow of 15 gpm,
an air supply of 2 cfm at 80 psi and a drain that can accept water at 200+ degrees F. The
sterilizer requires an etectric steam generator capable of producing 225 pouncs of steam peak
per hwr. See JSN S1835 for information.

UNIT OF HEIGHT UIDTH OEPTH NEIGHT VOLTS PHASE AMPS HERTZ DEPEN- 8TUs/
ISSUE: in: 76 6,575 Lb 1: 120 1 15 HZ: SUITCH: OENT: HOUR :

2A cm: 2% 193 :: 2,0T3 kg 2: --- Wa n/a n/a 14,650

I SO-455 6530 I STERILIZER, STEAM, LAB,2D0, RCSD,24X36X48 AA A.. BF DA..
I

One watt recessed, house provided steam powered, double door, laboratory sterilizer. The unit
is controlled by a microcomputer that mnitors all operations thrwghwt the cycle and provide:
an audible and visual indication of deviations. A recorder docunents all cycle events. There
are several electrical configurations avai(able. It operates in the temperature range of
100-135 degrees C. and 76-100 degrees C. for pasteurization, inspissation and fractional
sterilization. The unit needs cold water at 30-70 psig with a peak flow of 15 gpn, an air
supply of 2 cfm at 80 psi and a drain that can accept water at 200+ degrees F. The sterilizer
requires a steam SUPPLY at 50-80 psi with a msxinun f~w of 225 pounds of steam per hour.

UNIT OF HEIGHT WDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUsf
ISSUE: in: 76 131 4,5~ lb 1: 120 15 HZ: SUITCH: DENT: HOUR :

EA cm: 2E 193 333 2,0Zl kg 2:--’- n/a n/a n/a 14,650

0
,,~,.,[,,,.
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6530 STERILIZER, ELEC, LAB,2D0, RCSD,24X36X48 AA A.. BF D...

One uai ( recessed, electrical lY generated steam powered, double door, laboratory steri 1 izer.
The unit is control led by a microcomputer that nmitors al 1 operations throughout the cycle and
provides an audible and visuai indication of deviations. A recorder docunents al 1 cycle
events. There are several electrical configurations avai [able. I t operates in the temperature
range of 100-135 dedagrees C. and 76-100 degrees C. for pasteurization, inspissation and
fractional steri 1 ization. The unit needs cold water at 30-70 psig ~ith a peak f 10U of 15 gw,
an air supply of 2 cfm at 80 psi and a drain that can accept water at 200+ degrees F. The
steri L i zer requires an electric steam generator capab(e of producing 225 pounds of steam peak
per hour. See JSN S1835 for information.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSLIE : in: 82 76 131 4,573 lb 1: 120 1 15 HZ: SWITCH: DENT: HOUR :

EA cm: 208 193 333 2,073 kg 2: --- n/a n/a n/a 14,650

6530 I STERILIZER, STEAM, LAB,200,2RCS0,24X36X48 I A A A . . I B F O A . . I

Two wal 1 recessed, house provided steam Pwered, double door, laboratory steri 1 izer. The unit
is control led by a microcomputer that monitors al 1 operations throughout the cycle and provides
an audible and visual indication of deviations. A recorder documents al 1 cycle events. There
are severa~ electrical configurations avai (able. 1 t operates in the temperature range of
100-135 degrees C. and 76-100 degrees C. for pasteurization, inspissation and f ractional
sterilization. The unit needs cold water at 30-70 psig uith a peak flow of 15 gpn, an air

I supply of 2 cfm at 80 psi and a drain that can accept water at 200+ degrees F. The steri 1 izer
requires a steam su~ly at 50-80 psi with a maximun flow of 225 pounds of steam per hour.

UNIT OF HEIGHT WIOTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 82 76 131 4,575 lb 1: 120 1 15 HZ: SWITCH: OENT: HOUR :

EA cm: 208 193 333 2,0i3 kg 2: --- n/a n/a nla 14,650

s0462 6530 STERILIZER, ELEC, LAB, 2D0, 2RCS0 , 24x36x48 AA A.. ,BF D...

Two wal [ recessed, electrically generatad steam powered, double door, laboratory steri li zer.
The unit is control led by a microcomputer that monitors al 1 operations throughout the cycie and
provides an audible and visual indication of deviations. A recorder docunents al 1 cycle
events. There are several electric configurations avai LabLe. It operates in the temperature
range of 100-135 degrees C. and 76-100 degrees C. for pasteurization, inspissation and
fractional steri [ ization. The unit needs cold water at 30-70 psig with a peak flow of 15 gpm,
an air supply of 2 cfm at 80 psi and a drain that can accept water at 200+ degrees F. The
steri 1 i zer requires an electric steam generator capable of producing 225 pounds of steam peak
per hour. See JSN S1835 for information.

UNIT OF HEIGHT WIDTH ‘OEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 82 76 131 4,575 lb 1: 120 1 15 HZ: SWITCH: OENT: HOUR :

EA cm: 208 193 333 2,073 kg 2: --- nla n/a n/a 14,650

S0495’ 6530 STER1 L IZER , LOAO I NG CAR/C 24x36x48 AA A.. . . . . . .

STER1 LIZER LOAD I NG CAR ANO CARRIAGE FOR 24X36X48 CHAMBER. LOADING CAR INCLUDES 2 FULL
SHELVES.

UNIT OF HEIGHT UIOTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 255 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- n/a n/a n/a nla
+
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STER1 LIZER, STEAN, 00, W, 2U36X60 AA A.. BFO A..

Cabinet mounted, house steam pwered, single door, gravity sterilizer. The unit is controlled
by a microcomputer that monitors al 1 operations throughout the process cyc~e end prwides an
audible end visual indicaticm of deviations. A recorder docunents al 1 cycle operations. There
are several electrical configurations avai lab~e.
degrees C.

It operates in a tenparature range of 100-135
The unit needs cotd water at 30-50 psi uith a peak f~w rate of 15 gpn, an air

supply of 2 cfm at 80 psi ad a drain capable of accepting water at 200+ degrees F. The unit
requires a minimun of 50 psi of steam pressure with a peak ftow of 250 pwnds per hwr. The
unit is a generat purpose unit for 1 iquids, hard goods, I inen packs and other heat and tmisture
resistant materials.

UNIT OF HEIGHT WIOTH OEPTH UEIGHT VOLTS PHASE A)(PS HERTZ OEPEN- BTUs/
ISSUE: in: 82 120 5,250 lb 1: 120 1 20 HZ: WITCH: OENT:

EA 208 2:
HOUR :

cm: 305 2,379 kg 2: --- n/a Ma n/a 16,800

SoSo? 6530 STERILIZER, ELEC, GR, 00, CAB, 24X36X60 AA A.. BF O...

Cabinet munted, eiectrical(y generated steam powered, single door, gravity sterilizer. The
unit is control led by a microcaputer that monitors al 1 operations throughout the cycle and
provides en audible ard visual indication of deviations. A recorder docusents at 1 cycle
events. There are several electrical configurations avai table. I t operates in the temperature
range of 100-135 degrees C. The unit needs cold water at 20-80 psig with a peak flou of 15
9P, an air SUPKAY of 2 cfm at 80 psi and a drain that can accept water at 200+ degrees F. The
unit requires a steam generstor capabte of producing 2S0 pwnds of steam pressure peak per
hour. See JSN S1835 for information and size of generator. This is a general purpose unit for
al t heat and moisture stabi te materials.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AUPS HERTZ OEPEN- BTUs/
1SSUE : in: 82 120 5,250 lb 1: T20 20 HZ: SUITCH: OENT:

EA cm: 208 22 305 28379 kg 2:--’- n/a
HWR :

nfa n/a 16,800

S051 o 6530 STERILtZER, STEAM, GR, 00, RCSD,26X36X60 AA A.. BFO A..
I

One USIL recessed, house steam powered, single door, gravity sterilizer. The unit is
controlled by a microcupner that monitors al( operations throughwt the process cyc(e and
provides an adible ad visual indication of deviations. A recorder docunents all cyc(e
operations. There are severa( electrical configurations available. It operates in a
temperature range of 100-135 degrees C. The unit needs cold uater at 30-50 psi uith a peak
flow rate of 15 gpn, an air supply of 2 cfm at 80 psi and a drain capabte of accepting water at
200+ degreea F. The unit requires a minimusof 50 psi of steam pressure with a peak flow of
250 pomds per hwr. The unit is a gravity unit for liquids, hard goods, linen pecks and other
heat and moisture resistant mater ia(s.

UNIT OF HEIGH.T WIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 82 76 124 5,250 tb 1: 120 1 20 HZ: SWITCH: OENT :

EA 208 193 315
HOUR :

cm: 2,379 kg 2: --- n/a n/a ~a 16,800

S0512 6530 STERILIZER, ELEC, CR, 200, RCS0,2W36X60
I

AA A.. BF D... -

One ual 1 recessed, etectricai ly generated steam pwered, singte door, gravity steri 1 izer. The
unit is contro( ted by a microc~ter that monitors al 1 operations throughwt the cycle and
provides an atdibte and visuat indication of deviations. A recorder docunents al 1 cycte
events. There are several electrical configurations available. I t operates in the temperature
range of 100-135 degrees C. The unit needs co(d water at 20-80psig with a peak flou of 15 gps,
an air suppty of 2 cfm at 80 psi and a drain that can accept uater at 200+ degrees F. The unit

r-i r@s a st@~ 9enerator capabte of producing 250 pounds of steam pressure peak per hwr.
See JSII s1838 for information and size of generator. This is a generat purpose unit for all
heat and nmisture stabi te materials.

UNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN-
1SSUE :

BTUs/
in: 76 124 5,2S0 Lb 1: 120

EA
20 HZ: SWITCH: OENT:

cm: 2: 193 315 2,379 kg 2:--’- n/a
HWR :

n/a n/a 16,800
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a
S051 5 6530 STERILIZER, STEAM, GR, 2D0, RCSD, 24x36x60 AA A.. BF DA..

One wal 1 recessed, house steam powered, double door, gravity steri 1 izer. The unit is
cent rol led by a microcomputer that monitors a 11 operations throughout the process cyc Ie and
provides an audible and visual indication of deviations. A recorder docunents al 1 cycle
operations. There are several electrical configurations available. It operates in a
temperature range of 100-135 degrees C. The unit needs cold uater at 30-50 psi with a peak
f Low rate of 15 gpn, an air supply of 2 cfm at 80 psi and a drain capable of accepting water at
200+ degree F. The unit requires a minimun of 50 psi of steam pressure with a peak flow of 25
pounds per hour. The unit is a gravity unit for liquids, hard goods, 1 inen packs and other
heat and moisture resistant materials.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 76 144 5,250 Lb 1: 120 1 20 HZ: SWITCH: DENT: HOUR :

EA cm: 2: 193 366 2,379 kg 2: --” n/a n/a nla 16,800

S0517 6530 STERILIZER, ELEC, GR, 2D0, RCSD,24X36X60 AA A.. BF D...

One wal 1 recessed, electrically generated steam powered, double door, gravity sterilizer. The
unit is control led by a microcomputer that monitors al 1 operations throughout the cycle and
provides sn audible and visual indication of deviations. A recorder documents a 11 cycle
events. There are severat electrical configurations available. It operates in the temperature
range of 100-135 degrees C. The unit needs cold uater at 20-80 psig with s peak flow of 15
9W, an air SUPPLY of 2 cfm at 80 psi and a drain that can accept water at 200+ degrees F. The
unit requires a steam generator capable of producing 335 pounds of steam pressure peak per
hour. See JSN s1840 for information and size of generator. This is a general purpose unit for
all heat and moisture stabile materials.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 82 76 144 5,250 lb 1: 120 1 20 HZ: SWITCH: DENT: HOUR :

EA cm: 208 193 366 2,379 kg 2: --- nla n/a n/a 16,800

s0520 6530 STERILIZER, STEAM, GR,2D0,2RCSD,24 X36X60 AA A.. BF DA..

e,:. ,,.,—

:“ ‘:?2

Two wal 1 recessed, house steam powered, double door, gravity steri 1 izer. The unit is
control led by a microcomputer that monitors a~ I operations throughout the process cycte and
provides an audible and visual indication of deviations. A recorder documents al 1 cycle
operations. There are several electrical configurations available. It operates in a
temperature range of 100-135 degrees C. The unit needs cold water at 30-50 psi uith a peak
flow rate of 15 gpm, an air supply of 2 cfm at 80 psi and a drain capable of accepting water at
200+ degrees F. The unit requires a minimum of 50 psi of steam pressure with a peak f tow of
250 pounds per hour. The unit is a gravity unit for liquids, hard goods, 1 inen packs and other
heat and moisture resistant materials.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 82 76 144 5,250 lb 1: 120 1 20 HZ: SUITCH: DENT: HOUR :

EA cm: 208 193 366 2,379 kg 2: --- n/a nla nla 16,800

6530 STER I L 1ZER , ELEC, GR , 2D0, 2RCS0 , 24x36x60 AA A.. DF D...

Two wal 1 recessed, electrically generated steam powered, double door, gravity steri 1 i zer. The
unit is control (ad by a microcomputer that monitors al 1 operations throughout the cyc~e and
provides an audible and visuai indication of deviations. A recorder documents a 11 cyc 1e
events. There are several electrical configurations avai table. 1 t operates in the temperature
range of 100-135 degrees C. The unit needs cold water at 20-80 psig ~ith a peak flow of 15gpn,
an air supply of 2 cfm at 80 psig and a drain that can accept water at 200+ degrees F. The
unit requires a steam generator capable of producing 250 pounds of steam pressure peak per
hour. Oepth measurement includes door swing. This is a general purpose unit for al 1 heat and
nwisture stabile materials.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 14.% 5,250 lb 1: 120 1 20 HZ: SWITCH: DENT: HOUR :

EA cm: 2% lx 366 2,379 kg 2: --- nla n/a n/a 16,800
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scm5 6530
I

STERILIZER, STEAM, VAC, 00, CAB, Z4X36X60 AA A..
I

SF DA..

Cabinet munted house steam pouered single door vacuun steri [ izer. The unit is control led by
a microcomputer that monitors al 1 operations thrwghwt the process CYC ie and provides an
audibte and visual indication of deviations. A recorder docunents al ( cycle operations. There
are severa[ electrical configurations avai [abte. It operates in a temperature range of 100-135
degrees C. The unit neds cold uater at 30-50 psi with a peak f tou rate of 15 gfxn, an air
supply of 2 cfm at 80 psi and a drain capable of accepting water at 200+ degrees F. The unit
requires a mininun of SO psi of steam pressure with a peak flw of 335 pounds per hour. The
unit is a vacuun unit for iiquids, hard goods, I inen packs and other heat and moisture
resistant materials.

1
UNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- 8TUs/
ISSUE: in: 120 5,250 Lb 1: 120 20 HZ: SWITCH: DENT:

EA 2:: 2: 305 2,379 kg 2:--’- n/a
HOUR :

cm: n/a n/a 16,800

0

0‘},..

s0527 6530
I

STER1 L I ZER, ELEC, VAC, 00, CAB, 24 X36X6(I
I

AA A.. BF D...
I

Cabinet mounted, etectricai Iy generated steam pntered, single door, vacuun steri (izer. The
unit is control led by a microcomputer that nmnitors all operations throughwt the cycle and
provides an audible and visua( idication of deviations. A recorder docunents al 1 cycle
events. There are several electrical configurations avai (able. I t operates in the temperature
range of 100-135 degrees C. The unit needs cold water at 20-80 psig uith a peak flou of 15
9P, ~ air sWIY Of 2 CfII’I at ~ PSi ad a drain that can accept water at 200+ degrees F. The
unit requires a steam generator capebte of producing 335 pounds of steam pressure peak per
hour. See JSN S1840 for information and size of generator. This is a generai purpose unit for
alt heat and moisture stabile materials.

UNIT OF HE lGHT WIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 120 5,250 lb 1: 120

EA 2:
15 HZ: SUITCH: OENT:

2% 305 2,3?9 kg 2:--’- n/a
HOUR :

cm: nJa n/a 16,800

‘s0530 6530
I

STERILIZER, STEM, VAC, 00, RCSD, W36X60 AA A.. BFO A..

One wa~i recessed, house steam pwered, single door, vacuun sterilizer. The unit is
controlled by a microcaquter that mnitors all operations thrwghwt the process cycle and
provides an audible and visual indication of deviations. A recorder docunents all cycle
operat i ens. There are several electrical configurations available. It operates in a
temperature range of 100-135 degrees C. The unit needs cotd uater at 30-50 psi with a peak
flow rate of 15 gpm, an air su@y of 2 cfm at 80 psi and a drain capable of accepting mater at
200+ degrees F. The unit requires a mininun of 50 psi of steam pressure nith a peak flou of
335 pwnds per hour. The unit is a vacuun unit for liquids, hard goods, linen pecks and other
heat and moisture resistant materials.

UNIT OF HEIGHT WIDTH OEPTli UE 1GHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 124 5,250 lb 1: 120 1 20 HZ: SWITCH: DENT:

EA 2E 12
HCiJR :

cm: 315 2,379 kg 2: --- n/a n/a n/a 16,800
b

s0532 6530 STERILIZER, ELEC, VAC, DO, RCSD, 2QC36X60 AA A.. BF D...
I

One watt recessed, electrical ly generated steam powered, single door, vacuun steri Lizer. The
unit is control led Lry a microccsquter that monitors al 1 operations throughwt the cycle and
provides an audible and visual indication of deviations. A recorder docunents al 1 cycle
events. There are several e~ectrical configurations avai leble. I t operates in the temperature
range of 100-13S degrees C. The unit needs cold water at 20-80 psig uith a peak flon of 15
9m, an air swPiY Of 2 cfm at 80 PSi and a drain that can accept water at 200+ degrees F. The
unit requires a steam ~enerator capable of producing 335 pounds of steam pressure peak per
hwr. See JSN S1840 for information and size of generator. This is a vacuun unit for all heat
and misture stabi le materials

UNIT OF HEIGHT WIDTH DEPTH WEIGHT WLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 124 5,250 Lb 1: 120 1 20 HZ: SWITCH: DENT:

2A 2: 1;:
HOUR :

cm: 315 2,379 kg 2: --- n/a n/a nfa 16,800
.
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E
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e

6530 STER 1L 1ZER, STEAM, VAC, 2D0, RCSD, 24x36x60 AA A.. BF DA..

One wal 1. recessed house steam powered double door vacuun steri 1 izer. The unit is controlled
by a microcomputer that monitors al 1 operations throughout the process cycle and provides an
audible and visual indication of deviations. A recorder docunents a( 1 cycle operations. There
are several electrical configurations avai lable.
degrees C.

I t operptes in a temperature range of 100-135
The unit needs cold water at 30-50 psi with a peak flow rate of 15 gpn, an air

supply of 2 cfm at 80 psi and a drain capable of accepting water at 200+ degrees F. The unit
requires a minimm of 50 psi of steam pressure with a peak flow of 335 pounds per hour. The
unit ia a vacuun unit for 1 iquids, hardgoods, 1 inen packs and other heat and moisture resistant
materials.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 82 76 744 5,250 lb 1: 120 1 20 HZ: WITCH: DENT: HOUR :

EA cm: 208 193 366 2,379 kg 2: --- n/a nla n/a 16,800

6530 STER 1L 1ZER, ELEC , VAC, 200, RCSD , 24x36X60 AA A.. BF D...

one wal t recessed, electrical lY generated steam powered, double door, vacuum steri 1 izer. The
unit is control led by a microcmnputer that monitors al 1 oprations throughout the cycle and
provides an audible and visual indication of deviations. A recorder docunents al 1 cycle
events. There are several electrical configurations avai lab~e. It operates in the temperature
range of 100-135 degrees C. The unit needs cold water at 20-80 psig with a peak flow of 15
9P, an air SUPPLY of 2 cfm at 80 psi and a drain that can accept water at 200+ degree
‘Farenheit. The unit requires a steam generator capable of producing 335 pounds of steam
pressure peak per hour. Depth measurement includes door suing. This is a general purpose unit
for al 1 heat and moisture stabile materials.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 76 144 5,250 lb 1: 120 1 20 HZ: SWITCH: DENT: HOUR :

EA cm: 2% 193 366 2,379 kg 2: --- n/a nla nla 16,800
*

6530 STER I L 1ZER, STEAM, VAC, 2D0, 2RCSD, 24x36X60 AA A.. BF DA..

Two wal I recessed, house steam powered, double door, vacuum steri 1 izer. The unit is
control led by a microcomputer that monitors al [ operations throughout the process cycle and
provides an audible and visual indication of deviations. A recorder docunents a 11 cycle
operations. There are several electrical configurations available. It operates in a
temperature range of 100-135 degrees C. The unit needs cold water at 30-50 psi uith a peak
flow rate of 15 gpn, an air supp[y of 2 cfm at 80 psi ard a drain capable of accepting water at
200+ degrees F. The unit requires a minimun of 50 psi of steam pressure with a peak flow of
335 pounds per hour. The unit is a vacuum unit for liquids, hard goods, linen packs and other
heat and moisture resistant materials.

UNIT OF HEIGHT UIOTH DEPTH WEIGHT VOLTS PHASE AMPS ! HERTZ DEPEN- BTUs/
1SSUE : in: 82 76 144 5,250 lb 1: 120 1 20 ; HZ: SUITCH: DENT: HOUR :

EA cm: 208 193 366 2,379 kg 2: ---
1

nla nla n! a 16,800

6530 STERILIZER, ELEC, VAC,2D0,2RCSD,24 X36X60 AA A.. BF D...

Two wall recessed, electrically generated steam powered, double door, vacuun sterilizer. The
unit is controlled by a microcomputer that monitors all operations throughout the cycle and
provides an audible and visual indication of deviations. A recorder docments a(l cycle
events. There are several electrical configurations available. It operates in the temperature e
range of 100-135 degrees C. The unit needs cold water at 20-80 psig uith a peak flow of 15
gpn, an air supply of 2 cfm at 80 psi and a drain that can accept water at 200+ degrees F. Th e
unit requires a steam generator capable of producing 335 pounds of steam pressure peak per
hour. See JSN S1840 for information and size of generator. This is a vacuun unit for all heat
and moisture stabile mater iats.

UNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- 9TUs/

1SSUE : in: 82 76 144 5,250 [b 1: 120 1 20 HZ: SUITCH: DENT: HWR :
EA cm: 208 193 366 2,379 kg 2: --- nla nla n/a 16,800 a
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1s0545 ]6530 I STERILIZER, STEAM, LAB, 00, CAB,26X36X601 AA A.. I BFDA. .I

Cabinet -ted, house provfded steam Pouerd, single door, laboratory sterilizer. The unit
is controlled by a microc~er that monitors all operations throughout the cycle and provide!
an atxlible and visual indication of deviations. A recorder docunents all cycle wents. There
are several electrical configurations available. It operates in the tenpereture range of
100-135 degrees C. and 76-100 degrees C. for pasteurization, inspissation and fractional
sterit ization. The unit needs cold water et 30-70 psig with a peak flow of 15 9P% an air
supply of 2 cfm at 80 psi arxl a drain that can accept uater at 200+ degrees F. The sterilizer
requires a steam supp[y at 50-8.0 psi uith a maxinun flow of 250 pounds of steam per hour.

UNIT OF HEIGHT UIOTH OEPTH WEIGHT VOLTS PHASE AHPS HERTZ OEPEN- 8TUs/
1SSUE : in: 5,250 tb 1: 120

2A 2: 2s
20 HZ: SWITCH: OENT:

;: 2,378 kg 2:--’- n/a
HCLIR:

cm: nla n/a 16,000

IS0547 6530 STERILIZER, ELEC, LAB, DO, W, 2W36X60 AA A..
I

8F 0...
I

Cabinet mounted, electrically generated steam pouered, single door, Laboratory sterilizer.
The unit is controlled by a microc~ter that monitors all operations throughout the cycle and
provides an audible and visual indication of deviations. A recorder documents al( cycle
events. There are several etectricoi configurations available. It operates in the tauperature
range of 100-13S degrees C. and 76-100 degrees C. for pasteurization, inspissation srd
fractional sterilization. The unit needs co[duater at 30-70 psig with a peak flouof 15 gpn,
an air supply of 2 cfm at 80 psi and a drain that can accept water at 200+ F. The unit
rqires an eleCtri C steam 9enerator capsb~e of producing 250 lbs. of steam pressure peak per
hour. See JSN S1835 for information and sfze.

J
UNIT OF HEIGHT UIDTH OEPTH UEt GHT VOLTS PHASE ARPS HERTZ OEPEN-
ISSUE:

OTus/
in: 5,250 Lb 1: 120 1

EA
20 HZ: SUITCH: DENT: HCXJR:

cm: 2Z 2: ;: 2,379 kg 2: --- n/a n/a n/a 16,800
#

IS0550 6530
I

STERILIZER, STEAM, LAS, DO, RCSD,24X36X60
I

AA A..
I

BF DA..
~

I s0552
L

One wail recessed, house provided steam powered, single door, laboratory sterilizer. The unit
is controlled by e microc~ter that monitors all operations throughwt the cycle and provides
an atdible and visual indication of deviations. A recorder downents all cycle events. There
are several electrical configurations wailab[e. It operates in the temperature range of
100-135 degrees C. and 76-100 degrees C. for pasteurization, inspissation and fractions
sterilization. The unit needs cold water at 30-70 psig with a peak flow of 15 gpn, an air
supp(Y of 2 cfm at 80 psi and a drain that can accept uater at 200+ degrees F. The sterilizer
requires a steam stqply at S0-80 psi with a msxiazm flou of 250 pounds of steam per hour.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT WLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 124 5,250 [b 1: 120 1 20 HZ: SWITCH: DENT:

2A 2: 1:
HOUR :

cm: 314 2,378 kg 2: --- n/a nla tia 16,000

6530 I STERILIZER, ELEC, LA9, 00, RcsD,2U36X48 A A A . . I 8F D... I
Onewali recessed, etectricriliy generated steam powered, single door, laboratory steri’[izer.
The unit is controlled by a microccaputer that monitors all operations throughout the cycte am
provides an audible and visual indication of deviations. A recorder docunents all cycle
events. There are severat electrical configurations avai~abte. It operates in the teaperatur[
range of 100-135 degrees C. and 76-100 degrees C. for pasteurization, inspissation and
fractions sterilization. The unit needs cold water at 30-70 @ig Mith a peak flow of 15 gfzn,
an air sq@y of 2 cfm at 80 psi and a drain that can accept water at 200+ degrees F. The
sterilizer requires an electric steem generator capab(e of producing 250 paunds of steam peak
per hour. See JSN S1835 for information.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 82 76 124 5,250 (b 1: 120 1 20 HZ: SWITCH: DENT: HOUR:

2A an: 208 193 314 2,376 kg 2: --- n/a n/a n/a 14,650
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6530 STER1 L IZER , STEAM, LAB, 2D0, RCSD , 26X36X60 AA A.. BF DA..

one ua L I recessed, house provided steam powered, double door, laboratory sterilizer. The unit
is control led by a microccquter that monitors al 1 operations throughout the cycle and provides
an audible and visual indication of deviations. A recorder docunents al I cycle events. There
are several electrical configurations available. I t operates in the temperature range of
100-135 degrees C. and 76-100 degrees C. for pasteurization, inspissation and fractional
sterilization. The unit needs cold water at 30-70 psig with a peak flow of 15 gpn, an air
supply of 2 cfm at 80 psi and a drain that can accept water at 200+ degrees F. The steri li zer
requires a steam supply at 50-80 psi with a maxins.sn flo~ of 250 pounds of steam per hour.

UNIT OF HEIGHT UIDTH DEPTH l#EIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
IsSUE: in: 82 76 144 5,250 lb 1: 120 1 20 HZ: SUITCH: DENT: HOUR :

EA cm: 208 193 368 2,378 kg 2: --- n/a nla n ja 16,800

6530 STERILIZER, ELEC, LAB, 2D0, RCSO ,24X36X48 AA A.. BF D...

One Hal 1 recessed, electrical lY generated steam pouered, double door, laboratory steri 1 i zer.
The unit is control lad by a microccaputer that monitors al ( operations throughout the cycie and
provides an audible and visual indication of deviations. A recorder docunents al 1 cyc [e
events. There are several electrical configurations available. It operates in the temperature
range of 100-135 degrees C. and 76-100 degrees C. for pasteurization, inspissation and
fractional sterilization. The unit needs cold water at 30-70 psig with a peak flow of 15 gpn,
an “ai r supply of 2 cfm at 80 psi and a drain that can accept water at 200+ degrees F. The
steri 1 izer requires an electric steam generator capable of producing 250 pounds of steam peak
per hour. See JSN s1835 for information.

UNIT OF HEIGHT UIOTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 82 76 145 5,250 lb 1: 120 1 20 HZ: SUITCH: DENT: ‘HOUR:

EA cm: 208 193 368 2,378 kg 2: --- n/e n/a n/a 16,800

a

6530 STERILIZER, STEAM, LAB,2D0, 2RCSD , 24X36X60 AA A.. BFO A..

Two wall recessed, house provided steam powered, double door, laboratory sterilizer. The unit
is control led by a microc~ter thet monitors a[l operations throughout the cycle and provides
an audible ard visual indication of deviations. A recorder documents a[ 1 cycle events. There
are several electrical configurations avai (able. I t operates in the temperature range of
100-135 degrees C. and 76-100 degrees C. for pasteurization, inspissation and fractional
sterilization. The unit needs co(d water at 30-70 psig with e peak flow of 15 gpn, an air
supply of 2 cfm at 80 psi arid a drain thst can accept water at 200+ degrees F. The steri 1 izer
requires a steam supply at 50-80 psi with a maximum f tow of 250 pounds of steam per hour.

UNIT OF HEIGHT UIOTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 76 144 5,250 (b 1: 120 1 20 HZ: SW] TCH: OENT: HOUR :

EA cm: 2Z 193 368 2,378 kg 2: --- nla n/a nla 16,800

6530 STERILIZER, ELEC, LAB, 2D0, 2RCS0 , 24X36X6O AA A.. BF D...

Two wal 1 recessed, electrica 1 lY generated steam powered, double door, laboratory ster i 1 i zer’.
The unit is control led by a microcomputer that monitors al 1 operations throughout the cycle and
provides an audible and visual indication of deviations. A recorder documents a 11 cyc [e
events. There are several electrical configurations available. It operates in the temperature
range of 100-135 degrees C. and 76-100 degrees C. for pasteurization, inspissation and
fractional steri lization. The unit needs cold water at 30-70 psig with a peak flow of 15 gpn,
an air supply of 2 cfm at 80 psi and a drain that can accept Hater at 200+ degrees F. The
steri (izer requires an electric steam generator capable of producing 250 pounds of steam peak
per hour. See JSN s1835 for information.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 82 76 144 5,250 lb 1: 120 1 20 HZ: SWITCH: OENT: HCUR :

EA cm: 208 193 368 2,379 kg 2: --- n/a n/a nla 16,800

418
Source: https://assist.dla.mil -- Downloaded: 2016-12-11T01:05Z

Check the source to verify that this is the current version before use.



MIL-STD-1691F

APPENDIX A 1 JULY 1993

I ,0 !,,

I

JSN NSN
CATEGORY : ANAVI UTILITIES

NOMENCLATURE RVFAH 123456

sows 6530 STERI L lZER , TRANSFER CAR/C W36X60 AA A.. . . . . . .
I

Transfer carriage. Unit is we(ded ad enameled tubdar steel construction with a loading
capacity of 1000 lbs. Carriage includes swivel caster with neoprene tires and a neoprene
&per above each tieel. The carriage has height adjustable tracks and contains a storage rack
for loading car she[ves. A maneuverable, tubdar, handie operated tatch holds the carriage to
sterilizer door frame and a spring toaded latch secures the loading car to carriage. For use
with cha ~r sizes of Wt36x60.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 43 30 74 115 [b 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 109 76 188 52 kg 2: --- n/8 n/a n/a n/a

SO&5 6530
I

STERILIZER, ST~, VAC, DO, FLR,24X62X76 AA A.. 6FOA. E

One wait recessed, floor mounted, hoase steam powered, single door, vacuus sterilizer. The
unit is controlled by a microcomputer that mnitors al( operations throughout the process cycle
and provides an audible and visual indication of deviations. A recorder docunents all cycle
operations. There are several electrical configurations available. It operates in the
teqerature range of 100-135 degrees Centigrade. The unit requires cold water at 30-70 psig
with a maxim fiow rate of 16 gpm, an air supply of Icfm at 40-50 psi and a drain capable of
accepting water at 200+degreas F. The unit requires e mininus of 50 psi of steam pressure with
a peak f~ou of 27o pounds per hour. This is a vacwn unit for liquids, hard goods, packs and
other heat and moisture resistant materials.

UNIT OF HEIGHT UtOTH OEPTH NEIGHT VOLTS PHASE AMPS HERTZ OEPEN- 8TUs/
ISSUE: in: 95 58 79 7,600 lb 1: 120

2A 242
20 HZ: WITCH: OENT:

148 3,443 kg 2:--’- n/a
HOUR :

cm: 201 tia n/a 26,800
b

Is0627 6530 STERILIZER, ELEC, VAC, 00, FLR, 24x62x76 AA A.. BF O...

One wa(l recessed, floor mounttd, electrically generated steam powered, single door vacuun
steri 1 izer. The unit is controlled by a microc~ter that monitors operations throughout the
process cycle and provides an audible and visust indication of deviations. A recorder
docunents a[l cycte operations. There are severai electrical configurations avaiiab(e. It
operates in the temperature range of 100-135 degrees Centigrade. The unit requires co(d uater
at 30-70 psig with a peak f[ou of 16 g~, an air sqply of 1 cfm at 60-50 psi and a drain that
can accept water at ZOO+ degrees F. The unit requires a minicun of 50 psi of steam pressure
with a peak ftou rate of 270 pounds per hour. The unit is a vacuun unit for liquids, hard
goods, tinen packs and other stabile items.

UNIT OF HEIGHT WIDTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN-
ISSUE:

BTUs/
in: 58 79 7,600 Lb 1: 120 1 20 HZ: SWITCH: OENT:

2A 2E
HOUR :

cm: 148 201 3,443 kg 2: --- n/a n/a n/a 26,800

I S0630 6530
I

STERILIZER, STEM, VAC, 00, PIT,24x62x76 AA A.. 8FOA. E
I

One wall recessed, pit mounted, house steam powered, singie door vacuus sterilizer. The unit
is control~ed by a microcquter that monitors al~ operations throughout the process cycte and
provides an audible and visual indication of deviations. A recorder docusents all cyc~e
operations. There are several electrical configurations available. It operates in the
teqnwature range of 100-135 degrees Centigrade. The unit requires coid uater at 30-70 psig
with a maxisxxn flow rate of 16 gpn, an air su@y of 1 cfm at 40-50 psi and a drain capable of
accepting water at 200+degrees F. The unit requires a minim of 50 psi of steam pressure witt
a peak flow of 270 pounds per hour. This is a vacuus unit for liquids, hard goods, packs and
other heat and snisture resistant materials.

uNIT OF HEIGHT UfOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN -
lSSLIE:

BTUs/
in: 58 7,600 Lb 1: 120 20 HZ: SWITCH: DENT:

EA 2E 148 2: 3,443 kg 2:--’- n/a n/a n/a
HWR :

cm: 26,800

0{!
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I s0632 6530 STERI L1 ZER , ELEC, VAC, DO, PIT, 24x62X76 AA A.. BF D...

one ual 1 recessed, pit mounted, electrical lY “generated steam powered, single door VaCUUM
steri li zer. The unit is control lad by a microcomputer that monitors operations throughout the
process cycle and provides an audible and visua( indication of deviations. A recorder
docunants al 1 CYC le oparat i ens. There are several electrical configurations available. It
operates in the temperature range of 100-135 degrees Centigrade. The unit raqui res cold water
at 30-70 psig uith a peak ftou of 16 gpn, an air supply of 1 cfm at 40-50 psi and a drain that
can accept mater at 200+ degrees F. The unit requires a steam generator capable of producing
270 pounds of steam pressure peak par hour. See JSN s1835 for information and size selection.
This is a vacuum unit for all types of materials.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: ’58 79 7,600 lb 1: 120 1 20 HZ: SWITCH : DENT: HWR :

EA cm: 2:: 148 201 3,443 kg 2: --- nla nla nla 26,800

s0635 6530 STER1 LIZER, STEAM, VAC, 2D0, FLR,24X62X76
I

AA A.. BFO A..

one ual 1 recessed, floor mounted, house steam powered, double door, vacuun steri 1 i zer. The
unit is controi led by a microcomputer that monitors al 1 operations throughout the process cycle
and provides an audib~e and visual indication of deviations. A recorder docunants a 11 cycle
operations. There are several electrical configurations available. It operates in the
temperature range of 100-135 degrees Cent i grade. The unit raqui res cold water at 30-70 psig
uith a peak flow of 16 gp-n, an air SUPPLY of 1 cfm at 40-50 psi and a drain that can accePt
water at 200+ degrees F. The unit requires a minimun of 50 pai of steam pressure uith a peak
flow rate of 270 pounds par hour. The unit is a vacuun unit for liquids, hard goods, Linen
packs and other stabile i tams.

UNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 95 58 94 8,400 lb 1: 120 1 20 HZ: SUITCH: DENT: HWR :

EA cm: 242 148 239 3,805 kg 2: --- n/a n/a n/a 29,600

a

Is0637 6530 STERILIZER, ELEC, VAC, 200, FLR,24x62X76 AA A.. BFD. .E

One wal L recessed, pit nmnted, electric generated steam powered, double door, vacuum
steri 1 izer. The unit is controi lad by a microcomputer that nmitors al I operations throughout
the process cycle and provides an audible and visual indication of deviations. A recorder
docmants al 1 cycle operations. There are several electrical configurations available. It
operates in the tenparature range of 100-135 degrees Cent i grade. The unit raqui res cold water
at 30-70 psig with a peak flou of 16 gpn, an air SUPPLY of 1 cfm at 40-50 Psi ad a drain that
can accept water at 200+ degrees F. The unit requires a steam generator capable of producing
270 pounds of steam pressure peak per hour. See JSN S1830 for information and size selection.
This is a vacuun unit for all typss of materials.

UNIT OF HEIGHT WIOTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 8,400 lb 1: 120 1 20 HZ: SWITCH : DENT: HOUR :

EA cm: 2:; 1: 2E 3,805 kg 2:--- n/a n/a nla 29,600

S0640 6530 STERILIZER , STEAM, VAC, 2D0, PI T, 24X62X76 AA A.. BF DA..

Two wa[ 1 recessed, pit mounted, house steam powered, doubie door, vacuun steri 1 i zer. The unit
is control lad by a microc~ter that monitors al 1 operations throughout the process cycle and
provides an audible and visual indication of deviations. A recorder docunents al 1 cycle
oparat i ons. Thare ara several electrical configurations avai labte. It operates in the
temperature range of 100-135 degrees Cant i grade. The unit requires cold water at 30-70 psig
with a peak f tow of 16 gpm, an air supply of 1 cfm at 40-50 psi and a drain that can accept
water at 200+ degrees F. The unit requires a mininman of 50 psi of steam pressure with a peak
f Low rate of 270 pounds par hour. The unit is a vacuun unit for t iquids, hard goods, linen
pecks and other stabi te items.

UNIT OF HEIGHT WIOTH DEPTH UEi GHT VOLTS PHASE AMPS HERTZ DEPEN- BTUSI

ISSUE : in: 95 58 94 8,400 lb 1: 120 1 20 HZ: SWITCH: OENT: HWJR :

EA cm: 242 148 239 3,8o5 kg 2: ”-- nla nla n/a 29,600
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S06n 6530
I

STERILIZER, ELEC, VAC, 200, PIT,24x62x76 AA A.. OF O.. E
1

0},/,

Tuo ual ( recessed, pit mounted, electric generated steam powered, double door, vacuun
sterilizer. The unit is control led by a microcomputer that monitors al 1 operations throughout
the process cycle and provides en audible and visual indication of deviations. A recorder
docunents al 1 cycle operations. There are several electrical configurations available. It
operates in the t~rature range of 100-135 degrees Centigrade. The unit requires cold water
at 30-70 psig with a peak fla of 16 gpm, en air supply of 1 cfm at 60-50psi and a drain that
can accept water at 200+ degrees F. The unit requires a steam generator capable of producing
270 pounds of steam pressure peak per hour. See JSN S1830 for information and size se[ection.
This is a vacwn unit for all types of materials.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT WLTS PHASE AMPS HERTZ OEPE#f - BTUs/
ISSUE: in: 8,400 lb 1: 120 1 20 HZ: SUITCH: OENT:

2: 12 $9
liOUR :

EA cm: 3,805 kg 2: --- n/a n/a n/a 29,600

I S0805 6530
I

STERILIZER/AERATOR, EO, 00, CAB,20X20X38 A A A . . B F . A . E
I

Cabinet mounted, house steam powered, singte door, ethylene oxide sterilizer/ aerator. The
unit is controlled by a microcomputer that monitors al~ oprations throughout the process cycle
and provides an audible and visual indication of deviations. A recorder docuoents alt cycle
operations. There are several electrical configurations available. [t operates in a
temperature range of 38-55 degrees Centigrade. The unit needs cold water at 30-60 psig with a
peak floM of 8 gpn, an air supply of 2 cfm at 80 ps. ig, steam at 30-80 psig with a peak flow of
19 pounds per hwr, a drain to accept waste water, en EO source of 12/88 mixture and an exhaust
that can provide a mininun of ten air exchanges per hour. The unit is for heat and moisture
damageable material and supplies.

I

UNIT OF HEIGHT WIDTH DEPTH MEIGHT VOLTS PHASE ANPS HERTZ OEPEN- BTus/
1SSUE : in: 75 36 67 1,990 lb t: 120 1 15 HZ: SWITCH: DENT:

EA
HOUR :

can: 191 92 170 902 kg 2: 208 1 30 n/El n/a n/a 700

6S30
I

STERILIZER/AERATOR, EO, DO, CAB,20X20X38 I AA A.. BF. ..E I
Cabinet mounted electric generated steam powered singie door ethylene oxide
steri I izer/aerator. The unit is controlled by a microcarpter that monitors all operations
throughwt the process cycte and provides an audible and visual indication of deviations. A
recorder docunents all cycle operations. There are several electrical configurations
avai [able. It operates in a tenqxmzture range of 38-55 degrees Centigrade. The unit needs
co~d water at 30-6Dpsig uith a peak ftow of 8gpn, an air suppiy of 2cfm at 80psig, steam at
30-80psig with a peek flou of 19 _ per hour, a drain to accept waste water, an EO source
of 12/88 mixture and an exhaust that can provide a mininun of ten air exchanges per hour. The
unit needs a steam generator capable producing of 50 pounds per hour.

UNIT OF HEIGHT WIDTH OEPTH UEIGHT WLTS PHASE MIPS HERTZ OEPEN- Btus/
ISSUE: in: 73 36 67 1,990 lb 1: 120 1 15 HZ: SUITCH: OENT: HOUR :

EA cm: 191 92 170 902 kg 2: 208 1 30 nfa nfa n/a 700

SO81O 6530
I

STERILIZER/AERATOR, EO, D0,RCSD,20X20X38 AAA . . BF. A.E “

One watl recessed, house steam paered, single door, ethylene oxide sterilizer/ aerator. The
unit is controlled by a rnicrocarputer thet monitors all operations throughout the process cycle
ati provides an audib[e and visual indication of deviations. A recorder docunents ail cyc(e
operations. There are several electrical configurations avaitable. It operates in a
temperature range of 38-5S degrees Centigrade. The unit needs cold water at 30-60 psig with a
peak flow of 8 gpu, an air supply of 2 cfmat 80 psig, stesmat 30-80 psig with a peak f~ow of
19 pounds per hour, a drain to accept uaste water, an EO source of 12/88 mixture and an exhaust
that can provide a miniwn of ten air exchanges per hour. This unit is for heat and moisture
damageable materials and sqqlies.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 7s 54 79 1,990 lb 1: 120 15 HZ: SWITCH: DENT: HOUR :

EA cm: 191 137 201 902 kg 2: 208 : 30 n/a n/a nla 700
b
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P!x-
6530 STER1 L 1ZER/AERATOR , EO, DO, RCSD ,20x20x38 AAA. .BF...E

I

One ual 1 recessed, electric generated steam powered, single door, ethylene oxide
steri t i zer/aerator. The unit is control led by a microccaputer that monitors al 1 operations
throughout the process cycle and provides an awii ble and visual indication of deviations. A
recorder documents al 1 cycle operations. There are several electrical configurations
avai lable. It operates in a temperature range of 38-55 degrees Centigrade. The unit needs
cold water at 30-60psig with a peak f(ow of 8gpin, an air supply of 2cfm at 80psig, steam at
30-80psig with a peak flow of 19 pounds per hour, a drain to accept waste uater, an EO source
of 12/88 mixture and an exhaust that can provide a minimun of ten air exchanges per hour. The
unit needs a steam generator capable producing of 19 pounds per hour.

UNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 7S 54 79 1,990 lb 1: 120 1 15 HZ: SUITCH: DENT: HOUR :

EA cm: 191 137 201 902 kg 2: 208 1 30 n/a n/a n/a 700

I s0815 I 6530 I STERILIZER/AERATOR, E0,200,RCSD,20X20X38 I A A A . . I B F . A . E I

One wal 1 recessed, house steam pouered, doub(e door, ethylene oxide steri 1 izer/ aerator. The
unit is control led by a microcomputer that monitors al 1 operations throughout the process cyclf
and provides an audible and visual indication of deviations. A recorder documents al 1 cycle
operations. There are several electrical configurations available. It operates in a
temperature range of 38-55 degrees Centigrade. The unit needs cold Hater at 30-60 psig with a
peak flow of 8 gpm, an air supp(y of 2 cfm at 80 psig, steam at 30-80 psig with a peak flow of
19 pounds per hour, a drain to accept waste water, an EO source of 12/88 mixture and an exhaust
that can provide a minimtnn of ten air exchanges per hour. This unit is for heat and moisture
damageable materials and supplies.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
1SSUE : in: 75 54 2,240 lb 1: 120 1 15 HZ: SUITCH: DENT: HOUR :

EA cm: 191 137 2;; 1,015 kg 2: 208 1 30 nla nla nla 700

S0817 6530 STER 1L 1ZER/AERATOR, E0,200, RCSD , 20X20X38 AA A.. BF. ..E

One wal 1 recessed, etectri c generated steam powered, double door, ethylene oxide
steri 1 izer/aerator. The unit is control led by a microcomputer that monitors al 1 operations
throughout the process cycle and provides an audible and visual indication of deviations. A
recorder doc~nts al 1 cyc ie operations. There are several electrical configurations
avai [able. I t operates in a temperature range of 38-55 degrees Cent i grade. The unit needs
cotd uater at 30-60psig uith a peak f low of 8gpn, an air supply of 2cfm at 80psig, steam at
30-80psig with a peak flow of 19 pounds per hour, a drain to accept waste water, an EO source
of 12/88 mixture and an exhaust that can provide a minimum of ten air exchanges per hour. The
unit needs a steam generator capable producing of 19 pounds per hour.

UNIT OF HEIGHT UIOTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 75 54 90 2,240 lb 1: 120 1 15 HZ: SWITCH: DENT: HOUR :

EA cm: 191 1$37 229 1,015-kg 2: 208 1 30 n/a n/a n/a 700

STER1 L IZER/AERATOR, EO, 2D0, 2RCS0, 20X20X38

Two wa 11 recessed, house steam powered, double door, ethylene oxide sterilizer/ aerator. The
unit is control led by a microcomputer that monitors at 1 operations throughout the process cyclt
and provides an audible and visual indication of deviations. A recorder documents a 11 cyc 1e
operations. There are several electrical configurations avai lab[e. It operates in a
temperature range of 38-55 degrees Cent i grade. The unit needs cold water at 30-60 psig ui th a
peak flow of 8 gpm, an air supply of 2 cfrn at 80 psig, steam et 30-80 psig with a peak flow of
19 pounds per hour, a drain to accept waste water, an EO source of 12/88 mixture and an exhaust
that can provide a minimun of ten air exchanges per hour. This unit is for heat and moisture
damageable materials and supplies.

UNIT OF HEIGHT WIDTH DEPTHI UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 75 54 91 2,240 lb 1: 120 1 15 HZ: SUITCH: OENT : HOUR :

EA cm: 191 137 231 1,015 kg 2: 208 1 30 nla n/a n/a 700
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6530 STERI LIZER/AERATLIR , EO, 200, 2RCS0 , 20X20X38 AA A.. BF. ..E

Two wa~ 1 recessed, electric generated steam pouered, double door, ethylene oxide
sterilizer/aerator. The unit is contro( Led by e microcomputer that monitors al 1 operations
throughout the process cycle and provides an audible and visual indication of deviations. A
recorder docunents al 1 cycle operations. There are several etectricai configurations
avai table. It operates in a t~rature range of 38-55 degrees Centigrade. The unit needs COL(
water at 30-60 psig with a peak flow of 8 gpm, an air supply of 2 cfm at 80 psig, steam at
30-80 psig with a peak flow of 19 pounds per hour, a drain to accept waste water, an EO source
of 12/88 mixture ad an exhaust that can provide a minimn of ten air exchanges per hour. The
unit needs a steam generator capable of producing 19 lbs per hour.

UNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE AHPS
ISWE:

HERTZ OEPEN- BTUs/
in: 75 M 2,240 lb 1: 120 1 15 HZ: SWITCH: OENT: HOUR :

EA cm: 191 137 2: 1,015 kg 2: 208 1 30 n/a I-I/e n/a 700

ISloos 6530 STERil IZER/AERATOR, EO, 00, CAB ,24x36x48 AA A.. BF. A.E

Cabinet mounted, house steam pmtered, singie door, ethylene oxide steri I izer/ aerator. The
unit is control led by a microcatputer that monitors al( operations thrwghout the process cycle
and provides an audib(e and visual indication of deviations. A recorder docunents al 1 cycle
operations. There are several electrical configurations avai labte. It operates in a
temperature range of 38-55 degrees Centigrade. The unit needs cold uater at 30-60 psig ~ith a
peak flow of 20 g~, an air supply of 2 cfm at 80 psig, steam at 30-80 psig with a peak flow of
50 pouds per hwr, a drain to accept maste water, an EO source of 12@3 mixture and an exhaust
that can provi& a mininun of ten air exchanges per hwr. The unit is for heat and moisture
damageable material and supp~iea.

UNIT OF HEIGHT UIOTli OEPTH HEIGHT VOLTS PHASE ANPS HERTZ OEPEN- BTUs/
I

1SSUE : in: 4,575 (b 1: 120 1 20 HZ: SWITCH: OENT: HOUR :
EA an: 2:: 2: 2Z 2,073 kg 2: 208 1 9 n/a tia nla 7,300

1~ JS1 007 6530 STERILIZER/AERATOR, EO, 00, CA8,2Q(36X48 AA A.. 8F. ..E

Cabinet mounted, electric generated steam poitered, single door, ethylene oxide
steri t i zer/aerator. The unit is controlled by a microcaputer that monitors a(l operations
throughwt the process cycle and provides an audible ad visual indication of deviations. A
recorder docunents al( cycle operations. There are several electrical configurations
avai labie. It operates in a temperature range of 38-55 degrees Centigrade. The unit needs
cotd water at 30-60 psig with a peak flow of 20 gpn, an air supply of 2 cfm at 80 psig, steam
at 30-80 psig with a peak f(w of 50 pounds per hwr, a drain to accept waste water, an EO
source of 12/88 mixture and an exhaust that can provide a miniuun of ten air exchanges per
hour. The unit needs a steam generator capable of producing 50 lbs per hwr.

1

UNIT OF HEIGHT WIOTH DEPTH WEIGHT VOLTS PHASE ANPS HERTZ DEPEN- BTUs/
1SSUE : in: 4,575 lb 1: 120 1 20 HZ: SWITCH: DENT: HOUR :

EA cm: 2%3 2: 2:: 28073 kg 2: 208 1 9 n/a n/a nla 7,300

Slolo 6530 STERILIZER/AERATOR, EO, 00, RCSD,24X36X48
I

AAA. .8F.A.E

One wali recessed, house steam pouered, single door, ethytene oxide sterilizer/ aerator. The
unit is controlled by a microconquter that monitors all operationa throughout the process cyc[e
and provides an atdible and visuat indication of deviations. A recorder docunents all cycle
operations. There ere several electrical configurations availabie. It operates in a
temperature range of 38-55 degrees Centigrade. The unit needs cold water at 30-60 psig with a
peak flow of 20 gpn, an air su@y of 2 cfm at 80 psig, steam at 30-80 psig with a peak flow of
50 pounds per hour, a drain to accept waste water, an EO source of 12/88 mixture and an exhaust
that can provide a miniaun of ten air exchanges per hwr. This unit is for heat and moisture
damageable materiais and supplies.

UNIT OF HEIGHT IJIOTH DEPTH liEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 4,57S lb 1: 120 1 20 HZ: SWITCH: OENT: HOUR :

EA cm: 2E 1: % 2,073 kg 2: 208 1 9 tia n/a n/a 7,300
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6530 STERILIZER/AERATOR, EO, 00, RCSD , 24x36x48 AA A.. BF. ..E

One wa~ 1 recessed, electric generated steam pwered, single door, ethylene oxide
steri [ izer/aerator. The unit is control led by a microcomputer that monitors a( 1 operat ions
throughout the process cycle and provides an audible and visual indication of deviations. A
recorder docmvsnts al 1 cycle operat i ens. There are seve~ai electrical configurations
available. I t operates in a temperature range of 38-55 degrees Cent i grade. The unit needs
cold uater at 30-60 psig with a fiou of 20 gpn, an air supply of 2 cfm at 80 psig, steam at
30-80 psig with a peak flow of 50 pounds per hour, a drain to accept waste water, an EO source
of 12/88 mixture and an exhaust that can provide a minimum of ten air exchanges per hour. The
unit needs a steam generator capable of producing 50 pounds per hour.

UNIT OF HEIGHT U1OTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
1SSUE :

BTUs/
in: 82 76 109 4,575 lb 1: 120 1 20 HZ: SUITCH : DENT:

EA
HOUR :

cm: 208 193 277 2,073 kg 2: 208 1 9 n/a n/a nla 7,300

6530 I STERILIZER/AERATOR, E0,2D0,RcsD,24x36x48 I A A A . . I B F . A . E I I

One wa( ( recessed, house steam powered, double door, ethylene oxide steri I izer/ aerator. The
unit is control led by a microcomputer that monitors al [ operations throughout the process cyclt
and provides an audible and visual indication of deviations. A recorder docwnents a [ 1 cycle
operations. There are several e~ectrical configurations available. It operates in a
temperature range of 38-55 degrees Cent i grade. The unit needs cold water at 30-60 psig with a
peak flow of 20 gpn, an air supply of 2 cfm at 80 psigr steam at 30-80 psig with a peak flow of
50 pounds per hour, a drain to accept waste water , an EO source of 12/88 mixture and an exhaust
that can provide a minimun of ten air exchanges per hour. This unit ia for heat and moisture
damageable materials and supplies.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 76 131 4,575 lb 1: 120 1 20 HZ: SUITCH : DENT: HOUR:

EA cm: 2: 193 333 2,073 kg 2: 208 1 9 n/a n/a n/a 7,300

6530 I STERILIZER/AERATOR, E0,2D0,RcsD,24x36x48 I A A A . . I B F . . . E I I

One wal 1 recessed, electric generated steam powered, double door, ethy[ene oxide
steri li zer/aerator. The unit is control led by a microcomputer that monitors al 1 operations
throughout the process cycle and provides an audible and visual indication of deviations. A
recorder docunenta a I ( cycle operations. There are severa 1 electri ca I configurations
avai iable. I t operates in a temperature range of 38-55 degrees Cent i grade. The unit needs
cold water at 30-60 psig with a peak flow of 20 gpn, an air supply of 2 cfm at 80 psig, steam
at 30-80 psig with a peak flow of 50 pounds per hour, a drain to accept waste water, an EO
source of 12/88 mixture and an exhaust that can provide a mi ninmsn of ten air exchanges per
hour. The unit needs a steam generator capable of producing 50 lbs per hour.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
1SSUE :

BTUs/
in: 82 76 131 4,575 lb 1: 120 1 20 HZ: SUITCH: DENT:

EA
HOUR :

cm: 208 193 333 2,073 kg 2: 208 1 9 n/a nla n/a 8,400

I SI020 I 6530 I STERILIZER/AERATOR, E0,2D0,2RCSD,24X36X48 I A A A ..1, B F . A . E I ~

Two wal 1 recessed, house steam ~wered, double door, ethylene oxide steri 1 izer/ aerator. The
unit is control led by a microc~ter that monitors al 1 operations throughout the process cycle
and provides an audible and visuai indication of deviations. A recorder docunents a 11 cyc Le
operations. There are several electrical configurations avai (able. lt operates ,in a
temperature range of 38-55 degrees Cent i grade. The unit needs cold water at 30-60 psig with a
peak flow of 20 g~, an air supply of 2 cfm at 80 psig, steam at 30-80 psig with a peak flow of
50 pounds per hour, a drain to accept waste water, an EO source of 12/88 mixture and an exhauat
that can provide a minimun of ten air exchanges per hour. This unit is for heat and moisture
damageable materials and supplies.

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN - BTUs/
1SSUE : in: 82 77 131 4,575 lb 1: 120 1 20 HZ: SUITCH: DENT: HOUR :

EA cm: 208 196 333 2,073 kg 2: 208 1 9 nla n/a nla 7,300
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6530 I STER111 ZER/AERATOR , EO, 200, 2RCS0, 24N36X48 I AAA.. BF...E
I

Two ual 1 recessed, electric generated steam pouered, tiie door, ethylene oxide
steri 1 i zer/aerator. The mit is controlled by a microc~er that monitors all operations
throughout the process cycle and provides en atxiible and visual indication of deviations. A
recorder docments at I cycle operations. There are several electrical configurations
avai lab(e. It operates in a teupereture range of 38-55 degrees Centigrade. The unit needs
co~d water at 30-60 psig with a peak flou of 20 gpn, an air su-@y of 2 cfm at 80 psig, steam
at 30-80 psig uith a peak f[ow of 50 pouds per hour, a drain to accept waste uater, an EO
source of 12/88 mixture ad an exhaust that can provide a miniuun of ten air exchanges per
hour. The unit needs a steam generator capable of producing 50 lbs per hour.

UNIT OF HEIGHT WIDTH OEPTR MEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 77 131 4,57S lb 1: 120 1 20 HZ: SWITCH: DENT: HOUR :

EA an: 2: 196 333 2,073 kg 2: 208 1 9 nfa n/a n/a 7,300

S1025 6530 STERILIZER, DISPOSAL, SHARPS
I

AA A.. BB. A..
, 1

Sharps dispesal steri [ izer. The unit requiras cold water at 20-50 psig with 13 gpn peak flo~,
steam at 50-80 psig with average consumption of 75 pounds per hour and a drain to carry waste
water. The unit is used to process sharps and syringes for waste disposal safely. I

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE W% HERTZ DEPEN - BTUs/
1SSUE : in: 37 1,500 lb 1: 120 1 $9 HZ: SWITCH: DENT: HOUR :

EA cm: 25 94 2: 680 kg 2: --- nfa n/a n/a n/a

IS1035 6530 STERILIZER, RETORT AA A.. 8E. A..
I

?
I Slloo

Retort sterilizer. Unit can be f[oor or pit nnunted and requires cold water at 40-60 psig
pounds per peak f~ow, steam at 55 pig regulated for 550 pounds per hour peak consumption and a
drain. Used in health care facilities to decontaminate infectious waste by sterilization.

UNIT OF HEIGHT MIOTH DEPTH WEIGHT VOLTS PHASE NIPS HERTZ OEPEN- BTUs/
1SSUE : in: 278 7,750 lb 1: 120 20 HZ: SWITCH: DENT:

EA cm: 2: 2: 706 3,511 kg 2:--’- n/a n/a n/a 2;%0

6530
I

WALL, RCOULAR, STERILIZER
I

AC E........
I

Prefabricated enctosure surrounding sterilizers ad re(ated equirxuent. Wall provides
concealment for pipes and wiring, confines heat and vapor to enclosed area, and provides a
finished ua(l appearance. Sized to meet job specifications uith Irdtip(e configurations
available to fit 8 or 10 foot ceiiing heights.

UNIT OF HEIGHJ UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1 SSUE : in: o 0 0 0 (b 1: --- HZ: SWITCH: OENT: HWR :

FT cm: o 0 0 0 kg 2: --- n/a nla n/a n/a

Slloo 6530 WALL, HCOULAR, STERILIZER AA E.. . . . . . . -

Prefabricated enciosure surrounding sterilizers and related equipnsnt. ual~ provides
comealuent for pipes and uiring, confines heat and vapor to enclosed area, and provides a
finished ual( a~aranca. Sizd to meet job specifications with mu[tiple configurations
avai(eble to fit 8 or 10 foot ceiling heights. Also provide modular pes-thru window as
required. This uall nustbe coordinated with purchase and installation of ail sterilization
equipnent that will interfac e the watt.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: O 0 0 0 lb 1: --- HZ: SWITCH: OENT: HOUR :

FT cm: o 0 0 0 kg 2: --- n/a n/a n/a n/a

O,’
.:’
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6530 STERILIZER/AERATOR, EO, DO, CAB, 24x36X60 AA A.. BF. A.E

Cabinet mounted, house steam pouerad, single door, ethylene oxide sterilizer/ aerator. The
unit is control lad by a microcomputer that monitors all operations throughout the process cycle
and provides an audible and visual indication of deviations. A recorder documents a 1 [ cyc ~e
operations. There are several electrical configurations available. It operates in a
temperature range of 38-55 degrees Centigrade. The unit needs cold water at 30-60 psig with a
,paak flow of 20 gpn, an air supply of 2 cfm at 80 psig, steam at 30-80 psig with a peak f low of
50 pounds per hour, a drain to accept waste water, an EO source of 12/88 mixture and an exhaust
that can provide a minim.sn of ten air exchanges per hour. The unit is for heat and ~isture
damageable material and su@ ies.

UNIT OF .HEIGHT UIDTH OEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
1SSUE : in: 82 80 108 5,250 lb 1: 120 1 20 HZ: SWITCH: DENT : HOUR :

EA cm: 208 203 274 28379 kg 2: 208 1 9 n/a nla n/a 8,400

ESII107 6530 STERILIZER/AERATOR, EO, DO, CA8, 24X36X60 AA A.. BF. ..E

Cabinet nmunted, electric generated steam powered, single door, ethylene oxide
steri ( i zer/aerator. The unit is control led by a microcomputer that monitors al 1 operations
throughout the process cycle and provides an audible and visual indication of deviations. A
recorder documents al 1 cycle operat i ens. There are several electrical configurations
avai lable. It operates in a temperature range of 38-55 degrees Cent i grade. The unit needs
co~d water at 30-60psig with a peak flow of 20 gpm, an air supp[y of 2 cfm at 80 psig, steam at
30-80 psig with a peak flow of 50 pounds per hour, a drain to accept waste water, an EO source
of 12/88 mixture and an exhaust that can provide a minimm of ten air exchanges per hour. The
unit needs a steam generator capable of producing 50 pounds par hour.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 82 108 5,250 lb 1: 120’ 1 20 HZ: SUITCH: DENT: HOUR :

EA cm: 208 2% 274 2,379 kg 2: 208 1’ 9 n/a8 n/a n/a 8,400

Slllo 6530 STERILIZER/AERATOR , EO, DO, RCSD , 24x36x60 AA A.. BF. A.E

One wal 1 recessed, house steam powered, single door, ethylene oxide steri 1 izer/ aerator. The
unit is control led by a microcomputer that monitors al ! operations throughout the process cycle
and provides an audible and visual indication of deviations. A recorder docmants a 11 CYC le
oparat i oris. There are several electrical configurations available. It operates in a
temperature range of 38-55 degrees Cent i grade. The unit needs cold water at 30-60 psig with a
peak flow of 201 gpn, an air supply of 2 cfm at 80 psig, steam at 30-80 psig with a peak flou of
50 pounds per hour, a drain to accept waste water, an EO source of 12/88 mixture and an exhaust
that can provide a minimm of ten air exchanges per hour. This unit is for heat and moisture
damageable materials and SUPP1 ies.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 82 76 123 5,250 lb 1: 120 1 20 HZ: SUITCH: DENT: HOUR :

EA cm: 208 193 313 2,379 kg 2: 208 1 9 nla nla n/a 8,400

E
SII12

I I I I I 1 I

6530 STERILIZER/AERATOR, EO, DO,RCSD , 24X36X60

One wal 1 recessed, electric generated steam powered, single door, ethylene oxide
steri lizer/aerator. The unit is control led by a microcomputer that monitors al 1 operations
throughout the process cycle and provides an audible and visual indication of deviations. A
recorder docunents a 11 cycle operations. There are several elect rica~ configurations
avai lable. I t operates in a temperature range of 38-55 degrees Cent i grade. The unit needs
cold water at 30-60 psig with a peak flow of 20 gpn, an air supply of 2 cfm at 80 psig, steam
at 30-80 psig with a peak flow of 50 pounds per hour, a drain to accept waste uater, an EO
source of 12/88 mixture and an exhaust that can provide a mi nimun of ten air exchanges per
hour. The unit needs a steam generator capable of producing 50 lbs per hour.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 76 123 5,250 lb 1: 120 1 20 HZ: SWITCH: DENT: HOUR :

EA cm: 2% 193 313 2,378 kg 2: 208 1 9 n/a n/a n/a 8,400
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6530 I STERILIZER/AERATOR, E0,2D0, RCSD,2kX36X60 A A A . . BF. A.E I
Onew1[ recessed, house steam powered, doubie door, ethylene oxide steri 1 i zer/ eerator. The
unit is control Led by a microcomputer that monitors a(( operations throughout the process CYCIC
ami provides an edible and visual indication of dwiations. A recorder dotwnents a{ L cycle
operations. There are several electrica( configurations available. [t operates in a
temperature range of 38-55 degrees Centigrade. The unit needs cold water at 30-60 psig with a
peak ftow of 20 gpm, an air supp(y of 2 cfm at 80 psig, steam at 30-80 psig with a peak flow of
50 pounds per hour, a drain to accept waste water, an EO source of 12/88 mixture and an exhaust
that can provide a mininun of ten air exchanges per hour. This unit is for heat and moisture
damgeable materials and supplies.

UNIT OF HEIGHT UIDTH OEPTM UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
JSSUE : in: 76 131 5,250 [b 1: 120 1 20 HZ: SUITCH: DENT:

2A 2:
HWR :

cm: 193 333 2,379 kg 2: 208 1 9 n/a n/a wa 8,400

6530 STERILIZER/AERATOR , EO, 200, RCSO, 24X36X6O

One wal [ recessed, electric generated steam pwered, double door, ethylene oxide
steri [ izer/aerator. The unit is controlled by a microcctpter that monitors al 1 operations
throughout the process cycte and provides an audible and visual indication of deviations. A
recorder docwnts al 1 Wle operations. There are severat electrical conf igurat ions
avai table. It operates in a temperature range of 38-55 degrees Centigrade. The unit neds
cold uater at 30-60 psig uith a ftw of 20 gpn, an air supply of 2 cfm at 80 psig, steam at
30-80 psig with a peak flow of 50 pounds per hour, a drain to accept waste water, an EO source
of 12/88 mixture and an exhaust that can provide a mini- of ten air exchanges per hour. The
unit needs a steam generator capable of producing 50 pounds per hwr.

UNIT OF HEIGHT WIDTH OEPTtl UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE : in: 02 76 131 5,250 [b 1: 120 1

EA
20 HZ: SWITCH: DENT : HOUR :

cm: 208 193 333 2,378 kg 2: 208 1 9 n/a n/a nla 8,400

I s1120 ~ 6530 I STERILIZER/AERATOR, E0,200,2RCS0,24X36X60 I A A A . . ] B F . A . E I

Two Hal I recessed, house steem power+, dode door, ethy(ene oxide steri 1 izer/ aerator. The
unit is control led by a microcwrputer that monitors al [ operations thrwghwt the process cycle
and provides an audible and visuat indication of deviations. A recorder docunents al 1 cycle
operations. There are several electrical configurations avai labie. It operates in a
temperature range of 38-55 degrees Centigrade. The unit needs cold uater at 30-60 psig uith a
peak flou of 20 gpn, an air supply of 2 cfm at 80 psig, steam at 30-80 psig uith a peak flou of
50 pounds per hour, a drain to accept waste uater, an EO source of 12/88 mixture and an exhaust
that can provide a minimun of ten air exchanges per hwr. This unit is for heat and moisture
damageable materials and sup@ ies.

UNIT OF HE I GMT uIDTH OEPTH UEIGHT WLTS PHASE MIPS HERTZ DEPEN- BTUs/
ISSUE: in: 62 n 144 5,250 (b 1: 120 1

EA
20 HZ: SUITCH: DENT: HOUR :

cm: 208 196 366 2,378 kg 2: 208 1 9 n/a n/a n/a 8,400

S1122 [ 6530 STERILIZER/AERATOR, E0,200,2RCS0,24X36X60 A A A . . I B F . . . E I
Tuo ual 1 recessed, electric generated steam pouered, dwb[e door, ethylene oxide
steri 1 izer/aerator. The unit is controlld by a microcomputer that monitors al I operations
thrwghwt the process cycle ad provides an wdib(e end visual indication of deviations. A
recorder docunents al~ cycle operations. There are several electrical conf igurat ions
avai Iable. I t operates in a teqerature range of 38-55 degrees Centigrade. The unit needs
co(d woter at 30-60 psig with a peak flou of 20 gpin, an air suppty of 2 cfm at 80 psig, steam
at 30-80 psig uith a peak fiw of 50 pouds per hwr, a drain to accept waste water, an EO
source of 12/88 mixture and an exhaust that can provide a minim of ten air exchanges per
hour. The unit needs a steam generator capabte of producing 50 lbs per hwr.

UNtT OF HE$GHT UiDTit OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTus/
1SSUE : in: 82 77 144 5,250 lb 1: 120 20 HZ: WITCH: DENT: HOUR :

EA cm: 208 196 366 2,378 kg 2: 208 ; 9 n/a n/a n/a 8,400
\
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] s1205 6530 STER 1L I ZER/AERATOR, EO, DO, FLR,24x62x76 AA A.. BF. A.E

One wal 1 recessed, floor mounted, house steam powered, single door, ethylene oxide steri I izer.
The unit is control led by a microcoqxKer that nmni tors at ( operations throughout the process
cycle. and provides an adible and visual indicaton of deviations. A recorder documents al 1
cycle operations. There are several electrical configurations available. It operates in the
temperature range of 38-55 degrees Cent i grade. The unit requires cold water at 40-80 psig with
a meximun flow rate of 45 gpn, steam at 50-70 psig with a peak flow of 200 pounds per hour, a
drain to accept waste water, an EO source of 12/88 mixture and an exhaust that can provide a
minimum of ten air exchanges per hour. The unit is for heat and moisture damageable materials
and supplies.

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 7,600 lb 1: 120 1 15 HZ: SWITCH: DENT: HOUR :

EA cm: 22 1; 12 3,443 kg 2: 208 3 16 n/a n/a nla 15,500

I s1207 I 6530 \ STERILIZER,AERATOR, EO, DO, FLR,24x62X761 AA A.. I BF. A.EI

One wa(( recessed, floor mounted, electric generated steam powered, single door, ethylene
oxide sterilizer. The unit is controlled by a microcomputer that monitors al[ operations
throughout the process cycle and provides an audible and visua( indication of deviations. A
recorder doctnnents all cycle operations. There are several electrical configurations
available. It operates in the temperature range of 38-55 degrees Centigrade. The unit require:
co[d water at 4070psig with a peak flow of 45 gpmr steam at 50-70 psig with a peak flow of 200
pou@s per hour, a drain to accept waste uater, an EO source of 12/88 mixture and an exhaust
that can provide a minimun of ten air exchanges per hour. The unit requires an independent
steam generator see JSN s1830 for size selections.

UNIT OF HEIGHT UIOTH OEPTH ; UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 95 58 72 7,600 lb 1’: 120 1 15 HZ: SWITCH: DENT: HOUR :

EA cm: 242 148 183 3,443 kg 2: 208 3 16 nla n/a n/a 15,500

S121O 6530 STERILIZER/AERATOR, EO, DO, PIT,24x62x76 AA A.. BF. A.E

One wall recessed, pit mounted, house steam powered, single door, ethylene oxide sterilizer.
The unit is controlled by a microcomputer that monitors all operations throughout the process
cycle and provides an audible and visual indication of deviations. A recorder documents all
cycle operations. There are several electrical configurations available. It operates in the
temperature range of 3855 degrees Centigrade. The unit requires cold water at 40-80 psig with
a maximun flow rate of 45 gpn, steam at 50-70 psig with a peak flow of 200 pounds per hour, a
drain,to accept waste water, an EO source of 12/88 mixture and an exhaust that can provide a
fninimun of ten air exchanges par hour. The unit is for heat and moisture damageable materia(s
and supplies.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 58 72 7,600 lb 1: 120 1 15 HZ: SWITCH: DENT: HOUR :

EA cm: 2:; 148 183 3,443 kg 2: 208 3 16 nla n/a n/a 15,’500

S1212 6530 STERILIZER/AERATOR, EO, DO, PIT,24x62x76 AA A.. BF. ..E

One wall recessed, pit mounted, electric generated steam powered, single door, ethylene oxide
sterilizer. The unit is controlled by a microc~ter that monitors all operations throughout
the process cycle and provides an audible and visual indication of deviations. A recorder
docunents all cycle operations. There are several electrical configurations available. It
operates in the temperature range of 38-55 degrees Centigrade. The unit requires cold water at
4070 psig with a peak flow of 45 gpm, steam at 50-70 psig with a peak flow of 200 pounds per
hour, a drain to accept waste water, an EO source of 12/88 mixture and an exhaust that can
provide a minimn of ten air exchanges per hour. The unit requires an independent steam
generator see JSN S1830 for size selections.

UNIT OF HEIGHT UIDTH DEPTH WE1CiiiT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE : in: 95 58 72 7,600 lb 1: 120 1 15 HZ: WITCH: DENT: HOUR :

EA cm: 242 148 183 3,443 kg 2: 208 3 16 nla nf a nla 15,500

m

*
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I s1215
1

6530 STERI t. I ZER/AERATOR, EO, 200, FLR,24X62U76 A A A . . 8F. A.E

Two Hal [ recessed, f ioor mounted, house steam pouered, double door, ethy(ene oxide sterilizer.
The unit is control led by e microcaptcr that mni tors al 1 operations throughout the process
cycle and provides an adible ad visual itiication of deviations. A recorder docunents at[
cyc[e operations. There are several etectricat configurations available. It operates in the
temperature range of 38-55 degrees Centi~rade. The Wit requires cold water at 40-80 psig with
a maxinwn flow rate of 45 gpn, steam at 50-70 psig with a peak f(ou of 200 pounds per hour, a
drain to accept waste uater, an EO source of 12/88 mixture and an exhaust that can provide a
❑iniaxsn of ten air exchanges per hour. The unit is for heat and moisture damageable materials
and supplies.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT WLTS PHASE AHPS HERTZ OEPEN- 8TUs/
1SSUE : in: 8,400 lb 1: f20

22 1: a?
15 HZ: WITCH: DENT: HWR :

EA cm: 3,805 kg 2: 208 : 16 nfa n/a n/a 19,750

s1217 6S30 STERILIZER/AERATOR, EO, 200, FLR,24x62x76 AA A.. BF. ..E

O
,,,,,,‘

SIZ20 6530
I

STERILIZERJAERATOR, EO, 200, FLR,26X62X76 AA A.. BF. A.E

I S1222
L

O,,:.)~,

Two uall recessed, floor mounted, electric generated steam powered, double door, ethylene
oxide sterilizer. The unit is controlled by a microccurputer that monitors ali operations
throughout the process cyc[e and provides an audible and visus( indication of deviations. A
recorder docunents at 1 cyc(e operations. There are severa[ electrica( configurations
avai Lsble. It operates in the temperature range of 38-55 degrees Centigrade. The unit requires
cold water at 4070 psig ~ith a peak flow of 45 gpn, steam at 50-70 psig with a peak flow of 200

_ Per hour, a drain to accept waste uater, an EO source of 12/86mixture and an exhaust
that can prwide a minianxn of ten air exchanges per hwr. The unit requires an independent
steam generator see JSN s1830 for size selections.

UNIT OF HEIGHT UIOTH DEPTH biEIGHT WLTS PHASE ANPS HERTZ OEPEN - BTUs/
ISSUE: in: 58 94 8,600 lb 1: 120 1 15 HZ: SWITCH: DENT: HWR :

EA m: 22 148 239 3,805 kg 2: 208 3 16 nfa n/a n/a 19,750

Two ual 1 recessed, pit nmunted, house steam pouered, doub[e door, ethylene ox id steri t izer.
The unit is contro~ 14 by a microc~ter that monitors al [ operations throughout the process
cycle and provides an audible and visual indication of deviations. A recorder docunents all
cycte operations. There are several electrical configurations avai [able. It operates in the
temperature range of 38-55 degrees Centigrade. The unit requires cold water at 40-70 psig with
a peak flow of 45 gpn, steam at 50-70 Psis with a peak f~ou of 200 pounds per hour, a drain
that can accept water at 200+ degrees F., an EO source of 12/ 88 mixture and an exhaust that
can provide a minima of ten air exchanges per hour. The unit is for heat and misture
damageable msteriais and supplies.

UNIT OF HEIGHT UIOTH OEPTH WEIGHT WLTS PHASE AMPS HERTZ OEPEN- 9TUs/
ISSUE: in: 95 58 94 8,400 (b 1: 120 15 HZ: SUITCH: DENT: HWR :

EA cm: 242 148 239 3,805 kg 2: 208 ~ 16 n/a n/a n/a 19,750

6530 STERILIZER/AERATOR, EO, 200, PIT,24x62x76 A A A . . BF. ..E .

Two Mat 1 recessed, pit munted, electric generated steam fmtered, double door, ethy(ene oxide
steri 1 izer. The unit is control led by o microcaputer that monitors al 1 operations throughout
the process cycle and provides en audible and visual indication of deviations. A recorder
docunents all cycle operations. There are several electrical configurations available. It
operates in the t~rature range of 38-55 degrees Centigrade. The unit requires cold water al
4070 psig with a peak flow of 45 gpa, steam at 50-70 psig with e peak f[on of 200 pourds per
hour, a drain that can accept uater at 200+ degrees F., an EO source of 12f88 mixture and an
exhaust that can provide a miniaun of ten air exchanges per hour. The unit requires a steam
generator see JSN S1830 for information.

UNIT OF HEIGHT bflDTH DEPTH WEIGHT WLTS PHASE AXPS HERTZ OEPEN- BTUs/
lSSUE: in: 95 58 94 8,400 lb 1: 120 15 HZ: SNITCH: DENT: HOUR :

EA cm: 262 148 239 3,805 kg 2: 208 i 16 n/a n/a n/a 19,750
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6530 STERILIZER/AERATOR , EO, DO, FLR,24x62x62 AA A.. BF. A.E

One ual 1 recessed, f (oor mounted, house steam pwered, sing( e door, ethylene oxide steri 1 i zer.
The unit is control led by a microcomputer that monitors al I operations throughout the process
cycle and provides an audib(e and visual indication of deviations. A recorder docments a 11
cycle oprations. There are several electrical configurations avai lable. It operates in the
temperature range of 38-55 degrees Centigrade. The unit requires cold water at 40-80 peig ui th
a msximun flow rate of 45 gpm, steam at 50-70 psig with a peak flow of 200 wurKJs per hour, a
drain .to accept waste water, an EO source of 12/88 mixture and an exhaust that can provide a
minimun of ten air exchanges per hour. The unit is for heat and moisture damageable materials
and supplies.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 95 58 47 4,500 lb 1: 120 1 15 HZ: WITCH: DENT: HOUR :

EA cm: 242 148 120 2,039 kg 2: 208 3 16 nla n/a n/a 10,850

6530 I STERlL12ER/AERATOR, EO, DO, FLR,24X62X42 I A A A . . I B F . . . E \

One ua [ i recessed, floor mounted, electric generated steam powered, single door, ethylene
oxide sterilizer. The unit is control led by a microc~ter that monitors al 1 operations
throughout the process cycle and provides an audible and visual indication of deviations. A
recorder docunents a 11 cycle operations. There are severa 1 electri ca 1 configurations
avai lable. It operates in the temperature range of 38-55 degrees Centigrade. The unit requires
co~d water at 4070 psig with a peak flow of 45 gpm, steam at 50-70 psig with a peak flow of 200
pounds per hour, a drain to accept uaste uater, an EO source of 12/88 mixture and an exhaust
that can provide a mininsxn of ten air exchanges per hour. The unit requires an independent
steam generator see JSN s1830 for size selections.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS
ISSUE :

HERTZ DEPEN- BTUs/
in: 4,500 [b 1: 120 1 15 HZ: SWITCH: DENT: HOUR :

EA cm: 2:: 1;: l% 2,039 kg 2: 208 3 16 n/a n/a nla 10,850

6530 STERILIZER/AERATOR, EO, DO, PIT ,24x62x42 AA A.. BF. A.E

One wal 1 recessed, pit mounted, house steam powered, single door, ethylene oxide steri 1 izer.
The unit is control led by a microcomputer that monitors al 1 operations throughout the process
cycle and provides an audible and visual indication of deviations. A recorder documents al (
cycle operations. There are severat electrical configurations available. It operates in the
temperature range of 3855 degrees Cent i grade. The unit requires cold water at 40-80 psig with
a msximun flow rate of 45 gpn, steam at 50-70 psig with a peak flow of 200 pounds per hour, a
drain to accept waste water, an EO source of 12/88 mixture and an exhaust that can provide a
minimwn of ten air exchanges per hour. The unit is for heat and moisture damageable materials
and supp[ies.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 4,500 lb 1: 120 ‘1 15 HZ: SUITCH: DENT: HOUR :

EA cm: 2: 1% l% 2,039 kg 2: 208 3 16 nja n/a n/a 10,850

6530 I SteriliZer/AERATOR, EO, DO, PIT,24X62X42 IA AA. . \ BF . . .E I ‘

One wall recessed, pit mounted, electric generated steam powered, single door, ethylene oxide
steri 1 izer. The unit is controlled by a microcomputer that monitors all operations throughout
the procass cycle and provides an audible and visual indication of deviations. A recorder
docments all cycle operations. There are several electrical configurations available. It
operates in the temperature range of 38-55 degrees Centigrade. The unit requires cold water at
4070 psig with a peak flow of 45 gpm, steam at 50-70 psig with a peak flow of 200 pounds per
hour, a drain to accept waste water, an EO source of 12/88 mixture and an exhaust that can
provide a minimn of ten air exchanges per hour. The unit requires an independent steam
generator aee JSN s1830 for size selections..

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 95 58 47 4,500 lb 1: 120 1 15 HZ: WITCH: DENT: HWR :

EA cm: 242 148 120 2,039 kg 2: 208 3 16 n/a nla n/a 10,850
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IS1315 6530 STERILIZER/AERATOR, EO, 200, FLR,24x62X42 AA A.. BF. A.E
t I

Two wai i recessed, floor mounted, house steam pouerad, doub(e door, ethylene oxide steri ( izer.
The unit is control led by a microcaputer thet monitors at I operations throughwt the process
cyc(e and providea an audible and visual indication of deviations. A recorder docunents at 1
cycle operations. There ere several electrical configurations available. It operates in the
tqrature range of 3B-55 degrees Centigrade. The unit requires coid water at 40-80 psig with
a msxinun flou rate of 45 gpn, steam at 50-70 psig with a peak flou of 200 pounds hour, a drain
to accept waste water, an EO source of 12/BB mixture d an exhaust that can provide a mininaan
of ten air exchanges per hour. The unit is for heat and moisture damsgesb[e materials and
supplies.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AWS HERTZ OEPEN- BTUs/
ISSUE: in: 95 59 5,400 lb 1: 120 1 15 HZ: SWITCH: OENT:

242 t~
HOUR:

5A cm: 150 2,447 kg 2: 208 3 16 n/a n/a n/a 15,100

IS1317 6530 STERILIZER/AERATOR, EO, 200, FLR,24X62X42 AA A.. BF. ..E
1

Tuo wall recessed, floor mounted, electric generated steam powered, doub[e door, ethylene
oxide sterilizer. The unit is controlled by a microctxlpter that monitors ail operations
throughout the process cycle and provides an audible and visuai indication of deviations. A
recorder docunents a~l cycle operations. There are several electrica[ configurations
available. It o~rates in the temperature range of 38-55 degrees Centigrade. The unit requires
cold water at 4070 psig with a peak f[ow of 45 gpn, steam at 50-70 psig with a peak flow of 200
pounds per hwr, a drain to accept waste water, an EO source of 12/SS mixture and an exhaust
that can provide a miniaxxn of ten air exchanges per hour. The unit requires an independent
steam generator see JSM S1830 for size selections. .

UNIT OF HEIGHT UIOTH OEPTH MEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 95 59 5,400 lb 1: 120 15

2A
HZ: SWITCH: OENT:

242 1;
HWR :

cm: 150 2,447 kg 2: 208 ; 16 n/a n/a n/a 15,100

S1320 6530
I

STERILIZER/AERATOR, EO, 200, PIT,24x62x42
I

AA A..8F. A.E

Tuo wall recessed. Dit nmunted. house steam mwered. double door. ethvlene oxide sterilizer.
The unit is controlled by a microaxtpter that moni~ors atl oper~tio& throughout the process
cycle and provides an audible and visual indication of deviatiorts. A recorder docuaents all
cycle operations. There are several e~ectrical configurations available. It operates in the
temperature range of 3855 degrees Centigrade. The unit requires cold mater at 40-S0 psig with
a msximun flti rate of 45 gpu, steam at 50-70 psig with a peak ft~ of 200 pounds per hour, a
drain to accept uaste uater, an EO source of 12J6B mixture and an exhaust that can provi& a
mininasn of ten air exchanges per hour. The unit is for heat and moisture damageable materiais
end suppties.

UNIT OF HEIGHT U1OTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 58 59 5,400 lb 1: 120 1 15

2A
HZ: SNITCH: OENT: HWR :

cm: 2: 148 150 2,447 kg 2: 20B 3 16 n/a nla n/a 15,100

51322 6530 STERILIZER/AERATOR, EO, 200, PIT,24x62x42 AA A.. BF. ..E
I

Two ua(l recessed, pit mounted, electric generatd steam Powerd, double door, ethylene oxide
steri 1 izer. The unit is controlled by a microcaputer that monitors all operations throughout
the process cycle ad provides an audib~e ad visual indication of deviations. A recorder
docments a(l cycle operations. There are several eiectricat configurations available. It
operates in the temperature range of 38-55 degrees Centigrade. The unit requires cold uater at
4070 psig with a peak flouof 45 gpin, stesmat 50-70 psig Mith a peak ftouof 200 pounds per
hour, a drain to accept uaste uater, an EO source of 12/88 mixture and an exhaust that can
provide a minimun of ten air exchanges per hour. The unit requires an indepetient steam
generator see JSN S1S30 for size selections.

UNIT OF HEIGHT WIDTH OEPTH kEIGHT VOLTS PHASE mS HERTZ OEPEN- BTUs/
ISSUE: in: 59 5,400 lb 1: 120

2; 15$
15 HZ: WITCH: DENT:

2A
HWR :

cm: 150 2,447 kg 2: 208 ; 16 n/a nfa n/a 15,100
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SI 800 6530 GENERATOR, STEAM, ELECTRIC, IOKU AA A.. CD . . . .

Electric steam generator. This unit produces 97% vapor quality steam to Pwer sterilizers,
water stills, utensil sanitizers and other steam ~wered equipment. The generator can deliver
steam at pressures betwean 15 and 100 psig and has an autcmatic blow down feature to prevent
scale build-up in the tubes. The unit can produce 34 pounds of steam per hour at 212 degrees
Farenheit and includes a pressure feed water ptmp and motor.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 37 29 280 (b 1: 120 7 15 HZ: SWITCH: OENT:

;: 7.4
HOUR :

EA cm: 94 127 kg 2: 208 3 34 Y NO YES 33,500

S1805 .6530 GENERATOR, STEAM, ELECTRIC, 15KU AA A.. CD . . . .

Electric steam generator. This unit produces 97% vapor quality steam to power sterilizers,
water stills, utensil sanitizers and other steam powered equipment. The generator can deliver
steam at pressures between 15 and 100 psig and has an automatic blow down feature to prevent
scale build-up in the tubes. The unit can produce 51 pounds of steam per hour at 212 degrees
Farenheit and includes a pressure feed water ptnp and motor.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 37 29 29 280 lb 1: 120 1 15 Hi!: WITCH: DENT: HOUR :

EA cm: 94 74 74 127 kg 2: 208 3 40 Y NO YES 50,200

]S1810 16530 I GENERATOR, STEAM, ELECTRIC, 20KU IAAA. .IcD . . ..I

I
Eiectric steam generator. This unit produces 97% vapor quality steam to power sterilizers,
water stills, utensil sanitizers and other steam pouered equipnt. The generator can deliver
steam at pressures between 1’5 and 100 psig and has an automatic blow down feature to prevent
scale build-up in the tubes. The unit can produce 69 pounds of steam per hour at 212 degrees
Farenheit and inc(udes a pressure feed water pump and motor.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 45 44 27 280 lb 1: 120 15 HZ: SUITCH: OENT: HOUR :

EA cm: 114 112 69 127 kg 2: 208 ; 53 Y NO YES 67,000

I s1815 6530 GENERATOR, STEAM, ELECTRIC, 30KU AA A.. CD . . . .

Electric steam generator. This unit produces 97% vapor quality steam to power sterilizers,
water stills, utensil sanitizers and other steam gwwered equipment. The generator can deliver
steam at pressures between 15 and 100 psig and has an autcinatic blow down feature to prevent
scale build-up in the tubes. The unit can produce 102 pounds of steam per hour at 212 degrees
Farenheit and includes a pressure feed water pmp and motor.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 45 27 280 lb !: 120 1 15 HZ: SWITCH: DENT:

1% 69
HOUR :

EA cm: 114 127 kg 2: 208 3 95 Y NO YES 100,400

I s1820 16530 I GENERATOR, STEAM, ELECTRIC, 40KU IAAA..ICD....I

Electric steam generator. This unit produces 97% vapor quality steam to ~wer sterilizers,
water stills, utensil sanitizers and other steam powered equipment. The generator can deliver

steam at pressures between 15 and 100 psig and has an autcinatic blow down feature to prevent
scale build-up in the tubes. The unit can produce 138 punch of steam per hour at 212 degrees
Farenheit and includes a pressure feed water FXXIP and motor.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 45 44 27 280 lb 1: 120 1 15 HZ: SUITCH: DENT: HOUR :

EA cm: 114 112 69 127 kg 2: 208 3 105 Y NO YES 133,900
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IS1825 6530 GENERATOR, STEAM, ELECTRIC, 60KU A& A.. co . . . .

Ekctric steam generator. This unit produces 97X vapor quality steam to pouer sterilizers,
water stills, utensit sanitizers and other steam pouered equifxnent. The generator cm deiiver
steam at pressures bettmen 15 and 100 psig and has an autoinetic blow down feature to prevent
scale build-up in the tubes. The unit can produce 176 pourds of steam per hour at 212 degrees
Farenheit and inctudes a pressure feed Mater - end motor.

UNtT OF HEIGHT U1OTH OEPTH UEIGHT VOLTS PHASE ANPS HERTZ OEPEN - BTus/
ISSUE: in: 45 500 lb 1: 120 HZ: SWITCH: OENT :

EA
HOUR :

cm: 116 1: :; 227 kg 2: 2Da i 1;; Y no YES 201,000

S1830 6S30 GENERATOR, STEAN, ELECTRIC, 75KU AA A.. co . . . .
, I

Electric steam generator. This unit produces 97% vapor quality steam to power steri 1 izers,
water sti 1 Is, utensi [ sanitizers and other steam powered equipment. The generator can deliver
steam at pressures between 15 and 100 psig ard has en autanatic blow doun feature to prevent
scale bui id-up in the tubes. The unit can produce 205 pounds of steam per hour at 212 degrees
Farerhei t and i nc[udes a pressure feed water pmp W motor.

UNIT OF HEIGHT U1OTH DEPTH UEIGHT WLTS PHASE AltPS HERTZ OEPEN- BTUs/
1SSUE: in: 45 44 27 600 [b 1: 120 1 15 HZ: SWITCH: OENT: HOUR :

EA cm: 114 112 69 272 kg 2: 208 3 198 Y NO YES 251,250

I Sl~5 I 6530 I GENERATOR, STEAM, ELECTRIC, IOOKU lAAA. .lC* . . ..j I

Eiectric steam generator. This unit produces 97% vapor quality steam to power sterilizers,
water stills, utensil sanitizers and other steam pouered equipment. The generator can deliver
steam at pressures between 15 and 100 psig and has an automatic blw dam feature to prevent
scale build-up in the tubes. The unit can produce 307 puunds of steam per hour at 212 degrees
Farenheit and inctudes a pressure feed uater ptmp and motor.

UNIT OF HEIGHT WOTH DEPTH WEIGHT WLTS PHASE ANPS HERTZ OEPEN- BTUs/
1SSUE : in: 62 49 28 700 Lb 1: 120 1 15 HZ: WITCH: DENT: HOUR :

EA cm: 158 125 72 318 kg 2: 208 3 262 Y NO YES 334,800

6530 GENERATOR, STEM, ELECTRIC, 120KU I AA A.. CO....
I

Electric steam generator. This unit produces 97X vaoor qua[ity steam to power sterilizers,
water stilts, utensil sanitizers ad other steam powered equipment. The generator can deliver
steam at pressures betueen 15 and 100 psig and has an eutcmtic blow down feature to prevent
scale bui(d-up in the tubes. The unit can produce 610 pounds of steam per hour at 212 degrees
Farerheit and ir@udes a pressure feed water ptmp and motor.

UNIT OF HEIGHT WOTH DEPTH UEIGHT WLTS PNASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 61 49 29 700 lb 1: 120 HZ: WITCH: OENT: HWR :

2A cm: 155 125 74 318 kg 2: 208 : 3:; Y NO YES 402,000

SW45 1 6530 I GENERATOR, STEAM, ELECTRIC, 1501CU I AAA. .CQ . . . .

Electric steam generator. This unit produces 97% vapor quality steam to power sterilizers,
water stitls, utensil sanitizers atd other steam powered equi~nt. The generator can deliver
steam at pressurea between 15 and 100 psig and has an automatic blow doim feature to prevent
scaie &i(d-up in the tubes. The unit can produce 475 pomds of steam per hour at 212 degrees
Farenheit and includes a pressure feed water - and motor.

IIUNIT OF HEIGHT WIDTH OEPTH IUEIGHT WLTS PHASE AMPS HERTZ OEPEN-

1

8TUs/
1SSUE : in: 61 49 29 700 lb 1: 120 1 15 HZ: WITCH: OENT: HWR :

EA cm: 155 125 74 318 kg 2: 208 3 395 Y NO YES 502,300
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I s1850 6530 GENERATOR, STEAM, ELECTRIC, 180KU AA A.. CD . . . .

Electric steam generator. This unit produces 97% vapor quality steam to power steri 1 izers,
water sti 11s, utensi 1 sanitizers and other steam powered equipment. The generator can deliver
steam at pressures between 15 and 100 psig and has an automatic blow down feature to prevent
scale build-up in the tubes. The unit can produce 543 pounds of steam per hour at 212 degrees
Farenheit and includes a pressure feed water pup and motor.

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 61 49 29 700 lb 1: 120 15 HZ: SWITCH: DENT: HOUR :

EA cm: 155 125 74 318 kg 2: 208 ; 473 Y NO YES 602,600

S201O 6530011289481 STERILIZER, ELEC, PORT,2TRAY, CAB,9DIAX16 cc c.. .A . . . .

I s231O

I Portable electrically generated steam sterilizer. The unit is a table or counter mounted
sterilizer. Used in clinics for the sterilizing of small instruments. I

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 14 18 23 45 lb 1: 120 ? 15 HZ: WITCH: DENT: HOUR :

EA cm: 36 46 59 21 kg 2: --- nla n/a nla n/a

6530 I TRANSPORTER, RACK, MOTOR IA AA. .I. B.. .. I

Horizonta[ motorized rack transporter. Used in areas where a large quantity of racks of
utensi 1s are being processed through a washing system. The unit transports racks to the
washing unit and from the unit to the urdoading station. The unit is sized for the specific
installation as requi red.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SWE : in: o 0 0 lb 1: 120 HZ: WITCH: DENT :

EA ; 2: 208 : -
HOUR :

cm: o 0 0 kg n/a n/a nla nla

UASHER/STERt LI ZER, STEAM, 2D0, 25x18x30 AA A.. FF DA..

Uasher-steri 1 izer. This is a microcomputer control led instrument and hospital utensi 1 washer
steri ( izer that automatically loads items to be processed and unloads and dispatches the
processed i terns. The unit requires co[d water at 60-80 psig with a peak flow of 25 gpm,
treated water at 20-50 psig with a peak flow of 25 bgpm, steam at 50-80 psig with a peak flow
of 142 pounds per hour, an air supply at 75 psig with a flow of 2cfm and a drain line. There
are severa[ electrical configurations avai lable. The unit is equipped with a horizontal rack
transporter.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 77 45 46 2,300 (b 1: 120 1 3 HZ: WITCH: DENT: HOUR :

EA cm: 196 115 117 1,042 kg 2: 208 3 16 nla n/a nla 7,850

s2600 6530 UASHER , ENDOSCOPE , AUTOMAT I C cc c.. DA . . . .

Automat i c endoscope washer. The unit requires hot and cold water and a drain. The washer
washes and disinfects a 11 types of f iberscopes and endoscopes.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS
1 SSUE :

HERTZ DEPEN- BTUs/
in: 39 30 232 lb 1: 120 1 5 HZ: SUITCH: OENT:

~ 76
HOUR :

EA cm: 99 105 kg 2: --- n/a n/a n/a nla

s2605 6530 UASHER/STER 1L lZER , ENDOSCOPE cc c.. CB . . . .

Low temperature ateri le processing system for imnarsible surgical and diagnostic scopes,
cameras, instruments, and accessories. Approximate cycle time of 1/2 hour.

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 32 38 24 200 lb 1: 120 1 15 HZ: SUITCH: DENT: HOUR :

EA cm: 81 97 61 91 kg 2: --- 60 NO NO n/a *
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S261O 6530 WASHER, TUBING, ROTARY
I

CC C.. CA . . . .
I,

Rotary tubing washer. The unit is ustxl as a uasher for respiratory therapy or anesthesia
department tubing. Unit is usually used in conjunction with a pasteurizing section uhich cm
be found at JSN s2620.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT WLTS PHASE ANPS HERTZ OEPEN- BTUs/
ISSUE: in: 67 30 31 410 lb 1: 120 1 20 HZ: SWITCH: OENT: HDUR :

5A cm: 170 76 79 186 kg 2: --- n/a @a nla tia

S2620 6530 I CLEANER, PASTEURIZING, TUBING, ROTARY CC C.. DB . . . .

Rotary tubing pasteurizing cleaner. The unit pasteurizes respiratory and anesthesia tubing
after they have &en washed. The unit is usually used in conjunction uith a washer such as
found at JSN S261O

UNIT OF HEIGHT UIOTH OEPTH US IGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
i SSUE : in: 30 31 610 lb 1: 120 1 20 HZ: WITCH: OENT:

1% 76 79
HOUR :

EA cm: 186 kg 2: --- nfa n/a nla tia

S2625 6530 UASHER/PASTURIZER, TUBING
I

cc c.. CA . . . .

Tubing washer/pesturizer system. Used to wash and pasteurize anesthesia and respiratory
tubing.

UNIT OF HEIGHT UIOTH OEPTH MEIGHT VOLTS PHASE AliPS HERTZ OEPEN- BTUs/
1SSUE : in: 67 59 31 820 ib 1: 120 1 200 HZ: WITCH: OENT:

EA
HOUR :

cm: 170 150 79 372 kg 2: --- 0 NO YES nfa

IS2630 6530
I

DRYER, TUBING
I

cc c.. .A . . . .

Tubing dryer. The dryer uses a hepa air filter to clean the air before blowing through the
tubing hanging in the cabinet. The unit can be a single or doubie door unit. The single door
unit can ho~d up to 24 tubes or eight shelves, while the double door unit can hold 48 tubes or
24 tubes and eight shelves or sixteen shelves. The doubie door unit is sized for this JSN.
Unit is used to dry respiratory and anesthesia tubing after washing.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT WLTS PHASE ANPS HERTZ DEPEN- BTUs/
ISSUE: in: 47 20 450 ib 1: 120 1 16 HZ: SWITCH: DENT: HWR :

2A cm: 2$ 120 51 204 kg 2: --- n/a tia n/a n/a
i

52631 6S30 ORYER, TUBING, PASS THROUGH cc c.. .A . . . .

Tubing dryer. The dryer uses a hepa air fitter to clean the air before blowing through the
tubinghanging in the cabinet. The unit can be a singte or double door unit. The single door
unit can hold up to 24 tubes or eight shelves, while the dode door unit can hotd 48 tubes or
24 tubes and eight shelves or sixteen sheives. The double door unit is sized for this JSN.
Unit is used to dry respiratory and anesthesia tubing after uashing. Unit to be a pass through
type fo r inatal~ation through one uall.

UNIT OF HEIGHT UIDTN OEPTH NEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 47 20 4S0 [b 1: 120 1 16

EA
HZ: WITCH: DENT: H~R :

cm: 2: 120 51 204 kg 2: --- n/a n/a n/a n/a

o‘,
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s2635 6530 CLEANER, ULTRASONIC, 1 CMPT , 37x30x23 AA A.. FA . . . .

1 compartment U1 t rasonic cleaner. Unit consists of a corrosion resistant dropin sink in a
freestanding cabinet. Inside dimensions are 28u X 16L X 120 Unit has four adjustable supports
in the base, and is equippsd with a control panel box with timer and drain switch. The sonic
chatir is driven by transducers and a generator.

UNIT OF HEIGHT WDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 37 30 23 350 lb 1: 120 1 15 HZ: WITCH: OENT: HOUR :

EA cm: 94 76 58 159 kg 2: --- n/a n/a n/a n/a

I s2640 I 6530 I CLEANER, ULTRASONIC, 2 CMPT, 60x60X24 I A A A . . I F C . . . . I I

2 compartment U1 t rasoni c washer-c (caner. Unit consists of a solid-state generator, 2
compartment, washer and ri rise/dryer, power operated door ( 1 ids); stainless steel top, front and
side panels. Stainless steel frame includes casters and height-adjustable floor flanges.
Equipped with autoinatic shut-off when either compartment door is opened; and automatic or
manual ly operated cleaning cycle. Includes two removable stainless steel racks and a welded
model i nst rutmwmt tray. Specify workflow direction. Hot water 3/4 NPT, 30-60 PSIG, 140-160
degrees fahrenhei t; cold water 3/4 NPT, 30-60 PSIG. Drain 1 1/2 NPT. Usad to remove
biological debris frcin surgica[ and laboratory apparatus.

UNIT OF HEIGHT UIDTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 35 60 24 700 lb 1: 240 3 17 HZ: SUITCH: DENT: HWR :

EA cm: 89 152 61 318 kg 2: --- nla n/a n/a n/a

I s2645

ES2650

6530 CLEANER, ULTRASONIC, 36x60X35 AA A.. FC . . . .

Ultrasonic cleaner. This unit contains all the facilities needed to effectively clean
surgi ca 1 inst rtmient by sonic vibrations passed through detergent laden uash water. The unit’s
cabinet exterior is stee[ finished with corrosion resistant paint and adjustable level ing feet.
The ultrasonic tank capcity is 14 gallon (each). This unit is used in large c[inics and
surgical rooms in hospita(s for inatmnent cleaning.

UNIT OF HEIGHT UIOTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 36 60 35 425 lb 1: 208 1 17 HZ: WITCH: OENT : HOUR:

EA cm: 89 153 89 193 kg 2: ”-- nla nja n/a nla

6530 I CLEANER, ULTRASONIC, RINSER/DRYER, FS I C C C . . I F F . . . . I I
Freestanding ri riser/dryer U( t rasoni c cleaner. Unit consists of a corrosion resistant
stainless steel chamber and frame, with insulated door. Unit has four adjustable supports for
height and leveling adjustments. Equipped with spray nozzles, electrical heaters, and a
control panel with variable rinse times and selectable cycles. Oesigned for cleaning surgical
instruments, glassware, syringes, etc. in hospitals, or laboratory areas.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT ‘VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 40 30 23 700 lb 1: 208 - 30 HZ: SWITCH : DENT: HWR :

EA cm: 102 76 58 317 kg 2: --- nla n/a n/a ‘ nja

s2655 6530 CLEANER, ULTRASONIC, U/SINK AA A.. FB . . . .

Ultrasonic cleaner, with sink. Unit consists of a freestanding, al 1 corrosion resistant
stainless steel counter top with drop- in sink module, and supported by four adjustable legs.
The sonic cleaner sink is driven by a transducer, and a generator. Liquid capacity: 14
gallons. Control panel inctudes timer, and drain switch. Used to remove bi ologi ca 1 debris
from surgica 1 ard laboratory apparatus.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
[ SSUE : in: 40 30 23 350 lb 1:--- HZ: WITCH: DENT: HWR :

EA cm: 10! 76 58 159 kg 2: --- nla nla n/a nl a

e
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S2660 6530 CLEANER, ULTRASONIC, 3 CXPT , 35X60X31 AA A.. FC . . . .

Three compartment ultrasonic cteaner. Unit consists of sn electronic ultrasound generator,
ultrasonic transducer and tanks. Tanks are made of Type 304 corrosion resistant stainless
steel, and each compartment is capable of independent or squent ial operat i on. Cabinet f rsme
is equipped with adjustable leveling feet, lid, and hot air centrifugal blower. Used as a
cleaning device to remove biological debris fran surgicat and laboratory apparatus.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- 9TUs/
1SSUE : in: 35 31 700 lb 1: 208 - HZ: SWITCH: OENT: HWR :

2A all: 89 1: 78 318 kg 2:-”3- 60 NO NO n/a

S3175 6520 UASHER/ORYER, CART AA A.. CFO A..

Cart tiasher and dryer. Equipped uith automatic loading, processing and unloading. The unit
consists of wash-rinse chtmber, drying chaaber, steam heating system. Equipped with hot water
system, air system and contro(s-adjustable wash and rinse cycles. Selectable wash, rinse and
drying temperatures. Specify type of automatic ioading and un~oading system. Unit should be
capakde of processing carts up to a maxiuzrn envelope of 66 inches long, 32 inches wide, 78
inches high. Gas-tight fo(ding doors. At L systeats are constructed with corrosion resistant
stainiess steel, coverd by heavy gauge gatvani zed sheet to reduce heat lugs. Oesigned for
hospital cart uashi ng and drying.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PttASE AXPS HERTZ OEPEN- BTus/
i SSUE : in: 79 106 4,900 (b 1: 220 3 - HZ: SWITCH: OENT: HOUR :

2A cm: 2:: 200 269 2,219 kg 2: --- n/a rda n/a n/a

S3180 6530 WASHER, CART/CAGE AA A,. OF. A..

Cart/cage nasher. lhtit consists of e corrosion resistant stain(ess steei heavy duty walk-in
ctranber, equipped with an automatic control panel box, dua( manifo(d and recirculation system,
filtering system and pltiing system. Panels and doors are doubie uall welded construction
reinforced by fiberglass insulation. Includes a 7 1/2 HP wash and drain -. Oesigned for
washing and rinsing of carts and cages.

UNIT OF I HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- 8TUs/
ISSUE: in: 96 4,800 lb t: 270 3 - HZ: SWITCH: OENT: HWR :

EA cm: 2E 243 2: 2,174 kg 2: --- nla n./a n/a n/a
J

s3185 6530 UASHER, CART/LJTENSIL, STEAM, 84X90X72 AA A.. OF. A..

Steam, cart/utensil washer. Unit consists of a heavy duty high capacity chanber. Equipped
with baffle-type seats around top and side of doors. It inctudes an autcmatic controt panel,
separate wash ad rinse manifotds, pltmbimg system, and a special heavy duty filter system.
P- motor needa no lubrication. Oesigned to pre-uash, wash, and rinse hospital carts,
utensils, and patient care items such as IV poles, stretchers, and wheelchairs.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE : in: 127 90 4,000 lb 1: 220 3 “ HZ: WITCH: OENT: HWR :

EA cm: 2Z 323 228 1,812 kg 2: --- nfa nfa n/a ‘ n/a

S4105 6530 STERILIZER/AERATOR, ETO, RCSO, 4CUFT CAP AA A.. .CO. .E

Cartridge Loaded ETO sterilizer/aerator with 4 cu ft ch-r. MEY be rack ~ted and
recessed.

UNIT OF HEIGHT UIOTH OEPTH UEt GHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: o 0 0 0 (b 1: --- HZ: SWITCH: OENT: HWR :

EA cm: o 0 0 0 kg 2: --- Wa n/a n/a n/a
t

o,“/.
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S4105 6530 STER1 LIZER/AERATOR, ETO, RCSD ,4 CUFT CAP AA A.. .CD. .E e

Cartridge loaded ETO steri ( izer/aerator ~ith a 4 cubic foot chtmber. The unit is a counter
mounted or rack mounted unit. It uses less than four ounces of ethylene oxide per cyc (e.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: .23 32 28 0 lb 1: 120 1 10 HZ: SUITCH: DENT: HOUR :

EA cm: 58 80 71 0 kg 2: --- 60 NO NO nla

S4300 6530 GUN , STEAM, U/HOSE ANO ACCESSORIES AA A.. J.. A..

Steam gun. This is a pressure steam or steam-water cleaning and sanitizing unit for heat and
moisture resistent items. 1 t ccnnea Hi th a h’a 11 mounted detergent tank and a braided hose
asaembl y. The unit requires steam at 60-80 psig with a maximun f lo~ of 65 pounds per hour and
cold water at 40-50 psig with e maxinun f lou of 5 gal (ens per minute. Used throughout the
faci 1 ity for food carts, I inen carts and any piece of equipment that can be steam cleaned.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 33 13 9 20 {b 1: --- HZ: WITCH: DENT: HOUR :

EA cm: 84 33 23 9 kg 2: --- n/a nla nla nla

~ S4400 6530 UASHER/STERI L 1ZER, STM, 2D0, CONVEYOR, 290 Ail A.. FDO A..

Two wal [ recessed, house steam pcwered, two door, washer/steri L izer. This is an automatic
pass through model that has incorporated a conveyor system to automatically Load and unload
racks two at a time. The unit requires steam at 50-70 psig with a peak ftow of 414 pounds per
hour, cold and hot water at 60-80 Wig with a peak flow of 15 gpn, an air supply at 50-60 psig
with 5 cfm peak f(ow and drain. Several electrical configurations are available. The unit is
used to wash and decontaminate unurapped surgica{ instruments, utensi Is and giassuare.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 62 37 3,400 lb 1: 120 10 HZ: SUITCH: DENT:

2: 2: 208 4
HOUR :

EA cm: 158 94 1,541 kg 9 n/a nla n/a 8,300

I s4450 ( 6530 I UASHER/STERILIZER, STM, 2D0, CONVEYOR,48D I A A A . . I F D D A . . I I

Two wal t recessed, house steam powered, two door, washer/steri 1 izer. This is an automatic
pass through mode 1 that has incorporated a conveyor system to automat i ca 11 y load and unload
racks two at a time. The unit requires steam at 50-70 psi with a peak flow of 486 pounds per
hour, cold and hot Mater at 60-80 psi with a peak flow of 15 gpm, an air supply at ‘50-60 psig
with 5 cfm peak flow and a drain. Several electrical configurations are avai [able. The unit
is used to uash and decontaminate unwrapped surgi ca 1 instruments, utensi 1s and glassware.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 84 62 58 4,200 (b 1: 120 1 10 HZ: WITCH: DENT : HOUR :

EA cm: 214 158 148 1,903 kg 2: 208 3 21 n/a

I s4455 I 6530 I WASHER/STERILIZER, STEAM, 2D0,36X24X29 I A A A . . I F D D A . . I

Two wal 1 recessed, house steam powered, two door, washer/steri ( izer. This is an automatic ‘
load ,unload and hold unit that accoinnodates 2 racks at a time. The unit requires steam at
50-70 psig with a peak flow of 414 pounds per hour, cold and hot water at 60-80 psig with a
peak flow of 15 gpmr an air supply at 50-60 psig with 5 cfm peak flow and a drain. Several

electrical configurations are avai lable. The unit is used to wash and decontaminate unwrapped
surgical instwnents, utensi (s and glassware.

UNIT OF HEIGHT WDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
1SSUE : in: 62 37 3,400 lb 1: 120 1 10 HZ: SUITCH: DENT: HOUR :

EA cm: 2: 158 94 1,541 kg 2: 208 3 9 n/a n/a n/a 8,300
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s4460 6530 UASHER/STER I LIZER , STEAM, 200, 36x24x48 AA A.. FFO A..

Two Nat 1 recessed, house steam powered, two door, washer/sterilizer. This is an automatic
toad, unload and hold unit that accommodates 4 racks at .s time. The unit requires steam at
50-70 psig with a peak flow of 486 _ per hwr, cotd and hot water at 60-80 psig with a
peak ftow of 15 gpn, an air supply at 50-60 psig with a 5 cfm peak flow and a drain. Several
electrical configurations are available. The unit is used to wash and decontaminate unwrapped
surgical instrurients, utensi Is and glassware.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE ANPS HERTZ DEPEN- BTUs/
1SSUE : in: 84 62 58 6,200 lb 1: 120 1 10 HZ: SWITCH: OENT: HOUR :

EA cm: 21fk 158 148 1,903 kg 2: 208 3 21 n/a n/a n/a 12,400

STERILIZER, INSTRUMENT, ELEC, CTR/f4NT0 cc c.. .A . . . .

Surgical instrument and dressing sterilizer. This is a counter topmountedunit that is
elect rica(iy heated with various electrical configurations availabie. The chanber size is 10 X
16 or 10 inches high X 16 inches deep. It is used in clinics and other areas of health care
facilities to steri(ize snail instruments.

UNIT OF HEIGHT UIOTH DEPTH NEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 18 20 27 68 lb 1: 120 1 12 HZ: WITCH: OENT: HOUR :

EA cm: 46 51 69 31 kg 2; --- nJa Wa n/a n/a

s481O 6530 STERILIZER, VAPOR, CHEMICAL, 6x11 cc c.. .A . . . .

Chemical vapor sterilizer. This is a counter top unit that uses a chemical solution and heat
to create vapors to sterilize smalt instruments such as dental instruments. Used for any
meteriai that may be damaged by stem sterilization.

J

UNIT OF HEIGHT uIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 11 13 35 lb 1: 120 1 5 HZ: WITCH: DENT: HCUJR:

EA cm: 28 33 : 16 kg 2: --- nfa nfa nfa tia

s4820 6530 STERILIZER, VAPOR, CHEMICAL, 8X14 CCC. ..A . . . .

Chemical vapor sterilizer. This is a counter top unit that uses a chemical solution and heat
to create vapors to steri(ize small instruments such as dental instruments. Used for any
material that my be damaged by steam sterilization.

UNIT OF HEIGHT U1OTH OEPTH UEIGHT VOLTS PHASE AMPS IIERTZ OEPEN- BTUs/
ISSUE: in: 11 23 45 [b 1: 120 1 5 HZ: SWITCH: OENT:

28 ~! 59
HOUR :

2A cm: 21 kg 2: --- n/a tia n/a n/a

S4830 6530 STERILIZER, VAPOR, CHEMICAL, 10x16 cc c.. .A . . . .

Chemical vapor sterilizer. This is a counter topunit that uses a chemical so~ution and heat
to create vapors to sterilize smlt instruments such as dental instruments. Used for any
material that msy be damaged by steam sterilization.

UNIT OF HEIGHT UIOTH OEPTll WIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 17 20 27 60 (b 1: 120 1 5 HZ: WITCH: DENT: HOUR :

2A cm: 43 51 69 27 kg 2: --- n/a n/a n/a n/a
<

S4900 6530011289481 STERILIZER, INSTRUMENT, ELEC, CTR/NNTO cc c.. .C . . . .
I

Instrtam?nt sterilizer. Characteristics include an wtomatfc timer which begins when pre-set
temperature ad pressure have been reached; Q storage space and reservoir drain conveniently
(ocated at front of unit. The unit inctudes a stand.

UNIT OF HEIGHT WIDTH DEPTH NEIGHT VOLTS PHASE AUPS HERTZ OEPEN- 8TUs/
ISSUE: in: 53 28 35 355 Lb 1: 208 1 - HZ: SWITCH: DENT: HWR :

EA an: 135 71 89 161 kg 2: --- 60 NO NO tia
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S4950 6530 STERILIZER, ELECTRIC, 15X26 CHAMBER cc c.. .C . . . .

12E-

ES4957

Lw.!-

Steri ( izer, instrument, electric, cabinet mounted. Cabinet racks, and automatic temperature
recording device included. Overa 11 dimensions 28UX35DX53H, 220/240v lPh.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: O 0 lb 1: 220 ‘1 - HZ: SUITCH: DENT: HOUR :

EA cm: 135 7! 8: 0 kg 2: --- n/a n/a n/a n/a
I I I I I I I

6530 STERILIZER, STM, GRVTY, 12X12X24

Cabinet mounted, house steam powered, single door, gravity steri 1 izer. The unit is control led
by a microcomputer that monitors al 1 operations throughout the processing cycle and provides an
audible and visual indication of deviations. A recorder docunents a 11 cyc [e operat i ens.
There are several electrical configurations available. It operates in a temperature range of
100-135 degrees C. The unit needs cold water at 20-50 psi with a peak flow rate of 4 gpn and a
drain capable of accepting water at 200+ degrees F. The unit requires a minimum of 50 psi of
steam pressure with a peak flow of 36 pounds per hour. The unit is a general purpose unit for
1 iquids, hard goods, ( inen packs and other heat and moisture resistant materials.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 75 26 44 450 lb 1: 120 1 3 HZ: SUITCH: DENT: HOUR :

EA cm: 191 66 112 204 kg 2: --- n/a n/a n/a 2,800

6530 STERILIZER, ELEC, GR, DO, CAB, 12X12X24 AA A.. DF . . . .

Cabinet mounted, electrical ly generated steam powered, single door, gravity steri 1 izer. The
unit is control led by a microccaputer that monitors a~ 1 operations throughout the process cycie
and provides an audible and visual indication of deviations. A recorder docments a 11 cycle
operations. There are several electrical configurations available. 1 t operates in the
temperature range of 100 -135 degrees Cent i grade. The unit requires cold water at 20-50 psig
with a maxmum f low rate of 4 g~ and a drain capable of accepting 200+ degree farenhei t water.
The unit uti (izes an integral steam generator see JSN s1815 for information. This is a general
purpose unit for i iquids, hard goods, 1 inen packs and other heat and moisture resistant
materials.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 75 44 570 [b 1: 120 3 HZ: $WTCH: DENT:

z 259 kg ‘2:- -1 -
HWR :

EA cm: 191 112 n/M nla n/a 7,000

6530 STERILIZER, STEAM, GR, DO, RCSD, 12x12x24 AA A.. BF. A..

One wat 1 recessed, house steam powered, single door, gravity steri 1 izer. The unit is
controlled by a microcomputer that monitors al 1 operations throughout the process cycle and
provides an audible and visual indication of deviations. A recorder docunents al 1 cycle
operations. There are several electrical configurations avai lable. It operates in the
temperature range of 100-135 degrees Centigrade. The unit requires cold water at 20-50 psig
with a maximum flow rate of 4 gpn and a drain capable of accepting 200+ degree farenheit water.
The unit requires a mininunn of 50 psi of steam pressure with a peak f low of 36 pounds per hour.
This is a general purpose unit for I iquids, hardgoods, 1 inen packs and other heat and moisture
resistant materials.

UNIT OF HEIGHT UIDTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 26 44 450 lb 1: 120 3 HZ: SUITCH: DENT:

1; 66 204 kg 2:--’-
HOUR :

EA cm: 112 n/a nla n/a 2,800
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13EL
6S30 I STERILIZER, ELEC, GR, DO, RCSD, 12X12X24 I A A A . . I D F . . . . I

UNIT OF IIHEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AMPS

I

HERTZ OEPEN-

1

BTus/
ISSUE: in: 7526 570 lb 1: 120 3 HZ: SWITCH: OEHT:

EA 1: 259kg 2: - -1 - n/a
HUJR :

cm: 191 66 n/a n/a 7,000

o~,,!
,,, ,

,,

One wa~ i recessd, electrical (y generated steam powered, single door, gravity sterilizer. The
unit is contro[ led by a microcaputer that monitors at 1 operations throughout the process cycle
ard provides an audible and visuat indication of deviations. A recorder docunents a[t cyc(e
operations. There are several electrical configurations avai tabte. It operates in the
temperature range of 100-135 degrees Centigrade. The unit requires cold water at 20-50 psig
with a maxiusm ftw rate of 4 gpn and a drain capable of accepting 200+ degree farenheit water.
The unit uti 1 izes an integrai steam generator see JSN s1815 for information. This is a general
purpose unit for liquids, hard goods, I inen packs and other heat and moisture resistant
materia~s.

1 S5000 6530011289481 STERILIZER, DRY HEAT cc c.. .A . . . .

Countertop dry heat steri Lizer for steri 1 ization of .smai I water sensitive instruments. Unit
inciudes two removable trays and uses mechanical timer for procea s timing.

UNIT OF HE1 GHT UIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 11 16 9 35 lb 1: 120 7 HZ: WITCH: OENT:

EA
HWR :

cm: o 0 0 Okg 2:--’- 60 NO NO n/a

S6600 6530 WASHER , 8EOPAN/UR I NAL , U/NNTO , STM, 56x30x23 AA A.. OF. A..

Ber@n and urinal washer. The unit is ual 1 mounted. The washer requires cold water at 30 psi
with a peak flow of 14gpn, hot water at 30 psi with a flow of 9 gpm or steam at 15-35 psi with
a flow of 3 pourxls per hour and a drain. The unit has severa( electrical configurations
avai (abLe. It is used to clean and sanitize urinals ad bedpans throughout patient care areas
in a health care facility.

J

UNIT OF HEIGHT U1OTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
lSSUE: in: 56 30 23 245 Lb 1: 120 1 5 HZ: SWITCH: OENT: HWR :

EA cm: 142 76 59 111 kg 2: --- n/a n/a n/a n/a

s67ao 6530 UASHER, BEOPAN/URINAL, RCSO, STM,56X30X17 AA A.. OF. A..
I

8edpan and uri net Washer. The unit is recassed into a untl. The washer requires cotd water
at 30 psi with a peak flow of 14 gp, hot uater at 30 psi with a peak fiou of 9 gpn or steam at
15-35 psi with a peak flw of 3 peunds per hour and a sanitary drain. The unit has several
electrical configurations avaitabie. It is used throughout patient care areas of the faci 1 ity
to clesn and sanitize urinals and bedpans.

UNIT OF HEIGHT WOTH DEPTH UEI GHT VOLTS PHASE AMPS HERTZ DEPEN- OTUs/
1 SSUE : in: 30 245 lb 1: 120 1 5 HZ: SbJITCH: DENT:

EA 1~ 76 ;;
HOUR :

cm: 111 kg 2: --- n/a n/a tia Ma

s76ao 6530 AERATOR, ETO, ODOR, (X8, TRACK, 28X29X42 AA A.. .B. ..E

Cabinet nmunted singie door ethylene oxide (EO)aerator. This is a solid state controlled
aerator that heats, fitters ad circulates air to remove residual steri tant fran items
steri 1 ized by ethy[ene oxide methods. The unit reduces the level of EO to allow patient use in
hours rather than several days required for shelf aeration. There are several eiectricat
configurations avai lab[e.

UNIT OF HEIGHT W1OTH OEPTH NEIGHT VOLTS PHASE AMPS HERTZ OEPEN- 8TUs/
ISSUE: in: 7S 30 45 575 lb 1: 120 15 HZ: WITCH: OENT:

261 kg 2:--’- n/a n/a n/a
HOUR :

2A cm: 191 77 115 1,500
b
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6530 I AERATOR, ETO, DO, RCSD, TRACK, 28x18x42 I A A A . . I . B . . . E I

One Ma! 1 recessed single door ethylene (EO) aerator. This is a so} id state control led aerator
that heats , filters end circulates air to remove residuel steri iapt fras items sterilized by
ethy~ene oxide methods. There are several electrical configurations avai (able. The unit
reduces the EO levels to allow patient use in hours rather than several days for shetf
aerat i on.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AUPS ; HERTZ DEPEN- BTUs/
ISSUE: in: 75 30 575 lb 1: 120 15 HZ: WITCH: DENT : HOUR :

EA cm: 191 77 1% 261 kg 2:--’- n/a nla n/a 1,500

] s7635 I 6530 I AERATOR, ETO, DO, RCSD, TRACK, 24X59X42 I A A A . . I . B . . . E I I

E

One we( 1 recessed single door ethylene oxide (EO) aerator. This is a solid state controlled
aerator that heats, fi lters and circulates air to remove residual steri lant f rcsn i terns
steri 1 izad by EO mathcds. There are several e~ectrica[ configurations. The uni t reduces the
EO leveis to al 10U patient use in hours rather than severa( days required for shelf aeration.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 74 30 45 385 lb 1: 120 1 20 HZ: SWITCH: DENT: HOUR :

EA cm: lW 77 115 17S kg 2: --- n/a n/a n/e 1,560

6530 I AERATOR, ETO, DO, RCSD, TRACK, 24X36X60 I A A A . . I . B . . . E I

One wal L recessed sing(e door ethylene oxide (EO) aerator. This is a solid state controlled
aerator that heats, f i lters and circulates air to remove residual steri lant from items
steri [ ized through EO methods. There are several electrical configurations avai (able. The
unit reduces the EO leveis to al low patient use in hours rather than several days for shelf
aeration.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTIJs/
1SSUE : in: 75 30 975 lb 1: 120 1 15 HZ: SWITCH: DENT: HOUR :

EA cm: 777 77 1% .$42 kg 2: --- nla n/a nla 1,500

I s8000 I 6640004404832 I STILL, UATER, ELECTRIC, IGPH IAAA. .18c . . ..I I

*
1S8100

Uater sti I (. This is an e~ectric powered, 1 gallon per hour diati lling unit. The unit can be
ual 1, counter or floor mounted. Several electrical configurations are available. The unit
needs water for cool ing at 8 gph and the disti 11 ing process and includes a drain [ ine top to
accept waste and an electric supply.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 38 26 15 95 lb 1: 208 1 11 HZ: SUITCH: DENT: HOUR :

EA cm: 97 66 38 43 kg 2: --- nla nla nla n/a
I I I 1 I I I

6530 STILL, UATER, ELECTRIC, 3GPH AA A.. BC . . . .

Water sti11. This is an electric powered, three gallon per hour distilling unit. The unit
can bq wat 1, counter or floor mounted. Several electrical configurations are available. The
unit needs water for cool ing and the disti 11 ing process and includes a drain 1 ine to accept
weste weter and an electric supply. The distilling unit is used in Laboratories, pharmacies
and anywhere that requires disti 1 led water.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 35 29 120 lb 1: 208 1 35 HZ: SUITCH: DENT:

89 73 ;
HOUR :

EA cm: 55 kg 2: --- n/a nla n/a nla
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S8200 6640004404916 ST 1LL , WATER, ELECTRIC, 5GPH
I

AA A.. Be . . . .
I

oJ..
:,, ;,,

Water sti [ 1. This is an electric powered, five gallon per hour distilling unit. The unit can
be wall, counter or f(oor nmunted. Several electrical configurations are avaitable. The unit
needs water for cooling at 16 gph and the disti{[ing process and includes a drain line to
accept waste and an et ectri c supply. The distilling unit is usd in laboratories, pharmacies
and anywhere that disti i led water is required.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 33 20 165 lb 1: 208 1 25 HZ: SUITCH: DENT: HOUR :

EA cm: 1: 84 51 75 kg 2:--- n/a n/a nJa tia

IS8300 6640 I STILL, MATER, ELEC,2G,U/10G STORAGE TANK A A A . . B O . . . .

Water sti 1 t. This is an electric pouered, tw gallon per hour cabinetized unit with a ten
gal [on storage tank. The unit can be a wat 1 mounted or cabinet mounted system. There are
several electrical configurations avai table. The distilling unit requires water for cooling
and the disti 1 ling process, and inc[ufes a drain for the waste uater. The distilling unit is
used in laboratories, pharmacies and anythere that disti ( ted water is required.

UNIT OF HEIGHT UIDTH DEPTH kEIGHT VOLTS PHASE AMPS HERTZ OEPEN -
lSWE:

BTUs/
in: 41 24 16 165 tb 1: 120 1

EA
20 HZ: SWITCH: DENT: HWR :

cm: 105 61 41 75 kg 2: 208 1 20 Wa n/a n/a ~a

S8400 &400D4h057S0 STILL, WATER, STEAM, 5GPH
I

AAA. .B..A.. 1
Mater stitl. This is a steam powered, five gal(on per hour distilling unit. The unit can &
bfall, counter or floor mounted. The unit needs Mater for cooling at 40 g~ and the disti t t ing
process, and inctudes a steam suppty of 65 pounds per hour and a drain for the uaste uater.
The distilling unit is used in laboratories, #tarmacies ad anywhere that distilled water is
required.

1
UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 51 33 21 140 lb 1: --- HZ: WITCH: DENT: HWR :

EA cm: 130 84 54 64 kg 2: --- nfa n/a nfa n/a

S8500 6640 STILL, WATER, STEM, 10GPH AA A.. B.. A..

e

Water sti t 1. This is a steam powered, ten gallon par hwr distilling unit. It can be Mall,
counter or fioor mounted. The unit needs water for cooling at 80 gph ad the distilling
process, and inc[udes a steam suppiy of 90 pounds per hour and a drain for uaste water. The
distilling unit is used in laboratories, pharmacies and anyuhere that disti{led water is
requi rfxi.

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 70 3s 22 310 lb 1: --- HZ: SWITCH: DENT: HWR :

2A cm: 178 89 56 141 kg 2: --- n/a n/a n/a nla

6640 I STILL, WATER, STH,lOG,U/40G STORAGE TANK AA A..
I

BF. A.. ‘

Water still. This is a steam pottered, ten galton per hwr cabinetized unit with a forty
gallon storage tank. The unit is a f(oor starding cabinet model. The stitt requires steam at
40-60 psi, uater for cooling with a minim of 30 psi and @ drain for the uaste water. The
distilling unit is used in laboratories, pharmacies and anywhere that distil[ed Mater is
requir~ in [arge quantities.

UNIT OF HEIGHT UIDTH DEPTH NEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 36 26 675 [b 1: 120 15 HZ: SWITCH: DENT:

~ 92 66 306 kg 2:--’- n/a
HWR :

EA cm: n/a n/a n/a
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1

I s8520 6640 STILL, UATER, STM,1OG,W5OG STORAGE TANK AA A.. BB. A..

Water still. This is a steam powered, ten gallon per hour distilling unit with a fifty gallon
storage tank. The unit can be wa{l or stand mounted. The still requires steam at 90 pounds
per hour, water for cooling at 80 gallon per hour and a drain to accept uaste water. The
distilling unit is used in Laboratories, #armecies and anywhere that distilled water is
required in large quantities.

UNIT OF HEIGHT UIOTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 69 72 26 500 lb 1: 120 1 15 HZ: WITCH: OENT: HOUR :

EA cm: 175 183 66 227 kg 2: --- n/a n/a n/a n/a

S9000 6640 TANK, STORAGE, U/MNTD, 10 GAL AA A.. .6 . . . .
1

Uall mounted, distilled water storage tank. The unit is wall mounted, has a capacity of ten
gallons, and it can be equipped with an ultraviolet lamp to prevent bacteria grouth. The unit
is used in laboratories, pharmacies and anywhere distilled water is used in (arge quantities to
require storage.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 37 12 45 lb 1:120 1 1’ HZ: SUITCH: OENT:

94 31 :
HOUR :

EA cm: 21 kg 2: --- nla nla nla nla

I S9050

l.x!!-

6640 TANK, STORAGE, U/MNTD, U/UV LIGHT,25 GAL

Ual L mounted, distilled water storage tank. The tank has a capacity of twentyfive gallons, is
wall mounted and is equippac! with an ultraviolet law to prevent bacteria growth. The unit is
used in laboratories, pharmacies and anywhere that distit led water is required in large
quantities.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 31 37 21 150 lb 1:12011 HZ: SUITCH: OENT: HOUR :

EA cm: 79 94 54 68 kg 2: --- nla n/a nja nl a

6530 TRANSPORTER, RACK, MOTOR AA A.. .6 . . . .

Rack transporter. The transporter is capable of automatically receiving loaded racks at
transfer points, transporting racks to a specified area and transferring the racks to or from
processing equipment unloading units. The control system shall consist of stops, transfer
devices, relays and limit switches; roler, shields, covers, guard, support feet, exposed parts
of stops, transfers and limit switches will be stain~ess steel; and the support frame will be
carbon steel. These units are built for the specific function and dimension needed. Unit is
used to load and unload washer sterilizers.

UNIT OF HEIGHT UIDTH OEPTH UE I GHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: O 0 0 0 [b 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- n/a n/a n/a n/a

s961 O 6530 STATION, RACKING, 31x50x20 AA A.. . . . . . .

Racking station. The counter top ia 31 inches above floor and constructed of stain~ess steel,
and 20 inches wide and reinforced with slide stripa mounted on square legs fitted with
adjustable leve(ing botts and floor shoes. The legs are reinforced with cross-bars. The table
is used to transfer similar items from a distribution vehicle to loading racks. This size can
ho[d two loading racka and is found in central processing departments.

UNIT OF HEIGHT UIOTH OEPTH US 1GHT VOLTS PHASE AMPS 1
.1

HERTZ OEPEN- BTUs/
1SSUE : in: 31 20 160 lb 1:-- ~iZ: SUITCH: OENT: HOUR :

EA cm: 79 1:! 51 73 kg 2: --- n/a n/a nla nl a
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I S9700
1

k

6530 WASHER, UTENSIL, STM, CAB, TUNNEL AA A.. OF. A..

Cabinet nmunted, steam operated, utensi 1 tunnel uasher. The unit is a high through-put
autcu!atd washer for glassware, surgic81 instruments, utensi [s, bed pans and other washable
utensits. The uasher washes, rinses and disinfects bosketed loads of goods. There are several
electrical configurations. The utitity requirements are: Steam at 50-60 psig with a flow of
15 pounds per minute, hot water at 35-60 psig with a start up quantity of 63 gallons and 6
gallons per cycle, cold water at 50-60 psig uith a start up quantity of 24 gal(orts and 1 gallor
per cycle, purified water 5-50 psig with a 14 gallon per cycle, compressed air at 80 psi, a tuc
inch drain and an exhaust. Unit is used in central processing departments for high volune
utensil washing.

UNIT OF HEIGHT WIDTH DEPTH NEIGHT WLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SStJE : in: 54 180 0 [b 1: 208 3 27 HZ: SWITCH: DENT: HWR :

EA cm: Z9 138 458 0 kg 2: --- nfa tia n/a n/a

6530 WASHER, CART, STEAM, DO, PIT
I

AA A.. DF. A.E
I

Sing[e door, pit mounted, cart washer. There are severai electrical configurations available.
The unjt requires steam at 50-60 psig uith an average cons~tion of 1080 pourxfs per hour, hot
and cold water at 30-50 psig with on average consumption of 108 galtons per cycle and a drain.
The maxiuun cart size accepted is 80X32X78. The unit inctudes an exhaust b[ower and steam
injection. The washer processes cribs, stretchers, wheelchairs, hospitat carts and other itms
through pre-uash, wash and rinse cycies.

UNIT OF HEIGHT UIDTH DEPTH NEIGHT VOLTS PNASE AMPS HERTZ DEPEN- 9TUs/
1SSUE : in: 127 4,600 lb 1: 208 336 HZ: WITCH: DENT:

323 1; 2:
HOUR :

EA cm: 1,994 kg 2: --- n/a n/a Wa 20,000

Is971O 16530 I UASHER, CART, STEAM, 2D0, PASS-THRU IA AA. .IDF. A.E]

Double door pass thru double cart washer. There are several electrica[ conf jgurat ions
available. The washer requires steam at 50-60 psig with an average conwrption of 2100 pounds
per hour hot water at 30-50 psig with an average constxrption of 144 gal ions per cycle, cold
water at 30-50 psig with an average cons-t ion of 108 gal ions per hour and a drain to accept
the waste uater. The maxiuun cart size acceptd is 27xBOX78 to accommodate and sti ( 1 process
tuo items at a time. The unit is equi~ with steam injection ad an exhaust blower. The
washer processes cribs, stretchers, ~eelchairs, hospital carts and other items thrwgh pre
wash, wash and rinse cycles.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 127 5,200 lb 1: 208 336 HZ: WITCH: OENT:

323 2: :
HOUR :

EA cm: 2,356 kg 2: --- n/a nfa n/a 30,000

I S9715 6530 I UASHER, CART, STM, CAB, DO, F/MNTD
I

AA A.. OF. A.E

Sing[e door, f[oor mounted, house steam operated, cart washer. The washer processes cribs,
stretchers, uheeichairs, hospitai carts and other items through pre-~ash, wash and rinse
cycles. There are several electrical configurations available. The unit requires steam at
40-60 psig with an average conwmption of 1080 pounds per hour, hot and cotd water at 30-60
psig with an average constsrption of 108 gallons per cycle and a drain. The maxinun cart size
accepted js 8$)X32X78. The unit includes an exhaust blouer and steam injection. Used in
central processing, a!ateria(s rmnagemnt and dietary departuwwits of health care f aci 1 i ties.

UNIT OF HEIGHT WIDTH OEPTH WI GHT VOLTS PHASE AMPS HERTZ DEPEN - STUs/
1SSUE : in: 127 72 90 4,400 lb 1: 208 336 HZ: WITCH : DENT: HOUR :

2A cm: 323 183 229 l,Wf, kg 2: --- n/a n/a nfa 20,000

0.$,

,,
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*
s9720 6530 UASHER, CART, STM, CAB, 2D0, F/MNTO AA A.. OF. A.E

Oouble door, floor mounted, house steam operated, cart washer. The washer processes cribs,
stretchers, wheelchai ra, hospi tat carts and other i tams through pre-uaah, wash and rinse
cyc 1es. There are several electrical configurations available. It requires steam at 30-60
psig with an average cons~tion of 31 pounds per cyc~e and a peak ftou of 65 pounds per hour,
hot and cold water at 40-60 psig with an average constm@ion of 1 gallon per cycle of cold
water and 117 gal Ions per cyc(e of hot water, a drain and an exhaust. The minimun cart size is
78x36X80. Used in central processing, materiala management ad dietary departments of health
care “facilities.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN - 8Tus/
1SSUE : in: 110 92 86 5,550 lb 1: 120 1 3 HZ: SWITCH: OENT: HOUR :

EA cm: 280 234 219 2,515 kg 2: 208 ’331 n/a nla n/a 14,000

UASHER, CART, STM, CAB, PIT/MNTO

e

Double door, pit mounted house, steam operated, cart washer. The washer processes cribs,
stretchers, wheelchairs, hospital carts and other i terns through pre-wash, uash and rinse
cycles. There are several electrical configurations available. The unit requires steam at
30-60 psig with an average consumption of 31 pounds per cycle and a peak flow of 65 pounds per
hour, hot and cold water at 40-60 psig with an average consumption of 1 gallon per cycle of
cold water and 117 gal Ions per cycle of hot water, a drain and an exhaust. The maximum cart
size is 78x36xI02. used in central processing, materials management and dietary departments of
health care faci lities.

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 110 92 114 6,075 lb 1: 120 1 HZ: SUITCH: DENT: HOUR :

EA cm: 280 234 290 2.752 kg 2: 208 3 3: n/a n/a nla 14,000
L I 1 1 I I I

6530

Double door, pit mounted, house steam operated, cart washer. The Masher processes cribs,
stretchers, wheelchairs, hospital carts and other items through pre-wash, wash and rinse
cyc 1es. There are several electrical configurations available. The unit requires steam at
30-60 psig with an average consumption of 31 pounds per cycle and a peak f low of 65 pounds per
hour, hot and cold water at 40-60 psig uith an average consumption of 1 gallon ~r cycle of
cold water and 117 gal (ens per cycle of hot water, a drain and an exhaust. The maximum cart
size is 78x36x80. Used in cent ra 1 processing, materials management and dietary departments of
health care facilities.

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 110 92 5,550 lb 1: 120 1 3 HZ: SUITCH: OENT: HOUR :

EA cm: 280 234 2; 2,515 kg 2: 208 3 31 n/a n/a nia 14,000

1 I I 1 I I
S9740 6640 UASHER/SAN i T I ZER, UTENSIL, 73x32x38 AA A.. FF. A..

Utensi 1 washer/sanitizer. The unit is electric powerred with pulsating jet stream , automatic
timing and an adjustable thermostatic control. This is a double door, pess-thru type unit.
Used to clean metal utensils in a health care faci~ity.

UNIT OF HEIGHT UIOTH OEPTH HEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 32 38 0 lb 1: 208 1 - HZ: SUITCH: DENT: HOUR :

EA cm: 1: 81 96 0 kg 2:-”- n/a n/a n/a n/a
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S9750 6530 WASHER, UTENSIL, STEAM, CAB, 200 AAA.. OF.A.E

Cabinet mounted, steam operated, two door, utensi 1 washer. The unit pre-uashes, Mashes and
rinses all types of patient utensi 1s. There are several electrical configurations available.
It requires steam at 30-50 Wig with an average consumption of 14.5 pounds per cyc[e, hot uater
at 35-50 psig with an average constzption of 28 gaitons per cyc(e, an exhaust vent and a 4 inch
drain. The chanber can accoamdate trays 21x27x26. The unit is used in central processing,
materia[s managements and dietary departments of heatthcare faci lities.

UNIT OF HEIGHT UIOTH DEPTH WIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 80 40 30 1,070 tb 1: 208 3n HZ: SWITCH: OENT:

EA 203
HOUR :

cm: 102 76 485 kg 2: --- n/a nla n/a 5,000

?

I
Pass thru steam utens i t uasher. Consists of an al 1 corrosion resistant stainiess steel
chamber frame. Unit incldes hood with wash water tank and rinse spray, automatic controls and
heating unit with steam booster to maintain water at 180 degrees Fahrenheit. Pass-thru
gullotine doors on each side with loading and unloading tab(e at each end, 6 inches vent to
atmosphere, 1 inch steam and return, 1 inch hot water, 2 inch drain. Oesigned for washing and
rinsing patient utensils in hospitat central processing departments.

UNIT OF HEIGHT WIDTH OEPTH NEIGHT VOLTS PHASE AHPS HERTZ OEPEN- BTUs/
ISSUE: in: 39 30 700 (b 1: 120 HZ: SWITCH: DENT:

EA 2: W 76 318 kg 2:--’- nJa Na n/a
HOUR :

cm: nfa

10005 662s ANALYZER, ELECTRICAL SAFETY CC C.. .A . . . .
I

Electrical safety analyzer. Characteristics/components include conbining all lead connected
ECG lead tests measuring individual lead leakage; AC/OC measurement; current cons~tion;
automatic neutra(-ground and power-ground resistance and wits. This unit is used for
e(ectricai safety testing, preventive maintenance programs and equipnent repair.

UNIT OF HEIGHT UIOTH DEPTH WEI GttT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE : in: 7 7 lb 1: 120 1 5 HZ: WITCH: OENT:

EA 17 ;: 1;
HOUR :

cm: 4 kg 2: --- 60 NO NO tia
L

T0015 6625
I

ANALYZER, DEFIBRILLATOR, AUTO, PORT cc c.. .A . . . .

Defibrillator analyzer. Character istics/cmpnents inc(ude automatic and portable with direct
reading; accurately verifies the outgwt characteristics of ati defibriikators while simulating
the resistance of the hunan body; output energy measured in jwles or watt seconds on two
scales of 0-200.0 or 0-1000; wt~t energy remsins displayed until the reset button is
depressed once the defibrillator is fired; and outWt jacks provided for oscilloscope
connection to observe defibrillator pulse wave shape.

UNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN-
ISSUE :

BTUs/
in: 11 lb 1: 120

: 2; 1:
15 HZ: SWITCH: OENT: - HWR:

EA cm: 5 kg 2:--’. 60 NO NO Ma

TO020 6625 STAND, TEST, RADIOLOGICAL COMPLIANCE TST cc c.. . . . . . .

Wureau of Radiological Healthtt conp[iance test stand. Stand is used to determine hatf va(ue,
tayer value and tight-radiation field registration.

J

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE NIPS HERTZ OEPEN- 8TUs/
ISSUE: in: 0 0 0 0 lb 1: --- HZ: SWITCH: OENT: HOUR :

EA cm: o 0 0 0 kg 2: --- n/a n/a n/a n/a
i

O:;,,::! :!
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e

I TO025 6625 \ METER, RADIATION SURVEY \ccc../ . . . . ..l

Radiation survey meter. Characteristics/components include hand he~d and battery operated
with a bui [t-in detector; and abi li ty to detect alpha, beta, gamma and x- ray radiation. This
unit is used for .sWt-checking laboratories and other work areas for contamination of
equi pnent, counter tops and floors. The unit is also wei.1 suited for detecting accidental
exposures to personnei clothes, checking x-ray equipment for possible Leakage or locating smal (
spills.

UNIT OF HEIGHT WIOTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 7 5 9 2 lb 1: --- HZ: WITCH: DENT: HOUR :

EA cm: 18 13 23 1 kg 2: --- 0 NO NO nla

TO030 6525 ANALYZER, RADIATION-LIGHT FIELD cc c.. .A . . . .

Light and radiation field analyzer for quality assurance test ing of radiation therapy devices.
Unit is self contained and checks the coincidence of 1 ight and radiation fields, synrnetry of
radiation field, flatness of radiation field, and penurbra size of the radiation field. Unit
has built in graphics printer for hardcopy output of scanned information.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 0 0 0 0 lb 1: 120 1 2 HZ: SUITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- 60 NO NO n/a

TO031 6525 REEL, ION CHAMBER CABLE cc c.. . . . . . .

Ion chamber cable reel for the storage and handling of 40 feet of triaxial ion chamber cables.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1 SSUE : in: O lb 1: --- HZ: WITCH: DENT: HOUR :

EA cm: 2? 1: li O kg 2: --- n/a n/a n/a nla

E
6525 PHANTOM, CT, HEAD cc c.. . . . . . .

CT head phantom for the quality assurance testing of ccinputed tomogra~y devices . Must meet
the BRH “Computed Tomography Test Phantcms and Measurement Protocol “ requirements. Provides
measurement of dose at nine locations in a plane parallei to the slice plane. Eight acrylic
rods provided to f i 11 unused ion chamber bores.

WIT OF HEIGHT UIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 6 0 7 0 lb 1: --- HZ: WITCH: DENT : HOUR:

EA cm: 16 0 18 0 kg 2: --- nla n/a nl a n/a

6525 PHANTOM, CT, BODY cc c.. . . . . . .

CT body phantom for the qua 1 i ty assurance testing of conputed tomography devices . Must meet
the BRH ~lConputed Tomography Test Phantoms ad Measurement Protocol “ requirements. Provides
measurement of dose at nine iocationa in a plane pera~ lel to the slice p~ane. Eight acryl’ic
rods provided to f i 11 unused ion chanbar bores.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 6 0 0 lb 1: --- HZ: WITCH: DENT: HOUR :

EA cm: 16 0 ;: O kg 2: --- nla nla n/a n{a

‘roo50 5120 ANVIL, BLACKSMITH, 56 LB, FACE I4X1OX3 cc c.. . . . . . .

B(acksmithis anvi~. Characteristics/ccaponents include 56 lb cast stee( designed to meet the
requirements demanded by modern blacksmiths; cast steel is heat treated and tampered; and
reduces strain as the softer inner body absorbs impact be tow through hardened surface.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 3 156 lb 1: --- HZ: WITCH : DENT: HOUR :

EA cm: G :8 71 kg 2: --- 0 NO NO nla
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\

10090 3630
I

8ENClt, L=, 24X1 1X40 ccc. . . . . . . .
I 1

0,.,,

Loom bertch. This tmit is a natural @al finish, with a hinged top for storage. This unit is
used with the operation of a floor {oan.

UNIT OF HEIGHT UIDTH DEPTH WElGlfT vOLTS PHASE ANPS HERTZ DEPEN- BTUs/
ISSUE : in: 24 40 35 lb 1: --- HZ: WITCH: OENT: HWR :

EA cm: 61 : 100 16 kg 2: --- 0 NO NO nfa

TO1OO 9195 BENCH, bWWORK, OR, SH, 32X82X30 ccc . . . . . . . .
I

Uocduork bench. Characteristics/ccaponents include solid irapte open leg benches; a variety of
accessories, drauer, shelves and the overait height of the bench that varies with thickness of
top.

UNIT OF HEIGHT WDTH DEPTH UEIGHT vOLTS PHASE ANPS HERTZ DEPEN- WtJs/
ISSUE: in: 32 60 30 500 lb 1: --- HZ: WITCH: DENT: HWR :

EA Col: 82 153 77 226 kg 2: --- 0 NO NO nfa
b

I

7195
I

BENCH, ~WRK, 4 VISES, 32x64x54 c c c........
I

Uooduork bench. Characteristics/ccxpnents inc(ude four vise hard maple construction top
laminated uith steel channei end splines; ieg frame that provides sturdy foudation; lwer
shelf that provides nnple storage area; vises have heavy steel screw ~ith double lead fast
running thread; and provide maxinun operating speeds.

UNIT OF HEIGHT U1OTH DEPTH UEIGHT VOLTS PHASE ANPS HERTZ OEPEN- 6TUs/
ISSUE: in: 32 64 54 25 lb 1: --- HZ: SWITCH: DENT: HWR :

EA cm: 83 163 ?38 12 kg 2: --- 0 NO NO n/a

ITOI06 7195
I

BENCH, WORK, U/4 OR CA8, DO, 2SH
I

c c c........
I,

Workbench uith 4 drawers. Characteristics/components incl~e heavy gauge stee(; construction
four drawers (14 3/.4” U X 19 1/2’$ D X 5 5/811 H) on nylon rollers; each drawer includes a
padlock hasp, provision for cylinder lock andpuil; asing(e fuli size door with padlock hasp.

WIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AJ(PS HERTZ OEPEN- BTUs/
1SSUE : in: 31 21 250 [b 1: ---- HZ: SWITCH: DENT:

EA 78 :: 53
HOUR :

an: 114 kg 2: --- 0 NO NO n/a

TO11O 7195 BENCH, UORK,IAXIO TOP, U/301”FRANE,34x92x30
I

cc c.. . . . . . .

Uorkbench Mith nood top. Characteristics/components include construction of seasoned ttsdxr
that is kiln-dried to a moisture content of 6 to 8 percent; strips of lwber 1 5/8 inch uide
are electronically tantinatedwith a special light bonding glue to create a smooth crack and

, and legs constructed of welded heavy gauge stee~. I t is used inwarp resistant surface.
occupations! therapy.

UNIT OF iiEIGHT UIOTH DEPTH UE 1GHT VOLTS PHASE ANPS HERTZ OEPEN- BTUs/
ISSUE: in: 34 92 30 250 tb 1: ---- HZ: SW TCH : OENT: HOUR :

ISA an: 87 183 77 . 113 kg 2: --- 0 NO NO n/a
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0

I T0120
L

7195 I BENCti, UORK, UOOD TOP, DR, SH, 34x72x28 I C C C . . I . . . . . . I I

Uorkbench Hi th wood top. Characterist i cs/components i ncluzie construct ion of seasoned lumber
that is ki in-dried to a moisture content of 6 to 8 percent; strips of l-r 1 5/8 inches wide
are e[ectronical [y laminated with a special 1 ight bonding glue to create a smooth crack and
warp resistant surface; Legs constructed of uelded heavy gauge steei; f Ioor feet for maximun
stabi 1 ity; top span overhangs leg span 1 1/2 inches on each side; and one drawer and shelf. It
is used in occupat i ona [ therapy.

4

UNIT OF HEIGHT UIDTH DEPTH UE I GHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 34 72 28 255 (b 1: --- HZ: SUITCH: DENT: HOUR:

EA cm: 87 183 72 115 kg 2: --- 0 NO NO nla

I10125 7195 BENCH, UORK, UOOO TOP, DR,31x96x48 cc c.. . . . . . .

Uouitop workbanch. Character st i ca/components i nc (ude construction of seasonad [unbar that is
ki in-drid to a moisture content of 6 to 8 percent; stripa of lunber 1 5/8 inches wide are
elect ronical lY laminated with a special 1 ight bonding glue to create a smooth crack and warp
resistant surface; legs constructed of welded heavy gauge steel; and top span overhangs that
span 1 1/2 inches on each aide. This unit ia used in occupational therapy.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: -:31 48 120 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA “ :: 79 2: 123 55 kg 2: --- 0 NO NO n/a

] T0130 7125 CABINET, OT, HXUX16 cc c.. .A . . . .

Occupational therapy cabinet. Characteristics/components include NP; solid locked doors; 16
inch wide wood work top; and adjustable shelves that provide one electrical outlet and switch.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/ 9D
1SSUE : in: o 0 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: : 0 : 0 kg 2: --- nf a nla nf a n/a

BENCH, UORK, METAL TOP, DR, 34x72X36 cc c.. . . . . . .

Metal top workbench. Characteristica/components include construction of 12 gauge steel folded
over a 2 inch thick core; steel accurately f i tted doim to lower edges of top; and drawers that
can be conveniently placed at any position under bench top and glide freely on ball bearing
rol lers. This unit with its sturdy construction is used for al 1 purposes in occupational
therapy.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 34 72 36 120 lb 1: --- HZ: SUITCH: DENT: HWR :

EA cm: 87 183 92 55 kg 2: --- 0 NO NO nl a

TO165 7125 TABLE , LAYWT/PRINTING, OT cc c.. .A . . . .

Printing layout table. Characteristics/components include al 1 wood construction of hard maple
finished in natural lacquer. The table can be used for printing layouts and general purposes
in occupationa~ therapy.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 32 72 30 125 [b 1: --- HZ: SUITCH: DENT: HWR:

EA cm: 83 183 76 57 kg 2: --- 0 NO NO n/a
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I10170 7125 CABINET , SUPPLY, PRESS/PR [MT [MC, OT
I

cc c.. . . . . . . I
I Press/print ing supply cabinet. Character st ics/components include constructed heavy gauge

steel si iding doors on rot lers; adjustable center she~f; and a masterkeyed cylinder (ock. The
unit can be used for storage of s~lies and small printing equipnent in occupational therapy. I

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AXPS HERTZ OEPEN- BTUs/
1SSUE : in: 34 60 30 235 lb 1: ---

EA
HZ: SUITCH: OEMT: I(OUR :

cm: 87 153 77 106 kg 2: --- 0 NO HO n/a

*

IT0175 7125 CABINET, STORAGE , TOOL,
I

cc c.. . . . . . .
I

Tool storage cabinet. This unit is mabi le and has four separate areas to accept the different
types of tools. Cabinet is used to provide the basic tools neded for ‘chards on”’ experience in
wood, electricity, metat and pouer technology.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AJ4PS HERTZ DEPEN- BTUs/
1SSUE : in: 66 47 22 290 tb 1: ---

EA
HZ: SWITCH: OENT: HOUR :

cm: 168 120 56 132 kg 2: --- 0 NO NO nla

T0180 7125
I

CABINET, STORAGE, TrnL, F/MNTO, STEEL
I

cc c.. . . . . . .

TOOL storage cabinet. Character istics/carponents incttde aLt steei locking cabinet; she(ves
that hold four [arge 16 3/4:4 L X 8 1/4’1 U X 71’ H removabte bins; and bins that are unbreakable,
waterproof, oil and chemica( resistant. Cabinet is used for security for tools, small parts,
electronic components, etc.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE ANPS HERTZ DEPEN- BTUs/
ISSUE: in: 78 36 10 120 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 198 92 46 54 kg 2: --- 0 NO NO nla

T0280 3413 DRILLPRESS, BNCH/HNTO, 60X10X16,1/2 CHCX cc c.. ,A . . . .

Bench mounted drill press. Characteristics/ccaponents include hinged metal be(t andpuliey
cover coupled with quick adjustment motor mount ~hich al~ows rapid changing of spindle speeds;
stotted uork table and base; and a 1/2 inch drilti~ capacity. This unit is used in
occupational therapy shop.

UNIT OF HEIGHT UIOTH OEPTH bfEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 40 10 16 160 (b 1: 120 10 HZ: WITCH: OENT:

EA 64 kg 2:--’- 60 NO NO
HOUR :

cm: 102 26 61 n/a

T0285 3413 ORILLPRESS, F/MNTO, TILT TABLE CC C.. .D . . . .
,

I

Floor mounted drit( press. Characteristics/components inchxie 1/2 inch drilt capacity; tilt
tab[e that tilts 45 degrees; 3/4 HP motor; three-spoke pilot wheel; depth stop and gauge. The
unit is used for general purposes in occupational therapy.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AHPS
ISSUE:

HERTZ OEPEN- - BTUs/
in: 72 28 187 (b 1: 120 1 25 HZ: SWITCH: OENT:

2A 183 :: 72
HOUR :

cm: 85 kg 2: --- 60 NO NO n/a

3630 I FRAXE, WAVING, HANO, Hx30x0
I

cc c.. . . . . . .

Hand weaving frame. Frame is edjustab[e in height and depth end 30 inches wide.

UNIT OF HEIGHT WIOTH OEPTH UEIGHT WLTS PHASE AMPS HERTZ OEPEN- BTUs/
lSSUE: in: 0 0 0 0 tb 1: --- HZ: SWITCH: OENT:

EA
HOUR :

cm: o 0 0 0 kg 2: --- n/a n/a n/a n/a

O.,
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*
T0400 3413 GRINDER , F/MNTD, PEDESTAL, 50x24x16 cc c.. .C . . . .

F(oor mounted grinder. Characteristics/components include pedestal type with a 1 HP motor;
cast iron wheel guard and dust vents; large eye shields with quick adjustment levels;
pre-lubricated with enclosed ball bearings; two grinding whee~s. This unit is used for general
purposes in maintenance shops.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: SO 24 16 75 lb 1: 208 1 1 HZ: SUITCH : DENT: HOUR :

EA cm: f27 61 47 34 kg 2: ---- 60 NO NO n/a

GRINDER, BNCH/MNTD , HX1 0X9

Bench mounted gr i rider. Characteristics/components include cast iron wheel guard and dust
vents; large eye shields ~ith quick adjustment levels; pre-(ubricated with enclosed ball
bearings; and two grinding wheels. The unit is used for general purposes in machinist ~ork
shops .

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 15 40 lb 1: 120 1 6 HZ: WITCH: DENT: HWR :

EA cm: 31 : 2; 18 kg 2:--- 60 NO NO n/a

GRINDER , KEYMAKI NG, AUTOMAT 1C

Automatic key duplicating grinder. This unit cuts at 1 cylinder keys from large head to smal 1
pad(ock and double-sided automotive keys. Characteristics/ccwponents include 1/4 HP motor;
meets CSA and OSHA requirements; reversible vise that holds both single and double-sided keys;
and soft touch brushes that protect fingers, wi 1 ( not wear keys and keep accurate depths. The
unit is used in faci 1 i ty maintenance shops for key duplication.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 9 11 14 40 lb 1: 120 1 10 HZ: WITCH: DENT : HOUR :

EA cm: 23 28 36 19 kg 2: --- 60 NO NO n/a

] T0440 I 34I3 I JOINTER, UOOOUDRKING, 611, 39x48x2fi Iccc. .l. c....l I

Woodworking jointer. Character st i cs/ccapnents include 6 inch cutting capacity; 3/4 HP
motor; 37-155 set of 3 high speed steel knives; 2-way ti lting fences with Ildual control!l; f rent
and rear safety knife guard; push biocks; and a stand of enclosed steel. The system is used
for generak purposes in woodworking shops.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 39 48 21 203 (b 1: 120 1 10 HZ:, SUITCH: DENT: HOUR :

EA cm: 99 122 53 92 kg 2: --- 60 NO NO n/a

T0460 3630 KILN, CERAMIC, FRONT LOADING cc c.. .C . . . .

Front loading ceramic kiln. Characteristics/components include double insulation wal 1;
chamber depth that permits p~acing pieces wel 1 away f rein the unit 1s door for even heating; and
control wires with long I,ife elements that are protected by durable refractory holders and are
easy to replace. The unit is used for ceramic projects in occupational therapy and craft
shops .

UNIT OF HEIGHT UIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 22 105 lb 1: 120 1 15 HZ: SUITCH : DENT: HOUR :

EA cm: ;; 56 z 48 kg 2: --- 60 NO NO n/a
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10465 3630 TOP LOAOING CERAMIC KILN cc c.. .C . . . .

Top loading ceremic ki [n. Characteristics/components inclde all steel exterior construction
with high gloss, heat resistant finish; firing chanber that is high teqwature refractory type
backed by speciai insulation to prevent heat toss and keep exterior heat radiation to a
maxinxsn; and 7 cubic foot capacity. The unit is used for firing ciay in generat ceramic shops.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE ANPS HERTZ DEPEN- BTUs/
ISSUE: in: 41 34 30 412 lb 1: 208 1 4a HZ: WITCH: DENT: HWR :

EA cm: 105 87 76 187 kg 2: --- 60 NO NO n/a

u
10520 3630 LATHE, ~WRKING, 121J cc c.. .C . . . .

Uoochmrking Lathe. Characteristics/components inc~tde 12 inch deluxe cabinet; toot support;
base; powerful variabte speed drive; safety shield and electrical. This unit is used for
uoodnsking in industry, commercial shops and schoots.

UNIT OF HEIGHT UIDTH DEPTH WI GHT VOLTS PHASE AMPS HERTZ OEPEN- 8TUs/
ISSUE: in: 47 581 lb 1: 120 1 45 HZ: SWITCH: OENT:

:: lR
HOUR :

2A cm: 118 264 kg 2: --- 60 NO NO n/a

10550 3630 LOON, TABLE, 24-314x42x24 cc c.. . . . . . .

Loan table. Table incldes naugahyde covered top and chram$lated legs. This unit is used
for phyusical therapy and rehabi ( i tat ion Wrposes.

UNIT OF HEIGHT U1OTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 25 42 24 2S0 lb 1: --- HZ: SUITCH: OENT: HWR :

EA cm: 64 107 61 113 kg 2: --- 0 NO NO n/a

T0560 3630 L~, 2 HARNESS, FWT TREADLE c c c........

Loom. Loan includes 2 harnesses, and a foot treadle.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE ANPS HERTZ DEPEN- BTUs/
1SSUE : in: 66 47 61 250 lb 1: --- HZ: SWITCH: OENT: HOUR :

EA cm: 170 120 155 113 kg 2: --- nJa nfa nfa n/a

T0565 3630 LOOf4, 2 HARNESS, TABLE, 24’] REED c c c........

Tuo harness loom. This unit is constructed of naturat uood and all beants are laminated. The
uarp advancing mechanism of the unit is siaple and highly efficient. The system is used for
physical thera~ rehabi 1 i tat ion purpes.

UNIT OF HEIGHT UIOTH OEPTH WEIGHT VOLTS PHASE ANPS HERTZ OEPEN- 8TUs/
lSSUE: in: 39 10 40 175 lb 1: --- HZ: WITCH: OENT: HCUR :

2A cm: 100 25 110 79 kg 2: --- 0 NO NO nfa

T0570 3630 L~, 4 HARNESS, FrnT TREAOLE, 321’ REEO cc c.. . . . . . .

Four harness loom. This unit offers mttiple opportunities to increase dexterity and strength
in severat areas of the body. This unit is all uood in a natural finish. The unit includes
1-40” 12-dented reeds and 960 steel heddles. This unit creates a graded resistance in the
upper and lower extremities and includes e~bou f(exion, eltxw extension, scapular abduction,
end shwlder abduction. This unit is used for @ysica( therapy in hospitals for patient
rehabi 1 i tat ion.

UNIT OF HEIGHT UIOTH DEPTH MEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 38 50 43 78 ib 1: --- HZ: SWITCH: OENT: HWR :

EA cm: 97 127 110 147 kg 2: --- 0 NO NO n/a
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*

3630 I LOW, 4 HARNESS, TABLE, 24” REEO Iccc. .l . . . . ..l

Four harness loom. This is a table type unit. The harnesses are raised and lowered by
operating easi ly accessible lever located in the front of the loan. The units’ weaving width
is (60 cm) 24 inches and 32 inches. 1 t creates a graded resistance in the upper and lower
extremetiea including elbow flexion, elbow extension, scapular aMuction, and shoulder
abduct ion. The unit is used in hospitals and physical therapy c1 inics for patient
rehabi litation.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 18 50 43 39 lb 1: --- HZ: WITCH: DENT :

EA 45 127
HOUR :

cm: 110 18 kg 2: --- 0 NO NO n/a

T0580 3630 L(X)M, 4 HARNESS, F(X)T TREADLE, 42” REED cc c.. .’ . . . . .

Four harness loom. This is a versati le four harness, forty inch rigid jack 10CSTI designed for
the widest possible combination of uses to handle a Petientls physical characteristics. The
frame is made of welded section of rectangular steel tubing, finished in pastel green. This
unit is used for physical therapy in hospitals for patient rehabi litation.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 67 32 60 lb 1: --- HZ: SWITCH: DENT:

EA
HOUR :

cm: 171 80 1: 27 kg 2: --- 0 NO NO n/a
) 1 I I I 1 (

3630 LOOM, 4 HARNESS, FLOOR, 36” REED cc c.. . . . . . .

Four harness loom. This is a floor model unit with a 36 inch reed. The unit offers multiple
opportunities to increase dexterity and strength in several areas of the body. The unit IS al 1
wooden parts are selected hardwocd in a natural finish. The unit features a rising shed that
opens prwspt t y. On a standard tie-up each harness works independently, and new patterns can be
made sinply by changing the treadling. This unit is used for physical therapy in hospitals for
patient rehabi ( i tat ion.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 36 52 43 75 lb 1: --- HZ: WITCH: DENT:

EA 90 130
HOUR :

cm: 110 34 kg 2: --- 0 NO NO n/a

I i I---- 1 I i
T0586 3630 LOOM, 4 HARNESS, TABLE cc c.. . . . . . .

Loom. 37 1/4 inches; 4 harnesses; table model and overal 1 size of 21 inches by 41 inches by 23
1/4 inches.

UNIT OF HEIGHT UIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 21 41 23 40 lb 1: --- HZ: WITCH: DENT:

EA 54 104 56
HOUR :

cm: 18 kg 2: --- nla n/a n/a n/a

E
I [ I I I 1 I

3630 LO(XI, 4 HARNESS, FLOOR, 60” REED cc c.. . . . . . .

Floor loom. This unit is a four harness loom with a 60 inch weaving width. The meta[ parts
are sol id steel and cast iron with altxsinun finish, can be adapted to f lying shuttle system.
This Unit iS constructed of natural [ ight wood and al [ beams are Laminated. ‘The warp advancing

mechanism of the unit is sinple and high(y efficient. The system is used for physicat therapy
and rehabi 1 i tat ion purposes.

UNIT OF HEIGHT UIDTH DEPTH NE I GHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 52 72 36 78 lb 1: --- HZ: SUITCH: OENT :

EA cm:
HOUR : ~

132 183 92 147 kg 2: --- 0 NO NO Wa
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I 10590 I 3630 I OVEN, PLASTICS, 16X18X12 ICC C.. I. B.. .. I I

l.m-

Plastic oven. This is a gravity convection Laboratory unit oven uith stainless steei
construction. This unit is used in laboratories of hospitals.

WIT OF HEIGHT WIDTH DEPTH UEIGHT WLTS PHASE AMPS HERTZ OEPEN - aTus/
1SSUE : in: 16 18 12 35 ib 1: 120 1 15 HZ: SWITCH: DENT:

EA
HWR :

cm: 41 46 31 16 kg 2: --- 60 NO NO n/a

7310 I OVEN, HDUSEHOLO, WALL, W/CABINET
I

AA A.. .C . . . . I
Household wall oven. Characteristics/ccqtonents inctu!e gas operated; interior light;
separate broiler drawer; and autmtatic pi(otiess ignition system. The unit is used for food
preparation in households.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT WLTS PHASE ANPS HERTZ OEPEN- BTUs/
1SSUE : in: 16 19 18 150 lb 1: 120 17 HZ: SWITCH: DENT:

EA 36 68 kg 2:--’- ~ NO NO
HWR :

cm: 49 46 n/a

ITC1600 7195 UDRK8ENCH, 2DR, 36X72X30 cc c.. . . . . . .

Work station workbench. Characteristics/ccxponents inciude two drawers (14” U X 20” 0 X 5“
H); master key (ock; back stops; and an 18 drauer small parts cabinet. This unit is used in
wood and metal workshops.

UNIT OF HEIGHT U1OTH OEPTH WIGHT WLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 36 72 30 200 (b 1: --- HZ: WITCH: DENT:

EA
HWR :

cm: 92 183 76 91 kg 2: --- 0 NO NO tia

ITQ660 3630 PRESS, PRINTING, FOOT TREADLE
I

cc c.. . . . . . .

Foot treadle printing press.

UNIT OF HEIGHT UIOTH OEPTH NEIGHT VOLTS PHASE ANPS HERTZ DEPEN- 8Tus/
$SSUE : in: O 0 0 0 lb 1: --- HZ: SWITCH: DENT:

EA
HOUR :

cm: o 0 0 Okg 2:--- n/a n/a n/a n/a

PRESS, PRINTING, HANO LEVER cc c.. . . . . . .

Hand lever printing press.

WIT OF HEIGHT UIOTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 0 0 0 0 lb 1: --- HZ: SWITCH: OENT:

EA
HOUR :

cm: o 0 0 0 kg 2: --- nfa n/a nfa II/a

T0700 7125
I

RACK, EAR, ~, PIPE
I

cc c.. . . . . . .
1

Bar, lmber and pipe rack. Characterist ics/caponents inclde one plywood rack; f~r back
pane[s; two divider shelves; one shelf for p(ywood rack; and galvanized steel construction on
these convenient racks. This rack can be used in nmd or metal shops to store lmber, pipe,
rod, conduit and plywood for a work project.

UNIT OF HEIGHT ldIDTH OEPTH UEIGHT WLTS PHASE AMPS HERTZ OEPEN- STUs/
ISSUE: in: 108 34 80 lb 1: --- HZ: WITCH: OENT:

EA 273 12 89
HUJR :

cm: 36 kg 2: --- 0 NO NO n/a

O,.,!,
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T0720 3220 SANDER, TREADLE , F/S, 56X30X20 cc c.. . . . . . .

Treadle sander. Floor module.

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN -
ISSUE:

BTUs/
in: 0 0 0 0 (b 1: -,-- HZ: WITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- nia n/a n/a nla

SANDER, DISK, 12” UHEEL

Disk sander. Character istics/ccm-ponents include 12 inch wheel; ti lt table; stand; unit disc
that is mounted to the end of motor shaft for powerful and accurate operation; scale that shows
exact degree of derived table tilt; and a low 24 volt control unit at the push button station
magnet ic control. This unit can be used for sanding in wood ahops.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 43 23 24 145 lb 1: 120 ! 15 HZ: SUITCH: DENT: HOUR :

EA cm: 110 59 61 65 kg 2: --- 60 NO NO n/a

T0741 7195 BENCH , UIMNJORKI NG, 2CAB, 31x36x21 cc c.. . . . . . .

Uoodwork i ng bench. Two base steel constructed units placed back to back with each having ful 1
size doors; doors are fitted with masterkeyal locking hand(es; adjustable interior shelf.
Characteristics/components include four vises attached to table top at corners; maple tabletop
that is 2 1/4 inches thick with natural finish laminated edge. The unit is used for work
projects and storage in metal and woodwork shops.

UNIT OF HEIGHT WIOTH OEPTH WEIGHT VOLTS PHASE AMPS
1SSUE :

HERTZ DEPEN- BTUs/
in: 31 36 21 120 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 79 92 54 54 kg 2: --- 0 NO NO n/a

@

T0760 3220 SAW, BANO , WOODUORKI NG cc c.. A. . . . .

Uoodwork i ng band saw. Characteristics/components include stand; basic 14 inch wood cutting
saw; wheel; blade guards; chip chute; 6 inch arbor pulley; and a 3/4 HP motor. This saw is
used for cutting wood in woodworking shops.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 25 18 201 lb 1: 120 1 17 HZ:’ SWITCH: DENT: HOUR :

EA cm: 1$ 64 46 91 kg 2: --- 60 NO NO n/a

T0761 7195 aENCH, UOOOWORKING, LOCKER BASE ,33x96x24 cc c.. . . . . . .

Uoodworki ng ~orkbench. This is a locker based unit with a Laminated maple top. The lockers
include padlock hasp, spring hinges and provision for cy( inder locks. The unit supplied in
ast ro gray or opt iona 1 safety green. There are 24 lock openings (12”U X 21”0 X 15’$H). The top
is sturdy laminated maple. This unit is used in woodworking shops.

UNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE AMPS
ISSUE:

HERTZ OEPEN- BTtis/
in: 33 96 24 212 lb 1: --- HZ: SUITCH: DENT: HWR :

EA cm: 84 244 61 96 kg 2:--’- 0 NO NO n/a

IT0780 3220 SAU, CIRCULAR, UCXX)UORKING cc c.. .C . . . .

Circular woodworking saw. Characteristics/components inc(ude large cast iron table (22” X 37”
with extension) that provides sol id work support and prevents warping and distortion;
capabi 1 ity to cut stock 2 9/161r thick at 90 degrees and 1 13/16” at 45 degrees; riPs to center
of 48’1 panel; 1 HP motor; and 10” diameter blade. The unit is used for cutting wotd in
woodworking shops.

UNIT OF HEIGHT UIOTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/

1SSUE : in: 38 32 78 lb 1: 120 1 20 HZ: SWITCH: DENT:
1’:: 83

HOUR :

EA cm: 97 35 kg 2: --” 60 NO NO nla
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TD801 7195000571976 UORK8ENCli, ELEC, LOCKER BASE, 34X%X48 cc c.. .B . . . .
, t

Electrical workbench. Characteristics/cmponents inctude removabte maple top; with two tacker
units; and eight box iockers (each 12t~ U X 21@ O X 150 H) in each locker unit. This workbench
is used in uood and metat workshops. I

L

UNIT OF HEIGHT U1OTH OEPTH UEIGHT VOLTS PHASE ANPS HERTZ OEPEN- BTUs/
ISSUE: in: 34 96 48 101 lb 1: 120 1 3 HZ: WITCH: DENT: HWR :

EA cm: 87 244 122 66 kg 2: --- 60 NO NO n/a

T0802
I

JIGSAW, ELECTRIC cc c.. .A . . . .

I Electric jig saw. Characteristics/carponents include variable speed orbital action; allen
wrenches for shoe and blade adjustments; and two (2) metal cutting blades. This saw is used to
cut metal or wood uhich the shop has on location.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT WLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 7 11 4 7 tb 1: 120 5

EA
HZ: SUITCH: DENT:

3 kg 2:--’- 60 NO NO
HOUR :

cm: 18 28 11 n/a
d

T0810 STAND, JACK, SHOE REPAIR cc c.. . . . . . .

Shoe repair jack stand. Character istics/cuportents include six men’s and women’s tasts; top
tocks in p[ace or spins free; top is controlled with the turn of a knob and the top section is
long enough to keep boots ctear of the knob. This stand is used to form ad repair shoes in
brace and Iiti shops,

UNIT OF HEIGHT UIDTH OEPTH UEIGHT WLTS PHASE AMPS HERTZ OEPEN- 8TUs/
1SSUE : in: O 0 80 lb 1: ---

EA
HZ: SUITCH: DENT: HOUR :

cm: o : 0 37 kg 2: --- 0 NO NO nfa

T0830 6625 NETER, UATT, RF cc c.. .A . . . .

Radio frequency watt meter. This meter is used to provide the user Mith data for the
crxnparison, calibration, and assessmnt of long-term degradation of all short~ave diathermy
equipnertt. Diathermy qipnent is used for the therapeutic heating of tissue using
e~ectro-magnetic energy. The safe operation of diathmz!y requires accurate knmledge of the
output .

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE ANPS HERTZ OEPEN- BTUs/
1SSUE : in: 12 tb 1: - HZ: SUITCH: DENT:

2A ; ; 1: 2: 120 -’ -4 60 NO NO
HDUR :

cm: 6 kg n/a

T0850 7290 CUTTER, SOLE, FLOOR MMJNTEO
I

cc c.. .A . . . .

I Ftoor mounted sole cutter. This cutter is used to cut, bevel, edge, and skive shoe in shoe
repair, brace and iinp shops. I

L

UNIT OF HEIGHT WIDTH DEPTH UEIGHT WLTS PHASE AMPS HERTZ DEPEN- - BTUs/
ISSUE: in: O 20 50 lb 1: --- HZ: SUITCH: DENT:

51 2:
HOUR :

EA cm: o 23 kg 2: --- 0 NO NO n/a
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I T0860 7290 MACHINE , SEW] NG, INDUSTRIAL , HEAVY DUTY cc c.. .A . . . .

Industrial seuing machine. Characteristics/components include heavy duty; capabi [ ity to
produce fine stitches on elegant ladies’ shoes just as easily as it does hard-wearing stitches
on heavy working boots; capabi lity to seu in al ( directions; 18 1/2 inch clearance under arm;
hand wheel which may be front or aide mounted; and a heavy duty power stand which comes with
adjustable speeds, precision motor control and 1/3 HP. This machine is used to repair and make
shoes.

UNIT OF HEIGHT UIOTH DEPTH b/EIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 47 30 14 190 lb 1: 120 1 15 HZ: SUITCH : DENT: HOUR :

EA cm: 120 76 36 86 kg 2: --- 60 NO NO nla

l.m!-

EE!E

7290 MACHINE, SEUING, INDUSTRIAL, MEDIUM DUTY cc c.. .A . . . .

lndustria[ sewing machine. Characterist its/components include medium duty, high-speed; 1 ight
harness stitcher on stand unit; 1/2 HP motor; stitch speed of 1800 stitches per minute
(S. P.M.); maximun thread size of 3 cord; and adjustable stand heights. This machine is used
for leather garment work, 1 ight or mediun stitching at high speeds on upholstery or S1 ip
covers, etc.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 48 20 235 lb 1: 120 1 15 HZ: SUITCH: DENT: HOUR :

EA cm: o 122 51 107 kg 2: --- 60 NO NO nla
J

3630 UHEEL , KICK, POTTER ‘ S , 34X30X33

Pottersi kick wheel. Characteristics/components include mechanical unit; easy foot operation
that al lows the potter to regulate speeds for throwing as wet t as quick starting and stopping;
back and forth treadle motion that propels the approximately 65 pound, balanced f(ywheel which
provides the momentum for easy throwing; precision steel shaft, mounted in bal [ bearing, that
connects the flywheel to the whee( head; and a non-corrosive aluminun worktable shaped for a
comfortable hip rest. This wheel is used in arts and craft shops and physical therapy rocms of
hospitals.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 34 30 33 75 lb 1: 120 1 12 HZ: SUITCH: DENT: HOUR :

EA cm: 87 76 84 34 kg 2: --- 60 NO NO n/a

I T0965 I 7195 I UORKBENCH, HYDRAULIC, VAR 60x36 Iccc. .l . . . . ..l I

F

Hydraulic workbench. Characteristics/components include table tops that are laminated 1 3/41’
thick and map~e finished in clear natural lacquer; adjustable height benches that have been
developed for a variety of special applications and are perfect wherever varying heights are a
pre-requisi te; and adjustable heights of 28 inches to 38 inches through the use of a
retractable extending handle.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: O 60 30 175 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: o 152 77 79 kg 2: -,-- 0 NO NO n/a

6530 TABLE, UORK, ADULT, STAND-IN cc c.. . . . . . .

Adult stand- in work tab[e. Characteristics/components inc~ude upholstered back support;
adjustable knee support; cutout ; and allows adults to stand. This table is used to
rehabi 1 itate the severly handicapped in hospitats and other heal thcare institutions.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
1SSUE : in: 42 30 30 170 lb 1: --- HZ: SUITCH: DENT: HOUR :

‘EA cm: 106 76 76 77 kg 2: --- 0 NO NO n/a
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I TIOOO I 5140 I CABINET, TOOL, HBL, 8DR, U/10DR CHEST I C C C . . I . . . . . . I

I
Tool cabinet and chest. Characteristics/c~ents inciude: a mobi Ie 18 drawer chest with 5
inch casters, five of uhich swivel and lock, a mechanics tool chest with 10 drawers and a top
tool tray. The chest is capable of sitting on top of the mobile chest.

UNIT OF HEIGHT UIDTH OEPTII UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SWE : in: 58 34 20 287 lb 1: --- HZ: SWITCH: DENT:

EA
HWR :

cm: lf47 87 51 130 kg 2: --- n/a n/a n/a n/a

I T 1020 5140 CA81NET, TOOL, F/S, 84X60X22 cc c.. . . . . . .
I

Tool cabinet fioor. Characteristics/components include back, sides and one pair of inside
double-hinged panels equipped with metat peg&ards; reinforced steel dwb[e doors with Locking
handte; and 48 tool pegs.

\
UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 60 22 225 (b 1: --- HZ: WITCH: DENT: HOUR :

EA cm: 2: 153 56 102 kg 2: --- 0 NO NO nla

I11150
I

7125 CAB I NET, STORAGE, ELECTRIC PARTS cc c.. . . . . . .
I 1

E[ectric parts storage cabinet. Characterist its/components include sturdy construct ion steel
hardnre; provides storage space for various items; adjustable dividers in drawers; doubte
doors; and masterkeyed lock. This cabinet can be used to store electric parts in an electrical
shop.

UNIT OF HEIGHT WIDTH OEPTH bfEIGHT WLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 36 175 lb 1: ---

EA
HZ: SWITCH: OENT:

2!; 92 i!
HOUR :

cm: 79 kg 2: --- 0 NO NO nla

T1500 i 3520 MACHINE, FINISHING, SHOE, 9 F~T 8ED cc c.. .A . . . .

Shoe finishing machine. Character istics/c~ts inc(tde be[ ts and uheels for leather
finishing; two sanding belts, each 59 1/2 inches long, to cut faster, run cooler and last
longer with belts at one 1 9/16 inches uide and one at 4 inches wide; 12-bag dust control
System with front-access dust CO( iection drauer; quf ck-adjust so[e trinmer; and a 3 HP blouer
motor. This machine is used to manufacture and repair shoes.

UNIT OF HEIGHT UIDTH OEPTH UEIGHT WLTS PHASE AKPS HERTZ OEPEN- BTUs/
ISSUE: in: 57 116 27 975 lb 1: 120 1 25 HZ: WITCH: OENT: HWR :

EA cm: 145 295 67 442 kg 2: --- 60 NO NO n/a
4

T1505 3520 MACHINE, STITCHING, SHOE cc c.. .A . . . .
*

Shoe stitching machine. Characteristics/cqxments include capabi 1 ity to sew heavier leather
materiat; hydraulic presserfoot which controls and brakes at the proper time; automatic
adjustment of the prepressure when seuing different sole thickness; and sewing at a rate of 3~
stitches per minute. This machine is used for shoe repair/manufacturing in hospital and
conmerci et shoe shops.

UNIT OF HEIGHT WOTH DEPTH WEIGHT WLTS PHASE AMPS HERTZ DEPEN-
1SSUE :

BTUs/
in: 59 20 20 617 lb 1: 120 25 HZ: WITCH: OENT:

2A 280 kg 2:--’- 60 NO NO
HOUR :

cm: 150 51 51 n/a

O,,,,i,,,
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6530 SYSTEM, VACUUM FORMING cc c.. .C . . . .

Vacuum forming system used in the production of orthotic devices. System includes 1/4 HP
vacuum pump which produces 26 i riches of murcury vacuum, 8 gallon holding tank, table base, and
a variety of forming trays. Trays are interchangeable on the base and may be changed without
the use of hand tools. Foot treadle control sets and maintains a constant vacum.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 38 48 25 200 lb 1: 120 1 10 HZ: SUITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- nla n/a nla n/a

T2000 4940 COMPRESSOR, MBL, U/PAINT SPRAYER, 30x42x19 cc c.. .C . . . .

Compressor with psi nt sprayer. Characteri stics/cmnponents include 2 HP/30 gal ton air storage
tank; mobi Ie with 2 casters and contains no belts or pulley, thereby increasing pressure by 2W

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 30 42 19 30 lb 1: 120 1 15 HZ: SWITCH: DENT: HOUR :

EA cm: 77 106 49 14 kg 2: --- 60 NO NO n/a

T2050 COLLECTOR, OUST , FREESTANDING/kiOBI LE cc c.. .A . . . .

Free standing dust CO1 lector for use in smsl 1 shops throughout the faci 1 ity. Unit includes
electric power head, absolute f i lter system, primary paper f i lters , drum adapter, 55 gallon
rol 1-top drum, hoses, and blast gates. Ui 11 support two or three CO1 lection points with two
inch 1 i nes.

UNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 O lb 1: 120 1 13 HZ: WITCH : DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- 50 NO YES nla
e

T3000 5140 CABINET, TOOL, MOBILE cc c.. . . . . . .

Mobiie tool cabinet. Characteri stics/cmnponents inctude pegboard; two fu( 1 width adjustable
sheives; five tote trays size (3 l/2ilH X 8 l/8W X 18 l/2ciD); and three tote trays size (3
l/2’lH X 13 l/8”U X 18 1/2’10). This cabinet can be used for tool storage in any type of work
shop.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 66 47 22 150 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 168 120 56 68 kg 2: --- 0 NO NO n/a

GRINDER, PED/MNTD, 2 UHEEL, 48X24X15 cc c.. .A . . . .

Pedeata[ type gritier. Characteristics/components include 7 inch dual wheel; two safety
shields; four buffs; water pot; slim design of the motor; extra tong end belts; and ample
clearance for grinding odd-shaped items and long stock uith the slim motor and tong-end belts.
This grinder is used for grinding msteria(s in metal workshops.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 48 24 15 0 lb 1: 120 1 20 HZ: SUITCH: DENT: HOUR :

EA cm: 123 61 39 0 kg 2: --- 60 NO NO n/a

14000 3920 HOIST, CHAIN, 1/2 TON CAP, 7FT LIFT AA A.. . . . . . .

Chain hoist. Character st its/components include 1/2 ton capacity; trol tey that can be used
with any hook suspended hoist; and a hoist that features a hardened load chain for opt imi.rn
strength, fiexibi(ity and long wear.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/

1SSUE : in: O 0 0 0 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- 0 NO NO nla
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I 15000 I 6530 I LAO,,,, SHOULDER, 60 STEPS Iccc. .l . . . . ..l

Shoulder ladder. Characterist ics/carponen ts include 40 steps; each 2 1/2 inches wi& by 1 1/2
inches high and E natural hard wood finish. This is the basic tedder used for ail upper
extremity exercise ~ith the series of 40 verticat steps mounted on the uat 1 that encourages
increasd range of shw~der motion due to %1 icbingtt the ladder with the fingers.

UNIT OF HEIGHT WIDTH OEPTH NEIGHT VOLTS PHASE N(PS HERTZ DEPEN- BTus/
ISSUE: in: 58 3 2 25 lb 1: ---

EA
HZ: SWITCH: OENT: HWR :

cm: 148 85 12 kg 2: --- 0 NO NO n/a

I16000 3416 LATHE , METAL, BNCH/UNTO, 16 SPEE0,4 FEED cc c.. .8 . . . .

?leta(-turning lathe. Characteristics/components inc{txfe bench mountd; 6 inch suing; rotter
bearing, to include accessory group of lathe operation is msnua(; mica under cutter, for 6 inch
lathe; a capacitor start mmtor that is 1/2 HP, 345 RPN and ball bearing, and has an overtoad
protector ad shaft cover; and 120 volt AC.

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VULTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 45 24 72 750 lb 1: 120 3 20 HZ: WITCH: DENT: ltWR :

EA cm: 114 61 182 375 kg 2: --- 60 NO NO II/%

I
T7550 3405 SAW, RADIAL ARM cc c.. .A . . . .

Radiai arm saw. Character istics/coapnents include floor mdel unit; 12 inch diameter blade
with an arm which permits saw blade to rotate a fu(l 360 degrees above worktable; 1 1/2 HP
nxitor with an autanatic electro-mechanical brake that is built into motor and stops the btade
autmneticaily in seconds after suitch is turned off; 45 degree to 90 degree level position
stop; and a table size of 25 1/2 X 30” (635 X 762 am). This unit is used for wod cutting in
uoo&orking shops.

UNIT OF HEIGHT WIDTH OEPTH biEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 63 30 32 300 lb 1: 120 17 HZ: SWITCH: DENT:

EA 136 kg 2:--’- 60 UO NO
ltWR :

cm: 163 76 82 n/a

IT7560 3220 SW, 10”, TILTING ARBOR cc c.. .8 . . . .

Tilting arbor saM. Character istics/caponents include 10 inch unit; jet-lock rip fence;
ctiination blade; mitre gauge; extension wings; motor cover; a iarge cast iron table at 2P X
36” Mith wings and an accurately ground face for precision work. This saw is used for woodwork
in majority of the nations schools and in mitluork furniture, cabinet ad hune workshops.

UNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE AMPS
ISSUE:

HERTZ DEPEN- BTUs/
in: 37 46 36 485 lb 1: 220 3 21 HZ: SWITCH: OENT:

EA
HWR :

cm: 94 116 91 219 kg 2: --- 60 NO NO n/a

T7580 3455 SAW, HACK, ENDLESS BLADE cc c.. .A . . . . -

Horizonta[ band saw. Characterist ics/cmponents inclu5e portable; true horizontal cutting
perfornwtce with a 4“ X 6“ rect~lar capacity; 1/3 HP motor with a On/off toggte switch and
autcmatic shut-off; and capability for conversion to vertical band saw in only a few minutes.
Saw is used for woodwork in maintenance, machine and home workshops.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT WLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 38 37 12 150 lb 1: 120 17 HZ: WITCH: OENT:

2A 67 kg 2:--’- 60 NO NO
HOUR :

cm: 97 93 31 n/a

O,,!
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3220 I SAU, SCROLL, W/STAND ICCC. .I. A....I

Scrol L saw with stand. Characterist ics/ccinponents include capabi 1 ity to cut stock up to 1
3/4” thick; 24” arm to blade capacity for ripping table that measures “14 X 14” and provides
ample support for large, bulky panels and other hard to handle materials; table tilt of 45
degrees right and 15 degrees (ef t for standard bi - level cutting; and a coWlete set of blades
which include one (1) saber blade, three (3) scroll saw b~ades, belt and pulley guard. This
saw is used for cutting projects in woodwork shops.

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 36 42 lb 1: 120 1 10 HZ: SUITCH: DENT:

1;; g 92
HOUR :

EA cm: 190 kg 2: --- 60 NO NO nla
J

T8000 3530 MACHINE, SEUI NG/STITCHING, 48x30x16 cc c.. .A . . . .

Sewing machine and stitcher. Character istics/comgments include white welt stitches;
travel ing edge gauge; pressure-foot Locking mechanism; positive automatic thread lock; wing nut
top control (ever travel; and capability to stitch 800 per minute (S. P.M.); with a 12 1/4 inch
throat clearance. This mech i rie is used for heavy harness jobs, Luggage and purses.

UNIT OF HEIGHT UIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 48 30 16 190 lb 1: 120 1 10 HZ: SUITCH: OENT: HOUR :

EA cm: 122 76 41 86 kg 2: --- 60 NO NO n/a
,

E 6625 I ANALYZER, SIGNAL - 01 FFERENTIAL AMP . ICCC. .I. A....I I
Si gna 1 analyzer. This unit is capable of analyzing the electrical signals for distortion,
networking, noise levels, and burst signa(s. The system can be used to determine e[ectro
magnet ic interface and many other applications. The unit is progranwnable to measure and
analyze al 1 aspects of signal transmission. Used in research and maintenance in a healthcare
facility. m

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 25 81 lb 1: 120 1 3 HZ: SUITCH: DENT:

2; :; 64
HOUR :

EA cm: 37 kg .?, --- 60 NO NO nla

l.m!- 6625 ~ METER, MULTI FUNCTION cc c.. . . . . . .

Mu(ti -function meter. This is a plug in instrument for osci 1 loscopes. The system measures
l~di rectll and alternating voltages Up to 1000 volts. It measures “di rect$l and alternating
current up to 1 ampere. It also measures resistance up to 1 gigs bhm. The system has a range
of 1 hertz to 10 megahertz and a pericd of 100 nanoseconds to 1 second with a .01 % accuracy.
The system is used in research and maintenance applications in the faci 1 ity.

UNIT OF HEIGHT UIOTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 7 19 28 44 lb 1: 120 1 4 HZ: SUITCH: DENT: HOUR :

EA cm: 18 48 71 20 kg 2: --- 60 NO NO n/a

T8015 6625 CAL I BRATOR , AUDI CM4ETER cc c.. .A . . . .

Audiometer calibrator system. Character st i es/components include dual-frequency,
dual-amplitude capacity for calibrating precision type 1 as tie~ 1 as general purpose type 2
sound level meters; generates four selectable reference outputs at 250 and 1000 Hz, each at 94
and 110 dB; and uses a single 9 volt transistor battery. This system is used for ear testing
in hospitals and clinics.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 4 14 10 8 lb 1: --- HZ: SUITCH: OENT: HOUR :

EA cm: 10 36 25 4 kg 2: --- 0 NO NO n/a

@
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18020 662S GENERATOR, PULSE cc c.. .A . . . . 1
Putse generator. Characteristics/cqionents include four output modes; and complement dual
outputs that greatly increase unit applicability in logic design areas, especially interfacing
uithin a system or to peripherals. The unique output flexibility within the normal and
complement males is Wrticuiarty useful in logic design or control a~licetions requiring
simultaneous signals.

J

UNIT OF HEIGHT UIDTH DEPTH UEIGHT WLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 5 6 [b 1: 120 3 HZ: WITCH: DENT:

:: 3 kg 2:--’- 60 NO NO
HOUR :

EA cm: 13 n/a

18025 662s GENERATOR, FUNCTION cc c.. ./ i....

Function generator. Characteristics/components include generetd size, triang(e and square
waveforms; covers 0.2 Hz to 2.O MHz in ? ranges; voltage controlled anplitde output; 20 d8
step attenuator; four digit frequency counter display and ability to generate low-distortion
sine waves uhich make the unit uniquely apprttpriate for applications requiring audio signals.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT WLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 7 17 13 35 Lb 1: 120 1 8 HZ: SWITCH: OENT: HOUR :

EA cm: 17 43 32 16 kg 2: --- 60 NO NO nfa

IT8030 6625010428213 ANALYZER, ELECTROSURGERY cc c.. . . . . . .
, I

o“/ ,

IEz

Etectrosurgery analyzer. This is a power anatyzing system that verifies etectrosurgical
specifications such as output prer, radio frequency leakage and output waveforms. This is
necessary because electrosurgical units shw(d provide safe controlled power output at RF with
a predetermined physiological load so that burns end electrical shocks are avoided.

UNIT OF HEIGHT UIOTH DEPTH WIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE: in: 7 9 12 kb 1: 120 1 5 HZ: WITCH: OENT: HCdJR:

EA cm: 18 23 ;: 6 kg 2: --- 60 NO NO n/a

6625 RADIOMETER, LASER
I

cc c.. . . . . . .

Laser radiometer. Characteristics/components inctude measures and displays power output from
0.1 U to 100 U in continuous wave (W) operation and energy output from 100 mJ to 100 J in
pulsed operation; portable; and has a seif-calibration feature that guarantees accurate and
dependable measurements.

UNIT OF HEIGHT WIDTH DEPTH US IGHT VOLTS PHASE AMPS HERTZ DEPEN - STUs/
ISSUE: in: 4 10 10 7 lb 1: 208 1 5 HZ: WITCH: OENT: H(X.IR :

EA cm: ID 26 26 3 kg 2: --- 60 NO NO n/a
4

T8040 6625 METER, SOUND LEVEL
I

cc c.. . . . . . .
I

Sound ieve[ meter. This is a 27-140 d8 awnd analyzing device. It is used to anal~e
precision measurement and anatysis of sound levets in Laboratory, industrial, connsmity,
hospitals and audiology clinics.

UNIT OF HEIGHT WIDTH OEPTH WE1GHT WLTS PHASE WPS HERTZ OEPEN- BTUs/
lSSUE: in: 2 lb 1: 120 1 3 HZ: SWITCH: OENT:

z 1:
HOUR :

2A cm: : 1 kg 2: --- 60 NO NO nfa
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m
T8045 6625 OSCILLOSCOPE , U/ACCESSORIES cc c.. .A . . . .

Osci 1 loscope. Characteristics/components include 100 MHz unit; digitizing scope with a
ful [y-functional analog scope that can control data acquisition and a, switch-selectable
Pre/Post/Mid-tri ggering with reference to a triggering event. This unit is used to evaluate
electronic equipment faults.

UNIT OF HEIGHT U1OTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 6 17 18 Lb 1: 120 1 10 HZ: SUITCH: OENT:

; 44
HOUR :

EA cm: 16 9 kg 2: --- 60 NO NO n/a

E 6625 j ANALYZER, C(X4PONENT, SOLID STATE ICCC. .I. A....I I

Sol id state component analyzer. This unit is a dual wide, plug in instrument which occupies a
verticat amp{ if ier crmpertment and an adjacent time base cmnpartment. This is a general
pur~se H/U analysis with 8-, 16 bit microprocessor support. The unit is ccsnposed of probes 16
stored channels. The system is used to analyze solid state electronic components.

UNIT OF HEIGHT UIDTH OEPTH HEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 8 15 20 26 lb 1: 120 1 10 HZ: WITCH: OENT: HOUR :

EA cm: 19 37 49 12 kg 2: --- 60 NO NO n/a

T8055 6625 UATTMETER , ULTRASONIC cc c.. .A . . . .

Ultrasonic wattmeter. Characteristics/components include electronic and mechanical design to
provide superior performance and greater durability; clear plexiglass tube on the f rent panel
that al lows the operator to imns-diately determine the 1 iquid levei within the sealed reservoir;
and power measurements that can be conveniently read on the LCD disp(ay. This unit is a
one-of -a-kind instrument used by biomedical repair persons who regularly test therapeutic
ultrasound devices,

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- t?TUs/
1SSUE : in: 11 10 lb 1: 120 1 3 HZ: SUITCH: OENT:

27 1: Ii
HOUR :

EA cm: 5 kg 2:--- 60 NO NO n/a

T9000 7195110000165 BENCH, UOOOUORKING, 32x48x24 cc c.. . . . . . .

Uoodworki ng bench. Character istics/caqxments include sol id maple Legs of open construction;
and bench opt ions such as risers, drawers and end stops. This bench is used in woodwork shops.

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- ‘BTUs/
ISSUE: in: 32 24 203 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 82 1;: 61 91 kg 2: --- 0 NO NO nla

P.L
3439 TORCH , UELO ING/CUTTING, U/ACCESSORIES cc c.. . . . . . .

Uelding/cutt i ng torch. This unit is used to provide ful 1 complement of welding, heating and
cutting jobs frcm light to heavy duty in workshop. Characteristics/ components include uelding
torch, cutting attachment; trimi ine, high performance 75 PSI oxygen and 15 PSI acetylene ‘
regulators; three welding heads; a general purpose cutting nozzte; goggles; friction lighter;
and operating instructions.

UNIT OF HEIGHT UIDTH DEPTH UE I GHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 15 lb 1: --- HZ: SWITCH: DENT : HOUR :

EA cm: o 0 0 7 kg 2: --- 0 NO NO nla
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IT9200 5140 TOOLS, UOfXMIRKING, 272A, U/CABINET cc c.. . . . . . .

Too( set. Characteristics/cmponents inctude coaplete woodworking hand toot storage system
and a basic starter unit; solid msple framing ati hardwood pane[ing construction; inside beck
panel and doors Lined with 1/8” pegboard with anpte tool storage; cabinets carplete with a
louer adjustable shetf, four (4) tote trays ad mssterkeyad locking door. Set is used to store
toots in woodiiorking shops.

UNIT OF HEIGHT UIDTH DEPTH UEiGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 84 36 22 320 tb 1: --- HZ: SUiTCH: DENT: HDUR :

EA cm: 214 92 56 145 kg 2: --- 0 NO NO n/a
b

T9300 3439 bfELDER, ARC cc c.. .C . . . .

Arc Nelder. Characteristics/components include 12 position selector suitch; wall plug; and
inptt cable. This welder is used to ueld carbon, low altoy, stainless steel; aluninun and
c-r, bronzes and solders and fabricates 16 gauge sheet steel and thick p(ates.

I

UNIT OF HEIGHT WIDTH DEPTH NEIGHT WLTS PHASE AMPS HERTZ DEPEN- BTUs/
lSSUE: in: 25 17 14 2S [b 1: 230 1 17 HZ: WITCH: DENT: HOUR :

EA cm: 644436 11 kg 2: --- 60 NO NO nJa

IT9400 5120
I

VISE, MACHINISTS’, SWIVEL BASE, 7!! JAW cc c.. . . . . . .

Machinists’vise. Characteristics/caponents inside adjustable; back jaw stationary; pin in
piace; and capsbi~ity to remove the pin With altous adjustmnt for tapered work with maximun
griping. Vise is used for a wide range of work in tool and die rooms.

/

o UNIT OF HEIGHT UIOTH DEPTH WEIGHT WLTS PHASE AMPS HERTZ DEPEN- BTUs/
,,, 1SSUE : in: D o 0 202 lb 1: --- HZ: SWITCH: DENT: HWR :

EA cm: o 0 0 Okg 2: --- 0 NO NO n/a

T9420 5120 Vi SE, BENCH/PIPE, SWIVEL BASE, 6° JAU cc c.. . . . . . .
I

Bench and pipe vise. Characteristics/carpments include 6 inch opening jaw; 5 inch ~idth jaw;
holds 1/8 to 1 1/2 inch pipe with swivel tocking lever; adjustable stationary back jau ~ith pin
in place; and removable pin that allats adjustmnt for tapered work with maxisun gripping.

UNIT OF HEIGHT WIDTH DEPTH ME [ GHT WLTS PHASE AMPS HERTZ DEPEN - BTUs/
ISSUE: in: 0 0 0 43 lb 1: --- HZ: SWITCH: OENT: HDUR :

2A cm: o 0 0 20 kg 2: --- 0 NO NO n/a

T9425 3590 Vi SE, ARTIFICIAL LIMB, ELECTRIC cc c.. .A . . . .
,

I Lmoo
i

Electrically operated artificial linb vise. Characteristics and ccaponents inc(ude an
e[[ectricatly powered actuator that is controlled by a foot suitch. The unit exerts a msxirrun
force of 1500 pounds and a mininsm force of 50 pounds. The vise is used in the manufacture and
repair of artificia~ linb.s. .

UNIT OF HEIGHT UIOTH OEPTH UEIGHT WLTS PHASE AUPS HERTZ OEPEN- BTUs/
ISSUE : in: 23 45 51 (b 1: 120 1 7 HZ: SWITCH: DENT:

59 1:
HWR :

EA cm: 114 23 kg 2: --- 60 NO NO nla

7230 ORAPES, BLACKWT AA A.. . . . . . .
I

Drapes, Blackwt.

UNIT OF HE lGHT U1OTH DEPTH UEIGHT WLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 0 0 0 0 lb 1: --- HZ: WITCH: DENT: HOUR :

2A can: o 0 0 0 kg 2: --- n/a n/a n/a n/a
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.

UOO05 RACK, STORAGE , RIFLE cc c.. . . . . . .

Rack, Storage, Rifle.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: O 00 0 [b 1: --- HZ: SUITCH: OENT: HOUR :

EA cm: o 0 0 0 kg 2: --- n/a nla n/a nla

Uoolo RACK, STORAGE , PISTOL cc c.. . . . . . .

Rack, Storage, Pistol.

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o “o o 0 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2:--- n/a nla nla nla

UO020 6530 SYSTEM, PRODUCT 10N, FLUIDS, RESUSC1 TAT 10N AA A.. . . . . . .

System, Production, Fluids, Resuscitation.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE : in: o 0 0 0 lb 1: --- HZ: WITCH: DENT: HOUR :

EA. cm: o 0 0 0 kg 2: --- n/a n/a nla nla

uO025 7110 ~ CASEUORK, MODULAR, U/SHELVING AA A.. . . . . . .

Casework, Modular, U/Shelving.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: o 0 0 0 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- n/a n/a nla n/a
L

AGGREGOMETER , PLATELET

Aggregoineter, Platelet.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 0 0 0 0 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- n/a n/a nla n/a

SINK, LEAD LINED, HOTSINK AA A.. . . . . . .

Sink, Lead Lined, Hotsink.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: o 0 0 0 lb ‘l: --- HZ: WITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2:--- n/a n/a nla . n/a

7210

Bedspread.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 0 lb 1: --- HZ: SUITCH : DENT : HOUR :

EA cm: o 0 0 0 kg 2: --- n/a n/a nla n/a
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U2005
I

7100 CLOCK, SHIP ‘S, U/8ARWETER cc c.. . . . . . .
I

Clock, Ship’s, W/Barometer.

UNIT OF HEIGHT WIDTH OEPTH US I GHT VOLTS PHASE ANPS HERTZ OEPEN- BTUs/
1SSUE : in: o 0 0 0 lb 1: --- HZ: SWITCH: OENT: HOUR :

2A cm: o 0 0 0 kg 2: --- n/a We n/a nla

U2010 834s FLAGS, COMANO & STAFF cc c.. . . . . . .

UNIT OF HEIGHT WIDTH OEPTH UEIGHT WLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 0 lb 1: --- HZ: WITCH: OENT: HOUR :

LT an: o 0 0 0 kg 2: --- n/e n/a n/a n/a

u2015 EXTINGUISHER, FIRE cc c.. . . . . . .

Extinguisher, Fire.

UNIT OF HEIGHT U1OTH DEPTH UEIGHT VOLTS PHASE ANPS HERTZ OEPEN- BTUs/
ISSUE : in: O 0 0 0 lb 1: --- HZ: SNITCH: DENT: HOUR :

EA an: o 0 0 0 kg 2: --- n/a nla n/a nla

U2020 7100
I

SHELVING, CARCUSEL, u/PICK STATIDN A L A........

Shelving, Carousel, U/Pick Statian.

UNfT OF HEIGHT UIDTH DEPTH MEIGHT WLTS PHASE ANPS HERTZ DEPEN- BTUs/
1SSUE : in: O 0 0 0 lb 1: --- HZ: WITCH: DENT: HOUR :

LT cm: o 0 0 Okg 2: --- n/a Wa n/a n/a
&

u2025 7100
I

PLANTER, DECORATIVE
I

cc c.. . . . . . .
I

Ptanter, Decorative.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT WLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SUE: in: o 0 0 0 lb 1: --- HZ: SWITCH: DENT: HCilR :

EA cm: o 0 0 0 kg 2: --- nfa n/a n/a n/a

u2030 3611 MACHINE, SIGN NAKING AA A.. . . . . . .
I 1

Machine, Sign )taking.

UNIT OF HE t GHT WIDTH DEPTH Wt GHT WLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: O 0 0 0 (b 1: --- HZ: SWITCH: OENT: HOUR :

2A an: o D o 0 kg 2: --- n/a n/a n/a ‘ n/a
<

U2035 5805 WTLET, LOCAL AREA NETWORK, LOCATION
I

AA A.. . . . . . .
I

I Loeat Area Network out[et (oeation. I

UNIT OF HEIGHT UIDTH DEPTH UEIGHT WLTS PHASE ANPS HERTZ DEPEN- BTUs/
ISSUE: in: 0 0 0 ib 1: --- HZ: WITCH: DENT: HOUR :

EA an: o 0 : 0 kg 2: --- n/a nJa nla n/a
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u2040 7125 DRESSER, FOUR DRAUER cc c.. . . . . . .

Four drawer dresser for use in barracks rooms, psychiatric units, or uatchrocms.

UNIT OF HEIGHT UIOTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 48 42 19 0 lb 1: -,-- HZ: SWITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- n/a n/a nla nla

u2045 D I SPLAY, CENTRAL TEMPERATURE ALARM AA A.. .8 . . . .

Central temperature alarm display panel and repeater station. Used to provide alarms to
locations that are monitored 24 hours per day for remotely located refrigeration equipment.
May be used for blood storage refers or freezers, walk in refers or freezers in supply or
sinanilar locations.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: O 0 0 0 lb 1: --- HZ: SWITCH: DENT : HOUR :

EA cm: o 0’ 0 0 kg 2: --- nla n/a n/a nla

u2050

blood bank irradiator. More info to follow...

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
ISSUE: in: 0 0 0 0 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2:--- n/a nla n/a nla

u2055 DRIER, CRITICAL POINT cc c.. .B . . . .

Critical point drier used to prepare specimens for electron microscopy.

UNIT OF HEIGHT WIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: o 0 0 0 lb 1: 120 1 1 HZ: SWITCH: OENT: HOUR :

EA cm: o 0 0 0 kg 2: --- n/a n/a n/a nl a

u2060 SPUTTER COATER cc c.. .0 . . . .
1

Sputter coater used to apply metal oxide coatings to electron microscopy samp(es .

UNIT OF HEIGHT UIOTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 [b 1: 120 1 1 HZ: SUITCH: DENT: HOUR :

EA cm: o 0 : 0 kg 2: --- n/a n/a nla n/a

u2065 EVAPORATOR, CARBON cc c.. .B . . . .

] Carbon Evaporator used to carbonize tissue samples for electron microscopy examination.. ~ I

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: O 0 0 0 lb 1: 120 1 1 HZ: SWITCH: OENT: HOUR:

EA cm: o 0 0 0 kg 2: --- nla nla nla n/a

u2070 ULTRA-M 1CROTC44E cc c.. .B . . . .

Ultra-microtcma permits sectioning of tissues for electron ad high resolution 1 ight
microscopy. Unit permits consi stant quality and thickness of s 1 ices down.. to 5 nanometers.

UNIT OF HEIGHT WIOTH OEPTH HEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: o 0 0 0 Lb 1: 120 1 1 HZ: WITCH: DENT: HWR :

EA cm: o 0 0 0 kg 2: --- nla nia n/a nla
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U2075 TABLE, ANTIVI8RATION, ULTRA-H1CROT(X4E ccc.. .B . . . .

U(tra-microtaue antivibration table provides dauping of internal and external vi brations to
insure a consistent quality of stices.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE ANPS HERTZ DEPEN- 8TUSI
ISSUE : in: O 0 0 0 lb 1: 120 HZ: SWITCH: DENT: HWR :

EA cm: o 0 0 Okg 2: - -’ -’ nfa n/a n/a n/a
*

COVER, ULTRA-H ICROTOME, ORAFT PROTECT $N cc c.. . . . . . .

U[tra-microtane draft protection cover. Insures that SI ices are not carried off the
microtome stage by drafts within the room.

UNIT OF HEIGHT uIOTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUS/
ISSUE: in: 0 0 0 0 lb 1: 120 1 1 HZ: WITCH: DENT: HWR :

EA ml: o 0 0 0 kg 2: --- n/a tva n/a n/a

U2085 CHILLER, WATER, AIR COOLED, HIGH CAP cc c.. DB . . . .

High capacity uater chi I Ier for use with electron microscopes.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT WLTS PNASE AMPS HERTZ DEPEN- BTUS/
1SSUE : in: o 0 0 0 lb 1: 120 1 1 HZ: WITCH: DENT: HWR :

EA cm: o 0 0 Okg 2: --” n/a nfa n/a n/a

U2D90 6650 SYSTEM, PHOTOCHEMJCAL VASTE TREATKENT
I

cc c.. DA . . . .
1

Photography processing chemical waste treatment system Unit reduces the volune of expended
processing solutions to permit more cost effective disposal of thes e materials. Unit
essentially wrks by evaporating off most of the uater ccnpon ent of the solutions and forms a
si~ver rich slurry uhich may be decanted into d isposal containers. These containers may be
sent for refinement of the silver o r may b disposed of in accordance with EPA guidelins
concerning these chemicals .

UNIT OF HEIGHT UIDTH DEPTH UEIGHT WLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: O 0 0 0 lb 1: 120 10 HZ: WITCH: DENT: HOUR :

EA an: o 0 0 Okg 2:--i- n/a n/a Ma nfa

U209S 6650 STILL, XYLENE RECOVERY cc c.. DA . . . .

xylem stilt for reprocessing used xytene. I(ORE INFO TO FOLLOW . . .
.

UNIT OF HEIGHT WIDTH DEPTH NEf GHT WLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 0 tb 1: 120 1 10 HZ: WITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- n/a tia n/a n/a
L

U2100
I I

T JSSUE PROCESSOR, ELECTRON II JCROSCOPY
I

cc c.. .B . ..- ,

Autfxnated E Iectron Hi croscopy tissue processor for use in preparing tissue sanpl es for
vieuing in either electron or high resolution light microscopes. Unit provides autcmated
processing of up to 20 specimen via(s sinu~taneously. proces sing program may be tifrfried in
increments fran 1 minute to 99 hours and 59 minut es. Unit includes battery backup to rais
.sSnPles from reagents and maintain pro gram sequence in the event of power fai Lure. Differs
f ran a standard laboratory tissue processor only in terms of the volune and ntmbers of samples
that may be processed.

UNtT OF HEIGHT UIDTH DEPTH UEJGHT WLTS PHASE AMPS HERTZ DEPEN-
1SSUE :

8Tus/
in: O lb 1: 120 HZ: SWITCH: DENT:

28; 38! 4;
HOUR :

EA cm: 19 kg 2: - -’ -’ nfa n.fa nla n/a
,
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I u2185 6515 MACHINE, TELEPHONE ANSUERING cc c.. .A . . . . I
@

I t 1 1 1

Telephone answering math i ne a 1 lows a 20 second message to be recorded and played back to
callers nhen a phone is unattended. User has the option to have the un it pick up on either
the second or fourth ring and wi 1; 1 al low either fixed 30 second massages of variable length
massages to be left by cat lers.

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
1SSUE : in:

BTUs/
o 0 (b 1: 120 - - HZ: SUITCH: DENT: HOUR :

EA cm: o ; ; O kg 2: --- n/a nla n/a n/a

I u2235 I 7195 I BOARD, BULLETIN AND “HITE MARKER, BEDR” I AA A . . [ . . . . . . I I

Combination bulletin and marker board for use in patient bedrocins. [tam to be cut to length
requi red in the archi tectura( drawings. Board to be 2 feet top to bottom and be applied as a
continuous strip a(ong the designated wa( 1 (typical i the foot wal 1) with two 3 foot white
marker boards integrated between the bu( let in board sections. (NEW - NAVY RECOMMEND F3077)

UNIT OF HEIGHT UIOTH DEPTH WEIGHT VOLTS PHASE AMPS
ISSUE :

HERTZ DEPEN- BTUs/
in: 24 1’20 1 1 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2:--- n/a nla n/a nj a

I u2450 [ 7110 I UORKSTATION, TYPICAL, MANAGER I.C...! A I I
WORKSTATION, MANAGER, 112 SQ FT, INCLUDES 75 - 85” HIGH PANEL, 40 LINEAR FEET, U ORKSURFACES
24” OEEP, 14 LINEAR FEET, D-SHAPEO CONVERGENT, 72” U X 3611 D (1 EA), CABINETS U/LOCKS, 8
L 1NEAR FEET, SHELVES, 5 LINEAR FEET, ORAUERS u/LOCKS AS FOL LOUS - (BOX U/PENC1 L TRAY - 2 EA,
Box - 2 EA, FILE - 2 EA), AND TASK LIGHTS, 3 E A.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
1SSUE : in: o

BTUs/
o 0 0 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- nla nla n/a nla

U2455 7110 UORKSTAT ION, TYP1 CAL, SUPERVISOR c . . . A

WORKSTATION, SUPERVISOR 96 SQ ST, CONSISTING OF: PANELS, 65 - 6711 HIGH, 36 LINE AR FEET,
UORKSURFACES, 24” DEEP, 18 L I NEAR FEET, CAB1 NETS U/LOCKS, 8 L I NEAR FEET , DRAUERS U/LOCKS AS
FOLLOUS: BOX U/PENCIL TRAY - 2 EA, BOX - 2 EA, FILE - 2 EA AND TASK LIGHTS, 2 EA.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
ISSUE:

BTUs/
in: 0 0 0 lb 1: --- HZ: SWITCH: DENT:

EA
HOUR :

cm: : 0 0 0 kg 2: --- n/a nla n/a n/a

u2460 7110 WIRKSTAT 10N, TYPI CAL, PROFESS 1ONAL . c . . . A

UORKSTAT 10N , PROFESSIONAL, 64 SQ FT , INCLUDES 65 - 67” H IGH PANEL , 29 L I NEAR FEE T ,
UORKSURFACES 24” DEEP, 14 LINEAR FEET, CABINETS U/LOCK, 8 LINEAR FEET, DRAWER S U/LOCKS AS
FOLLOUS - BOX U/PENCIL TRAY, 1 EA, BOX, 1 EA, FILE, 1 EA AND TASK L IGHT, 1 EA.

UNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 0 0 0 0 lb 1: --- HZ: WITCH: DENT: HOUR :

EA cm: O 0 0 0 kg 2: --- n/a nla nla n/a

470

Source: https://assist.dla.mil -- Downloaded: 2016-12-11T01:05Z
Check the source to verify that this is the current version before use.



I MIL-STD-1691F

APPENDIX A 1 JULY 1993
[

?-)
CATEGORY : ANAVI UTILITIES

f, JSN NSN NDHENCLATURE RVFAH 123456
!$ ,,’

u2465 7110 WORKSTATION, TYPICAL, PROFESSIONAL .C . . . A

WORKSTATION, PROFESSIONAL, 64 SO FT, INCLUDES 65 - 67” HIGH PANEL, 29 LINEAR FEE T,
WRKSURFACES PANEL SUPPORTED, 24t’ DEEP, 8 LI NEAR FEET, UORKSURFACES FREESTANO IUG-OPEN BASE ~“
U X 24” 0 X 29”H, 1 EA, CABINETS U/LOCKS, 8 LINEAR FEET, MOBIL E PEOESTAL U/LOCK, BOX/BOX/FILE,
1 EA, TASK LIGHT, 1 EA. NOTE: UORKSTAT ION INCLUOES A COMBI NAT ION OF PANEL SUPPORTED AND
FREESTANDING W RESURFACES.

UNIT OF HEIGHT UIOTH DEPTH WEIGHT VOLTS PHASE ANPS
ISSUE: in:

HERTZ OEPEN- BTUs/
0 0 0 0 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- nla tia n/a Wa

~ u21%70 ~ 7110 I WORKSTATION, TYPICAL, PROFESSIONAL I . C . . . I A I I

I u2475

Of;,,

UORKSTAT ION, PROFESSIONAL, 64 S0 FT , INCLUDES 65 - 671} H] GH pANEL, 29 L ]NEAR FEE T,

FREESTANDI NC WRKSURFACES 72W X 24”0 X 29”H, 1 2A, 60”U X 24’10 X 29H, 1 2A, CAB1 NETS
W/LOEKS, 6 L 1NEAR FEET, SHELVES, 5 LINEAR FEET, R081 LE PEOESTAL U/LOCK , BOX/80X/FILE, 1 EA,
TASK LIGHTS, 2 EA. NOTE: THIS UORKSTAT ION INCLUDES FREESTAND lNG WRKSURFACES

UNIT OF HEIGHT U1OTH OEPTH WEIGHT WLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: O 0 0 0 (b 1: --- HZ: WITCH: OENT: HOUR :

2A cm: o 0 0 0 kg 2: --- nfa n/a n/a @a

7110 WORKSTATION, TYPICAL , CLERI CAL
I

. c . . . A
I

UORKSTATION, CLERICAL, 36 S9 FT, INCLUDES 60 - 63” HIGH PANEL, 16 LINEAR FEET, U ORKSURFACES,
24” OEEP, 10 LINEAR FEET, SHELVES, 4 LINEAR FEET, ORAWERS U/LOCK TO INCLUDE: 80X U/PENCIL
TRAY, 1 EA, BOX, 1 EA, FILE, lEA, AND TASK LIGHTS, 1 EA.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AWS HERTZ OEPEN- BTUs/
ISSUE: in: O 0 0 0 lb 1: --- HZ: WITCH: DENT: HOUR:

2A cm: o 0 0 0 kg 2: --- n/a n/a n/a n/a

I u2480 7110 WRKSTAT ION, TYPICAL, COWUTER
I

. c . . . A

WORKSTATION, COWUTER, 36 SO FT TO INCLWE: PANELS, 60 - 63” HIGH, 16 LINEAR FE ET,
WRKSURFACES, 24” OEEP, 6 LINEAR FEET, WRKSURFACES, 36” U X 2411 0, 1 EA, CA BINET U/LOCK, 3
LINEAR FEET, SHELF, 3 LINEAR FEET, DRAWERS U/LOCK AS FOLLOWS: B OX U/PENCt L TRAY, 1 EA, BOX, 1
EA, FILE, 1 EA, AND TASK LIGHTS, ~ EA.

UNIT OF HEIGHT UIDTN DEPTH

I

WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 0 0 0 0 lb 1: --- HZ: SWITCH: DENT: HOUR :

2A cm: o 0 0 0 kg 2: --- n/a n/a nla nla

~ u2485 I 7110 I WORKSTATION, TYPICAL, 4-MAN CLUSTER I . C . . . I A I I

WRKSTAT ION, 4-NAN CLUSTER, TO 1NCLUOE: PANELS, 60 - 62” HIGH, AS SHOWN, WRKSU RFACES, AS
SHOWN, CABINETS U/LOCKS, KIN. 30” UIOE, 4 2A, SHELVES, MIN. 30” UIDE, 4 EA, PEDESTALS. AS
FOLLOWS: 80X U/PENCIL TRAY, 6 2A, 80X, 4 EA, FILE, 4 2A, AN O TASK LIGHTS, 4 EA.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE ANPS HERTZ OEPEN- BTUs/
lSSUE: in: 0 0 0 0 lb 1: --- HZ: WITCH : DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- n/a n/a n/a nla

I U2490 I I MANIKIN, OISPLAY, POLY NAN I.e. ..j I I

I Manikin, Oisplay, Poty, Hale Uith Face, Bendabte. Colors: black, grey or cream . Base
seperate, #F0401BP. ADO - NAW - USED BY APTU’ S TO OENONSTRATE PROPER UEARI NG OF FLIGHT GEAR I

uNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUS/
ISSUE: in: ~ o 0 8 (b 1: --- HZ: SWITCH: OENT: HOUR :

2A cm: o 0 0 0 kg 2: --- nla n/a n/a n/a
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0

~ u2565 4100 DISINFECTOR, RENAL DIALYZER cc c.. AA . . . .

Renal dialyzer disinfector system. Unit is used to disinfect dialyzer cartridge for reuse by
the same patient. System inc(udes 4 position system and cartridge rinse station.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
1SSUE :

BTUs/
in: o 0 0 0 lb 1: 120 1 15 HZ: SUI~~H: Dj~:

EA cm: o
HOUR :

0 0 0 kg 2: --- 60 n/a

SYSTEM, REVERSE OSMOSIS, UATER, MOBILE cc c.. AA . . . .

Mobi [e reverse osmosis water treatment system for use with portable dia[ysis stations which
may be used in the intensive care or coronary care units. Unit to be connected to hose bib at
point of use. Filtration system includes input pres ure boost pimp in addition to membrane
pressur punp. Backwash of membrane may be manually initiated.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 0 lb 1: 120 15 HZ: SUITCH: DENT:

EA cm: o 0 0 Okg 2:--’- 40 NO NO
HOUR :

n/a

u2575 6530 TRAY, BODY, FIBERGLASS cc c.. . . . . . .
1

Fiberglass bdy tray for the storage and movement of bodies in the morgue.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: o 0 0 0 lb 1: --- HZ: SUITCH: DENT:

EA
HOUR :

cm: o 0 0 0 kg 2: --- n/a n/a n/a n/a

u2580 6530 RACK, MORTUARY, FOUR TRAY cc c.. . . . . . .

Portable mortuary rack to store or move four body trays. Unit is constructed of stainless
steel and is provided with 8 inch rubber tires.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 0 lb 1: --- HZ: SUITCH: DENT:

EA cm: o 0 ‘o
HOUR :

0 kg 2: --- nla n/a n/a nla

u2585 6530 TRUCK, CASKET, (CHURCH TRUCK) U/DRAPE cc c.. . . . . . .

Mortuary Church truck with drape frame and drape. Used to move caskets and to display remains
within caskets. Rigid frame model with four swivel casters.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS
ISSUE : in: O

HERTZ DEPEN-
0 0

BTUs/
0 (b 1: --- HZ: SUITCH: DENT:

EA cm: o o“ o
HOUR :

0 kg 2: --- nla n/a nla nla

u2590 6530 EMBOSSER, DOG TAG cc c.. .A . . . .

Dog Tag embosser used to produce metal ‘tDog Tagsii

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
1SSUE :

BTUs/
in: o 0 0 0 lb 1: --- HZ: SUITCH: DENT:

EA cm: o 0 0
HOUR :

0 kg 2: --- nla n/a n/a n/a
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U25% EXERCISE EWIPUENT, A-FRANE RACK
I

. c . . .

RACK, UEIGHT. A-FRAKE. i?9 X 50 X 45. CHROME. HOLOS UP TO 1200 LB. UEIGHTS (JSN 2570) NEW ADD

e

- NAiv- m%XWTH tiVAL tmPI TAL iiYNNASIUN

UNIT OF HEIGHT UIOTH DEPTH WEIGHT WLTS PHASE AXPS HERTZ DEPEN- 8TUs/
ISSUE: in: 45 50 25 76 lb 1: --- HZ: !WITCH: DENT:

EA
HWR :

cm: o 0 0 0 kg 2: --- n/a n/a n/a n/a
4

6515 I ANALGESIA UNIT, CRYOGENIC Iccc. . l. A.c. El

Cryogenic anaigesia unit with nerve stimtetor for use in treatmnt of cronic pain or for use
in conjunction with genera( anesthesia in the operating room. Unit uses 2 ‘Ei cylinders of
nitrous oxide to produce freezing temperatures at the probe to permit selective freezing of
nerves to block pain. Sui lt in nerve stimdator permits accurate identification of nerves
before freezing. Unit ia foot switch operated.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT WLTS PHASE AXPS HERTZ DEPEN- BTUs/
1SSUE : in: 35 17 12 80 tb ?: 120 1 1

5A
HZ: SWITCH: DENT: HOUR :

cm: o 0 0 0 kg 2: --- 60 NO NO n/a

U2605 6515 PUXP, 8REAST
I

cc c.. .A . . . .

Breast WY% el’ectriCaliY Pered. ~ provide auttmatic w semiautomatic control of the
W@ w~e and have pressure limitiw valves to prevent damage to breast tissues. Cot(ections
and overftow botttes are provided with the units as are bacteria filters between the ptmp and
the overflow bottle.

UNIT OF HEIGHT UIOTlt DEPTH NEIGHT WLTS PHASE NIPS HERTZ DEPEN- BTUs/
1SWE : in: & 3 2 1 lb 1: 120 1 1 HZ: SWITCH: DENT:

EA
HOUR :

cm: o 0 0 0 kg 2: --- 60 NO NO n/a

f
I U2615

I
EXERCISE EQUIPUENT, BACK EXTENSION MACH .C . . .

EXERCISE EQUIPMENT, BACK EXTENSION BENCH, FOR STRENGTHENING OF LOWR BACK NUSCLE S. NEW ADD -
NAVY - NAVAL HOSPITAL PORTSHOIJTH GYMNASIUX

J

UNIT OF HEIGHT UIDTH DEPTH UEIGHT WLTS PHASE AXPS
ISSUE :

HERTZ DEPEN- BTUs/
in: 45 52 24 73 lb 1: ---

EA
HZ: WITCH: DENT: HWR :

cm: o 0 0 0 kg 2: --- n/a n/a n/a nfa

U2660
I

KIT, MALLY8ALL
I

.C . . .
1

I UALLYBALL KIT INCLUDING BALL, NET, NET TIGHTENER, STORAGE BAG, RULE BOOK AND HAR OUARE. USEO
ON RACKET8ALL CWAT. INSTALLED UITH A HDOK ON WALLS. NEU AOO - NAW - NAVAL HOSPITAL
PORTSXWTH GYNNASIUN I

I

UNIT OF HEIGHT UIOTH OEPTH KEIGHT WLTS PHASE AXPS HERTZ OEPEN- ‘ BTUs/
XSSUE : in: o 0 0 lb 1: --- HZ: SWITCH: DENT: HWR :

EA cm: ; o 0 0 kg 2: --- n/a n/a n/a n/a

u2645 OEWR, CRYOBIOLOGICAL INVENTORY SYSTEM . C . . . . . . . . .
I

Oewar flask and cryobiological storage and inventory system for ultra tou teoper ature storage
of laboratory seqtes. System to inc~ude deuar, Meet frame for t he denar, sanple frame and
storage box system S&q[es are stord in liquid nit rogen. Oenar volume is nominally 110
liters with a working voiune of 90 liters. NEW ADO - NAVY - NAVAL HOSPITAL PORTS#tCUTH CL I NICA1
INVESTIGATION

UNIT OF HEIGHT UIOTH OEPTH WEIGHT WLTS PHASE ANPS HERTZ OEPEN- EITUs/
ISSUE: in: 36 22 0 112 lb 1: --- HZ: WITCH: DENT: HWR :

5A m: o 0 0 0 kg 2: --- n/a n/a n/a n/a
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I u2700 I 7310 I CONTROL STATION, M~Ui.AR, WTPATIENT I A A A . . I . A . . . . I

Straight mdular workstation to be integrated into the reception area in outpatient c1 inic
areas. Pat i ent side to have stand up work surface. Staff side to be provided with sit down
work surface, drawers, keyboard trays, and paper management devices. Task 1 ighting to be
provided below stand up counter on the staff side of the control station.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: o 0 0 0 lb 1: 120 - 3 HZ: SWITCH : OENT: HWR:

EA cm: 109 185 81 0 kg 2: --- 60 NO NO n/a

u2705 6530 STRETCHER, MOBILE , CRS, TAPERED HEAD SEC cc c.. . . . . . .

9 positions, mobi [e stretcher. Al 1 corrosion resistant stainless steel construction. It
consists of a tubular frame with side rails, a 9-position hydraulic base with pnematic fouler
adjustment, and a 2’1 pad. Unit is mounted on 10’1 conductive casters. Oesigned for patient
transport as wel 1 as for minor surgi ca 1 procedures of the head and neck. Head section is
narrowed to permit better access to the head and neck. Used frequently in ora[ surgery, ENT
and ophthalmology.

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 32 30 77 228 lb 1: --- HZ: SWITCH: DENT:

EA. 81 76
HWR :

cm: 196 103 kg 2: --- n/a nla nla nla

I U2745 I \ SUEEPER/SCRUBBER, STREET I.e. ..l I I

I SUEEPER/SCRUBBER, STREET, LIQUID-COOLED, 4 CYLINDER ENGINE, 44 HP. 12 VOLT ELEC TRIC STARTER.
GASOLINE OR LP . NEU - NAVY - FOR NEU PARKING STRUCTURE, NAVAL HOSPITAL, PORTSMWTH I

UNIT OF HEIGHT UIDTH OEPTH MEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: O 0 0 0 lb 1: --- HZ: SUITCH: DENT:

EA
HOUR :

cm: o 0 0 0 kg 2: --- nla nla n/a n/a

U4005 6685 BARC44ETER , UALL MWNTED , CAL STATION cc c.. . . . . . .

Barometer, Ual 1 Mounted, Cal Station.

WIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: O 0 0 0 lb 1’: --- HZ: SUITCH: DENT:

EA
HWR :

cm: o 0 0 0 kg 2: --- nla n/a nla n/a

U4010 7125 BED, MURPHY cc c.. . . . . . .

Bed, Murphy.

UNIT OF HEIGHT U1OTH DEPTH UE 1GHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 0 lb 1: --- HZ: SUITCH: DENT:

EA
HWR :

cm: o 0 0 0 kg 2: --- nja nla n/a nla

Iu4015 16530 lHYpO/HypERTHERMIA Apparatus, REcESSED IA AA. .I . . . . .. I I

*

Hypo/Hyperthermia Apparatus, Recessed.

UNIT OF HEIGHT U1OTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 0 lb 1: --- HZ: WITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- nla nla nla n/a
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U4020 7110 CABINET , CERAMICS, GREENUARE AND BISOUE cc c.. . . . . . .
I

Cabinet, Ceramics, Greenware and 8 i sque.

UNIT OF HE 1GHT UIOTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 0 0 0 0 lb 1: --- HZ: WITCH: OENT: HOUR :

2A cm: o 0 0 0 kg 2: --- n/a n/a tia n/a

U402S 7110 BOARD, BULLET IN, 60X60X0
I

AA A.. . . . . . .
I

Board, But let in, 60x60xD.

UNIT OF HEIGHT UIDTH OEPTII WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: o 0 0 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: o 0 : 0 kg 2: --- n/a nfa n/a Wa

U4030 6530 CABINET, EXAMINATtOt4 U/URITIl/G TOP
I

ccc. . . . . . . .
,

Cabinet, Examination U/Uriting Top.

UNIT OF HEIGHT WIOTH DEPTH WEIGHT VOLTS PHASE AKPS HERTZ OEPEN- BTUs/
I SSuE : in: o 0 0 0 lb 1: --- HZ: WITCH: OENT: HOUR :

EA cm: o 0 0 0 kg 2: --- nfa n/a n.la nla

U6035 &w MEOICAL GAS SERVICE UNIT, WALL, NOTE: AAA.. . . . . . .

Medical Gas Service Unit, Ual 1, Note:
t

UNIT OF HEIGHT U1OTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: O 0 0 tb 1: --- HZ: WITCH: DENT: HOUR :

2A cm: o ; o 0 kg 2: --- nfa tia n/a n/a

U4040 7110
I

CHALKBOARD, SIZE AS REWIRED AAA. . . . . . . .

chat lkbeard, Size as required.

UNIT OF HEIGHT UIDTH OEPTII WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- 8Tus/
1SSUE : in: o 0 0 0 Lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- n/a nla nla nfa

U&us 7110
I

CLOCK, BATTERY DPERATEO , 24 HWR , ZULU
I

ccc. . . . . . . .
, I

Ctock, Battery Operated, 24 Hour, Zulu.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN - STUs/
ISSUE : in: o 0 0 0 Lb 1: --- HZ: SUITCH: OENT: HWR :

EA cm: o 0 0 0 kg 2: --- n/a n/a n/a , n/a

U4050 5805
I

TELEPHONE, DESK, 1 L 1NE AA A.. . . . . . .
I I

Tete#mne, Desk, 1 Line.

UNIT OF HEIGHT U1OTH OEPTH WEIGHT VULTS PHASE AUPS HERTZ OEPEN- BTUs/
1SSUE : in: o 0 0 0 lb 1: --- HZ: SWITCH: DENT: HOUR :

2A cm: o 0 0 0 kg 2: --- n/a n/a n/a n/a
I 4

0:,!,
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U4055 5805 TELEPHONE, UALL MOUNTED, 1 LINE AA A.. . . . . . .

Te(ephone, Ual 1 Mounted, 1 Line.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
1SSUE : in: o 0 0 0 lb 1: -,-- HZ: WITCH: DENT : HOUR:

EA cm: o 0 0 0 kg 2: --- n/a nla n/a nla

u4060 5805 TELEPHONE, WALL MOUNTED, MULTIPLE LINE AA A.. . . . . . .

Telephone, Wall Mounted, Mu(tiple Line.

UNIT OF HEIGHT UIDTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
ISSUE: in: 0 0 0 0 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- nla nla nla n/a

u4065 5805 TELEPHONE , U/MNTD , 1 L 1NE, U/SPEAKER AA A.. . . . . . .

] Telephone, H/Mounted, 1 Line, W Speaker. I
UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 0 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- nla nla n/a nla

U4070 5805 TELEPHONE, DESK, MULTIPLE LINE AA A.. . . . . . .

I Te,ephone, Desk, Mu[tiple Line.
I

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: O 0 0 0 lb 1: --- HZ: WITCH: OENT: HOUR :

EA cm: o 0 0 0 kg 2: --- n[a nla n/a n/a

U4075 5805 TELEPHONE , DESK, U/SPEAKER AA A.. . . . . . .
, 1
\ Telephone, Desk, U/Speaker. I

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE : in: O 0 0 0 lb 1: --- HZ: WITCH: DENT : HOUR :

EA cm: o 0 0 0 kg 2: --- nla n/a nla n/a

u4080 5805 TELEPHONE , U/MNTD , MULT LINE, U/SPEAKER AA A.. . . . . . .

Telephone, U/Mounted, Nut t Line, U/Speaker.

UNIT OF HEIGHT UIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 0 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- n/a nla nia n/a

u4085 5805 TELEPHONE, U/MNTD, UATERPRCK)F AA A.. . . . . . .
,
I Telephone, U/Mounted, Waterproof. I

UNIT OF : HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : “: o 0 0 0 [b 1: --- HZ: SUITCH: DENT: HOUR:

EA ~: D o 0 0 kg 2: --- nl a n/a n/a n/a
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CATEGORY : ANAV1
-JSN

UTILITIES
NSN NOMENCLATURE RVFAH 123456

U4090 TELEPHONE, U/MNTD HANDSET, UATERPRWF
I

Ah A..
I

Telpheone, Mal hunted, mlti tinewith speaker including cordtess hadset for us e in
oiperet ing room envi ronnents. Ua( 1 mounted base unit should be waterproof to pemi t easy
decontamination.

WIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PNASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: O 0 0 D lb 1: ---

EA
HZ: SWITCH: OENT: HWR :

cm: o 0 0 0 kg 2: --- II/a tia nfa n/a

U40% 7290 HOLOER/CUTTER, PAPER, NRAPPING A L A........
I

Holder/Cutter, Paper, Wrapping.

UNIT OF HEIGHT UIOTH DEPTH WEIGHT VOLTS PHASE AJ4PS HERTZ OEPEN- BTUs/
1SSUE : in: 12 28 12 0 lb t: ---

EA
HZ: SWITCH: DENT: HWR :

cm: o 0 0 0 kg 2: --- 0 NO NO nfa

U4100 6520012515400 BLOWGUN, AIR, LEVER TYPE, W1OFT HOSE cc c.. .. C...

Air Blowgun, lever type control. Uith 10 ft coi(td rubber hose with quick disconnect. NOTE:
the NSN is for the btougun only the hose Qsseubly is 6520012515401.

UNIT OF HEIGHT UIOTH OEPTH WEIGHT VOLTS PHASE AHPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 0 lb 1: --- HZ: SWITCH: DENT:

2A
HWR :

cm: o 0 0 0 kg 2: --- nJa n/a n/a n/a
4

6520012164954 COUPLER, WICK DISCONNECT AA A.. .. C...
I

Quick disconnect coup[er for dental work bench. Used in Oental Laboratories. Cot@ter
requires 3/8 inch NPT connection.

UNIT OF HEIGHT WIDTH OEPTH WEIGHT VOLTS PHASE ANPS HERTZ DEPEN- BTUs/
ISSUE: in: 0 0 0 0 lb 1: ---

EA
HZ: SWITCH: DENT: HWR :

cm: o 0 0 0 kg 2: --- n/a n/a n/a n/a

cc c.. . . . . . .

Large animsl cage. Characteristics/components inc[ude durable and reinforced fiberglass; a
shel( that resists stains, scratches and wear; mildew resistant; and a drain uith strainer.
Cage used to house large animals. Unit price is based on requester requirements.

UNIT OF HEIGHT WIDTH OEPTH NEIGHT VOLTS PHASE AMPS HERTZ OEPEN- OTUs/
1SSUE : in: o 0 0 0 (b 1: ---

EA
HZ: SWITCH: DENT: HWR :

cm: o 0 0 0 kg 2: --- 0 NO NO nla

VOO06
I

KENNEL, LARGE ANIMAL, INTENSIVE CARE .C . . . . . . . . . .

Kennel, Large Animal, Intensive Care, Mobile with CCU door. Used to transport o r isolate
patients in criticat care situations. Stainless Steel, 60 3/4” U x 30 3/6Va D x 37’] H. CCU
Door controts oxygen and temperature, provides fittered ve ntilation and ai(ows hunidity
control, I.V. administration and can be fitted wit h 6 nebulizer. (ADo - NAVY, PORTSNWTH -
CLINICAL INVESTIGATION)

UNIT OF HEIGHT UIDTH OEPTH WEIGHT VOLTS PHASE 4JtPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 tb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: ; o 0 0 kg 2: --- n/a nfa n/a n/a

O.’ !,,,, ~
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@

VOO07 CAGE , TRANSPORT, ALUMINUM, LARGE .C . . . . . . . . .

Cage, Transfer, Aluninun, for Large Animals. Dimensions: 28 1/2 U x 87 L x 51 H.
Construct ion: series 6000 aluninun at toy and other non-corrosive mater iats. Guillotine
doora on either end, individual lY removable bars, squeeze back. (ADD - NAVY, PORTSMWTH -
CLINICAL INVESTIGATION)

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 0 lb 1: --- HZ: SUITCH: OENT: HOUR :

EA cm: o 0 0 0 kg 2: --- n/a n/a n/a nla

vOO08 RACK, SINGLE CAGE , PRIMATE c . . . . . . . . .

Rack, Single Cage, Primate, 2 tiers, holds 2 cages per tier. Dimensions: 59” U x 31” D x 93
1/2” H. Cage part nmber NSS-2434, dimensions: 24” W x 28” D x 3 4!’ H. Stainless Steei
excreta tray and horizontal water supply 1 ine are include d. Other accessories such as f ceders
and water bottles, ect. are ordered sepera tely. (ADO - NAVY, PORTSMOUTH - CLINICAL
INVESTIGATION)

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: o 0 0 0 lb 1: --- HZ: SUITCH: OENT: HOUR :

EA cm: o 0 0 0 kg 2: --- nla n/a n/a n/a

CAGE, ANIMAL, SMALL cc c.. . . . . . .

Smal 1 animal cage. Characteristics/components inc[ude uater bottle; disposable pan 1 iner;
feeding arrangements; constructed of type 18 to 24 gauge heavy steel; corrosion resistant;
separate ui re floors; and smooth finish for easy cleaning. Cage used to house smal 1 animals.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 14 19 18 22 (b 1: --- HZ: SUITCH: OENT: HOUR :

EA 36 48 46 10 kg 2: --- 0 mcm: NO NO n/a

Vooll CAGE, SQUEEZE , PRIMATE . c . . . . . . . . .

Cage, Squeeze, Primate, Aluminun. Dimensions: 29” U x 45 1/2” L x 50” H. USed for
transferirestraint of large primates. Fabricated of Highly corrosion resis tant aluminum alloy
extrusions and sheet material. Manua 1 [ y operated screw-type squeeze mechanism, open design
for visibi 1 ity, removable clear acrylic sheet si de panels, removable staintess steel excreta
pan. (ADD - NAVY , PORTSMOUTH - CLINICAL INVEST 1GATION)

I VOO12

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 0 0 0 0 lb 1: --- HZ: SUITCH: OENT : HOUR :

EA cm: o 0 0 0 kg 2: --- n/a nla n/a n/a

\ HCWING, GROUP, EXERCISE UNIT I.e. ..l . . . . ..l

Stainless Steel Group Housing/Exercise Unit for smal 1 and medium primates. Oime nsions: 45”
u x i’011 1. x 82 1/21’ H, Floor area: 17.2 sq ft. Fabricated of high chrome, high nickle, ‘and
highly corrosion resistant type 304 stainless steel. Accesaori es i tams such as bowls, T-Bar
dol lys, watering units, water bottles, dr inking tub-as, etc. are ordered separately. (AOO -
NAVY , PORTSMOUTH - CLINICAL INVESTIGATION)

UNIT OF HEIGHT U1OTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN - BTUs/
ISSUE: in: o 0 0 0 lb 1: --- HZ: SUITCH: OENT: HOUR :

EA cm: o 0 0 0 kg 2: --- nla n/a n/a n/a
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CATEGORY : ANAVI UTILITIES
JSN NSN NOMENCLATURE RVFAH 123456

VO015 TA8LE , EXAM/TREAT , AN INAL, CRS, 33x20x72 cc c.. . . . . . .
I

1

I VO020

Animal exam/treatment table. Characterist ics/c~ents include type 304 (corrosion
resistant ) stainless steel; non-magnetic; fabricated uith turned dwn edges and fully welded
corners; and stabi 1 ized with H-brace sqports. Table is used for exemimtion and treatment of
aniraa(s.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT WLTS PHASE AMPS HERTZ OEPEN- BTUS/
1SSUE : in: 33 20 115 lb 1: --- HZ: SWITCH: OENT: HOUR :

2A cm: 83 51 lE 52 kg 2: --- 0 NO NO nla

CLIPPER, HAIR, AN1)LAL
I

cc c.. .A . . . .

Animal hair clipper. Characteristics/components include electric; detachable head;
CY( indrical housing; c1 ips area 44 um wide; vibrationless operation; freely interchangeable
blades in the head; capable of using size 10 blades for primary clipping to remove a heavier
coat or where skin is thin, and size 40 blades for prepsring a surgical area withwt abrasion.
C[ippers are used for c~ipping Laboratory animal hair.

UNIT OF HEIGHT WIDTH OEPTH WIGHT WLTS PHASE AJfPS HERTZ OEPEN- BTUs/
ISSUE: in: 0 2 8 26 Lb 1: 120 - 3 HZ: WITCH: OENT: HOUR :

EA cm: o 5 19 737 kg 2: --- 60 NO NO n/a

vO025
I

SCALE, UEIGHING, ANIMAL, LARGE
I

CCC.. .A . . . .
I

Large animal weighing scale. This is Q microprocessor-control ted sca[e with renmte weighing
platform on 10 feet cable. Scale reads to 100 (bs/fi5 kg ui th accuracy of (+/-) 0.02 percent of
capacity. For weighing animals, sanples in fune hoods or other isotated enviromnents.

UNIT OF HEIGHT WIDTH OEPTH WIGHT WLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 7 13 19 57 lb 1: 120 1 - HZ: ‘WITCH: DENT: HOUR :

EA cm: 17 33 48 26 kg 2: --- 60 NO NO nla
) 1

vO026 8ALANCE, OIAL-O-GRAM, ANIMAL U/BOX .C . . . . . . . . .

Reinote Piatform Scale with remote weighing p[atform on 101 cable used for weighi ng animals.
Scale reada to 100 (bs. with accuracy of +/- 0.02%. Unit dimensiorts : 19” L x 13” U x 6 1/2”
H, ueighing platform dirnentions: 16 1/6” 1 x 14 1/4” u x 5 7/8” H. Includes cord and ptug for
120V circuits. (AOD - NAVY, PORTSMOUTH - CLINICAL INVESTIGATION)

UNIT OF HEIGHT WIDTH OEPTH WIGHT VOLTS PHASE AMPS HERTZ OEPEN- 8Tus/
1SSUE : in: o 0 0 0 Lb 1: --- HZ: SUITCH: OENT: HOUR :

EA cm: o 0 0 0 kg 2: --- n/a n/a n/a n/a

VO030
I

TA8LE, OPERATING, VETERINARY, HYDRAULIC cc c.. OA . . . .
I

Veterinary operating table. Characteristics/components include stainless steel; corrosion
resistant construction; etcvation adjustmnt range frun 36u to fi911 high; sanitary desigh to
minimize places for debris; accommodates animals weighing 175 to 350 (+) lbs; ad waterproof
outlets. Table is used for surgicol procedures on medim to [arge animals.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 73 49 700 [b 1: 120 1 - HZ: SWITCH: DENT: HOUR :

2A cm: 185 E 124 0 kg 2: --- 60 NO NO tia

O
,,
!:
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m

P!!Y!-

LVO045

‘PE-

LEL

CHAMBER , HYPERBARIC, ANIMAL cc c.. .A. ..F 1
Animal hyperbaric chamber. This unit is a horizontal laminar flow exposure chamber with a
unique inlet and outlet baffle- p[enun configuration. The unit is designed for an even
distribution of ai rf low across the chamber providing uniform concentrations of particulate or
vapors and near uniform air conditions. The chamber is useful as an aid for providing
control led (evels of contaminants to animsls or plants in such a way as to be reproducible, and
to minimize unwanted variables.

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 48 36 24 0 lb 1: 120 1 25 HZ: SUITCH: DENT: HOUR :

EA cm: 123 92 61 0 kg 2: --- 60 NO NO n/a

UASHER , PRESSURE, VETER 1NARY, HOT WATER AA A.. DA . . . .

Veterinary hot water pressure washer. This is a compact pressure washer that is easily
transported and prepared for operation. Characteristics/components include trigger control
that enables the operator to shut off the water flo~ away from the machine; a detachable power
unit with bui it-in carrying handles; soap/ rinse cycles control led by the nozzle on the wand;
and variable pressure for different cleaning jobs. This unit is used for cleaning veterinary
equipment in hospitals.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 37 20 17 86 lb 1: 120 1 - HZ: SUITCH: DENT: HOUR :

EA cm: 94 51 44 39 kg 2: --- 60 NO NO nia

6640 uAsHERnANIT I ZER, CAGE, STM, 75 HX35W168L AA A.. DF DA..

Cage washer/sanitizer. Character st i es/components inc Lude tunnel type; enclosed steam
cabinet; type 304 CRS; integral 39 gal wash and rinse tank; 36 in Hide CRS conveyer belt with
speed variator; 3 HP motor-driven punps for wash and rinse section; automatic controls in CRS
switch box; operates on 115 VAC; start-stop buttons in oi ltight switch boxes at each end;
thermostatically controlled heaters to provide 160-190 degrees F. wash and rinse water and 180
degrees F. sanitizing water; two vent stacks with automatic dampers; marine light in tunnel; 1
in. NPT hot water (20-60 PSIG) 1 in. NPT steam (10-60 PSIG) 3/4 in. NPT return, 8-12 in.
diameter vent and 3 in. NPT drain. Unit is used for washing and processing genera 1 purpose
cages, cage pans ‘and accessory cage equifxnent.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 75 35 168 10;000 lb 1: 230 3 - HZ: SUITCH: DENT: HOUR :

EA cm: 191 89 427 4,530 kg 2: --- 60 NO NO n/a

6640 UASHER/SANITI ZER, CAGE , LARGE, 86x54x240 AA A.. DF. A..
~

Large cage washer/sanitizer. Characteristics/components include enclosed steam cabinet; type
304 CRS; large capacity water tank; 36 in wide CRS conveyor belt w/speed variator; 7 HP
pre-wash pwp nwtor; 7 HP - motor for wash & rinse section; auto/controls in NEMA - 12
housing; start-stop buttons in oi ltight switch boxes at each end; thermostatically control led
heaters to, provide 110-120 degree F. pre-wash water, 160-170 degree F. wash water a 170-180 ~
degree F. rinsing- sanitizing water; vent stacks with auto/dampers; marine 1 ight in tunnel; 1/2
in NPT cold water (20-50 PSIG) 1 1/4 in NPT hot water (20-60 PSI G), 1 1/4 in steam (10-60
PSI G), 3/4 in NPT return, 3 in NPT drain & 8 in diameter vent; and capacity of 3,000 cages in 6
hrs. Unit is used for processing cages & accessories.

UNIT OF HEIGHT UIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 54 240 10,000 [b 1: 230 3 - HZ: SUITCH: DENT: HOUR :

EA cm: 2: 137 610 4,530 kg 2: --- 60 NO NO nla

~“
-,..
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b

VD065 6530 RACK, R(X)ENT, 5 TIER ccc. . . . . . . .

Rodent rack. Characteristics/carqmnents inc[txie five tier high racks with ny[on sqmrt
rai 1s; type 304 corrosion resistant steel construction to withstard repeated long term washing
and dryi n~ by mechanical washers; brake controls on ons psi r of casters; and suspension &sign
to minimize movement of individual cages. Rack used for care of rodents in research
facilities.

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: ?4 20 59 0 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 187 51 150 0 kg 2: --- 0 NO NO n/a

VD067
I

RACK, ROOENT , & TIER, 20 CAGES PER RACK .C. . . . . . . . . 1
Rack, Rodent, StainLess Steei, 4 Tiers with 5 cages per tier, 20 cages per rack. Nolmted on
5 inch chrome piated casters with brakes. Accessories such as cage s, watering units, feeders
ect. are ordered seperatety. (ADo - NAW, PORTSMWTH - CLINICAL INVESTIGATION)

UNIT OF HEIGHT UIDTH OEPTH NEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BT’us/
ISSUE: in: 0 0 0 0 ib 1: --- HZ: WITCH: OENT:

EA
HWR :

cm: o 0 0 0 kg 2: --- Wa n/a n/a n/a

VO069 RACK, UOUSE, 5 TIER, 25 CAGES PER TIER .C . . . . . . . . .
I, I

Rack, House, 5 tier, stainiess steel, 5 cages per tier, 25 cages per rack, mount ed on 5“
chrome plated casters. Accessory i terns such as Cages, f ceders, uater s ystems, etc. are
ordered seperate[y. (ADD - NAW, PORTSMOUTH - CLINICAL INVESTIGATION)

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: O 0 0 lb 1: --- HZ: WITCH: DENT :

Eli
HWR :

cm: o ; o 0 kg 2: --- n/a n/a n/a rda

VO070 RACK, MOUSE, 4 TIER, 20 CAGES PER RACK .C . . . . . . . . .
1

Rack, Mouse, 4 Tier, 5 cages per tier, 20 cages per rack, mountd on 51’ chrome p (ated
casters. Accessory i terns such as cages, feeders, water systems, etc. are ordered seperate(y.
(ADD - NAW, PORTSKWTH - CLINICAL INVEST 1GATION)

WIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- OTUs/
1SSUE : in: o 0 0 lb 1: --- HZ: SWITCH: OENT: HWR :

EA cm: o 0 : 0 kg 2: --- n/a n/a n/a nfa

VO072 RACK, FERRET, 4 TIER, 24 CAGES PER RACK .C . . . . . . . . .

Rack, Ferret, 6 Tier, 6 cages per tier, 24 cages per rack. Stainless Steel cage s with #2
Hire mesh in the top half of cage doors. Each rack to include 6 stain iess steel refuse pans
and 5 sq ft of animl space. Racks arae munted on 5“ he avy duty stainless steel casters, 2
locking. (ADD - NAW, PORTWWTH - CLINICAL INVESTIGATION)

UNIT OF HEIGHT WIDTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 0 0 0 0 (b 1: --- HZ: SWITCH: DENT:

EA
HWR :

cm: o 0 0 Okg 2: --- n/a n/a n/a n/a

O,,
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I VO074 I RACK, RABBIT, 6 CAGES PER RACK l. c . . .]......] I

Rack, Rabbit, 3 Tier, 2 cages per tier, 6 csges Wr rack. Racks constructed enti rely of type
304 Stainless Steel tubing with 16 ga. wall thickness. Mounted on 5“ heavy duty stem-type
copper/nickel/chrome plated casters. Rack dimensions: 59” u x 25 1/4” D x 71 1/2” H.
Accessory items such as cages, cage floors, feed ing bowls, water systems, etc. must be ordered
seperate~y. (ADD - NAVY, PORTSMOUTH - CLINICAL INVESTIGATION)

UNIT OF HEIGHT WIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: o 0 0 0 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2:--- nla nl a nla n/a

vO076 RACK, RABBIT, 3 CAGES PER RACK c . . . . . . . . .

Rack, Rabbit, 3 Tier, 1 cage per tier, 3 cages per rack. Racks constructed enti rely of type
304 Stainless Steel tubing with 16 ga. wall thickness. Mounted on 5“ heavy duty stem-type
copper/nickel/chrome plated casters. Rack dimensions: 29 1/2’1 W x 25 1/4” D x 71 1/2” H.
Accessory items such as cages, cage floors, ing bowls, water systems, etc. nwst be ordered
separately. (ADD - NAVY, PORTSMOUTH - CLINICAL INVESTIGATION)

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 0 lb 1: --- HZ: WITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- nla n/a nla n/a

vO078 RACK, CAT, 4 CAGES PER RACK . c . . . . . . . . .

Rack, Cat, 4 stainless steel cages per rack. Includes resting boards, stainless steel
feeders, card holders and stainless steel waste pans. Racks are mounted on 5“ heavy duty
stainiess steel casters, 2 locking. (ADD - NAVY, PORTSMLMJTH - CLINICAL INVESTIGATION)

UNIT OF HEIGHT WIOTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/ m

1SSUE : in: o 0 0 0 lb 1: --- HZ: SWITCH: DENT: HOUR :
EA cm: o 0 0 0 kg 2:--- n/a n/a n/a nja

VO080 CAGE, CAT, SQUEEZE . c . . . . . . . . .

Cage, Cat, Squeeze, Transfer/restraint unit for smell animals. (need cat cut) (ADD - NAVy,
PORTSMOUTH - CLINICAL INVESTIGATION)

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 0 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- nla n/a n/a nla

vO082 RACK, GUINEA PIG, 15 CAGES PER RACK . c . . . . . . . . .

Rack, Guinea Pig, Stainless Steei, 5 Tier, 3 ca9es Per tier, 15 ca9es Per rack. Each rack
includes stainless steel refuse pans. Each cage includes stainleas s teel feeders. Mounted on
511 heavy duty stainless steel casters, 2 locking. (ADD - NAVY, PORTSMOUTH - CLINICAL ‘
1NVEST 1GAT ION)

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 0 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2:--- nla nla nla n/a

RACK, HAMSTER, 20 CAGE CAPACITY .C . . . . . . . . .

Rack, Hamster, 20 cage capacity, Stainless Steel, 20 cages per rack. Accessory items such as
cages, feeders. water bottles, etc. are ordered separately. (AOD - NAVy, pORTSMWTH - CLINICAL
INVESTIGATION)”

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
0

1SSUE : in: o 0 0 0 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- nla n/a nla n/a
I I 1 1 , I
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Iw CAGE, METABOLISM, 8 PER UNIT . c . . . . . . . . .
I

Cage, )tetabot i am, consisting of a stainless steel rack and 8 mtabol ic cages per rack. Cages
are positioned on removable shelves. Cage size: 12[1 u ~ 15!1 D ~ 2 51: H. Rack has f~r 5!1

dia. neoprene casters, 2 with brakes. (ADD - NAW, PORTSNWTH - CLINICAL INVESTIGATION)

O:’,.,,

UNIT OF I HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AJ4PS I HERTZ DEPEN- 118TUs/
1SSUE : in: O [b 1: --- HZ: WITCH: DENT: HOUR :

EA cm: : : : 0 kg 2: --- n/a nfa rife tia

]VOD8J3 I I CAGE, META80LISJ4, 16 PER UNIT I.e. ..l . . . . ..l I

Cage, Netabo( ism, consisting of a stainless steel rack and 16 metabolic cages pa r rack.
Cages are positioned on removable shelves. Cage size: 12x’ U x 15” D x 5“ H. Rack has four 5“
dia. neoprene casters, 2 with brakes. (ADO - MAW, PORTSMWTH - CLINICAL INVESTIGATION)

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE ANPS HERTZ OEPEN- BTUs/
ISSUE: in: 0 0 0 0 lb 1: --- HZ: WITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- n/a nfa Wa nfa

UACHINE, EAR TAGGING .C . . . . . . . . .

Machine, Ear Tagging. Need nxtre infomnation. (ADO - NAW, PORTSMOUTH - CLINICAL
INVESTIGATION)

UNJT OF HEIGHT UJDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEIJ- BTUs/
ISSUE: in: 0 0 0 0 [b 1: --- HZ: WITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- n/a n/a n/a tia

Vol05 RUN, MODULAR, STAINLESS STEEL . c . . . . . . . . .

Run, Modular, Stainless Steel, inc(udes three 4’ x 6$ runs in each room. Custom designed to
fit rooms. (ADD - NAVY, PORTWWTH - CL JNJCAL INVESTIGATION)

UNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE ANPS HERTZ OEPEN- ETUs/
1SSUE : in: O 0 0 0 lb 1: --- HZ: WITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- nla n/a n/a nla
)

I Vollo 01 SPENSER, BEOO ING, U/CONVEYOR . c . . . . . . . . .
I

Dispenser, bedding, u/36’8 W conveyor. Storage-dispensing hopper 16 GA Stainless Steel,
structure supports are stainless steel. Includes start/stop switch and speed control for the
variable speed drive motor and Start/stop s~itch for the drive motor that powers the cage
conveyor. (ADD - NAW, PORTSRWTH - CLINICAL INVESTIGATION)

UHJT OF HEJGHT U1OTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 0 0 0 0 Lb 1: --- HZ: SUJTCH: DENT: HWR :

EA cm: o 0 0 0 kg 2: --- n/B n./a n/a n/a

LVOI15
I

FJLLER, BOTTLE, FOR LAB ANJMALS . c . . . . . . . . .
I

Fit ler, Bottle, for fi l~ing [aboratory animais’ watering bottie. Includes inter changeable
header with nozzle to fiil 32 oz. bott[es. Header, jets, table and f ram fabricated ent i re[y
of type 304 stainless stee[. manual ball valve - brass . Dimensions: 30’] L x 20” U x 43” H,
loading height, 24”. (ADD - NAW, PORTSIUXJTH - CLINICAL INVESTIGATION)

UNIT OF HEIGHT U1OTH OEPTH UEIGHT WLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: O 0 0 0 lb 1: --- HZ: SWITCH: OENT: HOUR :

EA cm: o 0 0 0 kg 2: --- n/a n/a tia tia

Of,,,,!
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m

V0120 STAT ION, CLEAN/DUMPr HASTE, PORTABLE .C . . . . . . . . .

Uaste management system for [aboratory animals. Construction is stainless steel and two lower
cabinets are designed to hold kraft bags autoc[avable poly vinyl b ag or disposable container
box. Dimensions: 46 1/2” U X 29 1/2’1 D X 66 3/8t’ H. Has retractable 30’ power cord. Unit
inc(udes St! casters with two locking. (ADD - NAVY, PORTSMOUTH - CLINICAL INVESTIGATION)

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 0 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: o. 0 0 0 kg 2: 115 - - n/a nla n/a nl a

RACK, EXCRETA PAN . c . . . . . . . . .

Rack, wash, excreta pen, stainless steel. Complete with stainless steel caster, two fixed
and two swivel. Dimensions: 3611 w ~ 7611 D x 5311 H. (ADD - NAvy, poR.sM~TH . cL]N,I(..~

INVESTIGATION)

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: O 0 0 0 (b 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: 115 - - nla n/a nla n/a .,,

VO130 WORKBENCH, LAMINAR FLOU, MOBILE c . . . . . . . . .
1

Uorkbanch, Stay-Clean, w/laminar flow hood, mounted on casters. Air flow is hor izontal
positive. swivel. Dimensions: 3611 w x 7611 D x 5311 H. Dimensions: 5211 u x 3411 D x 7211 H.
(ADD - NAVY, PORTSMOUTH - CLINICAL INVESTIGATION)

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
1SSUE :

BTUs/
in: o 0 0 0 lb 1: --- HZ: SWITCH: DENT:

EA
HOUR :

cm: o 0 0 0 kg 2: 115 - - n/a n/a nja nla

@

V0135 BIO-CLEAN UNIT, OUO-FLOW . c . . . . . . . . .

Laminar flow bio-clean unit, duo-flow, mounted on casters. Negative or positive flow.
Dimensions: 7211 W ~ 3611 0 x 73 1/411 H. (ADD . NAVy, pORTSM~TH . CL INIf.AL 1NVEST*GATION)

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 0 [b 1: --- HZ: SWITCH: DENT:

EA
HWR :

cm: o 0 0 0 kg 2: 115 - - nla nla nla n/a

ISOLATOR, MICRO, HWSING UNIT . c . . . . . . . . .

Stay-clean system; housing unit, stainless steel w/four shelves to accommodate al I cage sizes.
Used to protect animals from airborne contamination. (ADD - NAVY, PORTSMOUTH - CLINICAL
INVESTIGATION)

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
1SSUE :

BTUs/
in: o 0 0 0 lb 1: --- HZ: SUITCH: DENT:

EA
HOUR :

cm: o 0 0 0 ka 2! --- nfa n la nla nln

I F

... _. ..-, .,-

6515 VENTILATOR, ANESTHESIA, VETRENARY cc c.. .A F...

Anesthesia ventilator. Maintains independent regulation of inspiratory time, inspiratory
flow, and respiratory pause. Monitors tidal volune, system leaks, and autc+natic overflows of
high gas inflows during spontaneous manual bag or mechanical ventilation, with mounting adapter
extension pipe and ctamp for attachment to horizontal or vertical surface. Used in Vetrenary
anesthesia. Tidal vo(une range is O - 300ml or 300 -1600ml.

UNIT OF HEIGHT UIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 13 9 1’0 12 lb 1: 120 1 - HZ: SWITCH: DENT: HWR :

EA cm: o 0 0 12 kg 2: --- 60 NO NO nla
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Imolo 65200114?4654 ENGINE, U/ HANDPIECE, OENTAL, LABORATORY cc c.. .A . . . .
I

Oental laboratory engine and handpiece, portable and electric. Comes with hand engine motor
and detachable straight handpiece, pouer supply, On/off switch. Hand engine’s motor is
electrically operated by 10U OC vottage range 3-20 vo~t. Used in dental laboratories to grind
and polish dental appliances.

UNIT OF HEIGHT UIDTH OEPTH UEIGHT WLTS PHASE AMPS HERTZ OEPEN- BTUS/
ISSUE: in: 4 6 6 1 lb 1: 120 1 - HZ: WITCH: OEHT: HOUR :

2A cm: 10 15 15 1 kg 2: --- 50/60 YES NO nla

UO015 6520012422375 CWPRESSOR OEHYORATOR, DENTAL FIELO cc c.. .A . . . .
I I

Fieid portable dental compressor dehydrator. Generic master item in reusable carrying case.
Includes motor, air ccapressor, storage tank, air dryer, 10 feet (3 Ueter), 3-conductor power
cord and two 10 foot (3 Meter) pressure air hoses. For use with dental operating and treatment
unit, fie(d. Alternate operating electric power source. Special features: shali have
electrical amtor directly cuupled to an air supp(y not less than 5.4 SCFM at 60 PSIG.

UNIT OF HEIGHT UIOTH OEPTH MEIGHT VOLTS PHASE AMPS HERTZ OEPEN- 8TUs/
ISSUE: in: 36 2.$ 160 ib 1: 120 15 HZ: SWITCH: OENT:

~ 61 nkg 2:--’-
HWR :

EA an: 92 50/60 YES NO tia

UO020 652000181%%9 CHAIR ANO STOOL UNIT, OENTAL OPERATING cc c.. . . . . . .
I

Field denta( operating chair and stool unit. Unit has four 3/8 inch threaded holes in chair
base piate to accommodate a dental operating light set. For replacznent stooi, order NSN
6520-01-136-5840: for a replacement case, order MSN 6520-01-136-5826: for replacement chair,
order NSN 6520 -01-136 -5~1. Used with field dental unit to seat patient and dentist.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AI(PS HERTZ OEPEN- BTUs/
1SSUE : in: 46 160 (b 1: --- HZ: WITCH: OENT:

E :;
HOUR :

EA cm: 11? ?3 kg 2: --- n/a n/a n/a n/a

w025 6520012052289 LIGHT SET, OENTAL OPERATING FIELO cc c.. .A . . . .

Field dentat operating tight set. Generic master item in a reusable container. Consists of
tan dental operating unit light with 6 foot (1.8 Reter) electric cord, two connecting upright
posts, hub-mount i ng brackets, har&are, tools, extension cord, and spare bdb. For attachment
to chair and stoot denta( operating unit,6520-00-181-7369. Used uith the field dental
operating unit to i Lluninate the work field.

i
UNIT OF HEIGHT U1OTH OEPTH UEIGHT WLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 0 0 0 lb 1: 120 . HZ: SWITCH: OENT:

; O kg 2:--’-
HCUiR:

2A cm: o 0 50/60 YES NO n/a

NO030 6520012052349 OPERAT iNG ~ TREATRENT UNl T , OENTAL , F lELO
I

cc c.. .. 0...

Field dental operating end treatumt unit, portab~e, air operated. Generic mester item in
carrying case. Consists of triplex syringe, high velocity oral evacuation system, saliva
ejector, water supply tank, foot controller, and accessory kit. Uith three oral evacuator
tips, one dry cuspidor, two coi led handpiece hoses, high speed contra-angle handpiece,
6520-00-103-2858, ad S{OU speed straight handpiece, 6520-00-138-2308. Uses
ccapressor-dehydrator, 6520-00 -139-1246, and ultrasonic prophylaxis unit, 6520-00-162-2906,
for restorative dentistry in the field. For suction apparatus tip, order 6520-01-121-7924, or
6520-01-185-2532.

UNIT OF HEIGHT UIOTH OEPTH NEIGHT VOLTS PHASE AMPS HERTZ OEPEN- 8TUs/
ISSUE: in: 0 0 0 0 lb 1: --- HZ: WITCH: OENT: HCUR :

2A cm: o 0 0 0 kg 2: --- n/a n/a n/a nfa
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*

1.2!EL6520011210696 ] STOOL, DENTAL, LABORATORY Iccc. .l . . . . ..l I

Dental laboratory stool, mobi let adjustable with rectangular seat. IJith adjustable seat
height 18.5 to 24.5 inches (47 to 62 Centimeters) and fixed footrest ring. Unit has spring
loaded height adjustment, four 2 inch castors, four formed legs and bal 1 bearing seat rotation.
Seat size is 17.5 x 14.5 x 2.5 inches. Backrest size is 13.5 x 8 x 1 inches and is attached tc
top of upright by spring loaded pivoting box. Metal shall be enamel painted with optional
colors of yel low, green, beige, sage, gray, sand, honey, cinnamon, chestnut, mocha, mandarin,
rust, forest, and royal. Used in dental laboratories for the technicians to sit at the work
bench.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS
ISSUE :

HERTZ DEPEN- BTUs/
in: 25 24 24 27 lb 1: --- HZ: WITCH : DENT: HOUR :

EA cm: 64 61 61 13 kg ,2: --- n/a nla n/a nla

UO040 6520001490123 AMALGAMATOR , ELECTRIC, DENTAL cc c.. .A . . . .

Electric dental amalgamator. Unit has variable speed of 2900 to 4300 RPM. Used to prepare
dental amalgam for filling cavities. Coinas with power cable assembly mmtor, retainer, capsule,
switch and 1-30 second timer motor.

UNIT OF HEIGHT UIDTH DEPTH HE 1GHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE : in: 5 6 4 2 lb 1: 120 1 1 HZ: SUITCH: DENT: HOUR :

EA. cm: 13 15 10 1 kg 2: --- 60 NO YES n/a

ULO1O 6640011770120 SHARPENER, MI CROTOME, KNIFE, AUTOMATIC cc c.. EA . . . .

Automatic microt~ knife sharpener. Used in medical laboratories to sharpen btades, to make
sectiona~ cuts for slide preparation. Unit comes with two glass honing plates, coarse abrasive
4.2 ounces ET-2, fine abrasive 1.4 ounces BT-2 and an inspection block. m

UNIT OF HEIGHT UIDTH DEPTH UE I GHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 17 14 20 0 lb 1: 120 1 1 HZ: SWITCH: DENT: HOUR :

EA cm: 43 36 51 0 kg 2: --- 50/60 YES NO n/a

I UL020 6640011772647 TISSUE PROCESSOR, LABORATORY, AUTOMATIC cc c.., .D . . . .

Solid state tissue embedding system consisting of heated chamber with digital temperature
readout adjustable frcss ’50 to 70 degrees Centigrade, cooling platform with digital temperature
readout, paraffin dispenser, illuminated ~ork area and forceps warmer. Used in laboratories to
prepare a wax mounting of a tissue sectioning for a subsequent microscopic exam.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: O 0 0 0 lb 1: 120 1 - HZ: WITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- 50/60 YES NO n/a

6640011764625 I TISSUE PROCESSOR, LABORATORY, AUTOMATIC I C C C . . I . D . . . . ‘1

Automatic (aboratory tissue processor. Tissue compartment capacity 150, process stages 10
so(vent and 4 infiltrating media. Comes with base modute, computer keyboard panet, display
pane(, and tissue processing module. Accessories supplied are, tissue basket, 10 reservior
bottles with caps, 2 purge botttes with caps, reagent start up kit, magnetic stir bar, 2
charcoal pillows and racks or equivalent device to eliminate reagent furies. Used in
laboratories to prepare a wax mounting of a tissue sectioning for subsequent microscopic exam.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 35 20 25 0 lb 1: 120 1 - HZ: SWITCH: DENT: HOUR :

EA cm:$ 89 51 64 0 kg 2: --- 50J6?i0 YES NO nj a
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UL030 66400$1701180 CENTRIFUGE, LABORATORY cc c.. .Q . . . .
, I

I UL035

Laboratory centri f We. Unit incltxles controls and autotransformer or 7-step rheostat and
safety cap. Accessories inc(@ a six place x 1S mi(iliter horizontal head, six 15 mililiter
shie(ds, six rtir cushions, pwer cord 5 foot long and rubber feet. Used in lab-oratories for
sample preparation.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT WLTS PHASE AMPS HERTZ OEPEN- BTus/
ISSUE: in: 0 lb 1: 120 1 -
EA

HZ: SWITCH: OENT:
;: : E

HOUR :
cm: O kg 2: --- S0/60 YES NO nla

6640012052423 CENTRIFUGE, LABORATORY, BENCH TOP Ccc. .. o....

Laboratory bench top centrifuge. Used to prepare laboratory sanples. Unit inc(udes timer,
tachaneter, brake and power suitch and a safety latch. This is OEP provisioning.

UNIT OF HEIGHT WIDTH OEPTH UEIGHT WLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: O lb 1: 120 1 - HZ: SWITCH: OENT:

EA X :: ::
HOUR :

m: O kg 2: --- 50/60 YES NO n/a

UL037 6640011634213 CENTRIFUGE, LABORATORY cc c.. .0 . . . .

Laboratory centrifuge. Usd to prepare laboratory samples. Unit includes timer tachometer,
brake and On/off switch, 4-place horizontal rotor with 4 corrosionresisting steel caps, color
coded test tube adapters uith a capecity of tuentyfow 13x1OO milimters tubes, four color
coded test tube adapters with a capacity of eighteen 16x125 millimeters tubes. Will be capable
of speed selection ranging up to 6000 RPM, tachometer reading a fainimun of 6000 RPM in 200 RPM
increments, variable of high/low brake, safety cover inter(ock system, unbalance sensor,
removable guard bwl. This is a OEPMEOS item uith provisioning.

UNIT OF HEIGHT U1OTH OEPTH NEIGHT WLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 39 58 44 128 lb 1: 120 1 - HZ: SWITCH: OENT: HWR :

EA cm: 99 148 112 58 kg 2:--- 50/60 YES NO n/a

UL040 6640012052422 CENTRIFUGE, LABORATORY, MICROHEMATOCRIT cc c.. .A . . . .

Hicrohematocrit laboratory centrifuge. Used in laboratories to prepare b~ood sanples for
testing. Pouered by six 1.5 vo~t size C managese-a(ka(i batteries. Unit may operate on 115
VAC, 60 HZ by use of a power supp~y. The adapter stock rurtber is 6640-01-070-1500. Unit has
an internal control for bottery checks and prograntned centrifugation time of three minutes
Wenty seconds at 11,500 RPII!.

UNIT OF

I
HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE ANPS

ISSUE :
HERTZ OEPEN- BTUs/

in: 3 0 lb 1: 115 - -
EA

HZ: WITCH: OENT:
8 1: z

HOUR :
cm: O kg 2: --- 60 NO YES n/a

luLo45 16610011732334 IOEWNERALIZER,U ATER,5GPH, mx6x9 lccc. .lJA . . ..l I

Ion exchange water demineralize. Unit has a flow rate of 5gph. Unit comes uithou~

cartridges. It comes with e base, quality check meter, outlet tubing with spring c[anp, wire
electrical cord, transparent water-resistant plastic tower with two rubber cushions. used to
provide demineralized water for mixing solutions throughout the medical faci 1 ity.

UNIT OF HEIGHT IJ1OTH OEPTH UEIGHT VOLTS PHASE AMPS
1SSUE :

HERTZ OEPEN- BTUs/
in: 18 6 9 5 lb 1: 120 1 - HZ: WITCH: OENT: HOUR :

EA cm: 46 16 ~ 3 kg 2: --- 50/60 YES NO n/a

.
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UL050 6640011766232 STIRRER/HOT PLATE , MAGNETIC, LABORATORY cc c.. .0 . . . .

Laboratory hot plate stirrer. Unit includes one stirring magnet one inch long with plastic
tetrafouroethy~ene casing capable of a temperature of 700 degrees farenheit. Unit is used in
laboratories to mix solutions for testing.

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in:, 6 11 0 lb 1: 110 1 8 HZ: SUITCH: OENT : HOUR :

EA cm: 16 28 2; O kg 2: --- 50/60 YES NO n/a

I UL055

1.2K

6640011760735 I SHAK1 NG MACHINE , LABORATORY ICCC. .I. D....I I

Laboratory shaking machine. Unit has a capacity of two blood diluting pipettes and includes
an interval timer, on/off switch, adjustable intensity controt, and three conductor pouer cord.
This is a reciprocating type shaker with a cradle type holder. Unit is used in laboratories to
mix cells.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: ‘5 3 6 0 lb 1: 120 T - HZ: SUITCH: DENT: HOUR :

EA cm: 13 8 15 0 kg 2: --- 50/60 YES NO n/a

6640011599293 SHAKING MACH I NE , LABORATORY cc c.. .D . . . .

Laboratory shaking machine. used in laboratories to mix ce(ls or maintain viability of celts.
Unit has a holder capacity of 26 blood CO1 letting tubes and 2 vials of 4C cel 1 control and can
deliver 1 tube at a time. Used uith blood collecting tube 6630-01-119-8575 to mix blood
specimens and other 5 ard 7 mi [ i L iter containing anticoagulant.

UNIT OF HEIGHT UIOTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 6 lb 1: 120 1 - HZ: SUITCH: OENT: HOUR :

EA cm: 12 $: 1: 3 kg 2: --- 50/60 YES NO n/a

UL070 6640011626953 1NCLJBATOR, ORY, HEAT cc c.. .0 . . . .

‘Ory heat incubator. Used in a blood bank to incubate b[ood samples. Unit has a 40 tube
capacity of 12 X 26 mi 1 imeter tubes. Unit has a protective finish, pi lot light, water jacket
and is provisioned for Deployable Medical Systems. The temperature range of the incubator is
37 to 57 degrees cent i grade.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE : in: 3 4 0 4 lb 1: 120 - - HZ: SUITCH: DENT: HOUR :

EA cm: 8 10 0 2 kg 2:--- 50/60 YES NO n! a

UL075 6640012052350 1’NCUBATOR, ORY HEAT cc c.. .D . . . .

Ory heat incubator. Used in laboratories to prepare sanptes. Consists of a heat distribution
p(ate in the floor of the water bath with heating blocks that produce even heat to al 1 sides of
the sim@e wells uithin + or - 0.5 degrees Centigrade temperature cent rol range f ram 25 to 115
degreas Centigrade, on/off sui tch and a heat indicator lamp, uater jacket and provisioning.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 4 15 0 0 (b 1: 120 1 5 HZ: SUITCH: DENT: HOUR :

EA cm: 10 38 0 0 kg 2: --- 50/60 YES NO nla

*
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I

I UL090 6530012621553 RESUSCITATION FLUIDS PRODUCTION SYSTEN
I

cc c.. 8 A....

Resuscitative ftuids production and reconstitution system. Intrevanews irrigation and blood
ce[l wash solution, Large VOIUIIS parenteral, sterile envirormnent for fil Ling/packaging
intravenous and irrigating sotution bags, built-in quality control system to monitor and
control machine system integrity throwghwt the production cycle, ruggedized to withstand
normal fietd hand[ing and vibration and shiphard use, operational use in an anbient (internal
shelter) teqerature range frcm 32 to 120 degrees Farenheit. Used to produce and reconstitute
resuscitative fluids.

UNIT OF HEIGHT WOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 63 38 30 0 lb 1: 120 - - HZ: WITCH: DENT: HOUR :

2A cm: 160 97 76 0 kg 2: --- 50/60 NO NO tia

UL125 6650012052437 SPECTROPHOTfMETER, OIGITAL cc c.. .0 . . . .
I I

Digital spectrophotaneter. Used in laboratories to check for absorbance of light. Unit shalt
have a spectral range of 335/700 MU wavelength, a L- industry tubers 1064 and 19 and a
digitai readout.

UNIT OF HEIGHT U1OTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 8 17 14 35 Lb 1: 120 - - HZ: WITCH: OENT: HOUR :

2A cm: 21 42 36 16 kg 2: --- 50/60 YES NO nfa

I UL130 66300120523~ COGULATION TIMER UNIT, PLAWA cc c.. .0 . . . .

Plasma coagulation timer unit. Used to perform semi-automatic testing uith an instant on
capabilty for stat tests of prothronbin times, partie( thro@roptastin, saline di~utions,
factor assays, thronbin times, quantitative fibrogen assays, and sight beam clot detection.
Unit ccmes uith an integral heating biock, incubator with thermometer and timer, a magnetic
stirrer, digital readout, two stirring wc(la and is suppti~ with 80 curvettes, 100 tips and
200 micro(iter caps.

UNIT OF HEIGHT UIOTH OEPTH UE I GHT WLTS PHASE AMPS HERTZ DEPEN- 8TUs/
ISSUE: in: 0 0 lb 1: 120 HZ: SUITCH: DENT: HOUR :

2A cm: o : : Okg 2:--’- 50/60 YES NO nla

UL135 6640004188010 CWNTER, BLOODCELL cc c.. .A . . . .

Manual blocd cett counter. Used to count baso cells, jwen cells, I* cel~s, umno cells,
nryeio cells, sec celt and stab cel~. Unit has eight keys uith a totatizer that rings a bell
signal at 100 counts, reset device, bell signal, reset device and individual amount windws for
each key.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 0 0 0 6 Lb 1: --- HZ: SWITCH: DENT: HWR :

EA cm: o 0 0 3 kg 2: --- n/a n/a n/a n/a

UL150 6640012356131 UASHER, CELL, BL~ cc c.. .0 . . . .

Btood ce(l Masher. lnctudes integral mixing platform with 8 magnets for securing primary
co(iection bag to shaker platform, built-in 30 minute timer graduated in one minute intervals,
45 inch high pole stand with 4 adjustable support hooks for suspending IV typ solution bags,
and a means of suspending a blood ceil collection recovery pack, 6515-01-235-6088, and waste
receptacle bag, 8105234-9572. 5800 RPM fixed centrifuge speed, requires no more then 1500
miiileter of wash solution.

L

UNIT OF HEIGHT UIDTH DEPTH UEIGHT WLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 150 Lb 1: 120 1 - HZ: WITCH: OENT: HWR :

EA cm: o 0 0 68 kg 2: --- 50/60 YES NO nla
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.EWL155 6640011397457 CENTRIFUGE , LABORATORY, REFR1 GERATED cc c.. .D . . . .

Refrigerated laboratory cent if uge, floor model. Unit is equippad with an autc+natic rate
control for control led acceleration and soft stops, tanperature setting, solid state circuitry.
Unit also has indicators for power, run, brake, door open and malfunctions. It has controls
for rotor speed and time settings, two packages of six rubber balancing disks to be used with
one liter buckets, six place centrifuge rotor, four one liter bucket covers and wind screen,
two additiona( one liter buckets. Used in separating ~hole blood into plasma and packed cells
and platelet rich plasma into plasma and piatelet concentrate.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 0 0 0 1,000 lb 1: 120 1 -

EA
HZ: WITCH: DENT: HOUR :

cm: o 0 0 453 kg 2: --- 50/60 YES NO n/a

UL165 6640011767613 MAClilNE, SHAKING, LAB, RECIPROCATING cc c.. .A . . . .

Laboratory reciprocating shaking machine. Usad in laboratories to mix ce[(s. Unit has a
holder capacity of one tube or other vessel of varied size and shape. Unit includes an
interval timer, pressure actuated switch , rated speed, 740 oscillations per minute.

UNIT OF HEIGHT WIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN-, BTUs/
ISSUE : in: 6 5 7 0 (b 1: 120 1 - HZ: WITCH: DENT: HOUR :

EA ~ cm: 16 13 18 0 kg 2: --- 50/60 YES NO n/a

WL170 6640011656692 VIEWER, AGGLUT1NATION, TUBE, TEST cc c.. .A . . . .

Test tube agglutination viewer. Unit consists of shaded lamp, adjustable neck, base with
adjustsb(e magnifying mirror and on/off switch. Used in a laboratory to perform blood type and
cross matching by viewing test tubes samples for coagulation.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 4 lb 1: 120

EA
HZ: SUITCH: DENT:

cm: o 0 0 2 kg 2:--’-
HWR:

50/60 YES NO nla

UL 175 6640012370564 BATH, WATER, 31 GALLON CAPACITY, 9X

Water bsth. Unit has a stainless steel reservoir with 31 gallon capacity and a stability of 1
degree Centigrade at any temperature within the temperature gauge accuracy range. Unit
includes pilot light, drain, thermometer ~ith holder wire rack and an impeller type 10 liter
Wr minute circulating pwnp. Used to provide a conditioned atnwxphere for culturing cel~s.
The operating ranger of the bath is between 37 and 42 degrees centigrade.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
ISSUE:

BTUs/
in: 36 120 lb 1: 120 1 - HZ: SWITCH: DENT:

EA 2; ;: 92
HOUR :

cm: 55 kg 2: --- 50/60 YES NO n/a

WL180

Water bath. Unit has a stainless steel reservoir constant water level attachment,
thermoregulator mith -0.08/0.08 degree Centigrade accuracy range, 60 degree to 100 degree
Centigrade temperature regulation settings, a thermter”opening, pilot light, one 20-100
degree Centigrade thermter and holder, one fixed diffuser shelf, four detachable diffuser
shelves, four detachable diffuser shelf legs, diffuser shelf adjustable frcm 5 to 7 inches in
depth and it is provisionad. Used in laboratories to provide a constant temperature for
culture and sampte preparations.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 8 26 13 0 lb 1: 120 1 - HZ: WITCH: OENT:

EA 21 66 33
HOiJR:

cm: O kg 2: --- 50/60 YES NO n/a
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U!ms 653001 t7Q336 LIGHT, FLOOR ccc.. .C . . . .
I

Incandescent floor light. Unit has e steel base that is 12.5 inches diameter. Used as a
light source for examination purposes.

UNIT OF HEIGHT tJIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: o 0 0 [b 1: 120 . HZ: SWITCH: DENT:

: 0 kg 2:--’-
HOIJR:

EA cm: o 0 50/60 YES NO Ma

N?tolo 6530007060110 CART, BEO, ORTHO, STRYKER, 17X23X68 cc c.. . . . . . .

Syryker orthopedic bed cart. Unit fnc[txies 4 swivel casters, an aluninun chassis. Unit is
used with a turning frame to move ortho@ic patients.

UNIT OF HEIGHT U1OTH OEPTH NEIGHT WLTS PHASE ANPS HERTZ OEPEN- BTUs/
1SSUE : in: 17 23 68 56 (b 1: --- HZ: SUITCH: OENT:

EA
HOUR :

cm: 44 59 173 25 kg 2: --- n/a n/a We n/a

bR4015 6530011628250 BED, ADJUSTABLE, 32x28x78 cc c.. . . . . . .
I

Adjustable bed. Manual bed with 4 sect$on spring arxl 3 inch casters. Unit inciudes
headboard, footboard, safety sides and crank mechanism. Used as an adjustable bed for hospital
patients.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VULTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 32 28 78 0 tb 1: --- HZ: WITCH: OENT:

2A
HOUR :

cm: 8272 198 Okg z: --- nfa n/a n/a nfa

Folding field hospital adjustable M. Itanua( bed with 4 section spring and 3 inch casters.
Unit includes headboard, footboati, safety sides and crank mechanism. Used as a patient bed ii
a fieid hospital.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT WLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 32 28 0 Lb 1: --- HZ: SWITCH: DENT:

2A 82 72 1~
HOUR :

cm: O kg 2: --- n/a n/a n/a n/a

U!4025 6530011885304 LIGHT, SURGICAL, FIELO cc c.. .A . . . .

Surgical field tight. Light witl work on AC/OC power source. Unit has terraced cone shaped
enamel surfaced reflector, floating arm light adjustment method, a portable carrying case used
as a mounting base, vertical and horizontal supports, tight output of a mininunof 1800 foot
candles at 38 inches fran face of reflector and depth of fie[d from 24 to 42 inches. Spare
parts kit and battery included. Used as a light for surgery in field hospitals.

UNIT OF HEIGHT UIOTH OEPTH WEIGHT WLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 0 0 0 0 lb 1: 115 HZ: SWITCH: OENT: ‘

EA o 0 0 kg 2:--’-
HUJR :

cm: o 50/60 YES NO n/a

ta4Q30 6530011794951
I

LIGHT, CEILING, SURGICAL, 2HEAOS
I

cc c.. .A . . . .

Surgical ceiling light. The light is ceiling munted and has two tanpheads, requires 81 to 86
inches ceiling height. La@eads are counterbalanced and capabte of being positioned
indeperuient(y using articulating arms. Each la@ead is equipped uith a 150 uatt halogen lamp
d 2 handles, 1 permanently attached and 1 detachable and sterilizable. tncludes uall-mounted
potter switch, adjustable intensity control ler and separate on/off switch at each l~ead. For
use as a surgical (ight in harduali shetters in military field medical facilities.

UNIT OF HEIGHT U1OTH OEPTH UEIGHT WLTS PHASE AMPS HERTZ OEPEN- BtUs/
ISSUE: in: 0 0 0 0 (b 1: 120 . HZ: WITCH: OENT:

2A
HtMJR:

all: o 0 0 Okg 2:--’- 50}60 YES NO n/a
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9

I UM035 6645011876997 I CLOCK, TIME, ELAPSED, 12 HR ICCC. .I. A....I

Elapsed time clock. Used in emergency and operating rooms for timing events. This is an
explosion proof stop c(ock uith 12 hours reading in hours, minutes and seconds. The hour and
minute hands are reset by a 16 inch pendant. The sweep hand is reset by a pul ( cord. Unit has
a clear crystal and a 12 inch yello~ dial with block nunerals.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: O 0 0 0 lb 1: 120 1 - HZ: SWITCH: OENT: HOUR :

EA cm: o 0 0 : 0 kg 2: 7-- 50/60 YES NO n/a

E

)

I UM050
I

6530011633760 I CAB INET, BASE, PHARMACEUTICAL,40 R,37X23X18 I C C C . . I . . . . . . I I

Pharmaceut i cat base cabinet sect i on. Unit is a mist green color with two recessed carrying
handles on each side and a 16 inch wide pullboard. Orawer sizes include 3 inch, 6 inch, 9
inch, and one 12 inch. A locking bar retainer for attachment to the upper section
pharmaceutical cabinet.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 37 23 18 175 lb 1: --- HZ: SUITCH: OENT: HOUR :

EA cm: 94 58 46 80 kg 2:--- nla n/a nla nla
I I I I I 1 1

6530005518681 STAND, INSTRUMENT, SURGICAL, FIELD,56X23X24 cc c.. . . . . . .

Adjustable field surgical instrument stand. Unit is made of aluminum and steel with an olive
drab enameled surface and knockdom construction. Includes an autcinatic locking device,
instrument tray, g[ ides and a telescopic upright that adjusts from 31 to 56 inches. Unit
issused to hold instrmants and dressings in surgical and medical treatment areas.

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 56 23 24 17 (b 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 142 59 61 8 kg 2:--- n/a n/a n/a nla

UM060 6530007094010 SURGI CAL INSTRUMENT AND ORESSING cc c.. . . . . . .

Surgical instrument and dressing table. Used in emergency rooins, operating rooms, clinic and
ward rooms. Unit has rectangular top and caster mounting. It is made of corrosion resistant
stee( and it includes a lower shelf and a table top guard rail.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 32 33 85 [b 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 82 ;: 84 39 kg 2: --- n/a nla nla n/a

I UM065 I 7105007100210 I TABLE, FOLD,NG, 30x72x27 [Ccc ..l . . . . ..l
I

Foiding table. Unit is painted olive drab. Used as an examining table, laboratory or medical
suppty table. I

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 30 30 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA : cm: 76 1; 2 14 kg 2: --- n/a n/a n/a nfa

UM070 6530004423181 TABLE , SURGICAL INSTRUMENT AND ORESSI NG cc c.. . . . . . .

Surgica 1 instrwnent and dressing table. used in emergency rooms, opt-at ing roan c 1i ni c and
ward areas. (hit has a rectangular top, swivel caster mounting, is cot lapaible and height
adjustable with two elevating handtes and two carrying cases.

UNIT OF HEIGHT UIDTH DEPTH WElGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/

1SSUE : in: 60 23 40 135 lb 1: --- HZ: SUITCH: DENT: HWR :
EA cm: 153 59 102 62 kg 2:--- n/a n/a n/a nla
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WI072 6530007098175 TABLE, OPERATING, FIELD cc c.. . . . . . .
, 1

I Field operating table. Unit has a four section top, litter stirrups, shoulder s~rt,
nristlets and a carrying case. Used as a msnually operated fie~d operating table. I

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 34 n 150 (b 1: --- HZ: SWITCH: DENT: HWR :

EA cm: 87 106 : 60 kg 2:-n- /a n/a nla n/a

IW075
I

6530001429239 TABLE, OPERATING, FIELD, 39X23X79 cc c.. . . . . . .
I

I kxon
I

Fie{d operating table. Unit has a four section top, ~itter stirrups, shoulder support,
wrist [ets and a carrying case. Table top is x-ray penetrable and it folds coupactly for
stacking. Alk controls are outside steri(e field. Table is sdjustab(e in height from 27 to 39
inches frcm floor has side raits and can accomnoclate accessories. Used as a field operating
roan table.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 39 345 [b 1: --- HZ: SWITCH: DENT: HOUR :

2A cm: 99 2; ; 157 kg 2: --- n/a nfa n/a da

6530007093000 TABLE, EXAMINING
I

c c c........
I

Examining table. Tabte top is 2 sections and is adjustable except for the body section that
does not adjust. The Leg section is not iongittdinel~y divided. Used for patient
examinations.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AUPS HERTZ OEPEN- BTUs/
1SSUE : in: 30 74 20 167 lb 1: --- HZ: SWITCH: DENT: HWR :

2A cm: 76 188 51 76 kg 2: --- Wa n/a n/a tia

6530007100220 TABLE, SURGICAL , 1NSTRUMENT & DRESSING cc c.. . . . . . .

Surgical instrurient and dressing table with a rectangular top. The unit is a one drawer table
constructed of corrosion resistant steel and has steel caster mounting. It includes a lower
she(f and a tabie top guard rail. It is used throughout the faci tity to hold surgical
instruments and dressings.

)

UNIT OF HEIGHT WIDTH DEPTH NEIGHT VOLTS PHASE AXPS HERTZ OEPEN- BTUs/
1SSUE : in: 32 20 56 lb 1: --- HZ: WITCH: DENT: HWR :

EA cm: 82 H 51 26 kg 2: --- n/a Wa n/a n/a

.

WD85 6530007D8BOO0 STOOL , REWLVING cc c.. . . . . . .

Revolving stool with an adjustable seat height. Unit is made of corrosion resisting steel,
legs are equipped with steel caps and rubber tips tdtich redar the stoo( conductive. The stool
is used in operating rooms and treatment areas for doctor and technician seating. .

UNIT OF HEIGHT U1OTN DEPTH UEIGHT VOLTS PHASE AJiPS HERTZ OEPEN- BTUs/
1SSUE : in: o D o 20 [b 1: --- HZ: WITCH: DENT : HWR :

2A cm: o D D 9kg 2: --- n/a n/a n/a n/a

O.,‘i i’
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6530007741025 I CART, SURGI CAL ORESSING Iccc. .j . . . . ..l

Steel surgical dressing cart. Cart has one shelf, is made of corrosion resistant msteria~,
has solid rubber tires, basin ring uith rubber bumpers, a pail ring with inside rubber bumpers,
a guard rai 1 and a tape bar and cutter Ixmpars, and comes with a basin and pai 1. Used wherever
dressing changes are perf ormecl for cleaning the site of the dressing area and disposa 1 of the
waste material.

UNIT OF HEIGHT UIOTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 37 23 54 180 lb 1: --- HZ: WITCH: DENT: HOUR :

EA cm: o 0 0 0 kg z: --- n/a n/a nla n/a

6530010633966 I STRETCHER, HOSPITAL ]Ccc. .] . . . . ..l I

Uheeled hospital stretcher. Frame constructed of 1 -1/4 inch outside diameter 16 gauge tubular
width bui lt in clips to store and carry IV rod. Equippad with four (4) 10 inch diameter, full
swivel bel 1 bearing casters with conductive rubber two casters provided with a swive[ lock
mechanism, provided with two self storing side rai 1s, and adjustable IV rod, two restraint
straps; without foam pad for pad order 6530-01-063-3967. Used in health care facilities to
transport patients that are not capable of walking or using a wheel chair.

UNIT OF HEIGHT UIDTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 34 ?8 27 115 lb 1: --- HZ: SUI TCH : OENT : HOUR :

EA cm: 87 199 69 52 kg 2: --- n/a n/a nla nla

UMI05 3540012045393 SEALER, ELECTRONIC cc c.. .0 . . . .

E

Electronic sealing machine. Unit is equipped with two jaws, one fixed, one movab(e. The
machine has a sealing time of 3 to 5 seconds with a sea( intensity control. Used in central
material departments to bag clean steri \e packs to prolong the shelf 1 i fe.

a
UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 0 0 0 0 lb 1: 120 1 - HZ: SUITCH: DENT: HOUR:

EA cm: o 0 0 0 kg 2: --- 50/60 YES NO n/a

6515011 i32053 I DEFIBRILLATOR, U/ MONITOR & RECORDER ICCC. .I. D....I ‘]

Portabte def ibri 1 later with a monitor and recorder. Operates by battery or line power and the
monitor-recorder can be separated from the def ibri 1 later module for independent use.
Def ibri 1 later module has adult external paddles, an energy range of 40-320 joules, 2
intermediate vaives. The paddles also serve as ECG electrodes. The monitor- recorder comes
uith a 5 lead 6 pin connector and a fully shielded 5 lead 6 pin electrode cab[e that is a
minimun of 6 ft long. The unit is capable of operating at least 4 hours without an external
power source. Can interface with a magnetic tape cassette or e[ect roni c memory devices. Used
in the course of treatment of patients to stop and restart a f ibri ( lating heart and monitor the
heart rate during transport.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUSI
1SSUE : in: 0 0 0 0 lb 1: 120 1 - HZ: SUITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2:--- 50/60 YES NO n/a

UM115 6515011818711 LIGHT , F IBEROPT lC, ENDOSCOPE , 8X13X13 cc c.. .D . . . .

Portable endoscopic fiberoptic 1 ight. Includes two mltiple face plates, two intensity
control knobs one for each lamp, on/off power switch, four lamps and lamp cartridges (two in
use and two spare). Unit shal 1 be provisioned to DEPMEDS requirements. Used by the doctors
for examination of patients.

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN - BTUs/
1SSUE : in: 8 0 lb 1: 120 1 - HZ: SUITCH: DENT: HOUR :

EA cm: 21 :E O kg 2: --- 50/60 YES NO nla

*
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UW20 6515012066017 ELECTROSURG1 CAL UNIT cc c.. .A . . . .

Etectrosurgical unit. Unit is used in operating rooms for surgical procedures. It is a solid
state design, bipolar module, bterded current type, mbi le installation and designed for table
mwnting. Furnished items incl@e mobile cart, foot switch uith 10 foot cord, electrode set
with 5 various types and sizes, straight blade electrodes, conductive gel 8 oz., disposable
adapter, electrode adapter ami patient grounding. Unit is provisioned to DEPMEDS requirements.

UNIT OF HEIGHT UIOTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 lb 1: 120 1 - HZ: SWITCH: DENT: HOUR :

EA cm: o : 0 0 kg 2: --- 50/60 YES NO n/a

b@f125 6515012042670 ASPIRATOR, SURGICAL, THERNOTIC,PORT/FIXED
I

cc c.. . . . . . .
I

O?.

Thersmtic surgica~ suction unit. This is a controlled suction source. Unit inc(des a
thtmbscreu control producing 706.1 stn of ~rcury suction, connection tee tubing, double acting
hand pup, p(astic container liner, vacuun container, vacuus gauge and vacaius tubing. Unit car

be adapted to operate on a direct current source. Used for aspirating SUCOUS, blood, or other
secretions frcss unconscious or uoundad individuals.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT WLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: O 0 0 0 lb 1: 120 1 - HZ: WITCH: OENT: HOUR :

2A cm: o 0 0 0 kg 2: --- 50/60 NO NO nfa

6515011677287 ASPIRATOR, SURGItiL, N091LE, THERMOTIC
I

CC C.. .A . . . .
I

Mobile thermotic surgical suction unit. Unit is a programmable, battery or line operated tiith
rechargeable batteries and has intensittent and constant suction modes, tuo 1/2 gaton giass
collection canisters with wetl mounting bracket plates and collecting tubing, compatible with
canister assesbly, 6515-01-1067668. This is high volme 10U pressure controlled suction
source. Unit can operate on AC or DC from batteries. Suction unit is programsble for
intermittent and constant suction modes. lt comes equipped with two 1/2 gallon gtass
Collection canisters Nith wall mounting brackets. It is cospatibie with cennister assesb[y
6515-01-106-7648. Used for aspirating sucous, b(ood, or other secretions frcm unconscious or
wounded individuals.

UNIT OF HEIGHT UIDTH DEPTH VEIGHT WLTS PHASE AMPS HERTZ DEPEN- 8Tus/
ISSUE: in: 0 0 0 0 lb 1: 120 1 - HZ: SUITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- 50/60 YES NO nfa

WHO 6515007822625
I

SUCTION AND PRESSURE APPARATUS, SURGICAL cc c.. .A . . . .

Surgical suction and pressure appwatus. Unit is en expiosion proof vane type compressor and
is carrying case mountad for fieid use. Used in field operating rooms to suction fluids, blood
and other secretions.

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 11 9 14 33 lb 1: 120 1 - HZ: SWITCH: DENT: HCUR :

EA cm: 28 23 36 15 kg 2: --- 50/60 NO NO n.la

cc c.. .A . . . .

Portable oropharyingeal suction apparatus. This unit is a portable, battery operated and self
contained suction unit that can be fully charged in 24 hours or can be operated on 12 volt DC
power scwce. Unit is certified for use in military aircraft and comes with a stepdonn
transformer included as a separate conponent. Used to aspirate secretions, blood or vomitus in
emergencies fras unconscious or other injured patients.

\
UNIT OF HEIGHT WIDTH OEPTH biEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 12 20 0 lb 1: 120 1 - HZ: WITCH: DENT: HOUR :

EA cm: 31 51 x O kg 2: --- 50/60 YES NO n/a
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UM143 6515011806985 SUCT 10N APPARATUS, SURG I CAL cc c.. .A . . . .

Surgi ca 1 suet i on apparatus. Unit is portable and comes uith a 1 gallon bottle, vacuum
settings of 90 and 120 nun Mercury, spare inlet valve, outlet valve and 2 spare gaskets. The
unit includes a control ted suction source and a thermotic type feature. Used in field
operating rooins and intensive care areas to maintain suction of fluids frcm body cavities.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN - flTUs/
1SSUE : in: o 0 0 0 lb 1: 125 - - HZ: SUITCH: DENT: HOUR :

EA cm: o 0 0 ‘ O kg 2: --- 50/60 YES NO nla

WM145 6530011841238 IRRIGATOR , SURGICAL, 10X8X9 cc c.. .D . . . .

Surgical irrigator. Unit includes electric motor and pumping system with a pump flow rate of
1000 ml per minute. Unit is ccinpatible with irrigation tip 653001-184-1240 and tubing and hand
piece ass~ly 6530-01-184-1239. Unit is used to flood surgical site and to remove debris.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 10 8 9 0 [b 1: 120 1 - HZ: SWITCH: DENT: HOUR :

EA ~ cm: 26 21 23 0 kg 2: --- 50/60 YES NO nla

EUM155

.,

P!!!!_

6530011772636 CART , CARD lAC RESUSI TAT ION KIT cc c.. . . . . . .

Cardiac resuscitation kit cart. Also cal (ed a crash cart. Used in resusci tat i on procedures
i n wards, operating rooms and emergency rooms. Cart has puncture proof swivel ing
semi -pneunstic wheels and it wi 11 hold def ibri llator and associated medications, IV solutions
and cardiac bashboard. It is equipped with IV pole mounts, push handle, 3 drawers with
removable S1 i ding tray for medication storage and an open area kieath drawers for storage of
bulky items.

UNIT OF ~ HEIGHT UIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE: in: 39 28 23 0 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 99 “ 71 59 0 kg 2: --- nla n/a n/a nl a

6530011161049 CART, ANESTHESIOLOGY cc c.. .D . . . .
I

Anesthesiology equipment cart. Used in operating rooms to hold and transport anesthesiology
equipment and supplies. Unit is mobile constructed of staintess steel has four drawers, IV
pole and mayo supports.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSLIE : in: 32 27 90 lb 1: 120 1 - HZ: WITCH: DENT: HOUR :

EA cm: 81 69 ; 41 kg 2: --- nla n/a n/a n/a

w165 6515011507840 WARMER, 8LO(D, PORTABLE, 16x8x2 cc c.. .A . . . .

Portable bloodwarmm. The unit is used to warm blood prior to transfusion. Unit is epuipped
with a teflon coated aluninun heating plate with a top and bottom tube opening. It has a front
panel [iquid crystal disptay digital twperature readout, power indicator tight ad and alarm
that cuts off power if temperature exceeds 40 degrees Centigrade. [t is used with the blood
recipient aet 6515-00-958-7795 and 6515-01-128-1407.

UNIT OF HEIGHT UIDTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 8 2 0 tb 1: 120 - 3 HZ: WITCH: DENT: HCXJR:

EA cm: H 21 5 0 kg 2: --- 50/60 YES NO n/a
4
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IJN17D 6530012065996
I

PATIENT THERXOREGULATOR
I

cc c.. .A . . . .
I

Pat ient thernmegulator. Used to maintain patient body temperature in operating rooms and/or
patient care areas. Unit can be automatical [y or manually operated in three modes: autcxnat ic
ude monitors patient taperature ad heats or cods patient to a preset temperature, menut
mode controls ftuid tarperature to blsnket or a monitoring mode indicates patient temperature.
Unit is mobile, has e visual display, incltxies blankets and is provisioned to DEPNEOS
specifications.

UNIT OF HEIGHT UIDTH DEPTH NEIGHT VOLTS PHASE ANPS HERTZ DEPEN- OTus/
JSSUE : in: o 0 0 0 lb 1: 120 1 - HZ: SWITCH: DENT: HOUR :

EA m: o 0 0 0 kg 2: --- 50/60 YES NO n/a

6515011858446 I ANESTHESIA APPARAWS W OXYGEN RONITOR lCCC. Al..\...\

Field anesthesia apparatus with oxygen nmnitor. Used in operating roana to anesthetize
patients. Portabie, seif -contained, field anesthesia apparatus. Ccxnss with ~rative head,
absorber, vaporizer, oxygen monitor, pressure regulator, flexible hoses ui th end connections
and rtir goods. Oxygen monitor shall be battery powered monitor with coiled cord and sensor.
OEPNfDS provisioned.

WIT OF HEIGHT UIOTH OEPTH WIGHT VOLTS PHASE ANPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 0 (b 1: --- HZ: SWITCH: DENT:

EA
HOUR :

C!n: o 0 0 0 kg 2: --- n/a n/a n/a n/a
.

w185 6530011742367 VENTILATOR, PORTAELE CC C.. .. F...

Portabie ventilator. Unit provides an adult volune de[ivery of oxygen enriched gas. ~rates
in control, assist-control, and continuous positive airway pressure with or without peep. Peep
is controt{abte from 0-2!3 Centimeters of water. Unit operates frcm external driving gas from
40 to 123 tbs. per square inch. Mixing valve provides 21 to 100 percent ox~en. Unit comes
with battery operated nmnitor. Used to provide respiratory support to patients unable to
maintain respiratory rate on their own.

UNIT OF HEIGHT UIOTH DEPTH NE 1GHT WLTS PHASE AMPS HERTZ DEPEN- STUs/
ISSUE : in: 20 0 lb 1: --- HZ: SWITCH: DENT:

:: 2:
HCUJR:

EA cm: 51 0 kg 2:--- n/a n/a n/a n/a

W215 651S01 1676642
I

VACUUM CLEANER, PLASTER, 11x5x12
I

CCC.. .A . . . .
I

P(aster vacutro cleaner. Unit connects to a cast or orthopedic cutter to capture dust and
debris.

UNIT OF HEIGHT WDTH DEPTH WEIGHT WLTS PHASE ANPS HERTZ DEPEN- OTUs/
1SSUE : in: 11 5 12 0 (b 1: 120 1 8 HZ: SWITCH: DENT: HOUR :

2A cm: 28 31 13 0 kg 2: --- 50/60 YES NO n/a

NU230 654 S001186248 CHEST, MEDICAL INSTRUMENT & SUPPLY SET
I

ccc. . . . . . . . .

NedicaL instrument and supply set chest. Container includes tuo recessed handles 2
nonadjustable shelves for linen storage or patient treetment facility use and 2 removab(e cover
asse&Aies uith foiding tegs for conversion to tab(e. Chest is al( aiuninun construction.
Used to store medica( instruments ad supplies in the fie(d.

UNIT OF HEIGHT UIDTH DEPTH NEIGHT VOLTS PHASE AI(PS HERTZ OEPEN- BTUs/
1SSUE : in: 65 lb 1: --- HZ: SUITCH: OENT: HOUR :

EA cm: :: : : 30 kg 2: --- n/a n/a n/a n/a

O.::
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*

UM235 6545001186249 CHEST , MED I CAL INSTRUMENT & SUPPLY SET cc c.. . . . . . .

Medical instrument and supply set chest. Container includes two recessed handles, 6 drawers
uith interchangeable inserts, 1 drauer with bui it-in [ock for securing sensitive items and 2
removable cover assemblies with folding legs for conversion to a table. Used to store medical
supplies and instruments in the field.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 30 18 80 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 76 46 ; 36 kg 2: --- n/a nla nla nl a

u74240 6545009143480 CHEST, MEDICAL INSTRUMENT & SUPPLY SET cc c.. . . . . . .

Medical instrument and supply set chest. Exterior container is aluninum construction. For
cabinet insert, order 6545-00-299-8649, 6545-00-299-9503, 6545-00782-2622, 6545-00-663-1548.
used for storage of medical supp[ ies and instruments in the field.

UNIT OF HEIGHT UIOTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 10 30 18 25 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 25 76 46 11 kg 2:--- nla nla nla n/a

I UM242 I 6545009143510 I CHEST, MEDICAL INSTRUMENT & SUPPLY SET I C C C . . I . . + . . . I I

I Medical instrument and supply set chest, size 6. Aluminum construction. Used to store
medical supplies and instruments in the field. I

UNIT OF HEIGHT UIDTH DEPTH UE I GHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 20 30 40 lb 1: --- HZ: SUITCH: DENT:

51 76 ;
HOUR :

EA cm: 18 kg 2: --- nla n/a nla nj a

I UM245 I 6545001316977 [ CHEST, MED1 CAL INSTRUMENT & SUPPLY SET (Ccc ..l . . . . ..[ I

Medical instrument ad supply set chest. Container has two recessed handtes, 9 fixed
Cmrtments and 2 r6movab(e cover assemblies with fo(ding legs for conversion to a table.
Construction is aluminum. Used to store medical supplies and instruments in the field.

UNIT OF HEIGHT UIDTH DEPTH UE I GHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 19 30 18 75 lb 1: --- HZ: SUI TCH : DENT: HOUR :

EA cm: 49 76 46 34 kg 2: --- n/a n/a nl a nla

I MM255 I 6530011665094 I CABINET, ELECTROCARD1OGRAPH, 31x18X18 I C C C . . I . . . . . . I I

I Mobile elect rocardi ograph cabinet (not an i nst Wnent ). Used to transport an
electrocardiograph to patient locations throughout the faci k ity. I

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- tlTUs/
1SSUE : ,in: 31 18 18 103 lb 1: --- HZ: WITCH: DENT : HOUR :

ISA cm: 79 46 46 47 kg 2: --- nla nla nla, , n/a

w265 6515012066028 CUTTER, ORTHOPEDIC CAST cc c.. .A . . . .

Orthopedic cast cutter with an osci 1 lating blade that is 2-2.5 inches in diameter. Used to
remove cast mater i at from patients. Unit is heavy duty, is compatible with plaster vacuum
cieaner and has its own carrying case.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN-
1SSUE :

BTUs/
in: o 0 8 lb 1: 120 1 - HZ: SUITCH: DENT: HOUR :

EA cm: o z o 4 kg 2: --- 50/60 YES NO nl a
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1- I6540011458775 CHAIR, OPTOMETRY, ELECTRIC CCC.. .A . . . .
I 1

Optanetryexamchai r. Chair is electrically powered. Used for eye exami nat ions of optometry
patients.

UNIT OF HEIGHT UIDTII DEPTH UEIGHT VOLTS PHASE ANPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 lb 1: 120 1 - HZ: WITCH: OENT: HOUR :

EA cm: : 0 0 0 kg 2:--- 50/60 YES NO n/a

woo 6530007113000 CONDITIONER, PACK, NOIST THERAPY, 4 PAD CCC.. .A . . . .
I

Moist therapy pad heater uith a 4 pad capacity. Also known as hydrocoilator. Unit has
plastic carrying handles, intnersion-type heating element, ati 4 general purpose heat treatment
pads, 6530-00-711-3010. Used to steam pads and maintain them at selected temperatures. I

UNIT OF HEIGHT b/IOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTus/
1SSUE : in: o 11 9 29 [b 1: 120 1 -

EA
HZ: SWITCH: DENT: HOUR :

cm: o 28 23 13 kg 2: --- 50/60 YES NO nfa
1

UN420
I

6530001179020 STAND, TRACTION , CRS, PORTABLE cc c.. . . . . . .
I I

Portable traction stand. Unit is amde of corrosion resistant meta{. Stand and accessories
are suitable for use nith 6530-00-926-9159 and 6530-01-176-0703, traction apparatus. Used in
physica( therapy for performance of vertical or horizontal cervical traction.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT WLTS PHASE AI(PS HERTZ OEPEN- BTUs/
1SSUE : in: 60 12 12 23 lb 1: --- HZ: SUITCH: DENT:

EA
HOUR :

cm: 153 31 31 11 kg 2: --- n/a n/a n/a nfa

uW25 6530009269063
I

HEATER, HEAT TREATMENT PAD cc c.. .A . . . .

I UH440

Heat treatment pad heater with 8 pad capacity. Table model unit with a corrosion resistant
metaL tank. Unit has a rack for supporting pads, immrsion type heating element, thermostat
control, pilot light and 8 general W-se heat treatment pads. Used to steam heat pads and
maintain them at aelect~ temperatures.

UNIT OF HEIGHT IJIOTH DEPTH UE I GHT VOLTS PHASE ANPS HERTZ DEPEN- BTUs/
[ SSUE: in: 18 98 lb 1: 120 1 -

EA
HZ: SWITCH: DENT:

; ; 46
HOUR :

cm: 45 kg .2: --- 50/60 YES NO n/a

6530011760703
I

TRACTION APPARATUS, UALL KWNTEO ccc. . . . . . . .
I

Ualt mounted traction apparatus. Physical traction apparatus that is watt mounted and can be
adapted to pole or bed mounts as required. Unit has either a vertical or utility use to
produce horizontal traction, tension regulators from 10 to 100 lbs, timer for tension from 1 to
60 seconds Mith a be[l and patient controlled line and nylon cord with 100 lb tensile strength.
Used in physical therapy for intermittent ard continuous traction therapy.

UNIT OF HEIGHT UIOTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 0 0 0 0 (b 1: 120 1 - HZ: WITCH: DENT: HOUR :

EA cm: o 0 0 D kg 2: --- 50/60 YES NO n/a

ccc.. . . . . . .

O~t[ set for physical therapy. Consists of tuenty, cast iron cbbells and a caster
mounted, mobile storage cart. 2 each of thesize dtmbeLls O.5, 1, 1.5 ,22.5, 3, 3.5, .4, 4.5,
5 kilograms. Used in therapy for patients to regain strength after an accident or surgery.

UNIT OF HEIGHT WIDTH OEPTH IJEIGHT VOLTS PHASE ANPS HERTZ OEPEN- BTUs/
1SSUE : in: 4625 0 Lb 1: --- HZ: SUITCH: DENT: HCUR :

SE m: 1:; 117 64 0 kg 2: --- n/a n/a n/a Wa
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E
—

6530012066016 UHIRLPOOL, LEG/HIP, MOBILE, 48x60X18 cc c.. DA . . . .

Mobi (e lowboy uhi rlpool with casters. Uhirlpool is designed for Leg and hip therapy. Unit
includes water heater, electric turbine and aerator, turbine ejector, elevator, drainage PW
and motor with verticai pipe and swing arm, foot support, heater guard, dial thermometer,
auxi 1 lary floor drain valve, controt, fi((er hose with faucet adapter and a stainless steel
strainer. It is constructed of corrosion resistant steel with a satin finish tank and 4-bali
baaring casters. used to provide whirlpool therapy to patients.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 18 60 24 0 lb 1: 120 1 - HZ: SUITCH: DENT: HOUR :

EA cm: 46 153 61 0 kg 2: --- 50/60 YES NO n/a

UHIRLPOOL, ARM/LEG & HIP, MOBILE cc c.. DA . . . .

Mobile arm, leg, and hip whirlpool with casters. Uhirlpool is designed for arm hip and leg
therapy. Unit includes casters and water heater. 1 t is made of corrosion-resisting steel and
has a 67-72 gallon capacity.

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE : in: 28 20 28 0 lb 1: 120 1 - HZ: SUITCH: DENT: HOUR :

EA cm: 72 51 72 0 kg 2: --- 50/60 YES NO n/a

I uM480

EWRO05

6530011399464 BAR, PARALLEL , PHYSI CAL THERAPY cc c.. . . . . . .

Physical therapy paral tel bars ui th manual height adjustment. Unit is 10 feet long with a
crank adjustable height range 26 to 39 inches and a width range of 16 to 24. Unit has 2
stainless steel rai 1s, four non-telescoping legs mounted on a ful 1 length, ful 1 width
fiberglass on hardwood base, with a detachable aMuction board. Used in physica~ therapy to
rehabi 1 itate patients who have need to develop upper body strength.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 39 120 24 340 (b 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 99 305 61 154 kg 2: --- n/a nla nia n/a

4110011803420 REFRIGERATOR/FREEZER, FIELD , UARD cc c.. .D . . . .

Field mechanical refrigerator-freezer. Unit has a 4.5 cubic feet refrigerator compartment
and a freezer compartment 0.7 cubic feet. Unit’s cabinet is made of carbon steel, 1/32 inch
thick with an innershell and p~astic doorliner. Door trim will be anodized aluninum with a
magnetic door Latch. Refrigeration unit is 1/12 HP hermetically sealed compressor with
fiberglass insulation, three shelves, carrying hand~es and one glide for each base corner.
Used for ward storage in the field.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 36 25 26 120 lb 1: 120 1 - HZ: SUITCH: DENT: HOUR :

EA cm: 92 64 66 55 kg 2: --- 50/60 YES NO nla

UR015 41 TOOI1587992 ] REFRIGERATOR, BLOOD BANK cc c.. .0 . . . .
I I I 1 I

Mechanical blocd bank refrigerator. Unit is self-contained, autcmatic defrosting, has
removable .and adjustable drawers with perforated or sotid bottoms, and fu(l extension
ball-bearing slides. Unit has corrosion resistant steel interior and exterior with stainless
steel doors. Includes 1/3 HP hermetically sealed compressor, dual controls and a 7 day
recording thermcineter uith 350 charts. Accommodates 480 filled plastic blood bags and has
interior lighting. Refrigeration tqxwature range is 2 to 4 degrees C. Used in a laboratory
blood bank to store blood.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/

ISSUE: in: 0 0 0 0 lb 1: 120 1 - HZ: SWITCH: DENT: HOUR:

EA cm: o 0 0 0 kg 2:--- 50/60 YES NO nla

e
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hRo25 4110011790124 ] REFRIGERATOR, KECHANICAL, SLOW BANK Iccc. .l. o.... I

Mechanical blood bank refrigerator. Unit is made of corrosion resistant steel with a 5.4
cubic foot capscity and holds 60 biood bags. Unit has an atdible and visual temperature
monitor with stainless steel imersable probe insida ad a failsafe switch that indicates
restored tenpmature range f ran 2 to 4 degrees C. lt has a wound 7 day recording instrment

I with replaceab(e20.3C temperature chart and l/5 HPcorxlensing unit. Unit isa-DEPHEDS

O,,!,
,., ~ ‘,

provisioned item. Used to store whole blood in the field.

UNIT OF HEIGHT bfIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN-
ISSUE:

BTUs/
in: 36 24 64 0 [b 1: 120 1 - HZ: SWITCH: OENT:

EA
liWR :

an: 92 61 0 0 kg 2: --- 50/60 YES NO n/a

USO05 6530010985827 STERILIZER, ElEC, 00, TBL/MNTO, 19X15X23 cc c.. 8 A....

Surgica( instrument ard dreaaing sterilizer with a cy[inder shaped chanber. Unit has
electrica(ty heated steam pressure heat transfer method of operation. Ooor is capable of one
hand closure operation. Unit ia a table mounted high speed sterilizer. Used to sterilize
material for use throuhout the clinica( or surgical area.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AJ4PS HERTZ DEPEN- BTUs/
lSSUE: in: 19 23 15 100 [b 1: 120 - - HZ: SWITCH: OENT: HOUR :

EA cm: 49 59 38 46 kg 2: --- nJa n/a nfa n/a

Usolo 6530012070827 WARMER, SOLUTION, 200, 2SII, 75X30X24 cc c.. .0 . . . .

So[uticm warmer. Also called solution warming cabinet. Used to uarm blankets and intravenous
solutions on p9tient care units. Unit is equipped uith selectable controi switch, two
insulated outer doors of corrosion resistant steel, 2 adjustable shelves and a safety
thermostat with visual and audible alamrss. NoruIsl operating temperature is 30 to 82 degree
Cent i grade.

UNIT OF HEIGHT U1OTH DEPTH US I GHT VOLTS PHASE ANPS HERTZ OEPEN- BTUs/
1SSUE : in: 75 30 24 0 lb 1: 120 1 - HZ: SWITCH: OENT: HWR :

EA cm: 191 77 61 0 kg 2: --- 50/60 YES NO nla

6015 6530011896960 STERILIZER, ELEC, 00, TBL/MNTO, 16X14X19 C C C . . . A . . . .
I

Tab[e top surgica( instrument ad dressing sterilizer. Unit has an electrically heated steam
pressure heat transfer method of operation and is furnished with an instrument tray and tray
rack. The door is a left hinged s(ide handle Lock on steam pressure seal. Used to sterilize
materiat throughwt the ciinical and surgicat area.

UNIT OF HEIGH? UIOTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 16 19 14 0 [b 1: 120 1 - HZ: WITCH: OENT: HOUR :

2A cm: 41 49 36 0 kg 2: --- 50/60 YES NO n/a
,

6530012045433 STERILIZER, STH, GR, 00, CM, 20x20x38 cc c.. ID. A..

Steam operated gravity sterilizer. Ftar standing cabinet amdel with a chamber size of 20 x
20 x 38 inches. Sterilizer has a steam pressure heat transfer mthcd of operation and operates
in mechanical air removal or gravity rode. Unit has 3 shelves, a removable rack, door is
equipped with a pressure lock. Unit is used to steri(ize instruments and dressings.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE ANPS HERTZ DEPEN- BTUs/
ISSUE: in: 75 53 36 0 ib 1: 120 HZ: WITCH: DENT: HWR :

EA cm: 191 135 92 Okg 2:--’- 50/60 YES NO n/a

O,,?
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PE-
6530012045366 GENERATOR, STEAM, ‘ELECTRIC cc c.. DC . . . .

Electric steam generator. Generator - is used to make steam for steri 1 izer operations. Unit is
automat ical ly contro[ led with water level indicator, lo~ water cut off and pressure relief
valve. Generator operates on hot 140 degrees F/60 degrees C feedwater of 5 grains hardness or
cotd water possessing a hardness of frcm O to 50 grains. Input feedwater supp[y and steam
output shal 1 be valved and disconnectable. Electrical input is fused and disconnectable.
Generator pup and motors are permanent 1y lubricated and over Load protected.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
1SSUE :

BTUs/
in: o 0 0 0 lb 1: 110 1 - HZ: SUITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2:--- 50/60 YES NO nl a

\ UX005 \ 6525011608381 I ILLUMINATOR, FILM, XRAY, 17X14XD ICCC. .I. A....I I

Xray film illuminator. Unit is either wall or table mounted. It has a four lamp capacity,
plastic viewing window and full width ball grips for fi [m attachment. Unit also comes with a
drip tray. Used for itnnediate viewing of xray f i (ma.

UNIT OF HEIGHT U1OTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 17 14 0 0 lb 1: 115 1 - HZ: WITCH: DENT: HOUR :

EA cm: 44 36 0 0 kg 2: --- 50/60 YES NO nla

I UXOIO I 6525011159184 I CABINET, STORAGE, FILM, XRAY, 33x19x16 I C C C . . I . . . . . . ] I

Xray fi lm storage cabinet. It is constructed of welded sheet meta[ with a light iimit switch.
Accommodates six cartons of Xray film 75 or 100 sheet cartons size 14 by 17 inch or smaller.
Used for storage of xray fi hns before exposure.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
1SSUE :

BTUs/
in: 33 19 92 lb 1: --- HZ: WITCH: DENT:

EA 84 49 !
HOUR :

cm: 42 kg 2: --- n/a nla nla nla

,.
WXO15 6525011742337 SAFELIGHT, DARKROOM, PHOTO, 16x1OX3 cc c.. .D . . . .

Photographic darkrocm safe ( ight. 1t can be bench or wal 1 mounted. Unit has a body, on/off
switch, hospital grade underwriters laboratory plug and 6 foot cord. Used in dark rooms to
provide a film safe light source while developing xray fi(ms.

UNIT OF : HEIGHT UIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
ISSUE:

BTUs/
in: 16 10 3 0 lb 1: 120 1 - HZ: WITCH : DENT:

EA
HOUR :

cm: 41 26 8 0 kg 2: --- 50/60 YES NO n/a

WX020 6525011676678 ILLUMINATOR, F 1LM, XRAY, 8X6XD cc c.. .D . . . .

Xray film illuminator. It has one viewing section with single lamp. Unit has foot switch
rheostat to control brightness ad swivel lamp housing. Used in viewing dense radiographic
films.

UNIT OF HEIGHT WIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 8 6 0 0 (b 1: 120 1 - HZ: SUITCH: DENT: HOUR :

EA cm: 21 16 0 0 kg 2: --- 50/60 YES NO n/a

I UX025

Automatic xray fi lm processing machine. Unit can be either a left or right hand fi[m feed and
is roller driven. Unit includes 2 replenishment tanks, integral replenishers capable of sheet
or rol 1 f i lm processing. Unit shall be capable of 150 films per hour. Unit is used in the
xray department to process radiographic f i lms for examination by the radiologist.

UNIT OF HEIGHT WIOTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/

1SSUE : in: o 0 0 265 lb 1: 120 1 20 HZ: SIIITCH: DENT: HOUR :

EA cm: o 0 0 120 kg 2: --- 50fi0 YES YES n/a
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UX030 65250116805?4 CABINET, STORAGE, CASSETTE, DARKR~ cc c.. . . . . . .

Cassette transfer/storage cabinet. Unit has 2 partitions, 2 compartments and is floor mounted
and freestanding. It has 2 recessed carrying handles on each end ad a 16 inch pullboard.
Full width open storage ores in touer portion ad uppar portion is divided into 3 ~i
sections. Includes Locking bar retainers for attachment to upper section @armaceutica[
cabinet. Used in storing Xray cassettes in field cabinet system uhich also includes a scrub
sink unit.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 0 20 165 lb 1: ---

EA
HZ: SWITCH: DENT: HOUR :

cm: : 0 51 75 kg 2: --- n/a Ma nfa nla
b

I

6515011616991 SCANNER, ULTRASONIC, N081LE cc c.. .A . . . .
I

Portable hurian diagnostic ultrasonic unit. Unit has an ultrasound with realtime sector
scanning ~ith time gain compensation, electronic shutter camera, mobile cart with equipment
tray and pouer distribution nmdute, pouer cord and footswitch and an ap(hanuneric keyboard.
Used to provide two dimensional resolution and sti~l imsges of generat atiinal/pelvis and
limited chest applications.

UNIT OF HEIGHT UIOTH DEPTH ME I GHT VOLTS PHASE (WS HERTZ OEPEN- BTUs/
ISSUE: in: 21 0 lb 1: 115 1 - HZ: SWITCH: DENT:

EA 2; :: 54
HOUR :

cm: O kg 2: --- 50/60 YES NO rva

1UX045 6640011760700 8LENDER, FOCO, STAINLESS STEEL cc c.. .0 . . . .

Stainless steel food blender. Blender has a 32 ounce stainless steel mixing chamber, 7 speeds
rangi~ from 3500 RPM to 23000 RPN maxiuun, p.tsh button control, 3 wire cord and a plug
adapter. Used in pulping, mixing, and blending specimens or sotutions to obtain a homogeneous
mass in (aboratory or radiology procedures.

L!H--

L

UNIT OF l(EIGliT UIDTH DEPTH MEIGHT VOLTS PHASE A)(PS HERTZ DEPEN- BTUs/
ISSUE : in: o 0 0 0 lb 1: f20 1 - HZ: SWITCH: DENT: UWR :

EA cm: o 0 0 0 kg 2: --- 50/60 YES NO tia
L

6525011893986 RADIOGRAHIC/FLWROSCOPIC, UNIT, CWPLETE cc c.. .C . . . .

Radiographic and f[ouroscopic xray a~ratus. Unit has a double focal spot, rotating anode
f(uoroscopic end dust focat spot, rotating anode radiographic tubehead, motor driven tilting
table, 90 degreea vertical and 15 degrees trendelenberg, bucky diaphragm included, floor
mounted tuba stand, transform rectification self rectifying or full -uave rectification and
transformer operating capacity to 300MA at 150 XVP. Accessories include non-skid footrest,
compression-inmmbilization device, head c[sn’p, patient grasp handles, skidproof patient step,
shoulder rest and urological knee crutches. Used in xray procedures on various patients.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE ARPS HERTZ DEPEN- 8Tus/
1SSUE : in: o 0 0 0 Lb 1: --- HZ: SWITCH: DENT: HWR :

EA cm: o 0 0 0 kg 2: --- 50/60 YES NO , n/a

UX055 6525011669033 SCREEN, PROTECTION, XRAY, R8L, 72X30X0 cc c.. . . . . . .
I

Mobi(e xray protection screen. Unit is made of corrosion resisting materia( and plastic, lead
impregnated material. Window is, 30 inches wide, by 24 inches long by 12 milimaters thick.
Used to protect operators f ran being exposed to the harmful rediat i on generated during the xra)
process.

UNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE ANPS HERTZ DEPEN- 8TUs/
ISSUE: in: 72 30 0 0 lb 1: --- HZ: WITCH : DENT: HWR :

2A cm: 183 ?6 o O* 2: ”-- fVa nla n/a n/a
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UX060 6525011587636 RADIOGRAPHIC UNIT, MOBILE cc c.. .D . . . . :

E

Mobile radiographic xray unit. Unit has a radiographic timer, transformer rectification
bridge with silicone rectifiers, ful l-wave rectification transformer output capacity of 200 MA
at 110 KVP, 300MA at 50/90 KVP ad menua( operation. Speci a 1 features include a dead man
brake, counterbalanced tube head ~ith a meximun capacity. 110,000 heat units, battery pouered,
rechargeable, dual focus, rotating anode tube unit.
fitm, automatic 6525-01-138-7492.

Used with processing machine, radiographic
Used to provide xray capebi I ity at the patient location.

UNIT OF HEIGHT UIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 0 lb 1: 115 1- HZ: SUITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- 50/60 YES NO n/a

6525011293197 I RADIOGRAPHIC/FLCMJROSCOPIC, UNIT, MOBILE I C C C . . I . 0 . . . . I

Mobile radiograph ic/f~ouroscopic unit. Unit includes full wave solid state rectification,
transformer operating capacity of 100 MA at 100 KVP, high resolution, ultra-low light level TV
camera and accessory skin spacer. Special features include: manual reversal up to 180 degrees
without turning ‘L’ assenbly upside dom, manual orbital nmmment of arm arc 90 degrees
minimun, arm accessory motorized rotation 360 degrees, horizontal position adjustable 7“
maximun vertical position adjustable 711 maxinun, wig-wag movement plus or minus 12.5 degrees,
video disk recording and two 14]! TV monitors on wheeled mounted base, tube mounting C and L
arm, image intensification system, beam limiting device, dual focus, rotating anode
radiographic tube unit and 611 image tube.

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 lb 1: 120 1 - HZ: SUITCH: DENT: HOUR :

EA cm: : 0 0 0 kg 2: --- 50/60 YES NO n/a

E
6525012070824 RADIOGRAPHIC UNIT, DENTAL, PORTABLE, 7MA cc c.. .A . . . .

Portab~e field dental xray apparatus. Unit includes console control, fmtable mounting, tube
stand mounting tripod in case, hand radiographic timer, self rectifying transformer.
Transformer output capacity is 7 MA at 70 KV peak. Special features include a built in voltage
protection circuit. Used in dental treatment to check for caries and for depth of reamers
during root canals.

)

UNIT OF HEIGHT UIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: o 0 0 0 lb 1: 120 1 - HZ: SUITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- 50/60 YES NO n/a

UX080 6525012164983 PROCESSOR, FILM, DENTAL cc c.. BA . . . .

Automatic dental xray film processing machine. Unit has a processing speed of 6 to 6.5
minutes per cycle and uses. an integral replenisher solution. Unit includes 3 solution tanks,
removable film feeding station, film transport system, film carriers (1 each of O, 1, and 3
film), heater apparatus for developing and fixing tanks and a drying assenbly. Can be used as
a daylight Loader capable of developing, fixing, washing and drying dental periapical and bite
wing films.

UNIT OF HEIGHT U1OTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 16 23 12 70 lb 1: 120 1 - HZ: SUITCH: DENT: HOUR :

EA cm: 41 59 31 32 kg 2: --- 50/60 YES NO n/a

—

a
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xo5ao 6525 CHANGER, FILN, 61-PLANE
I

FFF. .. F....
1

lEE-

Bi-plane film changer. This unit ~s a cut fitm changer for 35cm X 35cm (14X14) serial
radiography. The unit is suited for .s~iogra@ic procedures and it can be Operatd in either ;
sequential or a biplane alternate mode. Characteristics and carportents include ccmpact design,
(16X14) non-interieaved cut film; carbon fiber pressure plate (iw radiation absorption ), 20
program console with CRT display ard printer. This unit is equipped with a film se[ection and
conveyor system. The unit is used in x-ray departments in conjunction with radiographic
equiprrent during fitm exposures.

UNIT OF HEIGHT UIDTII OEPTH UEIGHT VOLTS PHASE ANPS HERTZ DEPEN- BTUs/
1SSUE : in: 40 24 29 133 lb 1: 120 1

EA
20 HZ: SWITCH: DENT:

101 61 74
HOUR :

cm: 61 kg 2: --- 60 NO NO n/a

6525 6ENCH, LoAD/STORE, X-RAY FILM
I

A L A........

X-ray film ioading and storage hnch. The bench is a c-ination of several ccqonents and
are asserb[ed based on the size of darkroom. The bench system shalt include a uaste bin
cabinet, x-ray film storage bin cabinet, a base storage cabinet u/adjustable shelves, a bench
top and a electrical rac~ay. Mu{tipte combinations are avai[able. The unit is used in an

x-ray darkrocnn to load film cassettes and unload film cassettes. The dimensions of the
cabinets are genera ((y 37 inches high and 21 1/2 inches deep with varying widths and the wall
units are 22 inches high and 16 inches deep.

UNIT OF HEIGHT WIDTH DEPTH bfEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 37 0 D lb 1:---

FT
HZ: WITCH: DENT:

cm: 94 0
HOUR :

:: 0 kg 2: --- nJa n/a da nfa

Xomo 6525 STAND, CHEST, X-RAY, V/BUCXYffiRID, FIXED
I

FF F.. .F . . . .

X-ray chest stand with bucky and grid. The unit is a space time and cost saving unit, for
rwtine bucky exposures, thoracic and skutl/spinal radiography of standing patients. The unit
can be Mall nmunted or freestatiing near to a bucky table or universat system using a
colum-mwnted or ceiling-suspended x-ray tube hich it shares. The characteristics and
ccaponents include cassette insertion $Ird &(aKfrrg system. This unit is US.@ in hospita[
radiography to provide cannon radiogra@ic examinations, inc(~ing chest films and oblique
angle radiography.

UNIT OF HEIGHT UIDTN OEPTH UEIGHT WLTS PHASE ANPS
1SSUE : in:

HERTZ OEPEN- BTUs/
27 610 Lb

EA 2: 68
1: 120 15 HZ: SWITCH: DENT:

cm: ; 276 kg 2:--’- 60 NO NO
HOUR :

tia

X099D 6525
I

INNOBILIZER, INFANT, U/CASSETTE HOLDER cc c.. . . . . . .
I

Infant imnobiiizer. The unit has a cassette hotder for use in radiology for x-ray imging of
infants and toddlers. This unit is siaple and fast imnobi(izing ard positioning of infants for
radiographic, f(uoroscopic and other medical examinations. The seat platform turns on ball
bearings, also horizontal movement of cassette carriers. The unit is adjustable for patients
from infants 3 1/2 years of age of normai size for age. The lead shield has adjustabt’e
conventional nwkers and adjusts w and down for various examinations.

UNIT OF HEIGHT WIDTH DEPTH WI GHT VOLTS PHASE ANPS HERTZ DEPEN- BTUs/
ISSUE: in: 21 28 lb 1: ---

EA
HZ: WITCH: OENT:

5$ ;: ::
HWR :

cm: 121 kg 2: --- n/a n/a nfa n/a

O
,)
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*

E 6525 I BENCHTOP, PLASTIC, LAMINATED,5XLX23 IAAA. .I . . . . ..I I

Plastic laminated benchtop~ This unit is custom built for all types of darkrooms and loading
benches. The length depth arid color are specifically matched to each insta( tation. The top is
3/4 inch plywood with a 4 1/2 inche high (outside size), backsplash and end returns. Uaste bin
cutouts bound with a welded stainless steel rim 41$X1610 or 7*1X7)1 size. This unit is used on top
of darkromn casement in x-ray processing rocsna.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 5 0 23 0 lb 1: --- HZ: WITCH: DENT: HOUR :

EA cm: 13 0 59 0 kg 2: --- nla n/a n/a n/a

Xlo’lo 6525 BOARO, ATTACHMENT, UALL MWNTED AA A.. . . . . . .

Uall attachment board. This wall-mounted accessory rack provides convenient storage for
accessories when not in use. For storage of attachments used with radiographic and
fluoroscopic units.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 72 24 0 0 (b 1: --- HZ: SUITCH: OENT: HOUR :

EA ~ cm: 183 61 0 0 kg 2: --- n/a n/a n/a nla

XI020 6525 CABINET, U/H, 3-5” CMPT, 22x18x16 AA A.. . . . . . .

Wall mounted cabinet. This is a wall hung unit with three 5 inch vertical cmnpertments. The
unit is generaliy used for cassette storage in hospital darkrooms.

UNIT OF HEIGHT WIOTH DEPTH WE1GHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 22 0 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 56 ; ;! O kg 2: --- nla n/a n/a nla
*

~ XI030 ~ 6525 CABINET, W/H, 3-7” CMPT, 22x24x16 AA A.. . . . . . .

ual~ mounted cabinet. This is a Halt hung unit with (3) seven inch vertical Compartments.
The unit is generalty used for cassette storage in hospitals and photo darkrooms.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
lSSUE: in: 22 24 0 lb 1: --- HZ: SUITCH: DENT: HWR :

EA cm: 56 61 ; O kg 2:--- nla nla n/a nla

X104O 6525 CABINET, U/H, 100, 3SH, 36x18X21 AA A.. . . . . . .

Ua(( mounted cabinet. This unit is designed to organize and store darkrocsn materials. The
unit has three or two adjustable she~ves. The construction is a double uall that is utilized
throughout. All hardware used is of the highest order including full length piano hinges,
positive action roller latches, and brushed metal Mire pulls.

UNIT OF HEIGHT U1OTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTLls/
1SSUE : in: 36 18 21 0 lb 1:-”- HZ: SUITCH: DENT: HOUR :

EA cm: 92 46 54 0 kg 2: --- n/a n/a nla nla

CABINET, BASE, 3-50’cMPT,36x18x22 AA A.. . . . . . .

Cassett storage base cabinet. The unit is constructed with heavy gauge, rust resistant
electro-galvanized steel. It has double wall construction throughout. All hardware used is of
the highest order, including piano hinges. The unit is designed to organize and store darkroom
materials. The unit has capacity for extra large cassettes. All vertica[ partitions are
removab 1e.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 36 18 22 0 lb 1: --- HZ: SUITCH: DENT: HOUR : a

EA cm: 92 46 56 O kg 2: --- nl a n/a n/a nl a
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E
6525

I
CABINET, BASE, lDO, 37X16X15

I
AA A.. . . . . . .

I
Base storage cabinet. The unit is designed for x-ray department use. The unit has one hinged
door and tuo adjustable shetves. The cabinet may be constructed of stee( or laminated uood.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- eTus/
1SSUE : in: 37 0 lb 1: ---

94 : :
HZ: SNITCH: OENT: HOUR :

2A cm: O kg 2: --- nJa n/a nJa n/a

xl 070 6525 BIN, RECEPTACLES, WASTE 37X12X22 AA A.. . . . . . .
I

Uaste receptacle bin. This unit is s-lied with removable metal Wper container with handles
et both ends. The waste bin is installed under centerline of 6 X 6 inches (152 X 152 mn)bench
top cutout for easy access. This unit ia used in x-rey darkrooms.

UNIT OF HEIGHT UIOTH OEPTH N_EIGHT VOLTS PHASE AMPS HERTZ DEPEN- 8TUs/
ISSUE: in: 37 12 22 0 (b 1: --- HZ: WITCH: OENT : HOUR :

EA cm: 94 31 56 0 kg 2: --- n/a n/a n/a n/a

L
6525

I
CABINET, BASE, FILM lDENTIFIER, 36X12X22 A A A . . . . . . . .

I
Film identifier base cabinet. This is generally fabricated to needs and requirements. The
unit features fult Length, chrtxm plated piano hinges, touch tatches, height adjustable
shetves, bases and staintess steel edging on cassette storage cabinets. This unit meets the
need for storage space in busy darkrooms.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE A14PS HERTZ OEPEN- BTUs/
ISSUE: in: 36 12 0 (b 1: --- HZ: SWITCH: OENT:

EA
HOUR :

cm: 92 31 : 0 kg 2: --- n/a n/a n/a nla

Xlloo 6525 SIN, LOADING, FILII, 33X23X15 AA A.. .F . . . .

Film loading bin. This unit’s deep double steel light trap around the door gives maxims
protect ion and assures t if et i me safety. Al 1 corners and seams are uelded for strength and
protection. The interior of the hinged bin is divided into five ccapartments, each capeb[e of
taking 16 X 171’ films. The adjustable inserts to ecccanmdate amal ler sizes can be arranged to
suit any film assortment. This unit is used in photo and x-ray darkroans.

UNIT OF HEIGHT WIDTH DEPTH ME I GHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 33 60 lb 1: --- HZ: WITCH: DENT:

EE
H@JR :

EA cm: 84 28 kg 2: --- @a Ma n/a rda

P-
6525

I
CABINET, FILING, FILM, MC0,5 TIERS,92X84X18 c c c........

I
FiLm filing cabinet. This unit is a modular design cabinet for filing x-ray film. The unit
is manually sxwsble with 5 tiers each row. Characteristics and components inc(ude two manual~y
movable units and stationary units tile faced. The unit is used to store and file x,-ray fiiu
in hospitals and healthcare facilities,

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 92 84 18 0 Lb 1: --- HZ: WITCH: DENT: HOUR:

EA cm: 234 214 46 0 kg 2: --- nfa n/a n/a Wa

O,,“
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0

x1160 6525 CABINET, FILING, FILM, SDO, 5sH,87x32x20 cc c.. . . . . . .

Film filing cabinet. This unit is 5 shelves, with sliding doors. This unit enables you to
make maximun use of available floor space uhi le providing enclosed radiographic storage for 800
film in envelopes par section. The cabinets are removable partitions to hold f i lms upright.
Each cabinet has an exterior channel for inserting identification Labe[s. The sturdy
construction al 10MS stacking up to 5 high. The unit is used in hospital x-ray departments.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 32 20 300 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: Z:; 83 51 136 kg 2: --- n/a nla nja n/a

X1170 6525 CABINET, FILING, FILM, 5 SH, 83x36x18 cc c.. . . . . . .

Film fi(ing cabinet. This unit is an open shelf system ui th 5 shelves. Each 36 inch shelf
has three interlocking dividers when used with x-ray jackets. The system is used to store and
file x-ray film folders.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 83 36 18 0 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 211 92 46 0 kg 2: --- nla nla nla nla

X1171 6525 SHELF, FILING, FILM, 92x38X18 cc c.. . . . . . .

Film filing shelf. This unit is for x-ray film storage. Character st i cs and components
include 92 inches high, by 18 inches deep, by 38 inches long; additional sections: 92 inches
high, by 18 inches deep, by 36 inches long. Sections to have 18 inches deep base shelves, 15
i riches deep upper shelves, doublef aced sections freestanding.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 92 38 18 0 lb 1: --- HZ: WITCH: DENT : HOUR :

EA 234 97 46
*

cm: O kg 2: --- n/a n/a nla rila
-1

I x1200 I 6525 I LITHOTRIPTER, EXTRACORPEAL IF FF. .IDF . . ..I I

Ext racorprea 1 1i thotri pter. CANNOT IDENTIFY!

UNIT OF HEIGHT UIDTH DEPTH WE1GHT VOLTS PHASE ANPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 0 lb 1: --- HZ: WITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- n/a n/a n/a nla

X1310 6525 CAB INET, FILING, FILM, MOD,5TIER, 84x126x18 cc c.. . . . . . .

Film filing cabinet. This is a five tier x-ray fi[m filing unit. The system is a modular
design; stationary units and adjustable shelves. This unit is used in x-ray film libraries and
x-ray departments.

UNIT OF HEIGHT UIOTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 126 0 lb 1: --- HZ: SUITCH: OENT: HOUR :

EA cm: 2: 320 ~ O kg 2: --- n/a nla n/a n]a

X1360 6525 CABINET, FILING, FILM, MC0,AUT0,92X84X18 cc c.. .B . . . .

Film filing cabinet. This unit is a modular design cabinet for filing x-ray film. The unit
ia automatic! ly movable with 5 tiers each row. Character st i cs and components include two
automatical lY movable units and stationary units double faced. The unit is used to store and
file x-ray film in hospitals and healthcare facilities.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE : in: 18 0 lb 1: 120 1 15 HZ: SUITCH: DENT:

2;: 2: 46
HOUR :

EA cm: O kg 2: --- 60 NO NO n/a
e
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X1400 6525
I

HOLDER, CASSETTE, VERTICAL
I

FF F.. . . . ..D

Vertical cassette holder. The unitts characteristics and cmponents irtctude cabinet holder,
counterbalanced, vertical mltisized with three fietd autcmtic exposure contro[ and automatic
collimation controi. The unit is avaitable in either right or left hand loading.
Conf igurat ions to match users requirement. A sturdy box girder construction, nylon bearings, a
duai lock system gives the unit its special qus(ity. The unit is used in x-ray department for
film cassette during radiogre$ic procedures.

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 74 0 0 lb 1: --- HZ: SWITCH: DENT:

EA 189
HOUR :

all: o : 0 kg 2: --- n/a nfa n/a n/a

X1405 6525
I

STAND, EUCKY, VERTICAL, TILT, AUTD14ATIC FF F.. .A. ..D
I

Verticai and tilting bucky stand. This tmit is muunted to the f{oor and wail to provide a
vibration-free mounting p[atfonn for the universe{ bucky. The grid line free radiographs are
produced at exposure times as short as tuo mittisecorxis. Characteristics and components
inclde atuninun interspaced grid with a 36 inch (914 um) to 40 inch (1016 urn) focal range.
The unit’s cassette size sensing tray accannodates al( cassette sizes between S and 17 inches.
The unit tilts at angtes of +90/-20 degrees frm the vertica[ position. The unit is used in
x-ray facilities for processing radiogra~y images.

UNIT OF HEIGHT UIDTH OEPTH MEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE : in: 76 28 18 568 lb 1: --- IIZ: WITCH: DENT:

EA
HWR :

cm: 193 69 45 262 kg 2: --- rl/a Wa n/a n/a

X141O 6525 CHANGER, CHEST, X-RAY, AUTO ADVANCE
I

FFF. .. c....

Chest-x-ray unit: autcamtic fi(m advance, 14 inches by 17 inches sheet film phot o-identifier,
loading and receiving mgozines @ototimr pickup, magnetic iocks and vaeuun film chantxsr uith
pair high plus intensifying screens, for autcmated unit WM cdenser discharge, photoimer,
solid state generator 220 volt, three phase, 12 KC4VA. Couptete uith floor nmuntecl
interconnect tubestand, grid control led x-ray tube, fixd collimator and shockproof cables.
Plus fi(m conveyor and automatic processor.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS
ISSUE: in:

HERTZ DEPEN- BTUs/
28 22 118 lb 1: 220 3 HZ: WITCH: DENT:

2A cm: ; 70 55 54 kg 2:--’- n/a
HWR :

n/a n/a n/a
)

I X1415
1

6525
I

LASER POSITIONING SYSTEM, PATIENT
I

FF F.. .F . . . .
I

Laser positioning system. This unit is designed for accurate patient aligmnent, resulting in
increased radiographic throughout with fewer retakes. Three vertical lines mark the patient~s
centerline and outside edges of the film. The fourth is a horizontal tine; indicates the top
edge of the radiographic film. The unit is used with various x-ray systems.

UNIT OF HEIGHT WIDTH DEPTH NEIGHT VOLTS PHASE AMPS HERTZ” OEPEN- BTUs/
ISSUE: in: 17 25 5 0 Lb 1: 120 1 - HZ: SWITCH: OENT: . HCtJR:

EA cm: 43 28 14 0 kg 2: --- n/a n/a Wa nla
i

Ix1420 6525 INAGER, LASEQ (512x512)
I

OF F........
, 1

Laser imager. An infrared Laser beam is scannsd across the film by a precision rotating
polygon, bthile correcting optic focus and control the beams intensity. The characteristics and
cqnts inC~@e $n aUtCIlS3ti C film handling system and uses 14,) x 17u lR fi [m.

UNIT OF HEIGHT WOIH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 48 51 26 686 lb 1: --- HZ: SWITCH: DENT:

EA
HWR :

cm: 120 129 66 310 kg 2: --- n/a n/a ~a n/a

O.!t,
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X1425 IMAGER , LASER ( 1024 X 1024) FF F.. . . . . . .

Laser imager. This is a solid state laser that is used as a light source, that provides high
resolution images of supari or qua i i ty and accuracy. An infrared laser beam is scanned across
each film by a precision rotating polygon, uhi le correcting optics focus and control the beams
intensity.

UNIT OF HEIGHT UIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 47 50 26 686 lb 1: --- tiZ: SUITCH: DENT: HOtlR :

EA cm: 120 129 66 312 kg 2: --” nla nla n/a nla

x1600 6525000753294 CABINET , TRANSFER, CASSETTE, 4D0, 2CMPT AA A.. . . . . . .
I

Cassette transfer cabinet. (x-ray pass box). Four doors, automatic interlock, lead- 1 ined,
two compartment. This unit is a x-ray pass box with four doors and automatic interlock. There
is a 1/16 inch lead Lining and two compartments. The unit is fabricated from heavy gauge steel
and features double ~all construction throughout. Uith the automatic system, uhen one door is
opened, the door on the other side is autmnatica[~y locked. This device is used in darkrooms
to transfer cassette.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 22 22 0 lb 1: --- HZ: WITCH: DENT: HWR :

EA cm: 56 56 ~ O kg 2: --” n/a n/a n/a n/a

X1704 6525010108496 IDENTIFIER, FILM, DAYLIGHT EE E.. .A . . . .

Film identifier. This unit is constructed of heavy duty all steel body, a stainless steel
door ~ith a foam rubber contact pad and a stainless steel face plate with guide rails for
perfect portioning. The timing circuit and capacitor discharge system built-in into the
autcmatic unit. This unit is used to identify radiographic film in x-ray darkrooms and
hospitals.

a

UNIT OF HEIGHT UIDTH DEPTH UE I GHT VOLTS PHASE AMPS HERTZ DEPEN - BTUs/
ISSUE: in: 3 8 5 lb 1: 120 1 15 HZ: SWITCH: DENT:

21 2:
HOUR :

EA cm: 8 3 kg 2: --- 60 NO NO n/a

3

X1705 6525 CHANGER, CHEST, DAYLIGHT, WACCESSORIES FF F.. .F . . . .

Daylight chest changer. The unit components include cassette handling module; film processor
ad fi[m loader. This unit is used to process radiography film.

UNIT OF HEIGHT bJIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 74 3 46 1,100 lb ‘1:220 - - HZ: WITCH: DENT: HWR:

EA cm: 187 84 116 500 kg 2:-- 20 nla n/a nla nl a

X1707 6525 CONVEYOR, FILM, DAYLIGHT FF F.. .F . . . .

Film conveyor, daylight for use with chest changer (X1705). Conveys 14 x 17 inches cut film
to small, autc+natic processor. (small processor to be ordered rately). Must be fabricated to
equipinent specifications.

UNIT OF HEIGHT UIDTH DEPTH MEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: o 0 0 0 lb 1: --- HZ: WITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- n/a nla n/a nla
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X1709 6525 LOAOER/UNLOAOER, FILM, DAYLIGHT MULTIPLE
I

FF F.. .F . . . .
I

Daylight f i Un loader/unloader provides for up to 7 sizes of f i hn/cassettes ctiinetions.
Device autcinatical iy unloads and loads coded cassettes or permits front panel se(ection of f i im
size-type for uncoded casettes. Loader/un(oader interfaces wi th a vari ety of f i lm processors
with an optional interface kit. (NAVY ADO - NEU TECHNOLOGY)

UNIT OF HEIGHT UIOTH DEPTH WE1GHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 49 32 28 721 lb 1: 208 1 15

EA
HZ: WITCH: DENT: HOUR :

cm: o 0 0 0 kg 2: --- 50/60 YES YES n/a
~

I X171O 6525010108496 PROCESSOR, FILM, DAYLIGHT
I

FFF. ..A . . . .
I

Processing set, radiographic fi Im, dayi ight system. May be individual ccaponent or integrated
system. Casette loader/un(oader and rapif film processor provides for three integral fiirn
sizes and 80 second processing. Alternative processing cyc(es include 103, 137, and 264 second
processing.

UNIT OF I HEIGHT UIOTH DEPTH IIUEIGHT VOLTS PHASE AMPS I HERTZ OEPEN- 1BTUSI
1SSUE : in: 76 150 [b 1: 120 - 160 HZ: WITCH: OENT:

;; :
HOUR :

EA cm: 193 68kg 2:---a/a n/a Wa n/a

1x1711 16525010108496 \cIiSPENSER, F*LH,14X17,0AYLlGHT lFFf. .]. A.. ..~ I

I

X-ray dispenser. This is a daylight wall mounted unit uith 100 film capacity. It is used in
x-ray departments to process x-ray f i tm. I

0,,

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
lSWE: in: 78 21 10 151 lb 1: 120 16 - HZ: SUITCH: OENT:

EA
14WR:

cm 193 56 25 68 kg 2: --- n/a nfa n/a nfa

6525010108496 OISPENSER, FILM, 10X12, OAYLIGHT
I

FFF. .. A....
I

Dispenser, film 10 x 12 inches daytight. 120 volt, AC sing(e phase, 2 AMP Mall or rack
molmted. 100 film capacity. 9 ~/3 inches deep, 17 1/2 inches wide, 44 inches high. Ueighs 57
-.

UNIT OF HEIGHT UIOTH DEPTH UEJGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 46 21 10 151 lb 1: 120 - 16 HZ: SWITCH: OENT: HOUR :

EA cm: 193 54 25 68 kg 2: --- nla n/a n/a n/a

X1715 6525010108496 DISPENSER, FILM, 8xI0, OAYLIGHT FFF. .. A....

X-ray film dispenser. This is a daylight ualt mounted unit with 100 film capacity. Used in
x-ray department to process x-ray films for medical review and diagnostics.

UNIT OF HEIGHT UIOTH OEPTH UEIGltT VOLTS PHASE AMPS HERTZ OEPEN- 8TUs/
1SSUE : in: 76 151 {b 1: 120 - 16 HZ: WITCH: DENT:

2A 193 :: :
HOUR :

cm: 68 kg 2: --- n/a n/a nfa n/a

X1717 65250101084% UNLOADER, CASSETTE, OAYLIGHT
I

FF F.. .A . . . .

Daylight cassette unloader. This unit is freestanding mobi(e x-ray film untoader. The
characteristics and ccuponents inciude space saving; gravity feed design; accepts a~l standard
fihm sizes and automatically identifies films with patient information. The unit is used in
x-ray departments for x-ray film pr=essing in hospitals.

UNIT OF HEIGHT UIDTH DEPTH IIUEfGtlT VOLTS PHASE AMPS I HERTZ DEPEN- 116TUs/
1SSUE : in: 41 28 21 0 lb 1: 120 1 3 HZ: WITCH: OENT: HWR :

EA can: 105 72 54 Okg 2: - - - nfa nja tia nfa
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L

x1718 6525010108496 TRANSPORT/FEEDER , FILM, DAYLI G’HT EE E.. . . . . . .

Oayl i ght transport f ceder. This unit receives and stores from 1 to 30 examination films.
Film size may be. intermixed. The unit is hand carried to processor equipped uith X1707 to
unload and feed f i lma into the processor automatically under daylight conditions.

UNIT OF HEIGHT UIDTH OEPTH b/EIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 42 28 52 626 lb 1: 120 1 16 HZ: SUITCH: DENT: HOUR :

EA cm: 106 72 132 282 kg 2: --- 60 No NO nl a

ADAPTOR, PROCESSOR, F 1 LM, DAYLIGHT

Film processor adaptor. This is a day[ight system which fits on the feed tray of most full
size processors and is designed to accept daylight transport feeder for automatic feeding in
daylight. Unit can also be fed manua[ [y, under safel ight conditions, into processor with
adapter in place.

UNIT OF HEIGHT UIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 0 lb 1: 120 1 - HZ: SWITCH: DENT : HOUR :

EA cm: o 0 0 0 kg 2: --- n/a nja nla n/a .

X1720 6525006127650 SAFE, FILM, X-RAY, DENTAL, 2CMPT cc c.. . . . . . .

Dental x-ray fi lm safe. The unit can be opened only under safe 1 ight conditions and wi 11 not

open in the presence of white 1 ight making accidental exposure of f i lm impossible. This unit’s
character sties and components include dispenser type design and two compartments.
Accotiates 150 unexposed f i lm packets and 16 exposed fi lm packets, for mounting on wal 1 or
dental cabinet. The system is used in f i (m processing and film storage.

UNIT OF HEIGHT UIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : iln: o 0 0 0 lb 1: --- HZ: SUITCH: DENT: HWR :

EA cm: o 0 0 0 kg 2: --- nla n/a n/a nla

X 1725 6525 DUPLI CATOR/PR INTER, FILM, TBL , 17X3X24 cc c.. .A . . . .

X-ray f i [m CIUPI icator andor subtraction printer. Table top. This unit is a high-precision
subtraction device that provides maximun resolution, transfer, and consequent~y makes
subtraction of the highest diagnostic value. It is 1 ightweight and compact, and features easy
to read 1 ighted controls, including the switch control t ing both subtraction and dupl i cat ion;
which prevents double exposure.

WIT OF HEIGHT UIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 17 34 24 75 lb 1: 120 - - HZ: WITCH: DENT : HOUR:

EA cm: 44 87 61 34 kg 2: --- n/a nla nla nf a

DUPLICATOR, FIL14, DENTAL, 9x18x14

Dental x-ray f i (m duplicator. This unit copies up to 8 inch by 10 inch dental x-ray f i lin.
The entire operating mechanism is a modular assembly that can be 1 if ted out of the housing for
access to al t components. The unit’s construction is high-density polyethylene and coated
steel. Casework is impervious to standard processing chemicals. It also has a built-in
safelight for positioning of f i lms.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 9 18 14 0 (b 1: 120 1 - HZ: WITCH: DENT: HWR :

EA cm: 23 48 36 0 kg 2:-”- nla n/a n/a n/a
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X2040 6525 PROCESSOR, FILM, DENTAL
I

cc c.. .A . . . .

Processor, fibn dental x-ray. This unit is designed for operational simplicity. The film
feed and exit are from the top as are the convenient push tutton controls and irwiicator light.
Processing times are optimized at e~roxiaately 6.25 minutes. The unit requires no pltmbing
and includes a built-in autometic chemistry heating system. The unit is used in dental offices
and facilities.

WIT Of HEIGHT UIOTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 10 25 28 lb 1: 120 1 5 HZ: SWITCH: DENT:

i 26 64
HUJR :

EA cm: O kg 2: --- n/a n/a nfa n/a

X2100 6515
I

SCANNER, ULTRASOUND, GENERAL PURPOSE cc c.. .A . . . .
I

General purpose ui trasound scanning system. The unit enploys annular array sector, rea( time
pan and zoom, dop@er and image aemory capsbi ( i ties. It has B, M, WI and O mode display
capebi ( i ty. It shall enptoy electronic convex, Linear and sector scanning as we-l 1 as
mechanical and srvtu(ar array sector scanning modalities. The system can be used in various
areas of a heaithcare faci 1 ity.

UNIT OF HEIGHT WIDTH OEPTH WIGHT VOLTS PHASE AMPS HERTZ DEPEN-
ISSUE :

BTUs/
in: 61 20 34 269 lb 1: 120 1 - HZ: SW TCH: OENT :

EA
HOUR :

cm: 155 51 86 122 kg 2: --- 60 NO NO nfa

X2105 6515 SCANNER, ULTRASWNO, CARDIAC (ECHO)
I

cc c.. . . . . . .
I

L-
X2I1O

Cardiac U( trasound scanner. Also cat ted ‘Echoscarvter” ati “Echocardiogra@~’. The unit is en
ultrasound-scanning and image processing system designed specifica((y for real-time,
noninvasive of heart structures. This ultrasonic scanner should incorporate the fo~(ouing
features expected of any current ultrasonic unit; a digital scan converter ~ith a display size
of at least 512 x S72 pixels, 6 bit depths (providing 64 sh@es of 9ray), digital Calipers with
cardiac analysis program adjustable depth gain contro[ preprocessing end postprocessing
selections, H-mode and electrocardiogram (ECG] capsbi (ity, and a usedful range of probes. This
unit can be used in clinics and hospitals.

UNIT OF HEIGHT UIDTH DEPTH NEIGHT WLTS PHASE ANPS HERTZ DEPEN - BTUs/
ISSUE: in: 24 55 lb 1: 120 1 15 HZ: WITCH: DENT:

EA ~ if 61
HOUR :

cm: 25 kg 2: --- nfa n/a n/a rda

6515
I

SCANNER, ULWW3CSJN0, WLSED ODPPLER
I

CC C.. .A . . . .
I

Pulsed doppler ultrasound scanner. This unit examines the peri~eral vascular system for
obstructions, occ~usions, disease, and vascular imccnpetency by means of a two-dinxmsionst
(2-D) real fine Image of the organ or the area being examined. The unit provides accurate
non-invasive diagnosis of vascular disease through the simultaneous ctiinstion of high
resolution vascular imaging and rea l-tiu@ gray scale spectrun analysis. The unit is used in
health C( inics and hospita(, for examination of vascu(ar system.

UNIT OF HEIGHT WIDTH DEPTH NEIGHT WLTS PHASE AMPS HERTZ DEPEN- “ BTUs/
ISSUE: in: o 0 0 0 ib 1: --- HZ: SUI TCH : DENT:

EA
HOUR :

cm: o 0 0 0 kg 2: --- n/a n/a n/a n/a
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X2111 6515 SCANNER , ULTRASIY.IND , DOPPLERIOPHTHALMI C cc c.. .A . . . .

Pulsed doppler ultrasound scanner. This unit examines the peripheral vascular system for
obstructions, occlusions, disease, and vascular incompetency by means of a tuo-dimensional
(2-D) real fine image of the organ or the area being examined. The unit provides accurate
non- invasive diagnosis of vascular disease through the simultaneous combination of high
resolution vascutar imagifig arid rea l-time gray scale spectrun analysis. The unit is used in
health clinics and hospital, for examination of vascular system. Unit to be optimized for
ophthalmic applications.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 0 lb 1: --- HZ: WITCH: OENT: HOUR :

EA cm: o 0 0 0 kg 2: --- n}a n/a n/a nla

x2115 6515 SCANNER, ULTRASOUND, OBSTETRICAL cc c.. .A . . . .

Obstet ri ca 1 ultrasound scanner. This unit provides images of soft tissue for abdominal,
obstetric, and gynecology c examination. The diagnostic U( trasound system produce images of a
patient’s internal organs. Short burst of ultrasonic energy are transmitted into the body,
producing echoes as they encounter the acoustic i nterf aces resulting f t-cm difference in tissue
impedance characteristics. The unit 1s characteristics and components include S-mode display;
85 tnn X 200 m scanning range and caliper unit. This unit is frequently used in the hospitats
radiology department to complement other imaging modalities and in other hospi ta~ departments
and private offices.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 20 49 lb 1: 120 1 - HZ: SUITCH: OENT: HOUR :

EA cm: 2; 51 ;: 22 kg 2: --- n/a nla n/a n/a

E 6515 SCANNER, ULTRASWND , A MODE ONLY cc c.. .A . . . .

llAl~ de ul trasoni~ scanner. This unit has various modes avai lable to display the returning
echoes. A mode displays their amplitude profile; each echo is represented by a spike along a
reference baseline. The characteristics and components include A-mode operations; memory size
of 512 X 512 X 6 bits; RS232 communications posts and video display rate of 30 frames per
second. This unit is used in hospitals and heal thcare faci 1 i ties to scanner internal organs.

I I I I I
UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 7 21 19 75 [b 1: 120 1 2 HZ: SUITCH: DENT: HOUR :

EA cm: 18 54 49 34 kg 2: --- 60 NO NO n/a

Fi im date punch. The unit characteristics include five rotating numbers 0000 through 9999,
and R or ‘L. A two-line name and address imprint is inclwfed with the marker set.

<
UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 2 4 0 0 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 5 10 0 0 kg 2: - ‘- - nl a nla nl a , n/a

x2605 6525 CAMERA, IDENTIFICATION, FILM cc c.. .A . . . .

Film identification camera for use with cassettes like the Kodak C2 cassettes. This unit
works in norma~ room lighting, transferring patient I.D. data from a card to x-ray fi (m. The
1.0. appears as light type on a dark background; exposure time is approximately one second.
The intensity of the exposing light can be seleclted for either Kodak X-caatic G or H film.

---
UNIT OF HEIGHT UIDTH DEPTlt!’ WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: :; - 20 lb 1: 120 1 1 HZ: SUITCH: DENT: HOUR :

EA cm: ;: :: “, 9 kg 2: --- nla n/a nla n/a
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X261O 6525 IMPRINTER, IDENTIFICATION, F1Lf4 CCC.. .A . . . .
I

FiLm identification iaprinter. This unit is a printer for irtcluding typed identification
information on x-ray sheet f i Im. The printer is constructed of a heavy duty all steei body, a
stainless steel door with a foam contact pad and stainless steel face plate with guide rai 1s
for perfect positioning. The unit provides printing time automatically for most mdica~ x-ray
f i IRS; a push-button switch increases the [ ight intensity then necessary for other films. It
has separate siots for inserting identification cards and fi(m. This unit is designed for
bench tops or uail installation. If

UNIT OF HEIGHT WIDTH OEPTH WE IGlfT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 83 8 8 0 lb 1: 120 \ - HZ: !MTCH: DENT: HOUR :

EA Cm: 8 21 21 0 kg 2: --- n/a nfa Wa n/a

X3aso 6525 DRYER, FILM, CRS, 200, 72x25x24 AA A.. .s . . . .
I

FiLm dryer. This unit drys a twelve to twenty fwr 14 X 1? inch or smaller film in 20 minutes
at 55 percent hunidity. The btower recirculates Harm air over hanging fiims for fast,
efficient drying. The unit’s construction is atl steel. This unit is used to dry x-rays
during flim processing in x-ray clinic and darkrooms of hospitals.

UNIT OF HEIGHT WDTH DEPTH US I GIIT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 72 25 24 100 lb 1: 120 NZ: SWITCH: DENT: HOUR :

EA cm: 183 64 61 46 kg 2:.-’- n/a n/a n/a n/a

X3110 6S25 DRYER, FILM, U/MNTO, 32x~x20
I

AA A. ..0....
I

Film dryer. This is a uatl or counter munted unit with a 2 fi(m capacity, mgnetic door
latch. This unit is a malt stainless steei model. The unit fi(m hangers fit into specialty
slotted holders that keep them separated and vertical at alt times. All interior parts are
mde of stainless steel. The drawer opens its fuli uidth on bait bearing extension g(ides.
The driving system includes a heavy duty motor and fan, plus a thermostatically controlled 750
watts sealed heating unit separately controlled but interbcked so that the heater uill not
function without the fan. The unit is used to dry x-ray film in hospitats d x-ray clinics,
during fitm processing.

UNIT OF HEIGHT UIOTH OEPTH WEIGHT WLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 33 23 20 0 Lb 1: 120 20 HZ: SIJITCH: DENT:

EA 84 0 kg 2:--’- 60 NO NO
HOUR :

cm: 59 51 n/a

X3145 6525010867025 SCREEN, X-RAY, PROTECTIVE, MOBILE
I

cc c.. . . . . . .

Mobile x-ray protective screen. The unit is single 1/6 minimun thickness, (ead sheet is
san&iched betueen the formed steel she~ls. An 8“ X 10” lead glass uindou is placed at a
convenient height. The steel construction increases the x-ray protective value and is not
x-ray transparent as are wood or Mood products. The unit is used for effective radiation
protection of department personnel during vascular procedures. This unit can fit any
application with its mobility.

UNIT OF HEIGHT UIOTH OEPTH WEIGHT VOLTS PHASE ANPS HERTZ OEPEN- BTus/
ISSUE: in: 73 31 2 150 lb 1: --- HZ: SWITCH: DENT:

EA
HWR :

cm: 186 79 6 68 kg 2: --- n/a n/a n/a n/a

I

O,,,,,,
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X3747 6525010867025 SCREEN, X-RAY, PROTECTIVE, MOBILE, ADJUS cc c.. ‘. . . . . .

Mobile x-ray protective screen. The unit is single 1/6 minimum thickness,lead sheet is
sandwiched between the formed steel shel(s. An 8’! X 10” lead g(ass wirtdou is placed at a
convenient height. The steel construction increases the x-ray protective value and is not
x-ray transparent as are wood or wood products. The unit is used for effective radiation
protection of department personnel during vascu~ar procedures. This unit can fit anY
application with its mobility. (ADJUST FOR MOBILE LEAD ACRYLIC SCREEN)

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 73 31 2 150 Lb 1: --- HZ: SWITCH: DENT: HOUR:

EA cm: 186 79 6 68 kg 2:--- nla n/a n/a nia
,

X3150 6525 RACK, APRON/GLOVES, UALL MOUNTED AA A.. . . . . . .

Apron and gloves rack. This is a wall unit which holds aprons and gloves. The body is heavy
gauge steel finish in gray or green baked enamel, glove and apron holding arms are aluminum.
The unit’s convenient on wall storage will prolong the useful life of your protection aprons by
helping prevent damage to internal components.

UNIT OF HEIGHT UIDTH OEPTH UE I GHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 69 30 0 0 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: 175 76 0 0 kg 2: --- n/a nla n/a nla

I
X3155 6525 RACK, APRON/GLOVES, MOBILE cc c.. . . . . . .

Apron and g[oves rack. This is a nwbite unit which holds aprons and gloves. Th e body is
heavy gauge steel finish in gray or green baked enamel, glove ard apro n holding arms are
alumirmnn.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1sSUE : in: 69 30 o’ 0 lb 1: --- HZ: WITCH: DENT: HOUR :

EA cm: 175 76 0 0 kg 2: --- n/a n/a n/a nf a

6525

Mobi Le x-ray illuminator system. This unitls housing is enclosed with sound insulated panels.
The shelf and all panels are removab[e, and lamps are serviced frcsn the front. Radiographs are
loaded onto plexiglass panels at the front of the viewer. The unit will allow you to reach one
of fifty panels in a maximwn time of one minute or approximately 2 1/2 seconds per panel. The
unit is used in hospitais and research institutions to view radiographs.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 79 70 34 850 lb 1: 120 - - HZ: SWITCH: DENT: HOUR :

EA cm: 201 178 86 356 kg 2: --- n/a nla n/a nla

X3300 6525 BOARD, BADGE, FILM AA A.. . . . . . .

Film badge board. This unit is a magnetic bulletin board console made of smoke plexiglass,
and cork is a modern attractive design which will contribute to the aesthetics of the x-ray
department and promote good housekeeping. The unit stores markers, calipers, ID cards, rulers,
pens, etc. safely and conveniently and uses cork board for notes and memos.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 17 19 2 5 lb 1: --- HZ: WITCH: DENT: HOUR :

EA cm: 42 49 5 3 kg 2: --- n/a nla n/a n/a
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X3800 6525 ILLUMINATOR, FILH, SNGL, RCSD, 20x15x5 AA A.. .0 . . . .
I

Film illuminator. The unit is e single air on panel recessed system. This is used to revieu
medical x-ray film. Characteristics and components inc(ude 32 watt bulb, adjustable roller
film grips, and removabte partitions for panoramic use. The system is used in hospital and
doctors office for film viewing.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
rssw: in: 20 15 16 tb 1: 120 HZ: SWITCH: DENT:

51 38 1; 8 kg 2:--’- n/a
HOUR :

EA cm: n/a nfa n/a

X3830 6525 ILLUMINATOR, FILM, SNGL, U/KNTD, 20X17X5 AA A.. .A . . . .
I

Single film i((uninator. This is a single panel ua(l mounted unit. Characteristics and
coqonents include, one 32 wetl bulb; adjustable rol(er fi(m grips, constructed of corrosion
resistant galvanized stee[ with ataintess steel trim, and clean uncluttered a~arance. This
unit is used to vieu x-ray film in hospitals and doctors offices.

UNIT OF HEIGHT UIDTH DEPTH US I GHT VOLTS PNASE ANPS HERTZ DEPEN- BTUs/
ISSUE: in: 20 17 5 0 lb t: 120 1 - HZ: SWITCH: DENT: HOUR :

EA cm: 51 63 13 0 kg 2: --- n/a n/a n.fa n/a

X3900 6525 ILLUMINATOR, FILH, OBL, RCSO, 20x30Xt6 AA A.. .0 . . . . I
Film ittuninator double recessed. This unit offers cqletety fiush recess installation that
provides a c[ean modern appearance. The unit has 15 watt fluorescent daylight btdbs per
section. It has an adjustable roller film grip, push button switches. The interior partition
removable for panoramic use. The unit is used to view radiography film in x-ray clinics and
generel hospital use.

UNIT OF HEIGHT UIDTH DEPTH MEIGHT VOLTS PHASE AMPS HERTZ DEPEN- 8Tus/
1SSUE : in: 30 0 lb 1: 120 HZ: WITCH: DENT:

~ 76 1:
HOUR :

EA cm: O kg 2:--’- Ma n/a nla n/a

ILLUMINATOR, FILM, C-SPINE AA A.. .A . . . .

An x-rey illuminator for viewing C-spine fihns.

UNIT OF HEIGNT UIOTH DEPTH UEIGHT WLTS PHASE AI(PS HERTZ DEPEN- Mus/
1SSIJE : in: 36 14 3 0 lb 1: 120 1 2 HZ: SWITCH: OENT: HOUR :

EA cm: 91 36 8 0 kg 2: --- 60 NO NO n/a

lL~UNINATOR, FILM, OBL, RCSD, 23X31X5 AA A.. .6 . . . .

Film iltuninator. This is a doub(e, continuous vieMing surface unit. The unit is a~so
recessed with dual switches Qnd he(i-grip film support. For darker films with difficult to
discern details, flick a suitch to increase illumination uniformity a futl 50 percent.

UNIT OF I HEIGHT WIDTH DEPTH W IGHT VOLTS PHASE ANPS HERTZ DEPEN- BTUs/
ISSUE: in: 23 31 5 0 lb 1: 120 1 - HZ: SWITCH: DENT: HOUR :

2A cm: 59 79 13 0 kg 2: --- n/a n/a n/a n/a

517
Source: https://assist.dla.mil -- Downloaded: 2016-12-11T01:05Z

Check the source to verify that this is the current version before use.



MIL-STD-1691F

1 JULY 1993 APPENDIX A

CATEGORY: ANAVI
JSN

UTILITIES
NSN N(X4ENCLATURE RVFAH 123456

E

&.-

P!-

6525 1LLUMINATOR, FILM, DBL , U/MNTD , 2CJX29X6 AA A.. .A . . . .

X-ray film illuminator. This is a double, wall mounted type unit with. a continuous viewing
surface. The tension film grips are adjustable top and bottcin with standard grip strip. The
unit’s balanced-light viewing is assured by the 32u circular fluorescent lamp. It provides 500
feet candles of cool operation across the entire 14 X 17 inch viewing surface. The unit is
avai lable with or without film-activated suitch. The unit can be used in hospitals, examining
rooms, satelite office or lab.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 20 0 Lb 1: 120 1 - HZ: SWITCH: DENT:

z 12
HOUR :

EA cm: ‘s1 o kg 2: --- nf a nia n/a n/a

6525 I ILLUMINATOR, FILM, 8 PANELS, U/MNTD IAAA. .I. A....I I

Film i illuminator, 8 panels, wali mounted. This unit has a stainless steel or light gray baked
enamel finish. The unit consists of two 4-panel i 1 luninators, with dual switches and a torque
grip film hotders. The lo~er illuminator is ti lted 35 degrees from the vertica~ while the
upper illuminator is vertical (on two tier unit). This wa[ I mounted unit is arranged to
facilitate hardling of the films and especia( ly effective for seated viewing. The unit is used “
to review and analyze x-ray film.

UNIT OF HEIGHT UIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 39 59 6 0 lb 1: 120 1 - HZ: SWITCH: DENT: HOUR :

EA cm: 99 150 16 0 kg 2: --- nla n/a nla n/a

6525 ILLUMINATOR, FILM, MOBILE, DR, 4 OVER 4 cc c.. .A . . . .

Mobile fi lm illuminator. This unit is msnuf actured of heavy gauge steel uhich is formed and
we[ded into a single integral, housing. This unit has two 4-panel i 1 luminator with continuous
film-retainer clips. The system has bui (t-in reflectors which help provide panoramic uni form
light through a 1/8” thick plexiglass viewing panel. The unit is equipped with a mobile stand
that al lows movement of unit where needed for use during lectures and conferences.

UNIT OF HEIGHT UIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 77 72 27 1,700 lb 1: 120 1 10 HZ: WITCH: DENT: HOUR :

183 69

x3960 6525 1LLUMI NATOR, F 1LM, 8 PNL ,U/DESK, 74x59x23 AA A.. .A . . . .

Fi lm illuminator with desk. This unit includes a four over four format of x-ray i 1 ruminators
mounted in a high density particle board frame with walnut grain melamine high pressure
laminated end panel. The unit shal 1 have two remote control switches for individual I ight
panel contro[. The lower bank of i 1 luninators shal 1 be mounted at 30 or 45 degree angie. Its
desk shal [ be of same construction as i 1 luminator frame.

UNIT OF HEIGHT UIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 74 59 23 0 lb 1: 120 1 - HZ: WITCH: DENT: H~R :

EA cm: 188 150 59 0 kg 2: --- nla n/a nl a n/a

E 6525 ILLUMINATOR, FILM, 8 PNL , RCSD , 40x58x4 AA A.. .0 . . . .

Fi lm i l[uminator, 8 panels recessed. This unit has a stainless steel or baked enamel finish.
The unit consists of two 4-pane[ i 1 luninators, with dual switches and torque grip f i [m holder.
The unit has 8 individual 14” X 14” sections. [t id equipped with separate switches for
lighting any one section desired at a tire. The system is used in x-ray clinic and general
hospital use.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 40 58 4 0 lb 1: 120 1 7 HZ: WITCH: DENT : HOUR :

EA cm: 102 148 11 0 kg 2: --- 60 NO NO nf a
a
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)(3990 652S ILLUMINATOR, FILH, 4 PANELS, U/UNTD AA A.. .A . . . .

Film iltuninator, 4 panels, WFJL1 nxfunted. This unit is designed for sinple on the wall
insta[ tat ion. The unit has front-munted switch provided for independent control of
fluorescent tanps. The unit is used to review and analyze radiography film in hospitals and
x-ray clinics. ‘

WIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 23 60 6 116 lb 1: 120 1 5 HZ: SUITCH: OENT: UOUR :

EA cm: 69 152 16 53 kg 2: --- 6~ No NO n/a

I X40CI0 6525 ILLUMINATOR, FILU, 4 PNL, RCSO, 23x61x5 AA A.. .8 . . . .

Fitm i lluninator, four panels, recessed mounted. This unit is stainless steel trim, uelded
and grourd smooth. It offers the choice between low, mdiun, ad high brightness to best suit
fiim density.

UNIT OF HEIGHT UIOTH DEPTH WEIGHT VOLTS PHASE AMPS HERT2 OEPEN- BTUs/
ISSUE: in: 23 61 s O lb 1: 120 - - HZ: WITCH: OENT: HOUR :

ISA cm: 59 154 13 0 kg 2: --- n/a n/a nla n/a

[ X4050
1

0

6525 ILLUMINATOR, FILM, SOLIO PANEL, 19x1OOX6 AA A.. .A . . . .

Fitm i~~uninator, sotidpsnd. This unit is a solid panel unit between 2 feet to3 feet by8
feet to 8 feet in (ength. The unit features adjustable rol(er fi~m grip system that carries a
life-time guarantee to hoid the film properly. It has heavy duty rocker switches and hwsing
is fabricated from specially tested electro-galvanized steel for corrosion protection. There
is one 32 watt bdb per section. This unit is used in x-ray ciinics and general hospital use.

UNIT OF HEIGHT UIOTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 19 90 6 0 lb 1: 120 1 - HZ: WITCH: OENT: HOUR :

EA cm: 49 254 16 0 kg 2: --- n/a nfa n/a nfa

X4080 6525 ILLUMINATOR, FILM, tItOBILE, 16 PNL, NOTOR cc c.. .8 . . . . I
?tobite film il(uninator. This is a mobile motorized, capacity as required; 14 inches by 17
inches radiographs; 16 separate display panels, autaratic control. The unit’s fluorescent
tarps turn on and off automatically as display panels move into and out of position. The unit
includes remote control and the control console is mounted on four heavy-duty roller casters,
and has walnut finish bench top. The unit is used to view radiogra~ic film for medical
purposes in hospitats and heatth clinics.

UNIT OF HEIGHT UIOTH OEPTH WEI GUT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
[ SSUE : in: 67 69 33 800 lb 1: 120 1 - HZ: WITCH: DENT: HOUR :

EA cm: 170 180 82 362 kg 2: --- da da tia tia

PROJECTOR, FILM, RADIOGRAPHIC

Radiographic f i lm projector. This unit projects images up to 12 X 15 feet for large-adience
viewing and discussion of all size x-rays, slides and transparencies. The unit has a built-in
variab(e mask adjustab~e frtxn closed to ful [ aperture for asssorted f i lm sizes and for
pinpointing any sections of interest, eliminates alt undesirable light when projecting a small
f i lm or transparency. The unit is for use in training and conference display of radiographic
films.

UNIT OF HEIGHT WDTH OEPTH WEIGHT VOLTS PHASE AWS HERTZ OEPEN- BTUs/
1SSUE : in: 44 22 42 150 lb 1: 120 1 - HZ: SWITCH: OENT: HWR :

EA cm: 112 56 107 68 kg 2: --- nfa n/a n/a n/a

O/:‘!,,,,:
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X41 00 6525 CONSOLE , PACS DIAGNOSTIC REPORTING cc c.. .B . . . .

Diagnostic viewing console for picture archiving and retrieval (PACS) system. This station is
for use by radiologist to read and report results of images. Station includes iocal image
storage, image manipulation, and simultaneous disp(ay of mltiple images on four 1024 x 1024
image display CRTs. Input may be by keyboard, mouse, treckbal 1 or voice activated cormnands.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 67 69 33 800 lb 1: 120 1 - HZ: SUITCH: OENT: HOUR :

EA cm: 170 180 82 362 kg 2: --- n[a nia n/a nla

CONSOLE , PACS REMOTE VI EU1 NG BAS [C

Remote viewing station for picture archiving and retrieval (PACS) system. This station is for
use by providers outside of radiology to review images and result s. Station includes local
image storage, image manipulation, and simultaneous display of multiple images on a single 512
x 512 image display CRT. Images are stored on a resident hard disk and !roil of f~ the disk as
nmre recent images are sent to the station by radiology. Provider may request images from the
PACS . Unit must be connected to the PACS by LAN for image and result reciept.

UNIT OF HEIGHT WIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: O 0 0 0 lb 1: 120 1 - HZ: SUITCH : DENT:

EA
HOUR :

cm: o 0 0 0 kg 2: --- n/a n/a nla n/a

I X4115 I 6525 I CONSOLE, PACS REMOTE VIEWING ADVANCED I C C C . . I . B . . . . I

Remote viewing station for picture archiving and retrieval (PACS) system. This station is for
use by providers inside or outside of radiology to review images. Station includes (ocal
image storage, image manipulation, and simultaneous display of multiple images on a two 1024 x
1024 image display CRTs. Images are stored on a resident hard disk and ‘ rol 1 off’ the disk as
more recent images are sent to the station. Provider may request images from the PACS. Unit
must be connected to the PACS by LAN for image and result reciept. This station is for use in
areas like radiologist is offices and the E.R. where a more comprehensive system is requi red.

UNIT OF HEIGHT WIOTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: o 0 0 0 lb 1: 120 1 - HZ: SUITCH: OENT: HOUR :

EA cm: o 0 0 0 kg 2: --- nla nla n/a n/a

X4130 6525 JUKE BOX, OPT I CAL 01 SK, PACS cc c.. c . ..D

Optical disk juke &x for storage and retrieval of digita~ images. Oevice maintains on line
images for the PACS system. Device includes multiple optical disk readers and stores multiple
optical disks. In conjunction with the PACS processor, the correct platter is Loaded into a
reader, the image data is retrieved and the image is sent to the requesting location.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 0 0 0 0 lb 1: 208 1 - HZ: SUITCH: OENT: HOUR :

EA cm: o 0 0 0 kg 2: --- n}a nla n/a n/a

X4140 6525 SCANNER, XRAY FILM TO DIGITAL CONVERS1ON cc c.. C.. .o

X-ray film scanner to permit filmed images to be converted to digital format. Device uses
cc+nputer controlled laser beam to read the fitm data and converts the beam data to digital
image data.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 lb 1: 208 1 - HZ: SUITCH: DENT: HOUR :

EA cm: : 0 0 0 kg 2: --- n/a nla n/a n/a
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X4150 6525
I

PROCESSOR, CWPUTED RAD1OGRAPHY PLATE cc c.. DB. ..E

Cqnited Radiography Plate Processor used to produce digital image f ran phosphor plates.
Current designs produce both digital atxl film imsges. Typical f i [m processor uti lit ies are
required in addition to locat area network connection to the PACS network processor.

UNIT OF HEIGHT UIOTII DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- 8TUs/
ISSUE: in: O 0 0 lb 1: 120 1 - HZ: WITCH: DENT: HWR :

EA all: o 0 : 0 kg 2: --- nfa n/a nla tia

X6160 6525 COMPUTER , 0 lN/PACS SYSTEM cc c.. C.. .o

I DIN/PACS central ccquter provides netuork traffic management, imase prOCeSSin9 control, and
database management. I

UNIT OF HEIGHT WIDTH OEPTH WE1GHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: o 0 0 0 lb 1:208 1 - HZ: SWITCH: DENT: HWR :

EA cm: o 0 0 0 kg 2: --- n/a nfa n/a n/a

X42D0 6525 SPEAKING GRILLE, LIGHTPR~F AA A.. . . . . . . I
Lightproof speaking gri((e for use in Lightproof doors. This unit is a metal grille uhich
at lows clear voice communications through darkroan wa~ls nonrally instalted at a convenient
height in the darkroan where no x-ray shieiding is requirsd. The unit fits into any door or
wat 1 over 1 5/8 inches (4/ntn) thick. There are tito cold ro[ 1 stee[ construction grilles; one
on each side of door or Nat 1, canes with a 1ightproof cloth backing.

UNIT OF HEIGHT UIOTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTus/
lssuE: in: 0 4 lb 1: --- HZ: WITCH: OENT: HWR :

EA cm: 2: 2: 0 0 kg 2: --- n/a n/a n/a n/a

w

F 6525 VIEWR, SPOT, HIGH INTENSITY cc c.. .A . . . .

High intensity spot viewer. Unit can be desk or wa[l mted with a foot suitch A swivel
meant allows rotation for different angles. The illuminator is used for viewing dense fihms.

UNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- OTus/
1SSUE : in: 8 8 0 lb 1: 120 1 - HZ: SWITCH: DENT: HWR :

EA cm: 20 1: 20 0 kg 2: --- nfa n/a Wa n/a

6525 RADIOGRAPHIC UNIT, MEL, BATTERY, 10~ cc c.. .A . . . .

I@biie radiogra~ic unit. This is a mobi(e battery pouered x-ray unit. This unit is
indicated for patients who cannot be roved to the radiotogy department and who ae in
areas- intensive and coronary care units. The unit is 100 n#l, 110 kVp focai spot; rotating
anode x-ray tube and rechargeable battery peck. The mobi (e units are transported f ram
radio(ogy department or a convenient storage [oCat ion to the patient and are designed for use
only uhen patient transport is contraindicated; the radiotegy department offers a more
controlled, optinal setting for taking radiographs.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT WLTS PHASE ANPS HERTZ OEPEN- BTUs/
ISSUE: in: ~ 29 59 940 lb 1: 120 1 6 HZ: SWITCH : DENT: HWR :

EA cm: 196 74 150 426 kg 2: --- 60 NO NO n/a
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Ex4785

I X4880
I

6525 RADIOGRAPHIC UNIT, MBL, CEILING SUSPEND I FF F.. .A . . . .

Mobile radiographic unit. This is a mobile ceiling susparxkl x-ray unit. This capacitive
discharge (OU capacity unit is designed to move I’Portable!’ units off the floor in ERs for
pat i ents who cannot be moved to the radiology department The unit produces 100I4A equivalent,
11 OKVP . The single focal spot tube has a rotating anncde and the unit may be control led by an
infrared remote unit. One unit may cover several treatment cubicles or rooms that offer an
open f rent to al low the seven foot tube arm to b manuvered into position over the patient.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : .: 772959 940 lb 1: 120 1 10 HZ: SUITCH: DENT:

EA ::
HOUR :

196 74 150 426 kg 2: --- 60 NO NO nla

6525 RADIOGRAPH I C/FLUOROSCOPE C UNIT , MBL , 15MA cc c.. .F . . . .

Mobi (e radiographic/f luoroscopic unit. This unit provides radiographic visual ization in
surgical, orthopedic, critical care, and emergency care procedures. The unit is used when it
is not feasible to transport the patient to the radiology department. The characteristics and
components include real-time visual ization of images, permitting quick diagnosis and minimal
pat i ent time under anesthesia during surgica 1 procedures. The unit is a high resolution mobile
c-arm image system, thet includes mobi le base, bi focus x-ray tube, beam 1imiter, and 16 cm
cesitnn iodide image intensifier with 525 line video TV camera and 15 inch monitor.

UNIT “OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 77 29 59 943 lb 1: 120 - 35 HZ: SUITCH: DENT:

EA
HOUR :

cm: 194 72 147 427 kg 2: --- n/a nla n/a n/a

RADIOGRAPH I C/FLUOROSCOPE C UNIT ,MBL , C-ARM cc c.. .F . . . .

Mobi le C-arm radiographic/f luoroscopic unit. This unit is an egocentric, mobi le C-arm
speci f ica( [y designed for f luoroscopic appl i cat ions in surgical environments where asepsis and
reduced procedure posit ioning time are critical considerations, It’s egocentric capabi 1ity
makes it ~ssible to maintain an image point of interest while the C-arm is mechanical ly
located in any place. This unit can also be used in the radiographic mode for a permanent fi lm
recording. The unit featurea rapid p(acement and easy movement; highest quality images; and
1ive f luoro compa,ri son to previous 1y stored images.

E

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 78 34 0 lb 1: 120 1 20 HZ: SUITCH: DENT:

EA 1:
HOUR :

cm: 197 86 r) kg .2: --- 60 NO NO nl a

6525 RADIOGRAPHIC UNIT , AUTO CHEST ,600/800MA FF F.. .F. ..B

Automatic chest radiographic unit. Characteristics and components include 600-800 ma, 150 KV,
threee phase 6 or 12 pulse with KV selections. Includes control unit, power unit, and high
tension transformer. Photot imer detector. 12,1 ratio 80 line grid, ceiling tube stand, x-ray
tube 0.6 - 1.5 filament, 14 X 17 automatic chest unit capable of containing up to 100 14 x 17
unexposed f i [ms including two receiving magazines. IILI: conf i gurat i On/conveyor/t ransporter
system (requires processor).

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
1SSUE :

BTUs/
in: 82 33 37 1,175 lb ‘1:220 3 - HZ: SUITCH: DENT: HOUR :

EA cm: 209 84 94 533 kg 2:--- nla nia nja n/a

k!- 6525 PROCESSOR , FILM, DENTAL, U/H, DAYLIGHT EE E.. .A. ..E

Denta 1 f i (m processor. This units characteristics and components include saving time on x- ray
process i ng; 6 minutes dry to dry processing, no plumbing requi red, one quart each capabi 1 i ty on
deve(opar and fixer tank, and automatic temperature control. The unit is used in hospitals and
dental clinics for intra-dental fi (m processing.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 15 10 25 28 lb 1: 120 1 5 HZ: SUITCH: DENT: HOUR :

EA cm: 38 25 64 13 kg 2: --- nla n/a nla n/a
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X5300 6525009351006 PROCESSOR, FILM, 90 SECONDS EE E.. DC. ..E

Film processor. This is e capact size, high capacity unit. The unit processes 400 mixed
films per hour in 90 second processing mode. A siup[e sprocket adjustment can change the
units’ cycte time frcxn 90 seconds to 180 seconds. The unit shwld be provided with a 16 galton
external replenishment tank and standby kit. This system is used to process radiographic fitm
in x-ray darkroom.

LJMIT OF HEIGHT U1OTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTus/
ISSUE: in: 36 28 31 200 lb 1: 220 1 - HZ: SWITCH: OENT:

EA
HWR :

cm: 91 70 79 90 kg 2: --- n/a n/a n/a n/a

O,,

I X531O 6525011111018 PROCESSOR, F I LPI, 150 SECONDS FAF. .DC. ..E
I

This is an automatic c~ct 150 secod processor cyc[e unit. The unit futly provides
processed, dry, ready-to-read radiography in 150 seconds and it is a fully autcsnatic
replenishmxmt system. A removable dryer assenbiy is Locatd behind the wet section for
inproved accessibility and ease of service. This tabletop unit is ideal for high-quality
radiographic clinics in nuclear medicine, ultrasound radiation therapy, and CT scanning
departments. Accessories may inclde mounting stand and 7 ga(tom replenisher tanks.

UNJT OF HEJGHT UJOTH DEPTH UEIGHT VOLTS PHASE ANPS HERTZ DEPEN- BTUs/
ISSUE: in: 28 33 48 325 [b 1: 208 1 30 HZ: WITCH: DENT: HWR: ;

EA cm: 7284 122 148 kg 2: --- n/a n/a Ma 4,000

x5320 6525004642514 PROCESSOR, FILM, 90 SECONDS FA F.. DC. ..E

Fi[m processor. This is a 90 second processor Aich monitors ten i~rtant processor
functions, such as developer and fixer teaparatures, developer fix recirculation, wash uater
flow and safety controis. The unit display is LED, and audible alarms alert the operator if
any function deviate from operating units.

UNIT OF HEJGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- STUs/
JSSUE : in: 33 48 40 474 lb 1: 208 30 HZ: WITCH: DENT:

EA cm: 93 122 101 215 kg 2:--’- n/a n/a
HOUR :

n/a w%

x5322 6525004642514 PROCESSOR, FILH, 45 SECOND CYCLE EA E.. OC. ..E

Fi(m processor. This is a 45 second processor uhich monitors ten inportant processor
functions, such as deve(oper and fixer temperatures, developer fix recirculation, wash water
flou and safety controls. The unit display is LED, and atdible a(arms alert the operator if
any function deviate from operating units. Unit will process up to 460 fihns per hour. Rapid
processing cycte requires use of speciat chemistry and fib. Processor may be used as 90
second processor u ith standard film ard chemistry. Unit coutd be docked to daylight
(OSder/UT!l Od unit. (NEU - NAW CURRENT TECHNt)L~y)

UNJT OF HEJGHT UIDTH OEPTH UEIGHT VOLTS PHASE ANPS HERTZ DEPEN- BTUs/
ISSUE: in: 49 30 39 422 lb 1: 208 325 HZ: SWITCH: DENT: . HOUR:

EA cm: o 0 0 0 kg 2: --- n/a n/a n/a n/a

~ x5325 6525 MIXER, CHEMICAL, AUTOMATIC 8S 8.. JA . . . . I
Automatic chemical mixer. This unit reduces chemica[ mixing time ccapared to manual methods.
The unit indicates when more replenisher solution is needed. Once the operator inserts the
needed concentrate containers, it automatically opens chemical bott(es, turns on the water,
mixes the sotutions, turns off the water and feeds the mixed solution to the fi~m processor.
This system is used in smali to mdiun labs.

UNIT OF HEIGHT UIOTH DEPTH WIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
JSSUE: in: 38 32 15 70 lb 1: 120 5 HZ: SWITCH: DENT:

EA
HOUR :

cm: 97 83 38 32 kg 2:--’- 60 YES YES n/a
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e

~ x5335 6525 RADIOGRAPH I C UNIT , HEAD, bJ/STAND&CHAI R FF F.. .F. ..B

Head radiographic unit, with stand and chair. This unit is a 500 or 500 MA radiographic x-ray
apparatus. The characteristics and components include Frank[ in model C-head stand; 80 1ine
bucky grid; two shockproof cables, wa( I storage rack, head clamp and chair.

UNIT OF HEIGHT WIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ !)EPEN- BTUs/
~ 1SSUE : in: 102 0 42 929 ‘lb 1: 1201-’ HZ: SWITCH: OENT:

EA 260
HOUR :

cm: o 104 424 ‘kg 2: --- nla n/a n/a n/a

E 6525 ] PROCESSOR, FILM, C,NE IEEE .. ID F...EI

Cine f i lm processor. This is a modular design construction device, which al lows fast and easy
instal lation. The unit has a bui it-in alarm system which alerts the operator when film reel is
empty or film progress is stopped. The unit precisely controls time, temperature, turbulation,
replenishment and water flow rates assure h i gh quality results. The unit processes 16 and 35
nmn tine roll film at 26 feet (8m) per minute. This processor is for medical tine radiography
in hospitals.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
1SSUE :

BTUs/
in: 69 28 70 0 lb 1: 120 HZ: SWITCH: DENT:

EA O kg 2:--’-
HOUR :

cm: 175 71 177 n/a n/a n/a nla

x5345 6525 PROJECTOR, F] LM, CINE, ANALYSIS cc c.. .A . . . .

Cine film analysis projector. This is a 35 mm tine projection unit with a film capacity of
400 feet acetate film, and 600 feet po(yester film. The unit has a f 1 ickerless bidirectional
operation and trouble free rugged construct ion.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
ISSUE:

BTUs/
in: 28 23 29 213 lb 1: 120 1 5 HZ: SWITCH: DENT :

EA
HOUR :

cm: 70 60 74 97 kg 2: --- n/a nla nla n/a

X5350 6525 PROCESSOR , FILM, DENTAL, AUTO, TBL/MNTD EE E.. OA . . . .

Dental film processor. This system is a table tiel. This unit is designed for operational
simplicity. The f i lm feed and exit are from the top as are the convenient push button control
and indicator 1 ights. Processing times are optimized at approximately 2 minutes for extra-oral
fi [m and 4 minutes for intra-oral f itm. It has a solid state developer thermostat that
controls the processing temperature, ard individual circulation purps ensure consistent and
uniform processing. This unit is used in dental clinics and x-ray film processing facilities.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 20 22 38 150 lb 1: 120 1 6 HZ: SWITCH: DENT:

EA
HOUR :

cm: 49 56 97 68 kg 2:--- n/a n/a n/a nla

X5355 6525 CAMERA, MULTI FORMAT , D 1G] TAL IMAGE FF F.. .A . . . .

Multi format camera for use with digital imaging aquilxmnt. Ccmponent of digital imaging
system. May be (ocated with basic system of remote.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 56 22 28 225 tb 1: 120 - - HZ: SWITCH: DENT: HOUR :

EA cm: 142 56 71 192 kg 2: --- nla n/a n/a n/a
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X5360 6525 RECORDER, CASSETTE, VIDEO, X-RAY I FFF. ..A . . . .

Cassette video recorder. This unit is a high-resolution, video cassette recorder. The unit
festures instant record, start-up and variable speed playback. It is designed specifically for
medicat enviromnents where high-quality 525 tine video recording and/or p[aybeck is required.
The unit irtc~udes versatile remte control, power supp[y, and high scan rate optimization.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
lSSUE: in: 21 53 lb 1: 120 1 20 HZ: SWITCH: DENT:

: E 51
HCUR :

EA cm: 24 k9 2: --- 60 NO HO nfa

X%lo 6525 SILVER RECOVERY SYSTEM, 10 GAL, 24x15X3B cc c.. .S . . . .

Si[ver recovery unit. This unit offers a ptating capacity of a~roximately 2 ounces per hwr.
The system inctudes six push button control settings. It also operates totally automatic and
requires no calibration or adjustmnt ever. The units tank capacity is 10 gallons. This unit
is used to collect silver residual during film processing in x-ray ad photogre@y derkroans.

UNIT OF HEIGHT UIDTH DEPTH MEIGHT VOLTS PHASE ANPS HERTZ DEPEN- BTUs/
1SSUE : in: O (b 1: 120 2 -

2 E ;;
HZ: SUITCH: DENT: WIR :

EA
1

cm: O kg 2: --- Ma Ma nla nfa

X5414 6525 I SILVER RECOVERY SYSTEM, 2 CAL,15X12X12 CC C.. .A . . . .

This is a 2 gallon capacity unit. The unit recovers approximately .125 troy ounces of silver
per hour. This unit is designed for manual or batch recovery operations in small size labs.
The controls are solid state, end high quality non corrosive parts and auttiple current
selection controts.

1

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE ANPS HERTZ DEPEN- BTUs/
ISSUE: in: 0 lb 1: 120 1 1 HZ: SU[TCH: DENT:

G ;: :;
HWR :

EA cm: O kg 2: --- n/a n/a nfa nfa

x5416 6525 SILVER RECOVERY SYSTEN, 5 GAL,2DX12X12
I

cc c.. .A . . . .

Silver recovery unit. This is a 5 gatton recovery unit. This unit% recovery capacity is
approximste[y .315 troy ounces per hwr. The unit is perfect for small tomediun sized
applications. The design characteristics include a reliabie gear drivem motor sotution
compatible non corrosive parts, and a removable cathode.

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 20 12 71 lb 1: 120 HZ: SWITCH: DENT:

51 30 :; 32 kg 2: - -’ -’ n/a
HWR :

EA cm: nfa n/a n/a.

SILVER RECOVERY SYSTEM, 6 GAL, 21x15x15

Si[ver recovery system. This is a 6 gallon capacity, automatic silver recovery unit., The
umit is designed to wrk with most fi(m processors that use 0.5 to 14 gallons of fixer per day.
The unit recovers from 0.25 to 3.0 troy ounces of silver per hour. This automatic unit sanples
the processor’s silver concentration and adjust the operating current to match actual silver
recovery needs.

UNIT OF HEIGHT WIDTH OEPTH UEIGHT WLTS PHASE MPS HERTZ OEPEN- BTUs/
1SSUE : in: 21 15 23 0 Lb 1: 120 1 20 HZ: SWITCH: OENT: HWR :

2A cm: 54 38 11 0 kg 2: --- 60 NO NO n/a
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P!!!_ 6525 RADIOGRAPHIC UN 1T , MAMMOGRAPHYI C, 400MA FF F.. .F. ..B

Mamnographic radiographic unit. This system is a dedicated mammography unit which is
specifically designed, both electronically and mechanical ty, to meet the stringent radiographic
and post ioning criteria that current mmmnography requires. The unit must contain a generator,
x-ray tub, and a control panel for exposure selection. The unit is a self-contained system
consist i ng of a cabinet housed high frequency generator, ccimnand console, a vertical support
CO(UNI, image recepto C-arm, and a full length radiation shield. The unit ctiines advanced
c~nents to provide a high quality optimized x-ray beam. The system has been designed to
sinpll fy al! facets to the exam process from setup to positioning to f i lm changeover. (INCL.
PNEU . COMPRESS & STEREOTACTIC BIOPSY $)

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 77 21 63 1,364 lb 1: 208 3 - Hi: SWITCH: OENT: HOUR :

EA cm: 196 54 160 618 kg 2: --- nla nla n/a nla

I x5435 \ 6525 I RADIOGRAPHIC UNIT, MAMMOGRAPHIC, MOBILE I C C C . . I . B . . . . I I

Mobile nwm’mgraphic x- ray apparatus. This is a mamnographic unit for radiography study of the
breast. This unit is mobi te and designed uith shock-protected components. The unit includes
autoinatic exposure control; and a 6-100 tis in thirteen steps. This unit is used to diagnose
and detect breast cancer, uh i ch is a me jor cause of death among ~cman and the greatest single
ki 1 ler of wcman between ages 45 and 50. This unit can be used to extend a radiology service tc
setelite sites.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 75 42 50 690 lb 1: 120 1 - HZ: SWITCH: DENT: HOUR :

EA cm: 188 105 126 313 kg 2: --- nla nla nla nl a

I x5440 16525 \RAD1OGRAPHtC UNIT, MAMMOGRApHIC, 3pHASE I FFF . . I .F. . . . I

Mamnographic radiographic unit. This system is a x-ray unit for mamnographic examination.
The mammogram provides information about the breasts morphology, normal anatomy, and gross
pathology. The characteristics and ccxnponents include radiographic assemply; x-ray tube and
x-ray generator. The unit is used to diagnose and detect breast cancer, uhich is a comnon
cause of death among wc+nen and the greatest single killer of wcinen between ages 45 and 50.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTLJs/
1SSUE : in: 77 63 132 lb 1: 208 3 - HZ: SWITCH: DENT: HOUR :

EA cm: 195 5:; 160 598 kg 2: --- n/a n/a n/a nla

~x5450 [6525 [ RADIOGRAPHIC UNIT, HEAD,bJ,STRETCHER&CHAIR I F F F . . I . F . . . B I

I X5500

Head radiographic unit. The unit includes a stretcher and chair. The characteristics and
components include 360 degree rotation of tube arm and bucky around horizontal
axis-independently or together; tunnel and cassette shifter for two exposures per 8xI0 film.
This unit is used for head radiographic inspection in a hospital and healthcare area.

UNIT OF HEIGHT UIDTH OEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTiJs/
1SSUE : in: 102 42 41 929 lb 1: 120 1 2 HZ: SUITCH: DENT: HOUR :

EA cm: 260 107 104 420 kg 2: --- 60 NO NO nla

6525 I RADIOGRAPHIC UNIT, CEPHALOMETRIC IF FF. .I.8. ..BI I

Cephalometric radiographic unit. This unit shall have electronic timing with automatic reset
timing capabi 1ity and a main correction unit to adjust for [ ine voltage f lucations. Tube head
shall be of the oil immersed shield-type with a total inherent filtration of 3.3 mm Al and a
focal spot of 0.9. This unit is used for orthodontic use in ophalcintric operations.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
1SSUE :

BTUs/
in: 48 18 33 0 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: 122 46 84 O kg 2: --- n/a n/a n/a n/a
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X5700 6525 RADIOGRAPHIC UNIT, U/TABLE, 600MA FF F.. .F. ..B I
I rienerai radiographic system. This x-rey unit has 25-600 MA at 95 kVp single fdtase. This

units characteristics and components include tab~e, overhead tube end an automatic collimator. I
II

UNIT OF HEIGHT WIDTH DEPTH biStGHT VOLTS PHASE AMPS HERTZ OEPEN- 11BTUs/
1SSUE : in: o 57 680 lb 1: 208 HZ: WITCH: OENT:

EA o z; 145 308 kg 2:--’-
HWR :

cm: nla n/a n/a tia

X5800 6525 RADIOGRAPHIC UNIT, 2TUBE, U/TBL, 30DMA FF F.. .F. ..B

Radiographic unit. Hedical, 300 MA at 125 XVP, single @ase for t~ tube operation. Unit is
ccaplete with ceiling tube mount, collimator, x-ray tube, and cabtes, and horizontal float
pedestal table. For use in situations Were there is a requirement for an ancillary system
(such as a chest changer) ~rating from the primary generator. Incldes automatic exposure
cent rot.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- STUs/
1SSUE : in: o 0 0 0 (b 1: 120 - 15 HZ: SUITCH: DENT: HOUR :

EA an: o 0 0 Okg 2: --- n/a n/a ma nla

X590U 6525 RADIOGRAPHIC UNIT, U/TILT TBL, 600/800MA I FFF. .. B.. .B
I

Radiographic unit. X-ray unit 600-800 MA, 150 XV, three phase, 12 Wise, inctuding control
unit, power unit and high tension transformer, @ototimer detectors. 90 degree x-ray table
uith high speed bucky. Table angulation 15 degrees trendelenburg to 90 degrees. Vertical
with automatic stops at trende~enbrg, horizonta( arxl verticai. 12:1 ratio, 80 line bucky grid
cassette and size sensing tr~y. Autcmstic collimator, tube hanger and longitudinal rai 1s.
X-ray tube 0.6 - 1.5 filament. Inct tales automatic exposure controt and anatomical programing.

UNIT OF HEIGHT WIDTH DEPTH I/Et GHT WLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: o 0 0 lb 1: 120 - - HZ: WITCH: DENT:

EA
HWR :

cm: ; o 0 Okg 2: --- n/a Ma n/a n/a

i
X6040 6525 RAO1OGRAPHIC UN 1T ,CHEST ,u/TBL,600/80DMA I FFF. .. B.. .B

Chest radiographic unit with 90/15 table. X-ray unit 600-800 MA, 150 XV, three phase, 12
putse, incttding control unit, power unit ad high tension transformer, phototimr detectors.
90 to 15 degrees x-ray table with high speed bucky. Table angutation is from 15 degrees
trendelenburg to 90 degrees vertical uith autcmatic stops at trendelenburg, horizontal and
verticai. 12:1 ratio, 80 line &ky grid, cassette. Size sensing tray. Autaaatic coltimstor
and autcsnatic exposure control. Ceiiing tuba hanger and (longitudinal rai(s. X-ray tube 0.6
1.5 filament. 14 x 17 unexposed fihns inc[uding two receiving magazines. “L’B configuration
conveyor/transporter system. Processor not inctuded.

UNIT OF HEIGHT UIOTH DEPTH WEIGHT WLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: O 0 0 0 lb 1: --- HZ: SWITCH: DENT: UWR :

EA cm: o 0 0 0 kg 2: --- tia nfa n/a n/a

x6170 65201 [0005040 RADIOGRAPHIC/FLUOROSCUPIC UNIT, ANGIO FF F.. .F. ..B

Radiographic and fluoroscopic bi-plsne angiographic unit. The system has 1250 ILA, 150 PXV, 3
phase, 12 pulse soiid state generator. Co@ete with float top table, fo[d down bucky
diaphragm, two tube units, 150 XV, high speed, 1-2 focat spots, 300,000 heat units. Includes 2
rapid f i lm changer for 14 X 16 cut fiim, conpner program, selector, (2) 100 line grids,
horizontal and vertical stands, 480 votts, three phase.

UNIT OF HEIGHT UIDTH DEPTH WIGHT WLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE : in: o 1,000 lb 1: 480 - HZ: SWITCH: DENT:

EA : ; o 500 kg 2:--3- IVa
HOUR :

cm: rife n/a nfa
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*

x6175 6525 RAD1OGRAPHI C/FLUOROSCOPE C UN 1T , ANGIO FF F.. .F. ..B

Digital vascular system 1000 - 1200 MA, 125 KVP, 480 VAC, 3 phase, vascular pedesta[ table, 1
f i (m changer, computer and display terminals for digital processing. **Includes biplane
digital imaging.**

UNIT OF HEIGHT UIDTH DEPTH UE I GHT VOLTS PHASE AMPS HERTZ DEPEN- 8TUs/
1SSUE : in: o 0 0 0 (b 1: 480 3 3 HZ: WITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- n/a n/a nla n/a

X6180 6525 RADIOGRAPH I C/FLUOROSCOPE C UNIT , 1000MA FF F.. .F. ..B

Radiographic and f[uoroscopic unit: 1000 MA, 80 XV, 3 phase, 2 tube with ceiling tube mount,
motor driven tabke, 22 CM image intensifier; 480 volts, 150 KVA. High tension transformer,
control cabinet, sol id state, automatic exposure timer, rapid high speed rotor contro~,
automatic CO11 imator and cei 1ing tracks.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 0 lb 1: 480 3 - HZ: SUITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- nla nla n/a n/a

x6185 : 6525 RAD IOGRAPHI C/FLUOROSCOPE C ‘UNIT, DIGITAL FF F.. .F. ..B

Digital radiograph ic/fluroscopic unit. The unit is a remote control led general purpose
f luoroscopic and radiographic system 1600 MM (63”) travel of tube arm, bucky spotf i (m and 1.1
assen’bl y provide ccmplete f iuoroscopic coverage without Longi tudina 1 movement of the patient.
The characteristics and coiqxments include x-ray tube and COI 1imator; bucky spotf i lm device;
and operating cent rol console. The unit designed for exams of the G] tract, urology and
hystero-aa(pi ngography; of f -table radiography tcsnography. ** Sy5tM to be provided with high

resolution video and digital photo spot f i lm capabi 1ity. **

UNIT OF HEIGHT UIDTH OEPTli UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
0

1SSUE : in: 83 95 59 2,300 lb 1: 208 3 - HZ: SWITCH: DENT: HOUR :
EA cm: 211 242 150 1,042 kg 2:--- n/a n/a nla n/a

X6190 6525 RADIOGRAPHIC UNIT, CARDIAC CATH, 1250MA FF F.. .F. ..B

Cardiac catheterization radiographic unit. 1250 MA, 150 KVP, 3 phase, twe[ve pulse solid
state/grid control generator, ccaplete with cardiac f(oat top elevating table, and 6 inches
image system. 35 MM tine and grid control ted tube unit, with 11 degree target and 0.3 MM and
1.0 MM focal spots, 300,000 heat units, high speed. **Bi Plane syst~ with high resolution

video and digital [y enhanced cath lab package. System to be procured with Cardiac Cath Lab
ctxrputrized analysishonitoring system.**

UNIT OF HEIGHT WDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: O 0 0 0 lb 1: 480 3 - HZ: WITCH: DENT: HOUR :

EA cm: o 0 0 O kg 2: --- n/a n/a n/a n/a

x6195 6525 ANGIOGRAPHIC lNdECTOR FF F.. .6 ...”.

Angiographic injector. This unit is a specialized radiographic procedure that provides sharp,
wet I-clef ined visual images of the vascular anatcmy. The injector introduces a vision
radiopaque fluid (contrast mediua) into an artery or vein through a mat [ catheter, making
vessels cent rast with their more radi olucent surrounding. The unit incorporates an
electromechanical ly or pneunatical ly driven syringe to deliver the contrast mediun. The
syringe assemblies consist of an electric amtor connected to a jackscrew that moves the syringe
piston into or out of the syringa barrel. The unit is used in hospitals with radiographic
procedures.

UNIT OF HEIGHT WDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 26 53 125 lb 1: 120 1 12 HZ: SWITCH: DENT: HCIJR :

EA cm: 1: 66 132 56 kg 2: --- nla nla n/a nja
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X6240 6525 RAD1OGRAPHICUN1T, C@lPilTERIZED T(MO I FFF.. .F . . . .
I I

Carputerized toaogra@y rediogra~ic At. This wtit is a uhole body x-ray scanner. There
are three major stkystems which inclde a gantry uith x-ray tube and detectors; a ctmputer end
image processing hardware; and a data analyzer. ‘System to b procured with turnkey
install ation. -

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AHPS
ISSUE:

HERTZ DEPEN- BTus/
in: 5,000 (b l: 20a - - HZ: SWITCH: DENT:

2A
HOUR :

cm 2: 2E z 2,267 kg 2: --- n/a n/a n/a nfa

X6320 6525 RADIOGRAPHIC UNIT, 1TU8E, 600W FF F.. .F. ..B
I

1 Tube radiographic unit. The characteristics and conqonents consist of the fol [owing basic
items: 600 MA, 125 kvp, three #tase Senerator; one x-ray tube, high voltage cables; track
mounted tube hanger support+ from overhead oniy; tongitdinal rai 1s; automatic CO11 imator;
90-15 degree angulation radiogra@ic motor driven tabie/stationary top, 12:1 ratio 80 line
bucky grid and grid reciprocator.

UNIT OF I HEIGHT UIDTH DEPTH IUEIGHT VOLTS PHASE ANPS
lSSUE: in: o

I

HERTZ OEPEN- 11BTUs/
0 lb 1: 220 .

2A ; o ;
HZ: WITCH: OENT:

O kg 2:--3-n/a
HOUR :

cm: n/a nfs n/a

~ X6340 I 6525 I RADIOGRAPHIC/FLUOROSCOPIC UNIT, 600)IA I F F F . . I . F . . . B I
I I I I

Radiogra#tic/fl uoroscopic tmit. Characteristics end components consist of the following basic
items: 600 MA, 150 kVp, three ~ase generator; two x-ray tube, high voltage cables; track
munted tubehanger sqrted from overheed on[y; Longitdina[ rai (s; automatic col Limstor;
head stand with adjust; head clamp mobile head chair, 8:1 ratio 90 tine grid, and watt
accessory rack; 90-15 degree engulation radiographic motor driven table with stationery top,
12:1 ratio 30 line grid reciprocator.

UNIT OF HE 1GHT UtDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
lSSUE:

BTUs/
in: 0 0 0 lb 1: --- HZ: SWITCH: DENT:

EA
HOUR :

cm: : 0 0 O@) 2: --- tia Wa n/a tia

x6345 6525 RAO1OGRAPHIC UNIT, LINEAR TOMCI, 80DM FF F.. .F. ..B I
Radiographic unit uith tiner toamgra#t. Consist of SOL id state rectifiers, contractors and
timer; 800 NA, 80 kVp, singte tube, autcanstic collimation. 380-09 volt, three phase, 12
Wise, AC, to inc(de x-ray transformer and controt cabinet; high speed rotor controller; tube
hanger; [Ongitdinat rai(s, 14 ft.; autanatic co((imator. 1.0-2.0 tube unit, radiogra~ic
tsbte Nith ‘stationary top:12.180 tine bucky grid.

UNIT OF HEIGHT WIDTH OEPTH WEIGHT WLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: O 0 0 0 lb 1: ---

EA
HZ: SWITCH: DENT: HOUR :

cm: o 0 0 0 kg 2: --- nfa tia n/a n/a

X6350 6525 I RADIOGRAPHIC/FLUOROSCOPIC UNIT, U/TV60DMA I FFF. .. B.. .B
I

Radiographic and flwroscopic unit. The units characteristics and carponents consist of the
foltouing basic items: 600 I!A, 150 kVp generator, high vo[tage cabtes; 90/90 motor driven tilt
tabte uith longittdiml shift top end pcwer assist; end toading s~t fiiming device, table 12:1
ratio 80 tine bucky grid; 6:1 ratio 60 tine a-t fitm grid; grid reciprocator; track mounted
tube hanger supported from overhead only; tongitudinat rai ts; autanatic cot t imator: 6 inch
iange intensifier with TV ~j%tem.

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- 8TUs/
ISSUE: in: O 0 0 0 (b 1: 120 - 25 HZ: SUITCH: OENT: HOUR :

2A cm: o 0 0 Okg 2: --- nfa n/a n/a n/a

O,,
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a

I x6355
1

I

—
I I

I X6450
I

6525 I RAO1OGRAPHIC UNIT, MULTIDIRECTIONAL TOMO ] F F F . . I . F . . . B I I
Radiographic unit ~ith multidirectional tcmograph. Consist of SO( +d state contractors and
timer; 1000 MA, 80 kVp, single tuLw, autc+natic collimation. 380-499 volt, three phase, 12
pulse, AC, to include x-ray transformer and control cabinet, high speed rotor controller, tube
support, and autcmstic collimator. 1.02.0 high heat capacity tube unit, radiographic table
with stationary top, and 12 ::1 80 line Mcky grid. Unit to be provided uith self contained
heat exchanger for auxi 1 lary tuba cooling.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 0 lb 1: --- HZ: SWITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- n/a nla nla n/a

6525 RADIOGRAPHIC/FLUOROSCOPIC UNIT, DIGITAL FF F.. .F. ..B

Radiographic/f luoroscopi c unit. This unit’s characteristics and components include ceiling
mounted rad tube unit, 90/90 tilt table, 6“ or 9“ image system and conpiter uith display
termina(s for digital processing.

UNIT OF HEIGHT IJIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: O 0 0 0 Lb 1: 120 - 25 HZ: WITCH: OENT: HOUR :

EA cm: o 0 0 0 kg 2: --- n/a nla n/a n/a

6525010076058 I RAO1OGRAPHIC UNIT, OENTAL, U/MNTDr 15 MA I F F F . . I . B . . . B I I

Dental radiographic unit. This is a wall mounted 15 mA intra-oral x-ray system. The unit
performs a wide range of diagnostic surveys frcm caries detection to periodontal loss using
long cone psral leling technique. This unit has two fix kVp settings 70 and 90, at 15 M4. The
90 kVp provides the ful 1 range of the grey scale, so that subtle variations in tissue density
at 70 kVp setting produces the excel lent cent rast you need for opt imun readabi 1 i t y of
bitewing. This device is used in dental c1 inics and dependable.

UNIT OF HEIGHT WIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 48 19 33 0 lb 1: 120-’- HZ: SUITCH: DENT: HOUR:

EA cm: 122 48 84 0 kg 2: --- n/a n/a nla nla

x6500 6525002221340 RAOIOGRAPHI C UNIT , OENTAL, PANOGRAPH I C FF F.. .B. ..B

Dental panographic radiographic unit. This unit is a full mouth radiographic unit. The unit
includes teleradiographic work, which is a single x-ray generator for t~o techniques. Its
timer terminates the exposure autcmatical lY. The unit can be used with patient standup or
sitted. The units micro processor control dispiays exposure valves in digi tat read-out.

UNIT OF HEIGHT UIOTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 88 35 45 514 lb 1: --- HZ: WITCH: OENT: HWR :

EA cm: 224 90 115 234 kg 2:--- n/a n/a n/a nla

kR_ 6525 RADIOGRAPHIC UNIT, DENTAL, PANO & CEPH FF F.. .F. ..B

Denta( panographic and cephlometric radiographic unit. This is a radiographic system for
rout i ne i ntra ora L examination. This unit shal 1 be designed to expose the patient to
considerably less radiation than a standard intra-oral ful 1 mouth survey, whi le displaying
significantly more anatomy. This unit shal 1 be a panoramic dental x-ray designed to provide
radiographs of the maxi 1 lary sinus and the entire jawbone including temporamandibular joints.
The unit shal 1 be co@ete with control panel and mounting hardware.

UNIT OF HEIGHT U1OTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 92 75 47 510 [b 1: 208 1 20 HZ: WITCH: DENT: HOUR :

EA cm: 229 191 120 231 kg 2: -’-- 60 YES NO n/a
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6525 I RAD1OGRAPHIC UNIT, UROLOGICAL, 600MA I FFF.. .F...B

Urological radiographic unit. This unit has characteristics ad ccnponents thich include
sol id state rectifiers, contractors and timer; 600 MA, 125 kVp/500 kVp; singie tube and a sever
radiograaic ptsh htton HA se(ector position (26S, 50S, 100.S, 200L, 300L, 400L, a~so includes
DxS-650 x-ray transformer and controt cabinet; urological table; 1.0 2.0 tube unit; two
shockpraf cables, 25 ft. round drain bag s~rt bar; radioiucent table top pad; drain pan
assti[y; cyctoscopic seat; and compression device. This system is used for urological x-ray
procedures performed in radiographic department in hospitals and healthcare clinics. The
weight and dimensions are (approximate).

UNIT OF HEIGHT UIOTH DEPTH WEIGHT VOLTS PHASE AKPS HERTZ OEPEN-
1SSUE :

BTUs/
in: 91 78 40 0 [b 1: 208 . HZ: SWITCH: OENT:

EA 231 193 oh z: --3-
HWR :

cm: 102 n/a n/a nfa n/a

t

I x6535 6525 I RADIOGRAPHIC/FLUOROSCOPIC UNIT, UROLOGIC
I

FFFFF. F....
I

Radiographic and fluoroscopic xray unit for urological procedures. Includes 800 MA generator,
urological procedure tebte with integrated tube stand, dual field 12 inch image intensifier,
video chain, disc recorder, and required accessories. Includes ceiling sus~ed monitor.

UNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE ARPS HERTZ DEPEN- Bws/
1SSUE : in: o 0 0 0 lb 1: --- HZ: SWITCH: DENT:

2A
HOUR :

cm: o 0 0 0 kg 2:--- n/a n/a n/a Wa

X6600 6525 RAOIOGRAPHIC UNIT, OENTAL, U/MNTO, 7MA FF F.. .A. ..B

Oenta[ radiographic unit. This is a wall mounted, 7 ItA, 70 XVP, 120 AC, electronic remote
exposure control unit. The unit shalt have ebctronic timi~ with automatic reset timing
Capability and main correction unit to adjust for iine voltage fluctuations. Tube head shall
be of the oi( iatmrsed, shie(d type uith total inherent filtration of 1.5 w , oral a focal
spot of 0.6.

UNIT OF HEIGHT UIOTH OEPTH WEIGHT VOLTS PHAsE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 19 15 68 0 lb f: 120

EA
20 HZ: SWITCH: OENT:

O kg 2:--’- &l NO NO
HOUR :

Ull: 47 37 166 n/a

X64S50 6525006127840 SAFELIGUT, DARKROW, WALL OR 8NCH/MNTD
I

AA A.. .A . . . .

Oarkroun safelight. This unit is suitable for direct or indirect lighting. This unit can be
uounted on the wait, ceiling or touter top. The unft includes a 8 X 10 inch len size,
stainless steel trim, rocker switch, and tan baked enamel finish.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 4 0 tb 1: 120 1 - HZ: WITCH: OENT:

EA z ;: 11
HWR :

cm: O kg 2: --- n/a n/a n/a n/a

X6660 6525006127825
I

SAFELIGHT, OARKROW, CEILING #tWMTED AAA.. .A . . . .

Ceiling memwd darkroan safelight. This unit features a 5 1/2 inch diameter lens. The unit
can be rmunted on the ceiling, on the watt (then ordered with the fully adjustable tilt
bracket) or suspended fran the ceiting. The unit is tan baked enand finish. It provides
either direct or i~irect itltmtination.

UNIT OF HEIGHT WIDTH OEPTH WEIGHT VOLTS PHASE ANPS HERTZ DEPEN-
ISSUE:

BTUa/
in: 0 0 lb 1: --- HZ: SWITCH: DENT:

EA
HCUR :

cm: : 0 : Okg 2: --- n/a n/a n/a n/a

531

Source: https://assist.dla.mil -- Downloaded: 2016-12-11T01:05Z
Check the source to verify that this is the current version before use.



MIL-STD-1691F

1 JULY 1993 APPENDIX A

JSN
CATEGORY: ANAV1 IUTILITIIES

NOF4ENCLATURE RVFAH 123456
a

X6800 6525 LLOOOO151 RADIOGRAPH I C/FLUOROSCOPE C UNIT ,U/TV800MA FF F.. .F. ..B

X-ray apparatus, radiographic and fluoroscopic television chain and video tape recorder; 800
MA, 150 kvp, tWO tUbe. This unitls c~nents includax-ray transformer and control cabinet;
high speed rotor contro~ Ier; photot imer power supply, autcunat ic CO11 imstor; tube hanger,
longitudinal rai 1s, 14 ft table with two -way top and power assist: 12BI spot film device; low
voltage cab~e; fluoroscopic assenbly; 12:1 80 line grid; 8:1 80 line spot film grid; 0.6-1.5
tube unit; 9 inches intensifier; cesiun iodide type; 525 1 ine television system, 14 inches 525
line monitor; mobile monitor cart; vidicon; optical viewer, 525 tine television tape recorder
for image system.

UNIT OF “ HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 lb 1: 480 3 - HZ: WITCH: DENT: HOUR :

EA cm: o 0 ‘: O kg z: --- nla n/a n/a nla

X6810 6525 LLOOO0152 RADIOGRAPH IC/FLUOROSCOPIC UNIT, U/TV800MA FF F.. .F. ..B

Radiographic and fluoroscopic unit. The components consist of 9 inch image intensifier; solid
state rectifiers, contractors, and timer; 800 MA, 150 kVp; two tubes. Twetve radiographic push
button MA selector, six fluoroscopic Wsh button MA selector from 1/2 to 5 MA, and a seventh
Wsh button marked image intensifier. Auttxnetic collimation. 380-499 volt, three-phase,
f2-Wise, AC, to inctude x-ray transformer and control cabinet; 4-KU high speed rotor
controller; phototimer, fluoroscopic foot switch; tube hanger; automatic co(limstor; adapting
parts; 1. U-2. O tube unit; cable take up reel; table with two way top and power assist; spot
film device; 0.6-1.5 tube unit; radiation shield; fluoricon 200 optical view, 9 inch image
intensifier.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 0 lb 1: --- HZ: SUITCH: DENT: HOUR :

EA cm: o 0 0 0 kg 2: --- nla nla nla nla

X7000 6525 CENTER, MIXING, BARIUM AA A.. DA . . . .

Bariun mixing center for radiology. The mixing container is made of washer proof, break and
stain-resistant po~y-carbonate with easy-to-read graded measurements conveniently inscribed in
the side wall. The unit has four surgical steel mixing b[ades and ccmes with a snug fitting
neoprene lid. The controls are two-position toggle switches mounted on the front. The unit is
equipped Mith heavy duty three foot (910 nun) cord and a 3-wire ground plug. The unit is a
mixer of bariun sulfate which is used in x-rays medical @otography of the alimentary canal.

WIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 8 10 lb 1: 120 1 3 HZ: SWITCH: DENT: HOUR :

EA cm: 4: 1; 20 5 kg 2: --- nla n/a n/a n/a

X7700 6525006167400 TANK, DEVELOPING, F1L14,REF,1CMPT,38X21 X20 AA A.. DA . . . .

Refrigerated film developing tank. This unit is conpletety water cooled, so no heat is blown
into the darkroc+n. . This unit is ready for peak operations within 30 minutes of start-up. It
automatically delivers 18 gallons of 68 degree water per hour
to 85 degrees.

, ~jth incoming water tenpature up

UNIT OF HEIGHT WDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
1SSUE :

BTUs/
in: 22 0 lb 1: 120 1 “ HZ: SWITCH: DENT:

1~7 56 ~
HOUR :

EA cm: O kg 2: --- n/a nla nla nla
L
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l-’ 6525006167678 TANK, DEVELOPING, FILM, FIELD, 32GAL CAP cc c.. . . . . . . I
Film processing tank. This is e 32 gallon capacity unit. The tank is a c~ct tank. This
modet includes stand plastic, PVC swndpipe and bottan drain fittings. The master tank and tuo
5 gallon solution tanks are type 316 stainless steel. The unit can use auxitiary insert can
and can be readily add.

UNIT OF HEIGHT UIOTH OEPTH WEIGHT VOLTS PHASE ANPS HERTZ OEPEN- ETUs/
1SSUE : in: 36 19 17 0 lb 1: --” HZ: WITCH: OENT: HCUR :

EA cm: 93 48 42 Okg 2:-”” n/a n/a n/a II/a

X7950 6525 TANK, REPLENISHING EE E.. . . . . . .

Replenishing tank. This unit is specifically molded for durability and safety mix and store
processing chmnicals in romd or square polyethylene replenisher tanks. The unit is
convenience uorking with developers and fixers. Tanks have dust covers and floating lids, grab
handtes and dispensers. This unit is used in x-ray department darkrooms for radiography film
processing.

UNIT OF HEIGHT UIDTH OEPTH UEIGHT VOLTS PHASE AJWS HERTZ OEPEN - 8Tus/
lSSUE: in: 20 15 12 0 tb 1: ”-” NZ: WITCH: DENT: HOUR :

2A cm: 51 38 31 Okg 2: --- Ma n/a n/a n/a

x8000 6625 SYSTEM, RAO1ONUCLIOE COUNTING cc c.. .A . . . .

Rsdionucl ide counting system to be used as reference standard against uhich dose cat ibrators
and sama counters are cal i bratd. Radionuclide counting system. This unit measures
f luoroscopy exposure; rsdi ographic (sWsuts); beam qusl i ty end ~s reciprocity of rsdio9ra@y
equipcrrmt. The characteristics and cqxnents inciude 3 1/2 digit LCI); power W battery. This
unit is used in x-ray departments.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 3 6 7 20 [b 1: 120 2 HZ: WITCH: OENT: HOUR :

EA cm: 8 16 18 9kg 2:--’- 60 NO NO n/a

ANALYZER, BETA ~MT 1NG cc c.. .A . . . .

8eta counting analyzer. Also referred to as a brel 1 detector system. The unit is mobile stand
mountedwith a visual display monitor and capable of printer, cassette tape deck and persosnsl
cosputer interface for storage of data. Used in nuciea medicine for calibration, concentration
inf ormat ion, activity w/decay correction inf ormst ion.

UNIT OF HEIGHT UIOTH DEPTH WEIGHT VOLTS PHASE AKPS HERTZ OEPEN- BTUs/
1SSUE : in: 80 72 30 0 lb 1: 120 1 10 HZ: SWITCH: OENT: HOUR :

2A cm: 203 183 76 0 kg 2: --- 60 NO NO n/a

WTTER, BLOCK, BEAM, RADIOTHERAPY cc c.. .A . . . .

Radiotherapy beam block cutter. The unit is used to create btanks to cast a shielding block
for radiation therapy use. The system consists of a I ighted uork table for the positioning of
an x-ray of the area to be treated. The treatment height is determined by adjusting a colum;
then a stytus is used to trace the area to be shielded white a heated wire cuts a foam b(ock.

UNIT OF HEIGHT UIOTH DEPTH bfEIGHT VOLTS PHASE AHPS HERTZ DEPEll- BTUs/
1SSUE : in: 105 36 30 0 lb 1: 120 1 3 HZ: SWITCH: DENT: HOUR :

EA cm: 267 92 76 0 kg 2: --- 60 NO NO tia

O,’1),,,
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0
X8011 6525 DISPENSER, LEAD ALLOY cc c.. .A . . . .

Lead @l loy dispenser used to heat and dispense the (cad a[ loy llCEREBLEND.1~ This alloy is used
to manufacture beam blocks used in radiation therapy. Unit is much like a large percolating
coffee pot in appearance and ui 11 st low the pourin 9 of “CEREBLEND1t into molds.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 22 0 15 lb 1: 120

EA
15

56 0
HZ: SUITCH: DENT:

G 6 kg 2:--’-
HOUR :

cm: 50/60 NO NO nla

x8015 6525 CUTTER, COMPENSATOR, RAD1OTHERAPY cc c.. .A . . . .

Radiotherapy compensator cutter. The system includes a three axis mi 11 ing machine, a computer
to obtain patient inf ormst ion and control the mi 11 ing process. The system is used to prepare
tissue compensation beam blocks for radiation therapy patients.

UNIT OF HEIGHT WIDTH DEPTH UEIGHT VOLTS PHASE AMPS
ISSUE :

HERTZ DEPEN- BTUs/
in: 52 36 30 0 lb 1: 120 1 3 HZ: SUITCH: DENT: HOUR :

i EA cm: 132 92 76 0 kg 2:--- 60 NO NC) nla

xasol 6525 SIMULATOR , THERAPY, X-RAY FF F.. .F. ..B

X-ray therapy simulator. This unit consist of stand with supporting gantry; x-ray tube;
defining CO11 imator; TV camera and remote control desk.

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS
ISSUE:

HERTZ OEPEN- BTUs/
in: D o 0 0 lb 1: 220 HZ: SUITCH: DENT:

EA o 0 0 kg 2:--3-
HO!JR :

cm: o, n/a nja n/a n/a

X8600 6525 RADIOGRAPHIC UNIT, THERAPY, SUPERFICIAL FF F.. BF. ..B

Superficial therapy radiographic unit. This unit has a focus-skin distance of 10 and 30 cm
and an operating voltage range of 10-100 ki lowatts. The unit is used for su~rficial radiation
therapy.

UNIT OF : HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN-
ISSUE:

BTUs/
in: 0 0 0 0 lb 1: 120 1 3 HZ: SUITCH: DENT:

EA
HOUR :

cm: o 0 0 0 kg 2: --- 60 NO NO n/a

I
X8700 6525 ACCELERATOR, L I NEAR, 18 MEV FF F.. BFD. .B

Accelerator, 18 mav 1 iner. This is a multi-energy linar unit. The system energy ranges are
x-ray 6 & 15 W and 4-18 MeV. This unit is an isocentrical lymounted, mega-voltage therapy
machine which provides electron therapy in the range 4 to 18 MeV and x-ray therapy at 6 MV and
15’ MV. The system consists of the fol Lowing it-: radio frequency (RF ), power source
(magnetron) and (RF) circuit (isoiator, directional coupler, RF load and phase shifter). It
a 1s0 inc [udes an accelerating Structure and autcmat ic frequency contro( system (AFC). The
units appl i cat ions are radiation therapy.

UNIT OF HEIGHT U1OTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 0 lb 1: 208 1 - HZ: SUITCH: DENT:

EA
HOUR :

cm: o 0 0 0 kg 2: --- nla n/a nla n/a
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I x871O
t

6525 I ACCELERATOR, LINEAR, 6 W I FF F.. I BFO. .B
I

Linear acce~erator. This system is a 6 MeV pouerd unit. The accelerator is chief mode of
external beam radiation therapy for treating cancer. The unit integratd programrne of therapy
systems has been designed to achieve maxinun efficiency et avery stage, and to ensure a smooth
transition from one stage to the next. The accelerator is a coapsct, easily operated therapy
unit providing x-ray unit for a radiation therapy department faced with treating an increased
nmber of patients without significantly increasing the staff or malting extensive structural
alterations.

UNIT OF HEIGHT UIOTH DEPTH WEIGHT WLTS PHASE MM HERTZ OEPEN- BTUs/
ISSUE: in: 93 110 10,340 lb 1: 420 - -

237 1% 279
HZ: SWITCH: OENT: HOUR :

2A cm: 4,685 kg 2: --- n./a n/a nfa tia

I x8750 6525 ACCELERATOR, LINEAR, 5-22XEV,DLtAL ENERGY FF F.. .FAD.8

Linear accelerator. This unit (linear) is chief mmde of external beam radiation therapy for
treating cancer. This unit is dual x-ray energy 5-22 XV. Highenergy modulated pulses of
direct current (DC) electricity with a peak potter of a few megawatts are required to produce
the microwave energy that acce~erates the electron produced by the etection gun. This unit is
used in hospitals for cancer treatments.

UNIT OF HEIGHT WIDTH OEPTH UE$ GHT VOLTS PHASE ARM HERTZ OEPEN- BTUs/
1SSUE : in: 103 112 0 (b 1: --- HZ: WITCH: OENT: HOUR :

EA cm: 261 284 : 0 kg 2: --- Wa n/a nfa n/a
w

x8775 6525 I RAO1OTHERAPY UNIT, C08ALT, 100CM
I

FF F.. OF O.. O
I

100 CM lsocenter cobalt 60 therapy unit for radiation therapy treatments. To include 20,000
currie swrce. Activity nust insure that NRC ticense is in p[ace for this unit to be instal~ed
and made operational. Requires a pit 10’ long X 5’ wide X 12” deep . Under the unit see
drawings.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT WLTS PHASE AI(PS HERTZ OEPEN-
ISSUE:

BTUs/
in: 108 78 192 14,500 [b 1: 120 - 15 HZ: WITCH: OENT:

EA
HOUR :

cm: 275 198 488 6,600 kg 2: --- 60 NO NO Wa

652500455W47 ILLUNINATOR, FILM, OENTAL, PORTABLE cc c.. .A . . . .

Portab(e dental film i[luninstor. This unit’s entirety made of high grade steet and it’s
finished in baked enamel. The unit is made for desk or she(f viewing, and designed to handle
oblong mounts including large 18-windcw dental mounts. This unit features a 4 3/6 X 133/4
inch viewing area of shatterproof, translucent plexiglass. This system is used in dentai
offices to view dental x-rays.

UNIT OF HEIGHT UIOTH OEPTH WEIGHT WLTS PHASE AI(PS HERTZ OEPEN-
1SSUE :

BTUs/
in: 7 15 3 6 lb 1: 120 HZ: SWITCH: DENT:

EA 3 kg 2: - -’ -’ 60 NO NO
HOUR :

cm: 18 38 8 n/a

X9305 6525 I CABINET, STORAGE, LEAD LINED cc c.. . . . . . .

Lead lined storage cabinet. This unit is constructed of rigid steel walls with a l/16n lead
lever between each wall. This makes it inpossib(e for the lead liner to sag or open at the 1/2
inch overlapped joints. The Lead iiner is formed into the cover so that Wen closed, positive
x-ray protection is assured. They are designed to hold cassettes up to the 14 X 17 size. This
unit is used in nuclear mdicine and radioisotope lab.

f
UNIT OF HEIGHT UIOTH OEPTH WIGHT VOLTS PHASE AMPS HERTZ DEPEN-
lSSUE:

BTUs/
in: 32 17 23 0 lb 1:-”- HZ: SWITCH: OENT: HOUR :

2A cm: 82 44 59 0 kg 2: --- n/a n/a n/a nla

535

Source: https://assist.dla.mil -- Downloaded: 2016-12-11T01:05Z
Check the source to verify that this is the current version before use.



1 JULY 1993

MIL-STD-1691F

APPENDIX A

CATEGORY: ANAVI
JSN NSN

UTILITIES
NWENCLATURE RVFAH 123456

9

X9310 6525 CART, TRANSPORT, RADIUM cc c.. . . . . . .

Radiun transport cart. The cart is a ruggad, enameled-steel and equipped with two wheels, a
caster and a long handle. This unit is designed for safety and convenience when transporting
radioactive material between a permanent storage safe ar@ the patientls bedside.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
1SSUE :

BTUs/
in: o 0. 0 0 lb 1: --- HZ: SUITCH: OENT:

EA
HOUR :

cm: o 0 0 0 kg 2: --- nla n/a n/a n/a

X9315 6525 SAFE, STORAGE, RADIUM cc c.. . . . . . .

Radium storage safe. The unit assures optinwsn shielding against exposure to radiation from
tube sources. The unit is made of steel with 4“ of lead; and has a door keylock and is
fire-proof. The storage area in each drawer is 6!! long X 1 3/41i wide X 1 7/811 deep. This unit
can be custom-designed storage drawers available to suit user requirements.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: 1,150 lb 1: --- HZ: SWITCH: DENT:

EA ;: :; ::
HOUR :

cm: 521 kg 2: --- nla nla nla nla

x9320 SHIELD, L BLOCK, RADIUM HANDLING cc c.. . . . . . .

L-block solid lead shield. 5 cm thick shield to protect the head and torso frcm radiation
while working with radiun and other inplant seeds. Provides tilted 5 cm thick leaded glass
window which is at least 10 cm high by 20 cm wide with a density of 6.2 gm par cubic cm.
Overall size is 22 inches high, 14 inches wide and 16.5 inches deep. Designed to sit on work
table in front of a radicsn safe to provide protection white working with the seeds.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE : in:’ 22 410 Lb 1: --- 9

EA 56 ~ :;
HZ: SUITCH: DENT: HOUR :

cm: 180 kg 2: - - - n/a n/a n/a n/a

%9500 6525 SYSTEM, UPTAKE, THYROID, MOBILE cc c.. .B . . . .

Mobi Le thyroid uptake system. The units characteristics and ccaponents include amplifier tube
assekly and base; uptake stand and collimated shield. This is a mobile unit with arm medical
stand, 2 inch probe with I. A.E. A. flat field collimator and thyroid positioner, neck phantom,
and analyzer/sea ler/timar with automatic background subtract and automatic % readout.

UNIT OF HEIGHT UIDTH DEPTH WE1GHT VOLTS PHASE AMPS HERTZ DEPEN-
ISSUE:

BTUs/
in: 64 32 30 0 lb 1: 120 - -

EA cm:
HZ: SWITCH: DENT:. HWR :

161 82 77 0 kg 2:--- nla n/a nla n/a

X95 10 6525 ~ ANALYZER, ALPHA CWNTING cc c.. .A . . . .

Alpha counting analyzer.

UNIT OF HEIGHT WIDTH DEPTH UE I GHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 80 72 30 0 lb 1: 120 1 10 HZ: SUITCH: DENT:

EA 203
HWR :

cm: 183 76 0 kg 2: --- 60 NO NO n/a

X9705 6525 STRETCHER, MRI C~PATIBLE cc c.. . . . . . .

MRI compatible stretcher. This unit is used to prepare and transport patients in a magnetic
resonance imaging area. This unit is a non ferrous fixed hei$ht unit. It is equipped with
four locking casters, and a MR1 compatible pad.

UNIT OF HEIGHT WIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 32 24 0 lb 1: --- HZ: SWITCH: DENT:

EA 81 1~ 61
HWR :

cm: O kg 2: --- nla nla nla n/a

536

Source: https://assist.dla.mil -- Downloaded: 2016-12-11T01:05Z
Check the source to verify that this is the current version before use.



I

MIL-STD-1691F

APPENDIX A 1 JULY 1993

CATEGORY: ANAVI UTILITIES
JSN NSN NWENCLATURE RVFAH 123656

X9alo 6525 SYSTEM, CAMERA, GAMA, M081LE CC C.. .A . . . . I
Mobile gems camera system. This wit is a ccapect scinti{iation tamer.s system. The
characteristics andcoqments include: detector electronics and console mounted on a mobile
base. The consoie contains 8L( cperating controls and a image dispiay. This unit is used for
bedside evaluation of these and other critically ill pstients, greatly reduces the need to move
them to a server.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT WLTS PHASE AMPS HERTZ OEPEN- BTUSI
1SSUE : in: 75 26 826 lb 1: 120 20 HZ: SWITCH: OENT: HOUR :

IIA cm: 191 1: 61 37S kg 2:-”’- 60 NO NO Ma

X9820 6625 SYSTEM, CAMERA, SCINTILLATION cc c.. .B . . . .
I

1

I X9830
i

Scintillation cau3er8 system. The unit is generalty called a WWTSS camera. The unit detects
and counts photons emanating fran radio#tarnmceutica[s and procedures al(ouing it to evaluate
almest every or9an system. The units characteristics end coqonents inclixie beveled yoke
supports attouing close posit iming; collimators avaitable to suit fult range applications.
Solid construction provides exceptional positioning accuracy.

UNIT OF HEIGHT U1OTH OEPTH WEIGHT WLTS PHASE AMPS HERTZ OEPEN- BTUs/
ISSUE: in: 76 39 55 2,538 ib 1: 120 - 20 HZ: SWITCH: OENT: HWR :

EA an: 1% w 110 1,158 kg z: --- n/a nfa n/a nfa

6425 I CAWRA,GAMMA,LARGEFIELD OF VIEW I CC C.. .A F...
I

Gasma camera. This unit detects and counts photons emanating from radiophartsaceut icals
administered to selected organs of the body and maps them in a spatial configuration that
creates an image of the organs. The characteristics and ccaponents incltde beveled yoke
s~rts, aitou close poaiticming ad knee clearance; advancd OC nmtor drive operates quicklyi
quietly, and efficiently. The unit has one-handed pendant operation, allows sisultanaous
movement of detector bfhi le paaitioning patients. This unit is used to help physician detect
and identify Lesions such as cysts, tuners, hematorsas, infarcted tissue and areas of altered
osteogenesis.

UNIT OF HEIGHT UIOTH OEPTH WEIGHT VOLTS PHASE AHPS HERTZ OEPEN- BTUs/
1SSUE : in: 39 55 3,700 lb t: 120 - 20 HZ: SWITCH: OENT: HOUR :

EA cm: 1:: 99 139 1,677 kg 2: --- n/a n/a nfa we

x9833 6625
I

CCIINTER, GAMMA, MULTICHANNEL cc c.. .A . . . .

Multichannel ganm counter. This unit measures trace quantities (10-9 to 1O-12 W) of many
diagnostically significant substances found in patient senptes (serun, urine or other body
fluids): Substances rout inel y measur~ by radioussay techniques include hormones, vitamins,
drugs, cancer antigen, and other proteins. Characteristics and csaponen ts include persona[
c~ter data acquisition and analysis system (PC-OMS); disk atore, constant quanta detector,
bui it-in dedicated c~ter. This system is used in ctinical laboratory.

UNIT OF HEIGHT UIDTH OEPTH WEIGHT WLTS PHASE AHPS HERTZ OEPEN- BTUs/
1SSUE : in: 35 31 825 lb 1: 120 HZ: SWITCH : OENT: HOUR :

EA an: ~ 89 79 375 kg 2:--’- n/a n/a nfa n/a
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I x9835

15!!-

6625 COUNTER , GAMMA, MULTICHANNEL, UHOLE BOOY ‘c cc.. .A . . . .

Multichannel game counter. This unit measures trsce quantities (10-9 to 10-12 gm) of many
diagnostically significant substances fourd in patient samp(es (serun, urine or other bedy
fluids). Substances rout inel y measured by radi oussay techniques include hormones, vitamins,
drugs, cancer ant i gen, and other proteins. Character st i cs and components i nc Iude personal
conputer data acquisition and ana 1ysis system (PC- DAAS); disk store, constant quanta detector,
bui (t-in dedicated ccinputer. This system is used in radiation safety department . Unit to be
supplied with appropriate shields and collimators for high level uh ole body counting.

UNIT OF ‘ HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE : in: 35 31 825 lb 1: 120 HZ: WITCH: DENT:

EA ; 89 79 375 kg 2:--’-
HOUR :

cm: n/a nla n/a nla

6525 I CCWUTER, CLINICAL., NUCLEAR MEDICINE I C C C . . I . F . ..1) I

Nuclear medicine ciinical ccmputer. The cc+nputer is a ccmplete system for msnagi ng the
nuclear medicine department. The unit is used to gang the scanning equipment into a single
ccmputer system for image acquisition ard manipulation. The characteristics ad components
include soft; printer and remote consoles for input and remote stations.

UNIT OF HEIGHT WIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 0 0 68 lb 1: 120 - -

E~
HZ: WITCH: DENT: HOUR :

cm: o : 0 30 kg 2: --- n/a n/a nla nla

1x9842 I 7120 I CCf4PUTER, RADTHERAPY TREATMENT PLANNING lCCCCCl .A. . . . I I

Radiation therapy treatment planning computer system used to calculate radiation therapy
treatment plans and to track radiation treatments. Unit inc(udes computer, storage devices,
plotter, printer, etc.

*
UNIT OF HEIGHT UIDTH DEPTH UE I GMT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
1SSUE : in: o 0 0 lb 1: 120 1 - HZ: ‘WITCH: DENT: HOUR :

EA cm: : 0 0 0 kg 2:--- 60 YES YES n/a

I x9845 ] 6625 I MONITOR, RADIATION, AREA ICC C.. I. A.. .. I

lxR-

Area radiation monitor. This unit has a 3. decade logarithmic mater ranging f ran 0.1 mR/hr to
100 mR/hr. When the radiation dose rate exceeds the predetermined alarm level, a loud tuo- tone
alarm and a flashing red [ight are activated. The detector and circuitry can withstand high
levels of radiation. The unit assures that persons uorking in and around radiation areas are
adequately alerted to hazardous levels of gamnas and x-rays.

UNIT OF HEIGHT UIDTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
1SSUE : in:

BTUSI
7 lb 1: 120 1 1 HZ: WITCH: DENT:

EA 2: :; 1:
HOUR :

cm: 4 kg 2: --- 60 NO NO n/a

6525 I SYSTEM, THERMAL LUMINESCENCE, MEASURING I C C C . . I . B . . . . I

Thermoluminescent measuring system. This unit can be used for personnel dosimetry,
envi rorsnenta 1 surveys, beam prof i 1 ing or reactor site moni tori ng. The system processes, reads
and records results. Characteristics and coqxments include four digital readouts; readily
interfaces with conputer or calculator/ printer.

UNIT OF HEIGHT UIDTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
1SSUE :

BTUs/
in: 35 lb 1: 120 - - HZ: WITCH: DENT:

;; Q
HOUR :

EA cm: :: 16 kg 2: --- nla n/a nla n/a
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LJ X9870 6625 DENSITDKETER, FILM, RADIOGRAPHIC cc c.. .A . . . .

O..,,

Radiographic film demit~ter. This unit is constructed of rugged steel, c~ct enough to
fit on any crwdd uorktebte. It offers exceptional accuracy (+/-0.02 optical density). This
unit is a precision instrtzaent that quickly rmasures tha optical density of film. Itts the
idea( quality control inst~t. The unit gives you the capabi 1 ity to automatica( ly transfer
the data to a computer for storage and retrieval. This unit is used in x-ray room of hospital
and health clinics.

UNIT OF HEIGHT UIDTH DEPTH NEIGHT VOLTS PHASE A$IPS HERTZ DEPEN-
ISSUE:

BTus/
in: 5 7 7 lb 1: 120 1 - HZ: SWITCH: OENT: HOUR :

EA cm: 13 16 ; 4 kg 2: --- tia nla n/a n/a

Ix9875 6525 SENSITCHETER cc c.. .B . . . .

Sensitwneter, used to create a step wedge image on x-ray film for quality assura nce checks of
the x-ray film processor. Unit provides consistent ad calibrated step wedge image on x-ray
f itm. The film is processed in the processor king tested ad is then read on a densit~ter
for results. Results are checked agai nst the standard and prior period readings to determine
if the processor is func tioning properly or if the processor is begining to fait.

UNIT OF HEIGHT WIDTH OEPTH UEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: 11 35 (b 1: 120 - - HZ: SWITCH: DENT:

E i; 26
HWR :

2A cm: 16 kg 2: --- n/a nfa n/a Wa

X99D0 6525 I(RI SYSTEH, RESISTIVE FF F.. JF . . . .

Resistive NRI s~tem. This unit produces head ond body images of outstatiing diagnostic
value. It integrates the finest RF system. Ccupnents, including a powerful RF system. This
units application is well suited for requirement of broad range of enviromnents, from large
hospitats to freestanding imaging centers. It inc~udescentral processor, patient transport
system, and superconducting magnet system.

UNIT OF HEIGHT WIDTH DEPTH NEt GHT WLTS PHASE AUPS HERTZ DEPEN- BTUs/
ISSUE: in: 84 116 12,913 (b 1: --- HZ: SWITCH: DENT:

2: 295
HWR :

2A cm: 216 5,850 kg 2: --- n/a n/a n/a tia

X9905 6525 NRI SYSTEM, SUPER CONDUCTIVE FF F.. .F . . . .

Superconductive MRI system. The unit is designed for imaging or creating pictures of body
structures of organs. It does not use ionizing radiation, or the injection of radioactive
substances. The unit ccaponents include a Large megnet, a radio transmitter/receiver and a
ccquter are used to gather information fran certain atoms in hunan tissue. This information
is then used to create images or pictures of internal anatomy. ●*systm to include turnkey

installation by the manufacturer .-

UNIT OF HEIGHT UIOTH DEPTH UEIGHT VOLTS PHASE AMPS HERTZ DEPEN- BTUs/
ISSUE: in: 206 14,881 lb 1: 208

2: 2:
10 HZ: WITCH: DENT :

EA 6,741 kg 2:--3- nfa nfa n/a
HOUR :

cm: 518 Wa

X991O 6525 UHEELCHAI R, HRI cc c.. . . . . . . 1
~1 wheelchair. This unit accmmdates any size patient, with 19” wide seat, yet its coupact
enough to S( ip through narrow doorways and over thresholds. Chair easily locks for stable
positioning and patient transfer and features a non-corrosive I ightweight but strong tubular
frame. Non-magnetic, non-ferrous fieelchair is for use in the I(RI envirmnent.

UNIT OF HEIGHT UIOTH DEPTH WEIGHT VOLTS PHASE AMPS HERTZ OEPEN- BTUs/
1SSUE : in: o 0 0 0 lb 1: --- HZ: SWITCH: OENT: HWR :

EA cm: o 0 0 0 kg 2: --- n/a nfa n/a n/a
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Xxxxx EQUIPMENT ORIGINATES IN PARENT R~ AA A.. . . . . . .

Any equipnent that occurs in this room wi 11 be identified in a l@srentlt room.

UNIT OF HEIGHT UIDTH DEPTH HEIGHT VOLTS PHASE AMPS HERTZ DEPEN-
ISSUE: in: 0 0

BTUs/
0 0 lb 1: -,--

EA
HZ: SUITCH: DENT:

cm: o 0
HOUR :

0 0 kg 2: ---, n/a n/a nla nla
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O,:,,,
ACCELERATCXt, LINEAR, 18 MEV
ACCELERATOR, LINEAR, 5-22MEV,DUAL ENERGY
ACCELERATOR, L lNEAR, 6 NV
ADAPTOR, PR~ESSIXt, FILM, DAYLIGHT
AERATOR, ETO, DO, RCSO, TRACK, 24X36X60
AERAT04t, E70, DO, RCSO, TRACK, 24x59x42
AERATOR, ETO, 00, RCSO, TRACK, 28X18X42
AERATOR, ETO, DUJR, CA8, TRACK, 28x29x42
AGGREGWETER, PLATELET
ALTAR
AKALGAJLATOR, DENTAL
ANALGAKATOR, ELECTRIC, DENTAL

x8700
x8E0
X8710
X1719
S7640
S7635
S7620
S7600
UO030
FOOQ5
D8850
lm40
U2600
DOIO1
DO1OO
X951O
Moms
MD730
X8005
K818D
L1OOO
L193$
L107O
L1025
L108O
L103D
L3085
T8050
10015
10005
T8030

L1185
MO02D
L1115
)!866s
L4085
M0605
ND61O
M0615
L1930
M0715
Hono
10030
T80D5
LOWS
L0990
UM175
W&o
x6195
TO050
L2655
FOO1O

A&M
A6050
N8755
W135
W130
UM125
N8760
M8765
W70
K847D
K8460
D07’55
MO030

F
F
F
E
A
A
A
A
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c

:

:
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
F
c
c
c
c
A
c
c
c
c
c
c
c
c
A
c
A
c

534
535
535
512
442
442
442
441

148
107

473
82

5:
271
277

L?

?2

z
240

240

447
447
463
354
242
270
241
354

%
276
276
245
277
2n

z
237
237
497
276
528
448
256
148

36
36
37

355

::
495
355
355
355
227
227

2:

ANALGESIA
ANALGESIA
ANALGESIA
ANALYZER,
ANALYZER,
ANALYZER,
ANALYZER ,
ANALYZER,
ANALYZER ,
ANALYZER ,
ANALYZER,
ANALYZER,
ANALYZER,
ANALYZER,
ANALYZER,
ANALYZER,
ANALYZER,
ANALYZER,
ANALYZER,
ANALYZER,
ANALYZER,
ANALYZER,
ANALYZER,
ANALYZER,
ANALYZER ,
ANALYZER,
ANALYZER,
ANALYZER,
ANALYZER ,
ANALYZER,
ANALYZER ,
ANALYZER,
ANALYZER,
ANALYZER,
ANALYZER,

UNIT, CRYOGENIC
UNIT, lNHAL,NNFLOS, ONLY C/VAC
UNIT, INHALATION, USES C/UTILS
ALPHA CCUNTING
AUOl TORY, EVOKED RESPONSE
BASAL NETA80L 1W RATE, CART
BETA CUINTING
BIOFEEDBACK
BL~ CHE)!, AUTO, 60 SXPLS/HR
BL~ GM
BUN, 01 SCRETE
CHENISTRY, ORUG SCREENING
CHEMISTRY, )RJLTICNANNEL
CHEMISTRY , STAT
CQAGULATU2N, AUTOWTIC
COMPONENT, SOL 10 STATE
DEF18R1LLATOR, AUTO, PORT
ELECTRI CAL SAFETY
ELECTROSURGERY
GASTRIC FLU!OS
GLUCOSE
HEARING AIO
HEMATOLOGY, 01 FFERENTIAL , AUTO
HYDROGEN , BREATH
ION SPECIFIC ELECTRODE
N lTROGEN
OXYGEN, O-1OD%
OXYGEN, RECHARGEABLE
PH/BL~ GAS
PULNONARY FUNCTION, PORTABLE
PULMONARY FUNCT ION, U/CMPTR
RADIATION-L1GHT FIELD
SIGNAL - DIFFERENTIAL AHP.
URINE , ADVANCED
URINE. 8ASIC

o‘, ,

I

0,:‘;

Anesthesia APPAliATUS U/ OXYGEN WI I TOR
ANESTHESIA APPARATUS, 3GAS
ANGIOGRAPHIC INJECTOR
ANvIL, 8LACKWITH, 56LB, FACE 14x10x3
APPARATUS , CULTURE, ANAER08 I C
ARK WEXTERNAL LIGHT
ARTUORK, DECORATIVE, U/FRAME
ARTWORK, WRAL, UALL
ARTUORK, PORTRAIT GALLERY
ASPIRATOR, LOU PRES/LCAl WL, SURGICAL
ASPIRATOR, OROPHARYINGEAL , 12x20x15
ASPIRATOR, SURGICAL, N081LE, THERNOTIC
ASPIRATOR, SURGICAL , THERMOTIC, PORT/FIXEO
ASPIRATOR, UTERINE, MOBILE
ASPIRATOR, LW PRESS/HIGH VUL,CHEST/A80W
ASPIRATOR/PRESSURE UNIT , GEN PURPOSE
ASSEM8LY LINE, TRAY, CRS, 59x27x32
ASSEX8LY LINE, TRAY, CUST~
ASSEX8LY , 801 LOUT/UASHWT
AUDIOMETER, OIAGNOSTIC
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AUDIOMETER, DIAGNOSTIC, IMPEDANCE
AUDIOMETER, SCREENING, GRWP
AUTOREFRACTOR , OPHTHALMIC

BAKER, UAFFLE, 9x20x17
BALANCE, ANALYTICAL , LAB/PHARF4
BALANCE, D lAL-O-GRAF4, ANIMAL U/BOX
BALANCE, ELECTRONIC, LAB/PHARM
BALANCE, PRESCRIPTION , 10MG SENS1 T IVITY
BALANCE, TORSION, 120GF4 CAP, 9x12x7
BALANCE , TR1 P, 28EAM, 2KG CAP, .1 GM SENS
BAR, PARALLEL, PHYSICAL THERAPY
BAR, TOWEL, 11’DIA
BAR, TOUEL, l’lDIA, PSYCH UNIT
BARWETER , WALL MWNTED, CAL STAT 10N
BASE , PEDESTAL, 25x42x7
BASE , PEDESTAL, DWBLE , 25x42x15
BASE , PEDESTAL, U/DUST COLL, 25x42X20
BASKET, WASTEPAPER , EX, ~, 15X1 2X12
BASKET, WASTEPAPER , METAL, 2SUG DO
BASKET , WASTEPAPER, RWND ,METAL , 29X26DIA
BASKET, WASTEPAPER , STEP-ON
BASSINET , W/CART
BATH,
BATH,
BATH,
BATH,
BATH,
BATH,
BATH,
BATH,
BATH ,
BATH ,
BATH,
BATH ,
BATH ,
BATH ,
BATH,
BATH,
BATH,
BATHTUB, CH i LD ‘ S, EARTHENWARE
BATHTUB, INFANT
BATHTUB, PIER, 18x67x31
BATHTUB, RECESSED 16x66X32
BATHTUB, RECESSED, 16x60x32
BED ,
BED ,
BED ,
BED,
BED ,
BED ,
BED,
BED,
BED,
BED,
8ED,
BED,
BED ,
BEDSPREAD
BENCH,
BENCH,
BENCH,
BENCH,
BENCH,
BENCH,
BENCH,
BENCH,
BENCH,

CRYOPRECIPITATE THAUING (+4 DEG C)
HYDROTHERAPY, BCDY, 34xI06x78
HYDROTHERAPY, GAIT TANK, 156x60x96
HYDROTHERAPY, S1 TT I NG
HYDROTHERAPY, U/L I FT
HYDROTHERAPY, BURN ,U/L I FT
INFANT, F/S, FG, U/NURSING TABLE
PARAFFIN,
PARAF F1N , HAND/FOOT
SITZ, CHINA, BUILT IN, HX24X24
WATER , 31 GALLON CAPACITY, 9x18x36
HATER , CASTING, 4X1 0X5
UATER , ELECTRIC
WATER , IMPRESSION, 5x8x7
HATER , REFRIGERATED, CIRCULATING
WATER, SEROLOGY , ELEC, 8x15x17
MATER, TISSUE PROCESSING

ADJUSTABLE, 32x28x78
ADJUSTABLE, HOSPITAL, FIELD, FOLDING
AIR FLU1D12ED
BIRTHING, ELECTRIC
BUNK, UATCHR~
FRAME, TURNING
HI - LOU, MANUAL
MURPHY
NONMEDICAL , SINGLE , COMPLETE
PATIENT, ELECTRIC
PATIENT, ELECTRIC, SPECIAL CARE
PLATFORM, U/O VISIBLE LEGS - PSYC
WALL MWNTED ON CLIPS - PSYCH

DRESSING ROOM, IFOLD DOUN
LOAWSTORE,’ X-RAY FILM
LOCKER ROW, F/MNTD
LOCKER ROCH4, PORTABLE
L(XM, 24xl 1X40
SHOUERSTALL, BUILT-IN
SHOUERSTALL, BUILT- IN, TEAK
SHOUERSTALL , BUILT- IN, TEAK, FOLD
TECHNICIAN, 10DR, 6.5X42X48
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MO025
MOO05
M5500

K0500
Ml 205
vO026
M1210
M1215
F41220
ml 225
UM480
A5205
A5207
U4005
00465
D0470
D0460
F2005
F2015
F2000
F201O
M3005
L1075
M8005
M801O
M8015
M8020
M8025
P9145
M81OO
M8105
P0330
UL173
D6560
UL180
D6570
L421O
L4200
L4205
P106O
P9120
P105O
P0750
P0700
UM015
UM020
M301 o
M7000
F2400
M3015
M7005
U401O
F2405
M701 O
M7007
M7011
A6325
‘U2000
A5017
X0900
A5020
A5025
TO090
A5030
A5015
A5016
D0490

c
c
c

c
c
c
c
c
c
c
c
A
A
c
A
A
A
c
c
c
c
c
c
A
A
A
A
A
A
c
c
A
c
c
c
c
c
c
c
A
A
A
A
A
c
c
c
c
c
c
c
c
c
c
c
c
A
c
A
A
A
c
c
A
A
A
A

270
270
313

191
281
479
282
282
282
282
500

33
33

474
84
85
84

173
173
1$73

;;
239
336
336
336
337
337
377
339
339
364
490
103
490
104
260
260
260
364
377
364

::
491
491
295
321
180
295
321
474
181
321
321
321

41
466

26
505

26
26

449
27
26
26
85

I I e
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o

0:,:

BENCH,
BENCH,
8ENCH,
BENCH,
BENCH,
BENCH,
BENCH,
BENCH,
BENCH,
BENCH,
BENCH,
BENCH,

TECHNICIAN, 3f)R, 6.5X36X18
TECHNICIAN, 60R, 6.5x42x48
WCWORK, 4 VISES, 32X64X54
NOCOUORK, OR, SE, 32x82x30
UOOONORKING, 2CAB, 31)(36)(21
UOCWORKING, 32X68X24
UOCQWRKING, LOCKER BASE,33X96X24
WORK, METAL TOP, OR, 34X72X36
UORK, U/4 OR CAB, DO, 2SH
WORK, WOOD TOP, OR, SH, 34X72X28
IKIRK, WOO TOP, 0R,31X96X48
NORK,~ TOP. U/30”FW ,34X92X30

BENCHTOP, PtiSTIC, L@lINATE0,5XtX~
B18, HOSE, DIALYSIS
81 LIRuBrN(METER
BIN, LOADING, FILM, 33X23X15
BIN, MAIL SORTING, TABLE KWNTEO
BIN, MBL, CRS, 250 LB CAP, 28x23x18
BIN, PLASTER, 3 COMPARTMENT, 3OX36X1O
BIN, PLASTER, 4 CC#PARTMENT, 3OX36X1O
BIN, RECEPTACLES, WASTE 37X12X22
B1O-CLEAN UNIT, OUO-FLON
BIAST GATE, FISH MOUTH, 6- l/2x6X13
BLENOER, F@O, STAINLESS STEEL
BLENDER, HEAVY DUTY, CRS BOUL , 14X7X7
BLENDER, HEAVY OUTY, CRS BOUL, 23X9X9
BLINDS, UINOOU
BLINDS, WIND(W, UINI U/BRACKETS
BLINDS, UINDOU, VERTICAL
BLOUGUN, AIR, LEVER TYPE, W1OFT HOSE
BOARD, ATTACH)lENT, WALL KWNTED
BLIARD, BADGE, FILM
BOARO, BULLETIN AND UNITE MARKER, 8EDRM
BOARD, BULLETIN, 12)(18
8QAR0, BULLETIN, 18x24
BOARO, BULLETIN, 36X48
BOARD, SULLET 1N, 36x48
BOARO, BULLET IN, 48X48
BOARD, BULLETIN, 60X60XD
BOARD, BULLETIN, GDO, u/LocK, 36X36
WARD, BULLETIN, GOO, U/LOCK, 36X36
BOARD, WLLETIN, ~ FRAHEO, 30X24
BOARD, ~BINATION RARKER/BULLET IN OFF lC
BOARD, CU(61NAT ION MARKER/BULLETIN OFFIC
BOARO, COPY, ELECTRONIC FASCIMILE
BOARD, SCHEDULING, MAGNET IC, 48X48
BOOKCASE , 3SH
BOOKCASE, 3SH, 3 DRAWER, BARRACKS
BOOKCASE, EXECUT lVE, 3SH, WOO
BOOKCASE , OPEN, 6SH
BOOKCASE. UITH 3 ORAUERS ANO OROP-LIO
BOOKDROP, RETURN
BOOKSTACK, DOUBLE
BOCKSTACK, S1 NGLE
BOOTH, AUOIO, DBL UALL, t PER
BOOTH, AUO1O, DBL WALL, 6 PER
BOOTH. AUDIO, OBL WALL, IO
BOOTH, AUDIO, OBL UALL, SUITE
BOOTH, AUDIO, DEL UALL, SUITE
BOOTH, EXAM, RF SHIELDED, VAR SIZES
BOOTH. TREATNENT , ULTRAVIOLET
BOOTH. TREATMENT. ULTRAV1OLET . HAND-FOOT
BRAtiT,
BRACKET,
BRACKET ,
BRACKET,
BREADER,
BREADER,

SUPPORT -
TELEVISION, CEILING KOUNTEO
TELEVISION, u/!(ltTO, U/ADJ ARM
TELEVIS1ON, UALL WUNTED
-t LE, 57X83X25
TABLE MOUNTED
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00350
00310
TO1O5
TO1OO
T0741
T9DO0
T0761
T0135
TO1O6
T0120
T0125
TO11O
Xlooo
P8Z05
L4350
Xlloo
FO1OO
K0700
08620
08600
Xlo?o
VD135
00880
UX045
KOB1O
K08D0
A6310
A6311
A63?2
U4100
Xlolo
X3300
U2235
F2995
F2990
F3000
F3005
F301O
U4025
F3015
F30Z0
F3025
F3065
F3075
H1875
F3030
FOI1O
F0112
F0120
F0115
F0113
A6005
FOt25
F0130
HOD50
HOD45
UO040
MO041
MO041
A1OO5
M819D
M8192
09900
A5215
A5zlo
A5220
KOB20
K0830

A
A
c
c
c
c
c
c
c
c
c
c
A
A
c
A
c
c
A
A
A
c
A
c
c
c
c
A
c
c
A
A
A
A
A
A
A
A
A
A
A
A
A
A
c
A
c
c
c
c
c
A
A
A
A
A
A
A
A
A
c
c
A
8
a
B
c
c

83
83

449
449
456
464
fi56
450
449
450
4s0
U9
506
3?6
260
507
151
191
107
107
507
484

5%
192
191
40
41
41

477
506
516
470
186
186
186
186
186
475
186
187
187
188
189
287
187
152
152
152
152
152

35
153
153

X
271
271
271

17
343
343
116
34

.2
192
192
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BROILER, CHAR-BROILER, IGRID, 21X21X24
BROILER , CHAR-BROILER, 2GR1D, 21X38X24
BROILER , INFRARED, ELEC, CRS, 78x36X39
BRO1 LER , INFRARED, GAS, CRS , 78x36X39
BRONCHOSCOPE, F 1BEROPTIC, U/L I GHTSOURCE
BUCKET , MOP, bJ/UR1 NGER, 35 QUART
BUMPER, 00CK
BUMPER, UALL , BED
BURNISHER , FLOOR, U/SOLUT ION TANK

CABINET, 2D0, U/PEGBOARO, 60x48X18
CABINET, 50R, 37X20X18
CAB] NET , ASSISTANT, OENTAL , MBL,32x22x18
CAB] NET, BASE ,
CABINET , BASE,
CABINET, BASE,
CABINET , BASE,
CABINET , BASE,
CABINET , BASE,
CABINET, BASE,
CABINET, BASE,
CABINET , BASE,
CABINET , BASE,
CABINET, BASE,
CABINET, BASE,
CABI NET, BASE,
CAB] NET , BASE,
CABINET , BASE,
CAB I NET, BASE,
CABINET, BASE,
CAB I NET, BASE,
CAB I NET, BASE,
CABINET , BASE,
CABINET , BASE,
CABINET, BASE,
CABINET, BASE,
CAB] NET, BASE ,
CABINET, BASE,
CABINET, BASE,
CAB] NET , BASE,
CAB I NET, BASE,
CAB] NET, BASE,
CABINET , BASE,
CABINET , BASE,
CABINET, BASE,
CABINET, BASE ,
CAB1 NET, BASE,
CABINET , BASE,
CABINET , BASE,
CABINET , BASE,
CABINET, BASE,
CAB] NET, BASE,
CABINET , BASE,
CABINET , BASE,
CABINET, BASE,
CABINET . BASE.

100, 37X16X15
100,36x19x18
2 DO, 36x24x30
2 SECT, DO, DR
2D0, 2DR, 36x27x17.5
2D0, 31 .25x24x18
2D0, 36x36X24
3-5’’CMPT,36X18X22
3DR, 36x18x24
4DR, 31x18x18
40R, 36x18x24
50R, 37x19X18
tM)R, 31x12X18
6DR, 37x19X18
7DR, 37x20X18
7DR, 37x27x18
BIN DR, 2DR, 36x24X24
CASTING MACH, 36X24X24
00, 29.5x24x24
DO, 31X18X18
DO, 31x26.5X24
00, 36x24x24
ENO CNR, 2DR, 36X60X24
ENO CNR, DO, 36x42x24
ENO CORNER, DO, 36x48x24
FILM IDENTIFIER, 36x12x22
SINK U/H, 18X27X17
SINK, ANGLE CNR,36X38X24
sINK,u/H,2D0,17X27X18
U/H, lDR, 6.5x19x17
U/H, 2D0, 18X19X18
U/H, 2DR, 6.5x19x17
U/H, 2DR, 6.5x27x17
U/H, 30R, 17X19X18
U/H, 30R, 17x27x18
U/H, 3DR, 18X27X18
U/H, 4DR, 22X20X18
U/H, 5DR, 18x27x17
U/H, 60R, 22X20X18
U/H, DO, 18x19x17
W/SI!lK, lDO, 37x19x18
U/SINK, 2D0, 37x27X18
U/SINK. 2D0.36x24X18

CABINET; BEDSiDE; DO, -DR, 30x24x24
CABINET, BIN, TILTING, 36X54X22
CABINET, BIN, TILTING, 36x18x22
CABINET, B1O SAFETY CLII/B2, U/GLOVEBOX
CABINET, BIO SAFETY, CL 11A, BENCH,VERT
CABINET, BIO SAFETY, CL 11A, F/S, VERT
CABINET, BIO SAFETY, CL II/Bl, BENCH,VERT
CABINET, BIO SAFETY, CLI1/Bl, F/S, VERT
CABINET, BiO SAFETY, CLII/B2, BENCH
CABINET, BIO SAFETY, CLII/B2, F/S
CABINET, BIO sAFETY,cL1ll, BENcH,36X36X29
CABINET, BLANKET, FIRE, WMNTD,18X18X6
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K0900
K0950
K0870
K0860
M8505
F0505
A61’60
A601O
F2525

CO053
09580
D9030
Xl 060
D9540
DO51O
DO21O
D9495
00450
D0530
X105O
D0480
D0440
00500
09520
00410
09510
D9980
D9590
D0370
D0550
D0540
D0430
D0420
D0520
D0260
D0240
D0250
X 1080
D9783
D0270
D9835
D9970
09786
D9660
D9662
D9681
09683
D9770
D9691

D9780
D9800
D9450
D9515
D961O
F0400
CO033
CO032
L2338
L2315
L231O
L2325
L2320
L2336
L2335
L2330
A5230

A
A
A
A
c
c
A
A
c

A
A
c
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
c
A
A
c
c
c
A
A
A
A
A
A

192
193
192
192
349
162

40’

1;

46
713
109
507
113

86
82

112
84

SE
85

;
113

84
112
117
113

83
86
86
84
84
86
82
82

5:
115

83
115
117
115
113
114
11’4
!14
114
114
114
115
115
111
112
113
158

43

2:
251
250
251
251
252
252
251

34
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CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET.

BLAST CLEANING, F/S, 51X19X16
BLUEPRINT, HORIZONTAL TRAYS
CATALOO, CARO, LIBRARY
CERAMICS, OREENUARE AND BISQUE
CINE FILM STORAGE 84X36X12
(XMB, CRS, 1 SH
(XXtB, CRS, lSH
CONFERENCE, UHITEBOARD/TACKBOAR
CONTROL, NITROGEN,
DISTRIB, NAIL
ELECTROCARDIOGRAPH, 31X18X18
EXAM R-, lDO, lDR
EXAMINATION U/WITiNG TOP
F/S, 200, 5SH, 84X30X13
F/S, 200, 5SH, 84X30X16
F/S, 200, 5SH, 84X30X22
F/s, 200, Ssli, 84X36X13
F/S, 2D0, SSH, 84X36X16
F/S, 200, 5SH, 84X36X22
F/S, 200, 5SH, 84X68X13
F/S, 2D0, 5sH, 86X68X16
F/S, 2D0, 5sH, 84X48X22
F/S , 2GD0, 5SH, 84X30X13
F/S, 2GO0, 5SH, 84x30x16
F/S, 2GO0, 5SH, 84X30X22
FfS, MOO, 5SH, 86X36X13
F/S, 2CO0, 5SH, 84X36Xl6
F/S, 2W0, 5SH, 86X36X22
F/S, 2GO0, 5SH, 84X48X13
F/S, 2000, 5SH, 84X4&X16
F/S, 2000, 5SH, 84X48X22
F/S, 2SD0, 5SH, 8W30X13
F/S, 2SD0, 5SH, 84x30x16
FIS, 2SD0, 5SH, 84X30X22
F/S. 2S00. 5SH. 84X36X13

o!l’
,;”: ,!

CABINET; F/S; 2S00; 5SH; 86X36X16
CABINET, F/S, 2S00, 5SH, 84X36X22
CABINET, F/S, 2SD0, 5SH, MX48X13
CABIUET, F/S, 2SD0, 5SH, 84X48X16
CABINET , F/S, 2SD0, 5SH, 86X48X22
CABINET, F/S, 2SGO0, 5SH, 84X30X13
CABINET, F/S, 2S000, 5SR, 8f&30x16
CAB I NET, F/S, 2SOD0, 5SH, 84X30X22
CABINET , F/S, 2SOD0, 5SH, 86X36X13
CABINET, FjS, 2SCD0, 5SH, 84x36x16
CABINET, F/S, 2SGD0, 5Slf, 84X36X22
CABINET, F/S, 2SGD0, 5SH, 84X48X13
CABINET, F/S, 2SGD0, 5SH, 84x48x16
CABINET, F/S, 2S000, 5SH, 84X68X22
CABINET, F/S, DO, 5SH, 84X18X13
CABINET, F/S, 00, 5SH, 84x$8X16
CABINET, F/S, DO, 5SH, 84X18X22
CABINET, F/S, DO, 5SH, 84X24X13
CABIMET, F/S, 00, 5SH, 84x24X16
CABINET, F/S, 00, 5SH, 84X24X22
CABINET, F/S, OPEN, 5SH, 84X18X13
CABINET, F/S, OPEN, 5SH, 84X18X16
CABINET, F/S, OPEN, 5SH, 84X18X22
CABINET, F/S, OPEN, 5SH, 84X24X13
CABINET, F/S, OPEN, 5SH, 84X24X16
CABINET , F/S, OPEN, 5SH, 84X26X22
CABINET, F/S, OPEN, 5SH, 84X30X13
CABINET, F/S, OPEN, 5SH, 84X30X16
CABINET , F/S, OPEN, 5SH, 84X30X22
CABINET, F/S, OPEN, 5SH, 84X36X13
CABINET, F/S, OPEN, 5SH, 84X36X16
CABINET, F/S, OPEN, 5SH, 86X36X22
CABINET, F/S, OPEN, WI!, 84X48X13
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09010
F0450
F0430
U4020
F0495
A5225
A50f+s
F3065
Al 130
FO1O2
W255
M3075
U4030
CV030

CV130
Cvo40

Cvt$o
CV050
Cvloo
CV150
Wo30

CU130
Cuwo

W140
CU050
Wloo
CW150
CX030
CX080
CX130
CX040
CX090
CX140
CX050
Cxloo
CX150
CY030
CY080
CY130
CYofbo
CY090
CY140
CY050
CY1OO
CY150
CRO1O
CR060
CRtlo
CR020
CR070
CR120
Coolo
Cm60
Cello
CQ020
coon
rnno
mo30
cao80
m130
CO040
CQ090
mibo
mo50

A

:
c
c
A
A
A
A
A
c
c
c
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A

108
160
159
475
161
34
27

w
21

152
498
297
475

:
77
76
76

E

;
n

:
77

;
77
78
78
79

2

E
80
79
79

:
81

:
81

:
81
81

?)
71
70
70
71
67

:

2
69
68
69
69
68
69
70
68
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CABINET,
CABINET;
CAB] NET ,
CAB] NET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CAB] NET ,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET,
CABINET ,
CABINET,

F/S, OPEN, 5SH, 84X48X16
F/S, OPEN , 5SH, 84x48x22
FILING,
FILING,
FILING,
FILING,
FILING,
FILING,
FILING,
FILING,
FILING,
FILING,
FILING,
FILING.

2 DRAWER, MOBILE
CARDEX
FILR, 5 SH, 83X36X18
FILM, MOD, AUT0,92X84X18
FILM, SDO, 5SH,87X32X20
FULL HEIGHT 4-5 DRAWER
HALF HEIGHT , 2 ORAWER
HALF HEIGHT , EXECUTIVE
LATERAL, HALF HEIGHT
PHARM, MOD, WXl , AUTO
PRESCRIPTION
SECURITY. FULL HEIGHT

HOT/CO~D, FOW , MOBILE, 8 PAN
ICE CREAM, CRS, MOBILE
ICE CREAM, MEL , 38x30x38
INST , 2SECT, GDO, 5SH, 84X36X24
INsT, 2SECT, SGDO, 5sH,84x36x18
INSTRU, CRS, 2000, 6SH
INSTRUMENT ANO TRAY STORAGE
INSTRUMENT , CRS
INSTRUMENT , LENS MEASURING
KEYS
MEO, CRS, W/NARC LOCKER ,60x36x16
MEO/CONTROLLED DRUGS
MICROSCOPE SL IDE
MOBILE, STORAGE
NARC,U/C OR CTR, W/SAFE ,24x24x12
OT, HXWX16
PARAFIN BLOCK
PASS THRU, PT SUPPLY, FULL H
PASS THRU, PT SUPPLY, HALF H
PASTRY, CRS, 34 PAN, 71x23x33
PASTRY, CRS, 40 PAN, 71x23x33
PROOFING, CTR MNTD, CRS, 2 DRS
PROOFING, MBL , 72x23x33
REF IGERATOR, THAWING
REFRIGERATED , MOBILE, 70X28X34
SPECIMEN . PASS THRU . CRS
STORAGE ,-
STORAGE ,
STORAGE ,
STORAGE ,
STORAGE,
STORAGE,
STORAGE,
STORAGE,
STORAGE ,
STORAGE ,
STORAGE ,
STORAGE ,
STORAGE ,
STORAGE ,
STORAGE ,

200, 5 SH ‘
ACID, F/S, HX43X18
ACIO, F/S, SH
ACIO, U/C
CASSETTE , OARKR~
DATA PROCESSING
ELECTRIC PARTS
FILM, XRAY, 33X19X16
FLAMMABLE, F/S
LEAD LINEO
PARTS
PHOTOGRAPHIC SLIDES
SAFETY, VENTED
TWL ,
TCX)L , F/MNTD, STEEL

STORAGE ~ VIDEO TAPE -
SUPPLY, PRESS/PRINT 1NG, OT
TELEVISIONfVIDEO RECOROER
TWL , F/S, 84X60X22
TOOL, MBL, 8DR, W/10DR CHEST
TCXIL , MOBILE
TWTH ASSORTMENT, 6X18X17
TRANSFER, CASSETTE , 4D0, 2CMPT
TREAT , DO, 20R, SSH
U/C/B, 200, 2HDR , 30x30x22
U/C/B, 200, 2HDR , 30x36x22
U/C/B, 200, 2HOR, 30X48X22
U/C/B, 200, 2HDR, SH, 36X30X22
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CQ1OO
CQ150
F0412
F0440
X1170
Xl 360
X1160
F0405
FO41O
F0460
F0420
F0485
F0480
FG425
K103O
K3560
K3570
Coolo
COO09
M3080
F0560
M3085
M5005
F0490
A5050
A5060
L8570
02520
A5065
T0130
L8575
A5035
A5040
K1OOO
K101O
K105O
K104O
K3580
K1140
L1200
F0465
M2030
M2005
M201 o
WX030
F0445
T1150
W)(O1O
M2015
X9305
F0455
F0475
M2020
TO173
TO180
F0435
TO170
F0470
T1 020
TIOOO
T3000
02530
x1600
M3090
C08F0
C09F0
C1OFO
C03F0

A
A
c
c
c
c
c
c
c
c
c
c
c
c
A
A
A
A
A
c
c
c
c
A
c
A
c
c
c
c
c
A
A
A
A
A
A
A
A
A
c
c
c
A
c
c
c
c
c
c
c
c
A
c
c
c
c

‘c
c
c
c
c
A
c
A
A
A
A

69
70

158
159
508
508
508
158
158
160
159
161
161
! 59
193
213
213

42

2%
164
297
312
161

27

2:
95
28

450
266

27
27

193
Y93
194
193
213
194
243
160
288
287

;;
160
459
502
288
535
160
161
288
451
451
159
451
160
459
459
460

96
51’0
297

55
56
5?
49
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m

O,,:,,‘,, !,

CABINET, U/C/B, 200, 2HDR, SH, 36x36x22
CABINET, U/C/B, ZDll, 2HDR, SH, 36X48X22
CABINET , U/C/B, 2D0, 2SH, 36X3DX22
CABINET , U/C/B, 200, 2SH , 36X36X22
CAB1 NET, U/C/B, 200, 2SH, 36X48X22
CABINET , U/C/B, 200, OR, 30X30X22
CABINET, U/C/S, 2D0, OR, 30x36x22
CABINET, U/C/B, ~, OR, 30X48X22
CABINET, LJ/C/6, 2D0, OR, SH, 36X30X22
CABINET, U/C/0, 2D0, OR, SH, 36X36X22
CABINET, U/C/B, 200, OR, SH, 36X48X22
CABINET , U/C/B, 2D0, SH, 30X30X22
CABINET, U/C/B, 200, SH, 30X36X22
CAB] NET , U/C/B, 200, SH, 30X48X22
CABINET, U/C/B, 3DR, 2HoR, 30x30x22
CABINET, U/C/B, 3DR, 2HOR, 30x36x22
CAB I NET, U/C/8, 30R , 2HOR , 30x48x22
CABINET, U/C/U, 3DR, 2HDR, 36X3DX22
CABl NET, U/C/8, 30R, 2HDR , 36X36X22
CABINET, U/C/B, 30R, 2HDR , 36X48X22
CABINET, U/C/B, 40R, 30x18x22
CABINET, U/C/B, 40R, 30x24X22
CABINET, U/C/B, 4DR, 36X18X22
CABINET , U/C/B, 40R, 36X24X22
CAB I NET, U/C/E, 6HDR , 39X36X22
CABINET, U/C/B, 8HDR, 30x30x22
CABINET, U/C/B, 8HDR, 3DX36X22
CABt NET, U/C/B, 8HDR, 30x48x22
CABINET , U/C/B, 8HDR, 36X30X22
CAB] NET , U/C/B, 8HOR, 36x36x22
CABINET, U/C/B, 8HDR, 36x48x22
CABINET, U/C/B, 00, 2SH, 36x1Bx22
CABINET , U/C/B, 00, 2SH, 36X24X22
CABINET, U/C/B, 00, OR, 30x18x22
CABINET, U/C/B, 00, OR, 3DX24X22
CABINET, U/C/B, 00, DR, SH, 36X18X22
CABINET , U/C/B, 00, OR, SH , 36x24X22
CABINET , U/C/B, 00, SH, 30x18x22
CABINET , U/C/B, 00, SH, 30x24x22
CABINET, U/C/B, OR, FOR, U/PBD, 30x18x22
CABINET , UfC/8 , HDO, 6HDR, 36X30X22
CABINET, U/C/B, MOO, 61(DR, 36X36X22
CABINET, U/C/O, HDO, 6HDR , 36X48X22
CABINET, U/C/B, HOO, OR, 3HDR, 36X30X22
CABINET , U/C/B, HDO, OR, 3WR, 36X36X22
CABINET, U/C/B, MOO, OR, 3HDR, 36X48X22
CABINET , U/C/B, OPEN, 2SH, 36x18x22
CABINET, U/C/B, OPEN, 2SH, 36X26X22
CABINET , U/C/B, OPEN, 2SH, 36X30X22
CABINET, U/C/B, OPEN, 2SH, 36x36x22
CABINET , U/C/B, OPEN, 2SH, 36X48X22
CABINET, U/C/B, OPEN , SH , 3DX1BX22
CABINET , U/C/B, OPEN, SH, 30x2f+x22
CABINET, U/C/B, OPEN, SH, 30X30X22
CABINET, U/C/B, OPEN, SH, 30x36x22
CABINET, U/C/B, OPEN, SH, 30x48x22
CABINET , UICIB, SINK, 2D0, 30X30X22
CABINET, U/C/B, SINK, 200, 30X36X22
CABINET, U/C/B, SINK, 200, 3Dx48x22
CABINET, U/C/B, SINK, 200, 36X3DX22
CABINET, U/CIB, SINK, 200, 3t#36X22
CABINET, U/C/B, SINK, 200, 36X48X22
CABINET, U/C/B, SINK, 00, 30X1BX22
CABINET, U/C/B, SINK. 00, 30X24X22
CABINET, UICtB, SINK, DO, 36X18X22
CABINET, U/C/%, SIMK, 00, 36X24X22
CABINET, U/H, 100, 3SH, 36X18X21
CABINET, U/H, 2 SL1OING ~

547

C04F0
C05F0
C03G0
C04G0
C05G0
CWEO
C09E0
C1OEO
C03E0
C04E0
C05E0
C08G0
C09G0
C1OGO
CD8HD
C09H0
C1OHO
C03H0
C04H0
C05H0
CD6D0
C07D0
Coloo
C0200
Co9Ho
C08J0
CD9J0
C1OJO
C03J0
C04J0
C05J0
COIBO
C02B0
C06C0
C07C0
Colco
C02C0
C0680
C07B0
Co6uo
C03K0
C04K0
C05K0
C03L0
CD4L0
CD5L0
COIAO
C02A0
C03A0
C04A0
C05A0
C06A0
C07A0
CD8A0
C09A0
C1OAO
CQBPo
Co9Po
CIOPO
C03P0
CD4P0
C05P0
CD600
CD700
COIQO
CoZoo
X104O
09960

A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A

50
52
49
50
52
55
56
57
48
50
51

::

E
56
58
69
50

;:
54
47
48
57
55
57
58
49
51
52
47
48
53
%
47
48
53
54
53
49
51
52
49
51
52

z
48
50

z:
54
55
56

z
57
58

%’
53
54
56
47

5:
117
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CABINET, W/H,
CABINET, U/H,
CABINET, W/H,
CABINET, U/H,
CAB] NET, U/H,
CABINET, W/H ,
CABINET, U/H,
CABINET, U/H,
CABINET, W/H,
CABINET, U/H,
CABINET, U/H,
CABINET, U/H,
CABINET, W/H,
CABINET, U/H,
CAB I NET, W/H,
CABINET, W/H,
CABINET, W/H,
CABINET, W/H,
CABINET, W/H,
CAB I NET, W/H,
CABINET, W/H,
CABINET , W/H,
CABINET , W/H,
CABINET , W/H,
CABINET, U/H,
CAB] NET , W/H,
CAB I NET, W/H,
CABINET, U/H,
CAB] NET, W/H ,
CABINET, W/H,
CABINET, W/H,
CABINET, W/H,
CABINET, U/H,
CABINET, W/H,
CABINET, W/H,
CABINET, W/H,
CAB I NET, W/H,
CAB I NET, W/H,
CABINET, U/H,
CABINET, W/H,
CABINET, W/H,
CABINET, U/H,
CABINET, W/H,
CAB] NET, W/H,
CAB I NET, W/H,
CAB] NET, W/H,
CABINET, U/H,
CAB] NET , W/H,
CABINET, W/H,
CABINET, W/H,

2D0, 2SH, 30X30X13
2D0, 2SH , 30x30x16
200, 2SH , 30X36X13
2D0, 2SH , 30X36X16
200, 2SH , 30x48x13
2D0, 2SH , 30x48x16
2GO0, 2SH, 30X30X13
2GO0, 2SH, 30X30X16
2GO0, 2SH, 30x36x13
2GD0, 2SH, 30x36x16
2000, 2SH, 30X48X13
2GD0, 2SH, 30X48X16
2SD0, 23x38x/8
2SD0, 23X38X8
2S00, 2SH, 30X30X13
2Sd0, 2SH , 30x30x16
2SD0, 2SH, 30x36x13
2SD0, 2SH, 30x36x16
2SD0, 2SH, 30x48x13
2SD0, 2SH, 30x48x16
2S00, 30x36x12
2SD0, 30x38x14
2SD0, 30X38X14
2SDR , 30x36x13
2SGO0, 2SH, 30X30X13
2SGO0, 2SH , 30x30x16
2SGD0, 2SH , 30x36x13
2S000, 2SH , 30x36x16
2SGO0, 2SH, 30x48x13
2SGO0, 2SH, 30x48x16
3.5,, CMpT, 22x18x16
3.7,, CMpT, 22x24x16

100, 2SH, 30x18x13
00, 2SH, 30X18X16
DO, 2SH, 30X24X13
DO, 2SH, 30x24x16
GDO, 2SH, 30x18x13
GDO, 2SH, 30X18X16
GOO, 2SH , 30x24x13
GDO, 2SH, 30x24x16
OPEN, 2SH, 30x18x13
OPEN, 2SH, 30x18x16
OPEN , 2SH, 30x24x13
OPEN , 2SH, 30X24X16
OPEN , 2SH, 30X30X13
OPEN , 2SH, 30x30x16
OPEN , 2SH , 30x36x13
OPEN , 2SH , 30x36x16
OPEN, 2SH , 30x48x13
OPEN, 2SH , 30X48X16

CABINET, W/H-CTR,
CABINET, U/H-CTR,
CABINET; U/H-CTR;
CAB I MET, W/H-CTR,
CABINET, W/H-CTR,
CABINET, W/H-CTR,
CABINET, U/H-CTR,
CABINET, W/H-CTR,
CABINET, W/H-CTR,
CABINET, W/H-CTR,
CABINET, U/H-CTR,
CABINET, W/H-CTR,
CABINET, W/H-CTR,
CABINET , WARMING,
CABINET , WARMING,
CABINET, HARMING,
CABINET . WARMING,

2D0, 3SH, 48x36x13
2D0, 3SH , 48x48x13
2SGD0, 3SH, 48x30x13
2S000, 3SH , 48x36x13
2SGD0, 3SH , 48x48x13
GDO, 3SH, 48x18x13
GOO, 3SH, 48x24x12
GOO, 3SH, 48X24Xl6
GDO, 3SH, 48X48X16
OPEN , 3SH, 48X30X13
OPEN , 3SH, 48X30X16
OPEN, 3SH, 48X36X13
OPEN , 3SH, 48X48X13
F/S, 2HT0 CNPT, STEAM
F/S, 2HT0 CMPT , STEAM
FOW , MOBI LE , 72x23x33
PASS- THRU.CRS.84X27X39

CAB INET; BASE, PHARMACEUTICAL ;40R;37X23X18

548

CO030
CD080
CD040
CO090
CD050
CD1OO
CE030
CE080
CE040
CE090
CE050
CEIOO
09861
09990
CF030
CF080
CF040
CF090
CF050
CF1OO
09420
D9400
D9863
00665
CG030
CG080
CG040
CG090
CG050
CG1OO
X102O
X103O
CBO1O
CB060
CB020
CB070
Ccolo
CC060
CC020
CCD70
CAO1O
CA060
CA020
CA070
CA030
CA080
CA040
CA090
CA050
CA1OO
CM040
CM050
CP030
CP040
CP050
CLO1O
CL020
CL070
CL060
CJ030
CJ080
CJD40
CJ050
M3W5
M3100
K102O
K1160
W14045

A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
c

61
62

.:;
62
62
62

%
63
63
63

115
117

63

z
64
64

1:
111
116

88
64
65
64
65
65

5;:
506

60
60
60
60
61
61
61
61
58
59
58
59
59
59
59
60
59
60

z
67
67
67
66
66

‘z
65
66
65

2E
298
193
194
492
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JSN LOG PAGE
•~ ~~~ -w NOUENCLATLIRE NUMBER CAT NW18ER ~ INDEX ‘-

I

O:/‘,, ,,

I

CA81NET, CRNR SINK, U/H,18X27X17
CA81NET, FILING, F1LM,MO0,5 TIERS,92X84X18
CABINET, FILING, FILM, KC0,5TIER, 84x126x18
CAMNET,FILING,L ATERAL, FULL HEIGHT,5 OR
CA81NET,bfAfOUNG, F/S,lHTD CitPT,ELECTRIC
CA81NET,UARM1NGtF/S,2HT0 CMPT, ELECTRIC
CAGE, ANINAL, LARGE
CAGE, ANIMAL, SXALL
CAGE, CAT, SQUEE2E
CAGE, METABOLISM, 16 PER UNIT
CAGE, METABOLISM, 8 PER UNIT
CAGE, SECURITY, HEAW DUTY
CAGE , SOUEE2E, PRtlUTE
CAGE, TRANSPORT, ALIBIINLBI, LARGE
CALCULATOR, DESK
CALWLATOR, PROGRMNABLE
CALCULATOR, U/PRINTER
CAL 1BRATOR, AUDI WETER
CALIBRATOR, RADIOISOTOPE,17HX1 OW8O
CAMERA, FUNWS, FLASH, AUTO
CMElLA, GANM, LARGE FIELD OF WEU
CANERA, lDENTIFICATfON, FILM
CMERA, NULTIFORMAT, OIGITAL IMAGE
CMERA, PHOTO lDENTIFICATION CARD
CANERA, PORTMLE, CCTV, U/RECORDER
CAMERA, STUDIO, CcTV, U/RECOROER
CAN, TRASH, 44 GAL.
CANOPY , H-, EXHAUST STACK, 9’] X 9’]
CANOPY, HoCO, FUME
CAP, END, PANEL, SUPPORT, 80H
CARREL, INTERVIEU, ROD, P/H, UKSLIR,WSH
CARREL, INTREVIEU, MOO, P/H, UKSUR 5FT W
CARREL , STUDY TABLE
CARREL , ST~Y TABLE, WALL
CARRIAGE, PAIL, CRS, W/O PAIL
CART , ANESTHES1OLOGY
CART, ASS] STANT , DENTAL
CART, BEO, ORTHO, STRYKER, 1W!3X68
CART, CARDIAC RESUSITATION KIT
CART , DRESSING, SURG1 CAL, CRS, 37x%x20
CART , ENERGENCY, ~, NBL , 36X23X23
CART , E)(AN/TREATMENT, MO, K8L, 60X48X23
CART , INSTRLB4ENT TRAY MAKEUP TAME
CART, INSTRUMENT TRAY STORAGE
CART, JANITOR’S
‘kART, KETTLE, S@P
CART. “ ‘“”-”” “a,. ..-

CART ;
CART,
CART ,
CART,
CART,
CART ,
CART ,
CART ,
CART ,
CART,
CART,
CART ,
CART,
CART,
CART,
CART ,
CART ,
CART,
CART,
CART,
CART ,

WI W(AK1, BILJUILt

LINEN, SOILED
XEOICATION, UNIT DOSE
WOICINE, CRS
MOBILE STORAGE, MODULAR
PHYSIO XONITORING, BIRTHING RO@(
PLASTER
PROCEDURE , I!CO, XBL , 36X23X23
RESUSCITATION, U/EQUIPMENT
SHELVING, STORAGE, MEL, 72X48X26
SUPPLY
SUPPLY, LINEN
SUPPLY, STERILE
SUPPLY, STERILE
SURGICAL CASE
SURGICAL CASE, BIRTHING R-
SURGICAL DRESSING
SURGICAL DRESSlNG,CRS,KBL,3~4XZ5
TRACTION APPLIANCES, X081L
TRANSPORT, 1 LOCKER, QX28X26
TRANSPORT, 6 LOCKER @@8X26EA
TRANSPORT, RAO[l#l

549

0978s
X1150
X131O
F0415
M3105
M311D
vaoos
Voolo
VO080
VO088

ZE
Vool 1
VOO07
F247S
F2470
F2465
T8015
L2191
*SOS
X9830
X2605
X5355
M1870
F2250
F2255
F2D20
L22S5
L=37
E8170
23560
23565
F0715
F0716
lt8900
W16D
08260
Imiolo
Unlss
n30so
E4900
E4650
F0550
F0555
F0500
K1285
F0545
FD51O
N7250
H7255
F0540
H896S
N305S
E51OO
n3060
M21OO
F052S
F0515
F0520
F0520
N8910
M8960

:E
M306S
E3900
E391O
X9310

A
c
c
c
A
A
c
c
c
c
c
A
c
c
c
c
c
c
c
c
c
c
F
c
c
c
c
A
A
F
F
F
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c

;
c
c
c
q
c
c

115
507
508
159
298
298
4n
478
482
483

39
478
478
la
182
182

;:
537
514
524
287
177
177
174
249
252
146
136
137
167
167
357
4%
105
491
496
295
139
139
163
163
161
19s
163

;Z
323

;:
296
139
296
290
162
162
162

;:
359
494
357
296
137
13?
S36
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***** ~NDEx ss~sx NOMENCLATURE NUNBER CAT NUMBER ***** I NDEx **#l*#f

a

CART, TRASH
CART, TRAY, FOOD, HOBI LE, 4 BEV,49X73X31
CART, TRAY, FOOD, MOBILE, 52x47X30
CART , TRAY, FOOD, MOB] LE , 69x59X29
CART , TRAY, FOOD, MOBILE, BEV, 49X73X31
CART, TRAY, FO(X), MOBILE, NON-ELECTRIC
CART , TREATMENT, MCX), MBL, 36x23X23
CART, UTILITY
CART , UEI GHT , PliYS THER, U/WEIGHTS
CART, SPECIAL PROCEDURE, MOO,MBL ,36x23x23
CART , UN I T DOSE, W/MOD ClX4PONENTS 44x33x20
CASE , D I SPLAY
CASEUORK, 2-UAY, 80H
CASEUORK, 4-MAY, 80H
CASEUORK, Mm
CASEUORK, MfX),P/ti,UKSUR, SH, CSH,LFILES,DR
CASEUORK, M@ULAR , U/SHELVING
cAsEuoRK,Mu’), b//H, uKsuR, sH, csH, LFILEs,3DR
CASEUORK, SUPPORT ,MOO ,0/H STOR,80X12X1Z
CASEUORK, SUPPORT ,MOO,O/H STOR, REAGENT SH
CASEUORK, SUPPORT, MCK),OH STOR, REAGENT SH
CASEUORK, SURPORT,MOD ,OH STOR, REAGENT SH
CASEWORK, SUPPORT , PASS THRU ,!020 ,0/H STOR
CASH REGISTER, 2DRS U/LOCKS, SPEC KEYBD
CASTING MACHINE, CHR(B4E-COBALT
CAST ING NACH I NE, CHROME/COBALT
CAST I NG MACH [NE, CROUN/BRIDGE
CAST ING MACHINE, MANUAL, BROKEN ARM
CELL SAVER, AUTOLOGWS BLWD RECOVERY
CELL HASHER , FROZEN BLWO DEGLYCEROL 1ZER
CELL UASHER/CENTR1 FUGE, 34-1/2X13X15-l/2
CENTER , INFANT CARE
CENTER, MIXING, BARIUM
CENTR1 FUGE, CYTOLOGY, 20K RPM
CENTRIFUGE , HEAVY DUTY, 50x28x33
CENTRIFUGE , LABORATORY
CENTRIFUGE , LABORATORY
CENTRIFUGE , LABORATORY, BENCH TOP
CENTRIFUGE , LABORATORY, MICROHEMATOCRIT
CENTR I FLIGE, LABORATORY, REFRIGERATED
CENTRIFUGE, MEDIUM DUTY, 50x28x33
CENTRIFUGE , MI CROHEMACRIT, 24 TUBE
CENTRIFUGE , REFRIGERATED, BENCHTOP
CENTRIFUGE, REFRIGERATEO , F/S, 37X34X32
CENTRIFUGE , SEROLOG1 CAL, 2SPD, 11 HX15D IA
CENTRIFUGE , WALL, BLOW TYPING, 2SPD
CENTRIFUGE, TABLE, SMALL, O-3K RPM,6PL
CENTRIFUGE , TABLETOP
CHAIR AND STOOL UNIT , DENTAL OPERATING
CHAIR,
CHAIR,
CHAIR,
CHAIR,
CHAIR,
CHAIR,
CHAIR,
CHAIR,
CHAIR,
CHAIR,
CHAIR,
CklAIR,
CHAIR,
CHAIR,
CHAIR,
CHAIR,
CHAIR,
CHAIR,
CHAIR,

ARM URITING
ARM, LWNGE TYPE
AUDI TORIUM, bJ/O TABLET ARM
AUO I TOR IUM, U/TABLET ARM
BATH, SITZ, MOBILE
BLtMI DONOR, RECLINER
CHANCEL, CHAPEL
CHAPEL U/KNEELER
CHILDS
CONFERENCE
DIALYSIS
DINING R@M
DONOR, U/MTR, U/ARMREST, 48x59x23
DRAFTING, ROTARY
EASY
EXAM, VESTIBULAR
EXAM/TREAT, ENT , U/ADJ LIGHT
EXAM/TREAT , PODIATRY, bJ/MTR
EXAM/TREAT , SURGI CAL, ENT

550

F0530
K1260
K1280
K1240
KI 270
K1250
E4600
F0535
M821 O
E4700
E3600
F3070
E8209
E8211
E801 o
E7000
uO025
E7050
E8002
E8020
E8000
E8001
E8003
F2125
D2560
D2550
D2580
D2540
L 1095
LI 090
L1660
M0800
X7000
L 1780
L1730
UL030
UL037
UL035
blL040
UL155
L1500
L1400
L1680
L1670
L1690
L1300
L1350
L1502
UD020
F0200
F0250
A5235
A5240

M1400
FO085
FO015
F0215
F0220
M4905
F0225
M1405
F0230
F0255
M491 O
M4915
M4920
M9030

c
c
c
c
c
c
c
c
c
c
c
c
F
F
F
c
A
c
F
F
F
F
F
c
c
c
c
c
c
c
c
c
A
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
A
A
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c

163
195
195
194
195
194
139
163
344
139
137
188
148
148
744
143
466
143
143
145
143
143
144
175

;:
96
96

240
240
244
278
532
245
245
487
487
487
487
490
244
243
244
244
245
243
243
244
485
153
!55

34
35

311
283
151
149
154
1%
311
154
283
154
155
311
311
311
360

Source: https://assist.dla.mil -- Downloaded: 2016-12-11T01:05Z
Check the source to verify that this is the current version before use.



MIL-STD-1691F

APPENDIX A 1 JULY 1993

JSN LOG PAGE
● -* ]NDEx ~

o

N~NCLATURE NUMBER CAT NUMBER ~-~~ I NDEx ● -**

,!
‘!,
w CHAIR, E)(AM/TREAT, WITH MOTOR

CHAIR,
CHAIR,
CHAIR,
CHAIR,
CHAIR,
CHAIR,
CHAIR,
CHAIR,
CHAIR,
CHAIR,
CHAIR,
CHAIR,
CHAIR,
CHAIR,
CHAIR,
CHAIR,
CHAIR,
CHAIR,
CHAIR,
CHAIR,
CHAIR,
CHAIR,
CHAIR,
CHAIR,
CHAIR,
CHAIR,
CHAIR,
CHAIR,
CHAIR/TABLE, tilNATION UNIT
CHAIR/TABLE , EXAM, ENT , COMB, VARHX69X22
CHALKBOARD, 48X48
CHALKBOARD, SIZE AS REOUIRED
CHALKBOARD, WINTO, 48X48
CHAMBER, HYPERBARIC, ANIMAL
CHANGER, CHEST, DAYLIGHT, W/ACCESSORIES
CHANGER, CHEST, X-RAY, AUTO ADVANCE
CHANGER, FILH, B1-PLANE
CHASE, WIRE, X00
CHEST, MEOICAL lNSTRUXENT & SUPPLY SET
CHEST, MEDICAL lNSTRUXENT & SUPPLY SET
CHEST, NEOICAL INSTRUMENT & SUPPLY SET
CHEST, MEOICAL INSTRUMENT & SUPPLY SET
CHEST, MEDICAL INSTRUMENT & SUPPLY SET
CHILLER, WATER, AIR COOLEO, HIGH CAP
CHILLER, WATER, PRINT SINK
CHISEL, DENTAL, PNELMATIC
CHRCUATOGRAPH, GAS, GENERAL
CHR124ATOGRAPH, GAS, XASS SPECTWETER
CHRDMATOGRAPH , 10N
CHROMATOGRAPHY , L IOU1O
CHUTE , WASTE, PLASTER, CUINTER ROUNTEO
ClAMP/EJECTOR. FLASK. OENTURE
CLEANER,
CLEANER,
CLEANER,
CLEANER,
CLEANER,
CLEANER,
CLEANER ,
CLEANER,
CLEANER,
CLEANER,
CLEANER,
CLEANER, ULTRASONIC; OENTAL
CLEANER, ULTRASONIC, RINSER/DRYER, FS
CLEANER, ULTRASONIC, W/SINK
CLEANER, VAU, NET/DRY, INDUSTRIAL

551

EXECUTIVE , ROTARY, HI GHBACK
EXECUTIVE, S1OE
EXECUTIVE, SWIVEL
H [ GH BACK, PAT SENT
LAB , 5L~ ORAIJ, U/STORAGE
OPERATING, OENTAL
OPERATING, OENTAL , U/UNl T MCUNT
OPT@tETRY, ELECTRIC
RADIOGRAPHIC, OENTAL
RECLINER
ROCKING, HIGH BACK
ROTARY, LABORATORY, OENTAL
SECRETARIAL , EXECUTIVE
SECRETARIAL, TILT EACIC, ADJ H
SIOE U/AR)(S
SIDE U/ARMS, ALL METAL CONSTRUCT I
SIDE, U/O ARMS
SLEEPER
STACKING, 32x21X22
SURGEON ‘S, POUIEREO
SUIVEL, HIGH BACK
SUIVEL, LOU BACK
TABLE , DENTAL OPERATING
TYPIST, SWIVEL
UAITING ROCBI, SINGLE
UAITING ROOM, TANOEM
WHIRLPOOL, ADJUSTABLE
WH1RLPOOL . USE U/ARM TANKS

CARPti, STfi, HEAW OUTY
CARPET, VACUUM, INDUSTRIAL
CARPET/FLtXIR, VACUUM, PORTABLE
PASTEURIZING, TUBING, ROTARY
STEM, OENTAL
TAPE, MAGNETIC
ULTRASONIC
ULTRASONIC, 1 CMPT, 37X30X23
ULTRASONIC, 2 WPT , 60X60X24
ULTRASUIIC, 3 C!(PT, 35X6DX31
ULTRASONIC. 36X60X35

u4925
F0245
F0235
F0240
F0260
H141O
03250
03320

03300
F0265
F0270
03295
F0290
F0285
F0205

F0210
F0315
F0295
M8955
F0275
F028D
03310
F0300
F0305
F0310

E;
)(9035
M9040
F3035
U4040
F3040
mo40
X17D5
X141O
X0500
E8208
Um230
bln235
NM242
iut245
bM240
U2085
M036D
04590
L100S
L101O
L1 020
L1015
08650
04490
F2480
F2485
F249D
S2620
04100
F2235
08990
S2635
S2640
S2660
S2645
00820
S2650
S26S5
F2495

c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
A
A
c
c
F
F
F
F
c
c
c
c
c
c
A
c
c
c
c
c
A
c
c
c
c
c
c
c
c
A
A
A
A
c
c
A
c

312
155
154
1s4
155
283

97
97

499
97

155
155
97

156
156
153
153
153
157
156
358
156
156
97

156
157
157

338
361
361
187
475
187

510
509
505
148
497
498
498
498

L?
273
102

::
238
238
107
101
183
183
183
435

99
176
108
436
436
437
436

91
U6
436
183
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8
CLEANER/SANITIZER , MOBI LIE, CRS, 48x24x20
CLIPPER, HAIR, ANIMAL
CLOCK, BATTERY OPERATED , 24 HWR, ZULU
CLOCK, BATTERY, 12 DIA
CLOCK, CENTRAL SYSTEM
CLOCK, ELAPSED TIME, ELECTRIC
CLOCK, SHIP ‘S, U/BAR(XIETER
CLOCK, TIME , ELAPSED, 12 HR
CLOCK, WALL MWNTED
CLOCK, UALL , EXTRA LARGE
CLOTHES TREE
CO-OX I METER
COAGULATION T lMER UNIT , PLASMA
COLLATOR/BURSTER
COLLECTOR, DUST , FREESTANDING/MOBILE
COLONOSCOPE , F 1BEROPTIC LI GHT/lMAGE
COLONOSCOPE , V] DEO, U/ACCESSORIES
COLUMN , SERVICE, PREFAB, I CU
COLUMN , SERVICE ,PREFAB, SURGICAL , CLNG/MNTD
COMPACTOR , 35 YARO , LEASED
COMPACTOR, 6 CUYD , RECEIVER -40YD MAX
COMPACTOR, VERT, F/S, FRONT DOOR LOADING
COMPRESSOR DEHYDRATOR, DENTAL FIELD
C@lPRESSOR, AIR, DENTAL
‘COMPRESSOR, AIR, DENTAL
COMPRESSOR, AIR, DENTAL , SURGI CAL
COMPRESSOR, MBL,U/PA1 NT SPRAYER,3DX42X19
COMPUTER SYSTEM, INTERACTIVE VIOEO TRAIN
C~PUTER SYSTEMS, DOD/SERVICE SPONSORED
C(MPUTER , CLINICAL , NUCLEAR MEDICINE
C~PUTER , CCY4PUTER ASSISTED PRAC OF CARD
COMPUTER, D I N/PACS SYSTEM
COMPUTER, HOLTER MON1TOR ANALYSIS SYSTEM
COMPUTER, MEAN CELL VOLUME
COMPUTER, MI CROPROCESS1 NG
COMPUTER, RAD THERAPY TREATMENT PLANNING
COMPUTER, TELEPHONIC CAROIAC MONITORING
CONDITIONER, HEAT TREATMENT ,PAD, MBL ,AUTO
CONDITIONER, MOIST PACK, THERAPY
CONDITIONER, PACK, MOIST THERAPY, 4 PAD
CONNECTOR
CONNECTOR, CASEWORK, 3-WAY, BOW
CONNECTOR, PANEL
CONNECTOR, PANEL , 4-MAY
CONNECTOR, PANEL , SUPPORT, 2-UAY, 80H
CONNECTOR, PANEL , SUPPORT, 3-WAY, 80H
CONSOLE , PACS D IAGNOST1 C REPORT lNG
CONSOLE , PACS REMOTE V] EW1NG AOVANCED
CONSOLE , PACS REMOTE VIEW] NG BASIC
CONSOLE, PRCX)UCT ION, VIDEO
CONSOLE, SERVICE , INFANT, PREFAB
CONTRL STA,MCD , P/H, WKSUR, WSH,DR 43x49x32
CONTROL STATION , M(X), P/H, CNR WKSUR USH
CONTROL STAT ION, MOD, P/H, CNR WKSUR WSH
CONTROL STAT ION, MOD, P/H, CNR WKSUR WSH
CONTROL STAT ION, MOD, P/H, CSH , LFI LE ,USH
CONTROL STAT ION, MCO , P/H, DRS, 43x49x32
CONTROL STAT ION, MID , P/H, LFI LE , WSH
CONTROL STAT [ON, MO, P/Ii, LFI LE, WSH
CONTROL STAT ION, Mm, P/H, WKSUR, WSH
coN7RoL STATION, mm, P/H, WKSUR, WSH,DR
CONTROL STATION , MOO, P/H, WKSUR, WSH ,DR
CONTROL STAT ION, MOO , P/H, WKSUR, WSH ,3DR
CONTROL STATION , Mm, P/H, WKSUR,WSH,DRS
CONTROL STATION, UCXl, P/H, WKSUR,WSH,3DRS
CONTROL STAT ION, MOD , P/H, WKSUR,WSH,ORS
CONTROL STAT ION, MrnULAR, CMJTPATIENT
CONTROL STAT ION, Mm, P/H, SH, CSH, LFILE,WSH

552

K1350
VO020
U4045
F3200
A4020
A4015
u2005
WM035
F3205
F3201
F3225
L1105
WL130
F2535
T2050
148510
M8511
AIIOO
A1!20
M2215
M2200
M2205
WDO15
D4001
D9330
D4005
T2000
M1865
M1860
X9840
M7765
x4160
M7770
L2690
Ml 800
x9842
mm
M811O
M8115
WM400
E8107
E8210
E8103
E8106
E8160
E8150
X4100
X4115
X4I1O
F2240
A1115
E3405
E341O
E3510
E3515
E3440
E3400
E3430
E3530
E3525
E3501
E3505
E3520
E3450
E3550
E3500
u2700
E3540

c
c
c
c
A
A
c
c
A
c
c
c
c
c
c
c
c
A
A
D
A
A
c
A
A
A
c
c
G
c
c
c
c
c
c
c
c
c
c
c
F
F
F
F
‘F
F
c
c
c
c
A
c
c
F
F
c
c
c
F
F
F
F
F
c
F
F
A
F

195
479
475
189

25
25

467
492
190
189
190
240
489
184
460
349
349

20

2;;
292
292
485

99
111

99
460
287
287
538
332
521
332
256
285
538
332
339
340
499
146
148
145
146
146
146
520
520
520
176

1;:
134
135
135
134
134
134
136
136
135
135
135
134
136
135
474
1%6
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CONTROLLER, FLtXf, lNFUS10N,5-61WN
CONVEYOR , CLOTHING, ON HANGERS
CONVEYOR, FI LN, DAYLIGHT
CONVEYOR, F~, CRS
CONVEYOR, TRAY, CRS, ELECTRIC
CCWEYOR, TRAY, SOILEO
COOKER, SPEED, PRESSURE, GAS OR ELECTRIC
CLWKER, SPEED, VEGETMLE, W/FREE2ER
CIXVER, BENCH I(NTO
COPIER, F/S, U/COLLATDR
COPY SYSTEM, POLAAOID
COUNTER, BACTERIA
COUNTER, BLOOOCELL
CCLINTER, CAFETERIA, COLD F(XYD, 54-
COUNTER, CAFETERIA, COLO FOW, 60X63X29
COUNTER, CAFETERIA, FILLER, 36X48X28
CUJNTER, CAFETERIA, FILLER, 36~24
COUNTER, CAFETERIA, FILLER, 36X72X24
CCXJNTER, CAFETERIA, HOT FOOD, 36X72)(3O
COUNTER, CAFETERIA, HOT FC8X), 36X8DX29
COUNTER, CAFETERIA, lfOT FOOD, 36x80x29
COUNTER, CAFETERIA, UTILITY, 36X39X28
CUUNTER, CAFETERIA, UTILITY, 36X46X28
COUNTER, CAFETERIA, UTILITY, 36X46X28
COUNTER, CAFETERIA. UTILITY. 36X46X28

0,,

CC4JNTER j
CCUNTER,
COUNTER,
CUINTER ,
COUNTER,
COUNTER,
CWNTER,
COUNTER,
COUNTER,
COUNTER,
COUNTER,
COUNTER,
COUNTER,
~TER,
CLXJNTER,
CCUNTER,
COUNTER,
COUXTER,
COUNTER,
COUNTER,
COUNTER,

CAFETERIA; UTILITY; 36X63X28
CAFETERIA, UTILITY, 36X8WX28
CAFETERIA, UTILITY, 36x80x28
CAFETERIA, UTILITY, 36X80X28
CAFETERIA, UTILITY, 36X80X28
CELL, AUTO
CLEANUP, U/2/3SINK
CLEANUP, U/5SINK
CONSOLE, C4JMNUNICATIONS
CONTROL, INPATIENT, BUILT-IN
CONTROL, OUTPATIENT, BUILT-IN
CUST(M, DC9J8LE UORK S1OES
CUSTON, SINGLE ~K SIOE
DISHUASHING, U/SPRAY
GAMMA, MULTICHANNEL
GA!OIA, MILT lCNANNEL, WHOLE B~Y
IWUtA, RIA, MANUAL
PILL/TA8LET , 27X35X16
WASHING, POT, U/0U18LE SINK
WASHING, POT, U/TRIPLE SINK
UORK. STANO NOUNTEO. 36X120X30

CWNTERjTINER; OIGITAL, 4x8~l/4Xll
COUNTERTOP, CRS,
CWNTERTOP, EPOXY RESIN
COUNTERTOP, EPOXY RESIN, M/LEOGE
COUNTERTOP, EPOXY RESIN, U/O LEOGE
COUNTERTOP, EPOXY RESIN, bJ/RI)l, 2XUX24
COUNTERTOP, EPOXY RESIN, W/LEDGE,CRS RIM
COUNTERTOP, FGC, W/LEOGE
COUNTERTOP, FGC, WEDGE
COUNTERTOP, MMINATED, .75XUX17.5
COUNTERTOP, LANINATED, 1.5XMX0
COUNTERTOP, LAMINATED, PLASTIC,
COUNTERTOP, N.ODIFIED EPOXY RESIN
CW’NTERTOP, RESIN COATED
CWPLER, WICK DISCONNECT
COVER, ULTRA-MI CROTCRE, ORAFT PROTECT ‘N
CREDEN2A, EXECUT lVE, bAXO, 30X50X0
CREDEN2A, N(K), U/H, SH, 2LFILE, 84X49X17
CREOENZA, OFFICE, STEEL, 30x62x18
CRIB
CROSS, CNAPEL
CRUCI FIX, CNAPEL

553

N4260
F2515
X1707
K1580
K1690
A6300
K6750
K6770
N1805
N181O
F22&7
L2650
UL135
K1600
K161O
K1640

K1630
K1650
K1660
K1670
K1760
K1700
K1720
K1740
K1 ~0
Kl~
IC171O
K17S0
K1780
L2600
All%
A1200
A6110
A6105
A6100
A6120
A6115
K1800
x9835
x9835
L9840
m60
K1850
KW50
K191O
L2630
CT050
00710
00730
00715
00700
00720
00705
00725
09941
0W40
CT030
CT060
CTD80
U4105
U2080
F06D0
E5650
F0605
M7D15
FO035
FO040

c
A
F
A
A
A
A
A
c
c
c
c
c
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
c
A
A
A
A
A
A
A
A
c
c
c
c
A
A
A
c
A
A
A
A
A
A
A
A
A
A
A
A
A
A
c
c
c
c
c
c
c

304

;;
1%
198

2::
224
285
285
177
255

1%
1%
197
196
lW
197
197
197
lW
198
198
199
198
Iw
198
Iw

L?
24

E

z

:
200
537
538
270
323
200
200
200
255

75
89
89
89

:
88
89

117
116

75
75
75

477
469
164
141
164
322
149
149
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a
CRYOSURG1 CAL UNIT, MOBILE
CSH, SH, W/P/H, 84x25x13
CULPOSCOPE , W/ACCESSORIES
CURING UN 1T , DENTURE, 2 STAGE
CURING UN] T, DENTURE, 3 STA6E
CURTAIN, AIR, 18x65x43
CUTTER, BLOCK, BEAt4, RAD1OTHERAPY
CUTTER , CAST, W/VACUUM
CUTTER, CO$IPENSATOR, RADIOTHERAPY
CUTTER, FILM, SLIDE
CUTTER, FOLX), ELECTR1 C, CRS, BENCH MNTD
CUTTER, LAP, LENS
CUTTER, ORTHOPEDIC CAST
CUTTER, SOLE, FLOOR MWNTED
CUTTER/MIXER, ELEC, 15 12T, 59X39- l/2x53
CUTTER/MIXER, ELEC, AD QT , 59X39- l/2x53
CUTTER/SLICER, VEGETABLE , HX12X12
CYTUETER , FL~, ADVANCED LABORATORY
CYTCM4ETER, FLOW, CLINICAL LABORATORY

DECONTAMINATOR, SPRAY
DEF1 BR1 LLATOR, W/ MONITOR & RECORDER
DEF1 BR1 LLATOR/CARD IOSCOPE, 5LEAD, W/CART
DEF I BR1 LLATOR/MON I TOR/RECORDER AUTO
DEF 1BR1 LLATOR/MON I TOR/RECORDER PORTABLE
DEMINERALIZER, WATER, 5-8 GPH
DEMINERAL IZER, WATER, 5GPH, !8x6x9
DEMINERAL I ZER, WATER, F/MNTD, l/2-3GPM
DENSITOMETER, BL~
DENSITOMETER, FILM, RADIOGRAPH IC
DENSITOMETER, SCANNING
DESK,
DESK,
DESK,
DESK,
DESK,
DESK,
DESK,
DESK,
DESK,
DESK,
DESK,

CHARGE ; LIBRARY
CONTROL , DATA PROCESS, 27xI$8x30
DOUBLE PEDESTAL , 30x60x30
EXECUTVE , WOOD, 30x72X38
FITTING/DISPENSING, OPTICAL
FLAT TOP, CONFERENCE
FOLOING, W/M
REFRACT ION , W/SINK, 33X72X25
SECY, lEXECUTIVE1 , W/L UNIT
SECY, W/L-UN] T , 29x62x30
SINGLE PEDESTAL

DESK, SINGLE PEDESTAL, SMALL
DETECTOR , MERCURY
DETECTOR, METAL, BUILT IN
DETECTOR, METAL , PERSONNEL, F/S
DETECTOR, THEFT, BOOK
DEWAR , CRYOBIOLOGICAL 1NVENTORY SYSTEM
DEWAR, LIQUID NITROGEN OR HELIUM
D IALYZER, CONSOLE , NEGAT lVE PRESSURE
D IALYZER, HOLLOU FIBER/PLATE
D IALYZER, HOLLOW FIBER/PLATE, PERITONEAL
D IALYZER , PORTABLE, W/TANK
DIATHERMY, 1 FREQ, 2,000 WATTS
DICTATION SYSTEM, CENTRAL
DICTATION UN IT, STANDALONE
DILUTOR, 1:25 Df LUTION, 8-1/2X4-3/4X5
DISHWASHER , CONVEYOR, 2 TANK, 70x98x35
DISHWASHER, CONVEYOR, 3 TANK, 77X110x25
DISHWASHER, HWSEHOLD
DISHWASHER, STEAM, 1 CMPT , 35LBS STM,
DISHWASHER, STEAM, 2 CMPT , 75X96X48
D 1SHWASHER, STEAM, 60LBS STM, 65x72x39
D 1SHWASHER, STEAM, 70LBS STM, 65x92x25
D ISHWSHER, CONVEYOR , 3 TANK, 77X134X78
DI S1 NFECTOR, RENAL DIALYZER
DISINFECTOR, RENAL DIALYZER
OISPENSER, AGAR

554

M4825
E2873
M7625
D3560
D4080
K0450
x801O
M4835
x8015
F2610
K1920
M6000
WM265
T0850
K1930
K1940
K1950
LI055
L105O

P2455
WMllo
M7655
M7665
M7640
L2000
WL045
L1950
L1160
X9870
L1130
F0625
F0630
F0635
F0650
M501O
F0645
F0610
M5015
F0660
F0620
F0640
F0642
L6000
A6020
A1185
A1190
u2645
M1300
M4850
M1715

M4820
M8195

F2460
L1180
K2490
K251O
K2515
K2280
K2290
K241O
K2450
K2500
u2565
M4865
L2495

c
c
c
c
c
A
c
c
c
c
A
c
c
c
A
A
A
c
c

A
c
c
c
c
A
c
A
c
c
c
c
c
c
c
c
c
A
E
c
c
c
c
c
A
c
c
c
D
c
c
c
c
c
G
c
c
A
A
A
A
A
A
A
A
c
c
c

.
309
130
328

98

In
533
309
534
185
200
319
498
457
201
201
201
239
239

366
494
328
329
328
246
487
246
242
539
241
165
165
165

;:
165

:2
166
164
165
165
262

36
23
24

473

::
285
310
309
343

38
182
242
207
207
207
206
206
207
207
207
472
310
253
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4

0,.,,,.<

0,.,’ ,, ,,,

DISPENSER,
DISPENSER,
DISPENSER,
01 SPENSER ,
DISPENSER,
DISPENSER ,
DISPENSER,
DISPENSER,
DISPENSER ,
DISPENSER,
D1 SPENSER ,
DISPENSER,
DISPENSER,
DISPENSER,
DISPENSER,
DISPENSER,
D lSPENSER ,
01 SPENSER ,
DISPENSER,
DISPENSER,
DISPENSER ,
DISPENSER,
DISPENSER,
DISPENSER,
DISPENSER.

BEDDING, U/CDNVEYDR
BWL, MEL, HTD,2 STK,36X22X~
BOWL, MEL, HTD,2 STK,39X17’X27
BWL,H8L,UNHT0,2STK,40Xli?(27
BREAD, CRS, 2 CXPT, 28x6X6
BUTTER PATTY, REFRIGERATED
COFFEE, FREEZE DRIED, 29X9X21
COFFEE, JNSTANT, 29X9X21
CREAN, ELECTRIC, 6 9T
CREAM, EUTECTIC, 2 WART
CREAN, EUTECTIC, CRS, 6 OUAR1
CUP/SAUCER, MOBILE, 36X61X28
DETERGENT, AUTOMATIC
DISH, M8L, HTD,2 STK,36X27X18
DISH, ROBILE, HTD, 37X27X27
DISH, K081LE, UNHTD, 37X27X27
ORINK, CARBONATED
DRINK, NDN-CARB, 27X8Xl7
FILM, 10X12, DAYLIGHT
FILM, 14X17, OAYLIGHT
FILN, 8x1O, DAYLIGHT
FLATWARE, F/S,10 CYL,32X22X40
FUTUARE, CNTR 14NT0,4 CYL,7X33
GLASS, X081LE, 37x24x26
GLOVE. ENAMELED STEEL

DISPENSER;
DISPENSER,
DISPENSER,
01 SPENSER,
OISPENSER,
DISPENSER ,
01 SPENSER ,
OISPENSER,
DISPENSER,
OISPENSER,
OISPENSER,
DISPENSER,
01 SPENSER ,
01 SPENSER ,
DISPENSER,
DISPENSER,
OISPENSER,
DISPENSER,

HOT CiOC, CTR MNTO, 21x9x19
ICE CREAM, SOFT, 33X22X3l

UAD ALLOY
LIWIO SOAP, FOOT OPERATED
LIOUID WAP, HAND OPERATEO
MILK, &OX15X18
MILK, CTR MNTD, 50x32x46
UILK, O~BLE
PAP&R CUP
PAPER TDUEL, WALL MOUNTEO
REAGENT, PHENOLIC
SANITARY NAPKIN
SHAKEUAKER, 8 GAL, 33X17X28
SOAP, 01 SPDSA8LE
TEA, 1NSTANT, 21x6x9
TRAY, NBL, 1 STK, 36X23X23
TRAY/FLATUARE, 2 STK,18 CYL
WATER METERING, AUTO, ELEC

OISPENSER;RECEPTACLE, TWEL, CRS
DISPENSING SYSTEM, DENT LAB, WALL MWNT
O I SPLAY, CENTRAL TEMPERATURE ALARM
DISPLAY, EXERCISE SYSTEM, ~PETIDN RACE
OISPOSAL UNIT, WASTE, lNFECTICUS
DISPOSAL , GAABAGE, 2HP, 100 L8
DISPOSAL , GARBAGE, 5HP , 400 16
0 I SPOSAL , HASTE, HEAW OUTY , 28HX240 IA
OIVIOER, DOUGH, ROLL, CWNTER ttOUNTED
ODOR , REVOLVING, DARKR~
OrnR, RUBBER, FLEXIBLE
DRAIN, FLOOR, FOR HYDROTHERAPY R-
ORAPES, BL.ACKWT
ORAPES, PAIR
DRESSER , FOUR ORAUER
ORIER, CRITICAL POINT
ORILL, ORAL SURGICAL, ELECTRIC ORIVE
ORILL, PAPER
DRILL, SURGICAL, AIR ORIVE
ORILL, SURGICAL, ELECTRIC ORIVE
OR ILLPRESS, BNCH/MNTD, 4OX1OX16, 1/2 CHCK
DRILLPRESS, F/HNTD, TILT TABLE
ORIVER, MODEL INOEXING PINS
DRYER , CLOTHES, AUT04 ELEC, HWSEHOLO
ORYER, F1 M, CRS, 200, 72X25X2.4

555

Vollo

z
K2200
K2050
K2055
K2170
K2030
K2102
K2100
K2101
K2120
K2020
K216D
K2140
K2130
X2115
K2110
X1713
X1711
X1715
K2180
K2190
K2150
A5107
K2240
K2270
X8011
A5100
A5070

z;
K2085
A5D85
A5D80
L~OO
A5095

A5075
K2040
K2230

n
A5105
0W65
u2045
K8340
M2210
P21OO
P2350
K2620
K2630
A6015
K2700
P9320
Uoooo
A6305
U2040
U2055
04262
F2530
M4830
N4831
T0280
T0285
09035
n2bDo
X3050

c
c
c
c
c
c
c
c

:
c
c
A
c
c
c
o
c
F
F
F
c
c
c
A
c
c
c
A
A
c
c
A
A
A
A
A
c
c
c
c
c
A
A
A
A
c
A
A
A
A
c
A
A
A
A
c
c
c
c
c
c
c
c
c
c
c
A

483
205
205
205
202
202
204
201

::
203
203
201
204
204
204
203
203
511
51t
511
204
205
204

29
205

;:
29
28

202
202
202

::
263

2Z
28

201
205
206
231

E
468
348

E
366
208
208

35

%
465

s
468
100

:2
309
451
451

2
Sfs
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DRYER, FILM, CtJT/ROLL
DRYER, FILM, W/MNTO, 32x23x20
DRYER, FRUIT/VEGETABLE, CRS, 38x25x35
DRYER, GLASSWARE, ELEC, 2D0, 69x42x48
DRYER, GLASSWARE, ELEC, CRS,4SH,65X32X33
DRYER, GLASSWARE, ELECTR1 C
DRYER , GLASSWARE, ELECTR1 C, 92x39x31
DRYER , GLASSWARE, STEAM, 77X39- l/4x36.9
ORYER, GLASSWARE, STM, P/THRU, 77x39x36
DRYER, PIPET, ELECTRIC
DRYER, PORCELAIN, DENTAL, VAR TEMP
DRYER , PRINT, GLOSSY, 69X57X36
DRYER, TUBING
DRYER, TUBING, PASS THRWGH
DRYER, GLASSWARE , ELEC, P/THRU,4SH, 77x36X31
DUMBBELL SET , PHYSICAL THERAPY
WWENOSCOPE , FIBEROPTIC, W/ACCESSOR1 ES
DUCOENOSCOPE , VIDEO, W/ACCESSORIES
DUPLICATOR, DIAZO, BLUEPRINT
DUPLICATOR, FILM, DENTAL, 9X18X14
DUPLICATOR, t4COEL , PROSTHETIC
DUPLICATOR, MCOEL , PROSTHETIC, AUTOMATIC
DUPL 1CATOR , SL IDE, PHOTOGRAPH] C
DUPL lCATOR/PRI NTER, FILM, TBL , 17x3x24

E. 1.A. ANALYSIS SYSTEM, ADVANCED
E.] .A. ANALYSIS SYSTEM, BASIC
E. 1.A. PLATE READER/WASHER SYSTEM
ECHOCARD IOGRAPH SYSTEM, MOBILE
EDGER , LENS, AUTO/BEVELING
EDGER, LENS, AUTO/BEVELING, CAB/MNTO
EDITOR , PRODUCTION, VIDEO
EDITOR/SPLICER, FI LU
ELECTROCARDIOGRAPH, 3 CH , 1CAPOC ‘ CCW!PAT
ELECTROCARD1OGRAPH, 3 CHANNEL
ELECTROCARD 10GRAPH, 8 CH
ELECTROCARDIOGRAPH, PORT , DIRECT WR1T 1NG
ELECTROENCEPHALOGRAPH , 22 CHANNEL
ELECTROENCEPHALOGRAPH, 8 CH
ELECTRIMYOGRAPH
ELECTRONYSTAGMOGRAPH
ELECTROPHORESIS , GENERAL
ELECTROPHORESIS, THIN LAYER
ELECTROSURGICAL UNIT
ELECTROSURGICAL UNIT, DUAL WTPUT
ELECTROSURGICAL UNIT, HBL, UNBLENDED
ELECTROSURGICAL UNIT, MONOPOLAR, W/MNTD
EMBEODER, TISSUE
EMBOSSER, CMPACT , PLAST 1C CARD
EMBOSSER, DOG TAG
ENDOSCOPE - MOTHER/DAIJGHTER DUO-CHOLEO
ENGINE , DENTAL, BENCH, ELEC, W/TABLE BSE
ENGINE , WI HANOPIECE, DENTAL, LABORATORY
ENLARGER, 4X5, TRIPLE TURRET , W/3 LENSES
ENT UNIT, U/AIR, ELEC, U/SUC/PRESSURE
EWIPHENT ORIGINATES IN PARENT R~
ERGCMETER, BICYCLE
ERGCHETER, HOBILE
ERGOMETER, STATIONARY
EVACUAT ION SYSTEM, DENTAL,
EVACLIAT ION SYSTEM, LABORATORY, DENTAL
EVACUATION SYSTEM, ORAL
EVACUAT ION SYSTEM, SURG I CAL
EVALUATOR, HAND IIIPAREMENT , CU4PUTER ASS
EVAPORATOR , CARBON
EVAPORATOR, VACUUM, AUTOMATIC
EXERCISE EQUIPUENT, A- FRAUE RACK
EXERCISE EWIPMENT , BACK EXTENSION MACH
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M0335
X3110
K2640
L2050
L2160
L2060
L2100
L2101
L2130
L54501
D8500
M0330
S2630
s2631
L2170
WM455
M8513
M8512
F2605
X1730
D4361
D4370
F2600
X1725

L0205
LO21O
L0211
M7700
M6005
M601 O
F2295
F2620
M7760
M7705
H771O
!!7715
)47723
M7720
M7725
M7730
L1120
L1125
WM120
M3175
M3108
M3185
L9000
M?815
u2590
M8514
D4560
Wolo
M0375
U4840
Xxxxx
M8125
M8130
M8135
D9300
03550
D93! O
09320
M8280
u2065
L0150
u2595
u2615

c
A
c
A
A
A
A
A
A
c
c
c
c
c
A
c
c
c
c
c
c
c
c
c

c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
A
c
c
c
A
A
A
A
c
c
c
c
c

273
515
208
246
247
246
247
247
247
261
105
273
435
435
247
499
350
349
185
512
101
101
185
512

236
236
236
329
320
320
179
185
331
329
329
329
330
330
330
330
241
241
495
301
298
301
267
285
472
350
101
485
274
309
540
340
340
340
110

98
111
111
346

235
473
473
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~- ]NDEx ~ NOMENCLATURE,: NW8ER CAT NLHBER •~ I~pJ ~

O.:,)

EXERCISER, ~TI~S PASSIVE XOTIW
EXERCISER, UDDER
EXERCISER, STAIRS
EXERCt SER, RAMP/UJRBS
EXHAUST SYSTEU, WELDING
EXOPHTHALXO(ETER, U/CASE
EXTINGUISHER, FIRE

FACSIMILE UNIT
FAN, CEILING, LOU SPEED
FAN, CEILING, LOU SPEED
FAuCET, DCUBLE JOINTED, UALL ~NTED
FIBROMETER, AUTO
FILE, LATERAL(2), MCf), U/P/H, 84X25X17
FILE, LATERAL(2), MOO, U/P/H, 84X49X17
FILE, LATERAL(3), MtX), W/P/Ji, 84X25X17
FILE, LATERAL(3), NOD, U/P/H, 84X49X17
FILE, LATERAL(4), ~, U/P/H, 84x25x17
FILE, MTERAL(4), NOD, U/P/K, 84X49X17
FILE, UTERAL, MO, U/P/H, 13X25X17
FILE, LATERAL, MOD, U/P/H, 13X49X17
FILLER, BOTTLE, FOR LAB ANINALS
FLAGS, COMMAND & STAFF
FL(AiMETER, AIR, C/U/50PS1G SUPPLY
FLOUMETER, OXYGEN, O-8LPM
FONT, BAPTtSXAL
FONT , HOLY WATER
FOOTSTOOL , STRAIGHT
F~LI FT, ELECTRIC
FORMER, VACIA#t, U/llOTOR, U/VAC PUXP/HTR
FWNTAIN, WATER, 40X18X14
FOUNTAIN, WATER, 40X18X17
FOUNTAIN, WATER, CRS, U/NNTD, 2LVL
FOUNTAIN, UATER, CRS, W/XNTO, HANDICAP
FOUNTAIN, UATER, CRS, U/NNTO, RECESSEO
FCAINTAIN , UATER , U/XNTO, 2LVL , RECESSED
FRAXE SET, LENS, TRIAL, CHILD
FRAME, APRON, 2DR, 5.5X48X22
FAME , APRCU , 2DR , S. 5X60X22
FRAXE, APRON, OR, 5.5x24x22
FRAHE, APRON, OR, 5.5X30X22
FRAXE, APRIM, OR, 5.5X36X22
FRANE, BED, OVERHEAD, BALXAN
FRAXE , INFECT I CUS UASTE BAG U/LIO
HUiXE; TABLE,
FRAME, .TA8LE,
FRA#E, TA8LE,
FRAXE, TABLE,
FRAXE, TABLE,
FRAME, TABLE ,
FRANE, TABLE,
FRAHE, TABLE,
FRAME, TABLE,
FRAXE, TABLE,
FRANE, TABLE,

20R, 6.5x30x18
20R, 6. S%48)(24
30R, 6.5x42x24
30R, 6.5x48x24
6. 5X48X24
6. 5XUX24
6.5XWXD
CORNER, 6.5x26.5x18
OR, 2CUPT , 7X48X24
OR, 4HOR, 6. 5%42)(24
OR; 6.5X24X24

FRANEj TABLE, OPEN, 6. 5x24X24
FRAXE, WAVING, HAND, HX30XD
FREEZE-DRYER, TISSUE
FREEZER,
FREEZER,
FREEZER,
FREEZER,
FREEZER,
FREEZER ,
FREEZER ,
FREEZER,
FREEZER,
FREEZER ,

2 SECT, CRS, 84X53X36
BIO, CHEST, -70c,12cu, 46x65x34
BIOLOGICAL, -85, 19-25WFT UPRT
BLOOD, CHEST,OBL COW, -80C,34CU
COUNTER HIGH, -70C
CRS, PREFAB
CRYOGENIC, CHEST, -85 C,41X84X29
ORAUER, U/C
F(XX), UPRIGHT, CRS,22CU,84X27X37
ICE CREAM, 15GAL, 33X43X39

557

If8335
N8140
X8145
N8150

K551O
U2015

M1855
A5245
A5265
00855
L261O
E3060
E301O
E3070
E3020
E3080
ES030
E3050
E3000
Vol 15
U201O
H0750
lto755
FOD45
FO095
F0355
X2130
06650
R2200
R221O
R2201
R2202
R2203
R2205
M57U0
cow
CO047
COD43
cow
COD45
U3020
M30n
00400
00630
00650
00620
00610
00615
00390
00380
00640
00660
D0600
00590
T0360
L9025
R1700
R6050
R51OO
R5115
R5200
R1800
R6111
R1705
R61OO
R1OOO

c
A
c
c
A
c
c

c
A
A
A
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
G
c
A
A
A
A
A
A
c
A
A
A
A
A
c
c
A
A
A
A
A
A
A
A
A
A
A
A
c
c
c
c
c
c
c
A
c
c
A
A

348
341
341
341

38
313
467

286
35
35

z?
132
132
133
132
133
132
132
132

467
2n
277
149
151
157
291
104

E
380

%
381
318

45
45
44
44

z
296

83
87

:;
87
87
a
83
87
88
86
86

451

%!

E
383

3&$
380
385
379
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e

FREEZER, ICE CREAM, 25GAL, 36x29x64
FREEZER, ICE CREAM, 35GAL, 33x67x31
FREEZER, ICE CREAM, 45GAL, 40x84x32
FREEZER, ICE CREAM, CHEST
FREEZER, PLASUA, UPRIGHT, -35C, 20CUFT
FREEZER, RAPID, BL~/PLASMA
FREEZER, U/C, 5CUFT
FREEZER, UPRIGHT, CRS, 22CU, 84X27X37
FREEZER, BLOCK)/PLATELETS, UR, -85c, 30CU
FRYER, FAT, DEEP, 15LB CAP, ELEC, 14x23x18
FRYER, FAT, DEEP, 30LB cAp, GAs,47x16x29
FRYER, FAT, DEEP, 35LB CAP, ELEC,55X16X32
FRYER, FAT, DEEP, 60LB CAP, GAS,30X16X36
FRYER, FAT, DEEP, 60LB CAP, ELEC,34X18X57
FRYER, FAT, DEEP, 90L8 CAP, ELEC,34X15X30
FRYER, PRESSURE , 14LB CAP, ELEC,41X15X29
FRYER, FAT ,DEEP,35LB CAP, FLR MNTD,36X20XD
FURNACE , LABORATORY, DENTAL
FURNACE , LABORATORY, OENTAL , BURNUJT
FURNACE , PORCELAIN, VACUUM, 23xl5 .5X15
FURN 1TURE, PLAYRO@l, ASSORTED

GASTROSCOPE , FIBEROPTIC
GASTROSCOPE , VIDEO
GASTROSCOPE , VIOEO
GAUGE , OISTANCE , PUP I LARY
GEN . STORAGE , MCO . R/H , 66x23x20
GENERATOR , FUNCTION
GENERATOR, LENS
GENERATOR , PULSE
GENERATOR, STEAM, ELECTR1 C
GENERATOR, STEAM, ELECTRIC, 100KN
GENERATOR, STEAM, ELECTRIC, 10KU
GENERATOR, STEAM, ELECTR1 C, 120KU
GENERATOR, STEAM, ELECTRIC, 150KU
GENERATOR, STEAM, ELECTRIC, 15KU
GENERATOR, STEAM, ELECTRIC, 180Ku
GENERATOR, STEAM, ELECTRIC, 20KU
GENERATOR , STEAM, ELECTRIC, 30KU
GENERATOR , STEAM, ELECTRIC, 40KU
GENERATOR, STEAM, ELECTRJC, 60Ku
GENERATOR, STEAM, ELECTRIC, 75KU
GENERATOR, STEAM, REMOTE
GON 10SCOPE , LENS , CONTACT
GRAB ‘BAR, SS, 1-1/4 DIA
GRIDOLE , ELECTRIC, STND/MNTD , 13x36X22
GRIDDLE , ELECTRIC, TBL/MNTD ,’ 14x36x25
GRIDDLE , GAS, 19x36x31
GRIODLE , GAS, STND/MNTD, 36X24X24
GRIDDLE, GAS, STND/MNTD, MBL , 14x36x30
GRIDOLE, GAS, STNO/MNTD, MBL , 33x48x36
GRINDER, BNCH/MNTD , HX1OX9
GRINDER, F/MNTO, PEDESTAL, 50x24x16
GRINDER, KEYMAKING, AUT~TIC
GRINDER, MEAT, 20LB CAP, ELEC, 24x13x24
GRINDER, MEAT , 50LB CAP, ELEC, 27x24x47
GRINDER, MEAT , 8LB CAP, U/SLICER ATT
GRINDER, PEO/MNTD , 2 UHEEL , 48x24x15
GRINDER/POLISHER, BENCH MNTD
GR1 NOER/POL ISHER, BENCH MNTD, HIGH SPEEO
GRINOER/POL ISHER, FLR MNTD , 56X42X24
GUARD, CASTING MACHINE, 13 Hx21D1A
GUN, STEAM, U/tlOSE AND ACCESSORIES

HAMPER, LINEN, MOBILE
HANDPIECE , LABORATORY, DENTAL, ELECTRIC
HANDPIECE , LABORATORY, DENTAL, PNEUMATIC
IHEADUALL , PREFAB , GENERAL, 1 -2BE0

558

R1200
R1400
R1600
R0990
R5130
R511O
R5135
R6105
R5’120
K281O
K2750
K2800
K2850
K2950
K2900
K2960
K2820
D4510
D4500
D8060
F2045

M8515
H8516
M8516
M5705
E4550
T8025
M6015
T8020
US035
s1835
S1 800
S1840
S1845
S1805
s1850
s181O
s1815
s1820
s1825
S1830
A6080
M5585
A511O
K3100
K3150
K3200
K321O
K3220
K3230
T0405
T0400
TO41O
K3250
K3300
K3350
T3640
D6250
D6550
06500
D0760
S4300

M3070
D4260
D4261
A1I1O

A
A
A
A
c
c
c
c
c
A
A
A
A
A
A
A
A
c
c
c
c

c
c
c
c
c
c
c
c
c
A
A
A
A
A
A
A
A
A
A
A
A
c
A
A
A
A
A
A
A
c
c
c
A
A
A
c
c
c
c
A
A

c
c
c
A

379
379
379
379
383
382
383
385
383
209
208
209
209
209
209
210
209
101
101
105
174

350
350
350
318
138
463
320
463
502
433
432
433
433
432
434
432
432
432
433
433

37
317

2:
210
210
211
211
211
452
452
452
211
211
211
460
103
103
103

90
438

296
99

100
21
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HEADUALL, PREFAB, ICU, W/EQUIP
HEART/LUNG MACHINE, BYPASS, ~ULAR
HEAT EXCHANGER/F ILTER, ELECTRN MICROSCOPE
HEATER, HEAT TREATMENT PAD
HEATER, SERVICE, TRAY, PDRTA8LE, 72X29X36
HEMAGLOBIN Ate ANALYSIS SYSTEM
HEMAGLOBtN~ETER, 10-1/2X22X5-3/4
HOIST, CHAIN, 1/2 TM CAP, 7FT LIFT
HOLOER, CANDLE, TABERNACLE
HOLDER, CASSETTE, VERTICAL
HOLOER, CHART, 20EA
HOLOER, CHART, CRS, NOBILE, 45EA
IIOLOER, CHART, MOBILE, 30EA
HOLOER, PAPER, BACtCGRWND, PHOTO MB
HOLOER, TOILETPAPER, RECESSEO
HOLOER, TOILETPAPER, SURF, 2 RO, W/SHELF
HOLDER, TOILETWPER, SURFACE, $RCLL
HoLDER, TOILETPAPER, SURFACE, 2R0LL
HOLOER, CHART, PATIENT, MALL OR 00/NNTEO
UOLOER/CUTTER, PAPER, WRAPPING
HOMOGENIZER, TISSUE
two ,
H~,
Umo ,
HOCO ,
HOOD ,

COLLECTING, OUST, 1M?9X21
EXHAUST, KITCHEN, LARGE
EXHAUST, PREFABRICATED
FUME, BENCH
FUME, F/S

O,,,,,!

O!,’
“,!,

ImoD ,
HDCO ,
HOW ,
Ilm ,
HU20 ,
HOOO,
H~,
HmK,
HIX)K,
HOOK,
)lmxs .

FUME, F/S, E/P
FUXE, F/S, PERCHLORIC
FUME, HISTOPATtlOLOGY STAINING
FUME, RADIOISOTOPE
FUME , RAD IOISOTOPE ,8ENCH ,U/GLOVE80X
LANINAR FL(JU, HORIZONTAL, BENCH
LANINAR FLCU, HORIZONTAL, F/S
ROSE, 2 PRONG
ROBE, 3 PR~G
ROBE, EXECUTIVE

MAT, GYM
HOSE, -RETRACTABLE, U/MNTO, 8X15X17
HOSE, SPRAY, PRERINSE
HWSING, GROUP, EXERCISE UNIT
HYPERTHERMIA UNIT, AUTO/MANUAL AIR SYST
HYPERTHERNIA UNIT, AUTO/HANUAL AIR SYST
HYPO/HYPERTHERMIA APPARATUS, RECESSEO
HYPO/HYPERTHERMIA UNIT, AUTO/MANUAL,X8L

ICE MAKER, CUBES, 22L8, 7DX26X22
ICE NAKER, CUBES, 2501s, 39x29x26
ICE MAKER, CU8ES, 32 LB, 78X26X22
ICE NAKER, CUBES, 34X25X17
ICE MAKER, FLAKEO, w/DISPENSER, 71X19X24
ICE HAKER, MIXED, 500LB CAP.
IDENTIFIER, FILM. OAYLIGHT
lLLUMINATti, FIti,
ILLUMINATOR, Frln,
ILLUMINATOR, FILM,
ILLUMINATOR, FILxC
lLLLMINATOR, FIM,
ILLIMINATOR, FIu,
ILLUMINATOR, FILW,
lLLLMINATC4i, FILM,
ILLUMINATOR, FILM,
lLLURINATOR, FILM,
iLLIJMINATCNi, FILM,
ILLLBtINATOR, FILM,
lLLUINATOR, FILM,
ILLLIMNATCR, FILli,
ILLlR41NATOR, FILM,
ILLlillINATOR, FILM,

4 PANELS, UIXNTO
4 PNL, RCSO, 23X61X5
8 PANELS, U/MNTO
8 PNL, RCSD , 40X58X4
8 PNL,U/DESK, 74X59X23
C-SP[NE
OBL, RCSD, 20X30X16
DBL, RCSD, 23x31x5
0S1 , U/KMTO, 20X29X6
DENTAL , PORTABLE I
k08iLE
IU)81LE, 16 PNL, MOTOR
NOBILE, OR, 4 OVER 4
SllGL, RCSO, 20x15x5
SNGL , U/NNTO, 20X1 7X5
SOLIO PANEL, 19X1OOX6

559

A1105
M4810
L0155

%$
L0215
L1181
T4000
FO075
Xl&on
N1605
M161O
H1615
F2615
A519D
A5202
A5195
A5200
N1620
U4095
L9D1O
00870
K3400
K3410
L2250
L220D
L2205
L2210
L2339
12270
L2275
LZ?9D
L228D
A5145
A5150
A5155
N8260
0420
K9320
VD012
N4816
M4816
U4015
N4815

R4000
R4700
R4200
R4$D0
R4650
R478D
X1704
X399D

x39f+o
X3970
X396D
X3905
X3900
X391O
X3930
X8800
X316D
X4D80
X3950
x38DD
X3830
X4050

A
c
c
c
A
c
c
A
c
F
c
c
c
A
A
A
A
A
A
A
c
A
A
A
A
A
A
A
A
A
A
c
c
A
A
A
c
A
A
c
c
c
A
c

A
A
A
A
A
A
E
A
A
A
k
A
A
A
A
A
c
c
c
c
A
A
A

20
308

%
212
236
242

150
5W
284
284
284
185

32
33
33

22
477
267

2;
212
249
248
248
249
253
249
250
250
250

:;
31

345
212
230
478
308
308
474
308

381

z
381
382
382
510
519
519
518
518
518
517
517
517
518
535
516
519
518
517
517
519
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ILLUMINATOR, FILM, XRAY, 17X14XD
ILLUMINATOR, FI Lk!, XRAY, 8X6XD
IMAGER, LASER ( 1024 X 1024)
INAGER, LASER (512X512)
IMMOBI LIZER, INFANT , U/CASSETTE HOLDER
IMPRINTER, CLOCK, DAY/DATE/TIME
IMPRINTER, DATA RECORD, ELECTRIC
IF4PRI NTER, DATA RECORD, MANUAL
IMPRINTER, IDENTI F] CATION, FILM
INCINERATOR, PATHOLOGY
INCUBATOR , ANAEROB1 C, VACUUM
INCUBATOR , BACT , 2CMPT , 40X50X27
INCUBATOR , BACTERIOLOGIC CAL, 26xl 7x17
IiJICUBATOR, BACTERIOLOGY CAL, 34x22x22
INCUBATOR , BACTER 10LOG1 CAL, 34x37x25
INCUBATOR, BACTER IOLOGI CAL , 36x42x27
INCUBATOR, BACTER IOLOG1 CAL , DRY BLOCK
INCUBATOR, C02, 2 CHAMBER
[ NCUBATOR, DRY HEAT
INCUBATOR, DRY, HEAT
INCUBATOR, INFANT, I CU, liBL/TRANS
INCUBATOR, INFANT , ICU, MOBILE
INCUBATOR, ! NFANT , PORT, ISOLATION
INCUBATOR, ‘PARAFFIN , 39x42x28
INCUBATOR, PLATELET, F/S, W/ROTATOR
INFILTRATOR, VACUUM
INSERT, TRAY, TREATMENT , 15X14
INSERT, TREATMENT , TRAY
INSUFFLATOR, AUTOMATIC CONTROLS
INTERC~ - R~ TO RO(X4
1NTRUSION/DETECT ION SYSTEM, 1-2-25ZONES
I RRAOIATOR, BL~
IRRIGATOR, PERINEAL , WALL MWNTEO
IRR1 GATOR, SURGICAL , 10x8x9
lSOKINETIC LINIT, TEST 1NG AND TREATMENT
ISOK1 NETIC UNIT, TREATMENT
ISOLATOR, MICRO, HWSING UNIT

J I GSAH, ELECTRIC
JOINTER, UOOOUORKING, 6“ , 39x48x21
J(JKE BOX, OPTICAL OISK, PACS

KENNEL , LARGE ANIMAL, INTENSIVE CARE
KETTLE , JACKETED,
KETTLE, JACKETED ,
KETTLE, JACKETED ,
KETTLE, JACKETED ,
KETTLE, JACKETED,
KETTLE, JACKETED,
KETTLE, JACKETED,
KETTLE, JACKETEO,
KETTLE, JACKETED,
KETTLE, JACKETEO,
KETTLE, JACKETED,
KETTLE, dACKETEO,
KETTLE , JACKETED,
KETTLE, JACKETED,

20GAL CAP, GAS, 2601A
20GAL , STM, 39X28X24
40GAL, GAS, ‘26DIA
40GAL, STM, 36X33X36
60GAL, GAS, 45 Hx42x42
60GAL, STM, 32DIA
TILTING, lOGAL, STEAM
TILTING, 30GAL, STEAM
TILTING, 40GAL, STEAM
TILTING, 60GAL, STEAM
TILTING{ 60GAL, STEAM
TILTING, 80GAL, STEAN
TRUNNION, 20GAL, STM
TRUNNION. 5GAL, STEAM

KETTLE; JACKETED jTILT1NG,40GAL, STM,32DIA
KETTLE, TRUNNION, 10QT, TBL/MNTD, ELEC
KETTLE, TRUNNIW, 3 UNIT, lD/20/30QT,sTM
KILN, CERAMIC, FRONT LOADING
KIT, WALLYBALL
KITCHEN EQUIPMENT CONSULTANT DEFINED

LADOER, PLATFORM, MOBILE
LADDER, SHWLDER , 40 STEPS
LAMP, DESK, FLUORESCENT
LAMP, DESK, FLUORESCENT, MAGNIFYING

U)(OO5
UX020
x1425
x1420
X0990
F25~0
141820
M1822
x261O
L2400
L8000
L8130
L2571
L2570
L2550
L2500
L3570
L2540
UL075
WL070
M0805
MO81O
M0815
L8150
L2575
LO160
D9622
09890
M8555
A6330
A6315
U2050
P2400
bJm145
M8155
M8160
V0140

T0802
T0440
X4130

vOO06
K3700
K3750
K3800
K3850
K3950
K3870
K3940
K3970
K3980
K3%o
X399(I
K4000
tEi770
K3660
K3860
K4030
K401O
T0460
U2640
A604D

N2110
T5000
F2435
F2440

c
c
F
F
c
c
c
c
c
A
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
A
A
c
A
A
c
A
c
c
c
c

c
c
c

c
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
c
c
A

c
c
c
c

502
502
510
509
505

;E
286
515
253
264
264
254
254
254
254
259
254
488
4M
278
278
279
265
255
236
113
116
353

41
41

468
366
496
341
341
484

457
452
520

477
2T4
214
214
214
215
215
215
216
2!6
215
216
216
214
213
215
217
216
452
473

36

291
461
181
182

560
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JSN Loo PAGE

0

●- ~~~ — N~ENCLATURE MER CAT NUXBER ~ lWEX *-

!, :

LANP, fl~. U/STAND TABLE

O,.,,

MMJ?; READING, FL=, 54H
LAMP, SLIT, PHOTOGRAPHIC U/TON~TER
LANP, SLIT, PHOTOGRAPHIC W/TONMTER
LAMP, TA8LE, U/SNUJE, 41X6X6
LANTERN, PERCEPTION, COLOR
LAPAROS(XiPE, FIBEROPTIC SYSTEX
LASER POSITIONING SYSTEM, PATIENT
LASER SMOKE EVAWATOR
LASER, ARGON
LASER, OPTHALPUC, ND:YAG, lPHASE
LASER, SURGICAL, C02, M081LE
LASER, SURGICAL, KTP
LATHE, IETAL, BNCH/MNTD, 16 SPEED,4 FEED
LATHE, UDODUDRKING, 12”
LAVATORY, CHINA, 6x20x18
LAVATORY, CHINA, 9X24X21
LAVATORY, CHINA, HX20X18
LAVATORY, CHINA, U/KNEE VALVE, 9X24X20
LAVATORY, CHINA, U/SHELF8ACK, 8X20X18
LAVATORY, CHINA, U/URIST CONTROL,6X20X18
LAVATORY, CHINA, WRIST CONTROL,8X24X20
LAVATORY, CHINA, FOR OISTURBED PATIENT
LAVATORY, CLINIC, CHINA, 6X20X18
LAVATORY, CONSOLE, CRS, U/HIRROR CA81NET
LAVATORY, CONSOLE, W/O MIRROR
LAVATORY, JUVENILE, CHINA, 6x20x18
LAVATORY, PATIENT, CHINA, RCSD,5.5X17X14
LAVAT~Y, SURGEON, 2TRAY, 7.5 X28X2l
LAVATORY, SURGEON, CHINA, 11X28X20
LAVATORY, WHEELCHAIR, M?OX27
LECTERN, MOBILE U/REAOING L lGHT
LECTERN, MOBILE, U/SELF CONTAINED AUD1O
LECTERN, TABLETOP W/REAOING LIGHT
LEG, PANEL, SUPPORT
LEG, TABLE FRAME, 30x2x2
LEGS, RAIL, APRON HX1.5X1.5
LENSCKETER
LENSOHETER, SOFT CONTACT
LEVELER , DOCK
LIFT, CADAVER
LIFT, HYDRAULIC, NORTUARY, 300L6 CAP
LIFT, PATIENT, PHYSICAL THERAPY
LIFT, PATIENT, HY0,450LB CAP,ADJ U-BASE
LIGHT SET, DENTAL OPERATING FIELD
LIGHT, BENCH, DENTAL
LIGHT, -CEILING, SURGICAL, 2HEAOS
LIGHT, DENTAL, OPERATING, CEIL, 2ND, PED
LIGHT, DENTAL, OPERATING, CEILING, PED
LIGHT, OENTAL, CIPERATING, CEILING, TRACK
LIGHT, DENTAL, OPERATING, CEILING, TRACK
LIGHT , OENTAL, OPERATING, CHAIR
LIGHT, EXAU, CEILING OR !JALL NWNTEO
LIGHT, EXAM, CEILING OR MALL NWNTED
LIGHT, ENAX, PATIENT, CEILtNG RECESSED
LIGHT, EXAN, SURGICAL, PORT
LIGHT, EXAM, SURGICAL, PORT, CIA(P MNTO
LIGHT, EXAM, UALL MWNTEO
LIGHT, FIBEROPTIC, ENDOSCXIPE, 8X13X13
LIGHT, FLOOR
LIGHT, NIGHT, FLUORESCENT
LIGHT, PHOTOTHERAPY, NOB I LE
LIGHT, RDC81, PATIENT, 0VR8ED,4LXP,49XBX7
LIGHT, SLIT, U/APPLANATION TONONETER
LtGHT, SURG, CEIL/MNTD, lLIGHT, 2 TRACKS
LIGHT, SLIRG, CEIL/XNTD, lLIGHT, TRACK
LIGHT, SURG, CEIL/NNTD, lLIGHT, TRACK
LIGHT, SURG, CEIL/tUiTD, lLT, ROT TRK

561

F2430
F2425
)t5531
N5531
F2620
N561O
MB520
X1415
N5512
6517
K55$5
x8525
N8527
T60tt0
T0520
P3000
P3150
P3S6G
P3600
P3200
P3450
P3250
W160
P31OO
P4000
P401O
P3650
P3D70
P3850
P3509
P91B0
F21OO
F2105
F211O
E81B0
00680
D928D
N5520
R5525
A6125
)14000
L9700
aBo75
M808D
W025
DOB60
UN030
06160
06155
06050
06100
D6000
117405
M741O
N4730
lt7420
M7425
H7415
UN115
W(IO5
M7430
N8215
n7435
n5530
H7440
M7445
H7450
M7455

c“
c
c
c
c
c
c
F
c
c
c
c
c
c
c
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
c
c
c
F
A
A
c
c
A
c
c
A
c
c
A
c
c
A

:
s
A
A
A
c
c
A
c
c
A
c
A
c
A
A
A
A

181
181
315
315
181
318
351
509
313
314
314
351
351
461
453

z
369
369
367
368
368
378

?2
370

z
368
378
174
174
175
147

88
110
314
314

39
301

:Z
339
485

92
491
103
103
102
102
102
324
324
307
324
324
324
494
491
325
344
325
314
325
325
325
326
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***** I NDEx ***** N~ENCLATURE NUMBER CAT NUMBER ***** INDEx *****

LIGHT,
LIGHT,
LIGHT,
LIGHT,
LIGHT,
LIGHT,
LIGHT,
LIGHT,
LIGHT,
LIGHT,
LIGHT,
LIGHT,
LIGHT,
LIGHT,
LIGHT,
L lGHTS .

SURG, CEI L/MNTD, 1 LT , SUR TRK
SURG, CEI L/t4NTD, 2LT , PAR TRK
SURG, CEI L/SUR MNTD , lLT, 23D 1A
SURG, CEILING MWNTED, lLIGHT
SURG, CEILING UWNTED, 25 DIA
SURG, CEILING UWNTED , 2LIGHT
SURG, CEILING MWNTED, 34 DIA
SURG, CE 1L] NG/UNTD , 1 L I GHT, TRK
SURG, CE 1L 1NG/MNTD, 1LT , CMRA
SURG, CE I t.ING/PINTD, RETRACTABLE
SLIRG, MOBILE, E/Pr 22 DIA
SURGICAL, FIELD
TREAT, MINoR, cEIL/MNTD,l LT,12DIA
TREATMENT , 1NFRARED
ULTRAVIOLET

FLOCWPHOTO FLASH
L 1THOTRIPTER, EXTRACORPEAL
L] THOTRIPTER, PERCUTANEWS
LOADER/UNLOADER. FILM. DAYLIGHT MULTIPLE
LOCKER;
LOCKER,
LOCKER,
LOCKER,
LOCKER,
LOCKER,
LOCKER ,
LOCKER ,
LOCKER,
LOCKER,
LOCKER,
LOCKER,
LOCKER,
LOCKER,
LOCKER ,
LOOM, 2
LOOM, 2
LOOH, 4
LWM, 4
L(XX4, 4
LOOM, 4
LOt14, 4
LOOM, 4

2 pER, iUILT-i N, 72x15x18
2 PER, OVER/UNDER, 72X18X21
2 PER, SIDE/SIDE, 72x15x18
72x12x18
72x18x12
72X21X12
BOX, PERSONAL EFFECTS, 5/LOCKER
CLOTHING, SINGLE, 72x18x21
LINEN, MU), R/H, 66x23x20
M@, R/H, 66x23x20
MCO , R/H, 1.V. MEDS; 66x23x20
Mm, R/H, IV SOLUT 10NS, 66x23x20
STORAGE, M(X), R/H , 66x23x20
SUPPLY, MOO, R/H , 66X23X20
TREATMENT , HOD, R/H, 66x23x20
HARNESS, FOOT TREADLE
HARNESS, TABLE, 24” REED
HARNESS, FLOOR, 36” REED
HARNESS, FLOOR, 60” REED
HARNESS, FOOT TREADLE , 32” REED
HARNESS, F(X)T TREADLE, 42” REED
HARNESS, TABLE
HARNESS, TABLE, 24” REED

LOW j TABLE, 24i3/4x42x24

MACHINE,
MACH I WE,
MACHINE,
MACHINE,
MACHINE,
MACHINE,
MACHINE,
MACHINE,
MACHINE,

EAR TAGGING
FINISHING, SHOE, 9 FOOT BED
MILL 1NG, MCOEL/PROSTHESIS
SEUING, INDUSTRIAL, HEAW DUTY
SEUING, INDUSTRIAL, MEDIUM DUTY
SEUING/ST ITCHING, 48x30x16
SHAKING, LAB, RECIPROCATING
SIGN MAKING
STITCHING, SHOE

MACH 1NE, TELEPHONE ANSUERING
MAGNET , EYE, ELECTRIC
MAILBOX, HORIZ, RR LOADING, 10X6X16
MAILBOX, HORIZ, RR LOADING, 5X6X16
MAN I FOLD, GAS, MED I CAL , U/ALARMS
MANIKIN, DISPLAY, POLY MAN
MANIKIN, TRAINING
MARKER BOARD , M~, W/P/H, 48x48x 1.5
MARKER, LABEL , PRESCRIPTION
MARKER , LINEN
MAT, EXERCISE
MAT , FLOOR, CUSHION
MAT , FLOOR, GYM
MATTRESS , ALTERNAT1 NG PRESSURE
MATTRESS, BED , HOSP1 TAL

562

M7460
)47465
M7470
M7480
M7485
M7490
M7475
kU7495
M7SO0
M17515
W505
UM025
M7510
M8220
M8225
F2415
X1200
M4805
xl 709
AI045
A103O
AI040
A1035
AI020
AID50
A1032
AID25
E5200
E41OI
E4050
E4000
E4500
E5300
E4400
T0560
T0565
T0585
T0587
T0570
T0580
T0586
T0575
T0550

Voloo
T1500
D9020
T0860
T0870
T8000
UL165
u2030
T1505
u2185
M5590
A106O
A1055
A6140
u2490
F2150
E291O
M7265
M2500
M8250
F4000
M8255
M3025
H7025

A
A
A
A
A
A
A
A
A
A
c
c
A
c
c
c
F
c
F
A
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c

c
c
c
c
c
c
c
A
c
c
c
A
A
A
c
c
c
c
c
c
c
c
c
c

326
326
326
327
327
327
326
327
327
328
328
491
328
344
344
181
508
308
511

18
17
18
18
17
18
18
17

140
138
137
137
138
140
138
453
453
454
454
453
454
454
454
453

483
459
108
458
458
462
490
467
459
470
317

19

::
471
175
132
323
293
345
191
345
295
322
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-~ lNDEx -- -NOMENCLATURE NUHBER CAT NUXBER ●*W* 1NDEx *****

MATTRESS, BED, INNER-SPRING
MATTRESS, CRIB
NEDIcAL GAs SEitvICE UNIT, UALL, NoTE:
N2DIC1NE CENTER, SS, U/REFR, B0X48X20
MED1 CINE CENTER, SS, W/REFR , BOX60X2D
MEDICINE CENTER, SS, U/REFR, BOX72X20
MESSAGE BOARD, D IGi TAL
WTER, XLILTI FUNCT ION
METER, PH
METER, RADIATION SURVEY
METER, SWND LEVEL
METER, WATT, RF
M1CROB1OLOGICAL IDENTIFICATION SYSTEH
HICROBIOLOGICAL SUSCEPTIBILITY/ID SYSTEM
MICROFINISHER. OENTAL. CTR MNTD.21X14X26
MICROSCOPE ,
MICROSCOPE,
MICROSCOPE,
MICROSCOPE,
Ml CROSCOPE,
Ml CROSCOPE ,
Ml CROSCOPE ,
MICROSCOPE ,
MICROSCOPE,
MICROSCOPE,
Ml CROSCOPE ,
MICROSCOPE,
#lICROSCUPE,
MICROSCOPE,
HICRDSCOPE,
Ml CROSCOPE ,
MICROSCOPE ,
MICROSCOPE .

–.
BiNocuLAi-
BINOCUIAR, PHASE CONTRAST
OIGITAL IMAGE
ELECTRON, SCANNING
ELECTRON, TRANSMISS1ON
FLUORESCENT
FLUORESCENT, PHOTOGRAPHIC
INVERTEO, TISSUE CULTURE
OPERATING, CEILING MUJNTED
OPERATIMG, PORT
OPERATING, PORT, GENERAL USE
OPERATING, WALL MOUNTED
PHOTOGRAPHIC, U/DESK
PROJECT ION
STEREO, PHOTOGRAPHIC, U/DESK
TEACHING, MULTI PLE HEAD
TEACHING, MULTIPLE HEAD (5)
TRINOCULAR

HICROT(ME, . ROTARY, TILT, BENCH/NNTD
MI CROT(ME, ROTARY, TI LT. REFRIGERATED
MIRROR,
MIRROR,
MIRROR ,
MIRROR,
MlRROR,
HIRROR,
MIRROR,
MIRROR,
MIRROR,
HtRROR,
MIRROR ,
MIRROR.

CRS, W/H, ‘30X1BXD
CRS, U/H, U/Sit, 16X24X()
FRONT SURFACE REFLECTOR, EYE EXAR
GLASS, U/FRAXE
POSTURE, 3 SIDED
=TLJRE, CRS FRAME, U/HNTD
SAFETY, CONVEX
SS FRAME, lBx36x1/6
SS FAA)(E , 20x14x114
WALL MOUNTED
WALL, CRS FRAME, 24x1BxD
WALL . CRS FRAME. 24x4BxD

MIXER,. CHEMltiL, AUTORA~lC
MIXER, TABLETOP, 5QT
MIXER, TBL/MNTD, 12QT, 27X16X13
MIXER, TBL/MNTD, 209T, 33X19X26
MIXER, VERTICAL, 300T, 45X20X27
Mf XER, VERTI CAL, 6007, 60X23X39
Ml XER, VERT lCAL, 8001, 60X26X39
MIXER, VORTEX, TEST TUBE
MIXER/[ NVESTOR, VACUUM, 2SP, l/3HP
NfX), U/ENO PANELS, U/P/H, B4X49X13
NODULE , PREV 0ENTIS7RY, 1STA, 56X36X24
NOOuLE, PREV OENTISTRY, 2STA, 5-24
NODULE , SERV1 CE , HORIZONTAL, ENCLOSED
MONITOR , 1 CHANNEL
MONITOR, 2 CHANNELS
ltONITOR, 2 CHANNELS, TELEMETRY
RONITOR, 4 CHANNELS, TELEMETRY, BEOSIDE
MONITOR, BLOOO GAS
NONITOR, CARDIAC CATH - CCUPLITER SYSTEM
MONITOR, CCTV, SHALL, 9“
ltONJTOR, CENTRAL, 4 CH DISPLAY, 8CH

563

F2395
W030

E;
143120
X3125
Al 0%
TBD1O
L11OO
10025

TtiO
L2660
L2665
09015
LOlOO
LO1OS
L00B5
L0135
L0130
LO140
LD142
LOOBD
MB530
MB535

%2
L0115
LD125
LO075
L0145
L0146
LO11O
L3400
L3430
A1085
A109O
N571O
A5115
nB230
MB23s
A6D25
A1066
A1065
AI07D
A107S
A108D
x5325
K421O
K4200
K4230
K4250
K4300
K4350
L7305
06600
EIBO1
D5520
D5500
A1125
WBOo
WB05
InB06
W7B07
M150D
M7B60
F2275
H7BI0

c
c
A
A
A
A
c
c
c
c
c
c
c
c
A
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
A
A
A
A
A
A
A
A
A
A
A
A
B
c
c
c
A
A
A
c
0
c
A
A
A
c
c
c
c
c
c

:

180
322

z

2W

4
240

463
457
256
256

L?

z

z
234
=5

%
352
351
352
233

z
235
235
233
259
259

20

3:

&’

36
19
19
19
19

SE
218
217
218
218
21B
218
264

w
102
102

3:;

E
333

k?

E
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MONITOR,
MONITOR ,
MONITOR ,
MONITOR ,
MONITOR ,
MONITOR,
NON 1TOR,
MONITOR,
,MONI TOR ,
MONITOR ,
MONITOR,
MONITOR ,
MONITOR,
MONITOR,
MONITOR ,

ECG/RESPIRATION, INFANT
ELECTROENCEPHALOGRAPH
ETHYLENE OXIDE AREA
FETAL , BEDS IDE/STND ALONE
FETAL, CENTRAL
INDIVL, U/MNTD, 2 CH DISPLAY
INFANT, BEDSIOE, U/INCUBATOR
PATIENT , OR, HALL MWNTED
PHYSIO, BEDSIDE, 4 CHANNELS
PHYSIO, CENTRAL, 4 CHANNELS
PHYSIO, END EXPIATORY C02
PHYSIO, INFANT, TC02/TCC02
RAD I AT ION, AREA
T. V., W/VIDEO PLAYER , U/CAB I NET
TELEVISION

MOVER, DESK
MRI SYSTEM, RESISTIVE
MR1 SYSTEM , SUPER CONDUCTIVE
MSDS STATION, SAFETY 1NFORMATION

NASOPHARYNGO SCOPE, FIBEROPTIC
NEBULIZER , ULTRASONIC
NEPHELUETER , FLUORESCENCE
NWRI SHMENT STATION, 80x48x31
NWR I SHMENT STAT 10N , 80X84XZ8
NOURISHMENT STAT ION , 80X84X30
NWR ISHMENT STATION, 81x39x26
NWRISHMENT STAT ION, F/S, 80X48X31
NOURISHMENT/MED lCINE STATION ICU
NURSES STATION , MCKI, ASSM,40R, 43x145x25
NURSES STATION, M(X), ASSM,4DR, REM PANEL
NURSES STAT ION , Mm, ASSM, 4DR , REM PANEL

OFFICE, MODULAR PANEL, 11 FT BY 9 FT NW
OPERATING & TREATMENT UNIT, DENTAL, F IELD
OPERATING TABLE, ORTHOPEDIC, PED, LAT T1 LT
OPHTHALMOSCOPE , BINOCULAR, INDIRECT
0PTHALMC#4ETER/KERAT(X4ETER
ORAL SURGERY SYSTEM, MOBILE
ORGAN , CHAPEL
OSCILLOSCOPE , U/ACCESSORIES
0SM(X4ETER
OTOSCOPE/OPHTHLMOSCOPE , WALL MWNTED

OVEN ,
OVEN ,
OVEN ,
OVEN ,
OVEN,
OVEN ,
OVEN ,
OVEN ,
OVEN ,
OVEN ,
OVEN ,
OMEN ,
OVEN ,
OVEN ,
OVEN ,
OVEN,
OVEN ,
OVEN ,
OVEN ,

WTLET , LOCAL AREA NETUORK , LOCAT 10N
3 DECK, BAKE/ROAST. ELEC. 68X54X39
3 OECK; BAKEjROAST; GAS, -65x52X38
4 DECK, REVOLVING RACK
BURNWT , 17X1,6X1 1
BURNWT , 19 HX19D IA
BURNWT, FNT LDG, 40x24x25 .25
CONVECTION, F/S, CRS, ELEC,61X28X33
CONVECT ION, F/S, CRS, GAS,91X34X64
DRYING, DENTAL, 19.25x14X12
DRYING, LARGE, 2D0, 25X37X19
ORYING, MEDIUM, 2CUFT
DRylNG, MEDIUM, 3CUFT
DRYING, SMALL, W/TIMER
DRYING, SUPER, DENTAL, 30x24X24
HWSEHOLD, UALL, U/CAB I NET
MI CROUAVE , CONSUMER, 19x22x23
MI CR(X4AVE , ‘HIGH SPEED, 19x22x23
MI CROUAVE , HIGH SPEED, 19x22X23
PLASTICS. 16X18X12

OVEN; lBAKE/2RtiST, ELEC, 71X54X39
OVEN , CURING, DENTAL, VACWH, 26x13x16
OXIMETER

PACKAGER, UNIT DOSE, LIQUID

564

M7815
W722
A6340
P!7820
M7825
M7830
tf7835
li7840
M7845
M7850
n7865
M7855
x9845
F2260
F2265
F0615
X9900
X9905
A6061

M8500
t40875
L7095
M3130
M3140
M3145
M3150
M3135
M3155
E1400
E1402
E1401

E8500
UD030
M9045
M5535
M5545
D8560
FO050
T8045
L1190
M4200
u2035
K4630
K4640
K461 O
D8030
D8020
D801O
K4550
K4560
D851 o
L8290
L8280
L8285
L8275
D8520
T0595
K4665
K4660
K4670
T0590
K4620
D6350
M7905

M7270

c
c
A
c
c
c
c
c
c
c
c
c
c
c
c
c
F
F
A

c
c
c
A
A
A
A
A
A
c
A
c

F
c
c
c
c
c
c
c
c
c
A
A
A
A
c
c
c
A
A
c
c
c
c
c
c
A
c
A
A
c
A
c
c

c

333
330

3::
334
334
334
334
334
335
335
335
538
177
178
164
539
539

37

349
279
263

::
300
300
300
301
121
121
121

148
485
361
315
315
107
149
464
243
304
467
220
220
219
105
104
104
219
219
106
265
265
265
265
106
455
220
220
221
455
220
100
336

323
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LOG PAGE
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PACKAGER, UNIT DOSE, S0110S
PADDING, UALL, INSTALLED
PAIL, UTILITY, CRS, U/O CARRIAGE
PALLET JACK, HYDRAULIC, MANUAL,48@PALLET
PAN, FRY, TILTING, ELEC, F/iOlT0,38xQ)t25
PAN, FRY, TILTING, GAS, F/MNTO, 37%9X38
PANEL, CEILING EMTRY, OPEN, MOD, 80X48X2
PANEL, CORNER, 3-UAY
PANEL, FILLER, 17X17
PANEL, FILLER, 5.625X19
PANEL, FILLER, S12S AS REUUIRED
PANEL, FLOC4t ENTRY, 09EN, KM), 80X48X2
PANEL, LAS, SUPPORT, IfiX), 80X24X2
PANEL, LAB, SUPPORT, ROD, 80X64X3
PANEL, LAB, SUPPORT, KOO, RADIUS, 26 IN.
PANEL , UCQ, 80X24X2
PANEL , OPEN, )tCCt, 80x24x2
PANEL, OPEN, ~, 80X48X2
PANEL, SUPPORT, ktOOULAR, 80X48X2
PANEL, TERMINAL, FULL, SUPPT. ~
PANEL, TERMINAL, LEFT, SUPPT. ~
PANEL , TERNINAL , OPEN, MOD, 48X60X2
PANEL, TERMINM, RIGHT, SUPPT. ItOO.
PARALLEL BARS, PltYS THER, HX21X6
PARTITION, FOLDING, OIVIOING, R~
PATCHING MACHINE, LINEN, THERM)
PAT 1ENT THERXOREGUIATOR
PEELER, VEGETABLE, ISLE CAP, 50x27x27
PEELER, VEGETABLE, 30LB CAP, 63x27x27
PEELER, VEGETABLE , 50LB CAP, 63x27X27
PEGBOARD , GLASSWARE, 30x24x1
PEGBOARD, GIASSUARE , 30X30Xl
PEGBOARO, GLASSWARE, 30X36Xl
PERIMETER
PER I METER , AUTCUATEO
PEW, CHAPEL U/FOLD UP KNEELER
PHANTOU, CT, BCOY
PHANTC#, CT, HEAO
PHORESIS UNIT
PHOTOGRAPH 1C OPT 1CAL PR t NTER SYSTEM
PHOTOMETER, FLAME , ELECTRIC
PIANO, UPRIGHT U/8ENCH

O,’!, ,

PICKING STATION,UNIT OOSE, XOO, P/H,90X144
PIPETTOR
PIPETTOR, M1CR0,3 RANGE
PLANTER, DECORATIVE
PLATFORM, EXERCISE, U/#LAT
PLAYER, OISC, VIOEO
POLISHER, ELECTRO/CHEMICAL , 5.5x7x6.5
POL1 SHER, LENS
POUER SUPPLY, OPTHALNOSCOPE
PONER SUPPLY, TV, BEOSIOE, 1 TV
PCUER SUPPLY, TV, EEOSIOE, 1-16 TV,17X14X7
PRESS, FLASK, HYDRAULIC, 1FLASK,22X1OX9
PRESS, FLASK, PNEUMAT 1C, 22x10x9
PRESS, PRtNTING, F~T TREADLE
PRESS, PRINT t NG, HAND LEVER
PRINTER, CCUPUTER
PRINTER , CONTACT
PRISM SET, U/CASE,10 S9 PRISMS
PROCESSOR, COMPUTED RAD1OGRAPHY PLATE
PROCESSOR, FILM, 1S0 SECONDS
PROCESSOR, F IL$l, 45 SECOND CYCLE
PROCESSOR , F 1L!(, 90 SECONDS
PROCESSOR, F I Lit, 90 SECONDS
PROCESSOR, FILH, AUTCHATIC
PROCESSOR, FILM, ELACK/UHITE, 3-1/2 GAL
PROCESSOR, FILM, CINE

ccc

W27S
A6075

M2105
K2970

E8206
E8105
D9482
09481
09480
E8205
E81OI
E8050
E8102
E811O
E8201
E8200
E81OO
E8004
E8007
E8204
E80D6
N8240
A6150
M2505
W170
6200
K51so
K5100
Cooso
CO051
CO052
nssso
N5555
FO020
TO033
TO032
L1l IO
F2248
L4080
FO090
E1900
L5630
L561O
U2025
N8245
F2285
08530
M6020
M5540
M051S
MM 10
D4320
04310
T0640
T0660
M1825
W380
M5715
X4150
X531O
x5322
X5300
X5320
UX025
H0305
X5340

c
A
c
c
A
A
F
F
A
A
A
F
F
F
F
F
F
F
F
F
F
F
F
c
A
c
c
A
A
A
A
A
A
c
c
A
c
c
c
c
c
c
F
c
c
c
c
c
c
c
c
8
B
c
c
c
c
c
c
c
c
A
A
E
A
c
A
E

323

3;;

E:
210
147
146
112
112
112
147
145
145
145
146
147
147
145
144
144
147

~;
39

r7
221
221
221

:;

32
316
149

z
241

L7
151

;:
261

z
178

;E
315

::
100
100
455
455

274
318
521
523
523
523

;:

;E
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PROCESSOR , FILM, COLOR
PROCESSOR, F [Ltl, DAYLIGHT
PROCESSOR , FILM, DENTAL
PROCESSOR , F I L#l, DENTAL
PROCESSOR, FILM, DENTAL , AUTO, TBL/MNTO
PROCESSOR, FI L#l, DENTAL, U/H, OAYLI GHT
PROCESSOR, FILM, SLIDE
PROCESSOR, PHOTO PRINTS, AUTO
PROCTO, MOD, R/H, 66x23x20
PROJECTOR, ACUITY ,U/STND ULL/MNTD SCRN
PROJECTOR, FILM, 164!M, H/StXJND
PROJECTOR, F I Ml, 844!4, U/SDUND
PROJECTOR, FILM, CI NE, ANALYSIS
PROJECTOR, FILM, RADIOGRAPH I C
PROJECTOR, F 1 LUSTRI P
PROJECTOR, LANTERN , SLIDE
PROJECTOR , OPAQUE
PROJECTOR, OVERHEAO
PROJECTOR, SL IOE , CAR(llSEL
PROJECTOR, VIDEO
PROPHYLAXIS S UN] T, ULTRASONIC
PROPORT IONER , OXYGEN/AIR
PROTEIN ANALYSIS SYSTEM
PLIBL I C ADDRESS SYSTEM, U/TAPE INPUT
PULLEY, TRIPLEX
PULPER/GRINDER, UATER FEO , CTR/MNTD
PULPIT . CHAPEL
PUMP ,
PUMP ,
PUMP,
PUMP ,
PUMP ,
PUMP ,
PUMP ,
PUMP ,
PUMP,
PUMP,
PUMP,
PUMP,

iiREAST
CARDIAC ASSIST , BALLOON
CONTINUWS, ANALGESIA (PCA)
EMBALMING
ENTERAL FEEDING
PNEUMATIC STOCKING/CUFF
PNEUMATIC TWRNIWET
SYRINGE/ infusion, CONT , 2MTR
VACUUM, 11X7X1O
VACUUM, LABORATORY OVEN
VOLUMETRIC, INFUSION SINGLE LINE
VOLUMETRIC, INFUSION, MULTI LINE

PUNCH, DATE, FILil
PURIFIER, AIR, CLNG OR U/MNTD, 21x23x12
Portable, Bin, CRS, 250 LB CAP, 28x25X23

RACK,
RACK,
RACK,
RACK,
RACK,
RACK,
RACK ,
RACK ,
RACK ,
RACK,
RACK,
RACK,
RACK,
RACK,
RACK,
RACK,
RACK,
RACK,
RACK,
RACK,
RACK,
RACK,
RACK ,
RACK,
RACK,

APRON/GLOVES, MOBILE
APRON/GLOVES, MALL MWNTED
ATT, MIXER, CRS, 2SH, 70x30x26
BAGGAGE, 3 CMPT, F/MNTO, 90X36X72
BAGGAGE, 3SH, F/MNTO
BAGGAGE, FLCX)R MWNTEO
BAR, UOCD, PIPE
BARREL
BEDPAN/URINAL, CRS, U/MNTD
BEDPAN/URINAL, RECESSEO
BLUEPRINT, VERTICAL, 20 BAR
CAT, 4 CAGES PER RACK
CHART, DESK/TABLE MWNTEO
CRUTCH, U/MNTD
DISPLAY, SPECTACLE, U/MNTD
EXCRETA PAN
FERRET, 4 TIER, 24 CAGES PER RACK
WINEA PIG, 15 CAGES PER RACK
HAMSTER, 20 CAGE CAPACITY
HAT/COAT, UALL MWNTED
HAT/COAT, HALL MWNTED, COSTUMER
MAGAZINE, F/S
MAGAZINE, U/MNTO, 60x48x22
HAIL BAG
MOP/BROOM, U/SHELF

566

JSN LOG PAGE
NUMBER CAT NUMBER ***** INDEx *****

aMO31O
X171O
UX080
X2040
X5350
x5250
)40315
M0320
E4300
M556D
F2205
F221O
x5345
X4085
F2230
F2220
F2215
F2225
F2200
F2290
D9060
M0760
L0200
A4005
M827S
K3370
FO025
u2605
M4811
M427S
L9740
M4270
M4280
M4285
M4250
04360
L9030
M4265
!44266
x2600
L2192
K071 O

X3155
X3150
K4400
A5000
A5005
A501O
T0700
F2330
A5130
A5140
F2335
vO078
M1625
A5125
A6320
v0125
vO072
VO082
VO084
F3230
F3235
F2305
F2300
F2320
A5135

c
F
c
c
E
E
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
A
A
A
c
c
c
c
c
c
c
c
c
c
c
c
c
c
A
c

c
A
A
A
A
A
c
c
A
A
c
c
c
A
A
c
c
c
c
A
A
c
c
c
A

272
511
504
513
524
522
272
273
138
316
175
175
524
519
176
176
176
176
175
178
110
278
236

24
346
212
149
473
308
305
269
305
305
305
304
100
268
304
305
514
248
191

516
516
218

25
25
26

455
180

30

1:11
482
284

30
41

484
481
482
482
?90
190
179
179
979

30
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RACK,
RAcx,
RACK,
RACK,
RAcx ,
RACK,
RACK,
RACK,
RAcx,
RACK,
RACK,
RACK,
RACK,
RACK,
RACK,
RACK ,
RACK,
RACK,
RACK,
RACK,
RACK,
RACK,
RADIO CtXU4@1CAl10N EtilPNENT C AND C
RADIO CU04UN1CATION EQU1PMEN7 WITH ENS
RAONIGRAHIC/FLWROSCOPIC, UN1 T, CUtPLETE
RAD1OGRAPIIIC UNIT,
RADIOGRAPHIC UNIT,
RAD1OGRAPHIC UNIT,
RAD1OORAPHIC UNIT,
RADIOGRAPHIC UNIT,
RADIOGRAPHIC UNIT,
RADIOGRAPHIC UNIT,
RADIWltlC UNIT,
RADIOGRAPHIC UNIT,
RADIOGRAPHIC UNIT,
RADIOGRAPHIC UNIT,
RAD1OGRAPHIC UNIT,
RADIOGRAPHIC UNIT,
RADIOGRAPHIC UNIT,
RADIOGRAPHIC UNIT,
RAD1OGRAPHIC UNIT,
RAD1OGRAPHIC UNIT,
RADIOGRAPHIC UNIT,
RADIOGRAPHIC UNIT,
RADIOGRAPlf IC UNIT,
RADIOGRAPHIC UNIT,
MIOGRAPHIC UNIT,
RADIOGRAPHIC UNIT,
RADIOGRAPHIC UNIT,
RADIOGRAPHIC UNIT, CHEST, W/TBL,600/8DDMA
RADIOGRAPHIC UNIT, HEAD, U/STRETCHER&CHAIR
RADIOGRAPHIC/FLDUROSCUPIC, UNIT, NOBILE
RADIOGRAPHIC/FLUOROSCOPIC UNIT, 100DMA
RADIOGRAPHIC/FLUOROSCOPICUNIT, 600MA
RADIOGRAPHIC/FLUOROSCOPIC UNIT, ANGIO
RADIOGRAPllIC/FLUOROSCOPiC UNIT, ANGIO
RADIOGRAPHIC/FLUOROSCOPIC UNIT, DIGITAL
RADIOGRAPHIC/FLUOROSCOPICUMIT, OIGITAL
RADIOGRAPHIC/FLUOROSCOPIC UNIT, M8L,15MA
RADIOGRAPHIC/FLUCXIOSCOPIC UNIT, UROLOOIC
RADIOGRAPHIC/FLUOROSCOPIC UNIT, NBL,C-ARM
RADIOGRAPHIC/FLUOROSCOPIC UNIT, U/TV6DDttA
RADIOGRAPHIC/FLUOROS~lC UNIT, U/TV800MA
RADIOGRAPl!IC/FLUOROS~lC UJl[T,U/TV8DDMA
RADIOMETER, USER
RADIOTHERAPY UNIT, C08ALT, 100CM
RADIUSCOPE
RAIL SYSTEM, UTILJTY, (LAS AND ELEC

567

MORTUARY, FOUR TRAY
IKXISE, 4 TIER, 20 CAGES PER RACK
MOUSE, 5 TIER, 25 CAGES PER TIER
PACK, HOT/COLD, MALL MOUNTED
PAMPHLET, F!S
PAUPHLET, U/NNTD
POOL CUE
RABBIT, 3 CAGES PER RACK
RABBIT, 6 CAGES PER RACK
REAGENT, 1 TIER, 19XUX12
REFRIGERATOR, 7Dx26x27
RWENT, 4 TIER, 20 CAGES PER RACK
RODENT, 5 TIER
SINGLE CAGE, PRIMATE
STORAGE, CYLINDER, MEDICAL GAS
STORAGE, FCM), CRS, 61X45X15
STORAGE, FREEZER, GRAVITY FLOM
STORAGE, M081LE, SS WIRE
STORAGE, PISTOL
STORAGE, RIFLE
TRAY, CRS, MEL, 67X22X29
MASH. PANAITENSIL

lTUBE, 60DMA
2TUBE, U/TBL, 30DXA
AUTO CHEST,6D0/800#tA
CARDIAC CATH, 1250MA
CEPHAL@(ETRIC
COMPUTERIZED T~O
DENTAL, PANO & CEPH
DENTAL, PANOGRAPHIC
DENTAL, PORTA8LE, 7)(A
DENTAL, U/ltNTO, 15 MA
OENTAL, U/MNTO, 7MA
HEAD, U/STANDSCHAIR
LINEAR T@U), 800NA
MA14ROGRAPHIC, 3PHASE
WMOGRAPHIC, 40DMA
MAXXOGRAPHIC, MOBILE
MEL, 8ATTERY, 10DKA
MBL, CEILING SUSPEND’
M081LE
MULTIDIRECTIONAL T~
THERAPY, SUPERFICIAL
UROLOGICAL, 6DDMA
U/TABLE, 60DMA
U/TILT TBL, 60 D/8DDMA

U2580
VO070
VOD69
M8270
F2315
F231O
F2X5
vO076
VO074
CO055
R95DD
VOD67
VD065
VOOD8
M2025
K6260
K5550
M2035
UDolo
Uooos
K8500
K8200
)$4125
A401O
UX050
X6320
X5800
x51 00
x6190
X5500
x6240
x65D5
x6500
U)(O75
X6450
X6600
x5335
x6345
X5440
XM30
X5435
X478D
X4785
UX060
x6355
X86D0
x6S30
X57D0
X5900
X6040
X5fbso
UX065
X618D
X6340
x6170
x6175
x6185
X6400
X4880
x6535
X4890
X6350
X6800
%6810
T8035
x8~
ti565
A1107

c
c
c
c
c
A
c
c
c
A
c
c
c
c
A
A
A
c
c
c
c
A
c
c
c
F
F
F
F
F
F
F
F
c
F
F
F
F
F
F
c
c
F
c
F
F
F
F
F
F
F
c
F
F
F
F
F
F
c
F
c
F
F
F
c
F
c
A

472

::
346
179
179
in
482
482

3:
481
@f
478
288
222
222
288
466

227
226
303

24
503
529
527
522
S28
526
529
530
530
504
530
531
524
529
526
526
526
521
522
504
530
534
531
527
527
527
526
504
528
529
527
528
528
530
522
531
522
529
532
532
463
535
316
20
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a

RAIL, ACCESSORY MOUNTING, LENGTH A.R.
RAIL , ALTAR, U/REMOVABLE SECT ION
RAIL , APRON, 5. 5X24X22
RAIL , APRON, 5. 5x30x22
RA1 L , APRON, 5. 5x36x22
RAIL , APRON, 5. 5x42x22
RA1 L , APRON, 5. 5X48X22
RAIL, APRON, 5 .5x54 x22
RAIL , APRON, 5. 5x60x22
RAIL , APRON, 5 .5XUX2
RAIL, HAND, PATIENT
RAIL, M(l), U/MNTD, HX144XD
RAI L,D1 SPENSING,W/SUBCONTAI NERS 84x25x16
RAI L,DI SPENSING,W/SUBCONTAI NERS 84x49X16
READER , BAR COOE , HAND HELD U/INTERFACE
READER , Ml CRO HEMATOCRIT , SPl RAL
READER, MICROFICHE
READER , MICROFILM
REAOER/PRINTER, MICROFICHE
REAOER/PRINTER, MICROFILM
RECEPTACLE, FEMININE NAPKIN , CRS, U/MNTD
RECEPTACLE , UASTE , CRS, RECESSED, 4“ULL
RECEPTACLE , UASTE , CRS, SURFACE MCXJNTED
RECORDER, CASSETTE TAPE, AUD 10
RECORDER, CASSETTE , VIOEO, X-RAY
RECOROER, ESOPHAGEAL MOT I L] TY, AF4BULATOR
RECORDER, LONG TERM, ECG, PORT, U/CASE
RECORDER, LONG TERM, ECG, PORTABLE
RECORDER, REEL TO REEL, 4 CHANNEL
RECORDER, TAPE, U/DELAYED AI)D !0 FEEDBACK
RECORDER/PLAYER, CASSETTE, VIDEO
REEL , ION CHAMBER CABLE
REFRACTMETER
REFRIGERATED ROW, MORTUARY, 3 CART
REFRIGERATED ROC#4, MORTUARY, 4 CART
REFRIGERATE R(X14, MORTUARY, ‘5 CART
REFRIGERATED RW4, MORTUARY, 6 CART
REFRIGERATOR,
REFRIGERATOR,
REFRIGERATOR,
REFRIGERATOR,
REFRIGERATOR,
REFRIGERATOR,
REFRIGERATOR,
REFRIGERATOR,
REFRIGERATOR,
REFRIGERATOR,
REFRIGERATOR,
REFRIGERATOR,
REFRIGERATOR,
REFRIGERATOR,
REFRIGERATOR,
REFRIGERATOR,
REFRIGERATOR,
REFRIGERATOR,
REFRIGERATOR,
REFRIGERATOR,
REFRIGERATOR,
REFRIGERATOR,
REFRIGERATOR,
REFRIGERATOR,
REFRIGERATOR,
REFRIGERATOR,
REFRIGERATOR,
REFRIGERATOR,
REFRIGERATOR,
RE FR1 GERATOR ,
REFRIGERATOR,

2SD0, 8SH, 43CUFT
35x24x24, 4CUFT
58x24x30, IOCUFT
64x28x27, 14CUFT
70x32x27, 20CUFT
~36X57, 45CUFT
84x27X37, 25CUFT
84x53x37, 47CUFT
84x78x35, 65cuFT
BID, RAOIO/PHARM, 5CUFT
BIO, SS, 2D0,40CU, 77x57x36
BL~ BANK
BLOW BANK, ZGDO, DR, 60CU
EL(M) BANK, 74X30X28
BLOW BANK, GOO, DR, 25CU
BL~ BANK, U/C, OR
LAB, SS, 200, 6SH,83X56X33
MECHANICAL, BLOOD BANK
MORGUE 2 CAD
MORGUE, 4 CAOAVER,76X73X96
uORGUE,2 CADAVER,80X96X40
FIFORGUE,3 CAO, IO2X96X1OO
FIIORGUE, & iMDAVER,102XZfX96
PASSTHRLI, 84X53X40, 45CU
PASSTHRU, 84X53X40, 45CU
PASSTHRU, B4x78x40, 65CU
PASSTHRU, 84x78x40, 65CU
PREFAB,108x108X1 O8,32OCUFT
ROLLTHRU, 84x78x40, 65CU
ROLLTHRU, 84x78x40 ,45CU
U/C OR F/S, 35x24x26, 4CU

568

A1132
A6000
CO035
cO036
CO037

CO039
CO040
CO041
D9250
A6070
E1500
E2854
E2855
F2700
LOI 20
F0900
F0910
F0905
F0915
A5090
Al 140
A1135
F2050
x5360
M8655
M7735
M7740
F2055
MOOIO
F2270
TO031
L1182
R8200
R8205
R821O
R8215
R611O
R6400
R6800
R7000
R7200
R7400
R7050
R7100
R7600
R6900
R6060
UR015
R6040
R6020
R6010
R6030
R6280
UR025
R7900
R8000
R7905
R7950
R81OO
R8400
RB405
R8420
R8425
R8600
R8470
R8450
R6200

A
A
A
A
A
A
A
A
A
A
A
F
c
c
G
c
c
c
c
c
A
A
A
c
F
c
c
c
c
c
c
c
c
A
A
A
A
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
A
A
A
A
A
A
c
A
c
A
A
A
c

;:
43
43
43
44
44
44
44

110
37

121
128
129
185
234
172
173
172
173

29
22

1:
525
354
331
331
174
270
178
448
242
389
389
389
389
385
384
387
387
387
388
387
387
388
387
384
500
384
384
383
384
386
501
388
389
388
389
389
390
393
390
390
391
390
390
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REFRIGERATOR/FREEZER, 2WLIFT
REFRIGERATOR/FREEZER, 32CUFT
REFRIGERATOR/FREEZER, BIO, UPRIGHT 18CUF
REFRIGERATOR/FREEZER, 810, SS, 00,61x28X27
REFRIGERATOWFREEZER, E/P, 13CUFT
REFRI GERAT08/FREEZER, FIELD, WARD
REFRIGERATOR/ FREEZER,BIO, SS,200, 72x48x30
REGULATOR, VACLW, C/SYSTEN
REPOSITORY, NIGHT, W/SAFE
RESIN CURING U)IIT, VISIBLE LIGHT
RESUSCITATION FLUIDS PRCOUCTION SYSTEM
RESUSCITATOR, 8AG-NASK, HAND OPERATED
RESUSC1 TATOR, IMFANT
RET INOSCOPE , STREAK
RDO, CLOTHES HANGING, PSYC SAFE
RtX), CURTAIN, SHOUER, SS, l’:OIA
ROLLER, DWGH, Pl E , STND/MNTD, 32X31X31
ROOM, CONTROLLED ENVIRONMENT, 114X52X105
R(%X4, CONTROLLEO ENVIRONMENT, 94X55X79
ROTATOR , MIXER
RUN, MOOULAR, STAINLESS STEEL

SAFE, COLLECTION AGENT
SAFE, F/S, CMSS 5
SAFE, FILM, X-RAY, DENTAL, 2CMPT
SAFE, STORAGE, RADIUN
SAFE , U/C, U/~ INATIDN LOCK
SAFELIGHT, 0ARKR(E3t, CEILING NOUNTED
SAFEL IGHT, 0ARKROCX4, PHOTO, 16x1OX3
SAFELIGHT, DARKROCff, UALL OR BNCH/l(NTD
SANDBLASTER, COWLETE
SANDER, DISK, 12” WHEEL
SANDER, TREADLE, F/S, 56X30X20
SAW, 10”, TILTING ARBOR
SAW, BAND, NEAT CUTTING
SAW, SAND, ~=KING
SAU, CIRCULAR, ~UORKING
SAW, HACK, ENDLESS BLADE
SAW, RADIAL ARM
SAW. SCROLL. U/STANO
scAiE#
SCALE,
SCALE ,
SCALE,
SCALE ,
SCALE,
SCALE;
SCALE ,
SCALE,
SCALE,
SCALE,
SCALE ,

AUTtiSY
olAL, 6ENCHT0P, 250LB CAP
IN-BED, 40tlL8 CAP
INFANT, O-35LB
INFANT , FOR INCUBATOR
INGREDIENT
PERSON UEIGHING, HIGH CAPACITY
ROLL ON, SUILT IN, 2000 LB CAP
ROLL ON, F/S, 2000 LB CAP
SIT/STANO
SLING TYPE, DIGITAL READ-OUT
UEIGHING, 300LB CAP

SCALE, UEIGHING; ANINAL, LARGE
SCANNER, ULTRASONIC, N081 LE
SCANNER, ULTRASOUND, A NODE ONLY
SCANNER, ULTRASOUND, CARDIAC (ECHO)
SCANNER , ULTRASOUND, 00PPLER/OPHTHALHI C
SCANNER, ULTRASCAJUD , GENERAL PURPOSE
SCANNER , ULTRASOUND, OBSTETRICAL
SCANNER, ULTRASOUND, PULSED DOPPLER
SCANNER, XRAY F1 LM TO OIGITAL CONVERSION
SCREEN, CONFESSIONAL, PORTA8LE
SCREEN , PROJECTION, 144X144, RE140TE CNTRL
SCREEN, PROJECTION, 32X48, RENDTE CNTRL
SCREEN, PROJECTION, 70X70
SCREEN , PROJECT ION, 84X84
SCREEN, PROJECTION, EYE EXAM
SCREEN, PROJECTION, -T SIZE AS REO
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R=D
R73DD
R607D
R609D
R6180
woos
R6D8D
M0765
A6035
03565
am
Mlloo
Mllos
M36D5
A52D8
A5170
K4150
L71OO
L251O
L7330
W105

F31OD
F3105
Xlno
X9315
F311O
X666D
U)(O15
X6650
08540
T07&0
T0720
T7560
K5600
T0760
Tom
T758D
T7S50
T7620
LS218
K6805
%005
%010
%015
K68D0
M4020
A118D
N4025
%030
M4035
M040
vO025
UK(I4O
X21Z0
X21D5
X2111
X2100
x2115
X2110
X4140
FOD97
I@Oo
MD401
MD41O
ND40s
X5720
F~O

c
c
c
c
c
c
c
c
A
c
c
c
c
c
A
A
c
A
A
c
c

c
c
c
c
A
A
c
A
c
c
c
c
c
c
c
c
c

:
c
c
c
c
c
c
A
c
c
c
c
c
c
c
c
c
c
c
c
c
c
A
A
A
A
A
c

388

z
xi
500
385
278

36

z

=;
318

:
217
263

z
483

189

;:
536

;:
502
531
106
656
456
461
222
456
4S6
461
461

261
224
301
302
302
226
302

3Z
302
302
303

::
514
513
514
533
514
513
520
151
274
274
274
274
319
180
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JSN LOG PAGE
***** I NDEx ***** NOMENCLATURE NUMBER CAT MJ!IBER ***** I NDEx *****

e

SCREEN, PROTECTION , XRAY, MBL , 72X30XD
SCREEN, REAR PROJECTION
SCREEN, TANGENT, 40X40
SCREEN, X-RAY, PROTECTIVE, MOBILE
SCREEN, X-RAY, PROTECTIVE, MOBILE, ADJUS
SCREENING DEVICE, CYSTIC FIBROSIS
SCRUBBER, FLOOR, ALJTCWIATIC, RECHARGEABLE
SEALER , ELECTRON 1C
SEALER, ELECTRON 1C, BL133D BAG
SEALER , HEAT, PLAST lC BAG,, U/MTR , PORT
SENSIT(.METER
SERVER, FCKX), HTD , 2DR, MBL OR CTR/MNTD
SERVER, FOCO, HTD, 4DR, MBL, 27x37x31
SET, STAT IONS OF THE CROSS
SET, STATUE , CHAPEL
SET, STATUE , CHAPEL
SHADES, UINOOU, LASER SAFE
SHAKER, PLATFORM, FROZEN BLOOO PROCESS ‘ G
SHAKER, RECIPROCATING, 5x6x8
SHAKER, ROTATING, 12STD TUBES
SHAKER, ROTATING, 15 SLIDES
SHAK1 NG MACH I NE , LABORATORY
SHAK1 NG MACH I NE, LABORATORY
SHAMPOOER, CARPET, INDUSTRIAL
SHAMPOOER, CARPET, LIGHT DUTY
SHAPER, MEAT/F I SH, CBNT/MNTD , 62x35x30
SHAPER, UEAT/F I SH, TBL/MNTD , 27x27x18
SHAPER, PIE, ROTARY, 60 HX72D 1A
SHARPENER, BLADE , MI CROTIME
SHARPENER, MI CROTf14Er KNI FE, AUT(MAT I C
SHEE?ER/MWLDER, DCUGH, 37X! 13x24
SHELF, 91N UIDE
SHELF, FILING, FILM, 92x38x18
SHELF, FOLO 00UN, PATIENT R(X)M 2x48x15
SHELF, LAVATORY, CRS, 51N HIDE
SHELF, Mm, U/P/H, SH, CSH, U/TASK LITE
SHELF, REAGENT, 2 TIER,29XUX8
SHELF, REAGENT, COUNTERTOP, 8XUX8
SHELF, REAGENT, TIER, 19XIJX8
SHELF , USE U/FRAME, TABLE, 1. 5x48x24
SHELF, WORK BOX, DUJBLE
SHELF, UORK BOX, SINGLE
SHELF, MONITOR, R/H (HORIZ) MLXI,16X24X17
SHELV,MED REC, MOf), PANELS, U/P/H,84X145X13
SHELV,MCO, CSH, SH, UPH,TASK LIGHT 84X49X13
SHELV. ,CSH, SH,U/P/H, TASK LIGHTS 84x25x13
SHELVING,
SHELVING,
SHELVING,
SHELVING,
SHELVING,
SHELVING,
SHELVING,
SHELVING,
SHELVING,,
SHELVING,
SHELVING,
SHELVING,
SHELVING,
SHELVING,
SHELVING,
SHELVING,
SHELVING,
‘SHELVING,
SHELVING,
SHELVING,
SHELVING,
SHELVING,

2CSH, U/P/H, 84X37X13
2CSH, bJ/P/H , 84X49X13
3SH, U/i?/H, 84x25x13
3SH, U/P/H, 84X37X13
3SH , U/P/H , 84X49X13
CAR(XISEL , W/PICK STAT ION
CSH , 2SH , U/P/H, 84X49X13
FILE, OPEN, DOUBLE
FILE, OPEN, PT RCD
FILE, OPEN, SINGLE, 76x12x36
Mm, 4SH ,U/P/H, PANELS 84X49X13
Mm, 4SH ,bJ/P/H, PANELS,84X25X13
Mm, 4SH ,U/P/H, PANELS,84X49X13
mm, 5SH,hI/P/H, PANELS,84X49X16
Mm, 6SH U/P/H, PANELS,84X37X13
MCX), 6SH,U/P/H, PANELS 84X49X13
MOD, CSH, SH, U/P/H, 84X49X13
MOD ,4CSH ,U/P/H, PANELS 84x25x13
MIX),4CSH ,U/P/M , PANELS 84X49X13
STORAGE
STORAGE
STORAGE 7711H X 36”IJ X 12110

570

UX055
A6130
H5725
X3145
X3147
L106O
M2650
UM105
M1450
t42700
x9875
K6245
K6250
FO070
FO065
FO065
A6313
L851 O
L8500
L8520
L8540
UL055
WL065
F251O
F2505
K41OO
K4120
K4140
L9015
ULO1O
K6280
A5160
X1171
A5161
A5165
E5850
CO059
cO060
CO058
D0670
D0492
D0491
E1550
E 1800
E2870
E2872
E2877
E2878
E2880
E2881
E2882
U2020
E2875
F3300
A1150
F3305
E2853
E2851
E2850
E2856
E2858
E2859
E2871
E2861
E2860
M2055
M2060
M2050

c
A
c
c
c
c
c
c
c
c
c
A
A
c
c
c
A
c
c
c
c
c
c
c
c
c
c
c
c
c
A
A
c
A
A
c
A
A
A
A
A
A
c
c
A
A
c
c
c
c
c
A
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c

503

3;
515
516
239
294
494
283
294
539
222
222
150
150
150

2:
265
266
266
488
488
184

;:
217
217
267
486
222

5::
31

1:$

::
46
88
85
85

122
122
130
130
131
131
131
131
131
467
131
190

22
190
128
128
128
129
129
129
130
130
129
289
289
289

m
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JSN LOG PAGE
●— INDEX ‘~ NOMENCLATURE NUMBER CAT

($???

NUMBER *H* INDEX ● ***

U-J

O.:‘F .’

SHELVING, STORAGE,
SHELVING, STORAGE,
SHELVING, STORAGE,
SHELVING, STORAGE,
SHELVING, STORAGE,
SHELVING, STORAGE,
SHELVING, STORAGE,
SHELVING, STORAGE,
SHELVING, STORAGE,
SHELVING, STORAGE,
SHELVING, STORAGE,

77X24X18
m6x18
77X36X18, ELEC. MNE
77X48X12
BEAX BLOCK TRAY
GRAVITY FEED, UAREHW
HXVX18
UOVABLE AISLE, MANUAL
MOVA8LE AISLE, PWERED
PALLET
WAREHOUSE ~ 364/ 240

SHELVING, STORAGE , WAREHWSE 77H 36U 360
SHELVING, W/ENO PANELS, M/P/H, 84X69X13
SHELVING, WIRE, CHRC+tE, ROB I LE , 71x26x27
sHELvlNG,mm,3csH,3sH, EoP,w/P/H,84x48x16
sHELvING,Ma),4sH, u/P/H, E/PANELs,84x37x13
SHELVING. ~.bJ/P/H.W/END PMELS.84X31X13
SHIELD,
SHOWER,
SHOUER,
SHOWER,
SHOUER,
SHCAIER,
SHOWER,
SHDUER,
SHOUER,
SHOWER .

1 BL6CK, tiIUM HANDLING
CABINET , 88X36X36
CONCEALED
EXERGENCY, CEILING
LITTER
PAT lENT , PSYCHIATRIC
SAFETY, F/S, U/EYE/FACE WASH
SINGLE
UALK THROUGH
UALK THR(XJGH . DECONTAMINATION

SHREDDER, PAPER, SEtiR1 TY
SHUTTER, ROLL , CRS, U/HOIX)
SIGROIDOSCUPE, FIBEROPTIC, ADULT OR PED.
SIGJtOIOOSCOPE, VIDEO, ADULT OR PED .
SIGMOIDOSCOPE, VIDEO, ADULT OR PEO.
S1 LVER RECOVERY SYSTEM, 10 GAL, 24X15X38
SILVER RECOVERY SYSTEM, 2 GAL, 15x12x12
SILVER RECOVERY SYSTEM, 5 GAL,20X12X12
SILVER RECOVERY SYSTEM, 6 GAL, 21x15x15
SIXULATOR, DRIVING, UORK THERAPY
SIMULATOR, THERAPY, X-RAY
SIXULATOR, UORK THERAPY, CCUPUTER ASSIST
SINK, BATH, INFANT
SINK, CHEMICAL RESIN, 19X18X19 (10)
SINK, CHEMICAL RESIN, 19x26x19 ( ID)
SINK, COOK’S, lCUPT, 34X28X24
SINK, COOK’S, lCMPT, 34X30X14/24
SINK, COOK’S, 2CtXtPARTXENTS
SINK, COUNTER, 10x13.5x16
SINK, CCUNTER, 10X19X16
SINK, COUNTER, 10x22x16
SINK, COUNTER, 12x19x16
SINK, COUNTER, 12x22X16
SINK, COUNTER, 12X26X18
SINK, COUNTER, 280UL, 10.5x28x16
SINK, COUNTER, 6x12x9
SINK, COUNTER, 7.5x11.5x16
SINK, COUNTER, 7.5x12x12
SINK, COUNTER, 7.5x13.5x16
SINK, COUNTER, 7.5X14X16
SINK, COUNTER, 7.5x14x18
SINK, COUNTER, 7.5X16X11 .5
SINK, COUNTER, 7.5X16X13.5
SINK, COUNTER, 7.5X16X16
SINK, CLWNTER, 7.5x19x16
SINK, CCUNTER, 7.5X20X16
SINK, COUNTER, 7.5x22x16
SINK, COUNTER, 7.5x24x18
SINK, COUNTER, 7.5x28x16
SINK, COUNTER, CUP
SINK, COUNTER, OROPIN 12X14X14

571

N2D65
H2070
M2D40
H207S
N2D45
N216D
H208D
A1145
A1155
M2085
N209D
82095
E1802
R9600
E2862
E2852
E2857
x9320
P5150
P51OO
P5200
p53ao
P5350
P521O
P5040
P5230
P531O
F2540
A6135
M8545
M8546
M8546
X541O
X5414
x5416
x5420
R8285
X8501
X829D
W130
CS270
CS260
P4200
K6300
K6305
CS140
CS150
CS170
CS16D
CS180
CS200
CS230
CS250
CS020
Csolo
CS030
CS040
CS080
CS050
CSD60
CS070
CSD90
Csloo
Csllo
CS120
CS130
CS220
CS240

c
c
c
c
c
c
A
c
c
c
c
c
c
c
c
c
c
c
A
A
A
A
A
A
A
A
A
c
A
c
c
c
c
c
c
c
c
F
c
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A*

289
290
289

289
292
290

22
22

290
290
290

::
130
128

:3
371
371
371
372
372
372
371
372
372
185

3;
352
352

:E
525
525

534

3n
n
75

370
223
223

z
74
73
74
74
74
75
71
71
71

:
72
72
72
n
72
73
73
73
74
74
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a
SINK,
SINK,
SINK,
SINK,
SINK,
SINK,
SINK,
SINK,
SINK,
SINK,
SINK,
SINK,
SINK,
SINK,
SINK,
SINK,
SINK,
SINK,
SINK,
SINK,
SINK,
SINK,
SINK,
SINK,
SINK,
SINK,
SINK,
SINK,
SINK,
SINK,
SINK,
SINK,
SINK,
SINK,
SINK,

CRS, IOX18X14
CRS, 18 GAUGE, IOXI4X1O
CRS, 7.5X18X14
CRS, Ccnplete, 6xI4x1O
CUP , RACEWAY
FLUSHING RIM, 17X24X22
FLUSHING RIM, CHINA, 18X26X22
LEAD LINED, HOTSINK
MOP , MOLDED STONE, 10X36X24
PACK , CHINA, 13-1 /2X22X20
PLASTER , CHINA, 9.5x30x22
PREP . VEGETABLE. 2CMPT . U/DRNBD/GD
PRINi,
SCRUB,
SCRUB ,
SCRUB,
SCRUB ,
SCRUB,
SCRUB,
SCRUB,
SCRUB,

PHOTOGRAPH I C, H~UXb -
CH 1NA, IOX30X22
CHINA, 12X28X22
CHINA, H/URST CNTRL, 10x31x23
D(XJBLE, AUT(MAT IC
SS, 1-3 BAY, W/KNEE VALVE
U/FT PEDAL, 13- l/2x22x19
U/KNEE VALVE , 13.5x22x19
U/WRST CONTROL, 13. 5X22Xl9

SCULLERY, 3CMPT , U/HTR/UHIRLPOOL
SERVICE , CAST IRON, 14x24x20
SERVICE , FLOUR, CNR/MNTD , 8X28X28
SOAK, PT8L, lCMPT, 39X27X25
Ss, IOX14XI0
SS, 11x25x22
SS, 12X20X16
SS, 18 GAUGE, 10XI4XI4
SS, 18 GAUGE, 11X18X14
Ss, 6X14XI0
SS, DOUBLE, 8x33x22
UTILITY, CRS, DEEP, DBL, U/DRNBD
UTILITY, DWBLE, 7-3/8S1 2x33x22
WASH I NG , CAGE. CRS. 16x26x24

SINK; SCRUB, CHi NA,W/FT PEDAL, 10X31X23
SLICER, MEAT, TABLE , 29x26x24
SOAP OISH, lJ/GRAB BAR, RECESSED
SOFA, UPHOLSTERED
SOFA, UPHOLSTERED , LOVE SEAT
SOLDERING UNIT, PREC1S1ON
SOLDER I NG/BRAZ1 NG UNIT
SWIRCE, LIGHT, FIBEROPTIC
SWRCE , LIGHT , FIBEROPTIC HEADLAMP, REG
SWRCE, LIGHT, F IBEROPT1 C HEADLAJ4P, PHOT0
SPEAKING GRILLE, L] GHTPR~F
SPECTROMETER, INFRARED , SINGLE BEAM
SPECTROMETER, WASS, ANES/RESP GAS, MNTRNG
SPECTROPHOTOMETER, ATOMIC ABSORPTION
SPECTROPHOTOMETER, ATMIC ABSORPT ION
SPECTROPHOTOMETER, ATM I C ABSORPT 10N
SPECTROPHOT(XI! ETER, DIGITAL
SPECTROPHOTCMETER, FLUORESCENCE
SPECTROPHOT(M4ETER, INFRARED, TWO BEAM
SPECTROPHOTO+IETER, VIS/UV, BASIC
SPHYGKWANIXIETER, ANEROID, UALL MWNTED
SPHYGIMX4ANU4ETER, ELECTRONIC, ADULT
SPHYGMCMANCYIETER, ELECTRON, I C, INFANT
SPHYGMCM!ANOMETER . MECURY . WALL MWNTED
SPl RtX4ETER, D IAGNOST 1C, ilANUAL
SPIROMETER, MONITORING, HAND HELD
SPIROMETER, THERAPEUTIC
SPUTTER COATER
STACKER, STRADDLE, 127”L I FT H,2000LB
STAINER, SLIOE , AUTO, HEMATOLOGY
STAINER, SLIDE , BATCH, HISTOLOGICAL
STANO, BASIN, CRS, MOBILE, DWBLE
STAND , BASIN, CRS, MOBILE, SINGLE

572

CAP

D0805
D0795
D9880
D9872
L5220
P6~40
P6350
UO035
P4?O0
P3570
P3520
K6700
M0350
P6900
P351O
P6920
P6990
P6980
P6960
P6950
P6970
K6660
P6500
P6380
K6670
DO81O
P4040
D0800
00791
00790
DO???2
P4240
P4220
P6400
P6150
P691O
K6720
A5175
F0375
F0380
D3290
08550
M8550
M8551
H8552
x4200
L1 040
M7900
L7060
L7070
L7080
WL125
L7085
L7050
L7090
M4100
M4105
M411O
n4115
M0700
M0705
M0710
U2060
M2125
L8580
L8585
M8920
H8925

A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
c
A
c
c
c
c
c
c
c
A
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c

91
90

116
116
26%,:,
373
373.
464
371
369
368
223
273
374
368
374
375
375
374
374
375
223
373
373
223

91
370

91
90
90

3;:
370
373
372
374
224

1::
158

97
106
353
353
353
521
238
335
262
262
262
489
263
262
263
303
303
303
303
276
276
277

29~
266
267
357
357
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STAND,
STAND ,
STAND,
STAND,
STAND,
STAND ,
STAND,
STAND ,
STAND ,
STAND ,
STAND ,
STAND ,
STAND,
STAND ,
STAND,

WCKY, VERTICAL, TILT, AUT~TIC
CEILING, 141CROSURGERY
CHEST, X-RAY, U/8UCJCY8GR10, FIXED
D1CTIONARY
INSTRUMENT, OPHTHALMIC
INSTRUMENT/TREAT, CRS, 64x36x20
IV, ADJUSTABLE
JACK, SHOE REPAIR
MAYO
PRINTER, DOU8LE, 42$’H-24’’u-2O~’O
PROJECTION
SMOKING
TELEPHONE, EX
TEST, RAD1OLOGICAL COMPLIANCE TST
TRACTION, CRS, PORTA8LE

STAND, INSTRUMENT, SLIRGICAL, FIELD, 56X23X24
STAR OF OAVID, CHAPEL

O,,,,‘~

STAT 10N ,
STAT 10N,
STAT 10N,
STATION ,
STATION,
STATION,
STAT 10N ,
STAT ION,
STAT ION ,
STAT ION ,
STAT JON ,
STAT ION,
STATION,
STAT ION ,
STEAMER,

CLti/DUMP, WASTE, PORTA8LE
CONTROL, McZJ,2DR,2CSH,43X128X81
DIAPER CHANGIIJG, UALL NWNTED
IV, U/PLlJM8JNG, 80x72x28
PATHOLOGY, GROSS
PNELMATIC TU8E SYSTER
RACKING, 31X50X20
SOLUTI04 PREP, 36X84X25
VENDING XACHINE
UASH, EYE, FLOOR MWNTED
WASH, EYE, U/SHWER
WASH, EYE, MALL NCUNTED
UASH, EYE/FACE, CWNTER TOP
UORK THERAPY, ASSEKBLY
STACK, 2 CMPARTNENTS

STEAMER, STACK; 3 COMPARTMENTS
STEREOSCOPE
STERILIZER, ACCESSORY PACK 16X16X26
STERILIZER, ACESSORY PACK 20X20X38
STERILIZER, DISPOSAL, SHARPS
STERILIZER, DRY HEAT
STERILIZER, ELEC, DO, TBL/MNTD, 16x16x19
STERILIZER, ELEC, DO, TBL/NNTD, 19X15X23
STERILIZER, ELEC, GR, 2D0, RCS0,16X16X26
STERJLIZER, ELEC, GR, 200, RCS0,20X2DX38
STERILIZER, ELEC, GR, 200, RCSD,i!OX20X38
STERILIZER, ELEC, GR, 200, RCS0,24X36X36
STERILIZER, ELEC, GR, ZOO, RCS0,24X36X48
STERILIZER, ELEC, GR, 2D0, RCS0,24X36X48
STERIL~ZER, ELEC, GR, 200, RCS0,24X36X60
STERILIZER, ELEC, GR, 200, RCST),24X36X60
STERILIZER, ELEC, GR, 2D0,2RCSD,20X20X38
STERILIZER, ELEC, GR, 2D0,2RCS0,24X36X48
STERILIZER, ELEC, GR, 200,2RCS0,24X36X6D
STERILIZER, ELEC, GR, DO, CA8, 12X12X26
STERILIZER, ELEC, GA, DO, CA8, 16X16X26
STERILIZER, ElEC, GR, 00, CA8, 20X20X38
STERILIZER, ELEC, GA, DO, CA8, 24x36x36
STERILIZER, ELEC, GR, DO, CAB, 24x36X48
STERILIZER, ELEC, GR, DO, CA8, 24x36X60
STERILIZER, ELEC, GR, 00, RCSD, 12x12X24
STERJLIZER, ELEC, GR, DO, RCSD, 16X16X26
STERILIZER, ELEC, LAB, 200, RCS0,16X16X26
STERILIZER, ELEC, LA8, 2D0, RCSD,20X20X38
STERILIZER, ELEC, LA8, DO, CAB, 16X16X26
STERILIZER, ELEC, U8, DO, CA8, 20X20X3%
STERILIZER, ELEC, LA8, DO, CA8, 24x36X36
STERILJZER, ELEC, LA8, DO, CA8, 2&36x48
STERILIZER, ELEC, LA8, 00, CA8, 24x36X60
STERILIZER, ELEC, W, DO, RCS0,16X16X26
STERILIZER, ELEC, LA8, DO, RCSD,20X20X38

5’73

Xlb05
K8930
X0980
F0850
6730
R8935
!(4255
TO81O
X8810
F0711
F0835
F0830
FD840
TO020
W20
NIJoso
FO080
V0120
E2500
A4995
A1015
L9720
A6165
S9610
H7280
A6D30
P1950
P2050
P2000
P1960

K3600
K3605
M5570
S0190
S0290
S1025
S5080
US015
Usoos
S0117
S0212
s0217
s0312
S0412
S0417
s0512
S0517
S0222
S0422
S0522
54957
SO1O7
s0207
S0307
SD407
S0507
54%2
s0112
SO157
S0257
S0147
s0247
S0347
SOU7
S0547
S0152
S0252

F
A
F
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
F
A
A
A
A
A
A
A
A
A
A
A
c
A
A
c
A
A
A
c
c
c
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A

::
505

:;
358
304
457
356
167
171
171
171
447
4W
492
150
484
127
25

2:;

z
3B

36
365

E
365
347
213
213
316
397
403
425
441
501
501
393

:E
404
407
408
413
414
3W
408
414
440
392
397
403
407
413
441
392
396
402
395
401
405
411
417
395
402
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JSN
NWENCLATURE NUMBER

STER1 L IZER,
STERILIZER,
STERILIZER,
STERI L 1ZER,
STERI L 1ZER,
STERILIZER,
STERILIZER,
STERILIZER,
STERILIZER,
STERILIZER,
STERILIZER,
STER1 L I ZER,
STERI L [ZER,
STERILIZER,
STERILIZER,
STERI L 1ZER,
STERILIZER,
STERILIZER,
STERILIZER,
STERILIZER,
STERILIZER,
STERILIZER,
STERILIZER,
STERILIZER,
STERILIZER,
STERILIZER,
STERILIZER,
STERILIZER,
STER 1L IZER,
STER1 L I ZER,
STERILIZER,
STERILIZER,
STERILIZER,
STERILIZER,
STERILIZER,
STERILIZER ,
STERILIZER ,
STERILIZER,
STERILIZER,
STERILIZER,
STERILIZER,
STERILIZER,
STERILIZER,
STERILIZER,
STERILIZER,
STERILIZER,
STERILIZER ,
STER1 L IZER,
STERl L IZER,
STER1 L 1ZER,
STERI L 1ZER,
STERILIZER,
STERILIZER,
STERILIZER,
STERILIZER,
STERILIZER,
STERILIZER,
STERILIZER ,
STERILIZER ,
STER1 L I ZER,
STERILIZER,
STERILIZER,
STERILIZER,
STERILIZER,
STERILIZER,
STERILIZER ,
STERILIZER,
STER1 L lZER,

ELEC, LAB, DO, RCSD,24X36X36
ELEC, LAB, DO, RcS0,24X36X48
ELEC, LAB, 00, RCSD ,24x36x48
ELEC, LAB, 200, RCSD, 24x36x48
ELEC, LAB, 200, RCSD , 24x36x48
ELEC , LAB ,200, 2RCSD , 20x20X38
ELEC, LAB, 200, 2RCSD , 24x36x48
ELEC, LAB, 2D0, 2RCS0 , 24X36X6O
ELEC, PORT,2TRAY,CAB,9D1 AX16
ELEC , VAC , 2D0, FLR , 24X62X76
ELEC, VAC, 200, PIT,24x62x76
ELEC, VAC, 2D0, RCSD, 16X16X26
ELEC, VAC, 2D0, RCSD,20X20X38
ELEC, VAC, 2D0, RCS0, 24x36x48
ELEC, VAC, 2D0,RCS0, 24x36x60
ELEC, VAC, DO, CAB, 16X16X26
ELEC, VAC, DO, CAB, 20x20x38
ELEC, VAC, DO, CAB, 24X36X36
ELEC, VAC, DO, CAB, 24X36X48
ELEC, VAC, DO, CAB, 24x36x60
ELEC, VAC, DO, FLR, 24x62x76
ELEC, VAC, DO, PIT, 24x62x76
ELEC, VAC, DO, RCSD, 16x16x26
ELEC, VAC, DO, RCSD,20X2DX38
ELEC, VAC, DO, RCSD, 24x36x36
ELEC, VAC, DO, RCS0,24X36X48
ELEC, VAC, DO, RCSD,24X36X60
ELEC, VAC,2D0, 2RCSD, 20x20x38
ELEC , VAC , 2D0, 2RCSD, 24x36x48
ELEC, VAC,2D0,2RCSD , 24x36x60
ELECTRIC, 15x26 CHAMBER
GLASS BEAD
INSTRUMENT , ELEC, CTR/MNTO
INSTRUMENT , ELEC, CTR/MNTD
LOADING CAR/C 24X36X48
RETORT
STEAM, DO, CAB , 24x36x36
STEAM, DO, CAB, 24x36x48
STEAM, DO, CAB, 24 X36X6O
STEAM, GR, 200, RCSO, 16x16x26
STEAM, GR, 2D0, RCSO, 20x20x38
STEAM, GR, 2D0, RCS0 , 24x36x48
STEAM, GR, 2D0, RCS0, 24x36x60
STEAM, GR, DO, CAB, 20x20x38
STEAM, GR, DO, CAB, 16x16x26
STEAM, GR, DO, RCSD , 12x12x24
STEAM, GR, DO, RCSD,16X16X26
STEAM, GR, 00, RCSD , 20x20x38
STEAM, GR, DO, RCSD , 24x36x36
STEAM , GR , DO, RCSD , 24X36X48
STEAM, GR, 00, RCSD, 24x36x60
STEAM , GR ,200, 2RCS0 , 20x20x38
STEAM , GR , 2D0, 2RCSD,24X36X48
STEAM , GR , 2D0, 2RCS0, 24x36x60
STEAM, LAB, DO, CAB, !6x16x26
STEAM , LAB, DO, CAB, 20x20x38
STEAM , LAB, DO, CAB, 24x36x36
STEAM , LAB, 00, CAB, 24x36x48
STEAM , LAB, 00, CAB, 24X36X6O
STEAJ4, LAB, DO, RCSD, 16X16X26
STEAM, LAB, DO, RCSD , 20x20x38
STEAM, LAB, DO, RCSD , 24x36x36
STEAM, LAB, DO, RCSD , 24x36x48
STEAM, LAB, 00, RCSD , 24x36x60
STEAM, LAB, 200, RCSD , 16X?6X26
STEAM , LAB, 200, RCSD , 20x20x38
STEAM , LAB, 2D0, RCSD , 24x36x48
STEAM, LAB , 2D0, RCSD , 24x36x60

574

s0352
s0452
s0552
S0457
S0557
s0262
s0462
s0562
S201O
SD637
S0642
S0137
s0237
SD437
S0537
s0127
s0227
s0327
s0427
s0527
s0627
S0632
s0132
s0232
S0332
s0432
s0532
s0242
S0442
s0542
S4950
08860
s4800
S4900
S0495
S1035
S0305
S0405
S0505
S0115
s0215
S0415
SCE15
S0205
SOI05
S4960
Sol lo
S021’O
S031 o
S041 o
SOS 10
S0220
s0420
s0520
SO145
s0245
S0345
S0445
S0545
S0150
S0250
S0350
S0450
S0550
S0155
s0255
S0455
S0555

LOG PAGE
CAT NUMBER ***** I NDEx *****

A 406 *

A 411
A 417
A 412
A 418
A 403
A 412
A 418
c 434
A 420
A 421
A 394
A 400
A 410
A 416
A 393
A 399
A 404
A 409
A 415
A 419
A 420
A 394
A 400
A 405
A 409
A 415
A 401
A 410
A
c
c
c
c
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A

416
440
107
439
439
412
425
403
406
413
392
39a
407
414
397
391
440
392
397
404
407
413
398
408
414
394
401
405
410
417
395
401
406
411
417
395
402
411
418
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STERI L 1ZER,
STERILIZER,
STER1 L IZER,
STERILIZER,
STERILIZER,
STERILIZER,
STERILIZER,
STERILIZER,
STERILIZER,
STERILIZER,
STERILIZER,
STERILIZER,
STERILIZER,
STERILIZER,
STERILIZER,
STERILIZER,
STERILIZER,
STERILIZER,
STERILIZER,
STERILIZER,
STERILIZER,
STERtL12ER,
STERILIZER,
STERILIZER,
STERILIZER,
STER1 L IZER,
STERILIZER,
STERILIZER,
STER 1L IZER,
STERILIZER,
STERILIZER,
STERILIZER.

STEAM, VAC. 200, fLR,24x62x76
STEAM, VAC, 200, P1T,24X62X76
STEAM, VAC, DO, CA8, 16X16X26
STEAN, VAC, (X), CA8, 20X20X38
STEAM, VAC, DO, CA8,2GG6X36
STEAM, VAC, DO, FLR,24x62x76
STEAM, VAC, 00, PIT,24X6ZX76
STEAM, VAC, DO, RCSO, 16X16X26
STEAM, VAC, D0,RcsD,20x20x38
STEAII, VAC, 00, RCSD,24X36X36
STEAM, VAC, DO, RCS0,24X36X48
STEAM, VAC, 00, RCSD, Z41@X60
STEM, VAC,2D0,RCS0, 16X16X26
STEAM, VAC,2D0, RCSD , 20X20X38
STEAM, VAC,2D0, RCSD,24X36X48
STIW, VAC, 200, RCSO, 24X36X6O
STEAM, LA8, 200, 2RCSD , 20X20X38
STEAH, LAS, 2D0,2RCSD,2M36X48
STEAM, LA8, 2D0,2RCS0, 24X36X60
STEAM, VAC, DO, CAB, 24x36x48
STEAJ4, VAC, 00, CAE, 24X36X60
STEAM, VAC,ZDO, 2RCS0, 20X20X38
STEAM, VAC, 200, 2RCSD, 24x36x48
STEM, VAC, 2D0,2RCSD , 24X36X60
5TH, OR, DO, CA8, 2DX20X38
ST!I, GRVTY, 12X12X24
TRANSFER CAR/C 20X20X38
TRANSFER CAR/C 24X36)(6O
TRASNFER CAR/C 24x36x36
VAPOR, CHEMtCAL, 10x16
VAPOR, CHEKICAL, 6X11

. VAPOR; CHEMICAL; 8X14
STERILIZER/AERATOR . EO. 200. FLR.24X62X62
STERILIZER/AERATOR :
STERI L 1ZER/AERATOR,
STERILIZER/AERATOR ,
STER1 L IZER/AERATOR,
STERILIZER/AERATOR,
STERILIZER/AERATOR ,
STERIL12ER/AERATOR,
STER 1L 12ER/AERATOR,
STERI L I ZER/AERATtX,
STERILIZERfAERATOR,
STER1 L lZER/AERATtX?,
STERILIZER/AERATOR,
STERI L I ZER/AHtATOR ,
STERILIZER/AERATOR ,
STERILIZER/AERATOR ,
STERI L 1ZER/AERATOR,
STERILIZER/AERATOR ,
STERILIZER/AERATOR,
STER1 LIZER/AERATOR,
STERILIZER/AERATOR,
STERILIZER/AERATOR,
STERl L I ZER/AERATOR,
STER I LI ZER/AERATWl ,
STERI L 12ER/AERAToR ,
STERI L] ZER/AERATU?,
STER I L I ZER/AERATUi ,
STERILIZER/AERATOR ,
STER 1L IZER/AERATOU,
STER I L I ZER/AERATLKt,
STERI L1 ZER/AERATOR,
STERILIZER/AERATff ,
STERI L I ZER/AERAT~,
STER I L I ZER/AERAT~ ,
STERILIZER/AERATOR,
STER I L I ZER/AERATLXt,

EO; 200; FLR ; 24X62X42
EO, 200, FLR,24X62X76
EO, 200, FLR, 24X62X76
EO, 200, FLR,26X62X76
EO, 2D0,PIT,24X62X42
EO, 2D0,PIT, 24X62X42
EO, 2D0,PIT,26x62x76
EO, 00, CA8 , 20X20X38
EO, 00, CAB, 20X20X38
EO, DO, CA8,24X36X48
EO, DO, CA8,24X36X48
EO, DO, CAB, 2M36X60
EO, DO, CA8, 26X36X60
EO, DO, FLR,24X62X42
EO, 00, FLR,24X62X42
EO, DO, FLR , 24X62X76
EO, 00, FLR,24X62X76
EO, DO, P1T,24X62X42
EO, DO, P1 T , 24x62x42
EO, DO, PIT,24X62X76
EO, 00, PIT, 24x62x76
EO, 00, RCSD,20X20X38
EO, D0,RCSD,20X20X38
EO, 00, RCSO, 24X36X48
EO, 00, RCSD,24X36X48
EO, D0,RCSD,20C36X60
EO, 00, RCSD, 24X36X60
EO, 200, RCSD ,20X20X38
EO, 200, RCSD , 20X20X38
E0,2D0,RCSD,24X36X48
EO, 200, RCSO, 24X36X48
E0,2D0,RCSD ,2&X36X60
EO, 2D0,RCSD, 24X36X60
ETO, RCSD, 4CLJFT CAP
ETO, RCSD,4 ~FT CAP

575

SO&s

S012S
S0225
S0325
SD625
S0630
S0130
SOBO
S0330
S0430
S0530
so13!i
S0235
S0435
S0535
S0260
S0460
S0560
S0423
S0525
S0240
SD440
S0540
Msa30
sum
sons
S0595
sons

S4810
S4820
S1315
S1317
S1215
s1217
S1220
S132D
s1322
S1222
S0805
SD807
S1OO5
SIO07
Silos
S1107
S1305
S1307
S1205
S1207
S131O
s1312
S121O
S1212
SD81O
S0812
Slolo
S1012
Slllo
S1112
S0815
S0817
S1015
S1017
S1115
S1117
S4105
S4105

A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
c
A
A
A
A
c
c
c
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A

420
420
393
3W
404
419
419

::
405
fiw
415
394
400
409
416
402
412
418
408
415
400
410
416
501
440
403
419
.406
439
439
439
431
431
429
429
429
431
431
429
421
421
423
4=
426
426
430
430
428
428
430
430
428
428
421
422
423
424
426
426
422
422
624
424
427
427
437
438

Source: https://assist.dla.mil -- Downloaded: 2016-12-11T01:05Z
Check the source to verify that this is the current version before use.



MIL-STD-1691F

1 JULY 1993 APPENDIX A

JSN LOG PAGE
***** I NDEx ***** N~ENCLATURE NUMBER CAT NUMBER ***** JNDEx *****

a
STERI L I ZER/AERATOR, E0,2D0, 2RCSD, 20x20x38
STER 1L 1ZER/AERATOR , EO, 2D0, 2RCSLl, 20x20x38
STERILIZER/AERATOR , EO, 2D0, 2RCSD , 24x36x48
STER I L 1ZER/AERATOR , EO, 2D0, 2RCSD , 24x36x48
STERI L 1ZER/AERATOR, E0,2D0,2RCSD ,24X36X6O
STER 1L I ZER/AERATOR ,EO, 2D0, 2RCSD , 24x36x60
ST] LL, HATER, ELEC,2G, U/10G STORAGE TANK
STILL, HATER, ELECTRIC, ?GPH
STILL, WATER, ELECTRIC, 3GPH
STILL, WATER, ELECT.RIC, 5GPH
STILL, HATER, STEAM, 10GPH
STILL, UATER, STEAM, 5GPH
STILL, UATER, STM, 10G,U/40G STORAGE TANK
STILL , UATER, STM, 10 G, U/50G STORAGE TANK
STILL , XYLENE RECOVERY
STIMULATOR , NEUROMUSCULAR
ST lMULATOR, NEUROMUSCULAR , PTBL ,9X13XI0
ST lMULATOR, TRANSCUTANEWS ELECTRIC NERV
STIRRER, HOT PLATE, MAGENTIC
STIRRER/HOT PLATE, MAGNETIC, LABORATORY
ST~L , ANESTHESIA, U/BACK
STOOL, DENTAL , LABORATORY
STOOL , OPERATING, OENTAL , ASSISTANT
ST(XJL , OPERATING, DENTAL, DOCTOR
STOOL, OPHTHALMOLOGY, REVOLVING
STOOL, REVOLVING
STCXIL , SELF ADJUSTING, U/LOCKABLE HE] GHT
STOOL , STEP, RETRACTABLE CASTER
ST~L , SURGEON , REVOLVING
STORAGE UNIT , M(M , R/H, 38x25x18
STOVE , 4 BURNER, U/OVEN
STOVE , 4 BURNER, U/OVEN/Ml CROUAVE
STOVE, W/BROILER/OVEN, GAS
STREAKER, BACTERIAL PLATE . AUTO
STRETCHEii,
STRETCHER,
STRETCHER,
STRETCHER,
STRETCHER,
STRETCHER,
STRETCHER,
STRETCHER,
STRETCHER.

HOSP1 TAL “
MOBILE, CRS, 9 POSITION
MOBILE , CRS, TAPERED HEAD SEC
!IOBI LE, CRS, TAPERED HEAD SEC
MRI C~PATIBLE
RECOVERY , LABOR
RECOVERY, SURGICAL
TRANSPORT , CADAVER
WHEELCHAIR

STRIP , HAN6ER,VERTI CAL ,u/MNTD,84xlx5/8
SUCT ION AND PRESSURE APPARATUS, SURG1 CAL
SUCT ION APPARATUS, DENTAL
SUCT ION APPARATUS, SURG1 CAL
SUPPT . PANEL , TERMINAL, HALF, SUPPT . Mm
SURFACER, LENS, CYLINDER, 2SPINOLE, AUTO
SURFACER, LENS, SPHERICAL , MANUAL
SURGICAL INSTRUMENT AND DRESSING
SbJEEPER/SCRUBBER, STREET
SYSTEM ,
SYSTEM,
SYSTEM,
SYSTEM,
SYSTEM,
SYSTEM,
SYSTEM,
SYSTEM,
SYSTEM,
SYSTEM,
SYSTEM,
SYSTEM,
SYSTEM,
SYSTEM,
SYSTEM,
SYSTEM,

BIOFEEDBACK
CAMERA, GAMMA, MOBILE
CAMERA, SCINTILLATION
DENTAL CARE DELIVERY
DIALYSATE, PRU)UCTION/SUPPLY
OICTATION, CENTRAL
ESOPHAGEAL MOTILITY RECORDING/A
LIGHTING, V!OEO, U/CONTROLS
PHACOFRAGMENTATION (CUSA)
PHOTOCHEMICAL UASTE TREATMENT
PRODUCTION, FLUIDS, RESUSCITATION
RADIONUCLIDE COUNTING
REVERSE OSMOSIS, WATER, MOBILE
REVERSE OSMOSIS, HATER, MOBILE
STRESS EXERCISE, b//TREAOMILL
THERMAL LUMINESCENCE, MEASURING

576

s0820
SD822
S102O
S1 022
S1120
S1 422
S8300
S8000
s8100
S8200
S8500
S8400
s8510
s8520
u2095
M8165
M8170
M8172
L7300
WL050
M8940
UD035
D3390
D3380
M5030
uMD85
F0340
F0350
H8945
E4800
K4500
K4505
K4700
L2645
UM095
M4655
u2705
M4656
X9705
M4660
M4665
M4650
M4670
EI51O
iJM130
D4220
UM143
E8005
u6025
M6030
ti14060
U2745
M8!7S
x981O
x9820
D8255
M4855
F2450
M8650
F2245
M5740
U2090
UO020
x8000
u2570
!!4870
M818!5
x9850

A
A
A
A
A
A
A
A
A
A
A
A
A
A
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
A
A
A
c
c
c
c
c
c
c
c
c
c
F
c
c
c
F
c
c
c
c
c
c
c
c
c
c
c
c
c
c
A
c
c
c
c
c

-
422
423
424
425
427
427
443
442
442
443
443
443
443
444
469
341
342
342
264
488
358
486

E
313
493
157
757
358
139
219
219
221
255
494
306
474
306
536
306
306
305
306
122
495

4E
144
320
320
492
474
342
537
537
105
310
182
354
In
319
469
466
533
472
310
342
538
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~ INDEX “~ NOMENCLATURE NIHBER CAT NLPIBER *** [ND~ ● *9*

?:

w SYSTEK, UPTAKE, THYROID, K081LE
SYSTEM, VAW FORKING
SYSTEN, VENTIUTIOK, XENON

TABERNACLE. CHAPEL

O,,.,,,7’

0.!:
,,

TABLE ,
TABLE,
TABLE,
TABLE ,
TA8LE,
TABLE,
TABLE ,
TABLE,
TABLE,
TABLE,
TABLE,
TABLE,
TABLE,
TA8LE,
TABLE ,
TABLE,
TABLE,
TABLE ,
TABLE,
TABLE,
TABLE,
TABLE ,
TABLE,
TABLE,
TABLE,
TABLE,
TABLE,
TABLE,
TABLE,
TABLE,
TABLE,
TABLE ,
TABLE,
TABLE,
TABLE,
TABLE,
TABLE,
TA8LE,
TABLE,
TABLE,
TABLE,

IHI)R, -(l
ANESTHESIA, HBL, 32x27x18
ANTIVIBRATION, ULTRA-MICROTWE
AUTOPSY, L-SHAPE
AUTOPSY, TANK, CRS,
AUTOPSY,KBL,U/STATIONARY SER CNTR
BAKERS, CRS, 2SECT, 36X84X36
BALANCE, KAR8LE, 24X35X31
BASS I NET/ORESSi NG
CARD, NON-FOLDING
CAST1 NG
CEPH. TRACING, 36UX240X34H
CHILOS
COFFEE, 18x52x24
COKPUTER, W/PRINT SHELF
CCWUTER, KEDIIM 27)(48)(30
CCMPLITER, SKALL , 27X36X3D
CONFERENCE, ~, 30XVARXVAR
-I S, U/p~ ~~, 34x~4
WI S, W/p~ ~~t 34x96x36

CUSTOK, CRS, HIGH CAP 30)(48)(24
WTTER/SLICER, WSTOK, 3Dx66x22
CUTTING, KEAT
DINING
DRAFTING
ORESSING, INFANT
ORESSING, MORTUARY
EXAK, CRS, 2 SECT, 30x74x21
El(AJ!, ORTHOPEDIC
EXAn, PEDESTAL, 4 SECT, KOBILE
EXAK, PEDIATRIC, W/SCALE,52X62X27
EXAK, PROCTO, ELEC/HYO
EXAK, TREATKENT, ELEC/HYD
E)(AK/TREAT, ANIKAL , CRS, 33x20x72
EXAM/TREAT, CABINET
EXAK/TREAT, UOOD
EXAKINING
EXERCISER , 30- l/2X36X30
EXERCISER, TILT, AUTO
FOLD I NG, 30x72x27
1NSPECTION, LINEN

TABLE, - lNSTRUKENT, CRANIOT~Y, OVERHEAD
TABLE . lNSTRUKENT/ORESS ING. ANG.3SX72X15
TABLE ;
TABLE,
TABLE ,
TABLE,
TABLE,
TABLE ,
TABLE,
TABLE,
TABLE,
TABLE,
TABLE,
TABLE,
TA8LE,
TABLE ,
TABLE,
TABLE,
TABLE,
TABLE,
TABLE,
TABLE ,

INSTRUMENT/DRESSIltG; CRS;22X18X32
lNSTRUKENT/ORESSING, CRS,48X41X24
I NSTRUKENT/ORESSl NG, KBL ,3SX20X16
LAB, K8L, ADJ NICSVR, 2SH, ELEC.
LAB, KBL, ADJ UKSVR, 2SH, ELEC.
LAB, K8L, AOJ UKSUR, 39X4~60
LAB, KBL, ADJ UKSUR, ELEC,39X49X60
LAB, KBL, AOJ NKSVR, 2SH,84X49X60
LAB, KBL,AOJ UKSUR,U/SINK,29X@X60
LABORATORY, OPTNALKIC
LAYOUT/PRINT ING, OT
MICROSCOPE, 1-2 PERSON
Ml CROSCOPE, TEACHING, 3-5 PERSON
K081LE
OBSTETRICAL
OCCASICWAL, 2X, ~, 15x18x18
OCCASIONAL, LAKP, 23x28x28
OCCASIONAL, RWND
OFFICE, (SIZE AS REWIRED)
OFFICE, ROUND, 29X42DIA.

577

X9500
T151O
A6055

FO055
F0772

U2075
L9711
L971 O
L9?15
K7180
K1240
K9D05
F0765

D9950
F0760
F0735
FO71O
F0700
F0705
FD755
K8150
K8190
K7405
K7bO0
moo
F0795
F0765
K9015
L9730
K9050
K9055

K9D20
K9D65

VDO15
K9D25
K8300
W077
K8305
K8310
W065
FD800
K8805
K8815
K8820

K8830
E2121
E2131
E211O
E21OO
E2132
E2115
K5020
T0165
LOG90
LDD95
F0860
K9070
FO~
F0740
FO~O
F0750
FOB20

c
c
A

c
c
c
c
A
A
A
A
c
c
c
c
A
c
c
c
c
c
c
A
A
c
A
A
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
F
F
F
F
F
F
c
c
c
c
c
c
c
c
c
c
C*

536

37

150
169
355
469
269
268
269
224

%
169
359
117
169
168
167
166
167

E
225

z
225
170

E
269
361
361
361
360
362
362
479
360
347
493
347
347
492
170
356
356
356
356
356
124
124
123
123
12s
124
312
.450
232
232

L?
168
168
168
168
171

!

I
,
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TABLE,
TABLE,
TABLE,
TABLE,
TABLE,
TABLE ,
TABLE ,
TABLE,
TABLE,
TABLE ,
TABLE,
TABLE,
TABLE,
TABLE,
TABLE ,
TABLE ,
TABLE,
TABLE,
TABLE,
TABLE ,
TABLE,
TABLE,
TABLE,
TABLE ,
TABLE,
TABLE,
TABLE,
TABLE,
TABLE,
TABLE,
TABLE,
TABLE,
TABLE,
TABLE,
TABLE,
TABLE ,
TABLE,
TABLE,
TABLE,
TABLE,

OFFICE , RUJND, HX60D IA
OPERAT lNG, 6 SECT, TRAUMA
OPERATING, AWDREUS SPINAL
OPERATING, FIELD
OPERATING, FIELD, 39x23x79
OPERAT 1NG, FRACTURE, ORTHOPEDIC
OPERATING, PED, 6 SECT
OPERATING, PED , E/P,’ 28x72x20
OPERATING, PEDIATRIC
OPERATING, VETERINARY, HYDRAULIC
OVERBED
PHARM, MEL, AOJ UKSUR , 84X49X6O
PING PONG, FOLDING
PWL
PREP, FOOD, CRS , MOBILE , 34x72x36
PROCESS, LAB, MEL , 6DR , 38x48x24
PROCESS, LAB, MBL, 6DR , 38x48x30
PROCESS , LAB, MOBILE, 29x48x24
PROCESS , LAB, MOB 1LE , 38x48x24
PROCESS, LAB , MOBILE, 38x72x24
PROCESS, LA8 , MBL , 6DR , 38X48X24
REPAIR, LINEN
SACRAMENT
STANDUP, SNACK BAR, 48XUXD
SURGICAL 1NSTRUMENT ANO ORESSING
SURGICAL, 1NSTRUMENT & DRESSING
SURGICAL, REMOTE CONTROL
TRACT ION, PHYSICAL THERAPY
TREAT , HI /LO, METAL
TREAT/CAST I NG, HEAVY DUTY,32X78X30
TYPEWRITER, 27X20X18
TYPING, MOBILE , 25- l/2x24x20
TYPING, MCM), 25- l/2x48X30
UROLOGICAL , MANUAL TILT
UORK, 29x60x30
UORK , 29x60x48
UORK, 2DR, 32x72x30
UORK, ADULT, STAND-IN
UORK, STANDUP , 36x60x30
URITING, 29”H X 30”U X 18”D

TABLE , INSTRUMENT, OPHTHALMI C,ADJ ,35X22X18
TABLE , LAB, MEL, AOJ UKSUR , 39x49x60
TABLE , LAB, MBL,ADJ UKSUR, 2SH ,W/SI NK,60X49
TABLE, LAB, MBL,ADJ UKSVR, SH,2CSH
TABLE, LAB, MBL,ADJUKSUR, 2SH, ELEC,80X49X60
TABLE , PHARM , ADJ UKSUR 80x24x60
TABLE ,PHAR14,MBL ,ADJ UKSUR ,U/S1 NK80x49X60
TABLE, PROCESS, LAB,MBL ,8DR, 38X72X24
TABLE , PROCESS, LAB,14BL ,80R, 38x72x30
TACKBOARD , Mm, bJ/P/H , 48x48X1 .5
TANK ASSEMBLY, BO! LOUT, IOX1 OX14
TANK ASSEMBLY, UASH04JT/BOI LWIT , CURING
TANK ASSEMBLY, UASHOUT/BOI LOUT, 10x18xI4
TANK, DEVELOPING, FILM, FIELD, 32GAL CAP
TANK, DEVELOPING, F I LH, REF , lCMPT ,38x21x20
TANK, REPLENISHING
TANK , STORAGE, U/MNTD , 10 GAL
TANK, STORAGE, U/MNTD, W/UV LIGHT,25 GAL
TELEMETRY SYSTEM. MOBILE . MULTICHANNEL
TELEPHONE,
TELEPHONE,
TELEPHONE,
TELEPHONE,
TELEPHONE,
TELEPHONE,
TELEPHONE,
TELEPHONE,
TELEPHONE,

DESK, ”l LINE -
DESK, MULTIPLE LINE
DESK, U/SPEAKER
U/MNTD HANDSET, UATERPRWF
U/MNTD, 1 LINE, U/SPEAKER
WUUTD , MILT LINE, U/SPEAKER.
b//MNTD , UATERPRCKIF
UALL MWNTED, 1 LINE
UALL MOUNTED, MULTIPLE LINE

578

F0825
H9110
M9115
W072
UM075
149075
M9080
P!9085
!49090
VO030
M7040
E2140
F0815
FO81O
K7250
E2300
E2302
Et650
E1600
E1700
E2301
F0805
FO060
F0770
UM070
UM080
M9095
M8315
M8320
M9012
FO$45
F0855
F0865
M91OO
F078D
F0790
F0775
T0970
F0827
F0720
M5025
E2105
E2135
E2130
E2120
E2150
E2145
E2400
E2401
E2900
D0750
D0850
D0840
X7900
X7700
X7950
S9000
S9050
M4880
U4050
U4070
U4075
U4090
u4065
U4080
U4085
U4055
u4060

c
c
c
c
c
c
c
c
c
c
c
F
c
c
A
F
F
c
c
c
F
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
F
F
F
F
F
F
F
F
c
A
A
A
c
A
E
A
A
c
A
A
A
A
A
A
A
A
A

171
363

::
493
362
362
363
363
479
322
125
170
170
225
126
127
122
122
122
126
170
150
169
492
493
363
347
348
360
171
172
172
363
170
170
169
458
171
167
312
123
125
124
124
125
125
127
127
131

89
92
91

533
532
533
444
444
311
475
476
476
477
476
476
476
476
476
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nM,

O,,,,?,

TELEVISION, COLOR, 18X19X24. 55-70LE
TELEVISION, mLoR, BEDSIDE
TELEVISION, CONSOLE, COLOR, 2P
TENDERIZER, HEAT, ELEC, 22X20X11
TENT, MIST
TENT, OXYGEN
TERMINAL, DATA PROCESSING, U/KEYBOARO
TEST SET, VISION, BINOCULAR
THERAPY, UNIT, MOIST HEAT
TllERXfMETER, ELECTRONIC
TISSUE PROCESSOR, AUTO, 2LEVEL
TISSIJS PROCESSOR, ELECTRON MICROSCOPY
TISSUE PROCESSOR, ELECTRON MICROSCOPY
TISSUE PROCESSOR, LABORATORY, AUT(BIATIC
TISSUE PROCESSOR, LABORATORY, AUTOttAT IC
TITRATOR, COLOR
TOASTER, CONVEYOR, 360SL, ELEC, 20X15X24
TOASTER, CONVEYOR, 360SL, GAS, 28X18X16
TOASTER, CONVEYOR, 540SL, ELEC, 28X21X18
TOASTER , CONVEYOR, 540SL , GAS, 34x22x13
TOASTER, POP-UP, 6SL, ELEC,9X12X12
TOI LET, PAT I EMT , PSYCHIATRIC
TOILET, SPECIKEN, F/S, FOR BEDPAN
TOILET, SPECIMEN, W/H, FOR BEDPAN
TOILET, U/N, SIPH~ JET
TOILET, U/H, SIPHON JET,
TONOMETER , APPMAT ION
ToNOMETER, NONCONTACT
TOOLS, 140CObK)RKING, 272A, U/CABINET
TOP LOADING CERAMIC KILN
TOP, CRIB, SAFETY
TORCH, CASTING/SOLOERING, DENTAL
TORCH, liELOING/CUTTING, U/ACCESSORIES
TRACK, CUEICAL , SURFACE NNTO, U/CURTAIN
TRACK, ORAPERY, CE1 L/U/N.NTD, SNGL CH CORO
TRACK, IV, CEIL/MNTO, 4FT
TRACK, IV, CEIL/NNTO, 7FT
TRACK, IV, OVAL , CEl L/NNTD, 4FTX7FT
TRACTtON APPARATUS, UALL XOUNTED
TRACTION UNIT, HYDRAULIC, PORT, STND/MNTD
TRANSCRIPT 10N UNIT, STANDALONE
TRANSPORT SYSTEM, AUT~T I C
TRANSPORT SYSTEM, AUTOUATIC
TRANSPORT/FEEDER, F ILK, OAYLIGHT
TRANSPORTER, RACK, NOTOR
TRANSPORTER, RACK, NOTOR
TRANSPORTER, TRAY, 53X50X35
TRAP, PLASTER
TRAP, PLASTER, CAST AL, SMALL, 10X6X6
TRAP, PLASTER, CAST IRON
TRAP, PLASTER, CAST IRON, LARGE, 17X14X14
TRAY , BODY, F 1BERGLASS
TREADMILL, ELECTRIC
TREATMENT UNIT, HEAT, LENS
TRIIO(ER, XWEL, DENTAL, 1/2 HP
TRIMMER, MODEL, DENTAL, 1/4 HP, 13x13x16
TRIMMER, NOOEL , DENTAL, 2 UHEEL
TRIPtl), PHOTOGRAPHIC
TRUCK, CASKST , (CHURCH TRUCK) U/ORAPE
TRUCK, HAND, 2 UNEEL
TRUCK, HAND, 4 UHEEL
TYMPANOGRAPH, U/X-Y RECORDER
TYPEWRITER, ELECTRIC

LJLTRA-RICROT~
ULTRACENTRI FUGE
ULTRASONIC U)IIT, TREATMENT, XBL,15X18X1O
UNINTERRUPTIBLE POUER SUPPLY

579

U0500
Itosos
F2280
K8230
Mlooo
HIO05
M1830
*595
N8120
W91O
L9020
L9022
U21OO
UL020
UL025
L5690
K8300
K8350
K8400
K8410
K8250
P9400
P9520
P9550
P9050

n5580
M5575
T9200
T0465
M7020
D8555
T91OO
A5180
A518S
A1170
A1165
A116D

s;
F2455
M2135
M2155
x1718
S231O
S9600

00830
P7650
P7500
P7600
U2575
N8330
M6035
09040
09050
09045
F2345
U2585
N2115
N2120
MOO15
M1850

U2070
L1770
Na200
A6200

c
c
c
c
c
c
G
c
c
c
c
c
c
c
c
c
c
c
c
c
c
A
A
A
A
A
c
c
c
c
c
c
c
A
A
A
A
A
c
c
c
A
A
E
A
A
c
A
A

275
275
178
226
281

?2
317

z
267
268
469
486

261
226
226
226
227
226

;Z
378
377
3n
317
317
465
453
322
106

:
23

:
4W
348
182
292
292
512
434

227
91

376
h “ 375
A
c
c
c
c
B
c
c
c
c
c
c
c

c
c
c
A

375
472
348
321

::
109
180
472
291
291
270
286

468
245
343

40
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e

UN 1NTERRUPT I BLE POWER SUPPLY, STANDALONE
UN 1T DOSE, MOD, R/H, 66x23x20
UNIT, DENTAL, OPERATING
UN] T, EXAM, EYE, U/MTR CHAIR, PHOROPTER
UNIT, WTPUT, CARDIAC
UNLOADER, CASSETTE , DAYL IGiiT
URIMAL, W/H, 20X14X14.5
URINAL, U/H, 29Xl8.5Xl3
URN, COFFEE, 2SECT , 6GAL EA, ELEC,U/STND
URN, COFFEE, 2SECT , 6GAL EA, GAS, U/STND
URN , COFFEE, 2SECT , 6GAL EA, GAS, U/STND
URN , COFFEE, 2SECT , 6GAL EA, STM, U/STND
URN , COFFEE, 2SECT , 6GAL EA, STM, U/OSTND
URN , COFFEE, 2SECT , 6GAL EA, ELEC, U/OSTND
URN , COFFEE, 2SECT, 9GAL EA, ELEC, U/STND
URN , COFFEE, 2SECT , 9GAL EA, GAS, U/STND
URN , COFFEE, 2SECT , 9GAL EA; GAS, U/OSTND
URN , COFFEE, 2SECT , 9GAL EA, STM, U/STND
URN, COFFEE , 2SECT , 9GAL EA, STF4,U/OSTND
URN, COFFEE, 2SECT , 9GAL EA, ELEC, U/OSTND
URN, COFFEE, 2SECT ,3 GAL EA,’ELEC, 29x34x19
URN, COFFEE, AUTfMATIC, ELECTRIC, 48 CUP
URN, COFFEE, AUT~TIC, ELECTRIC, 48 CUP
UROYNAM1 C MEASUREMENT SYSTEM
UTILITY CENTER, OENTAL, UALL/FLR MNTD

VACUUM CLEANER, PLASTER, 11x5x12
VACUUM, UET/DRY, HOSP1 TAL
VALVE , AIR, NEEDLE CONTROL
VALVE , GAS, NEEDLE CONTROL
VALVE, MIXING, THERMOSTATIC
VALVE, RINSE, BEDPAN, U/ DISINFECT INJ
VALVE, TRIMMER, M~EL , DENTAL
VAULT , W/DAY GATE, WILT IN
VECTORCARD 10GRAPH
VENTILATOR, ANESTHESIA
VENT I LATOR , ANESTHESIA, VETRENARY
VENT ILATOR, HIGH FREQUENCY, INFANT
VENT I’LATOR , PORTABLE
VENT I LATOR, PRESSURE CYCLED, PORT
VENTILATOR, PRESSURE LIMITED, INFANT
VENTILATOR, VOLUME , BASIC
VENTILATOR, VOLUME , GENERAL PURPOSE
VENT I LATOR, VOLUME , INFANT
VENT I LATOR, VOLUME , MOBILE
VIBRATOR , MOLDING, DENTAL
VIBRATOR, PORCELAIN , DENTAL
VIDEO ENHANCEMENT SYSTEM, ENDOSCOPY
V IOEO SYSTEM, ENDOSCOPY U/CART
VIDEO SYSTEM, ENDOSCOPY , CCD SCOPES
VIEW BOX, RH TYPING
VI EUER, AGGLUTINATION, TUBE, TEST
VIEUER, SPOT, HIGH INTENSITY
VI SCUETER
VISE, ARTIFICIAL LIMB, ELECTRIC
VI SE, BENCH/PIPE, SUIVEL BASE, 6“ JAW
VISE, MACHINISTS’ , SWIVEL BASE, 7“ JAU

UALL , MOOULAR, STERILIZER
UALL, MtXIULAR, STERILIZER
UARDROBE , WILT- IN
UARDROBE, INSERT, BERTHING 75 MX42’1X241$D
UARDROBE, LDO, 84X1 5x22
UARDROBE , LDO, 84x18x22
WARDROBE, LDO, 84x24x22
UARDROBE , VESTMENT, BUILT IN
UARMER , BL~
UARMER, BLOOD, HIGH VOLUME

580

A621 O
E41OO
D8250
M5600
M7750
X1,717
P81OO
P8150
K8760
K8720
K8860
K8680
K8820
K8920
K9040
K9020
lt9120
K89B0
K9080
K9140
K8670
K1550
K1552
M4800
D7090

UM215
M2600
D9056
D9057
P2450
P1150
09055
A1175
M77T55
M0900
V0150
M091 O
uhl185
M0915
M0920
M0925
M0930
M0935
M0940
D8950
D8960
M8600
M8605
M8610
L4300
UL170
X4390
L7!500
T9425
T9420
T9400

Slloo
Slloo
A6065
CO030
cO023
cO024
cO025
FO096
M8950
H8970

c
c
c
c
c
F
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
A
c
c
c

c
c
A
A
A
A
A
A
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c

A
A
A
c
A
A
A
c
c
c

40
138
105
317
331
511
376
376
228
228
228
228
228
229
229
229
230
229
229
230
227
196
196
307
104

497
294
110
110
366
365
109

23
331
279
484
279
497
280
280
280
280
280
281
108
108
353
354
354
260
490
521

::
465
465

425
425

37
43
42
42
42

151
-358
359

0

Source: https://assist.dla.mil -- Downloaded: 2016-12-11T01:05Z
Check the source to verify that this is the current version before use.



MIL-STD-1691F

APPENDIX A 1 JULY 1993

0
JSM LOG PAGE

●*- ]~Ex _
,: !, NOMENCLATURE NIMBER CAT NL04BER -~ JNDEx _

o1, !

UARKER,
UARKER ,
UARKER,
UARKER ,
UARKER,
UASHER,
UASHER,
UASHER,
UASHER,
WASHER,
UASHER,
UASHER,
UASHER ,
UASHER ,
WASHER,
UASHER,
UASHER,
UASHER,
UASHER,
UASHER ,
UASHER,
UASHER,
UASHER,
WASHER,
WASHER,
UASHER,
UASHER ,
UASHER,
WASHER,
WASHER,
WASHER,
UASKER,
UASHER,
UASHER,
WASHER ,
UASHER ,
UASHER,
UASHER,
UASHER,
WASHER,
UASHER,
UASHER,
UASHER,
WASHER,
WASHER .

ELLltll, PORTA8LE, 16X8X2
INFANT , KBL, U/KEAT SWRCE
RADIANT HEAT, U/PHOTOTHERAPY
SOLUTION, 200, 2SH, 75X30X24
SPECTACLE, PLASTIC
BEDPANAIRINAL, RCSD,STM,56X30X17
CART , AUTO, ELEC, 104X8OX93
CART, AUTOKATIC
CART , STEAK, 200P1 T/KNTO
CART, STEAK, 2D0, PASS-THRU
CART, STEAK, DO, PIT
CART, STM, CA8, 200, F/KNTD
CART, STM, CA8, 00, F/KNTD
CART, STM, CAB, PIT/KNTO
CART/CAGE
CART/UTENSIL, STEAK, 84X90X72
CELL, 8LOO0
CLOTHES, AUTO
ENOOSCOPE, AUTOHAT I C
GARGAfiE CAN, PED, STM, 27KX27DlA
LABUARE ,
LA8UARE,
LABUARE ,
LA8UARE ,
LABUARE ,
LABUARE,
LABUARE,
LABUARE,
LABUARE,
UBUARE,
LABUARE ,
tAWARE,
LA8UARE .

AUTO, STH, 38X44X20
ELEC, STN INJ, U/CTR
ELECTRIC
ELECTRIC, 70X42X48
ELECTRIC, 00, 65x39x33
ELECTRIC, 00, 80X40X30
ELECTRIC, UIC
STEAK, 100, 80X40X30
STEAM, 2D0, 73X42X48
STEAM, 80x39X31
STEAM, 00, 62X44X20
STN, 200, P/TKRU, 69x42x48
STil. 200. P/THRU.88X40X43

PIPET, MO, -22- i/iKxlo:3/BoIA
POT/PAN, ELEC, 69x55x55
MT/PAN, STM, ELEC, 73%X36
PRESSURE , VETER I NARY, HOT WATER
PRINT, AUTO. ORtM
SPRAY -
TRAY, CONT, AUTO STACKING, ELEC
TUBING. HOSE 8ia
TUBIUG; ROTARY
UTENSIL , PASS THRU, STM,61X27X27
UTENSIL, STEAM, CAB, 200
UTENSIL, STM. CA8. TUNNEL

UASHER; BEDPAN/UR INA~ , UtiTO , STM, 56X30X23
UASHER/DRYER, CART
UASHER/PASTURIZER, TUBING
UASHER/SANITIZER , CAGE, LARGE, 86X54X240
UASHER/SAKITIZER, UTENSIL, 73X32X38
UASHER/SANI TIZER, CAGE, STIt, 75 HX35UX168L
UASHER/STERl LIZER, ENDOSCOPE
b/ASHER/STERILIZER, STEAK, 200, 25 X18)(3O
UASHER/STERI LIZER, STEAK, 200, 36X26X48
UASHER/STERILIZER, STEAM. 2D0,36X24X29
UASHER/STERILIZER, sTEAK,OO, cA8,16x16x26
UASHER/STERl L IZER, STN, 2D0,CONVEYOR,259
UASHER/STER1 L1 ZER, STK, 2D0, CONVEYOR,48D
UASHER/STERl L 1ZER, STM, 2D0,RCSD , 16x16x26
UASKER/STERILIZER, STEAkt,DO, RCSO, 16x16x26
UASTE DISWSAL UNIT, SHARPS
QATER cLosET, U/LAVATORy, CA81NET
UATER TREATKENT REOUIRED , NOTE :
UATTKETER, ULTRASOUIC
WEIGHT SET, BALANCE, 100G)I-1KGM
UEIGHT SET, 8ALANCE, 10KG-1OOKG
t#TM)ER, ARC
UELDER, PVC BLOCO TU81NG, STERILE PROCES

581

kU16S
K0820
K8205
Usolo
K5735
S6700
K9600
A1205
S9730
S971 o

2%
S9715
s9n5
S3180
S3185
UL150
moo
S2600
K9750
L2340
L2360
L3140

L3170
L3050

L3010
L3070
L3160
L3100
L3120
L3030
L3W0
K9760
K9770
VD045
K0355
K9300
K9450
P8700
S261O
S97S5
S9750
S9700

%%!
S2625
motw
S9740
VO055
S2605
S2430

%455
S0165
S4400
S44So
S0175
S0170
A5108
W150
A6145
T8055
H1230
M1235
T9300
L11?2

c
c
c
c
c
A
A
A
A
A
A
A
A
A
A
A
c
c
c
A
A
A
A
A
A
A
A
A
A
A
A
A
A
c
A
A
A
A
A
A
A
c
A
A
A
A
A
c
A
A
A
c
A
A
A
A
A
A
A
A
A
A
A
c
c
c
c
c

496

L?
501
319
441
231

24

445

E
445

437
437
689
293
434
231
253
253
258

:;
257
258

P7
2S8
257
257
257
258
231

z
273

z
376
435
447
447

z;
437
435
480

480

::
439
.438
396
438

%
396

29
377

z

%
465
241
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UELDER , TACK, ORTHU)ONTI C
WHEEL, KICK, POTTER ‘S, 34X30X33
UHEEL, POTTERS
WHEELCHAIR, MRI
WHEELCHAIR, ORTHO/PHYS THER, FOLDING
UHEELC)IAIR, PT TRANSPORT, FOLOING
WHEELCHAIR, RECLINING
UHIRLPCKIL, ARM, MOBILE, 32x16x34
UH I RLPOOL , ARM, PED/f4NTD
WHIRLPOOL, ARM/LEG & HIP, MOBILE
UHI RLPOOL , EXTREMITY, FLR/MNTD
WHI RLPmL , EXTREMITY, PTBL
‘UHI RLPOOL , LEG, CRS, FLR/MNTD, 33X20X28
UHIRLPOOL, LEG, FLR/MNT0,60x24x18
UHIRLPOOL, LEG/HIP, MOBILE, 48x60x18
UHIRLPOOL, LEG/Hi P, PORTABLE , 67X24X27
UHITEBOARD, U/TACKBOARD/SCREEN , CABINET
UHITEBOARO, UCP, 36X48
UHITEBOARO, UCP, 4SL lDG PANELS, W/SCREEN
UHITEBOARD , WCP, U/SCREEN
UINOOU, OBSERVATION, ONE WAY
UORKBENCH, 2DR , 36x72x30
UORKBENCH , ELEC , LOCKER BASE, 34x96x48
UORKBENCH , HYORAUL I C, VAR 60x36
UORKBENCH, LAMINAR FLOW, MOB] LE
UORKCENTER, Mm, U/H, CSH, LFILE, MKR BD
UORKCENTER , MOO, W/H, UKSUR, CSH, SH,DRS
UORKCENTER, Mm, W/H, UKSUR, SH , CSH, OR
UORKCENTER, MOO,U/H, UKSUR, CSH, LFILES,DRS
WORKCENTER, MOO, W/P/H, WKSUR, CSH, LFILE, DRS
UORKSTA, IU), CL IN. UPH, BKSPLSH, 84X49X25
biURKSTA, Mm, U/P/H ,TRAY/SH. 5DR .84x49x25. .
WORKSTATION ,-
WORKSTATION,
WORKSTATION,
UORKSTAT ION,
UORKSTAT ION,
UORKSTAT 10N ,
UORKSTAT ION,
UORKSTAT ION,
HORKSTAT 10N ,
WORKSTATION,
WORKSTATION,
WORKSTATION,
liURKSTAT 10N ,
KURKSTATION,
UORKSTATION,
UORKSTATION,
WORKSTATION,
WORKSTATION,
UORKSTAT ION,
UORKSTAT 10N ,
UORKSTAT ION,
WORKSTATION,
WORKSTATION ,
WORKSTATION .

ACRYLIC, FUMEHOCO, FLmR ST
CENTRAL APPOINTMENTS
C(N4PUTER , ENCLOSEO , b//LOCK
COMPUTER , OPEN
DENT
DENT
DENT
DENT
OENT
DENT
DENT
DENT
DENT
DENT
DENT
DENT

DENT
urn,
rnm,
urn,
urn,
urn,
Mm.

WORKSTATION ; MOO;
WORKSTATION, MOD,
UORKSTAT ION, MOD,
hfORKSTAT 10N, Mm,
lit)RKSTAT ION, Mm,
ht)RKSTAT 10N , Mm,
WORKSTATION, Elm ,
WORKSTATION , Urn,
WORKSTATION , Mm,
liORKSTAT 10N, ‘Mm ,
UORKSTAT 10N, Mm,
UORKSTAT ION, Mm,

LAB; 4 TECHNICIAN
LAB, ACRYLIC CUR I WG
LAB, ACRYLIC PROCESS IN
LAB, CERAMIC M(MJLAR
LAB, DIE TRIMMING
LAB, EQUIPMENT BENCH
LAB, FLfX)R STANOING
LA8, METAL GRINDING
LAB, PLASTER
LAB, POLISHING, D(XJBLE
LAB, POLISHING, SINGLE
LAB, REC, 74UX24DX34H
LAB, SURVEYING/MILLING
LAB, INVEST , 97UX24DX37H
U/H, UKSUR, SH, CSH,3DR
U/H, UKSUR, SH, CSH,3DR
U/P/H, 2DR, 84x49x25
W/P/H, 3DR, 84x49x25
U/P/H, 3DR, 84x73x25
U/P/H, &DR, 84x49x25
U/P/H, 4DR, 84x49x25
U/P/H, 60R, 84x49x25
U/P/H, 6DR, 84x49x25
W/P/H, 6DR, 84x73x25
W/P/H, 84x25x25
U/P/H, 84x49x25
W/P/H, 84x73x25
W/P/H, DR, RESIN
W/P/H,2SH, RESIN
U/P/H ,2SH , 2DR,84x49x25
W/P/H,4DR-F/U,84X49X25
W/P/H, UKSUR, SH, CSH, DRS
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D2535
T0960
M8265
X991 o
M4700
M4705
N471O
M8030
M8035
W465
M8040
M8045
M8D50
M8055
NM460
M8060
F3045
F3050
F3055
F3D60
AS 120
T0600
T0801
T0965
Vol 30
E5640
E5620
E5660
E5900
E5600
E31OO
E1127
D0925
AIO1O
F0690
F0695
DD9D5
D0955
D0950
D0915
D0975
D0940
00920
00910
D0960
00970
D0980
D0900
D0945
D0935
E5700
E571O
E1118
E1120
E1119
E1121
E1124
E1123
EI126
E1150
E1115
E3150
E1140
E1116
EI113
EI112
E1125
E5500

c
c
c
c
c
c
c
c
A
c
A
c
A
A
c
c
A
A
A
A
A
c
c
c
c
c
c
c
c
c
c
c
A
A
c
c
A
A
A
A
A
A
A
A
A
A
A
A
A
A
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c

96
458
345
539
307
307
307
337
337
500
337
338
338
338
500
338
187
188
188
188

30
455
457
458
484
141
141
141
142
141
133
120
93

lU
166

93
94
94
93
95
94
93
93
95
95
95
92
94
94

142
142
119
119
119
119
120
119
120
121
118
133
120
118
118
118
120
140

Source: https://assist.dla.mil -- Downloaded: 2016-12-11T01:05Z
Check the source to verify that this is the current version before use.



MIL-STD-1691F

APPENDIX A 1 JULY 1993

JSN LOG PAGE

n

~ INDm W** NOMENCLATURE NUMBER CAT NIMRER *** [ NDE)( ***

,, ,,,

WORKSTATION,
UORKSTAT ION;
UORKSTAT ION.
b19RKSTATION ;
UDRKSTAT ION,
UORKSTAT ION,
UORKSTAT ION,
UORKSTATI(BI,
UORKSTAT ION,
WORKSTATION,
UORKSTAT ION,
UORKSTATION ,
UOWSTAT 10N,
WRKSTAT 10N ,
LK)RKSTATION,
WRKSTAT ION,
WRKSTAT ION.

~, U/P/H, UXSUR , SH ,CSH ,ORS
UCO, U/P/H/, 8DR, 84X49X25
KcO,u/P/H,3sn,20R, 84x48x25
Moo ,u/P/H,3sH,5DR ,84X49X25
MOO, U/P/H, LAT. FILE,84X25X25
MOD, UPH,3DR, CSH, SH,84X49X25
MLX),UPH,DRS, SH, CSH,84X4?X25
MCD,UPH, SH,CSH,2DR,84XWX25
MOD, UPH, SH,CSH,50R,84X49X25
TYPICAL, 6-MAN CLUSTER
TYPICAL , CLERICAL
TYPICAL, CMPUTER
TYPICAL, MANAGER
TYP1 CAL, PROFESS IC$JAL
TYPICAL , PROFESS1ONAL
TYPI CAL, PROFESSIONAL
TYPICAL . SUPERVISOR

UORKSTATION;OEN LA9,&ST ING, 73UX29DX34H
UORKSTATION,~, EXAM, W/H, UKSUR,SH,CSH,OR
UORKSTATION,HOO, U/P/H, 2SH, 2DR 84X2SX2S
UORKSTATION,lUD, U/P/H, DO, SH, cSH,84X25X25
=KSTAT ION ,~,W/P/H,W~,DRS, &X4%~
UORKSTATION,PROORAM, U/SIDE 8AR,60X86X80
UORKSURFACE, MOD, U/P/H, 84X49X25
WJ!W3URFACE , U/P/H, 2 SINK, 38X69X25
UORKSURFACE , U/P/H, 2 SINK, 38X49X25
UORKSURFACE, U/P/H, SINK, 38X25X23

ES501
El 122
E2154
E2153
E1114
E1130
E3300
E2151
E2152
u2485
u2&75
U2480
u2450
U246D
U246S
U2470
u2455
D0930
E5800
El Ill
E3200
E5f+oD
F0655
E111O
E2600
E270D
E27S0

c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
c
A
c
c
c
c
c
c
F
c
c

140
119
126
126
118
120
133
126
126
471
471
471
470
47D
471
471
670

94
162
t 18
133
140
M
117
127
127
128

0!J
!,,

,
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